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In spite of all the efforts from the governments and the operational agencies, and the contribution 
from the scientific and technical communities, the impact of forest fires persists and, at least in some 
regions, even with an increasing trend. The tragic fires of Portugal in 2017 and of Greece in 2018, with 
unprecedented numbers of fatalities among the civil population in modern times, drive our attention 
to the fact that what is at stake in forest fires is not only the natural environment, the climate, the 
landscape, the economy or the ecology. In these and in other episodes from the recent years, all over 
the World, forest fires have threatened the safety and wellbeing of people and have shown how capable 
they are of destroying the greatest value that we have to protect, that of human life.   
After the fires of 2017 in Portugal, in which we had more than one hundred fatalities, mostly of 
common citizens, we felt that everything must have failed for this to be possible. Instead of blaming 
one or other agency, or person, we have to recognize that the society was not up to the challenge posed 
by these uncommon but not unrepeatable circumstances and events. We from the scientific community 
have also to ask ourselves the level of understanding that we have on these processes and about our 
ability to provide assistance to prevent, predict and control them.  
In our judgement we have to recognize that we are still very far from even a satisfactory point. 
There is so much that we ignore and do not understand about the very complex processes that the 
management of forest fires involve that we must accept that much more has to be done if we wish to, 
at least, grasp the immense power and overwhelming capacity that nature has with the scourge of 
wildfires. 
As a scientific community we have to face this challenge and be even more focused and 
collaborative to deal with it. The International Conference on Forest Fire Research that is now on its 
eight edition is open to become a platform to support this effort, as it has always been. 
This eBook compiles the valuable contributions to this Conference, made by authors from the 
scientific community all around the world. Each one of the six major themes of the conference includes 
different topics in the entire range of fields related to the problem of wildfires management. They 
compose the first six chapters, as follows: 
Chapter I) Fire Risk Management 
Topics covered: Fire Risk Assessment, Fire Risk Communication, Climate Change, 
Cascade effects, Firefighting training 
Chapter II) Fuel Management 
Topics covered: Fire Ecology, Evaluation and Management of Burned Areas, Fuel 
Management, Fuel Modelling, Fire Prevention 
Chapter III) Fire Management 
Topics covered: Fire Management, Fire Prevention, Fire Preparedness, Fire Behaviour, 
Fire Suppression, Large Fires, Fire Safety, International cooperation 
Chapter IV) Fire at the Wildland Urban Interface 
Topics covered: Fuel Management at the WUI, Fire Management at the WUI, Risk 
Assessment 
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Chapter V) Decision Support Systems and Tools 
Topics covered: Fire Detection and Monitoring, Remote Sensing, Fire Behaviour 
Prediction Systems, Meteorology and other support information, New Technologies 
Chapter VI) Socio Economic Issues 
Topics covered: Human and Institutional Factors, Economic Issues, Fire impacts on 
society 
 
Chapter VII includes other short contributions that have under 1500 words (excluding 
acknowledgments and references) and that provide insights to more complete work that authors are 
still finishing or have published in other scientific journals. 
 
We hope that this Conference and eBook may serve the purpose of keeping a record of the recent 
research in these fields and to illustrate the role that is played by the scientific community in the face 
of the challenges that these new times bring to fire science. We are sure that it will inspire and provoke 
more investigation and collaboration. 
This e-book, published by the Coimbra University Press, is considered as a publication per se, 
independent from the Conference, and each paper is considered to be part of a chapter. 
In the name of the Organizing Committee we wish to thank all the authors for their valuable work 
and for participating in the Conference.  
We wish to thank Dr. Mike Flannigan for having accepted, once more, the role of Head of the 
Scientific Committee, who with the help of a group of selected experts reviewed and revised the 
submitted abstracts. Their work was very important to keep the high level of quality that has been the 
standard of this Conference.   
We wish to thank to all the distinguished individuals that accepted to be members of the Honorary 
Committee. 
We would like to express our personal thanks to all the members of the Organizing Committee and 
in particular to our colleagues of the Local Committee and the Secretariat for all their support, work 
and dedication during the preparation of the Conference. They carried the largest part of the work load 
that included the performance of large and small tasks that are required to put this Conference together 
and therefore they deserve thanks from all of us. 
 
 
Coimbra, 24 August 2018 
 
Domingos Xavier Viegas, Chairman of the Conference 
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A model for identifying blow-up fire potential 
Richard H.D. McRae1; Jason J. Sharples2*; Rachel L. Badlan2  
1ACT Emergency Services Agency, Canberra, Australia 




Australia’s fire services mitigate the risk to the community from wildfires in a manner that leaves minimal 
residual risk. This work is founded on forecasts of fire behaviour based on fuel, terrain and weather. Using 
steady-state fire behaviour equations, any given set of conditions permits a single expected fire behaviour 
prediction. Since 2001, Australia has been impacted with rapidly increasing frequency by a class of fires 
driven by a coupling of the fire with the atmosphere above the mixed layer. In their most extreme form, these 
fires produced pyroCbs. The continental climatology has four events in the satellite era up to 2001, but since 
then 56 further confirmed events. This change in frequency is considered to be due to climate change. Blow-
up events were seen to occur when a fire fire switches from normal linear flaming to areal flaming - over 5km 
flaming depth has been observed. If this happens in an unstable atmosphere, the plume forms a cloud before 
it mixes out. The latent heat of condensation then released allows a rapid escalation of fire intensity on the 
surface. Arising from the extreme wildfires that hit Canberra on 18 January 2003, a series studies have shown 
how these fires develop. These insights were used to develop a predictive model for these events. The Blow 
Up Fire Outlook (BUFO) model incorporates these in a process model that has been formally trialled. An 
extreme wildfire is defined here as one where one or more blow-up events occur before it is suppressed. Deep 
flaming events are known to be caused by: two steady-state processes (strong winds and wind changes), a set 
of dynamic processes (vorticity-driven lateral spread, eruptive spread, dense spotting), inappropriate use of 
ignition devices, and reburning of areas as new fuel becomes flammable with time. The BUFO model was 
run in trial mode in the Australian Capital Territory and New South Wales over three summers. The results 
indicated that the trial was successful, despite the small sample size involved. The POD was 100%, the FAR 
was 33% and the TNR was 100%. The model utilised weather forecast data from the Bureau of Meteorology, 
weather observations, terrain analysis data from the HighFire Risk project (www.highfirerisk.com.au) and 
fire information. It makes heavy use of remotely-sensed information. The model is designed to start if there 
is an uncontained wildfire with raised fire danger, and to ask questions that are either true or false. The 
answers form a path that either loops back (for the model to be re-run at a different time) or yields a prediction 
of the potential for a blow-up fire event. Most of the nine questions are required to assess the potential for the 
formation of deep flaming. So, given that most of the damage is caused by fires not covered by the standard 
toolbox used by fire services, BUFO is designed to augment the work of Fire Behaviour Analysts. We are 
working to increase its uptake across the sector. 
 




Since the turn of the century, extreme wildfires, although still largely uncommon, have become 
more frequent in Australia, and in other countries. These fires include the many of the most damaging 
and high profile fires of recent times, including Canberra in 2003, Tasmania in 2013 and Victoria in 
2003, 2006 and 2009. They manifest as large, unstoppable fires that couple with the atmosphere. They 
are also the source of pyrocumulonimbus clouds (pyroCbs or fire thunderstorms). Since 2001 there 
have been 56 confirmed pyroCb events in Australia.  
We have formally defined an extreme wildfire (Sharples, et al., 2016) as one where one or more 
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blow-up events occur before it is suppressed. Blow-up events are defined as instances when the fire 
switches from normal linear flaming to areal, or ‘deep’, flaming - over 5km flaming depth has been 
observed. If this happens in an unstable atmosphere the fire can couple with the atmosphere (Potter, 
2002), modifying the fire’s behaviour. An example of deep flaming occurring during the 2013 
Wambelong Fire can be seen in Figure 1. If deep flaming occurs in an atmosphere conducive to 
enhanced plume development, the plume can form a cloud before it mixes out. The release of the latent 
heat of condensation then further exacerbates the coupling between the fire and upper levels of the 
atmosphere, which can produce more erratic and unpredictable winds, facilitate the mixing down of 
drier air, increase the potential for ember transport, and produce dry lightning. 
Arising from the extreme wildfires that hit Canberra 
on 18 January 2003 (Fromm, et al., 2006), a series of 
studies have provided insights into how these fires 
develop (Mills, 2005, 2008a & 2008b, Fromm, et al. 
2012, McRae, et al. 2015). In particular, they have 
highlighted the role of deep flaming events in 
combination with atmospheric conditions conducive to 
violent plume development. These insights have been 
drawn upon to develop a predictive model for blow-up 
fire events (McRae & Sharples, 2013 & 2014). The 
Blow Up Fire Outlook (BUFO) model incorporates 
insights into the triggers of deep flaming with measures 
of atmospheric instability. Deep flaming events are 
known to be caused by: two steady-state processes 
(strong winds and wind changes), a set of dynamic 
processes (vorticity-driven lateral spread, eruptive 
spread, dense spotting and fire coalescence), 
inappropriate use of ignition devices, and reburning of 
areas as new fuel becomes flammable with time.  
 
Figure 1 - Deep flaming during the 2013 
Wambelong fire in NSW. The circled area exhibits 
widespread flaming in contrast to the more typical 
frontal fire behaviour that can be seen on other parts 
of the fire. 
 
Figure 2 - Blow-Up Fire Outlook model flowchart. 
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BUFO takes the form of a process model, which has recently been formally trialled. In this paper 
we provide an overview of the BUFO model and report on the outcome of the formal trial. 
 
 
The BUFO model (Figure 2) takes the form of a decision tree, or flowchart. It comprises a series of 
questions leading from the start point, which concerns the occurrence of an uncontrolled fire on a day 
of elevated fire danger (i.e. hot, dry and windy surface weather). Each of the subsequent questions 
considers the setting of the fire and are formulated to provide a path dichotomy, with the “yes” option 
leading to further questions or to inferred occurrences of interest. The “no” option is used to loop back 
to allow re-running of the model at a future time (either to a schedule or when new information 
becomes available). The ultimate, inferred occurrence is that of a blow-up fire-event, and from there 
the model may be re-run at a future time. This loop-back is essential as some fire complexes may 
repeatedly blow-up. Examples of this include the 2003 and 2006 Victorian Alpine Complex and the 
West Fork (Colorado) Complex of July 2013.  
In essence the model considers the likelihood of the fire exhibiting deep flaming in an atmospheric 
environment that is conducive to violent pyroconvective development of the plume. At present the 
atmospheric component of the model is assessed based on the continuous Haines index, with values 
over 10 being considered necessary for blow-up fire occurrence. However, in the future this component 
will likely be refined as a more comprehensive understanding of the influence of detailed frontal 
dynamics on plume development becomes available. 
The model utilises weather forecast data from the Bureau of Meteorology, weather observations, 
terrain analysis data (e.g. available at www.highfirerisk.com.au), and fire information such as aerial 
linescans. It also makes heavy use of remotely-sensed information.  
 
 
The BUFO model was run in trial mode in the Australian Capital Territory and New South Wales 
between December 2013 and March 2016 (inclusive).  








Dec-13 1 0 0 
Jul-14 3 0 0 
Sep-14 2 0 0 
Oct-14 2 0 0 
Nov-14 4 1 0 
Dec-14 1 0 0 
Oct-15 2 0 0 
Nov-15 4 1 1 
Dec-15 3 0 0 
Jan-16 2 1 1 
Feb-16 1 0 0 
Mar-16 1 0 0 
Over that period there were 23 days when the initial conditions for the model were met, or nearly 
met, and so warranted analysis. Overall, three alerts were issued. In two of these instances blow-up 
events were observed, while in one instance no blow-up eventuated. Therefore, the Probability of 
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Detection was 100% and the False Alarm Rate was 33%. The True Negative Rate, based on 
assessments made without an alert being issued and subsequently no blow-up event occurring, was 
100%. A future automated system would remove potential biases in the latter statistic, as all days could 
be assessed. 
 
A fire started in the Pilliga Scrub in New South Wales in the early afternoon. It was assessed with 
the BUFO model, as it was an uncontained wildfire under elevated Forest Fire Danger Index. The wind 
was over 25km/hr, allowing various dynamic effects to potentially come into play. The landscape was 
flat, suggesting a wind driven elliptical fire with limited wind-terrain interactions. The winds were 
generally under 50 km/hr, but gusts exceeded that. A wind change was forecast to arrive mid-
afternoon, which could produce deep flaming if a flank became a new, broader headfire. However gust 
winds could also produce deep flaming through high rates of spread. For either mechanism, the forecast 
Continuous Haines Index was 12, suggesting enough instability and dry air above the LCL to permit 
the fire to couple with the atmosphere. 
This event shows the potential for a warning being issued with a useful lead-time being provided: 
• 14:50 BUFO alert issued, with a review flagged for 17:00. 
• 15:10 fire plume starts to show in Namoi weather radar. 
• 15:30 radar reflectivity indicates enhanced pyroconvective activity, confirming a blow-up 
event (Figure 3). 
• It is likely that the wind change arrived at 15:40. 
• 18:40 radar reflectivity declines. 
Therefore, the alert was able to be issued 40 minutes before the blow-up occurred. This was a true 
positive for the model. There were other fires in the trial area that caused operational concern, but for 
which the BUFO model did not indicate blow-up potential. None of these fires formed blow-ups 
events. 
 
Figure 3 - Radar image of the plume of the Yarriman Road Fire showing partial 50km and 100 km range rings. 
Image time: 16:00 AEDT (UTC+11); radar: Bureau of Meteorology, Namoi reflectivity. 
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After the trial had concluded, an operatonal BUFO alert was issued for a fire that went on to form 
a pyroCb the next day. It is believed that vorticity-driven lateral spread (Sharples, et al., 2012) was 
initiated along numerous sandstone cliffs in the area, further excerbated by passage of a trough 
overhead. The use of Himawari-8 satellite  imagery at this fire was improtant, and suggested new 
aspects of violent pyro-convection that might be detected. 
 
 
A useful level of skill has been demonstrated for anticipating fires that become blow-up events. The 
context, a landscape with elevated fire danger and a number of fires, can be analysed to identify where 
risks to the community and fire crews are most elevated. Subsequent work, outside the formal trial 
domain, indicates that broader implementation of the BUFO model will increase the likelihood of 
capturing future major wildfires and the threats that they pose. A holistic approach will provide more 
experience for practitioners and the ability to train on remote fires that pose little or no risk to the local 
community. 
Most importantly, operational BUFO modeling promises to improve the ability of fire agencies to 
warn the community and their crews of potential threats from the most dangerous class of wildfires. 
Current best practice involves warnings to entire regions. There is promise of an ability to warn in a 
far more targeted manner, both spatially and temporally. Benefits of this could be far-reaching: 
avoiding loss-of-life (including avoiding tragedies on roads during evacuation); increasing the chance 
that warnings reflect real threats; and lessened community and economic impacts on a regional scale. 
 
 
The authors are indebted to Laurence McCoy, NSW Rural Fire Service, who helped facilitate the 
operational trial of the model. 
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Abstract 
According to climate projections, global warming is associated with increasing temperatures and dry 
spells in some parts of the world, especially the Mediterranean area. This climate change has already triggered 
increases in wildfire danger and fire season length in Southern Europe and is expected to amplify in the 
forthcoming decades. However, it is quite challenging for the scientific community to assess the intensity of 
these changes, because (i) the trend relies on the greenhouse gases (GHG) emission scenario and (ii) fire 
occurrence depends on multiple factors (including climate, but not only). A proper assessment of the trend in 
terms of fire occurrence and of uncertainties associated with this increasing trend, still lacks, especially for 
the French territory. 
Our study refines traditional approaches of fire risk projection under climate change on two aspects: (i) 
the impact of climate prediction uncertainties on the prediction of fire danger, and (ii) the translation of a 
danger index into a fire occurrence (per size classes). 
 
Keywords: climate change, uncertainties, fire danger 
 
 
The impact of climate change on wildfire danger has been extensively studied in different parts of 
the world. The traditional approach consists in projecting climatic danger indices like the Fire Weather 
Index (FWI) or its subcomponents. The FWI System is a fire danger rating system designed by the 
Canadian Forestry Service (Van Wagner 1987). It models the moisture content of three classes of 
forest fuel and combines it with the effect of wind on fire behaviour. It is noticeable that the FWI 
System refers primarily to a standard fuel pine type but has been widely used as a general measure of 
forest fire danger, even in areas with climate and vegetation markedly differing from that in Canada. 
Yet, a link between high FWI values and observed fire occurrences has been shown in the 
Mediterranean context (Good et al. 2008; Viegas et al. 1999). Regarding climate change, some studies 
have projected FWI at Europe scale for various GHG emission scenarios (Moriondo et al. 2006; Bedia 
et al. 2014a) and various climate models, predicting an increase in overall FWI values and a change in 
the length of the fire season (Moriondo et al. 2006). Many FWI projections have also been produced 
at country or regional scale in Europe. However, few studies address the origin of the uncertainties in 
these projections: can we separate the uncertainty coming from the climate model and the uncertainty 
coming from the scenario choice, and which one is predominant? Does this partition vary during the 
time period of interest? In a first step, we project future FWI and attempt to evaluate the resulting 
uncertainties for France. The interpretation of FWI projections in terms of future fire activity with 
metrics such as expected fire number or burnt area (e.g. Amatulli et al. 2013) is challenging. Indeed, 
FWI is not a straightforward proxy for fire activity, as its response function is often unknown and as a 
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lot of other factors interact to determine fire activity (Bedia et al. 2014b): ignition patterns and fuel 
availability are linked to land use and land cover, to vegetation adaptation to climate change, to 
population density and awareness to the risk, fire prevention policies, etc. As a result, interpreting 
temporal and spatial averages of FWI (or of derived metrics of the FWI such as number of days above 
a certain threshold) is challenging. For example, it is not straightforward to interpret the exact meaning 
of a 10% increase in the average of FWI over given territories and time periods, in terms of 
quantification of fire activity evolution. In the present study, we develop a statistical model to predict 
fire occurrence as a function of daily FWI and a few other factors for Southern France and project the 





To simulate the evolution of climate over France during the coming century, we used simulations 
output from five couples of global and regional climate models (GCM-RCM), with two IPCC 
scenarios (rcp4.5 and rcp8.5) at ca. 0.5° spatial resolution. GCM-RCM pairs were chosen according 
to the synthesis of McSweeney et al 2014, to be the most realistic while providing a contrasted range 
of projections for temperature and precipitation amount, two climate variables especially involved in 
fire probability. This was done in order to encompass the whole range of predictions with a minimum 
of models.  
A bias correction and downscaling was performed using quantile mapping and anomaly method 
with R package “meteoland” (De Cáceres et al. 2017). The 8-km-resolution-SAFRAN reanalysis 
(Vidal et al. 2010) was used as reference data. The FWI, widely used to forecast climatic fire danger, 
was then computed for all the daily climate series for the period 2005-2100, using package “cffdrs” 
(Wang et al. 2017).  
All models converged toward an increase in FWI during the 21st century (Figure 1). The projections 
nevertheless differed in terms of intensity, with some models predicting harder conditions than others 
in accordance with our prior model selection. 
 
Figure 1 - Evolution of the mean FWI during fire season (June-September) for different time horizons. Each map 
corresponds to an average between models and scenarios. They show an overall increase in FWI values over the 
period. 
 
We distinguish three different sources of uncertainties, following the approach developed in 
(Hawkins and Sutton 2009). The inter-annual variability of the climatic danger, calculated as the 
variation of annual mean values with respect to a trend defined as a 30-year moving average, is called 
“internal variability”. We consider this internal variability as constant during the whole time-period. 
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A second source of uncertainty, called “model uncertainty”, comes from the differences between the 
trends of the different models. Finally, the last source of uncertainty we considered derived from 
differences in GHG emission scenarios and is calculated as the difference between the multimodel 
mean values given respectively by scenario rcp4.5 and by scenario rcp8.5 (“scenario uncertainty”).  
 
Figure 2 - Proportion of the different contribution to total variance in mean future annual FWI predictions during 
fire season. Internal variability contribution is in orange, model uncertainty in blue, and scenario uncertainty in 
green. 
Internal variability remains the major source of overall variance in the prediction until the 2050s 
(Figure 2). In the second half of the century, overall variance begins to increase at an important pace, 
thanks to growing model and scenario uncertainty. This almost leads to a fourfold increase of the total 




The next step of our approach consists in transforming FWI projections into expected wildfire 
occurrence, i.e. number of fires (per size classes, i.e. above some threshold for burnt area) per day and 
km2. In the fire-prone French Mediterranean area, data showed that observed fire occurrence (derived 
from the Prométhée database) clearly increased with daily FWI (computed with SAFRAN reanalysis), 
which confirms the relevance of FWI projection for the evaluation of climate change impacts on fire 
risk. However, the wildfire occurrence does not increase linearly with FWI and is also strongly affected 
by other temporal and spatial factors (Figure 3), which raises some concerns regarding the 
interpretation of projections. 
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Figure 3 - Spatial distribution of observed fires above 1 ha burnt area in French Mediterranean area (Prométhée 
database), compared with the distribution of mean annual FWI values per pixel during the same time period. Wildfire 
occurrence appears to be strongly affected by spatial factors. 
With this in mind, we developed a probability-based model for predicting the daily expected 
number of forest fires above 1 ha burnt area as a function of explanatory variables like FWI, season 
and location. The approach is adapted from the framework developed to model the probability of fire 
occurrence in (Brillinger et al. 2003; Preisler et al. 2004). Here we had to group our data into spatial-
temporal cells (64 km2-day cell level), so that the logistic model used in the original studies was 
replaced by the Poisson model, fitting a non-parametric Poisson model with log-additive intensity to 
the data. Aside from the FWI, we estimate partial multiplicative effects of other variables, selected to 
better represent data features that are not well represented (e.g. seasonal pattern), or not represented at 
all (e.g. spatial effects such as proximity to urban interfaces and networks) in the definition of the FWI. 
The form of the model is described in Equation (1), where S refers to the forested area in the pixel. 
The model is adjusted using integrated nested Laplace approximations (INLA) described in (Rue et al. 




The partial effects of each variable on fire occurrence according to the statistical model are 
presented in Figure 4 and Figure 5. 
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Figure 4 - Partial effects of the statistical climate-fire model. From left to right, we show the effects of daily FWI 
(surrogate for climate effect), season (week of the year) and forested area on the number of fires above 1 ha burnt 
area per day and per km2. Low values indicate an inhibition effect on fire occurrence, while high values show an 
enhancement. 
The link between high FWI and high fire occurrence is confirmed and exhibits a clear non-linear 
response function. Importantly, such non-linear shape of the function makes it tricky to interpret the 
FWI directly in terms of fire occurrence: it is not the same to have one day at FWI=5 and one day at 
FWI=45, compared to 2 days at FWI=25. The expected number of fire will be much larger in the first 
than in the second scenario, because of the convexity of the response function. 
Concerning seasonal relative fire risk, a peak in fires associated to early spring is noticeable, not 
well addressed by the FWI alone. This seasonal effect is probably related to the seasonality of live fuel 
moisture. An FWI of 10 in March will correspond to a much larger number of actual fires than in June, 
which again raises the question of the significance of the FWI.  
Fire occurrence increases with increasing forested area, as expected since the surface area available 
for ignition increases. However, a saturation of occurrence is observed for high forested areas and can 
be interpreted as an effect of lower population and infrastructure densities in densely forested pixels, 
resulting in a lower human ignition pressure.  
 
Figure 5 - Effect of spatial location on the number of fires above 1 ha burnt area per day and per km2. High 
variability is visible, with some hotspots of expected fires that cannot be explained by the other explanatory variables 
included in the model. 
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A remaining spatial pattern, which accounts for regional variations that are not explained by the 
other factors, also exhibits a strong influence on fire occurrence. Indeed, the geographic position is the 
only other explanatory variable which explains variation in fire occurrence with amplitudes 
comparable to the FWI effect.  
Using this generative model to simulate expected fires under past conditions, we can try to unveil 
hidden explanatory variables like human action. This has been done in Figure 6.  
 
 
Figure 6 - Expected mean number of fires above 1 ha burnt area over the full Prométhée zone, per year and per pixel. 
Observed values are in black while simulated values are in blue.  
We see that the model reproduces well the interannual pattern attributable to climate variations, as 
peaks and valleys of the simulated occurrence (in blue) most often occur for the same years than the 
actual data (in black). However, the model fails to take into account the evolution between pre- and 
post-2003 periods. The observed decrease in actual fire densities over time while simulated data 
remained fairly constant suggests an improvement in prevention and fire suppression policies in France 
since 2003, a historical year in terms of wildfires in France. This improvement in the last decade could 
be otherwise falsely interpreted as a result of less fire-prone climatic period. 
 
The last step of our approach consists in projecting the expected fire occurrence (trend and 
uncertainty) in future climate using the statistical model we built for climate-fire relation. The benefit 
of this approach is that the fire number (occurrence) is an additive meaningful metric of fire activity, 
which can readily be integrated over time and space, contrary to FWI which requires the definition of 
subjective thresholds for its interpretation. 
We used daily FWI series for the period 2080-2100 given by climatic models to predict the expected 
numbers of fires according to our model. The first results integrated over the Mediterranean area partly 
reproduce the intra annual distribution of wildfires observed in the past, with a first peak of fires in 
early spring and a second one in summer (Figure 7). The summer fire occurrence increases remarkably, 
probably because of the sharper increase of FWI values expected in summer (compared to the other 
seasons). 
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Figure 7 - Expected mean number of fires above 1 ha 
burnt area over all Promethee zone per year and per 
pixel (8*8 km2). Current observed values (1995-2015) 
are in black while projected values (model CNRM 
RCA4, scenario rcp8.5, 2080-2100) are in red. The 
model predicts an increase in summer fire occurrence. 




Figure 8 shows the contributions of the different sources of uncertainty associated with climate 
projections of the seasonal mean FWI to the total variance (Figure 8, left) and compares them to the 
results that Hawkins and Sutton (2009) reported, for the global, decadal mean air temperature (Figure 
8, right). It is worth noting that the scenario uncertainty at the end of the century dominates for both 
variables, but that the air temperature exhibits far less intrinsic variability (and negligible from 2050) 
and far more model spread (dominant until 2050) than the FWI. In other words, it is not appropriate to 
use uncertainties on weather variables provided by climatologists when looking at projections of a 
specific climate impact such as wildfire danger. The FWI is a non-linear combination of weather 
variables, hence we should expect such differences to arise. 
 
Figure 8 - Contributions of the different sources of uncertainty associated with climate projections of the seasonal 
mean FWI values (left) and global decadal mean temperatures (right) to the variance.  
The fact that for FWI projections the scenario uncertainty overwhelms the other sources of 
uncertainty at the end of the century, demonstrates the importance of implementing climate policies to 
avoid a dangerous path in terms of wildfire danger. The result is particularly important because, in 
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contrast, intrinsic variability dominates during the first decades up to 2050 and could hide the reality 
of the mean growing fire danger trend.  
Our model performs well to highlight the explanatory power of the FWI as a predictor of past fire 
occurrence. The non-linear form of the curve confirms the issue arising when averaging FWI over 
space or time as a metric of future fire danger. This issue is related to, but should not be confounded 
with, the issue addressed in the FWI System with the proposed Daily Severity Rating (DSR). The DSR 
is an exponential transformation of the FWI and is supposed to be in more direct proportion to the 
work required to suppress a fire, but it does not correct a statistical bias. Yet, the Seasonal Severity 
Rating (SSR), which has been used in some projection studies (e.g. Amatulli et al. 2013; Bedia et al. 
2014a), is the average of the DSR over the fire season and is more suitable for averaging than the FWI 
(Van Wagner 1987). In other words, it makes sense to average fire control effort, not fire danger rates. 
Ongoing work integrates the development of a proper metric to compare the uncertainties arising 
from the climate model projections with those arising from the statistical model of expected fire 
occurrence. 
Among the limitations of our projection method, it is applied here to fire occurrence which is not 
the best metric for fire risk interpretation. Similar work on burnt area is much more challenging, as 
burnt areas are more variable than occurrences. Another limitation is the fact that the occurrence model 
is fitted on the South-East of France in which fire datasets are available and in which fire occurs more 
frequently than in other regions. Projecting the model to whole France would be of high interest as 
fire-prone areas are expected to expand to the north owing to climate warming (Chatry et al. 2010), 
but this raises several problems, since many factors strongly vary among French territory, like land 
use and land cover, forest structure, population density, fire suppression policies. Yet we could project 
a potential fire number using the FWI partial effect g(FWI) estimated in our occurrence model and 
bracket the projected values by uncertainties associated with other fire drivers. 
To get more mechanistic insights into the drivers of fire that are hidden behind the FWI, it would 
be relevant to assess the relative contribution of the different sub-component of the FWI (DC, DMC, 
FFMC…) to the fire occurrence and burnt area. This would also help to evaluate spatially which 
components of climate change are responsible for the increase in FWI and fire danger and thus help to 
develop appropriate mitigation/adaptation strategies. 
Finally, the statistical model for fire occurrence was initially developed for climate change impact 
studies, but it could be used for operational purposes at the scale of the South-East France as well, 
after cross-validation and testing over some evaluation period. Indeed, daily forecasts of fire numbers 
would be of a higher value to fire managers than a fire danger rate. 
 
 
We propose a methodology to assess the impact of climate change on forest fire occurrence in 
French Mediterranean area. This method allows a quantitative assessment of the different uncertainties 
associated with the climate projection. The statistical model we develop enables us to transform 
predictions of FWI into expected numbers of fires and reproduces accurately observed patterns of past 
fire activity. Disentangling the effects of climate and other spatial-temporal effects has seldom been 
done in the French Mediterranean area and provides insights on the FWI limitations as well as on 
interesting spatial effects. The predictive ability of the model under changing climate is still to be 
considered with caution, due to the correlation existing between the different factors governing fire 
occurrence and severity, that might change under a changing climate and time period. The model for 
fire occurrence, after proper testing, could provide daily forecasts of fire numbers in the French 
Mediterranean area. 
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Calibration of the Canadian FWI System for the Territory of Europe 
Daniela Alves*; Luís Mário Ribeiro; Domingos Xavier Viegas 




The role played by the meteorology in the development of a forest fire is widely recognized. 
There are several models to assess the risk of forest fires used by the authorities to define the state 
of readiness of the fire-fighting resources to suppress them in their early stages. The Fire Weather 
Index (FWI) of the Canadian Fire Danger System, widely used in several parts of the world, is a 
composite index that represents fire weather conditions quite well. 
An important aspect in the application of the FWI is the definition of the threshold values to 
determine the fire danger classes for a given region and day. One of the simplest methods to define 
the classes is to use percentiles based on historical data, but this method lacks information regarding 
wildfire history and its relation to FWI. To obtain a credible assessment of the fire danger using the 
FWI it is important to perform a calibration to determine the limiting values of FWI for each class. 
Probabilities of fire duration exceeding specified thresholds are then used to calibrate FWI leading 
to the definition of fire danger classes. Although the Canadian Fire Danger System proposes an 
indicative table of limiting values for the five original fire danger classes that are usually adopted, 
these limiting values are not universal and have to be determined for a given region and season. 
This study that was requested by the Joint Research Centre of Europe (JRC), aims to produce a 
calibration for the FWI based on historical wildfire data, for the territory of Europe, providing an 
updated table of threshold values to have a better definition of the risk classes of each region. The 
spatial division of the various countries and regions covered by the daily analysis of fire risk was 
defined to be the level 3 of the Nomenclature of territorial units for statistics (NUTS3). The 
methodology to calibrate the fire danger classes based on the statistical data of daily FWI, number 
of fires and burned area for each NUTS3, was performed between 2006 and 2015. 
 
Keywords: fire danger, fire meteorology, Canadian Fire Danger System, Fire Weather Index 
 
 
Forest fire danger is greatly dependent on meteorological conditions, although the fire risk depends 
on other factors like vegetation cover and socio-economic parameters, namely those related to fire 
ignition, fire prevention and fire suppression activities. 
In forest fire management, the need for understanding and predicting fire ignition probability and 
difficulty of control is the main reason for collecting fire statistics and for the development and use of 
fire danger rating systems (Xanthopoulos, et al., 2014). These systems are usually translated into a 
general risk scale with 3 to 6 fire danger classes. There are multiple methods for estimating the fire 
danger classes, based on meteorological parameters, which are used around the world. Several methods 
were developed with the aim of being applied to a given region or country, considering the specific 
fire regime; others were developed considering a more general application. In some countries, several 
systems are used to estimate the index, leaving the decision to adopt the most appropriate level of risk 
in each situation to the users (Viegas, et al., 2011).  
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The Fire Weather Index (FWI) of the Canadian Fire Danger System has a very broad use not only 
in Canada but also in other parts of the world including Europe (Stocks et al. 1989, Forestry Canada 
Fire Danger Group, 1992). The Fire Weather Index (FWI) component of this system was evaluated 
favourably, among others, by Viegas et al. (1999) in comparison with four other methods of fire danger 
evaluation. More information on the existing methods can be found in Viegas et al. (1994) and Reis 
(1998).  
An important aspect in the application of the FWI is the definition of the threshold values to 
determine the fire danger classes for a given region and day. Although the Canadian system proposes 
an indicative table of limiting values for the five original fire danger classes that are usually adopted, 
these limiting values are not universal and have to be determined for a given region and season. One 
of the simplest methods to present classes is to use percentiles based on historical data, but this method 
lacks information regarding wildfire history and its relation to FWI. To obtain a credible assessment 
of the fire danger using the FWI it is important to perform a calibration to validate the limiting values 
of FWI for each class.  
In 1999, ADAI/CEIF team proposed and applied an original calibration of the FWI index which 
was developed in collaboration with the Portuguese Institute of Meteorology (Viegas, et al., 2004) and 
was performed for each district of Portugal. A recent work (Rocha, 2014), extended this calibration to 
the council level using more recent data, showing that the methodology used is quite robust, and can 
help to identify differences between and within regions. 
By solicitation of the Joint Research Centre of Europe, ADAI/CEIF performed a calibration, based 
on the mentioned methodology, for the European Countries that are present in the European Forest 
Fire Information System (EFFIS - http://effis.jrc.ec.europa.eu/). 
 
The Canadian Fire Danger System characterized by its FWI, is the result of years of research applied 
in Canada since 1968, culminating in the presentation of the system in a document presented by Van 
Wagner (1987). The structure of the Canadian system succinctly presents 3 levels: the meteorological 
observations, the fire moisture codes and the fire behaviour indexes.  
The FWI is an indicator of the fire behaviour and fire danger and is the output parameter of the 
system which is more directly related to the possibility of occurrence of fires and with the respective 
danger and represents only a part of the complex role of meteorology in forest fires. For a more detailed 
information on the meaning of the different components of the Canadian system, as well as for 
obtaining the mathematical formulas which relate the variables involved, see Van Wagner (1987). 
 
Fire Weather Index does not consider only weather parameters, excluding aspects such as socio 
economic factors, topography, vegetation or fuel cover. For these reasons the interpretation of FWI 
values can be different from region to region. FWI is used in Portugal and in other countries of Europe 
with differences in its assessment: different input data, different calibration system and different 
interpretation of results. 
In this work we applied a calibration method to the territory of Europe to provide the JRC with an 
updated table of threshold values to better define the class of risk of each region considering, not only 




The conceptual basis of the Canadian system uses physical parameters, like the equilibrium 
moisture content and its relationship with meteorological parameters. Therefore its application can be 
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extended to other ecosystems beyond those for which it was initially developed. This application, 
however, requires that a system calibration is performed for each specific region.  
The proposed calibration process is based on fire history of the region in which it will be applied, 
and its relation to FWI. Therefore, the first and crucial step, was to define the optimal physical or 
spatial unit to be used in the process. The only limitation for choosing this unit lays on the existence 
of input data, both related to FWI and fire records. In agreement with the JRC, the spatial unit of the 
various countries and regions covered by the daily analysis of fire risk was defined to be NUTS3, and 
the period selected for calibration was 2006 to 2015. The NUTS classification (Nomenclature of 
Territorial Units for Statistics) is a hierarchical system for dividing up the economic territory of the 
EU (http://ec.europa.eu). The current NUTS 2016 classification is valid from 1 January 2018 and lists 
104 regions at NUTS 1, 281 regions at NUTS 2 and 1348 regions at NUTS 3 level (European 
Commission, 2018). The 3rd level has the smallest dimension.  
For the proposed calibration for a region and time, the parameters used were: 
• The daily FWI values; 
• The number of forest fires (NbF) 
• The burned area (BA); 
Assuming that there are different fire patterns across Europe, depending on the time of year, it was 
decided to perform the calibration process for two different seasons. The first includes the months with 
higher fire activity, usually late Spring and Summer.  The second corresponds to the rest of the year. 
A preliminary analysis (Section 2.2.1) was performed to define these periods: the “Summer Season” 
was considered to be the period from May 15th to September 30th and “Winter Season” from October 
1st to May 14th. 
This section describes the methodology used to calibrate the FWI. The process was the same for all 
NUTS3, obviously using the individual records for each region and some general considerations, 
identified below. This process can be repeated with other sets of data (spatial or temporal).  
 
According to the methodology proposed in Viegas et al. (2004), the concept of high or low risk has 
a relative character and can be different across various territories. Fire history, prevention actions and 
available suppression resources in each region can largely influence this classification.  
The result of the calibration is translated into risk levels, usually on a five level scale. For the 
Summer season we considered the existence of five fire danger classes while for the Winter season we 
considered only three. In regions or periods of the year, such as in winter and spring, where the 
occurrence of fires is lower, a scale of only three levels can be sufficient (Viegas et al., 2011).  
The main fire seasons were defined using the fire occurrence data which were observed in each 
country during the years of analysis. The proposed risk levels and the respective classes for each season 
are presented in Section 2.2.9 (Table ). It is considered that the days of maximum risk (very high class) 
should not be many, on average, to avoid distorting the meaning of this term. In the calibration 
methodology design it was established that this number should not exceed 3 to 5% of the total days in 
the considered period.  
This methodology is based on the existence of a good correlation between the daily value of FWI 
in a given region and the corresponding value of burned area and number of fires. For most regions 
with strong fire activity (like the Mediterranean Countries) we have checked that this assumption is 
correct in the large majority of cases. When developing the work, we checked regularly the validity of 
this assumption for various territorial units and found that it is usually better for the relationship 
between FWI and the number of daily fires, but this was not always the case.  
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Fire records for Europe were provided by JRC. A preliminary analysis of the data to retain records 
where the following fields were known: 
i. Burned area  
ii. NUTS 3 
iii. Date 
In this analysis we found that some of the European NUTS3 regions do not have fire records. This 
is shown in Figure .  
 
Figure 1 - Map depicting the extent of the provided fire records 
In a second stage, we analyzed the number of fires per country and their respective burned area. 
Figure  represents these results per year. This gives a simple indication of wildfires average burned 
area in each country. It may not be representative in some cases, as countries with very few fires can 
have one large fire that conditions this result.  
In Figure 3 we represent the annual average burned area in relation to the respective country total 
area. It is clear that, in general, the Mediterranean Basin countries like Portugal (PT), Spain (ES), Italy 
(IT) or Greece (EL) are the most affected ones, either in number of fires or burned area. Portugal has 
an average of 0.83% of its area burned by wildfires each year. 
 
Figure 2 - Number of fires and Burned area 
 
Figure 3 - Annual average of burned 
area/Country area (%) 
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In Figure  and Figure  the number of fires and burned area is shown, globally, for the two proposed 
seasons (Summer and Winter).  
  
Figure 4 - Total number of fires, in percent, in 
Summer and Winter seasons 
Figure 5 - Total burned area, in percent, in Summer 
and Winter seasons 
The selected dates for the two different seasons seem to be representative, as two thirds of the 
number of fires and three quarters of the burned area occur in the Summer period, although this may 
be different for some regions. 
After this preliminary analysis, we found no evidence or need to have different seasons in different 
NUTS3 areas. The same periods were therefore used for all the regions. Nevertheless, we recognize 
that in some regions where fires occur mostly in the Winter period this criterium may have to be 
revisited. 
 
Evaluation of the daily value of FWI is made by estimation of an average daily value of the relevant 
meteorological parameters: air temperature, relative humidity, wind velocity and precipitation. In this 
work FWI was provided directly by JRC in the form of an evenly spaced grid of points covering 
Europe. For the period of 2006-2015, the following fields were provided:  
i. Point ID; 







For the proposed calibration process, only the FWI value was used. As the spatial unit used for the 
calibration process is NUTS3, FWI values were spatially interpolated and a mean value was assigned 
to each NUTS3 polygon. ArcMap was used for this step of the process. The interpolations were done 
using the Thiessen polygons method. When the process ended, each NUTS 3 polygon had the FWI 
values for every day of each year of the study period. 
 
As stated before, the Area of Interest (AoI) needs to meet the requisites of having both historical 
fire and FWI data at the defined spatial division of NUTS 3 that were provided by JRC for the period 
chosen for the calibration (2006-2015). FWI was made available for all the territory. Unfortunately, 
the fire data was not homogeneously distributed in time and/or space. The main constrain was the 
absence of fire data in certain countries in some periods and the complete absence in others. Table 1 
presents the countries for which fire records existed, the respective number of NUTS3, and the period 
for which it was available. 
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Table 1 - Countries analyzed – study area 
Country 
Number of NUTS3 Fire Data period 
All country With data From To Years 
Bulgaria BG 28 28 2006 2015 10 
Croatia HR 21 7 2006 2015 10 
Cyprus  CY 1 1 2006 2015 10 
Czech Republic CZ 14 14 2006 2008 3 
Estonia EE 59 5 2006 2015 10 
Finland FI 19 18 2006 2015 10 
France FR 100 84 2006 2015 10 
Germany DE 402 101 2006 2015 10 
Greece EL 52 50 2006 2011 6 
Hungary HU 20 20 2006 2015 10 
Italy IT 110 110 2006 2015 10 
Latvia LV 6 6 2006 2015 10 
Lithuania LT 10 10 2006 2015 10 
Poland PL 72 66 2006 2015 10 
Portugal PT 30 28 2006 2015 10 
Romania RO 42 42 2006 2015 10 
Slovakia SK 8 8 2006 2012 7 
Slovenia SI 12 12 2006 2015 10 
Spain ES 59 52 2006 2014 9 
Sweden SE 21 21 2006 2015 10 
Switzerland CH 26 23 2006 2014 9 
Turkey TR 81 63 2006 2013 8 
Therefore, the definition of the AoI was constrained by the fire records availability, and it coincides 
with the areas already identified in Figure . 
 
After AoI definition, FWI and Fire records datasets were merged into one single alphanumeric 
dataset. Table  shows an example of final merged dataset. 
Table 2 - Final merged full dataset 
NUTS_ID Day NbF BA FWI FFMC DMC DC ISI BUI Num_date Date_nuts_join 
PT111 31/07/2006 3 43.1 21.6 83.3 80.7 605.2 5.1 121.1 38929 38929PT111 
PT112 31/07/2006 9 1.1 21.6 83.3 80.8 605.2 5.1 121.1 38929 38929PT112 
 
From this step forward, all calculations were done for each NUTS 3 and for the Summer and Winter 
periods in separate, which required the full dataset to be split accordingly: 1st) Split full dataset by 
NUTS 3 and 2nd) Split each NUTS 3 into Summer and Winter periods 
This resulted in a set of 769 individual tables for Summer and the same number for Winter 
(corresponding to the sum of the NUTS 3 regions with fire records, as identified in Table 1). The 
process of calibration for each NUTS 3 region  is described next. 
 
At this point all it matters is the value of FWI, the number of days in the analysis and their 
relationship with fire records. Maintaining the correspondence between all fields the table is rearranged 
by ordering the FWI column in an ascending order. Afterwards, the “Date” field is replaced by a 
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numerical incremental field, with the value of “1” being attributed to the record with the lowest value 
of FWI, and consecutively adding “1” to the following record. Table 3 schematically represents this 
procedure. 
Table 3 - Sorting FWI Values and adding incremental days field 














Date_1 FWI_3 NbF_1 BA_ d1 FWI_1 NbF_ BA_ 
Date_2 FWI_4 NbF_2 BA_ d2 FWI_2 NbF_ BA_ 
Date_3 FWI_2 NbF_ BA_ d3 FWI_3 NbF _1 BA_ 
Date_4 FWI_1 NbF_ BA_ d4 FWI_4 NbF_2 BA_ 
Date_n FWI_n NbF_n BA_5 dTotal FWI_n NbF_n BA_n 
 
A new field called “Probability” was then added. This field reflects the weight that a given day (and 
its respective FWI) has in respect to the total number of days. The higher the FWI, the higher the 
“incremental day” and the higher the respective “probability” of occurrence of values of FWI lower 
than the specified value. The probability field is calculated by dividing the “incremental day” number, 
by the total number of days: 
 
Table  represents the resulting table after the addition and calculation of the probability field. 
Table 4. Adding the probability field 
Incremental 
day  
Probability FWI Number of fires Burned Area (ha) 
d1 d1/dTotal FWI_1 NbF_ BA_ 
d2 d2/dTotal FWI_2 NbF_ BA_ 
d3 d3/dTotal FWI_3 NbF _1 BA_ 
d4 d4/dTotal FWI_4 NbF_2 BA_ 
dTotal 1 (=dTotal/dTotal) FWI_n NbF_n BA_n 
Adding the number of fires and burned area, allows a graphical representation of the cumulative 
probability, as the example for PT111 region, shown in Figure . 
 
 
Figure 6 - Plotting FWI distribution in function of the probability - Graphic example for PT111 NUTS3 in Summer. 
Left – number of accumulated fires. Right – accumulated burned area 
These graphics show that the probability of having larger number of fires and burned area increases 
as FWI increases. 
𝑃𝑟𝑜𝑏𝑎𝑏𝑖𝑙𝑖𝑡𝑦 =
𝐼𝑛𝑐𝑟𝑒𝑚𝑒𝑛𝑡𝑎𝑙 𝑑𝑎𝑦 (𝑑𝑛)
𝐼𝑛𝑐𝑟𝑒𝑚𝑒𝑛𝑡𝑎𝑙 𝑑𝑎𝑦 𝑡𝑜𝑡𝑎𝑙(𝑑𝑇𝑜𝑡𝑎𝑙 )
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From the analysis of the previous graphics (Figure ) we infer the need to categorize the probability 
into classes. Grouping it into classes is equivalent to splitting the results by percentiles. The breaks 
used to split classes were 0.1, 0.2, 0.3, 0.4, 0.5, 0.6, 0.7, 0.8, 0.9, 0.95, 0.97. For each class the following 
parameters were calculated, although the proposed calibration only needs the maximum FWI value of 
each class:  
- Maximum FWI value, limiting the class 
- Average FWI value; 
- Average number of fires 
- Average burned area 
 
Table  shows an example of these calculations for PT111 NUTS3 Region, in the Summer period. 
 




FWI (limit of 
the class) 
Mean Values 
FWI NbF BA 
0.10 2.0 0.6 1.2 5.3 
0.20 5.0 3.4 1.8 1.8 
0.30 8.0 6.4 1.7 0.8 
0.40 11.0 9.5 2.8 14.6 
0.50 13.7 12.5 4.9 7.4 
0.60 16.3 14.9 4.4 5.0 
0.70 20.0 18.1 7.2 18.4 
0.80 23.1 21.4 8.9 25.5 
0.90 28.4 25.4 11.6 55.4 
0.95 33.6 30.8 20.0 366.9 
0.97 36.1 34.9 17.3 381.8 
1.00 51.2 39.4 23.7 295.0 
 
The fire risk classes definition, the main goal of this work, was performed by dividing FWI values 
in groups, according to its historical probability of occurrence. After the individual analysis of a series 
of random NUTS3 results, calculated in the previous step (2.2.8), it was decided to use, for the Summer 
period five classes, and for the Winter three classes, with the probability grouped as identified in Table 
. 
Table 6 - Proposed “Risk levels” and respective classes in (a) Summer and (b) Winter 
Risk Level 


























The result of the described process consists of two tables for each NUTS3 region, one for Summer 
and one for Winter. 
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The final step of the methodology is the merging of all individual tables for each season: one 
calibration table for European NUTS3 regions for Summer and another for Winter. To accomplish 
this, the “Probability” lines need to be transposed into columns, maintaining the FWI Maximum values 
filling the line for the respective NUTS3 region.  
A simple merge of all the NUTS3 individual results produces the final Calibration Tables, like in 
the example given below (Table  and Table ). 
 
 
The entire process, performed for all NUTS3 regions in the defined AoI, resulted in two calibration 
tables, one for Summer and other for Winter, as defined before.  
 








The first two are self-explanatory, as they represent the country and the NUTS3 identification code. 
The last 4 represent the breaks used to define the five risk classes, as explained earlier (Table ). 





Again, the first two are self-explanatory and the last 2 represent the breaks used to define the three 
risk classes. 
In Table  and Table  the calibration table with the threshold values just for 22 from 769 NUTS3, for 
Summer and for Winter, respectively is presented.  
Table 7 - Calibration table for Summer (22 from 769 NUTS3) 
 Country NUTS_ID Break_P_30 Break_P_60 Break_P_90 Break_P_97 
1 BG BG312 7.8 22 39.5 51 
2 CH CH023 0.9 5.6 13.9 19.6 
3 CY CY000 25.5 32 44.1 50.5 
4 CZ CZ041 2.8 9.6 20.6 27.6 
5 DE DE122 4.7 13 24.7 30.7 
6 EE EE001 1 4.3 11 19 
7 EL EL111 19.8 33.8 51.4 58.2 
8 ES ES411 28 39.2 52.8 62.5 
9 FI FI195 0.7 4.2 13.7 25 
10 FR FR213 6 15 29 38.7 
11 HR HR035 15.7 29.4 47.5 56 
12 HU HU222 8.4 19.1 35.3 45.6 
13 IT ITC34 0.6 6.4 17.4 22.9 
14 LT LT001 2.5 8.8 20.7 29.5 
15 LV LV003 2.1 7.4 19.4 29.4 
16 PL PL114 5.7 15 28 40.3 
17 PT PT114 6 13.8 24.1 32.5 
18 RO RO116 5.9 17 31.7 38.8 
19 SE SE122 1.6 8 21 29.2 
20 SI SI012 5 14.9 29 40 
21 SK SK022 6.1 16.3 29 37.5 
22 TR TR411 28.4 45.1 60.8 68.6 
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Table 8 - Calibration table for Winter (22 from 769 NUTS3) 
 Country NUTS_ID Break_P_50 Break_P_90 
1 BG BG312 1.0 16.3 
2 CH CH023 0.4 6.0 
3 CY CY000 12.4 30.2 
4 CZ CZ041 0.4 8.6 
5 DE DE122 0.7 9.1 
6 EE EE001 0.5 4.3 
7 EL EL111 2.2 15.2 
8 ES ES411 5.9 23.3 
9 FI FI195 0.2 1.0 
10 FR FR213 0.8 12 
11 HR HR035 3.3 18 
12 HU HU222 2.3 18.3 
13 IT ITC34 0.3 4.2 
14 LT LT001 0.3 8.0 
15 LV LV003 0.4 5.1 
16 PL PL114 0.8 12.6 
17 PT PT114 1.6 10.1 
18 RO RO116 0.9 15.9 
19 SE SE122 0.4 7.0 
20 SI SI012 1.0 13.3 
21 SK SK022 0.7 13.1 
22 TR TR411 4.6 23.5 
 
Two scripts in Python language were written to facilitate the calibration process and allow 
integration with other tools. The scripts classify FWI values into calibrated fire risk classes, according 
to the proposed methodology. 
 
 
One of the main constrains inherent to the proposed calibration was the lack of consistent data. 
Meteorological data was available for the entire EU area, but fire records were not. The absence of 
these records has a strong influence in the significance of the calibration values. The longer the data 
series used, the higher the confidence in the results. Assuming this, we advise that the calibration is 
recalculated whenever larger series of data are compiled. 
In our opinion, at an European level it is worthy using NUTS 3 as the minimum spatial unit, as it 
highlights differences between and within larger regions. 
The full process of calibration was achieved using ArcGIS models that allow “scripting” for users 
who are not familiar with programing in python language. Models allowed the splitting of the 
somehow complex set of operations and the easy iteration of multiple tables at once. Although the set 
of models built allows for the replication of the calibration process, they use specific ArcGIS tools and 
commands, but a ready-to-use python script to be used by other platforms was not done yet. 
This calibration is based on the assumption of the existence of a good correlation between fire 
occurrence expressed by the number of daily fires and burned area. In a similar work to JRC, we 
calculated the correlation coefficient between FWI and number of fires and burned area, separately for 
Summer and Winter period in order to confirm our assumption. Then we checked if the calibration 
that was produced worked well to predict days with very large burned area both in Summer and Winter 
periods. We found that there is a good correlation in areas with important fire activity while in the 
others the correlation may not be so good. We also found that in some regions the FWI may not be 
sufficient to predict days with large fire activity and possibly other indices should be used to 
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complement it and in areas in which winter fires are relatively important it may be necessary to 
introduce five fire danger classes. 
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Recent events of extreme wildfires are occurring in different parts of the world. In Peru, climate of fire 
has also occurred and has caused material and environmental services losses. The population and the 
ecosystems from the Peruvian Andes have been directly affected by the fire and a greater reduction in the 
water supply could affect 95% of the Peruvian population. Taking into account that there are limitations to 
estimate the fire danger index and aware the population about wildfire occurrences, here wildfire statistics 
were used to analyze its spatial and temporal trends from 1973 to 2014 and map fire danger for the Peruvian 
Andes. Wildfires are spread in all departments of the Peruvian highlands (18) and their fire season length has 
increased from 4 to 12 months in a year: August, September and October are months with the highest 
occurrence of wildfire, currently. Four departments of the Southern Andes have a very high fire danger class; 
while two departments of the Northern Andes have a high fire danger class. In these six departments, the total 
area burned in 42 years has been 201278 ha (93% of the total burned area). The ecosystems most affected by 
the fire were grassland (the Puna, the Páramo and Peatlands), natural forests (Dry Forest in Inter-Andean 
valleys, Dry Mountain Forest and Tropical Montane Cloud forests) and the Andean shrubs. If the government 
organizations do not prioritize the implementation of strategies to reduce and adapt to wildfires and its 
occurrence continues, the severity of the fire could intensify on the Andean natural vegetation and its role in 
climate and hydrological cycle regulation may change dramatically, affecting the socioeconomic 
development and the welfare of the population.  
 
Keywords: Fire danger map, spatial and temporal distribution, material and environmental losses, disasters, Peru   
 
 
It is well known the role that weather plays in the occurrence of wildfires because it determines the 
ease of ignition, propagation rates and severity (Benson, et al., 2009, Fujioka et al., 2008). Övergaard 
et al. (2007) and FAO (2007) complement that wildfires are usually caused by man accidentally or on 
purpose all over the world, where fire is widely used for land use change, to improve grazing, and to 
remove cropping residues and other wastes. However, the magnitude of these fires is related to weather 
conditions, and exacerbated by drought, high air temperatures and wind. Likewise, extreme 
weather/climatic conditions that occur over a period of time will affect the moisture content of the 
fuels and therefore the activity of wildfires. 
The knowledge of meteorology constitutes the foundation for the development of fire danger 
weather indices (FDWI). Fire managers around the world use a variety of systems to track and predict 
fire danger and fire behaviour, at spatial scales that span from local to global extents, and temporal 
scales ranging from minutes to seasons (Fujioka, et al., 2008). 
In all scenarios the representative concentration pathways of greenhouse gas emissions, a warmer 
climate is predicted by the end of the century; the magnitude of daily maximum temperatures will 
increase in the near future, and the frequency of this increase will occur every year, instead of 2 to 3 
years as calculated in previous studies (IPCC, 2014). Higher temperatures have already been 
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recorded in Sydney (47,8 ° C) this year, Spain (47,3 ° C) in 2017 (Portillo, 2018), and Russia (43,8 ° 
C, national maximum) in 2010 (Wahlstron, 2010). The increase of temperature has caused a greater 
effective  
evapotranspiration producing a depletion of the water in the city of Cabo Blanco and Sao Paulo in 
2017 (Portillo, 2018) which would affect the wildfire extinction systems. On the other hand, at a 
regional level, it is expected that droughts will intensify in dry localities due to the reduction of 
precipitation and / or the increase in evapotranspiration with a medium confidence level; while at a 
global level the confidence level is low, due to the lack of direct observations (IPCC, 2014). However, 
unprecedented droughts have been recorded in very humid ecosystems such as those of the Amazon 
Basin in 2005 and 2010 (Marengo et al., 2012). In addition, extremely dry, warm and strong winds 
have contributed to numerous wildfires in Australia (Oliveira, 2010). 
As the average global surface temperature increases, extreme precipitation is likely to occur in most 
mid-latitude places; while in the humid tropical regions the events of extreme daily precipitation will 
increase in the near future. Similarly, on a regional scale, the variability of precipitation related to El 
Niño-Southern Oscillation (ENSO) is likely to intensify (IPCC, 2014); situation that would increase 
the amount of live fuel that will then form the litter ready to burn. The large wildfires in Canada 
(McGrath, 2016), in Indonesia in 2016, 2009 and 1997-1998 (Jolly et al., 2015), in the Northwest of 
the United States 2016 (Sullivan, 2016), and in Brazil and Peru in 2005, 1997-1998 occurred in relation 
to ENSO (FAO, 2007); while big wildfires such as Alaska indoor fire complex (2004), Cedro Fire in 
Southern California (2003), Biscuit Fire in Southwest Oregon (2002) have occurred in a hot and dry 
climate (Makenzi, 2009). 
Other wildfires with catastrophic consequences in the last two decades have been recorded in 
Portugal (Ferreira, et al. (2017), Russia 2002 (Chubarova, et al., 2009), Russia 2010 (Jolly, et al., 
2015), Australia 2013 (Jolly, et al., 2015) and 2009 (Oliveira, 2010), in Chile 2016-2017 and Peru 
2016 (Manta, 2018), all of them associated with climate change. 
Given the effect of climate change on the activity of wildfires, the Canadian Fire Weather Index 
"FWI", part of the Canadian Forest Fire Danger Rating System "CFFDRS", has been used to quantify 
changes in fire activity in various future climate scenarios. Fujioka, et al. (2008) and Camia et al. 
(2008;) consider that the FWI is a very precise index to identify the current fire danger weather and 
their projections in the context to climate change due to their physical foundations, which allows it to 
define the generality, almost universal of the ignition and propagation of wildfires 
The study carried out by Mata Reis (1998) determined that there were several dozens of FDWI 
among static, dynamic, cumulative and non-cumulative in the European regional association of the 
World Meteorological Organisation (WMO). According to the study, 31 countries had an FWD Index, 
21 of them used it in their operating systems, 13 made forecasts, and only one country spreaded the 
index using mass media. The study also reported that 59% of the countries (18) did not evaluate the 
behaviour of the FDWI in the field.  
On the other hand, Moffat and Pearce (2013) analyzed the FDWI of New Zealand and England and 
determined that in some cases these were discredited in the eyes of its users. They pointed out that it 
was an erroneous and laborious guide especially when the weather data were not to hand. The same 
authors found that the scientific model of the indices was unknown by the managers, so their results 
had little value from a perspective of managing the danger information and there was a limited 
guidance on the applications of the resulting danger classes. Equally disturbing was the lack of use of 
FDW Index in some sensitive and relatively fire-prone districts where fire danger was assessed, 
preferably by "gut feeling". In addition, Manta (2003) mentioned that many FDWI had not been 
validated with wildfire statistics (area of fires and number of fires) so the warnings should be taken 
with caution.  She adds that some indices require computation programs that are not friendly to 
managers, and the use of different indices prevented the generalization of FWI use. 
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Currently, many countries do not have an FDW Index, despite, the recommendations of the WMO 
(1998) to adopt the FWI. Mexico uses the FWI, but not in an operating system (SEMARNAT, 2002); 
while countries of Central America do not have one. In South America, some provinces in Argentina 
use the FWI (Dentoni, et al., 2007); Public Universities of Brazil (Sampaio, 1998, Soares and Paez, 
1974) and Peru (Lau, 2017) have researched in the adaptation of the FWI, but its use has not been 
implemented in an operational way. 
In a warm climate the fire season would become extreme and frequent and the less accurate FDWI 
would present little variation in the high fire danger class throughout fire season. They could also 
exceed the maximum value on the highest danger class. The misperception that would generate the 
extreme fire climate, could lead to inadequate warnings about the large-scale fire danger. This was the 
case of Russia's FWD Index in 2002 (Chubarova et al., 2010) and Australia in 2009 (Tolhurst, 2010). 
Unlike fires of natural origin where it is difficult to determine the number of ignitions and their 
spatial distribution, wildfires caused by man are not random events; they are often located near 
inhabited nuclei and tend to follow seasonal patterns, so that they can be known with some accuracy. 
Consequently, it is possible to assess the trends of fire danger on the geographical history of the 
occurrence of wildfires characterizing the geographical location of human populations and their 
production systems. Thus new definition of fire danger comes from the conceptual model of disaster 
risk management of Hyogo Framework for Action (ISDR, 2005) and the unified procedure for global 
risk management (ISO 31000, 2009). 
The Andes is the longest mountain range on the Earth and is home to more than 75% of the world's 
tropical peaks and forms part of the structure and functioning of climate and hydrological cycle. The 
glaciers store, maintain and bring out the availability of fresh water for human life, natural vegetation 
and also produce hydroelectric power. The melting of the Andean glaciers contributes to the water 
flow of 62 rivers of the Pacific slope that supply with water to 95% of the Peruvian population. 
Likewise, the Amazon river (was born in the Andes) provides water to the population of the Amazon 
basin because it is the widest and the largest river on the planet. The Andean natural vegetation has 
different water yield and maintains infiltration capacity and moisture retention of soils. This is the case 
of wetlands (tropical Peatlands) that provide 7000 M of m3 of water per year. Also, Andean soils 
constitute a natural reservoir of water (Vonk, 1988). Unfortunately, the Peruvian glaciers have fallen 
by 42% (871 km2) in a period of 40 years (Santillán, 2015) as a possible result of the increase in air 
temperature and transport of black coal produced by burning of biomass from the Amazon to the 
Central Andes (Andrade et al., 2015). 
Taking into consideration that government administrations in Peru have limitations in the 
estimation of FDW Index; which occupies the 23rd position in exposure to climate change 
(Corporación Andina de Fomento, 2014) and the occurrence of wildfires of disastrous consequences 
in 2016, the objectives of this study were: 
 
a) Determine the spatial distribution of wildfires in 18 departments of the Peruvian highlands in the 
last 42 years. 
b) Determine the temporal distribution of wildfires in the last 42 years, in 18 departments of the 
Peruvian highlands. 
c) Determine the consequences of wildfires on man and their livelihoods, and on Andean forest 
ecosystems, and 
d) Map out fire danger in the Peruvian Andes. 
The knowledge of fire danger distribution in the Peruvian Andes must contribute to planning the 
strategies of reduction and adaptation to wildfires, guaranteeing that resources will be directed to areas 
with the greatest danger. 
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The study area includes 18 departments of Peru with altitudes above 2000 m.a.s.l.  The study area 
was 39,2 M ha (31,8% of the national territory) where approximately 16,8 M inhabitants live (Instituto 
Nacional de Estadística e Información "INEI", 2015). The population that lives in five of the 
departments studied (Amazonas, Apurimac, Ayacucho, Cajamarca, and La Libertad) is characterized 
by having the highest incidence of poverty in the Peruvian Andes. 
According to the Ministry of Environment (2015), natural vegetation of the Andes covers 26,2% of 
the national surface. The predominant landscape is the Andean Puna (14,2%), followed by the Andean 
Shrub (5,9%), the Tropical Montane Cloud Forest (3,2%), the Cardonales (2%), tropical Peatland 
(0,4%), the Dry Forest of Inter-Andean Valley (0,34%) and the Páramo (0,2%). Unfortunately, these 
ecosystems, legally protected or not, are intentionally burned to change the use of forest and protection 
lands to agricultural, mining and illicit crops, mainly. 
 
Using the Regulation of Natural Land Use Capacity (N ° 062/1975-AG), Manta and León (2004) 
define wildfire as the uncontrolled fire that affects the wild vegetation that grows on forest and on 
protection lands, anywhere within the national territory. 
In this research fire danger was defined as the potential occurrence of an event or physical tendency 
of wildfires of human or natural origin, which can cause loss of life, injury, impairment of livelihoods 
and negative effects on human health; loss of ecosystems, environmental resources, provision of 
services, as well as damages and losses in properties and infrastructure (modified from ISDR, 2005). 
In different circumstances, a generalized interruption and damage to a community that exceeds its 
ability to cope through the use of its resources is defined as catastrophe or disaster (Mayner and Arbon, 
2015).  
 
a) The background of wildfires in 18 departments of the Peruvian Highlands was collected, 
reviewed, and a study period of 42 years was defined (1973 to 2014). The information came from 
government institutions with competencies in wildfire, the Universidad Nacional Agraria La Molina, 
other research centres, as well as news from local and national newspapers, radio and virtual networks. 
b) The information regarding to wildfires occurrence was ordered and classified in order to create 
a wildfire database in Excel (2000).  
c) To know the spatial distribution of the number of wildfires, the extent of area affected by fire, 
the consequences on man and their livelihoods, on the Andean vegetation, as well as the causes of 
wildfires, a record format was designed in Excel (2000). 
d) To know the temporal distribution of wildfires, the date of wildfires occurrences was analyzed. 
e) The geographic location of populations within of each department was established, through the 
use of information from the INEI (2015). 
 
The fire danger rating across the studied departments was determined on the basis of area of 
wildfires occurred in each department and its historical-geographical location in relation to the total 
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Wildfires are spatially distributed in all departments studied (18) in the period 1973-2014. In 
departments of Tacna and San Martín, wildfires occurred, but it could not be quantified due to lack of 
written evidence. Wildfires occurred in all provinces of departments of Cusco and Apurímac; in 10 
departments, wildfires have occurred in more than 50% of their provinces. At the district level, in 
departments of Cusco, Apurímac and Puno in 63% (68), 63,3% (50) and 26% (28) of their districts 
respectively, wildfires have occurred; while in 13 departments, from 20% to 2,3% of theirs districts 
have had wildfires (Table 2). The wide spatial distribution of wildfires could be the fact that the main 
cause of wildfires is livestock activity (60%), followed by agriculture (30%) and mining. In these 
activities, fire is used to clear lands due to it is the most economical tool. 
Table 2 - Spatial distribution of wildfires in the Peruvian Andes. Period 1973-2014 
 
Every year fire danger is present in Cusco since 1973 (42 years); while in Apurímac the danger 
would have been present for 20 years (Table 3). Furthermore, Huánuco has the lowest number of years 
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with wildfire activity and in five departments fire occurrence is five years old. However, this result 
should be taken with caution because the lack of written records does not mean that there have not 
been wildfires. National awareness of wildfire began by the 2016 fire season because the high-impact 
wildfire, which threatened critical communities and infrastructure. This is the reason why they have 
not record the incidents of wildfire systematically and no have a complete statistic at the national level. 
 
Table 3 - Characteristics of wildfires in departments of the Peruvian Andes 
 
N. D.: No Data 
 
The annual occurrence of wildfire shows an accelerated increase over 42 years in almost all the 
departments studied. The annual increase, both in the number of wildfires and area of fires (Figure 1), 
can be explained by a greater use of fire in livestock and agricultural activities (two annual harvests) 
generated by market demand (Defries, et al., 2010), as well as the change in the use of forest and 
protection lands for agricultural use. But, the higher temperatures associated with the humidity deficit 
generated a greater flammability of dead and living biomass, with the consequent increase in size of 
wildfires. Also, this increase would be the result of the ENSO of 1994 and 1998, as well as the droughts 
that occurred in 2005 and 2010. The average burned area in each decade confirm this trend (Figure 2). 
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Figure 1 - Distribution of the annual area of fire in the Peruvian Andes 
     
Figure 2 - Average of area burned by decades. Period: 1973-2014. 
The temporal analysis of the number of wildfires in a calendar year, determined an increase in the 
number of months with wildfires. During 1973 to 2004 the fire season length comprised four months 
(from July to October); during the period 2005 to 2007 the season lasted seven months (from May to 
November). In the period from 2008 to 2014, the wildfire season length was extended to 12 months; 
although in December and January, as well as from February to May, the number of wildfires and the 
area of fire was low. This result suggests a collapse in the resources of extinction available to 
departments. On the other hand, this result reveals the consistency of the forecasts made by Jolly, et 
al. (2015) on the global wildfire danger. 
The spatial and temporal distribution of wildfires in 18 departments threatens 11,2 million poor and 
extreme poverties Peruvians. The total Lima´s population has been excluded because they are living 
in the capital of the department (Table 3). The threatened population has a low Human Development 
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Index (between 0,2 to 0,4); they do not know the means to stop causing IF, to prevent them, as well as 
to handle the consequences of them. This situation makes them vulnerable to FIs and other natural 
hazards that they face year after year. The geographic location of the occurrences of the FIs will make 
it possible to take protective measures, carry out preventive actions, pre-suppression, suppression and 
rehabilitation of the affected areas in the localities, districts and provinces where IF occurs. 
The spatial and temporal establishment of wildfires in the Peruvian Andes has produced material 
and environmental losses. During 1995-2014, 24 farmers died mainly, when they were trying to put 
out wildfires.  In addition, on average each year, 7 people suffered accidents in the extinction activities; 
in the same way, 2317 people lost their homes and 6593 people were left with homes partially because 
the fire. Since medical statistics are not available in most departments, it has not been possible to 
estimate the number of people treated for respiratory diseases. Nevertheless, each year CO2 emissions 
affect human health, climate and contribute to glaciers retreat. 
In the last 42 years, at least 1574 wildfires have occurred in the Peruvian highlands, causing loss 
and deterioration of 0,2 M ha of natural Andean vegetation cover. The effect of fire on the Andean 
vegetation has depended on their sensitivity to fire, the frequency of wildfires, as well as the duration 
and severity of the fire. Similarly, the degree of deterioration of Andean soils depended on the type of 
fire, the severity and frequency of the fire, the associated production practices, as well as climate. The 
ecosystems most affected by the fire were: The Andean Puna and the Páramo (61%), the Natural 
Forests (9% of (Dry Forest in Inter-Andean valleys, Dry Mountain Forest and Tropical Montane Cloud 
forests), the Andean shrubs (1,4%) and the tropical Peatland (1,3%), as shown in the Figure 3. 
However, 26% of the area of fire could not be classified due to lack of information. The scarce forest 
plantations in the country were also affected in 0,8% (1726 ha) of its surface. 
 
Figure 3 - Different vegetation types affected by wildfires in the Peruvian Andes 
Loss of vegetation cover and forest and protection soils implies loss of CO2 retention capacity, 
contributing to global warming. Likewise, the reduction of the Andean Puna, the Páramo and the 
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tropical Peatland would be generating decrease of rivers flow in Apurímac, Huancavelica and 
Ayacucho, in the last years. According to Arroyave (2007), the Páramo is the ecosystem with the 
highest average water yield (63% of total flow/precipitation); next in importance is the Andean forest 
with 57% average water yield (Tobón and Arroyave, 2008); while Murphy and Lugo (1986) affirmed 
that the tropical dry forest had the lowest water yield (19%). Rapid assessment of the economic 
valuation of material losses and environmental services let SERFOR and AGRORURAL (2016) affirm 
that it reaches an average annual loss per department of US $ 2,1 M and US $ 4,6 M respectively.  
Unfortunately, it is believed that the Andean ecosystems have the capacity of recover to the fire and 
other types of disturbious. The Tropical Montane Cloud Forests, Dry Forest in Inter-Andean valleys 
and Dry Mountain Forest, are not adapted to fire (Páramo, 2011), so the regeneration capacity and 
return to original conditions is very low. Meanwhile, The Andean Puna and the Páramo are adapted to 
fire because they have lived with it for centuries (Myers, 2007); however, frequent and severe wildfires 
and other human disturbances are altering their resilience. 
This study presents, for the first time, the fire danger map for the Peruvian Andes (Figure 4). The 
very high danger class is found in four departments in the south of the country (Cusco, Puno , Arequipa 
and Apurímac) that represent 80% of the area affected by fire in 42 years; two of them have a high fire 
danger class and represent 13% of the burned area (Cajamarca and Piura); three departments have a 
medium fire danger class and represent 6% of the burned area (Ancash, Ayacucho and Junín); while, 
seven departments have a low fire danger class since the area affected by the fire reached 1% of the 
total burned area (Amazonas Pasco, Huancavelica, La Libertad, Huánuco, Lima and Moquegua). 
The fire danger in the Peruvian Andes can be explained through the sociological, weather and 
vegetation cover variables. The use of fire in livestock and agricultural activities is a major component 
of fire danger; the weather variable contributes to explain a greater severity of wildfires due to the 
decrease in rainfall from North to South which is manifested in the area affected by the fire. When the 
vegetation map is overlaid with the fire danger map, it is observed that the surface most affected by 
fire corresponds to the Andean Puna of the Southern Highlands due to the flammability of dead and 
living biomass and the rate of fire spread in the large and rugged area that it occupies.  
According to the fire danger map, it is expected that the next fire seasons, severity of fire will 
intensify over the same localities, for which, the managers involved should make sure to prevent and 
prepare the society and the territory to respond and recover from wildfires. 
 
 
The statistics of the area affected by the fire have allowed us to show spatially and temporally 
wildfires occurrences and establish four fire danger classes in the Peruvian Andes. 
According to the fire danger map, 56,2% (9) of the departments studied have values that are in a 
very high, high and medium classes. These departments should be of interest in the implementation of 
strategies to reduce and adapt to fire danger. Priority should be given to six departments with very high 
and high classes of fire danger, which reach 93% of total area of fire in the period studied. The very 
high fire danger class is present in four  
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Figure 4 - Fire danger map for the Peruvian Andes 
departments located in the Southern Highlands of the country, while the high fire danger class is 
present in two departments of the North Highlands of the country. 
The vegetation most threatened by wildfires is the grasslands. The danger increases in the Páramo 
and the Peatland because they have a small surface and because they lose their water efficiency. If the 
occurrence of wildfires continues, the Andean vegetation will disappear and with this, the regulation 
of climate and hydrological cycle will have changed, affecting socio-economic development and well-
being of Peruvians. 
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Fires in Portugal on 15th October 2017: a Catastrophic Evolution 
Ilda Novo*; Paulo Pinto; João Rio; Célia Gouveia 




In 2017 Portugal mainland was affected by two events with major forest fires, that caused a large number 
of casualties and extensive property loss. Both events happened outside the typical forest fire season, which 
goes between July 1st to September 30th. Severe drought since the early spring 2017 and extreme heat in the 
summer are factors that may lead enhance the size, severity and spread rate of forest fires (Pereira et al, 2015). 
On October 15th, a number of factors joined together simultaneously: very low humidity in both the boundary 
layer and cumulated biomass (Gouveia et al., 2012), unseasonably high temperatures and a tropical cyclone 
(Ophelia) located to the west of Iberia, enhancing a south-easterly flow over mainland Portugal. The 
combination of these factors leads to a record number of forest fires in a single day with serious consequences, 
including the loss of lives and property. 
 
Keywords: Weather Pattern, Anomaly, Hurricane, Forest Fire Risk, Pyroconvective Plume 
 
 
On 15th October 2017 mainland Portugal was affected by a major forest fire event that occurred 
outside the typical forest fire season (1st July and 30th September). Severe drought in spring and hot, 
long lasting summer conditions, are among those factors that may enhance the size, intensity and rate 
of spread of forest fires (Pereira et al, 2005) and cumulated biomass (Gouveia et al., 2012). Besides 
these long term factors, a combination of weather conditions and orography lead to a record number 
of forest fires on a single day, in Portugal. The goals of this study are to find out which weather factors 
did play an important role in the event and which was the relevancy of a particular flow-orography 
driven interaction, to the onset of hazardous conditions, in the scope of forest fire propagation and 
intensity. This event has caused a large number of casualties and an extensive property loss, having 
been one of the worse ever recorded over territory. 
 
 
For the study of the weather pattern, ECMWF (European Centre for Medium-Range Weather 
Forecasts) model analysis and forecasts were used, as well as other numerical products, DWD 
(Deutscher Wetterdienst) 500 hPa chart, HYSDPLITT Trajectory Model, information about Hurricane 
Ophelia from NOAA (National Ocean Atmospheric Administration, USA) and satellite images from 
EUMETSAT (European Organization for the Exploitation of Meteorological Satellites). To analyze 
the meteorological conditions on a mesoscale, it was used information from two IPMA radars systems, 
one located in northern Portugal, Porto radar (A/ PG), and another one located near Lisbon (C/CL). 
Upper air sounding at Lisbon weather station (Lx/GC), ground observations from IPMA weather 




The upper-level (500hPa) circulation geopotencial anomaly over Northern Hemisphere on October 
(first half of the month), shows west-east trough/ridge pairs with a highly meridional state, being 
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 positive anomalies associated with upper-level ridges at mid latitudes and negative anomalies 
associated with upper-level troughs (Figure1a). Over North America and Western Europe there was a 
strong positive anomaly related with a strong ridge over mid Atlantic there was a strong negative 
anomaly related with a deep trough (Figure 1b).  
 




Figure 1- (a) ECMWF weekly-mean 500hPa geopotential anomaly for the ensemble mean (contours of 2 
gpdam), orange positive anomaly, blue negative anomaly, (b) 500hPa geopotencial analysis 20171014 
00UTC, adapted from DWD. 
Over Iberian Peninsula (IP), particularly in Portugal, this meridional weather pattern brought a very 
dry and hot October, reaching the peak by 15th October. The geopotential height anomalies clearly 
show a positive value over PI and the advection of very warm, +10ºC anomaly at the 850 hPa level, 
and dry air, below 30%  anomaly of relative humidity (Figure 2).  
At surface level, extremely high temperatures were recorded over mainland Portugal with 2 m air 
temperatures above 35ºC in coastal areas. The exceptionality was such that the maximum absolute 
high records for October were, during this day, exceeded in the vast majority of coastal weather 
stations. On the other hand, the low temperature value records for October 15th were extremely high, 
exceeded in some inland weather stations the climatological value.  
 
Figure 2 - Left panel: geopotential height anomaly (lines, in m) at the 500 hPa level and temperature at the 850 level 
(shaded, ºC). Right panel: geopotential height anomaly (lines, in m) and relative humidity at the 850 hPa (shaded, %). 
On the 15th October, it was also reached the highest level of meteorological drought in the territory 
for the entire year of 2017, as estimated by the Palmer Drought Severity Index (PDSI): 100% of the 
territory was in severe or extreme drought conditions. 
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Since early October a block ridge with a large and intense high settled over Iberia and the Atlantic 
adjacent area was settled in. By 15th October, (Figure 3b), the high was located over the Alpine region, 
extending to North Africa  (Morocco, Algeria), thus promoting a more intense flow from 
south/southeast over IP, as well as an increase in the transport of warmer and drier air (Figure 3b, c). 
Figure 3d reveals the trajectory of air parcels at levels of 500m, 1500m and 3000m, crossing North 
Africa and southern Spain before being transported over Portuguese territory. For levels above 4000m 
the trajectories the air particles were across Atlantic (not shown).  
In this synoptic configuration the usual Iberian thermal low does not establish, neither any sea 
breeze circulation over the west coast. This weather pattern is, in fact, a non-characteristic summer 







Figure 3 - ECMWF Analysis valid at 12UTC, 20171015 (a) pressure at mean sea level (pnmm, lines, hPa), 
wind barbs at 10m (kt), (b) HYSPLITT Trajectory Model, NOAA, backward trajectory from 2017/10/14 at 
00 UTC to 2017/10/16 at 00 UTC, level: 500m, 1500m 3000m, (c) ECMWF  H+12 forecast valid at 12 
UTC, 20171015, geopotential height at the 950hPa (lines, gpdam) at the 950hPa, temperature at 950hPa 
(shadow, °C), wind barbs at 950hPa (kt). 
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Hurricane Ophelia was born as an extratropical low in the mid Atlantic, west-southwest of Azores, 
during the first week of October. A sea surface temperature (SST) near 27°C and a weak wind shear 
across the troposphere, held the system to become a tropical storm, on the 9th October, and a hurricane, 
by 18UTC of the 11th October, when it was located about 1200 km southwest of the Azores (National 
Hurricane Centre, NHC). On 14th October, a broad mid-latitude trough over North Atlantic moved 
east-southeastwards. The southwesterly flow ahead of the trough and associated cold front, turned 
Ophelia's track to the northeast, followed by its forward speed increase and intensification. It became 
a Hurricane 3 category during the afternoon of the 14th October, when was located 900 km southwest 
of the Azores.  
As Ophelia continued its track to the northeast, embedded in the stated trough, decreased its 
strength, being located about 460 km west-northwest of the northern coast of Portugal by 15th October, 
18UTC (Figure 4). At this time, maximum wind speed was about 80 kt and minimum pressure 959 
hPa. By 00UTC of 16th October, over Ireland, Ophelia turned into an extratropical low, as it merged 




Figure 4 - (a) Surface Analysis to 2017/10/15 valid 1800 UTC (NOAA), (b) MSG IR_10.8µm 201710151800 
UTC. 
On satellite imagery (Figure 4b) the cold tops (light blue and green) mark the centre of Ophelia and 
a stratiform cloudiness band, associated to the cold front (lower tops, grey shades), is organized close 
to the west coast of IP. In Figure 4a, the mean sea level pressure field, 18UTC of 15th October, shows 
the high pressure system over the western Mediterranean. Hurricane Ophelia and this high pressure 
system generated a strong pressure gradient over IP, forcing an increase in flow intensity, as shown in 
Figure 5. During the morning there was an intensification of the south-southeast flow (Figure 5a) while 
during the afternoon the flow turned south, and intensified slightly (Figure 5b, c), as the hurricane was 
crossing the Atlantic near Iberia west coast. Afterwards it gradually turned to the southwest, slightly 
decreasing (Figure 5d). 
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Figure 5- ECMWF forecasts pressure at medium sea level (pnmm, lines, hPa), barbs wind (kt): equal 5 kt and less 
than 15 kt, grey, equal 15 kt and less than 20 kt, yellow, equal 20 kt and less than 30 kt, red,  equal or greater 30 kt,  
pink. (a) H+12 valid 12UTC 2017/10/15, (b) H+15 valid 12UTC 2017/10/15, (c) H+18 valid 18 UTC 2017/10/15, (d) 
H+24 valid 00 UTC 2017/10/16. 
The flow intensification was mainly felt on the west coast and over central and southern mainland 
Portugal. In the northern region, however, a weaker flow persisted during almost the entire period, as 
Figure 5 illustrates, as well as ground station observations (not shown). The cause for this behaviour 
is not clear. There is some radar observational evidence suggesting that a certain obstacle effect 
(Austin, 1969) may have been produced by the presence of extensive pyroconvective plumes located 
in the atmospheric volumes, upwind of the northern region. This effect may have joined other 
undetermined causes.    
 
Over IP, the airmass exhibited very low values of dew point (below 6°C), associated to a very dry 
airmass (Figure 6a). On the other hand, over the Atlantic area adjacent to western Iberia, dew point 
values of 18-20°C (Figure 6a) and total precipitable water of 30-35mm (even about 50mm close to the 
centre of Ophelia, Figure 6b) were typical of a Tropical Maritime airmass. So, an extremely warm and 
moist airmass was available close to the coast, in the circulation of Ophelia and associated cold frontal 
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system. This cold front moved slowly to the east-northeast, approaching the west coast of IP in the 
evening of 15th and the early morning of 16th October. At the same time, the pressure field over eastern 
Iberia intensified and blocked the westerly transport of the moist and unstable (Jefferson stability index 
> 30°C, Figure 6d) air band associated with the cold front, making it stationary (Figure 6c). Thus, the 
cold frontal system barely affected the coastal area and slowly propagated inland during the beginning 
of day 16th, while dissipating, also due to some pressure build up in the post-frontal sector (Figure 6c). 
This situation did not allow expressive convective developments and only the formation of low and 











Figure 6 - ,  (a) ECMWF forecast H+18 valid 18 UTC  20171015  2m dew point temperature (shadow, in ºC), (b) 
ECMWF forecast H+6 valid 12 UTC 20171015 Total Water Precipitation (shadow, in mm). (c) ECMWF analysis 
valid 12 UTC 2017/10/15 mean sea level pressure (pnmm, lines, hPa), wind barbs at 10m (kt), fronts are marked, 
(d) ECMWF analysis valid 12 UTC 20171016 Jefferson stability index (shadow, °C). (adapted from Novo, I. and 
Pinto, P. 2017, in Portuguese). 
So, in spite of this warm and moist airmass near the coast, the referred factors have prevented a 
significant change of the existing environment. A sharp change in weather conditions did, in fact, occur 
just by the end of 16th, beginning of 17th October, when another frontal system propagated from the 
west (frontal system west of IP, Figure 6c), causing widespread precipitation from early morning 
onwards (Figure 7). 
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Figure 7- Hourly rainfall, RAIN1 (mm), (a) C/CL radar, 22UTC 16th October 2017, (b) A/PG radar, 
02UTC 17thOctober 2017 (adapted from Novo, I. and Pinto, P. 2017, in Portuguese). 
 
On 15th October, as previously discussed, it was in place a widespread transport of hot and dry air, 
caused by an intense advection from North Africa. The involved anticyclonic circulation has 
contributed to extensive air subsidence and, thus, further dryness and heating of the air at the lower 
levels, with the onset of temperature inversion layers that were specially noted by the surface, at the 
sea level (Figure 8). A temperature inversion for Aveiro (ECMWF profile, at 00UTC) and a very dry 
atmosphere up to mid levels is shown in Figures 8 a, b. As an example, the lifting condensation level 
(LCL) is about 3000m high in the Lisbon sounding (Lx/GC, at 12 UTC). These profiles also show an 
increasing in moisture by mid-upper troposphere, but the value of the lift index (LI), at 00UTC, in 
Aveiro, was about 5°C and showing no CAPE (Convective Available Potential Energy). These values 
are indicative of a stable atmosphere. On both profiles the flow was from the southern quadrants at 





Figure 8 - ECMWF Vertical profile 20171015 00UTC (Extract) in Aveiro, (b) Lisbon air sounding 
20171510 12UTC. (adapted from Novo, I. and Pinto, P. 2017, in portuguese). 
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During this day, high values of maximum temperature and very low values of relative humidity 
were recorded over almost the entire territory (Figure 9). By the coast, in the central part of  mainland 
Portugal, air temperatures exceeding 35°C coexisted with very low (10-20%)  relative humidity 





Figure 9 - (a) 2m temperature, (b) and relativity humidity at 15UTC, 15thOctober 2017. (adapted from Novo, I. 
and Pinto, P. 2017, in Portuguese). 
The largest mean wind and gust values were recorded near the coast and high elevations, from the 
early afternoon of the 15th October until the evening of the same day.  
Alcobaça and Viseu AWS were chosen as representative of air temperature, relative humidity, 
average wind and gust observations, for each corresponding area: Alcobaça for west coastal areas and 
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Figure 10 - Hourly values recorded of 2m temperature (T, °C), 2m relativity humidity RH(%),  10 m wind speed (V, 
km/h), 10 m wind speed (V, km/h), 12UTC 14st-15UTC, 16th October 2017. Upper panel: Viseu AWS, Lower panel: 
Alcobaça AWS (adapted from Novo, I. and Pinto, P. 2017, in Portuguese). 
In fact, the gustiness (relationship between mean wind and gust for a 10 min average period) at each 
station, clearly increased from the 14th October until the central hours of the 15th, decreasing thereafter. 
The vertical black segments marked in Figure 10 materialize the gustiness, being evident that this was 
at a maximum during the early afternoon of the 15th October. So, it was during this period that the 
turbulence of the regime was at a maximum level and, simultaneously, minimum relative humidity 
and maximum temperature values were being recorded. Similar behaviour was observed on other 
locations (not shown).         
Mesoscale phenomena (spatial scale in the range 200-2000 km, alpha scale), such as sea breeze 
fronts or other low level convergence fronts, may have strong influence on fire propagation intensity. 
Weather radars did not show any sea breeze fronts, on these days. Nevertheless, the C/CL radar enabled 
the identification of thin reflectivity lines usually corresponding to wind surface discontinuities. 
During the early afternoon several of these lines, exhibiting spectral width patterns suggestive of large 
horizontal wind shear values (not shown), were captured, being consistent with the turbulent nature of 
the flow, already detected on AWS. The turbulence nature of the regime was a supplementary adverse 
factor regarding fires propagation.  
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As already mentioned, the anticyclonic circulation has caused air subsidence in the large scale, thus 
enhancing further dryness and heating of the air towards low levels. On the other hand, the Montejunto-
Estrela mountainous system, predominantly southwest-northeast oriented, may also have played a role 
in interacting with a predominant southeasterly flow. The classical Foehn effect, described in literature, 
involves condensation in upwind slopes. However, there are cases involving dry airmasses without 
condensation, which was the current situation, in which the air, while plunging from higher levels, 
dries and warms due to adiabatic compression, as it descends the downwind slope. This effect is called 
“dry Foehn” (Sharples et al, 2010) and was suggested by comparing dewpoint depression and wind 
gust records at two AWS (Figure 11). One of them, located upwind (Tomar AWS) and the other one, 
downwind (Lousã AWS) of the referred mountainous system. At Lousã AWS, the air was drier than 
at Tomar, for nearly 30 successive hours (Figure 11, dew point reached about -1°C at Lousã whereas 
Tomar reached +7°C) and the southerly wind was stronger (wind gust about 60 km/h at Lousã whereas 
it reached 45 km/h at Tomar). This long lasting behaviour was also observed on another AWS. 
 
 
Figure 11 - Hourly Dew point depression(°C) and Wind gust (m/s) records in Lousã (blue colour) and 
Tomar (green colour), 00UTC, 15th October – 06UTC, 16th October 2017). 
 
 
The meteorological conditions on 15th October, bringing great adversity in the fight against forest 
fires, were reflected in danger and fire risk index values, operationally computed on a daily basis at 
IPMA, namely the six components of the Canadian Forest Fire Weather Index (FWI) System. The 
FWI values were extremely high over the majority of the country (98th percentile), breaking a record 
in the historical period since 1999 (Figure 12a, b).  
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Figure 12 - Forest fire risk on 15th October 2017, (a) FWI, (b) FWI percentile, (c) RCM. Risk classes: Low 
(“1- Reduzido”), Moderate (“2-Moderado”), High (“3-Elevado”), Very High (“4-Muito Elevado”) and 
Maximum (“5-Máximo”). (adapted from Novo, I. and Pinto, P. 2017, in Portuguese). 
The fire risk index disseminated daily by IPMA, RCM (“Risco Conjuntural e Meteorológico”) is a 
combination of FWI index with a structural risk. This structural risk includes burnt areas, fire 
climatology, land cover and land use. This structural risk is annually updated by the National Forests 
Service, ICNF. Risk index values are divided into five risk classes: Low, Moderate, High, Very High 
and Maximum, computed for a county area. On 15th October this risk index was the highest since 2006 
(Figure 12c), with all the administrative areas in mainland Portugal at their maximum class of risk. 
 
 
In the scope of weather radar observation, the term pyroconvective plume refers to a radar 
reflectivity pattern associated to a certain location (approximate fire area), corresponding to a relative 
maximum of radar reflectivity, revealing a divergent structure downwind of the fire area spot. Gravity 
tends to sort out smoke particles in a way such that a greater concentration of larger particles tends to 
be located closer to the fire spot. Thus, it is admissible that a relative maximum of reflectivity tends to 
be observed closer to the fire spot. Nevertheless, it is to be noted that this procedure was just intended 
to follow up the general evolution of the fire plumes, both in space and time. It was not meant to 
identify the approximate number of fires. Since 1) several plumes may be below the minimum radar 
observation height during their entire life cycle (beam overshooting) and 2) radar beam resolution 
issues and the coexistence of smoke scatterers and spurious echoes, it is possible that the number of 
fires may have exceeded the number of detected independent plumes. 
In the following discussion, the time each plume was detected refers to its first detection. As an 
example, by 16:10 UTC of 15th October, several plumes were being identified (Figure 13). Using both 
mentioned radars, it was possible to identify a large number of plumes. Plumes were identified between 
5 UTC, 15th October, and 00UTC, 16th October. 
Using the subjective technique, thirty one (31) plumes were identified. The graphic (Figure 14) 
shows, on an hourly basis, the number of plumes detected (first detection) during that specific hour. 
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Figure 13 - Plane Position Indicator of Z (dBZ), 0.1° elevation, 16:10UTC, 15th October 2017, radar. Black segments 




Figure 14 - Number of plumes (first detection instant) between 5 UTC, 15th October and 00utc, 16th October, 2017. 
Diagnose based on A/PG and C/CL radars (adapted from Novo, I. and Pinto, P. 2017, in Portuguese). 
It is impressive to see how the plumes detection rate, along the day, incremented substantially by 
early afternoon. It is noteworthy to realize that in a short period of just 4 hours (12-16 UTC), 19 plumes 
were detected, corresponding to more than 60% of the total amount that was detected during the entire 
18 hours considered period. Thus, this short period has proven to be very favorable to fire development, 
and with no surprise. In fact, it was observed, then, that factors such as high air temperature, low 
relative humidity and a low level turbulent wind regime (see 3.3) have combined across a major part 
of north and centre mainland Portugal. 
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The dual polarization A/PG radar system processes an interesting parameter regarding the 
microphysical characterization of scatterers in the atmosphere. In fact, the correlation coefficient (ρhv) 
has been considered as a fine particle type discriminator. Lang et al (2014) and LaRoche and Lang 
(2017) have found that a mixture of fire ash and rimed ice particles uses to have ρhv values larger than 
or equal to 0.8, whereas pure ash uses to have ρhv values lower than 0.8. Observational experience 
collected in Portugal, still to be published, sustains similar opinion. Thus, ρhv values less than 0.8 were 
considered as typical from dry pyroconvective plumes whereas larger than 0.8 were considered as 
characteristic of a mixture of ash and ice particles. On this concern, it is shown a pyroconvective 
formation example, as observed by 22:50 UTC of 15th October 2017. It was possible to detect a pattern 
of ρhv values larger than 0.8 (yellowish pixels, Figure 15), meaning that part of the top of this 
pyroconvective cloud had a glaciated (or partially glaciated) area. 
 
Figure 15 - Vertical cuts over 3D reflectivity field (Z, dBZ, left) and over 3D correlation coefficient field (no 
dimensions, right), 22:50UTC, 15th October 2017, A/PG radar. Transect cut and observer position marked with black 
line and arrow over PPI of reflectivity (left image in background). Cloud tops as detected by radar are marked with 
black contour lines in Vertical cut over correlation coefficient. Vertical scale discretization: 2 km. (adapted from 
Novo, I. and Pinto, P. 2017, in Portuguese). 
 
This example shows that during the evening of 15th October 2017, there existed conditions that 
favoured the genesis of pryroconvective clouds. As stated in the specific literature, these developments 
are frequently seen as hazardous in respect to fire evolution in the short term. 
 
 
A catastrophic forest fire event occurred over mainland Portugal on the 15th October 2017, outside 
the typical forest fire season.  
An accentuated meridional flow pattern over the Atlantic has caused a ridge settling over Iberia, 
promoting the extension of an already hot and dry summer throughout October. At the same time, the 
anomalous track of hurricane Ophelia, in the surroundings of western Iberia coast by the 15th October, 
has intensified the southerly flow and its turbulency. Furthermore, it has reinforced the advection of 
an unseasonal hot and dry airmass over mainland Portugal. Air turbulence, heat and extreme air 
dryness have combined with a 4th factor that, is suggested, has played a significant role in the hazardous 
environment. In fact, according to ground observations, a “dry Foehn” phenomenon has, likely, 
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reinforced the large scale adiabatic compression effects. This was especially noted in the dryness of 
the air and flow intensity in downwind slope areas. 
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Abstract 
Typical simulation of a large wildfire requires semi-empirical models for rate of spread (ROS) such as the 
Rothermel model. ROS models usually take into account several physical parameters such as slope, wind 
speed, moisture content and other fuel properties (load, height, surface-to-volume ratio, heat of combustion, 
etc.). However, these parameters can be highly uncertain. In addition, the model itself is far from perfect and 
the solver is subject to numerical approximations. A promising direction for the prediction of wildfire spread 
is to rely on an ensemble of simulations instead of a single deterministic simulation. 
The generation of an ensemble may follow a Monte Carlo strategy where the input parameters are sampled 
according to given discrete or continuous probability distributions. Each sample is independent from each 
other and is used to run one wildfire simulation. For a wildfire starting at a given location and time, we can 
use the outputs from the ensemble of simulations to estimate a burn probability map. One main challenge of 
the method lies in the choice of the distributions of the input parameters. Depending on the sensitivity of the 
model to the input parameters, small changes on the probability distributions could yield highly different 
outputs. At this stage, a suggestion of distributions is introduced, although calibration should be applied in 
order to improve simulation outputs. 
Similar probabilistic approaches have already been developed in wildland fire and particularly in forest 
fire behavior models such as the FSPro system. A significant difficulty regarding the evaluation of such 
systems is to properly take into account their probabilistic aspects. We propose to perform ensemble 
evaluation considering all the burn probabilities that are predicted at the scale of a specific fire event. It also 
requires the observed burned surfaces corresponding to the specific event. Then, probabilistic scores that are 
commonly used in meteorological applications, such as the Brier Score, can be computed. The whole 
methodology is applied to a wildfire that occurred in Corsica in summer 2017 and could be extended to more 
fire cases. 
Such probabilistic framework could then be completed with a description of ignition probability and 
vulnerability in order to assess fire risk over a region like Corsica. 
 
Keywords: simulation ; wildfire ; uncertainty quantification ; Monte Carlo ; probabilistic score 
 
 
In an operational context, being able to accurately forecast how a wildfire will spread would provide 
invaluable help in decision making, not only in a crisis situation where a fire just ignited but also in 
the assessment of fire risk. In the latter case, one goal is to identify areas that require high-priority land 
planning actions in the long run or the mobilization of firefighting resources in the short term. In spite 
of the significant efforts in modeling to provide better and faster-to-compute forecasts of fire spread, 
systematically making an accurate prediction remains a distant goal (Gollner et al., 2015). One of the 
reasons lies in the difficulty to predict and describe the weather conditions and the state of the 
vegetation that will drive the fire spread. In this uncertain context, one may think that a range of likely 
outcomes might be more useful than a single forecast. This can be achieved by running many 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 1 - Fire Risk Management 
 
Advances in Forest Fire Research 2018 – Page 72  
 
simulations. This strategy is not new to the fire community as an approach relying on several runs of 
likely fire scenarios was already implemented for assessment of long-term fire risk in systems such as 
BURN-P3 (Parisien et al., 2005) and FSim (Finney et al., 2011a) where a probability of a zone burning 
during a year is computed (among others) over a whole region. In the case of a fire that has just ignited, 
which is the focus of this study, the FSPro (Finney et al., 2011b) system uses an ensemble of 
simulations based on a time series approach to define several weather inputs and provide a map of 
burn probability, that is to say, an estimate of the chance that a zone close to ignition point will burn 
after a given time. Evaluation in FSPro is then performed in two ways. The first method consists in 
comparing the mean area of the simulated burned surfaces to the observed burned area. The second 
method, relies on the predicted burn probabilities obtained at the vertices of the polygon describing 
the observed burned surface. 
We propose another method for ensemble simulation in this context. One main difference with 
FSPro lies in the approach used when generating the inputs for each simulation. Here, we used 
perturbations on weather forecasts, but also on other input data such as fuel parameters. In addition, 
we present tools for evaluation that are commonly used in meteorological applications. Indeed, judging 
the quality of an ensemble implies the confrontation against observed data with appropriate scores. 
This methodology is applied to the Calenzana fire that occurred in Corsica in August 2017. 
The method for generating an ensemble of wildfire simulations is introduced in the first section. In 
the second section, we define scores for ensemble evaluation. In the third section, we describe the data 
and perturbations used in the simulations of the fire event. The results are presented and discussed in 




In this study, we used the ForeFire code, described in (Filippi et al., 2009). ForeFire is a front 
propagation solver based on discrete event simulation together with a Lagrangian front-tracking 
method where the fire line is described by markers linked to each other. Each marker represents a point 
in a 2D space that may move according to a given speed vector. The direction is determined by the 
local geometry of the fire line. On the other hand, the speed norm depends on a formula for rate of 
spread (ROS) that can be based on local weather, slope, and fuel properties, in addition to fire line 
geometry. 
To start a simulation, the user needs to select not only a ROS formulation, ignition date, time and 
location, but also elevation, weather and fuel data so that ROS can be computed at any time of the fire 
spread and at any point in space around ignition point. However, when a fire starts, knowledge 
regarding these input variables is limited. This uncertainty makes the prediction of wildfire spread 
especially difficult as a relatively small change on some of the inputs could lead to significantly 
different results. Here, we decided to focus only on the inputs, but it should be noted that uncertainty 
also stems from numerical approximation and from the ROS model which is based on simplification 
assumptions and therefore does not describe perfectly the physics of the phenomenon. 
 
In a context of high uncertainty, only one simulation may give a unreliable prediction, even if the 
forecaster chooses the most likely input variables. Another strategy is to make a choice based on 
several simulations of fire spread that were computed with different inputs, even though these inputs 
are not all the most likely ones. 
Here, we assume that we have a nominal value x for a given input variable. Depending on our 
knowledge on the variable, we might want to try a simulation with another value xp (the underscript p 
stands for “perturbed”) that remains relatively close to x. Also, given the physical parameter described 
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by the variable, some values are not admissible for xp. One obvious constraint is that many variables 
cannot be negative. Therefore, choosing a perturbation of wind speed norm in a range of +/- 5 m/s 
when the nominal value (obtained by a weather forecast, for instance) is 3 m/s is not possible. 
In this study we define 3 main classes of perturbations: “additive”, “percentage” and 
“multiplicative”. Let z be our perturbation coefficient. The perturbed value xp will be computed based 
on x and z according to the perturbation class. 
For an additive perturbation, we have xp = x + z where z has the same unit as x and is real (i.e., it 
can be either positive or negative). 
For a percentage perturbation, we have xp = x * (1 + z) where z has no unit and must be between -
1 and 1 (z = -0.2 corresponds to -20%, for instance). 
For a multiplicative perturbation, we have xp = x * z where z has no unit and must be positive. 
The sampling of perturbations for one input variable is made according to some probability 
distribution. A given z is therefore conceived as a realization of a random variable Z. In most cases, Z 
can be described by a probability density function (PDF). In this study, we decided to use mainly 
“centered uniform” PDFs, which are described by only one parameter. Let zmax be the maximum value 
that z can take. For the additive and percentage classes, z is directly sampled according to a uniform 
distribution in [-zmax, zmax]. In the multiplicative case, we have z = exp(u), where u is sampled uniformly 
in the interval 
[-log(zmax), log(zmax)]. This way, z is in [1/zmax, zmax]. We can talk about a (centered) “log-uniform” 
distribution by analogy to the log-normal distribution. 
In this framework, a perturbation Z associated to a given input variable x is entirely described by 
its class and one parameter zmax. 
To run an ensemble of simulations, for a given input variable we simply draw M independent 
samples z1, …, zM following the distribution of Z. Then, for m in {1, …, M}, we run the fire spread 
simulation with x perturbed by zm. 
In the case of wildfires, we define a fourth perturbation class specifically for fuel types: 
“transition”. Indeed, physical parameters of the fuel are usually determined by its type. This 
perturbation allows a given fuel type to be changed to another type (and therefore, receive new values 
of physical fuel parameters) with some probability p in [0, 1]. We have the constraint that all transition 
probabilities for a given fuel type (including transition towards itself, i.e., “no change”) are non-
negative and sum to 1. 
Choosing the probability distributions of the perturbations is a way of quantifying the uncertainty 
regarding the input variables. 
Outputs of the ensemble of simulations 
At the end of a simulation, ForeFire may return the geometry of the fire line, potentially at any time 
during the fire event, as well as an arrival time of the fire at any point in space. Since the observed data 
available when studying a fire event consists mostly of a 2D burned surface observed after the fire has 
completely stopped, we decided to focus on the fire line obtained at the end of the simulation. In the 
following, a simulation domain is described by a set of N points x1, …, xN where each xi is associated 
to a number bi that takes the value 1 if xi is burned, 0 otherwise. 
In a probabilistic framework, a set (b1, …, bN) associated to a given domain can be understood as a 
realization of a random vector (B1, …, BN) where each component Bi follows a Bernoulli law of 
parameter P[Bi = 1], which represents the burn probability (conditionally to fire ignition). 
With our ensemble of M simulations, since the inputs are generated independently, we can give a 
Monte Carlo estimate of P[Bi = 1]: 
pi = (Number of simulations where bi = 1) / M. 
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We define the burn probability map for a given fire as the set {(xi, pi) | i = 1, …, N}. It is one of the 
main products of the ensemble of simulations. An example is given in Figure 1. 
 
Figure 1 - Burn probability map obtained for Calenzana (2017.08.05) wildfire. 
The colorbar gives the value of the burn probability pi. Axes give the point coordinates xi in EPSG:32632 (m). 
Black line: contour of observed burned area (obtained from Office de l’Environnement de la Corse). 
Grey line: contour of the burned area returned by a simulation without perturbation. 
 
 
Now that we have proposed a method for ensemble generation, we need to define desirable 
properties of an ensemble. 
The ultimate goal of a forecaster is to give a perfect prediction of what is to come. For an ensemble, 
this would mean that all simulation results are the same as the observations, in any case. However, not 
only is it hard (if not impossible) to come close to this goal, but making an ensemble of simulations 
would be irrelevant in that case as only one forecast would be enough. 
A significant difficulty when dealing with an ensemble is that one needs to compare a given 
observation to a set of simulations that yields a probability. The comparison between two items of 
different nature, namely the realization of an event and a corresponding probability, is not trivial. That 
is why in this section we define scores commonly used in meteorology that enable to evaluate the 
quality of an ensemble. 
 
In order to compare an observation with one (or more) forecast(s), numerical scores can be 
computed. If we had just one forecast, some surface comparison scores such as those defined in Filippi 
et al. (2013) could be employed. However, we cannot compare a burn probability map with a burned 
surface by the means of such scores as they are meant for comparison with one simulation. For a 
numerical comparison with an ensemble forecast, we need to use probabilistic scores. 
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A score that seems appropriate in the case of a wildfire which is essentially binary (i.e., “burn or no 
burn”) is the Brier score (BS). Let us consider the burn event : “A given elementary surface burns”, 
we note o = 1 if the event occurred, 0 otherwise. Let p be the probability of the burn event that was 
predicted by our ensemble. In this case, the Brier score is defined as BS = (o – p)². 
In the general case, if we have N observations o1, …, oN for the burn event and N associated 
predicted probabilities p1, …, pN, then BS is defined as follows: 
 
This score is positive and negatively oriented: the closer it is to 0, the better the ensemble forecast. 
For a detailed presentation of probabilistic scores, we refer the reader to Brocker (2009). In particular, 
the Brier score has the advantage of being strictly proper. 
Using the notations of section 2.3, oi will be the value of the observed bi. N is the number of points 
in the study area and pi is the Monte Carlo estimate of the burn probability P[Bi = 1] obtained with the 
ensemble. 
The attentive reader might notice that proceeding this way, we have one observation for each one 
of the N burn events and not N observations of one burn event. The Brier score was introduced with 
the latter view, which corresponds to a probabilistic expectation. The way we propose to compute it, 
the Brier score corresponds to a spatial average. 
 
 
Another tool used in ensemble forecasting is the rank histogram. The rank is a variable used  to test 
whether the observation is distinguishable from the predictions or not. When the distinction cannot be 
made, we say that the ensemble prediction system is consistent. 
Let us define a variable y that corresponds to the observation and y1, …, yM that correspond to the 
predictions obtained from the simulations. The rank R(y) of y among y1, …, yM is usually defined as 
follows: if there are exactly m of the yj that are strictly lower than y (and therefore the remaining M – 
m of the yj are equal to or higher than y), then R(y) = m. The rank can therefore take values in {0, 1 …, 
M}. Let us give a few examples. If all the yj are strictly lower than y, then R(y) = M. Conversely, if y 
is lower than all the yj, then R(y) = 0. If only y3 and y5 are strictly lower than y, then R(y) = 2. One 
interesting property of the rank is that if we evaluate it on many occasions and if the ensemble 
prediction system is consistent, each value of the rank (i.e., each integer in the set {0, 1 …, M}) should 
be obtained approximately 100 / (M + 1) % of the time. 
In most applications, y, y1, …, yM are defined in a real interval and the case where y is equal to one 
or more of the yj is not problematic. However, in the context of forest fires we may consider the burn 
event and the variables can only take two values : 0 or 1. For instance, in the case where M = 10, if 7 
of the yj are equal to 0 (the point is not burned in 7 out of 10 simulations) and y = 0 (we observe that 
the fire did not reach this point), one may wonder which rank to pick in {0, …,  7}. In fact, it is not 
satisfactory to pick one rather than the others. This is why, in the binary case, we follow a different 
strategy. Instead of considering a single value for the rank, we define a weight for all the possible ranks 
in {0, 1, …, M}. 
The weights of the rank of y among y1, …, yM are given by the vector (w0, w1, …, wM) of size M+1. 
Assuming that the variables y, y1, …, yM can only take the value 1 or 0 (“burned” or “not burned”), 
this vector is defined as follows: 
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In practice, we proceed with this calculation for each point xi, which yields the corresponding weight 
vectors (w0i, w1i, …, wMi). For each rank k in {0, …, M}, we define the total weight Wk as 
 
and we obtain the total weight vector (W0, W1, …, WM). We define the rank histogram as the 
histogram where the total weight vector (W0, …, WM) is plotted against the rank vector (0, …, M). An 
example is given in Figure 2. 
If ideally we have a consistent ensemble prediction system and N is high enough, then each of the 
Wj should be approximately equal to N / (M + 1). It implies that the rank histogram will be flat. When 
the ensemble over-predicts burn probability, there will be higher bars on the left and lower bars on the 
right (compared to the ideal flat histogram). Conversely, under-predicting the burn probability will 
lead to higher bars on the left and lower bars on the right. 
 
Figure 2 Rank histogram obtained for Calenzana (2017.08.05) wildfire. 
The 501 ranks are regrouped in 25 bins of 20 consecutive ranks (21 for the first bin). 
The dashed line indicates the flat histogram that would be obtained with a consistent ensemble. 
The shape of the diagram indicates that the ensemble overestimates burn probability. 
 
 
The area of study is Corsica island (France). Spatial data consist of an elevation field combined 
with a field of fuel type. The latter was obtained from Corine Land Cover (CLC) land use maps. Both 
fields are at raster format with a resolution of 80 m. 
In this study, we decided to use the semi-empirical model of Rothermel (Rothermel, 1972), although 
any ROS model can be implemented (we could use the one described in (Balbi et al., 2009), for 
instance). A few points on the implementation of the model in this study must be noted. First, the 
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mineral damping coefficient is always 1. Second, all fuel types are assumed to have a moisture of 
extinction of 0.3. 
For a given CLC fuel type, all ROS input parameters, except for wind speed, wind direction, and 
slope, are the same everywhere. Although the discrete event simulation method allows for change of 
any ROS input parameter in time, only wind speed, wind direction and dead fuel moisture were 
allowed to change during a fire simulation. 
Spatial wind fields for the cardinal and intermediate directions were precomputed to take into 
account the elevation field and to save computational time. Wind speed, wind direction and dead fuel 
moisture data for a given wildfire are obtained from weather forecasts of the atmospheric model 
MesoNH. Forecasts are run everyday with an origin time of 00:00 UTC over a range of 42 hours with 
a time step of 3 hours. Spatial resolution of the fields is around 600 m. 
 
The simulations were run based on a fire that occurred in Corsica on August 8th 2017. Fire started 
near the town of Calenzana, at approximately 17:42 (local time). Consequently, the MesoNH forecasts 
with origin date and time 2017.08.05, 00:00 UTC were used. The observed burned surface after the 
event was around 120 ha. The burned surface together with the corresponding (assumed) ignition time 
and location were provided by Office de l’Environnement de la Corse. We decided to quantify 
uncertainty regarding ignition time with an additive uniform perturbation of +/- 10 min for ignition 
time. For ignition location, we first defined a square of 200 m side length centered around the reference 
point. The ignition locations used in the simulations were randomly chosen among the centers of the 
CLC squares that were contained in the 200 m x 200 m square. 
In general, one of the major sources of uncertainty regarding a fire event is its duration. Since we 
do not take into account the firefighting actions, ForeFire simulates a fire with free spread. Therefore, 
the only way for a simulation to end was either to reach the end of the input fire duration, or to have a 
ROS of almost 0 at every point of the fire line (which did not happen in our simulations). With this 
method, it is important to note that the simulation returns the burned surface of a fire that could 
continue to spread while the observation represents the burned surface of a fire that is not burning 
anymore. An important implication is that evaluation will highly depend on the prescribed fire 
duration. One way to address this difficulty is to choose a fire duration that accounts for most of the 
burned area. In the Calenzana case, although the fire spread was almost stopped 3 hours after ignition 
time, it seems that most of the surface was burned during the first hour. Therefore, we chose a reference 
duration of 1 hour with a uniform perturbation of 10 minutes. 
 
The perturbations on ignition time, ignition location and fire duration were addressed in the 
previous section because they depend on our knowledge of the event, which may differ in another fire 
case. 
For the other inputs, we used constant perturbation coefficients. It means for example that in a given 
simulation, even though wind speed may change in time, the same wind speed perturbation will be 
applied at the different steps of the simulation. Similarly, a perturbation on fuel parameters will be the 
same for all fuel types. Finally, a fuel type transition affects all the CLC cells with fuel type. For 
instance, it means that if a fuel transition from vineyards to sclerophyllous plants is applied in a 
simulation (which happens with a probability p), ForeFire will behave as if all vineyard cells (and not 
just a proportion p of these cells) had become sclerophyllous plant cells. 
For a given simulation, the different perturbation coefficients were sampled independently. Still, 
the same (percentage) perturbation was applied on the following fuel parameters: height, load, heat of 
combustion (positively) and particle density (negatively). For example, if we obtain a value of +15% 
for this global perturbation, then height, load and heat of combustion undergo a 15% increase while 
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the particle density decreases by 15%. From a physical perspective, there is no reason for the 
uncertainties regarding these four fuel parameters to be fully correlated. The motivation behind this 
choice is more pragmatic. Indeed, increasing either fuel height, fuel load or heat of combustion should 
increase the ROS, while increasing the particle density should decrease the ROS. Consequently, with 
that global fuel coefficient, we expect to obtain an upper bound on the uncertainty regarding the area 
of the simulated burned surfaces. 
The range of the perturbations on wind was chosen after the assumed uncertainties listed in (Hanna 
et al., 1998) with the difference that we chose uniform PDFs instead of normal ones. As for 
perturbation on fuel parameters, it was based on common values encountered in the literature and 
expert judgment. The implementation of a fuel transition from vineyards (CLC type 221) to 
sclerophyllous plants (CLC type 323) was motivated by the presence of vineyards in our fuel data near 
the ignition point, where the ROS is much lower than for other fuel types. In this case, data were 
outdated, since there was no vineyard in this zone at the time of the fire. Transition allows to account 
for the classification error. 
The distributions of the main perturbations that were used in this study are given in Table 1. We 
stress that at the moment the distributions are just an a priori suggestion. To obtain more reliable 
distribution parameters, some calibration method based on the Brier score and/or a Bayesian approach 
could be implemented. Calibration based on just one fire is not likely to give good evaluation results 
for other events, therefore it is out of the scope of this paper. 
 
Table 1 - Main perturbations used in the ForeFire simulations with the classification described in section 2.2. 
*For these parameters, the perturbation may differ depending on the fire event. 
Perturbation 
coefficient 
Type zmax / p 
Wind direction Additive 40° 










Ignition time* Additive 10 min 
Fire duration* Additive 10 min 
221 → 323 Fuel transition 0.8 
Following these distributions, an ensemble of 500 simulations was run. 
 
 
The simulations were run on a Linux kernel with 8 cores, allowing for parallel computations. The 
whole computational process took about 5 minutes. It should be noted that given the relatively short 
fire duration, one simulation took a few seconds. But if we wanted to obtain a 3-hour probability map, 
simulation time would have increased. Also, in other fire events, higher fire duration and higher 
average ROS could lead to larger burned area, and therefore runtime could reach one minute or more 
for one simulation. In any case, this indicates that with appropriate computational resources to account 
for the simulation of potentially large fires (e.g., more cores to run the simulations in parallel), this 
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method has potential for use in an operational context. For instance, hourly burn probability maps over 
a few hours could be computed in a few minutes. 
The burn probability map with coordinates in EPSG:32632 Mercator conformal projection system 
is represented in Figure 1 together with two lines, one encompassing the observed burned surface while 
the other encompasses the simulated burned surface obtained when there is no perturbation on the 
inputs. Qualitatively, the burn probability seem to have a better coverage of the observed burned area 
than the unperturbed contour. This analysis is supported by the Brier score, that we computed for the 
ensemble of 500 simulations and for an ensemble where the only member is the unperturbed 
simulation. It is much better in the ensemble case (0.055) than in the latter (0.072). It also appears that 
the predicted probability might be too high in some areas outside of the burned surface. 
The rank histogram is represented in Figure 2. An aggregation was carried out so that each one of 
the 25 rectangles represents 20 ranks, except for the first one which is associated to 21 ranks. Without 
aggregation, the overall shape of the histogram remains similar. It appears that the histogram has higher 
bars on the left, which means that the burn probability is overestimated in several locations. 
In spite of those promising results, a few difficulties regarding the methodology need to be 
discussed. 
First, the choice of the number M of members in the ensemble is not obvious. Since we used a 
Monte Carlo method, we know that a given burn probability estimator pi converges as M grows and 
confidence intervals can be computed for this estimator. However, to our knowledge, there is no 
reference for confidence levels in this context. Also, as M increases, computational time increases as 
well, which will limit M and the narrowness of the confidence intervals. 
Second, many points in the study area were not burned and obtained a predicted burn probability 
of 0. If we were to extend the study area, the number of such points would increase. One implication 
is that the rank histogram would be flattened. Similarly, the Brier score would get lower because N 
would increase while the sum of the errors would be unchanged. In some sense, it is possible to cheat 
with a configuration where the burn probability is easy to predict over most of the domain (since most 
points are far from the ignition point), because in this case, evaluation will lead to better scores. 
Finally, we noticed that some points outside of the observed burned surface obtained a burn 
probability of 1. A very plausible explanation is that the simulations did not model the firefighting 
actions. Still, this case can be viewed as a “failure” of the prediction system. The same can be said of 
the case where a point of the observed burned area receives a burn probability of 0, although it did not 
happen in this study. This raises the question of the relevance of extreme probabilities (i.e., close to 0 
or close to 1) obtained via the ensemble. A possible way of circumventing this issue could be the use 
of probability thresholds (e.g., 0.1 and 0.9) on the burn probability maps. These thresholds could be 
interpreted as a consequence of a part of uncertainty that is not explained by the perturbations. 
An application of this method on several cases of bigger fires is currently in process to  make the 
evaluation more robust. 
 
 
This research was developed within the ANR-16-CE04-0006 FIRECASTER. 
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Investigation of slope thresholds for flame attachment 
Jason J. Sharples*; Ross Edgar; Harvinder S. Sidhu 




It is well known that wildfires, burning in the landscape, spread more rapidly as the slope of the terrain 
increases. Typically rules of thumb are employed to provide guidance on expected rates of spread on slopes 
up to about twenty degrees. For slopes inclined above twenty degrees, however, fire behaviour is more 
difficult to predict. Currently, the reasons for this are not well understood and there is no definitive model 
(operational or otherwise) that can account for the types of fire behaviour observed on very steep or confined 
topography. This behaviour includes so called eruptive fire behaviour, which is characterized by dynamic 
fire propagation - the fire can accelerate up the slope to very high rates of spread, sometimes with tragic 
consequences. In this paper we present the results of computational fluid dynamics analyses of convective 
plume dynamics in a rectangular trench similar to those involved in the Kings Cross Underground disaster. 
We demonstrate the existence of a threshold angle of inclination, above which the convective plume attaches 
to the floor of the trench. We discuss the implications of our results for wildland fire safety. 
 




It is well known that wildfires, burning in the landscape, spread more rapidly as the slope of the 
terrain increases. Consequently, knowledge of how a fire will spread on slopes in the landscape is an 
important aspect of wildfire risk management. However, there have been very few systematic studies 
of slope-driven landscape fires, and no definitive account of the driving processes has been 
forthcoming. Nevertheless, a number of methods for accounting for the effects of slope on rate of 
wildfire spread are employed in modelling frameworks and there has been considerable effort put into 
laboratory-scale studies. 
Laboratory-scale studies have also been utilised in examining the nature and causes of fire spread 
in building structures. Examples include those performed as part of the investigation into a disastrous 
fire that engulfed an escalator in Kings Cross, London and killed 31 people. Despite initial 
assessments, which revealed nothing to suggest that it would rapidly develop (Crossland 1992), the 
fire suddenly spread with extreme ferocity up the escalator trench and into the ticket hall and 
surrounding areas. Investigations into the King's Cross fire revealed that the extreme fire growth was 
primarily caused by a distinct phenomenon, subsequently termed ‘flame attachment’, whereby the 
buoyant convective plume containing the flames and combustion products attaches to the surface. In 
a number of instances eyewitnesses and fire investigators described the fire behaviour associated with 
flame attachment as ‘eruptive’ (Drysdale et al. 1992). 
The term ‘eruptive’ has also been used to describe certain instances of wildfire behaviour (Viegas 
2006). Such instances exemplify a very dangerous aspect of wildland fire behaviour; they pose a 
significant threat to the safety of wildland fire-fighters and complicate the broader problem of wildfire 
risk management in landscapes prone to their occurrence. Currently, there is no definitive model 
(operational or otherwise) that accounts for eruptive fire behaviour. However, studies addressing the 
incidence of eruptive fire behaviour have revealed that eruptive events are more likely to occur on 
steep slopes and in canyons. In particular, Viegas and Pita (2004) indicated that eruptive fire behaviour 
occurred whenever a canyon was sufficiently steep or sufficiently closed. Similarly, the vast majority 
of eruptive wildfire events have taken place in canyons and on steep slopes. Thus, observations of 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 1 - Fire Risk Management 
 
Advances in Forest Fire Research 2018 – Page 82  
 
eruptive fire behaviour have suggested the existence of a set of geometric precursors that are necessary 
for, or at least enhance the likelihood of, an eruptive event.  
Similarly, experimental and theoretical investigations conducted after the King's Cross fire 
indicated that flame attachment was strongly dependent on the surface geometry. Indeed, it was found 
to more rapidly cover surfaces that were steeper, and to occur more readily in more enclosed, ‘trench-
like’ configurations. In particular, flame attachment was investigated using state-of-the-art 
computational fluid dynamics modelling by Simcox et al. (1992), who investigated the phenomenon 
in a rectangular trench inclined at 30°. In doing so, Simcox et al. (1992) were able to confirm that 
flame attachment did indeed occur in such a configuration. However, Simcox et al. (1992) did not 
consider similar trench geometries inclined at angles below 30°, and so were unable to confirm the 
existence of  a slope threshold for flame attachment similar to that which had been identified in 
experimental studies. 
In this paper, we therefore report on a numerical study of the flow of convective plumes in a trench-
like configuration similar to that studied by Simcox et al. (1992), but at lower angles of inclination and 
various energy intensities. 
 
 
Figure 1 - The flame attachment domain of the tunnel with three escalator trench numeric model. The upper tunnel 
openning is shaded green and the roof is shaded grey with a semi-transparent rendering. The fire source volume is 
outlined in red and later figures, i.e. the flow field results in Figures 2 and 3, show results on the light and dark blue 
two dimensional virtual planes viewed from a normal angle. Another virtual plane orthogonal to the latter pair is 
shown cutting through the fire volume to reveal the size of three dimensional mesh element crosections like fine lace 
through the interior of the domain. 
The interaction of variables within a dynamic flow field are well described by the Navier-Stokes 
equations that were derived during the first half of ninteenth century and are today generally 
understood to include the mass, momentum and energy conservation relations. Being highly non-linear 
second order partial differential equations, a systemmatic method of finding analytic solutions to 
describe turbulent regions of fluid problems have not been found other than for a few exceptional 
situations far removed from fire driven convective states of relevance to this study. By contrast, 
computational methods are able to replace the intractable differential continuum relations with discrete 
linear algebraic approximations that are then solved simultaneously for the discetised geometry and 
then repeatedly for the required sequence of discrete timesteps needed to deterministically evolve the 
transient flow field from its initial to subsequent states. 
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We employ a computational model domain based on a subset of the King’s Cross underground 
complex as shown in Figure 1. In particular we use only the tunnel section of the domain used by 
Simcox et al. (1992).  
Identical geometry and mesh were used for all tunnel domain inclinations, which was defined by 
the alignment of the geometry with the gravity vector. Simulations were run with tunnel inclinations 
of 18°, 20°, 22°, 24°, 26°, 28° and 30°. 
The fluid within the model domain is defined as an ideal gas having the physical and thermal 
properties of air at 25°C and 1atm pressure.  
The fire is modelled as a thermal energy source that fills the volume of the left escalator trench to 
a height of 0.9m and extends from 10m to 12m inside the lower entrance of the 42m long tunnel. To 
mimic flames, the fire source volume was divided tunnelwise into eight sections with alternating sets 
of four sections releasing the fire’s energy and swapping with each other at 50Hz. 
The tunnel surfaces were all defined as smooth, no-slip adiabatic walls. The tunnel ends were both 
defined as openings which had defined zero average relative pressures and turbulence gradients. Air 
could freely move in or out of the openings however when entering was constrained to travel normal 
to the boundary and have a temperature defined according to the adiabatic lapse rate of the system. 
All simulations started from a condition of zero flow. 
The model initialisation conditions, boundaries and discretisation scales were validated by special 
simulations, e.g. no flow developed when the fire energy source was 0 W and smaller discretisation of 
the spatial and temporal scales reinforced the observed outcomes associated with the baseline model. 
The resulting convectively-driven flow was calculated using the CFD package ANSYS CFX (ver. 
17) with empirically derived “baseline Reynolds Stress Model (RSM)” equations approximating 
turbulence details (ANSYS, 2015). The RSM is superior to the standard Reynolds Averaged Navier-
Stokes (RANS) models because it has individual transport equations for all six independent 
components of the Reynolds stress tensor instead of assuming it is isotropic with one. The RSM is thus 
well suited to model fire plumes which are turbulent and exhibit significant directional differences in 
viscosity proportional to their directional rates of strain. 
As with the most advanced SST two equation RANS models, the baseline RSM also solves the wall 
distance of geometry elements and transforms from a turbulence-dissipation (or ε in the k-ε RANS 
model where k is turbulence-energy) to turbulence-frequency (or ω in the k-ω RANS model) 
representation of the conservation equations to better capture the influence of the viscous sub-layer on 
the flow field variables close to walls. 
 
 
The simulated flows had significant features in common despite the broad range of tunnel 
inclinations and fire energy levels examined. The hot plume from the fire source initially rose vertically 
towards the tunnel ceiling. At later stages, and significantly much later stages for simulations with 
lower fire source energy and/or tunnel slope angles, the base of the vertically rising plume started to 
attach to the floor of the trench and work its way along that surface with a laminar flow pattern for 
about 10m (in the case of the geometry studied) until being dissipated or squeezed out to the trench 
sides.  
Figure 2 shows simulation results for the fire source energy equal to 431kW runs at typical later 
stages of flow field development. Parameters of the simulations are listed in individual text headers 
and a pair of vertical planes of the three dimensional geometry are shown for each: i.e. through the 
centre of the fire trench escalator (at the bottom of each pair with fine black line showing top of the 
escalator trench); and for the top part of the pair the top part of the tunnel centre plane. The planes are 
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coloured by the velocity component in the tunnelwise direction with superimposed grey shaded 
temperature contours. 
 
Figure 2 - Flame attachment in trenches has similar characteristics over the broad range of tunnel slopes simulated. 
The tapering laminar flow from the fire source runs about 10m towards the trench floor, given a longer time for the 
lower slopes, before being squeezed out to the trench sides and continuing along the full length of the trench, however 
with increasing turbulence at lower slope angles.  
Figure 3 shows the laminar boundary layer of flows in the 26° slope tunnel 26 heading towards the 
escalator trench floor over the significant range of fire source energies simulated. The laminar 
boundary layer is eventually squeezed or pushed out to the sides after about 10m just as it was for the 
tunnel slope range shown in Figure 2. Also similarly, the flame attachment along the sides of the 
escalator trench eventually reached the end of the tunnel however took longer and was associated with 
less turbulence for lower fire energy source levels. 
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Figure 3 - Flame attachment in the trenches has similar characteristics over the broad range of fire source energies 
simulated. The tapering laminar flow from the source typically runs about 10m towards the trench floor, given a 
longer time for lower energies, before being squeezed out to the trench sides and continuing with increasing 
turbulence at higher energy levels. The plume of the 92 838 W source would be expected to attach along the full 




Figure 4 - Simulation time taken for flame attachment to work its way up the escalator trench to point when its 
laminar boundary layer depth was squeezed out to the trench sides, or 10m for the geometry of the tunnel trench 
considered.  
Figure 4 shows the time taken for the flame attachment, or hot plume, to work its way along the 
floor of the trench to the point of its laminar boundary layer depth being squeezed out to the sides, 
generally 10m as stated earlier for the tunnel trench geometry considered. The escalator trench was 
1.0m high and 1.1m wide (i.e. out of the page in the sense of Figures 2 and 3). 
Depending on the combination of tunnel slope and fire source energy, the hot plume subsequently 
either remained attached to the trench sides, reinforcing a laminar flow across the entire trench section, 
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or broke away from the top corners of the trench in turbulent waves rising to the tunnel roof. The latter 
occurs when the tunnel slope is too low to keep the buoyancy force in check and hot plumes are able 
to rise with less momentum loss when detaching from the upper corners of the trench despite the 
implicit turbulence that entails. 
In terms of simplistic analogies, drawn from the well studied Coandă effect, it may be useful to 
think of the surfaces of the trench as the most efficient hot plume transport channel available for the 
flow from low to upper tunnel heights because of the laminar flow conditions that dominate (and 
involve far less momentum loss than turbulent flow) for a significant boundary layer depth there. 
However, if the vertical buoyancy force overwhelms the inertial advantage of remaining within the 
trench surface flow’s laminar sublayer, then hot plumes will detach from surfaces to better placate the 
buoyancy drivers. 
Because the physics of the flow along the surfaces of the tunnel and trench have a determinant 
influence on the behaviour of the plume, it is imperative that the simulation’s manner of modelling the 
wall flow properties is robust. To ensure this was the case: 
• independent transport equations were solved, using the RSM, for each of the independent 
Reynolds stress tensor components and so the viscous sublayer stress of flows near surfaces 
varied directionally to reflect that surface’s gradient; 
• twenty-two prism element inflation layers were placed on all tunnel surfaces, when 
discretising the fluid’s geometry (expanding at the rate of 1.2 from a first layer height of 
0.75mm), to produce a smooth transition to the maximum 200mm side length unstructured 
tetrahedral elements of the free stream and to keep the critical 𝑦+ first element centroid’s wall 
distance below the critical threshold of 30 required to properly use the ANSYS CFX wall 
model equations (ANSYS 2017); 
• the maximum root mean square average Courant number of the flow in the simulations, which 
measures the number of discrete element lengths the flow would traverse in one discrete 
timestep duration, was kept near one so that the properties of each element along each flow 
path had the opportunity to influence the flow field’s development in the sequential manner a 
physically meaningful evolution of the flow requires (Courant et al, 1928). 
In the simulation space, the upper corner of the escalator trench represents an extremely sharp 
discontinuity where two surfaces meet at a right angle. Flow there is difficult for the model to capture 
accurately since element sizes are minute and the courant number rises well above one. In order to 
accurately simulate the influence of this sharp edge on the flow, a much shorter discretisation time 
scale, i.e. timestep, needed to be used for the faster 2000kW fire energy source conditions. For 
example, the 30ms time steps used for the simulations generally needed to be shortened to 3ms for the 
2000kW fire energy source tunnels to show the flow was consistently drawn 10m towards the trench 
floor before breaking away from trench sides in plumes. At the longer discretisation time scale the hot 
plumes would break away earlier and disrupt the otherwise consistent laminar flow from the height of 
the source to the escalator floor 10m further up the tunnel.  
 
 
The results of this study provide further support for the notion that plume attachment is essentially 
a geometric phenomenon – it arises as a consequence of the interaction between the convective plume 
and the geometry of the inclined surface.  
Wu et al. (2000) reported finding a critical angle of attachment between 24°-26° when considering 
flames on inclined planar surfaces. In CFD simulations by Simcox et al (1992) flame attachment in a 
30° sloping tunnel trench was found at the upper range of the energy levels we studied and for various 
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pressure driven inlet flow conditions; however, other slopes were not considered. In a separate study 
we considered the effect of the intensity of the convective plume and found very similar results to 
those reported here (Edgar et al, 2015). Overall, the indication is that the plume attachment 
phenomenon is independent of the convective intensity of the plume, at least for intensities up to the 
order of a megawatt per cubic metre. Despite this, the rapidity with which the fire progresses up the 
slope does vary, and is significantly faster for higher intensities at least up to that at which wildfires 
could be expected to burn. As such, plume attachment should be considered as a distinct likelihood for 
fires burning in landscapes that are sufficiently inclined and more so when also enclosed; for example, 
like a canyon or gully. As such, these findings have strong implications for fire safety in wildland fire 
environments. 
With the developed simulation model confidently working following validation of the discretisation 
scales used, it may now be readily extended to the study of other geometry trenches in tunnels and 
open fields more consistent with conditions encountered during wildfires.  
 
 
This research was funded by an Australian Research Council (IN140100011), and undertaken with 
the assistance of resources provided at the NCI National Facility under the Australian Government 
National Computational Merit Allocation Scheme. 
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The regions around Adriatic Sea have high risk of wildfires, especially during summer due to very warm 
climate with low level of humidity, densely spaced Mediterranean vegetation, particularly conifer forests and 
lot of tourists. During fire season that is usually between July 1 and October 31, there are lot of wildfires in 
this region. Therefore, the biggest Croatian county Split-Dalmatia County has initiated in 2007 preparation 
of strategic project target to Adriatic IPA funds, based on Split-Dalmatia County holistic approach to forest 
fires protection and prevention. The HOLISTIC Project with full name Adriatic Holistic Forest Fire 
Protection has been finally accepted in 2013 as Adriatic IPA project and ended in December 2016. HOLISTIC 
project was focuses on the prevention and damages mitigation of the natural risks, with special focus on 
wildfire and earthquake risks, aiming at improvement, promotion and strengthening of institutional 
capabilities in implementing policies and actions to reducing the causes and damages in regions facing the 
Adriatic Sea. HOLISTIC project was not focused on research and development of new technologies in 
wildfire prevention, protection and fighting, but rather toward the application of existing technologies in fire 
fighters everyday tasks. Projects outputs, results and particularly pilot projects, are the main topic of this 
paper, including the analysis of project influences on fire fighters practice, one year after the project ending. 
Note: Authors from FESB were, during HOLISTIC Project realisation, Key Experts for Work Packages 
connected with implementation of Information-Communication Technologies (ICT) in wildfire protection 
and fighting for various Dalmatian Counties. 
Keywords: EU project, wildfires, forest fires, wildfire protection, ICT in wildfires, sustainable forest management. 
 
 
The regions around Adriatic Sea have high risk of wildfires, especially during the summer due to 
very warm climate with low level of humidity, densely spaced Mediterranean vegetation, particularly 
conifer forests and lot of tourists. During fire season that is usually between July 1 and October 31, 
there are lot of wildfires in this region. For example in Republic Croatia located on the east side of 
Adriatic Sea in the last 10 years 2.320 wildfires have been recoded that affected 84.250 hectares of 
forests and forest land.  
Therefore, the biggest Croatian county Split-Dalmatia County has initiated in 2007 preparation of 
strategic project target to Adriatic IPA funds, based on Split-Dalmatia County holistic approach to 
forest fires protection and prevention (Stipanicev et al, 2007). The HOLISTIC Project has been finally 
accepted in 2013 as Adriatic IPA project under priority 2 Natural and Cultural Resources and Risk 
Prevention, measure 2.2 Natural and cultural resource management and prevention of natural and 
technological risks. HOLISTIC project, with full name Adriatic Holistic Forest Fire Protection, ended 
in December 2016 (HOLISTIC, 2013). HOLISTIC project was focused on the prevention and damages 
mitigation of the natural risks, with special focus on wildfire and earthquake risks, aiming at 
improvement, promotion and strengthening of institutional capabilities in implementing policies and 
actions to reducing the causes and damages in regions facing the Adriatic Sea. It has gathered 20 
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partners from Greece, Albania, Montenegro, Bosnia and Herzegovina, Croatia, Slovenia, Italy and 
Serbia, leaded and coordinated by Split-Dalmatia County.  The total project budget was about 9.3 
million €. HOLISTIC project was not focused on research and development of new technologies in 
wildfire prevention, protection and fighting, but rather toward the application of existing technologies 
in fire fighters everyday tasks. It gathered together almost all regions around Adriatic Sea, trying to 
find common, sustainable approach to forest fire prevention, protection and fighting.  
The main topics of this paper are outputs and results of HOLISTIC project, particularly pilot 
projects, but the paper also includes the analysis of project influences on fire fighters practice, one year 
after the project ending.  
 
 
HOLISTIC project has been focused on the prevention and damages mitigation of the natural risks, 
particularly on wildfire and earthquake risks, aiming at improvement, promotion and strengthening of 
institutional capabilities in implementing policies and actions to reducing the causes and potential start 
of natural breakdowns to improve reaction and intervention readiness, to reduce the damages in areas 
of regions facing the Adriatic.  
The project’s most important results and the respective outputs were: 
1. Developed common guidelines and standard procedures for:  
• Policy and institutional enhancement for the implementation of updated and 
sustainable fire protection and prevention policies and mechanisms. 
• Legislative and institutional regulations for the implementation of integral and 
sustainable public buildings protection policies. 
• Territorial analysis of set-up methodology for fire safety. 
• Forest sustainable management aimed at reducing wildfire risks. 
• Prevention and fire fighting management, particularly in cross-border fires. 
Territorial analysis of set-up methodology for public and historical buildings 
protection policies. 
2. Survey of actually applied procedures, policies and measures for: 
• Fire protection, prevention and previsions. 
• Public buildings protection from earthquakes. 
3. Established static and dynamic spatial database about terrestrial, meteorological and 
sociological features, either measured, estimated and simulated, related to fire hazards or fire 
fighting policy. 
4. Developed post fire monitoring and damage assessment methods integrating multi-source 
spatial information for land management support. 
5. Harmonized fire risks data and maps. 
6. Implemented up-to-date ICT solutions in pre-fire, fire and post-fire activities. 
7. Staff trained in the use of ICT technologies in wild land fire prevention, protection and fighting. 
8. Established network of scientific and research capacities for wildfire prevention and protection 
research and education based on modern technologies. 
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9. Application of GIS and remote sensing technologies for prevention of fire hazard risks, 
advanced fire fighting and post-fire recuperation. 
10. Developed and experimented model of: 
• Monitoring, surveillance and fire outbreaks early warning integrated system. 
• Financial, social and eco sustainable wood life cycle (silviculture, wood waste 
treatment, biomass production and marketing). 
• Indirect prevention campaign, diversified according to the type of user. 
• Fire risks predictive models on micro-location scale adapted and tuned for Adriatic 
region. 
• Fire behaviour modelling and spread simulation adapted and tuned for Adriatic 
region. 
• Early warning monitoring and surveillance system adapted and tuned for Adriatic 
region. 
• Buildings’ real-time seismic vulnerability inspection and monitoring. 
 
As usual, special work 
package was reserved for 
awareness raising activities to 
be undertaken by local 
stakeholders with the aim to 
achieve local ownership of 
the project and its results. 
With aims to aggregate 
significant added value and 
gain synergies, the project has 
accounted the experiences 
and results from previous EU 
projects and the experience 
made by many Beneficiaries 
who participated in projects 
addressed to the same theme 
of Holistic project. 
All together 20 partners 
participate in HOLISTIC 
project (Figure 1). Project 
coordinator and lead 
beneficiary was Split – 
Dalmatia County from 
Croatia. The project has 
started in October 2013 and 
ended in December 2016 and 
the total project budget was 
9.363.801,29 €. 
 
Figure 1 – IPA Adriatic HOLISTIC project partnership.  
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HOLISTIC Project has intended to reduce the number and the impact of forest fires, to protect 
people, natural environment and properties, and in particular to promote fire prevention among rural 
communities in fire prone areas of regions facing the Adriatic. In addition it has intended to promote 
awareness and stable fire risk mitigation activities and technological improvement of territory 
monitoring and surveillance through the development of shared models, methods and tools for 
integrated and sustainable natural risk management, protection and prevention.   
The project was organized in 8 work packages.  
WP0 - covers preparatory activities of the partnership and project drafting and WP1 - Project 
Management and Coordination ensures availability of human and technological resources, project 
reliability and monitoring of targets’ achievement;  
WP 2 - Communication and Dissemination  
The aim of this Workpackage was to assure the dissemination and promotion of the project activities 
and achievements towards target groups inside and outside the involved territories, essential for the 
dissemination of the results, the capitalization of the activities and the transparency of the funds 
allocated to the project, assuring that the planned information and dissemination activities are able to 
achieve visibility among relevant target groups. The WEB Site, press conferences, press releases, 
newspaper articles, regional and transnational conferences and participation at International exhibition 
and conferences with presentations, in accord with projects milestones, represent the communication 
and dissemination activities. To complete them a network of stakeholders from all participating 
countries is built using national and thematic international conferences and the final conference, 
presenting the project outcomes. Figure 2 shows home page of the project Web site (HOLISTIC, 2013) 
that has achieved average of 509 hits per month.  
 
Figure 2 – IPA Adriatic HOLISTIC project Web site -  http://www.adriaholistic.eu 
The final results were 6 main Project meetings, 195 articles/appearances published in the press and 
in other media (including online media, TV, radio), 13 press conferences, 29 publications produced, 
54 national/regional events and 5 international seminars. It is estimated that almost 20 000 individuals 
were directly reached via dissemination outputs. 
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WP 3 - Capitalization and sustainability 
Within WP 3 one of the major achievements was production of Joint plan of capitalization. This 
document was based on previously identified common problems and aimed to identify common 
challenges and propose future actions in each specific thematic topic. The purpose of the capitalization 
process was to propose effective answers based on the best practices that have been analyzed through 
adopted methodological approach: analyzing post and current experiences in order to collect lessons 
learned and put in place the acquired good practice and sharing achievements in order to learn 
mutually. 36 case study reports have been investigated and 4 best practices selected during 10 thematic 
workshops and 9 regional stakeholders roundtables. Join plan of capitalization provides proposals, but 
their future implementation is directly linked with financial possibilities and institutional support and 
interest of each partner. 
WP 4 - Joint management policies 
WP 4 has provided a screening of an existing situation of protocols/actions regarding pre-fire, fire 
and post-fire activities in IPA countries that could be useful for future standardization of 
protocols/actions in order to have better preparedness when wildfires or earthquakes appear. Four 
reports has been prepared: Report of existing policies in region countries concerning pre-fire, fire and 
post-fire activities, Technical report with recommendation for pre-fire prevention and protection 
activities, Technical report with recommendation for common protocols for fire monitoring, alarming 
and evacuation, Technical report with recommendation for common protocols for fire fighting 
intervention and Technical report with recommendation for common protocols for post fire 
recuperation, as well as Catalogue of the state of the art in forest fire management policies in pre-fire, 
fire and post-fire local policies, practices and coordination mechanisms, Harmonization and 
standardization of pre-fire activities concerning wildland/urban interfaces, vulnerable natural and man-
made infrastructures based on forest management and fire protected activities, Harmonization and 
standardization of pre-fire and fire activities concerning  fire monitoring, alarming and evacuation and 
Harmonization and standardization of fire activates concerning fire fighting intervention. 
WP 5 - Territorial analysis concerning wildfire prevention and fire fighting 
WP 5 was dedicated to development of regional GIS system adapted for wildfire activates demands 
and tuned to Adriatic region and particularly to cross border cooperation in order to harmonized and 
improve accessibility of spatial – temporal data about landscape characteristics, vegetation, 
meteorological and sociological data important for wildfire fighting. Three main outcomes of WP5 
package where user-friendly regional GIS service, wildfire propagation and wildfire risk prediction 
simulation tools. Those tools are: 
• AdriaFireGIS – a multi-user wildfire Web based service accessible by all partners in region. It has 
collected regional GIS layers in the form suitable to be used through appropriate WMS servers in 
all Web based applications developed through this project (static terrestrial layers, static 
vegetation layers, dynamic meteorological data, wildfire sociological layers).  
• AdriaFirePropagator – a multi-user, Web based service for wildfire behavior and spread 
simulation, useful for all firefighting activities, and 
• AdriaFireRisk and AdriaFireEruptiveRisk – fire risk index based on climatological, 
meteorological parameters, vegetation, terrain configuration and various anthropogenic 
parameters that run as additional module with AdriaFirePropagator, as well as prediction of 
potential dangerous wildfire eruptive behavior based on terrain and meteorological parameters. 
Simulations in AdriaFirePropagator can easily be run on a single click of a button after choosing 
the ignition point or area. In this case the simulation is run in “during wildfire” mode, where current 
meteorological conditions are automatically obtained (several times a day, with hourly forecast) and 
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used as input to simulation. In such cases, AdriaFirePropagator can be helpful to organize firefighting 
actions, such as unit arrangement, number of vehicles, etc. 
 
Figure 3 - AdriaFirePropagator simulation - blue area represents fire barrier (non burnable area).  
On the other hand, AdriaFirePropagator is also a highly customizable tool where most of the 
simulation inputs can be modified and adjusted, allowing the simulations in “before wildfire” mode. 
In this mode, users can adjust wind, moisture, fuel and other parameters to set conditions in which 
simulation will run. All this is of great importance as it allows AdriaFirePropagator to be used for 
training and educating firefighting personnel, simulation of different scenarios that can occur in the 
case of wildfire, investigation of previous wildfires, etc. Important is to emphasize that users can 
specify fire barriers, areas on the map that will be ignored during simulation (non-burnable areas), as 
well as fire fronts – areas describing initially ignited (already burning) area for the simulation.  
 
Figure 4 - AdriaFireRisk – wildfire risk index for Adriatic region during spring months 
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AdriaFireRisk is a numerical indicator that defines the level of fire risk at certain geographical area 
calculated as additional module to AdriaFirePropagator. It is based on climatological and 
meteorological parameters, vegetation, terrain configuration and anthropogenic parameters. 
Climatological and meteorological parameters give AdriaFireRisk its dynamics, while the other 
parameters belong to the set of static indicators. The main advantage of AdriaFireRisk over other 
indexes is that it is better adapted to the micro-location, that is, it is site-specific wildfire risk index. 
Panels have been placed on spots of important public interest sensitive to wildfires, such as national 
parks, city forests, protected islands. Those panels are connected to AdriaFireRisk system and show 
current risk at that area in real time. Along with AdriaFireRisk, eruptive wildfire risk index 
(AdriaFireEruptiveRisk) is also calculated using terrain and meteorological parameters as inputs in 
order to detect zones where dangerous eruptive fire behavior could happen.  
WP 6 - Application of ICT in fire prevention and protection 
In WP 6 cross border cooperation was realized through information exchange about common 
guidelines and standard procedures for installation of wildfire monitoring and surveillance systems 
and networks. Detail analysis of all commercial ground based wildfire monitoring and surveillance 
systems from Italy, France, Portugal, Croatia, Turkey/US, South Africa, Germany, Spain and Russia 
has been done. The main focus was on functional system integrated in standard wildfire monitoring 
services and particularly located in Mediterranean countries. Experimental and research system, 
although they were lot of them, have not been analyzed, because from research to real life 
implementation is a long way. Based on this analysis a new regional model named AdriaFireMonitor 
has been developed tuned and adapted for specific Adriatic surroundings.  
Final outcomes od this WP 6 were establishment of Technical guidelines and specifications of 
wildfire video monitoring unit (wildfire observer) and wildfire video monitoring network (wildfire 
observer network) adapted for Adriatic region, Technical guidelines for systematic wildfire monitoring 
locations determinations, Emergency intervention code of conduct report with distribution of tasks, 
definition of coordinating bodies and User rights report with definition of accessibility and rights to 
use for different level users. Based on this reports partners involved in this Workpackage have 
identified monitoring locations for video surveillance system set-up in their regions, provide all 
necessary procedures for installation of advanced 3 cameras visible spectra wildfire video monitoring 
and surveillance systems and additionally in Istria County and Split – Dalmatia County installation of 
advanced 1 camera IR spectra wildfire video monitoring and surveillance systems integrated with 
visible spectra monitoring. Part of tis Workpackage was installation of advanced GPS tracking systems 
for fire fighters vehicles (each system with 5 GPS trackers) and installation of tablet based advanced 
system for burned area mapping, as well as supply of mobile monitoring unit to Split – Dalmatia 
County as Figure 5 shows and acquisition of various drone and UAV monitoring units. 
Finally WP 6 has organized few regional conference concerning application of advanced ICT 
technologies in forest fire prevention and protection and assessment of pilot projects' achievements, 
but also establish a network of scientific and research capacities in region capable for forest fire 
research by reuse of existing research capabilities in systematic forest fire research and initiate a 
regional research and education activities concerning forest fire prevention, protection and fighting by 
strengthen research and education capabilities in region concerning fire prevention and fighting. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 1 - Fire Risk Management 
 
 Advances in Forest Fire Research 2018 – Page 95 
 
 
Figure 5 - AdriaFireMonitor – Split – Dalmatia County mobile monitoring unit 
WP 7 – Reduction of fire risk by sustainable forest management 
Major achievements of WP 7 have been cooperation between beneficiaries devoted to the forest 
sustainable management and use of forest biomass in sustainable wildfire prevention and protection.  
The collaboration has achieved the systematic collection, analysis and capitalization of previously 
implemented projects and studies and preparation of important documents useful for the utilization of 
forest biomass for bioenergy production. Furthermore WP 7 has implemented appealing pilot actions 
– the installation of six demonstrative heating plants in public buildings (primarily schools) fed with 
wood biomass (wood chips and wood-pellet).  
WP 8 - Target Groups Education and Awareness 
Thanks to efforts from all project partners and associative partners, all of them have been involved 
in the activities related to WP 8. Preciously 11.186 participants between the groups targeted by the 
project activities, in particular land owners, farmers, shepherds, hunters, tourists and inhabitants, 
schoolchildren and students, Civil Protection Volunteers and firefighting associations, local 
stakeholders and representatives of the institutional bodies of the project areas has been involved in 
target groups education concerning wildfire prevention and protection. 27 targeted campaigns - 
training & info days for schoolchildren and student have been organized, as well as 27 targeted 
campaigns training courses for civil Protection Volunteers and 38 targeted campaigns for general 
public advertising - posters, radio trail and TV appearances. 
 
 
After the end of the project HOLISTIC project outcomes and results introduced great improvement 
in fire fighting policies and practices. In this section we will describe some of the most visible project 
outcomes and how their introduction changed and improved the practices and procedures in fire 
preparedness, fire fighting and fire reporting. The influence of the project will be described 
qualitatively in the form of good practices description. I this section we will also mention a 
methodology for evaluation of AdriaFireMonitor usefulness that is introduced in another paper.  
The HOLISTIC project offered systematic introduction for fire fighting community to tools and 
applications of Information Communication Technologies that can be used to improve the overall 
communication, information dissemination and fire fighting. Before this, each organization used ICT 
tools in some aspect of their work (like using panoramic video cameras for fire surveillance, or GPS 
tracking for fuel consumption analysis) but without integration of those tools with one another or with 
other organizations. Specific outcomes of the project that will be discussed here are:  AdriaFireGIS, 
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AdriaFireGPS, AdriaFirePropagator, AdriaFireRisk, AdriaFireMonitor and 
AdriaFireBurnedAreaMapping.  
AdriaFireGIS provided integrated interface for spatial information presentation in the form of 
standardized GIS map.  
Majority of fire fighting vehicles used in operative actions are equipped with the GPS tracking 
devices. The devices are interconnected with interface for GPS tracking maintained by Croatian Fire 
fighting Association (CFA). The GPS tracking routes are even made visible within GIS system 
maintained by Croatian National Rescue and Protection Directorate (DUZS)– The ZEOS system that 
overtook the task of AdriaFireGIS, due to the large amount of useful data collected and stored.  
During the project HOLISTIC fire fighting commanders were trained for using 
AdriaFirePropagator. The usefulness of the tool showed itself when fire fighting commander of 
Šibenik-Knin County has used the tool for training before the season and run the simulation on location 
Promina were, according to his experience the wildfire was expected. He run simulations with different 
meteorological conditions and expected scenarios to analyse possible outcomes when the fire occurs. 
In August 2017 wildfire on location Promina occurred. It is reported that one of the expected scenarios 
happened and the wildfire lasted for almost 10 days, but fire fighters were prepared and no casualties 
happened.  Also during the fire in Skradin region in September the AdriaFirePropagator was used to 
help decision for evacuation (Figure 6).  
AdriaFireMonitor was the most visible project outcome. Almost each project partner installed the 
pilot forest fire video monitoring and surveillance system on 3 locations. The system was installed at 
the end of 2016 fire season so the operators had time to familiarize themselves with the system before 
the next season. During the 2017 fire season video surveillance and monitoring system provided fire 
fighting commanders video signal directly from the field and helped them make better and informed 
decisions. In some situations commanders reported that they had better overview of the fire with the 
use of the camera then the fire fighters on the field. Many fires were spotted in its ignition stage by the 
system, even several hours before citizens reported them. When the citizens report fire, it is easily 
confirmed by inspecting the area with the camera. The location of fire reported is more accurately 
determined because of integration with the GIS system. Also professional person can determine extent 
and severity of the fire that can them make better decision on number of troops and vehicles necessary 
for fire fighting. All operators’ actions are logged and stored in the system, and these logs and records 
were used in assessment of usefulness of the monitoring system that is described in another paper.  
 
Figure 6 - Finally Comparison of fire simulation (yellow) and real fire contours (red) for the fire near Skradin in 
September 2017 
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Having in mind good experience from the pilot installation, Croatian Forests ltd invested almost 3 
million EUR in the forest fire video-communication system that is extension to AdriaFireMonitor.  
 
Figure 7 - Area covered by the forest fire video-communication system STRIBOR installed in summer 2018 thanks to 
a good practice of HOLISTIC experimental monitoring system  
The system is installed in 4 coastal Counties in Croatia at the beginning of the fire season 2018. 
This system consists of 46 monitoring locations covering over 80% of the forests area in these, mostly 
endangered area. 
The main leading idea embodied in specifications of HOLISTIC projects outcomes and results was 
using open standards and open interfaces. Following this made it possible to utilize the HOLISTC 
project outcomes in other crisis management situations. A Situation Headquarter was organized with 
the goal of being central headquarter for crisis situation management during summer fire season and 
put in use in the beginning of summer season of 2018. All information generated by HOLISTIC project 
outcomes are present at the centre and used in crisis situation for better decision making.  
 
 
IPA Adriatic HOLISTIC project was more successful than we have planned in his preparation from 
2007 to 2013. The project brought together almost all regions surrounding Adriatic Sea focused on the 
prevention and damages mitigation of the natural risks, with special focus on wildfires and earthquake 
risks, aiming for improvement, promotion and strengthening of institutional capabilities in 
implementing policies and actions for reducing the causes and potential start of natural breakdowns to 
improve reactions and intervention readiness to reduce the damage in areas of regions facing the 
Adriatic. 
Implementation of HOLISTIC project activities combined in 9 WPs resulted in successful 
implementation of almost all planned outputs and results and achievement of main project objectives. 
Although number of partners was quite large (20 partners), communication between the partners went 
smoothly during the project implementation. Project outputs and results were very well communicated 
and disseminated via project Website, Facebook, YouTube and other media channels, as well as via 
different seminars and workshops. Last but not least the HOLISTIC project has initiated a major 
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breakdown in implementation of advanced ICT technologies in wildfire fighting, at least in eastern 
part of Adriatic. Due to the successful implementation of HOLISTIC pilot projects, in 2018, Croatian 
Forests invested in expansion of  terrestrial wildfire video based monitoring with  46 new locations 
and equipment of 4 monitoring centres, integrated with wildfire behavior and spread simulation 
systems and advanced site specific wildfire risk index and eruption fire risk index estimation. 
 
 
(HOLISTIC, 2013) HOLISTIC Project official Web site, http://www.adriaholistic.eu  
(Stipaničev et al, 2007) Stipaničev, D., Hrastnik, B., Vujčić, R. Holistic Approach to Forest Fire 
Protection in Split and Dalmatia County of Croatia // Wildfire 2007 Int. Conference. Sevilla, Spain, 
2007 
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Abstract 
195 laboratory tests were performed to analyse the effect of either slope and wind in the fire spreading in 
mixed fuel beds composed by one live fuel and one dead fuel – live Pinus pinaster needles and straw were 
the fuels used, respectively.  
Several models were built by other researchers to predict the fire spread in mixture fuel beds. Many of 
these models were produced using data achieved for conditions of no wind nor slope. In these tests, the effect 
of the airflow/wind and the effect of slope in the fire spread in mixed fuel beds was analysed. It was found 
that the presence of wind or slope do not clearly affect the value of the critical mass fraction xc that correspond 
to the minimum percentage of the dead fuel required to sustain the fire propagation. 
The experimental results were modelled using exponential decay law applied to mixed fuel beds and the 
concept of degree of curing. These models show a good fit to the experimental results hereby presented so 
they can be extended to conditions of wind and slope. 
In the modelling of surface forest fire spread, the prediction of the rate of spread (ROS) of a fire front, or 
of part of it, is the main goal that is attempted in order to be able to estimate the advance of the fire front in 
the course of time. It is commonly accepted that the ROS at a given section of the fire perimeter depends on 
the fuel bed properties, local topography and atmospheric conditions, namely air flow intensity and direction 
(e.g. Linn et al., 2007; Cavard et al., 2015). Although this concept can be challenged in several situations 
when the dynamic behaviour of the fire changes its environment and modifies its ROS properties (Hilton et 
al., 2016). In this work, we shall assume, as it is commonly done, that fire spreads in a quasi-steady state and 
that average values of the ROS can be established and determined at least during short periods of time. This 
work is a follow up of previous works on ROS in heterogeneous fuel beds (Viegas et al., 2010 and 2013) 
performed by some of the authors of the present publication. 
 
Keywords: combustibility, fuel mixtures, heterogeneous fuels, moisture content, rate of spread 
 
 
In the modelling of surface forest fire spread, the prediction of the rate of spread (ROS) of a fire 
front, or of part of it, is the main goal that is attempted in order to be able to estimate the advance of 
the fire front in the course of time. It is commonly accepted that the ROS at a given section of the fire 
perimeter depends on the fuel bed properties, local topography and atmospheric conditions, namely 
air flow intensity and direction (e.g. Linn et al., 2007; Cavard et al., 2015). However, this concept can 
be challenged in several situations when the dynamic behaviour of the fire changes its environment 
and modifies its ROS properties (Hilton et al., 2016). In this work, we shall assume, as it is commonly 
done, that fire spreads in a quasi-steady state and that average values of the ROS can be established 
and determined at least during short periods of time. This work is a follow up of previous works on 
ROS in heterogeneous fuel beds (Viegas et al., 2010 and 2013) performed by some of the authors of 
the present publication. 
Almost 200 experimental tests were carried out aiming at the determination of the ROS in 
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heterogenous fuel beds composed by two different fuels – one fuel of higher combustibility (e.g, dead 
fuel) and other fuel of lower combustibility (e.g., live fuel). The concept of degree of curing (Anderson 
et al., 2005) of the fuel bed was considered. Properties such as the fuel moisture content, the slope and 
the air flow velocity were used as independent variables. The effect of the mentioned properties on the 
ROS was evaluated for sequences of tests in which the fraction x of the higher combustibility fuel was 
varied from a fuel bed uniquely composed by the higher combustibility fuel (x=1) to a fuel bed 
composed by the larger fraction of lower combustibility fuel (1-x) from which the combustion was no 
longer sustained. This threshold of x below which fire stops spreading was designated by critical mass 
fraction xc. The fuels used in this work were straw and dead and live Pinus pinaster needles. Tests 
were performed for a range of airflow velocity from 0 to 4m.s-1 and slope up to 40º.  
The experimental results were modelled following the same approach of Viegas et al. (2013) and it 
was found that the exponential decay law can be used with reasonable accuracy to estimate the ROS 
of a fire front for the range of the parameters analyzed.  
 
 
The fuel beds were composed by straw or by a mixture of straw and live Pinus pinaster needles. 
The straw was obtained directly from the producer and thus it was collected during the later Spring or 
during the Summer, much time before the experiments. Regarding the pine needles, several branches 
of diversified pine trees were collected in the field in Lousã-Coimbra no more than two days before 
the experiments. In the day of the experiments the needles were detached from the pine branches. The 
storage of the straw, the pine branches and needles was made in the laboratory at a temperature around 
20ºC and relative humidity of about 45%.  
The fuel moisture content was determined using a moisture analyser (A & D MX-50 resolution 
0.01% Max = 51g), previously calibrated by the gravimetric method, exposing a sample of the fuel at 
105°C during 15 minutes. After the determination of the FMC, the amount of each fuel was weighted 
according the specifications of the test in order to have a total fuel load of 0.8kg.m-2 on a dry basis. 
The two amounts of fuels were mixed in a box taking care not to crumble the fuel particles and then 
the mixed fuels were homogeneously distributed in the combustion table. In the tests using uniquely 
straw the mixture was not performed and the fuel was distributed directly in the fuel bed after being 
weighted. 
Every 20cm of the fuel bed, cotton threads were stretched transversally to the expected fire spread. 
This procedure aimed at the determination of the rate of spread by the elapsed time between the cut by 
the fire of two consecutive threads. The linear ignition was carried out using a woollen yarn soaked in 
a mixture of gasoline and diesel. The woollen yarn was extended in the beginning of the fuel bed, 
transversally to the expected fire spread, and than ignited to produce a fire front that spread to the fuel 
bed. In the slope effect tests, the slope was set before the ignition. In the airflow effect tests, the airflow 
turned on immediately after the ignition. The tests were considered finished when the fire stopped 
propagating, either because it reached the end of the fuel bed or because the higher fraction of live 
fuel, and consequently the higher value of FMC, did not allow a sustainable fire spread. 
The slope effect tests were carried out in a combustion table with a dimension of 2.95x2.95m2 
allowing a variation of the slope angle in the direction of the intended fire spread. The fuel beds 
invariably had a dimension of 1.0m width and 2.0m length. The slope angles varied from 0º to 40º. 
The airflow effect tests were carried out in the wind combustion tunnel existing in the Forest Fires 
Studies laboratory of ADAI. The fuel beds’ size was of 2.0m width and 6.0m length and the airflow 
velocity varied from 0m.s-1 to 4m.s-1.  
Since the tests were carried out in different days with slightly different conditions, the resulting data 
were harmonized aiming at a more accurate comparison. The harmonization of the results was based 
in the designated “reference tests” using the same methodology described in Viegas et al. (2013). The 
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reference tests carried out in a combustion table of 1m2 area consist on tests with a fuel bed composed 
uniquely by 0.8kg.m-2 of straw, in the absence of wind and slope. These rate of spread in the reference 
tests was measured using the same methodology based on cotton threads stretched previously 
described. Two reference tests were performed per day of experiments – one test during the morning 
and other test during the afternoon. The rate of spread obtained in the slope or airflow effect tests were 
dimensionless dividing the basic rate of spread of a test by the rate of spread obtained in the reference 
test performed in the same period of the day. 
In Table 1 and Table 2 the parameters of the tests are presented. The acronym “SL” in the reference 
is used to specify the slope effect tests and “AF” is used to indicate the airflow effect tests. 
Table 1 - Parameters of the series SL on the role of slope on the rate of spread R of a linear fire line in a fuel bed 
composed by a mixture of live Pinus pinaster needles (LPP) and straw (ST) with different values of Fuel Moisture 
Content (FMC). Date is presented in the format yymmdd. The reference tests are highlighted in bold. 














x R  
(cm.s-1) 
SL01 111003 10.13 110.08 0 1 0.93 SL47 111228 5.01 79.53 0 1 1.14 
SL02 111003 10.13 110.08 0 0.8 0.66 SL48 111228 5.22 79.53 0 0.6 0.66 
SL03 111003 10.13 110.08 0 0.6 0.40 SL49 111228 5.18 79.53 0 0.5 0.00 
SL04 111003 10.13 110.08 0 0.5 0.00 SL50 111228 5.22 79.53 0 0.8 0.99 
SL05 111003 10.13 110.08 0 1 0.99 SL51 120102 4.97 79.53 0 1 1.03 
SL06 111003 10.13 110.08 0 1 0.92 SL52 120102 6.59 82.15 20 1 2.44 
SL07 111011 4.82 52.44 0 1 0.53 SL53 120102 6.37 82.15 0 1 1.25 
SL08 111011 4.82 52.44 30 1 3.31 SL54 120102 6.63 82.15 20 0.8 1.51 
SL09 111011 4.82 52.44 30 0.6 0.95 SL55 120102 6.46 82.15 20 0.6 0.94 
SL10 111011 4.82 52.44 30 0.4 0.00 SL56 120102 6.55 82.15 20 0.5 0.73 
SL11 111011 4.82 52.44 30 0.5 1.71 SL57 120109 6.42 82.15 0 1 1.21 
SL12 111011 4.82 52.44 30 0.8 2.24 SL58 120109 7.38 108.77 40 1 6.35 
SL13 111020 4.82 52.44 0 1 0.93 SL59 120109 6.31 108.77 0 1 1.07 
SL14 111020 13.77 143.31 20 1 1.94 SL60 120109 6.72 108.77 40 0.6 0.82 
SL15 111020 13.77 143.31 0 1 0.59 SL61 120109 6.84 108.77 40 0.8 3.88 
SL16 111020 13.77 143.31 20 0.8 0.45 SL62 120109 8.70 108.77 0 1 1.13 
SL17 111128 13.77 143.31 20 0.6 0.00 SL63 120112 8.70 108.77 40 0.5 0.58 
SL18 111128 21.07 60.00 20 1 1.14 SL64 120112 5.68 107.47 40 1 6.16 
SL19 111128 21.07 60.00 0 1 0.55 SL65 120112 5.39 107.47 0 1 1.24 
SL20 111128 21.07 60.00 20 0.6 0.42 SL66 120112 6.52 107.47 40 0.6 1.58 
SL21 111128 21.07 60.00 20 0.7 0.40 SL67 120112 6.32 107.47 40 0.5 0.69 
SL22 111128 21.07 60.00 20 0.8 0.60 SL68 120112 6.27 107.47 40 0.8 3.58 
SL23 111130 21.07 60.00 0 1 0.57 SL69 120118 5.68 107.47 40 0.4 0.72 
SL24 111130 16.55 105.47 30 1 1.50 SL70 120118 6.09 100.80 40 1 5.83 
SL25 111130 16.55 105.47 0 1 0.54 SL71 120118 5.35 100.80 0 1 1.25 
SL26 111130 16.55 105.47 30 0.6 0.55 SL72 120118 6.39 100.80 40 0.8 3.57 
SL27 111130 16.55 105.47 30 0.8 0.00 SL73 120118 6.02 100.80 40 0.5 0.43 
SL28 111212 16.55 105.47 30 0.9 0.84 SL74 120208 6.32 100.80 40 0.7 2.53 
SL29 111212 6.28 52.91 0 1 0.78 SL75 120208 6.61 108.77 20 1 2.53 
SL30 111212 6.08 52.91 0 1 0.86 SL76 120208 5.14 108.77 0 1 1.24 
SL31 111212 6.71 52.91 0 0.6 0.22 SL77 120208 5.95 108.77 20 0.8 1.92 
SL32 111212 6.94 52.91 0 0.6 0.00 SL78 120208 5.95 108.77 20 0.5 0.89 
SL33 111212 17.51 52.91 0 1 0.51 SL79 120208 5.22 108.77 0 1 1.53 
SL34 111215 17.51 52.91 0 0.8 0.26 SL80 120210 5.87 108.77 20 0.6 1.06 
SL35 111215 8.62 73.01 20 1 1.93 SL81 120210 4.96 80.51 30 1 3.79 
SL36 111215 8.22 73.01 0 1 1.06 SL82 120210 4.75 80.51 0 1 0.92 
SL37 111215 8.54 73.01 20 0.6 0.57 SL83 120210 4.96 80.51 30 0.5 0.66 
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SL38 111215 8.62 73.01 20 0.7 0.93 SL84 120210 5.15 80.51 30 0.6 1.05 
SL39 111215 8.98 73.01 20 0.8 0.98 SL85 120210 4.75 80.51 0 1 0.97 
SL40 111219 8.38 73.01 0 1 1.07 SL86 120214 5.06 80.51 30 0.4 0.65 
SL41 111219 5.58 94.55 30 1 3.62 SL87 120214 8.15 65.02 0 1 0.85 
SL42 111219 5.35 94.55 0 1 1.26 SL88 120214 7.16 65.02 0 0.5 0.00 
SL43 111219 5.96 94.55 30 0.7 1.91 SL89 120214 7.16 65.02 0 0.6 0.56 
SL44 111219 5.77 94.55 30 0.6 0.85 SL90 120214 7.63 65.02 0 0.8 0.72 
SL45 111228 5.58 94.55 30 0.5 0.77 SL91 120214 6.74 65.02 0 1 0.79 
SL46 111228 5.39 79.53 0 1 1.16        
 
Table 2 - Parameters of the series AF on the role of airflow on the rate of spread R of a linear fire line in a fuel bed 
composed by a mixture of live Pinus pinaster needles (LPP) and straw (ST) with different values of fuel moisture 
























AF001 130319 20,10 --- 1 1 0,91 AF053 130626 11,10 65,50 3 0,5 0,72 
AF002 130319 20,19 --- 0 1 0,52 AF054 130626 9,40 --- 0 1 0,98 
AF003 130417 15,60 --- 1 1 1,42 AF055 130626 11,10 --- 0 1 1,07 
AF004 130417 15,60 73,61 1 0,8 0,83 AF056 130627 10.00 94,90 3 0,4 0,00 
AF005 130417 11,48 51,51 1 0,7 1,10 AF057 130627 10.00 94,90 2 0,4 0,00 
AF006 130417 15,60 --- 0 1 0,62 AF058 130627 9,10 112,70 2 0,8 1,20 
AF007 130417 11,48 --- 0 1 0,70 AF059 130627 10,20 --- 2 1 2,30 
AF008 130417 14,10 --- 1,5 1 1,71 AF060 130627 10.00 --- 0 1 0,83 
AF009 130418 14,10 94,17 1,5 0,8 0,77 AF061 130627 9,29 --- 0 1 0,70 
AF010 130418 11,60 94,17 1,5 0,6 0,00 AF062 130703 15,70 49,25 2 0,6 0,54 
AF011 130418 14,10 --- 0 1 0,50 AF063 130703 11,20 101,20 2 0,5 0,68 
AF012 130419 11,60 --- 2 1 2,37 AF064 130703 11,40 56,49 4 0,8 3,16 
AF013 130419 13,20 58,22 2 0,8 0,57 AF065 130703 15,70 --- 0 1 0,89 
AF014 130419 9,50 85,52 2 0,7 0,00 AF066 130703 11,20 --- 0 1 0,95 
AF015 130419 9,50 85,52 1,5 0,7 1,81 AF067 130705 9,80 --- 4 1 6,38 
AF016 130419 13,20 --- 0 1 0,60 AF068 130705 8,90 81,40 4 0,6 0 
AF017 130420 11,80 --- 1 1 1,48 AF069 130705 9,52 88,30 4 0,7 1,33 
AF018 130420 11,80 69,70 1 0,8 0,57 AF070 130705 9,80 --- 0 1 1,24 
AF019 130420 9,29 73.00 1 0,6 0,78 AF071 130705 9,50 --- 0 1 0,93 
AF020 130420 11,80 --- 0 1 0,85 AF072 130709 9,70 --- 4 1 3,52 
AF021 130423 12,70 56,49 2 0,4 0,00 AF073 130709 10,90 93,70 4 0,8 2,81 
AF022 130423 12,70 67,70 1 0,5 0,00 AF074 130709 8,90 86,90 4 0,7 1,72 
AF023 130423 12,70 67,70 2 0,5 0,00 AF075 130709 9,70 --- 0 1 1,01 
AF024 130603 12,70 --- 0 1 0,82 AF076 130709 8,90 --- 0 1 1,27 
AF025 130603 11,10 --- 1,5 1 2,03 AF077 130716 12,80 --- 3 1 2,49 
AF026 130603 10,10 85,52 1,5 0,8 1,25 AF078 130716 10,90 72,70 3 0,7 1,66 
AF027 130603 9,40 90,10 1,5 0,6 0,00 AF079 130716 10,90 78,50 3 0,6 0,00 
AF028 130603 9,40 90,10 1,5 0,7 1,15 AF080 130716 12,8 --- 0 1 0,63 
AF029 130603 11,10 --- 0 1 0,88 AF081 130716 10,90 --- 0 1 1,10 
AF030 130603 9,40 --- 0 1 0,93 AF082 130717 10,80 --- 1 1 1,16 
AF031 130604 10.00 --- 2 1 2,88 AF083 130717 10,80 94,90 1 0,8 0,79 
AF032 130604 10.00 73.00 2 0,8 2,89 AF084 130717 10,80 106,10 1 0,6 0,00 
AF033 130604 8,81 73.00 2 0,6 1,46 AF085 130717 10,80 106,10 4 0,6 0,00 
AF034 130604 8,81 75,40 2 0,5 0,89 AF086 130717 10,80 --- 0 1 0,89 
AF035 130604 10.00 --- 0 1 1,03 AF087 130717 10,80 --- 0 1 0,90 
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AF036 130604 8,81 --- 0 1 0,90 AF088 130718 11,50 --- 4 1 3,84 
AF037 130605 10,8 --- 3 1 4,50 AF089 130718 10,80 --- 2 1 2,34 
AF038 130605 10,80 100,10 3 0,8 1,88 AF090 130718 10,10 129,80 2 0,7 0,84 
AF039 130605 13,80 75,70 3 0,6 0,00 AF091 130718 12,90 67,20 2 0,6 1,00 
AF040 130605 13,80 75,70 1,5 0,6 0,00 AF092 130718 12,90 --- 0 1 0,78 
AF041 130605 13,80 75,70 3 0,7 0,55 AF093 130718 10,10 --- 0 1 1,02 
AF042 130605 10,80 --- 0 1 1,02 AF094 130723 12,70 73,60 3 0,6 0,00 
AF043 130605 13,80 --- 0 1 0,80 AF095 130723 12,80 85,80 3 0,7 2,45 
AF044 130612 11,10 --- 2 1 2,29 AF096 130723 11,60 --- 3 1 4,81 
AF045 130612 13,20 106,60 2 0,8 1,24 AF097 130723 11,60 --- 1 1 1,34 
AF046 130612 13,20 86,50 2 0,6 0,00 AF098 130723 12,70 --- 0 1 0,84 
AF047 130612 13,20 108,30 2 0,7 0,80 AF099 130725 13,80 --- 1 1 0,70 
AF048 130612 11,10 --- 0 1 0,67 AF100 130725 13,80 84,50 1 0,7 0,00 
AF049 130612 13,20 --- 0 1 0,83 AF101 130725 9,40 82,80 1 0,75 0,73 
AF050 130626 9,40 --- 3 1 4,48 AF102 130725 11,80 --- 4 1 3,87 
AF051 130626 11,10 68,60 3 0,8 2,27 AF103 130725 13,80 --- 0 1 0,82 




In this section, the rate of spread will be analysed considering it in the dimensional or dimensionless 
form. In Figure 1 the rate of spread R directly obtained from the experiments as a function of the 
percentage of straw x in the mixture of the fuels is presented for  the series of airflow effect tests 
(Figure 1a) and for the slope effect tests (Figure 1b). The lines in the plots correspond to the linear 
tendency curves for each class of airflow velocity or slope demonstrating the effect of the airflow 
velocity and slope in the rate of spread. The tendency lines also allow the analysis of the critical mass 
fraction xc i.e., the fraction of the fuel with lower combustibility (straw) from which the combustion is 
no longer sustained – the final part of this section will be dedicated to the analysis of xc.  
(a) (b) 
  
Figure 1 - Rate of spread (R) of the fire front as a function of the mass fraction (x) of the dead fuel (straw): a) airflow 
effect tests; b) slope effect tests. 
 
The dimensionless rate of spread R´ presented in Figure 2 is determined by the quotient between 
the basic rate of spread obtained in the ordinary tests (airflow or slope effect tests) and the rate of 
spread obtained in the reference tests (Equation 1), providing harmonized results allowing a more 
accurate data analysis. 
R´=R/R0  [Eq. 1] 
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Figure 2 - Non-Dimensional rate of spread (R/R0) of the fire front as a function of the mass fraction (x) of the dead 
fuel (straw): a) airflow effect tests; b) slope effect tests. 
In Figure 3, the normalized rate of spread R´´ is presented. R´´ is determined by the quotient between 
the basic rate of spread R and the rate of spread R1 obtained in tests with fuel beds uniquely composed 
by straw (x=1) with the same conditions of slope or airflow velocity (Equation 2). Theoretically all 
the lines should intercept the point (R´´=1, x=1) but that was not observed due to the deviations in the 
results that led to a correlation coefficient r21. 
R´´=R/R1  [Eq. 2] 
(a) (b) 
  
Figure 3 - Normalized rate of spread (R) of the fire front as a function of the mass fraction (x) of the dead fuel 
(straw): a) airflow effect tests; b) slope effect tests. 
The values presented in Table 3 are referred to the tendency lines showed in. Figure 1 to Figure 3. 
The right side of the table is referred to the critical mass factor xc analysed by two perspectives. The 
xc (linear) corresponds to the interception of the tendency line in the x-axis for y=0. One value of xc 
was obtained for each form of the rate of spread (R, R´ and R´´). The xc (experimental) is based on  
the direct experimental results considering the range of xc for which the fire propagation was not 










Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 1 - Fire Risk Management   
 
 Advances in Forest Fire Research 2018 – Page 105 
 
Table 3 - Values the gradient “b” of the tendency line (y=a+bx) followed by the correlation coefficient r2 between 
parentheses; critical mass fraction xc deducted from the linear tendency from the figures 1-3 for no fire propagation 
(R/R´/R´´=0); range of xc obtained from the experimental data considering the percentage of straw (x) when the fire 
front did not propagate (R=0m-s-1) and the value of x of the immediate test with fire propagation (R>0m-s-1). 
 
b (r2) xc (linear) xc (experimental) 










-1 2.084 (0.56) 2.909 (0.55) 1.936 (0.76) 0.4 0.5 0.5 [0.402 ; 0.348] 
U=1.5m.s-1 4.152 (0.65) 6.433 (0.62) 1.550 (0.96) 0.5 0.5 0.4 [0.416 ; 0.330] 
U=2.0m.s-1 3.979 (0.67) 5.533 (0.75) 1.595 (0.77) 0.4 0.5 0.4 [0.500; 0.492] 
U=3.0m.s-1 7.735 (0.79) 9.022 (0.84) 1.894 (0.83) 0.5 0.5 0.5 [0.609 ; 0.383] 









SL=0º 1.695 (0.70) 1.803 (0.77) 1.821 (0.79) 0.4 0.4 0.4 [0.462 ; 0.269] 
SL=20º 2.964 (0.53) 3.696 (0.73) 1.543 (0.77) 0.4 0.4 0.4 [0.656 ; 0.509] 
SL=30º 3.812 (0.49) 5.457 (0.55) 1.357 (0.70) 0.3 0.4 0.4 [0.334 ; 0.503] 
SL=40º 10.448 (0.96) 8.867 (0.94) 1.710 (0.96) 0.4 0.4 0.4 [ND ; 0.668] 
ND – Non-Determined 
As can be seen in the figures and table above, the increase of slope or the airflow velocity drives to 
higher values of the rate of spread either in the dimensional and dimensionless forms, as could be 
expect. This statement is most evident for values of higher values of x. When the percentage of straw 
is closer to the critical value xc for which the fire does not spread sustainably, the variations in the 
slope or airflow velocity do not drive to higher deviations in the rate of spread until x=xc that by 
definition implies a rate of spread equal to zero. This statement gains relevance as the value of xc is 
very similar, around 0.45, to all the series of tests as can be seen in Table 3 and Table 4. 
Table 4 - Average values (Av.) and Standard deviation (Sd) of the critical mass fraction values xc obtained for the 
airflow effect tests and slope effect tests, considering the tendency lines of figures 1 to 3. 
 R R´ R´´ 
Airflow effect tests 0.49 0.054 0.51 0.048 0.47 0.069 
Slope effect tests 0.39 0.045 0.42 0.024 0.40 0.034 
These results are very similar to the values of xc presented by Viegas et al. (2013) where a range of 
0.3<xc<0.5 was found for tests with no slope and no airflow conditions. This similarity of results 
indicates that the critical values for fire propagation depends mainly on the fuel bed composition 
instead of external factor like the slope or the wind.  
In Figure  the range of x values in which xc is included, presented in Table 4 as “xc (experimental)”, 
are analysed as a function of the fuel moisture content (dry basis) of the mixture of fuels. The 
arrowhead in this figure indicates the upper limit of the xc (experimental) range, i.e. the values of the 
tests with lower x with fire spread sustainably.   
(a) (b) 
  
Figure 4 - Critical mass fraction as function of the fuel moisture content of the mixture of fuels for the airflow effect 
tests (a) and slope effect tests (b). The arrowhead indicates the tests with R>0m.s-1 and the arrow tail indicates the tests 
for which the fire propagation was not sustained (R=0m.s-1). As mentioned in Table , the lower limit of xc for 40º slope 
was not determined. 
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As could be expected, the decrease from x to xc drives to a higher values of FMC as the mass 
percentage of the dry fuel (straw) decreases relatively to the live fuel (live pine needles). In the slope 
effect tests, that was not so obvious with two tests SL=30º with x=0.4 presenting surprising results – 
the test with FMC=0.50 led to a sustained fire propagation and the test with FMC=0.33 did not 
sustained the fire spread. A different result occurs also for SL=20º with a sustained combustion verified 
for x=0.5, while the value of x=xc=0.6 was obtained for other experiments – this case was not so 
surprising as the FMC value was much lower in the tests with sustained combustion. All these results 
show the high importance that the FMC have in the definition of the critical mass value. However, the 
consistency of the xc range resulting from the large number of tests performed and the many other tests 
presented by Viegas et al. (2013), for different values of FMC, show that the FMC is not the only 
factor affecting this parameter. The composition of the fuel bed with dead and alive fuels also have an 
important role in the fire propagation that can be explained by the different chemical composition of 
the fuels with different release of flammable volatile organic compounds during the burning. The 
presence of live fuels in relation to the dead fuels is associated to the degree of curing that will be 
analysed in the next section.  
 
The dimensionless normalized rate of spread R´´ was analysed as a function of the degree of curing 
C (%) defined by Luke and McArthur (1978) and Cheney and Sullivan (1997, 2008) as the percentage 
of vegetation in grasslands that present physical damages or variations in colour related to its natural 
green state. Hereby, the degree of curing is highly dependent on the percentage of straw in the mixed 
fuel bed. This analysis is presented in Figure  where the dotted line represents the experimental results 
obtained by Barber (1990), which was also used as a comparison term in Viegas et al. (2013).  In this 
plots, two models for the determination of the degree of curing were used – the Formulation of Barber 
(1990) (Eq. 3) and the Formulation of Anderson (2005) (Eq. 4). 
C(%)=−6.29510-6FMC3+4.410-3FMC2−1.0721FMC+109.6758  [Eq. 3] 




Figure 5 - Comparison between present results for dimensionless normalized rate of spread (R´´) hereby presented 
and those obtained by Barber (1990)(dotted line) as a function of degree of curing C(%), using the formulations 
proposed by Barber (Eq. 3) and Anderson et al. (2005) (Eq. 4): (a) airflow effect tests and (b) slope effect tests. 
As can be observed the experimental results hereby presented and those obtained by Barber (1990) 
follow reasonably the same tendency. The formulation proposed by Anderson (Eq. 4) drives to values 
of C(%) a little larger than those determined by the Formulation of Barber (Eq. 3) which fit better to 
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In Wilson (1990), an exponential decay model to describe the moisture content damping effect on 
fuel bed combustibility properties was proposed (Eq. 5 and Eq. 6) with  as the parameter to be 
analysed and FMC* a reference value of the fuel bed moisture content. In Viegas et al. (2013) the 
parameter  was the basic rate of spread of the mixed fuel bed with the definition presented in Eq. 7 
with R*0 as a reference value of the basic rate of spread of the mixture that corresponds to a value of 
=0. In this section we will follow the same approach of Viegas et al. (2013). 
=exp()   [Eq. 5] 
=FMC/FMC*  [Eq. 6] 
=R0/R*0   [Eq. 7] 
 
The plots of Figure  were used to determine the values of “a” and “b” used by Viegas et al. (2013) 
to apply the exponential decay law according Eq. 8. In Table , the summary of the fuel bed moisture 
content damping law parameters is presented. These parameters were used to produce the plots of 
Figure . 
R=aexp(−bFMCmix) [Eq. 8] 
(a) (b) 
  
Figure 6 - Basic rate of spread (R) as a function of the fuel moisture content of the mixture of fuels for the airflow 
effect tests (a) and the slope effect tests (b). 
Table 5 - Summary of the fuel bed moisture content damping law parameters. 













0 1.700 0.060 0.431 16.67 0 1.303 0.052 0.434 19.23 
1.0 1.533 0.023 0.378 43.48 20 3.681 0.072 0.676 13.89 
1.5 2.374 0.022 0.351 45.45 30 4.812 0.073 0.868 13.70 
2.0 2.968 0.030 0.543 33.33 40 12.744 0.098 0.903 10.20 
3.0 7.385 0.054 0.638 18.52       
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Figure 7 - Non-dimensional rate of spread decay () of mixed fuel beds as a function of the ratio of fuel moisture 
contents FMC and FMC* (Eq. 6) for the airflow effect tests (a) and the slope effect tests (b). The dotted line 
corresponds to the model given by Eq. 5.  
As can be observed the exponential decay model fits well to the experimental results allowing a 
good estimation of the rate of spread in mixed fuel beds in conditions of wind or slope. It is important 
to highlight that the tests with no sustained fire propagation were not included in this analysis since in 
Viegas et al. (2013) this model is not applied for tests with xxc. 
 
 
195 tests were carried out to analyse the effect of slope and wind in the rate of spread in mixed fuel 
beds composed by one live fuel (live Pinus pinaster needles) with higher fuel moisture content and 
one dead fuel (straw) with lower FMC. The results clearly show that the increase of the straw 
percentage in the mixture drives to high values of the rate of spread. As could be expected, the increase 
of either slope and wind/airflow also lead to higher values of the basic rate of spread R and for the 
harmonized rate of spread R´. The hereby designated calibrated rate of spread R’’ did not show that 
tendency with the results following approximated values for the same fuel bed composition (same x). 
These experiments showed that either the slope or the wind do not have an important role in the 
definition of the critical mass fraction parameter xc, from which the fire does not spread sustainably, 
since all the sequence of tests performed resulted in values of xc very similar around 0.45. These results 
are very consistent with the results of Viegas et al. (2013) which obtained an average value of xc=0.4 
for tests in mixed fuel beds with no wind and no slope. 
The concept of the degree of curing C(%) was also analysed in this study and the formulations of 
Barber (1990) and Anderson (2005) were tested. Both formulations showed a good fitting to the 
experimental results. 
The Exponential Decay Law described by Wilson (1990) and adapted by Viegas et al (2013) for 
mixed fuel beds was tested in these experiments with airflow and slope do not considering the tests 




a, b Parameters of Equation 8  
Av Average 
C (%) Degree of curing in percentage 
FMC  Fuel moisture content 
FMCmix  Fuel moisture content of the fuel bed 
FMC* Reference value of the fuel bed moisture content in Eq. 6 
LPP Live Pinus pinaster needles 
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R Basic rate of spread 
R´ Harmonized rate of spread (Eq. 1) 
R´´ Normalized rate of spread (Eq. 2) 
ROS Rate of spread 
Sd Standard deviation 
SL Slope 
ST Straw 
U Airflow velocity 
x Mass percentage of straw in the fuel bed 
xc Critical mass value 
 Combustibility property in analysis 
 Ratio between FMC and FMC* 
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Abstract 
NOAA/NESDIS satellite-based Vegetation Health Index (VHI) was applied to study wildfire favourable 
environmental conditions for period 2001-2017.VHI consists of two terms: Vegetation Condition Index 
(VCI), and Temperature Condition Index (TCI), which reflect vegetation moisture conditions and vegetation 
thermal conditions. Joint analysis of drought conditions (VHI<40) and vegetation stress (VCI,TCI<40) on 
the one hand and burned area and number of fires on the other hand showed, that 88% of big fires in Portugal  
have relation with droughts or vegetation stress. 
 
Keywords: Forest Fire Risk monitorization, Vegetation Health Index, vegetation stress, droughts 
 
 
In the Mediterranean region forest fires are usual phenomenon in conditions summer or hot and dry 
spring / autumn, being one of the severe natural disasters during the summer months. Portugal is one 
of the European countries most affected by wildfire. So it is very important to effectuate weather and 
environmental monitoring of wildfire risks conditions. Unfortunately, there are no regular observations 
of soil water content and density of meteorological stations is not enough for this purpose. At present 
time, remote sensing of earth surface from operational satellites have become powerful tools to realize 
fire risk monitoring. Thus, some satellite-based vegetation indices, like Normalized Difference 
Vegetation Index (NDVI) and Enhanced Vegetation Index (EVI), have been generally used to model 
forest fire danger (Illera, P. et al, 2007, Bisquert, Mar et al, 2014). 
Fire favourable conditions and fire regime characteristics (burned area, frequency, and severity) are 
controlled by weather and climate. Numerous studies indicate the relationship between droughts and 
wild fires. Drought determines forest productivity and fuel state and thus affects fire intensity and 
severity.  
In this work we intend to show the application of the NOAA/NESDIS satellite-based Vegetation 
Health Index (VHI) for monitoring of wildfire risk conditions in Portugal. During the last 20 years 
Vegetation Health (VH) indices method was developed, tested, validated and applied globally and 
regionally  (https://www.star.nesdis.noaa.gov/smcd/emb/vci/VH/vh_ftp.php). The VHI represents the 
moisture-thermal vegetation health and combines two indices: Temperature Condition Index (TCI) 
and Vegetation Condition Index (VCI). The VCI reflects the vegetation moisture conditions and TCI 
reflects the vegetation thermal conditions. (Kogan 1997). VCI and TCI reflect vegetation response to 
weather changes, because climatic signals are removed, using climatic extremes. These indices were 
successfully used for monitoring droughts, environmentally-based vegetation stress, fire risk, soil 
saturation and other natural hazards around the world.This study is focused on the relationship of the 
VHI and its terms (VCI and TCI) to the most severe forest fires (1000ha) in Portugal in period 2001-
2017. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 1 - Fire Risk Management 
 
 Advances in Forest Fire Research 2018 – Page 111 
 
Droughts events have important impact on the forest fires conditions, since precipitation deficit 
reduces soil and fuel moisture, that lead to ease ignition and spread of forest fire (Shoennagel et 
al.,2004, Jurdao et al.,2012). 
The relationship between drought and forest fires conditions seems simple, but it is difficult analyse 
because the fire favourable conditions depend on human impact as well as environmental. Many of 
the causes of forest fires are results of human activities or negligence. On the other hand, the forest 
fires have an impact on the human habitat, altering type of the soil cover and vegetation, leading to 
degradation of the soils. 
 
 
The NOAA/NESDIS Vegetation Health (VH) method is based on the properties of green vegetation 
to reflect sunlight and emit absorbed solar radiation. 
Pigmentation of the plants leaves, chlorophyll, strongly absorbs light in a visible part (VIS) of the 
spectrum (0.4 to 0.7 μm) for use in the photosynthesis process. On the other hand, the cell structure of 
the leaves strongly reflects the light in part of the near infrared spectrum (NIR). Healthy and without 
water stress vegetation has a reduced VIS and enlarged NIR, resulting in higher NDVI. Healthy 
vegetation absorbs and emits less thermal IR radiation, resulting in lower BT and cooler canopy. 
Drought depresses vegetation greenness, decreases vigor and makes the canopy hot due to an increase 
in VIS (following chlorophyll depletion), decrease in NIR (following a drop in water content), a 
reduction of NDVI and an increase in thermal IR and BT values (Cracknell 1997; Kogan 2001). 
NDVI and BT indices contain three environmental signals: ecosystem, climate and real-time 
weather (precipitation, temperature etc.). Unfortunately, the ecosystem/climate signal has much 
stronger contribution in the NDVI and BT values, compared to the weather. Therefore, in order to 
estimate weather impacts on land surface, the values of climate/ecosystem were removed from these 
indices, normalizing them to their climatology. This procedure was performed by calculating a NDVI 
and BT climatology following three biophysical laws: the Leibig’s Low-of-Minimum, the Shelford’s 
Low-of-Tolerance and the Principal of Carrying Capacity (Kogan 1995, 2001, Kogan et al., 2003). 
Thus, NDVI and BT values were expressed as deviations from climatologic extremes and became: 
-Vegetation Conditions Index (VCI) - a proxy of vegetation moisture conditions 
 
-Temperature Conditions Index (TCI) - a proxy of the thermal conditions of vegetation 
 
-Vegetation Health Index (VHI), which presents a combination of the first two 
 
BTmax, NDVImax, BTmin, NDVImin are the maximum and minimum values of NDVI and BT 
for each week during the observation period of 36 years. They represent the extreme climatologic 
thresholds of the weekly values of the NDVI and BT variations due to the change in time. Differences 
(NDVImax-NDVImin) and (BTmax-BTmin) reflect the level of climate variability. 
Thus, expressions for VCI and TCI show the percentage of deviation of the NDVI and BT values 
of extreme climatologic thresholds and reflects vegetation stress due to lack of soil water and excessive 
heating. 
Each index (VCI, TCI and VHI) varies from zero, characterizing the extreme stress of vegetation, 
up to 100, characterizing optimal conditions for vegetation. For many agricultural crops, a reduction 
of VH indices below 40 correlates with a reduction of crop yield below long-term mean or trend 
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(Kogan et al., 1998, Kogan and Guo 2014, 2015). Therefore, the value of indices below 40 was 
accepted as the beginning of a drought (Kogan 2001). Drought intensifies when the indices decrease 
from 40 (mild drought) to 0 (exceptional drought). The criterion for drought intensity was established 
based on crop yield correlation with VH indices (Hayas and Decker 1996. Kogan et al., 1998, Kogan 
and Guo 2014). The VH indices have been validated in 29 countries and used globally since the 2000s, 
approximating vegetation condition. VH-based drought assessments include drought area, intensity, 
duration and origination (either from moisture or thermal or both), crop and pasture losses, wildfire 
risk, and drastic changes in conditions over time. 
 
 
NOAA/NESDIS Advanced Very High Resolution Radiometer’s (AVHRR) data were used in this 
study. The Advanced Very High Resolution Radiometer (AVHRR) was installed in NOAA polar 
orbiting satellites during 1981-2017. The AVHRR sensor measured in the visible (VIS 0.58-0.68 μm, 
band1), near infrared (NIR,0.72-1.00 μm, band2) and infrared (IR, 10.3-11.3 μm band4 and 11.3-12.3 
μm, band5). These data are global, with the resolution of 4 km and are composed of 7 days.  
TCI, VCI and VHI-indices were collected for Portugal Continental for period 2000-2017. 
(ftp://ftp.star.nesdis.noaa.gov/pub/corp/scsb/wguo/data/VHP_4km/VH ).  From collected data and 
using VHI method for each of 18 districts of Portugal were calculated: 1) average values of VHI-
indices, averaging the values of the VHI indices within the district area and 2) percentage of area of 
districts with the droughts, detected with VHI indices. 
The fires information (burned areas and number of occurrences of forest fires) is the responsibility 
of the Institute of Nature Conservation and Forests, (http://www.icnf.pt ), which provide daily fire 
occurrence for each of the 18 districts of Portugal. Data were obtained from January 1, 2001 to 
December 31, 2017 and for each year were accumulated for periods of 7 days between January 1 to 
December 31 
The processed VHI data were matched with data of wild forest fires (number of fires and burned 
areas). The goal was to investigate how vegetation conditions and local droughts, detected with VHI-
method, coincide with occurred fires. 
In fires researches there is no direct and simple relation among natural causes and their 
consequences due to human and socioeconomic impact. By these reasons it is difficult to obtain good 
results in statistical analyses of impact of droughts, vegetation stress or other natural conditions which 
favor forest fires. 
Two methods were used to relate drought and vegetation stress with burned areas (or number of 
events): 
1. Graphical use to visualize the dynamic of average values of VHI, VCI, TCI and percentage of 
drought and the burned area or number of occurrences. The visual analysis was done weekly 
by district for the period 2001 to 2017.  
2. For this study, the relationships between the burned area with values equal to or higher 1000 
ha and the percentage of dry area of the district with values equal to or higher 20 were analyzed, 
that means more than 20% of the district in a dry condition. For this purpose, the analysis by 
contingency table was used and the probabilities of detection (POD), the false alarm rate 
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Contingency Table 
  burntarea1000ha burntarea<1000ha   
%drought20 a b a+b 
%drought<20 c d c+d 
  a+c b+d  
 


















To complete the study it was also analyzed the relationship between the number of weeks with burned 
area equal or exceeding 1000 ha and the percentile of dryness for each district. 
 
 
Droughts are part of climate of Portugal. The deep, severe and extreme droughts always start with 
local droughts, which can transform later in a severe. In Portugal local droughts occur every year and 
can be detected using VHI-method (Figure1). 
 
Figure 1 - Local droughts, detected by VHI-method. 
The particularity of climate of Portugal is hot summer with low amount precipitation. According to 
“Iberian Climate Atlas” in July and August climate normal values of precipitation (1971-2000) are 
less then 30mm almost for all territory of Portugal. By this reason second part of July-August is the 
period of fire activity, independently of amount of precipitation and drought occurrence. (Figure2) 
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Figure 2 - Fire occurrence in summer 2007 and VHI analysis. 
Visual analysis showed that local droughts, detected with VHI-method, are associated with fires 
activity frequently, especially in spring and autumn (Figure 3). 
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Figure 3 - Local drought, detected by VHI-method and fire occurrence in spring 2012 
Fire conditions, controlled by climate and weather, which affect both fuel moisture (direct effect) 
and fuel structure (indirect effect). Fuel moisture determines availability to burn and fuel structure 
refers to the amount of burnable resources. It is well known, that fuel flammability and fire hazard 
increase in dry and warm years (Flannigan & Harrington, 1988; Piñol et al., 1998; Founda & 
Giannakopoulos, 2009). Fire activity may also increase when moist conditions precede the fire season, 
creating potential fuel (Keeley, 2004; Pausas, 2004; Littell et al., 2009; Archibald et al., 2010). In 
conditions of Mediterranean climate with dry, hot summer vegetation stress due to the lack of soil 
water or because of leaves excessive heating can lead to increasing fine fuel and flammable conditions. 
By these reasons we compared correspondence of big fires (burned area  1000ha) to the next 
conditions: 1) vegetation stress because of lack of soil water (VCI < 40.0); 2) leaves overheating (TCI 
< 40.0);3) percentage of area with droughts, detected by VHI-method, exceeded 20% of district. 
Effectuated analyses showed, that for all districts, 88% of big fires have relation with at least one 
of the mentioned above conditions (Table1.)  
 
Table 1 - A-number of wildfires with burned area > 1000ha;  
B-number of wildfires, which correspond to drought or conditions of vegetation stress. 
 
As was referred above, for each districts we calculated POD, FAR and Miss Ratio. Table 2 shows 
the results for the districts with frequent large forest fires. 
We can see that false alarms (FAR) have very high percentages in all districts, which means that 
the district has a percentage of drought 20% or more, but there have been no forest fires with areas of 
1000ha or higher. Such situations occur often when assessing forest fire hazards. The ideal would be 
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to decrease the value of false alarms. For this purpose it would have to increase the percentage of 
drought in the district, for example, to put 30% instead of 20%, but also reduce the POD and increase 
the Miss Ratio. 
The Miss Ratio aims to respond to how often it is expected that there is no event but it happens. 
The perfect value would be the null. As we can see, the value of miss ratio is very small, close to zero, 
for all districts. 
The POD (probability of detection) indicates how many times the event occurred under the expected 
conditions (in this case drought percentage equal to or greater than 20). As we can see POD values are 
high for almost all districts, showing a good relation between the percentage of drought and big forest 
fires. With exception of Faro, Viana do Castelo and Coimbra, where this value is lower than 0.5, due 
to the high number of big fires in situations when the district's percentage of drought was less than 
20%. 
Table2 - Probability of Detection (P.O.D), False Alarm Rate (F.A.R.) and Miss Ratio calculated from contingency 
table for Burned Area>=1000ha and %drought>=20% 
  P.O.D. F.A.R. MissRatio 
Aveiro 0,69 0,93 0,01 
Braga 0,74 0,85 0,01 
Bragança 0,55 0,88 0,02 
Cbranco 0,87 0,89 0,01 
Coimbra 0,43 0,90 0,02 
Faro 0,36 0,98 0,01 
Guarda 0,79 0,85 0,02 
Leiria 0,71 0,92 0,01 
Porto 0,68 0,90 0,01 
Santarém 0,78 0,93 0,01 
Viana 0,38 0,88 0,02 
VilaReal 0,80 0,82 0,02 
Viseu 0,77 0,75 0,02 
 
In order to analyze the relationship between the number of weeks with burned area exceeding 1000 
ha and the percentage of drought of each district: 
• the percentiles for the district's weekly percentage of drought were calculated ; 
• class were constructed: between the value of the 0th percentile and 10th percentile, between the 
value of the 10th percentile and that of the 20th  percentile, etc .; 
• for each class the number of weekly forest fires with burned areas equal or greater than 1000ha 
was calculated. 
It was observed, that for all districts there is a relation between the highest values of the percentile 
of the district’s drought percentage and the number of big forest fires. 
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Figure 3 - Plot of the total number of weekly fires with burned area1000ha, summed for each percentile class of the 
percentage of drought area of the district. Each point represents the total number of fires (1000ha) occurring in the 
class defined in this percentile 
 
 
It is very difficult to establish the relationship between forest fires (area, number of events of big 
forest fires) and weather conditions, because the results depend on causes of another nature (such as 
population density and activity, socioeconomic conditions, cultural aspects, etc.) 
The VHI index, as well as the sub-indexes VCI and TCI, show a strong relation both to the burned 
areas and to the number of events of forest fires. Graphs with the representation of these relations for 
some districts showed, as examples, on Figure 2 and Figure 3. 
The analyses results showed, that for all districts, 88% of big fires have relation with at least one of 
next conditions, detected with VHI-method: 
• vegetation stress because of lack of soil water (VCI <40.0); 
• vegetation stress because the leaves overheating (TCI <40.0); 
• percentage of drought by district exceeded 20%. 
Also, the analysis with the contingency tables shows a close relationship between the percentage of 
drought area of a district and the burned area 1000ha, that is to say, that preferably the large forest 
fires occur if the district has a percentage of drought area  20. This observation can also be made by 
analyzing the graphs of the number of fires with burned area 1000ha for each district in each class of 
percentage of drought area made based on the percentiles. 
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Abstract 
Vehicle entrapment and fire burn over is a life-threating situation for fire fighters.  In Australia, significant 
crew protection research commenced following the 1998 Linton wildfire (in Victoria, Australia) where five 
CFA volunteers perished when their tanker was entrapped and burnt over.  Since the Linton fire burn over, 
CFA crew protection research has aimed to reduce the probability of loss of life in a tanker burn over.  This 
involves increasing the number of protection layers between fire fighters and the fire including: personal 
protective blankets, drop-down radiant heat shielding and water spray deluge systems with pump protection.  
From 2004 to 2017, a series of experimental burns were conducted to test the safety of fire fighters in 
tankers. Initial system validation tests were conducted in a gas-fuelled flame front simulator at Mogo, New 
South Wales, Australia.  Subsequently, successful field validation tests were conducted in forested 
environments at low intensities.  This successful testing resulted in all new CFA medium to heavy tankers 
(upwards of 2000 litre water capacity) being fitted with a crew protection system from 2006, and all existing 
tankers retro-fitted from 2013.   
Due to restricted water capacity, ultra-light tankers (less than 800 litre water capacity) need a different 
system.  Two new water enhancing methods were designed and tested, a Compressed Air Foam System 
(CAFS) and a polymer gel system.  
In March 2014, the medium tanker and gel ultra-light crew protection systems were tested in grass fire 
field experiments in Wangaratta, Victoria; both crew protections systems met survivability objectives. 
In March 2017, a high intensity experimental fire was conducted in Brucknell, Victoria, in order to validate 
the crew protection systems retrofitted onto a CFA medium tanker and to test the two new water enhancing 
methods on two ultra-light tankers.  The Brucknell fire had an average intensity of 19,000kW/m2 (twice that 
of the Linton wildfire) with a peak intensity of 31,000kW/m2.  All crew protection systems met survivability 
objectives. 
Ten years since the 1998 Linton wildfire, on 7 February 2009, Victoria experienced unprecedented 
extremes in fire weather resulting in the Black Saturday wildfires.  173 people perished, over 2000 properties 
were lost and over 430,000 hectares were burnt.  Of the hundreds of fire fighting vehicles involved, a number 
were caught out in burn over situations, yet no fire fighters were seriously injured.  This remarkable result 
can be credited to the tanker crew protection systems. 
 
Keywords: firefighter safety, vehicle crew protection, vehicle entrapment, burn over 
 
 
‘It must be understood that safety, in the environment of a wildfire can be a complex issue, which needs 
constant attention and vigilance, by those agencies responsible for its management.’ 
Extract from the Corners Court of Victoria (2002), Inquest into the Linton Wildfire, page 572. 
Wildfires are a common phenomenon in the state of Victoria, Australia.  In trying to control these 
fires, the Country Fire Authority (CFA) has experienced multiple firefighting tanker burn overs 
resulting in serious injuries and fatalities.  Two of the most serious instances in Victoria were (1) 
during the Ash Wednesday wildfires in 1983 where twelve firefighters were killed during a burn over 
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of two tankers in Belgrave South/Beaconsfield Upper (CFA, 1983) and (2) in the Linton wildfire in 
1998 where a tanker became entrapped and burnt over killing all five fire fighters (CFA and NRE, 
1999).  In both of these instances, fire fighters were working away from the edge of the fire and were 
caught off guard with a sudden change in wind direction and fire behaviour.  Known as the ‘dead-man 
zone’, fire fighters have very little time to egress or seek refuge before the fire overwhelms them 
(Cheney et al, 2001). 
Since these tragedies, CFA made substantial safety improvements to its fire fighting tanker fleet to 
ensure the safety and protection of its fire fighters.  CFA tanker crew protection systems are designed 
to increase the level of protection by maintaining the integrity of the cabin, particularly the windows, 
to reduce the temperatures inside the cabin and increase the number of protective layers between the 
fire fighters and the fire. 
Over the initial stages of the crew protection system testing (pre-2010), various system elements 
were designed, tested and refined.  Some of these improvements include: personal protective blankets, 
low level water indicators, water spray deluge systems, internal cabin drop down radiant heat shielding 
curtains, additional heat shielding around the water pump system and vulnerable tanker components, 
a reduction of plastic material on the external surfaces of the tankers, metal air cleaner filters, flame 
resistant hose and cabling, upgraded communication systems and all diesel engines.  This work has 
resulted in the installation of crew protection systems on the entire fleet of CFA medium and heavy 
tankers.  Crew protection systems have been installed on all newly built tankers since 2006 while all 
older tankers were retro-fitted prior to the 2013-2014 summer fire season.  
The focus of this paper is to highlight the crew protection system validation and testing that has 
occurred since 2013.  To validate the crew protection systems on a retro-fitted medium (2000L) tanker, 
the tanker was burnt in experimental fires in both grass and forest, and at different intensities in a gas-
propelled flame front simulator.  Additionally, two ultra-light tankers (less than 500L capacity) 




From 2004 to 2017, multiple experimental burns have been conducted in Victoria and New South 
Wales (NSW) to test the safety of fire fighters in tankers.  As there are no occupational exposure 
standards that exist for fire smoke, air toxic tenability levels have been determined using Safe Work 
Australia short-term (15-minute) exposure guidelines  (Leonard et al., 2017).  Also there are no 
guidelines for survivability levels, they have been estimated at five times the tenability limits. The 
respirable particle survivability limit is set at 30mg/m3, however fire fighters are often exposed to 
much higher levels during prescribed burning actitivies (Reisen and Brown, 2009).  A criterion has 
been used for the studies as it is important to identify that some firefighters may be more susceptable 
to fire smoke than others at these respirable particle levels.  Different strategies, such a respiratory 
protection could be established to minimise health risks (Leonard et al., 2017). 
Pre-2010, crew protection systems installed on a medium tanker had undergone repeatable tests at 
the New South Wales Rural Fire Service (NSW RFS) Hot Fire Training Facility south of Mogo, NSW, 
Australia.  The flame front simulator design and subsequent testing was as described by Nichols 
(2010).  During this testing the medium tanker met crew survivability objectives at 5000kW/m2.   
Field testing was also conducted at Tumbarumba, NSW in February 2004.  Of these two 
experimental fires, both fell well below the intended intensity objectives, however validated the crew 
protection system at medium intensities, less than 2000kW/m2 (Nichols, 2010). 
In order to validate the crew protection system installed on the fleet of CFA medium and heavy 
tankers, further field testing was conducted in both grass and forest environments. 
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The aim of the Wangaratta tests were to see how the medium tanker and ultra-light gel crew 
protection systems performed under grass fire conditions.  The tests were conducted in March 2014 
on a rural property south of Wangaratta, Victoria.  The tankers were burnt in seperate experiments, 
within grass plots of 35 x 35m. 
The full details of the experiment are detailed in Leonard et al. (2014).  Temperatures both inside 
and outside the cabin were measured, and radiometers were utilised to determine fire intensities.  Air 
toxic exposures were also measured. The ambient temperature during the testing was between 27 and 
30°C.  Unfortuntely on the day conditions were not optimal to conduct high intensity grass fires, due 
to overnight due formation and light and variable winds (Cruz et al., 2014). 
The medium tanker tests were replicated (two experiments) as the wind shifted and the headfire did 
not directly impact the tanker in the first experiment.  During the second test, flame heights of 2.5m 
were recorded, with the flame front directly impacting the tanker.  The water deluge spray system was 
activated from the start of the test, and it took the flames approximately 45 seconds to reach the tanker 
(Leonard et al, 2014).  Maximum radiant heat, recorded on the passenger side door was 25kW/m2.  
The inside air temperature remained unchanged throughout the test at 40°C.  The peak temperature 
recorded on the outside passenger door was around 180°C noting that this temperature is within the 
water mist spray and hence does not reflect the true flame temperature (Leonard et al., 2014).  Air 
toxics were only measured for the first medium tanker experiment, and recorded values were well 
below tenability and survivability thresholds. 
Overall there was no reported damage to the tanker, with the spray system providing adequate 
protection to the tanker as well as grass surrounding and beneath the tanker (Figure 1). 
 
Figure 1 - CFA Medium tanker during and following the second experimental burn, Wangaratta, Victoria. 
The gel ultra-light tanker test was observed to be the most severe of the three experiments conducted 
on the day.  Time from ignition to impact was approximately 40 seconds, and flame heights of 3m 
were observed.  The polymer gel was pre-applied before ignition.  The radiant heat profile peak was 
95kW/m2 on the passenger side.  Outside air temperature peak was at 330°C, yet the inside air 
temperature was a constant 40°C.  No in-cabin pollutant concentrations exceeded the tenability or 
survivability thresholds. There was no significant damage to the tanker (Leonard et al., 2014). 
 
 
An experimental burn block of 0.9ha at Brucknell, Victoria was selected for the forest fire 
experiment.  The block was north facing, had a 7° slope, and a fuel complex appropriate to achieve a 
high intensity fire.  The overstorey was dominated by Stringybark eucalypts and had not been burnt 
since the Ash Wednesday wildfires 33 years earlier.  In the days preceeding the burn, a number of 
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small prescribed burns were conducted in mild conditions surrounding the burn block to limit the 
likelihood of the experimental fire escaping. 
The objectives of the experiment were: 
(i) To conduct a high intensity experimental fire of at least 10,000kW/m2 to replicate 
conditions of the 1998 Linton wildfire. 
(ii) Field test the following CFA crew protection systems: 
a. A retro-fitted crew protection system on a medium tanker (2000L capacity) 
b. A polymer gel delivery system on an ultra-light tanker (400L capacity) 
c. A Compressed Air Foam Systems (CAFS) on an ultra-light tanker (400L capacity) 
A full report on the fuels, weather and fire behaviour aspects of the Brucknell experimental burn is 
documented in Cruz et al., (2016).   
The Brucknell fire was ignited at 12:59:00 on 17 March 2016.  The preceeding months of January 
and February were drier than usual.  The nearby weather stations had an average Keetch-Byram 
Drought Index of 132, and a Drought Factor of 10.  The prevalent weather conditions at 13:00 were: 
Temperature = 33°C 
 Relative Humidity = 25% 
 10 m open wind speed = 33 km/h (average); gusts to 50km/h 
These conditions resulted in a Forest Fire Danger Index (FFDI) of 34.5 representating a Very High 
Fire Danger Rating. 
The fireline was ignited with two pairs of two igniters with hand-held drip torches, lighting an 
approximately 100m long ignition line. A high intensity flame front developed right after igniton, and 
a psuedo-steady state rate of spread was observed after 20m.  Flame heights estimated to be 5-6m, 
with bark fuels allowing it to climb 10m up tree trunks.  There were multiple spot fire ignitions 
occuring in front of the vehicles.  It took 3.5 minutes from ignition for the fire to reach the tankers 
(Figure 2).  Water sprays on the medium tanker, and CAFS on one of the ultra-light tankers were 
activated 2 minutes after ignition. The gel delivery system was still yet to be refined, as such the gel 
was pre-applied to the ultra-light tanker approximately 20 minutes before ignition.  Considering the 
estimated fuel consumed, the average rate of spread was 31m/minute, which gives a fireline intensity 
of approximately 19,000kW/m2 (Cruz et al., 2016). 
 
Figure 2.  Brucknell experimental burn impacting the CFA medium tanker, CAFS and Gel ultra-light tankers 
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A full report of the tanker tenability and survivability objectives is documented by Leonard et al., 
(2016).  The internal cabins of all three tankers were instrumented for temperature and air toxics. 
 
The gel ultra-light tanker had a radiant heat peak of 60kW/m2. Outside air temperature above the 
passenger door peaked at 350°C, yet the internal air temperature remained unchanged at 33°C until 
after the fire front had passed around four minutes from start of the test.  Fourteen minutes after ignition 
the passenger front wheel showed elevated temperatures consistent with tyre combustion.  From air 
toxicity results, the cabin exceeded the carbon monoxide tenability limit (of 100ppm) 4.5 minutes after 
direct flame contact.  Respirable particle concentrations exceeded survivability concentrations two 
minutes after flame contact.  Volatile Organic Compounds (VOC) levels were well below detection 
levels 30 seconds after flame impact; however 3.5 minutes later, aromatic VOC contentrations were 
much higher than external concentrations and chlorinated VOCs were observed indicating polyvinyl 
chloride (PVC) in the gel ultra-light cabin had ignited (Leonard et al., 2016). 
 
No radiant heat measurements were taken from the CAFS ultra-light tanker due to lack of an 
effective system to protect the radiometer from the foam.  Outside air temperature near the cabin 
peaked between 200 and 250°C.  The inside air temperature remained unchanged at 38°C until after 
the fire front has passed.  Temperature gradually increased over time, but remained below 60°C eight 
minutes after the front has passed.  There was no significant observable damage to the tanker.  No 
tenablility or survivablility criteria were exceeded in the CAFS ultra-light tanker cabin except for 
smoke ingress (Leonard et al., 2016). 
 
The radiant heat peaked at 35kW/m2, four minutes after ignition.  The outside temperature of the 
vehicle dropped once the spray system was turned on, and increased rapidly when the fire front reached 
the tanker (depicted in Figure 2), at 300°C.  The inside air temperature remained unchanged at 33°C 
until after the fire front had passed, then it slowly increased over time as the water spray system was 
completed, but remained around 50°C.  The crew compartment in the rear of the tanker started to rise 
following the fire front reaching 70°C for 90 seconds before decling in line with the internal 
temperatures.  There was no visible damage to the tanker with the water deluge spray system also 
protecting the remnant fuels surrounding and beneath the tanker (Figure 3).  No tenablility or 
survivablility criteria were exceeded in the medium tanker cabin except for smoke ingress (Leonard et 
al., 2016). 
 
Figure 3.  CFA Medium tanker after Brucknell experimental burn 
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In Mogo, NSW, in November 2017, the medium tanker and the CAFS protected ultra-light tanker 
were tested for different objectives.  The flame front simulator test of the medium tanker was 
performed at three different intensity levels to understand how the system would perform at elevated 
exposure levels.  The full report of this experiment is documented in Leonard et al., (2018). 
The objective of the CAFS ultra-light tanker experiment was to test the survivability of the ultra-
light tanker with the CAFS crew protection system installed at a simulated fireline intensity of 
5000kW/m2.  The full report of this experiment is documented in Leonard et al., (2017). 
The gel protected ultra-light tanker had previously been tested at Mogo and passed tenability and 
survivability objectives (Leonard et al., 2013). 
 
The medium tanker retrofitted with the current CFA crew protection system was subject to three 
experimental burns under three different intensities: 10,000kW/m2, 15,000kW/m2 and 25,000kW/m2.  
As per previous experiments, internal and external temperatures were recorded as well as air toxics to 
determine if the system meets tenability and surviviability requirements. 
Outside temperatures at 1m peaked at around 800°C for all three experiments.  The inside air 
temperature peaked at around 50°C for the 10,000kW/m2 and 15,000kW/m2 experiments and 70°C at 
the cabin ceiling (50°C at seat height) in the 25,000kW/m2 experiment. 
For the medium tanker at 10,000kW/m2 and 15,000kW/m2 resulted in no survivabilty criteria being 
exceeded for the truck cabin with the exception of respirable particles.  For the 25,000kW/m2 test, the 
tanker was compromised by the earlier experiments (Figure 4) and exhibited more failures to tenability 
and survivability, though a less extensive range of air toxics were measured. 
 
Figure 4.  CFA Medium tanker on the flame front simulator during the 25,000kW/m2 Mogo, NSW, experiment 
 
 
The outside temperatures at 1m high peaked at 800°C, while inside the cabin peaked at 50°C.  For 
air toxics, respirable particles increased at flame immersion, and exceeded tenability and survivability 
criteria.  There was a significant fire that developed in the engine compartment following flame 
immersion which would have caused an increase to carbon monoxide levels and respirable particles.  
While there was no visible damage to the cabin interior, the delayed air toxic build up was evident and 
consistent with a late-stage engine compartment fire (Leonard et al., 2017).  
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The medium tanker and gel ultra-light crew protection systems passed all tenability and 
survivability objectives. 
 
The medium tanker and CAFS ultra-light tankers passed all tenabilty and survivability objectives.  
The gel ultra-light passed the immediate test, however the cabin did become untenable during the latter 
stage of the experiment.  However, cabins only need to be tenable as the fire front passes through, at 
this stage fire fighters can leave the cabin and seek refuge on burnt ground. 
 
The test confirmed that the medium tanker crew protection systems are robust enough at even the 
highest level of 25,000kW/m2 fireline intensity with cabin air temperatures remaining at survivable 
levels.  At 25,000kW/m2 the cabin was compromised before the experiment began due to damage in 
earlier tests; and the truck exhibited more significant failures of air toxicity tenability and survivability.  
At the lower intensities (10,000kW/m2 and 15,000kW/m2) no survivability criteria was exceeded with 
the exception of respirable particles.   
For the CAFS ultra-light tanker experiment at 5,000mW/m2, the cabin air temperature remained 
survivable throughout the test.  No air toxicity survivablility criteria was exceeded within the cabin 
with the exception of respirable particles. 
 
 
On 7 February 2009, Victoria experienced unprecedented extremes in fire weather resulting in the 
Black Saturday wildfires.  173 people perished, over 2000 properties were lost and over 430,000 
hectares were burnt.  Twenty-nine fire fighting vehicles were burn over by wildfire, but remarkably 
no fire fighters were seriously injured (Nichols, 2010).  A number of the fire fighting crews caught out 
in these burn overs praised the equipment and safety measures made available to them (Royal 
Commission into Victoria's Bushfires, 2010). 
In 2014 the Australasian Fire and Emergency Services Authority Council (AFAC) identified three 
principles in the guideline for Rural Fire fighting Vehicles Burn over Protection (AFAC, 2015): 
1. Ensure the fire fighting vehicle is designed to keep moving so that it does not become disabled 
or otherwise prevented from escaping to a safe zone. 
2. Ensure that the operational functionality of the fire fighting vehicle is not compromised and 
that the safety support systems and other critical equipment continue to function. 
3. Use the fire fighting vehicle to provide a refuge area for the fire fighters operating it. 
These guidelines have been derived from the Australian research and development invested by 
CFA, Commonwealth Scientific and Industrial Research Organisation (CSIRO) and NSW RFS. 
 
 
There were a number of people involved in muliple facets of this research.  From CSIRO Land and 
Water: Lyndon Macindoe, Steve Brown and Glenn Newnham, who were responsible for the 
instrumentation and measurements at the Wangaratta, Brucknell and Mogo fire experiments.  Richard 
Hurley, CSIRO Bushfire Research, for his weather and thermal instrumentation, and helpful direction 
of suppression crews. 
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The EVTA Group consisting of Ross Luke, Brenton Luke and Mitch Luke whom designed and 
developed the Red Door Gel ‘Crew Protection’ System, alongside retired CFA engineer Robert 
Rankin.  CFA engineer Andrew Webb and mechanic Peter Hill worked with Bell Engineering to design 
the Compressed Air Foam (CAFS) ultra-light crew protection system. 
NSW RFS for the use of the Mogo facility.  And to all CFA members who assisted with finding the 
land and providing appropriate fire suppression support to enable the experimental burns to occur.  
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Temporal variability of the Haines index and its relationship with forest 
fire in Portugal 
Lourdes Bugalho 




The above-ground atmospheric conditions, such as atmospheric stability and moisture content, play a 
critical role in fire behaviour, especially for larger fire. The Haines Index and Continuous Haines Index are 
widely used as a measure of above ground conditions relevant to wild land fire, especially in Australia. This 
work presents the temporal variability of the Haines index and the continuous Haines index, and its 
relationship with the large forest fires in Portugal in the period from 2011 to 2017. 
 
Keywords: Forest Fire Risk, Haines Index, Continuous Haines Index 
 
 
Forest fires are one of the most important natural hazards affecting Portugal, especially during 
summer time, with enormous economic and social impact. They are also indirectly responsible for fast 
changes on the land cover. Wildfires typically occur during periods of increased temperature and 
drought. 
Among the fire risks that are dependent on meteorological parameters, the most usual and known 
one is the FWI (Canadian Fire Weather Index), used in several countries since the mid-1990s. 
However, the above-ground atmospheric conditions, such as atmospheric stability, also play a critical 
role in fire behaviour, especially for larger fires. In 1988 Haines (Haines, DA 1988) developed the 
Lower Atmosphere Stability Index, or Haines Index (HI). It is used to indicate the potential for wildfire 
growth, given ignition has occurred. It measures the stability and dryness of the air over the fire. The 
HI is  widely used as a measure of above ground conditions relevant to wild land fire (Potter, BE et al, 
2003, Potter, BE et al, 2008, Taitl, H. et al, 2014) and it is derived from the stability (temperature 
difference between different levels of the atmosphere) and moisture content (dew point depression) of 
the lower atmosphere. The Continuous Haines Index (CHI) was developed in Australia (Mills, GA et 
al, 2010), since climatology conditions in Australia were considerably different compare with the 
original used to develop the Haines Index. For the climatology conditions in Portugal, the CHI seems 
also more appropriate than the HI.  
Management decisions for wild fires incorporate a vast array of factors that are weighted differently. 
These factors can be infrastructure at risk, resources available, fuel conditions, weather conditions, 
firefighter safety, public safety from fire and smoke. The relative weights of the factors are highly 
dependent on the local specific situation, such as population density or the type and stress of the 
vegetation, and the uncertainty or reliability of any data used in the decisions is an important piece of 
information. This knowledge includes the description of the climatological characteristics of the 
indices HI and CHI and their sub-indices, stability term (term A) and moisture term (term B). In this 
work the HI and CHI indices are analyzed in their temporal variability, annual and monthly, and in 
their relationship with periods of large forest fires. The results are presented for the period from 2011 
to 2017. The main objective of this work is to understand the behavior of HI and CHI in Portugal.
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The stability and moisture content of different atmospheric levels are generally used terms to assess 
the risk in the propagation and evolution of a forest fire, assuming ignition occurs. The HI combines 
these two terms to determine the environmental potential for the growth of forest fires. Knowledge of 
typical HI values, together with the weather conditions that generate them, can be extremely useful in 
prevention and planning specific fire-fighting strategies. The calculation of the HI is performed 
according to Table 1, where the risk values associated to the stability term (term A) and values of risk 
associated with the term of humidity (term B) are found. The sum of the two terms is the value of the 
HI. 
The higher the value of term A, the more unstable the atmosphere is, and the higher the probability 
of fires dominated by convective feathers. Similarly, drier atmospheric conditions, that are higher 
values of term B, favor the propagation of forest fires. Thus, HI values of 5 or 6 indicate critical 
conditions for the formation of convective feathers and high propagation speeds. 
 
Table 1 - Variables and scales for calculating the Haines index according to the altitude of the place (Haines, 1988; 
Choi et al., 2006, Potter et al., 2008) 
 
Both HI and CHI combine a term of humidity and a term of stability to predict the potential for fire 
propagation given ignition occurs. The difference between the two is that instead of assigning a score 
to each term resulting in a value between 2 and 6, the CHI ranges any value between 0 and 
approximately 14. The CHI index eliminates the abrupt transitions between the categories and provides 
greater discrimination at high values. It also allows a more realistic assessment of the contributions of 
atmospheric instability and dew point depression to the overall score. For this reason, the CHI index 
is now included, together with other indices, in operational activities in Portugal. 
The calculation of the CHI index is performed using the following equations: 
CA = 0.5 (T850 - T700) - 2.                       (continuous stability term, CA) 
CB = 0.3333 (T850 - DP850)-1                 (continuous moisture term, CB) 
CHI = CA + CB                 
Subject to the following conditions: 
If (T850 - DP850)> 30 °C, then (T850 - DP850) = 30 °C 
If CB> 5., then CB = 5. + (CB - 5.) / 2. 
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Here, T850 is the temperature for the 850 hPa level, T700 is the temperature for the 700 hPa level 
and DP850 is the dew point temperature for the 850 hPa. 
As mentioned, one of the features of the CHI was to obtain greater discrimination at higher values 
of risk. Terms CA and CB have an upper limit of approximately 6.5 and 7, respectively. Thus, the 
upper limit of the proposed CHI is approximately 14. There is no specified lower limit, but that is not 
the range of interest. In the datasets developed in this study, the values are limited so not to be less 
than zero. 
 
The meteorological data were obtained from the analysis of the European Centre for Medium-
Range Weather Forecasts (ECMWF) atmospherics’ model, with grid spacing of approximately 16 km 
(0.125º latitude and longitude) from 2011 to 2017, at 00, 06, 12 and 18 UTC. 
The computation of HI and CHI require temperature values at the 950, 850, 700 and 500 hPa 
pressure levels, and dew point temperatures at the 850 and 700 hPa levels. In the absence of 
information for the 950 hPa level, the required data, namely the temperature, was obtained by 
interpolation between two levels containing the 950 hPa. This level is only required for land altitudes 
lower than 305m (see Table 1).  
The HI and CHI statistical values, such as monthly averages, percentiles, number of days with value 
above a certain threshold, were calculated for each pixel in a rectangle containing Portugal, between 
latitudes 41.875ºN and 36.25ºN and longitudes -6.0W and -9.375W. The calculations were made on a 
monthly basis, considering the values for each hour (00, 06, 12 and 18 UTC) and for each day. One of 
the most important information is the number of days with CHI value above threshold 10, considered 
to be a very high-risk value. If the CHI exceeds 10 at any of the times 00, 06, 12 or 18 UTC, in any 
pixel point, of a certain day, then that day is accounted as a day with CHI value above 10. Indeed, 
Gwangyong Choi showed that daily high HI and its monthly frequency have statistically significant 
correlations with the frequency of the wildland fire occurrences during the fire season (December-
April) in South Korea, (Gwangyong Choi et al, 2006). 
The forest fire data was obtained from the Instituto da Conservação da Natureza e das Florestas 




The average monthly values of HI for mainland Portugal are shown in Figure 1. Here, the HI daily 
value is the average of all pixels. for 00, 06, 12 and 18 UTC. The average monthly values of HI show 
lower values in January, February, November and December, ranging approximately from 3.6 to 3.7. 
The higher of HI are in July and August, ranging between 4.4 (at 06UTC) and 5.0 (at 18 UTC). HI 
values range from 2 to 6, hence mean values of 4.5 or 5.0 in one month indicate that high daily values, 
namely above 5, occur with high frequency in almost all the country's pixels. 
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Between 00 UTC and 18UTC, Figure 1, the average monthly values show a slight difference with 
the highest average values (July and August), around 5.0, attained at 18UTC, while the lowest values, 
approximately 4.4, occur at 06UTC and at 12 UTC. The monthly average values of the sub indices, 
ranging between 1 and 3, do not vary much. The sub index values associated with atmospheric stability 
(term A) do not change much on a monthly basis, with slightly higher values in May and September, 
which are months of frequent instability. The sub index values associated with the moisture content 
(term B) do not vary much either. This sub-index has its lower values in April and November, which 
are months that are usually associated with higher rainfall and humidity. On the other hand, its higher 
values occur in July and August, which are months climatologically characterized by low precipitation 
and dry conditions. 
In Figure 2 are presented the values of HI for August at 12 UTC in mainland Portugal. August is 
one of the months with highest monthly values of the HI. It can be observed that great part of the 
country presents an average monthly value of 4, with some parts of Alentejo region reaching 5. For 
August at 12 UTC, the 95th percentile is 6 (HI maximum value) throughout the country, except for the 




The average monthly values of CHI are presented in Figure 3 for 00, 06, 12 and 18 UTC. We 
observe that the lower monthly average values occur in January, February, March, April, November 
 
Figure 1 - Average monthly value of the Haines Index (HI) and the sub index A (term associated with 
stability) and B (term associated with moisture content), at 00, 06,12 and 18 UTC for Continental Portugal 
in the period 2011-2017 
 
Figure 2 - Maps of the spatial distribution (per pixel) of the monthly average HI value (left) and 
the 95th HI percentile (right) for August at 12 UTC. 
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and December, corresponding to winter months, early spring and late fall. The highest monthly average 
values are observed in July and August. It can also be seen from Figure 3 that the average monthly 
values at 18UTC are generally slightly higher than at other hours, especially in July. 
 
 
As expected, the term associated with moisture content (CB) exhibits higher monthly average 
values in the summer, followed by the winter. In spring and autumn, slightly lower monthly average 
values are observed. Regarding the monthly average values of the term associated with stability (CA), 
they present a small monthly variation but with slightly higher values from May to September. For 
what concerns the monthly values of the 95th percentile of the CHI, it is observed that these are high 
throughout the country. Furthermore, they do not vary much from January to December, with slightly 
higher values from June to August and with lower values in November and December. This variation 
is most pronounced at 18UTC. The term CA associated with the atmospheric stability in the 850-700 
hPa layer presents slightly higher 95th percentile values between May and October, compared to the 
remaining months of the year.  
For a better understanding of the behavior of CHI, it is necessary to analyze the extreme cases, 
looking at the maximum values of the index. Figure 4 illustrates the maximum value of CHI for 
mainland Portugal in the period from 2011 to 2017. 
 
Figure 4 - Maximum monthly value of CHI at 00, 06, 12 and 18 UTC, from 2011 to 2017, for Portugal. 
From Figure 4, CHI monthly maximum values are always greater than 10, for all months, for all 
the considered hours (00, 06, 12 and 18 UTC), and in the study period from 2011 to 2017. In months 
 
Figure 3 - Average monthly value of the Continuous Haines Index (CHI) and the sub index CA (term 
associated with stability) and CB (term associated with moisture content), at 00, 06, 12 and 18 UTC for 
mainland Portugal. 
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from January to March, the monthly maximum values for the considered hours were between 11.3 and 
12. In months from April to October the maximum values of range from 12.3 to 13.5, above 12, which 
is an extremely high value. The maximum values for the study period are higher than 13 for May at 
06UTC and for June, July and August at 18 UTC. 
 
The spatial CHI distribution of the monthly maximum values at 00, 06, 12 and 18 UTC was also 
analyzed. In particular, Figure 5 shows the monthly maximum values per pixel at 18UTC from April 
to October, in the study period ranging from 2011 to 2017. From April to October, at 18UTC, some 
pixels with CHI peak values, between 12 and 14, are observed. In April and May the highest peak 
values of CHI, above 12, are observed in the southern coast region. In May, peak values above 12 are 
also observed in the coastal region, north of Cabo da Roca. From June to August, maximum values of 
CHI higher than 12 are observed in general in the interior regions. This spatial distribution of CHI 
peak values is consistent with the fact that in the summer the conditions of great dryness are frequent, 
as well as instability conditions. This dryness and instability conditions are particularly noticeable in 
the southern and interior regions in the period from middle afternoon to night’s beginning. 
The number of days per month with CHI values above 10 was also analyzed and it is shown in 
Figure 6. From the results, it can be seen that: 
• The months of May to October usually have a greater number of days with a CHI index greater 
or equal to 10; 
• July and August show the highest values (25 in July 2015 and 25 in August 2016); 
• 2017 had the highest number of days with CHI greater or equal to 10 of March, April and 
October months from 2011 to 2017; 
• 2015 had the highest number of days with CHI greater or equal to 10 of June and July months 
from 2011 to 2017; 
 
Figure 6 - Number of days with CHI value equal to or greater than 10, per month and per year, from 2011 to 2017. 
It is interesting to note that in March 2012, when large forest fires and several fire events occurred, 
the number of days with CHI larger or equal to 10 was almost has high as in 2017. Also, the large 
 
                April                May                June                July             August       September       October  
Figure 5 - Map of the monthly maximum CHI value at 18 UTC, for months from April to October, in the period 
from 2011 to 2017. 
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fires, with convective feathers, that occurred in 2017 happened in June and October, when the number 
of days with CHI greater or equal to 10 was also very high. 
The spatial distribution of the number of days with CHI greater or equal to 10 can be seen in Figures 
7, 8 and 9 for June, August and October months, respectively. From these figures we can observe the 
regions with the highest frequencies of high CHI values, that is, with the higher number of days with 
CHI larger or equal to 10.  
From Figure 7, regarding June, we can see that in 2015 and 2017 the frequency of days with CHI 
higher or equal to 10 was very high, compared with the remaining years. Namely, in the central and 
southern interior regions and the north and central coast. In 2017 this was also observed in the central 
coast regions, where the June fires occurred. 2016 and 2014 were the years with the lower values, 
between 1 and 3 days, in almost all the country.  
 
      
2011                              2012                                   2013                              2014 
           
                    2015                                  2016                                      2017 
Figure 7 - Maps of the spatial distribution of the number of days with a CHI value greater or equal 
to 10 in June, in the period from 2011 to 2017 
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From Figure 8, regarding August, which is a month generally associated with forest fires, we find 
that the regions with the higher number of days with CHI greater or equal to 10 are the interior and 
south. The years with the highest values were 2012, especially in the southern region, 2013 and 2016, 
in the interior, central and southern regions, and 2017, in the entire central and southern region. We 
also observe from Figure 8 that in 2013 the number of days with CHI greater or equal to 10 was 
abnormally high throughout the country, including the western coastal regions. This situation was 
again observed in 2017, where values were abnormally high throughout the central and southern 
regions. It should be noted that even in the coastal region north of Cabo da Roca, the values were the 
highest in the period from 2011 and 2017. 
From Figure 9, concerning October, very low values are observed in general, with very few days 
with values of the CHI larger or equal to 10. Exceptions were the years of 2014, especially in the 
regions of the south, 2011 throughout the country, and especially 2017, also throughout the country. 
In 2017 some regions, such as near Aveiro and in some regions of the center, had a high frequency, 
more than 10 days, with CHI greater or equal to 10. This represents an extremely high value for 




     2011                                   2012                             2013                             2014 
 
2015                                 2016                               2017 
Figure 8 - Maps of the spatial distribution of the number of days with a CHI value greater or equal 
to 10 in August, in the period from 2011 to 2017 
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The value of the Pearson correlation between the number of days with CHI larger or equal to 10 
and the monthly burned area data, in the period from 2011 to 2017, is 0.46. Also, the Pearson 
correlation between the number of days with CHI larger or equal to 10 and the number of occurrences 
of forest fires is 0.63, in the same period. The years with the highest burned areas of the study period 
were 2017, followed by 2016 and 2013. The correlation for these three years were 0.56, 0.81 and 0.77, 
respectively for 2017, 2016 and 2013, for the burnt area, and 0.81, 0.84 and 0.93, respectively for 
2017, 2016 and 2013, for the number of fire events. The behavior of the burnt area and number of fire 




2011                                2012                               2013                          2014 
   
                     2015                                   2016                               2017  
Figure 9 - Maps of the spatial distribution of the number of days with a CHI value greater or equal 
to 10 in October, in the period from 2011 to 2017 
 
Figure 10 - Monthly values of the number of events (left) and burnt area in ha (right) of the forest fires and 
number of days with values of CHI≥10, in 2013. 
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In recent years there has been increasing awareness of the importance of the vertical structure of 
the low atmosphere in the formation of catastrophic forest fires. All forest fire risk indices provide 
information that may help in prevention and firefighting strategies. The importance of the Continuous 
Haines Index (CHI) is that it provides information on the stability conditions and the moisture content, 
generally above the boundary layer of the atmosphere, between 850 and 700 hPa, completing the 
information given by calculated risk indices with surface data. 
The study period, from 2011 to 2017, may be small given the variability of favorable weather 
conditions for forest fires. It should be noted that the year 2017, having been a year with very 
burdensome conditions for forest fires and abnormally high areas burned in forest fires, has a great 
influence on statistical values. 
In relation to the climatology of CHI in Portugal we can conclude the following. 
• The highest values of CHI occur from April to October, with maximum values occurring at 18 
UTC from June to August; 
• The regions of the south coast and the interior are where the highest values of CHI are reached. 
Namely, CHI peak values, ranging from 12 to 14, are observed in the July and August in the 
southern regions and at all hours; 
• The maximum values of CHI are observed in general in the interior regions at 18 UTC, 
especially in July and August; 
• The months from May to October usually have a greater number of days with a CHI index 
greater or equal to 10, with July and August having the highest frequency. 
 
Figure 11 - Monthly values of the number of events (left) and burnt area in ha (right) of the forest fires and 
number of days with values of CHI≥10, in 2016. 
 
Figure 12 Monthly values of the number of events (left) and burnt area in ha (right) of the forest fires and number 
of days with values of CHI≥10, in 2017. 
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The frequency of high values of this index, given by the number of days with high values, relates 
well to the areas burned and to the number forest fire events. This is particularly observed for years 
with larger burnt areas. We can hence conclude that the number of days with CHI larger or equal to 
10 is a relevant indicator for characterizing conditions favorable to forest fires. 
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The extreme weather conditions behind the destructive fires of June and 
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The 2017 fire season in Portugal was marked by two tragic events leading to a toll of 116 fatalities and 
serious impacts at social, economic, and ecological levels. The first of the two events started on June 17 and 
the second on October 15. With the aim to better understand and predict future similar situations, we 
conducted an analysis of the meteorological conditions in which the two fire events took place. First, we 
analyzed the events in a high-resolution meteorological context, using simulations by the Weather Research 
and Forecasting Model (WRF) and then within a climatic context with resource to ERA-Interim reanalysis. 
Fire Weather Index (FWI) was used to evaluate the meteorological conditions at the surface level while the 
Continuous Haines Index (CHI) was employed to assess the atmospheric instability conditions. WRF 
simulations show high temperature and low relative humidity for both fire events. Conversely, the October 
15 event presents strong winds whereas the June 17 event show weak winds at synoptic level. However, for 
the June event, the model simulates several downburst phenomena, associated with a mesoscale convective 
system, in agreement with the Doppler radar observations that show several gust fronts associated to the 
convective system that developed during the evening, reinforcing the need for the CHI to assess the vertical 
instability conditions. Monthly climatology of daily FWI and CHI were computed for the period spanning 
1979-2016. Results show that for October 15, FWI is the new absolute maximum in the daily time-series, 
and CHI is at the percentile 90 for the extended fire season (June to September). On the other hand, for June 
17, FWI is near the percentile 75 for the extended fire season and CHI is close to the percentile 99. We 
conclude that both fire events were associated to extreme meteorological conditions, however their 
characteristics are very distinct. For the June 17 event the atmospheric instability played a main role in the 
fast spread of the fire, whereas for the October 15 the strong winds associated with the close passage of 
hurricane Ophelia, together with extreme drought conditions were the main drivers.  
 
Keywords: wildfires, mega-fires, weather models, Fire Weather Index, Continuous Haines Index. 
 
 
Forest fires are an important characteristic of Mediterranean climate. Portugal is regularly affected 
by large and destructive wildfires leading to serious impacts at social, economic, and ecological levels 
(Amraoui et al. 2015). The 2017 fire season was particularly conspicuous in several ways, with a 
record total burned area of about 500 000 hectares and tragic toll of 116 fatalities. Furthermore, the 
unusual extent of the 2017 fire season implied that the two most tragic events occurred prior (17-20 
June) and after (15-17 October) the official fire season window used by the Portuguese authorities. 
The case of June was marked by a heat wave that affected western and central Europe leading to 
very unusual conditions for that month (Sánchez-Benítez et al. 2018). The largest fires in central 
Portugal (Pedrogão-Grande and Gois) started on June 17, a day characterised by anomalous high 
temperatures and low relative humidity, associated to very unstable atmospheric conditions that 
favoured the formation of convective cells and thunderstorms. According to the report from the 
Portuguese Weather Service (IPMA) this instability, further strengthened by local fires, also led to 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 1 - Fire Risk Management  
 
 Advances in Forest Fire Research 2018 – Page 139 
 
several downburst events and associated gust fronts that played an important role in the fast spread of 
the fire (Moreira et al. 2017).  
The case of October was marked by strong and persistent southerly winds caused by the close 
passage of hurricane Ophelia moving northward. The winds and the very dry vegetation due to the 
extreme drought situation were the main ingredients for the tragic events of October 15. 
In this study we explore the two events, first in a high-resolution meteorological context using 
simulations by the Weather Research and Forecasting Model (WRF) initialized with ERA5 reanalysis 
and running on a grid covering Portugal with a spatial resolution of 4 km and then within a climatic 
context with resource to ERA-Interim reanalysis (Dee et al. 2011) for the period 1979-2017. Both 
ERA-Interim and ERA5 reanalysis are produced by the European Centre for Medium-Range Weather 
Forecasts (ECMWF), being the ERA5 the most recent state-of-the-art dataset, featuring hourly analysis 
fields with 0.3º spatial resolution. 
 
 
This study focuses on the region comprising mainland Portugal paying close attention to the sub-
region delimited by the green box in Figure 1.  
To assess the mesoscale weather conditions, we used WRF version 3.9.1 simulations on a 4 km 
spatial resolution grid, covering mainland Portugal, initialized with ERA5 reanalysis data as boundary 
conditions, with 64 vertical levels.  
Meteorological fire danger conditions at the 
surface level were evaluated using the Fire Weather 
Index (FWI) that is part of the Canadian Fire 
Weather Index System (CFFWIS, Van Wagner 
1974; Van Wagner 1987) and is a widely used fire 
danger rating system in Mediterranean Europe (e.g.: 
San-Miguel-Ayanz et al. 2012; DaCamara et al. 
2014; Pinto et al. 2018). This index measures the 
severity due to the present meteorological conditions 
but has also a memory from the past conditions 
based on a measure of fuel moisture. The Continuous 
Haines Index (CHI) is an extension of a discrete 
index proposed by Haines (1988) to measure 
atmospheric instability conditions that may allow for 
erratic fire behaviour (Mills and McCaw 2010).  
The climatology of both FWI and CHI was 
computed using data from ERA-Interim reanalysis 
for the period spanning 1979 to 2017. Average FWI 
values for the defined sub-region are computed using 
2 metre temperature and relative humidity, 10 metre 
wind speed and 24h accumulated precipitation all 
referring to the 12h UTC. Average CHI for the sub-
region are also computed at 12h UTC using the 
temperature in degrees Celsius at 850 and 700 hPa 




Figure 1 – The map shows the burned areas for 2017 
in mainland Portugal for the October case (orange), 
the June case (red) and the remaining period (gray). 
The green rectangle delimits the sub-region of study. 
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In order to evaluate the sensitivity of FWI to meteorological variables, the average of each input 
variable is calculated for the respective month during the study period and FWI is then computed 
replacing each variable by the climatology of the month, one at the time. This allows evaluating how 
much FWI increases or decreases due to the positive or negative anomalies observed for each variable 
and to accordingly rank the contribution of each meteorological variable. 
 
 
High-resolution simulations produced by the WRF model at a 4km spatial and hourly temporal 
resolutions allow for a better understanding of mesoscale characteristics that are not neither 
represented in the coarser grids of reanalyses nor in global circulation models. Figure 2 shows the 
WRF forecasts for 2 metre temperature, relative humidity and wind speed (left to right panels) valid 
at 15 UTC of 17 June (top panels) and 15 October, 2017 (bottom panels).  
We can see that for June 17 (Fig 2, top panels) values of temperature were very high in most of the 
region, reaching anomalies of more than +12ºC (as marked by black contours) when comparing to the 
average for June for the period 1979-2017. As for relative humidity, very dry conditions were 
observed, with values more than 20% below average over most of the country. For wind speed, the 
picture is quite distinct, with negative anomalies being observed in most of the study region although 
the WRF shows several round-shaped regions of strong winds, up to 70 km/h at the considered hour. 
These concentric diverging strong wind regions are consistent with phenomena of downbursts and 
convective gust fronts that are simulated by the model in association with a convective system (Fujita 
1985). Moreover, the location, spatial extent and wind velocity achieved are fairly in agreement with 
satellite and radar observations that show the development of strong convective storms and the 
occurrence of multiple convective gust fronts during the afternoon (Moreira et al. 2017). Figure 3 (left 
panel) presents the average vertical profile for the sub-region of study as simulated by the WRF model 
at 15 UTC. Dry conditions at the lower atmospheric levels are observed followed by a more humid 
region that became saturated in places where the convective system developed. Rain or ice droplets 
falling start to evaporate when passing through the dry region, leading to evaporative cooling that 
results in downwards acceleration until the air mass reaches the ground and spreads horizontally with 
strong, sometimes damaging, wind gusts (Fujita 1985).  
As shown in the bottom panels of Figure 2, the October 15 event is characterized by high 
temperatures, with anomalies above +10ºC and very low relative humidity values, more than 40% 
below average in a large part of central and north Portugal. However, it must be stressed that wind was 
the main driver of this event. The last panel of Figure 2 shows strong winds with anomalies greater 
than 10 km/h. These strong winds with southerly orientation were mainly caused by the nearby passage 
of hurricane Ophelia which was centred at about 485 km from Viana do Castelo (41.7ºN, 8.82ºW) on 
the considered day (IPMA, 2017). As shown in Figure 3 a dry region at the lower layers of the 
atmosphere is present in both June and October cases, superimposed by a more humid layer (at about 
500 hPa), the main difference being the presence of a drier layer above 400 hPa in the October event. 
It is also important to notice that, in October, besides the strong wind, the ongoing extreme drought 
conditions were a major key ingredient for the unprecedented dimension of burned area observed in 
Portugal in a single day. 
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Figure 2 – 15 UTC fields of 2-metre temperature and relative humidity and of wind speed (left to right panels) as 
simulated by the WRF model for June 17 (top panels) and October 15, 2017 (bottom panels). Fields are coloured 
according to the respective colour bars and black contours represent ERA-Interim anomalies, with dashed lines 
indicating negative anomalies. 
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Figure 3 – Vertical profiles of temperature (red line) and dew point temperature (green line) in °C, as simulated by 
the WRF model, at 15 UTC of June 17 (left panel) and October 15 (right panel). Dashed red, blue and green lines 
respectively represent the dry adiabats, moist adiabats and saturating mixing ratio. 
It is also worth mentioning that while the October case is very well characterized by means of large-
scale conditions, in the case of June, high resolution information provided by the mesoscale model is 
fundamental to resolving the mesoscale convective storms and better understand the situation. This 
predisposition of the atmosphere for instability conditions can be measured by CHI (Mills and McCaw 
2010). For that we computed both CHI and FWI for each day since 1979 using ERA-Interim reanalysis 
data. Results (Figure 4) show that the October case was indeed an absolute extreme in FWI while the 
June case was characterised by values above percentile 75 for the month of June and just below 
percentile 75 when considering the extended fire season (from June to September). However, when 
looking for CHI we see that the June case shows a CHI above 10, very close to percentile 99 for the 
extended fire season, while the October case corresponds to percentile 90. This reinforces the idea that 
looking to the vertical instability conditions provides additional information that is necessary in order 
to obtain a more in-depth characterization of the extreme event at the local to regional scales. 
Moreover, instability indices such as CHI that are fairly simple to compute can be used for a more 
complete information about fire danger. According to Mills and McCaw (2010), values of CHI above 
10 imply an extremely difficult setting to extinguish fires and a high risk of under-predicted behaviour. 
This is in agreement with the observations for June 17 where fast fire spread was observed with the 
development of pyrocumulonimbus (Moreira et al. 2017).  
 
Figure 4 – Boxplots of monthly distributions of FWI (left panel) and CHI (right panel) for the period 1979-2016). The 
horizontal dashed lines indicate percentiles for the extended fire season (June to September) whereas the black 
squares and triangles refer to the values for June 17 and October 15, 2017. 
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Table 1 presents a comparison of values of FWI for June 17 and October 15 with values of the same 
index computed with temperature, relative humidity, and wind intensity, respectively replaced by the 
respective monthly means over the period 1979-2017. 
Considering the case of June 17, when replacing the wind speed by the climatological mean there 
is a small increase of 3% of FWI (from 34 to 35) whereas decreases of 18% and 24%, (from 34 to 28 
and from 34 to 26) are obtained when replacing temperature and relative humidity by climatological 
means. This is to be expected, since the large-scale wind speed is below average whereas the other two 
variables are above average (Figure 2). Relative humidity was accordingly the most important factor 
contributing to the observed value of FWI, closely followed by temperature. However as discussed 
earlier, the mesoscale wind associated with the convective system has played a main role that is not 
captured by FWI at such coarse scale and the effect is better quantified by CHI. 
 
Table 1: FWI observed and modelled (replacing observed temperature, wind and relative humidity by respective 
monthly means in 1979-2017) for June 17 and October 15, 2017. In brackets, the relative change (%) of each 
modelled value from the respective observed value. 
  FWI 
  17 Jun 15 Oct 








Wind 35 [+3%] 41 [-47%] 
Temperature 28 [-18%] 66 [-15%] 
Relative humidity 26 [-24%] 46 [-41%] 
 
Analysing the case of October 15, it may be noted that FWI reached a value of 78 (more than double 
of June 17). In this case all parameters present a positive contribution. The most notorious change 
occurs when considering the average wind speed, followed by the relative humidity. When modelling 
FWI replacing wind speed by the monthly average for October, the resulting FWI value drops to 41, 
almost half of the observed value. The contribution of relative humidity closely follows that of wind 
whereas temperature has the smallest contribution. 
 
 
Analysis of FWI and CHI in a climate context shows that both June and October fire events were 
associated to extreme meteorological conditions. However, the characteristics of these two events are 
very distinct. The June event happened very early in the fire season in a context of a heat wave and a 
very unstable atmosphere that allowed for a fast and unpredictable spread of the fires. The October 
case, in turn, took place late in the fire season in a situation of extreme drought and in a day marked 
by strong winds associated with the close passage of hurricane Ophelia that led to a very fast fire 
spread. 
A closer look at the sensitivity of FWI to meteorological conditions shows that for the June 17 case 
temperature and relative humidity were the main contributors, the large-scale wind speed being below 
average. For the October 15 case, all meteorological variables considered show a positive contribution. 
Wind speed and relative humidity were the most relevant contributing variables that led to a record 
FWI value of 78 for the considered region, indicating an extreme potential fire intensity associated 
with a high rate of fire spread due to the strong winds. 
It is also shown that the WRF model initialized with boundary conditions given by state-of-the-art 
reanalyses, in this case ERA5, can reasonably well simulate the development of the convective systems 
and the atmospheric instability. Furthermore, the incorporation of CHI as a measure of atmospheric 
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instability can represent an added value when rating fire danger, a topic that is currently being 
addressed in our research. 
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The impact of climate change on fire weather of Daxing'anling 
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There are amount of natural forests in Daxing'anling, and wildfires occurred in the region every year. 
Assessing the changes in fire weather in the future under multi-climate scenarios would contribute to our 
understanding of the influences of climate change for the region and provide a reference for applying 
adaptation measures for fire management. This study analysed the changes in fire weather indices and the 
fire season under four climate scenarios (RCP2.6, RCP4.5, RCP6.0, RCP8.5) for 2021-2050 using data from 
five global climate models together with observation data. The results showed that the analog data could 
project the average state of the climate for a given period but were not effective for simulating extreme 
weather conditions. Compared with the baseline period (1971-2000), the average temperature and annual 
precipitation were predicted to increase by 2.02℃ - 2.65 ℃ and 25.4 - 40.3 mm during 2021-2050, 
respectively. Multiple comparisons revealed that all of the indices would increase in 2021-2050 except for 
DC. The average FWI (fire weather index) was 4.53 at baseline, which would increase by 6.2%, 11.3%, 
10.6%, and 11.2% under scenarios RCP2.6, RCP4.5, RCP6.0, and RCP8.5, respectively. SSR (seasonal 
severity rating) would increase by 5.5%, 16.2%, 15.1%, and 17.2% in 2021- 2050 under scenarios RCP2.6, 
RCP4.5, RCP6.0, and RCP8.5, respectively. The DMC (duff moisture code), ISI (initial spread index), BUI 
(build-up index), FWI and SSR were predicted to increase significantly under scenarios RCP 4.5, RCP 6.0, 
and RC P8.5. Furthermore, days with high or higher fire danger rating were predicted to prolong 3-6 days in 
2021-2050. 
 
Keywords: climate change; forest fire; fire season; Daxing'anling 
 
 
The main features of climate change are warming and drying, and wildfires are closely linked these 
features (Hu et al. 2012; Flannigan et al. 2013; Sun et al. 2014). Fire activity is expected to increase 
in most regions worldwide with increasing temperature (Pechony and Shindell 2010).  Fire is a natural 
disturbance in most forest ecosystems. The boreal forest is exhibiting responses to climate change. An 
average of 5-15 million hectares of boreal forest are burned each year in northern Siberia, Alaska and 
Canada, and serious fire years are occurring more frequently (Flannigan et al. 2009). Global warming 
will increase the potential for prolonged fire storms, causing fuel dryness (via increased 
evapotranspiration and drying of litter) and leading to more wildfires; i.e., fire severity is sensitive to 
global warming (Flannigan et al., 2013). Landscape fires are expected to change during the 21st 
century in response to multiple agents of global change. Important controlling factors include climate 
controls on the length and intensity of the fire season, fuel availability, and fire management, which 
are already anthropogenically perturbed at present and are predicted to change further in the future 
(Kloster et al. 2012). By 2030 and the end of the century, the number of forest fires in northern regions 
of Canada will increase by 30% and 75%, respectively (Wotton & Flannigan 2010). The fire season in 
western North America would prolong due to the advance of the spring snowmelt date and rising 
temperatures in spring and summer (Westerling et al. 2006; Running 2006). Spracklen et al. (2009) 
predicted that by the 2050s, the average annual burned area in the western United States will increase 
by 54%, and forest fires in this region and in the Pacific Northwest area of the Rocky Mountains will 
increase by 78% and 175%, respectively. Wildfires would increase by 179% in Portugal under a 
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scenario of 2×CO2, and burned areas would increase by 378%, with an annual growth rate of 1.4 -
7.8% (Carvalho et al. 2010). 
The fire regime has been altered in Daxing'anling in the past fifty years and is expected to change 
continuously in the future. The fire season are getting prolonged and more lighting fires in the region. 
From 1961 to 2010, the annual rate of the increase in temperature in northeastern Inner Mongolia was 
0.375 ℃/10a, and lightning fires increased significantly (Li et al. 2011). Forest fire danger also 
increased for the Greater Xing'an Mountains in Inner Mongolia, and the fire season has been extended, 
with more fires occurring in the forest in summer (Zhao et al. 2009). Fire control will become more 
difficult in the future (Di et al. 2011). The potential for fires in northeast China was expected to 
increase 10-18% during the period 2071 - 2100, with the fire season being extended by 21-25 days 
(Tian et al. 2011). Liu et al. (2012) estimated that the density of fires in the boreal forest in northeastern 
China in the period from 2081 to 2100 will increase by 30% (CGCM3 B1 scenario) to 230% (HadCM3 
A2 scenario). Additionally, the annual days with high and very high fire danger ratings are expected 
to increase by 43 and 36 days under scenarios A2a and B2a in 2040-2069, respectively (Yang et al. 
2010; 2012).  
The RCP (Representative Concentration Pathways) climate scenario was adopted in the IPCC 
(Intergovernmental Panel on Climate Change) Fifth Assessment Report, which included four 
scenarios, RCP2.6, RCP4.5, RCP6.0, and RCP8.5. Each of these scenarios represents different 
conditions of forced radiation levels, CO2 concentrations, and their pattern of change (Van Vuuren et 
al., 2011). Scenarios RCP2.6, RCP4.5, RCP6.0, and RCP8.5 indicate increases in forced radiation of 
2.6, 4.5, 6.0, and 8.5 W/m2 in 2100. RCP2.6 is a warming mitigation scenario (with forced radiation 
tending to decrease in 2100), and RCP4.5 and RCP6.0 represent stable situations (with the variation 
of forced radiation being relatively stable in 2100), while RCP8.5 is a scenario involving high 
greenhouse gas emissions (with forced radiation continuing to increase before 2100). In 2100, the CO2 
concentration would reach 421, 538, 670, and 936 ppm under scenarios RCP 2.6, RCP 4.5, RCP 6.0, 
and RCP 8.5, respectively. Studying the effects on forest fire danger in Daxing'anling under the four 
RCP scenarios will contribute to a better understanding of fire activities in the future and provide a 
scientific reference for adaptation measures on fire management. 
 
 
The study area is located in Daxing’anling, China (Figure 1), with a geographical range of 119.71 
°-127.02 ° E, 48.48 °-3.56 ° N. The main forest type is a deciduous needle-leaved mixed forest 
dominated by Larix gemelini. Other common tree species that may be present include Pinus sylvestris, 
Betula platyphylla, Quercus mongolicus, Populus davidiana, and Salix matsudan. 
There is a cold temperate continental monsoon climate. The winter is cold and long, while the 
summer is hot and short. The annual average temperature is -2.8 ℃, and annual precipitation is 450-
500 mm (Xu 1998). The soil is typically classified as a brown taiga coniferous forest soil. The 
topography is undulating, with an average elevation of 573 m ASL; however, higher hill tops can reach 
1,528 m ASL. The region has an active fire season from March to October. 
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Figure 1 - Location and vegetation types of the study area 
 
 
Climate data for the four scenarios under 1951-2050 were obtained from the Inter-Sectoral Impact 
Model Intercomparison Project (ISI-MIP) (http://www.isi-mip.org). These data were extracted by the 
Institute of Environment and Sustainable Development of Agriculture of the Chinese Academy of 
Agricultural Science and converted to ASCII code. The daily data included five meteorological 
elements (average temperature, maximum temperature, precipitation, average relative humidity, and 
average wind speed near the ground) for a global climate model (HadGEM2-ES) with four scenarios 
(RCP2.6, RCP4.5, RCP6.0, RCP8.5). The horizontal resolution of the data was 0.5 ° × 0.5 °. The 
bilinear interpolation method was used to handle the original data, and statistical bias was processed 
based on the probability distribution (Piani et al. 2010; Hagemann et al. 2011; ISI-MIP 2013). Daily 
surface observation data from 10 weather stations for the baseline period (1971-2010) were used to 
adjust the simulation data (1951-2050). 
 
The fire weather index (FWI) system requires inputs of data on the air temperature, relative 
humidity, precipitation and wind speed at noon. However, the regional climate model outputs only 
provided daily data. Therefore, the adjusted noon temperature, relative humidity, daily rainfall and 
average wind speed were used as the inputs to calculate fire weather indices for each grid. The system 
outputs three fuel moisture codes and three fire behavior indices. The fuel moisture codes include the 
fine fuel moisture code (FFMC), the duff moisture code (DMC), and the drought code (DC). The three 
fire behavior indices are the initial spread index (ISI), which is an indicator of the potential rate of fire 
spreading; the build-up index (BUI), representing total fuel available to a fire, which is used to perform 
correlations with fuel consumption; and the FWI which is a combination of the ISI and BUI, 
representing the intensity of a spreading fire. The FWI is used to indicate the overall fire danger to the 
public. The daily severity rating (DSR) is converted from FWI (Van Wagner 1970), which we averaged 
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to obtain seasonal values (SSR, Seasonal Severity Rating) to assess fire severity for a fire season. The 
software ArcInfo 10.0 and ANUSPLIN (Hutchinson 1998) were used to interpolate the FWI system 
data to spatial surfaces at a 1×1-km resolution. 
 
The fire danger ratings for each FWI System component were classified as low, moderate, high, 
very high, or extreme based on the classification of danger classes for the FWI System. According to 
the distribution of the fire danger indices during 1987-2006 in Daxing'anling, the low, medium, high, 
very high and extreme fire danger ratings were found to correspond to FWI ranges of 0-2.5, 2.6-10.0, 




Compared with the baseline period, the average annual temperature and precipitation in 2021-2050 
were predicted to increase by 2.02 - 2.65 ℃ and 25.4 - 40.3 mm under scenarios RCP2.6, RCP4.5, 
RCP6.0, and RCP8.5 (Table 1). For 1951-2050, the annual mean temperature showed a gradual 
upward trend, but no significant trend for the precipitation (Figure 2). Compared with the observation 
data (1961-2010), the outputs from the global climate models exhibited less fluctuation, especially for 
precipitation. This indicated that regarding the analogy extreme values of temperature and 
precipitation in certain years, the projected values were lower than the observed values. 
Compared with the baseline period, the daily average and maximum temperature and precipitation 
in fire season in 2021 - 2050 would increase by 1.77-2.40℃, 1.72-2.28℃ and 15.8-32.3 mm. These 
results represented significant differences, and the corresponding P values for the t-test were 0.00, 0.00 
and 0.01, respectively.  
Table 1 Changes in temperature and precipitation under four climate scenarios 













Observations 1971-2000 -3.9 9.79 17.40 507.3 455.1 
Rcp2.6 2021-2050 -1.71 11.71 19.32 543.0 481.4 
Rcp4.5 2021-2050 -1.69 11.77 19.28 535.8 472.2 
Rcp6.0 2021-2050 -1.88 11.56 19.12 532.7 470.9 
Rcp8.5 2021-2050 -1.25 12.19 19.68 547.6 487.4 
 
Figure 2 - Temperature and precipitation during the fire season in 1951-2050. (a) Average temperature in the fire 
season; (b) precipitation in the fire season. 
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The calculated average values for FFMC, DMC, DC, BUI, and FWI from the simulated climate 
data were higher than those from the observed data (Table 2), with DMC, DC, and BUI showing 
significant differences (with two-tailed P values from t-tests of 0.0216, 0.0000, and 0.0002, 
respectively). However, FFMC and FWI did not show significant changes (with two-tailed P values 
from t-tests of 0.1597 and 0.6840, respectively). The average ISI and SSR values based on the 
simulated climate data were lower than the values calculated from the observed data, with ISI showing 
a significant difference (P=0.0073), whereas that for SSR was no significant (P=0.4847). The 
coefficients of variation (CV) for all of the fire danger indices calculated based on historical 
observations were greater compared with those based on simulated climate data. This indicated that 
the simulated data could describe the average state of the climate and fire danger in a given period 
very well, but not for extreme years. Therefore, the averages for 30 years are considered reliable to 
describe the possible status of fire danger in the future. 
The curves for each fire weather index for 1971 - 2050 also showed that the volatility of the 
calculations based on simulated data was lower compared with that for observed data (Figure 3). In 
2007, the indices calculated from observed data were significantly higher than in any other year 
because there were higher temperatures and less rainfall in that fire season. The average temperature 
was higher 14% (+1.4 ℃), and rainfall was 30% lower than the baseline values in 2000, which was 
another anomalous season. 
 
Table 2 - Comparison of the results calculated from the simulated and observed data for 1976-2000  
Index Data 
Source 
Average Minimum Maximum Range Coefficient of variation 
BUI Observed  29.7 17.2 41.6 24.4 0.185 
 Simulated 35.8 32.1 41.2 9.1 0.063 
DC Observed 197.8 131.6 320.0 188.4 0.219 
 Simulated 309.0 263.5 371.2 107.7 0.100 
DMC Observed 20.5 12.0 29.8 17.8 0.213 
 Simulated 22.7 19.9 26.4 6.5 0.064 
SSR Observed 0.8 0.3 1.6 1.3 0.407 
 Simulated 0.8 0.6 1.1 0.5 0.132 
FFMC Observed 69.3 64.0 73.6 9.5 0.028 
 Simulated 68.7 67.1 71.0 3.9 0.014 
FWI Observed 4.2 2.2 6.5 4.3 0.240 
 Simulated 4.3 3.7 4.9 1.3 0.071 
ISI Observed 1.9 1.3 2.7 1.4 0.181 
 Simulated 1.7 1.6 1.9 0.3 0.048 
Note: Here, we only used the data for 1976-2000, due to missing relative humidity data in 1971-1975. 
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Figure 3 - The fire weather indices in 1971 - 2050 
Based on the consistency of the data, we used the results calculated from the simulated data from 
the GCM at baseline to analyse the changes in the fire weather indices for 2021 - 2050. Multiple 
comparisons revealed that all of the indices would increase in 2021 - 2050 except for DC (Table 3). 
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increase significantly only for scenarios RCP4.5, RCP6.0, and RCP8. DC would not change 
significantly under any scenario. 
 
Table 3 - Multiple comparisons of the fire weather indices for 2021- 2050 and the baselinefor the four climate 
scenarios 
Fire weather indices Rcp2.6 Rcp4.5 Rcp6.0 Rcp8.5 
FFMC 1.3360* 1.4807* 1.4000* 1.3953* 
DMC 0.9713 1.4637* 1.5767* 1.4457* 
DC -0.7983 11.3537 4.3327 -2.4017 
ISI 0.0867* 0.1613* 0.1367* 0.1440* 
BUI 1.4873 2.4080* 2.2763* 1.9697* 
FWI 0.2603 0.5223* 0.4673* 0.4847* 
SSR 0.042 0.1453* 0.1360* 0.1487* 
Note: * indicates that the mean difference was significant at α = 0.05. 
The average FWI was 4.53 (range,1.68 to 6.78) at baseline, which would increase by 6.2%, 11.3%, 
10.6%, and 11.2% under scenarios RCP2.6, RCP4.5, RCP6.0, and RCP8.5, respectively (Figure 4). 
For scenario RCP2.6, FWI would increase significantly in central areas, whereas it would increase 
significantly in the southwest under the other three scenarios. FWI would increase by more than 15% 
in some areas under scenario RCP8.5. 
 
Figure 4 - Increment of FWI for 2021- 2050. (a), (b), (c) and (d) are maps of the FWI increment (%) under scenarios 
RCP2.6, RCP4.5, RCP6.0, and RCP8.5, respectively. 
 
At baseline, the average SSR was 0.86 (range from 0.03 to 1.61), with SSR increasing gradually 
from the northeast to the southwest. SSR would increase by 5.5%, 16.2%, 15.1%, and 17.2% in 2021- 
2050 under scenarios RCP2.6, RCP4.5, RCP6.0, and RCP8.5, respectively. 
There were small parts of the central region where SSR would increase by over 10% under scenario 
RCP2.6, while an SSR increment of greater than 10% was predicted in most of the region under the 
other three scenarios, with this change being more significant (over 20%) in the southwest (Figure 5). 
Under scenarios RCP4.5, RCP6.0, and RCP8.5, SSR would increase more in 2021-2050 where the 
higher SSR values occurred at baseline, though a different result was obtained for scenario RCP2.6. 
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Figure 5 - SSR increment in 2021-2050. (a) Scenario RCP2.6; (b) Scenario RCP4.5; (c) Scenario RCP6.0; (d) 
Scenario RCP8.5. 
 
At baseline, the number of days with high, very high, and extreme fire danger ratings was 37.7 
(range from 13 to 59 days), with this number being smaller in the north and greater in the south. 
Compared with the baseline period, the number of days with high or higher fire danger rating would 
increase by 3.3, 5.6, 5.6 and 5.7 days in 2021- 2050 under scenarios RCP2.6, RCP4.5, RCP6.0, and 
RCP8.5, respectively. The corresponding ranges were 0.8-5.8, 2.2-9.1, 0-10.6, and 2.4-11.8 days 
(Figure 6). The number of days with high or higher fire danger rating would increase least under 
scenario RCP2.6 and most under scenario RCP8.5. Under scenario RCP4.5, the change in the number 
of days would increase gradually from the northeast to the southwest, while increasing from north to 
south for scenarios RCP6.0 and RCP8.5. 
 
Figure 6 - The change in the number of days with high or higher fire danger ratings in 2021 - 2050. (a) Scenario 
RCP2.6; (b) Scenario RCP4.5; (c) Scenario RCP6.0; (d) Scenario RCP8.5. 
 
Previous studies have shown that there is significant positive correlation between the burned area 
and DMC, ISI, and FWI in Daxing’anling (Tian et al. 2013). The relationship between the FWI ratio 
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and potential burned areas is 1:1, and an increase in the FWI ratio would cause a similar increase in 
the burned area (Flannigan et al. 2001). Therefore, if it is assumed that the fire management capacity 
will not change significantly in the near future, we can conclude that the potential burned areas in 
Daxing’anling will increase by 6-11% in 2021 -2050 compared with baseline. Past studies for the 
region have indicated that fire danger will increase to some degree (Yang et al. 2010; Tian et al. 2011; 
Liu et al. 2012). However, these studies were based on SEARS scenarios. Van Vuuren et al. (2011) 
considered scenario RCP2.6 to be the most likely scenario in the future. Under this scenario, the 
seasonal severity rating for the region would increase by more than 5%. 
It was found that 77.5% of all fires occurred during weather associated with a high or higher fire 
danger class in Daxing'anling (Tian et al. 2009). Thus, the length of the period of weather associated 
with a high or higher fire danger would have a greater impact on fire activity for the region. We 
projected that this period would increase by 3-6 days (8.7-15.1%) in 2021-2050. Our results showed a 
large difference from those of Yang et al. (2010; 2012), who projected that the average number of days 
with a high and very high fire danger would increase by 43 and 36 days in 2040-2069 for scenarios 
A2a and B2a, respectively. The main reasons for this difference were the differences in the climate 
scenarios, the threshold values for fire danger ratings, and the adjusted methods for the climate data. 
In this study, the thresholds of the fire danger ratings were derived from historical observations (Tian 
et al. 2009), and the simulated data were adjusted with the observations. As the simulation data did 
not reflect extreme weather well, the number of days with a high or higher fire danger rating may be 
fewer than indicated by the actual data.  
We did not consider changes in fuel, ignition sources, and fire management capabilities in this 
study. However, these factors are currently considered to be unlikely to undergo fundamental changes 
in the next 30 years. Therefore, the uncertainty caused by these factors would have a limited influence 
on the conclusion. 
 
 
GCM-simulated data can describe the average climate state for a given period well, but they cannot 
simulate extreme weather conditions. It would be reliable to describe the state of the climate and forest 
fire danger over an average of 30 years. Compared with the baseline period, temperature is predicted 
to increase significantly in 2021-2050, whereas precipitation is not predicted to show a significant 
change. FWI is predicted to increase by 6.2-11.2% in 2021- 2050. DMC, ISI, BUI, FWI, and SSR are 
predicted to increase significantly under scenarios RCP4.5, RCP6.0, and RCP8.5. The number of days 
with a high or higher fire danger rating are predicted to increase by 3-6 days, and the increase is 
predicted to be remarkable in the south for scenarios RCP4.5, RCP6.0, and RCP8.5. 
 
 
This study received financial support from Project (31270695) of the National Natural Science 
Foundation of China and the National Science and Technology Support Plan (2018YFD0600205).  
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Abstract 
The Bialowieza Forest is particularly precious, considering environmental aspects, forest land where 
recently an outbreak of bark beetle (Ips typograpus) took place on an unprecedented scale leading to 
disintegration of spruce stands. This phenomenon of a calamitous nature led to the increase of forest fire risk 
level due to appearance of large volume of dead wood and grassy cover as the results of the canopy openness. 
The grassy cover, when over-dried, is extremely flammable and conducive to fire outbreak and rapid fire 
behaviour. Before the outbreak of bark beetle (June 2012) the whole area of Bialowieza Forest (Forest District 
Białowieża, Brwosk, Hajnówka and Bialowieza National Park) was characterised by a low fire risk (on a 
three-level scale). The three forest districts manage their forest using the regular management plan for the 
rest of Poland while Bialowieza National Park is under strict protection. The forest fire protection system in 
place was a standard one, in compliance with the legal requirements laid down for this level of risk to 
managed forests. It does not include the current risk and the adaptation of the existing fire protection system 
for Bialowieza Forest is then indispensable and must be adequate to the actual risk. The unique environmental 
value of that region must be considered as well during that process. 
 




In the years 2000 - 2017 83 forest fires broke out in Bialowieza Forest (including 14 since the bark 
beetle outbreak - covering 3.83 ha) covering 38.66 ha of forest land. The mean burnt area was then 
0.47 ha and it was higher than the mean burnt area for State Forests in Poland (amounting to 0.30 ha). 
The soil cover forest fires were the most frequent (amounting to 62.5%) and covered as much as 99.2% 
total burnt area. The very numerous, comparing to the average of less than 1%, were single tree fires 
amounting to 33.3%. Ground fire occurred only once while there was no total forest fire registered. 
Among the causes of fires, the domination of arson incidents was observed (37.5%), and those of 
which the cause is undefined (33.3%). Negligence was a cause of 16.7% of fire outbreaks. Attention 
should be given to the high percentage of fires due to lighting (8.3%) as the result the large number of 
high trees in that forest. Spot fires from adjacent ground constituted up to 4.2%. The coniferous stands 
(fresh coniferous forest and fresh mixed coniferous forest, covering 19.7% of the total area of 
Bialowieza Forest) together with the stands less than 40 years old (amounting to 14.3% of the total 
area of Bialowieza Forest) mostly determined the forest fire risk of that region before the bark beetle 
outbreak. The forest fire risk was also increased by communication trails, fuel bases, freight terminals 
and intensified tourism. Since the middle of 2012, the rapidly increasing amount of dead wood was 
the amplifying factor for fire risk followed by the appearance of the abundant grassy cover as the result 
of spruce dieback and unlimited access of the sun to the forest floor. 
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The appearance of the dead wood due to a natural, gradual process does not cause any significant 
increase of the fire risk as the result of an excessive amount of fuel. From the environmental point of 
view dead wood, regardless of the amount, does not cause any fire risk, although standing dead trees 
can be dangerous for people in the forest, especially when they are located along the forest roads, 
touristic trails. Moreover, if located along the communication trails, a large amount of dead wood will 
increase fire risk. According to the data of the Large-scale inventory of the State of Forests in years 
2012 - 2016 (BFMG, 2017), the average volume of dead wood, both standing and lying, of all property 
types in Poland amounting to 6.3 m3/ha. Considering that coniferous species constitute around 54% of 
all dead wood, the mean fuel load was estimated at 4 ton/ha. Forest fire risk linked with dead wood 
depends mostly on the size, type and decomposition stage. In general the greater the size of the dead 
wood, the lower the risk is. The highest risk is caused by fine fuel (diameter up to 7 cm). Larger 
diameters, between 7 and 40 cm (medium size) and more than 40 cm (large size); so called coarse 
fuels because of their slow drying process and relative stability of moisture content close to the 
flammability threshold or even higher do not present a real fire risk. Including decomposition classes 
of dead wood by Maser (Maser, et al. 1979), from the fire risk perspective lying dead wood in 
decomposition class I creates the highest fire risk, concerning both ignition and spreading velocity. 
The main reasons for that are small branches with diameter up to 3 cm, often with dried needles or 
leaves at the beginning, intact bark and incompact structure when trunk with branches rests on the 
ground. The fire risk decreases when small branches fall off, texture is still intact or only insignificantly 
and the trunk has not touched the ground yet.  When dead wood reaches 3 and 4 class of decomposition 
its density decreases due to better air access, especially when a trunk is uncovered and exposed to 
sunlight and there has been no precipitation for a long time in such a case decomposing wood can 
smoulder very slowly. There is almost no fire risk when dead wood reaches 5 class of decomposition. 
In the case of standing dead wood, the highest risk is created by trees that are still alive or already 
declining (1 and 2 phase), which is the result of fuel continuity of small, dried branches, which enables 
transformation from soil cover fire into crown fire. In the next phases, (3 - 8), fire risk decreases 
gradually but definitely. In the last phase (9) stumps smoulder and it is a long-lasting process. In 
general, higher fire risk is associated with fallen dead wood rather than standing, which is the result of 
no fuel continuity already in phase 3 of decomposition. 
 
The amount of fuel load and its type are the basic criteria for the fire risk estimation as the fire 
energy balance, fire behaviour and size of loses are driven by it. The dead fuel load plays a particular 
role, not only during the initial phase of burning but also during fire spreading. The forest dead wood 
inventory was conducted in Bialowieza Forest in the years 2010 - 2011 in the framework of revision 
of the Forest Management Plans for Promotional Complex Bialowieza Forest, before the bark beetle 
outbreak. The mean amount of deadwood in the Forest Districts situated in the Forest was 24.9 m3/ha. 
Including mean density of wood at the moisture content amounting to 15 % (spruce, pine, oak and 
hornbeam, the main trees species of Bialowieza Forest) the mean fuel load is 15.8 ton/ha (1.58 kg/m2). 
For the purpose of comparison, mean volume of the dead wood in State Forests is 5.3 m3/ha, private 
forest – 4.2 m3/ha and national parks – 37.3 m3/ha according to Bureau for Forest Management and 
Geodesy in years 2007 - 2011 (BFMG, 2007). Since June 2012, the volume of deadwood has increased 
twice up to 50.2 m3/ha and in 2017 it was already 231.8 m3/ha. Table 1 presents collective data (source: 
Regional Directorate of State Forests in Bialystok) regarding volume of infestation of spruce trees and 
its area with stands disintegration and also the volume of dead wood per unit of area before and after 
partial removal of infested trees.  
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Area of dead tree 
stands 
Volume of dead wood 
before removal after removal 
m3 m3 ha m3/ha 
2012* 23289 6412 464 50.2 36.4 
2013 102592 19610 689 148.9 120.4 
2014 198123 25488 1482 133.7 116.5 
2015 267080 42288 2088 127.9 107.6 
2016 483683 39148 2498 193.6 1779 
2017 366982 162020 1583 231.8 129.5 
*since June 
 
In the year 2017 the total volume of infested spruce trees was equal to 1.414.749 m3 on the area of 
8804 ha. Removal of the dead wood (totally 294.966 m3) enabled slight (on average 20%) reduction 
of the volume of the dead wood during the analysed period. Changes in the average amount of the fuel 
load were calculated based on the presented data for particular years and also calculated in a 
cumulatively including total volume of infested spruce trees and its area, presented on the figure 1. 
The density of spruce wood at the moisture content of 15% was adopted as equal to 470 kg/m3. 
 
 
Figure 1 - Changes in the volume of fuel load in years 2012 - 2017 in Bialowieza Forest 
The smallest amount of fuel load, equal to 23.6 ton/ha, was at the beginning of the bark beetle 
outbreak in 2012. The next years brought an increase in fuel load of up to 60-70 t/ha with the maximum 
of 108.9 ton/ha in year 2017. According to the precise data the maximum amount of dead wood in 
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Figure 2 presents spatial distribution of standing dead spruce wood in Bialowieza Forest in year 2017 
determined by airborne laser scanning (ALS), conducted as part of the Life+ ForBioSensing project.  
 
Figure 2 - The volume of the dead spruce at the subcompartment level - October 2017 
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Because dead fine fuel is the most risky, fuel load field measurements were conducted, choosing 
randomly 5 areas with the greatest amount of fallen dead wood for estimation of the maximum amount. 
Each plot was separated (average area 16 m2) and all the lying down dead wood was weighted. The 
amounts of dead wood differ from 86.76 up to 139.88 ton/ha, on average 105.77 ton/ha air-dried. That 
amount of dead wood intensifies the risk of fire outbreak with increased dynamic in its behaviour. The 
risk increases particularly where dead trees with dried branches lying on the forest floor. Their 
incompact structure stimulates ignition and the intensity of fire enables the transition of fire into the 
crowns of still living trees and dead trees with dried crown. Standing dead spruce will fall down with 
time or break (it will take between 3 and 6 years according to the experts), which leads to an increase 
of fallen fuel load, it is more dangerous than a standing fuel load. Trunks lying on the forest floor, 
because of their density, present lower risk due to less susceptibility to ignition compared to other 
forest materials. As the decomposition of dead wood continues with time, its role will change and in 
the case of fire outbreak these trunks will be more susceptible for ignition and the fire will be 
prolonged. Fallen dead wood creates obstacles for conducting rescue action by blocking fire trails and 
the access to fire spots.  
 
Grassy cover occurred massively on the areas with bark beetle outbreak, mainly reed grass but also 
fern and raspberry. This type of vegetation, in dried stage (early spring, summer droughts, early 
autumn), creates high fire risk, conducive to fire outbreak and its rapid behaviour. The inventory of 
the grassy areas (area and cover percentage) was conducted in 2016 for forest districts of Bialowieza 
Forest including infested areas. The results of the collective inventory are presented in table 2 together 
with the list of areas by dominant type of vegetation and its cover percentage.  
Table 2 - Grassy cover inventory results 
Dominant type of vegetation 
Cover percentage [%] 
10 20 30 40-100 total 
Heather and juniper 159.73 219.28 218.96 20.48 618.45 
Fern 288.90 440.34 269.99 216.39 1215.62 
Grass 1539.50 1446.66 1290.54 1416.99 5693.69 
Total  1988.13 2106.28 1779.49 1653.86 7527.76 
 
Total area with the vegetation type of high fire risk equals 7527.76 ha, which constitutes 15% of 
the total forest land of Bialowieza Forest. The largest area was covered by grass, followed by mixture 
of raspberry and bracken, and lastly heather with juniper. 
For the purpose of fuel load estimation field measurements were conducted on the area with canopy 
openness and on the reference area in the case of grass. All the vegetation on 1 m2 was weighted for 
the purpose of calculation of dry fuel load. All together measurements were conducted on total area of 
35 plots, including 15 with grass, 10 with fern, 5 with raspberry and 5 as reference plots. Mean values 
of the fuel load of risky vegetation type are presented in table 3. 
 
Table 3 - Mean fuel load for selected high risk vegetation types  
Vegetation type Mean height [cm] Mean fuel load[ton/ha] 
grass 129 2,50 
fern 116 3,67 
raspberry 89 2,87 
grass/reference 15 0,97 
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Measured fuel load for grassy cover varied between 1.17 up to 4.56 ton/ha, for raspberry between 
2.36 to 3.27 ton/ha and for fern between 1.92 up to 7.99 ton/ha. It shows the variety of flammable 
biomass for all the vegetation types. On the reference area the mean fuel load for grassy cover was 2.5 
times less compared to the area with open canopy and varied between 0.44 to 1.36 ton/ha. The fuel 
load for previously measured lowland forest is equal to the average 0.5 kg/m2. It was 5 times less 
compared to the stands with open canopy. The highest risk is presented by grass cover when it is dry 
due to its loose spatial structure, height of the fuel bed and the fact it is found in open terrain, which 
influences its rapid drying. According to model calculations the fire behaviour in these conditions shall 
be characterised by a 6 times faster spreading of the fire front and at the same time the burnt area will 
be 30 time larger compared to the situation before the bark beetle infestation outbreak and 
disintegration of the stands.  
 
According to the existing rules, Forest District Bialowieza, Browsk and Hajnowka together with 
Bialowieza National Park are marked as III, the lowest forest fire risk category considering the 
frequency of forest fires, stands conditions, climate, and anthropogenic pressure. Figure 3 presents the 
fire risk according to the forest fire risk category (in accordance with existing regulations) for three 
forest districts of Bialowieza Forests - Browsk, Hajnowka and Bialowieza. 
 
Figure 3 - Forest fire risk according to the forest fire risk category for three forest districts of Bialowieza Forests - 
Browsk, Hajnowka and Bialowieza. 
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Forest fire risk category determines the organisation of the forest fire protection system, including 
formation of forest structure in case of fire. The applied macro-scale method for fire risk estimation 
corresponds with the total classified area of forest district or national park, excluding local risk. The 
new method (presented in paper “The stand flammability classes” included in conference materials) 
applied to estimate fire risk of Bialowieza Forest enables determination of the risk at the level of sub-
compartment, compartment and forest range. Flammability class (three-stage scale) is established on 
the basis of forest habitat type and soil cover type and expresses the susceptibility of forest flammable 
materials to fire, with flammability indices based on statistical calculation. The above mentioned 
method expresses more accurately the real fire risk in the forest - figure 4.  
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The analysis of the fire risk and existing fire protection system, including the result of forest 
inventory of selected elements of fire infrastructure, were the base for modification of fire protection 
system of Bialowieza National Park according to the current risk. Due to the limited volume of this 
paper all the rules are presented only in an abbreviated version.  
 
Fuel load should be limited, if possible, where the possibility of ignition is high; for example along 
the communication trails (also considering the probability of blocking roads by fallen trees and other 
obstacles to the rescue service), and touristic paths and places. Formation of the piles made of 
dried wood (especially small dimensions) creates high fire risk and its rapid spread to the adjacent land 
and should therefore be forbidden.  
 
The existing communication system in the forest districts of Bialowieza and Bialowieza National 
Park (mobile) does not guarantee the expected quality and possibility of communication and early 
alarm together with the lack of coverage for the whole area of Bialowieza Forest. Some areas have 
limited communication or even work without it. The communication should be provided over the 
whole area of Bialowieza Forest, which is obviously connected with financial support and new 
organisation of the communication.  
 
Due to lack of the coverage from lookout towers estimated up to 30% - including areas with A and 
B flammability classes located on southern part of Forest District Bialowieza and Hajnowka - it is 
necessary to built a new lookout tower. By the time of incorporating new lookout tower into the system 
ground patrolling should be launched covering areas with high forest fire risk when the calculated 
forest fire risk degree is 3 (the highest).  
 
The possible localization of the new fire trails was elaborated basing on the results of terrain 
inventory, taking into account current and future forest fire risk and the needs derived from existing 
fire protection rules. For the purpose of providing access to the most endangered areas, 127 km of new 
fire trails were appointed. For the purpose of improving access for the rescue services renovations 
were ordered including stabilization of road surface and its extension where needed. The fire trails 
leading to forest areas marked as A and B flammability class will be renovated first, especially parts 
with destroyed surface and very narrow ones.   
 
Basing on the results of terrain inventory potential localization of two new water supplying points 
was chosen.  Only the objects most adopted for the fire engines requirements were selected. Taking 
into account that water supplying for Bialowieza Forest is seasonally insufficient (summer and 
droughts) and limited possibility of water collection (ground water level too low)  it was decided to 
use deep wells located near forestry lodge. 
 
Due to improvement of the effectiveness of fire suppression using airplanes, it was suggested to use 
private airfield (after signing of the appropriate agreement), located on the edge of Bialowieza Forest 
and which shall be used as operational airfield. It will shorten the distance needed for the airplane to 
reach the target (before it was 80 km). The retrofitting of the existing fire units was suggested as well 
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including foldable water tanks with minimum capacity of 8 m3 and replacement of fire fighting 
equipment. In case of buying new fire engines, four wheel drive should be preferred.  
 
For the purpose of improving accuracy of the forecasting forest fire risk degree it is necessary to 
separate new smaller prognostic zones for Bialowieza Forest with the prognostic and auxiliary 
meteorological points located in place. Forest fire risk degree determines everyday activities related to 
forest fires and operational readiness of rescue services.  
 
It was recommended to prepare educational campaign regarding current fire risk in Bialowieza 
Forest including rules while visiting forest and for limitation of ignition risk. Effective campaign 
should be professionally designed, with long term perspective and target groups, especially local 
people. The problem of increasing fire risk of that region should be the part of everyday work of people 
working in education and webmasters of official web pages and Facebook profiles of forest districts 
in Bialowieza Forest.  
 
Actualization of the rescue plans, prepared by the forest and fire service, for the region of 
Bialowieza Forest was commissioned including current situation with bark beetle outbreak. It was 
recommended to organize common manoeuvres of forest service, park rangers and other units involved 
in fire suppression on the area directly affected by the bark beetle outbreak. In the framework of trans-
boundary agreement between Poland and Belarus regarding mutual help in case of fire outbreak it is 
necessary to elaborate fire procedures and rules for crossing the border.   
The above recommendations for improvement of fire protection system of Bialowieza Forest are 
gradually implemented by forest administration and State Fire Service and should lead to decrease in 
fire risk and limit effects of potential outbreaks.  
 
 
BFMG. Bureau for Forest Management and Geodesy. Large scale forest inventory in years 2012 – 
2016. 2017..Sękocin Stary. 
Maser C., Anderson R.G., Cromack K., Williams J.T., Martin R.E. 1979. Dead and down woody 
material. USDA Forest Service, Agriculture Handbook No 553, Portland-Washington D.C. 
BFMG. Bureau for Forest Management and Geodesy. Large scale forest inventory in years 2007 – 
2011. 2012. Sękocin Stary. 
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Abstract 
The fire risk classification now applied in Poland to forest areas is based on the frequency of fire outbreaks 
and the stand-related, climatic and anthropogenic conditions. The minimum area for which the forest risk 
category is determined is the area of a forest district (on average seventeen thousand five hundred ha), which 
reaches a maximum area of up to thirty-odd thousand hectares. The classification enables the determination 
of the fire risk for a county, sub-region or province, or the Regional Directorate of State Forests. Thus, this 
method enables identification of the potential fire risk on the macro scale. However, it is impossible to identify 
the fire risk on the micro scale.  
The classification of stand flammability according to forest habitat types, which has been developed as a 
result of the implementation of the project and fuel models, shall enable the mapping of forests in terms 
of their fire characteristics at the sub-compartment level.  
 
Keywords: forest fire risk categories, stand flammability classes, forest habitat types, soil cover types 
 
 
The fire risk classification now applied in Poland to forest areas is based on the frequency of fire 
outbreaks and the stand-related, climatic and anthropogenic conditions. The minimum area, for which 
the forest risk category is determined, is the area of a forest district (on average seventeen thousand 
five hundred ha), which has a maximum area of up to thirty-odd thousand hectares. The classification 
enables the determination of the fire risk for a county, sub-region or province, or the Regional 
Directorate of State Forests. Thus, this method enables identification of the potential fire risk on the 
macro scale. However, it is impossible to identify the fire risk on the micro scale. 
The classification of stand flammability according to forest habitat types, which has been developed 
as a result of the implementation of the project and fuel models, shall enable the mapping of forests in 
terms of their fire characteristics at the sub-compartment level. This shall meet the requirements of 
Directive 2007/2/EC of the European Parliament and of the Council of 14 March 2007 establishing an 
Infrastructure for Spatial Information in the European Community (INSPIRE), which is implemented 
in Poland by the Ministry of the Environment. One of the expected effects of the implementation of 
the Directive is the possibility of mapping forest fire risks. At present, forest areas are mapped in terms 
of fire risk at two levels:  
1. The national level, the classification of the Regional Directorates of State Forests 
(provinces, sub-regions) according to forest fire risk categories, 
2. The regional level, the classification of forest districts (counties) according to forest fire 
risk categories. 
The project involved the separation of a third forest fire risk mapping level, the local level of a 
forest district, considering flammability classes determined by a flammability analysis of forest habitat 
types and soil cover types. The fire risk mapping method provided for the use of necessary valuation 
data from the Information System of State Forests (SILP). Since a sub-compartment was a basic 
mapping unit, this led to very detailed, but too meticulous and fuzzy mapping, which could limit its 
practical usefulness in certain situations. Therefore, data generalisation rules were developed to enable 
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the determination of the flammability class for larger areas, a compartment and a forest district. It was 
decided that a generalised class should be a weighted mean of the classes of individual sub-
compartments, with the qualification that where the area of the stands of any class exceeded 50% of 
the surface of a given area, it was assigned as a whole to that class. 
 
 
The stand flammability classification according to forest habitat types was based on an analysis of 
fire outbreaks in State Forests in the period from 2007 to 2017. In elaborating it, when calculating the 
flammability index consideration was given to the number of fires and the burnt area relative to the 
area occupied by particular forest habitat types and soil cover types. This index was the quotient of the 
proportion of fires or the burnt area and the proportion of a given stand type. In relation to the number 
of fires, consideration was only given to those sub-compartments where a fire had occurred, whereas 
in relation to the burnt area the total area affected by a fire was taken into account. These data were 
referred to current information about the areas of stands growing on particular sites and the soil cover 
types identified from detailed data on all the sub-compartments found in the Forest Data Bank. The 
classification of stands in terms of fire risk shall enable assessing it at the sub-compartment level and 
to create an LMN (Forest Numeric Map) layer with precise fire risk mapping. In elaborating the final 
classification method, the weights of individual indices were dependent on the correlation strength of 




The analysis of the forest fire occurrence, which the classification of the stands is based on, 
distinctly shows the domination of the tree habitat types, considering both the number of forest fires 
and the burnt area. Regarding the volume of this publication, authors focused only at the results for 
lowland habitats covering almost 90 % of Polish forests. These are: fresh coniferous, fresh mixed 
coniferous and fresh mixed broadleaved forest. The domination of these habitat types is mostly linked 
to the area covered by them. More accurate information regarding stands flammability is derived from 
flammability indices - both for number of forest fires and burnt area (table 1). In terms of the number 
of fires, dry coniferous, moist mixed coniferous, moist coniferous, fresh coniferous, and fresh mixed 
coniferous forest sites should be considered as the most flammable (with flammability indices higher 
than 1), whereas in the case of the burnt area these are, respectively, dry coniferous, moist coniferous, 
bog coniferous, moist mixed coniferous, fresh coniferous, fresh mixed coniferous and fresh mixed 
broadleaved forest sites. It is noticeable that for the wet sites flammability indices of burnt area is 
frequently higher than the one for the number of fires. 
Table 1 - The occurrence of fires depending on forest habitat types and flammability indices. 
Forest habitat type 
Share of total 
stand area [%] 
Share of number of 
forest fires [%] 
Share of burnt 
area [%] 
Flammability index according 
to habitat type 




Bb – bog coniferous 
forest  0.15 0.06 0.34 0.39 2.28 
BMb – bog mixed 
coniferous forest 0.63 0.39 0.51 0.62 0.80 
BMśw – fresh mixed 
coniferous forest 23.66 32.99 26.31 1.39 1.11 
BMw 4.44 7.06 9.56 1.59 2.15 
Bs – dry coniferous 
forest 0.17 0.58 2.25 3.40 13.17 
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Bśw – fresh coniferous 
forest 19.72 28.90 28.22 1.47 1.43 
Bw – moist coniferous 
forest 0.61 0.93 4.42 1.53 7.27 
Lł – riparian forest 0.47 0.31 0.38 0.65 0.80 
LMb – bog mixed 
broadleaved forest 0.73 0.15 0.14 0.20 0.20 
LMśw – fresh mixed 
broadleaved forest 19.07 14.54 11.79 0.76 0.62 
LMw – moist mixed 
broadleaved forest 3.82 3.55 3.97 0.93 1.04 
Lśw – fresh broadleaved 
forest 9.79 3.52 3.93 0.36 0.40 
Lw – moist broadleaved 
forest 1.95 0.62 0.73 0.32 0.38 
Ol – alder forest 179 0.41 0.55 0.23 0.30 
OlJ – alder-ash forest 0.81 0.12 009 0.14 0.11 
 
It is clearly visible that estimating the occurrence of the same group of fires in relation to soil cover 
around 50% occur in stands with turf (table 2). However, when the share of stands with turf is close to 
60%, both for number of fires and burnt area, flammability indices are close to 0.8. The highest values 
of flammability index, in both cases, occur for stands with bare ground. Still, considering insignificant 
(less than 1%)  share of stands with bare ground, it does not influence the characteristic of fires 
occurrence.  
Table 2 - The occurrence of fires depending on the soil cover types and forest flammability indices. 
Soil cover type 
Share of total 
stand area [%] 
Share of number of 
forest fires [%] 
Share of burnt 
area [%] 
Flammability index 
according to habitat type 






 15.43 18.78 13.38 1.22 0.87 
MSZC – moss/bilberry 11.53 5.33 5.16 0.46 0.45 
NAGA – bare 0.42 0.65 1.03 1.53 2.44 
SZAD – turf (dense) 16.34 1289 19.29 0.79 1.18 
SZCH – weed (dense) 8.65 5.12 6.93 0.59 0.80 
ŚCIO – litter 4.01 4.47 4.36 1.11 1.09 
ZAD – turf 57.09 48.18 45.81 0.84 0.80 
ZIEL – herbaceous 13.48 4.60 4.04 0.34 0.30 
 
Another stage involved an attempt to assess the importance of particular indices for establishing the 
method for classifying the stand flammability where the flammability index determined for the number 
of fires was higher than 1. In relation to the number of fires, the investigation concerned the correlation 
of the density of fires (the number of fires in 10,000 ha of a forest area) in forest districts with their 
proportion of stands growing on the sites BMśw, BMw, Bs, Bśw, Bw and also with their proportion 
of stands growing on the sites with moss, bare ground and litter. 
In relation to the burnt area, the investigation concerned the correlation of its density (the burnt area 
in 10,000 ha of a forest area) with their proportion of stands growing on the sites Bb, BMśw, BMw, 
Bs, Bśw, Bw, LMw and also with their proportion of stands growing on the sites with bare ground, 
dense turf and litter.  
Figure 1 illustrates the relation between share of forest habitat types and density of fires. 
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Figure 1 - The correlation between density of fires (GL - POZ) and share of forest habitat types (U-STL-L) 
In all the cases, this correlation was poor, with the highest correlation coefficient found for the 
density of the number of fires depending on the proportion of forest habitat types (r = 0.2941), followed 
by the density of the burnt area depending on the proportion of forest habitat types (r = 0.2158). 
In relation to the proportion of soil cover types, this was, respectively, r = 0.1710 for the burnt area 
and r = 0.1660 for the number of fires.  
Taking the above into account, the formula for the cumulative flammability index was derived: 
WS = 0.8 • WSL + 0.4 • WSP + if (WPP>WPL) 0.3   
where:  
WSL - the flammability index of forest habitat types for the number of fires, 
WSP - the flammability index of forest habitat types for the burnt area, 
WPL - the flammability index of forest soil cover types for the number of fires, 
WPP - the flammability index of forest soil cover types for the burnt area. 
 
On this basis, it is possible to determine the stand risk class, in accordance with Table 3. 
Table 3 - The intervals of the cumulative flammability index for the stand flammability classes. 
Value of cumulative flammability index WS Flammability classes 
≥ 1,7 A (high) 
0,7 ÷ 1,7 B (medium) 
≤ 0,7 C (low) 
 
According to the assumption above, all the stands (considering forest habitat type and soil cover) 
should be included in one of the below flammability classes (Table 4). 
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MSZ MSZC NAGA SZAD SZCH ŚCIO ZAD ZIEL 
Bb B B B B B B B B 
BMb B B B B B B B B 
BMśw B B A A A B B B 
BMw A A A A A A A A 
Bs A A A A A A A A 
Bśw A A A A A A A A 
Bw A A A A A A A A 
Lł B B B B B B B B 
LłG C C C C C C C C 
LMb C C C C C C C C 
LMśw B B B B B B B B 
LMw B B B B B B B B 
Lśw C C B B B C C C 
Lw C C B B B C C C 
Ol C C C C C C C C 
OlJ C C C C C C C C 
 
According to the elaborated method flammability classes were established for all sub-compartments 
in Poland based on the data derived from Forest Data Bank, as on 31.12.2016. The largest area is 
covered by the stands with "B" class, which constitute 51.5% of the total forest area, followed by "A" 
class stands covering 27.9% of forest land. The less numerous are the stands marked as "C" class, 
covering 20.6% of forest land in Poland. This data is close to the share of the forest land according to 
the forest fire risk categories, which constitute (as on 31.12.2016) 34.7% for I category (highest risk), 
46.79% II category (medium risk), and 18.4% for III category (low risk). 
 
The way of mapping forest risk is presented using part of the Regional Directorate in Katowice. 
The forest area of the presented part (figure 2) is more than 65 000 ha and includes forest districts 
marked as I and II forest fire risk category. Figure 3 illustrates the classification of the stands using 
flammability classes. The greatest share constitutes "B" class with 49.5% of forest land, followed by 
"A" class with 34.3% of forest land and "C" with 16.2% of forest land. Figure 4 illustrates flammability 
classes generalised to the level of compartment. In the last case the share of the "B" class is bigger 
than above (50.8%), while the remaining classes constitute less than above ("A" – 34.1% and "C" – 
15.1%). The third, the most general level of spatial accuracy, is the level of forest range and it is 
illustrated on figure 5. In this case "B" share equals to 53.1%, followed by "A" class with 32.5% of 
forest land and "C" class with only 14.4%. 
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Figure 3 - The forest districts of Regional Directorate in Katowice according to the forest fire risk category with the 
selected part for conducting forest fire danger mapping. 
 
Figure 3 - Forest fire danger map for Regional Directorate in Katowice - flammability classes at the sub-compartment 
level. 
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Figure 4 - Forest fire danger map for Regional Directorate in Katowice - flammability classes at the compartment 
level. 
 
Figure 5 - Forest fire danger map for Regional Directorate in Katowice - flammability classes at the forest range 
level. 
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The current forest fire risk classification method enables determination of the forest fire risk 
category in the macro scale; the smallest classified area is the forest district. There was no possibility 
of estimating forest fire risk in the micro scale. It would be the significant premise to organise a more 
efficient fire protection system, including creating the infrastructure and operational planning for 
rescue services. It would be the fulfilment of the INSPIRE directive, which requires classification and 
mapping of forest risk at that level. The elaborated method adopts forest habitat type as a base for 
classification. Forest habitat types determine the type of soil cover fuel, which is measure of forest fire 
susceptibility expressed by the number of forest fire and the burnt area. The sub-compartment is the 
classified unit and it is possible to generalise it, according to the elaborated rules, up to the level of 
compartment or forest range. The elaborated pattern, which includes flammability indices for the 
number of forest fires and the burnt area between 2007 - 2017, enables determination of the 
flammability class of forest stands as A - high class, B - medium class and C - low class, using forest 
habitat type and soil cover type. The method presented in this paper can be used in practice. The most 
detailed classification at the sub-compartment level might be useful for operational planning and 
organisation of the rescue action. The compartment level could be used for planning forest fire trails, 
water supply points and during suppression of large forest fires. The most generalised level, the level 
of forest range, can be useful during elaboration of procedures in the event of forest fire, lookout towers 
or equipment base localisation. 
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Understanding the changing fire environment of south-west Western 
Australia 
Lachlan McCaw 




Fire environment is the resultant effect of factors that influence the ignition, behaviour and extent of fires 
in a landscape. This paper synthesises information available from a variety of sources to evaluate evidence 
for changes over the past three decades in components of the fire environment for south-west Western 
Australia including climate and weather, fuel, and ignition. A combination of land use, socio-economic and 
organisational factors has resulted in more widespread extent of lands unburnt for several decades, increasing 
the risk of high severity fires with adverse impacts on the community and environment. The Mediterranean 
type climate of the region has become warmer and significantly drier since the 1970s, with associated changes 
in the timing and duration of the traditional fire season. Lightning ignition has become more common, either 
as result of greater summer thunderstorm activity or increased opportunity for ignitions to sustain and spread. 
Increased lightning ignition is significant because of the dis-proportionately large proportion of area burnt by 
lightning caused fires in SWWA. Adapting to a changing fire environment has implications for all aspects of 
the fire management business, and a variety of new products and services are available to inform fire 
managers about temporal and spatial trends in components of the fire environment.  
 
Keywords: fire environment, climate, eucalypt forest, Mediterranean ecosystems 
 
 
Fire environment is the resultant effect of factors that influence the ignition, behaviour and extent 
of fires in a landscape. Countryman (1966) defined the fire environment as comprising the fuel, 
topographic and airmass factors that influence or modify the inception, growth and behaviour of fire. 
In this paper ignition is also considered a component of the fire environment for the reason that the 
cause, frequency, spatial pattern and timing of ignition are characteristic of a region and a period of 
time. The fire environment provides a setting within which a variety of fire regimes defined by season, 
frequency and intensity of burning are enacted in response to a combination of chance events and 
human actions. 
The focus of this paper is the south-west corner of Western Australia (SWWA), a region 
characterised by ancient landscapes, a Mediterranean type climate and a unique flora and fauna that 
have evolved in prolonged isolation from other parts of the Australian continent. Defining features of 
region include the densely populated and extensively cleared Swan coastal plain, a relatively 
continuous zone of open eucalypt forest comprising State forest and various categories of conservation 
reserve, and an extensively cleared dryland farming zone known as the Western Australian Wheatbelt 
(Fig. 1). Public lands occupy about 6 M ha of this region in the form of national park, multiple-use 
State forest and other categories of reserved land. The eastern margin of the Wheatbelt interfaces with 
a vast, remote and sparsely populated semi-arid zone where mining and pastoralism are the dominant 
economic activities. Much of this area remains as unallocated crown land, with a renewed emphasis 
on the role of traditional owners as custodians and managers of the land.
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Figure 1 - Satellite image showing broad land use zones within south-west Western Australia. Names indicate 
regional administrative areas for management of public land by the Department of Biodiversity, Conservation and 
Attractions Western Australia. 
Essential features of the fire environment of SWWA have been described by McCaw and Hanstrum 
(2003). Weather factors exerting a significant influence on the fire evironment include coastal sea 
breezes, strong dry winds blowing from the continental interior, abrupt wind changes associated with 
pre-frontal troughs, and periodic incursion of tropical cyclones south of latitude 30°S. The 15 year 
period since the publication of McCaw and Hanstrum (2003) has seen a reduction in the area burnt by 
planned (prescribed) fire and a substantial increase in the area burnt by uplanned bushfire across 
SWWA, including a number of large and destructive fires (eg. Ferguson 2016). This period has also 
seen significant advances in numerical weather prediction that have allowed temporal and spatial 
patterns of weather and other environmental variables (eg. soil dryness) to be analysed independently 
of the observational network which is limited across much of SWWA. Re-analysis data now provide 
a robust method for establishing climatological norms for meteorological variables and derived values 
of fire danger and potential fire behaviour (Jones et al. 2009, Dowdy and Pepper 2018). 
The intent of this paper is to synthesise information available from a variety of sources and products 
to evaluate evidence for change over the past three decades in each of the core components of the fire 
environment:    
• climate and weather 
• ignition, 
• the landscapes in which fires are burning. 
 
 
Over the 15 year period from 2002-2017 the Department of Biodiversity, Conservation and 
Attractions (and previous public land management agencies) responded to more than 7000 bushfires 
on public land across SWWA (Fig. 2). The total number of fires that occurred during this period would 
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be considerably greater once fires on private property attended by volunteer brigades and fires in 
gazetted fire districts attended by career Fire and Rescue personnel are accounted for. Around half of 
the fires on public land were lit deliberately, with lightning being the second largest cause of ignition 
(1200 fires). Lightning ignition was the dominant cause of area burnt, accounting for 1.43 M ha of the 
total 1.94 M ha burned by bushfires during the period. During this period bushfires ignited by lightning 
burnt around 23% of the public land in SWWA. 
 
 
Figure 2 - Number of bushfires (upper panel) and area burnt by bushfires (lower panel) categorised by ignition cause 
for the period 2002-2017. Data extracted from fire reports for SWWA regional administrative areas shown in Fig. 1. 
Prescribed fire has been used extensively in the predominantly forested regions of SWWA since 
the late 1950s to manage fuels and achieve a range of land management objectives (Burrows and 
McCaw 2013). Following a period of relatively stable planned burning activity through the 1980s and 
1990s the period since 2000 has seen increased variability and an overall reduction in the scale of the 
planned burning program (Fig. 3).  
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 1 - Fire Risk Management 
 




Figure 3 - Trend in area burnt by planned and unplanned fire for Swan, South West and Warren regional 
administrative areas for the period 1987-2017.  
In the predominantly forested regions bushfire activity exhibited a relatively stable pattern during 
the 15 year period from 1987 to 2002 with less than 10 000 ha burnt in most years, and more active 
bushfire seasons every third or fourth with up to 40 000 ha burnt (Fig. 3). However, the 2002/03 
bushfire season marked a turning point with a major increase in the area burnt by bushfire, mostly due 
ignition by lightning. The trend of increased area burnt by bushfire has been maintained for the 
following 15 years with notably large areas burnt in 2011/12, 2014/15 and 2015/16. Damaging 
bushfires requiring an extended suppression response also occurred in Swan Region in 2005, 2007 and 
2009.  
Reduction in the extent of prescribed burning after 2000 would partially explain the increased area 
burnt by bushfire, with a study by Boer et al. (2009) demonstrating a strong inverse relationship 
between the extent of prescribed burning and unplanned fire in the Warren Region over a period of 
five decades. A variety of factors have contributed to the reduced area of prescribed burning achieved 
since 2000. These factors include greater sensitivity to smoke by the community and the wine industry, 
constraints on burning imposed by Government following significant escapes from prescribed burning 
in spring 2011, temporary restrictions on operations arising from a fatal burn-over incident during a 
bushfire in spring 2012 and increasing complexity of managing prescribed fire in landscapes 
fragmented by mining and intensive timber harvesting. Burning opportunities in the tall forests of the 
Warren Region (Fig. 1) have been foregone because of the need to deploy personnel and equipment to 
bushfire suppression operations in other parts of the south-west. In particular, this has impacted on the 
achievement of prescribed burning in tall forests dominated by karri (Eucalyptus diversicolor) where 
conditions suitable for burning typically occur in early summer (December, January), coinciding with 
the peak period of bushfire activity in other parts of SWWA. 
 
 
Land use activities have a major influence on the condition of vegetation and the ability to manage 
fuels through planned burning in a safe and cost-effective way. Bauxite mining has been underway on 
State forest lands in the Swan and South West regions for around 50 years and is an important 
economic activity for the state. A total of about 25000 ha have been cleared to date of which 20000 ha 
have been rehabilitated with trees and shrubs native to the local area. Since only 20-30 percent of each 
catchment is cleared for mining, the total area impacted is about three to five times larger (75000-
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100000 ha, Batini 2016). Fragmentation of the landscape caused by mining operations (Fig. 4) means 
that planned burning is deferred for an extended period while mining takes place, and then as the 
rehabilitated pits are left to grow on to a stage where the vegetation becomes fire tolerant. Fuel 
management of residual native forest within the mining envelope is technically possible but the 
complexity, risk and unit cost of operations is much higher than in undisturbed forest landscapes. In 
practice, the combined effect of these factors has led to prescribed fire being excluded from large areas 
of forest for several decades resulting in high connectivity of heavy fuels at the landscape scale. This 
situation was exemplified by the 2016 Waroona bushfire which exhibited two violent pyro-convective 
events including a massive convective plume that developed within 12 hours of ignition (Ferguson 
2016, Peace et al. 2018). Lightning activity associated with this plume ignited further fires that caused 
unexpectedly rapid spread overnight. Atmospheric conditions were clearly favourable for convective 
activity, with long unburnt fuels on steep slopes and extreme dryness of the fine and woody fuels 
contributing to intense fire behaviour.  
 
Figure 4 - Aerial image showing the extent of current (2017) bauxite mining operations on State forest in Clinton and 
Lang forest blocks in the Swan Region. Green lines show the management boundary of each forest block. Note the 
scale bar shown at top right of image.  
Similar issues exist in areas of forest that have been subject to intensive timber harvesting and 
regeneration of even-aged stands. Forest managers must consolidate young regeneration into 
management units of sufficient scale and homogeneity to allow cost effective use of planned burning 
for fuel management. This may require multiple ignitions over a period of weeks, possibly longer, to 
achieve desired burning conditions for stands in different developmental stages.  
 
 
The Mediterranean type climate of SWWA results in a prolonged dry period during the Austral 
summer and autumn with the fire season typically extending from October to May in most years. Since 
the 1970s SWWA has undergone a persistent drying trend that is most pronounced along the west 
coast where annual rainfall has declined by 20 to 40 mm per decade (Bureau of Meteorology 2018). 
Rainfall decline has been predominantly during the autumn and early winter period, and days of very 
heavy rainfall have become less common (Indian Ocean Climate Initiative 2012). Notably dry years 
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include 2006, 2010 and 2015. A warming trend is also evident from the 1970s onwards, becoming 
persistent from the mid-1990s with very few below normal summers to offset the trend (Fig. 5).  
 
Figure 5 - Trend in summer mean temperature anomaly 1910-2016. 
Source: Bureau of Meteorology (www.bom.gov.au)  
Consistent with the trend to a warmer and drier climate Dowdy (2018) reported a significant 
increase in seasonal mean values of the Forest Fire Danger Index (FFDI; McArthur 1967) during 
winter (JJA) and spring (SON) across most of SWWA, particularly for the period from 2000-2016. No 
long term trend in mean FFDI was detected for the peak bushfire season spanning summer (DJF) and 
autumn (MAM). The number of days exceeding the 90th percentile value for the 56 year study period 
also increased significantly during spring, with some evidence of more localised increases during 
summer particulalry along the Indian Ocean coast. This signal was stronger for the period 2000-2016 
than for earlier periods. The trends identified by Dowdy (2018) point to a lengthening of the bushfire 
season more than an intensification of mean fire danger during the peak summer months. 
Other empirical evidence of a lengthening of the fire season is provided by Soil Dryness Index 
(SDI; Mount 1972, Burrows 1987) which is a numerical value derived from daily rainfall and 
maximum temperature. The SDI reflects the dryness of soil, deep layers of surface fuel, woody fuel 
and some components of living vegetation. It is one of several indices used to guide selection of 
conditions for prescribed burning and to indicate the potential severity and difficulty of suppression of 
forest fires. Typically, the SDI rises rapidly during spring with the onset of warm dry weather, reaches 
a peak during early autumn and then falls, often abruptly, with the arrival of the strong cold fronts in 
mid autumn. Operational guidance in the Forest Fire Behaviour Tables for Western Australia 
(Sneeuwjagt and Peet 1985) recommends a fall of 400 units (mm x 10) of SDI prior to commencement 
of prescribed burning in autumn. Based on SDI values calculated for Manjimup, a location broadly 
representative of the Warren Region, the median date for a fall of 400 units has shifted almost three 
weeks later into autumn since the decade 1975-84 (Table 1). This trend has implications for the 
window of suitable weather conditions available for autumn burning, as deep litter and woody fuel 
remain dry later into autumn while other factors that also determine the success of prescribed burning, 
particularly solar angle and day length, remain unchanged. In order to retain a realistic window of 
opportunity for autumn prescribed burning operational guidance has been revised to adopt a more risk-
based approach where the consequences of burning at various values of SDI are specified in relation 
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to the likelihood of achievement of burn objectives. This approach permits fire practitioners to make 
an informed decision based on risk and likely outcome.       
Table 1 - Date for an autumn fall of 400 units (mm x 10) in the Soil Dryness Index at Manjimup by decadal periods 
from 1975 to 2014 
Period Median date for 400 
unit fall 
Earliest date for 400 
unit fall 
Latest date for 400 
unit fall 
1975/84 25 April 3 April 28 May 
1985/94 6 May 1 March 23 May 
1995/04 13 May 14 April 31 May 
2005/14 8 May 1 April 26 May 
    
 
Recent developments in process based hydrological modelling have assisted in understanding and 
interpreting trends at the landscape scale. The Australian Landscape Water Balance is a daily 0.05° 
grid-based, distributed water balance model that simulates the flow of water through the landscape 
from rainfall entering the grid cell, through the vegetation and soil moisture stores, and then out of the 
grid cell through evapotranspiration, runoff and deep drainage to the groundwater (Smith et al. 2015). 
The AWRA-L model provides values for three soil layers (upper: 0–10 cm, lower: 10–100 cm, and 
deep: 1–6 m) expressed either as the actual percentage of available water content or as a percentile 
value relative to a calibration period from 1911-2016. Figure 6 shows the trend in annual deep soil 
moisture over the period 2005-2017 for the Warren River catchment which includes the town of 
Manjimup. During this period deep soil moisture declined below the 1 percentile value for the 




Figure 6 - Trend in annual deep soil moisture over the period 2005-2017 for the Warren River catchment expressed as 
a percentile for the calibration period 1911-2016. Orange band represents values below the 10th percentile and the 
red band values are below 1 percentile. Source: Bureau of Meteorology (www.bom.gov.au/water/landscape/)  
Drier landscapes have important implications for fire management. Lack of moisture recharge 
means that swamps and riparian vegetation are less likely to act as temporary barriers to fire spread in 
spring and early summer. Peat soils, which are common on the coastal plain, may ignite and burn for 
extended periods with adverse consequences for smoke emissions and ecological values including 
plant and animal species that rely on peat swamps as habitat. 
Lack of moisture recharge also means that woody fuels ignite more readily and at an earlier time in 
the fire season. In open eucalypt forests in SWWA woody fuel loads consisting of stumps and fallen 
logs will typically be in the range from 75-100 t ha-1, more than four times the equilibrium fine fuel 
load of 10-15 t ha-1 of dead leaves and twigs (McCaw 2011). Under dry summer conditions at least 
half this woody material will burn away representing up to four times the quantity of fine fuel 
consumed (Hollis et al. 2016). This increase in total heat release potentially adds to convective activity 
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above the fire, and increases direct thermal effects on soil and vegetation leading to higher fire severity. 
Total emissions to the atmosphere will also be greater, with a higher proportion originating from 
smouldering combustion. Mop-up operations to extinguish burning logs and dead trees also take longer 
and are more costly when a large proportion of the woody fuel is ignited. 
 
 
Lightning is an important cause of unplanned fires in SWWA causing 1200 ignitions on public land 
in the period from 2002 to 2017 (Fig. 2). Fires ignited by lightning burned an area of 1.43 Million ha 
during this period, exceeding the total area burned by all other causes combined. Lightning caused 
fires account for a dis-proportionately large percentage of area burnt because of their occurrence in 
large spatial and temporal clusters, and in remote areas not otherwise prone to ignition by human 
causes. 
Analysis of reliable fire report data over a 41 year period reveal a statistically significant increase 
in the number of lightning ignitions for the Warren Region particularly from 2002 onwards (Fig. 7, 
Bates et al. in press). The amplitude and length of the seasonal cycle also appear to have changed, with 
an increase in lightning ignition during October and November.  
 
 
Figure 7 - 30 year trend in lightning ignition for the Warren Region, SWWA. 
Ongoing investigations seek to establish the relative influence of changes in thunderstorm activity 
and increased opportunity for ignitions to sustain and spread in a drier climate. A climatological 
analysis of the Continuous Haines Index derived from the ERA-Interim reanalysis indicated little 
evidence of change over the period 1979-2016. The role of regional scale climate drivers is also being 
investigated to determine whether seasonal lightning activity can be forecast at timescales of weeks to 
a few months ahead. 
 
 
Evidence from a variety of sources points to significant changes in the fire environment of SWWA 
during the current century. The trend to a drier climate has been reinforced by a series of low rainfall 
years that have resulted in declining streamflow and very low levels of moisture in the deep soil profile. 
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This has increased the connectivity between vegetation types allowing fires to spread extensively 
across the landscape at an earlier time in the fire season than would have been the case several decades 
ago. Shorter and drier winters have reduced the opportunity for moisture uptake by large woody fuels 
and organic soils making them prone to ignition at an earlier time in the fire season. 
The trend towards increased fire danger and lightning ignition activity during the spring months 
indicates a lengthening of the fire season, as does the later arrival of rain bearing cold fronts in the 
autumn. Fuels and vegetation now remain dry for several weeks longer in autumn than was normal 
during the 1980s. There is little evidence of a trend of increasing fire danger during the peak summer 
fire season, albeit that SWWA already experiences the highest mean number of January days (≥12) 
when the FFDI is above the annual 90th percentile value (Dowdy 2018). 
The increased area burnt by large bushfires, most of which have been ignited by lightning, is 
consistent with previous research showing an inverse relationship between prescribed burning effort 
and area burnt by bushfire. Land use activities have made it difficult to undertake safe and cost-
effective prescribed burning at a landscape scale over significant parts of the public forest estate in 
SWWA leading to increased extent and connectivity of areas where fuels have accumulated for several 
decades. Addressing the backlog of areas in need of fuel reduction will require a clearly focussed 
effort, a substantial commitment of resources, and a preparedness to adapt work processes and 
operational guidance to meet changing circumstances. Potential changes in bushfire risk arising from 
land use activities need to be dealt with explicity as part of planning processes. Land managers can 
also exercise options to manage vegetation structure in ways that make it more resilient to fire, for 
example through silvicultural thinning to promote larger and more widely spaced trees. 
Adapting to a changing fire environment has implications for all aspects of the fire management 
business, and a variety of new products and services are available to inform fire managers about 
temporal and spatial trends in components of the fire environment. 
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Abstract 
South Africa has a diverse climate and an equally diverse range of vegetation types, many of which are 
veld fire-prone. Veld fires form an integral process in many of these ecosystems, and indeed are often 
necessary for the maintenance of healthy ecosystems and biodiversity. However, in land reform farms headed 
by land reform beneficiaries veld fires are increasingly viewed and experienced as a destructive force, 
impacting on crops, livestock, pastures, forestry plantations, human habitation and even on human life. 
Land reform beneficiaries are part of the state’s programme which seeks to provide the poor and the 
previously disadvantaged population with land to improve their livelihoods, and also use the land for 
establishing farming enterprises. These beneficiaries are mostly black emerging farmers, farming with crop 
and livestock and are largely dependent on the government’s recapitalisation programme for the support of 
their agricultural enterprises. These beneficiaries are faced with various trade-offs and constraints as veld 
fires expose them to greater risk and renders some of their current practices unworkable. Their vulnerability 
to veld fires, mitigation, adaptation and coping practices towards veld fires has never been researched before. 
This study therefore is an attempt to fill this gap.    
The management of veld fires within the South African land reform programme, leaves much to be desired 
and calls for new institutional arrangements and a coordinated approach. This research paper seeks to 
facilitate veld fire management in land reform farms, through the introduction of measures to combat veld, 
forest and mountain fires throughout the land reform farms in South Africa and thereby reducing the damage 
and losses to natural vegetation, life and property. The unequivocal evidence presented in this paper balanced 
the social, environmental, and economic aspects of veld fires through a risk management strategy that 
emphasises hazard mitigation, preparedness, and recovery, as well as efficient veld fire response and 
suppression.  
 





The origins of the South African land reform programme can be traced back to 1913, where the 
previous apartheid government enacted the Native Land Act which became law and served to limit 
African land ownership to 7% of the land, consequently increased to 13% through the 1936 Native 
Trust and Land Act of South Africa. These legislations restricted indigenous black people from buying 
or occupying land and gave white people ownership of 87% of the land. The application of these 
statutes entrenched discriminatory practices that resulted in land being taken away from black people, 
until the Commission of Restitution was established in 1994 in order to provide the equitable redress 
to victims of racially motivated land dispossession (Boudreaux, 2010).   
Since 1994, the South African government has been designing and developing a land reform 
programme that aims to bring about a fair and equitable land dispensation in the country in an orderly 
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manner. The land redistribution aspect of the land reform programme focuses on redistributing land to 
poor black South Africans who need access to land for residential and productive uses, in order to 
improve their income, quality of life and participation in agricultural production. The Department of 
Rural Development and Land Reform (DRDLR) is charged with the responsibility of providing 
previously disadvantaged people access to agricultural land to improve their livelihood, food security, 
and their quality of life. The department further ensures that beneficiaries placed in land reform farms 
use farms productively by providing sufficient post settlement support (DRDLR, 2012). 
 
Almost every winter season, the news media carry stories of veld fires raging across the landscape 
of the Eastern Cape Province, threatening rural communities, causing evacuations, and sometimes 
burning public and private property. This portrayal of veldfires as a threat to society is often accurate 
but it is only part of the story. Veld fires have always and will always be a natural and important 
phenomenon in environmental systems. However, because of an intensification brought on through 
anthropogenic activities, fires are having a negative impact on the environment and more so on society 
and the economy. A large percentage of South Africa’s population is located in rural areas; these rural 
areas are generally situated in fire-prone regions of the country, making them vulnerable to fires (Agri 
SA, 2017). 
Veld fires lead to severe environmental degradation resulting into diminished land cover exposing 
the land to agents of accelerated soil erosion, changes in the hydrological cycle, increase in overland 
flow or surface run-off and modifications in various ecological processes. Soil erosion leads to the 
siltation of rivers and dams, thus reducing their water carrying capacity. This was likely to induce 
floods in low-lying areas (Kruger, 2006). Severe fires have been revealed to remove surface vegetation 
and influence soil organic material and peat. This loss of vegetation effectively declines the surface’s 
ability to infiltrate surface run-off after a precipitation event. Fires on mountain slopes have been 
shown to decrease infiltration by as much as 50%, thereby increasing the catchment’s risk of flash 
flooding (Agri SA, 2016). Much of the Eastern Cape Province where this study was conducted is 
vulnerable to severe land degradation because of improper agricultural practices such as overgrazing.  
Land degradation in already vulnerable areas may be exacerbated through increased veld fire 
activity. There are also mountainous regions within the province which are also vulnerable because of 
the steepness of slopes and the high fire frequencies associated with berg winds (AgriSETA. 2010). 
The above-mentioned negative impacts of veld fires posed severe environmental consequences and 
strain on natural resources. By identifying these areas, those in authority may be able to combat further 
degradation by limiting veld fire activity and ensuring the prevention of uncontrollable veld fires. Veld 
fires can also cause injuries to the victims; loss of lives, loss of livelihood assets, health hazards, and 
moreover a threat to the tourism industry. 
The Eastern Cape Province of South Africa is endowed with rich biodiversity where a multitude of 
fauna and flora exist; fire plays a vital role in the conservation and extinction of many of these species 
and at times veld fires are a consequence of nature’s primary way of keeping the environment 
(including forests, grasslands, and parks) healthy and productive (Forsyth et al., 2010). Accordingly, 
policymakers and practitioners are faced with the complex and difficult task of managing veld fires so 
that their environmental benefits are maximised and simultaneously the risk to people and property is 
minimised. 
Recognising that the contemporary veld fire challenges and those of the future cannot be solved by 
simply using the thinking and methods of the past. This study proposes a veld fire mitigation strategy 
which addresses the root causes and the symptoms of veld fires amongst land reform beneficiaries who 
are farming on land reform farms. It is envisaged that the application of this strategy will increase 
safety on the land reform farms, improve the health and well-being of the beneficiaries and enhance 
agricultural production.  
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A total of about 2 500 veld fires were reported during the 2017 fire season in the Eastern Cape 
province of South Africa, with a majority of fires originating from open flames during waste, grass or 
bush burnings; some of these fires led to close to fatalities and more than ZAR2 million in financial 
losses (ECUFPA, 2018). Extensive analysis conducted by the Provincial Disaster Management Centre 
has found that the vulnerability of people, property, and natural resources to veld fires has reached an 
unprecedented level and is projected to continue to rise rapidly.  
This can be attributed to more frequent and intense veld fires resulting from severe droughts that 
leave dead and highly flammable fuel load. Meanwhile, current veld fire re-suppression capacity is 
eroding as facilities and equipment age and experienced fire fighting professionals retire. It is only a 
matter of time until another major fire season occurs again in the Eastern Cape and the greatest concern 
is that next time the tragic consequences may include the loss of human lives as seen recently in other 
parts of the country (PDMC, 2018). 
 
 
The study focused on land reform beneficiaries located and farming in three district municipalities 
of the Eastern Cape Province, namely Joe Gqabi, Cacadu and OR Tambo District Municipalities.  
 
Figure 1 - Map showing the Eastern Cape district municipalities Source: DRDLR (2013) 
 
 
The aim of this study was to research the effects of veld fires on livelihood assets and agricultural 
production of land reform beneficiaries and inspire the Department of Rural Development and Land 
Reform (DRDLR) to develop its own veld fire mitigation strategy that would incorporate preparedness, 
prevention and mitigation measures for veld fires occurring in land reform farms. 
The study was carefully chosen because of practical veld fire related problems encountered within 
the Land Reform Programme (LRP). For several years, land reform beneficiaries in the Eastern Cape 
Province have grappled with the far-reaching consequences of various veld fires with no effective 
plans and mitigation measures. The DRDLR has made no provision for a standard approach to 
mitigating the effects of veld fires on land reform farms. The current traditional approach towards veld 
fires is that of crisis management, which is reactive in nature and void of proactive risk reduction 
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measures and strategies that will mitigate the devastating impacts of future veld fire events (DRDLR, 
2013).  
The LRP has no documented model to strengthen the absorptive, adaptive and transformative 
capacities of vulnerable beneficiaries to cope with and recover from the effects of veld fires (Mock 
et al., 2015). 
The Participatory Learning Action (PLA) technique was used as a data collection tool in this study. 
Workshops were conducted in all of the three study sites where land reform beneficiaries participated. 
Through the PLA technique the respondents acquired a platform to, for the first time, articulate their 
own narratives (in their own language) regarding the extent of veld fires they experienced and the 
impact these had on their livelihoods and agricultural production. The usage of the PLA technique 
empowers local people by giving them opportunities to express and enhance their knowledge and take 
action (Chambers, 2008; Bunce et al., 2010). Through the PLA technique respondents were afforded 
an opportunity to draw a mental map reflecting shocks which had a negative effect on their livelihoods 
and agricultural production. Mental maps are useful tools which help to ‘visualise’ the complex reality 
people deal with in their day-to-day lives (SEAGA, 2001; Wilde 2001). In these mental maps the 
respondents were also able to highlight the causes and effects of the said shocks. A word frequency 
analysis method was used as part of the PLA technique and it revealed the extent and severity of veld 
fires in each study site. The analysis was carried out using correspondence analysis by Abdi and Béra 
(2014). The observation of the veld fire phenomenon in some of the study sites was a useful data 
collection method, which culminated into a successful research project.  
 
 
In drawing up their mental map, the respondents specified veld fires as one of the shocks which 
have an effect on their farming enterprises. The root cause was attributed to the lack of firebreaks and 
dry weather conditions, with loss of livestock and damage to property as resultant effects. Drought 
was also depicted as a shock alongside veld fires, thus endorsing a commonly held view by several 
scientists that there is a very close relationship between drought and veld fires (Wilhite et al., 2014). 
Drought conditions make the vegetation to dry out quicker and with no rains due to drought before a 
fire, the rate of spread for veld fires becomes considerably higher.    
 
Figure 2 - Mental map 
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Another finding portrayed by respondents through mental maps was lack of pastures caused by soil 
erosion and invasion of alien species. This finding concurs with the IPCC (2014) who pointed out that 
wherever veld fires occur, they turn to culminate into to severe environmental degradation. More 
explicitly, veld fires lessen land cover, thus uncovering the land to agents of fast-tracked soil erosion, 
changes in the hydrological cycle, escalation in overland flow or surface run off and alterations in a 
number of ecological processes (Lynn, 2014). The presence of alien species perpetuates the spread of 
veld fires, reducing the aesthetic value of the natural land and causing a strain on natural resources. 
Fires do provide an environmental service and are an integral part in the maintenance of the ecosystem; 
however, increased veld fire activity, brought about by anthropogenic action, leads to adverse effects 
in the environment. 
The word frequency analysis method contributed to revealing the extent and severity of veld fires 
in each study site. Through the ranking process it further exposed the importance associated with the 
mentioned shock. This gave a clear overview in terms of the manner in which veld fires affected the 
livelihoods and agricultural production of the land reform beneficiaries in the study sites.  
 
Figure 3 - Tree map word frequency analysis of ‘veld fires’  
As illustrated in Figure 3, the shock of ‘veld fires’ was of major concern in Maletswai, based on the 
number of times they were mentioned and ranked in terms of importance. In Lady Grey 1 and Lady 
Grey 2 veld fires were of a concern, although at a lower ranking, compared to Maletswai, Mantusini 
and the Majola Tea Estate that shared the value in terms of the frequency that the shock was cited; 
however, it was different in terms of how it was ranked. In Mantusini, veld fires were of a significantly 
higher ranking compared to that of the Majola Tea Estate.  
During the 2016 fire season, the land reform beneficiaries of the Majola Tea Estate were captured 
by the local press extinguishing veld fires without the necessary fire fighting equipment. The article 
entitled “Majola Tea Estate workers spent about five hours trying to extinguish a fire which engulfed 
at least 35 hectares of the tea fields, resulting in a loss estimated to run into millions of rands” 
(Ntshobane, 20 July 2016). 
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Figure 4 - Majola Tea Estate beneficiaries trying to extinguish a veld fire. Source: Ntshobane (2016) 
The above finding depicts land reform beneficiaries attempting to extinguish veld fires without the 
necessary equipment and apparatus, thus exposing their health to the adverse effects of veld fires. This 
is because veld fires are comprised of carbon dioxide and water vapour, combined with the hazardous 
chemicals released from the burning of land fuels. The inhalation of smoke from a veld fire could 
therefore cause a significant health hazard (NOAA, 2014).  
Veld fires have been classified as one of South African hazards which often lead to disasters, 
resulting in both loss of human and animal life and loss of property. The results of this study provide 
an insight into the effect of veld fires on livelihoods and agricultural production of land reform 
beneficiaries. In order for fire disasters to be mitigated within the land reform programme, the DRDLR 
as the landowner and government decision-makers need to ensure an efficient and effective allocation 
of resources, including human resources, to limit the spread of veld fires and to ensure that veld fires 
do not result in adverse effects on the environment and society. In order for the land reform 
beneficiaries to be resilient against future veld fire disasters, there needs to be a better understanding 
of high risk areas. This study has made way for further investigation into high risk vulnerable areas of 
the South African land reform programme.   
 
 
Figure 5 depicts the proposed innovative veld fire mitigation strategy for land reform beneficiaries. 
The strategy consists of five themes, the collective application of these themes will result into proper 
management of veld fire risks within land reform farms and sustainable livelihoods and agricultural 
production.  
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Figure 5 - Proposed innovative veld fire mitigation strategy 
 
The results provided confirm the need for a veld fire mitigation strategy within the land reform 
programme. The strategy will boost active involvement thus strengthening capacity to cope with veld 
fires in land reform farms and improve livelihood security. Additionally, the strategy will assist in 
determining on farm infrastructure under threat from veld fires and vulnerable areas where there is an 
abundance of fuel that can start veld fires.  
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Abstract 
This study aims to estimate wildfire occurrence in two representative Spanish regions with different 
territorial, social and environmental characteristics as well as fire history; Zamora and Madrid. Land-Use 
Land Cover (LULC) interfaces derived from ESA Climate Change Iniciative-Land Cover (CCI-LC) 2005 
(covering 2003-2007 period at 300m resolution) were used as indirect indicator of socio-economic drivers 
associated with human-caused wildfire ignition sources. Three general interfaces were used; forest-
agricultural interface (FAI), grassland-forest interface (GFI) and wildland urban interface (WUI), as well as 
other more specific ones derived from a disaggregated LULC legend. A set of biophysical variables including 
orientation, monthly precipitation, temperature (mean, minimum and maximum) as well as live fuel moisture 
content (FMC) were also considered in the model. Monthly precipitation and temperature were obtained from 
a regional climate dataset developed for the study sites by the University of Cantabria (Spain) at 1km2 spatial 
resolution while FMC were calculated from MODIS images following Yebra et al. (2018) methodology. 
Orientation was obtained from the Digital Terrain Model at 25m available for Spain at the Spanish National 
Geographic Institute (CNIG). 
Generalized Linear Models (GLMs) were used to obtain four sub-models to estimate wildfire occurrence 
in the two study regions during the 2000-2010 period. Two models included only LULC interfaces at two 
different disaggregation levels, and the other two models also included biophysical drivers. Results showed 
that disaggregated interfaces helped to improve the spatial characterization of probability of occurence. FAI 
was the LULC general interface that contributed the most to the models. Biophysical drivers had larger 
contribution to the models than the interfaces but the later still had importance explaining the spatial 
distribution of the fire occurrence probability. The accuracy of the models improved when biophysical 
variables were included achieving a sensitivity of~42% and omission errors of ~58% in Zamora and ~6% 
and 90%, respectively in Madrid. The results for Madrid were less accurate mainly due to the small number 
of fire events to fit the models. Future works will deal with modeling in areas with small but of importance 
number of fires as in this last site. This study indicates that the human component of wildfires represented by 
LULC interfaces and its disaggregation can be integrated into wildfire occurrence estimation.  
 
Keywords: CCI-Land Cover, LULC interfaces, MODIS Hotspots, wildfires 
 
 
Reported changes in the use of land and in climate are affecting the fire cycle (Pausas and 
Fernández-Muñoz 2012) increasing the frequency and severity of wildland fires (Moreno et al. 2013) 
and leading to threats to the ecosystem stability, the provision of services, habitat conservation as well 
as properties and human lives. Most of these fires are human-caused so an effort is necessary to identify 
and monitor fire risk associated to human activity. Previous works to predict wildfire occurrence have 
considered different types of factors that represent the human activities that can lead to the ignition of 
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a fire i.e. roads, electric lines, population, natural protected areas (Martínez et al. 2009) (Rodrigues 
2014) (Vilar et al. 2016b). Among all the considered factors, the contact areas between the forest and 
other land cover (the so-called interfaces) have been also included because of the high implication for 
the security of the people living close to these areas as in the Wildland Urban Interface (WUI). 
However, in these contact areas human activities cannot only suffer the effects but also to lead to fire 
ignitions either by accident, negligence or deliberate actions (pasture or agricultural burnings, 
recreational activities close to urban areas, etc.). Consequently, Land Use Land Cover (LULC) 
interfaces can be considered as a proxy to human activities associated to potential sources of wildfires 
ignition (Gallardo et al. 2015) (Vilar et al. 2016a). In this work we consider different LULC interfaces 
at various thematic disaggregation levels in combination with other biophysical parameters associated 
to wildfire ignition risk, to estimate fire occurrence at a regional scale. The study sites are two Spanish 
provinces, Zamora and Madrid, because of their differences in terms of territorial characteristics, 
LULC and fire history. Generalized Linear Models (GLMs) were applied for the period 2000-2010 
and four sub-models at 1km2 grid cell resolution were calculated for each province by using (1) LULC 
interfaces (general and specific) and (2) a combination of LULC interfaces and biophysical variables 




The study sites are two Spanish provinces, Zamora and Madrid (Figure 1). The two regions are 
quite similar in size (Zamora area is ~10,500 km2 and Madrid ~8,400 km2) and are dominated by 
Mediterranean continental climate (mean temperature 12-14ºC and 400-1000 mm annual 
precipitation (AEMET 2011)). However, both regions have substantial differences in population 
density (17 hab/km2 in Zamora and 800 hab/km2 in Madrid) (INE 2018). Regarding natural 
vegetation forest, mainly evergreen occupy the 25% of the total area in both provinces. Important 
zones are covered by shrublands in Zamora, and only less than the 2% is covered by grassland, 
while Madrid is mainly dominate by mixed shrubland-trees, deciduous forest and grasslands, with 
the latest representing approximately a 14% of the surface (CCI-LC 2010).  
 
Figure 1 - Location of the study sites and their corresponding reclassified Land Cover categories from ESA Climate 
Change Iniciative-Land Cover (CCI-LC) and obtained ignition points 2001-2010 (MODIS Burned Area MCD64A1 
and MODIS Hotspots products combination) 
Agricultural areas cover ~64% and ~40% of the territory in Zamora and Madrid respectively. Urban 
areas represent ~9% of the territory in Madrid while are really scarce in Zamora (<1%). Concerning 
wildfires ~5,200 events happened in Zamora between 2001 and 2010 period, burning 14,000 ha. 1,000 
fire events affected 25,000 ha in Madrid. Deliberately caused wildfires are more than 75% in Zamora 
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while in Madrid accidents cause the 22% of the total wildfires being ~50% classified as unknown 
causes (Cubo María et al. 2012). 
 
 
Fire data used for this work was the result of combining two data sources, (1) MODIS Terra and 
Aqua Burned Area (BA) MCD64A1 product, which is a global and monthly gridded 500 m resolution 
product (Giglio and Justice 2015) and (2) MODIS Hotspots (HS) from MCD14DL and the Visible 
Infrared Imaging Radiometer Suite (VIIIRS) 375 m (VNP14IMGTDL_NRT) (Giglio L et al. 2003). 
BA was downloaded from LP-DAAC NASA Land Products and Services 
(https://lpdaac.usgs.gov/dataset_discovery/modis/modis_products_table/mcd64a1_v006) and HS 
from Active Fire Data (https://firms.modaps.eosdis.nasa.gov/) for the period 2000-2010. The BA 
polygons with less than 50 m distance between them were assumed to be the same fire event and 
therefore were grouped. Afterwards, the pixel with the earliest date was selected from the group and 
considered the ignition point. Spatial coincidence between the HS and the BA was checked to confirm 
the location of the fire ignition point. All the HS detected at the same date and less than 1,500 m 
distance from the BA polygons  were considered to belong to the same fire (Hantson et al. 2013; Vilar 
et al. 2015). Also, groups of HS with no BA associated but with a distance less than 1,500 m among 
them were assumed to be another fire event. Afterwards those selected BA pixel or HS were placed 
within the 1km2 cell grid of reference. The response variable was finally established as the presence 
or absence of fires in the period 2000-2010 in each 1km2 grid cell.  
 
Several LULC Interfaces and biophysical variables were considered independent vatiables of the 
model (Table 2). LULC interfaces were derived from ESA CCI LC products (Defourny et al. 2016). 
The main source of input Earth Observation (EO) data for the global LC maps is the full archive (2003-
2012) of MERIS instrument (Bontemps et al. 2015) at 300 m resolution. To obtain the LULC interfaces 
the original CCI-LC 2005 epoch (2003-2007 period) legend was reclassified as showed in Table 2. 
The three general interfaces were defined as follows forest (class 2)- agricultural (class 1) interface 
(FAI), forest (class 2)- grassland (class 3) interface (FGI) and wildland (class 2)-urban (class 5) 
interface (WUI). Other 23 specific LULC interfaces were obtained (6 urban, 12 agricultural and five 
grasslands types). LULC interfaces were spatially defined as the contact pixels among uses that formed 
each interface type; then, they were overlaid with the 1km2 cell grid and thus the density value of each 
interface in each cell was calculated, obtaining the LULC independent variables by 1km2.  
Table 1 - CCI-LC legend reclassification to define LULC interfaces  
General categories Disaggregated categories CCI-LC 2010 classes 
Forest total 1 (FT1) 
F1+F2+F3+F4+F5+F6 
Forest 1 (F1; Broadleaved) 50, 60, 61, 62 
 Forest 2 (F2; Conifer) 70, 71, 72, 80, 81, 82 
 Forest 3 (F3; Mix) 90 
 Forest 4 (F4; Shrubland) 120, 121, 122 
Forest total 2 (FT2) 
F1+F2+F3+F4+F5 
Forest 5 (F5; Mosaic tree, shrub and 
grassland) 
100 
 Forest 6 (F6; Grassland) 110, 130 
Agricultural total (AT)  
A1+A2 
Agricultural 1 (A1; rain feed, irrigated crops, 
mosaic agriculture >50% and natural 
vegetation <50%) 
10, 11, 12, 20, 30 
Agricultural 2 (A2; mosaic agriculture <50% 
and natural vegetation >50%) 
40 
Grassland (G)  110, 130 
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Urban (U)  190 
Forest total 1 (FT1) was the sum of all forest categories while Forest total 2 (FT2) excluded forest 
grassland (F6). Agricultural total (AT) was the sum of A1 and A2. Figure 32 shows the spatial location 
of the general LULC interfaces. 
 
Figure 2 - LULC Interfaces Forest-Grassland Interface (FGI), Forest-Agriculture Interface (FAI) and Wildland-
Urban Interface (WUI) at 1km2 grid cell resolution for Zamora (left) and Madrid (right)  
As biophysical parameters were considered orientation, maximum, minimum and mean 
temperature, accumulated precipitation and live Fuel Moisture Content (FMC). Regarding the 
meteorological variables (maximum, minimum and mean temperature, and accumulated precipitation) 
used for this study, they have been built based on a quality controlled weather stations network 
belonging to the Spanish Meteorology Agency (AEMET). A two-step regression kriging (Hengl et al. 
2007) interpolation method has been applied to the monthly values. First, a regression model was 
defined for each region considering as predictors several orographic variables including elevation, 
distance to coastline and topographic blocking effects (Bedia et al. 2013) to interpolate the 
observations to the high-resolution grid of 1km2 spatial resolution. Then, the monthly residuals 
obtained from the regression model were interpolated to the target resolution using Ordinary Kriging. 
Finally, the interpolated values were obtained by combining both interpolated values using an additive 
and multiplicative functions for temperatures and precipitation, respectively. As a result, the weather-
related biophysical parameters (Table 2) were defined as the climatologies for the period considered 
in the analysis (2000-2010). 
Live FMC was obtained using a physically-based retrieval model and MODIS reflectance data 
(MCD43A4 Collection 6) using radiative transfer model Look-Up Table inversion (Yebra et al. 2018). 
 
 Table 2 - Independent variables of the model  
Variable type Variable Description Abbreviation  











maximum, minimum and 
mean temperature (ºC). 




Live Fuel Moisture 
Content 
Mean of 2000-2010 LFMC_m 






|| Forest total 1 
FAI 
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Grassland || Forest total 2 FGI 
Wildland Urban 
Interface 
Urban || Forest total 1 WUI 
LULC specific 
interfaces 
 Urban || Forest 1 U-F1 
 Urban || Forest 2 U-F2 
 Urban || Forest 3 U-F3 
 Urban || Forest 4 U-F4 
 Urban || Forest 5 U-F5 
 Urban || Forest 6 U-F6 
 Agricultural 1 || Forest 1 A1-F1 
 Agricultural 1 || Forest 2 A1-F2 
 Agricultural 1 || Forest 3 A1-F3 
 Agricultural 1 || Forest 4 A1-F4 
 Agricultural 1 || Forest 5 A1-F5 
 Agricultural 1 || Forest 6 A1-F6 
 Agricultural 2 || Forest 1 A2-F1 
 Agricultural 2 || Forest 2 A2-F2 
 Agricultural 2 || Forest 3 A2-F3 
 Agricultural 2 || Forest 4 A2-F4 
 Agricultural 2 || Forest 5 A2-F5 
 Agricultural 2 || Forest 6 A2-F6 
 Grassland || Forest 1 G-F1 
 Grassland || Forest 2 G-F2 
 Grassland || Forest 3 G-F3 
 Grassland || Forest 4 G-F4 
 Grassland || Forest 5 G-F5 
 
 
Wildfire occurrence was estimated using Generalized Linear Models (GLMs). GLMs are 
extensions of linear regression models that support dependent variables with non-normal distributions, 
such as binomials (Guisan et al. 2002). Fire events are a rare event and therefore the number of cells 
with fire absence is highly superior to the cells with fire presence. A random sample of the absence-
fire cells was selected as model input to retain enough covariate information on the non-ignitions for 
modelling as in Preisler (2004). This introduces a deterministic offset term of –log (πxyt) that does not 
bias the analysis (Vilar et al. 2010). πxyt denotes the response-specific sampling rate. When πxyt=1, πxyt 
is also 1, and when πxyt =0, πxyt =π. In this work a sample of 10% (Zamora) and 5% (Madrid) of the 
zero-fire cells was selected. See Preisler et al. for further details (2004). The resulting dataset was 
randomly divided into two groups, 75% for model calibration and 25% for validation. The lowest 
Akaike’s Information Criterion (AIC) value was use to select the best model. As regression models 
assume uncorrelated independent variables, a multicollinearity analysis was performed before running 
GLM using the Spearman correlation among variables and by Variance Inflation Factor (VIF). VIF 
can distinguish the degree of multicollinearity when variables are not centred (Freund et al. 2003). 
Spearman correlations higher than 0.7 and/or VIF higher than 10 (Hair et al. 1995) indicated 
multicollinearity and affected independent variables were not included in the analysis. 
 
 
Four sub-models to estimate wildfire occurrence were obtained for each province (Table 4 and 
Table 5). Exploratory analysis showed high Spearman correlations between tmin_m and tmax_m 
(0.77) and between tas_m with tmax_m and tmin_m (~0.9) with VIF>100 in Zamora. So for 
multicollinearity problems tmin_m and tas_m were not included into the analysis.  
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Table 3 - Estimated coefficients and significances (Wald test) for each of the GLM predictors for Zamora 
 LULC LULC + Biophysical 
 LULC general  LULC general   
Predictor Estimated coefficient Probability  Estimated coefficient Probability  
(Intercept) -2.1127     < 2e-16 *** -6.3841    1.62e-06 *** 
FAI 0.3815   0.0307 *   0.7239    0.000153 *** 
WUI 9.2816    0.0408 *   - - 
FGI 2.5393 9.65e-08 *** - - 
tmax_m  - - 0.1058    0.100256     
pr_m   - - 0.0433    < 2e-16 *** 
LFMC_m - - -0.0291    0.000115 *** 
 LULC specific LULC specific 
(Intercept) -2.0403     < 2e-16 *** -7.6508  3.49e-08 *** 
A1-F1  3.02733     0.074423 .   - - 
A1-F2  2.76241     0.003724 ** 1.5750    0.1353 
A1-F3    16.4596        0.2393 
A1-F5  - - 1.2283     0.0018 ** 
A2-F1  28.13043    0.26208    54.2354   0.1163 
A2-F2     -3.7303   0.0092 ** 
A2-F4  - - 1.7752      0.0627 . 
A2-F5  4.4464     0.00021 *** 2.0049   0.1270 
A2-F6  -2.6657     0.02520 *   -3.0915    0.0182 * 
U-F1    -76.6902   0.2126   
U-F3    -5.6318    0.0538 . 
U-F6  64.5968    0.1569     - - 
G-F2       2.5017     0.05652.   - - 
G-F4      7.6999   0.00015 *** - - 
tmax_m - - 0.17048    0.0110 * 
pr_m   - - 0.04573    < 2e-16 *** 
LFMC_m - - -0.02834    0.00023 *** 
Signif. codes: 0 ‘***’ 0.001 ‘**’ 0.01 ‘*’ 0.05 ‘.’ 0.1 ‘ ‘ 1 
 
In Zamora province, the model using as independent variables only general LULC interfaces (FAI, 
FGI and WUI) showed that the three of them were significant, however where the biophysical variables 
were also included the only significant LULC was the FAI along with the mean precipitation and the 
live FMC. In those models that included all 23 specific LULC interfaces, the ones that contributed to 
the model were the Agricultural (with no natural vegetation, A1)-Conifer forest (F2), Mosaic 
agriculture (A2)- Mosaic forest (F5), Mosaic agriculture (A2)-Forest grassland (F6) and Grassland-
Shrub (F4) interface. Both mean precipitation and live FMC were significant when the biophysical 
variables were included in the model. A2-F6 was also contributing to the model as well as two more 
specific agricultural-forest related interfaces. The global accuracy of the models improved when the 
biophysical variables were included with a sensitivity a omission error of 42.78% and 57.22% and 
41.18% and 58.82% in the LULC general and specific model, respectively. 
 
Table 4 - Estimated coefficients and significances (Wald test) for each of the GLM predictors for Madrid 
 LULC LULC + Biophysical 
 LULC general LULC general 
Predictor Estimated coefficient Probability  Estimated coefficient Probability  
(Intercept) -1.3870   < 2e-16 *** -0.0081   0.9850 
FAI -2.1279    4.62e-12 *** -1.8267   1.65e-08 *** 
WUI - - - - 
FGI - -   
pr - - -0.0350 0.0011** 
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 LULC specific LULC specific 
(Intercept) -1.4321    < 2e-16 *** 0.0380  0.9329 
A1-F3 -21.2314 0.1652 -19.3975 0.1682 
A1-F5  -3.5485 0.0191* -3.4152   0.0272* 
A1-F6      -1.9583 0.02594 ** -2.422 0.0019 ** 
A2-F3  36.6788   0.3786 33.1694   0.3575 
A2-F5  -3.5859 0.0014 * -3.0695  0.0064 ** 
U-F2   4.7141 0.1728   6.0985 0.1009 
G-F1        -28.0549    0.2770     -28.9154   0.2360 
G-F2  - - 6.2943  0.0479* 
G-F5   -8.8926 0.0001 *** -9.8587  0.0001 *** 
pr - - -0.0382 0.0006*** 
Signif. codes: 0 ‘***’ 0.001 ‘**’ 0.01 ‘*’ 0.05 ‘.’ 0.1 ‘ ‘ 1 
 
In Madrid the model with the general LULC interfaces showed FAI was significant and with 
negative sign. When the biophysical variables were added, the mean precipitation also contributed to 
the model. Regarding the models that included the specific LULC interfaces the significant variables 
were the Agricultural (with no natural vegetation, A1)- Forest Mosaic forest (F5) and Forest grassland 
(F6), and Grassland- Mosaic forest (F5) (negative trend). When biophysical variables were included, 
mean precipitation was significant as well as three agricultural-related LULC specific interfaces 
(A1F5, A1F6, A2F5), G-F2 and G-F5. Similarly to Zamora, the global accuracy of the models also 
improved in Madrid when the biophysical variables were included with a sensitivity of ~6% and a 
large omission error of ~90%. However, the general fit of the model was not satisfactory for this site.  
 
 
LULC interfaces have been used as predictor factors to estimate wildfire occurrence in previous 
works (Syphard et al. 2007); (Padilla and Vega-García 2011); (Vilar et al. 2016b); (Martínez et al. 
2009). In this work include LULC disaggregated interfaces were included to consider different forest 
types regarding tree species (conifer, deciduous, mixed) and different vegetation formations (shrubs 
and pastures). Two very different Spanish provinces (Zamora and Madrid) have been analyzed with 
the aim to obtain predictive wildfire models that gathered those territorial and fire-related differences. 
The inclusion of the biophysical variables allowed to quantify the improvement on the predictive 
ability of the proposed models in comparison to models only calibrated with LULC. 
Biophysical factors contributed the most in both sites. Mean precipitation and LFMC were the 
stronger contributors in Zamora while precipitation in Madrid. Regarding the LULC interfaces, 
agricultural-forest related interfaces explained fire occurrence in Zamora with the expected trends 
(positive), coincident with Rodrigues et al. (2014). The authors used Geographic Weighted Regression 
(GWR) model for the estimation of fire occurrence probability in Spain and FAI interface also showed 
an important contribution in Zamora. Also, FGI contributed to the general model, possibly related fires 
associated with accidents or negligences derived from traditional agricultural practices as pasture 
burning. In Madrid, none of the specific WUI related interfaces contributed to the model and most of 
the variables had a negative trend, contrary as expected about fire ignition in this region (Vilar et al. 
2016b). 
In general, the models performed better in Zamora than in Madrid. We hypothesize that the spatial 
distribution of the response variable might be influencing in this result as MODIS is mainly detecting 
the agricultural fires but not the forest fires due to the small area that these fires usually have in this 
region where firefighting is quite effective in extinguishing the fires in their earlier phases.  
The use of indicators of human-related ignition potential is a key issue in fire risk estimation in 
European Mediterranean areas where a high percentage of fires are due to human causes. As proven 
in this work and also demonstrate by other authors, LULC interfaces indirectly represent human 
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activities associated with fire ignition. This information can be obtained from Land Cover (LC) maps 
globally available at appropriate management scales as is the case for the CCI-LC. This availablility 
of global LC maps will allow applying the proposed methodology to other study sites and temporal 
periods. The combination of specific LULC interfaces along with the biophysical variables might help 
to obtain a more detailed wildfire occurrence explanation at a global scale too. 
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Abstract 
The identification of areas most vulnerable to fire risk is a key tool in wildfire management, particularly 
in view of the limited availability of fire risk management resources, most of which are used for national and 
regional air services. The few resources available can thus be used on a yearly basis to mitigate problems in 
the areas at highest risk by defining a program of interventions. 
In this contest, the main objective of the present study is to elaborate wildfire susceptibility mapping for 
Liguria region (Italy), and to compare results obtained by a statistical driven partitioning models with the 
ones obtaining by appling a machine learnig approach, based on Random Forest (RF) algorithm. 
The availability of a mapping of fire perimeters spans almost 20 years (1996-2016), and this, combined 
with a detailed knowledge of topography, climate and land cover, allowed to understand the main features 
involved in wildfire occurrences and their behavior. The seasonality of the fire regime was also considered, 
partitioning the analysis in two macro season (November-April and May- October).  
The analysis was based on a recursive-quantiles subdivision of the territory in classes based on the 
different available information layers: elevation, slope, aspect, rainfall height, temperature (the latter 
subdivided in winter and summer periods). The algorithm was designed in order to assure the equal 
representation of each class, in which the number of fires occurred in the period of analysis is considered, in 
order to have an estimation of the fire hazard with a constant statistical confidence.  
The resulting wildfire susceptibility map was then compared with the map obtained applying a machine 
learning (ML) approach. ML explores the conception of algorithms capable of learning from and make 
predictions on data, through the modeling of the hidden relationships between a set of input and output 
variables (i.e. the predisposing factors and the occurrence of the phenomenon). The main benefit is that these 
approaches are data driven, meaning that they do not need a priori knowledge of the process. Moreover, RF 
directly provides the measurement of the importance of each variable. 
The results show that both the approaches identify shrubs as the vegetation most affected by wildfire both 
in summer and winter season. RF algorithm seems to perform better, detecting 90% of the of the BA within 
10% of the entire territory instead of 60% of burned area within the 20% of the territory for the statistical 
driven partitioning. These results are preliminary and need to be further evaluated in detail by establishing a 
working plan accounting for a common validation dataset for the two approaches. 
 
Keywords: Wildfire susceptibility mapping, Machine learning, Random Forest, Statistical partitioning, forest management plan 
 
 
Susceptibility maps are a modern tool to support forest protection plans and to address fuel 
management strategies in order to reduce fires’ consequences. Wildfire susceptibility mapping allows 
to identify areas subject to fires, assessed defining a rank from low to high. These are elaborated taking 
into account two aspects: where the wildfires occur and which are the predisposing factors. Distance 
to transport networks and distance to urban or recreation areas are the most frequently used human 
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factors. As regards environmental variables, those related to weather, fuel and topography result to be 
the most significant drivers of ignition of wildfires, especially in Mediterranean-type regions 
(Ganteaume et al., 2013). A number of models for wildfire hazard mapping and risk analyses were 
recently developed . These are often GIS oriented, including statistical analyses and modeling to assess 
the variables’ importance (Eugenio et al., 2016; Parente and Pereira, 2016; Pourghasemi et al., 2016; 
Pourtaghi et al., 2016; Rodrigues et al.,2014; Fiorucci et al., 2008), and often relie on expert knowledge 
to estimate predisposing factors. Comparison of phisically based and stochastics approach highligt the 
benefit of using a data driven method (Leuenberger et al., 2018), which do not need a priori knowledge 
of the process.    
Wildfire risk is particularly significant in Italy, both in summer and winter season due to the high 
topographic and vegetation heterogeneity of the territory. Liguria is one of the few regions in Italy 
affected by wildfires both in summer and winter. Most of the fires in Italy occur in summer season and 
the burned area is largely greater than in winter season. The seasonal fire regime in Liguria differs 
from this behaviour and is charactetized by a  number of wildfires and burned area higher in winter 
than in summer (Fig.1). Winter fire regime is mainly due to frequent extremely dry winds from the 
north in condition of curing for most of the herbaceous species.  
 
 
Figure 1 - Monthly frequency of forest fires and burned area in Liguria region (Italy) in the last two decades (1987 – 
2016) 
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In view of the limited availability of fire risk management resources, most of which are used in the 
management of national and regional air services, it is necessary to precisely identify the areas most 
vulnerable to fire risk. The few resources available can thus be used on a yearly basis to mitigate 
problems in the areas at highest risk by defining a program of forest management interventions. 
The main objective of the present study is to elaborate wildfire susceptibility mapping for  Liguria 
region using two approaches, the first needing of a priori knowledge of the fires behaviour within the 
investigated area, and the second based on a machine learning stochastic algoriothm. Namely, we 




The availability of a mapping of fire perimeters spans almost 20 years (1996-2016), and this, 
combined with a detailed knowledge of topography, climate and land cover, allowed to understand the 
main features involved in wildfire occurrences and their behavior. The seasonality of the fire regime 
was also considered, partitioning the analysis in two macro season (November-April and May-
October). Total precipitation and average air temperature obtained from the interpolation of 30 years-
long time series from 164 raingauges and 127 thermometers series were considered. The analysis was 
carried out at a spatial resolution of 20 m on the Liguria region territory (5,400 km2) by using a dataset 
of fires occurrences that spans from 1996 to 2016. 
The statistical driven partitioning analysis  relied on a recursive-quantiles subdivision of the 
territory in classes based on the different available information layers: elevation, slope, aspect, type of 
vegetation (Table 1), rainfall height, temperature (these two latter subdivided in winter and summer 
periods). The algorithm was designed in order to assure the equal representation of each class, in which 
the number of fires occurred in the period of analysis is considered, in order to have an estimation of 
the fire hazard with a constant statistical confidence.  
Table 1 - Type of vegetation cover considered in the models  
 
The wildfire susceptibility map obtained with the described approach has been compared with the 
map obtained with a machine learning (ML) method. ML include a class of algorithm for the analysis, 
modelling and visualization of environmental data, and perform particularly well to model 
environmental and anthropogenic hazard, which naturally present a complex and non-linear behavior. 
ML explores the conception of algorithms capable of learning from and make predictions on data, 
through the modeling of the hidden relationships between a set of input and output variables (i.e. the 
predisposing factors and the occurrence of the phenomenon). After a training procedure, allowing to 
calibrate the parameters of the model, susceptibility maps can be displayed. In this study, we used 
Random Forest (RF) (Breiman, 2001), an ensemble ML algorithm based on decision trees (Fig.2). The 
Code Type of Vegetation
10 Non-vegetated area




34 Other deciduous forest
35 Chestnut groves 
37 Shrub vegetation 
333 Less-burnable forest
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number of decision trees generated (ntree), and the number of variables randomly sampled as 
candidates at each split (mtry) are the only hyperparameters that need to be specified. Then the 
algorithm generates ntree subsets of the training dataset (counting about two-third of the observations) 
by bootstrapping (i.e. random sampling with replacement). For each subset, a decision tree is generated 
by iterating the following rules up to the maximum level, when each node contains less than a fixed 
number of data points: at each split, the algorithm select randomly mtry variables and computes the 
Gini index to select the best variable. The prediction of new data points is finally computed taking the 
average value of all decision tress for regression and the maximum voting for classification. The 
prediction error is assessed by evaluating prediction on those observations which were not used in the 
subset, that is the remaining one-third defined “out-of-bag” (OOB) 
 
 
Figure 2 - Structure of Random Forest based on an ensamble of single decision trees 
The main benefit of using ML algorith in general is that these approaches are data driven, meaning 
that no a priori knowledge of the process is required. Another specific advantage of RF is that it allows 
to measure the relative importance of each variable on the prediction. This is obtained by looking at 
how much the tree nodes, which use that variable, reduce impurity across all the trees in the forest.  
 
 
Results of statistical driven partitioning method show a very high correlation with the topographic 
aspects, both in winter and summer. Rainfall is almost uncorrelated in both season. Shrubs results the 
vegetation most affected by fires both in summer and winter. In winter grassland burn quite often in 
the internal part characterized by high elevation and slope. 
Random forest gives as output a prediction value, expressed as the probability for each pixel of 
burning under the assumpition of a set af predisposing variables. This value is then projected on the 
training and testing datasets, allowing to produce a susceptibility maps and to validate the procedure. 
The testing and the OOB mean squared error are in our case both equal to about 0.2 for winter season 
and to 0.17 for summer summer. This let us to conclude that the RF setted model is robust and good 
for generalisation, since it performs well on testing data which were never used during the learing 
process. 
As regards the variable importance measurement, it results that shrub vegetation is by far the most 
important variable in predicting burnig area (Fig.3), both in summer and in winter season. Grassland 
is the second most important type of vegetation. Neverthless this one and all the other type of 
vegetation are less important than raifall, altitute and slope and temperature.  
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Figure 3 - Variable importance diagrams resulting from Random Forest, evaluated by computing the percentage 
increase of mean square error (%IncMSE). Left side: summer season; right side: winter season   
Susceptibility maps for winter and summer were elaborated as resulting from the two approach 
(Fig.4). In Tab. 2 a numerical comparison of the statistical driven partitioning (PA) and machine 
learning approach, namely random forest (RF) is reported. Results are classified in 5 classes (Cl) of 
susceptibility to wildfires, using the same thresholds for both approaches. The total area (TA) classified 
in each class and the burned area (BA) occurred in each class is reported considering the two 
approaches in summer and winter. 
Table 2 - Comparison of statistical driven partitioning (PA) and  random forest algorithm  (RF) 
 Summer Winter 
PA RF PA RF 
TA [%] BA [%] TA [%] BA[%] TA [%] BA[%] TA [%] BA[%] 
Cl1 0,26 0,007 0,50 0,020 0,14 0,006 0,13 0,003 
Cl2 0,11 0,011 0,09 0,009 0,11 0,015 0,11 0,004 
Cl3 0,33 0,131 0,25 0,048 0,43 0,191 0,41 0,044 
Cl4 0,14 0,147 0,06 0,032 0,15 0,175 0,14 0,045 
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Figure 4 - Wildfires susceptibility maps for the two methods based on 5 generated classes from hevy hight (red) to very 
low (brown). The map of coincidences is also shown on the bottom.  
Susceptibility maps obtained by applying the two methods are broadly similar and show higher 
class matching with observed burned area, which are closer to the coast in summer and develop along 
the interior in winter. The RF algorithm seems to perform better, detecting about 90% of the BA within 
10% of the entire territory, in summer, and 90% within 20% in winter VS 70% of BA within the 15% 
of the territory detected by the statistical driven partitioning in summer, and about 60% of BA within 
17 % of the territory in winter. These results are preliminary and need to be further evaluated in detail 
by establishing a working plan accounting for a common validation dataset for the two approaches.  
In summary, RF seems to be a promising alternative to deterministic or statistical expert- based 
method for wildfire susceptibility mapping. 
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Abstract 
Fire is one of the most important disturbance processes in Pinus forest ecosystems in the Mediterranean 
Basin. These ecosystems differ markedly in their response to this disturbance. They rely on climatic 
conditions in the area, fire regime and biological traits of the vegetation. Thus, understanding the influence 
of climatic conditions and fire characteristics in shaping postfire vegetation recovery will help to identify the 
most appropiate post-fire management strategies. 
During recent decades, wildfire ocurrence in fire-prone ecosysems in the Mediterranean Basin has 
increased because of changes in land use, increased fuel load and continuity in the landscape. Moreover, these 
socio-ecological changes are related to the increase in burn severity and the surface affected. These large 
wildfires usually result in high heterogenous spatial mosaics with different degrees of severity and recurrence, 
which clearly influence vegetation regeneration capacity. However, fire regime characteristics not only affect 
vegetation regeneration after wildfire but also climatic conditions and their functional traits. Many authors 
recognise that in situations of high recurrence, resprouter species have an advantage over seeders.  
To determine how vegetation regeneration in a Pinus fire-prone ecosystem may be related to climatic 
gradients, fire regime characteristics and plant traits, we selected three large wildfires that occurred in the 
Iberian Peninsula during 2012 and 2013: the Carnota wildfire in Atlantic climate conditions (Galicia), the 
Sierra del Teleno wildfire in transition climatic conditions (León) and the Cortes de Pallás wildfire in 
Mediterranean climatic conditions (Valencia). In each study area, a burn severity map of two levels (low and 
high) was obtained from a classification (threshold) of a Landsat-based differenced Normalized Burn Ratio 
image. Moreover, in each fire scar we evaluated recurrence in the last 20 years and differentiated two 
recurrence situations: low (1 wildfire) and high (2 or more wildfires). As a result, four scenarios were 
differentiated: low recurrence-low severity, low recurrence-high severity, high recurrence- low severity and 
high recurrence-high severity.  
In each scenario, a proportional number of 2 m x 2 m plots were established. In each plot, we sampled the 
visual cover percentage of all plant taxa in 4 subplots of 1 m2 three years after the wildfire. Mean cover values 
of Pinus saplings and resprouter and seeder shrubs were differentiated and compared among fire regime 
scenarios and climatic conditions. We observed diferences in the regeneration patterns in the three study sites, 
with more similarity between the Transition and Mediterranean ones. The common pattern of regeneration 
among the three climatic conditions has a significant negative effect on Pinus recruitment and cover in 
scenarios of high recurrence with low and high severity. At the same time, the resprouter shrubs species were 
favored by high recurrence. 
 
Keywords: climatic gradients, Pinus forest, post-fire regeneration, vegetation functional traits, wildfire recurrence, wildfire 
severity 
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Fire is a major and frequent disturbance in forest ecosystems, especially in Mediterranean Basin 
countries (Hosseini et al. 2018), where it shapes plant communities and landscapes. During recent 
decades, the natural fire regime has been affected by several factors, mainly by changes in land use, 
increased fuel load and continuity, global warming, changes in forest policies and an increase in 
invasive plant species (Pausas and Keeley 2014). Therefore, the main changes in the Mediterranean 
Basin in fire regimes characteristics include an increase in the number of fires (San-Miguel-Ayanz et 
al. 2016; Fernandez-García et al. 2018) and also in burn severity and the surface affected (González-
de Vega et al. 2018). These large wildfires usually result in high heterogenous spatial mosaics with 
different degrees of severity and recurrence, which clearly influence vegetation regeneration capacity. 
However, fire regime characteristics not only affect vegetation regeneration after wildfire but also 
climatic conditions and their functional traits.  
Fire affects all plants in burned ecosystems, but its effects strongly depend on the functional traits 
of the species, which determine their responses to disturbances, and reflect the mechanisms underlying 
these responses (Lavorel et al. 1997). Hence, changes in the abundance of plants with different 
functional traits could be used to assess the effects of fire. In addition, species sharing similar traits are 
expected to show similar responses after fire (Pausas 1999). For instance, many authors recognise that 
in situations of high recurrence, resprouter species have an advantage over seeders (Diez Delgado and 
Pons 2001; Calvo et al. 2012). However, in scenarios of high severity fires, there is not a common 
pattern in the behaviour of the resprouter versus seeder species. The reason for this could be because 
it depends on the type of resprouting mechanism or on the ability to survive inside serotine cones or 
fruit and the soil seed bank. 
In general, fire-prone ecosystems, such as Mediterranean Pinus forest, are characterized by good 
resilience of vegetation to fire throughout the two regeneration strategies: resprouters (buds in soil or 
protected by tissues) or obligate seeders (seeds buried in the soil bank or enclosed in aerial banks) 
(Calvo et al. 2003, 2008, 2012). In some cases, seed germination can be initiated or improved by heat, 
presence of burnt wood or ash as scarifying agents (Alvarez et al. 2005, 2007; Calvo et al. 2013, 2016). 
High temperatures can also facilitate the opening of serotinous cones or fruits to release seeds after a 
fire (Calvo et al. 2008).  
Several studies have been carried out on the effects of fire on Pinus pinaster (Maritime pine) forests 
in the western Mediterranean Basin after one fire (Calvo et al. 2003, 2008, 2012, 2016). However, the 
importance of this study lies in the effects of wildfire in maritime pine forest under different scenarios 
of recurrence and severity of fire. This species is one of the best-adapted tree species to fire. It is an 
obligate seeder with a dual-life strategy, early reproduction and both serotinous and non-serotinous 
cones, with a high percentage of serotinity, mainly in the north-western populations of the Iberian 
Peninsula very frequently affected by fire (Tapias et al. 2001).  
The objective of this research was to determine how vegetation regeneration in a Pinus fire-prone 
ecosystem may be related to climatic gradients, fire regime characteristics and plant traits. Our goal 
was to improve knowledge of fire recurrence and severity effects on vegetation regeneration as a 
support tool to be used in post-fire planning and decision making for the recovery of ecosystem 
services provided by these forest.  
 
 
We selected three study sites along an Atlantic-Transition-Mediterranean climatic gradient within 
Spain (Figure 1). The Atlantic study site is located in La Coruña Province (Carnota), within the 
perimeter of a large forest fire that occurred in September 2013, which burned 2,523 ha mostly covered 
by Pinus pinaster forest. The soils are acidic. The annual average rainfall is 1655 mm and the average 
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annual temperature is 13 °C, and there were no drought months during the summer. The Transition 
site (Sierra del Teleno) is a mega-fire that occurred in August 2012 located in the Southwest of León 
Province (Spain). The burned surface was 11,602 ha, predominantly covered by a Pinus pinaster 
forest. The mean annual rainfall is/was? 640 mm and average annual temperature 10 °C, presenting 
two months of summer drought. The Mediterranean site is a megafire in June 2012 in the West of 
Valencia province (Cortes de Pallás) that burned 29,752 ha. The surface affected by the fire was 
represented by reforestation stands of Pinus pinaster and Pinus halepensis. The soils are basic. Annual 
average rainfall is 582 mm and average annual temperature 16 ºC, with three months of summer 
drought (Ninyerola et al. 2005). 
In each study area, a burn severity map of two levels (low and high) was obtained from a 
classification (threshold) of a Landsat-based differenced Normalized Burn Ratio image (Fernandez-
García et al. 2018). Moreover, in each fire scar we evaluated recurrence in the last 20 years and 
differentiated two recurrence situations: low (1 wildfire) and high (2 or more wildfires). As a result, 
four scenarios were differentiated: low recurrence-low severity, low recurrence-high severity, high 
recurrence- low severity and high recurrence-high severity (Fig. 1).  
A set of 120 plots of 2x2 m were randomly established in each study site. These plots were 
proportionally distributed among the four scenarios. In each plot, we sampled the visual cover 
percentage of all plant taxa in 4 subplots of 1 m2 three years after the wildfire. Mean cover values of 
Pinus saplings, resprouter and seeder shrubs, and herbaceous species were differentiated and compared 
among fire regime scenarios and climatic conditions.  
 
 
Figure 1 - Location of the three study sites in Spain across an Atlantic (A)-Transition (T)-Mediterranean (M) climatic 
gradient. Fire perimeter and four scenarios of recurrence (low= one fire in the last 20 years, high= more than one fire 
in the last 20 years) and severity (low and high) 
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A Principal Component Analysis (PCA) was carried out to distinguish the effects of study sites and 
recurrence-severity scenarios in the vegetation response (Pine saplings cover, resprouter shrubs cover, 
seeder shrubs cover and herbs cover). 
Principle Component Analysis (PCA), which included all the studied variables (Pine saplings cover, 
resprouter shrubs cover, seeder shrubs cover and herbs cover), were performed for the comparison 
among the three study sites (Atlantic-Transition-Mediterranean) and in each site to identify the 
behaviour of each recurrence-severity scenario. 
All data analyses were carried out with R (R Core Team, 2016), using the vegan package (Oksanen 
et al. 2016). 
 
 
In the analysis of the ordination of the three study areas together in relation to the plant functional 
traits we observed a clear differentiation (Fig. 2) between the Atlantic site, characterized by the 
dominance of herbaceous cover and resprouter woody cover, mainly dominated by Ulex europaeus 
and Rubus sp., and the other two study sites. Both the Transition and Mediterranean sites were more 
similar in terms of vegetation functional traits, which were characterised by the abundance of seeder 
shrub species and the highest cover of pine seedlings.  
 
 
Figure 2 - PCA biplot showing relationships between recurrence-severity scenarios in the three study sites (Atlantic- 
blue dots, Transition- green dots and Mediterranean- brown dots) and vegetation functional traits (Herbaceous cover, 
Resprouter shrubs cover, Seeder shrub cover and Pinus seedlings cover). 
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There is no clear effect of the different fire regime attributes in the abundance of the different plant 
functional traits after fire in the Atlantic site (Fig. 3). We observed that in the scenario of high 
recurrence and high severity herbs cover predominated, under high recurrence and low severity there 
was higher cover of shrubs species, both resprouters (Ulex europaeus) and seeders (Halimium 
lasianthum, Erica cinerea and Erica ciliaris) .Pine seedlings were abundant in environments of low 
recurrence and low severity. 
However, in the Transition site, recurrence represents the main fire regime attribute that affected 
vegetation regeneration. Under the scenario of high recurrence, more than two fires in 20 years, 
resprouter woody species, such as Erica australis and Pterospartum tridentatum showed better 
adaptation to regeneration. Whereas, in scenarios of low recurrence, Pinus pinaster seedlings have a   
better opportunity to germinate. 
In the Mediterranean site there was a common pattern of vegetation traits regeneration behaviour, 
with clear dominance of resprouters in a high recurrence scenario, regardless of severity. Quercus 
coccifera is the resprouter species with highest abundance. However, in scenarios of low recurrence, 
there was a clear effect of fire severity. So, low severity favoured the increase in the cover of Pinus 
halepensis and Pinus pinaster seedlings, while high severity positively affected the dominance of 
shrub seeder species such us Ulex parviflorus. 
 
 
A better understanding of the ecological role of fire regime attributes in the regeneration of 
ecosystems is a matter of importance, given the evident increase in both the number and severity of 
wildfires in the Mediterranean Basin (Moreno and Chuvieco 2013). The field study revealed marked 
differences in the type of plant functional traits regeneration in relation to fire regime attributes and 
climatic conditions. In general, areas with wetter climatic conditions, such as the Atlantic site, show 
faster regeneration of the resprouter and seeder shrubs and herbaceous species than much drier climate 
areas, such as the Transition and Mediterranean study sites. This is in accordance with findings 
obtained by other authors (Arnan et al. 2007; Acácio et al. 2009).  
Vegetation from fire-prone ecosystems is fire-adapted, and is therefore highly resilient, meaning 
that almost all perennial species can recover after a fire (Calvo et al. 2008), though, they could be 
constrained by the fire regime attributes. Post-fire vegetation cover depends not only on the number 
of fires, but also on the time interval between them and severity. Some authors have indicated that the 
time since the last fire has a stronger effect than the number of fires, provided the former is sufficiently 
long to allow some vegetation to recover (Espelta et al. 2008; Fernandes and Rigolot 2007). 
The results of the current study indicated that the fire recurrence has a greater impact on the 
regeneration of the different plant functional traits than fire severity. Many authors have observed that 
high recurrence and short intervals between successive fire events may lead to substantial changes in 
vegetation (Tessler et al. 2014, 2016). In general, the impact of recurrent fires on vegetation 
composition produce an increase in the dominance of resprouter shrubs (Delitti et al. 2005; 
Schaffhauser et al. 2011, 2012). So, resprouters can regenerate efficiently up to a certain fire recurrence 
threshold. In the case of the Transition site, Erica australis is one of the most favoured resprouters by 
fire recurrence. The buds of this species, Erica australis, are found in the lignotuber (Calvo et al. 
2002). The presence of a lignotuber gives a great advantage in their response to recurrent fires (Moreno 
et al. 1999). The presence of this type of storage mechanism is probably associated with recurring 
perturbations that eliminate all the aboveground biomass. Another shrub species with great ability to 
resprout in the Transition site is Pterospartum tridentatum, mainly from the bank of shoots situated in 
the root (Tárrega et al. 1992). This species undergoes a process of progressive ageing of the aerial 
biomass, only the outer edge of each branch remaining green. Therefore, recurring perturbations favour 
rejuvenation (Calvo et al. 2002). However, a decrease in pine tree cover was documented after high 
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recurrence in the three study sites. A fire regime of low recurrence allows the pines to reach 
reproductive age (Reyes and Casal 2002).  
Lloret et al. (2003) pointed out that high fire recurrence produced an increase in grasses, and a 
decrease in abundance of Quercus, and disappearance of Pinus. In the same way, Tessler et al. (2014) 
showed that a higher number of fires led to a decrease in P. halepensis density in Israel. A similar 
tendency was found by Herman (2009) and Santana et al. (2010) in studies carried out in Spain. 
In the current study, the effects of burn severity were only observed in the low recurrence scenario, 
where low severity favoured the increase in Pinus halepensis cover and Pinus pinaster seedlings, while 
high severity increased the cover of seeder species, such us Ulex parviflorus, in the Mediterranean site. 
The last species are characterised by hard coat seeds, which allow them to resist the high temperature 
reached under high severity fires (Santana et al. 2012). Similarly, the position of these seeds in the soil 
seed bank is another factor that controls their ability to germinate after fire. Baeza et al. (2002) in 
prescribed fires carried out in the south of Spain, observed that Ulex parviflorus showed the highest 
percentage of germination when situated 3 cm deep, which seems to evidence that very intense 
temperature pulses in the first centimeters of soil profile could produce seed death, while at deeper 
situation (3 cm) stimulate seed germination. This seed dormancy-breaking behavior would guarantee 
their capacity to regenerate in areas affected by high severity fire (Baeza et al. 2002).  
  
 
Figure 3 - PCA biplot showing relationships between recurrence-severity scenarios ( high recurrence and high 
severity (red dots); high recurrence and low severity (orange dots), low recurrence and high severity (yellow dots) and 
low recurrence and low severity (green dots)) and vegetation functional traits (Herbaceous cover, Resprouter shrubs 
cover, Seeder shrub cover and Pinus seedlings cover) in each of the three study sites (Atlantic, Transition and 
Mediterranean). 
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Adaptive strategies developed by plants that have evolved in Mediterranean climates provide 
resilience to regenerate after fire during a short-term period. However, it is important to acquire 
knowledge about the ecological effects of fire severity and recurrence to apply proper adaptive forest 
management in changing scenarios in which a fire regime is not natural. According to the results 
obtained in this study, we conclude that the regeneration of the different plant functional traits after 
wildfire depends on the climate in the study area, with greater vegetation regeneration speed under 
wetter climatic conditions. 
Among the fire regime attributes, apparently fire recurrence showed more impact on the vegetation 
regeneration with a clear dominance of resprouter species and a decrease in the cover of pine seedlings. 
The main effect of severity was observed in the Mediterranean study site and with low recurrence, 
where seeder species and pine seedlings were favored. 
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Abstract 
Live fuel moisture content (LFMC) is a critical parameter affecting vegetation flammability and fire 
behaviour. Reliable and updated estimations of LFMC are needed by fire managers for operational wildfire 
risk assessment. However, detailed and constant monitoring of LFMC in the field is costly and time-
consuming. Remote sensing technologies are an important source of geospatial data that can provide spectral 
information related to LFMC at different temporal and spatial resolution. In this study, we used a database of 
LFMC monitoring sampled during 2016 and 2017 (n=81) in a monospecific Cistus ladanifer L. shrubland in 
Madrid region (Central Spain). C. ladanifer is a representative shrub species commonly found in 
Mediterranean fire-prone areas, and has been already identified as an indicator species for wildfire risk 
assessment by different regional fire services. A set of spectral indices (SI) derived from MODIS images 
(MOD09GA) were calculated at 500 m resolution and compared with field data. We also used Sentinel-2 
images for SI retrieval at 20 m resolution with the aim of addressing the scale problem between field sampling 
site and the low spatial resolution of MODIS data. The same SI were calculated adapting formulations to 
Sentinel-2 spectral resolution. The timelag between images and field sampling date was limited to a maximum 
of 2 days for operational purposes. Multiple linear regression analysis was used to assess the potential of SI 
for LFMC estimation, comparing results for both type of images. Most of the SI tested showed a significant 
correlation with LFMC data derived from MODIS (n=62) and Sentinel-2 (n=35). For MODIS, the best indices 
were EVI, VARI, and VIGREEN (R2=0.82, MAE=12%), followed by NDVI and SAVI (R2=0.76, 
MAE=14%). For Sentinel-2, the best indices were VARI (R2=0.72, MAE=13%), EVI (R2=0.71, MAE=13%), 
VIGREEN (R2=0.67, MAE=14%) and NDVI (R2=0.62, MAE=14%). In both cases, a significant multivariate 
model was found including NDVI and VARI, with a slight increase in prediction accuracy compared to 
simple regression models (R2=0.85 with MAE=11% for MODIS, and R2=0.76, MAE=12% for Sentinel-2). 
Our findings indicate that MODIS and Sentinel-2 images provide similar results for the SI tested, and that 
both satellites can be used for near real-time estimation of LFMC in C. ladanifer shrubland. The proposed 
models can be used to improve monitoring of the variability of LFMC during the year, as well as helping the 
integration of remote sensing data on wildfire danger rating systems. 
 
Keywords: Live fuel moisture content; MODIS; Sentinel-2; remote sensing; Cistus ladanifer 
 
 
Live fuel moisture content (LFMC) is a critical parameter affecting vegetation flammability and 
fire behaviour (Denisson and Moritz 2009, Marino et al. 2012). Moisture of both live and dead 
components of vegetation are often required as input to predict fire behaviour in wildfire simulation 
models. Reliable and updated estimations of LFMC are also needed by fire managers for wildfire 
danger rating (Chuvieco et al. 2014).  
Extreme weather is becoming more frequent due to climate change thus extending the fire season 
in most Mediterranean areas (Ruffault et al. 2018), where fire regimes have shifted from fuel-limited 
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to drougth-driven in the last decades (Pausas and Fernández-Múñoz, 2012). Dead fuel moisture, 
especially fine fuels, is generally more easily determined from weather variables as it relies on fuel 
size, local atmospheric conditions and precipitation (Viney et al. 1991, Nolan et al. 2016). Conversely, 
LFMC is more difficult to estimate as it strongly depends on physiological and phenological 
characteristics of each species that may be mostly driven by medium-term meteorological conditions 
(Yebra et al. 2013). Fire management services are spending important amount of resources on 
sampling vegetation for LFMC estimation to be used in pre-fire alert system and fire-fighting 
operations. However, detailed and constant monitoring of LFMC in the field is costly and time-
consuming. Therefore, fire management services often focus on indicator species that are relevant for 
wildfire prevention systems. 
Previous studies demonstrate the ability of remote sensing data for LFMC estimation (Chuvieco et 
al. 2004, Garcia et al. 2008, Yebra et al. 2008). Different espectral, spatial and temporal resolutions 
are available depending on the type of sensor used. MODIS is one of most commonly used optical 
sensors due to its high temporal resolution. Empirical models were proposed by many authors to 
estimate LFMC from a combination of different espectral indices derived from MODIS images 
(Dennison et al. 2005, Stow et al. 2006, Peterson et al. 2008, Caccamo et al. 2012). Other authors used 
radiative transfer models (RTM), a more complex method based on physical approaches from 
simulations that can provide more robust LFMC estimations independent of site specificities (Hao and 
Qu 2007, Yebra et al. 2008, 2013, Yebra and Chuvieco 2009, Jurdao et al. 2013). Both methods 
applied on MODIS images provide spectral information at a coarse spatial resolution, which may limit 
its use in small scale sampling areas or heterogenenous vegetation. More recently, some authors 
assessed the potential of microwave remote sensing as an alternative for LFMC estimation, obtaining 
moderate results compared to optical indices derived from MODIS (Tanase et al. 2015, Fan et al. 
2018). Hence, further research is still needed to provide fire managers with operational models and 
tools for accurate LFMC prediction that could be included in operational fire danger rating systems 
(Yebra et al. 2013). The new generation of Sentinel-2 sensors provide similar spectral information to 
MODIS images but at higher spatial resolution, which offers an opportunity to improve LFMC 
estimations for operational purposes. 
The objetive of this work was to compare the ability of two different type of satellites, MODIS and 
Sentinel-2, for LFMC estimation. Research is focused on monospecific Cistus ladanifer shrubland. C. 
ladanifer is a representative shrub species commonly found in Mediterranean fire-prone areas, and has 





A database of LFMC monitored in C. ladanifer shrubland was used as reference data. The study 
area is a 45 ha of monospecific shrubland located in Madrid region (Central Spain) where samples of 
C. ladanifer were systematically collected during 2016 and 2017 (n=81). Samples of live fine fuels, 
including leaves and terminal twigs, were collected according to a field protocol defined by INIA 
forest fire laboratory. Sampling frequency varied along the year, starting in spring 2016, with an 
increased frequency of up to three days during the summer, weekly during spring and autum, and 
biweekly in winter. 
Field samples were immediately conducted to INIA forest fire laboratory in sealed plastic pots to 
prevent moisture losses after cutting. Fresh samples were weighted daily and then oven-dried (24h, 
100º) for moisture content estimation. LFMC was calculated as the percentage of water content of 
vegetation on a dry-weight basis following the equation: 
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Images from two different type of sensors were used: MODIS and Sentinel-2. Terra MODIS images 
corresponded to MOD09GA, a daily product available at 500 m and 1000 m resolution. Sentinel-2 
images corresponded to both satellites 2A and 2B, providing information from 10 m to 60 m depending 
on the spectral band. 
Time series from april 2016 to october 2017 were used in this study for both types of images. Since 
MODIS and Sentinel-2 products used are 1-day images, i.e. not composite products, the timelag 
between images and sampling date was limited to a maximum of 2 days in order to compare available 
images with field data. A total of 62 cloud-free MODIS images were selected for 2016-2017. As 
Sentinel-2 is a more recent satellite, only 8 images were available for 2016 compared to 27 for 2017, 
resulting in a total of 35 for the study period. 
The MOD09GA product obtained by the Terra MODIS satellite corresponded to atmospherically 
corrected surface reflectance. The images were downloaded from the NASA Land Processess 
Distributed Active Archive Center (LP DAAC, https://lpdaac.usgs.gov/). 
Level 1C Sentinel-2 imagery was downloaded from the European Space Agency (ESA) and 
preprocessed with Sen2Cor software (Louis et al. 2016) developed by ESA. This software performs 
the tasks of Atmospheric Correction and Scene Classification of Level 1C input data. Level 2A outputs 
are Bottom-Of-Atmosphere (BOA) corrected reflectance images. 
 
A set of spectral indices (SI) derived from MODIS images were calculated at 500 m resolution 
(Table 1), including Normalized Difference Vegetation Index (NDVI), Normalized Difference 
Infrared Index with band 6 and 7 (NDII6, NDII7), Global Vegetation Moisture Index (GVMI), 
Normalized Difference Water Index (NDWI), Enhanced Vegetation Index (EVI), Soil Adjusted 
Vegetation Index (SAVI), Visible Atmospherically Resistant Index (VARI), Vegetation Index — 
Green, or Normalized Green Red Difference (VIGREEN). 
The Sentinel-2 satellites include a high-resolution optical sensor that operates in 13 bands between 
the visible and the SWIR. Spatial resolution is 10 m for visible and NIR bands, 20 m for red-edge and 
SWIR bands, and 60 m for atmospheric bands. The same MODIS indices (except GVMI and NDWI) 
were calculated for Sentinel-2 images at a 20 m pixel resolution, adapting formulation to the spectral 
resolution of Sentinel-2 when needed. 
For MODIS images, SI values corresponded to the weighted mean of pixel values according to each 
pixel surface inside the sampling area. For Sentinel-2, SI values were the average values of the pixels 
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Table 1 - Spectral indices used to estimate LFMC from MODIS data. ρx is reflectance in MODIS band x. 
Index Formulation Reference 
Normalized Difference Vegetation 
Index 
 
Rouse et al. (1974) 
Normalized Difference Infrared Index 
(band 6) 
 
Hardisky et al. (1983) 
Normalized Difference Infrared Index 
(band 7) 
 
Hardisky et al. (1983) 
Global Vegetation Moisture Index 
 
Ceccato et al. (2002) 
Normalized Difference Water Index 
 
Gao (1996) 
Enhanced Vegetation Index 
 
Huete et al. (2002) 
Soil Adjusted Vegetation Index 
 
Huete (1988) 
Visible Atmospherically Resistant 
Index 
 
Gitelson et al. (2002) 





The temporal variability of LFMC monitored during the field sampling was assessed and compared 
with the temporal profiles of the SI derived from satellites images. Linear regression was used to assess 
the potential of each SI for LFMC estimation, analysing the perfomance of spectral information 
derived from MODIS and Sentinel-2 independently. 
In addition, multiple regression models combining different SI were assessed, comparing the results 
obtained from both sensors. Colinearity was checked, rejecting models with variance inflation factor 
(VIF) > 5 for any variable included in the model. Evaluation metrics included coefficiente of 
determination (R2), mean absolute error (MAE), and root mean square error (RMSE). The adjusted R2 





Most of the SI derived from MODIS (n=62) showed a significant correlation with LFMC data 
(Table 2). The best indices were EVI, VARI, and VIGREEN (R2=0.83, MAE=12%, RMSE=15%), 
followed by NDVI and SAVI (R2=0.76, MAE=14%, RMSE=18%). NDWI showed a moderate 
correlation with field data (R2=0.61, MAE=17%, RMSE=22%), whereas NDII6, NDII7 and GVMI 
had the lower correlation and higher errors (R2 < 0.56, MAE > 20%, RMSE>24%). 
A significant multivariate model was found including NDVI and VARI, with a slight increase in 
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Table 2 - Results of the most significant linear regression models to estimate LFMC from MODIS and Sentinel-2 
data. MAE, mean absolute error; RMSE, root mean square error. 
Sensor Model R2 (adjusted) p-value MAE (%) RMSE (%) 
MODIS 
NDVI 0.756 <0.0001 14.190 17.816 
NDII6 0.553 <0.0001 20.356 24.142 
NDII7 0.469 <0.0001 22.286 26.314 
GVMI 0.553 <0.0001 20.356 24.142 
NDWI 0.611 <0.0001 17.218 22.509 
EVI 0.823 <0.0001 12.611 15.202 
SAVI 0.756 <0.0001 14.190 17.816 
VARI 0.832 <0.0001 12.220 14.799 
VIGREEN 0.823 <0.0001 12.477 15.179 
NDVI, VARI 0.847 <0.0001 11.283 13.987 
Sentinel-2 
NDVI 0.619 <0.0001 14.457 18.119 
NDII6 0.565 <0.0001 15.302 19.362 
EVI 0.712 <0.0001 12.539 15.758 
SAVI 0.588 <0.0001 14.897 18.840 
VARI 0.717 <0.0001 13.433 15.616 
VIGREEN 0.670 <0.0001 14.144 16.864 
NDVI, VARI 0.764 <0.0001 12.045 14.054 
 
 
For Sentinel-2 (n=35), the best indices were VARI (R2=0.72, MAE=13%, RMSE=16%), EVI 
(R2=0.71, MAE=13%, RMSE=16%), VIGREEN (R2=0.67, MAE=14%, RMSE=17%) and NDVI 
(R2=0.62, MAE=14%, RMSE=18%). The lower correlations were found for NDII6 and SAVI 
(R2<0.59, MAE=15%, RMSE=19%). 
Similarly to MODIS data, the combination of NDVI and VARI resulted in a significant multivariate 
model that increased the performance of simple regression models (R2=0.76, MAE=12%, 
RMSE=14%). Figure 1 depicts NDVI and VARI values derived from both satellites compared to 
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Figure 1 - Comparison of LFMC vith NDVI and VARI derived from MODIS and Sentinel-2 in Cistus ladanifer 
shrubland, from 24 April 2016 (DOY = 117) to 10 October 2017 (DOY = 649). 
 
   
Figure 2 - Observed vs predicted values of LFMC for the best models obtained for MODIS (left, n=62) and Sentinel-2 
(right, n=35) data. 
 
As reported in previous works, this study shows that spectral vegetation indices are an efficient 
means of obtaining empirical information related to LMFC from multispectral sensors (Yebra et al. 
2013). Our results indicate that MODIS and Sentinel-2 images provide similar results for the SI tested 
(Table 2, Figure 2). The slightly better performance of most SI in the coarser resolution images could 
be partly due to the lower number of images available from Sentinel-2 for the study period. This 
limitation specially affected 2016 dataset, with only 8 cloud-free images found compared to 26 from 
MODIS. However, 27 images from Sentinel-2 were available in 2017 compared to 36 from MODIS. 
Our results suggest that longer time series may be used in future Sentinel-2 models to better account 
for the temporal variability of LFMC. This should not prevent the use of spectral information derived 
from Sentinel-2 images as, with both satellites 2A and 2B fully operational, it is currently possible to 
produce LFMC estimations every 5 days. However, MODIS still have higher potential in terms of 
temporal resolution compared to Sentinel-2, which may be a constraint when trying to achieve daily 
operational products at a finer spatial resolution. 
We found that VARI was the SI showing the higher correlation with field measurements of LFMC 
(Table 2). Regarding MODIS images, previous authors also highlight VARI as the best indicator of 
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Caccamo et al. 2012, Fan et al. 2018). Stow et al. (2006) and Peterson et al. (2008) reported R2 between 
0.74 and 0.93 depending on the chaparral sampling site. Caccamo et al. (2012) found lower prediction 
capacity of VARI with only 0.42, but mixing different types of vegetation. Our results are in general 
agreement with these authors, finding R2 of 0.83 for MODIS data. However, it should be highlighted 
that all these authors used MODIS composite products (generally 8-days composites) compared to the 
1-day images used in the present study. Avoiding the use of a composite product in our study reduced 
the number of available cloud-free images to compare field data (n=81) with spectral information 
(n=62 for MODIS). However, this choice was deliberately done in order to test the ability of near real-
time daily images (only up to two days timelag to sampling date) for LFMC estimation, which is a 
critical aspect for models to be include in any operational system for wildfire risk assessment. 
The best multivariate models combined the same spectral indices (VARI and NDVI) in both type 
of images. In Australia, Caccamo et al. (2012) suggested NDII6 for improving performance in a 
multivariate model derived to estimate LFMC from MODIS in shrubland and heathland. Stow et al. 
(2006) found the best multivariate model combining VARI with NDWI in California chaparral, 
whereas Peterson et al.(2008) reported better results with VARI and VIGREEN for the same type of 
shrubland. In our case, VIGREEN also had a strong correlation in the simple models, but NDII6 and 
NDWI were among the indices with lower correlation with LFMC data. Both VARI and NDVI 
measure greenness variability, whereas NDWI and NDII6 directly account for water content 
variations. Although greenness indices do not include water absorption bands, they can be used as an 
indirect estimation of water content since moisture variations affect chlorophyll activity, which is the 
case of C.ladanifer (Yebra et al. 2008). 
Despite Sentinel-2 provided a slightly lower accuracy, LFMC prediction errors were very similar 
in the best multivariate model, with mean absolute error of 12% compared to 11% of MODIS (Table 
2). According to fire management services, these are good results taking into account that 10% errors 
in LFMC estimation from field measurements are generally acceptable. Nevertheless, the proposed 
models should be validated with 2018 data in the same sampling area, in order to assess the sensitivity 
of both sensors to monitor seasonal and interannual variability of LFMC. Empirical models are also 
known to have limitations in terms of its ability for extrapolationg accurate results to different sites 
compared to RTM models (Yebra et al. 2008). However some authors reported moderately good model 
results for different sites with the same type of vegetation (Stow et al. 2006, Peterson et al. 2008, 
Caccamo et al. 2012). Hence, further comparison with similar shrubland areas would be highly 




This work compares the capacity of empirical models for LFMC estimation in Cistus ladanifer 
shrubland from two different type of satellite sensors: MODIS and Sentinel-2. MODIS provides daily 
estimates at a coarser spatial resolution whereas Sentinel-2 can provide higher spatial accuracy every 
5 days. Despite both sensors provide images at different spatial and temporal resolution, this study 
showed similar results in terms of the most relevant spectral indices and model performance. The 
combination of VARI and NDVI provided the best models for both sensors tested. The proposed 
models derived from 1-day images should be validated with indepedent datasets and with longer time 
series. However, results suggest that both sensors could be used for near real-time estimation of LFMC 
in monospecific C. ladanifer shrubland. This study contributes to improve monitoring of the variability 
of LFMC during the year based on non-composite products, helping the integration of remote sensing 
data on wildfire danger rating systems. 
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Abstract 
The Cerrado (Brazilian savanna) presents species with adaptations to fire and, therefore, is considered a 
fire dependent ecosystem. On the other hand, the Mixed Ombrophilous Forest (FOM), characterized by the 
presence of higher levels of moisture, is considered a fire sensitive ecosystem. Flammability is defined as the 
ability of the fuel to ignite after being subjected to an increase of caloric energy, until the material reaches 
the ignition stage, after the reduction in the moisture content. The objective of this research was to test and 
classify species from the Cerrado and the Araucaria Forest (FOM) according to their flammability. The 
following species from the Cerrado were tested: Vatairea macrocarpa, Myrcia splendens, Davilla elliptica, 
Ouratea hexasperma, Copaifera langsdorffi, Diospyros hispida. The tested species from the FOM were: 
Ocotea puberula, Araucaria angustifolia, Allophylus edulis, Cupania vernalis and Luehea divaricata. Using 
an epirradiator, 50 replications of burning for each species were carried out. Each tested sample consisted of 
1.0 ± 0.1 g of green fuel material less than 0.7 cm of diameter, containing leaves and branches. The measures 
parameters were: Time of ignition (Ti), combustion duration (Dc), ignition frequency (Fi) and flame height 
(Hc). The species were classified according to their flammability rating value (Vi). To validate the 
classification and determine which parameters were the main flammability inductors, a Principal Component 
Analysis (PCA) was carried out. Araucaria angustifolia presented poor flammability, due to the higher 
ignition time.  Allophylus edulis presented the higher flammability among the FOM species, and the ignition 
frequency was the decisive parameter to this classification. The species from the Cerrado showed similar 
values of combustion duration, except Davilla elliptica and Myrcia splendens, which presented intermediate 
values of ignition time. Vatairea macrocarpa and Copaifera langsdorffi, were highly and extremely 
flammable, respectively. The flammability values validated the hypothesis that the Cerrado species present 
higher flammability when compared to the FOM species. The Principal Components Analysis was effective 
in the results validation and allowed to explain what parameters determined the flammability. 
 
Keywords: Principal component analysis; ignition, Cerrado, Araucaria forest. 
 
 
The Cerrado (Brazilian savanna) presents species with adaptations to fire and, therefore, is 
considered a fire dependent ecosystem. On the other hand, the Mixed Ombrophilous Forest (FOM), 
characterized by the presence of higher levels of moisture, is considered a fire sensitive ecosystem 
(Myers, 2006). The forest fuel is essential to the occurrence of fire, along with the moisture condition 
which controls the level of flammability (Soares et al., 2017).  
Mutch (1970) affirms that plant communities dependent on the fire burn more easily than non-
dependent communities of fire, because natural selection has favored the development of 
characteristics that make it more flammable. Pausas et al. (2017), adds that there are several strategies 
of flammability selected in different evolutionary contexts and confer benefits of suitability to plants 
that live under the regime of recurrent fires, in addition to being able to act as a means by which the 
plants can modify fire regimes to create favorable conditions for development (Schwick, 2003). 
According to Vallete (1990), the flammability is defined as the ability of the fuel to ignite after 
being subjected to an increase of caloric energy, until the material reaches the ignition stage, after the 
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reduction in the moisture content. However, this characteristic does not necessarily represents how 
well a plant burning under field conditions, and to a lesser extent, the flammability depends on the 
size, thickness and shape of the plant, which can be evaluated directly by laboratory tests. (Pausas et 
al., 2016). 
Considering the characteristics of each ecosystem and the lack of research related to the 
flammability of native species in Brazil, the hypothesis that the species from the Cerrado are more 
flammable than those from the Araucaria Forest (FOM) was tested. The objective of this research was 
to test and classify species from the Cerrado and Mixed Ombrophilous Forest and determine which 
parameters present higher influence in the species flammability. 
 
 
The tests were developed at the “Centro de Monitoramento Ambiental e Manejo do Fogo - CeMAF, 
Universidade Federal do Tocantins” and the “Laboratório de Incêndios Florestais do Departamento de 
Ciências Florestais da Universidade Federal do Paraná”, in accordance with the methodology 
presented by Valette (1990) and Petriccione (2006). Eleven species, five from the FOM (Ocotea 
puberula, Araucaria angustifolia, Allophylus edulis, Cupania vernalis e Luehea divaricata) and six 
from the Cerrado (Vatairea macrocarpa, Myrcia splendens, Davilla elliptica, Ouratea hexasperma, 
Copaifera langsdorffi, Diospyros hispida) were tested. 
For each evaluated species, 50 replications of burning were carried out. Each sample consisted of 
1.0 ± 0.1g of green combustible material less than 0.7cmdiameter, containing leaves and branches. 
The tests were conducted up to two hours after the material collection to prevent loss of moisture. The 
experimental burnings were performed in an epirradiator, with controlled temperature range of 250°C 
to 350°C, to prevent highly flammable fuels from being classified as poorly flammable (Kauf et al. 




Figure 1 - Epirradiador in the test chamber and in operation.gure 
The samples collected were dried in an oven for a period of 48 hours at 75 ºC and the moisture 
content was determined by the gravimetric method by the following equation: 
 
𝑀𝐶 =  (𝑊𝑀−𝐷𝑀) 𝐷𝑀 ∗ 100 
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Where MC is the moisture content of combustible material in percentage, WM is the mass (wet) of 
combustible material at the time of collection and the DM mass (dry) of combustible material after 
drying in the oven. 
The measured variables were time of ignition (Ti) and combustion duration (Dc), in seconds; flame 
height (Hc), in centimeters; and ignition frequency (Fi). The data obtained were submitted to the 
flammability rating value (Vi) and Principal Components Analysis (PCA), with the objective of 




The flammability rating values are presented in Table 1. 
Table 1 - Values of the flammability variables of the tested species and the final classification. 
Espécies Ti (s) Dc (s) Hc (cm) Fi Vi 
Ocotea puberula 35,14 11,65 24,03 37 I 
Araucaria angustifolia 47,25 15,25 13,50  4 I 
Cupania vernalis 31,03 16,48 18,31 29 I 
Luehea divaricata 23,21 14,50 13,50 14 I 
Myrcia splendens 25,30   7,60 11,16 32 I 
Allophylus edulis 28,10 14,51 19,44 41 II 
Davilla elliptica 21,63  7,86 12,19 22 II 
Ouratea hexasperma 19,00  8,00 15,20 38 II 
Diospyros hispida 20,35 11,45 15,21 32 II 
Vatairea macrocarpa 12,71 13,42 19,88 50 V 
Copaifera langsdorffi   9,45 11,45 19,20 50 VI 
Vi: Flammability rating value of Valette (1990); I: Low flammability; II: Slightly flammable; III: Moderately 
flammable; IV: flammable; V: highly flammable; VI: Extremely flammable. 
 
Figure 1 shows the results of the Principal Component Analysis, in which the species with similar 
parameters are forthcoming in the plan, while those with very different parameters are distant 
(Petriccione, 2006). 
 
Figure 1 - Principal Components Analysis based on the flammability variables of the tested species. 
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Analyzing the PCA, along with the table 1 it can be observed that ignition time and frequency are 
opposites in the plan, corroborating, therefore, with the Vi classification (Vallete, 1990), while the 
variables Dc and Hc, when plotted on biplot, explain the behavior of the species regarding to fire 
(Petriccione, 2006; Vélez, 2009). 
White and Zipperer (2010) emphasize that the moisture content is a preponderant factor for 
flammability by increasing the thermal capacity of the material and hamper the start of combustion. 
According to Hernando (2009), the variables related to the fire are directly related to the moisture 
content of fuels, especially the time of ignition and the height of the flame. Therefore, among the 
species examined for the cerrado, V. macrocarpa and C. langsdorffi were those that showed a lower 
content of moisture, 89.23% and 76.38%, respectively, and consequent higher flammability, getting 
next to the right side of the plan, with higher Fi and lower Ti. It is important to remember that, in 
addition to the moisture, characteristics such as lignin content, mineral salts and compounds also affect 
the flammability of forest fuels (Batista and Biondi, 2009). 
It was found that the A. edulis was the most flammable of species of FOM, although classified as 
poorly flammable, with the frequency of ignition being the determining parameter for this 
classification, even with moisture content of 253.73%, a result similar to that found by Molina et al. 
(2017) for the specie Ailanthus altissima, with moisture content of 297.5%, in a study conducted in 
Spain. The specie L. divaricata presented 80.76% of moisture content, being that has lower moisture 
content among the species of FOM but was classified as poorly flammable due to low frequency of 
ignition. 
Araucaria angustifolia showed a moisture content of 123.45% and proved to be poorly flammable, 
due to the high ignition time, positioning itself in the left quadrant of the graph. The Ocotea puberula 
showed a similar behavior, with 110.12% moisture content, even with the greatest value of flame 
height, being classified as poorly flammable, due to the fact it has a relatively high, although with 
higher values of Dc and Hc. These results corroborate those found by Weise et al. (2005), evaluating 
ornamental plants of low flammability, found moisture contents of 180 to 304%. Hachimi et al. (2011) 
in a study of the flammability of forest fuels, found a high correlation between moisture content and 
the parameters related to the flammability of fire. Petriccione (2006), in evaluation of species of the 
Mediterranean, stated that it had found a correlation between moisture and time of ignition or duration 
of combustion. 
Generally, in areas with forest formations in advanced stage, for example, the fire has difficulties 
to enter due to the high humidity, however, Nepstad et al. (1999) clarify that the higher the frequency 
of fires, the greater becomes the flammability of the forest, because there is a substitution of species 
by an increase in the density of grasses, under the risk of the forest becoming a savanna. 
Only fires of medium to high intensity may consume the plants that usually have moisture from 75 
to 150% of its dry weight (Rodriguez, 2011). The meteorological variables, such as relative humidity 
and air temperature, wind and solar radiation are factors that directly affect the moisture content of a 
plant tissue, and, therefore, the living material is more stable in relation to the moisture that the dead 
material, because this does not require great energy to ignite (Fernandes and Cruz. 2012). Therefore, 
much of the initial heat of the combustion, before starting the combustion itself, is spent primarily to 
vaporize the water present in the fuel and water vapor resulting will reduce the oxygen near reducing 
the combustion of flammable gases (Soares et al. 2017). 
All species showed similar values of Dc, with the exception of Davilla elliptica and Myrcia 
splendens, with intermediate values of Thee, positioning itself more to the center, in the lower left 
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The hypothesis that the Cerrado species present higher flammability was confirmed through the 
flammability rating values. The Principal Components Analysis was effective in the results validation 
and allowed to explain what variables determined the species flammability. 
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Abstract 
The severity of fire can be understood as the level of change caused by a fire to a location. Considering 
the importance of fire in the Cerrado biome, the objective of this work was to evaluate the fire severity, 
expressed through suppression of the aerial part of the vegetation (topkill), in Cerrado environment. The 
research was performed at the ecological station Estação Ecológica Serra Geral do Tocantins, Jalapão region, 
Brazil. At areas with two, three and four years without occurrence of forest fires, identified by satellite images, 
prescribed burns were performed in the months of May, June, August and September of 2017. The fire 
severity was determined through the variation of the total number of individuals before and after the fire 
passage. At areas with four years with no occurrence of fires, regardless of the month in which the prescribed 
firing occurred, topkill values did not differ statistically (45 to 56%). The three-year areas presented higher 
topkill values in September (66%); and the areas of two years presented the highest rates in August (62.8%). 
At conditions with greater accumulation of fuel material, due to the time without occurrence of fires, the 
period of the controlled burn (beginning of the drought or end of this season) did not influence the topkill 
rate of the vegetable individuals. Topkill rates among areas with different periods without burning varied 
only in September. The values of three and four-year areas (66 and 52.3%, respectively) did not differ from 
each other (p> 0,05) and were higher than rates at areas of two years with no occurrence of fire (38%). The 
distinction of topkill rates at locations with different periods without occurrence of fires was only possible 
when the prescribed burn was performed at the end of the dry season in Cerrado; that is, the period that the 
climatic conditions contribute to lower air moisture content and forest fuels, thus increasing the burning 
efficiency. 
 
Keywords: burn severity; fire severity; forest fires. 
 
 
The consumption of forest fuels, below and above the ground, is commonly titled as fire severity; 
and largely reflect fire intensity (Knox; Clarke, 2016). 
The fire severity may reflect the variation of the dynamics of plant population and vegetation 
mortality; therefore, its measurement and recording are important (Keeley, 2009; Knox; Clarke, 2016). 
The main factors that determine the intensity and severity of a forest fire are associated with the 
topography of the terrain, fuel characteristics and meteorological conditions at burning moment 
(Clarke et al., 2014; Lecina-Diaz et al., 2014; Soares et al., 2017). 
In Cerrado, the drought commonly intensifies itself in early May and extends until mid-October, 
and the fuel accumulation is associated to the frequency of fires. In general, in Savanna environments, 
fire intervals of two to three years are common (Coutinho, 1990; Russell-Smith et al., 1997).
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The drought and fuel accumulation are important regarding level of fire severity. The suppression 
of the aerial part of the vegetable (topkill) has been used as a measure to evaluate the level of severity 
of forest fires in diverse researches in the world (Hoffmann; Solbrig, 2003; Nicholson et al., 2017). 
The objective of this work was to evaluate the influence of the fire frequency and the period of 
burning about the variation of topkill rates in Cerrado of dirty field type. 
 
 
The work was developed at the ecological station Estação Ecológica Serra Geral do Tocantins 
(EESGT), Jalapão region, Brazil. The area is a domain area of the Cerrado biome, composed, 
predominantly, by Campo Limpo and Campo Sujo. There are predominance of soils of the type 
Entisols; they can be leptsols (lithic entisol), fluvisols (fluvent entisol) and regosols (Psamment and 
Orthent entisol). The relief is relatively flat, with declivity equal or superior to 5%; annual average 
temperature of 26º C; annual mean rainfall of 1500 mm (Tocantins, 2012; MAPA, 2018b). 
 
Figure 3 - Distribution of Experimental Areas at EESGT. 
For the experiment, plots were established in areas with two, three and four years without 
occurrence of forest fires, identified through satellite images, where were performed prescribed burns 
in the months of May, June, August and September of 2017. 
The treatments were composed of two factors: years without occurrence of fires versus season of 
prescribed burns). They were evaluated in four plots of 30 x 30 m, totaling 48 sample units randomly 
distributed at burning locations. 
At each plot, for 20 possibilities, four sub-plots of 1 m² were randomly drawn (Figure 2) and all 
vegetables up to 20 mm of diameter were counted – before and after the forest fire. The percentage of 
individuals whose aerial part was consumed by fire was considered as Topkill Rate – which was 
calculated with the following equation: 
  
TR =
 IBF − IAF 
IBF
 100 
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Being: TR – Topkill rate; IBF - number of individuals before fire; IAF – number of individuals 
after fire. 
The forest fuel available for combustion (up to 1,8 m) was quantified in 8 samples of 0,25 m², 
randomly established at plot; and classified as living and dead material and as type (herbaceous). The 
material collected was dried in an oven at 70 ºC for 72 hours, weighed and its value converted to kg.m-
2. 
The speed of fire propagation and the flame length were registered at the moment of fire front 
passage, based on 2,5 m height rulers, fixed to the plot and equidistant 3 m one from the other, 
perpendicular to the line of fire.  
In order to statistically analyze the data, the test of normality was applied, followed by the factorial 





The total biomass and herbaceous biomass available at areas with 2, 3 and 4 years without fires 
follow a pattern: load increase throughout time without occurrence of burning; and besides that, they 
present a predominance of dead vegetation (Table 1). 
 
Table 1 - Characteristics of biomass among areas with different historical of the last burning and the fire behavior at 




2 years 3 years 4 years 
Total 0,55 (0,051) 0,62 (0,032) 0,64 (0,039) 
Living 0,26 (0,025) 0,25 (0,019) 0,28 (0,031) 
Dead 0,30 (0,038) 0,37 (0,024) 0,37 (0,020) 
Total herbaceous 0,24 (0,024) 0,24 (0,014) 0,27 (0,019) 
Living herbaceous 0,10 (0,010) 0,08 (0,006) 0,09 (0,010) 
Dead herbaceous 0,14 (0,019) 0,16 (0,013) 0,18 (0,012) 
Fire behavior 
Season Speed of propagation (m.s-1) Flame length (m) 
1 (Maio) 0,20 (0,047) 2,51 (0,390) 
2 (Junho) 0,20 (0,031) 2,60 (0,282) 
3 (Agosto) 0,17 (0,045) 2,26 (0,264) 
4 (Setembro) 0,41 (0,036) 3,68 (0,211) 
Values in parenthesis correspond to the standard error of the mean. 
Among the different burning steps, the speed of propagation presented values from 0,17 to 0,41 
m.s-1 (Table 1), being classified as extreme speed (Botelho; Ventura, 1990); and the flame length 
during burnings had values from 2,26 to 3,68 m. 
 
 
The monthly averages of meteorological variables considering the research period (Table 2) show 
that climate conditions varied among months with controlled burns, with May and June being both the 
most humid and with the lowest temperatures; August and September were both the hottest and the 
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driest months. At Corredor Ecológico da Região do Jalapão (Ecological Corridor of Jalapão Region), 
the aforementioned characteristics are the normal conditions of beginning (May and June) and end 
(August and September) of the dry season, respectively (MMA, 2013). 













May 25,71 69,22 161,39 821,28 0,02 
June 24,38 59,22 151,13 801,36 0,01 
August 26,66 39,76 135,01 888,65 0,00 
September 29,48 34,40 96,08 1380,42 0,00 
Only the average monthly precipitation did not differ by among months, being, actually, minimum 
and typical for the period at the study area. The climatic variability and forest fuel are the main 
determining factors of the fire behavior and, thus, are important for the dynamic comprehension of 
severity of fire under distinct conditions (Kane et al., 2015; Soares; Batista; Tetto, 2017). 
 
The evaluation of severity of fire in vegetation through topkill rate and the percentage of reduction 
of the number of vegetable individuals after burning show that (Table 2), among areas with different 
years without burning, the variation occurred only in September. The values of areas of three and four 
years without forest fires (66,0 and 52,3%, respectively) did not differ by among them (p> 0,05) and 
were higher than rate at areas with two years without fires (37,8%). At the end of dry season, 
considering an area with seven yours without burnings, Hoffman and Solbrig (2003) verified topkill 
rates of 100%. Thus, it is observed that in burnings performed at the end of dry season, topkill rates 
tend to increase at areas with higher period of fire suppression. 
Table 3 - Topkill rate of vegetation (%) 
Month 
Fire frequency 
2 years 3 years 4 years 
May 29,5 Ab 32,3 Ab 45,0 Aa 
June 38,0 Ab 43,5 Ab 56,0 Aa 
August 62,8 Aa 43,8 Ab 48,8 Aa 
September 37,8 Bb 66,0 Aa 52,3 Aa 
Different letters indicate the statistical difference at 5% significance through Scott-Knott test; being capital letters 
comparing years without fires and lowercase letters the months of burning. 
This variation observed only in September may be associated to the higher fuel load at areas of 
three and four years without burning (Table 1) and the meteorological conditions more propitious to 
burning of higher severity: greater air temperature (29,48 ºC), lower relative air humidity (34,40%) 
and higher incidence of solar radiation (1380,42kJ/m²) (Table 2). These factors contributed for higher 
speed of fire propagation (0,41m/s) and larger flame length (3,68 m) (Table 1). 
At areas with two years without burning, the topkill rate was higher in August (62,8%). This 
condition may be associated to a possible higher residence time of fire, in function of reduction of 
wind speed in this period (Table 1). According to Cochrane et al., (1999), the residence time 
contributes for increase on damage to vegetation. Besides that, the areas with two years without 
burning presented part of the vegetation with tender and thin stems, great part sprouted from the last 
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fire, facilitating the consumption by fire at conditions of higher residence time. On the contrary, 
individuals with larger diameter stems and thicker bark tend to be more resilient to fire (Hoffmann; 
Solbrig, 2003; Hoffmann et al., 2009; Moreira et al., 2009). 
At areas with three years without burning, the highest topkill rates occurred in September (66%). 
These values are linked to the extreme drought conditions in this period (Table 2) which contributed 
for the largest flame length (Table 1). 
Areas with four years without burning presented values between 45% and 56%, which did not differ 
by statistically among them (p> 0,05). These results show that at areas with higher accumulation of 
fuel material, due to period of time without burning occurrences, the period of burning (beginning or 
end of the dry season) was not capable of differentiating topkill rates. From the fire triangle (fuel, heat 
and oxygen), the fuel is, probably, the most complex component, since it varies in quantity, geometry, 
density, continuity and chemical characteristics (Parsons et al., 2016; Soares et al., 2017). May the 
homogeneity of topkill rates at areas of four years without burning be associated to the higher fuel 
quantity in comparison to the areas with three and two years (Table 1). These factors favored a more 
homogeneous behavior of fire in these areas. 
 
 
Only at areas with four years of fuel accumulation there was not variation in topkill rates throughout 
the months of burning. Regarding the comparison among areas with two, three and four years of fuel 
accumulation, difference was only observed in September – the end of the dry season. 
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The role of fire on the soil is a complex and comprehensive process. Fire has influences on soil 
physiochemical properties and hence the soil ecosystem. Meanwhile, forest soil faces an increasingly severe 
pollution problem due to the use of pesticide and fertilizer. The heavy metals transfer into soil and 
underground water and bio-accumulate in flora and fauna, which is of great concern due to the immediate 
risks to human and ecosystems health. This work aims to investigate the factor of heating temperature on the 
heavy metals in forest soils by using thermal treatment microscopically, in order to establish the correlation 
between the macro-scale and micro-scale research on the investigation of fire effect on heavy metals in soils; 
disclose the mechanisms of individual fire factor on heavy metals transformation by micro-scale experiments. 
Soil samples were taken from the upper layer (0-5cm) of the forest soil that situated in Huangshi Mining 
National Park, China where used to be a mining site and now reserved as a national park with vegetation 
recovery. However, the soils are still in the pollution state with high concentration of heavy metals, such as 
Cu, Cd, Zn, As, etc. The thermal interaction of heat is achieved by controlling the temperature and reservation 
time. In addition, the heating atmosphere with and without oxygen is also compared by using vacuum furnace 
and muffle furnace, respectively. Concentrations of heavy metals, compositions of soils are determined by 
ICP-MS and ICP-AES. Soils are dried and sieved. Other characterizing techniques include thermogravimetric 
analysis, dynamic laser light scattering, elemental analysis. The original concentrations of Cu, Cd, Zn were 
determined as 1303.41 mg/kg, 6.91 mg/kg, 927.1 mg/kg and 118.3mg/kg, respectively. Effect of heating on 
heavy metals displayed difference roles. Furthermore, the absence of oxygen may also change the fractions 
of heavy metals and reduce their bioavailability. The results of the effect of heating on heavy metals in soils 
by thermal treatment may shed light on the understanding of the mechanisms of wildfire effect on heavy 
metals in forest polluted soils which may provide the bias for the prediction of heavy metals transformation 
in the post-fire ecosystem and the exposure assessment of health risk. These mechanisms may shed light on 
the theory of forest fire ecology and provide measures for forest fire management and soil restoration.  
 
Keywords: heat; heavy metals; bioavailability; soil pollution; fire ecology; 
 
 
Wildfire is a unique disturbance factor that plays a significant role on the evolution of earth 
ecosystem (DeBano et al, 1998). It can reduce the forest area and affect the biodiversity of flora and 
fauna in the burnt area. Soil experiences transformation in its physical, chemical and microbial 
properties, especially the modification of heavy metals and organic components. The organic matter 
can be decreased when temperature of soil reached to 300ºC. 
Work of macro-scale fire on soil has been drawn great attention in various publications. Debano et 
al., (2000) and Malkinson et al. (2011) discussed the mechanisms of fire and soil heating on water 
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repellency in wildland environments.  Hydrophobic compounds were generated and migrated into soil 
deeper during the fire event, which may increase the water repellency. Meanwhile, the higher water 
content can provide a positive role on the protection for the soil against fire (Badia et al, 2017). Soil 
temperature and heat duration as a function of soil moisture and soil texture were identified to indicate 
that 20% volumetric moisture or greater was an effective means for limiting lethal heating in soils 
(Busse et al 2010). In spite of the damage by the fire,  wildfire is considered that it can improve the 
soil quality (Stankov et al, 2011). Fire can increase soil pH and the bioavailability of N, P, K, Ca, 
nutrtion elements. However, few of the work were focused on the effect of fire on Fe, Mn, Cu, Zn, Co, 
B, et al., especially the heavy metals in polluted soils. Transformation of forms of Mn in burnt soils 
were observed (Parra and Lopes, 1996).  The transformation of Fe, Mn, Cu, Zn, were  showed of 
irregularity. Macroscopic wildfire research under filed conditions is defective with various factors 
(vegetation, litter depth, soil water content, soil pore network, et al.) that may affect the soil properties 
comprehensively during fire conditions (Busse et al 2010; Archibold et al, 1998; Campbell and 
Jungbauer, 1995). Furthermore, literature has reported that the thermal remediation can alter the soil 
properties (O’Brian et al, 2018), indicating that the thermal treatment may change the forms of heavy 
metals in the soils.  
Thus, this work aims to investigate the effect of temperature on the fractions of heavy metals in 
forest soils by using thermal treatment microscopically, in order to establish the correlation between 
the macro-scale and micro-scale research on the investigation of fire effect on heavy metals in soils; 





Soil samples were taken from the upper layer (0-5cm) of the forest soil that situated in Huangshi 
Mining National Park, China were historically under long-term mining operation. Concentrations of 
heavy metals, such as Cu, Cd and Ni, in the Huangshi Mine National Park were determined exceeding 
the criteria concentration in 2007 (Han, 2007).The main vegetation in this area are schima superba, 
locust tree and camphor tree. The soil type can be classified to red earth. Samples with 11 sampling 
points were taken in “S” shape and contained in the polyethylene box. Subsequently, soil samples were 
air-dried, grounded, sieved by 150µm particle size, and stored in a drying vessel before sample 
characterization and thermal treatment.  
 
Figure 1 - Location of study area 
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Chemical reagents include acetic acid, hydroxylamine hydrochloride, ammonium acetate, HClO4, 
HCl, HNO3 etc. All the reagents are analytic. Mili-Q water (18 MΩ·cm) was used for all solution 
preparation.  
 
8g soil sample in the crucible was put in the tube furnace (MXG1200-S40),  under N2 atmosphere. 
The parameters included heating temperature and reservation time, which were set at 200, 300, 400, 
500 ℃ and 30, 60, 90 min, respectively. As a contrast, the group of muffle furnace was set at 500 ℃. 
The soil samples after heating were cooled to room temperature and reserved in drying vessel for 
further characterization.  
 
In this study, modified four-step BCR method were applied to extract the heavy metals in the soil 
samples. Accordingly, 0.5 g of dry soil was extracted in a 50-mL centrifuge tube with the 
corresponding extracting solution. The first fraction (exchangeable fraction) was considered as most 
soluble and 0.11 mol/L acetic acid was used as the extractant. The second extraction (Reducible 
fraction), from which the reducible elements were obtained, was performed using 0.5 mol/L 
hydroxylamine hydrochloride. In the third extraction (Oxidizable fraction), the oxidizable fraction was 
obtained and 8.8mol/L ammonium acetate (pH=2) was used following oxidation with 8.8 mol/L H2O2. 
Finally, the fourth extraction (residual fraction) was perform by using Milli-Q water. All the samples 
were agitated at room temperature by using end-over-end shaking. Subsequently, all the supernate of 
soil samples were determined by inductively coupled plasma emission spectrometer(ICP). 
 
TGA (Thermogravimetric Analysis, Perkinelmer sta6000) was used to analysis the weight loss of 
soil samples. ICP (Inductively Coupled Plasma Emission Spectrometer, Agilent 5100) was applied to 
determine the concentration of the heavy metals in the soil sample before and after heat treatment. 




Total concentrations of Cu, Cd, Zn in the soil were determined to be 1303.41 mg/kg, 6.91 mg/kg, 
927.1 mg/kg and 118.3mg/kg, respectively, which far exceeded the soil criteria of China. The heavy 
metal fractions of original samples are shown in Table 1. The percentage of the fraction distribution 
of heavy metals displays in Figure 1. The main form of Cd is residual, so Cd is very stable in the soil 
sample. The order of concentrations of different fractions of Cu is as following: the reducible > 
oxidation > the residual > the acid soluble. Cu in the sample has a relatively high bioavailability, The 
order of concentration of different fractions of Zn shows: the residual > the reducible > oxidation > 
the acid soluble. The available fractions of heavy metal are similar to Cu, both of which can cause a 
risk to ecosystem and human health. 
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Figure 2 - The fraction distribution of Cd, Cu and Zn 
 













Total  in 
Criteria 
(mg/kg)  
Zn 17.43 28.98 23.08 46.02 927.1 500 
Cu 116.45 442.75 421.25 322.95 1303.41 400 
Cd 0.42 0.63 0.07 5.79 6.91 0.3 
 
 
Distribution of Cu,Cd and Zn in the aqueous extracts and solid residue from sequential extraction 
of soil samples are shown in Figure 2. Concentrations of available fraction are shown in Figure 3. It 
can be easily found that  the trend of avaiable fraction concentration of three heavy metals is decreased 
with the increase of temperature, which is same with Yang’s results [13]. The increase of Cu and Cd 
from 200℃ to 300℃ may due to the weight loss during temperature increasing, which can be 
obviously seen in Figure 4. The changes of fraction distribution is rather complex, but compared to at 
200℃, the percent of available fraction in Cd,Cu and Zn is lower when the constant heating 
temperature was set at 500℃,which can indicate that the relative high temperature is able to reduce 
the bioavailability of heavy metals. 
 
 
(a)                                                                                  (b) 
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 (c) 
Figure 2 - Effects of temperature on the distribution of Cd(a),Cu(b), and Zn(c). 
 
 
(a)                                                                      (b) 
 (c) 
Figure 3 - Effects of temperature on available fraction concentration of Cd(a),Cu(b), and Zn(c). 
 
Figure 4 - The result of TGA(Thermogravimetric Analysis) 
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Figure 5, 6 show the effects of reservation heating time on heavy metal fraction distribution. The 
trend of available fraction of Cu and Zn was decreased when the heating time increased. In addition, 
the distribution of Cd was almost constant because the residual fraction of Cd was very high in original 
soil sample. The available concentrations of heavy metals were decreased with the heating time shown 
in Fig…, which indicated that long-time heating might benefit for decreasing heavy metal 
bioavailability. Besides, compared to Cd and Zn, the change of Cu was not obvious, which may be the 
result of that Cu possesses a relatively high boiling point. 
 
(a)                                                                      (b) 
 (c) 
Figure 5 - Effects of temperature on the distribution of Cd(a), Cu(b), and Zn(c). 
 
(a)                                                                     (b) 
(c)  
Figure 6 -The influence of heating time on available Cd(a), Cu(b), Zn(c) concentration 
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Oxygen effect on the heavy metals in soils were performed and compared by muffle furnace and 
tube furnace, shown in Figure 7. The available Cd concentrations of the tube furnace and muffle 
furnace showed little difference with values of 1.16 and 1.27 mg/kg respectively. However, there was 
an obvious difference for Cu and Zn. The available Cd concentrations of tube furnace and muffle 
furnace are 483.1046, 596.5688mg/kg respectively. For Zn, the concentration was 42.56 and 
72.20mg/kg, respectively. Such results indicated that absence of oxygen may play a role on reducing 
the heavy metal bioavailibity.  
 
Figure 7 - The comparision between tube furnace and muffle furnace 
 
 
The work investigated the effect of heating time and reservation time on heavy metals in forest 
polluted soils by using thermal treatment method. The original concentrations of Cu, Cd, Zn were 
determined as 1303.41 mg/kg, 6.91 mg/kg, 927.1 mg/kg and 118.3mg/kg, respectively. Effect of 
heating on heavy metals displayed difference roles. After thermal treatment, concentration of Cd was 
increased after 200, 300, 400, 500 ℃. which may due to the weight loss during heating. Percentage of 
fractions the bioavailability of Cu, Cd, Zn was no noticeable. Furthermore, the absence of oxygen may 
also change the fractions of heavy metals and reduce their bioavailability. The results of the effect of 
heating on heavy metals in soils by thermal treatment may shed light on the understanding of the 
mechanisms of wildfire effect on heavy metals in forest polluted soils which may provide the bias for 
the prediction of heavy metals transformation in the post-fire ecosystem and the exposure assessment 
of health risk.  
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Live Fuel Moisture Content (LFMC) – the ratio of water mass to the dry mass of live fuel - is a critical 
factor of fire behavior and hazard. This parameter is largely controlled by weather conditions and is affected 
by climate changes. There is therefore an increasing need, to understand its variability, to improve its 
predictability and its impact on fire behavior and activity. This would enhance the development of tools for 
operational fire risk management and wildfire research. Here we compile several recent findings regarding 
these issues, most of them were based on the French LFMC database collected for operational purposes and 
containing more than 20,000 measurement dates during 22 fire seasons on 30 sites and 25 species distributed 
over the French Mediterranean. First we evaluated the predictability of LFMC by fitting linear relationships 
between LFMC and various daily empirical drought indices (Drought Code=DC, Keetch-Byram Drought 
Index=KBDI, Dead Moisture Code=DMC) and a water balance model describing the Relative Water Content 
of the soil (RWC). We found a limited explanatory power of the drought indices based on climate only due 
to large differences between sites and species. This support the view that predictions can be improved by 
accounting for stand and species specific parameters by developing more process-based approaches. The 
RWC model is a first step toward this direction, and can account for stand level parameterization of soil 
properties and leaf area index of the vegetation if data are available. To account for species specific traits 
involved in plant dehydration, we suggest an adaptation of a plant hydraulic model to simulate LFMC 
response to water potential according to plant hydraulic traits. This is promising with regard to the 
development of a fully-mechanistic approach of the prediction of LFMC, which would include the responses 
of both plant and soil. Second, we used an existing dataset reporting shrub fire experiments to investigate the 
response function of fire rate of spread (ROS) to LFMC. We found a very significant effect of LFMC below 
100 %. However, because most LFMC values in the ROS database are higher than those prevailing in the 
French database, large uncertainties in ROS estimation were obtained below LFMC of ca. 70%. Finally, we 
explored the relationship between and fire occurrence using a French database of fire activity and the French 
LFMC database. We found that the response of the fire occurrence of more than 1ha was very similar to the 
response of rate of spread. Our global approach drawing on long-term field LFMC data constitutes an 
important step forward in weaving the mechanistic links between climate, vegetation functioning and fire 
activities.  
 
Keywords: LFMC, fire occurrence; drought index; 
 
 
Live Fuel Moisture Content (LFMC) – the ratio of water mass to the dry mass of live fuel - is 
increasingly recognized as a critical factor of fire behavior (Rossa et al. 2016) and hazard (Dennison 
and Moritz 2009; Nolan et al. 2016; Ruffault et al. 2018). This fuel parameter is obviously affected by 
drought and thus climate change, but its dynamic remains poorly understood and predicted.  
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While field measurement remains the reference method for evaluating LFMC, it is generally limited 
for obvious practical constraints. Remote sensing is an appealing alternative to field measurements but 
requires extensive calibration and validation (Yebra et al. 2013). Another widespread approach is the 
use of empirical relationships between meteorological drought indices (Drought Code, Keetch-
ByramDrought Index, etc.) and LFMC (Viegas et al. 2001) (Viegas et al., 2001), which enables 
forecast and projection, since such indices implement simple functions of basic daily weather data 
(temperature, precipitation, etc.).  
A 20,000 multispecies and multisite dataset of LFMC measurements in Mediterranean France over 
20 years has recently been released (referred to as “RH” for “Réseau Hydrique”, Martin-StPaul et al. 
2018). This dataset provides new opportunities to increase knowledge regarding 1) the predictability 
of LFMC through meteorological drought indices and remote sensing products; 2) The basis for a 
mechanistic modelling of LFMC, which could account for both soil and vegetation properties; 3) its 
impact on fire activity, through comparisons between LFMC dynamics and actual fire activity.  
In the present study, we address these three points, with the exception of remote sensing 
predictability, which has already been evaluated on this dataset (Fan et al. 2018). The basis In order to 
evaluate the impact of LFMC on fire behavior, we also use the shrub fire experiment dataset collected 




We evaluated the predictability of LFMC by fitting linear relationships between LFMC and various 
empirical drought indices (Drought Code=DC, Keetch-Byram Drought Index=KBDI, Dead Moisture 
Code=DMC) and a process-based water balance model describing the Relative Water Content of the 
soil (RWC). Climatic data required (including temperature, rainfall, radiation, relative humidity) were 
extracted for each site from the French reanalysis SAFRAN. The species were classified in two groups 
according to their seasonal variability: high and low responding species. We found that the 
performance was similar for all drought indices, with RMSE on the order of 18% and determination 
coefficients on the order of 0.3 (Figure 1). As pointed out in Yebra et al. (2013), such an error is too 
large for operational and research purposes, as the ignition probability corresponding to this error 
might range from low to high levels (from 19-60%). Most of the factor of variability were due to site 
and species differences (Ruffault et al. under review) 
 
Those results suggest that empirical drought indices should be used with caution for LFMC 
prediction and that such indices could probably be improved, using more mechanistic approaches that 
could account for site other than climate and species properties (Ruffault et al. under review). RWC is 
a first step toward this direction, but requires adequate parameterization of soil properties and leaf area 
index of the vegetation. We are currently consolidating a large database of soil properties and leaf area 
index for the different RH site where LFMC is currently measured in the French Mediterranean. This 
will help to elucidate to what extent soil and LAI contribute to defining LFMC dynamics during 
drought. 
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Figure 1 - Linear models between live fuel moisture content (LFMC) and different drought indices (DC, DMC, KDBI 
and RWCH) for two different groups of species: High responding (HR) and Low responding (LR) species. LFMC was 
measured during the fire season on 20 different sites for the period from 2000 to 2013.  
 
 
We found that the predictability of LFMC including the low and high responding strategies- were 
linked to certain physiological traits related to plant hydraulic and plant regulation of water potential. 
This suggests that the physiology of water transport in plants, namely plant hydraulic, can provide 
insights regarding LFMC response to drought. In this context, we suggest a mechanistic framework to 
derive LFMC from plant water potential (, MPa). This framework is based on the plant hydraulic 
model SurEau presented in (Martin-StPaul et al. 2017). SurEau simulates two processes involved in 
plant desiccation: (i) the dehydration of the living cells (symplastic tissue) giving the relative water 
content of the symplast (RWCs) and (ii) the cavitation of the xylem (apoplastic tissue) giving the 
relative water content of the apoplast (RWCa). Both values can then be used to predict LFMC, if the 
specific dry mass content and the apoplastic fraction of the tissue considered are known. Fig. 2 
illustrates a typical dynamic of symplastic and apoplastic RWC as well as LFMC as a function of plant 
water potential, for a set of species-specific parameters indicated in the legend. Further details about 
the equations and parameters can be found in the description of the SurEau model in Martin-StPaul et 
al (2017). 
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Figure 2 - Theoretical response of LFMC to plant water potential simulated with SurEau describing the dynamic of 
relative water content in both the symplastic compartment (RWCs) and the apoplastic compartment (RWCa). The 
dynamic of cavitation is shown in black. For these simulations we used a cavitation resistance (taken as the water 
potential causing 50% cavitation) of -7 MPa, a turgor loss point of -3.5MPa, a leaf dry matter content of 500mg/g, 
and an apoplastic fraction of 0.4. Further details about the equations and parameters can be found in the description 
of the SurEau model in Martin-StPaul et al (2017). 
 
 
In this subsection, we use a shrub fire experiment dataset (Anderson et al. 2015) to fit a model for 
rate of spread (ROS) as a function of LFMC. The model is the following generalized additive model 






where s is smooth function. The model fit, using a “log” link and assuming a gamma distribution 
of the residuals, is described in details in Pimont et al. (2018a). 
The response of ROS to LFMC is a multiplicative function showing a strong increase of fire 
behavior when LFMC is below 100%, but negligible above it (Fig. 2). The green, orange and red 
arrows show the different ROS increases (in %) associated with the three thresholds used by French 
fire prevention and fighting managers. Our analysis shows that these thresholds effectively correspond 
to strong increase in fire behavior. However, the range of the confidence intervals strongly increases 
below 67 %, as the experimental fires were hold in LFMC conditions above 67% (between 67 and 256 
%). 
𝑅𝑂𝑆 = 𝑎𝑈𝑏𝑒−𝑐𝐷𝐹𝑀𝐶𝐻𝑑𝑠(𝐿𝐹𝑀𝐶) 
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Figure 3 - Response of fire rate of spread as a function of LFMC, derived from Eq. 1, fitted over the fire experiments 
described in Anderson et al. (2015). A strong increase in ROS is observed below 100%, even if the confidence 
intervals strongly increase below 67% because of the lack of experimental data in this range. 
 
Comparing the range of LFMC in fire experiments and in the RH dataset confirms this strong 




We used the LFMC dataset and a French database reporting fire activity in order to evaluate how 
LFMC relates to fire occurrence, based on fires that occurred at less than 10 km to the LFMC 
measurement sites. In order to study how fire activity relates to LFMC, we first used the approach of 
Dennison and Moritz (2009), but found that the method was very sensitive to the fire frequency 
distribution (Pimont et al. 2018b). Instead, we used a GAM model to study the response function for 
fire activity to LFMC in an approach derived from (Preisler et al. 2004). We first fitted the number of 





where s is smooth function, Sf is the forest area in 10 km buffer zone around the LFMC 
measurement sites (in which fires were observed) and “Site” a factor to account for an eventual effect 
of the LFMC sampling location on fire density. Figure 4a represents the multiplicative response to 
LFMC of the number of fire larger than 1 ha, in a similar manner than Fig. 3. Interestingly, the shape 
of this response function, as well as its magnitude was very similar to the one reported for fire behavior 
on a completely different dataset and at a different scale. 
 
N>1ha = Sfs LFMC Site 
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Figure 4 - (a) Response of the number of fires larger than 1ha as a function of LFMC, derived from Eq. 2, fitted over 
the RH dataset. A strong increase in fire number is observed below 100%, exhibiting a response function very similar 
to the one of the ROS (Fig. 2). (b) Response of the number of fires larger than 1ha as a function of LFMC, as in Fig 
3. The shape of the curve is sharper than for the >1ha fires and still decay below 100%. 
We applied the same approach to the number of fires larger than 100ha (N>100ha). However, the 
dataset is to sparse in this context to use the quasi binomial distribution and to account for the site 
effect. The model fit which assumes the basic binomial distribution (which does not account for over 
dispersion of the fire numbers, and hence might underestimate the confidence intervals) is shown in 
Fig. 4b.  
The response function was much sharper than the one of the fire behavior and the number of fires 
larger than 1ha, which can be considered as an evidence of a stronger effect of LFMC on large fires. 
Also the effect of LFMC did not saturate below 100%, suggesting that the probability to get such a 
large fire is much lower in humid conditions than in standard “LFMC=100%” conditions.  
 
 
This work presents new insights regarding the variability, predictability, physiological drivers and 
impact of LFMC on fire hazard based on extensive analysis applied to a large LFMC dataset. First, the 
variability between sites and species considerably limit the accuracy of drought indices. Comparison 
with calibration of remote sensing products suggest that the accuracy is relatively similar (Fan et al., 
2018).  
 Improvements of LFMC modelling is nevertheless possible by accounting for site specific 
parameters in water balance models (e.g. soil water capacity and leaf area index) and species traits 
driving desiccation dynamic through plant hydraulic model (cavitation resistance, turgor loss). Our 
analyses also suggest that LFMC modelling can be significantly improved in the future on the basis of 
ecophysiological models (Ruffault et al. under review) which account for soil and vegetation 
properties, which is in line with a recent publication (Jolly and Johnson 2018). Here we suggested the 
use of the SurEau model for plant hydraulics (Martin-StPaul et al., 2017) to simulate LFMC with a 
mechanistic approach including traits. A major advantage of this approach is that is can be readily 
applied to a large variety of species thanks to the emergence of large databases of pressure volume 
curves and vulnerability curve to cavitation (Bartlett et al. 2012; Choat et al. 2012; Martin-StPaul et 
al. 2017). Ongoing research aims at coupling this approach to a water budget model (Ruffault et al. 
2013) and to validate the approach over LFMC measurements in situ, thanks to the RH database and 
the ongoing data acquisition of complementary data (LAI, soil depth, weather data). However, there 
are still important limitations and research needs both in terms of data and model structure. For 
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instance, the prediction of plant water potential and leaf shedding due to drought is not straightforward 
(Choat et al. 2018). Furthermore, accounting for phenology and decoupling the effects of water status 
from seasonal dry matter changes would likely strengthen these studies (Jolly et al. 2014). 
The reanalyze of the empirical shrub fire dataset previously collected shows that the effect of LFMC 
on fire behavior is much stronger than previously estimated (Anderson et al. 2015), especially in the 
range below 100%. Unfortunately, there is still a lack of empirical data in dry conditions corresponding 
to high and extreme fire sensitivity (Fig. 2), so that the confidence intervals are very large in this range. 
This argues for field experiments closer to the actual fire conditions, even if such experiments would 
be clearly very demanding for economic and safety reasons. 
The comparison between the RH database and the fire database shows that fire occurrence is 
strongly dependent on LFMC. Fires of more than 1ha exhibit a response to LFMC which is very similar 
to fire spread, which would suggest that fires can reach 1 ha only when they spread fast enough to be 
caught out by fire fighters. Larger fires are even more strongly determined by LFMC suggesting a fire 
frequency on the order of 5 times higher when LFMC is shifted from 100 % to 43%. It would be even 
10 times higher when shifting from 120%. 
Most of the large-scale evidences of link between LFMC and fire activities were obtained through 
remote sensing and drought indices, which have shown to be limited in their ability to predict LFMC 
(Ruffault et al. 2018). Our on-going study of the influence of LFMC on fire behavior and activity from 
a local scale results in a better understanding of the role of LFMC. 
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Abstract 
Aerially suspended fuels play an important role in forest fire behaviour. They can act as a ladder to flames, 
increasing the potential for crownfire, and can ignite and act as firebrands.  When large accumulations of 
these fuels are present, wildfires may spread more rapidly, be more difficult to suppress and be more likely 
to impact assets such as houses.  However, as these fuels are suspended above the ground, their moisture 
status is predominantly a function of atmospheric humidity. As a result, bark and suspended fuels may 
become flammable at times when the remainder of the fuel bed is too wet to burn due to high soil moisture 
levels.  This means that these fuels can be reduced by burning when conditions are unfavourable for 
prescribed burning using the practice candling.  Candling is the deliberate ignition of bark and other dead 
fine ladder fuels under conditions where surface fires are unlikely to spread.  We compared the number of 
days available for prescribed burning and candling for a locality in South Eastern Australia and found that in 
the period 2012 – 2016, candling could be undertaken for an average 124 days per year, 48 days more than 
the window available for prescribed burning (76 days).  As each accumulation of aerial fuel must be 
individually lit during candling, the practice is labour intensive and inefficient over large areas relative to 
prescribed burning, so it is best used for targeted risk reduction such as near control lines or assets.  However, 
it can be used to reduce risk with low chance of escape in locations where prescribed burning is difficult such 
as the Wildland Urban Interface.  The practice is applied operationally in South Eastern Australia, however 
to date there has been limited research into its effects on wildfire spread and intensity. Given its suitability 
for strategic use near highly vulnerable assets, we believe further investigation into its utility is warranted. 
 
Keywords: burn window; embers; firebrand; fuel management; hazard; prescribed burn, torching; spotting 
 
 
In forests, aerially held dead fine fuels can play important roles in fire behaviour.  During wildfires 
these fuels can ignite rapidly, act as ladder between the surface fuels and tree canopy and dislodge to 
become firebrands (Billing and Bywater 1982; Hines et al. 2010; Ellis 2011). 
Aerially held dead fine fuels can increase the intensity of wildfires by allowing a greater amount of 
biomass to be encompassed in the flaming front.  They do this by providing a ladder from burning 
surface / near surface fuels to the crowns of trees.  This allows flames to bridge the gap between the 
overstorey and understorey, facilitating the occurrence of crownfires (Jenkins et al. 2012).  During 
crown fires, fire spread rate is enhanced, suppression becomes ineffective and the likelihood of 
detrimental ecological impacts is increased (Stephens and Finney 2002; Alexander and Cruz 2011; 
Hoffman et al. 2016). 
Firebrands – burning fragments of material - can enhance wildfire progression where they are 
carried by winds ahead of the fire area to start new spotfires (McArthur 1967).  Under extreme 
conditions the spread of fire via the coalescence of spotfires can be the primary driver of wildfire 
spread (Cheney and Bary 1969; Cruz et al. 2012).  Firebrands also allow fires to traverse fuel 
discontinuities, limiting the effectiveness of fire suppression (Koo et al. 2010).  Additionally, they are 
the dominant ignition source for houses during wildfires (Blanchi and Leonard 2005). 
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The bark of one genus of trees is recognised for its contribution to spotting in damaging wildfires 
worldwide, Eucalyptus.  Eucalypts typically either have smooth bark that is shed annually or fibrous 
‘stringy’ bark that is retained (Blanchi and Leonard 2005).  The fibrous trunks of species such as E. 
obliqua are easily ignited, and the loosely held nature of its bark means that they produce copious 
amounts of small firebrands (Fig 1). 
 
 
Figure 1 - Firebrands from Eucalyptus obliqua trees during an autumn prescribed burn adjacent to a control line  
Dead aerial fuels have typically been managed in conjunction with other fuels.  This has 
predominantly been through prescribed burning.  Prescribed burning can be an effective way to modify 
dead aerial fuels in forests, reducing the total amount, altering properties and reducing bark ignitability 
by creating a layer of char on tree boles (Chatto et al. 2003; Penman et al. 2017).  Effective prescribed 
burning can only be done within a particular range of weather conditions – the burn window – whereby 
a forested site is dry enough to be flammable, but not so dry that a burn is likely to escape control and 
become a wildfire (Slijepcevic et al. 2015).  Burn windows typically occur at the fringes of the dry 
season, but can vary greatly interannually.  The timing and lighting patterns of burns can be used to 
manage fire behaviour, allowing large areas to be burnt with few material inputs.  Prescribed burning 
comes with a risk of escape (Tolhurst and Cheney 1999); escaped burns can have adverse impacts, 
particularly where there are concentrations of high value assets such as in the Wildland Urban Interface 
(WUI).  As a result, prescribed burning requires high levels of planning, investment in specialised 
firefighting equipment and the need to have crews at hand when weather conditions are favourable.  
The unpredictability of weather may also mean that particular burns may not be completed when 
scheduled. 
Given the importance of aerially suspended dead fine fuels to fire behaviour, it is important to be 
able to effectively reduce its hazard.  In particular, in the WUI, aerially suspended fuels pose a high 
risk to assets, but are difficult to manage using prescribed burning due to the high potential losses in 
the event of fires escaping.  Here we describe and evaluate an alternative method, Candling.  Candling 
is a method of burning bark and other dead fine fuels on the tree bole and branches under conditions 
where fire spread will be limited by high levels of landscape moisture.  We compare the conditions 
under which candling can be carried out relative to prescribed burning to evaluate its suitability for 
use in temperate climates such as South-Eastern Australia. 
 
A B 
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Candling is the practice of igniting bark or dead material held on individual tree boles in a manner 
that allows flames to climb the trunk and burn out the majority of dead aerial fine fuel (Billing and 
Bywater 1982).  To effectively burn this material, it must be in a dry enough state to burn.  As it is 
aerially suspended, its moisture status is predominantly a function of atmospheric humidity which can 
vary greatly over short periods.  Surface fuels are in contact with the ground and consequently are 
strongly influenced by soil moisture which varies more gradually.  As a result, aerial fine fuels can be 
flammable under conditions where the remainder of the fuel bed is too wet to burn.  Ideal candling 
conditions are where the suspended fuels are flammable, but high surface fuel moistures mean that 
there is little or no potential for fire spread.  Draft prescriptions for undertaking candling in South 
Eastern Australia are presented in Table 1.  These have been developed collaboratively by the 
Victorian Department of Environment, Land, Water and Planning (DELWP), and the Country Fire 
Authority. 
Table 1 - Draft prescriptions to undertake candling and prescribed burning of fibrous tree bark when in natural forest 
with a shrubby understorey in Victoria, Australia 
Parameter Candling Prescribed burning 
Forest Fire Danger Index1 





Bark Fuel Moisture Content (%) 12-14%  
Surface Fuel Moisture (%) >18% 11-16 
Profile Fuel Moisture (%) >20%  
Wind speed (km/h) < 20 (forecast) < 15 subcanopy <20 Forecast <15 subcanopy 
Relative Humidity (%) 35-65 for at least 4 hours 30-70 
Keetch Byram Drought Index2 <80 <50 
1(McArthur 1967), 2 (Keetch and Byram 1968) 
Candling can be done where there are large accumulations of suspended materials where there is 
sufficiently connectivity to allow burning or on trees with loose fibrous bark on the entire tree bole 
(Fig 2A). Ignitions can be done using hand held drip torches (Fig 2B) or vehicular flame throwers.  
The lighting of rings of fire around the base of trees will promote fire driven convection and will allow 
the fire to climb the bole of the tree.  As there is no spread between trees or fuel accumulations, each 
needs to be lit separately, so the process is labour intensive. 
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Figure 2 - A) Fibrous bark of Eucalyptus Obliqua. B) Candling of E. obliqua during winter in South Eastern 
Australia 
 
We compared the conditions under which prescribed burning and candling can be done for a 
forested site in Victoria, Australia using historic Automatic Weather Station Data.  We used the 
Scoresby Research Institute weather station (see 
http://www.bom.gov.au/climate/averages/tables/cw_086104.shtml), as it is in an area that has a strong 
presence of Eucalyptus obliqua (Messmate stringybark), a species notorious for firebrands.  Data were 
obtained representing daily weather conditions for the period from June 30, 2011 to December 30, 
2016. We used burn prescriptions to compare the proportion of the year under which candling can be 
completed in comparison to prescribed burning.  The prescriptions used for candling are presented in 
Table 1, however as daily data were used, RH and fuel moisture constraints were excluded, and a 
maximum 3 pm wind speed of 20 km/h was used instead of FFDI.  The prescriptions used to represent 
prescribed burning are those for dry sclerophyll forest (regrowth, without wiregrass) obtained from 
DELWP.  As the prescriptions are intended to represent the maximum safe burning conditions, the 
conditions where it was too wet to undertake prescribed burning were determined to be these where 
the McArthur Drought Factor was less than 6 as determined by Duff et al. (2018).  The summer months 
(from December to March) were excluded from the analysis since during this period there are fire 
restrictions to limit the potential for wildfires.  The first six months of the KBDI data for the period 
analysed were excluded from analysis to allow the algorithm to equilibrate, since KBDI calculations 
are done using an account keeping process. 
 
 
We found that candling can be done for a much larger proportion of the year than prescribed 
burning.  Over the study period, on average 124 days per year were suitable for candling, 48 days more 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 2 – Fuel Management 
 
Advances in Forest Fire Research 2018 – Page 258  
  
than the 76 day window available for prescribed burning.  Much of the time suitable for candling was 
coincident with that for burning (Fig 3), however candling could also be done after rain events when 
it was too wet for effective prescribed burning.  Candling could be done for the entire winter period, 
whereas prescribed burning was limited to the autumn and spring. 
 
Figure 3 - A) Density plots of the days available for prescribed burning (blue) and candling (red).  To facilitate 
plotting, a density bandwidth of 6 days was used.  Maximum temperature is shown using a grey dotted line that has 
been smoothed with a 25 day moving window. 
This means that candling has the potential to allow wildfire risk reduction activities to be undertaken 
at times when fire crews are not currently active.  At these times, due to the non-flammable landscape 
there is little to no chance of fire escape.  In the WUI, bark fuels pose a major issue for house loss, and 
so prescribed burns are difficult to implement due the high levels of consequences if there is an escape.  
Candling is potentially an effective means to safely and cheaply reduce asset exposure to firebrands 
during wildfires and prescribed burning.  As it has limited effect on vegetation structure, it may also 
be more socially acceptible than burning. 
As burn escapes are commonly a result of firebrands (Dether and Black 2006), candling can be 
applied as a complimentary measure to burning by reducing the likelihood of escape by pre-treating 
trees around the burn perimeter.  Such an approach could also be used adjacent to existing firebreaks 
in the landscape to reduce the likelihood that they are breached during fires and enhance the safety of 
fire suppression crews. 
Candling is one of a number of approaches that can be used to manage aerial dead fire fuels that 
contribute to crowning and spotting.  It has advantages in contrast to other approaches that warrant its 
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Table 2 - Advantages and disadvantages of ladder fuel treatment approaches 
Practice Advantages Disadvantages 
Prescribed 
burning 
Reduce a wide variety of fuels 
Complex to safely undertake 
Efficient over large areas 
Can have desirable ecological outcomes 
 
The chance of escape and loss 
Limited seasonal window 
Cannot be done in all places 
High biomass consumption 
Potential for unwanted ecological outcomes 
May have high canopy mortality 
Mechanical 
Treatment 
Reduces live and dead ladder fuels 
Does not depend on a burn window 
 
Requires specialised equipment 
Expensive over large areas 
May increase surface fuels 
May have unwanted ecosystem outcomes 
Not a suitable method for reducing bark fuels unless 
entire tree removed 
Candling Reduces fine dead ladder and bark fuels 
Low chance of escape 
Low likelihood of ecological damage 
Requires no specialised equipment 
Can be done where it is too dangerous to burn 
(i.e. WUI) 
Has a wider seasonal window than prescribed 
burning 
Low biomass consumption 
Labour intensive 
Limited research on how fire behaviour is affected 
Not suited for all vegetation types 
Limited research on ecological impacts 
 
 
Candling is currently used operationally in the state of Victoria, Australia.  It has had limited 
operational adoption outside this state or elsewhere.  The effectiveness of candling has been inferred 
from the effect it has on dead aerial fine fuels, particularly bark.  However, to-date there has been no 
empirical research into how candling modifies fire behaviour, fire brand production and the relative 
levels of exposure that assets and firebreaks will be exposed to during wildfires.  As a result, it is 
unclear how much effort and investment fire agencies should direct towards candling.  
To effectively integrate candling as a treatment into a fire risk management program, further 
research is warranted.  This should include: 
- Quantifying the effect candling has on fuel properties in different vegetation communities; 
- Determining differences in fire behaviour and ember production in treated areas; 
- Developing models of fuel recovery after treatment; 
- Determining the environmental factors that influence candling outcomes; 
- Determining the optimal spatial configurations of candling in the landscape to have the 
greatest moderating effect on fire behaviour; 
- Evaluating the ecological impacts of candling; 
- Comparison of the outcomes of different candling techniques (including conditions and 
methods); and 
- Consideration of how to account for candled areas in landscape fire simulation systems used 
in risk planning.  
As its application has had limited use outside a single jurisdiction, potential applications may have 
not been considered.  For example, it may be effective in North American systems to reduce dead 
canopy needles in locations where there has been widespread death of conifers due to bark beetles 
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Candling is a technique that can be used to manage dead fine aerial fuels, particularly fibrous bark.  
Its adoption for operational use has been extremely limited and is restricted to South Eastern Australia.  
Its practice requires few material resources and it can be undertaken for wider burning window than is 
available for prescribed burning.  However, while its efficacy can be inferred from the way it modifies 
fuels, there is currently no empirical research describing how it modifies wildfire risk or modifies 
ecosystem processes.  Given the challenges posed to fire managers worldwide by eucalyptus 
firebrands, candling is a technique that warrants consideration and further investigation.  
 
 
This work was funded in-part by the Country Fire Authority of Victoria, and the Victorian 
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Optimisation of fuel treatments at landscape level in NW Spain 
Enrique Jiménez*; José M. Fernández-Alonso; Cristina Fernández; Teresa Fontúrbel; José A. 
Vega 




In the current framework of forest fires incidence, climate change and forest management budget 
constraints, fuel treatment activities should be located in strategically areas to meet a set of prevention, 
economic and ecological criteria. Characterizing potential forest fire behavior is critical to develop effective 
fuel treatment plans in order to reduce the negative impacts of wildfires. This study was carried out in the 
District XIX Caldás – Salnés (Pontevedra, Spain) with 132004 ha, an area with high occurrence of wildfires. 
Fire behavior characteristics at landscape level were obtained with Flammap fire modeling software using as 
inputs spatially explicit data. This software requires as inputs weather, terrain, stand and fuel characteristics. 
Simulations were carried out under extreme fire weather conditions. Fuel layers used for the simulations were 
obtained combining the Spanish National Forest Map (4th Spanish National Forest Inventory) and a new fuel 
classification developed for forest fuels in Galicia. The software WindNinja was employed to include in the 
simulations the spatial variability of wind speed and direction as a consequence of topography. After 
computing output data from fire behavior simulation, Landscape Treatment Designer (LTD) was the software 
employed to obtain the optimal treatment locations. LTD creates a sequence of spatially defined project areas 
that maximizes the objectives with the provided constraints and treatment thresholds. Flame length was 
selected as treatment threshold variable. Priority stands for treatment were defined as a function of a set of 
preventive, ecological and economic parameters (presence of human infrastructures, fire risk according 
to fire frequency and ecological value, fuel model and stand structure). The maximum area to treat was 
constraint to 3000 ha for the whole scenario. After obtaining flame length for each stand with Flammap, LTD 
creates both aggregated and dispersed treatment schedules, each representing a different spatial treatment 
scenario, taking into account the priority functions. 
The results highlight the potential of this methodology as a very useful tool for fuel treatments at landscape 
level, taking into account that the effective allocation of resources is critical. 
 
Keywords: FlammMap; Lanscape Treatment Designer; fuel treatments 
 
 
Fuel load and continuity increased notably in southern Europe during the second half of the 
twentieth century leading to more intense wildfires (Moreira et al. 2011). Annually, some 51,200 forest 
fires burn approximately 477,400 ha in southern European countries (from 1980 to 2013, in Portugal, 
Spain, France, Italy and Greece; Rodriguez-Aseretto et al. 2014). Moreover, the Mediterranean forests 
are expected to suffer higher frequency of fire in the future (Turco et al. 2014). In the current 
framework of forest fires incidence, climate change and forest management budget constraints, fuel 
treatment activities should be located in strategically areas to meet a set of prevention, economic and 
ecological criteria. The efficacy of fuel treatments decreasing fire severity and size has been previously 
elucidated (Agee and Skinner, 2005; Jiménez et al. 2016). It has been also found that the strategic 
allocation of fuel treatments reduced the predicted growth rates of modeled fires more effectively than 
random placement (Finney et al. 2006). 
Characterizing potential forest fire behavior is critical to develop effective fuel treatment plans in 
order to reduce the negative impacts of wildfires. The great complexity of wildfire risk assessment and 
fuel treatment planning has resulted in the increase in the employment of different fire behavior 
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simulation software in research and operational context(Ager et al. 2011; Calkin et al. 2011). Wildfire 
modeling can be employed as general indicators of wildfire exposure and fuel treatments planning for 
optimization of fire prevention activities (Salis et al. 2013). There is an increased interest in the use of 
decision support tools to mitigate wildfire risk (Matin et al. 2016). These tools include wildfire 
simulation models allow managers to quantitatively evaluate management decisions in fuel treatment 
activities planning (Martin et al. 2016). 
The aim of this study was to simulate fire behavior (Flammap) within an entire landscape and use 
a decision support tool (Landscape Treatment Designer, LTD – Ager et al. 2012) to spacially allocate 




This study was carried out in the District XIX Caldas – Salnés (Pontevedra, Spain) with 132,004 
ha (Figure 1). It covers 28 municipalities. Topography is dominated by uplands and lowlands, ranging 
from 0 m.a.s.l (at the coastal areas) to 1010 m.a.s.l. The climate is oceanic, with a mean annual 
precipitation between1200 - 1800 mm and a dry period of 2 months. The mean annual temperature is 
between 12 - 14°C. North-east winds are those associated with the period of higher fire frequency. 
 
Figure 1 - Location of the study area, in Galicia (NW Spain) 
The forest covers 65.25% of the total area. The main forest land cover type is eucalypt (26.9%), 
followed by shrublands (18.8%), mixed pine and eucalypt forest (17.9%) and pine forest (13.1%). 
The District XIX Caldas-Salnés is an area with high occurrence of wildfires. From 2002-2007, the 
mean annual number of fires was 709, burning 4097 ha. Wildfires occurred mainly in summer season 
(August). Most of these wildfires are man-caused, with a high level of intentionality. The preventive 
and fire fighting plan of the District XIX Caldás-Salnés define every year the areas with higher fire 
risk according to fire frequency and ecological value. 
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Fire behavior characteristics at landscape level were obtained with Flammap fire modeling software 
(Finney 2006) using as inputs spatially explicit data. Flammap was selected because it is the single 
available option to estimate maximum fire potential for any given point (pixel) of a landscape 
(Botequim et al. 2017). We analyzed FlamMap outputs for flame length. This software requires as 
inputs weather, terrain, stand and fuel characteristics (Figure 2). Terrain inputs consisted of elevation, 
aspect and slope extracted from a digital elevation model (DEM) at horizontal resolution of 25 m was 
obtained for the study area from the Spanish Geographic National Institute. Fuel-related data layers 
used for the simulations were obtained combining the Spanish National Forest Map (4th Spanish 
National Forest Inventory) – standard fire behavior fuel models (Anderson 1982) -, and a new fuel 
classification developed for forest fuels in Galicia based on main species, age class and understory fuel 
characteristics – canopy fuels (Arellano et al. 2016). 
Simulations were carried out under extreme fire weather conditions. Extreme wildfire risk 
conditions were defined as wind speed of 30 km h-1 - value proposed by Mitsopoulos and 
Dimitrakopoulos (2007) and Fernández-Alonso et al. (2013) in other Mediterranean areas - and dead 
fine fuel moisture of 6%. Crown and undercanopy live fuel moisture was established as 100 %. The 
previous DEM was employed to simulate the wind fields within the fire perimeters with WindNinja 
(Forthofer 2007). WindNinja is a mass-consistent fluid flow dynamics models that estimates the 
modifying effects of topography on synoptic winds.  
 
 
After computing output data from fire behavior simulation, Landscape Treatment Designer (LTD) 
was the software employed to obtain the optimal treatment locations (Ager et al. 2012, Ager et al. 
2013, Vogler et al. 2015). LTD creates a sequence of spatially defined project areas that maximizes 
the objectives with the provided constraints and treatment thresholds. Flame length was selected as 
treatment threshold variable. Fuel treatments were triggered when a stand exceeded a flame length of 
1.5 meters. Any classifiable stand feature, such as habitat value, proximity to human communities, and 
wildfire hazard, may be combined in prioritizing stands for treatment. Priority stands for treatment 
were defined as a function of a set of preventive, ecological and economic parameters (presence of 
human infrastructures, fire risk according to fire frequency and ecological value, following the fire 
fighting plan of the District XIX Caldás-Salnés, fuel model and stand structure) – Table 1. Prior to 
LTD runs, each stand was assigned numeric rating scores according to these parameters (Table 1). The 
maximum area to treat was constraint to 3000 ha for the whole scenario. LTD can create both 
aggregated and non-aggregated project areas. In this study we only employed the non-aggregated 
method allowing the model to distribute selected stands over the landscape. LTD creates a map of treatment 
priority resulting in a sequence of project areas and respective priorities. 
 
Table 1 - Presence of human infrastructures, fire risk according to fire frequency and ecological value, fuel model 
and stand structure, and assigned wildfire hazard ratings for LTD runs 
Presence of 
infrastructure 
Value Fire risk Value Fuel 
model 
Value Stand structure Value 
Yes 0 Low 1 1, 2, 8, 9  0 Shrub 0 
No 2 Medium 2 3, 5 1 Seedlings/saplings 0 
  High 3 6, 7 2 Pole 1 
  Very High 4 4, 10, 11 3 Saw 3 
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Figure 2 - Scheme of inputs employed for fire behavior simulations (FLAMMAP) and optimal treatment locations by 
LTD.   
 
 
The Figure 3 shows the spatial variation of flame length for the whole landscape obtained from 
FLAMMAP under the extreme meteorological conditions.  
 
Figure 3 - Spatial variation of flame length of the study area obtained from FLAMMAP 
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Taking into account the standard fuel models for each stand defined in the Spanish National Forest 
Map, mean flame length ranged from 0.90 m (fuel model 8) to 3.17 m (fuel model 4) – Table 2. If we 
consider the main species of the stand, mean flame length ranged from 0.70 m (Agrostis curtisii areas) 
to 1.50 m (Ulex sp. areas) for pastures and shrubland stands, and from 0.75 m (Pinus radiata stands) 
to 1.27 m (Castanea sativa stands). 
Table 2 - Mean flame length (range between brackets) obtained from FLAMMAP of the study area stands as a 
function standard fuel models and main species 
Standard fuel 
model 
Flame length (m) Main species Flame length (m) 
1 0.93 (0.01-2.20) Agrostis curtisii 0.70 (0.01-1.70) 
2 1.09 (0.03-8.53) Cytisus multiflorus 0.90 (0.08-2.22) 
3 1.47 (0.02-2.75) Pteridium aquilinum 1.26 (0.66-2.55) 
4 3.17 (0.01-10.22) Ulex sp. 1.50 (0.01-8.38) 
5 1.06 (0.00-14.73) Betula sp. 1.14 (0.06-7.32) 
6 1.32 (0.00-8.53) Castanea sativa 1.27 (0.05-8.28) 
7 1.13 (0.00-9.46) Eucalyptus sp. 1.22 (0.00-14.73) 
8 0.90 (0.30-2.94) Pinus pinaster 1.16 (0.00-9.96) 
9 1.02 (0.40-8.19) Pinus radiata 0.75 (0.00-3.06) 
10 1.77 (0.05-3.12) Quercus robur 1.23 (0.00-8.19) 
11 2.29 (0.59-7.84)   
 
The non-aggregate option of LTD created a dispersed treatment schedule based on fire hazard and 
fire risk (Figure 4). This option creates a ranking of projects to priorities the whole landscape into a 
sequence of project areas. The project labeled with number 1 represents the highest priority area for 
the given objectives, and the project labeled with the number 7 represents the lowest priority. 
For the project 1 (highest priority), the fuel model 5 represented the 54.6% of the 3000 ha to treat, 
followed by the fuel model 6 (31.7%) and fuel model 4 (11.9%). The high percentage of area to treat 
covered by fuel model 5 could be consequence of the high surface covered by this fuel model in the 
entire area (23.3%). Taking into account the main species, Ulex sp. areas represented 48.5% of the 
area to treat, followed by Eucalyptus sp. stands (26.9%) and Pinus pinaster stands (16.0%). Although 
Ulex sp. areas only cover 9.8% of the entire landscape, the high flame length obtained with simulation 
for these areas could explain the high percentage of area to treat represented by this species. 
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Figure 4 - Ranking of projects to priorities the whole landscape into a sequence of project areas. 
 




Percentage of area to 
treat (%) 
Main species Percentage of area to 
treat (%) 
1 0 Agrostis curtisii 0 
2 1.6 Cytisus multiflorus 0 
3 0 Pteridium aquilinum 0 
4 11.9 Ulex sp. 48.5 
5 54.6 Betula sp. 2.3 
6 31.7 Castanea sativa 4.8 
7 0.2 Eucalyptus sp. 26.9 
8 0 Pinus pinaster 16.0 
9 0 Pinus radiata 0 
10 0 Quercus robur 1.5 
11 0   
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Although it has been suggested limitations of wildfire models (Mell et al. 2007; Alexander and 
Cruz, 2013), the results highlight the potential of this methodology as a very useful tool for 
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Plasticity of fire related traits of some obligate seeder species in different 
fire-prone areas of SE France: the goals and methodology used 
Bastien Romero*, Anne Ganteaume 




Species having traits adapted to a given fire regime can be endangered when the fire regime 
changes if these traits do not vary at the same time, especially with the increase in fire recurrence 
following the global change. In this framework, an on-going PhD work studies plant fire-traits and 
flammability according to the fire regime to highlight a possible adaptation of these traits which 
would confer a better flammability when the fire recurrence increases to the resilient species Pinus 
halepensis and a better resistance to fire to the resistant species Pinus sylvestris. The study area 
encompasses two locations located on North-South gradient of the Provence area (SE France) to 
verify is the trend is the same within the biogeographical range of the species and at its boundaries. 
The current paper presents the goals of this work and methodology implemented to achieve them 
 
Keywords: Fire Regime, Fire-related Traits, Plasticity, Flammability, Mediterranean Region, Climate Change 
 
 
Wildfires have been shaping landscapes in the Mediterranean regions for thousands years (Keeley 
et al. 2011) as climate conditions in these areas favour fire ignition and propagation, and most species 
have adapted because of this high selection pressure (Pausas & Keeley 2009, Moreno & Oechel 2012). 
However, for decades, the increase in temperature has led to an increase in fire activity all over the 
world (Westerling et al. 2006; Pausas 2004; Oliveira et al. 2012). At the global scale as at regional 
scale (i.e. Mediterranean basin), this trend is likely to be strengthened (Moritz et al. 2012; Pausas et 
al. 2004) leading to an increase in risks such as the forest fire risk.  Moreover, changes in the boundaries 
of bio-climatic areas are expected, especially in the northern part of the French Mediterranean region 
and at higher elevation that should also lead to an increase in the fire risk towards the North. Some 
species could be impacted by this change, as, for instance, the European mountain trees that are 
unequally exposed to an increasing fire risk according to their niche flammability (Fréjaville 2015), or 
species present in several bio-climatic areas that are adapted to specific conditions, such as fire regimes 
(Bradshaw et al. 2011; Keeley et al. 2011; Pausas 2015).  
Plant flammability is an important driver that plays a fundamental role in terrestrial ecosystems 
(Bond & Keeley 2005). Fire-related traits enhancing flammability differ between species (Papió & 
Trabaud 1991; Behm et al. 2004) and affect different components of flammability (Santana et al. 2011; 
Schwilk & Caprio 2011); some plant communities are thus more likely to burn than others (Bond & 
Van Wilgen 1996). Different adaptation strategies are used by species depending on the fire regime, 
inducing different fire-related traits. For low to medium intensity surface fires, these traits enable 
species to survive in case of fire (resistant species) in decreasing the fire impact (thick bark, self-
pruning, and large height) and being less flammable (i.e. higher leaf or litter bulk density). On the 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 2 – Fuel Management 
 
 Advances in Forest Fire Research 2018 – Page 271 
 
contrary, resilient species have adapted to high intensity crown fires favouring their post fire 
regeneration capacity (developing functional traits such as serotiny) and thus enhancing their 
capability to burn (with structural and chemical traits such as high dead fuel retention i.e.no self-
pruning,  high contents of chemical compounds i.e. terpenes in leaves and litter, or a low  fuel bulk 
density, etc.) that allow these species to create their own ecological niche according to Bond & 
Midgley’s “Born to Burn” hypothesis (1995).  
Previous works on plant flammability in fire-prone ecosystems have mostly focused on differences 
between species, especially between different regeneration strategies (Cowan & Ackerly 2010; Saura-
Mas et al. 2010) and suggested different genetic mechanisms explaining the evolution of flammability 
(Kerr et al. 1999; Schwilk & Kerr 2002). However, the functional traits such as resprouting, serotiny 
are adaptative in fire-prone environments even if the plants are more adapted to a fire regime than to 
the fire itself (Keeley et al. 2011) and their traits linked to flammability could vary with a change in 
the fire regime. However, few works, such as that of Pausas et al. (2012), studied the intraspecific 
variability and its relation to fire regime but these works generally focused on one type of fuel to assess 
flammability and on one geographical area (generally within the biogeographical range of the species 
studied). As stated by Keeley et al. (2011), species having traits adapted to a given fire regime can be 
endangered when the fire regime changes if these traits do not vary at the same time, especially with 
the increase of the fire recurrence following the global change, but also with the implementation, in 
some place, of recurrent prescribed burnings to control the fuel biomass. Identifying if there is a 
variation of the fire-related traits and of the flammability (and to what extent) according to the fire 
regime, within intraspecific populations of species will be necessary to predict ecosystem responses to 
on-going global change. 
The aims of this on-going PhD work are (i) to compare the fire-related traits and fuel flammability 
in different populations sampled in areas submitted to different fire regimes (high fire regime vs low 
fire regime), in two geographical areas of SE France and (ii) to highlight possible micro-evolutional 
responses at the different fire regimes, looking for the traits heritability. The current paper focuses on 
the methodology used to achieve these goals. 
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In France, the study areas are located in Provence (Southeastern France). This region is one of the 
most affected by wildfires (Forest Fires Database of Direction Départementale du Territoire, DDT) 
with a fire history recorded since 1960 and therefore presents a wide range of fire-prone ecosystems 
and provides a large gradient of bioclimatic conditions from Thermo-Mediterranean to Oro-
Mediterranean, acting on the fire risk. .  The work is carried out in two different biogeographical areas, 
one located in the South of Provence where the fire regime is high and the other in the North of this 
region (regional natural park of Baronnies Provençales), where the fire frequency and intensity are less 
severe (Fig. 1), in order to show if the possible trends of adaptation remain the same when the species 
is sampled within its biogeographical range and at the boundaries of this range. 
 
 
As stated by Pausas et al. (2014), obligate seeders that are species that lack resprouting ability and 
for whom post-fire regeneration relies only on germination from the seed bank (Bond & Van Wilgen 
1996; Pausas et al. 2004), have shorter and no overlapping generations as well as higher population 
turnover than resprouters (Verdú et al. 2007). Thus, this species should be more sensitive to fire regime 
changes. In the current work, two obligate seeder species that present different adaptive strategies to 
fire, i) Pinus halepensis (resilient species) and ii) Pinus sylvestris (resistant species), are studied.   
 
P. halepensis is a typically fire-resilient species adapted to high intensity crown fire regime and is 
dominant in the region, especially in its southern part and at low elevation. Post-fire P. halepensis 
strategies are based on sexual reproduction and seed development and are related to seed storage in 
long-closed cones that stay closed pending the arrival of a fire; the high temperature causing the 
opening of the cones and the seed release (Lamont et al. 1991; Tapias et al. 2004). This post fire 
regeneration depends totally upon this species’ canopy-stored seed bank (Ne’eman et al. 2004), 
mechanism called serotiny. Serotiny and early flowering in Pinus halepensis reflect its resilient 
strategy in relation to fire as this character is advantageous to survive frequent crown fires and to attain 
successful post-fire recruitment (Tapias et al. 2004).  
 
Contrary to the previous pine species, Pinus sylvestris is more adapted to low/medium intensity 
surface fire regime (Agee 1998; Keeley 2012) and is present especially in the northern part of the 
region and at higher elevation. Non-serotinous pines, like Pinus sylvestris, once they are burned in an 
intense fire, are dependent for their recovery on seed dispersal from adjacent unburned patches. In the 
case of a light or moderate surface fires, trees are protected by their thick bark and because of the self-
pruning of the dead branches, their canopy is not affected, allowing seed germination after fire (Retana 
et al. 2002). Late flowering and absence of serotinous cones in this pine species indicate that their 
natural forest did not evolve under frequent crown fires (Tapias et al 2004). Phylogenetic studies 
indicate a strong correlation between heights, self-pruning, and bark thickness in this pine species 
(Schwilk and Ackerly 2001).  
 
The main challenge of this work is to assess the intraspecific variations of the fire-related traits and 
flammability in pine populations submitted to different fire regimes avoiding, as much as possible, 
differences in environmental conditions. In order to measure the actual variations due to the fire 
regime, the populations of both species are sampled according to many environmental similarities (i.e. 
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altitude, exposure, aspect, age of the trees, understorey floristic composition, past land use, etc. ; Fig. 
2).  
In order to sample the populations according to two different fire regimes, a map of the fire 
perimeters (fire size > 2 ha) has been performed using the regional fire database of DDT and satellite 
images before and after each fire (Fig. 3).  
For each species, three (in the North) to five populations are sampled in zones where fires have 
never occurred (NoFi) and three to five others in zones where several fires (one at least in the northern 
part of the study area which is less impacted by fires) occurred (HiFi) since the last 60 years.  
In each area, climatic conditions of HiFi populations should be within the range of the conditions 
of NoFi populations, that is, there is no geographical segregation between HiFi and NoFi populations. 
Indeed, the sampling of different populations (of same age) of obligate seeder species must be carried 
out in a way that the differences of phenotypes observed between different populations are not related 
to environmental conditions, but are a result of the difference in fire regime (populations coming from 
old-field colonization for low fire regime vs populations coming from post-fire colonization for high 
fire regime).  
 
Figure 2 - Map of old forests (1850, dark green) and young forests (2014, light green) with site locations in Regional 
Natural Park of Baronnies Provençales  (triangle: P. halepensis, circle: P. sylvestris and red: HiF, orange: NoF)  
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.  
Figure 3 - Map of a fire that occurred in 1986 in Buis-les-Baronnies (Regional Natural Park of Baronnies 
Provençales, France) 
 
The fire related traits taken into account in this work are functional, structural or chemical but 
depend on the species studied and on the adaptation strategy to fire. They are measured on 10 trees per 
populations. 
Functional trait: 
- Serotiny: based on Budde et al. (2014) the percentage of serotinous cones will be estimated using 
300 cones per populations (10 for each tree sampled), these cones being located on two opposite 
branches. Serotiny will be assessed during summer to avoid counting errors as cones tend to 
remained closed in winter when the relative humidity is higher.  
Structural traits: 
- Bark thickness: for each individual, four measurements were carried out using a drill and a steel 
ruler.   
- Self-pruning: height of the first branch.  
- Branch bulk density (weight-to-volume ratio of the branch) 
- Needle physical characteristics: for each tree sampled, 10 needles are selected randomly and 
their weight, volume, surface, surface to volume ratio (Hachmi et al. 2011), length are measured.   
Chemical traits: 
The terpene content is often studied in the assessment of flammability because of their low flash 
point (Owens et al. 1998; Alessio et al. 2008; Pausas et al. 2016). In this work, monoterpenes, 
sesquiterpenes, and diterpenes are analyzed (molecule diversity and concentration).        
 
According to Anderson (1970) and Martin et al. (1993), flammability is defined by four 
components, i) ignitability (fuel capacity to ignite), ii) sustainability (how well the fuel continues to 
burn), iii) combustibility (how rapidly or intensely a material burns), and iv) consumability (amount 
of fuel that is consumed). In this study, we assess branch and litter flammability with adapted protocols 
for each species derived from previous works (Ganteaume et al. 2011, 2014). 
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Two different protocols are used depending on the species but in each case, we used only pure pine 
litter demanding a time-consuming sorting of the litter samples collected in the field which contained 
different types of particles of different species. Regarding P. halepensis, 20g of litter (3 burnings per 
tree) are burned in a circular aluminum tray placed on a weighing scale (Mettler Toledo scale with an 
accuracy of 0.01 g.) in order to record the mass loss during the burning (Fig. 4). Four thermocouples 
(k-thermocouples Omega, 25 mm) are placed 10 cm above the sample centre for recording the 
temperature variation (Mean temperature, Maximal Temperature) during the burning. Just after the 
ignition (the ignition source is a flaming calibrated firebrand placed at the centre of the sample), time-
to-ignition, rate of spread, flaming duration are recorded with a chronometer.   
 
Figure 4 - P. halepensis’ litter burning device.  
Regarding P. sylvestris, 1g-needle samples are burned using an epiradiator as the amount of litter 
found under the trees was very low and did not allow designing 20g-samples as for the previous 
species. Only time-to-ignition, ignition frequency, flaming duration and maximum (and mean) 
temperature are recorded using this device according to Ganteaume et al. (2013). 
 
Thirty calibrated fresh branches of each species are burned on the same fire bench as the one used 
for assessing P. halepensis’ litter flammability. The branches are ignited by a flame front generated by 
an excelsior fuel bed located 10 cm below the branch. 
 
The content of the three main terpene classes (monoterpenes, sesquiterpenes, diterpenes) is 
screened in the llive and dead leaves of the two species studied. The analyses are conducted on 10 g 
samples using a GC-MS (GC System 7890B – Agilent Technologies®). 
 
Population structure, genetic diversity, and gene flow are assessed using molecular markers. A test 
of the correlation between genetic patterns and fire-related traits among populations focusing on 
serotiny is used to address the evolution of this trait.  Microsatellites, or simple sequence repeats 
(SSRs), are regions the genome that contain short repeated stretches of nucleotides.  Their high 
mutation rate, thought to result primarily from slippage during DNA replication, is extremely useful 
for measuring differences among populations. 
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In this paper, we quantify the effects of thermally thin fuel prescriptions commonly made in numerical 
models that eliminate temperature gradients within a heated object. This assumption affects the modeled 
ignition and burn behavior but there is little research on its impact, particularly in larger fuels. 
We begin by comparing modeled to observed ignition times and burn rates. To control for the variability 
in the material properties of wood, as opposed to the modeled variability due to the thin-fuel assumption, we 
conduct experiments using thermogravimetric analysis (TGA) for samples of lodgepole pine. From this data, 
we derive material properties via optimization with genetic algorithms. We also perform burnout experiments 
on large, woody fuels to confirm ignition time and mass loss rates for a range of fuel specimens. These 
experiments are then repeated with a numerical modeling platform to validate the model. Once validated, we 
use the model to explore the significance of thermally thin fuel assumptions by performing the same analyses 
on fuels with both thermally thick and thermally thin fuel treatments. We quantify the above phenomena but 
also examine how the composition of fuels varies spatially and temporally.  
 
Keywords: physics simulation, numerical model, experimental, pyrolysis, ignition delay, burn rate, propagation 
 
 
Physics-based simulation of fire has become a valuable tool in the study of wildland fire behavior 
(Mell et al, 2007). The decreasing cost of computation and improvements in model fidelity present an 
experimental platform for hypothesis testing that is far less constrained by limitations of physical 
laboratories. In addition, the precise measurements available within a computational model simplify 
the study of processes that are difficult to measure experimentally. A growing selection of toolkits for 
designing and carrying out computational experiments presents many opportunities to scientists 
curious about fire behavior but unable to carry out experiments on the desired scale. 
However, among the many opportunities offered by these toolkits are pitfalls that unwary users may 
encounter. Building even relatively simple models requires diligent observation of good design 
principles and skeptical examination of their results; it is trivially easy to get interesting results from a 
nonsensical model. These pitfalls are not intended to confound new users-- they are natural byproducts 
of the enormous flexibility of the platforms faithfully carrying out the user’s instructions whether they 
accurately prescribe the scenario or not. It is plausible that a user could use kinetic parameters for a 
fuel that they found but have not validated for their case. There are also many ways to prescribe sources 
of heat with significant differences in their behavior. The user is expected to know where these tools 
are valid. 
One such example of an assumption with a limited range of validity lies in the prescription of 
thermally thin fuels. By definition, a thermally thin fuel has no temperature gradient (Quientiere,2006). 
This assumption requires that the object be small as described in Appendix A and is generally stated 
to be valid for most fuels under 1 mm thick  (Quientiere, 2006).
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In spite of the limited range of validity, simulation toolkits like FDS (McGrattan et al, 2016) allow 
prescription of thermally thin fuel treatments. Models like FIRETEC (Linn et al, 2002) use them 
exclusively, possibly surpassing their range of validity. While thermally thin fuels may be very 
appropriate representations for certain objects, it is ultimately up to the user to ensure that they are 
utilized in the right scenarios. These models place no restriction on the application of thermally thin 
fuel prescriptions. 
The ignition time for thermally thin fuels has been studied (Quientiere, 2006) but other relevant 
properties such as the mass loss rates of ignited fuels are not well characterized. Thus there is a need 
to quantify other consequences of thermally thin fuel treatments. 
In this paper, we begin by creating an appropriate model for heating cylindrical fuel elements over 
a fire. We validate the model by comparing to previous experimental work then proceed to test a 
variety of fuels treated as thermally thick and thermally thin to quantify differences in their ignition 
times and mass loss rates. We also examine the  composition of the fuels as they undergo heating and 
pyrolysis. The fuels are prescribed with differing moisture contents and size and are burned in fire 
environments of varying intensity. We contrast the behaviors of thermally thick and thermally thin 




Our model aims to capture relevant physical processes by emulating an experimental design that is 
appealing due to its simplicity and the utility of the data it gathered (Albini & Reinhardt, 1995). We 
specify a 1m2 open-flame burner and place wooden fuels 60cm above where they absorb a fraction of 
the burner’s heat flux. We model a sensor inside of a ball of ceramic cement and tune our burner to 
roughly match the average recorded fire environment temperature from the experiment (~928  °K). We 
specify the parameters of our wood fuels to match those derived by numerical approximation of 
experimental results described below. We describe the chemistry of the fuel produced by the 
pyrolyzing fuel by referring to existing work that identifies heat release rate of burning wood rather 
than bench-scale determinations (Ritchie, 1997). The computational domain is 2m by 2m by 1m with 
a 10cm mesh scale; this resolution was determined through mesh refinement to be the point at which 
results cease to depend on mesh resolution. The boundaries, aside from the ground, are treated as open 
air. The resulting model exhibits much of the desired behavior. 
 
One area of considerable uncertainty in the formulation of the model lay in the material parameters 
of our fuels. While there are numerous examples of woody fuel materials in FDS, they vary 
considerably in their parameterizations and it’s unclear which description might be appropriate for a 
new fuel. A shortage of validated material parameters is in fact a lingering concern of FDS; while the 
project’s modeling of the physics in solid fuels is believed to be reasonably good, the lack of validated 
material parameters for many solid fuels of interest remains an area of active work (McDermott, 2017). 
Our solution to this problem is to derive material parameters from experimental data. We conducted 
thermogravimetric analysis (TGA) on samples of lodgepole pine (Pinus contorta) and used this data 
as input to gpyro, a fine-resolution pyrolysis model that has a module for numerically approximating 
material parameters (Lautenberger and Fernandez-Pello, 2009). By doing this we were able to obtain 
the kinetic parameters for dried samples of lodgepole pine wood which we then used in our model. 
The parameters we identified are enumerated in Table 1 in Appendix B along with a description of 
their relationships. The fit between our experimental data and a simultation using these parameters can 
be seen in Figure 1f. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 2 – Fuel Management 
 
Advances in Forest Fire Research 2018 – Page 280  
  
 
Another important consideration for this model is that it must allow for simple characterization of 
both thin and thick fuels. The platform used in this project, FDS Version 6, permits both fine and 
coarse sub-mesh fuel description of temperature and material composition. Individual fuels in the mesh 
have their own sub-grids that are smaller than that used for the computational fluid dynamics of the 
mesh (McGrattan, 2017). A user may impose a coarse representation upon the fuel to prescribe 
thermally thin treatment.  
 
The model operates under a few key assumptions imposed by the simulation framework: 
1)  Only one gaseous reaction (the combustion of wood gasses) is significant. 
2)  Mass transfer of moisture and flammable gases inside of fuel is insignificant. 
3)  The fuel is homogeneous. 
To determine if the physical parameters describing fuels we found by fitting TGA data with  gpyro 
are appropriate for the numerical treatment used in FDS, we compared numerical experiments to 
observations from experimental work (Albini and Reinhardt, 1995).  Agreement was excellent for 
intermediate moisture content (21%) but deteriorated for low (4%) and high (60%) moisture content. 
Agreement was excellent for fuels of smaller diameter (~5cm) but suffered on those of larger diameter 
(~10cm). In all cases differences in mass loss rate between model and observations were less than 5% 





With a model that matches acceptably to previous experimental data, we move on to discuss 
experiments relevant to assessing the validity of thin fuel treatments. As mentioned above, we consider 
time until ignition and mass loss rate. We also examine the material composition of fuels as a function 
of time and space. 
Each set of experiments compares a series of 30cm long cylindrical fuels ranging from 1.0 mm to 
5.0 mm in diameter at 4%, 21%, and 60% moisture content are simulated. We also change the flux of 
the heat source to examine its significance at 112.5, 225, 450, and 900 kW/m2. 
When we refer to heat flux we are referring to that of the burner and not that at the surface of the 
fuel. The fuel will only absorb a small fraction of the heat flux from the burner. 
Because of model sensitivity to initial conditions we conduct each experiment ten times with slight 
(1 W/m2) perturbations in the burner’s heat flux. The resulting experimental data is averaged or 
regressed. This is mentioned in more detail in the discussion. 
 
We record the times at which each fuel reaches an ignition temperature of 350 °C at its surface. This 
is measured directly from the surface of the fuel in the model. 
 
We record the mass loss rates of fuels starting at the time of heating. We record the mass of the fuel 
at every time step. 
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We also gather detailed sub-grid measurements of temperature and composition throughout the 
fuel. Composition is determined by mass fraction of each solid phase material component: water, 




We find that thermally-thin fuels ignite more slowly than thermally-thick fuels but that the 
difference varies with moisture content, heat flux, and fuel diameter. A direct comparison of ignition 
times for fuel of different sizes, moisture contents, and under different heat fluxes can be seen in Figure 
2. Values from all 10 experiments are regressed for trend lines. The total increase in ignition time 
caused by thermally thin fuel prescriptions for all of our experiments may be found in Figures 1a, 1b, 
and 1c. These plots show averages of the 10 experiments with slightly perturbed heat fluxes in order 
to smooth out the sensitivity of the experiment at low heat flux. 
As can be seen in any plot in Figure 2, increasing fuel diameter increases the disparity between the 
ignition times of thermally thick and thermally thin fuel prescriptions. This is entirely expected. We 
can see that near 1mm diameter, the difference in ignition time in all experiments is never more than 
a fraction of a second. This supports the idea that thermally thin fuel prescriptions are generally 
appropriate for fuels under 1mm in thickness (Quientiere, 2006). 
Figure 2 demonstrates that fuels with higher moisture content are more appropriately modeled by 
thermally thin prescriptions than fuels with lower moisture content. It is easier to see this in the lower 
heat flux experiments in the left column but it is also present in the higher heat flux experiments in the 
right. This finding is somewhat less intuitive but could be explained by increased thermal conductivity 
in the fuel moving heat away from the surface and delaying ignition. This would impact thermally 
thick fuel treatments but not thermally thin fuel treatments because they are effectively a point in space. 
In Figure 1a, we note that the ignition time disparity for 4% moisture content fuels heated at 112.5 
kW/m2 increases with size, but that in Figure 1b it increases more gradually for 21% moisture content 
fuels and, in Figure 1c, it appears to not significantly increase at all for 60% moisture content fuels.  
Figure 1 shows that changes in ignition time from thermally thin prescriptions are susceptible to 
variations in heat flux. Lower heat fluxes cause less pronounced differences in ignition time between 
thermally thick and thermally thin fuel prescriptions. This agrees with existing models (Quientiere, 
2006). This could be explained by lower heat flux slowly heating fuels of both prescriptions to 
temperature instead of rapidly heating the outer surface of fuels treated as thick. 
We see above that ignition time is affected by thermally thin fuel prescriptions quite significantly. 
When the fuels are as small as 1mm in diameter, they generally ignite very similarly to thermally thick 
fuels regardless of moisture content or the heat of the fire; as seen in Figure 2, very small fuels can see 
a change in ignition delay of well under a second. But even a slight increase in fuel size will quickly 
cause the ignition times of these fuels to diverge. Once fuels are 5mm in diameter, we see more than 
a doubling in ignition time for heating rates higher than  450 kW/m2. We see that fuels much larger 
than a few millimeters in size will suffer from unrealistic ignition times. This is evident in many models 
that utilize the thin-fuels assumption; grass, needles, and other fuels rapidly ignite and are consumed 
but slightly larger fuels are left completely unaffected. 
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Figure 1 - a,b,c: Ignition time delay increase in thermally thin fuel treatment over thermally thick fuel treatment as 
percentage of total time at heat fluxes of 112.5, 225, 450, and 900 kW/m2. 4%, 21%, and 60% moisture content top to 
bottom, respectively.  d,e: Composition of 5mm fuels at depth = 0.5mm, heat flux = 450 kW/m2; d: thick treatment, e: 
thin treatment.  f: Simulated and measured TGA plots for lodgepole pine samples. 20°C/min, 10°C/min, and 5°C/min 
heating rates left to right, respectively. 
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Figure 2 - Ignition time delays. Left column: heat flux = 112.5 kW/m2. Right column: heat flux = 900 kW/m2. Top 
row: 4% moisture content. Middle row: 21% moisture content. Bottom row: 60% moisture content. 
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Figure 3 - Mass loss rates.  a,b: Hausdorff distance as function of fuel diameter. Top: heat flux = 225 kW/m2. Bottom: 
heat flux = 900 kW/m2.  c,d: mass loss of 21% moisture content thermally thick and thermally thin treated fuels of 
diameter 1mm (top) and 5mm (bottom) at heat flux = 900 kW/m2. 
 
We find that mass loss rates of fuels of thermally thick and thermally thin prescriptions vary 
depending on moisture content, heat flux, and diameter. We see some direct mass loss rate comparisons 
in Figures 3c and 3d. We compute the Hausdorff distance between thermally-thick and thermally-thin 
treatments for fuels. This measures distances between subsets in a metric space: in our case, these are 
observations for an experiment in the metric space of time (Rockafeller and Wets, 2005). With this 
test, we have a metric to compare dissimilarity between mass loss rate curves. Hausdorff distances are 
regressed for trend lines. These can be seen in Figures 3a and 3b.  
In Figure 3c we see that fuels of 1mm in diameter burn up in virtually identical fashion whether 
they are prescribed as thermally thick or thermally thin. But in Figure 3d it’s clear that fuels that are 
5mm in diameter show interesting differences based on their prescription. Thus, as expected, fuel 
diameter is a significant factor in mass loss rate differences between thermally thick and thermally thin 
treatments. The distinctive ‘step’ in the thermally thin prescribed fuel is where all moisture has been 
driven off but the wood has not yet started combusting; in Figure 3c we see that these processes occur 
with some overlap for thermally thick fuel treatments; fuels prescribed as thermally thin must have all 
of their moisture driven off before they can ignite. 
We can clearly see that moisture content has a marked effect on mass loss rate in Figures 3a and 
3b. We see that higher moisture contents decrease the difference in mass loss rates between thermally 
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thick and thermally thin prescriptions for fuels. This is possibly also caused by increased thermal 
conductivity in fuels with higher moisture content as described above. 
Heat flux is significant as well. Comparing Figure 3a to 3b, we can see that Hausdorff distances 
between the mass loss rate curves of thermally thick and thermally thin prescriptions are uniformly 
greater with increased heat flux. This is likely influenced by the reduced disparity in ignition times 
mentioned above. 
 
We find that the composition of a fuel is significantly influenced by whether the fuel is prescribed 
as thermally thick or thermally thin. These may be seen in Figure 1d and 1e. This finding makes sense 
given the different way that these fuels heat and thus pyrolyze. In particular, we see that moisture must 
be entirely purged from fuels treated as thermally thin before the wood may ignite. 
The temperatures in the fuels also differ; we see that the fuel treated as thermally thin is heating 
more slowly than the other and that its temperature climb markedly slows as moisture is driven off. In 
the other fuel, temperature is more erratic due to its internal gradient and the process of driving off 
moisture is presumably less sudden since no such stall exists in the temperature data. 
 
 
We established and validated a model for burning cylindrical fuels and recording their ignition 
times, mass loss rates, and material compositions. We numerically determined physical parameters for 
lodgepole pine fuel using experimental data. We conducted many experiments to establish the 
significance of fuel size, fuel moisture content, and fire intensity in the precision of thermally thin fuel 
prescriptions. 
We found that thermally thin fuel prescriptions have insignificant effects on both ignition time delay 
and mass loss rate at fuel diameters around 1mm but that both are significantly effected at fuel 
diameters approaching 5mm. We found that lower heat flux and higher fuel moisture content reduce 
the significance of these differences to a limited extent but that fuel diameter remains the single most 
important determinant in whether a thermally thin fuel prescription is appropriate. 
We conclude that thermally thin fuel prescriptions are entirely appropriate under the commonly 
accepted thickness of 1mm and suggest that, in cases where fuels are characterized by moderate to 
high moisture contents and are subjected to lower flux heat sources, they may be appropriate in slightly 
larger fuels. However, even with these conditions, they do suffer from loss of precision quite soon 
after.  Researchers should carefully consider both their fuel and fire environment before using 
thermally thin fuel prescriptions. 
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Thermally thin objects are defined as being sufficiently small that no internal temperature gradient 
is formed under heating. Generally, it must be the case that the physical thickness, d, is less than the 
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where Bi is the object’s Biot number, hc is the effective heat transfer coefficient, k is the thermal 
conductivity, Ts is the surface temperature of the object, T0 is the initial temperature of the object, and 
q̇’’ is the heat flux (Quintiere, 2006). If these conditions are satisfied then the ignition time for a fuel 
prescribed as thermally thin should be very similar to that of a fuel prescribed as thermally thick. 
 
Gpyro is used to numerically approximate material parameters described above in addition to 
parameters of a single step, heterogeneous reaction as: 
 
 
Where α is the dimensionless conversion, Z- called A in the paper above- is the pre-exponential 
factor (s-1), E is the activation energy (kJ/mol), n is the dimensionless reaction order (Lautenberger, 
2009), T is temperature in °K, and R is the gas constant (8.314 J/mol). 
Gpyro assumes that the density and thermal conductivity of each condensed phase species vary with 




where k0,i is the conductivity at reference temperature Tr, nk,i is the exponent that scales the 
conductivity, γi is the radiative portion of conductivity (for radiation crossing pores in the substrate) 
(Lautenberger, 2009), and σ is the Stefan-Boltzmann constant (5.67*10-8W*m-2*K-4). Thus Gpyro 
establishes materials may change in conductivity with respect to temperature. 
The parameters we numerically approximated are in Table 1. 
Table 1 - Material and reaction parameters for lodgepole pine wood found through numerical approximation with 
Gpyro.  
Name Unit Value 
A (wood) s-1 2.45E+13 
E (wood) kJ/mol 178 
Order - 4.5 
Rho initial (char) kg/m3 134 
Conductivity initial (wood) W/(m*K) 0.19 
Conductivity initial (char) W/(m*K) 0.095 
Conductivity exp (wood) - 0.038 
Conductivity exp (char) - 0.14 
Specific Heat Cap. (wood) J/(kg*K) 2845 
Specific Heat Cap. (char) J/(kg*K) 1734 
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Abstract 
Fire is as a global phenomenon that represents one of the main disturbances in the Mediterranean Pinus 
forest ecosystem. It is also considered to be a soil forming factor and temporary modifier of soil properties. 
The degree of this impact depends on different factors such as pre-fire conditions, the type of soils affected, 
topographic and metereological characteristics and fire-regime attributes (e.g. fire size, recurrence, burn 
severity). In the last few decades, the fire regime is changing in some regions of the world including the 
Iberian Peninsula. This is the result of land abandonment, fire suppression policies and climate change. These 
factors generate a more favourable environment for the occurrence of large forest fires that may play a key 
role in affecting the natural rates and patterns of soils structure and functioning. As a consequence, both 
resiliency and sustainability of Mediterranean Pinus forest could be engaged. This survey is aimed at getting 
to know the effects of combined fire-regime attributes (recurrence and severity) on soil biochemical 
properties from a medium-term perspective (four years).  
The study was conducted in the Sierra del Teleno mountain range (León province; NW Iberian Peninsula). 
The climate is Mediterranean with 2-3 months’ dryness in summer. Soils are acidic (pH around 4.8) and 
mainly classified as Cambisol and Leptosol. A large wildfire occurred on August 19th 2012 affected an area 
of 119 km2 (103 km2 being occupied by Pinus pinaster Ait. forests). In this wildfire, a fire recurrence-severity 
map was elaborated by remote sensing methods, and validated using ground truth and with the information 
provided by the Regional Administration. We characterized fire recurrence throughout a 16-year period 
(1998-2014). Fire severity was measured by the dNBR (difference of the Normalized Burn Ratio) spectral 
index, and classified according to the ground reference values of the CBI (Composite Burn Index). We 
differentiated four scenarios of recurrence (low and high) and severity (low and high), and established a 
minimum of five 30m*30m field plots in each of the four recurrence-severity scenarios. In each field plot, 
we collected soil samples from a depth of 0-3 cm four years after the fire, and analysed the enzymatic 
activities β-glucosidase, urease, and acid-phosphatase and microbial biomass carbon. 
Four years after the fire, it can be observed that fire-regime attributes have a great influence on the 
resilience of soil properties. In the scenario of low recurrence-high severity, which means the highest intensity 
fire, decreased phosphatase and urease activities and soil microbial biomass carbon. This scenario showed a 
slight resilience to β-glucosidase activity but marked depletion in the other soil properties. High recurrence 
scenarios favour the recovery of soil biochemical and microbial properties. Soil enzymatic activities and 
microbial biomass could be a proxy to identify the general state of soil health after large fires. 
 
Keywords: enzymatic activities, medium-term, post-fire, recovery, soil microbial biomass, wildfires 
 
 
Fire is an important process which causes severe disturbances in many ecosystems, mainly in 
Mediterranean forest ecosystem. In this region, forests most affected by fire are pine ecosystems 
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(Moreira et al., 2008) with Pinus pinaster Ait. and Pinus halepensis Mill. as the dominant species. 
Fire impact on the ecosystem depends on different factors such as forest structure (Jain & Graham 
2007; Shive et al., 2013), topographic and meteorological characteristics (Fang et al., 2018; Moreno 
& Chuvieco, 2016) and fire-regime attributes (Fernández et al., 2018). 
In the last few decades, fire regime is changing in some regions of the world such as the Iberian 
Peninsula. This is the result of land abandonment, fire suppression policies and climate change 
(Moreno et al., 2014). These factors generate a more favourable environment for the increase in 
number and size of fires and thus in fire frequency (Guénon et al., 2013) and severity. As a 
consequence, natural rates and patterns of soil structure and functioning could be altered. Fire severity, 
defined as the loss of or change in biomass of the ecosystem caused by fire (Keeley, 2009), is used as 
an indicator of the fire’s indirect impacts on the hydrological response of burned areas (Vieira et al., 
2015). This is associated with negative effects mainly in soil physical properties such as water 
repellency and aggregate stability, and it is attributed to the changes in soil organic matter (Varela et 
al., 2015; Merino et al., 2018). Likewise, fire severity is a dominant factor in explaining changes in 
soil microbial communities and soil enzyme activity (Knelman et al., 2015), constraining the post-fire 
functioning of the ecosystem. On the other hand, fire recurrence continuously impoverishes soil 
especially in terms of organic matter and nutrients (Knicker, 2007) which would negatively affect to 
the recovery of microbial activities and increased the loss of ecosystem resilience in the long-term 
(Guénon et al., 2013). 
On the other side, soil microbial biomass and enzyme activities are considered good indicators of 
soil quality and the impact of fire on soil (López-Poma & Bautista, 2014; Hinojosa et al., 2016). These 
properties are more sensitive to soil management practices or disturbances than chemical and physical 
ones (Dilly et al., 2018). The highest soil microbial content is found in natural ecosystems (woods and 
pastures) while this content decreases in managed ecosystems (crops and plantations) (Dilly et al., 
2018) or in severely burned soils (Vega et al., 2013). The activity of soil enzyme is generally reduced 
immediately after fire (Vega et al., 2013; López-Poma & Bautista, 2014). The persistence of this 
impact can be ephemeral or persist several years according to the capacity of establishment of plant 
communities (Knelman et al., 2015) and the resilience of soil enzyme activity (López-Poma & 
Bautista, 2014). 
Although different research has evaluated the effects of fire recurrence (Guénon et al., 2013) or fire 
severity (Vega et al., 2013) in both biochemical and microbiological soil properties, there are not 
studies analyzing the effects of the combination of fire regime attributes (recurrence and severity) in 
them. For this reason, the present survey is aimed at determining to know the role of combined fire-
regime attributes (recurrence and severity) in soil resilience of biochemical and microbiological 




The study was conducted in the Sierra del Teleno mountain range (León province; NW Spain) The 
climate is Mediterranean temperate with an annual precipitation of 650-900 mm (Quintano et al., 2015) 
and an average temperature of around 11ºC. The area is characterised by a heterogeneous orography, 
with an elevation above sea level ranging from 850 to 2100 m. The lithologies are siliceous, and 
dominated by stones, silts, clays and conglomerates in the flat areas, and slate, sandstone, and quartzite 
in the mountainous ones (IGME, 1982). The soils are classified as Cambisol and Leptosol (Forteza et 
al., 1987) with a pH around 5, low soil organic carbon content (~2%), total nitrogen (~0.1%) and 
available phosphorous (< 5 mg kg-1). The vegetation present before fire was covered mainly by Pinus 
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pinaster Ait. with an understorey layer dominated by Erica australis L., Pterospartum tridentatum 
(L.) Willk., and Halimium lasianthum spp. alyssoides (Lam.) Greuter (Santalla et al., 2002) 
Fires caused by dry spring-summer storms occur frequently in this forest ecosystem, but usually 
affect small areas. Nevertheless, a large fire occurred on 19th August 2012. This fire burned 119 km2 
being 103 km2 being occupied by P. pinaster forests, with a tree age of 35-95 years old. The weather 
conditions during the first day were 32ºC and 27% relative humidity. There was a very significant 
accumulated drought, with Haines index values of 6 (Quintano et al., 2015).  
 
In this wildfire, a fire recurrence-severity map was elaborated by remote sensing methods, and 
validated using ground truth and with the information provided by the Regional Administration 
(Fernández-Manso et al., 2015) (Figure 1). To determine fire recurrence we considered the period 
1998-2014 and classified as low (1 fire) and high (2 fires) recurrence. In order to characterise fire 
severity, we calculated the dNBR spectral index (Key, 2006) from the Landsat 7 ETM+ scenes of 
September 20th, 2011 (pre-fire situation) and September 6th, 2012 (post-fire). Four years after 
wildfire, a total of 44 field plots of 30 m x 30 m were established in four recurrence scenarios (low 
and high) and burn severity (low and high). The plots were randomly distributed in these scenarios 
with a minimum of 5 plots per recurrence-severity category: 10 plots for low recurrence-low severity; 
10 plots for low recurrence-high severity; 10 plots for high recurrence-low severity and 14 plots for 
high recurrence-high severity. 
To evaluate soil resilience, we collected two soil composite samples from each 30 x 30 m plot. Each 
soil sample was made up of four subsamples. The soil subsamples were collected along two 15 m 
perpendicular transects (N-W and S-W), after removing litter and plant debris from the surface, using 
an auger (5 cm diameter x 3 cm depth). This approach would allow the variability of the 30 x 30 plot 
to be captured. The soil samples were mixed, air-dried, sieved (< 2 mm) and stored at ambient 
temeperature for further analysis. 
In these samples, we analysed three soil extracellular enzymatic activities corresponding to the 
biogeochemical cycles of C, N and P. Soil acid phosphatase and β-glucosidase activities were 
determined colorimetrically as the amount of p-nitrophenol (p-NP) produced after incubation of 0.5 
and 1 g of soil (37ºC, 1 h) with p-nitrophenyl-phosphate and p-nitrophenyl-β-D-glucopyranoside 
substrates, respectively (Tabatabai and Bremner, 1969; Tabatabai, 1982). The p-NP formed was 
determined in a spectrophotometer at 400 nm (UV-1700 PharmaSpec, Shimadzu, Kyoto, Japan). 
Urease activity was determined following Kandeler & Gerber (1988) as the amount of N-NH4+ 
released from 1 g of soil after incubation (37ºC, 2 h) with urea substrate. The N-NH4+ released was 
measured colorimetrically at 690 nm. Two sample blanks for each soil sample were used. 
Soil microbial biomass C content was determined by the fumigation-extraction method (Vance et 
al., 1987). This procedure is based on a Walkley-Black dichromate digestion to calculate the difference 
(EC) in organic C between filtered extracts of chloroform fumigated (CHCl3, 24 h) and non-fumigated 
soil samples. Then, we used an extraction efficiency coefficient (kEC) of 0.38 (Vance et al., 1987; 
Joergensen, 1996) to calculate the microbial biomass C following the formula: microbial biomass C = 
EC/ kEC. 
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Figure 1 - Map of recurrence-burn severity levels in the study area 
 
The soil enzymatic and microbial biomass resilience to different recurrence and severity scenarios 
was calculated using the resilience index developed by Banning & Murphy (2008): 
 
Where Rx is the reslience index; Cx is the value in the response variable in the low recurrence-low 
severity scenario, which was considered as a control value; Px is the value for the response variable in 
the other scenarios four years after fire. A Rx index value of zero indicates complete recovery at a 
given time x. Positive values indicate resilience of the response variable, while an Rx value of -100 
indicates a further degradation of soil response variable. 
 
In order to analyse the effects of recurrence-severity situations on soil biochemical and 
microbiological properties, we performed an ANOVA of the Generalised Linear Models (GLMs). 
GLMs were fitted using Gamma error distribution with the “log” link function. The goodness of fit of 
the models was assessed by visual analysis of homoscedasticity and normality of residuals. Differences 
in treatment levels were identified through a pairwise multiple comparison of means (Tukey HSD).  
All data analyses were carried out with R software, version 3.4.0, using the “multcomp” package 
(Hothorn et al.,2008). 
 
 
Medium-term enzyme activities of β-glucosidase and acid phosphatase and urease showed a 
different pattern among the scenarios of recurrence and severity. β-glucosidase activity increased 
significantly (Table 1; Figure 2;) from the best scenario (low recurence-low severity) to the worst (high 
recurrence-high severity).  
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Table 1 - Results of the generalized linear models (GLMs) [‘Anova()’ outputs] showing the effects of the factor 
recurrence-severity (Low-Low, Low-High, High-Low and High-High) on each soil property (β-glucosidase, urease, 
phosphatase and microbial biomass C). Df are degrees of freedom. Significant P-values are in bold face. 
Response variable Model term Df Deviance 
Residual 
deviance 





















































A different pattern was observed in urease activity with a significant decrease (Table 1; Figure 2) 
in the low recurrence-high severity scenario. In the case of acid phosphatase, significant differences 
were detected among high recurrence scenarios, and the low recurrence-high severity situation (Table 
1; Figure 2) which presented the highest activity values. 
Soil microbial carbon showed the lowest significant value in the low recurrence-high severity 
scenario (Figure 2; Table 1). We did not find significant differences amongst the remaining situations. 
 
Figure 2 - Mean values ± standard error of soil properties (β-glucosidase, urease, phosphatase and microbial biomass 
C) in relation to the fire recurrence-severity (low recurrence-low severity, low recurrence-high severity, high 
recurrence-low severity and high recurrence-high severity). Different letters above the error bars (a, b, c) denote 
statistically significant differences between mean values (p < 0.05). 
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Soil enzymes showed different resilience capacity in relation different scenarios of recurrence-
severity. β-glucosidase activity recovered well in all situations, reaching always higher values than 
low recurrence-low severity (Figure 2). Ureasa and acid phosphatase activities presented negative 
resilience values in low recurrence-high severity scenario (39% and 27% respectively) but good 
resilience in relation both high recurrence situations (Table 2). The same pattern was observed in soil 
microbial carbon, with an important degradation in low recurrence-high severity scenario (Table 2) 
but a good recovery in the other ones, mainly if the severity is low. 
Table 2- Percentage of resilience (Rx) of soil enzymatic activities and microbial biomass in different scenarios of fire 
recurrence-severity scenarios (Low-High, High-Low and High-High) 
Scenarios fire recurrence-
severity scenarios 
β-glucosidase  Urease Phosphatase 
Soil microbial 
C 
Low-High 3.0 (13) -39.4 (10) -27.7 (18) -37.7 (9) 
High-Low 12.8 (12) 22.7 (23) 27.3 (27) 18.0 (28) 
High-High 35.6 (13) 6.6 (12) 50.0 (18) 2.6 (10) 
Values are means for each recurrence-severity scenario (n=10 for Low-High and High-Low and n=20 for High-High) with 
standard errors in parenthesis. 
 
 
This study examined the resilience of soil biochemical and microbiological properties to a 
combination of fire regime attributes: recurrence and severity. Our results demonstrated that the low 
recurrence-high severity scenario was the worst situation for the recovery of biochemical and 
microbiological properties throghout time. In this scenario (at least 14 years without fire), both the fuel 
load and the intensity and severity of fire. This could influence in the post-fire regeneration traits of 
plant species which modulate soil enzymatic activity recovery (López-Poma & Bautista, 2014). In this 
study area, we found that high severities negatively affected the cover of resprouter species but 
positively affected seeder species (Fernández-García et al., 2017). However, in the high recurrence 
scenarios the highest cover was due to resprouter shrubs, which rapidly increased their cover after fire. 
We found greater enzyme activity in those situations where resprouter species are dominant (high 
recurrence), because after a fire, the root system of the resprouter species is scarcely affected by fire, 
the microbiological rhyzosphere hotspots are more durable, and enzyme inputs to soils from root 
exudates are not interrupted (Mayor et al., 2016). Furthermore, the regeneration of resprouter species 
is very rapid and presents more nutrient demand and rhizosphere activity (López-Poma & Bautista, 
2014). 
On the other hand, enzyme activity showed a different response with regard to resilience. While β-
glucosidase activity showed a positive recovery trend in all scenarios, acid phosphatase and urease 
showed a positive recovery under high recurrence scenarios but a degradation in low recurrence-high 
severity scenarios. Some authors have pointed out that the highest increase in β-glucosidase activity is 
related to greater plant density (Guénon et al., 2013), since there is an increase in enzyme substrate 
due to litter deposition and this produces an increase in the number of microorganisms (Mayor et al., 
2016). The decrease in acid phosphatase and urease activity in the low recurrence-high severity 
scenario can be the result of of great availability of inorganic N and P, which often persist at medium-
term after fire (Dzwonko et al., 2015), as in our study area (data unpublished). If the concentrations of 
nutrients is high, micro-organisms do not need to produce these extracellular enzymes (Pourreza et al., 
2014), since they are substrate-dependent. 
Although microbial biomass is markedly reduced by fire (Banning & Murphy, 2008), four years 
after it showed a good resilience except in the low recurrence-high severity scenario. This low 
resilience would be related with a decrease in the quality of soil organic matter, because of the 
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emergence of new particulate C forms highly resistant to oxidation and biological degradation 
(González-Pérez et al., 2004) that act by limiting soil microbial recovery. However, frequent wildfires 
can enable the recovery of net nitrification and nitrate content, resulting in a recovery of C-substrate 
utilisation capabilities of microbial communities (Guénon et al., 2013) .Microbial biomass recovery 
was assessed by Prieto-Fernández et al. (1998) in a soil under Pinus spp. four years after fire, and was 
attributted to the addition of cellulose to the burnt soil favouring fungal mycelium development and 
the speed of plant recolonisation (Certini, 2005) and the litter layer.  
The combination of fire regime attributes (recurrence and severity) had an important effect on soil 
resilience. High recurrence scenarios favour the recovery of soil biochemical and microbial properties, 
due to the rapid regeneration of resprouter species. Under these conditions urease activity and soil 
microbial biomass C do better if the severity is low, while an opposite pattern showed the other two 
enzyme activities. The low recurrence-high severity scenario negatively affects soil resilience, which 
results in a depletion of enzyme activities (except β-glucosidase) and soil microbial biomass C.  
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and the European Regional Development Fund (ERDF), in the framework of the GESFIRE 
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Abstract 
When it comes to wildfires in Europe, people usually think about southern countries, such as Spain, 
Portugal or Italy. However, parts of northern and northeastern Germany have been classified by the European 
Union as top regions at risk of wildfires. The state of Brandenburg has more than one million hectares of 
forest, which is equal to 37% of the state area. Dry and sandy soil means poor growth conditions, and only 
undemanding plants may be cultivated with reasonable effort. That’s why monoculture pine forests make up 
78% of all woods in this area. Precipitation easily permeates the sandy soil while fires burn the extremely dry 
ground, fueled by liquid resin, needles and forest litter that does not decompose. This is particularly 
problematic since Brandenburg was a battleground of the final phase of World War II and a military training 
ground for more than 100 years.  The region was contaminated by hundreds of thousands of tons of 
unexploded artillery grenades and bombs. About 36% of the entire state and 50% of the woodland is still 
heavily polluted with old weapons posing major risks to the civilian population and particularly to fire 
fighters. Early wildfire detection is crucial under these circumstances, and generations of human fire spotters 
worked for decades using a dense network of watchtowers.  Due to extremely high maintenance costs of these 
watchtowers and due to difficult labor legislation, the automatic remote surveillance system FireWatch was 
introduced in 2001. Today human fire spotting is history; 108 sensors are operating successfully and have 
proven to be technologically efficient. Plenty of detailed statistics haven been collected for decades giving 
evidence that the burnt area per hectare of a fire has been reduced tremendously since the installation of 
FireWatch and that the system has clearly outperformed the human spotter from a long-term perspective. 
 
Keywords: early wildfire detection; forest fire management; climate; wildfire suppression; forest fire risk; monoculture forests; 




Brandenburg is the most eastern state of the federal republic of Germany sharing a border of 252 
km with the republic of Poland. Brandenburg is one of the most forested states of Germany 
encompassing 1.1 million hectares of forest of which pine trees dominate more than three quarters. 
The sandy soil is characterized by the glacial period. The moraine landscape is slightly hilly, yet 
the flat outwash plains dominate the area, intermittent by numerous aquiferous drainage and by glacial 
valleys. Because of its eastern border location, the majority of the state is continentally influenced by 
climate. Only the northern and northwestern part of Brandenburg is characterized an oceanic climate 
(sub-Atlantic). Low precipitation and extreme temperature differences affect the continental climate. 
In the long-term average, precipitation in Brandenburg is below 500 mm per year. Influenced by 
location and climate, vast pine tree forests dominate the landscape. Based on these prerequisites, the 
wildfire risk in Germany is the highest in Brandenburg.  
In the beginning of the 1990’s, the European Commission categorized the forests of Brandenburg 
to be of high and highest wildfire risk, which is comparable to many Mediterranean regions.
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Figure 1 - Wildfire risk areas in Germany, decision of the European Commission 
In a nationwide comparison, records of the last decades show that the Brandenburg forests burn 
most frequently. Even though not as many wildfires burned in the last years as in 2003 during the 
hottest summer of the century, still a yearly average of 230 wildfires burned in Brandenburg alone. 
Additionally, the many field and wasteland fires are not included in the forest administration’s 
statistics.  
Table 1 - Wildfire Statistics of the state of Brandenburg (1975-2016) 
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But that’s not all when it comes to forest fire danger in Brandenburg. Aside from the climatic and 
geographic extremes and, consequently, the occurrence of pure pine stand, there is another variable at 
play: the pollution of ammunition in forests, fields and waters as well as in villages and cities. 
Nationwide, the state of Brandenburg shows the highest number of regions laden with ammunition 
and weapons.  
Today, approximately 392,000 hectares of Brandenburg’s total area size are still categorized as 
“polluted.” Especially the regions of the former 1st and 2nd front lines of German and Soviet armed 
conflicts during World War II along the river Oder, at Seelow Heights, in Halbe and in close vicinity 
to the city of Berlin are affected. In terms of counties, this especially applies to Märkisch-Oderland, 
Oder-Spree, Dahme-Spreewald and Teltow-Fläming. On the following map, areas suspected of 
weapon pollution are depicted in red. However, the assumption that other areas are laden with 
ammunition and weapons is not ruled out.  
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Figure 2 - Areas suspected of weapon pollution (red) in the state of Brandenburg 
Located in Märkisch-Oderland, the Seelow Heights are mainly used for agriculture, but the 
suspected areas in the counties of Teltow-Fläming, Dahme-Spreewald and Oder-Spree are heavily 
forested. Additionally, ammunition from World War I as well as from the many Soviet military training 
grounds can be found here. In conclusion, almost all of Brandenburg is categorized as vulnerable.  
Even though the weapons disposal service (Kampfmittelbeseitigungsdienst, KMBD) of 
Brandenburg collects, transports and disposes of hundreds of tons of different weapons every year, 
such as explosive and incendiary bombs, mines, grenades, and a vast amount of ammunition, the 
wildfires still pose a high threat.  
Plenty of small caliber bullets covered with phosphor on their tips can be found. These are called 
tracer bullets because they helped trace the shooter’s trajectory. Many bullets however did not burn 
down or are left over from trenches, bomb craters or simply in the woods.  
With temperatures of only 23° C and an influx in oxygen, the phosphorous tip can easily ignite. If 
enough fire load (brushwood, dead grass) is available, it could lead to a wildfire in areas with no roads 
and pathways, even in early spring. Especially in polluted woods, plenty of wildfires occur that ignite 
due to the left-over weapons. In the south, the percentage of weapons as a cause of wildfires is in the 
two-digits every year.  
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Forest fire fighting in areas that are heavily polluted with left-over weapons is considered as 
difficult and as too dangerous for ground-based firefighting. Even a surface fire can lead to small 
caliber weapons detonating and exploding. 
If the region in question is polluted in such a way that a detonation is expected or inevitable, the 
firefighting forces will not be deployed for the sake of the fighters’ safety. Only the nearest official 
safety zones would be accessed in order to fight the blaze with fire monitors (water cannons).  
Yet, as a consequence the areas inside the safety zones burn less controlled. The damaged and 
partially destroyed wooded sections in those areas increase due to the fire, hence, the usage of fire 
fighting forces and resources is prolonged to multiple days if not weeks.  
For example, an area the size of 160 hectares burned down near Jüterbog (County Teltow-Fläming) 
in 2015, and 250 hectares burned in Lieberose in 2017. 
At the same time, firefighting helicopters are not an alternative as slivers of detonating ammunition 
can be disseminated in any direction. As a result, the aerial crew could equally be in danger above the 
blaze.  
For a few years now, the county Teltow-Fläming has been using a privately-owned firefighting tank 
for areas heavily polluted with ammunition. Due to two fire monitors, the tank allows the firefighting 
crew to effectively attack the fire.  
Managers will continuously be challenged to fight forest fires. However, one thing is clear: safety 
first. In areas that are heavily polluted with ammunition, risky firefighting is never justified.  
 




While wildfire fighting as a method of wildfire protection is part of the municipalities’ managerial 
obligations, the Brandenburg forest legislature decided that preventative wildfire protection is under 
direct obligation of the forest owners. This includes managing firebreaks of 30 meters wide and of 300 
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meters wide, as well as installations and upkeep of extinguishing water sites. Forest owners are also 
obligated to control forests that are vulnerable to wildfires, especially after a fire that spread onto 
neighboring properties. The European Union, the federation and the state of Brandenburg support 
forest owners with adequate aids and funds for preventative wildfire protection.   
While wildfire fighting as a method of wildfire protection is part of the municipalities’ managerial 
obligations, the Brandenburg forest legislature decided that preventative wildfire protection is under 
direct obligation of the forest owners. This includes managing firebreaks of 30 meters wide and of 300 
meters wide, as well as installations and upkeep of extinguishing water sites. Forest owners are also 
obligated to control forests that are vulnerable to wildfires, especially after a fire that spread onto 
neighboring properties. The European Union, the federation and the state of Brandenburg support 
forest owners with adequate aids and funds for preventative wildfire protection.   
Early wildfire detection has been and continues to be the states’ obligation no matter whose property 
the forests are.   
Until 1989, Brandenburg had a network of 133 fire lookout towers; employees of the forest 
administration would work these towers on days marked with high fire danger. Under sometimes 
extreme working conditions, these employees would spend up to 12 hours on top of fire lookout towers 
at heights of 36 meters and in direct sun. Their job was to spot smoke plumes on the horizon with their 
binoculars and to pin-point the location by using iron sights. By telephone or radio, they would pass 
on the degrees to the nearest forest office where administrative employees would try to determine the 
closest tower to perform a cross bearing, resulting in pin-pointing the exact fire location on a map. 
As early as 1995, the Brandenburg forest administration was contemplating how to organize and 
implement early wildfire detection more efficiently.  
It soon showed that the system of staff-intensive fire watch towers would not be economically 
feasible in the long-term. Additionally, working these towers constituted an intense health concern for 
employees. The structural preservation of those towers would be a continuous financial burden for the 
forest administration that would be incalculable. An alternative solution for the early wildfire detection 
was needed soon. 
 
In 1994, the Brandenburg state forest administration initiated first pilot projects revealing how 
wildfires could be detected faster and more efficiently by automated early wildfire detection systems. 
The German Aerospace Center (Deutsches Zentrum für Luft- und Raumfahrt e.V. (DLR)) was won as 
partner of the project. Researchers of the DLR relied on space technology that was already developed. 
Cameras that detect smoke and that were originally built for the exploration of Mars and other planets, 
were reconstructed and combined with a specialized image processing software. Starting in 1997 in 
the Lausitz border region in the southeast of the state of Brandenburg, an extensive pilot project funded 
by the INTERREG program of the European Union was installed.  
The early wildfire detection optical sensors that detect smoke rising right above treetops clearly 
showed signs of technological possibilities and were a right step into the future.  
It was clear for every long-term human spotter: the optical sensor works better than any human and 
could never become tired. Day after day, the sensors deliver consistent high-quality images and the 
specifically-programmed smoke detection software allows for timely and safe wildfire detection. 
In 2003, the state forest administration had a complete FireWatch surveillance network installed. 
At the same time, the Brandenburg forest legislation was amended, and the statutory basis for the 
protection against wildfires added that from then on, the state of Brandenburg would use an early 
wildfire detection system in vulnerable forested areas. Forest owners had to comply with the 
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installation and operation of the early wildfire detection system (see: § 20 section 3 of forest legislature 
state of Brandenburg1). 
In 2006, after only 3 years of operation, Brandenburg’s forests (over 1 million hectares) were 
surveilled by 108 optical sensors. Neighboring states, such as Saxony, Saxony-Anhalt and 
Mecklenburg-Western Pomerania followed and installed the early wildfire detection system 
FireWatch. Now, this system consists of a cross-border network of 178 sensors in regions of the 
Federal Republic of Germany with the highest wildfire danger.  
The sensor rotates 360° every 4-6 minutes and scans an area of up to 700 km². Up to 16.000 grey 
scale values are compared in sections. A smoke plume that derives from burned organic material has 
a unique pattern, unique coloration, and dynamics of development that are all detected by the software. 
If incoming values equate to those of a smoke plume, the system will signal an alarm at the control 
center. The data of each of the optical sensors are transmitted in real time via radio relay to the control 
center, of which there are currently 6 in the state of Brandenburg. An operator, a specially qualified 
forest administration employee of the state, can watch up to 8 systems and those incoming alarms.  
 
 
Figure 4 - Animated simulation of forest covered by FireWatch - 360 degree rotation 
In the following two years, Brandenburg will be upgrading the existing systems of automated early 
wildfire detection to the newest generation of optical sensors and smoke detection software. The 
technological infrastructure of data transmission will also be updated. In order to effectively work and 
use synergistic effects, it seems plausible to equally reduce the numbers of control centers. Starting in 
2020, alarms of all 108 optical sensors will be analyzed in only two interconnected control centers. 
The field-tested optimization of the software makes it possible to watch additional sensors at one work 
station. From then on, up to 18 systems can be watched by one operator, but the usual workload for 
one operator would be 12 systems.  




1 Waldgesetz des Landes Brandenburg (LWaldG) vom 20. April 2004 (GVBl. I S. 137), zuletzt geändert durch Art. 1 des Gesetzes vom 10. 
Juli 2014 (GVBl. Nr. 33) 
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Incoming alarms of each sensor appear in a panorama image. At the same time, the location of the 
potential fire is optically depicted by a signal beam on a topographic map on a second monitor. Once 
another sensor registered a detection, an automatic cross bearing follows aiding in pin-pointing the 
exact location of the fire.  
 
 
Figure 5 - Wildfire control center in Wünsdorf, Brandenburg 
If the detected smoke is confirmed to be a forest fire, the regional headquarters of the fire and 
emergency services are digitally informed. Aside from the basic data (date, time and forest address), 
headquarters also receive the exact coordinates (in all common coordinate formats) as well as a current 
image derived from the sensors along with a map showing the cross bearing.  
 
 
Figure 6 - Network of sensors, wildfire control center & emergency and fire services 
For more details, the map also shows all available extinguishing water sites and the trails that are 
open year-round for trucks. All forested areas in the state of Brandenburg have an official forest 
address, which is comparable to a regular street address. That way, a wildfire can be located not only 
geographically by a map but its location can also be verbally described. 
It is probably only a matter of time, or better a matter of technological development, until wildfire 
detection data can be transferred from regional headquarters to the emergency vehicles. The 
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coordinates could then be implemented into the navigation systems. The Brandenburg state forest 
administration has already now gathered all passable trails in a trail information system. Therefore, 
navigation of all emergency vehicles outside the public road network would be viable.  
An essential component in the process of evaluating incoming automated alarms of the early 
wildfire detection is the so-called “mini clip.” Within seconds, the operator at the control center 
receives a moving image showing the smoke development so he can visualize the direction and the 
speed of fire propagation. This information helps the forest employees and the fire department to be 
prepared for the situation before having arrived at the site of fire.  
The season of wildfire surveillance usually starts on March 1st and ends on September 30th of every 
year. Working shifts for each employee of the states’ forest administration are posted in the control 
center. Weather pattern and forecast determine every wildfire danger level and therefore, also 
determine working shifts at the control center. When the danger rating is at 3, mid-level, employees at 
the control center work from 10 – 18 o’clock. Once the rating increases, the working hours also 
increase. When it is at level 4 – high danger – working hours are extended until 19 o’clock, and when 
it is level 5 – highest danger – hours are until 20 o’clock. With extreme weather conditions working 
shifts can even be extended until dark.   
While IQ wireless GmbH, manufacturer of the system, have developed and released day and night 
detection technology onto the market already, Brandenburg is only focused on detection during the 
day. Out of 100 wildfires, 80 ignite during the day between 10 and 18 o’clock. With only a few 
exceptions per year, humidity as well as ground moisture both decrease the chances of a wildfire 
igniting at night. Statistics currently don’t justify the addition of a night system to the existing day 
detection system in Brandenburg. 
 
 
After 17 years of using FireWatch in Brandenburg, the wildfire areas have been reduced 
successfully due to this special surveillance technology. In the last years, the average wildfire area has 
decreased to under 3000 m² in size. The earlier the wildfire is detected and the earlier the rescue 
services are alerted with an exact fire location, the earlier the targeted firefighting can be initiated. 
Reasonable and available usage of forces and resources can get an initial ground fire under control and 
extinguish it. If a wildfire has developed into a full fire blaze with crown fires, it is clear that the fire 
department would have to work at it for days.  
With the early wildfire detection system FireWatch, the Brandenburg state forest administration is 
contributing substantially to the protection of forests.  
By now, climate change has also impacted Europe in many ways. Increasing temperatures and long-
lasting heat waves will increase in the foreseeable future. Temperatures of 40°C will most likely not 
be an isolated incident. Wildfire danger will also rise. Therefore, it is crucial to try everything so that 
wildfires do not turn into catastrophes. Wildfires need to be detected and located as early as possible. 
Only then, catastrophes can be prevented.  
Early wildfire detection – a substantial contribution to preserving our environment and to 
maintaining public safety and order.  
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Laboratory and field experiments focused on pyrolysis and ignition coupled with sufficient description of 
fuel characteristics and physics-based modeling are being used to improve our understanding of combustion 
processes in mixed (heterogeneous) fuel beds managed with prescribed fire in the southern United States. 
Previous pyrolysis work has typically used ground-up samples, thus eliminating any effects caused by 
moisture content, fuel particle shape, or heating mode. We are measuring pyrolysis at bench, laboratory and 
field-scale using intact fuels from living plants. Pyrolysis products being measured include light gases and 
tars using off-line and real-time spectroscopic instruments. 3-D fuel description, heat transfer to the fuels, 
and air flow around the fuels are being determined using a variety of intrusive and nonintrusive methods. The 
ability of high fidelity physics-based FDS, WFDS, and GPYRO3D to reproduce experimental results and to 
study conditions outside the range of the experimental data is being examined. This presentation will present 
an overview of the project and the questions being addressed. Preliminary results from initial attempts to 
measure pyrolysis at field-scale and results from early modeling of pyrolysis of live leaves using coupled 
GPYRO3D and FDS models are presented. 
 
Keywords: FTIR spectroscopy, gas sampling, pyrolysis, convection, gas chromatography, flaming, smoldering, wildland fuels 
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Wildland fire is an important component of many North American ecosystems and has been used 
by humans to accomplish various objectives for several thousand years. Prescribed burning in the 
southern United States is an important tool used by the Department of Defense and other land managers 
to accomplish several objectives including hazardous fuel reduction, wildlife habitat management, 
critical training area maintenance, ecological forestry and infrastructure protection. Vegetation is 
heterogeneous unlike the homogeneous fuel beds assumed by current operational fire spread models. 
These models do not contain fundamental descriptions of chemical reactions and heat transfer 
processes necessary to predict fire spread and energy release needed for process-based fire effects 
models. To improve prescribed fire application, an improved understanding is needed of the 
fundamental processes related to pyrolysis and ignition in heterogeneous fuel beds. The objective of 
this project is to address several fundamental questions to improve our understanding and modeling 
capability of fire propagation in natural fuel beds including 1) detailed description of pyrolysis and the 
evolution of its products for a greater variety of southern fuels than is currently known, 2) how 
convective and radiative heat transfer from flames to live fuel particles influences pyrolysis and 
ignition at laboratory and field scales, and 3) more detailed insight into pyrolysis, combustion and heat 
transfer processes in wildland fire spread through the use of high-fidelity physics-based models. The 
questions are being tested with data derived from three activities: 1) characterization of pyrolysis 
products by measurement for a variety of live and dead foliar fuel particles in laboratory and small-
scale field experiments, 2) determination of the effects of convection and radiation heat transfer on 
pyrolysis, and 3) performance of high-fidelity physics-based modeling of pyrolysis and ignition for 
bench-scale, wind tunnel and small-scale field experiments. This paper describes the overall project. 
 
 
Laboratory and field experiments focused on pyrolysis and ignition coupled with sufficient 
description of fuel characteristics and physics-based modeling are being used to improve our 
understanding of combustion processes in mixed (heterogeneous) fuel beds managed with prescribed 
fire on DoD installations. Previous pyrolysis work has typically used ground-up samples, thus 
eliminating any effects caused by moisture content, fuel particle shape, or heating mode. Thermal 
gravimetric analysis (TGA) coupled with gas chromatography-mass spectrometry (GC-MS) and 
evolved gas analysis (EGA) have been used for decades to describe the composition and energy content 
of pyrolysis products. We are measuring pyrolysis at three scales – bench-scale measurements at BYU 
and the Forest Products Laboratory (FPL), laboratory burn-scale in a wind tunnel at RFL, and small 
field-scale burns (1600 m2) at Fort Jackson in South Carolina using intact fuels from living plants in 
natural fuelbeds beneath southern pine forests. 14 plant species were selected (Table 7). One of the 
dominant shrub species in the pine stands at Ft. Jackson is sparkleberry. Since this plant is deciduous, 
it causes a significant change to prescribed fire behavior when its foliage is present during the growing 
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Table 1 - Southern plant species used in pyrolysis experiments. 
Common name Scientific name1 Experiment2 
Wiregrass Aristida stricta Michx. B 
Little bluestem  Schizachyrium scoparium (Michx.) Nash B 
Inkberry Ilex glabra (L.) A. Gray B,W 
Yaupon Ilex vomitoria Aiton ‘Schelling Dwarf’ B 
Fetterbush Lyonia lucida (Lam.) K. Koch B,W 
Wax myrtle Morella cerifera (L.) Small B 
Swamp bay Persea palustris (Raf.) Sarg. B 
Sparkleberry Vaccinium arboreum Marshall B,W,F 
Darrow’s blueberry Vaccinium darrowii Camp “Rosa’s Blush” B,W 
Longleaf pine foliage Pinus palustris Mill. B 
Longleaf pine litter Pinus palustris Mill. B,W,F 
Water oak Quercus nigra L. B 
Live oak Quercus virginiana Mill. B 
Dwarf palmetto Sabal minor (Jacq.) Pers. B 
Saw palmetto Serenoa repens (W. Bartram) Small B 
1. USDA, NRCS. 2018. The PLANTS Database (http://plants.usda.gov, 10 January 2018). National Plant Data Team, Greensboro, 
NC 27401-4901 USA; Radford, A.E., Ahles, H.E., Bell, C.R. 1968. Manual of the vascular flora of the Carolinas, University of North 
Carolina Press, Chapel Hill, NC 
2. B – bench, W – wind tunnel, F – field 
 
 
In order to perform calculations related to gas and tar composition as well as modeling the plants 
with physical fire behavior models, many chemical and physical properties of the plant material in 
Table 7 were determined using a variety of methods . Because some live leaves will undergo enzymatic 
hydrolysis when plucked and some live leaves will emit significant combustible volatiles at elevated 
temperatures below the usual oven dry temperatures of 105 °C, samples were collected and 
immediately vacuum dried at 45 °C. Proximate and ultimate analysis, and compositional content of 
live leaves were determined by various standard methods. A special holder equipped with fine 
thermocouples is being used in the cone calorimeter to determine properties such as thermal 
conductivity (Figure 53). 
 
Figure 1 - Specialized holder used for foliage samples in cone calorimeter. 
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A flat-flame burner (FFB) apparatus was used to study pyrolysis of foliar samples from the plants 
in Table 7. (Details of the apparatus and initial results of the tests will be presented by Fletcher et al. 
(2018) in this conference.) The interested reader is referred to Safdari et al. (2018). In addition to the 
offline analysis associated with the FFB, a nitrogen purged Bruker Tensor 37 FTIR spectrometer1 was 
deployed to provide real-time measurement of gaseous pyrolysis products by collecting a gas sample 
every 1.46 seconds (Figure 54). The spectrometer was equipped with a glow bar source, potassium 
bromide (KBr) beamsplitter and a liquid nitrogen cooled mercury cadmium telluride (MCT) detector. 
The spectral resolution was 1 cm–1 with the number of scans set to 1 for flowing measurements and 
1024 for static measurements. The acquisition mode was set to double-sided, forward-backward. For 
the Fourier transform, the apodization function was Blackman-Harris 3-Term with a zerofilling factor 
of 4, and the phase correction mode was Mertz (Mertz 1967). The gas sample was pumped into a White 
cell (Bruker Optics, A136/2-L) with an effective path length of 8 m. FTIR spectroscopy has been used 
extensively to characterize smoke emissions from wildland fuels (e.g. Yokelson et al. 1996). Briefly, 
spectra analysis was carried out using the program Malt5 (Griffith 1996) with 50°C reference spectra 
from the PNNL database (Johnson et al. 2006) and absorption lines from HITRAN. The FTIR method 
allows for the simultaneous quantification of multiple analytes at the same time; up to two dozen 
species can have their absolute concentration (and hence fluxes) quantified. 
 
Figure 2 - FTIR spectrometer setup used in conjunction with flat-flame burner to provide real-time measurement of 
gaseous pyrolysis products. 
 
Seventy-three experimental fires have been burned in a low speed wind tunnel located at the 
Riverside Fire Laboratory (Cobian-Iñiguez et al. 2017). Fuel beds 2 m long and approximately 1 m 
wide composed of longleaf pine needles and various combinations of fetterbush, sparkleberry, and 
inkberry (Table 7) were burned with nominal wind speeds of 0 or 1 m s-1. Pyrolysis gases are sampled 
in real-time using a variety of methods and instruments (Figure 55, Figure 56). Note that the Bruker 
Tensor 37 (T37) is the same device used to determine composition of gases at BYU. For Riverside 
experiments, the resolution was set to 4 cm–1, the acquisition mode was set to double sided, forward-
backward, the apodization function was Blackman-Harris 3-Term, and phase correction mode was 
Mertz (1967) with a zerofilling factor of 2. In order to increase temporal resolution, the number of 




1 The use of trade or firm names in this publication is for reader information and does not imply endorsement by 
the U.S. Department of Agriculture of any product or service. 
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scans was set to 1 with continuous measurements to obtain a spectral time resolution of 0.2 seconds. 
This instrument configuration analyzed gases extracted with a 3/8” metal tubing probe above a plant 
during measurements (Figure 56). 
The other FTIR instrument used for gas phase measurements was the Bruker OPAG-22, which is 
an open path gas analyzer. The OPAG was mounted on a tripod on one side of the wind tunnel with 
the glow bar IR source on the opposite side. The path in between the OPAG and the source was 1.2 
meters and it was directly in line with a row of plants (Figure 55). The OPAG is equipped with a KBr 
beamsplitter and a Stirling-cycle cooled mercury cadmium telluride (MCT) detector. Interferograms 
were collected in the range of 4000 to 0 cm–1 at a resolution of 2 cm–1 and at an acquisition mode set 
to double-sided forward-backward. The number of scans per measurement was set to 1 and the 
measurements were repeatedly collected to obtain a time profile with a resolution (time between 
spectra) of 0.53 seconds. Gas samples were pumped into canisters for offline analysis using gas 
chromatography. An array of 9 stainless steel tubes were inserted vertically into the fuel bed. A sample 
of the flaming gases was collected in one canister initially from one tube and a sample of pyrolysis 
gases was collected from the other 6 tubes sequentially as the flame front moved horizontally along 
the fuel bed. 
 
Figure 3 - Setup of 3 instruments used to measure composition of gaseous pyrolysis products in mixed fuel beds of 
longleaf pine needles and small shrubs. 
Mass of a single plant, air temperature and relative humidity within the wind tunnel and in the larger 
combustion room were sampled at 1 hz during each experimental fire. While we have used a variety 
of techniques previously to describe the flow field around experimental laboratory fires, the use of 
smoke tracers and introduced particles was precluded by the gas sampling objective. The TPIV 
technique (Zhou et al. 2003) could not be used because the large glass windows in the wind tunnel are 
opaque to the infrared spectrum. The backgound-oriented Schlieren (BOS) approach was selected to 
determine the flow field in the flame and surrounding the plants (Raffel 2015). The BOS setup (Figure 
) was located upwind of the PNNL gas sampling instruments (Figure 55). Total and radiant heat fluxes 
at the top of the fuel bed were measured using a Schmidt-Boelter type of sensor. A stereo pair of 
vertical photographs of each fuel bed were taken before and after each experimental fire to develop 3-
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D images of the fuel bed. A longwave infrared (LWIR) camera provided a nadir view of the fuel bed 
and measured radiance from the fuel bed will be converted into temperature. 
 
A trial deployment was performed in May 2017 at Ft. Jackson (Figure ). The forest structure was 
characterized from Ft. Jackson’s existing airborne LiDAR data using a canopy height model (Silva et 
al. 2016) for the tree overstory and rasterized metrics for the shrub understory (Hudak, Dickinson, et 
al. 2016; Hudak, Bright, et al. 2016). Destructive fuel sampling methods, 3D measurement of forest 
and understory vegetation structure using an unmanned autonomous system (UAS), heat flux 
measurement, and pyrolysis gas sampling were tested during the trial deployment. Burn plots were 
characterized non-destructively in 3D using terrestrial lidar scans (TLS) and UAS remote sensing tools 
and destructively in adjacent small fuel sample plots to describe the spatial distribution of fuel 
elements. TLS of the small fuel plots were collected from multiple view perspectives to characterize 
3D fuel distributions in 10-cm voxels (volumetric pixels), before and after burning. A digital camera 
mounted on a UAS collected stereo color imagery from overhead perspectives. These metrics serve as 
independent variables for predicting fuel loads measured in the traditional destructive sample plots 
pre- and post-fire in units of kg m-2. 
 
Figure 4 - Fuel bed composed of longleaf pine needles and Lyonia lucida plants. Sample probe to collect pyrolysis 
gases for the Bruker Tensor 37 is indicated by the arrow. 
As pyrolysis gases have never been measured to our knowledge in a field setting, we used a metal 
probe to sample emitted pyrolysis products very close to the fire. The probe is a variable length (1-4 
m) stainless steel tube connected by flexible stainless steel hose to a manifold, from which a canister 
system, real time gas sensors, and particulate matter (PM) filter samplers draw pyrolysis emissions 
downstream from the flame. CO2 and CO were measured in-situ at a 1 Hz sample rate by their 
respective sensors. Hydrogen, methane and C2 – C6 alkanes, alkenes and aromatic compounds of 
smoke samples collected in canisters will be measured by gas chromatography. For the trial 
deployment, the focus was determining how close personnel could get to the fire in personal protective 
equipment to capture samples of pyrolysis gases (Figure 57). 
 
Prior work by the modeling team has examined the ability of the Fire Dynamics Simulator (FDS) 
coupled with the GPyro pyrolysis model to simulate pyrolysis, ignition and burning of single leaf 
particles (Yashwanth et al. 2015, 2016) and the ability of the Wildland Urban Interface extension of 
FDS (WFDS) to model ignition of many leaf particles (Anand et al. 2017). Significant improvements 
have been made to the modeling of convective ignition of leaves in the BYU flat-flame burner by 
Gpyro3D-FDS (Shotorban et al. 2018). One of the improvements included a new rigorous formulation 
for the calculation of the mean porosities in the computational cells of Gpyro to account for the net 
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volume reduction that the condensed (solid) phase experiences within the computational cells during 
moisture evaporation and pyrolysis. Another improvement was the use of a more advanced pyrolysis 
mechanism in Gpyro to include the main constituents of biomass, i.e., cellulose, hemicellulose and 
lignin at virgin and active states in the dry mass. In addition, the modeled leaf now matches the 
measured manzanita leaf dimensions much better than in the previous modeling work (Yashwanth et 
al. 2016). These improvements were necessary in order to model the pyrolysis experiments that are 
being performed at BYU. 
 
Figure 5 - Simple schematic of background-oriented Schlieren configuration used to nonintrusively estimate the flow 
field surrounding pyrolyzing plants. 𝒁𝑫 is the distance of the flame from the background noise pattern, 𝒁𝑩 is the 
distance of the camera lens from the background, 𝝐𝒚 represents the deflection angle caused by the flame-generated 
distortion, 𝑳 is the flame zone width, 𝒇 is the focal length of the camera, 𝜟𝒚′ represents displacement in the camera 
sensor plane and 𝜟𝒚 represents displacement in the background plane. 
The computational configuration resembles the experimental setup of (Pickett et al. 2010). The 
burner and the gas phase combustion within the burner was not modeled; the convective heating effect 
is modeled through the introduction of heated air at 1100 °C which reduces to around 1000 °C at 5 cm 
above the burner which is consistent with experimental measurements. As the initial condition, the 
leaf was assumed to consist of moisture and dry mass with standard air in the pores. The initial mass 
fraction of moisture was determined by the fuel moisture content. Initial dry mass consisted of 33% 
cellulose, 33% hemicellulose and 34% lignin which differ by 1% from the experiments. These slight 
differences had barely observable effect on the simulation results. The initial temperature was set to 
an ambient temperature of 300 K. A 10-step reaction mechanism (Miller and Bellan 1997) was used 
for the dry fuel; each of the dry species underwent three primary reactions of conversion from a virgin 
state to an active state, from the active state to char and pyrolyzate gases, and from the active state to 
tar, and a secondary reaction for breakdown of tar to pyrolyzate. A single step reaction was used for 
moisture evaporation (Bryden and Hagge 2003). A stoichiometric reaction between methane and air 
was used to model the combustion of the pyrolyzate gas in FDS. 
 
 
As previously stated, details of the fast pyrolysis experiments are presented elsewhere. Preliminary 
results from the wind tunnel experiments are presented as a poster in this conference (Weise et al. 
2018). From the pilot field experiment, fuel loading was dominated by litter and duff ranging from 2.8 
to 8.7 and from 3.2 to 10.2 Mg ha-1, respectively. The consumption of the fuel bed categories followed 
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similar trends with the most consumption occurring in the litter and duff categories. Fuel moisture 
content ranged from 8.6% for the litter to 175.2% for the shrub fuels bed categories just prior to 
ignition. It was a challenge in the field to sample the point and time of pyrolysis – the flame is not an 
even front when it hits the plant but a matrix of different branches catching fire (Figure 58). Also the 
time of capture for the pyrolysis emissions is short so the actual volume of a good sample is very small. 
Some of the pyrolysis samples collected had very high H2 and CO levels indicating that we probably 
did measure some pyrolysis emissions. These measurements will be compared with the regular smoke 
samples of flaming combustion that were collected. 
 
Figure 6 - Individual tree crowns in and around the May 2017 trial deployment plots derived from airborne LiDAR 
data. 
 
Figure 7 - Rigid tubing (“fishing pole”) used to sample pyrolysis gases produced by heated sparkleberry during May 
2017 trial deployment at Ft. Jackson, South Carolina, USA. 
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Figure 8 - Typical range in fire behavior observed on low density plot burned May 2017 at Ft. Jackson, SC. 
The pyrolysis mechanism included in Gpyro was initially validated against published experimental 
and computational TGA results. The burning of leaf-like fuels with three initial fuel moisture content 
(FMC) of 40%, 76%, and 120% was modeled. The time evolutions of the normalized mass were good 
for the modeled fuels with 76% and 120% FMCs and fair for the one with a 40% FMC when compared 
to the experimental burning results of four manzanita leaves with unspecified FMCs. The computed 
ignition time was also in good agreement with the measurement. The computed burnout time was 
somewhat shorter than the measurement. Modeling revealed the formation of unsteady flow structures 
including vortices and regions with high strain rates near the fuel that acted as a bluff body against the 
stream of the burner exit (Figure 59). These structures played a significant role in the spatial 
distribution of gas phase temperature and species around the fuel, which in turn, had an impact on the 
ignition location. Fuel moisture content primarily affected the temperature response of the fuel and 
solid phase decomposition. Full details of these results can be found in (Shotorban et al. 2018). 
 
Figure 9 - Contours of oxygen mass fraction and velocity vectors on an xz slice passing y=0 (left) and yz slice passing 
x=0 (right) at t=11.5 s for an initial FMC of 76%. See Erro! A origem da referência não foi encontrada. for locations 
of the slices. 
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Abstract 
Fire whirls have long fascinated the research community, however their destructive power has hidden 
many features of their formation, growth and propagation. Most of what is known about fire whirls, therefore, 
comes from scale modeling experiments in the laboratory. Both the methods of formation, dominated by wind 
and geometry, and the inner structure of the whirl, including velocity and temperature fields, have been 
studied at this scale. The particular case of quasi-steady fire whirls directly over a fuel source forms the bulk 
of current experimental knowledge, despite many other cases existing in nature. This presentation will review 
the state of knowledge concerning the fluid dynamics of fire whirls, including the conditions for their 
formation, their structure and the mechanisms which control their unique state. Particular emphasis will be 
given to the formation of fire whirls during wildland fires, especially during extreme fire events. Finally, 
recent discoveries will be highlighted as well as potential research avenues for the future. 
 
Keywords: fire whirl, fire tornado, vortex 
 
 
The fire whirl is one of the most dramatic structures which arises at the intersection of combustion 
and fluid mechanics. Throughout the literature, fire whirls have been identified by a variety of names 
such as devil, tornado, twister, whirlwind, or even dragon twist (Japanese). Regardless of the name, 
when the right combination of wind and fire interact, the result is an intensification of combustion with 
whirling flames which we call the fire whirl. While the fire whirl or “fire tornado”' shares some features 
with its atmospheric counterparts, it remains distinct in its source of buoyancy, combusting fuel, 
structure, and formation patterns. In nature, fire whirls are most often observed in mass fires. These 
include both large wildland (also known as forest or bush fires) and urban conflagrations such as the 
burning of cities or towns. Due to the diversity of topography, wind, and fire conditions that can occur 
in wildland fires, fire whirls are a frequent phenomenon.  
Fire whirls have mostly been studied in the context of fire safety, as their erratic movement and 
ability to loft burning firebrands contribute to the rapid ignition of new fires, presenting significant 
hazards to nearby firefighting personnel (Countryman 1971; Forthofer and Goodrick 2011). 
Despite the incredible interest they can garner, fire whirls remain a relatively poorly understood 
phenomenon due to their convoluted dynamics and difficulties in obtaining quantitative data (Morton 
1970; Albini 1985; Soma and Saito 1991). Hence, many details of the fire whirl, whether formed in 
the laboratory or by natural means, remain elusive. A review of the literature on fire whirls related to 
wildland fires, beginning with description of important parameters governing their dynamics followed 
by review of the various formation mechanisms will be presented. Finally, the processes governing 
the fire whirl will be reviewed along with concluding remarks and avenues for future research. 
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Fire whirls emerge when terrain/domain features (obstructions), and wind coalesce over a strong 
self-sustaining source of buoyancy (fire plume) and form a concentrated flaming vortex column. A 
fire whirl is not necessarily comprised of swirling flames within the vortex column (Countryman 
1971), as many cases have been reported to form from hot gases at downwind of large fires (McRae 
and Flannigan 1990; Zhou and Wu 2007). Hence, given the collective body of evidence on fire whirls, 
they can be classified in two main types: on-source and off-source. When the whirling flame (vortex 
column) forms directly over the fuel source, the fire whirl is defined as on-source, and when it forms 
with an offset from the fuel surface, it is considered off-source (Hartl and Smits 2016). Both on-source 
and off-source types can be found in a quasi-steady or unsteady state. We shall use this classification 
to describe documented instances of fire whirls in the remaining sections. 
Regardless of this classification, fire whirls can also be categorized based on their characteristic 
length scale, which is most often chosen to be height of the vortex column. Fire whirls with flame 
heights between 0.1-1 m are defined as small scale (Snegirev et al. 2004), which have been abundantly 
studied both experimentally and numerically (Emori and Saito 1982; Battaglia et al. 2000; Snegirev et 
al. 2004; Zhou and Wu 2007; Chuah et al. 2009; Lei et al. 2015; Hartl and Smits 2016). Whirls with 
flame heights between 1-10 m and 10 - (O)’100 m are categorized as medium and large-scale cases, 
respectively (Snegirev et al. 2004; Hartl and Smits 2016). Even larger events, of the order of 
kilometers, are documented in the literature that have occurred during large urban conflagrations 
(Soma and Saito 1991) or bushfires. For instance, a fire-atmospheric event termed pyro-tornadogenesis 
has been described by (McRae et al. 2013). 
 
 
For all different types and scales of fire whirls, three crucial factors are essential in their formation, 
namely a thermally-driven fluid sink, an eddy (vorticity) generation mechanism, and a surface drag 
force to create a radial boundary layer, such that it facilitates air entrainment to the generated vortex 
column (Byram, G.M. ; Martin 1962; Byram and Martin 1970). The fire acts as a fluid sink, where the 
generated plume naturally drives horizontal flows radially towards the vortex column. Therefore, the 
most substantial element in fire whirl formation is the presence of an eddy-generating mechanism. 
During wildland fires, the possibility of having strong eddies coalescing with fluid sinks and shear 
forces at the base is high. In these extreme events a variety of natural means exist that can generate the 
required eddy, such as flow channeled by topological features (Countryman 1971), the interaction of 
multiple fires or plumes (Liu et al. 2007), the wake of a hill, ridge or large fire plume (Emori and Saito 
1982), and generally the transformation of horizontal vorticity into the vertical direction (Church et al. 
1980; Forthofer and Goodrick 2011). 
Most known open fire whirl configurations, including on and off-source, quasi-steady and unsteady, 
can all be observed over an L-shaped fire in cross-flow. This configuration is similar to the Hifukusho-
ato fire whirl (HAFW), which occurred following a devastating earthquake in Tokyo in 1923, killing 
almost 38,000 people (Soma and Saito 1991; Kuwana et al. 2007). Three types of whirls are found in 
this configuration; a stable on-source fire whirl on both ends of the ‘L’, unsteady fire whirls which 
travel along the edge or flanks of the fire and shed periodically in its wake, and a stable off-source 
whirl which forms within the unburnt region between the ‘L’. The first type, Type I, is most like 
enclosed fire whirls extensively studied in the laboratory, being both on-source and quasi-steady 
(Satoh et al. 1997; Hassan et al. 2005; Liu et al. 2007; Chuah et al. 2009; Zhou et al. 2013; Dobashi et 
al. 2015; Hartl and Smits 2016; Wang et al. 2016; Xiao et al. 2016). These types could also be formed 
by array of multiple fires, with or without cross-flow, where any asymmetry in the flow or geometry 
may cause/amplify the swirl which generates a whirl (Zhou and Wu 2007). This behavior is thought 
to have been observed following the deliberate fire-bombing of Dresden and Hamburg during World 
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War II (Soma and Saito 1991). The second type, which is off-source and periodic in nature, is also 
seen on the flanks of large wildfires as well as in the wake following large bent-over plumes. These 
have been called “Dessens” fire whirls (DFW) in the past due to their similarity to whirls observed 
downstream of large-scale experiment by Dessens (1962); a schematic of such cases is shown in the 
figure below) (Dessens 1962). Finally, fire whirls known as Type III are formed in off-source regions 
with either flames or merely hot cases under cross-flow, similar to the HAFW whirl described above.  
Other fire whirls include those seen to form on the lee side of a hill following a wildfire. These 
whirls are similar to Type II or III whirls, depending on whether they are quasi-steady, the location of 
the fuel and obstruction, and the orientation of ambient flow. In general, strong vorticity is generated 
behind an obstruction in cross-flow, such as a hill, which has been known to create re-circulation 
regions that can drastically modify fire spread at the top of hills; however, when vorticity becomes 
tilted upward, one or more fire whirls may form. Fire whirls have also been seen to arise from 
interactions between a line fire and cross-flow, where an unsteady, on-source whirl can form under 
specific velocity, orientation and fire sizes. These fire whirls may travel along a line fire similar to 
Type II fire whirls which form on the flanks of larger fires (Kuwana et al. 2013; Zhou et al. 2016). 
 
Figure 1 - Possible methods for fire whirls to form in the open. All of these are seen in wildland fires. From Tohidi et 
al., 2018. 
 
Despite many years of study, fire whirls continue to fascinate the scientific community and present 
challenges for fire safety, especially in wildland and wildland-urban interface fires. Without a 
definitive theory of the flow structure for a fire whirl, many gaps in our fundamental understanding 
remain. Much progress has been made on on-source, quasi-steady fire whirls, such as those formed in 
enclosed laboratory apparatuses. However, some open questions remain. First and foremost, the 
underlying process governing entrainment is not well known. In Emmons & Ying's (1967) early work, 
they raised clear issues with regard to the treatment of entrainment as a function of height, and although 
some detailed PIV measurements have assisted in this understanding, these issues have not yet been 
fully resolved (Emmons and Ying 1967). This will help researchers better formulate a model of the 
fire whirl. 
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Other types of fire whirls continue to challenge our understanding, particularly those that occur off 
source or are nonsteady, most resembling those occurring in wildland fires. Certainly, the velocity and 
temperature fields within these whirls may differ, but exactly how remains to be seen. A reliable 
method for generating these whirls within the laboratory, as well as detailed measurements of their 
structures, would be very beneficial to our understanding. Even stationary fire whirls over a fuel source 
precess around the source, causing them to move and wander, triggering unknown effects to the 
structure of the fire whirl, especially when they are near the limits of their stability (e.g., fuel rich or 
high swirl). The effects of the level of circulation (e.g., Rossby number) on the structure of fire whirls 
are not well known, as most experiments have been performed only under a limited range of 
circulations and scales. 
Scaling laws that describe the formation of these complex whirls have highlighted the dependence 
on ambient cross flow; however, there is no general form that describes the conditions for the 
generation of a fire whirl. This knowledge would certainly be useful in the operational modeling of 
wildfires, where resolutions are too coarse to resolve the complicated flow dynamics leading to fire 
whirls, but predictions of critical conditions could be used to send a warning to firefighters who might 
be dangerously near potential fire whirl formation. Still, scale modeling between laboratory wind 
tunnels and large-scale observations has been relatively successful in predicting the limiting conditions 
under which wind-driven fire whirls will form. As large-scale measurements of the fire whirl structure 
are, for the most part, not available, it is not yet known how this may change with increasing scale. 
Further measurements or numerical modeling should be performed to better understand whether the 
mechanisms governing the structure of fire whirls change at increasing scales. 
Compared to related areas of fluid dynamics including combustion and fire phenomena, the use of 
numerical modeling has been relatively lacking in this field; this may be due to the complex 
interactions that occur during the generation and growth of a fire whirl. However, numerical models 
could provide invaluable information if validated against experimental measurements. Continued 
development of these models, particularly for cases other than stationary, on-source fire whirls, is 
highly encouraged. This may also be useful in understanding the formation of fire whirls, especially 
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Abstract 
The general objective of this project is to provide a basic understanding of the transition between the 
different flame regimes observed in fires with cross-flow and/or fires along inclined surfaces. We consider 
here a simplified configuration corresponding to a methane-air, buoyancy-driven, turbulent line flame 
stabilized on top of a horizontal floor surface and subjected to different air cross-flow velocities. At high 
values of the cross-flow velocity, the flame features a horizontal shape and develops as a boundary layer 
flame in the vicinity of the floor surface; the flow downstream of the flame is attached to the floor surface 
and air entrainment into the flame is one-sided. In contrast, at low values of the cross-flow velocity, the flame 
features a tilted vertical shape and develops as a pool-like flame; the flow downstream of the flame separates 
from the floor surface and air entrainment into the flame is two-sided. In the present study, we analyze the 
transition from an attached flame to a lifted flame using wall-resolved large eddy simulations (LES). 
Simulations are performed with an LES solver developed by FM Global and called FireFOAM. The simulated 
line burner is 50-cm wide and 5-cm long; the flame power is 50 kW; and the air cross-flow velocities range 
between 0.75 and 3 m/s. The LES simulations provide a detailed description of the different contributions to 
flow kinetic energy in the horizontal and vertical directions and thereby provide unique insights into the 
competing effects of the external momentum of the horizontal cross-flow and the internal momentum of the 
vertical buoyant motions produced by the combustion heat release and the resulting unstable thermal 
stratification. A new criterion is proposed to measure the relative strength of external/cross-flow-driven 
versus internal/buoyancy-driven motions and to thereby predict the transition from an attached to a lifted 
flame regime. 
 




Developing a fundamental understanding of the effects of cross-flow on fires is of considerable 
interest in fire science; because of the ubiquity and importance of such effects in wildland, urban and 
industrial fires. One basic way in which cross-flow affects a fire is by changing the flame geometry: 
as the external momentum of the horizontal cross-flow increases, the flame transitions from a vertical 
pool-like flame to a horizontal flame attached to the downstream surface (Tang et al. 2017). Among 
other things, attachment of the flame increases the convective heat transfer to the downstream surface; 
this in turn increases the rate of flame spread (in cases for which the downstream surface contains fresh 
fuel). 
The variations in flame geometry in fires subjected to cross-flow have been studied both 
experimentally (Putnam 1965; Oka et al. 2000; Oka et al. 2003; Cole et al. 2011; Hu et al. 2013; Lam 
and Weckman 2015) and numerically (Albini 1981; Sinai and Owens 1995; Morvan et al. 1998; 
Porterie et al. 2000; Morvan et al. 2001; Nmira et al. 2010; Vasanth et al. 2013) over the past several 
decades. However, past experimental studies typically use a limited range of diagnostics, primarily 
video imaging and temperature measurements, while past numerical studies typically use low-order 
approaches, for instance Reynolds-Averaged Navier-Stokes simulations (Sinai and Owens 1995; 
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Morvan et al. 1998; Porterie et al. 2000; Morvan et al. 2001; Nmira et al. 2010; Vasanth et al. 2013), 
that do not resolve the relevant turbulent flow and flame scales. Thus, a basic understanding of the 
physics associated with variations in wind-driven flame geometry is lacking and is the primary 
motivation behind the present study. 
In the present study, a methane-fueled, buoyancy-driven, turbulent line flame stabilized on top of a 
horizontal floor surface and subjected to different cross-flow velocities is simulated using wall-
resolved Large Eddy Simulations (LES). The primary objective is to gain fundamental insights into 
the transition from a vertical to a horizontal flame resulting from increases in the cross-flow velocity. 
In what is seen as an intermediate step, the present study considers a gas-fueled turbulent flame that is 
non-spreading, is statistically stationary and that therefore lends itself to simplified analysis. 
Configurations that are closer to wildland fire configurations and that feature representative vegetation 
fuel and spreading flames will be considered in future work. 
 
 
Numerical simulations are performed using FireFOAM (FireFOAM 2018), a fire modeling solver 
developed by FM Global and based on an open-source, general-purpose, Computational Fluid 
Dynamics (CFD) software package called OpenFOAM (OpenFOAM 2018). FireFOAM is a second-
order accurate, finite volume solver with implicit time integration; the solver features advanced 
meshing capabilities (structured/unstructured polyhedral mesh); it also features a massively parallel 
computing capability using Message Passing Interface protocols. 
FireFOAM uses a Favre-filtered, compressible-flow, LES formulation and provides a choice 
between several modeling options for the treatment of turbulence, combustion and thermal radiation. 
In the present study: subgrid-scale (SGS) turbulence is described using the WALE (Wall-Adapting 
Local Eddy-viscosity) model (Nicoud and Ducros 1999); combustion is described using the classical 
concept of a global combustion equation combined with the Eddy Dissipation Concept (EDC) model 
(Magnussen and Hjertager 1977); radiation is described by solving the radiative transfer equation 
(RTE) using a discrete-ordinates, finite-volume method and by assuming a non-scattering, non-
absorbing, optically-thin medium and using a prescribed global radiative loss fraction χrad. 
The numerical configuration is presented in Fig. 1. The computational domain is 780-cm-long in 
the streamwise x-direction, 50-cm-wide in the spanwise y-direction and 250-cm-high in the vertical z-
direction. The line burner face is 5-cm-long in the x-direction and 50-cm-wide in the y-direction; and 
the spanwise center of its leading edge is placed at the origin (x,y,z) = (0,0,0). The burner is flush-
mounted on a 50-cm-wide horizontal solid plate that starts at x = (-20) cm and ends at x = 205 cm. The 
cross-flow air is injected through a 50-cm-wide and 50-cm-high wind tunnel whose outlet is located 
at the inlet boundary of the computational domain, at x = (-30) cm. A 5-mm-long, 50-cm-wide and 5-
mm-high trip wire is placed at x = (-10.5) cm in order to perturb the incoming flow and promote 
laminar-to-turbulent transition. 
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Figure 1 - Illustration of the FireFOAM numerical configuration; the 50 kW methane diffusion flame is visualized 
using isocontours of instantaneous volumetric heat release rate (0.1, 1, 10, 100, 1000, 10000 kW/m3). 
The computational grid is a rectangular Cartesian mesh. Grid spacing in the streamwise x-direction 
is uniform and is equal to 5 mm for x  100 cm; beyond that location, the x-grid is stretched with a 
stretch factor equal to 1.06. Grid spacing in the spanwise y-direction is uniform and is equal to 5 mm. 
This streamwise (spanwise) resolution corresponds to 10 (100) grid cells across the burner length 
(width). Grid spacing in the vertical z-direction is non-uniform: the z-grid spacing is 1.2 mm at z = 0 
(i.e, the first cell center is 0.6 mm above the south boundary of the computational domain) and is 20 
mm at z = 50 cm with a stretching factor of 1.04. For z  50 cm, the z-grid is stretched with a stretch 
factor equal to 1.06. Note that with the present resolution, the trip wire is under-resolved and is 
described with 1 (4) grid cell(s) in the x- (z-) direction. The total number of cells is 3.5 million. 
The methane mass flow rate is prescribed at the burner boundary and the air velocity is fixed at the 
tunnel outlet. The horizontal solid plate and the trip wire are both treated as no-slip adiabatic solid 
walls. The surface located at z = 0 between the tunnel outlet and the leading edge of the solid plate is 
treated as a slip wall. The surface located at z = 0 beyond the solid plate, at x  205 cm, is also treated 
as a slip wall. The side boundaries at y = (-25) and 25 cm correspond to periodic conditions. Other 
boundaries are treated as boundaries with open flow conditions. 
In all cases, the methane mass flow rate is linearly increased from 0 to 1 g/s during the first five 
seconds and is then held constant for the remainder of the simulations. This is done to allow the cross-
flow to establish itself over the line burner before the fire reaches its nominal value of the heat release 
rate equal to 50 kW. All simulations are performed for a duration of 30 s. Turbulent statistics are 
collected for the final 15 s of each simulation, after the flow and flame become statistically stationary 
and long enough for the statistics to be converged (to improve convergence, statistics are computed 
using both temporal- and spanwise-averaging). The time step is controlled by a classical Courant-
Friedrichs-Lewy (CFL) condition and is approximately equal to 0.35 ms. Each simulation is run using 
200 processors on a large-scale Linux cluster with a typical simulation requiring 40,000 CPU-hours. 
 
 
We first consider the mean flame shape for a range of cross-flow velocities (Fig. 2). As U∞ increases 
from 0.75 to 3 m/s, the flame transitions from a lifted (vertically tilted) flame to an attached (horizontal) 
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flame. The vertical elevation of the flame decreases (from 50 to 10 cm); the flame length (loosely 
defined as the distance from the burner to the flame tip) increases (from 50 to 100 cm); and the flame 
attachment length (defined as the x-wall-distance downstream of the burner within the flame region) 
increases (from 30 to 90 cm). In the present configuration the transition from a vertical tilted flame to 
a horizontal flame is gradual and happens between U∞ = 1 and 1.5 m/s. 
 
Figure 2 - Mean flame shape visualized using a particular isoline of the mean heat release rate per unit volume (50 
kW/m3). From left to right: U∞ = 0.75, 1, 1.25, 1.5, 2, 3 m/s. 
We then consider the mean plume shape for the six different cases (Fig. 3). The plume, in contrast 
to the flame, transitions much more abruptly; for instance, the plume shape changes drastically (from 
vertically tilted to horizontal) when U∞ is increased from 1.5 to 2 m/s. 
 
 
Figure 3 - Mean plume shape visualized using a particular isoline of the mean temperature (400 K). From left to 
right: U∞ = 0.75, 1, 1.25, 1.5, 2, 3 m/s. 
We now consider the spatial variations of mean velocity vector (U, W) for two cases, U∞ = 0.75 and 
3 m/s (Fig. 4). In the 0.75-m/s case, the cross-flow is strongly deflected upwards; in addition, a reversed 
flow is induced by the flame on the downwind side leading to two-sided entrainment similar to pool 
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fires. In contrast, in the 3-m/s case, the cross-flow is only weakly affected by the presence of the flame 
and entrainment is one-sided due to the flame being attached to the downstream surface. These 




Figure 4 - Spatial variations of the mean flow velocity vector (U, W): U∞=0.75 m/s (top); U∞=3 m/s (bottom). Solid 
lines are isolines of the mean heat release rate per unit volume (50 kW/m3) and are used for marking the flame 
region. 
Figure 5 presents z-profiles of different quantities of interest (U, W, Urms, Wrms, Bz and Sxz) 
across the flame zone, at x = 50 cm and for U∞ = 1.5 m/s. Urms (Wrms) is defined as the mean amplitude 
of temporal fluctuations of the grid-resolved streamwise (vertical) flow velocity component; and Bz 
and Sxz are the source terms responsible for producing turbulent kinetic energy in the z- and x-
directions, respectively,  and , where q ( ) designates a straight 
(mass-weighted) temporal mean of a grid-resolved quantity q, and q''= (q- ). Bz represents production 
of (vertical) turbulence by buoyancy whereas Sxz represents production of (horizontal) turbulence by 
shear.  
The case with U∞=1.5-m/s is important because this flame is close to the point of transition 
between the horizontal and vertical flame regimes. Figure 5 shows that: turbulence production in the 
flame zone is dominated by buoyancy (Bz is much larger than Sxz); the flow activity in the vertical 
direction is strongly turbulent (Wrms > W); and the vertical turbulent velocities take values that have 
the same order of magnitude as those of the cross-flow velocity (Wrms = O(U∞)). These results suggest 
that flow deflection and the establishment of a vertically-oriented flame is a consequence of the vertical 
turbulent motions produced by buoyancy. 
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Figure 5 - Vertical profiles for U∞ = 1.5 m/s at x = 50 cm: U and W (top left); Urms and Wrms (top right); Bz and Sxz 
(bottom). U, Urms, Bz (W, Wrms, Sxz) are plotted using solid (dashed) lines. 
The magnitude of this effect can be measured globally by spatially-integrating the source term Bz 
and by comparing the resulting integrated value to the flow rate of kinetic energy (or equivalently the 
power) of the incoming cross-flow. We write: 
 
where R is the ratio of the power of the production of z-turbulence due to buoyancy divided by the 
power of the incoming cross-flow. In Eq. 1, ρ∞ is the air mass density, and Lx, Ly and Lz are the x-, y- 
and z-sizes of the control volume under consideration (due to periodicity in the y-direction, Ly is simply 
dropped).  
Figure 6 presents the variations of the power ratio R with streamwise distance using Lx = x and Lz = 
Ht (Ht = 50 cm is the wind tunnel height). With these choices for Lx and Lz, R represents the cumulative 
effects of production of vertical turbulence by buoyancy up to a given location x compared to the total 
power of the flow delivered by the wind tunnel. We expect significant flow deflection and a transition 
from an upwind horizontal flame to a downwind vertical flame when R takes values close to or above 
1 prior to the end of the flame zone. Figure 6 shows that the 1.25-m/s-flame reaches a peak value of R 
equal to 0.4 and that the 1-m/s-flame reaches a peak value above 1. These estimates suggest that the 
1.25-m/s-flame is in the transitional regime while the 1-m/s flame is in the vertical flame regime. 
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Figure 6 - Streamwise evolution of the power ratio R (see Eq. 1), plotted from x = 0 to the downstream x-location of 
the flame tip. From left to right: U∞ = 0.75, 1, 1.25, 1.5, 2, 3 m/s; note that the 2- and 3-m/s curves correspond to low 
values of R and are horizontal. 
It is worth noting that the power ratio R introduced in the present study is similar to, but different 
from Byram’s convection number NC, defined as: 
 
where g is the acceleration of gravity, I the fireline intensity (in the present configuration I =100 
kW/m), cp the specific heat of ambient air at constant pressure and T∞ the ambient temperature. Like 
R, NC is a power ratio that compares the effect of buoyancy to that of the cross-flow (Nelson 1993); 
compared to R, NC has the advantage to explicitly bring out the effect of the fire power through I (in 
the expression of R, this effect is implicit through Bz); but unlike R, NC does not account for x-variations 
and therefore cannot predict the streamwise location where a possible change in flame or plume 
structure may occur.  
Using standard scaling arguments as well as some guidance from the simplified flame/plume 
models proposed by Albini (1981) and Nelson et al. (2012), a possible expression for R is as follows: 
 
where ΔTflame denotes the mean excess flame temperature and CR is a model coefficient. In the 
following, we use ΔTflame = 305 K and CR  = 0.057. 
Figure 7 presents a comparison of the model expression for R given in Eq. (3) with its definition 
given in Eq. (1), as obtained from the LES simulations. It is found that the model expression for R has 
some limitations: it varies linearly with x and is not able to represent the higher order streamwise 
variations observed in the LES data. It is also found, however, that the expression in Eq. (3) is capable 
of capturing the changes in the values of the power ratio associated with changes in the cross-flow 
velocity.  Work is currently in progress in order to determine whether the model expression for R can 
be used to predict the streamwise location where a change in flame or plume structure will occur. 
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Figure 7 - Streamwise evolution of the power ratio R, plotted from x = 0 to the downstream x-location of the flame tip. 
From left to right: U∞ = 0.75, 1, 1.25, 1.5, 2, 3 m/s. Comparison between Eq. (1) (solid lines) and Eq. (3) (symbols). 
 
 
Fine-grained LES are performed to bring fundamental insight into the effects of cross-flow velocity 
on the structure of a methane-air, buoyancy-driven, turbulent line flame (50 kW) stabilized on top of 
a horizontal floor surface. As the cross-flow velocity is increased, the flame transitions from a pool-
like flame characterized by a tilted vertical shape to a boundary layer flame characterized by a 
horizontal shape. The pool-like flame strongly deflects the incoming cross-flow upwards and features 
downwind flow separation and two-sided air entrainment into the flame. In contrast, the boundary 
layer flame does not significantly deflect the incoming cross-flow and features downwind flow 
attachment and one-sided air entrainment into the flame. 
The present simulations are analyzed in terms of production of mean flow and turbulent flow kinetic 
energy. Results suggest that the transition between the (vertical) pool-like and (horizontal) boundary 
layer flame regimes is controlled by the strength of the vertical turbulent motions produced by 
buoyancy. A new non-dimensional number that measures the ratio of the power of the production of 
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A two-dimensional reaction-advection-diffusion model of the spread of 
fire in wildlands 
Paolo Grasso; Mauro S. Innocente 




The aim of this research is to develop a model of the spread of wildfires that is computationally efficient 
and easy-to-use, yet comprehensive enough to capture the major phenomena that govern the behaviour of a 
real fire. Namely, the pyrolysation of wood; the combustion of a mono-phase medium composed of premixed 
gas of fuel and air; the heat transferred by diffusion, convection and radiation considering emission and 
absorption of hot semi-transparent gases; and the thermal energy transport due to atmospheric wind and 
spatial distribution of vegetation. The model consists of two coupled partial differential equations, one 
representing the mass formation of each chemical species involved in the combustion, and the other ensuring 
the balance of enthalpy. The dimensionality reduction sought by modelling these three-dimensional (3D) 
phenomena in two-dimensional (2D) space is an intricate problem that has been overcome by means of 
pseudo-3D terms in the energy balance equation. For instance, the convection in the direction perpendicular 
to the 2D domain of the model has been represented as heat loss whose magnitude is linearly dependent on 
the temperature difference between the ambient and the simulation domain. Thus, the pseudo-3D convection 
term acts as a sink of thermal energy. It is important to note, however, that some environment properties have 
necessarily been disregarded in the interest of efficiency. Thus, the effect of topography on the spread of fire 
has been ignored in this model. In addition, the balance of momentum in the simulation plane is not included 
in the formulation as air density is considered independent of temperature and the wind velocity field is 
steady-state and uniform. Furthermore, the diffusion coefficient is augmented to account for the energy 
transport due to convection inside the flattened vegetal substrate, which is abstractly represented as a pre-
mixed gaseous layer. This augmentation has been calibrated for particular environment conditions such as 
the porosity of the fuel and its spatial distribution so that the model can be used as a tool for prediction of fire 
propagation. Making use of the 4th-Order Runge-Kutta method and running simulations for different 
constraints and boundary-initial conditions, results appear realistic. The presented fire-spread model is aimed 
at supporting the design of innovative fire management and suppression technologies and strategies, as well 
as to function as a decision-support tool to assist fire fighters in the use of current technology. Hence it must 
be both realistic and computationally efficient. Nonetheless, a more advanced 3D high-fidelity model is 
currently under development at the other end of the spectrum of the accuracy/efficiency trade-off with the 
aim to provide better insight into the fire dynamics. 
 
Keywords: wildfire propagation, modelling, reaction, advection, diffusion, fuel, combustion, radiation, suppression. 
 
 
Modelling wild fires is a real challenge because of its complex combination of several 
interdependent phenomena acting at different length scales. Few researchers have attempted  to handle 
this cumbersome problem. According to the methodologies utilised, the different fire models can be 
grouped in classes. Based on the mathematical formulation adopted, models can be classified as either 
continuous or cellular automata based (Sullivan, 2009, p.349; Sullivan, 2009, p.369; Papadopoulos 
and Pavlidou, 2010; Séro-Guillaume et al., 2008). The first group consists of models based on the laws 
of physics, with mathematical formulations in terms of coupled partial differential equations typically 
including balances of mass, momentum and energy. Instead, the cellular automata approach models 
the domain as a set of nodes that can have only a discrete number of states – e.g. unburnt, burning or 
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burnt. In (Anez et al., 2017), a multilayer cellular automaton was used to model smouldering using 
three layers: the fuel (ash, char, dry fuel, wet fuel), the heat layer (heat release, no heat, heat losses), 
and oxygen (oxygen or nitrogen). This allowed a far more detailed estimation of the fire dynamics 
compared with the simpler burnt/burning/unburnt scheme. The evolution in time of the automata is 
determined by probabilistic transition laws that involve the state of the neighbouring nodes. The 
advantage of the cellular automata approach over the physics-based one is its considerably faster 
computation. 
One of the most eminent continuous models of wildfire that can be found in the literature was 
developed by members of the Laboratoire d’Energetique et de Mechanique Theorique et Appliquee 
(LEMTA) (Séro-Guillaume and Margerit, 2002; Margerit and Séro-Guillaume, 2002). It is a three-
dimensional (3D) multiphase and multiscale wildfire model which elegantly depicts the fire 
phenomena from the smallest to the largest scale. In fact, they believe the repertoire of fire models 
should be classified according to the length-scale to be investigated: microscopic scale, where 
vaporisation and pyrolysis of the solid fuel are the main involved phenomena; mesoscopic scale, at 
which the geometry of the vegetation (leaves, branches, etc.) heavily affects the heat fluxes from solid 
to surrounding air; macroscopic scale, where the combustion occurs; and gigascopic scale, where the 
fire is driven by atmospheric wind and topography. A way to overcome this complexity and modelling 
at large scales in order to have a faster simulation is upscaling through averaging and by the convenient 
use of Large Eddy Simulation (LES) for turbulence modelling. But one of the most severe limitations 
of large-scale models are the errors associated with point-to-point comparison, which is critical given 
than the rate of spread is very sensitive to small variations (Houssami et al., 2018). 
Furthermore, the available freeware simulators of wildfire can also be differentiated between 
continuous and cellular automata based models. The most well known simulators world-wide are 
FARSITE (Finney, 1998), Prometheus (Tymstra et al., 2010) and the Fire Dynamics Simulator (FDS) 
(McGrattan and Forney, 2004; McGrattan, 2006). The first two are based on the same Huygens 
principle for the determination of the fire front perimeter, which consists of the envelope contour of 
ellipses whose focuses are located in the previous step’s fire-front, and whose shapes depend on many 
environmental parameters (e.g. wind) and fuel properties (e.g. moisture level). These fire simulators 
are mostly focused on determining the fire spread efficiently in order to assist fire management 
operations. On the other hand, FDS is more focused on capturing as many detailed features of fire 
phenomena as possible. It can be both 2D and 3D and makes use of the direct physics approach. Séro-
Guillaume et al. (Séro-Guillaume et al., 2008) acknowledge two main types of continuous approaches 
to modelling fire. The one adopted by Margerit et al. (Margerit and Séro-Guillaume, 2002) simplifies 
and averages from the most complex and detailed mathematical formulation to the most practical one 
that can be more easily implemented numerically. Conversely, the FDS approach starts from the 
simplest 3D gaseous-phase combustion model and adds complexity through the development of 
several submodels that are superposed to the main simulation and interact with it – e.g. volume-less 
Lagrangian particles (McGrattan, 2006) used to model solid firebrand particles floating in the air and 
exchanging mass, momentum and energy with the fluid while reacting with it. These submodels 
usually have mostly empirical bases, steming from extensive and expensive experimental 
observations. Some recent submodels either developed or under development are as follows: 
• Correlation between the firebrand generation and the fire behaviour in order to determine 
fluxes, sizes and separation distances (Thomas et al., 2017, p. 864-871). 
• Development of smouldering models (combustion of solid microporous media), both 
numerical (Anez et al., 2017) and empirical ones. 
• Wildland-urban interface Fire Dynamics Simulator (WFDS), which is and extension of  the 
American National Institute of Standards and Technology’s (NIST) FDS. 
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• Regarding upscaling techniques: determining the heat transfer coefficient between solid and 
fluid phases at macroscopic level using a surrogate model based on numerical experiments of 
the heat transfer throughout a fractal model of vegetation geometry (Collin and Lamorlette, 
2012). 
• Radiation, which is a very complex problem, especially if the whole spectrum is considered. 
• Incomplete combustion models (mostly empirical) due to variation of oxygen flux (Thomas 
et al., 2017, p.855-863). 
There is extensive debate upon which fire modelling approach is the best in capturing its dynamics. 
For instance, Papadopoulos (Papadopoulos and Pavlidou, 2010) states that FARISTE “is considered 
to be the most precise fire propagation simulation model by most of the researchers around the world”, 
whilst Sullivan (Sullivan, 2009) claims that still FARSITE and Prometheus are the best simulators 
found in literature that can reproduce historical fires. At the same time, there are other research centres 
that focus their attention on the direct physics approach, proudly acclaiming its rigour in detecting the 
fire dynamics. For example, FDS is the result of 25 years of collaboration between many researchers 
across the world, whilst LEMTA’s fire-spread models have been developed during 15 years of work. 
In line with (Séro-Guillaume et al., 2008), we are interested in classifying fire models according to 
their purpose, for instance to achieve a fast (possibly real-time) prediction or to capture some 
microscale phenomena. 
The aim of this research is to model the spread of forest fire efficiently in order to support the design 
of innovative fire management and suppression technologies and strategies, while also comprising a 
decision-support tool to assist fire-fighters in their use of current technology. Therefore, the model 
must be at the same time efficient and comprehensive enough to capture the major phenomena that 
govern the behaviour of a real fire. 
The proposed fire-spread model is given by a 2D reaction-advection-diffusion equation that 
describes the combustion of a mono-phase medium composed of premixed gas of fuel and air. It can 
be placed in the 2D direct-physics semi-empirical reaction-diffusion class of fire spread models, and 
it is similar to the Ferragut’s (Ferragut et al., 2007) and Margerit’s (Margerit and Séro-Guillaume, 
2002) 2D models. By reducing dimensionality, some phenomena of fire dynamics are disregarded, e.g. 
the buoyancy due to density changes of the medium immersed in a gravitational field. The energy 
transport due to atmospheric wind is modelled, though the wind field is limited at this stage to be 
steady-state and uniform throughout the 2D space considered. The effect of the slope and that of the 
water vapour pressure are left to be accounted for in a 3D model that is currently being developed. 
Another simplifying assumption is that 2D convection is negligible, which is reasonable since the 
velocities induced by density variation in the horizontal plane are very small, with the resulting energy 
transport comprising less than 1% of the total energy fluxes. Considering that buoyancy is not 
modelled and assuming that the chemical reaction rate depends mostly on temperature and mole 
fractions of fuel and oxygen, the density variation due to temperature changes has no strong effect on 
the fire dynamics modelled. Hence density is assumed to be constant, and the momentum balance and 
mass conservation are not formulated. Thus, the mixed gases are confined within their original 
location, just as if pyrolysis gasses were to be burnt exactly where they had been released. The 
diffusion coefficient is corrected in this efficient model in order to account for the energy transport 
due to 2D convection inside the premixed layer – i.e. in the vegetation stratum. Furthermore, two 
pseudo-3D terms are added into the energy balance equation with the intention of modelling the energy 
losses due to convection and radiation in the direction perpendicular to the 2D domain being modelled 
(vertical direction). Horizontal radiation is modelled so as to affect only the neighbouring cells, since 
the cell size in the discretised domain can be set larger than the optical thickness or radiation absorption 
length. The heat capacity at constant pressure of each chemical species is considered to be constant 
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and equal to an average value in the considered temperature range, from Tamb = 293 K (ambient 
temperature) to approximately 1200 K (maximum temperature). Although, in the eventuality of strong 
wind, the temperature may rise to peaks of 1500K. 
 
 
The considered irreversible chemical reaction in (2.1) represents the combustion of the pyrolysis 
gasses in air, which is composed of oxygen, carbon dioxide, vapour and nitrogen. 
  
The fire-spread model can be represented by a system of five coupled partial differential equations, 
namely the enthalpy balance in (2.2) and the four equations in (2.3) for the consumption or formation 
of each chemical species (Fuel, O2, CO2, H2O), i.e. j = 1, …, 4. 
  
Equation (2.2) is expanded in (2.4) where the phenomenon modelled by each term is clearly 
labelled, namely: 1) the combustion energy term including the combustion enthalpy (hc) and the 
reaction rate; 2) the transport term accounting for atmospheric wind; 3) the diffusion terms; 4) the 
pseudo-3D convection term accounting for energy loss by vertical convection; the 2D radiation terms; 
and the pseudo-3D radiation term modelling vertical emission. 
 
 
In order to close the system composed by (2.4) and (2.5), additional closure equations are required, 
in particular for: 
• The molar mass of the mixture (M) in (2.6), which is the weighted summation of each chemical 
species molar mass (Mi) by their mass fractions (Xi). 
• The constant pressure heat capacity of the mixture (cp) in (2.7), which is the weighted 
summation of all the partial heat capacities (cpi). 
• The combustion rate (r) following the Arrhenius law in (2.8), where the subscripts ‘1’ stands 
for fuel and ‘2’ for oxygen. The formulation is the empirical formula related to wood pyrolysis 
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in (Ragland et al., 1991). Bear in mind the pre-exponential coefficient (Ar) for following 
discussion. 
• The specific combustion enthalpy (hc) in (2.9), which is the summation of all the formation 
enthalpies at the local temperature (T).  
 
 
The conductivity (k), the pre-exponential coefficient (Ar) and the optical absorption length (dxi) 
have been calibrated (see Table 2) using the results obtained by FARSITE simulator (Finney, 1998), 
not having any experimental data available at the moment. The representative values considered are 
the burnt area, radius, and the maximum temperature. Given that the burning (a.k.a. flaming) area can 
be smaller than the burnt area, the latter has been chosen for calibration purposes as the flaming area 
is very dynamic and its estimation affected by the numerical model used. 
For instance, we performed two exemplar calibrations for two types of fuels structurally different: 
the values in Table 2 have been obtained for the fuel model FM3 (tall coarse grass) and FM10 
(coniferous trees) (Scott and Burgan, 2005). More precisely, FM10 consists of 15m trees with 4m base, 
whose canopy coverage has been set to 100% in the presented simulations, with a density of 0.2 kg∙m-
3. Moreover, the selected elevation is 300 m and the moisture level about 20%. The remaining known 
parameters and some characteristic variables are listed in Table 1. 
Please note that the optical absorption length, for radiation modelling, has to be smaller than or 
equal to the cell size in order for the model to be valid. Moreover, the asymptotic wind magnitude, 
above the vegetation stratum, has to be reduced in order to take the drag into account. Hence the 
modified wind velocity (ui*) in (2.4) is obtained by multiplying the wind velocity by a reduction 
coefficient (wr), which is a function of the fuel type and of the canopy coverage. The higher the canopy 
coverage and the denser the fuel type, the smaller the reduction coefficient. For instance, by our 
calculations during calibration phase, 10 m/s for FM10 corresponds to approximately 1.3×10-3 m/s in 
the premixed gas layer. 
 
 
The simulations have been performed on a 100m×100m domain, and their results appear realistic 
from both qualitative and quantitative point of views. However, in order to use this simulation tool for 
prediction of fire propagation, the parameters of the model must be calibrated for particular 
environmental conditions, including fuel properties and spatial distribution. 
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Table 1 - General settings for simulation of fire spread with fuel model FM10. (* calibrated parameters) 
Symbol Description Value Units 
R Universal gas constant 8.314 J∙mol-1∙K-1 
Tamb (Tref) Ambient (reference) temperature 298.15 K 
Tig Ignition temperature 573 K 
Ta Activation temperature 684 K 
Pamb (Pref) Ambient (reference) pressure 101325 Pa 
ρ Gas mixture density 1.2172 kg∙m-3 
Ar Pre-exponential coefficient (Arrhenius) (*) - 
Ca Turbulent convection coefficient in atmosphere 0.065 J∙m-3∙K-1∙s-1 
k Thermal conductivity  (*) W∙m-1∙K-1 
cp Specific heat capacity at constant pressure calculated J∙kg-1∙K-1 
Xf Initial fuel molar fraction 0.1 - 
σ Stefan-Boltzmann constant 5.6704e-8 W∙m-2∙K-4 
ε Emissivity factory (< 1) 0.55 - 
dxi Optical absorption length (*) M 
dx3 Optical absorption length in z direction 1 M 
hc Specific combustion enthalpy calculated J∙kg-1 
wr Wind reduction coefficient (*) - 
∆t Time step 7.5 S 
∆x = ∆y Cell-size 1 M 
 
Table 2 - Values of parameters describing the fuel model FM3 and FM10.  
Symbol FM3 FM10 Units 
k 5.5703e-01 6.3750e-02 W∙m-1∙K-1 
Ar 4.1699e-05 6.6250e-06 - 
dxi 0.4 0.1 m 
wr 7.5106e-5 1.3075e-04 - 
 
Figure 1.a shows the classical ring-shaped flame front, which has been used for calibration 
purposes, spreading radially from the ignition points at the same rate for uniformly distributed fuel and 
no wind. In case of both single and multiple ignition points and zero wind condition, the estimation 
error of the burnt area (with respect to FARSITE simulation) is less than 1%. 
In turn, Figure 1.b shows the energising effect of wind: the flame front is distorted, the area affected 
by the fire is enlarged, and the maximum temperature increases (from 1215 K to about 1297 K in this 
case). The presence of wind results in a ‘teardrop’ shape of the fuel consumption due to the asymmetric 
spread of the fire, as can be observed in Figure 2.b. In presence of wind and with single/multiple 
ignition points, the estimation error of the burnt area oscillates between less than 1% to approximately 
30% (for very intense wind of up to 80 m/s speed). The stronger the wind, the larger the discrepancies 
between FARSITE simulations and the presented model simulations. It is hard to assess whether one 
or the other are the most correct simulator of reality, but for sure a large part of the error is inherent to 
the mathematical formulation and the numerical methods that have been used, let alone the 
dimensionality reduction. It is interesting to note that in those regions where flames persist in the same 
location, for instance at zero wind condition or in particular stagnation points, the fuel mass fraction 
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tends to zero (Figure 2.a) whereas the fuel tends to be only partially consumed in the presence of wind 
(Figure 2.b) as the flame is blown away from the original ignition points. 
 
Figure 2 - Flaming Area: Temperature field at 15 min after four-points random ignition (a) without wind and (b) with 
strong wind of 40 m/s for FM10. 
 
Figure 3 - Burnt Area: Distribution of fuel energy at 15 min after four-points random ignition (a) without wind and 
(b) with strong wind of 40 m/s for FM10. The red stars represent the ignition points (the same of Figure 1), and black 
areas correspond to zero-fuel condition. The thick black contour corresponds to FARSITE prediction, while the red 
one is obtained by the presented model. 
 
 
The output of the presented research is a successful attempt to simulate efficiently and with a high 
level of accuracy the spread of wildfires with the use of a macroscopic two-dimensional reaction-
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advection-diffusion model. The developed model shows its versatility to be calibrated for any type of 
fuel models, tackling any environmental condition (except for topography) – e.g. moisture and wind. 
Thanks to its simplicity and computational lightweight (e.g. on a standard quad-core i7 computer, it 
predicts 1 min of fire dynamics in approximately 1 sec computational time for 104 unit cells), this 
model has been coupled with a swarm of drones (Innocente and Grasso, 2018) in order to develop an 
autonomous technology to either extinguish or mitigate wildfires. The use of this robust technology 
aims to considerably lower the risks to human lives during firefighting operations. Thus, the presented 
model is both realistic and computationally efficient. Nonetheless, a more advanced and intensive 3D 
high-fidelity model is currently under development with the aim to provide more accurate insight into 
the fire dynamics. 
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Abstract 
The effect of grass fuel load on fire propagation, behaviour and fire danger has been a contentious issue 
for some time in Australia.  Various implementations of fire behaviour and fire danger formulations have 
placed different emphases on the effect of fuel load on model outputs, which has created uncertainty in the 
operational assessment of fire potential and has led to user and public distrust in the model outputs. 
A field-based experimental burning program was conducted to quantify the effect of fuel load on the rate 
of spread and behaviour of fire in grasslands. A total of 58 experimental fires (33 x 33 m plots) conducted at 
six sites across Australia were analysed.  Mean fuel loads ranged between 0.17 kg/m2 and 1.05 kg/m2. Fire 
spread rate and fireline intensity ranged between 12.5 and 150 m/min and 1260 and 18 700 kW/m, 
respectively.  
Contrary to current modelling assumptions used in Australia, we found an inverse relationship between 
fuel load and fire spread rate in grasslands; i.e. as fuel load increases, fire rate of spread decreases. This result 
is valid for grasslands where fuel load is not a limiting factor for fire propagation (e.g., load >0.05 kg/m2). 
We model the effect of fuel load on the rate of fire spread through regression analysis and an iterative 
backtracking method to produce a fuel load function that can be applied to current recommended operational 
grassfire spread models used in Australia.  
We found that areas with standing continuous grass have the potential to sustain very high rates of fire 
spread, regardless of the fuel load. An increase in fuel load does not result in an increase in rate of fire spread, 
as assumed in certain modelling frameworks and some long held beliefs in Australia.  
Keywords: fire behaviour modelling, fire prediction, fire danger rating 
 
 
The effect of grass fuel load on fire behaviour and grassfire danger index has been a contentious 
issue for many years in Australia. Early grassfire behaviour prediction tools used in Australia assumed 
the rate of forward spread of a fire to be directly proportional to fuel quantity (McArthur 1960). This 
effect was later removed (McArthur 1966) due to the (1) absence of direct evidence and; (2) the 
dependence of the biomass quantity in a grass sward on the structural properties of the grass species, 
i.e., higher fuel load grasses are typically characterized by coarser, lower surface area-to-volume ratio, 
fuel particles (Luke and McArthur 1978). Luke and McArthur (1978, p. 117) suggested that the effects 
of these two variables might cancel each other, and a direct effect of fuel load on fire spread rate might 
not be observable.  In the early 1980s, a fuel load effect was retro-fitted to the Mk 4 Grassland Fire 
Danger Meter (Purton 1982) which confused the issue further. Cheney et al. (1993) undertook a large 
field experiment and found that fuel load did not have a significant effect on grassfire rate of spread. 
Despite these findings, a fuel load effect has continued to be applied in operational decision support 
tools in Australia (e.g. Purton 1982; Setterfield et al. 2014).  
The objective of our study was to quantify the effect of grass fuel bed structure and biomass across 
a wide range of values on the rate of forward spread and flame characteristics of free-burning grassfires 
in Australia. 
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Experimental fires were conducted at six locations across eastern Australia.  Each site was 
characterised by a continuous cover of standing grass. Experimental fires were conducted in plots 33 
 33 m, separated by a 3 m wide mown grass fuel breaks. All experimental fires used in the analysis 
were conducted in fully cured grasses. 
Fires were ignited on the upwind edge of each plot with a line ignition. This was achieved by two 
people with hand-held drip-torches starting from the adjacent corners and travelling towards the centre 
of the plot edge. Ignition lines were offset when wind direction was not perpendicular to the plot 
boundary, but maintaining the ignition line length. It generally took 10-12 sec to set a continuous flame 
front that would ensure a well-developed headfire and pseudo-steady state propagation by the time the 
fire reached half of its intended run (Fig. 1). 
 
 
Figure 1 - Typical high intensity fire propagation from a line source ignition in a grassland fire experimental plot. 
Photos was taken 30 seconds after the ignition start. 
 
Grass fuels were sampled for physical structure (load, height, compactness). An automatic weather 
station measuring air temperature, relative humidity and solar radiation at 1.5 m above ground and at 
10-min intervals was established at each experimental site. At this location wind speed and direction 
at 2 and 10-m height were measured with 2-D sonic anemometers sampled and logged at a frequency 
of 10 Hz.  For each individual burn, one 2-D sonic anemometer at 2- m height was located 
approximately 35 m up-wind of the ignition line, with wind speed and direction sampled and logged 
at 10 Hz. Prior to each experimental fire, three fuel moisture content samples (20-30 g) were collected 
and sealed in airtight metal tins. The behaviour of each experimental fire was monitored using in-situ 
instrumentation, ground-based and aerial videography and visual observations by experienced fire 
behaviour observers. The observers in close proximity to the fire monitored various flame front 
characteristics (i.e. depth, height and angle), fuel responsible for propagation and the duration of in-
draught winds (i.e. lulls in fire propagation) throughout the duration of each experimental fire. 
Rate of fire spread (R, m/min) was determined from measurements of the time of fire arrival at grid 
points (grid spacing 7.5 x 7.5 m or 10 x 10 m) within each experimental plot and video imagery. Time 
of fire arrival was assumed to coincide with a temperature of 320°C measured by 1.5-mm diameter, 
type K metal-sheathed thermocouples connected to small dataloggers logging at 1 Hz. Video imagery 
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captured from remotely piloted aircraft (i.e. drones) or from the top of 5- or 10-m poles were used to 
determine flame movement from which rate of spread could be visually estimated. 
Statistical analysis used the R 2.13.1 software package (R Development Core Team 2012). The 
effect of fuel load and other fuel characteristics in rate of fire spread was explored using two distinct 
approaches. The first approach was based on linear and nonlinear regression analysis. Because the fuel 
variable effect on grassland rate of fire spread determined through this approach cannot be readily 
incorporated into existing fire spread models used in Australia a second approach was used to develop 
a multiplicative function that (1) described the effect of fuel load or bulk density on rate of fire spread; 
and (2) could be implemented into the current operational model for undisturbed grasslands (Cheney 
et al. 1998). In this approach the Cheney et al. (1998) model was used to predict the experimentally 
observed rate of fire spread, and a fuel effect function added to the model to explain the effect of fuel 
load or bulk density. From the possible functional forms, an iterative process was used to find the 
formulation that result on the minimisation of both the root mean square error and bias while still 
producing adequate results outside the bounds of the experimental data. 
 
 
A total of 58 experimental fires were available for the analysis. Total fuel load at the plot level 
ranged from a minimum of 0.17 kg/m2 to 1.05 kg/m2.  Observed rate of fire spread varied between 
12.5 and 150 m/min. The dataset had 16 fires (25% of the data) with a fireline intensity above 10 000 
kW/m. 
Rate of fire spread was significantly correlated with wind speed (p < 0.001; Table 3) and had a 
significant inverse relationship with fuel load (r = -0.50; p < 0.001).  It was poorly correlated with bulk 
density (r = -0.19; p > 0.05) and sampled dead fuel moisture (r = 0.12; p=0.37). 
Multiple linear regression analysis was used to develop a model using 2-m wind speed, dead fuel 
moisture content and a fuel structure metric, fuel load, fuel bed bulk density or fuelbed height. For this 
modelling approach wind speed was highly significant (p < 0.001). Sampled dead fuel moisture was 
not a significant predictor (p = 0.76), but the estimated dead fuel moisture was marginally significant 
(p = 0.09). Fuel load was a significant predictor of rate of fire spread (p = 0.02) through an inverse 
relationship (i.e. an increase in fuel load results in a reduction in rate of fire spread). This model 
explained 71% of the variation in the dataset. Fuel bulk density was also a significant predictor of rate 
of spread (p = 0.02). A similar model with fuel bed height found this variable not to be significant (p 
= 0.41). 
Non-linear regression analysis identified both fuel load (w, kg/m2) and fuel bed bulk density (ρb, 
kg/m3) in isolation as significant (p < 0.05) predictors of rate of fire spread. The best model form that 
had these variables incorporated through a power function: 
 
       (1) 
      (2) 
 
Where U2 is wind speed (km/h) measured at 2-m height and Me is the dead fuel moisture content 
(%) estimated using Cheney et al. (1998) model parameterization of McArthur (1960) fuel moisture 
tables. The analysis showed both fuel parameters to have a negative effect on the rate of fire spread. 
Both models had a wind exponent close to 1. The estimated dead fuel moisture was not significant in 
either model, although a stronger effect was found for the fuel load model (Eq. 1). The model with 
𝑅 = 5.03 𝑈2
0.89 exp −0.016 𝑀𝑒  𝑤
−0.23  
𝑅 = 3.62 𝑈2
1.05 exp −0.005 𝑀𝑒  𝜌𝑏
−0.32  
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bulk density (Eq. 2) had a comparable fit as indicated by the residual standard error (14.99 and 15.27, 
respectively) and the mean absolute error (11.8 and 11.7 m/min). 
 Given the comparable effect of fuel load and fuel bed bulk density on rate of fire spread, we decided 
to use fuel load, a variable of simpler estimation, to develop a fuel structure effect function for 
operational applications. For this modelling approach we first applied the Cheney et al. (1998) 
undisturbed grassland model to the experimental dataset. For this simulation U2 was converted to U10 
using a wind reduction factor of 0.81, as determined from vertical wind profiles (Cruz et al. 2017). 
The fuel moisture content used in the simulations is the one estimated by Cheney et al. (1989) used in 
Cheney et al. (1998) model parameterization.  The model predicted the observed rate of fire spread 
with a mean absolute error of 19.3 m/min, and a mean bias error of 1.28 m/min.  Residual analysis 
revealed a relatively high over-prediction bias for fuel loads greater than 0.6 kg/m2 and an under 
prediction bias for fires burning with estimated fuel moisture contents greater than 10 %.  
To develop a fuel load function we tested several functional forms available. From the ones tested 
we choose to model the fuel load effect with a Ricker function due to its form, with an initial growth 
up to a local maximum followed by a gradual decrease: 
Φ(w)=r1+r2 w exp(-r3 w)       (3) 
 
where Φ(w) is the fuel load effect function, and r2 and r3 are the two parameters in the Ricker 
function. To find the best estimates for r1, r2 and r3 we apply the fuel load function to the Cheney et al. 
(1998) model as a multiplicative factor.  
The model was then run iteratively with coefficients r2 and r3 varying systematically between 1 and 
5 (increments of 0.1) and 2 and 4 (increments of 0.1), respectively. The best results (lower RMSE and 
lowest bias error) were found for an r1 of 0.7, r2 of 2.4 and r3 of 3.4 (Fig. 2). These coefficients resulted 
in a root mean square error of 1.31; a mean absolute error of 17.7 m/min and mean bias error of –1.4 
m/min.  
 
Figure 2 – Observed vs predicted rate of fire spread by Cheney et al. (1998) undisturbed model with the fuel load 
effect function (Eq. 3). 
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Figure 3 presents the relative effect of the fuel load function over the range 0.1 to 1.5 kg/m2. The 
relative effect has a low value of 0.92 for a fuel load of 0.1 kg/m2 and peaks to 1.0 for fuel loads 
between 0.25 and 0.4 kg/m2. At extremes of the fuel load range, the relative effect is 0.76 for a low 
fuel load value of 0.01 kg/m2 and asymptotes for fuel load values above 1.4 kg/m2, with a relative of 
effect of 0.74 for an extreme grass fuel load value of 2.0 kg/m2. Figure 3 also shows the advantages of 
the Ricker function over the nonlinear power  function used in Eq. 1. Although the fit statistics were 
similar for the datasets, the regression models provide unsatisfactory results for the lower (w < 0.3 
kg/m2) range of fuel load. Similar situation, but not as dramatic occurs for the upper range of fuel load 
(e.g. w > 1.2 kg/m2).  
 
Figure 3 - Relative effect of the tested fuel load functions on the rate of spread of grassfires 
 
 
 Our analysis showed that there is a statistically significant, inverse relationship between grass fuel 
load and rate of fire spread, i.e., an increase in fuel load leads to a decrease in rate of fire spread. 
Although it might seem surprising, our results follow the trend from Cheney et al. (1993) study. In that 
study, conducted over a narrower range of fuel loads than in our study (0.17—1.05 kg/m2 cf. 0.23—
0.57 kg/m2 for Cheney et al. (1993)) the authors found a non-significant influence of fuel load on rate 
of fire spread, which had the same trend as that found in our study. The results from Cheney et al. 
(1993) and ours suggest that the effect is not linear, with minimal effect within the 0.2 to 0.4 kg/m2 
range, and a stronger effect for fuel loads between 0.5 and 1.1 kg/m2. In the absence of data beyond 
this range, the fuel load effect function given here asymptotes to a value of approximately 74% of the 
maximum rate of spread at a fuel load of 2.0 kg/m2. Beyond this value the model yields negligible 
changes for increasing fuel loads. These results are applicable to environments where fuel load is not 
a limiting factor. In sparse cover grasslands found in arid and semi-arid regions of Australia, fuel load, 
as a surrogate of cover, is a limiting factor where decreases in fuel load might constrain the forward 
propagating flux to unburned fuels and limiting flank propagation. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management  
 
Advances in Forest Fire Research 2018 – Page 348  
 
Our results are contrary to the current Australian practice of assuming a direct positive effect of 
fuel load on rate of fire spread (Tolhurst et al. 2008) and fire danger rating (Purton 1982). Methods 
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Abstract 
Firefighting requires hard work in very hot environments that often lead to a continuous increase of the 
heat stored in the human body, promoting heat stress and heat-related illnesses. Due to safety reasons of the 
individuals involved, a complete characterization of the evolution of the thermal stress state of firefighters is 
only possible through numerical simulations of the thermophysiological behavior of the human body. 
The present work has two main objectives: (i) the assessment of the effectiveness of some body cooling 
techniques capable to mitigate the risk of hyperthermic stress; and (ii) the evaluation, test and validation of 
the ability of a human body thermoregulation software to predict in detail the thermophysiological response 
of firefighters. 
The software under evaluation, the HuTheReg program, was developed by the authors. This tool is 
composed by several modules, namely for the calculation of the human body thermophysiological response, 
the heat and water transport through clothing, the heat and mass exchange between the external surface of 
clothing (or skin) and the environment, the start and evolution of skin injuries (pain and burn) and the 
detection of specific incidents. 
In the field of body cooling methodologies, the cases selected embrace 3 different classes of scenarios: (i) 
body cooling during both exercise and recovery phases (by use of an ice jacket, by intake of very cold water 
or ice slurry, by both); (ii) body cooling only during the exercise phases (by use of an ice jacket, by intake of 
very cold water or ice slurry, by both); and (iii) body cooling only during the recovery phases by exposure to 
a cold environment (passive exposure, with hands and forearms immersion in cold water, with forced air 
movement using fans, with the use of an ice jacket, with the intake of very cold water or ice slurry, with a 
combination of these cooling methodologies). 
The comparison between the experimental and the predicted values shows a good prediction ability of the 
HuTheReg program, which is a good indication of its capability to reproduce the human body 
thermoregulatory responses over the range of climatic conditions investigated. Although with very different 
effectiveness, all body cooling techniques considered proved to be capable to mitigate the level of 
hyperthermic stress of firefighters engaged in characteristic activities. 
 
Keywords: Safety firefighting; Human thermoregulation modelling; Software validation; Body cooling techniques 
 
Firefighting requires long periods of hard work in very hot environments which often lead to a 
continuous increase of the heat stored in the human body, promoting heat stress and heat-related 
illnesses [Raimundo and Figueiredo 2009; Barr et al. 2010]. 
Firefighting may lead to increases in deep body temperature to values higher than 39°C which may 
have serious consequences or be even fatal [Carter et al. 1999; Raimundo and Figueiredo 2009]. 
Temperatures above 39ºC represent acute hyperthermic stress. When attained, the person physical and  
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mental performance substantially decreases while the risk of developing heat-related illnesses 
increases [Mündel et al. 2006, Lopez et al. 2008, Raimundo and Figueiredo, 2009]. 
The range of possible hyperthermic disorders reported in the literature [Raimundo & Figueiredo 
2009] are muscle cramping, heat exhaustion (collapse during or after exercise), introversion (violent 
sweating, loss of judgment, amnesia, delusions, etc.), superficial skin damage (pain and first-degree 
burns), heat-stroke (fainting, cessation of sweating, central nervous system alteration, etc.) and 
permanent injuries (burn degree greater than first, brain damage or, in more serious cases, death). 
Wearing highly thermal insulating protective clothing reduces the gain of external heat, but also 
blocks the release of the heat produced and restricts movements. Hence, safety firefighting requires 
the wearing of appropriated clothing. Even so, frequently, this is not enough. In these cases, to increase 
the safety of firefighters, cooling techniques capable of mitigating hyperthermia should be applied 
[Carter et al. 1999; Selkirk et al. 2004; Giesbrecht et al. 2007; Chou et al. 2008; Lopez et al. 2008; 
Barr et al. 2009 & 2010; Hostler et al. 2010; Colburn et al. 2011; Abreu et al. 2014]. 
Experimental studies concerning the thermophysiological response of firefighters carrying out 
typical firefighting activities (both structural and wildland) already exist. In these works, the 
recommended protective clothing and the exposure to representative environments are considered. 
However, due to safety reasons of the individuals involved, these trials always terminate before 
firefighters reach levels of hyperthermic stress with the potential to cause heat-related illnesses. 
Therefore, a complete characterization of the evolution of the thermal stress state of firefighters is only 
possible through numerical simulations of the thermophysiological behavior of the human body. 
This work has two main objectives, both related to firefighters performing firefighting activities: 
(i) the assessment of the effectiveness of some body cooling techniques capable to mitigate the risk of 
hyperthermic stress; and (ii) the evaluation, test and validation of the ability of a human body 
thermoregulation software to predict in detail the thermophysiological response of firefighters. 
 
 
The software under test and validation, the HuTheReg program, was implemented by the authors 
[Raimundo and Figueiredo, 2009; Raimundo et al. 2012]. This software is composed by several 
modules. However, for present purposes only the ones for the calculation of the human body 
thermophysiological response, the heat and water transport through clothing, the heat and mass 
exchange between the external surface of clothing (or skin) and the environment, the start and 
evolution of skin injuries (pain and burn) and the detection of specific incidents within the individual 
are used. Due to its interdependency, all modules run iteratively in each time step until a specific 
convergence criterion is reached. 
The simulation of the thermophysiological response is based on the Stolwijk (1971) 25 nodes 
thermoregulation model, improved with knowledge found in the literature [e.g., Henriques 1947; Konz 
et al. 1977; Wissler 1985; Huizenga et al. 1999; Fiala et al. 1999; Tanabe et al. 2002]. This 111-node 
model considers the human body divided in 22 segments (face, scalp, neck, chest, abdomen, upper 
back, lower back, pelvis, left shoulder, right shoulder, left arm, right arm, left forearm, right forearm, 
left hand, right hand, left thigh, right thigh, left leg, right leg, left foot and right foot). Each body 
segment is composed by 5 layers (core, muscle, fat, skin and clothing), the 111th node being the central 
blood compartment. The model was implemented for an average man of 1.72 m tall, weighing 74.43 kg 
and with 14% of body fat (1.869 m2 of skin). For other anthropometric data, the appropriated 
coefficients are proportionally changed as a function of the body weight, skin area and body fat. The 
loss of heat by respiration is supposed to occur across the elements of the pulmonary tract. The 
repartition coefficients proposed by Fiala et al. (1999) were considered. 
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The determination of the outer surface temperature of the clothing (or of the skin of nude segments) 
involves the model of simulation of the human thermophysiological response and simultaneously the 
heat and mass balances of the garment both considering the flow and the storage of heat and water in 
the clothing layer [Raimundo et al. 2012]. The global algorithm is applied to each specific human body 
segment, but always considering its influence and interdependence with the global thermal state of the 
body. Thus, for each of the 22 human body segments, individual values of clothing properties must be 
specified, namely of mass (mcl), of insulation (Icl), of vapor permeability efficiency (ivp) and of 
radiative reflectivity (ρ). Each section is either completely clothed or nude. To consider the reduction 
of insulation due to body movements, the Icl value at each human body segment is adjusted according 
to the person activity using the relations proposed by Oliveira et al. (2011). 
The convective heat and mass transfer phenomena are predicted using the empirical relations 
proposed by Quintela et al. (2004) for natural convection and by Havenith et al. (2002) for forced 
convection. The exchange of heat by radiation between the external surfaces of the segments of the 
human body and between them and the surroundings, is determined by a set of expressions established 
by Raimundo et al. (2004). 
With the HuTheReg software a significant number of data can be obtained, both for the human body 
as a whole and for each of the segments, namely: (i) core, muscle, fat, skin and clothing temperatures; 
(ii) metabolism, heat stored and flux-rates of heat, of sweat, of water and of work; (iii) thermal comfort 
evaluation and indexes; (iv) detection of probable appearing of heat-related disorders within the 
person; (v) skin pain, burn areas and corresponding degree; and (vi) a wide range of other thermo-
physiological parameters. 
Each run can simulate up to 20 consecutive scenarios (phases), each one representing different 
conditions in terms of: posture, orientation, activity, intake of food/drinks, clothing, thermal 




The scientific literature seldom presents a complete description of experimental tests, condition that 
is required to accurately validate mathematical models. To overcome this difficulty, the missing 
information was replaced by the values suggested by Raimundo and Figueiredo (2009), namely gender 
(man), height (h* = 1.72 m) and weight (w* = 74.43 kg), the clothing specific heat (cp* = 1 000 
J/(kg.ºC)), water vapor permeability (ivp* = 1 for nude body parts, ivp* = 0 for the body parts dressed 
with impermeable clothing, ivp* = 0.15 for boots and shoes and ivp* = 0.38 for “normal” clothing) and 
radiative reflectivity (ρ* = 0.10 for “normal” clothing and ρ* = 0.07 for human skin). Note that the "*" 
symbol indicates that this value was assumed only when it was not found in the scientific paper with 
the report of the experiments. 
Furthermore, for situations involving human thermoregulation, the clothing is rarely characterized 
with the necessary detail. Therefore, for the HuTheReg program, which requires the characteristics of 
the clothing in each body part, it was necessary to distribute the garment characteristics over the 22 
body parts and for this purpose the studies of Oliveira et al. (2008) and Raimundo & Figueiredo (2009) 
were considered. 
 
The generic protocol of the cases selected for this study is composed by the following phases: (i) 
preliminary thermal stabilization at neutral temperature; (ii) muscle warming; (iii) exercise in a hot 
environment; (iv) transition period; and (v) recovering period. In some cases, phases (iii) to (v) were 
repeated more than once. A normal ingestion of water is also considered. 
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Due to lack of essential information only some of the cases reported in the literature are suitable for 
the present purposes. In terms of body cooling methodology, the cases selected can be gathered in 3 
different scenarios: (i) body cooling during both exercise and recovery phases (by use of an ice jacket, 
by intake of very cold water or ice slurry, by both); (ii) body cooling only during the exercise phases 
(by use of an ice jacket, by intake of very cold water or ice slurry, by both); and (iii) body cooling only 
during the recovery phases by exposure to a cold environment (passive exposure, with hands and 
forearms immersion in cold water, with forced air movement using fans, with the use of an ice jacket, 
with the intake of very cold water or ice slurry, with a combination of these cooling methodologies). 
 
The evaluation, test and validation of the software ability to predict the human body 
thermophysiological behavior is performed by comparing the program predictions with experimental 
results from the scientific literature. For this purpose, a wide-range of conditions was considered, 
which included different types of thermal environment (severe cold, cold, cool, neutral, warm, hot and 
very hot), of exposures (uniform, sudden change and cyclical), of exercise intensities (0.8 to 4 met) 
and of clothing (0 to 4 clo). The experimental results used for validation embrace core temperatures, 
average and local skin temperatures and mean body temperature as well as metabolic heat production 
and loss. 
The comparison between the experimental and the predicted values was done using the statistical 
parameters mean relative difference (δ) and respective standard deviation (σ), mean square deviation 
(MSD) and Pearson coefficient (r). 
 
 
Several tests were conducted but, for the present purpose and due to the lack of space, only some 
of them are presented. 
 
The comparisons between measured values for rectal, tympanic and skin average temperatures and 
predicted data for rectal, hypothalamus and skin average temperatures are shown in Figure 1. The 
measured and predicted values of metabolic heat production are also presented. The experimental data 
represent averages for semi-nude, seated individuals after 1 hour exposure to a range of environment 
temperatures between 5 and 50ºC, obtained for 44 persons by Wyndham et al. (1964) and for 86 
individuals by Werner and Reents (1980). Comparing the predicted values with the measured ones, a 
good prediction ability of the program is revealed, which is a good indication of its capability to 
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Figure 1 - Comparison of measured (points) 
and predicted (lines) values for rectal, 
tympanic (exp.) / hypothalamus (calc.) and 
skin average temperatures and metabolism 
heat production, for 1 hour exposure with 
Tair = Tmr, vair = 0.2 m/s, RHair = 50 %, 
Icl = 0.1 clo and M = 0.8 met. 
 
 
To check the capabilities of the program for simulation of sudden alterations of environmental 
conditions, a large range of comparisons were made for abrupt changes from hot to cold and from cold 
to hot. As an example, in Figure 2 a comparison is shown between some of the measured and predicted 
values representative of the human thermo-physiological response to a rapid change from a hot 
environment to a cold environment and back again. The experimental data were obtained from Hardy 
and Stolwijk (1966), representing average values of rectal and skin average temperatures, metabolic 
heat production and evaporation heat loss for three men exposed to four phases: initial thermo-neutral 
equilibrium, 1 hour in a hot environment (Tair = Tmr = 43ºC), 2 hours in a cold environment (17ºC) and 
1 hour again in hot (43ºC). The reasonably good agreement achieved indicates an interesting capacity 





Figure 2 - Measured (points) and predicted (lines) 
values of rectal and skin average temperatures 
and evaporation heat loss, for sudden ambient 
temperature changes from a hot environment of 
43ºC to a cold environment of 17ºC and back 
again, with Tair = Tmr, vair = 0.2 m/s, RHair = 30%, 
Icl = 0.1 clo and M = 1.0 met. 
 
 
In the laboratory study of Chou el al. (2008), the effectiveness of the body cooling technique of wearing an 
ice jacket both during the exercise and the recovery phases was analyzed. For this purpose, 8 individuals (all 
males, h(a) = 1.68 m, w(a) = 62.5 kg, (a) mean values) were dressed in a firefighting personal protective ensemble. 
These individuals were submitted to the following protocol: (i) preliminary thermal stabilization; (ii) muscle 
warming (t = 10 min, Tair = Tmrt = 25ºC, RHair = 50%, vair
* = 0.2 m/s, M* = 1.2 met, Icl
* = 2.54 clo, ivp
* = 0.28 














































Air and mean radiant temperature  (ºC)
Qheat-production
Trectal
Value   MSD Pearson (r)
Tre (ºC) 0.106 0.226 0.089 0.740
Thyp (ºC) -0.189 0.137 0.086 0.980
Tsk (ºC) 0.088 0.606 0.203 0.990
















































Value   MSD Pearson (r)
Tre (ºC) -0.005 0.120 0.024 0.905
Tsk (ºC) -0.125 0.381 0.079 0.993
Qmetab (W/m2) 1.912 2.012 0.585 0.945
Qevap (W/m2) 42.438 40.319 11.830 0.950
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
Advances in Forest Fire Research 2018 – Page 354  
 
Tair = Tmrt = 30ºC, RHair = 50%, vair
* = 0.2 m/s, M* = 3.0 met, Icl
* = 2.54 clo, ivp
* = 0.28 and ρ* = 0.10); and (v) 
recovery (t = 10 min, Tair = Tmrt = 30ºC, RHair = 50%, vair
* = 0.2 m/s, M* = 0.8 met, Icl
* = 2.18 clo, ivp
* = 0.37 
and ρ* = 0.11). Figure 3 shows the experimental results obtained by Chou et al. (2008) for the rectal (Tre) and 
mean skin (Tsk) temperatures as well as the predicted values. A very good agreement was achieved for both 
temperatures, particularly for the rectal temperature. 
 
 
Figure 3 - Experimental values obtained by 
Chou et al. 2008 (points) and predicted 
values (lines) for body cooling using an ice 




Figure 4 shown the experimental values (points) obtained by Lopez et al. (2008) and predicted 
values (lines) for a situation where, only during recovery phase, passive cooling is reinforced using an 
ice jacket. 
Experimental results were obtained for 10 people preforming a protocol with: (i) preliminary 
thermal stabilization; (ii) muscle warming (t = 10 min, Tair* = Tmrt* = 33ºC, RHair* = 50%, 
vair* = 0.2 m/s, M* = 1.2 met, Icl* = 0.263 clo, ivp* = 0.38 and ρ* = 0.10); (iii) exercise (t = 68 min, 
Tair = Tmrt = 33.1ºC, RHair = 55.1%, vair = 0.6 m/s, M = 5.6 met, Icl = 0.263 clo, ivp* = 0.38 and 
ρ* = 0.10); and (iv) recovery (t = 35 min, Tair = Tmrt = 26.6ºC, RHair = 55.1%, vair = 0.2 m/s, 
M = 1.0 met, Icl = 0.445 clo, ivp* = 0.38 and ρ* = 0.10). The results presented in Figure 4 for the core 
(Tcore) and mean skin (Tsk) temperatures reveal a reasonable agreement between the measured and the 
predicted values for both temperatures. 
 
 
Figure 4 - Experimental values (points) 
obtained by Lopez et al. 2008 and predicted 
values (lines) for body passive cooling 






























































































Value   MSD Pearson (r)
Tcore (ºC) 0.049 0.457 0.103 0.968
Tsk (ºC) 0.503 0.130 0.312 0.922
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The study of Selkirk et al. (2004) aimed to verify the effectiveness of the passive human body 
cooling technique in reducing thermal stress in a hot thermal environment and where it was necessary 
to wear personal protective clothing. Fifteen male firefighters participated in the study, for which in 
average h = 1.81 m and w = 86.9 kg. 
All the steps of the tests were performed in a room with controlled thermal conditions 
(Tair = Tmrt = 35ºC, RHair = 50%, vair* = 0.1 m/s). The protocol included the following phases: (i) 
thermal stabilization in a neutral environment; (ii) muscle warming (t* = 3 min, M* = 1.2 met); (iii) 
exercise (t = 20 min, M* = 2.8 met); (iv) transition (t = 10 min, M* = 1.5 met); (v) exercise (t = 20 min, 
M* = 2.8 met); (vi) transition (t = 5 min, M* = 1.2 met); (vii) application of passive recovery reinforced 
with hands and forearms immersion in water at Twater = 17ºC (t = 20 min, M* = 0.8 met); (viii) 
transition (t = 5 min, M* = 1.2 met); (ix) exercise (t = 20 min, M* = 2.8 met). During the exercise 
phases the subjects wear a typical forest firefighting personal protective ensemble, including individual 
breathing apparatus (Icl = 1.55 clo, ivp* = 0.28 and ρ* = 0.16). During the muscle warming and the 
recovery phases, they remove the helmet, the flash hood, the gloves, the jacket and the individual 
breathing apparatus (Icl* = 1.06 clo, ivp* = 0.56 and ρ* = 0.10). 
Figure 5 shows that the rectal (Tre) and average skin (Tsk) temperatures experimental results obtained 





Figure 5 - Experimental values (points) 
obtained by Selkirk et al. 2004 and 
predicted values (lines) for body cooling by 
immersion of hands and forearms in cold 
water during the recovery phase. 
 
 
Figure 6 shown the experimental values (points) obtained by Barr et al. (2009) and predicted values 
(lines) for a situation where, only during recovery phase, passive cooling is reinforced by the use of 
an ice jacket and by the immersion of hands and forearms in water at Twater = 19ºC. 
Experimental values were obtained with 9 firefighters wearing firefighting personal protective 
clothing and performing the following protocol: (i) preliminary thermal stabilization; (ii) muscle 
warming; (iii) exercise; (iv) recovery; and (v) exercise. The exercise phases are characterized by 













































Value   MSD Pearson (r)
Tre (ºC) -0.205 0.248 0.052 0.946
Tsk (ºC) -0.500 0.862 0.162 0.731
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ρ* = 0.10. The recovery phase is characterized by t = 15 min, Tair = Tmrt = 21ºC, RHair = 60%, 
vair = 0.5 m/s, M = 0.8 met, Icl = 1.58 clo, ivp* = 0.30, ρ* = 0.10 and Twater = 19ºC. 
The results presented in Figure 6 for the core (Tcore) and mean skin (Tsk) temperatures reveal a 




Figure 6 - Experimental values (points) 
obtained by Barr et al. 2009 and predicted 
values (lines) for a situation where, only 
during recovery phase, passive cooling is 
reinforced by using an ice jacket and 
immersion of hands and forearms in 




In the present paper, the applicability of the HuTheReg program was tested with several cases, each 
involving different periods (phases) with distinct levels of metabolic activity, clothing thermal 
insulations, environmental conditions and body cooling techniques. 
This paper presents different human body cooling techniques. The ones that can be used during the 
exercise phases have the advantage of dissipating the excess of heat as it is being generated. However, 
the use of ice jackets during exercise periods is not always possible. The application of body cooling 
techniques during recovery periods is usually easier to accomplish. All of them have shown to be 
beneficial in terms of reducing hyperthermic stress, and their efficiency can be even enhanced by 
simultaneous application of more than one technique. 
To cover a wide range of situations, the applicability of the program was tested by applying it to 
several different cases, each involving several periods (phases) with distinct levels of body metabolic 
activity, clothing characteristics, environment conditions and human body cooling actions. No 
limitations were found on the program's ability to predict the thermophysiological behavior of the 
human body when exposed to a wide range of situations, even in cases involving periods with very 
different conditions. 
In all the assessments tested the quality of the program's forecasts can be classified as very 
acceptable. This statement is based on the statistical comparison between experimental and predicted 
values. Some predictions were not as good as expected. That shall not be exclusively attributed to the 
pro-gram but most probably to the number of estimations that were necessary to perform due to the 
insufficient detail and lack of data found in the scientific papers related to this subject. 
The results obtained with this study put in evidence the importance of simulation programs to carry 
out detailed evaluations of the thermophysiological response of the human body, which allows the 





















































Value   MSD Pearson (r)
Tcore (ºC) 0.216 0.500 0.145 0.837
Tsk (ºC) -1.131 0.757 0.405 0.949
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A software for the simulation of the human body thermoregulation, the HuTheReg program, was 
tested against experimental results from the literature, which were obtained using real persons. At the 
same time, an assessment of the effectiveness of some human body cooling techniques capable to 
mitigate the risk of heat stress by hyperthermia was done. 
Although with very different effectiveness, all body cooling techniques considered proved to be 
capable to mitigate the level of hyperthermic stress of firefighters engaged in firefighting activities. 
No limitations were found on the program's ability to predict the human body thermophysiological 
behavior. A very acceptable outcome was obtained in all cases, being excellent in several of them. 
The results show that it is reasonable to use simulation programs to carry out detailed evaluations 
of the human body thermophysiological response, allowing the anticipation of actions to attenuate 
thermal stress and thus avoiding of the advent of heat-related disorders. 
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Abstract 
Wildfires destroy the natural environment, cause property damages and cause victims, therefore great 
research effort is dedicated to improve protection against wildfires. As fire growth depends on many 
parameters to examine behavior relevant to fire protection methods systematically, we used CFD simulations 
to analyze the role of aerial fire-fighting. CFD simulations of the fire spread in relation to the water drop 
effect in aerial fire-fighting were done using the (15 x 15) fuel array in windy conditions. A single fuel cell 
is 8m x 8m x 2m, varying the space distance between the adjacent fuel cells. The water drop effect is examined 
as a function of the heat release rate, varying the wind speed. The results of our previous studies showed that 
it is difficult to extinguish the burning area in wildfires by directly dropping water over the flames and also 
it is less effective to drop water in the fringe areas of burning fires parallel to the wind direction. Therefore, 
the way selected in this study is to drop water in the downwind area slightly away from the fire front, making 
a water belt to reduce the radiative heat transfer. However, if the fuel distributes densely, even the water belt 
dropped in the area of 20m x 60m may not sufficient to stop the fire spread, since the fires may detour both 
sides of the water belt or the fires jump over the water belt. However, water dropped belts are very effective 
to delay the fire spreading speed. If the space distance between adjacent fuel cells is larger than 2m, the water 
belt can protect or highly delay the fire spread. One problem is the amount of water to realize such a water 
belt to stop the fire spread, since helicopters carry too few water and it is dangerous for helicopters to fly in 
the hot and smoky air. Large aircrafts carrying large amount of water are needed to make such a large water 
belt.  
 
Keywords: CFD Study, Forest Fire, Aerial Firefighting, Water Drop, Fire Spreading Speed, Wind speed 
 
 
Wildfires destroy property, cause victims and emit large quantities of greenhouse gases, which may 
contribute to the climate change and enhance large-scale wildfires. Over recent years wildfires are 
globally increasing. Therefore, many researches (Viegas, 2006; Finney, 2003; Abatzoglou et al, 2018; 
Liu et al, 2007) have been made to protect and mitigate the damages by forest fires, examining the fire 
growth behavior. As the fire spread depends on many parameters and so it is difficult to examine the 
fire spread behavior in relation to the fire protection methods systematically, we used CFD simulation 
methods. The authors (Satoh et al, 2000; Satoh et al, 2003; Satoh et al, 2005; Satoh et al, 2008; 
McGrattan et al, 2000) have studied the fire protection methods in relation to the wind speed affecting 
the fire spread, together with the water drop effect by an aerial fire-fighting. The objective of this study 
is to examine the water drop effect upon the fire protection, particularly how large area is needed to 
protect the fire spread by the aerial water drop, using CFD simulation methods based on FDS by NIST 
(Floyd et al, 2006; McGrattan et al, 2001). CFD simulations of the fire spread are done using the (15 
x 15) fuel arrays. The results of our previous studies (Satoh et al, 2000; Satoh et al, 2005) showed that 
it is difficult to extinguish the burning area by directly dropping water over the fire and also it is less 
effect to drop water in the fringe areas of burning fires parallel to the wind direction. 
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Therefore, the way selected in this study is to drop water in the downwind area, slightly away from 




Figure 1 - Schematics of (15 x 15) fuels in CFD simulations 
Figure 1 shows the schematics of the (15 x 15) array with an equal apace distance (s) between 
adjacent square fuels. The space distance (s) varies from 0m to 4m. The dimensions of each fuel cell 
are d x d x h, where d is the length and h is the height of each square fuel cell. This study deals only 
with one case of d=8m and h=2m. Other configurations will be studied in the future. At one vertical 
boundary, uniform wind blows with the wind speed of u. An ignition line heater with the length of n 
and the width of 1m or a square (2m x 2m) heater is used, giving the heat release rate per area (q), but 
no fire brands are considered. The relationship between the total heat release rate (Q) and the wind 
speed (u), varying the ignition heat source length (n) and the space distance (s), under the water 
dropped conditions in the aerial fire-fighting or no water dropped. Here, "water dropped area" means 
no fuel exists in one fuel cell and the water dropped area has the width W (in the wind direction) and 
the length L (perpendicular to the wind direction), locating at 18m (for small scale fires) to 72m (for 
larger scale fires) apart from the ignition heat source. In this simulation study, using the software FDS 
by NIST (McGrattan et al, 2000; Floyd et al, 2006; McGrattan et al, 2001), the combustion of fuels 
ignited by a heater is based on a mixing-controlled chemical reaction model. After the reaction of fuel 
and oxygen, CO2 and soot are produced, together with the convective heat, conductive heat and 
radiative heat affecting the fuel combustion in the downwind area. Radiative heat transfer is based on 
the solution of the radiation transport equation for a gray gas and the details are found in the user's 
guide of FDS (McGrattan et al, 2001). Difficulty was the choice of the fuel material. As a fuel, several 
materials are tested in the preliminary simulations, but the fuel in this study has no porous structure 
like real forest materials.  Simulations of some whole solid materials with the size of 8m x 8m x 2m 
needed so long computing time and some soft materials burned out too short. Thus, the "black PMMA" 
shown in the user's guide of FDS (Floyd et al, 2006), having the heat of combustion of 25200kJ/kg, 
the density of 1100kg/m3 and the conductivity of 0.20W/(m K), was used in this study. Except for the 
ground, all other boundaries are open, but a uniform wind is blowing in one vertical boundary. The 
four additional areas around the fuel array with the width of 30m as shown in Figure 1 are added, so 
the total ground area is 180m x 180m for s=0m and 240m x 240m for s=4m. Grid sizes used in the 
simulations largely affect the simulation results. However, the maximum number of grid cells used in 
the computations is limited due to the computer memory limit and the total computing time. Therefore, 
one uniform grid cell size of 0.5m x 0.5m x 0.5m is used in this simulation, where one case computation 
reaching the whole area combustion during several thousand seconds needed two or three months by 
a single personal computer. More than 200 cases of simulations, varying the wind speed and the water 
drop area, were done systematically.   
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The fire spread behavior is highly affected by the distance between fuel cells. Therefore, we 
investigated the relationship between the total heat release rate produced by the fuel combustion (Q) 
and the space distance (s), with varying wind speed (u). Preliminary simulations showed that the heat 
release rate per area (q) of ignition heat source, between q=1500 and 2500kW/m2, against the fire 
spreading behavior had only small effect upon the fuel combustion and the fire spreading patterns. 
However, the heating time had considerable effect on the fire spreading patterns, since the ignition 
source assists it. Therefore we employed values of the ignition heat source of q=2000kW/m2, heating 
time t=1000sec and the size of ignition source is (1m x n (m)) or (2m x 2m).  
 
Figure 2 shows the fire spreading profiles at u=2m/s and 10m/s, where there is no space between 
fuel cells and no water is dropped, keeping the ignition source size at (2m x 2m) and the heat release 
rate per area q=2000kW/m2. In the case of u=2m/s, the fire spreading pattern of fuels with no spaces 
becomes round and spreading into the lateral direction, too, but in the case of u=10m/s the fire is 
spreading mainly in the downwind direction.  
 
Figure 2 - Fire spreading profile of the case at s=0m, with no water drop. 
Next, the effect of water drop in the downwind area to limit the fire spread is examined, comparing 
with no water drop case, using the ignition heat of (2m x 2m) under the wind speeds of u=2m/s and 
4m/s. Figure 3 shows the total heat release rate as a function of time for Case (A) s=0m and u=2m/s 
and Case (B) s=0m and u=4m/s. Figure 4 shows the fire spreading patterns for Cases (A) and (B). As 
shown in Figure 3, the heat release rate (Q) begins to increase suddenly and rapidly, which may be 
dangerous for firefighters. The water dropped areas in Figure 3(A) are (W=10m x L=20m) and (W=20m 
x L=40m). In the case of water dropped area of (10m x 20m), the fire can jump over the water belt and 
the fire can spread in the downwind area, as shown in Figure 3(C)-(2), although the fire spread is 
highly weakened. The water drop belt of (20m x 40m) is effective to stop the fire spread, where the 
fire cannot jump over the belt with the width of W=20m and also cannot detour both sides of the belt, 
since the delay time is too long, the radiative heat transfer becomes weak and the spreading fires 
gradually burn out. Therefore, the water dropped belt of (20m x 40m) in the downwind of the fire 
caused by a small ignition heat source in a weak wind can stop the fire spread.  
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Figure 3 - (A) and (B) total heat release of fuels as a function of time, (C) and (D) burning profiles, comparing water 
drop effect with no water drop, (A)and (C): s=0m, u=2m/s, n=2m, (B) and (D): s=0m, u=4m/s, n=2m 
For the case of u=4m/s at s=0m, Figure 3(B) shows the water drop effect in the area of (20m x 40m) 
and (20m x 60m) comparing with the case of no water drop. The case of water drop of (20m x 40m) 
cannot allow the fire jumping over the water belt, but cannot stop the fire spread, since the fire soon 
begins to detour both sides of the water belt and spreads into the downwind area, which can however 
delay the fire spreading time. The water drop of (20m x 60m) in the downwind area can stop the fire 
spread, as shown in Figure 3(D)-3, but gradually begins to detour both sides of the water dropped area, 
extending toward the downwind direction. Therefore, a much longer water belt may be needed to stop 
or to delay the fire spread much more. Extending the wind up to 12m/s and the water dropped area up 
to 80m, the effect of water dropped area against the fire spread is examined. Figure 4 shows the 
relationship between the total heat release rate of fuels and time for s=0m and u=8m/s, varying the 
water dropped area. The heat release rates quickly increase at a time when the fire begins to detour, 
which we called the “critical time (tq)” in this paper, defined as the time when the total heat release 
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rate exceeds Q=1E+06kW. More critical times are examined, varying the wind speed between u=4m/s 
and 12m/s. Figure 5 shows the relationship between the critical time (tq) and the length (L) of water 
dropped area with the width W=20m, varying the wind speed. The critical time (tq) is linearly 
proportinal to the length (L) of water dropped area. At the width of water belt of W=20m, the fires do 
not jump over the water belt, but the fires can detour both sides of the water belt as shown in Figure 6, 
which shows the burning profiles of fuels. 
 
Figure 4 - Relationship between total heat release rate of fuels and time 
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Figure 6 - Burning profiles of fuels at s=0m, u=8m/s and W=20m  
Table 1 shows the critical time divided by the wind speed (u). Except for some cases of no water 
(L=0m), the divided values (tq/u) are almost similar for each length L. The average values of (tq/u)  are 
plotted in Figure 7, as a function of L. Thus, those relationships shown in Figure 5 can be correlated 
by the following equation:  
                                                   tq/u = 7.4 L +281                                                    (1)       
Table 1 - The critical time divided by the wind speed (tq/u) 
L (m) u=12m/s u=10m/s u=8m/s u=6m/s u=4m/s average 
0 208  209  216  287  375  259  
20 425  401  400  417  513  431  
40 604  603  575  573  625  596  
60 742  752  725  725  788  746  
80     869  842  858  856  
 
 
Figure 7 - Relationship between the average critical time divided by the wind speed and length of water dropped area.  
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Figure 8 - Total heat release rate of fuels 
as a function of time, varying the length 
of line heater, s=0m, u=12m/s  
 Figure 9 - Relationship between heat 
release rate and length of water drop 
area (n) at t=1200sec, s=0m, u=12m/s 
 
Figure 8 shows the total heat release of fuels as a function of time, varying the length (n) of line 
heater, for s=0m and u=12m/s, where the relationships are parallel between 1000 to 1500sec. The heat 
release rates at t=1200sec are plotted as a function of the ignition heat source length (n) in Figure 9, 
where the heat release rate is linearly proportional to the ignition heat source length. This linear 
relationship shown in Figure 9 between the heat release rate and the wind speed are found in many 
cases varying the fuel space and the ignition source length. Figure 10(A) shows the heat release rate 
vs. time for s=0m, u=8m/s and u=12m/s at n=72m and Figure 10(B) shows the fire spreading patterns. 
At u=12m/s and the water drop area of W=18m x L=80m, the fire spread is protected at t=1200sec, 
but at u=8m/s and the water drop area of W=16m x L=80m, the fire jumped over the water drop area 
at t=800sec. Fires at s=0m and ignited by a long heater can spread very fast and strong. The width 
W=18m of the water drop area is effective to protect the fire jumping over the water dropping, but 
fires can detour from both sides of the water drop area. Therefore, it is generally difficult to protect 





Figure 10 - (A) Relationship between heat release rate and time, (B) burning profiles at t=800s,  n=72m,  (1) u=12m/s, 
no water, (2) u=12m/s, water – W=18m x L=80m, (3) u=8m/s, no water,  (4) u=8m/s, water – W=16m x L=80m  
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      (A) 
 
      (B) 
 
Figure 11 - (A) Relationship between heat release rate and time and (B) burning profiles of fuels at t=800s, varying 
the ignition fire source length (n),  s=1m,  u=10m/s. 
Figure 11(A) shows the relationship between the total heat release rate and time for s=1m and 
u=10m/s, varying the ignition fire source length (n). Figure 11(B) shows the burning profiles of fires. 
Figure 12 shows the relationship between the heat release rate and the length of water drop area (n) at 
1500 and 2000sec, where the heat release rate is linearly proportional to the ignition heat source length. 
As mentioned above, this linear relationshp between the heat release rate and the line heater length are 
observed in the cases of s=2m, 3m and 4m.   
 
Figure 12 - Relationship between heat release rate and length of water drop area (n) at time 1500 and 2000 sec, s=1m, 
u=10m/s.   
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  (A) 
 
  (B) 
 
Figure 13 (A) - Relationship between heat release rate  and time, (B) burning profiles of fires, for s=1m, u=8m/s, 
n=62m,  (1) no water, (2) water – W=8m x L=62m, (3) water – W=17m x L=62m. 
Figure 13(A) shows the relationship between heat release rate and time for s=1m and u=8m/s, 
comparing the effect of water drop area, keeping the ignition fire source n=62m. Figure 13(B) shows 
the fire spreading profiles. For s=1m, the width W=17m of the water drop area is effective to protect 
the fire jumping over the water drop area, while the width W=8m allowed to jumping over the fire 
spread.  Figure 14(A) shows the relationship between heat release rate and time for s=2m and n=128m, 
warying the wind speed. Figure 14(B) shows the fire spreading profiles at t=2100s, varying the wind 
speed. As shown in Figure 15, the heat release rates begin to increase from u=4m/s and reach almost 
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(B)    
 
Figure 14 - (A) Relationship between heat release rate and time, (B) burning profiles of fires at t=2100s, s=2m, 
n=128m, varying the wind speed  
 
Figure 15 - Relationship between heat release rate and wind speed at t=2000sec, s=2m, varying the ignition source 
length (n) 
Figure 16(A) shows the relationships between heat release rate and time for s=2m, u=8m/s and 
n=68m and Figure 16(B) for s=2m, u=10m/s, n=88m, varying the water drop area. Figure 16(C) shows 
the fire spreading profiles at t=1400s and Figure 16(C) at t=1500s, varying the wind speed. The fire 
spread is protected by the water drop at W=18m x L=68m, while the water drop area at W=8m cannot 
stop the jumping over the fire spread. Since the fires at s=2m cannot detour both sides of the water 
drop area, the width W is important to protect the fire spread. Therefore, the water drop length (L) 
larger than the ignition source length (n) can protect the fire spread at s=2m.    
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Figure 16 - (A), (B) Relationship between heat release rate and time, varying water drop area,  (A) s=2m, u=8m/s and 
n=68m, (B) s=2m, u=10m/s, n=88m, (C), (D) burning profiles of the fuels,  (C) s=2m, u=8m/s and n=68m, t=1400s, 
(D) s=2m, u=10m/s, n=88m, t=1500s 
 
Figure 17 shows the relationship between heat release rate and time for Case (A) s=3m, u=10m/s 
and n=52m, and Case (B) s=4m, u=6m/s or 8m/s, n=104m, varying the water drop area. Figures 17(C) 
and (D) show the fire spreading profiles of Case (A) at t=3000s and Case (B) at 3200s, respectively. 
The fire spread is protected by the water drop of Case A-(2) W=8m x L=30m, Case A-(3) W=8m x 
L=52m, Case B-(2) W=8m x L=80m, Case B-(4) W=8m x L=104m. The fires at s=3m and s=4m do 
not jump over the water drop area and detour both sides of the water drop area. Therefore, if the spaces 
(s) are much larger, much fewer water dropping can stop the fire spread. 
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Figure 17 - (A) and (B): Relationship between heat release rate and time, varying water drop area,  and (C) and (D): 
Fire spreading patterns, varying the water drop area, (A) s=3m, u=10m/s, n=52m, n=52m, (B) s=4m, u=6m/s or 8m/s, 
n=104m, (C) s=3m, u=10m/s, n=52m, t=3200s, (D) s=4m, n=104m, t=3000s, (1)-1: u=8m/s, no water, (1)-2: u=8m/s, 
water- W=8m x L=80m, (2)-1: u=6m/s, no water, (2)-2: u=6m/s, water- W=8m x L=80m. 
 
 
If the fuel distributes very densely like s=0m, even the water belt dropped in the area of 20m x 60m 
may not be sufficient to stop the fire spread perfectly, since fires may detour both sides of the water 
belt or jump over the water belt. To stop such fire spread, much larger water belt may be needed. If 
the fuels distribute discretely such as s=3m or 4m, the water belt of 20m x 40m may be able to stop 
the fire spread. However, helicopters carry only about 0.5tons=500kg of water in the suspending 
bucket, but it is too few, since the water density on the ground is only 500kg/20m/40m=0.6kg/m2 [7]. 
An aircraft carrying the water of 20tons can drop the water with the density of 25kg/m2 in the area of 
20m x 40m, which is far better than those by helicopters. In this study, the selected way is to drop 
water in the downwind area slightly away from the fire front, eventually on a strongly burning area. It 
is dangerous for helicopter to fly in the hot and smoky sky, just above the fires. If helicopters fly at 
higher altitude and higher flight speed like larger aircrafts, it may be safe, but too few water drop may 
be disperse into mists in the sky. Therefore, large aircrafts carrying large amount of water, flying much 
higher altitude than helicopters, and passing through the smoke quickly above the burning fires, are 
needed to make such a large water belt. In the future, the water drop in an aerial firefighting may be 
done in much more effective ways based on the combination of the infrared reconnaissance of burning 
areas and the real-time CFD simulations of the burning profile of forest fires. 
 
 
CFD simulations have been made to examine the effect of water dropped belt by an aerial fire-
fighting to protect the fire spread. Some relationships are found, such as linear relationship between 
the heat release rate and the wind speed or the length of ignition heat source. The selected way in this 
study is to drop water in the downwind area slightly far from the fire front which may be more strongly 
burning place, making a water belt to reduce the radiative heat transfer to the fuels in the downwind 
area. However, if the fuel distributes densely, the water belt dropped in the area of 20m x 60m may 
not be sufficient to stop the fire spread, since the fires may detour both sides of the water belt ort jump 
over the water belt. However, the water drops are very effective to delay the fire spreading speed. If 
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the space distance between adjacent fuels is larger than 3m or 4m, the water belt may be able to protect 
or extremely delay the fire spread. One problem is the amount of water to realize a water belt to protect 
the fire spread, since helicopters carry about 0.5 tons of water in the suspended buckets, which is too 
few and it is dangerous for helicopter to fly in the hot and smoky sky. If helicopters fly at higher 
altitude, it may be safe, but too few water drop may be disperse into mists in the sky. Large aircrafts 
carrying large amount of water such as 20tons are needed to make such a large water belt.   
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Abstract 
The fire regime in Portugal presents a marked annual cycle that is here characterized based on values of 
radiant energy released by wildfires as detected by Meteosat geostationary satellites. The role played by 
meteorological conditions in the fire regime is then analyzed from the point of view of synoptic climatology. 
For this purpose, we use 10 Lamb circulation weather types (CWTs) that are grouped into 8 directional types, 
associated to the cardinal and intercardinal directions of the geostrophic flow, and 2 rotational types (cyclonic 
and anticyclonic), associated to the positive and negative signs of geostrophic vorticity. 
The study covers the 14-year period from January 2004 to December 2017. The monthly distribution of 
total fire radiative energy presents large values during the fire season (defined by the months spanning from 
July to October), with a very strong peak located in August. A secondary peak, located in March, is also 
clearly visible. The number of fire days (i.e. days where there is a recorded release of fire energy in Portugal) 
during the fire season represents 56% of the total number of fire days but contributes to 92% of the total Fire 
Radiative Energy (FRE) released by wildfires. 
When analyzing the fire season from the point of view of CWTs, results indicate that 61% of the FRE 
released in 2004-2017 is observed in days characterized by directional types NE and E that just occur in 28% 
of the fire days. The contrast is especially marked when restricting to the E type that occurs only in 8% of the 
fire days but contributes to 25% of the energy released. In turn, the dominant anticyclonic type, that occurs 
in 31% of the fire days, contributes to just 15% of the total FRE. The role played by the different CWTs is 
also noticeable in March, where fire days represent 36% of all March days and contribute to 2% of the total 
energy released in 2004-2017. Types E and SE that occur only in 14% of the fire days are responsible for 
71% of the total FRE in March and more than half (37%) of this amount is released in days of type SE that 
are observed only in 5% of the days. 
The importance of the contribution of NE and E types for the fire regime in Portugal is enhanced when 
restricting to the days with extreme release of energy. The distribution of daily FRE is long tailed with 5% of 
the extreme fire days (113 days) accounting for 69% of the total FRE. A very large proportion (96%) of these 
extreme days took place in the fire season, namely in August (62%), July (20%), September (9%) and October 
(6%). Almost two thirds (66%) of the released energy by extreme events are associated to directional types 
NE (36%) and E (30%). 
 
Keywords: fire regime, fire radiative energy, circulation weather types, fire meteorology 
 
 
The tragic dimension of the fire events of 2017 in Portugal, both in terms of loss of human lives and 
of economic and social harm, has put at stake long-term established policies of fire management and 
has uncovered the vulnerabilities at the structural and operational levels of the current system of fire 
prevention and combat. Today, more than ever, there is a crucial need for reliable meteorological 
information, namely on the impact of prevailing weather conditions on fire behavior that will assist 
decision makers in taking preventive measures (e.g. prescribed fires) and in allocating resources to be 
employed. 
The establishment of an optimal system of fire prevention and combat requires, in particular, having 
a thorough understanding of the factors playing a major role in extreme fire seasons characterized by 
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an anomalously high or low number of ignitions, by very large or small amounts of burned area or by 
catastrophic or negligible impacts on the landscape or socio-economic activities. In this work, the fire 
regime in Portugal will be analyzed using daily values of fire radiative energy (FRE) released by 
wildfires as detected from radiometers on-board of geostationary satellite platforms. FRE is a physical 
property that has the advantage of being related to the amount of fuel burned and has been used as a 
proxy of fire line intensity in fire management and firefighting studies (Johnston et al., 2017). 
Meteorological and climatic factors play a crucial role in fire behavior in Portugal. For instance, 
more than 2/3 of the inter-annual variability of burned area is explained by meteorological factors 
namely i) the temperature and precipitation regimes of the spring preceding the fire season and ii) the 
occurrence during the fire season of circulation patterns of short-duration that induce extremely hot 
and dry spells over western Iberia (Pereira et al., 2005; Pereira et al., 2013). 
The aim of this work is to assess the role played by meteorological conditions in the fire regime in 
Portugal. For this purpose, we adopt the point of view of synoptic climatology and use circulation 
weather types (CWTs) originally developed for the British Isles and later adapted to Portugal (Trigo 
and DaCamara, 2000). The versatility of this tool has already proven successful in a wide range of 
studies in Portugal and the Iberian Peninsula that include the precipitation regime (Trigo and 
DaCamara, 2000) and lightning activity (Ramos et al., 2011) in Portugal, and, for Iberia, the spatial 
variability of precipitation (Ramos et al., 2014) and drought (Russo et al., 2015), wildfire activity 
(Trigo et al., 2013) and upwelling activity along the western coast of Iberia (Ramos et al., 2013). Here, 
the impact of weather on wildfire activity is assessed by systematically comparing the contributions 
of the different CWTs to the FRE released by wildfires, special attention being devoted to CWTs 
associated to extreme fire days, defined as the top 5% of days with largest released FRE. 
 
 
Daily values of radiative energy released by wildfires in Portugal covering the 14-year period 2004-
2017 were extracted from the Fire Radiative Power (FRP) product (Wooster et al., 2015) of 
EUMETSAT Satellite Application Facility on Land Surface Analysis (LSA SAF) that is based on 
information provided by the SEVIRI radiometer on-board Meteosat Second Generation (MSG) series 
of geostationary satellites operated by EUMETSAT (Trigo et al. 2011). 
Classification of daily weather is based on Lamb circulation weather types (CWTs) as derived from 
sea level pressure fields covering the same period. Daily values of surface pressure were extracted 
from the ERA Interim reanalysis dataset (Dee et al., 2011) generated by the European Centre for 
Medium-Range Weather Forecasts (ECMWF). 
As for the Lamb CWTs developed for the UK, the CWTs for Portugal are grouped into 8 directional 
(NE, E, SE, S, SW, W, NW and N) associated to the cardinal and intercardinal directions of the 
geostrophic flow, and 2 rotational types (cyclonic and anticyclonic) according to the two signs of 
geostrophic vorticity (Trigo and DaCamara, 2000). 
 
 
The monthly distribution of fire days (i.e. days where there is a recorded release of FRE by wildfires 
in Portugal) presents large values (above 200 fire days) during the period from July to October, 
hereafter referred to as the fire season (Figure 1, upper panel); the peak in August is closely followed 
by July. There is a secondary peak, located in March, with the number of fire days slightly above 150 
and the remaining months present values below this threshold. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
Advances in Forest Fire Research 2018 – Page 374  
 
 
Figure 1 - Monthly distribution of fire days (upper panel) and of associated total fire radiative energy (lower panel) 
during the period 2004-2017. 
The monthly distribution of total FRE (Figure 1, lower panel) is consistent with that of fire days 
with the higher values occurring during the fire season with a peak in August, and with a secondary 
peak in March; however, the peak in August of FRE is conspicuously high. 
It is worth noting that the annual cycle of FRE is much more pronounced than that of fire days. For 
instance, the fire season contains 56% of all fire days in 2004-2017 but contributes to 92% of the total 
FRE (4.6×107 GJ), with August representing 17% of all fire days (30% days of the fire season) and 
contributing to 54% of total FRE (and 58% of FRE in the fire season). 
The role played by meteorological conditions in the fire regime was analysed by comparing the 
relative frequency of occurrences of each CWT in each month with the relative contribution of that 
CWT to the total FRE of the considered month (Figure 2).  
From June to October the number of fire days in each month represents always more than 49% of 
the total number of days of that month, with July and August having each more than 85% of fire days. 
Fire days in March represent 36% of days and, in the remaining months, they represent less than 30% 
of the days of the respective month (a minimum of 15% being observed in January). 
The anticyclonic (A) type is the most frequent CWT in fire days of all months except August when 
the NE type presents a slightly higher frequency of occurrence; however, the relative contribution of 
A to FRE is always lower that the relative frequency indicating that fire events associated to the A type 
tend to release lower values of radiative energy. The same happens with CWTs characterized by winds 
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with a westerly component (SW, W and NW) as well as with the N type that is more frequent from 
May to August and, together with the A type is associated to days with a moderate release of FRE. 
An opposite behavior is observed with CWTs characterized by winds with an easterly component 
(NE, E and SE) where the relative contributions to the monthly total of FRE are almost always larger 
than the respective relative frequency of occurrence, namely the E type in all months, the NE type 
from December to January and from May to August, and the SE type from December to June. The C 
type presents larger contributions to FRE than the relative frequency of occurrences in March, June 
and July and the same happens in April, June and September. 
When analysing the whole fire season (Figure 3), results indicate that 61% of FRE released in the 
fire season is observed in days characterized by directional types NE and E that occur in less than half 
that fraction (29%) of the days. When considering type E alone, one fourth (25%) of the energy 
released is associated to less than three times that fraction (8%) of days of type E. On the other hand, 
the dominant A type occurs in 31% of the days but contributes to only 15% of the total FRE. 
Directional type N that ranks third (after NE) occurs in 14% of the days and account for 11% of the 
released energy. Directional types with a westerly component (SW, W and NW) representing 16% of 
the days contribute to 6% of FRE. 
March, being the month with secondary peaks in fire days and released energy is also worth being 
analyzed in detail. As shown in Figure 1, the total FRE released in March is 1×106 GJ, representing 
2% of the total energy released in 2004-2017. Types E and SE that occur only in 14% of the days are 
responsible for 71% of the total FRE more than half (37%) of this amount being released in days of 
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Figure 2 - Monthly analysis of contributions of CWTs to FRE during the period 2004-2017. For each CWT, the white 
column represents the fraction of days of that type during the considered period and the dark grey column represents 
the corresponding associated fraction of FRE 
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Figure 3 - As in Figure 2 but for the fire season (July to October). 
It is a well-known fact that a relatively small number of wildfires are responsible for a very high 
proportion of the total energy released (Pinto et al., 2018). The distribution of daily FRE is therefore 
long tailed and this is put into evidence by means of the extreme proportion function (Figure 4) that is 
defined as the proportion of FRE attributable to the largest percentage of the fires (Strauss et al., 1989). 
The long-tailed character of the distribution of daily FRE translates into the very sharp increase of the 
extreme proportion curve for values of fraction of fire days within the range from 0 to about 0.1. For 
instance, it may be noted that 1% of fire days (23 days) account for 31% of the total FRE, 2% of fire 
days (45 days) account for 45% of the total FRE and 5% of fire days (113 days) account for 69% of 
the total FRE. 
 
Figure 4 - The extreme proportion function for daily FRE released by wildfires during 2004-2017. 
These results strongly suggest analysing in further detail the role played by meteorological 
conditions in days characterized by extremely high amounts of released energy by wildfires, e.g. 
restricting the sample to the top 5% of fire days with the largest values of FRE. The clear majority 
(96%) of these extreme fire days takes place during the fire season, with 62% occurring in August, 
followed by July (19%), September (9%) and October (6%), and the remaining 4% of events are evenly 
distributed in March and June. Concerning the relative frequency of occurrence and the relative 
contribution to the FRE (Figure 5), it is worth emphasizing that two thirds (66%) of the released energy 
in extreme days are associated to directional types NE (36%) and E (30%) with a frequency of 
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occurrence of 62%. These results put into evidence the role of NE and E types in days of extreme fire 
events. 
 
Figure 5 - As in Figure 2 but for the extreme fire days (top 5%). 
 
 
The fire regime in Portugal presents a marked annual cycle both in terms of number of fire days 
and in the amount of energy released  by wildfires. The role of meteorological conditions in modulating 
the fire regime was assessed using the approach of synoptic climatology where daily weather 
conditions are stratified into eight directional weather types (associated to the prevailing wind 
direction) and two rotational types (associated to the sign of vorticity, i.e. cyclonic C or anticyclonic 
A). 
The analysis encompassed the period 2004-2017 and results obtained showed that despite being the 
most frequently occurring Circulation Weather Type (CWT) in all months but August (where it ranks 
very close to first), the anticyclonic (A) type always contributes in a lower proportion to the Fire 
Radiative Energy (FRE) released by fires. On the contrary, the relative contribution of type E to FRE 
is larger than the frequency of occurrence in all months and the same happens with the remaining two 
CWTs characterized by an easterly wind component, namely the NE type from December to January 
and from May to August, and the SE type from December to June. The role played by CWTs 
characterized by east wind is further emphasized when restricting to the top 5% of days with largest 
release of FRE; in this case, two thirds of the released energy are associated to directional types NE 
and E. 
These results open an interesting perspective for future studies involving seasonal forecasts and 
model simulations of present climate and future scenarios where approaches based on weather types 
have proven to be a useful tool for model validation (Ramos et al., 2015). This is especially important 
given that according to different scenarios of future climate in the Mediterranean, extreme fire events 
are likely to become more frequent (Flannigan et al., 2013; Pereira et al., 2013; Sousa et al., 2015). 
 
 
Research performed is in the framework of Brazilian Fire-Land-Atmosphere System (BrFLAS) 
Project financed by the Portuguese and Brazilian science foundations, FCT and FAPESP (project 
references FAPESP/1389/2014 and 2014/20042-2) and of EUMETSAT Satellite Application Facility 
for Land Surface Analysis (LSA SAF). 
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Abstract 
The strong impact of wildfires in terms of lives and homes lost and of damage to ecosystems, calls for an 
urgent improvement in the risk management. The aim of the present research is the improvement of these 
software codes by proposing a complete physical characterization of fire-spotting within an approach that is 
ready to be implemented as a post-processing routine of standard outputs. The main feature of the proposed 
method is that the effects of random fluctuations are included in a way that preserves the existing structure 
of the operational and industrial codes and can be implemented directly. The operational code WRF-SFIRE 
have been used to test the proposed post-processing routine. Results show the suitability of the approach for 
simulating random effects due to turbulent convection and fire-spotting, which are cases not resolved by 
standard operational codes. Results of simulations including response analysis with test cases are shown and 
discussed. 
 
Keywords: Fire-spotting, Simulation, Multi-scale characteristics 
 
 
Propagation of a wildfire is a multiscale phenomenon involving processes from the scale of the 
combustion chemistry to the fire-atmosphere coupling including effects due to the flame geometry 
(Sullivan, 2017a, 2017b). One of the key aspects of fire propagation is the so-called fire-spotting 
(Fernandez-Pello, 2017). It occurs when burning embers tear off from the main fuel source and cause 
new independent ignitions. It accelerates significantly the fire spread causing dangerous consequences 
and increasing the damage. Moreover, the fire-spotting is a challenging issue in wildfire science due 
to its unpredictable nature.  
Here we study the role for the emergence of fire-spotting phenomena and the ignition of secondary 
fires of both a macro-scale factor as the atmospheric stability, and of a meso-scale factor as the flame 
length.  
Because of the interactions among scales, we follow a concurrent multiscale modelling that means 
estimating parameters related to aspects occurring in a very large range of scales and implementing 
them into the model for the macroscopic fire perimeter, see Figure 1.
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Figure 1 - Multiscale modelling of wildland fires 
The adopted modelling approach (Pagnini and Mentrelli, 2014; Kaur et al., 2016) is based on the 
idea to split the motion of the front into a drifting part and a fluctuating part. The drifting part represents 
the main front motion as a free boundary problem. Thus, it can be treated by any existing method, for 
instance, based on the level-set method (LSM) (Sethian and Smereka, 2003) in analogy with WRF-
SFIRE model (Mandel et al., 2011). The fluctuating part, that is the result of a comprehensive statistical 
description of the physics of the system and includes the random effects, is here physically 
parametrized to include turbulent hot-air transport and firebrand landing distance. 
The rest of the text is organized as follows. In Section 2 we propose a parametrization of the 
firebrand-landing distribution including macro-scale and meso-scale parameters. In Section 3 the 
model is proposed and in Section 4 the response analysis is performed by using the LSM. In Section 
5 we show few scenarios obtained by the implementation of the proposed model into the operational 




Fire-spotting can be introduced into operational codes as a post-processing routine. Fire-spotting 
can be describes via the firebrand landing distribution 𝑞 ℓ , that is here assumed to be lognormal 
distributed following (Sardoy et al., 2008; Himoto and Tanaka, 2005), 
      (1) 
where µ is the ratio between the square of the mean of landing distance ℓ and its standard deviation 
σ. The parametrisation stated in (Kaur and Pagnini, 2016) is based on the assumption that each 
firebrand is spherical with constant size. Following Kaur and Pagnini (2016), the lognormal parameters 
µ and σ in (1) result to be 
    (2) 
where 𝑈 is the wind speed and 𝐻 is the maximum loftable height of firebrands, g is gravitational 
acceleration, ρ is the ambient air mass density, 𝜌𝑓 and 𝑟 are the density and the radius of the firebrand. 
The dimensionless ratio 










2 𝜎2 , 












𝐹𝑟 = 𝑈2 (𝑟𝑔) , 
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known as the Froude number is a measure of the balance between the inertial and the gravitational 
forces experienced by the burning ember. In terms of the Froude number the standard deviation σ can 
be written as follows 
     (4) 
In the following we parametrize firebrand landing distribution (1)-(2) taking into account 
atmospheric stability conditions and the flame characteristics.  
 
 
At the macroscopic scale, fire-spotting is affected by atmospheric conditions. In particular, we plug 
the depth of the atmospheric boundary layer (ABL), that is related to the atmospheric stability, into 
the estimation of the smoke-injection height including the uplift against the atmospheric stratification 
and the plume widening due to entrainment of the surrounding air (Sofiev et al., 2012). Later, we 
estimate the firebrand-injection height as an approximated lift for inertial particles flowing into the fire 
plume. 
We assume that firebrands lofted by a smoke column are similar to inertial particles moving into a 
fluid, thus it is found that the maximum loftable height is a fraction of the smoke height H∗, i.e., the 
maximum height reached by a smoke particle, here we use 𝐻 ≃ 0.4𝐻∗. According to Sofiev et al. 
(2012),  H∗ is defined as follows 
   (5) 
where N2 is the Brünt-Väsäla frequency, sub-index FT means free troposphere, HABL is the height 
of ABL. Note that, according to Sofiev et al. (2012), the parameters are chosen as follows: α < 1, β > 
0, ζ < 0.5 and δ ≥ 0. 
Atmospheric conditions affect both the firebrand landing distribution and the turbulent diffusion 
coefficient 𝒟, that is estimated by the following formula (Kaur et al., 2016) 
     (6) 
where χ is the thermal diffusivity of the air at ambient temperature, Ra is the Rayleigh number, 𝛾 𝒟   
is the thermal expansion coefficient, ∆T is the temperature difference between the bottom and the top 
of the convective cell, and the vertical dimension of the convection cell is HABL, ν is the kinematic 
viscosity. Parameter 𝛽 𝒟   is the exponent of the power law relating the Nusselt number Nu and the 
Rayleigh number Ra, i.e., 𝑁𝑢 = 0.1 𝑅𝑎𝛽 𝒟   (Niemela et al., 2000; Niemela and Sreenivasan, 2006). 
Previous experimental results suggested 𝛽 𝒟  ≈ 2/7 instead of 1/3 ( Wu and Libchaber, 1992).  
 
 
Let us consider the geometrical model of the flame, as it is presented in Figure 2. It is natural that 
the flame characteristics are strongly affected by the wind and the fire intensity. Moreover, it can be 
easily found that the flame length 𝐿𝑓 and the flame height 𝐻𝑓 are connected by the following 
trigonometric relation 
      (7) 
where θ is the flame angle, or flame tilt. Thus, in the no-wind case, 𝐻𝑓 = 𝐿𝑓, since = 0. 











2  , 
𝒟 ≃ 𝜒 0.1𝑅𝑎 − 1 𝛽 𝒟  ,        𝑅𝑎 = 𝛾 𝒟  Δ𝑇𝑔 𝐻𝐴𝐵𝐿  
3 𝜈−1 𝜒−1, 
𝐻𝑓 = 𝐿𝑓 cos , 
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Figure 2 - Flame geometry in real wildland fire. 
The flame height is leaded by the buoyancy and by the mean wind.  Adopting the formula proposed 
by Albini (1981), one gets  
   (8) 
where cp is the specific heat of fuel, I is the fireline intensity and the ambient temperature is denoted 
by Ta. 
Inserting (8) into (7), the flame length can be derived in term of the fireline intensity as follows 
    (9) 
In order to take into consideration the flame length (9), the maximum travel distance for a spherical 
firebrand used in (1) is written in the following form (Wang, 2011): 
  (10) 
where 𝛽2 = 0.7 is a correction factor. Note that the angle of flame can be estimated by an empirical 
correlation cot = 1.35 𝑈 (𝑔𝐿𝑓)
−1/2
. 
According to Kaur et al. (2016), the landing distance can be represented by the pth percentile of the 
lognormal distribution, such that 
     (11) 
The value that corresponds to this pth percentile can be defined in terms of κ - the ratio between the 
maximum and minimum travel distance and the Froude number as follows: 
      (12) 
Thus, from (10) and (11) one gets 
,  (13) 
where 𝛽3 = 0.945 is a correcting factor from Wang (2011), and the flame length 𝐿𝑓 is defined by 
general formula (9). 
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The motion of wildfire front can be split into a drifting part and a fluctuating part. After the splitting, 
the drifting part can be treated by any existing operational code such as WRF-SFIRE (Mandel et al., 
2011). The fluctuating part, that is independent of the drifting part, describes the effects of turbulence 
and fire-spotting as random phenomena and they are implemented into the model through a post-
processing routine (Pagnini and Mentrelli, 2014; Kaur et al., 2016). Here we provide a short description 
of this model. 
For a given computational domain S the fire front contour is represented by a closed curve Γ. The 
region bounded by Γ is denoted by Ω 𝑡  and represents the burnt area at time 𝑡. Let us introduce an 
indicator function  𝜑 𝑥, 𝑡 : 
    (14) 
In order to treat the fluctuating part of the front motions, the following method is used. The random 
front contour caused by the turbulence and fire-spotting phenomena, can be defined by the effective 
indicator function (Pagnini and Mentrelli, 2014): 
   (15) 
where 𝑓 𝑥; 𝑡|?̅?  is the probability density function (PDF) that accounts for turbulence and fire-
spotting effects. Note that the point is labelled as burnt, if 𝜑𝑒 𝑥, 𝑡  exceeds a threshold value 𝜑𝑒
𝑡ℎ. 
Denoting by ω the angle between the wind direction and the vector from some point of the 
computational domain to the point where the PDF is computed, the minimum acceptable for fire-
spotting angle ω0 has to be established as follows 
    (16) 
where 𝜅 is the ratio between the maximum and minimum travel distance of a firebrand.  
Taking into account (16) and assuming that the downwind phenomenon of fire-spotting is given by 
the turbulence and fire-spotting, the random process handled by 𝑓 𝑥; 𝑡|?̅?  in (15) is defined as follows 
  (17) 
where 𝑞 ℓ  is a lognormal distribution (1) with parameters µ and σω, given in (2) and (4), and 
cosω0 is defined by (16). 
As it is mentioned above, the point is marked as burned if the effective indicator exceeds the 
threshold value 𝜑𝑒
𝑡ℎ
 . However, there exists an additional criterion associated with an ignition delay 
due to pre-heating action of the hot air or to the landing of firebrands. This delay is considered as a 
heating-beforeburning mechanism due to the hot air (Pagnini and Massidda, 2012a, 2012b) and it can 
be generalized to include fire-spotting (Pagnini and Mentrelli, 2014). Since the fuel can burn because 
of two pathways - hot-air heating and firebrand landing, the resistance analogy suggests that the 
resulting ignition delay can be approximatively computed as resistances acting in parallel. Let 𝜏ℎ and 
𝜏𝑓  be the ignition delay due to hot air and firebrands landing, respectively, the joint ignition delay 𝜏 is 
      (18) 
The heating-before-burning mechanism is depicted as the persistence in time of the effective fire 
front, i.e., 
𝜑 𝑥, 𝑡 =   
1,   𝑖𝑓 𝑥 ∈ Ω 𝑡 ,
0,    𝑜𝑡ℎ𝑒𝑟𝑤𝑖𝑠𝑒.
 
𝜑𝑒 𝑥, 𝑡 =  𝜑 ?̅?, 𝑡 𝑓 𝑥; 𝑡|?̅? 𝑑?̅? = 
𝑠
 𝑓 𝑥; 𝑡|?̅? 𝑑?̅?,
Ω(𝑡)
 






𝑓 𝑥; 𝑡|?̅? =   
 𝐺 𝑥 − ?̅? − ℓ𝑛; 𝑡 𝑞 ℓ 𝑑ℓ,   
∞
0
𝑖𝑓 cos𝜔 > cos𝜔0 ,
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 ,   (19) 
where 𝜓 𝑥, 𝑡 = 0 corresponds to the unburned initial condition, and ignition at the point 𝑥 at the 
moment 𝑡 occurs, if 𝜓 𝑥, 𝑡 = 1. 
 
 
In this section,we show the effects of the macro- and meso-scale parameters described above by 
simulations done performed with the LSM that is at the basis of WRF-SFIRE. All the factors and 
parameters, except those that are to be studied, are fixed. We set a wind speed 𝑈 = 4.47 𝑚𝑠−1, that 
corresponds to the average wind speed in Madrid during 2017 
(https://www.worldweatheronline.com/madridweather-averages/madrid/es.aspx), and fire intensity 
𝐼𝑓 = 20 𝑀𝑊𝑚
−1. The changes in the values of HABL are reflected into the changes of the values of the 
maximum travel distance of firebrands ℓmax as well as into the values of the turbulent diffusion 
coefficient 𝒟, see Table 1. From (6) we have that the turbulent diffusion coefficient depends on HABL 
with the third power and the resulting changes affects strongly the propagation of the fire with an 
important effect on the merging of the secondary fires generated by the fire-spotting. In fact, during 
stable conditions a larger number of fires with respect to unstable conditions is observed but at the 
same time a lower burned area is computed, showing that in unstable conditions the turbulent heat 
transport is stronger with the double effects of a faster fire propagation and a more efficient merging. 
Table 1 - Effects of atmospheric stability on the fire-spotting parameters. 
 Case 1: Stable Case 2: Unstable 
𝐻𝐴𝐵𝐿 [𝑚]  100 200 400 800  1000 1200 2000 
𝜇 [𝑚] 4.0325 4.3879 5.0985 6.5198 7.2304 7.9411 10.7836 
𝒟 [𝑚2𝑠−1] 0.0533 0.0995 0.1858 0.3467 0.4238 0.4993 0.7908 
 
Figure 3 shows the total number of burned points at different times for different atmospheric 
conditions. What is evident from the simulations is that, after an initial period of quiescence with no 
visible contributions, the burned area rapidly increases as a power law. This power law seems to hold 
at stable atmospheric conditions, but the quiescence period ends first in unstable conditions such that 
the burned area during unstable conditions is always larger than during stable conditions. 
 
Figure 3 - A comparison of the burned area in different time moments in stable (black) and unstable (red) 
atmospheric boundary conditions for various 𝑯𝑨𝑩𝑳. 
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In order to check if the rapid increasing of the burned area is mainly due to turbulence or fire-
spotting we performed a series of simulations with fixed diffusion coefficient 𝒟, i.e., independent of 
the atmospheric conditions. The results for stable (𝐻𝐴𝐵𝐿 = 100𝑚) and unstable (𝐻𝐴𝐵𝐿 = 1000𝑚) 
atmospheric conditions are shown in Figure 5. All the parameters are set equal to the previous 
simulations, but with fixed 𝒟 = 0.0387 𝑚2𝑠−1. Note that this fixed value of 𝒟 is less than any other 
value followed by the dependency on the 𝐻𝐴𝐵𝐿. Fire front propagates in the same way in both 
atmospheric conditions, displaying an equal number of secondary fires and equal burned area (see 
Figure 4). Thus, the atmospheric conditions affect the propagation of wildfires through the heat 
turbulent transfer. In particular, during unstable conditions we observe that turbulence pushes the front 
resulting into a faster propagation causing an increasing of the burned area and a more rapid merging 
of independent fires such that during unstable conditions the number of independent fires is less than 
during stable conditions in spite of the fact that the burned area is larger. 
 
Figure 4 - A comparison of the total burning area in time in stable (black) and unstable (red) atmospheric boundary 
conditions in simulations with fixed diffusion coefficient 𝓓 = 𝟎. 𝟎𝟑𝟖𝟕 𝒎𝟐𝒔−𝟏. 
Now, let us study the impact of meso-scale factors, such as flame geometry. In formulation of the 
flame length 𝐿𝑓 = 𝛽0𝐼𝑓
𝛽1, that in the case 𝛽1 = 2/3 can be written in form (9), empirical values of 𝛽0 
proposed by various authors are given in Table 2. We set the diffusion coefficient 𝒟 = 0.4238 𝑚2𝑠−1, 
that corresponds to 𝐻𝐴𝐵𝐿 = 1000𝑚. 
Table 2 - Empirical parameters β0 and corresponding values of 𝝈. 
References 𝛽0    σ 
Fons, 1963  0.1270 5.846 
Anderson et al. (Douglas-fir slash), 1966  0.0447 6.191 
Wang, 2011  0.0264 6.415 
Butler, 2004 0.0175 6.615 
The flame length does not affect to µ, thus, 𝜇 = 8.419 is defined for the set of parameters 
independently of the chosen formulation of the flame length. Different values of σ that correspond to 
various empirical values 𝛽0  are collected in Table 2 as well. Decreasing factor 𝛽0  leads to increasing 
value of the standard deviation σ. In fact, smaller flames produce smaller firebrands, i.e. the short-
distance spotting takes place with further merging and propagating as a joint fire front. However, fire 
propagation with higher flames is characterised by the long-distance spotting that occurs later, but 
there is no merging of secondary fires. 
Smaller flame length leads to the short-distance spotting, usually, merging of spot-fires. It occurs 
in real life in many types of fuel and at any fire intensity. These spot-fires may generate new fire-
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spotting, that results in a very fast-moving flaming zone (see Figure 5, the solid line represents the 
burning area growth in the case of 𝛽0 = 0.127, when the fire-spotting occurs. 
 
Figure 5 - Burning area with respect to time for various β0 in flame length formulation. 
 
 
In order to make the presented model useful for the point of view of the practitioners, it is strongly 
advised its implementation into full fledged operational codes. Equations (14) – (19) have been 
implemented in the framework of WRF-SFIRE simulator (Coen et al., 2012; Mandel et al., 2014).  
We recall that the wildland fire behavior module WRF-SFIRE is fully integrated into a well known 
public domain numerical weather prediction model Weather Research and Forecasting (WRF) 
(Skamarock et al., 2008). The fire module is a surface fire behaviour model that adopts a two-way 
coupling with the atmospheric model. That is, near-surface winds from the atmospheric model are 
interpolated to a finer fire grid and are used, with fuel properties and local terrain gradients, to 
determine the fire’s spread rate and direction used for the front propagation routines by the means of 
the LSM. Fuel consumption, in turn, releases sensible and latent heat fluxes into the atmospheric 
model’s lowest layers, playing a role in boundary layer circulations. Recently, the model has been 
coupled with a fuel-moisture model, and chemical transport of emissions (WRF Chem) that contribute 
more and more to the close binding between forest fires and atmospheric observables. The interactions 
between different modules of the WRF model are shown in Figure 6. 
 
Figure 6 - WRF model 
The results of the implementation of the proposed post-processing routine to the WRF-Sfire model 
are presented in Figures 7-9 at the different times. The main difference to the previous simulations is 
that fire-spotting parameter σ is a space field due to the computed wind field that varies in space and 
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time, see Figures 7-9 (a). In Figures 7-9 (b) and (c) the wind horizontal components are plotted, in 
Figure 7-9 (d) - the squared norm of the wind velocity. 
 
 
Figure 7 - Space fields of (a) fire-spotting parameter σ, (b) horizontal and (c) vertical wind components, (d) the 
squared norm of the wind velocity. 
 
 
Figure 8 - Space fields of (a) fire-spotting parameter σ, (b) horizontal and (c) vertical wind components, (d) the 
squared norm of the wind velocity after 20 minutes of burning. 
 
Figure 9 - Space fields of (a) fire-spotting parameter σ, (b) horizontal and (c) vertical wind components, (d) the 
squared norm of the wind velocity after 20 minutes of burning. 
 
 
The proposed fire-spotting model is based on the firebrand landing lognormal distribution with two 
parameters µ and σ. The response analysis to the parameters has been performed by using the LSM for 
test cases. Parameter µ is mainly related to the atmospheric stability conditions taking into account 
factors as wind speed, ambient air temperature and fire intensity. These ambient parameters affect 
slightly the firebrand landing distribution, but are found to be significant for effect of turbulent heat 
transfer on the fire-front propagation. Parameter σ takes into account the flame geometry and the 
surround vegetation. It is shown that small flames provoke short-distance fire-spotting, that leads to 
the soon merging with the main fire front. Large flames provoke long-distance spotting. Thus, in such 
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case the risk and damage increase due to the acceleration of the fire spread. The vegetation feeds the 
fire and it affects the fire intensity and, consequently, the flame length.  
Furthermore, the propose parametrization of fire-spotting has been implemented into the 
operational code WRF-SFIRE and simulations in this realistic scenarios have been performed.  
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Abstract 
Predictions of climate change project a future with an increasing incidence of fires. Prescribed burning, 
as a valuable tool for silvicultural management, might successfully reduce the severity and the intensity of 
subsequent wildfires, although with different effects on the individual tree. This is the reason why short term 
effect of prescribed burning in litterfall biomass is being evaluated in a network of experimental plots (18 
plots of 50 m x 50 m) in pure (Pinus nigra Arn. ssp. salzmannii) and mixed (Pinus nigra 89% and Pinus 
pinaster Ait. 11%) stands in two sites (El Pozuelo and Beteta) of Cuenca Mountains. An experimental design 
with 3 treatments (with 3 replicates) per site were performed (spring and autumn burning and control) and 8 
litterfall collectors per plot were installed after burning.  
Immediately after burning it was shown a short-term effect of prescribed burning in Beteta with an 
increase in amount of total litterfall in burned plots regarding unburned plots, although this effect was not 
significant in El Pozuelo there was an increase in needles. The increasing of total biomass (especially the 
amount of needles) could be an important effect determining the longevity of prescribed burning, especially 
in more productive ecosystems. Although, during the second year, the mean litterfall in burned plots is still 
higher than in control plots in Beteta, the differences have been reduced and the effect of fire has been 
weakened. The differences in the findings obtained between El Pozuelo and Beteta might be because of 
differences in pure and mixed stand structure.  
Spanish black pine (Pinus nigra) is a not serotonin species, and the persistence of the ecosystem is related 
to the productions of inflorescences and the later establishment. Some studies reported that prescribed burning 
reduces de emergence and increase the mortality of seedling during the first year. In addition, Pinus nigra 
presents regular cycles of fructification every 6-8 years which generate discontinuous pulses of natural 
regeneration. Prescribed burning two years before a pulse of fructification (maturation period of cones) could 
be critical to guarantee the regeneration. In fact, during the first and second year, and in the two zones, it was 
detected a decrease in the amount of inflorescences in the burned plots regarding unburned plots. 
In view of our findings prescribed burnings must be carefully planned in forest management, in particular 
when are aimed at regeneration in Pinus nigra pure and mixed stands, to avoid a negative impact of fire on 
the canopy. The possible dampening effect of the mixed stand is being evaluated too. The litterfall continues 
being monitored in and a complete database of litterfall in pure and mixed stands is being generated. Scarce 
information of the impact of fire in foliar and non-foliar biomass is available in Europe and more research is 
needed to confirm these preliminary results.  
 
Keywords: litterfall, prescribed burning, Cuenca Mountains, defoliation, fire severity 
 
 
Fuels treatments reduce the quantity and continuity of fuels (vertical and horizontal) to mitigate fire severity 
(Graham et al., 2004). The effectiveness of treatments may vary depending on type, amount, size, spatial 
distribution and intensity of treatments, time since implementation, ecosystem type, topography, geographic 
location and weather conditions at the time of fire (Cochrane et al., 2012).
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Prescribed burning is a kind of treatment that removes surface fuels, kills small trees and shrubs, 
and scorches lower limbs (Finney, 2005). Hence, burning under controlled conditions allows reduce 
temporarily potential fire intensity (Fernandes and Botelho, 2003; Agee and Skinner, 2005) and 
reduces the severity of wildfire (Wimberly et al., 2009; Arkle et al., 2012). However, their effects (in 
both the short and long terms) on the vegetation are complexes and they vary affecting different parts 
of the individual tree (roots, bark, stem, crown, etc). In this study, special attention is given to the 
effect of the prescribed burning on crown trees. For this reason, monthly monitoring of litterfall has 
been carried out in unburned and burned plots. This information may be important in management 
decisions to determinate time between prescribed burnings. Furthermore, the negative impact of fire 
on forests is expected to increase in the future since model predictions indicate increased frequency, 
intensity and severity of forest fires due to land-use change and climate change (Flannigan et al., 2009). 
For the purpose of this study pure stands of Pinus nigra (Spanish black pine) and mixed stands of 
Pinus nigra and Pinus pinaster (maritime pine) have been chosen. Spanish black pine is resistant to 
low intensity surface fires due to the thick bark characteristic of the species (Fulé et al., 2008; Touchan 
et al., 2012; Pausas, 2015). However, recurrent large wildfires and total lack of capacity of this non-
serotinous pine to regenerate after fire (Espelta et al., 2003; Ordoñez et al., 2005; Fernandes et al., 
2008; Lucas-Borja et al., 2017; Christopoulou et al., 2013) threatening the permanence of P. nigra 
forests in some Mediterranean areas. In addition, the species releases its seeds early in the year, at the 
beginning of spring, and therefore no seed bank is maintained after summer wildfires (Ordoñez et al., 
2005). In Spain, the total area occupied by maritime pine that was burned between 1974 and 2010 was 
674055 ha, representing 31% of the total burned forest area. Provenance of maritime pine of Cuenca 
Mountains does not produce serotinous cones (Alía et al. 1996) but has a thick bark that may allow 
trees survival after low intensity fires. Therefore, it is important to determine the level of impact of 
prescribed burnings in the production of inflorescences with the aim of guaranteeing the persistence 
of stands. In addition, several authors have reported higher stability of mixed species stands than of 
monocultures (e.g. Schütz et al., 2006; Felton et al., 2010). In fact, species composition is an important 
consideration for managers wanting to develop resilient stand with prescribed burning.  
This study is a first attempt to compare litterfall patterns in pure stands of P.nigra and mixed stands 
of P.nigra and P. pinaster after execution of prescribed burning to prevent forest fires. Although in 
this paper only the effect of spring burning will be analyzed, the study is part of a more comprehensive 
research study on the impacts of prescribed burning (soil, vegetation, tree heating of trunks and 




Two sites in the Cuenca Mountains, El Pozuelo (40º 33' 36'' N / 002º 15' 56'' W) and Beteta (40º 33' 
06'' N / 002º 06' 32'' W), were chosen for the study. Both areas have slopes between 3 and 10% and 
altitude between 1015 and 1294 m a.s.l. The climate in the area is humid Mediterranean (Allué, 1990), 
with mean annual temperature of 10.7 ºC and an average precipitation in summer months (maximum 
litterfall season) of 56 mm. The soil is calcareous (Lucas-Borja et. al., 2017). The mean shrub cover 
in both zones is in a range of 5-20% and pine regenerated has irregular distribution. El Pozuelo has a 
mean density of 627 trees ha-1 (mixed stand of Pinus nigra and Pinus pinaster) and an average height 
of 12.2 m with the first living branch appearing at 6.4 m. The mean breast diameter is 19.8 cm. The 
basal area is 25.4 m2 ha -1. Beteta has a mean density of 1286 trees ha -1 (pure stand of Pinus nigra) 
and an average height of 13.2 m, with the first living branch appearing at 8.2 m. The mean breast 
diameter is 18.8 cm. The basal area is 36.6 m2 ha -1.  
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As mentioned, the study is part of a wider study being carried out in El Pozuelo and Beteta. A 
network of experimental plots (12 plots: n=6 in El Pozuelo and n=6 in Beteta) of 50 m x 50 m were 
established. Two treatments (spring burning and control) with a three replicates per treatment were 
applied. Subplots of 30 m x 30 m were established in the centre of each plot to avoid the edge effect. 
Data collection is being carried out in subplots. The plots are fairly homogeneous in terms of 
vegetation, density, orientation, etc. Plots P2C, P5C, P9C represent the control plots and plots P3B, 
P4B, P6B represent the burned plots in El Pozuelo. Plots B1C, B3C, B9C represent the control plots 
and B2B, B5B, B6B represent the burned plots in Beteta.  
All the trees in each of the 12 plots were identified, and the following measurements were made: 
total height, height to the first live branch, diameter at heights of 0.3, 0.6 and 1.3 m from the base and 
maximum and minimum bark thickness at 0.6 m from the base  
 
Prescribed burnings were carried out taking into account the usual season in the region (spring 
burning were carried out in May 2016). The strip ignition technique was applied at distances of 1-2 m, 
at downhill and with a head wind. During burnings, precipitation (Ortrat, S.L.; KW 3-02), wind speed 
(Casella; 178031C-3), temperature and relative humidity (Geonica; STH-5031) were recorded every 
10 minutes at a meteorological station. The temperatures of the cambial (inner bark) and bark region 
(outer bark) of 15 randomly selected trees were monitored at a height of 0.6 m (height of maximum 
heating according to prescription) with type K 1 mm diameter inconel-sheathed thermocouples (0.3 s 
of response time). The thermocouples were connected to data loggers (DT-USB TCDirect®), which 
recorded the data with a frequency of 1 second. Maximum and minimum stem char height, percentage 
of crown scorch and scorch height were measured after burning.  
The characteristics of prescribed burning in each plot are shown in Table 1. The flame convection 
(chimney effect) generated a moderate mean maximum stem char height (70 cm in El Pozuelo and 160 
cm in Beteta). Thermocouples connected in inner bark recorded a mean temperature of 50 ºC in El 
Pozuelo and 41 ºC in Beteta. Temperature was higher 60 ºC during 27.7 s in El Pozuelo and 27.9 s in 
Beteta. It is commonly accepted that cambial temperatures above 60 °C may cause necrosis of the 
cambium. In outer bark, the mean temperature in El Pozuelo was 209 ºC and 279 ºC in Beteta.  
 
The litterfall collection system was designed in accordance with the recommendations outlined in 
the Manual of the United Nations Economic Commission for Europe under the project entitled 
"International Co-operative Program on Assessment and Monitoring of Air Pollution Effects on 
Forests " (ICP Forests) (Ukonmaanaho et al., 2016), to guarantee the quality and quantity of the 
sample.  
After prescribed burnings a total of 8 litterfall collectors per plot were at regular intervals installed 
in both study sites. The catchment area (0.38 m2) of collectors is horizontal to correct the effect of 
slope. The bag is 0.75 m deep to prevent the sample from being lost as a result of wind action. The 
collectors were placed at a height of 1.2 m from the ground to enable adequate drainage by gravity and 
to prevent capture of biomass from shrub strata. They were anchored firmly to the ground to provide 
greater resistance to the inclement conditions or other types of disturbance. Fiberglass mesh (pore size 
2 mm) provides resistance against external weather conditions and also ensures drainage while 
preventing loss of smaller elements, such as needles. The material was collected monthly to prevent 
decomposition of the biomass or the chemical leachate. This frequency of collection also ensures the 
easy identification of the fine elements which are rapidly compressed. Samples were taken to the 
laboratory on the same day and oven-dried at 65 °C to constant weight (i.e. for at least 48 hours). The 
samples from each plot were then combined and the main fractions separated (needles, cones, 
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inflorescences, miscellaneous, branches of diameter < 2 cm and bark) other fractions are also separated 
(but the biomass are not significant for this study). For the purpose of this paper, special attention is 
being put into the results obtained in the collected inflorescences after spring burnings. 
 
The data were tested for normality and when necessary were transformed (logarithmic and angular 
transformation). The General Linear Model (GLM) repeated measures procedure was used to perform 
an impact analysis of burning and control treatments, to identify the effect of prescribed burning on 
the above parameters. The between-subjects factor (treatment) included two levels (control and 
burning) and the within-subjects factor was the date (12 levels). Comparison of parameters between 
treatments was conducted using the Bonferroni test. All above analyses were carried out with 
STATISTICA 10.0 (Statsoft Inc, Tulsa, USA). 
Table 1 - Main traits of fire behavior and weather conditions of spring burnings in El Pozuelo and Beteta.  
Z PN T RH WS LHFc SCHmm Tmi Tmo Tmi>60 
-- -- ºC % m/s % cm ºC ºC s 
El Pozuelo P3B 20.17 53.12 0.17 16.9 32 32.8 139.8 24.5 
El Pozuelo P4B 21.97 47.47 0.81 25.8 66 61.9 312.9 17.5 
El Pozuelo P6B 22.42 42.61 1.32 38.2 113 54.6 175.3 41 
Beteta B2B 18.80 34.77 0.79 22.4 151 32.2 199.3 11.5 
Beteta B5B 20.65 33.10 0.71 18.3 150 52.4 285.0 60 
Beteta B6B 21.69 30.15 0.82 21.4 178 37.4 352.8 12.1 
Note = Z: zone; PN: plot number; T: temperature air; RH: relative humidity; WS: mean wind speed; 
LHFc: percentage of fuel load consumed (LHF); SCHmm: mean maximum stem char height; Tmi: mean 
temperature of inner bark; Tmo: mean temperature of outer bark; tmi>60: mean time that the temperature 




The mean accumulated litterfall collected in control and burned plots in El Pozuelo and Beteta 
during the first and second year are shown in Table 2.  
Table 2 - The mean accumulated litterfall.  
P PT El Pozuelo Beteta 
-- -- kg ha-1 kg ha-1 




















   Note = P: Period of time; PT: Plot treatment. 
 
In El Pozuelo, litterfall peak took place in September during the first year, both in unburned and 
burned plots (670 kg ha-1 y 525 kg ha-1 respectively). In the second year the maximum took place in 
August for both unburned and burned treatments (917 kg ha-1 and 684 kg ha-1 respectively). The 
minimum peak occurred in December of the first year for the two treatments (37 kg ha-1 y 28 kg ha-1 
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in unburned and burned plots). In the second year, the minimum took place in January and February 
for unburned and burned plots (84 kg ha-1 and 82 kg ha-1 respectively). 
In Beteta, during the first year, litterfall peak took place in August in untreated plots (420 kg ha-1) 
and in August-September in treated plots (574-577 kg ha-1). The same situation in August was repeated 
during the second year (785 kg ha-1 in untreated plots and 632 kg ha-1 in treated). Minimum amount of 
biomass collected occurred during December in the first year for both treatments (55 kg ha-1 and 31 
kg ha-1 in unburned and burned plots) and in February for both treatments in the second year (81 kg 
ha-1 and 55 kg ha-1 in unburned and burned plots respectively). 
In El Pozuelo, in control plots, 47% and 45% of annual litterfall, respectively for the first and second 
year, were collected during the summer (July, August and September). A similar percentage took place 
during that period, in burned plots, collecting 45% the first year and 52% the second one. But, litterfall 
came early in the second year (amount of litterfall was collected in June), reaching percentages of 60% 
and 57% in control and burning plots respectively, from June to August.  
A similar situation occurred in Beteta. In control plots during the summer, it was produced 51% of 
annual litterfall the first year and 38% the second year. Similar percentages were obtained in burned 
plots: 45% the first year and 40% the second year. As well, the second year, the level of litterfall 
collected in June was representative, reaching percentages of 48 and 45% in control and uncontrol 
plots respectively. 
In control plots from El Pozuelo, needles represented 41% and 42% of annual litterfall during the 
first and second year respectively. Similar percentage appeared in burned plots during the first and 
second year (51% and 49%).  
In control plots from Beteta, needless represented 59% and 39% of annual litterfall during the first 
and second year respectively. In burned plots this percentage was 55% and 35% in the first and second 
year.  
In El Pozuelo, inflorescences showed the same pattern during the first and second year (Fig. 1). The 
amount of inflorescences in burned plot decreased regarding to unburned plots especially during the 
months of maximum litterfall in this fraction (May, June and July). In fact, 46% less inflorescences 
were trapped in burned plots during the first year. This percentage was slightly less during the second 
year (45%). After the months of maximum litterfall, the differences between burned and unburned 
plots were barely noticeable. This same pattern was repeated in Beteta during the two years for which 
data are currently available (42% less inflorescences in burned plots during the first year and 18% less 
in the second year).  
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Figure 1 - Inflorescences (kg ha-1) collected in El Pozuelo during 1st year (a), in El Pozuelo during 2nd year (b) in 
Beteta 1st year (c) and in Beteta 2nd year (d). Control in solid line and burned in dashed line. Control plots (n=3), 
burned (n=3). Bars show standard errors. Significant differences (ANOVA repeated measurements, Bonferroni test 
p<0,05) are detected in June-July (El Pozuelo) and June (Beteta) for 1st and 2nd year after burning.  
 
 
Litterfall is one of the main components of net primary production (NPP) (Hansen et al., 2009) and 
along with root recycling, more than half of the nutrients absorbed by all are represented (Binkley, 
1986). Our findings suggest that prescribed burning might change the patterns and regimes of litterfall 
biomass, at least in the short time (Espinosa et al., 2017). In fact, although the amount of total litterfall 
in burning plots of El Pozuelo was not significant regarding control plots (only ≈3% more litterfall in 
burning plots) an increase in needles in the two months after prescribed burning was observed. Beteta 
there was a short-term effect of prescribed burning in the amount of total litterfall with an increase of 
≈74% in burning plots regarding control plots. The increasing of total biomass (especially the amount 
of needles) may be an important effect determining the longevity (time since last burning) of prescribed 
burning, especially in more productive ecosystems. Thus, the short term impact of treatment and the 
recovery of fuel and structure may result decisive to evaluate the effectiveness of prescribed burnings 
(Mirra et al., 2017). 
During the second year, in maximum litterfall season (June-August) in El Pozuelo it was observed 
that the mean litterfall is higher in control plots than in burned plots. In Beteta, although the mean 
litterfall in burned plots was still higher than in control plots, the differences have been reduced and 
the effect of fire has been weakened. This may be due to the immediate effect of fire that dampen over 
the years and it is expected that the amount of biomass collected will be stabilized to ordinary values 
in subsequent years. Although there is scarce information in Europe assessing the effect of fire on 
litterfall biomass, there are some studies that evaluate the effect of silvicultural treatments, such as 
thinning, with similar results (e.g. Roig et al., 2005, Blanco et al., 2006). The differences in the findings 
obtained between El Pozuelo and Beteta might be because of differences in pure and mixed stand 
structure. Natural disturbances, including fires, disrupt ecosystem structure or function for time periods 
longer than the current seasonal vegetation cycle (Jactel et al., 2009). Mixed stand might contribute to 
maintain the stability of ecosystems and biogeochemical cycles. In fact, there is consensus that a 
minimum number of species is essential for ecosystem functioning under constant conditions (Loreau 
et al., 2001). In the second year, the total amounts of biomass collected increased with respect to the 
first year, which may be due to extraordinarily dry summer registered that year in the study area. In 
some Mediterranean species, the greatest flow of litterfall is gradual due to factors such as the longer 
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duration of the light period (which leads to an increase in growth hormones) as well as temperature 
increases and factors such as water stress. In fact, Pausas et al., (1994) found high intrannual variability 
in the analysis of litterfall due to climatic variability along a bioclimatic gradient. 
One of the effects observed during the first year from May to July (months just after the burns) and 
in the two zones, was a decrease in the inflorescences in the burned plots regarding the unburned ones 
(Fig. 1a, 1c). This effect has been maintained in the second year also in the two zones (Fig. 1b, 1d). In 
Beteta, 42% less quantity of inflorescences was collected in burned plots than in unburned plots and 
this percentage was maintained in the second year (46%). In the case of El Pozuelo during the first 
year it was 46% less and in the second year this amount was 45% less in burned plots. Pinus nigra is 
a species able to tolerate low surface fires (Fernandes et al., 2008; Fulé et al., 2008). Despite this, its 
distribution has been reduced dramatically in mountains areas of the Mediterranean region (López 
Serrano et al., 2009). Spanish black pine is not serotonin, and the persistence of the ecosystem is related 
to the productions of inflorescences and the later establishment. In fact, many factors are cited 
hindering the regeneration in Pinus nigra stands (including forest fires), masting, dry summers over 
consecutive years or excessive grazing (Lucas-Borja et al., 2017). As well, Lucas-Borja et al. (2016) 
reported that prescribed burning reduces de emergence and increase the mortality of seedlings during 
the first year as regards control plots. In addition, Pinus nigra presents regular cycles of fructification 
every 6-8 years which generate discontinuous pulses of natural regeneration. Consequently, burns two 
years before a pulse of fructification (maturation period of cones) could be critical to guarantee the 
regeneration in some managed areas. In view of our findings prescribed burnings must be carefully 
planned in forest management, in particular when are aimed at regeneration in Pinus nigra pure and 
mixed stands.  
 
 
Pinus nigra is a non-serotype species, to guarantee the stand survival depends on the production of 
inflorescences and the success of their implantation. A decrease in the production of inflorescences in 
burned plots with respect to the unburned plots has been observed during the first and the second year 
in the two study zones. The litterfall continues being monitored in order to assess the effect of 
prescribed burning in the medium term (3-4 years) and a complete database of litterfall in pure and 
mixed stands is being generated. Moreover, the next evaluation of the number of cones two years after 
burning will ratify or not these results: if the amount of fructification were similar between plots, the 
fall of inflorescences would not be a good index of fructification potential, probably because prescribed 
burnings only affect to male flowers sited in the lower parts of the crown. But, if the number of cones 
were higher in the control plots, we could assume that prescribed burning significantly affects the 
regeneration potential in Pinus nigra stands. It is well known that prescribed burning is a tool for forest 
fuel management that can contribute to the reduction of severity of forest fires. But, its inclusion must 
take into account the peculiarities of each forest ecosystem, evaluating the affections to each part of 
tree. Litterfall is an important phenological indicator of climate change. Some studies have shown the 
importance of climate conditions on the litter production. In our work located in Central Spain, an 
increase in litterfall biomass has been seen after a dry period. Thus a careful planning of prescribed 
burning must be done under extreme weather conditions. 
Scarce information of the impact of fire in foliar and non-foliar biomass is available in Europe and 
more research is needed to confirm the preliminary results.  
 
 
This study was supported by the GEPRIF project (Fire Severity Reduction through New Tools and 
Technologies for Integrated Forest Fire Protection Management), Spanish R&D project (RTA2014-
00011-C06-01). GEPRIF is co-funded by the EU through the FEDER program. This study was also 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
 Advances in Forest Fire Research 2018 – Page 399 
 
co-financed by INIA (FPI-SGIT 2015) and European Social Fund through a grant awarded to Juncal 
Espinosa. We thank Cristina Carrillo, Carmen Díez and Ángeles Tirado from INIA-CIFOR for the 
assistance during the experiment; Fire Extinguishing Service in Cuenca (SEIF Cuenca) responsible for 
the execution and conduct of prescribed fires and ICP Forests organization and their countries 
collaborators for the litterfall data base.  
 
 
The authors declare no conflict of interest. 
 
 
Agee, J.K., Skinner, C.N., 2005. Basic principles of forest fuel reduction treatments. Forest ecology 
and management, 211(1-2), 83-96. doi:10.1016/j.foreco.2005.01.034.  
Alía, R., Martín, S., De Miguel, J., Galera, R., Agúndez D., Gordo, J., Salvador, L., Catalán G., Gil, 
L., 1996. Las regiones de procedencia de Pinus pinaster, Organismo Autónomo de Parques 
Nacionales y ETSI de Montes, Madrid.  
Allué, J.L., 1990. Atlas Fitoclimático de España. Taxonomías. Ministerio de Agricultura, Pesca y 
Alimentación. Instituto Nacional de Investigaciones Agrarias, Madrid.  
Arkle, R.S., Pilliod, D.S., Welty, J.L., 2012. Pattern and process of prescribed fires influence 
effectiveness at reducing wildfire severity in dry coniferous forests. Forest Ecology and 
Management, 276, 174-184. doi:10.1016/j.foreco.2012.04.002. 
Binkley, D., 1986. Forest nutrition management. John Wiley & Sons. 
Blanco, J., Imbert, J., Castillo, F., 2006. Influence of site characteristics and thinning intensity on 
litterfall production in two Pinus sylvestris L. forests in the western Pyrenees. Forest Ecology and 
Management, 237(1-3), pp.342-352. https://doi.org/10.1016/j.foreco.2006.09.057. 
Christopoulou, A., Fulé, P., Andriopoulos, P., Sarris, D., Arianoutsou, M., 2013. Dendrochronology-
based fire history of Pinus nigra forests in Mount Taygetos, Southern Greece. Forest Ecology and 
Management, 293, pp.132-139. https://doi.org/10.1016/j.foreco.2012.12.048. 
Cochrane, M.A., Moran, C.J., Wimberly, M.C., Baer, A.D., Finney, M.A., Beckendorf, K.L., ... Zhu, 
Z., 2012. Estimation of wildfire size and risk changes due to fuels treatments. International Journal 
of Wildland Fire, 21(4), 357-367. doi:10.1071/WF11079. 
Espelta, J.M., Retana, J., Habrouk, A., 2003. An economic and ecological multi-criteria evaluation of 
reforestation methods to recover burned Pinus nigra forests in NE Spain. Forest Ecology and 
Management, 180(1), 185-198. https://doi.org/10.1016/S0378-1127(02)00599-6. 
Espinosa, J., Madrigal, J., De La Cruz, A.C., Guijarro, M., Jimenez, E., Hernando, C., 2018. Short-
term effects of prescribed burning on litterfall biomass in mixed stands of Pinus nigra and Pinus 
pinaster and pure stands of Pinus nigra in the Cuenca Mountains (Central-Eastern Spain). Science 
of The Total Environment, 618, 941-951.  
Felton, A., Lindbladh, M., Brunet, J., Fritz, Ö., 2010. Replacing coniferous monocultures with mixed-
species production stands: an assessment of the potential benefits for forest biodiversity in northern 
Europe. Forest ecology and management, 260(6), 939-947. 
Fernandes, P.M., Botelho, H.S., 2003. A review of prescribed burning effectiveness in fire hazard 
reduction. International Journal of wildland fire, 12(2), 117-128. https://doi.org/10.1071/WF02042. 
Agee, J.K., and Skinner, C.N. 2005. Basic principles of forest fuel reduction treatments. Forest ecology 
and management, 211(1-2), 83-96. doi:10.1016/j.foreco.2005.01.034.  
Fernandes, P., Vega, J., Jiménez, E., Rigolot, E., 2008. Fire resistance of European pines. Forest 
Ecology and Management, 256(3), pp.246-255. https://doi.org/10.1016/j.foreco.2008.04.032.  
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
Advances in Forest Fire Research 2018 – Page 400  
 
Finney, M.A., McHugh, C.W., Grenfell, I.C., 2005. Stand-and landscape-level effects of prescribed 
burning on two Arizona wildfires. Canadian Journal of Forest Research, 35(7), 1714-1722. 
doi:10.1139/x05-090.  
Flannigan, M.D., Krawchuk, M.A., de Groot, W.J., Wotton, B.M., Gowman, L.M., 2009. Implications 
of changing climate for global wildland fire. International journal of wildland fire, 18(5), 483-507. 
Fulé, P.Z., Ribas, M., Gutiérrez, E., Vallejo, R., Kaye, M.W., 2008. Forest structure and fire history in 
an old Pinus nigra forest, eastern Spain. Forest Ecology and Management, 255(3-4), 1234-1242.  
Graham, R.T., McCaffrey, S., Jain, T.B., 2004. Science basis for changing forest structure to modify 
wildfire behavior and severity. The Bark Beetles, Fuels, and Fire Bibliography, 167. 
doi:10.2737/RMRS-GTR-120. 
Hansen, K., Vesterdal, L., Schmidt, I.K., Gundersen, P., Sevel, L., Bastrup-Birk, A., ... Bille-Hansen, 
J., 2009. Litterfall and nutrient return in five tree species in a common garden experiment. Forest 
Ecology and Management, 257(10), 2133-2144. 
Jactel, H., Nicoll, B.C., Branco, M., González-Olabarría, J.R., Grodzki, W., Långström, B., Moreira, 
F., et al., 2009. The influences of forest stand management on biotic and abiotic risks of damage. 
Ann. For. Sci. 66 (7), 701. 
López-Serrano, F.R., Rubio Caballero, E., Andrés Abellán, M., Del Cerro Barja, A., García Morote, 
F.A., De las Heras Ibañez, J., Lucas-Borja, M.E., Moya Navarro, D., Odi Lara, M., 2009. Efectos 
del Cambio climático en los bosques castellanomanchegos. In: Rodríguez Torres, A., Fernández 
Castro, H., Rojano Saura, I. (Eds.), Impactos del Cambio climático en Castilla La Mancha. 
Fundación General de Medio Ambiente, Castilla-La Mancha, Spain. 
Loreau, M., 2001. Biodiversity and ecosystem functioning: current knowledge and future challenges. 
Science 294 (5543):804–808. https://doi.org/10.1126/science.1064088. 
Lucas-Borja, M., Madrigal, J., Candel-Pérez, D., Jiménez, E., Moya, D., Heras, J., Guijarro, M., Vega, 
J., Fernández, C., Hernando, C., 2016. Effects of prescribed burning, vegetation treatment and seed 
predation on natural regeneration of Spanish black pine (Pinus nigra Arn. ssp. salzmannii) in pure 
and mixed forest stands. For. Ecol. Manag. 378: 24–30.  
Lucas-Borja, M., Candel-Pérez, D., Onkelinx, T., Fule, P., Moya, D., Gómez, R., De las Heras, J., 
2017. Early Mediterranean pine recruitment in burned and unburned Pinus nigra Arn. ssp. 
salzmannii stands of central Spain: Influence of species identity, provenances and post-dispersal 
predation. Forest Ecology and Management, 390, pp.203-211. 
https://doi.org/10.1016/j.foreco.2017.01.026. 
Mirra, I.M., Oliveira, T.M., Barros, A.M., and Fernandes, P.M., 2017. Fuel dynamics following fire 
hazard reduction treatments in blue gum (Eucalyptus globulus) plantations in Portugal. Forest 
ecology and management, 398, 185-195. https://doi.org/10.1016/j.foreco.2017.05.016. 
Ordóñez, J., Retana, J., Espelta, J., 2005. Effects of tree size, crown damage, and tree location on post-
fire survival and cone production of Pinus nigra trees. Forest Ecology and Management, 206(1-3), 
pp.109-117. https://doi.org/10.1016/j.foreco.2004.10.067.  
Pausas, J.G., Carceller, F., Vallejo, V.R., 1994. El desfronde en bosques de Pinus sylvestris L. en 
relación con las características climáticas. Ecología, (8), 167-176. 
Pausas, J.G., 2015. Bark thickness and fire regime. Funct. Ecol. 29, 315–327. 
https://doi.org/10.1111/1365-2435.12372. 
Roig, S., del Río, M., Cañellas, I., Montero, G., 2005. Litter fall in Mediterranean Pinus pinaster Ait. 
stands under different thinning regimes. Forest Ecology and Management, 206(1-3), pp.179-190. 
https://doi.org/10.1016/j.foreco.2004.10.068. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
 Advances in Forest Fire Research 2018 – Page 401 
 
Schütz, J., Götz, M., Schmid, W., Mandallaz, D., 2006. Vulnerability of spruce (Picea abies) and beech 
(Fagus sylvatica) forest stands to storms and consequences for silviculture. European Journal of 
Forest Research, 125(3), pp.291-302. https://doi.org/10.1007/s10342-006-0111-0. 
Touchan, R., Baisan, C., Mitsopoulos, I., Dimitrakopoulos, A., 2012. Fire History in European Black 
Pine (Pinus nigra Arn.) Forests of the Valia Kalda, Pindus Mountains, Greece.Tree-Ring Research, 
68(1), pp.45-50. https://doi.org/10.3959/2011-12.1. 
Ukonmaanaho, L., Pitman R, Bastrup-Birk A., Breda N, Rautio P., 2016: Part XIII: Sampling and 
Analysis of Litterfall. In: UNECE ICP Forests Programme Co-ordinating Centre (ed.): Manual on 
methods and criteria for harmonized sampling, assessment, monitoring and analysis of the effects 
of air pollution on forests. Thünen Institute for Forests Ecosystems, Eberswalde, Germany, 15 p.  
Wimberly, M.C., Cochrane, M.A., Baer, A.D., Pabst, K. 2009., Assessing fuel treatment effectiveness 
using satellite imagery and spatial statistics. Ecological Applications, 19(6), 1377-1384. 
https://doi.org/10.1890/08-1685.1. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
https://doi.org/10.14195/978-989-26-16-506_43  
 
Advances in Forest Fire Research 2018 – Page 402  
 
Effect of canyons on a fire propagating laterally over slopes 
André Rodrigues *1; Domingos Xavier Viegas1,2; Abdelrahman Abouali1; Jorge Raposo1, 2; Miguel 
Almeida1; Luís Mário Ribeiro1; Xieshang Yuan3 
1Association for the Development of the Industrial Aerodynamics. Rua Pedro Hispano, nº12, 3030-
289 Coimbra, Portugal, {andrerodrigues@adai.pt*} 
2University of Coimbra, Rua Luís Reis dos Santos, Coimbra 3030-788, Portugal 
3State Key Laboratory of Fire Science, University of Science and Technology of China, 230026, 
Hefei, Anhui, China 
 
Abstract 
Forest fires often cause fatal losses, human lives and resources in wildfire-prone regions. Several accidents 
were registered in canyons with a scenario in which the fire propagates laterally over a slope then enters the 
canyon causing a rapid increase in the fire’s rate of spread (Viegas, 2004; Lahaye et al. 2018; Pimont et al. 
2012). This behaviour is known as eruptive fire behaviour (blow-up) – Viegas et al. 2011 – which usually 
happens over slopes or in canyon configurations (Viegas, 2005; Viegas, 2006; Viegas and Simeoni, 2011). 
The behaviour surprised fire management teams in several recorded events and caused loss of lives in some 
of them. In 2013, at Serra do Caramulo, two firefighters died on a sloped terrain when a flank fire entered a 
canyon (Viegas et al. 2013). This particular accident motivated us to study the change in the flank fire 
behaviour over slopes when it enters canyons with the aim of improving the safety of the personnel involved 
in the combat of wildfires. 
In this study, we analyse results of laboratory-scale experiments that model a fire spreading latterly over 
a slope then enters a canyon from its base. We considered various conditions of terrain slope, canyon’s axis 
angle along with altered canyon configurations. Also, we tested a number of fire approaching angle scenarios. 
Based on the analysis, we are proposing a mathematical model for predicting the fire’s rate of spread in this 
configuration along with suggested personnel safety measures under these conditions. 
 
Keywords: Forest Fires; Fire safety; Extreme Fire Behaviour; Eruptive Behaviour; Fire in canyons. 
 
 
The knowledge on fire behaviour is an essential tool to fire suppression and increase the personnel 
safety. Thus, research has contributed to the advancement of the scientific knowledge on forest fires. 
According to Viegas et al. (2011), the fire behaviour can be classified as normal and extreme. 
Accidents related to forest fires are often due to insufficient knowledge about fire and its behaviour 
(Viegas, 2006), especially in the case of Extreme Fire Behaviour (EFB). 
Most of the behaviour models are based on the assumption that the fire propagation properties are 
almost static and can be determined by considering three essential factors: topography, fuel and 
meteorology, which is called the “fire triangle” (Byram, 1959). However, Viegas (2006) proposed, as 
an alternative to this classic concept, the concept of “fire square”, adding a fourth factor: time. 
A low and little time-dependent rate of spread is a characteristic of Normal Fire Behaviour. This 
type of behaviour doesn’t pose a great risk to the operational, instead that happens with the Extreme 
Fire Behaviour. In Extreme Fire Behaviour there is a dynamic change of the characteristics of the fire 
over time, as shown by the studies on slopes of Dold and Zionviev (2009) and in canyons of Viegas 
and Pita (2004). According to Viegas et al. (2011), the Extreme Fire Behaviour is defined as the set of 
characteristics of propagation and properties that call into question the possibility the control in safety 
using the available technology and knowledge. One of the examples of Extreme Fire Behaviour is the 
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fire spread in canyons. The rate of spread of the fire front has a dynamic behaviour and its properties 
depend on the canyon’s geometry and the fire spread, suffering this acceleration by the variation of 
rate of spread and energy release rate (Viegas, 2005, 2006; Viegas et al., 2017). The induced fire 
convection becomes stronger due to the specific topography of the terrain which promotes the 
occurrence of the eruptive fire behaviour (Velez, 2000; Raposo et al., 2018). The rate of spread of the 
fire front increases steadily, even in the absence of wind or any other feature (Pyne et al., 1996; Dold, 
2010). Canyons are associated with a large percentage of fatal accidents during forest fires worldwide 
(Viegas, 2005; Schemel et al., 2008; Lahaye et al., 2018). The eruptive effect created by this 
topographical configuration induces a spreading of increased velocity surprising experienced 
firefighters causing death (Viegas and Pita, 2004). In 2013 at Serra do Caramulo two firefighters died 
on a slope when the fire reached the canyon (Viegas et al., 2013). 
The main objective of this paper is a detailed and exhaustive analysis on the phenomenon of the 
interaction on lateral spread of fire on a slope with a canyon. The intent to understand the variation of 
fire propagation velocity and direction and the values of the energy release rate, contributing towards 
the increase of scientific knowledge in this case of EFB. Fuel moisture, relative humidity and air 
temperature will be taken into account. Different ignition modes will be tested to evaluate their 
influence on the development in the forest fires. The acquisition of images in the visible range and 
infrared range to determine the velocity and direction of fire propagation, the flame geometry and the 
energy release rate is the purpose of this work. This study also aims to propose behaviour models and 
operation rules in safety in the fight against forest fires on slopes with canyons, based on previous 
studies and in the research that will be carried out. 
 
 
For the experimental study a test table was built, which allows to change the inclination and rotation 
of the slope, the angle and the geometry of the canyon. The testing table (figure 1) allows to change 
the angle of inclination of the slope between 0º and 45º and the angle of rotation between 0º and 360º. 
Various canyon configurations (figure 2) will be studied by changing their opening angle, width and 
depth. 
 
Figure 1 - Table of laboratory tests. 
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Figure 2 - Various canyon configurations, changing their opening angle, width and depth. 
 
 
A testing table was prepared as a flat surface with a canyon structure inserted within this surface. 
The table has an allowance to change its inclination (), its rotation () and the opening angle of the 
canyon (), according to figure 3. 
 
Figure 3 - The table and the variation of its geometry. 
The flat surface of the table and the canyon covered with a fuel bed. A linear ignition is applied 
with different angles and locations, which are: A Total Ignition, which is a lateral ignition line with 
the full width of the fuel bed (parallel to the axis of the canyon); Partial Ignition, which is similar to 
the Total Ignition but the ignition line extends over only half of the width; finally, a Diagonal Ignition, 
which is a line forming an angle with the base side of the fuel bed. In the first experimental tests only 
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half of the table (shaded area) was used. The figure 4 shows the different ignition modes and the shaded 
area. For the diagonal ignition an angle of 30º was used. 
   
(a) (b) (c) 
Figure 4 - Ignition modes: (a) total linear; (b) partial linear; (c) diagonal. 
The conditions of fuel moisture, relative humidity, air temperature and the fuel loading were 
controlled. The objective of this study is to determine the fire’s rate of spread and the propagation 
behaviour of the fire. The tests were monitored using a photographic camera, two video cameras – one 
in the frontal plane and one in the lateral plane – and an infrared camera. Data such as the time of 
preparation of the test, air temperature, relative humidity, fuel bed moisture and height were collected. 
In the carried out tests, the fuel used was Pinus Pinaster, with a load of 0.6 kg/m2. 
We analysed the infrared recorded frames and obtained the fire’s rate of spread and propagation 
contours; the frames were taken from the recording with time intervals determined for each test, in 
order to follow the evolution of the fire front, following the methodology referred in Raposo (2016). 
 
 
Pre-tests were performed with a slope angle () of 30º, a canyon opening angle of 45º and three 
rotation angle of the table, which are: -20º, 0º and 20º. For each angle of rotation of the table, the three 
types of ignition described above were tested.  









1 AVE_01 17.23 0.36 0 Total 
2 AVE_02 9.82 0.35 0 Partial 
3 AVE_03 12.36 0.33 20 Total 
4 AVE_04 12.11 0.31 20 Partial 
5 AVE_05 13.38 0.38 -20 Total 
6 AVE_06 13.77 0.34 -20 Partial 
7 AVE_07 12.49 0.34 -20 Diagonal 
8 AVE_08 10.74 0.25 20 Diagonal 
9 AVE_09 10.74 0.55 0 Diagonal 
*1 mf – Fuel moisture Content; *2 R0 – Basic rate of spread of linear fire in the absence of slope and wind. 
 
In figure 5, we can observe the test “AVE_08” recorded using the infrared camera with frames 
every 30 seconds, from instant 0s to 270s. 
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Figure 5 - Test AVE08 (=30º; =20º; =45º): visible picture of the table, reference frame and frames every 30 
seconds, from instant 0s to 270s. 
In figure 6, we can observe the propagation 
contours of the fire front as a function of time for one 
of the tests with a Diagonal Ignition. It should be 
noted that, initially, the fire propagation isochronous 
are mostly parallel to the ignition line (red line in the 
figure). With the evolution of the time, it is observed 
that the direction of propagation changes from this 
initial direction to align with the maximum slope 
direction on the left of the canyon. However, the 
canyon also interferes with the direction of the 
propagation where the fire spreads with a higher rate 
of spread in the direction of the canyon’s waterline 
affecting the adjacent points.  
 
 
Figure 6 - Fire spread propagation contours of the AVE 08 
test ( =30º; =20º; =45º) as a function of time (interval 
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In figures 7 and 8, we can find the resultant rate of spread of the fire along the axis of the canyon 
(the waterline) for AVE07 (=30°, =-20°, =45°), AVE08 (=30°, =20°, =45°) and AVE09 
(=30°, =0°, =45º). On these three tests, we used a Diagonal Ignition, and we changed only the 
rotation angle (). 
 
 
Figure 7 - Distance travelled by the fire front of the tests AVE07 (=30°, =-20°, =45°), AVE08 (=30°, =20°, 
=45°) and AVE09 (=30°, =0 °, =45º) as a function of time. 
 
Figure 8 - Non-dimensional rate of spread along the axis of the canyon of the tests AVE07 (=30 °, =-20 °, =45 °), 
AVE08 (=30°, = 20°, = 45°) and AVE09 (=30 °, =0º, =45º) as a function of time. 
Based on the previous figures, it is concluded that the test AVE08 (=30º; = 20º; = 45º) shows a 
higher fire front propagation velocity than the other two tests. This result is due to the fact that this test 
is performed with a table rotation angle of +20°. On this test, the fire has entered the canyon from its 
base initially while the fire front tends to align with the maximum slope direction. After the fire has 
entered the canyon, an evident eruptive behaviour takes place, which is a common behaviour 
associated with this type of terrain configuration. In the other two tests, the fire’s rate of spread was 
lower as the fire front entered the canyon from its left side and the eruptive behaviour did not occur 
intensity as on AVE08. 
The tests carried out with total and partial ignition did not reveal the Extreme Fire Behaviour 
because the fire enters the canyon laterally, which does not lead to the eruptive behaviour, as it happens 
when the fire reach the canyon at the base. 
The greater or less inclination of the slope has a decisive influence on the propagation of forest 
fires, since the more inclined it is the greater the effect of the convection that heats the fuel above the 
fire, increasing the upward propagation velocity. Thus on a slope the fire spread is much faster in the 
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ascending than in the descending direction. Another very important aspect of the topography is 
manifested in the canyon. On an inclined slope with a canyon the Extreme Fire Behaviour is to be 
expected. Thus, it’s important to note that the fight against forest fires in this configuration (slope with 
canyon) must have rules, such as: not to fight the fire by the top of the slope or the half slope; to have 
someone watching to see if there is fire below the position of the operational that can progress quickly 
and surprise them; to anchor the fire and make its fight from the rear, going through the flanks until it 
reaches the head; to establish a communications plan for all operational so that dangerous situations 
can be anticipated; before the fight define more than an escape route that everyone knows; to define a 
safety zone that can protect the operational in case of need. 
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In Brazil, fire retardants for forest fire prevention and suppression are seldom used. However, these 
products can be found in the market, and there are some records of their use. There are also many researches 
dealing with efficiency evaluations of retardants, using different methodologies. Thus, this research aims to 
present a standard protocol which can be used by different researchers and orient the professionals who use 
this type of product in their daily activities. This protocol derives from an improvement of a methodology for 
evaluating the efficiency of retardants, based on fire behavior analysis in tests carried out in the laboratory. 
The Effective Efficiency Index (IEE) can be used in different assessment scenarios. With the aid of a pre-
configured data processing worksheet, the IEE will facilitate the evaluation of fire retardants in laboratory, 
as well as to provide a way to compare different formulations and concentrations of many products available 
in the market. 
In addition, to refine the results and establish the level of approval, "classification criteria" were created, 
which provides a distinguished interpretation and allows the comparison of different retardants and 
concentrations, regardless of their "retardant" or “suppressor " effects (i.e. a retardant that provides only 
"retardant" effect in the laboratory does not necessarily means that it will be less effective than a product that 
provides a "fire suppressor" result). 
To develop the methodology, more than 1000 replicates were conducted in laboratory, using different fire 
retardants formulations, between 2006 and 2010. In 2018, for the improvement of the methodology (called 
IEE) and its validation, 250 replicates were conducted with different retardants, concentrations and densities, 
plus control (plain water). Results showed that the values of the efficiency indices resulting from the tests 
allows a good estimation of the action (or response) of the fire retardants in field conditions for forest fires 
control activities. 
 
Keywords: Fire retardant, forest fire, fire control, forest protection 
 
 
In Brazil, the use of long term chemical retardants in the control of forest fires is still incipient, 
occurring only in some private companies and in emergency situations from the federal government.  
Although fire retardants have been heavily used in many regions of the world, being considered a 
fundamental tool in fire control activities, in Brazil there is no regulations or legal provisions which 
establish criteria to evaluate such products, as well as standard procedures for their use.  This gap 
makes difficult the use of these products and restrains the refinement of the suppression techniques 
aimed to reduce the extension of damages and burned areas in the country. 
Fire retardants are chemical products that reduce or impede the fuel combustion, increasing the 
water efficiency in fire suppression activities (Ribeiro et al, 2006). Many researchers (Pastor, 2004; 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
 Advances in Forest Fire Research 2018 – Page 411 
 
Ribeiro et al., 2006; Ribeiro, 2006; Batista, 2008; Beutling et al, 2008; Vázquez, 2011; Vieira, 2011; 
Machado Filho et al, 2012; Canzian, 2013; Fiedler et al, 2015) have dedicated efforts performing 
laboratory and field tests in order to evaluate the effectiveness of retardants from different companies. 
The objective of this research was to improve a standard methodology to evaluate the efficiency of 
fire retardants in laboratory conditions, as a tool to help forest managers to take decisions when dealing 
with fire control activities. 
 
 
The proposed methodology included three steps, as follows: 
1 - Utilizes an adaptation of the Global Efficiency Index (Ie), proposed by Ribeiro et. al. (2006) 
– evaluation of the “retardant” effect, which describes the outcome of flames high and fire speed 
reduction, without extinguishing the fire front. 
2 - Utilizes a variable called “hammer effect” (EfM), which evaluates the retardant efficiency to 
suppress the fire front as soon as it reaches the area where the retardant was applied. This variable 
takes in account two factors: extinction time (TE) and the average penetration distance (P) of the fire 
in the retardant application area, both in percentage. The calculation of these two factors was based in 
the measured time and the dimension of the application area. 
3 - For the calculation of the "Effective Efficiency Index (IEE)", which establishes a relationship  
between (Ie) and (EfM), a multiplication factor called "result valorization" and a "scale adjustment" 
were used, in such way that "retardant" results never exceeds 70% in the (IEE) scale, and the results 
"Fire suppressor" can use the full scale range (from 0 to 100). 
In addition, to refine the results and establish the level of approval, "classification criteria" were 
created, which provides a distinguished interpretation and allows the comparison of different 
retardants and concentrations, regardless of their "retardant" or “suppressant " effects (i.e. a retardant 
that provides only "retardant" effect in the laboratory does not necessarily means that it will be less 
effective than a product that provides a "fire suppressant" result). Figure 1 show the flow chart 
designed to evaluate the (IEE). 
 
Figure 1 - Flow chart designed to evaluate the Effective Efficiency Index 
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Descriptively, a test-formulation (FTn) in certain concentration, is submitted to the efficiency 
evaluation procedure (TESTE) in a standard burning (QP), whose result could be a retardant (R) or a 
suppressing (S) effect. The IEE value was calculated according the two following conditions: 
a. When the effect is retardant (R): In this case, there is no suppressant effect and, 
consequently, the “hammer effect” (EfM) is zero. The index that evaluates the retardant 
potential of the product  is the (Ie), which analyses the product efficiency on the flames 








VPMC = Average rate of spread in plots treated with retardant; 
VPMS = Average rate of spread in plots without retardant; 
RVP = Rate of spread reduction; 
ri = Percentage of rate of spread reduction; 
HMCC = Average flames height in plots treated with retardant; 
HMCS = Average flames height in plots without retardant;  
RHC = Flame height reduction; 
hci = Percentage of flames height reduction; 
Ie = Efficiency index; 
 





%TE = Extinction time in percentage – it is the time for complete extinction of the fire front inside 
the area where the product was applied. It is based in a relationship between time intervals (in seconds) 
and a percentage value of efficiency loss for each 10 seconds of active fire front, i.e., that the fire front 
remains lit. 
%P = Penetration distance in percentage – refers to the distance traveled by the fire front inside the 
area where the product was applied. It is the relationship between the linear distance (in cm) and a 
percentage value of efficiency loss (for each centimeter travelled by the fire front inside the area, 1% 
efficiency loss is accounted). If P is equal to the total area length (which must be 100cm maximum), 
%P is equal to zero. 
An average (X) between the (Ie) and the (EfM) values should be calculated to help in the (FTn) 
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Based on the calculations presented before, the Effective Efficiency Index (IEE) is estimated, 
considering also: 
i. Utilization of coefficients α e β for adjusting the scale (rule) to the Classification 
Criteria, in order to enhance the suppressant values (EfM), and lower the 
retardant (Ie) values.  Those coefficients should be multiplied to the (Ie) and to 
the (EfM).   
ii. If the test result indicates a Retardant effect, the (IEE) will be the product of the 
(Ie) multiplied by the coefficient α. If the    (IEE) is higher than 50% the product 









α = 0,714285714285714... 
Obs: Ie = 70% is the lower value for a product be approved as a Retardant (70 * α = 50). 
β = 1,285714285714285... 
β = 1 + (1 - α) 
 
When the (IEE) is equal or higher than 70%, the product will be declared “Approved considering 
partially the exigencies (LIGHT GREEN) if the (IEE) is lower than (X), or “Approved considering all 
the exigencies (DARK GREEN) if the (IEE) is higher than (X) 
Summarizing, the Classification Criteria were established in the following way: 
i. Suppressant, with (IEE) higher than (X): Approved considering all the 
exigencies (DARK GREEEN); 
ii. Suppressant, with (IEE) lower than (X): Approved considering partially the 
exigencies (LIGHT GREEN); 
iii. Suppressant or Retardant, with 70>(IEE)>50: Approved with restrictions 
(YELLOW); 
iv. Suppressant or Retardant, with (IEE) lower than 50: “Reproved (RED); 
 
Additional comments: 
The laboratory test result “Approved considering all the exigencies” indicates a strong possibility 
that the fire retardant presents suppressing effects in field conditions. 
The (IEE) is very sensible to concentration and formulation variations, and directly dependent upon 
good laboratory practices (regarding the procedures related to the fuel bed assemblages, the product 
application, and the measurements made). For all those reasons, it needs a well trained professional 
for its execution. 
To develop the methodology, more than 1000 replicates were conducted in laboratory, using 
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of the methodology (called IEE) and its validation, 250 replicates were conducted with different 
retardants, concentrations and densities, plus control (plain water). Fire behavior data from the areas 
with and without retardants were stored and processed using the softwares Excel 2003 and Statgraphics 
Centurion XV. 
The IEE could be used in different scenarios and evaluations. Using a data processing customized 
platform, the IEE would make easier the retardant evaluation in laboratory environment. The IEE 
would be valuable also to compare different formulations and concentrations of the several products 
found in the market.     
 
The proposed laboratory conditions to carry out the burning tests are: 
a) Fuel bed dimensions: for the IEE methodology, the fuel bed size does not interfere in the results. 
However, considering favorable logistic questions, it is recommended fuel bed with 1.5m long, 0.75m 
wide, divided in 10cm intervals. The initial 10cm are reserve to the ignition (fire start), and the final 
10cm to the fire stopping; in the central area, the first 80cm are considered the area of free propagation 
(A.S – without product), and the following 50m are reserved to the application of the tested retardant, 
called application area (A.C – with product) (Figure 2). 
 
Figure 2 - Graphic representation of the laboratory fuel bed 
b) Successive burns: it is a succession of 5 replications of each treatment that should be burned 
sequentially in the same day.  
c) Time of burning: the burns should start after 10:00AM and, preferentially, not progress after 
4:00PM (in the proposed fuel beds dimensions the total time to carry out the 5 burns may not take 
more than 3 hours). 
d) Ideal environment: the tests should be carried out in laboratory environment, with exhaustion 
system, without the interference of external climatic conditions. The local must be closed, in order to 
maintain a minimum thermal and relative humidity variation and avoid wind interference. Laboratory 
doors and windows must be closed during the tests. Usually, the first burning tends to be slower, due 
to the lower temperature and higher relative humidity. Those conditions may change during the 
burnings. For this reason it is advisable to carry out calibration burns that would balance the laboratory 
environment. 
e) Fuel: the best combustible material is probably “tifton” hay, (it can be easily found in agriculture 
shops). The fuel must be stove dried at 80°C for at least 12 hours before utilization. Twenty four hours 
would be even better, because when stored in great volumes the process of drying is not homogeneous, 
interfering in the moisture content: 
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 i. The fuel load should be 1.0 kg.m2, evenly distributed over the fuel bed; 
 ii. The recommended thickness of the litter (hay) is 8.0 to 9.0 cm. Thickness lower than 7.0 cm 
increases the density and affects the product application.  Besides that, it interferes in the fire behavior; 
flames height is lower, and fire spread too slow; 
f) The recommended volume of the product to be tested is 0.5 l.m2, regardless the concentrations to 
be evaluated. 
g) Application equipment: a pressurized manual atomizer, of low operational cost, is recommended. 
It should permit evaluating characteristics like viscosity and density of the solution during the 
application. 
h) General procedure: the burning should be carried out the day after the fuel assemblage and 
product application. This is necessary to avoid the influence of water in the test result; in preliminary 
tests using only water the observed (IEE) was 9.8%. Thus, in the day before the burning, the following 
procedures should be observed: 
 i. Take the fuel (hay) out from the oven; 
 ii. The fuel is weighted and evenly distributed over the fuel bed; 
 iii. A sample of the oven dried fuel is taken, weighted, and placed in a tray to be weighted again 
in the next day, before the burning. It is recommended to weigth 5 trays to estimate the moisture 
increment from the fuel assemblage in the fuel beds up to the burning time.  
iv. The product (retardant) must be applied always the same way, according to the following 
sequence (position – direction): 
• left side – from the front line to the end zone; 
• end zone – from left to right; 
• right side – from the end zone to the front line; 
• midle – in zigzag from the right to the left, moving from the end zone to the front line; 
• during the application, in each position-direction, the product should be applied only once, 
up to the end of the passages. If a gap is detected, it could be covered later, with the 
remaining product in the atomizer (it is not advisable to go back to cover the gap before 
finishing the application, because it could fail short of product to cover the whole area).  
 
In order to exemplify the IEE application the efficiency of a fire retardant in concentrations of 5, 
10, 15 and 20% was carried out. The burnings were conducted in a fuel bed 1.48m long and 0.76cm 
wide. The measurements were made every 10.0cm of fire progress, in a total of 40 replications (10 for 
each concentration).  All fire behavior information was stored in the (IEE) data processing platform. 
The results of the retardant efficiency according to the used concentration are presented in Figure 3. 
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Figure 3 - Effective Efficiency Index (IEE) for the different concentrations of the fire retardant 
 
The analyzed fire retardant presented good efficiency, even in the concentration of 5%, 
reducing the flame height in 60.29% and the fire speed in 78.79%, with an (IEE) equal to 50.15%. In 
the 20% concentration, the (IEE) was 76.22%, corresponding to 84.46% reduction in the flame height 
and 90.39% reduction in the fire speed. Regarding the relationship “retardant  x suppressant”, only the 




The (IEE) is quite sensible to the efficiency variation of the retardants, and because it presents a 
finite scale (0 to 100%), makes possible the comparison of different products, as well as the efficiency 
rating due to different concentrations. 
The index allows the analysis of retardants efficiency along the time, i.e., several days after the 
application, what helps in the determination of how long the product maintains its efficiency. 
The IEE can be useful on the developing of different retardant formulations, tests of raw materials, 
and quality control.  
 
For direct attack to the fire, the 5% concentration of the tested retardant is recommended; 
For indirect attack or fire prevention, the 20% concentration is recommended. 
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Spotting distance of a firebrand lofted in flow is an important mechanism of fire spread in large scale fires 
such as forest fires. Many models have been developed to study the propagation of a firebrand, but only a 
few focused on analyzing the aerodynamic lift on firebrand trajectories. From the modelling perspective, it 
is important to ascertain the relative importance of the lift compared with the drag force. However, no such 
study has been reported. In this paper, simplified models are developed to illustrate the effects of the lift on 
the maximum potential propagation distances of rectangular-shaped firebrands. The effects are firstly 
demonstrated clearly for non-burning firebrands. The effects of size regression and mass loss on burning-
particle are then considered. A variable-thickness-burning model is developed to account for these effects. 
Two lift coefficient models, suitable for different Reynolds numbers, are considered. The results demonstrate 
that the lift force can have very significant effects on the firebrand trajectories. Using the high Reynolds 
number lift model, the spotting distance can be increased up to 14 times of the traveling distances calculated 
without the lift. Positive effects are found over whole ranges of parameters. On the other hand, when the low 
Reynolds number model is used, occasionally the lift can have very small negative effects, especially for the 
firebrands at large ambient flow velocities. By comparing with the results of variable-thickness-burning 
model, it is obtained that lift effects are sensitive to the inertia of a firebrand at small Reynolds and large flow 
velocity. Finally, for the parameters involved in this study, attempts are made to compare their importance to 
the effects of the lift. The main factor is found to be the ambient flow velocity which can significantly enhance 
or weaken the lift effects. Another main factor is the incident angle. The lift effects are strengthened at 
negative angles but weakened at positive ones. The lift effects are relatively weaker for higher particle 
density, whereas they are mostly independent of particle initial velocity. We conclude that the lift force has 
very significant effects on particle propagations, and should be considered in order to model extreme spotting 
distances. 
 
Keywords: firebrands, trajectory, aerodynamic lift, numerical models. 
 
 
Spotting ignition has been found to be a significant mechanism of fire spreads since at least the 
1960s (Tarifa et al, 1965). The flaming or glowing pieces of wood, branches, or charcoal etc., 
commonly called firebrands, are lofted by a fire plume and transported by wind to cause new ignition 
in large-scale fire. It has been shown that firebrands contribute to the spread of large-scale fires such 
as the 1666 London Fire, the 1871 Chicago Fire, the 1923 Tokyo Fire, the 2006 Iversen Fire, etc (Koo, 
2010). The short-distance spotting firebrands, such as barks, needles, leaves and small wood particles, 
can continuously keep the fire spreading, while the long-distance spots, such as glowing charcoal, may 
result in new spot ignition which is kilo meters ahead of the main fire. The latter also is the main cause 
that decreases the efficiency of forest fire prevention methods used nowadays, such as firebreaks and 
fire resistance barriers. Predicting the spotting of firebrands is considered one of the most difficult, yet 
important problems in the study of fire spread, since it involves a board range of physical processes 
including generation of firebrands, transport, and ignition of fuel at the landing position. To predict  
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firebrand transport, it requires the analyses of the aerodynamics and combustion of firebrands under 
various fluid and weather conditions, and the associated convective plume with different fire 
intensities. The present work focuses on the transport of firebrands, in particular the effects of 
aerodynamic lift. The mechanisms of the other two processes, i.e., the generation of firebrands and the 
potential ignition of fuel at the landing position, are not considered. 
In 1965, the transport of firebrands in combustion were firstly studied by Tarifa et al (Tarifa et al, 
1965). For burning particles tested in wind tunnels, including spherical and cylindrical shapes, the 
lifetime, the laws of variation of weight, and aerodynamic drag were determined as functions of time. 
Flight paths of firebrands were calculated for prescribed wind conditions. Parameters of particles, 
including initial shape, size, kind of wood and moisture content, were deduced in theoretical 
calculations. Models for the transport of spherical firebrands with convective plume were developed 
by Lee and Hellman in 1970 (Lee and Hellman, 1970). The trajectories of wood spheres in 
axisymmetric swirling convective plume were analysed and compared with Tarifa’s results. Similar 
paths but shorter spotting distances were found. Models of cylindrical firebrands released in a fire 
swirl were developed by Muraszew et al (Muraszew et al, 1977). The aerodynamic behaviours of 
cylindrical firebrands were modelled differently in three regions, and the rotation of particles were 
calculated. The density variation of the cylindrical firebrands was found to be exponential in time and 
the diameter regression rate. Basing on the work of Muraszew, the burning rates of various shapes 
were modelled by Albini (Albini, 1979). Diameter regression rate was determined as a constant (K = 
0.0064). A linear equation was developed to describe the change of terminal velocity due to the 
changes of the density and the diameter of falling flaming firebrands. Models of cylindrical firebrands 
lofted by torching trees were developed to predict the trajectories and maximum spotting distance. 
Further, he studied the transport of firebrands by line thermal and modelled the behaviour of a strong 
line thermal. 
Lift effects on the propagation of firebrands were firstly considered by Woycheese et al (1999). The 
maximum spotting distances of disk-shaped firebrands over Baum and McCaffrey plume were 
calculated. Constant angle of attack between disk and relative wind was assumed. The enhancement 
of firebrand propagation by the lift was observed. Besides, a large number of experiments were 
conducted by Woycheese et al to investigate the behaviour of lofted firebrands, including the 
trajectories of nonburning and combusting spheres, and wood brands of various geometries. However, 
the lift force was included in the integration of the aerodynamic trajectories of firebrands only in a few 
works (Himoto et al, 2005; Sardoy, 2007).  A transport model for a disk-shaped firebrand in 3D space 
was developed by Himoto, which was integrated alongside a Large Eddy Simulation of a buoyancy 
flow. In his work, the lift coefficient was calculated by an empirical formula valid at Reynolds numbers 
around 40000. Sardoy developed a numerical model for the transport of burning brands lofted in a 
crown fire. A combustion model was discussed in detail including the analyses of both pyrolysis rate 
and char oxidation rate. 
The above brief  review shows that the aerodynamic lift, as an important factor of particle transport, 
has been largely missing in the models for the motion of the firebrands. The research focused on the 
effect of aerodynamic lift force during particle propagations is especially scarce since the enhancement 
effects from lift on spotting was found by Woycheese et al. This paper focuses on using simplified 
models to highlight the effects of aerodynamic lift force on the motion of both non-burning and burning 
firebrands, in particular their relative importance compared with the drag force. The effects of a broad 
range of properties, including the Reynolds number, the ambient flow velocity, the particle initial 
velocity and the incident angle of particle relative to ambient flow, are investigated and compared with 
each other. Based on the maximum potential spotting distance determined, the lift effects are discussed 
in details.  
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In the transport phase of firebrands spotting phenomenon, a mathematical model for determining 
the trajectory and predicting the maximum potential spotting distance is developed. When the firebrand 
exits main fire region and then glides in a constant flow field, shown in Fig. 1, it is no longer affected 
by the plume from the main fire but supported by aerodynamic drag and lift forces. The coordinate 
system can be simplified into two-dimensional with the assumptions that a rectangular-shaped 
firebrand obeys axisymmetric aerodynamic behaviours during propagation. 
 
Figure 1 - Schematic representation of the transport model of a disk-shaped firebrand in the flow field. 
Vf, Vflow and VR indicate the velocity of firebrands, ambient flow velocity due to wind, and the 
relative velocity between disk and air flow, respectively. The angle of attack is denoted by, α, which 
is the angle between disk and relative velocity, whereas the incident angle, φ, indicates the angle 
between the disk and the horizontal direction. The direction vectors f and n represent the directions 
along the firebrand and the direction of lift force respectively. 
This numerical model is based on the following assumptions: 
1) This work focuses on determining the trajectories of firebrands in the transport phase of the 
spotting phenomenon of firebrands. The particle is assumed to have already exited the main 
fire zone and is released from 100 m above ground in air. The plume due to the forest fire in 
main fire zone is not concluded, and the ambient flow field due to wind is assumed to be 
constant in each testing cases but a board range of flow velocities are tested. 
2) Firebrands are idealized as rectangular-shape disks with aspect ratio 1.6, and it is assumed that 
the orientation of the disk remains the same during the propagation. That is, the rotation and  
vibrations of the firebrand, such as tumbling and wobbling, are neglected.  
3) As a simplified model to determine maximum spotting distance of firebrands, the aerodynamic 
effects of combustion on firebrands are beyond the scope of this paper. These include the 
effects on aerodynamic lift and drag coefficients due to flaming, which are neglected. 
According to the study by Tse and Fernande-Pello (Tse and Fernandez-Pello, 1998), the surface 
reaction of burning particles were enhanced at high Reynolds number and were not susceptible 
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to be extinguished. The situation of flame extinction is thus not considered. The life time of a 
burning particle is determined based on size regression and mass loss rate. 
4) It is assumed that the brands hold the shapes unchanged in combustion. Two models of burning 
particles have been used based on different assumptions on the changes of particle thickness in 
combustion. In the first one the thickness is assumed to be constant (Anthenien et al, 2006), 
whereas in the other it is variable over time and is calculated basing on the burning constant. 
5) This work aims to obtain the trajectory and the maximum sporting distance of firebrand by 
considering limiting cases. The upper bonds of the parameter in this study are, for ambient flow 
velocity, 10 m/s, for density, 950 kg/m3, and for initial particle velocity, 1.0 m/s. 
 
Aerodynamic forces exerted on the disk-shaped firebrand transporting in flow include the drag 
force, FD, the lift force, FL, and the gravity combined with buoyancy, FG + FB, as shown in Fig. 1. The 
net force on the firebrand thus can be expressed as 
 
where FD and FL indicate the aerodynamic drag and lift forces respectively. The virtual mass force 
and the time-history effects (Yin et al, 2003) are both neglected. In terms of the relative velocity, VR, 
and the vector along the firebrand, f,  the lift force can be expressed as VR · f. Taking into account the 
fact that the agnle of attak isin the range of [-90°, 90°], the direction vecotor of the lift force, n, points 
in the same direction as the following vector:  
 
The movment in the third direction is negelcted. The full expression of n can be presented based on 
the incident angle, φ, shown as: 
 
where the sign of the first term on the right hand side characterises the direction of n. Meanwhile, 
the angle of attack, α, can be calculated based on both vectors, as follows: 
 
Note that both the drag and lift forces will be zero if the relative velocity is parallel to the direction 
of the disk (when α = 0°), due to the relatively small thicknesses of the firebrands tested. Finally, the 
aerodynamic drag and lift forces extered on the firebrand then can be expressed as  
 
 
where A is the objective area of the firebrand. CD and CL, respectively, denote the aerodynamic 
coeffcients of drag and lift. Considering the range of Reyonlds number can be as large as 2 × 105, 
different aerodynamic coeffcients have been used to check the sensitivity of the calculations. For 
relatively low Reynolds number, Re < 103, the formular given in Zastawny et al (Zastawny et al, 2012), 
are used: 
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Meanwhlie, the aerodynamic drag and lift coeffcients for higher Reynolds number, up to 2 × 105, 
was determined by Ortiz et al (Ortiz et al, 2015). The comparison with Zastawny’s data showed that 
the drag coeffcients showed similar trends with increasing angle of attack although with slightly 





where the constants a, b, c and d are given as 0.02829, 0.04068, 0.37165 and 0.68864 respectively. 
For the lift coefficient, the constants e, f, g, h, k and n are 0.03125, 0.01097, 0.68219, 6.711×105, 
0.00632 and 1.1113.  
 
Trajectories of the firebrands are determined from Newton’s second law of motion, shown here as: 
 
The equation above can be resolved, respectively, in the x- and y-directions as: 
 
 
A range of initial velocities is tested to determine the effects of particle initial velocity on spotting 
distance. The vertical component of the initial velocity is set as zero. 
 
Two simplified combustion models, based on different assumptions on the behaviours of the 
thickness of the firebrands, are used to simulate the size regression rate and mass loss rate of the disks 
outside of the main fire zone. Since no published experimental data are available for the burning of 
rectangular-shaped disks, the most relevant calculations are found from Tarifa et al (1965), where the 
burning behaviours of spherical-shaped disks were presented in terms of the burning constant and the 
‘d-squared law’, which can be written as: 
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where β is the dimensionless burning constant and Deff denotes the effective mass diameter of 
firebrands. Further, the modified burning constant was derived by Williams (Williams, 1985) as a 
function of the Reynolds number and the Prandtl number, shown below: 
 
where the value of β0 has been found to be 1.8 × 10-7. With the assumption that the thickness of the 
disk is constant, the proposed mass loss rate based the derivations above can be found from Anthenien 
et al (Anthenien et al, 2006) as: 
 
On the other hand, if we consider the change of thickness in combustion, the equation of the size 
regression rate can be derived as: 
 
Although the geometry utilised in this model is a rectangular-shaped disk, other than the spherical 




Over 4122 cases from 72 sets of simulations are investigated in this work to determine the lift effects 
on the firebrand for various working parameters, including the ambient flow velocity, the particle 
initial velocity, the incident angle and the density of firebrands. The maximum spotting distance of 
each brand, released from 100 m in height, is determined by its horizontal displacement once it hits 
the ground. Meanwhile, the position and the velocity of the tested firebrand as function of time are 
calculated from the equations of motion discussed above. The initial dimension of the tested firebrand 
is set as 80 mm × 50 mm × 5 mm based on the data of real firebrands found from Oakland Hill Fire 
(Koo, 2010). The tested range of wind speed is [0, 10] (m/s) ( ≈ 22.4 mph), the initial velocities of the 
firebrands are in the interval [0, 1] (m/s) and the range of the incident angle is [-90°, 90°]. Considering 
the various possible wood species in real forest fire, a broad range of density is used, from 250 kg/m3, 
typical of wood charcoal, to 950 kg/m3, typical of satinwood. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
Advances in Forest Fire Research 2018 – Page 424  
 
 
Figure 2 - Trajectories of firebrands at various incident angles with ambient wind velocity of 10 m/s. 
Fig. 2 presents an example of the trajectories of the firebrand at various incident angles with Vflow 
= 10 m/s. It can be seen that the spotting distance and trajectory of a firebrand are highly dependent 
on the incident angle. The peak spotting distance occurs at the incident angle -15°, which is a common 
feature covering most cases, except for non-burning firebrands and burning firebrands with constant 
thickness, where the peaks are found at -30°. The ‘lift-up’, up to 2m, can be found at the early stage of 
propagation for all cases of negative incident angle. This behaviour is because the resultant force on 
upward direction is greater than the gravity, which quickly decreases with the change of angle of attack 
due to the increasing velocities on both directions. 
 
A dimensionless ‘Glide ratio’ is used to describe and compare the spotting distance for each tested 
firebrand. The Glide ratio is the ratio of horizontal displacement over vertical displacement at the 
firebrand’s landing. As shown in Table 1, a broad range of Glide ratios are found, from about 0 to 
6.091. Very similar results are obtained from the non-burning and constant-thickness-burning models. 
This is because of the very small value of area regression rate in constant-thickness-model, which is 
around 7 × 10-6 m2/s when Re is around 1 × 105. Little change of firebrand’s propagation is observed 
due to such small size change. However, enhanced propagation distances are found for the variable-
thickness-burning models, which average about 0.01 larger with the large Reynolds number models 
and 0.134 larger with the small Reynolds number model. It proves that the considerations of thickness 
change can have significant impact on the calculations of firebrands propagations, especially for the 
cases with moderate Reynolds numbers.  
More importantly, the very significant effects of aerodynamic lift on firebrands propagation are 
demonstrated by the results in the table, that the lift force can drastically increase the propagation 
distances of the firebrands with or without combustion, for different Reynolds numbers. The increase 
in GR can be as large as 3.845 (171.19%), as is shown in the 4th column of the table, which means 
384.5 meters further in horizontal displacement for a firebrand falling from 100 meters in height.  The 
vertical falling speed of a firebrand is decreased by lift force while the horizontal speed is increased, 
which result in the firebrands having not only larger horizontal speed but also longer flight time. 
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Furthermore, it can be observed that the positive lift effects are increased in the variable-thickness-
burning model. For a burning firebrand, although the magnitude of lift force is reduced due to area 
regression, the lose of weight creates a chance to glide further. However, it is also found that lift force 
has negative effects on propagations when the lift formula for lower Reynolds number is used, shown 
with the negative values highlighted in blue in Table 1. This is due to the combination of two effects. 
Firstly, stronger effects from the drag force are found for smaller Reynolds numbers (smaller 
coefficient of lift comparing to drag). Secondly, the change of angle of attack due to the increases in 
velocities is more sensitive (the direction of the lift force could quickly change from pointing upward 
to pointing downward), resulting in longer flight time when the lift is absence even though velocities 
are smaller. 
Table 1 - Maximum Glide ratios of tested firebrands with different variables 
Independent 
Variables 
Max Glide Ratio (GR = horizontal displacement / vertical displacement) 
Large Reynolds Number Model Small Reynolds Number Model 
Lift + Drag Drag only Lift effect Lift + Drag Drag only Lift effect 
 Non-burning firebrands  
Flow velocity, Vflow & 
Incident angle, φ 
6.078 2.269 3.809 4.062 4.095 -0.033 
Flow velocity, Vflow & 
Initial velocity, Vf,0 
6.078 2.250 3.828 4.062 4.009 -0.053 
Flow velocity, Vflow & 
Density, ρ 
6.078 2.246 3.832 4.062 4.006 0.056 
Incident angle, φ & 
Initial velocity, Vf,0 
2.430 0.019 2.411 0.919 0.026 0.893 
Incident angle, φ & 
Density, ρ 
2.379 < 0.001 2.379 0.904 < 0.001 0.904 
Density, ρ & 
Initial velocity, Vf,0 
2.430 0.014 2.416 0.173 < 0.001 0.173 
 Burning firebrands (constant thickness)  
Flow velocity, Vflow & 
Incident angle, φ 
6.078 2.269 3.809 4.062 4.095 -0.033 
Flow velocity, Vflow & 
Initial velocity, Vf,0 
6.078 2.250 3.828 4.062 4.009 -0.053 
Flow velocity, Vflow & 
Density, ρ 
6.078 2.246 3.832 4.062 4.006 0.056 
Incident angle, φ & 
Initial velocity, Vf,0 
2.430 0.019 2.411 0.919 0.026 0.893 
Incident angle, φ & 
Density, ρ 
2.379 < 0.001 2.379 0.904 < 0.001 0.904 
Density, ρ & 
Initial velocity, Vf,0 
2.430 0.014 2.416 0.173 < 0.001 0.173 
 Burning firebrands (variable thickness)  
Flow velocity, Vflow & 
Incident angle, φ 
6.091 2.269 3.822 4.101 4.114 -0.013 
Flow velocity, Vflow & 
Initial velocity, Vf,0 
6.091 2.250 3.841  4.101 4.026 -0.075 
Flow velocity, Vflow & 
Density, ρ 
6.091 2.246 3.845 4.101 4.023 -0.078 
Incident angle, φ & 
Initial velocity, Vf,0 
2.431 0.019 2.412 1.254 0.022 1.232 
Incident angle, φ & 
Density, ρ 
2.381 < 0.001 2.381 1.221 < 0.001 1.221 
Density, ρ & 
Initial velocity, Vf,0 
2.431 0.014 2.417 0.207 0.008 0.199 
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Firebrands transport is a complex proceedure combining both aerodynamic and combustion 
behaviours. Without considering the effects of combustion, the control parameters can be simplified 
into four: ambient flow velocity, initial particle velocity, density and incident angle. Building on the 
results presented in the previous section, the effects of these parameters are further investigated. Due 
to the limited space in this paper, the discussions focus on the trajectories from the variable-thickness-
burning model with large Reynolds numbers, shown in Fig. 3. 
 
Figure 3 - Contour plots of lift effects of non-burning firebrands with various parameters. 
Fig. 3 presents the contour plots for the differences in horizontal displacements for firebrands 
calculated with and without lift force, as functions of different parameters. Apart from the independent 
variables in each figure, the values for the other two parameters are given in Table 2. A complex 
dependence on the flow velocity and the incident angle can be observed in Fig. 3a, which shows the 
difference in the displacement is highly dependent on the incident angle, especially when it falls in the 
interval [-30°, 30°]. The propagations of firebrands are very sensitive to the incident angle and are 
increased for negative incident angles. With the increasing inertia due to larger density of a firebrand, 
the effects of the lift become more independent of the flow velocity, shown in Fig. 3b. However, it is 
clear that the effects of the lift depends more strongly on the flow velocity than the initial velocity, as 
is shown in Fig. 3c, and the latter in turn has stronger effects than the density, which can be observed 
from Fig. 3d. Above all, the incident angle has the most important effects. Apart from negative incident 
angles, large flow velocity and small firebrands density also enhance the lift effects on propagations.  
 
Table 2 - Testing values of control parameters. 
Control Parameters Testing values 
Flow velocity, Vflow 10 m/s 
Incident angle, φ -15 ° 
Initial velocity, Vf,0 1.0 m/s 
Density 250 kg/m3 
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Based on the above discussion, the effects of the ambient flow velocity and the incident angle 
deserve further investigation. The left panel of Fig. 4 shows the ratio between the horizontal 
displacements of the particle modelled with or without the lift force, calculated by the large Reynolds 
number model coupled with the variable-thickness burning model. It can be found that the result 
depends strongly on the incident angle. The lift increases the travel distances when the incident angle 
is negative (meaning the disk is tilted forward). The ratio peaks at an incident angle around -15°. The 
peak value reaches up to 14 for small wind speed . It decreases to around 3 when the flow velocity is 
increased to 10 m/s. Even though the ratio decreases with the wind speed, the right panel in Fig. 4 
shows that the absolute difference actually increases with the latter for incident angle between -30° 
and 0°, while it decreases between -90° and -30°. Thus, at large Re, the lift force has the potential to 
significantly increase the modelled propagation distances.  
 




The trajectories of both non-burning and burning firebrands are determined for three simplified 
models. A burning model is investigated where the variation of the thickness of the firebrand during 
combustion is considered. Parametric studies are performed to determine the effects of aerodynamic 
lift force. The maximum potential spotting distances at various parameters are calculated and 
expressed in terms of the Glide Ratios. The importance of the parameters involved, including Reynolds 
number, ambient flow velocity, incident angle, particle initial velocity and density of firebrand, are 
obtained and compared with each other.  
It is found that the lift force has very significant effects on firebrand propagations. At large 
Reynolds numbers, the maximum spotting distance can be increased by up to 170% by the lift force 
for a firebrand released from 100 m in height. The lift effect strongly depends on incident angle. The 
peak value of the ratio between horizontal displacement with or without lift is found at -15° with a 14 
times increase. The results highlight the importance of the aerodynamic lift force, and suggest that it 
should be included in order to estimate extreme spotting distances. 
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Experimental characterization and analysis on fire whirls using forest 
fuels 
Cláudia Pinto*; Jorge Raposo; Domingos Xavier Viegas 




During a forest fire the formation of fire whirls can be observed but their characteristics and evolution are 
still difficult to predict. Due to the high thermal energy released, fire whirls can become a danger to 
firefighters and are, by their complexity and dangerousness, a way of extreme fire behavior that is poorly 
understood. 
This work presents a study on the formation of fire whirls with vertical axis on wildfires at laboratory 
scale that analyses the influence of the variation of the following parameters: fuel load, density, fuel 
configuration, imposition of forced flow with different velocities through the use of fans. Comprehensive 
measurements were performed in order to establish correlations of the burning rate, heat release rate, flame 
height, temperature and velocity of fire whirls, and to clarify the similarities and differences between a fire 
whirl and a ‘normal’ fire, i.e., one in which vortex formation is not observed. Fire whirl experiments were 
performed in a vertical channel with a quadrangular section of 1×1 m2 with a height of 7.8 m, the fire whirl 
generator, using dried shrubs, which is a fuel mainly composed by heather (Erica australis) and gorse 
(Pterospartum tridentatum) quite common in forested areas in Central Portugal and in several Mediterranean 
climate regions.  
Given the transient nature of the experiments relationships between time correlated parameters or with 
average or extreme values were established. Comparison with similar experiments showed that the properties 
of the flames generated with the present configuration of the fire whirl generator are similar to fire whirls 
produced in other laboratory studies and with full scale fire whirls. The maximum heat release power was of 
the order of 1 MW which is higher than the reported values for similar laboratory tests. The results show that 
forced flow increases dramatically the burning rate and reduces the time needed to achieve a high rate of 
energy release. On the other hand, from a certain value of forced flow it is observed that the values of the 
burning rate and flame height decrease, thus existing a critical wind velocity for optimal fire whirl 
development. Comparison with results of other sources show that the flames that are generated in the present 
fire whirl generator are in a transition from fire whirl to pool fire regime and that it is possible to scale up 
some flow and thermal properties of field scale fire whirls and to derive predictive models on the basis of 
laboratory scale experiments. 
  
Keywords: Fire whirl, Extreme fire behavior, Forest fires, Forest fuels, Burning rates, Fire safety 
 
 
In certain circumstances, fires can cause great destruction and endanger the population and those 
who fight them, particularly in situations where the fire spreads under extreme conditions due to 
weather, fuel or topographical factors, which are likely to potentiate accidents (Viegas et al., 2017). 
Under these conditions fires with strong vorticity phenomena, associated to rapidly changing fire 
spread properties, as in the case of fire whirls, are among the most dangerous and difficult to control. 
We consider a fire whirl a vertical axis flow structure having a rotating flame in its core that can release 
very high amounts of energy and produce intense spotting. 
As the amount of energy produced at laboratory scale vortices is small compared to those in 
wildland fires the scale up of results is of great importance when attempting to apply information from 
small-scale experiments to full-scale fire whirls. Several authors have examined this problem (see e.g 
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Kwuana et al., 2011 and Kwuana et al., 2013), but no universal scaling parameters exist for air intake 
velocity, burning rate, flame base size, etc 
The types of fuels used to conduct experimental studies are mostly liquid and gaseous, and it is 
therefore important to approach the study of fire whirls behavior through the use of forest fuels (Pinto 
et al., 2017). 
The influence of the lateral wind velocity was studied by Kuwana et al. (2008) and a scaling law 
that predicts the critical wind velocity at which the most intense fire whirl was generated was 
developed and validated. It was observed too that in actual mass fires the occurrence of fire whirls is 
time-dependent, in contrast to well controlled small-scale laboratory experiments, but this finding was 
not explored. 
The present work aims contributing to a better understanding on the formation of fire whirls and 
characterization of this phenomenon through the continuation of the previous work (Pinto et al., 2017). 
Comparison with results from other laboratory scale experiments and full size fire whirls and pool 




The tests were performed at Laboratory for Forest Fire Studies (LEIF) in the Fire Whirl Generator 
(FWG) apparatus (Pinto et al., 2017) consisting of a vertical channel with a quadrangular section of 
1×1 m2 with a height of 6 m with two sides made of tempered glass and the other two made of steel 
sheet. The base of the FWG has a section of 2×2 m2 and 1.8 m height tapering to the 1×1 m2 section 
of the main channel section that is open at the top (see Figure 1). Each corner of the channel has a 
vertical opening 10 cm wide to induce tangential air entrainment. Inside the base of FWG there is a 
platform of 1×1 m2 covered by ceramic tiles to support the fuel container. A set of four axial fans 
Rosenberg DR 630-4.6LA was attached to the base of the FWG to induce a tangential flow to create a 
forced vortex inside the combustion chamber. In the present experiments the inlet velocities, vi, value 
in the range from 0 m/s until 5 m/s were used. The fuel containers were made of a metallic grid welded 
to form a cylinder open on the top and five different containers with 0.350 m, 0.500 m, 0.800 m and 
1.120 m diameter were used. The solid porous fuel used consisted of dried shrubs, mainly composed 
by heather (Erica australis) and gorse (Pterospartum tridentatum) quite common in forested areas in 
Central Portugal and in several Mediterranean climate regions. The fuel in the container was placed 
on the plate inside the FWG, the ignition was initiated along the perimeter basis of the container using 
a gas burner and the fan frequency was tuned in order to achieve the desired flow velocity. The tests 
were made assuring the same conditions of ambient temperature and preparation methodology. In these 
tests the fuel load was 4 kg (dry mass) for all fuels. 
The mass loss values were recorded directly to an Excel sheet with a time interval of one second, 
by RSKey v.1.40 software, using a laptop connected to the electronic scale. The velocities were 
measured using four Pitot tubes type S, two of them measuring the radial direction flow velocity (one 
at 2.70m height and the other at 4.20m height) and the other two measuring the tangential direction 
flow velocity, at the same heights. All measuring points were located 10 cm from the axis of the 
vertical channel. Temperatures were measured using four thermocouples type K placed in the same 
locations of the Pitot tubes. A data acquisition system (LabVIEW software and National Instruments 
hardware) was used to register the values of temperature and airflow velocity during the experiments. 
Two cameras were used for recording images: a Sony high definition video camera and a Cannon 
photographic high performance digital camera. The video camera was always in the same place and 
the recorded images were used to measure flame diameter and flame height. 
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The use of natural forest fuels, namely shrubs, makes the study and visualization of the fire whirls 
more realistic and similar to fire whirls produced in forest fires. The amount of heat released, the mass 
loss rate, the flame height and diameter, the velocities and temperature change in the course of time as 
the mass loss rate is not constant during each test as can be observed in Figure 2a. Therefore, time 
dependent phenomena can be studied in these experiments and the variation of one parameter with 
another one can be checked using either instantaneous, average or the maximum values of the relevant 
parameters. Assuming that the behavior is quasi static correlations between time dependent variables 
can be made in a single test for a range of values of the relevant parameters (e.g., see Figure 2b).  
For some parameters the maximum value was not well defined; in these cases, the average of five 
higher values in the test was considered as the maximum value. The maximum values of the parameters 
analysed here are higher than those obtained in similar size tests performed with liquid fuels, as for 
example, in our study heat power released by these fire whirls is higher than 1 MW (see Table 2 of 
(Pinto et al., 2017)) in comparison with 600kW from fire whirls produced with liquid fuels by Lei et 
al. (2011) for containers with 500 mm diameter in both studies. 
 
The burning rates of fire whirls depend on diameter of the container, dc, similarly to those of general 
pool fires, but with a much higher increasing rate versus the diameter of the container. As can be seen 
in Figures. 2a and 2b, larger diameter containers, dc, correspond to higher values of mass loss rate, ṁ, 
and lower values of burning duration. These results are in agreement with other author's studies (Lei 
et al., 2011 and Martin et al., 1976). 
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Figure 2 - (a) burning rate variation for different diameter containers (dc) as a function of time; b) maximum mass 
loss rate (ṁM) as a function of diameter containers 
Following the previous work (Pinto et al., 2017), in the present study the potential of the FWG was 
explored to extend the range of parameters (burning rate, heat release rate and flame height) tested 
through the use of other sensors, Pitot tubes and thermocouples, to analyse the flow and temperature, 
respectively. As the repetition of tests in other conditions yielded similar results we will present the 
results of only one test. The test was performed with no forced flow and using the container with 500 
mm diameter. Figures 3a and 3b show the temperatures, T, the velocities, U, and the mass loss rate, 
ṁ, as a function of time. It can be observed that like in Figure 2a the behavior of these parameters are 
time dependent in which temperatures, velocities and fuel mass loss rates are initially low and constant, 
since they coincide with the initial combustion of the shrubs, when the formation of the fire whirl has 
not yet occurred; the formation and development of the fire whirl starts from approximately 50 seconds 
after ignition, causing the increase of temperatures, velocity values and mass loss rate up to the peak; 
finally the values decrease until the fire whirl extinguishes. The values of the velocity remain non-null 
and constant after 300 seconds, at values of approximately 1.5 m/s, due to the heat released by the non-
flaming residual combustion of shrubs.  
The values of fuel mass loss rate and velocity were acquired at the same time instants and so can 
be related to each other, as shown in Figure 3c. It is interesting to notice the story of the fire whirl 
which can be divided in three phases: 1) formation and development for ?̇? between 0 and 40 g.s-1 and 
rising U from the still condition (lower branch of the curve), 2) maximum development for ?̇? ≈ 40 g/s 
and 𝑈 ≈ 7 − 8 m/s (right upper corner of the curve), and 3) for decreasing ?̇? and 𝑈 (upper branch of 
the curve). 
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Figure 3 - Temperature, flow velocities and fuel mass loss rate measurements for different heights (Z = 2.70 m and Z 
= 4.20 m): (a) temperature in function of time; b) velocity and mass loss rate in function of time; c) velocity as a 
function of mass loss rate for the 4.20 m height Pitot tube  
The experimental results of the tests with forced flow, vi, were compared with other tests in similar 
conditions in terms of fuel load with no forced flow (vi = 0 m.s-1). It was possible to evaluate the 
positive effect of vorticity on several parameters like flame height, LM, mass burning rate and fire 
intensity. The results show that forced flow increases dramatically the burning rate and reduces the 
time needed to achieve high values of energy release. In Figures 4a and 4b the maximum value of mass 
loss rate increases generally with the forced flow velocity, at the same time the average flame height 
increases a little (+11%) and the average flame diameter, dm, decreases significantly (−33%). On the 
other hand, it is observed that there is a value of forced flow for which the flame height reaches its 
maximum (for vi = 2.74 m.s-1), decreasing for higher values of forced flow, meaning that fire whirls 
formation and development can be dependent of the amount of air entrainment or the ambient vorticity. 
This effect must be studied more carefully as it may be an indication of the existence of either a change 
of regime in the fire whirls development. 
a) b) 
 
Figure 4 - Results for several air forced flow: (a) maximum values of mass loss rate; b) maximum values of height 
flame and diameter flame of fire whirl 
 
Using the present research, a relationship between the maximum flame height, LM, and the size of 
the fuel bed, dc, is proposed given by: 
 
Photos or video images of fire whirls can be used to obtain data on the two parameters that are used 
in Equation 1. Provided that there is some scale factor to assess vertical and horizontal dimensions and 
assuming that the flaming area at the base of the fire whirl – that is usually a circle – can be assimilated 
to the fuel bed or fuel container of the laboratory experiments we can use Equation 1 to estimate the 
properties of real scale fire whirls based on laboratory scale experiments.  
 𝐿𝑀 = 𝑎5𝑑𝑐
𝑏5               (Eq. 1) 
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Our results together with those found in the literature are shown in Figure 5. The numbering used 
in Figure 5 is described in Table 1. Comparison with similar experiments showed that the properties 
of the flames generated with the FWG are similar to fire whirls produced in other laboratory studies. 
Our tests show that there is a transition from fire whirl to pool fire regime. Results from our tests with 
no forced flow and with forced flow (fire whirls) are presented with numbers 1 and 3, respectively. 
Results from fire whirls with liquid fuel (heptane) obtained by other authors are shown in this figure 
and fitted by curves 4 and 5; results from pool fires also with heptane are fitted by curves 6 and 7, and 
results from real fire whirls are shown by curve 9. Our results are in the middle of this range and seem 
to be in a transition between small laboratory scale tests and large scale field tests. 
 
Figure 5 - Results of different studies of maximum flame height (LM) versus diameter of containers or the diameter of 
the base of the fire whirls. The sources of data that are indicated by a number are given in Table 1. 
 




In the present laboratory study medium-scale fire whirls were investigated. The major results are 
summarized as follows: 
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• The parameters analysed change in the course of time as the mass loss is not constant during 
each test due to the use of natural fuels. 
• The maximum values of the parameters analysed here are higher than those obtained in 
similar size tests performed with liquid fuels, as for example, heat power released by these 
fire whirls is higher than 1 MW in comparison with 600kW from fire whirls produced with 
liquid fuels. 
• The burning rates of fire whirls depend on diameter of the container similarly to those of 
general pool fires, but with a much higher increasing rate versus the diameter of the 
container.  
• The instantaneous values of fuel mass loss rate and flow velocity can be related to each 
other and it is possible to identify the process of formation and development of the fire whirl. 
• The maximum value of mass loss rate and the average flame height increase generally with 
the forced flow velocity (+11%).  On the other hand, the average flame diameter decreases 
significantly (−33%) with flow velocity. 
• Our tests show that there is a transition from fire whirl to pool fire regime. 
• Comparison with similar experiments showed that the properties of the flames generated 
with the FWG are similar to fire whirls produced in other laboratory studies and with full 
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This study aims to improve the knowledge on the combustion of Maquis shrubland for providing scientific 
bases for landscape management. The combustion dynamics of natural and isolated shrub was investigated. 
A typical shrub of Mediterranean vegetation, rockrose (cistus monspeliensis), was considered. This work was 
conducted in two steps. A structural characterization of shrubs of rockrose was firstly performed. The masses 
of the different class of particles composing the shrub, classified by range of thickness, were determined. 
Attention was paid to the composition of the crown and particularly to the thin particles (leaves, 0-2 mm 
diameter, more than 2 mm of diameter), which participate the most in the combustion process. The average 
mass distribution of these classes of particles along the height as well as their mass proportion in the crown 
were obtained. Then, the combustion dynamics of shrubs of rockrose was studied experimentally. Fire 
experiments were carried out with a Large Scale Heat Release apparatus which allows the measurement of 
the Heat Release Rate based on oxygen consumption principle. Two sets of two radiant panels were used to 
preheat and perform the ignition of the vegetation. The combustion study was based on the flammability 
criteria previously defined in the literature. The four criteria composing the flammability (ignitability, 
sustainability, combustibility and consumability) and their associated measurable parameters were 
investigated distinctively. New measurable parameters were proposed to study the combustibility and 
consumability. The study highlighted the influence of the moisture content and the ignition position on the 
parameters associated to the four criteria. Finally, the flammability was investigated as the combination of 
these criteria. A principal component statistical analysis was performed that revealed the relationships 
between the studied parameters. This analysis highlighted the presence of four flammability regimes 
depending on the position of ignition, time to ignition and the proportion of the thin particles within the 
crown. 
 
Keywords: Wildland fire, calorimetry, flammability, vegetation characterization 
 
 
Different landscape managements are set-up to reduce the intensity and the impact of wildland fires. 
The treatment of these vegetation areas is based on the reduction of the amount of fuel at the ground 
level. However, the related practices are mainly performed from empirical knowledge and a 
quantitative approach relying on physical quantities is required by managers. Some experimental 
(Morvan and Dupuy 2004; Cruz et al. 2011) and numerical works have been devoted to the 
understanding of the combustion of shrubland but there remains a lack in measurement of physical 
quantities like the heat release rate to clearly understand their burning. More particularly the study of 
the combustion of isolated shrubs was poorly investigated (Tachajapong et al. 2014; Li et al. 2017). 
The influence of the Moisture content (MC) on the combustion dynamics was observed for Natural 
Douglas fir (Babrauskas 2006; Mell et al. 2009). A decrease of the effective heat of combustion was 
observed with an increase of MC. The effects of the ignition method, MC and bulk density on the rate 
of spread were studied for reconstructed chamise (Tachajapong et al. 2014; Li et al. 2017). An increase 
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of the rate of spread within the crown was highlighted with increasing of bulk density or the decreasing 
MC. 
In order to study the combustion dynamics of vegetative fuels, Anderson (Anderson 1970) 
introduced the flammability, which corresponds to the ability of vegetation to burn. The flammability 
was defined as a combination of three criteria: the ignitability, sustainability and combustibility. The 
ignitability is the capability of a material of being ignited. The sustainability represents how well the 
fire continues to burn once ignited. The combustibility is the intensity with which a fire burns. Martin 
et al. (Martin et al. 1993) added a fourth criterion to the flammability. The consumability corresponds 
to the mass of vegetation consumed during the combustion. Generally, the studies on the flammability 
focus on few criteria but they rarely consider all of them. Some physical quantities were used to 
characterize these four criteria. Thus, ignitability is usually studied with the time to ignition (Anderson 
1970; Guijarro et al. 2002; Ganteaume et al. 2011). Sustainability is described by the flame duration 
(Plucinski and Catchpole 2001; Ganteaume et al. 2011). The flame temperature (Ganteaume et al. 
2011; Santana and Marrs 2014), the flame height (Behm et al. 2004; Santana and Marrs 2014) and the 
rate of the fire spread (Guijarro et al. 2002; Ganteaume et al. 2011) are used to study the combustibility. 
Finally, the consumability is associated to the fuel consumption ratio (Guijarro et al. 2002; Santana 
and Marrs 2014) or the mass loss rate (Fonda et al. 1998; Santana and Marrs 2014). Various factors 
affect the parameters related to these criteria but the MC is the most influencing one. The increase of 
the time to ignition was observed with increasing MC (Weise et al. 2005; Pickett et al. 2010). 
Conversely, the decrease of consumption ratio (Dahale et al. 2013; Santana and Marrs 2014) and heat 
released (Babrauskas 2006) were observed with increasing MC. Furthermore, an increase in the 
proportion of thin particles, which participate actively in the combustion (Tihay et al. 2014; Barboni 
et al. 2017), lead to increases both the consumption ratio (Burrows 2001) and the heat released (Behm 
et al. 2004). 
In this paper, the flammability of shrubs of rockrose (cistus monspeliensis) was investigated. A 
characterization of the distribution of the thin particles was performed to identify the potential mass of 
fuel involved during the flaming combustion processes. A particular attention was paid to the 
composition of the crown which is mainly composed of leaves and small diameter twigs. Experiments 
were then carried out on 41 shrubs to assess their flammability. The criteria introduced by Anderson 
(Anderson 1970) and Martin et al. (Martin et al. 1993) were first studied independently. The 
flammability was then considered as the combination of the four criteria through a statistical analysis 




A shrub of rockrose is composed of particles with different thickness which participate in different 
ways in the combustion. The thin particles (thickness and diameter thinner than 2 mm) are mainly 
involved in fires (Tihay et al. 2014) while larger particles (diameter greater than 6 mm) are less prone 
to the thermal degradation. A characterization of the composition of shrub of rockrose in terms of class 
of particle was necessary for a better understanding of the combustion. Three shrubs of rockrose (cistus 
monspeliensis) with similar mass and dimensions were characterized. These shrubs were collected at 
Corte (Corsica, France) during autumn. In this study, the bases of the rockroses (0.25 m above the 
roots) were not considered since they are composed of thick classes of particles that do not participate 
in the combustion (twigs with diameter in the range 6-25 mm) during wildfires. The mean height of 
the three rockroses was 1.23 ± 0.12 m, with a mean crown height of 0.35 ± 0.07 m for a mean diameter 
of 0.68 ± 0.06 m. The mean dry mass of the shrubs was 0.76 ± 0.03 kg. Then, in order to quantify the 
different size of classes of particles constituting the rockroses, the shrubs were placed within a 1.45 m 
high, 0.9 m long and 0.9 m wide metallic frame spatially divided into 252 small cubes with sides of 
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15 cm (Figure 1). The position of each cube was indexed following the height. The vegetation 
contained in these small cubes was cut and oven dried at 60°C for 48h. Finally, for each cube, the 
vegetation particles were ranged according to the following diameter classes (leaves, twigs with 
diameter in between 0 and 2 mm, 2 and 4 mm, 4 and 6 mm, 6 and 25 mm) and weighed. 
 
Figure 1 - Characterization device for the class of particles 
 
A series of 41 shrubs of rockrose with similar dimensions and weight were collected within the 
same vegetation stand during spring, summer and autumn. Their average properties were: a 1.25 m 
height, a crown height of 0.3 m, a crown diameter in the range of 0.6-0.8 m and a mass of 1.5 kg 
(excluding the 0.25 m base). The samples were conditioned 48h in a room with an ambient air 
temperature of about 25°C and a relative air humidity of about 50 % in order to obtain the required 
MC. This process allowed obtaining a leaf MC in the range of 3-20% depending on the initial moisture 
content of the samples. It should be noted that the MC of the other classes of particles was higher (10-
45 % for the 0-2 mm diameter class). 
The experiments were conducted with a 1 MW Large Scale Heat Release apparatus (LSHR). A 
layout of the experimental design is provided in Figure 2. Live shrubs were placed under a 3 m × 3 m 
hood with a 1 m3/s smoke extraction system. Two set of two radiant panels, heated at 773 K, were 
used to preheat the vegetation samples up to ignition. To maximize the radiation impinging on the 
shrub samples, the two sets of radiant panels were used in orthogonal configuration. The emitted heat 
flux was close to 20 kW/m². The time to ignition was recorded for each test. The measurement of the 
heat release rate (HRR) was determined following the formulation derived by Parker (Parker 1984) 
using gas volume fraction and mass flow rate of exhausted gas. The samples were positioned on a load 
cell in order to record the mass loss during the thermal degradation. The measurements sampling rate 
was 1 Hz. 
 
Figure 2 - Layout of the experimental set-up, a) side view b) top view 
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A particular attention was paid to the proportion of thin particles (leaves and twigs with diameter 
between 0-2 mm) composing the shrub. As a first step, the mass proportion of the different classes of 





where 𝑚𝑘𝑑 represents the dry mass of the k class and 𝑚𝑑 =  ∑ 𝑚𝑘𝑑𝑘  is the total dry mass of vegetation 
sampled. Experimental results show a similar distribution of particles for the three shrubs of rockroses 
characterized. It can be considered that a shrub of rockrose is composed of 22.1 ± 0.8 % of leaves, 
26.1 ± 2.1 % of twigs with a diameter between 0 and 2 mm and 51.8 ± 2.0 % of twigs with a diameter 
greater than 2 mm. 
In addition, during the burning experiments, the crown was the main part of the shrub that was 
consumed. Its composition was thus methodically measured in order to estimate the consumption of 
each class of particles. The crown represents 35.0 ± 0.4 % of the mass of the shrub of rockrose. It 
contains 83 % of the total mass of leaves and 41 % of the total mass of 0-2 mm diameter twigs. In 
addition, it should be highlighted that 72.0 ± 8.0 % of the total mass of particles thinner than 2 mm 
(participating actively in the combustion) is located in the crown. These results were used to assess the 
consumption ratio.  
A second characterization was carried out on shrub of rockroses sampled in summer. A change in 
the mass proportion of leaves was observed with a decrease of the leaves mass (2/3 less). Furthermore, 
flowers containing seeds, have grown during this season. Their mass was almost equal to that of fallen 
leaves. 
 
Ignitability was defined as the time needed to ignite a shrub submitted to the heat flux emitted by 
the radiant panels. When the vegetation is exposed to a heat flux from an external source (radiant 
panels in this study), its temperature increases and the thermal degradation begins. For the 
experimental setup used in the present study, the ignition occurred at the edge of the shrubs, where the 
concentration of combustible gases near an incandescent particle is rich enough. Then, the fire spreads 
mainly horizontally across the crown. The leaves firstly ignited. The flame then engulfed the other 
classes of particles. Therefore, relationship between the leaves MC (𝑀𝐶𝑙) and time to ignition was 
investigated. Figure 3 shows the time to ignition as a function of 𝑀𝐶𝑙 for different seasons. 
Three tends were observed. For shrubs of rockroses sampled in autumn and summer, 𝑡𝑖𝑔𝑛 increases 
with increasing 𝑀𝐶𝑙. However, the quantity of leaves is lower in the crown during summer, which 
causes a decrease in the mass of pyrolysis products. Thus, an increase of 𝑀𝐶𝑙 during summer led to a 
more significant increase in time to ignition than in autumn. Finally, very long ignition times are 
obtained for shrubs of rockroses sampled in spring for which 𝑀𝐶𝑙 was the lowest. In this case, juvenile 
leaves (absent in summer and winter) seem to have a flame retardant effect (probably related to their 
composition), significantly delaying the inflammation of the sample. 
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Figure 3 - Time to ignition in function of the leaves moisture content 
 
Combustibility was defined as the intensity of the combustion. The combustion dynamic was 
analyzed with the following two characteristics of the HRR curves over time: the growth rate just after 
ignition and the established burning phase. It should be pointed out that summer rockroses were not 
considered in this section. Indeed, the presence of flowers end seeds alters the combustion dynamics 
and cannot be studied using this method. 
Growth phase 
To study the growth phase (HRR >10kW), the HRR was fitted to the following relationship over 
time (NFPA 72 [22]): 
HRR= α t2  (2) 
where α is the growth factor of the combustion. 
The analysis of the data allowed to distinguish three combustibility types according to the value of 
α (Figure 4). For low values of α (α <0.2), the combustion regime was slow and the fire propagated 
step by step across the crown. An intermediate combustion regime could be observed for medium 
values of α (0.2 < α <0.4). The fire spread was horizontal from the ignition zone towards the opposite 
edge of the crown. Finally, for high values of α (α > 0.4), the fire spread horizontally at a fast rate 
throughout the entire fine particles of the crown. The fire then spread vertically downward consuming 
larger diameter particles. The behavior of summer shrubs of rockrose is not presented here because 
their phenological characteristics lead to a very different combustion dynamic that will be presented 
hereafter. 
 
Figure 4 - Regimes of combustion 30s after the ignition for a) α <0.2; b) 0.2 <α <0.4; c) 0.4 <α 
Established burning phase 
Two parameters were used to characterize the established burning phase: the peak HRR (obtained 
























a) b) c) 
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Different combustion regimes and peaks of HRR were observed as a function of the growth factor 
(Figure 5). The slow combustion rate (α < 0.2) was obtained for 19% of the experiments. This 
combustion regime was characterized by a low value of the average peak HRR of 100 ± 5 kW and 
long times of combustion of 100 ± 14 s. The intermediate combustion regime (0.2 < α < 0.4), 
corresponding to 38% of the tests, showed a medium value of the peak HRR of 188 ± 27 kW and 
combustion times of the order of 77 ± 10 s. Finally, the fast combustion was obtained for 43% of the 
experiments and it exhibited  
 
Figure 5 - Typical curve of HRR as function of time for the three regimes of combustion 
HRR peaks of the order of 257 ± 63 kW and short combustion times of 60 ± 19 s. In order to 
understand the cause of the different combustion regimes, a particular attention was paid to the ignition 
zone. We found that the growth coefficient strongly depends on the amount of fuel present above the 
ignition zone. When ignition occurred in the upper layer of the crown, without fuel above, a low growth 
coefficient and a slow combustibility was observed. When ignition occurred in between the middle 
and the top of the crown, with a significant presence of fuel, a more intense flaming was observed at 
ignition time and a moderate combustibility ensued. The greater the amount of fuel, the greater the 
growth coefficient. Finally, when ignition occurred in between the bottom and the middle of the crown, 
the convective heat transfers, by contact of the flame with the crown, caused a high growth coefficient, 
leading to the fast combustion regime. The different ignition zones are shown in Figure 6. In the 
following, an ignition that occurred in between the bottom and the middle of the crown will be called 
a favorable ignition whereas an ignition located above this last zone will be called as unfavorable. 
 
Figure 6 - Position of the ignition point in the shrub a) top of the crown, b) in the crown, c) at the bottom of the crown 
 
Sustainability was defined by how well a fire will continue to burn once ignited. The main 
parameter used to characterize this criterion was the flame duration, 𝑡𝑓𝑙. The results presented in the 
previous section suggested the existence of a relationship between the flame duration and the peak 
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kW), while the shortest durations (around 40 s) were obtained for high peaks of HRR (≥ 210 kW). 
Figure 7 shows that the flame duration decreases with increasing peak HRR. These results can be 
explained by analyzing the fire spread within the crown for the different positions of ignition. When 
ignition occurred in the lower part of the crown, the heat transferred by convection and radiation from 
the ignition zone to the vegetation above involved the entire height of the crow.  The fire quickly 
engulfed the crown of the shrub leading to a short duration of flame and a high HRR ensued. An 
ignition at the edge and middle of the crown height led to a flame that impacted a fewer amount of 
fuel located above. It resulted in a lower rate of spread, a longer residence time of flame and a weaker 
HRR. Finally, when the ignition occurred in the upper part of the crown, the fire spread mainly 
dominated by radiation. The fire was stopped when it encountered a small fuel discontinuity. The 
propagation was slow and combustion times were long. Thus, the sustainability is linked to the HRR 
and subsequently to the combustibility.  
 
Figure 7 - Flame duration as function of the HRR peak for the different seasons 
In addition, Figure 7 shows a shift in the trend of flame duration as function of peak HRR with the 
seasons. For a given peak HRR, the flame duration decreases when going from autumn to spring and 
then summer. This shift can be explained by the mass decrease of the finer classes of particles during 
spring and summer. 
 
Consumability was measured by the quantity of fuel consumed by the fire. From the 
characterization study, the amount of initial and remaining fuel of each particles class was estimated 
(taking into account the moisture content of the different classes). But for the sake of clarity only the 





where  𝑚𝑟𝑑 and 𝑚𝑑 are the residual dry mass and initial mass on dry basis, respectively. The average 
mass lost for these specific experiments was 0.52 ± 0.2 kg which represents 25 ± 8 % of the mass of 
the shrub. The results displayed in Figure 8 suggest a decrease of the fuel consumed with increasing 
MC of the leaves for shrub rockroses sampled during autumn. The results concerning the shrub of 
rockroses collected in summer do not follow this trend because of the presence of seeds that alter the 
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Figure 8 - Burnt mass fraction in function of the leaf moisture content for the different seasons 
Experimental results showed that the mass lost was quasi exclusively located in the crown which is 
mainly composed of fine particles (leaves and 0-2 mm diameter twigs) representing 35% of the total 
dry mass of the shrub. We recall that the characterization study revealed that the leaves and the 0-2 
mm diameter twigs in the crown represent 18% and 10% of the total mass of the rockrose, respectively. 
Therefore, a burned mass fraction below 18 % indicates that the leaves in the crown have not all been 
consumed and the fire did not spread across the whole crown. For a burned mass fraction between 18 
and 35%, the measurements shown that all the leaves and part (or totality for 35%) of the 0-2 mm 
particles class in the crown were consumed. Finally, a burned mass fraction greater than 33% indicates 
a consumption of the crown and a part of the classes of particles in the range of 0-6mm (mainly 0-2 
mm and 2-4 mm particles classes) within the intermediate part of the rockrose. The classes of particles 
larger than 4 mm were partly burned only when the peak of HRR was high enough (250 ± 10 kW). It 
should be noticed that the shrub of rockrose was burned wet and the initial dry mass was not measured. 
It was estimated from the wet mass, moisture content and distribution of each class of particles. Thus, 
the uncertainty related to the estimation of the dry mass affect directly the calculation of the burned 
mass fraction.  
The current results allowed distinguishing three regimes for the consumability criterion: a low 
consumability regime for which only a part of the leaves inside the crown was consumed; a medium 
consumability regime for which the leaves and part of the 0-2 mm diameter twigs were consumed in 
the crown and a high consumability regime for which the crown was totally burned. Furthermore, for 
this last regime it should be noticed that some of the fine particles also burned under the crown of the 
shrub as well as some of the large diameter particles when HRR was high. 
 
Flammability was finally considered as the combination of the four criteria studied hereabove. In 
order to observe the impact of the different combustibility and consumability regimes on the 
flammability, a Principal Component Analysis (PCA) was performed. The parameters considered to 
study the criteria (ignition position, flame duration, HRR peak, growth coefficient and burnt mass 
fraction) were used as input parameters of the statistical analysis. It should be pointed out that the 
combustion dynamics of summer shrubs of rockroses was not considered in this statistical analysis 
between their reaction to fire was much more different that for the shrubs collected during the other 
seasons. The PCA provides information on the possible links and correlations between the input 
parameters. It allowed to cluster the experiments according to the parameter values in order to assess 
the flammability. Results extracted three main components that explain 87 % of the total variance. The 
main component (PC 1) explains 54% of the variance while the components PC 2 and PC 3 explain 
19 % and 14 % of the variance, respectively. The projection of the combustion experiments on the 
factorial map in the plane (PC 1, PC 2) highlighted four types of flammability (Figure 9). The first 
group (circles) corresponds to the low flammability with α < 0.2, a low HRR peak (83.9 ± 20 kW), a 
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leaves and 0-2 mm twigs diameter. The second group (squares) corresponds to a medium flammability 
with a value of α between 0.2 and 0.4, a medium peak of HRR (188 ± 27 kW), a long flame duration 
(77 ± 10 s) and a moderate fuel consumption (23 ± 5%) including leaves and larger particles up to 2 
mm in diameter. A high and fast flammability was associated to the third group (diamonds), 
characterized by α greater than 0.4, a high peak of HRR (228 ± 15 kW), a short flame duration (44 ± 
9 s) and a moderate fuel consumption (25 ± 6%) involving the same classes of particles as the medium 
flammability. Finally, the last group (triangles) corresponds to the high and mass consuming 
flammability with α greater than 0.4, a very high HRR peak (384 ± 99 kW), a long flame duration (70 
± 14 s) and a high mass consumption (32 ± 4%). It should be noted that, for the fourth group, twigs 
with diameter greater than 4 mm were burned while for the other groups, only thinner particles were 
involved in combustion.  
 
Figure 9 - Projection of the fire tests on the factorial plane (PC1 and PC2) of the PCA 
The different flammability could be explained (Figure 10) by the ignition position, the time to 
ignition as well as the proportion of the thin particles within the crown. Favorable ignition (see 
combustibility section) results in a high flammability, while unfavorable ignition causes a low or 
medium flammability. In the case of high flammability, the difference between "high and fast" and 
"high and consuming" is caused by long time to ignition. For long time to ignition, the moisture content 
of the various particle classes is considerably reduced when ignition occurs, resulting in high mass 
consumption, including twigs classes with a diameter greater than 4 mm. For shorter ignition times 
(high and fast flammability), large diameter twigs (greater than 4 mm) do not receive enough heat to 
achieve desiccation and reach ignition. The differentiation of low and medium flammability is due to 
the structure of the vegetation. Indeed, among the 41 collected samples, some of them had a lower 
bulk density than the selected reference type of shrub. We noted a lower value of bulk density of leaves 
(0.9 ± 0.2 kg / m3) for the low flammability regime in comparison to the medium flammability one 
(1.4 ± 0.3 kg / m3). The low flammability was obtained for this type of shrubs. The reduction in the 
mass of thin particles (leaves and 0-2 mm) leads to the decrease of the heat released, which limits the 
spread of the fire in the shrub. 
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In this study, the structure and flammability of shrubs of rockrose were investigated. Theses shrubs 
were characterized in order to determine their structure and the mass proportion of the different particle 
classes. A particular attention was paid to the composition of the crown which is the main part of the 
shrubs to be consumed. The characterization highlighted a very close repartition of the particles for 
similar shrubs. A 1.5 m high shrub of rockrose is composed of 48.2 ± 2.9 % of thin particles mainly 
located in the crown.  
The flammability of the shrub of rockrose was then analyzed using the ignitability, sustainability, 
combustibility and consumability criteria and the associated measurable parameters. The ignitability, 
linked to the time to ignition, decreases with the leave MC. Combustibility and sustainability, studied 
with the HRR during the combustion and the flame duration, are influenced by the ignition position. 
The lower the position of ignition in the crown, the higher the peak HRR and the shorter the flame 
duration. The consumption ratio, corresponding to the consumability, increases with the decrease of 
the leave MC. Finally, a statistical analysis was carried out on the studied parameters in order to 
observe the global flammability of the shrubs of rockroses. The PCA highlighted four types of 
flammability depending on the ignition zone, the ignition HRR and the burned mass of thin particles. 
It should be noted that more experiments with summer shrubs of rockroses are needed to further 
assess their behavior for this season. Indeed, the presence of a non-negligible dead leaves litter was 
observed during plant sampling in the field resulting in a different mass distribution of the leaves. Due 
to the presence of falling firebrands generated by flaming seeds, the interactions between fire spreading 
across the shrub’s crown and bed of leaves need to be taken into account. Finally, a study of the 
combustion dynamics of simultaneously several burning shrubs will be necessary in order to get closer 
to real fire conditions. 
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Abstract 
Increasingly large fires are occurring in southern Europe, especially at its westernmost part, where a humid 
Mediterranean climate combines with rough topography, flammable vegetation types, undermanaged forest 
and high ignition rates. These fires have huge socioeconomic and environmental impacts, including the 
potential loss of human lives. Portugal was struck by an exceptionally severe fire season in 2017 that included 
a multiple mega fire event (~200 kha) in mid-October, unprecedented in Europe in terms of season and the 
extent of area burned in a very short period. This new phenomenon, arguably caused by climate change, needs 
to be characterized and understood to inform future fire management. We describe how five mega fires (or 
fire complexes) have developed in central Portugal on October 15-16, 2017, and assess their major drivers. 
We described fire weather through the Canadian FWI System, the C-Haines index and atmospheric profiles, 
retrieved weather data, and estimated fine dead fuel moisture content. Seven extremely large fire scars 
resulted from the October 15 event. We selected five of them (18,503-48,462 ha) for fire growth 
reconstruction. To describe fire spread we compiled data from various sources, including satellite imagery, 
official reports and fire suppression data, photos and videos, and people accounts. When satellite hotspots 
presented high density, the Fire Radiative Power of these points was interpolated to identify the approximate 
location and shape of the active fire front. We built a fire location chronology and interpolated the resulting 
points to support the final production of a map of hourly fire isochrones. For each hour period we calculated 
burned area and fire growth rate. Fire danger rating was Extreme, with most weather stations displaying 
FWI>50, expressing the joint effects of critical fuel aridity and hurricane Ophelia and its advection of warm 
and dry air from Africa. C-Haines index reached 10-11 (on a maximum of 13) and the moisture content of 
fine dead fuels was 3-6%. Forests comprised most (78%) of the burned surface, with Pinus pinaster generally 
dominating. Among fires, an average of 73% of the area burned for the first time since 1975 or had not 
experienced fire for the last 19 years or more, indicating potentially high fuel load. Fires spread followed the 
SW-NE axis and often crowned, with spotting as an important spread mechanism that allowed fire percolation 
through fragmented forest landscapes to impact important wildland-urban interfaces. Estimates of maximum 
hourly rates of spread varied from 5 to 9 km hr-1 between fires, corresponding to 50-90 MW m-1 for a typical 
fuel load. Initial fire growth was fast and dominated by strong winds and very low fuel moisture content. 
Wind subsided subsequently, relative humidity increased, and a sequence of pyro-convection events 
developed, coinciding with the fastest, and also erratic, fire spread periods. Overall, an average of 10,000 ha 
burned per hour between 16:00 and 05:00 of the following day. The findings from this reconstruction and the 
explanation of the events will assist in improved fire management policies and operational guidelines, from 
fuel management to fire preparedness and suppression. 
 
Keywords: extreme fire behaviour, fire weather, pyroconvection, rate of spread 
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Increasingly large fires are occurring in southern Europe, especially at its westernmost part, where 
a humid Mediterranean climate combines with rough topography, flammable vegetation types, 
undermanaged forest and high ignition rates. These fires have huge socioeconomic and environmental 
impacts, including the potential loss of human lives. Portugal was struck by an exceptionally severe 
and prolonged fire season in 2017 that included the deadly Pedrogão Grande fire in June, a significant 
number of very large fires (>5000 ha) throughout summer, and a multiple mega fire event (~200 kha) 
in mid-October, which was unprecedented in Europe in terms of season and the extent of area burned 
in a very short period. Comparable, but less severe previous events did occur in Spain (146 kha from 
the 2nd to the 9th of July 1994), Portugal (~100 kha, 1st to 2nd of August 2003), and Greece (63 kha in 
six days of August 2007). This is a new phenomenon, arguably caused by climate change, and needs 
to be documented, characterized and understood to inform future fire management policies and 
practices. 
Here we describe how five mega fires (or fire complexes) have developed in central Portugal on 
October 15-16, 2017 and assess their major drivers. Implications for fire management are discussed. 
 
 
We described fire weather through the indices of the Canadian FWI System (12:00 UTC), the C-
Haines index and atmospheric profiles, retrieved air temperature, relative humidity and wind (speed 
and direction) data from the IPMA network of automatic weather stations, and estimated hourly fine 
dead fuel moisture content. Seven extremely large fire scars resulted from the October 15 event. We 
selected five of them for fire growth reconstruction, respectively the inland fires of Lousã (45,505 ha), 
Arganil-Seia complex (48,462 ha) and Sertã (32,356 ha), and the coastal fires of Pataias (18,600 ha) 
and Quiaios (18,503 ha). To describe fire spread over time we compiled and cross-referenced data 
from a variety of sources, including satellite imagery (MODIS, VIIRS), official reports and fire 
suppression data, georeferenced photos and videos, and people accounts. When satellite hotspots 
presented high density (typically because of strong wind or high flame residence time), the Fire 
Radiative Power of these points was interpolated to identify the approximate location and shape of the 
active fire front. We built a fire location chronology on Google Earth and interpolated the resulting 
points using Radial Basis Functions to support the final production of a map of hourly fire isochrones. 
For each hour period we calculated burned area and fire growth rate and estimated fireline intensity 
(FLI, kW m-1) using observed meteorology and the fire spread rate resulting from those isochrones. 
Finally, to understand better driving factors of pyroconvection, we calculated the Pf and Pw numbers 
(Rothermel 1991) to assess weather fire was plume dominated or wind driven. 
 
 
Fire danger rating was Extreme on the 15th of October, with most weather stations displaying 
FWI>50, and a few at FWI>80, expressing the joint effects of critical fuel aridity and hurricane Ophelia 
and its advection of warm and dry air from northern Africa. C-Haines index reached 10-11 (on a 
maximum of 13) and the moisture content of fine dead fuels was 3-6%. Forests comprised most (78%) 
of the burned surface, with maritime pine (Pinus pinaster) dominating (50-97% cover), except in the 
Lousã fire, where blue gum (Eucalyptus globulus) prevailed (45%). Among fires, an average of 73% 
of the area burned for the first time since 1975 or had not experienced fire for the last 19 years or more, 
indicating potentially high fuel load. 
Fires spread following initially the SSE- NNW axis to turn gradually to the SW-NE axis, when their 
maximum growth occurred. They often crowned, with spotting as an important spread mechanism that 
allowed fire percolation through fragmented forest landscapes to impact significant wildland-urban 
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interfaces. Estimates of maximum hourly rates of spread varied from 5 to 9 km hr-1 between fires, 
corresponding to 50-90 MW m-1 for a typical fuel load of 20 t ha-1. 
Initial fire growth was fast and dominated by strong winds and very low fuel moisture content 
(Figure 1). Wind subsided subsequently (after 16:00), relative humidity increased, and a sequence of 
pyro-convection events developed, especially after 19:00, that coincide with the fastest, and also 
erratic, fire spread periods (Figure 1). Overall, an average of 10,000 ha burned per hour between 16:00 
and 05:00 of the following day.  
 
Figure 1 - Combined fire growth rate of the studied fires and fire weather elements at Viseu from 9:00 of October 15 
to 16:00 of October 16, 2016. The Viseu weather station was selected because it simultaneously reflects the Ophelia 
effect on wind speed and the downdraft after midnight. 
 
Looking at FLI fire by fire we found two types of fire spread patterns on the afternoon-evening of 
the 15th of October. On the coastal region, fires were of the ‘wind driven’ type at their peak in the 
afternoon, in contrast with the inland fires, which were ‘plume dominated’ (Rothermel, 1991) when 
they made their major growth late on the 15th or early in the 16th. Figure 2 shows the pattern of coastal 
fires. Wind driven fires peaked around 16:00 to decline sharply after 19:00 with the slowing down of 
wind and the increase in relative humidity, displaying the expected pattern. The inland Lousã fire in 
Figure 3 shows a totally different pattern. It also peaks initially around 16:00 with the wind, but it is 
under weaker wind and increasing relative humidity that its higher FLI and subsequent growth peak 
occur. This corresponds to a plume dominated fire and a transition from PyroCu to PyroCb and the 
subsequent and associated downdraft phenomenon that allows the generation of firestorm-type fires 
that dramatically increase the burned surface (Fromm et al 2010).  
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Figure 2 - Relation between reconstructed and simulated FLI for the coastal fire of Quiaios. HR is the air relative 
humidity. 
 




The burning afternoon and evening of the 15th of October 2017 was driven by different factors 
which combined to create what is seen in Figure 1, favouring different types of spread at each moment 
and increasing because that unpredictability among population and fire service. That huge amount of 
surface burned was achieved by a chronology of events that included the hurricane-like storm Ophelia 
first and weaker winds with higher instability later. This created the already explained different types 
of fire behaviour, but it is the piling-up and especially the large and interacting land surfaces on fire 
that produced the huge difference. This is described in Table 1 and explains how the wind first 
expanded long narrow fires and then a series of transitions of PyroCu to PyroCb created indraft and 
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axis from SW to NE. In fact, what was seen in Pedrogão Grande in June was repeated here after 
Ophelia’s passage for three large fires and was sustained from 19:00 on the 15th to 04:00 on the 16th. 
Table 1  Description of the moments of fire behaviour found when reconstructing the fire events.  
















Narrow long wind driven fires  
Fires in Quiaios and Pataias show 
Pw>Pf and sometimes Pw=Pf. 
  
Arganil and Lousã fires are shadowed by Sertã fire 
where instability increases. They start to show the 
first PyroCb. They create a huge indraft that 








































s Wind is slowing down and Pw keeps 
close to Pf. PyroCu development but 
still not evolving to PyroCb, peaking at 
5000-6000 m. Long distance spotting. 
 
Wind is slowing down and Pw keeps close but is 
slightly lower than Pf. We have PyroCu going on 
that still not evolves to PyroCb, peaking at 5000-































PyroCu are huge and spotting distance 
increases. Low jet is disappearing and 
this avoids transition to PyroCb. High 
dispersion of PyroCu. With RH 
increasing fires remain wind driven 
and start slowing down but they are 
already extremely large  
The south fire is creating a small 
transition to PyroCb when the first 
humidity comes in. The northern 
convection plume, shadowed by the 
south plume is not registering this 
moment. 
Increase of humidity allows PyroCu transition to 
PyroCb and Pf doubles Pw. Big indrafts and fire to 
fire interactions are generated. Huge fire storm 
builds up its momentum.  
 
From 19:00 to 23:00 the three fires have huge pyro 
convective activity. This is a feedback of sequential 
































 Wind driven fires. RH is high and FLI 
relatively low. Fire spread is totally 
impelled by the Pw 
 
The Lousã PyroCb, the last and northernmost one, 
collapses and drives all fires to NE. It has been the 
longer lasting fire of the event. This downdraft 
changes the nearby Arganil fire into a wind driven 
fire with Pw>>Pf, just when the general wind is at 
its lowest.  
 
It is important to note that the wind created long and fast-growing fires with substantial 
pyroconvective activity that favoured long distance spotting. This pyroconvective wind driven activity 
dominated fires in the first two stages. Under those wind driven plumes, higher instability could appear 
and that pushed convection columns higher and higher, creating huge PyroCu than then were rolling 
down, spreading and spotting away. Those typical and well know columns induced fast fire growth 
due to long distance and massive spotting, as observed during those moments in central coastal and 
inland Portugal.  
Later, with Ophelia fading away and instability increasing while wind was calming, and relative 
humidity was increasing, it is when third stage appears. Fires on the coast were huge and unstoppable 
but they were starting their decline, unlike inland. Here, fires were able to access free convection in 
their atmosphere, so they transitioned into PyroCb, increasing indraft and downdraft or outflows that 
kept pushing the fires further away. Out of those fires, Sertã was being pushed by the indraft of Lousã. 
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Figure 4 - Spread of the Vilarinho (Lousã) fire. Note the growth after 00:00 (blue line) into patchy fuels. This was 
possible because at that moment the outflows of pyroCb collapse were pushing the spread opening to the ENE. 
Finally, the last moment developed about midnight, when the largest PyroCb (Lousã) collapsed, 
expanding itself and then ending the event. Those events of interacting outflow and indraft from 
different moments and the collapse of PyroCb can explain the high percolation of those fires in areas 
with low fuel connectivity (Figure 4). 
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Figure 5 - Daily growth rate for three of the largest fires globally during 2017. 
 
 
Some have argued that we are not facing new fire management challenges and that those were 
already present in other places. In Figure 5 we can see how Portugal’s fires rate as the fastest growing 
among the largest of the 2017’s season globally. This is really bad news for Europe, as our unmanaged 
landscapes are becoming a threat. 
What we saw in Portugal during 2017 is a change on Europe’s fire behaviour concept in terms of 
rate of spread, FLI and fire growth rate. Out of the large fires described, the second type, which matches 
the so-called ‘plume dominated wildfire’ is the most dangerous for European citizens and countries 
due to its unpredictability in terms of when the event will occur and where it will go. This is not new 
in terms of the phenomenon and had been seen in 2003 in Portugal, 2007 in Greece, and 2012 in Spain 
on a substantially smaller scale. Having those events in an overcrowded country implies pressure upon 
the forest firefighting culture to change to a civil protection approach. It is not anymore a matter of 
forest and landscape; it is a matter of national security and civil protection. It is within this view that 
forest management resources need to be fostered to protect our society and economy. 
Given the observed fire behaviour and how it developed, the Atlantic facade and western central 
Europe are under pressure for those types of fires and phenomenon. It means the characteristic high 
net primary production turns into extreme fuel availability due to heat and drought extremes and this 
is the type of fire behaviour, with PyroCu to PyroCb transition, that is expected under the new fuel 
aridity that climate change is bringing in. For years to come, the approach to forest management and 
firefighting must change and be perceived from this new perspective. Landscape management rather 
than fuel management is needed to impact fire spread at such a large scale. Most importantly is that 
other countries will have conditions to reproduce such fire behaviour but will be inexperienced at this 
new reality. More than ever, no time should be wasted in thinking that fire suppression will ‘make it’ 
and a valuable lesson has been learnt and should be disseminated.  
 
 
Fromm, M., Lindsey, D. T., Servranckx, R., Yue, G., Trickl, T., Sica, R., Godin-Beekmann, S. 2010. 
The untold story of pyrocumulonimbus. Bulletin of the American Meteorological Society, 91, 1193–
1209, doi:10.1175/2010BAMS3004.1 
Rothermel, R.C. 1991. Predicting behavior and size of crown fires in the northern Rocky Mountains. 



















Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management  
https://doi.org/10.14195/978-989-26-16-506_49    
 
Advances in Forest Fire Research 2018 – Page 454  
 
Fire intensity, individual protective clothing and firefighting safety 
António M. Raimundo1*; A. Virgílio M. Oliveira2; Divo A. Quintela1; A. Rui Figueiredo1 
1ADAI-LAETA, Department of Mechanical Engineering, Faculty of Sciences and Technology of 
the University of Coimbra, Portugal. {antonio.raimundo@dem.uc.pt*} 
2Department of Mechanical Engineering, Coimbra Institute of Engineering of Polytechnic Institute 
of Coimbra, Portugal. {avfmo@mail.isec.pt} 
 
Abstract 
The main objective of this work is to establish useful guide-lines for secure firefighting, namely the 
evaluation of the influence of fire intensity, personal protective clothing properties and application of body 
cooling techniques on safety during firefighting operations. The physiological reaction of men exposed to 
these conditions is obtained by numerical simulation using a software implemented by the authors. 
The protocol adopted submits the firefighter to four phases: neutral, pre-firefighting, firefighting and 
recovering. On the fire-fighting phase, the properties of the firefighter protective clothing depend on the test 
settings (values of intrinsic insulation between 0 and 9 clo were considered). In this phase, the firefighter, 
doing hard work (M = 3.0 met), is exposed to an impinging radiation in an environment with 
Tair = Tmr = 50 ºC. Incident radiation fluxes (Irad ) between 0 and 40 kW m
-2 were considered. On the 
recovering period, the firefighter is far from the fire and has a low level of activity (M = 1.2 met). Six 
alternative body cooling techniques were analyzed, which are applied only during the recovering period: 
passive cooling; use of an ice jacket; immersion of hands and forearms in water at 20ºC and at 10ºC; use of 
an ice jacket reinforced by immersion of hands and forearms in water at 10ºC; and all body (except head and 
neck) immersion in water at 25ºC. 
From a safety point of view, the most important indicator seems to be the time delay for the onset of heat 
stroke (fainting). The threshold for introversion is a good indicator to assess the exposure periods that must 
not be exceeded. 
As expected, the predicted results indicate that the firefighter thermal stress level depends primarily on 
the intensity of the incoming radiation, on the time of exposure to it and on the clothing thermal insulation. 
Time safety intervals decrease with the increase of the impinging thermal radiation and increase with the 
insulation of the ensemble. However, clothing high thermal insulation can hide dangerous situations. Thus, a 
convenient control of the duration of firefighting periods it is crucial. 
For the situation of Irad = 5 kW m
-2 and an active fighting period of 20-minutes, the cooling techniques 
tested can be ordered from the less effective to the highest one as: 6th) passive cooling; 5th) use of an ice 
jacket; 4rd) immersion of hands and forearms in water at 20ºC; 3rd) the same but with water at 10ºC; 2nd) use 
of an ice jacket reinforced by immersion of hands and forearms in water at 10ºC; and 1st) all body (except 
head and neck) immersion in water at 25ºC. Among the tested, the strategy of immersion the entire body in 
water at 25ºC is undoubtedly substantially much more effective than the others. 
Keywords: Safety firefighting; Human thermoregulation modelling; Times for the onset of heat-related illness 
 
 
The high level of physical work required during firefighting leads to high rates of metabolic heat 
production. Additionally, the heat fluxes gained by the body due to the impinging of thermal radiation 
from flames, the exchange of infrared radiation with the surroundings, the convection with surrounding 
hot gas (air and smoke), the conduction from heated grounds and the solar radiation should also be 
considered. If, as a result of this combination of heat gains, the hypothalamus temperature exceeds 
certain values, important and undesirable incidents can affect firefighters (Carter et al. 1999; Mündel 
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et al. 2006; Lopez et al. 2008; Barr et al. 2009; Raimundo and Figueiredo 2009), namely introversion 
(violent sweating, misleading, amnesia, etc.), superficial skin damages (pain and burn degree 1), heat 
stroke (fainting, stop of sweating, central nervous system alteration, etc.) and permanent injuries (burn 
degree greater than 1, brain damage or, in the more serious cases, death). 
Wearing high thermal insulating protective clothing reduces the gain of external heat, but also 
blocks the release of the heat produced and restricts movements. Therefore, firefighting safety 
demands the wearing of clothing with thermophysical properties appropriated to each firefighting 
feature, which include the assessment of the required activity level and of the thermal environment. 
These matters are described in the literature and are known by the firefighters which are aware of the 
individual protective clothing that should be used in each kind of fire (Sharkey 1999; McLellan & 
Selkirk 2005; Bröde et al. 2010; Carballo-Leyenda et al. 2017; McQuerry et al. 2018).  
To satisfy all the demands of the firefighting activity, it might be necessary to use recovery 
strategies for physical recuperation and for body cooling as a way to attenuate the thermal stress (Carter 
et al. 1999; Selkirk et al. 2004; Giesbrecht et al. 2007; Chou et al. 2008; Lopez et al. 2008; Barr et al. 
2009; Hostler et al. 2010; Colburn et al. 2011; Abreu et al. 2014). The purpose of the body cooling 
process after the firefighting activity is to restore the thermophysiological balance of the body in the 
shortest time possible and thus avoid harmful health effects and, at the same time, try to help the 
recovery of the individual for any subsequent activity. 
Nevertheless, despite the significant knowledge regarding the fire intensity, the level of activity 
required during firefighting, the individual protective clothing to be used by the firefighter and the 
application of recovering techniques, some topics still remain unanswered, namely what is the 
maximum time of exposure for safe firefighting? The objective of this work is to contribute to this 
issue. 
Experimental studies concerning the thermophysiological response of firefighters carrying out 
typical firefighting activities (both structural and wildland), wearing the recommended protective 
clothing and exposed to environments that are representative of these fires have already been published 
(Carballo-Leyenda et al. 2017; Fontana et al. 2017; McQuerry et al. 2018; among others). However, 
due to safety reasons of the individuals involved, these trials always terminate before firefighters reach 
levels of hyperthermic stress with the potential to cause heat-related illnesses. This drawback is 
overcome by using validated models to simulate the human body thermophysiological response when 
exposed to very hot environments, with high levels of impinging thermal radiation. 
 
 
To obtain the results presented in this study, a computer program implemented by the authors 
(Raimundo and Figueiredo, 2009; Raimundo et al. 2012 & 2015) is used for the simulation of heat and 
mass transfer and thermophysiological response of a male firefighter exposed to extreme 
environmental conditions, such as those occurring in the proximity of a high intensity fire front. This 
program is composed by several modules. However, for present purposes only the following ones are 
used (i) person thermophysiological response, (ii) heat and water transport through the clothing, (iii) 
heat (by conduction, convection and radiation) and mass exchange between the external surface of 
clothing (or skin) and the environment and surroundings, (iv) start and evolution of skin injuries (pain 
and burn) and (v) detection of specific incidents within the human being. Due to its interdependency, 
all modules run iteratively in each time step until a specific convergence criterion is reached. 
The module for simulation of human’s thermophysiological response is based on the Stolwijk 
(1971) thermoregulation model of 25 nodes, improved with knowledge found in the literature (e.g., 
Konz et al. 1977; Fiala et al. 1999; Tanabe et al. 2002). The thermoregulation model represents the 
human body by 111 nodes, corresponding to 22 segments, each one formed by 5 layers (core, muscle, 
fat, skin and clothing) and the central blood compartment (the 111th node). The model was 
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implemented for an average man with 74.43 kg and 1.72 m (1.869 m2 of skin). For an individual with 
other anthropometric data, the appropriated coefficients are proportionally changed as a function of its 
body weight and skin area. The loss of heat by respiration is supposed to occur across the elements of 
the pulmonary tract. The repartition coefficients proposed by Fiala et al. (1999) were considered. 
The simulation of heat and water transport through the clothing is based on the formulation 
proposed by Havenith et al. (2002). The calculations are made for each specific human body segment. 
Then, individual values of the local clothing parameters (intrinsic insolation, mass, specific heat, 
vapour permeability and radiation emissivity) must be specified for each of the 22 human body 
segments considered. Each section is either entirely clothed or completely nude. 
The convective heat and mass transfer phenomena are predicted using the empirical relations 
proposed by Quintela et al. (2004) for natural convection and by Havenith et al. (2002) for forced 
convection. The exchange of heat by radiation between the external surfaces of the segments of the 
human body and between them and the surroundings, is determined by a set of expressions established 
by Raimundo et al. (2004). 
The modeling of skin burn process implemented in the software is based on Henriques’ theory 
[Henriques, 1947], which represents the skin thermal damage as chemical rate phenomena. As they do 
not start at the same instant, the prediction of the skin pain threshold is also useful. This is important 
because, as reported by Stoll and Greene (1959), when the pain is felt, it is often too late to avoid a 2nd 
degree skin burn or, in some extreme situations, a heat-stroke or even death. Empirical correlations 
have been developed that allow the prediction of the time until pain is felt, some of them reported in 
Wenger (1988) and SFPE guide (2000). In the present program, the onset of skin pain is marked when 
epidermis-dermis interface temperature (Tedi) reaches 45ºC (Havenith and Heus 2000) or when 
Henriques (1947) integral injury parameter (Ω) equals 0.53, depending on what occurs first (generally, 
Tedi = 45ºC). 
Each run can simulate up to 20 consecutive scenarios (phases), each one representing different 
conditions in terms of: posture, orientation, activity, intake of food/drinks, clothing, thermal 
environment characteristics and impinging of thermal radiation from 6 directions (cardinal, top and 
bottom). The global algorithm is applied to each specific human body segment, but always considering 
its influence and interdependence with the global thermal state of the body. 
To understand the significance of the calculated body temperatures, it is necessary to identify the 
values for which there is a probability of occurrence of specific incidents in the human body. Normally, 
the rectal temperature is used to identify the risk of thermal injuries. Nevertheless, the temperature of 
blood reaching the hypothalamus is regarded as a major afferent stimulus for the intensity of the 
effective response of sweating, vasomotor activity and shivering. Then, a better relationship may be 
expected between hypothalamus temperature (Thyp) and the various physiological and sensory states 
(Pascoe et al. 1994; Kenney et al. 2004; Raimundo and Figueiredo 2009; Raimundo et al. 2012). In 
the program’s module for detection of specific incidents, the temperature limits are set as function of 
the hypothalamus temperature (Thyp) following the Pascoe et al. (1994) scale: ≤ 25ºC → death, 
≤ 28ºC → ventricular fibrillation, ≤ 30ºC → stop shivering and fainting, ≤ 34ºC → introversion and 
violent shivering, 34 < Thyp < 39ºC → normal thermoregulation, ≥ 39ºC → introversion and violent 
sweating, ≥ 41ºC → heat-stroke (stop sweating and fainting), ≥ 42ºC → brain damage (permanent 
injuries) and ≥ 44ºC → death. 
The evaluation, test and validation of the ability of HuTheReg software to predict the human body 
thermophysiological behavior was performed by comparing the program’s predictions with 
experimental results. The validation process spanned a wide-range of conditions, which included 
different kinds of thermal environments, of exposures, of exercise intensities and of clothing. As stated 
in previous papers (Raimundo and Figueiredo 2009; Raimundo et al. 2015), a good agreement was 
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achieved, which indicates an interesting capacity of the program to predict the thermophysiological 
response of the human body to a wide variety of conditions. 
 
 
The protocol adopted in the present work submits the firefighter to 3 or 4 phases: neutral 
(stabilization), pre-firefighting, firefighting and recovering. The last one is considered only in the 
simulations to evaluate human body cooling techniques. 
The neutral phase aims to ensure that all firefighters subjected to the protocol depart equally and in 
a state of thermal neutrality. 
In the pre-firefighting phase, that starts 1 hour before the beginning of the thermal impact, the 
individual is exposed to an external environment with Tair = Tmr = 35ºC, vair = 5 m/s, RHair = 50%, 
performs moderate work (M = 1.5 met: this task involves making preparations, moving towards the 
fire scene, making supporting activities, etc.) and wears a suit (composed by shirt, briefs, pants, socks 
and boots) with a global intrinsic insulation Icl = 1.0 clo, a vapor permeability ivp = 0.47, a radiative 
reflectivity ρ = 0.1 and a total mass mcl = 3.08 kg (boots included). 
On the fire-fighting phase, the firefighter, doing hard work for which M = 3.0 met, is exposed to an 
impinging radiation, in an environment with Tair = Tmr = 50ºC, vair = 5 m/s and RHair = 50%. In this 
phase, incident radiation fluxes (Irad) between 0 and 40 kW m-2 were tested and the properties of the 
firefighter protective clothing depend on the test settings. Namely, they were considered clothing’s 
with global values between 0 and 9 clo for Icl , between 0 and 1 for ivp and between 0.1 and 1.0 for ρ. 
The recovering phase (time break and cooling) aims to lower the heat stored in firefighter, then also 
his body temperatures. On this phase, the firefighter: is far from the fire front (Irad = 0); has a low level 
of activity (M = 1.2 met); is wearing his protective clothing, but without the helmet, the balaclava, the 
coat, and the gloves (in one case only in shorts); and is in a shaded location with Tair = Tmr = 30ºC, 
vair = 3 m/s and RHair = 50%. 
 
 
As reported elsewhere [Rossi et al. 2011; Fontana et al. 2017; among others], during firefighting 
activities the firefighters can be exposed to radiant heat fluxes of up to 40 kW m-2 in environments 
with temperatures greater than 250 ºC and high relative humidities. Furthermore, levels of metabolic 
rates up to 8 met can be required during large periods of time. These conditions cause considerable 
thermoregulatory strain and represent a substantial risk for the onset of health-related incidents within 
the firefighter [Fontana et al. 2017]. As far as safety is concerned, the most important indicators seem 
to be the times delays for the onset of heat-stroke (fainting) and of skin pain, mainly the first one. The 
threshold for introversion is a good indicator for exposure limits that must not be exceeded. 
Almost all existing regulations and standards on fire safety stipulate, as main risk assessment 
parameter for fire exposure, the thermal incident radiation on the human body coming directly from 
the fire (Irad) [Raj 2008, EN 1473/2016]. That does not includ solar radiation and other thermal 
radiation exchanges. It is from Irad that all the other parameters are defined, such as the safety distance, 
the maximum exposure times, the level of protection required, etc. 
Normally, regulations and standards postulate that an incident radiation flux up to Irad = 1.5 kW m-
2 is tolerable for persons not wearing fire protective clothing. For people dressed in fire protective 
ensembles, exposures to incident radiation fluxes up to Irad = 5 kW m-2 are considered of acceptable 
risk. An exposure to an incident radiation flux higher than Irad = 8 kW m-2 is only considered minimally 
safe if a suitable fire protective ensemble is used.  
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The aforesaid stipulations are too simplistic because, in order to establish the risk of potential heat-
related illness, the knowledge of Irad it is not enough; moreover it is necessary to take into account 
many other factors such as: the initial thermal state of the person; its anthropological characteristics; 
the area of the body exposed to the incident radiation; the intensity of the physical activity exerted; the 
thermo-hygrometric characteristics of clothing (Icl, mcl, ivp and ρ ); and the remaining environmental 
conditions (Isolar, Tmr, Tair, vair, RHair and smoke level). In addition, it should be taken into consideration 
the fact that the regulations and the norms establish the human risk level based on the ratio between 
the expected exposure time threshold of fainting due to heat-stroke and / or of appearance of permanent 
injuries (skin burn degree 2, permanent brain damage) and the time required to take evasive actions 
and / or to initiate mitigation measures. Then, since they were not specifically postulated for 
firefighting activities, the aforesaid stipulations can hide situations of potential risk to firefighters, 
particularly the cases Irad = 1.5 and Irad = 5 kW m-2. Therefore, in this work particularly attention is 
given to situations involving these two impinging thermal radiations. 
The onset of heat-related diseases within the firefighter are show in Figures 1 and 2 for impinging 
thermal radiations of Irad = 1.5 kW m-2 and Irad = 5 kW m-2, respectively. In Figures 1 and 2 (a, b and 
c) the evolutions of hypothalamus, rectal and maximum skin temperatures with time are represented 
for 3 different levels of clothing insulation, namely: Icl = 1.21 clo (complete ensemble with weak 
insulation), Icl = 1.59 clo (current for wildland firefighting) and Icl = 2.63 clo (current for structural 
firefighting). The four horizontal lines identify the threshold values for the beginning of introversion, 
of heat stroke, of lethal and of skin pain temperatures, as specified before. The start of the fire thermal 
impact occurs at instant zero on the time axis. Structural firefighting includes the fight of building and 
factories fires. Figures 1d and 2d shown the time (after fire impact) for the beginning of skin pain and 
burn degree 1, of introversion, of heat stroke, of brain damage and of death as function of the firefighter 
clothing insulation. For Irad = 1.5 kW m-2 skin pain and skin burn degree 2 only “occur” after death, 
then they are not shown in Figure 1d. As presented in Figure 2, for Irad = 5 kW m-2 skin pain starts 
before heat-stroke until Icl < 1.21 clo (incomplete covering of firefighter skin) and “after” death for 
































Firefighting: M = 3.0 met, Icl = 1.59 clo, ivp = 0.22, ρ = 0.11



































Firefighting: M = 3.0 met, Icl = 1.21 clo, ivp = 0.22, ρ = 0.11
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Figure 1 - Incident thermal radiation Irad = 1.5 kW m-2: (a, b and c) Time evolution of temperatures on hypothalamus 
( ─── ), rectal ( ─  ─  ─ ) and maximum value of skin ( ─ ▪ ─ ▪ ─ ) and limiting temperatures for the beginning of 
introversion, heat stroke, lethal and skin pain, for a complete ensemble with: a)  Icl = 1.21 clo), b) Icl = 1.59 clo and c) 
Icl = 2.63 clo; and (d) Time (after fire impact) for the beginning of skin pain, of introversion, of heat stroke, of brain 
damage and of death as function of clothing insulation. 
It is possible to observe from Figures 1 and 2 (a, b and c) that the increasing of clothing thermal 
insulation implies more temperature uniformity between human body parts. For normal thermal 
environments, the rectal temperature is one of the highest in the human body and is often taken as 
representative of the body core temperature. This is no longer valid for situations where human body 
is exposed to extreme thermal conditions, where rectal temperature is a bad indicator for the maximum 
body core temperature. This is the reason why it was not used in this work as a criterion for the 
detection of specific undesired reactions within the man; instead the hypothalamus temperature is 































Firefighting: M = 3.0 met, Icl = 2.63 clo, ivp = 0.22, ρ = 0.11
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(d) Time to onset of heat-related illness





























Firefighting: M = 3.0 met, Icl = 1.59 clo, ivp = 0.22, ρ = 0.11



































Firefighting: M = 3.0 met, Icl = 1.21 clo, ivp = 0.22, ρ = 0.11
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Figure 2 - Incident thermal radiation Irad = 5 kW m-2: (a, b and c) Time evolution of temperatures on hypothalamus ( 
─── ), rectal ( ─  ─  ─ ) and maximum value of skin ( ─ ▪ ─ ▪ ─ ) and limiting temperatures for the beginning of 
introversion, heat stroke, lethal and skin pain, for complete ensemble with: a)  Icl = 1.21 clo), b) Icl = 1.59 clo and c) 
Icl = 2.63 clo; and (d) Time (after fire impact) for the beginning of skin pain, of introversion, of heat stroke, of brain 
damage and of death as function of clothing insulation. 
Figures 1d and 2d present the instants of probable onset of heat-related illness as functions of the 
global value of clothing insulation. In both situations these periods increase with global value of 
clothing thermal insulation, namely for the heat-stroke and death threshold. This effect is evident in 
the range between 1 to 3 clo, becoming less pronounced for higher values. Moreover, protective 
clothing ensembles with insulating values above 3 clo will restrict firefighter movements and then they 
are not practical to use. 
In both situations shown in Figures 1d and 2d, whatever clothing insulation, skin burn degree 1 
starts before skin pain. For Irad = 1.5 kW m-2 and independently of clothing insulation, skin pain and 
skin burn degree 2 only “occur” after death, then, for fires of this intensity, skin pain is not a useful 
alert in terms of human safety. For Irad = 5 kW m-2 and if the skin is not complete covered 
(Icl < 1.21 clo), skin pain starts in very short exposure times after fire impact and before heat-stroke. 
The time interval between the onset of skin pain and of heat-stroke is also very short. In these 
conditions skin pain works as an alert signal, inducing the firefighter to escape quickly from the fire 
front line to avoid fainting and to be trapped by the fire. Then, without a complete covering of skin, is 
not possible to fight fires from which the impinging radiation is Irad ≥ 5 kW m-2. Nevertheless, this 
cannot be taken as a safety rule, as for complete firefighter ensembles the heat-stroke can be reached 
before skin pain, which obviously poses a crucial problem for personal safety.  
From the values presented in Figures 1 and 2, it can be stated that firefighting activities requires the 
wearing of complete protective ensembles with Icl ≥ 1.21 clo. For fires with Irad ≤ 1.5 kW m-2 it is 
enough to wear clothing with insulation equal or lower Icl = 1.59 clo (current for wildland firefighting) 
and for fires with Irad ≤ 5 kW m-2 an insulation equal or lower than Icl = 2.63 clo (current suit for 
structural firefighting) it is enough. 
The onset of heat-related diseases within the firefighter as function of the impinging thermal 
radiation (Irad ) is show in Figure 3a for an ensemble with Icl = 1.59 clo (current for wildland 
firefighting) and in Figure 3b for a suit with Icl = 2.63 clo (current for structural firefighting). If 
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Figure 3 - Time for the onset of skin pain, of introversion, of heat stroke, of brain damage and of death as function of 
impinging radiation, for a complete ensemble with: (a) Icl = 1.59 clo; and (b)  Icl = 2.63 clo. 
Figure 3 show that the time (after fire impact) for the onset of heat-related illness decreases very 
rapidly with the increase of the incident radiation (up to about 10 kW m-2). For higher values of 
impinging radiation, these times decrease less and less until practically stabilize in a kind of minimum 
value. Regardless the fire intensity, and if protected with a full ensemble with Icl ≥ 1.59 clo, it will be 
possible to resist up to about 5 minutes without fainting. However, skin burn degree 2 can happen for 
ensembles with Icl = 1.59 clo if Irad ≥ 25 kW m
-2. In addition, skin pains start too soon for high levels of 
impinging radiation. For instance, the onset of skin pain is below one minute of exposure in the case of wearing 
full clothing with Icl = 1.59 clo for Irad ≥ 15 kW m
-2 and in the case of Icl = 2.63 clo for Irad ≥ 25 kW m
-2. In short, 
the increase of thermal insulation of the ensemble amplify the range of impinging radiation where fainting 
occurs before the start of skin pain. Therefore, it is not possible to state that the increasing of the 
protective clothing thermal insulation will enhance firefighter’s safety. In fact, a convenient control of 
the duration of firefighting periods and / or of the temperature of the hypothalamus (which has 
practically the same value as the tympanum) is crucial and therefore recommended. 
A good clothing insulation protects against the incoming of external heal but also can allow the 
firefighter to stay in dangerous and extreme environments, and remain there for unsafe periods without 
any warning. Then, to avoid undesired pathologies the firefighting period must be of limited duration 
and followed by a recovering period. 
After a firefighting period and to allow the firefighter to be able to return, as quickly as possible, 
safely to firefighting his, initial thermal state must be restored within a relatively short period. This is 
only possible through the application of an appropriate body cooling technique during the recovering 
time-break. 
For the purposes of this work, it was selected the case of a fireman dressed in a protective clothing 
with Icl = 2.63 clo and exposed to a fire from which the thermal incident radiation is Irad = 5 kW m-2. 
Considering the results presented in Figure 2, a 20-minute firefighting period was selected. Therefore, 
the following phase sequence was assumed: neutral (60 minutes), pre-firefighting (60 minutes), 
firefighting (20 minutes) and recovering (unlimited time). 
On the recovering period, the firefighter is far from the fire front (Irad = 0), has a low level of activity 
(M = 1.2 met) and drinks 0.33 kg of water at 15 ºC. Six alternative body cooling techniques were 
analyzed. 
PC - Passive cooling: the firefighter rest in a shaded environment with Tair = Tmr = 30ºC, vair = 3 m/s 
and RHair = 50%, and is dressed in his protective clothing, but without the helmet, the balaclava, 
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HFIW20: The previous situation reinforced with the immersion of hands and forearms in water at 
Twater = 20ºC. 
HFIW10: The passive cooling reinforced with the immersion of hands and forearms in water at 
Twater = 10ºC. 
UIJ: The passive cooling reinforced with the using of an ice jacket. 
UIJ + HFIW10: The passive cooling reinforced with the using of an ice jacket and the immersion of 
hands and forearms in water at Twater = 10ºC. 
ABIW25: All body (except head and neck) immersion in water at Twater = 25ºC. In this case 
Icl = 0.1 clo, ivp = 0, ρ = 0.1 and mcl = 0.2 kg. 
To serve as a reference, Figure 4a shows the predicted results for the case of passive cooling (PC) 
where the evolution with time of hypothalamus, rectal, body average and maximum skin temperatures 
is presented. The two horizontal lines identify the threshold values for the beginning of introversion 
and of heat-stroke. The start of the fire thermal impact occurs at instant zero on the time axis. For 
comparative evaluation, Figure 4b shows that the evolution of the heat stored in the human body [in 





Figure 4 - Time evolution of human body temperatures and heat stored: (a) Passive cooling; and (b) heat stored in the 
human body for all body cooling techniques tested. 
As can be observed from Figure 4, the drinking of cold water has only a very small influence on 
the reduction of firefighter thermal stress. However, drinking water is important for hydration 
purposes. 
Although with very different effectiveness, all body cooling techniques considered proved to be 
capable to mitigate the level of hyperthermic stress of firefighters. In the situation considered, the 
passive cooling attenuates the heat stress but it is the less effective of all. Both cooling techniques 
where the passive cooling is reinforced by immersion of the hands and of the forearms in water 
(HFIW20 and HFIW10) have similar effectiveness. However, a slightly advantage exist when 
Twater = 10ºC, despite the appearance of vasoconstriction and eventually shivering when the water is at 
10ºC. 
For the situation considered, the cooling techniques tested can be ordered from the less effective to 
the highest one as: 6th) PC - passive cooling; 5th) UIJ - use of an ice jacket; 4rd) HFIW20 - immersion 
of hands and forearms in water at Twater = 20ºC; 3rd) HFIW10 – the same but with Twater = 10ºC; 2nd) 
UIJ + HFIW10 - use of an ice jacket reinforced by immersion of hands and forearms in water at 






















Firefighting: M = 3.0 met, Icl = 2.63 clo, ivp = 0.22, ρ = 0.11
RH = 50%, vair = 5 m/s,  Tmr = Tair = 50 ºC,  Irad = 5 kW/m2
Passive cooling: M = 1.2 met, Icl = 1.0 clo, ivp = 0.47, ρ = 0.09




















































Firefighting: M = 3.0 met, Icl = 2.63 clo, ivp = 0.22, ρ = 0.11
RH = 50%, vair = 5 m/s,  Tmr = Tair = 50 ºC,  Irad = 5 kW/m2
Cooling: M = 1.2 met, vair = 3 m/s,  Tmr = Tair = 30 ºC
Introversion
(b) Human body cooling techniques
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Among the tested, the strategy of immersion the entire body in water at 25ºC is undoubtedly 
substantially more effective than the others. This is the one with the highest cooling rate, the lowest 




The protocol adopted in the present work submits the firefighter to four phases: neutral 
(stabilization), pre-firefighting, firefighting and recovering. Six alternative body cooling techniques 
were analyzed, which are applied during the recovering period. 
From a safety point of view, the introversion threshold is a good indicator for exposure limits that 
must not be exceeded. Due to the nearest instantaneous onset of skin pain, only fires with incident 
radiation fluxes Irad < 1.5 kW m-2 can be fought without wearing ensembles that completely cover the 
firefighter skin. The time to the onset of heat-related illness decreases very rapidly with the increase 
of the incident radiation. On the contrary, time safety intervals increase with the clothing thermal 
insulation. This is evident when passing from the value of 1 to 3 clo. For higher values, the effect is 
less pronounced. However, protective clothing ensembles with intrinsic insulating values above 3 clo 
are not practical to use. Regardless the fire intensity, and if protected with a full ensemble with 
Icl ≥ 1.59 clo, it will be possible to resist up to about 5 minutes without fainting. Even so, skin pain 
starts too soon for high levels of impinging radiation and burn degree 2 can occur. Thus, high thermal 
insulation may or not enhance safety. Therefore, a convenient control of the duration of firefighting 
periods is crucial 
For the situation of Irad = 5 kW m-2 and an active fighting period of 20 minutes, the cooling 
techniques tested can be ordered from the less effective to the highest one as: 6th) passive cooling; 5th) 
use of an ice jacket; 4rd) immersion of hands and forearms in water at 20ºC; 3rd) the same but with 
water at 10ºC; 2nd) use of an ice jacket reinforced by immersion of hands and forearms in water at 
10ºC; and 1st) all body (except head and neck) immersion in water at 25ºC. Among the tested, the 
strategy of immersion the entire body in water at 25ºC is undoubtedly more effective than the others. 
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Abstract 
While the relation between wildland fire spread rate and wind has been a topic of study for over a century, 
very few previous studies report measurements of fire rate of spread in controlled winds exceeding 5 m/s. In 
this study measurements of fire rate of spread, flame residence time, and energy release are reported for fires 
burning under controlled atmospheric conditions in a shallow bed of pine needles subject to winds ranging 
from 0 to 27.2 m/s (6 m agl). The data suggest that when winds are less than 5 m/s fire rate of spread increases 
linearly with wind speed. As wind speed exceeds 5 m/s the fire rate of spread response increases at a rate 
approximately 5 times greater. When fires are burned in winds replicating natural spatiotemporal variability 
in speed and direction the rate of spread is 20 to 90 % greater than when burned under constant steady winds. 
 
Keywords: fire behavior, wind 
 
 
Wind is a dominant environmental variable in wildland fire spread and intensity. The relation 
between wildland fire rate of spread and wind speed (aligned with the direction of fire spread) used in 
the US and other fire behavior decision support systems was developed from experiments in wind 
tunnels and open burn experiments (Fang 1969).  For the most part these facilities have been limited 
to approximately 3 m/s is maximum speed; however there have been some exceptions. Weise and 
Bigging (1996) report measurements of fire spread rate in open wind tunnel at wind speeds up to 1.1 
m/s.  Catchpole et al (1998) present results from a large number of experiments conducted in a closed 
wind tunnel with controlled air temperature and humidity at winds up to 3.3 m/s. Their work exhibits 
a monotonically increasing correlation between fire rate of spread and wind speed over the range of 
winds explored.  
Others report observations from naturally burning fires. McArthur (1966, 1969) relates fire rate of 
spread in natural fuels to average wind velocity in the open for winds of 60 km/h as observed from 
several fires in Australia.  Winds in the natural environment fluctuate in speed and direction on 
relatively small temporal and spatial scales.  Beer (1991) evaluates the physics underlying fire/wind 
interaction and proposes that the three dimensional nature of buoyant plumes above fires forms peaks 
and troughs that interact with local wind fields through complicated mechanisms that enhance energy 
transport to the unburned fuel ahead of the fire front.  He posits that fluctuations in wind speed enhance 
the fluctuations in flame size and structure thereby enhancing advective heating of the fuels and 
increased spread rates.  In a theoretical study Albini (1982) concludes that the only effect of wind 
fluctuations on fire spread rate is further fluctuations in the smoke plume above the fire.  Others report 
a power relation between wind and fire spread rate with the wind raised to an exponent of 1.5 (Nelson 
and Adkins 1987; Nelson Jr and Adkins 1988). Beer (1993) examines data for winds up to 9.2 m/s and 
posits a power-law relation with two regimes (winds less than 2.5 m/s and winds greater than 2.5 m/s) 
he proposes that the relative contribution of radiant and convective energy to the fire spread depends 
on wind speed, with increased convective heating for increased winds (Beer 1991).
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In this study the rate of spread and intensity of fires burning over a bed of pine needles for a wind 
speeds from 0.4 to 27 m/s are measured.  The winds speeds cover a much higher range than has been 
reported previously for any laboratory based study. To our knowledge no laboratory-based studies 
exist that explore the relation between fire rate of spread and a “natural” wind history under laboratory 
controlled conditions.   
 
 
Here we report the results of twelve experiments completed at The Insurance Institute for Building 
and Home Safety (IBHS) located in Richburg, SC.  This facility includes a large wind tunnel 
(approximate footprint of experimental floor space 35 by 50 m) that has the capability to generate three 
wind conditions: 1) a constant wind speed (fan speeds held constant to generate a wind speed specified 
with the representative typical logarithmic boundary layer profile and 2) a nominally “semi-natural” 
wind history with fluctuations in the longitudinal wind direction and 3) a fully “natural” wind field 
with fluctuations in both the longitudinal and lateral components.  Here we compare results from seven 
fires conducted under wind condition 1, one fire burned under wind condition 2 and five fires burned 
under wind condition 3. The facility has the capability to generate winds between 5 and 63 m/s (see 
Figure 1 left).  Longitudinal speed is controlled by modulating fan rotational speed at the plenum inlet 
to replicate a wind speed record collected from a sensor in an open field.  Wind direction is controlled 
by modulating vanes at the exit of each plenum to redirect the wind speed over a nominal range of ±20 
degrees, replicating a directional wind record measured in an open field.  Through these two features 
the wind field in the test chamber can be controlled to exactly replicate a wind field measured in the 
natural environment.   
 
 
Figure 1 - Exterior photo of IBHS facility with fans (left image) and experimental chamber (right image) where staff 
are constructing fuel beds in preparation for a burn.  
For this study two parallel fuel trays nominally 3 m wide by 24 m long were constructed on the 
floor of the IBHS facility (Figure 1 right).  Fuel trays were equally spaced laterally along the 
longitudinal axis of the wind flow.  The bed width was selected to minimize the effect of fire front 
width on rate of spread (Wotton et al. 2000a, 2000b). The fuel trays consisted of a double layer of 1.58 
cm thick 244 cm long by 122 cm wide gypsum boards (total thickness 3.16 cm) placed on the floor of 
the tunnel.  The fuel tray sides were 8.9 cm tall.  The lateral edges of the trays were separated by 
approximately 3 m.  Burn number, wind speed, fuel moisture, average rate of spread, and residence 
time are presented in table 1. 
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Table 1 - Experimental conditions and key measurements averaged over both beds  
Burn 
# 
Wind 5 m 
above floor at 
exit of 
plenum (m/s)3 






moisture content  






residence time  
 (s)3 
4 14.7(1.3) 10.5(0.25) C 6.5 (1.2) 0.80(0.11) 24.7(4.4) 
5 14.7(1.3) 10.7(1.4) RW 5.1 (1.1) 1.02(0.07) 25.7(3.7) 
6 14.3(1.0) 10.2(0.44) C 7.8 (2.4) 0.64(0.08) 30.2(3.0) 
7 14.1(1.0) 10.1(0.34) C 5.2 (0.3) 0.66(0.07) 26.5(4.2) 
8 10.8(2.2) 8.24(0.88) R 4.2 (0.8) 0.84(0.06) 24.0(2.4) 
9 12.0(1.1) 9.0(0.34) C 6.9 (0.5) 0.57(0.06) 27.0(5.3) 
10 11.7(1.2) 8.8(0.51) C 7.5 (2.7) 0.67(0.084) 23.0(2.6) 
11 11.9(2.5) 9.2(0.89) R 6.2 (0.6) 0.83(0.04) 25.8(3.2) 
13 8.7(1.4) 7.4(0.81) R 8.7 (0.3) 0.32(0.05) 25.8(4.6) 
14 10.4(0.9) 7.7(0.33) C 8.5 (1.8) 0.34(0.05) 25.2(2.7) 
15 15.3(3.3) 12.3(0.97) R 7.4 (2.6) 0.91(0.13) 19.7(5.2) 
16 20.8(1.6) 15.3(0.34) C 7.2 (0.3) 1.69(0.13) 20.3(2.4) 
1sensor located 28 cm above fuel tray surface (20.4 cm above upper surface of fuel) at location 20m along length of bed. 
2 C-constant wind speed and direction, R-“natural wind” with speed and direction varying in time, RW-speed varying in time but 
direction held constant. 
3average followed by standard deviation in parentheses. 
 
A common landscaping material in this region of the United States consists of bales dead pine 
needles (primarily from Slash (Pinus elliottii) and long leaf (Pinus palustris) pine trees), this material 
is commonly referred to as pine straw.  Taking advantage of the availability of this material, a supply 
of pine straw bales was purchased and stored in a climate controlled container.  Immediately prior to 
each burn sufficient amounts of bales were removed from storage, separated into weighed amounts 
and distributed on the fuel trays to a target fuel depth (8.9 cm) and bulk density (packing ratio) per 
unit area of 0.02.  Fuel loading was nominally 0.84 kg/m2 adjusted for moisture content.  Samples of 
fuels were collected immediately prior to ignition from nominally 3 m and 20 m along the longitudinal 
axis of each fuel bed to determine fuel moisture content.  Moisture content was nominally 15% for 
burns 1 and 2, 12% for burn 3, and between 5 and 8% for all other burns.   
In a typical burn, pine needles were distributed at specified depth and bulk density, data loggers 
were started, fuel moisture samples were collected, wind fans were set to the idle setting (~5 m/s).  
Once all preparations were complete the leading edge of the fuel beds was ignited manually using 
handheld propane torches, as soon as the flame front was established personnel left the area.  At this 
time the fans would be sped up to the target wind speed and profile.  Time between ignition and fan 
ramp up was less than 3 seconds.  Time for fans to accelerate from idle to full speed was less than 3 
seconds.  After a burn was complete the ash residue was removed and a new fuel bed constructed.   
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Figure 2 - Wind speed as measured in open terrain and replicated by the IBHS facility.  Source 
http://disastersafety.org/wp-content/uploads/2015/07/wind-flow-validation-report_IBHS.pdf 
Fire rate of spread was characterized from analysis of overhead visual video records. For this 
method visible targets were placed on the rail forming the edge of the fuel tray and on the floor between 
the two fuel beds.  These targets had a length designation as well as a unique identifier that was visible 
in the video image (a number constructed of aluminum foil).  Overall rate of spread was calculated by 
recording the fire front transit time between 5 and 24 m, 10 and 20 m, and 15 and 24 m along the bed 
tray length except for the zero wind burn where rate of spread was calculated as the time to spread 
from 0 to 3, 1 to 2 and 2 to 3 m.   
Flame residence was calculated from overhead video record as the time for the flame front to spread 
over a specified distance.  Ending time was defined as that which the majority of flaming combustion 
was complete; as for many cases at the higher wind speeds the partially burned fuel bed was blown 
down the fuel tray, essentially forming a secondary flaming and smoldering rolling flame front. 
For a subset of experiments, radiant and convective heating were measured by sensors located 
approximately 0.5 m high at 5 and 25 m along the longitudinal axis of the fuel tray.  These sensors 
have been described elsewhere (Butler et al. 2010; Frankman et al. 2013a) and are designed to measure 
heating from the flame incident on the sensor as the flames approach and burn around the sensor.  
Sensors were sampled at 10 hz.  Reported values represent 3 s averages of the measured signal 
(Frankman et al. 2013b).    
 
 
The experiments were performed with winds varying in both speed and direction.  The relevant data 
are grouped by target wind speed 6.8, 7.9, 9, 11.3 m/s (15, 17.5, 20 and 25 mph) and are shown in 
figure 3.  In all cases the average rates of spread for the natural wind field driven fires were 20 to 90% 
greater than the fires burning under the constant speed wind over the range of average wind speeds of 
9 to 15 m/s.   
The time averaged wind speeds within a specific target wind speed group varied slightly between 
experiments, for example two separate burns of two beds each were conducted for the 20-C group with 
a slightly different average speed between burns.  This variation is due to slight differences in the 
burning environment such as winds around the exterior of the facility and relative humidity; but in all 
cases the average rate of spread for the “natural” wind driven fires was faster than that for the constant 
speed wind driven fires across all target wind speed groups even when the average speed for the 
“natural” wind was slightly lower than that of the constant wind burns (i.e. 15-C and 15-R data).  Of 
particular interest is the single burn set that was conducted at a target of 11.3 m/s (25 mph) with 
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constant speed but varying direction (data set 25-C-R).  The rate of spread for these fires was greater 
than the constant wind case and similar to the fully “natural” wind case.  While this is just one data 
point it implies that the higher fire spread rates associated with the natural winds are not due to the 
pulses in wind speed that exceed the average speed, but are rather due to turbulence introduced by the 
directional variations.  This observation has implications to modeling of fire spread and warrants 
further exploration.  The range of wind speeds explored in this study was not sufficient to explore the 
presence of the two regimes for natural winds as was observed for the larger data set.   
While not shown here, measurements of radiant and total energy release were collected for a subset 
of the experiments.  Radiant energy release was nominally two to ten times greater than the convective 
heating for the constant speed wind driven fires and five to ten times greater than the convective 
heating for the “natural” wind driven fires suggesting that turbulence and convective heating events 
are more common in fires burning under “natural” winds. 
 
 
Figure 3 - Fire rate of spread under constant and naturally varying wind fields.  The data are arranged by target 
average wind speed and wind type (e.g. 15-R indicates 15 mph (6.8 m/s) target speed at “real” wind conditions, 20-C 
represents target average wind speed of 20 mph (9 m/s) at constant speed and direction, 25-C-R represents a constant 
fan speed and varying direction wind condition). 
 
 
This work explores the relation between wind speed and fire spread rate in fine dead fuels for a 
wider range of winds speeds than any previously reported efforts.  The effort includes a limited 
exploration of the response of fire to natural winds (that is winds that vary in speed and direction).  
The results suggest that natural winds result in faster fire spread rates than a constant wind at the same 
average speed.  This finding has significant implications to the development of models simulating fire 
growth.  In the context of the wind limit observed in the MacArthur (1969) data and imposed by 
Rothermel (1972) in his original model, an optimum wind speed can be postulated based on the 
expectation that at some high wind flow convective cooling will dominate any heating thus the flame 
will essentially be “blown” out.  As concluded by others (Andrews et al. 2013) these data did not 
exhibit a wind limit, at least up to a wind speed of 27 m/s (60 mph).  However, the data do show a 
nonlinear relation between wind speed and fire rate of spread.  The increased dependency as wind 
exceeds 6 m/s and the indication that fires spread faster under natural winds than constant winds has 
implications to both fire behavior and fire danger rating systems. 
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Forest fires (FFs) are critical elements of Earth system at the global, regional and local scales and, 
independently of their causes may have a high environmental, social, economic and climatological effects as 
well as cause loss of lives and injured people. Weather and climate control, directly and indirectly, most of 
the aspects of FFs. This study aims to identify: (i) the temporal variability of FFs, with special attention to 
the differences between the spring and summer fire seasons; and, (ii) the weather conditions during the days 
and months of higher and lower fire incidence. The fire database used is the Portuguese Rural Fire Dataset 
that comprises relevant information about each fire event such as: ignition date, fire duration, location ignition 
and total burnt area (BA). The meteorological dataset used is the ERA-Interim which covers the 
climatological 35-years period (1980 – 2014) and consists of daily fields at 12 UTC, with a spatial resolution 
of 0.125° × 0.125° latitude/longitude grid, over a spatial domain (10°W – 6°E, 36.5°N – 42.5°N) centred in 
Portugal. The role played by the meteorological conditions over a given region is assessed by analysing the 
associated patterns of thermo-hydro-dynamical fields at different atmospheric levels. Analysed patterns are 
anomaly composites, consisting of arithmetic means (performed over all days associated with very high 
number of FFs) of daily departures of 12 UTC meteorological fields from the respective average for that day 
over the reference period (1980 – 2014). Temporal variability of fires (number of forest fires, NFF) in 
Portugal unveil two fire seasons: (i) the first one, during winter-spring with highest activity in March (part of 
the non-critical period, NCP); and, (ii) the second, in summer with pronounced peak in July and August 
(during the critical period, CP). Atmospheric thermodynamic and circulation patterns confirm the existence 
of anomalous conditions observed over the affected areas, on daily and monthly scales. This atmospheric 
circulation is characterized by predominant easterlies crossing that advect continental air into the sub-region. 
During summer, the circulation is characterized by a predominant hot and dry flow from continental Europe 
and north Africa, contributing to values of air temperature (relative humidity) well above (below) average. 
During winter, the extremely low values of relative humidity are the most noticeable feature, which result 
from the anomalous Eastward circulation over the cold and dry Western Europe. The findings of this study 
will contribute to a better fire prevention, firefighting and crisis management.  
 
Keywords: Temporal variability; Fire Season; Forest Fires; Weather conditions; Portugal 
 
 
The natural vegetation in most of Europe is essentially forest and woodland from the Mediterranean 
through the deciduous forests of Central and Western Europe to the boreal forests in Fennoscandia 
(Bengtsson et al., 2000). Over the last 20 years, the forested area expanded in all European regions 
and has gained 0.8 million hectares each year (Forest Europe, 2011) except in southern European 
countries, where fires burn large areas every year (Schmuck et al, 2012). 
Forest fires (FFs) are critical elements of Earth system at the global, regional and local scales and, 
independently of their causes (lightning/natural, negligent or intentional) may have a high 
environmental, social, economic and climatological effects as well as cause loss of lives and injured 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
 Advances in Forest Fire Research 2018 – Page 473 
 
people. (Amraoui et al. 2015; Parente et al. 2016). Fires affect a larger area over a wider variety of 
biomes across the globe than any other natural disturbance to land-based eco-systems (Ichoku et al., 
2008). The Mediterranean region, including Portugal, occupies a prominent position, given the 
occurrence of devastating fires that burn hundreds of thousands of hectares of forest, scrublands and 
grasslands every year (Barbosa et al., 2007). In this region, fire ignition is strongly conditioned by 
human behaviour and socioeconomic activities (Costa et al., 2010) but natural factors like the 
morphology of the landscape, land use, land cover, and meteorological conditions have also to be taken 
into account (Amraoui et al., 2013, Parente et al., 2018a). 
Despite its smaller land area in comparison with other Mediterranean countries, Portugal is the 
European country with highest total number of FFs and the second largest total BA (San-Miguel-
Ayanz et al., 2016). In Portugal, fire incidence (number of FFs and BA) presents a high spatial and 
temporal variabilities, with weather and climate conditions as the main drivers of the temporal 
distribution (Pereira et al., 2005; Parente et al. 2017) having a profound influence at all stages of 
biomass burning from ignition, spread and behaviour up to severity and effects. In this context, the 
aims of this study are to identify: (i) the temporal variability of FFs, namely the intra-annual variability, 
(ii) with special attention to the differences between the spring and summer fire seasons; and, (iii) the 




Mainland of Portugal is located on the south-western coast of the Iberian Peninsula just at a few 
hundred kilometres of North Africa with a land area of about 90,000 km2. The Tagus River divides the 
territory into two regions with similar area but very different in terms of several biophysical and human 
drivers (Parente et al. 2016), which combined with the occurrence of extreme hot spells and drought 
periods promote the occurrence and the variability of FFs. 
 
Information about the FFs was obtained from the Portuguese Rural Fire Dataset (PRFD) originally 
available in Portuguese Institute for the Conservation of Nature and Forests portal. PRFD comprises 
relevant information about each fire event such as: ignition date, fire duration, location ignition and 
total BA. This study relied on the recent 14-years period (2001 – 2014) and based on fires having burnt 
area greater or equal than 0.1 ha for homogeneity reasons. 
 
The meteorological dataset used in this study corresponds to the ERA-Interim which covers the 35-
years climatological period (1980 – 2014) and consists of multiple daily horizontal fields of the low 
and the medium atmosphere, at 12 UTC, with a spatial resolution of 0.125° × 0.125° latitude/longitude 
grid, over a spatial domain (10°W – 6°E, 36.5°N – 42.5°N) centred in Portugal for a set of the following 
variables: (i) mean sea level pressure, MSLP; (ii) air temperature at 2 m height, T2m; (iii) wind speed 
and direction at 10 m, W10m; (iv) relative air humidity at 850 hPa, RH850; and, (v) geopotential 
height at 500 hPa, Z500. Detailed additional information about the ERA-Interim product may be found 
in Dee et al. (2011). 
 
The role played by the meteorological conditions, during periods of high and low fire activity, over 
mainland Portugal were assessed by analysing the associated patterns of meteorological fields at 
different atmospheric levels, similar to what was done in previous works such as Pereira et al. (2005), 
Amraoui et al (2013 and 2015) and Trigo et al., (2013). Analysed patterns are composites and anomaly 
composites, consisting of arithmetic means (performed for a subset of days of very high/low number 
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of FFs) of daily values, in the former case, and departures of 12 UTC meteorological fields from the 




During the 14-year study period, a grand total of 145,616 FFs were observed over the study region 
and corresponding to 1.8 Mha of BA, approximately. The temporal distribution of FFs reveals high 
inter-annual variability (Figure 1, upper panel), with the years of 2001, 2002, 2005, 2009 and 2011 
presenting above-average number of FFs. In particular, the years of 2005 and 2001, correspond to the 
years with greater number of FFs, accounting of about 16,600 (11.4% of total) and 15,000 (10.3% of 
total), respectively. In contrast, 2014 and 2008 represent the years of very weak fire activity with only 
3,100 (2.2% of total) and 5,900 (4.1% of total), respectively. 
Regarding the intra-annual variability (Figure 1, lower panel), there is a prominent annual cycle of 
fire activity, showing two fire seasons in Portugal. The first one begins in late spring and lasts until 
early autumn (June to October), totalizing about 75% of annual FFs, with pronounced peak in August-
September and corresponding to the critical period. The second season, counting about 20% of annual 
FFs, is observed in winter and early spring (February to April) with a less prominent peak in March 
and corresponding to the non-critical period. The remaining 5% of annual FFs are registered during 
the months of November, December and January, corresponding to the period with lowest fire activity.  
 
 
Figure 1 - Inter-annual (upper panel) and intra-annual (lower panel) variability of fire occurrence in mainland 
Portugal. The used data in the figure refers to all fires, with BA greater than 0.1 ha, observed in the country during 
the 2001-2014 study period. In the lower panel and for the monthly FFs, the black (red) dots represent the median 
(mean) value, the lower (upper) box limits represent the first (third) quartile and the lower (upper) whisker represents 
the minimum (maximum) value.  
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Results obtained in the previous section suggest performing an assessment of the role played by 
meteorological conditions on the onset and spreading of fire events in mainland Portugal, during the 
two fire seasons. The weather conditions during periods with very low fire activity were also analysed. 
Anomaly composites fields of meteorological variables for periods of very high and very low fire 
activity in the region and season will be presented. Each plot includes results obtained for more than 
one meteorological field and for each case, two figures of anomalies are presented. The first one 
respecting to meteorological fields near the surface (T2m, MSLP and W10m) and the other at 500 hPa 
and 850 hPa levels (Z500 and RH850). 
The vast majority of burned area in Portugal is due to a reduced number of extreme events that 
occur during a short period of time and are associated with several atmospheric processes interacting 
at different temporal and spatial scales. In general, when high fire incidence is registered, atmospheric 
thermodynamic and circulation patterns confirm the existence of anomalous conditions observed over 
the affected areas, on daily and even monthly scales.  
 
When FFs occur in the winter-spring season (e.g. Figure 2), the atmospheric surface circulation 
over Portugal is generally characterized by predominant easterlies that advect continental (cold and 
very dry) air into the region (Figure 2, lower panel), causing extremely low values of RH850 (Figure 
2, upper panel). These patterns are a usually a consequence of a strong omega blocking configuration 
(not shown) located west of Europe, enhancing the effect of the anticyclone over Western and Northern 
Iberia (Amraoui et al., 2015). 
 
 
Figure 2 - Anomaly composites of 
relative air humidity (%) at 850 hPa level 
(RH850) and geopotential height (gpm) 
at 500 hPa (Z500) (upper panel) as well 
as of air temperature (°C) at 2 m (T2m), 
mean sea level pressure (hPa) (MSLP), 
wind speed (m·s−1) and direction at 10 m 
(W10m) (lower panel) over Continental 
Portugal for the period between 28 and 
30 of March 2012. 
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The anomalous circulation patterns at the 500 hPa level during periods of high fire activity in the 
winter-spring season are dominated by positive departures of Z500 reaching the impressive value of 
about 180 gpm (Figure 2, upper panel) over the British Isles. On the other hand, anomalies of 
meteorological parameters show higher values of T2m than normal over all Iberia and south of France 
(Figure 2, lower panel) and very low values of RH850, reaching the impressive value of -50% in some 
of the cases (Figure 2, upper panel). 
 
During the summer-autumn season (e.g. Figure 3), the circulation pattern leads to strong North-
Eastern, from continental Europe, and South-Eastern, from Northern Africa, advections of continental 
dry and very warm air over mainland Portugal, contributing to values of air temperature (relative 
humidity) well above (below) average. This atmospheric circulation is the result from the amplification 
of the anticyclone of Azores, extending from the Atlantic to Central Europe and by a sub-Saharan 
thermal low centred at South Algeria (not shown).  
 
 
Figure 3 - Anomaly composites of air relative humidity (%) at 850 hPa level (RH850) and geopotential height (gpm) 
at 500 hPa (Z500) (left panel) as well as of air temperature (°C) at 2 m (T2m), mean sea level pressure (hPa) (MSLP), 
wind speed (m·s−1) and direction at 10 m (W10m) (right panel) over Continental Portugal for the period between 03 
and 08 of August 2005. 
The atmospheric flow at 500 hPa (not shown) generally presents the synoptic baroclinic activity 
with a pronounced ridge with axes in the Southeast to Northwest direction over the Atlantic Ocean and 
West of Iberia, forcing warmer and drier air mass into the region. The case presented in figure 3 
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corresponds to the Arouca extreme fire event that occurred between 03 and 08 of August 2005. In the 
above-mentioned case, the 500 level composite anomaly patterns exhibit positive departures of 80 gpm 
(Figure 3, upper panel) and, consequently, enhancing the subsidence of air into the region, reinforcing 
the increase of air temperature. At surface level, anomalies of meteorological parameters present low 
values of relative humidity (Figure 3, upper panel) and very hot air temperature (Figure 3, lower panel). 
 
On the other hand, when low fire incidence is observed (e.g. Figure 4) the atmospheric circulation 
is mostly dominated by western advection of mild wet air from the Atlantic over mainland Portugal, 
resulting in positive departures and very high values of RH850. 
 
 
Figure 4 - Anomaly composites of relative air humidity (%) at 850 hPa level (RH850) and geopotential height (gpm) 
at 500 hPa (Z500) (left panel) as well as of air temperature (°C) at 2 m (T2m), mean sea level pressure (hPa) (MSLP), 
wind speed (m·s−1) and direction at 10 m (W10m) (right panel) over Continental Portugal for March of 2013 
The case presented in figure 4 corresponds to March 2013 where a few number of fires was 
recorded. The atmospheric conditions in the region during the referred month are associated with 
cyclonic configurations located over the Atlantic Ocean, west, northwest or southwest of the Iberian 
Peninsula favouring precipitation over Portugal through strong advection of maritime air masses. 
 
 
The intra- and inter-annual variability of fire activity in Mainland Portugal is strongly associated 
with the type of climate (Costa et al., 2010) and the occurrence of extreme weather conditions (Pereira 
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et al., 2005; Amraoui et al., 2015). However, there is not a cause–effect relationship between 
atmospheric conditions and fire activity in the sense that fire ignition in Portugal, in particular, and 
Mediterranean region, in general, is mainly due to human activities (San-Miguel-Ayanz et al., 2013). 
The temperate type of the Mediterranean basin climate, characterized by wet and mild winters, favour 
the growth of vegetation, followed by warm and dry weather during summer, promote severe 
vegetation hydric and thermal stress (Pereira et al., 2013). In Portugal, and during the summer season, 
the regional heatwaves are very frequent and highly correlated with the occurrence of the most 
devastating fires in Portugal (Parente et al., 2018b). In addition, recent studies have shown that the 
occurrence of major droughts in southern Europe during the preceding winter and spring seasons may 
enlarge the amplitude of heatwaves in the following summer, which in turn, should be viewed as a 
primary factor of fire danger in this region because of their influence on fuel availability and vegetation 
hydric and thermal stress. 
The vast majority of modelling studies agrees in that the Mediterranean will become hotter and 
drier in the future favouring the increase in frequency and amplitude of heatwaves over the 
Mediterranean basin (Fischer and Schär, 2010; Parente et al., 2018b) and, consequently, the 
intensification of catastrophic fire events and the resulting very high annual burnt area (Trigo et al., 
2006, Amraoui et al, 2013). In this sense, knowing the spatial configuration of the meteorological 
fields associated with highest fire activity is of paramount importance for the planning of fire 
prevention activities and management of fire suppression resources (Amraoui et al. 2015). In this 
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Flammability at field-scales: conducting research in prescribed burns 
Jane Cawson*; Thomas Duff 




To better understand the role of plant flammability in driving landscape-scale fire behaviour and 
fire regimes, field-scale flammability research needs to occur. Yet, experimental fires are costly to 
implement and research within wildfires is both logistically challenging and potentially dangerous. 
As an alternative, we propose that operational prescribed burns undertaken for land management 
purposes should be exploited for flammability research.. In some parts of the world, large areas are 
burnt annually, providing extensive opportunities for research. In this paper we describe three broad 
methods that can be used to measure different facets of flammability in prescribed burns. We 
compare the strengths and potential limitations of each method before finally providing ten 
principles for conducting effective flammability research in prescribed burns. We conclude that 
operational prescribed burns are a largely untapped resource that could be used to better understand 
links between plant flammability and landscape-scale fire behaviour. 
 
Keywords: burn observation; fire agency; fire management; flammability; fire behaviour; forest; fuel; ignition; prescribed burn 
 
 
Plant flammability is an important determinant of fire behaviour and fire regimes (Gill and Zylstra 
2005; Pausas et al. 2017). Flammability is broadly defined as the capacity of vegetation to burn and is 
often measured in terms of the specific combustion characteristics of the vegetation (ignitability, 
combustibility, consumability and sustainability) (White and Zipperer 2010; Varner et al. 2015). 
Research shows that the flammability of a plant or plant part (e.g. leaf) depends on a combination of 
plant traits (Varner et al. 2015; Pausas et al. 2017). Yet, there is very little understanding about how 
these plant traits interact and combine to influence the flammability of whole vegetation communities  
(Schwilk 2015; Varner et al. 2015; Cawson et al. 2018). Such knowledge is needed to better predict 
fire behaviour, manage fire risk across landscapes and predict future changes to fire regimes and 
landscape flammability. 
A large body of flammability research has been conducted in laboratories (e.g. Dickinson and 
Kirkpatrick 1985; Dimitrakopoulos and Papaioannou 2001; Plucinski and Anderson 2008; Ganteaume 
et al. 2013; Possell and Bell 2013). Laboratory-based flammability studies have several advantages 
over field-based studies (Table 1) – confounding variables are better controlled; large quantities of 
data can be collected in relatively short time frames; research can proceed irrespective of seasonal 
climatic conditions; and costs may be less. The challenge is in translating research results derived in 
the laboratory to field-scale fire behaviour. Practicalities of working within a laboratory mean that the 
scale of research is often restricted to individual leaves, plant parts or reconstructed fuel beds and the 
heat source applied to the vegetation may not be representative of wildfire conditions (White and 
Zipperer 2010). As such, laboratory-based flammability research has been criticised for having limited 
applicability to field-scale flammability and fire behaviour (Fernandes and Cruz 2012).
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Table 1 - Evaluation of research environments for measuring flammability. The research environments are evaluated 
against criteria from 1 (highest performing) to 4 (lowest performing). 





Safety 1 3 4 2 
Cost 2 4 3 1 
Ability to control for confounding 
variables 
1 2 4 3 
Ability to replicate measurements 1 3 4 2 
Ability to represent wildfire conditions 4 2 1 3 
Vulnerability of study outcomes to 
weather 
1 3 4 2 
Control over timeframes for data 
collection 
1 3 4 2 
Bureaucratic complexity 1 3 4 2 
Average ranking 1 3 4 2 
 
At a field-scales, experimental fires have historically been an important component of fire 
behaviour research with the data yielded from these experiments the foundation of widely used 
empirical fire behaviour models (Alexander and Quintilio 1990; Cruz et al. 2015). Plant flammability 
is generally considered in these experimental programs in terms of total biomass and dead fine fuel 
moisture content, with most other plant traits not considered. Experimental fire programs could be 
extended to better address research questions relating to community-level plant flammability (e.g. 
Schwilk 2003; Fraser et al. 2016). However, such experimental fires can be expensive to implement, 
difficult to replicate and their success is highly dependent on weather conditions during the 
experimental period (Cruz and Gould 2009). Another field-based alternative is research conducted 
within active wildfires. Such research would certainly be representative wildfire conditions. However, 
safety concerns, bureaucratic hurdles and logistical issues make this research difficult to design and 
implement (Table 1). Even the collation of wildfire statistics and observations from fire agencies can 
be challenging (Duff et al. 2014).  
An alternative for obtaining field-scale flammability measurements is to conduct flammability 
research in operational prescribed burns in partnership with fire agencies. Prescribed burns are carried 
out by fire agencies for wildfire mitigation or ecological purposes in a range of vegetation types. 
Globally, the extent of prescribed burning varies widely by region depending on the risk of wildfire, 
political and social acceptance of fire in the landscape, fire ecology of the ecosystem and government 
budgets. However, in some parts of the world prescribed burning programs are well established 
(Fernandes et al. 2013; McCaw 2013; Forest Fire Management Victoria 2017; US Forest Service 
2018). These prescribed burning programs provide many potential opportunities for flammability 
research to occur, even when the research budget is modest. For example, in Victoria in south-eastern 
Australia, on average 900 prescribed burns are conducted annually (data from 2012 to 2016) (Figure 
1) (Department of Environment Land Water and Planning 2016). The main limitation of this research 
is that the most extreme fire conditions will not be captured. Additionally, there are several limitations 
of working within prescribed burns that may impede research success if not well managed. 
The purpose of this paper is to provide guidance for planning and executing flammability research 
in operational prescribed burns. We reflect on our experiences of conducting research in prescribed 
burns in south-eastern Australia by outlining three broad approaches for obtaining data about field-
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scale flammability. We then outline 10 key principles for maximising the chance of a successful 
research project in an operational prescribed burn.  
 
 
Figure 1 - Prescribed burns in Victoria, south-eastern Australia over a five-year period from 2012 to 2017. Data 
source: data.vic.gov.au 
 
Here we describe three broad approaches to quantify flammability within prescribed burns: 
1. Direct observation of burning – fuel, weather and burning characteristics are observed directly as 
researchers work alongside the lighting crew 
2. Pre- and post-burn plots – plots established pre-burn to assess vegetation condition prior to the 
burn and the same plots are reassessed after the burn 
3. Analysis of maps of burn outcomes – maps of burn extent or fire severity (often derived by the fire 
agency) are used to analyse burn outcomes at landscape scales 
 
Table 2 outlines the suitability of each method to quantify the flammability (ignitability, 
combustibility, consumability and sustainability) of vegetation at field-scales. 
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Table 2 - Suitability of methods to measure field-scale flammability in prescribed burns. ‘Yes’ indicates the method 
quantifies the flammability variable. ‘No’ indicates the method does not quantify the flammability variable. 




Analysis of maps 
of burn outcomes 
Ignitability (ease of ignition) Yes Yes Yes 
Combustibility (flame spread rate or mass 
loss rate of fuel during burning) 
Yes No No 
Consumability (proportion of fuel 
consumed, correlated with heat release) 
Yes Yes Yes 
Sustainability (duration of flaming and/or 
smouldering) 
Yes No No 
 
Direct observation of burning involves measuring ignition success and burning characteristics 
while working alongside a lighting crew on the day of the burn and/or using sensors to record burning 
characteristics. Fuel attributes (fuel moisture content, fuel hazard, surface fuel load, dominant species, 
plant architecture, live-to-dead ratio) can be measured immediately ahead of the fire fighters and then 
the ignition process and resultant fire behaviour can be observed. Ignitability can be measured in terms 
of ignition success or failure with ignition deemed successful if burning is sustained beyond the initial 
points(s) of ignition. Combustibility can be quantified by recording the rate of spread; in the context 
of a prescribed burn this is usually the rate of spread of backing fire. Sustainability can be estimated 
by the flaming duration. Consumability can be determined by destructively sampling the litter bed pre- 
and post-burn in small plots (e.g. 0.1 m2).  
Table 3 outlines the strengths and limitations of this research method. A key strength is fuel 
moisture content can be measured directly, rather than relying on predictions, because the researchers 
are within the plots immediately prior to burning. Additionally, fire behaviour can be measured 
directly, rather than inferred from char heights or crown scorch. A potential limitation is that the fire 
behaviour may be influenced by edge effects, as plots usually need to be situated on the burn boundary 
to enable safe access in dense vegetation. Additionally, burning characteristics (i.e. flames heights and 
rate of spread) may be a function of the lighting pattern in addition to the fuel, weather and topography. 
Table 3 - Direct observation of burning – strengths and limitations 
Strengths Limitations 
Fuel moisture content is measured directly, rather 
than relying on predictions 
Fire behaviour is measured directly rather than 
relying on reconstructions based on char height 
Minimal pre-burn field work is required, though 
pre-burn reconnaissance is valuable 
Flexible approach – can be done at short notice in 
any burn rather than being limited to burns 
selected in advance 
Fire behaviour influenced by ignition technique 
and edge effects as well as the fuel condition. 
Measurements are done under time-pressure, so 
must use rapid assessment techniques 
Pseudo-replication is a potential issue. Temporal 
or spatial separation of plots necessary 
Daily number of plots achieved is highly variable 
depending on rate of ignition (from 1 to 10 plots 
per day for a single research group) 
Method may not be suitable for observing 
ignitions or fire behaviour that is not near the burn 
perimeter or areas of safety 
The ability to travel between parts of the burn 
being ignited may be limited by operational and 
safety constraints 
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Figure 2 - Direct observation of burning in prescribed burns in Victoria, Australia. (a) Observing ignition success 
from burn edge. (b) Observing fire development from spot ignition. 
Technologies such as fire proof camera boxes, thermocouples and drones can be used in Pre- and 
post-burn plots to provide more detail about fire behaviour, timing of ignition and duration of burning 
(Figure 3). However, such technologies are in their infancy and can be difficult to deploy in steep, 
densely vegetated terrain. Battery operated devices such as cameras within fire proof boxes and 
thermocouples attached to loggers can be difficult to switch on when the plots are far from a road. 
Replication may also be an issue since these devices are expensive and therefore a research team may 
only be able to access a small number. There are often restrictions on the use of drones within 
prescribed burns if other aircraft are also being used by the fire agencies. Furthermore, dense canopies 
and thick smoke limit the usefulness of drones as visibility is greatly reduced.  
(a) (b) 
  
Figure 3 - New technologies for flammability studies in prescribed burns. (a) Fire proof boxes for camera and data 
loggers to observe flaming inside the burn. (b) Drones to observe rate of spread inside burn. 
 
Vegetation condition within each plot can be measured in advance of the burn (e.g. fuel hazard, 
species composition, plant architecture, live-to-dead ratio) and indicators of fire behaviour after the 
burn (char height, scorch height and leaf freeze). Ignitability may be estimated based on the proportion 
of the plot burnt, for plots where there is evidence that there had been an ignition attempt. Destructive 
fuel sampling can be used to measure consumability. 
Advantages of using pre- and post-burn plots are that researchers do not need to attend the burn 
(Table 4). Additionally, plots can be located further from the edge of the burn, reducing edge effects. 
However, the trade-off is that fuel moisture and fire behaviour are not measured directly, which means 
inferences must be made using measures such as canopy cover or predictive models for fuel moisture 
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and char heights for fire behaviour. Additionally, because plots need to be installed in advance of the 
burn, there is a greater likelihood that some effort will be wasted because burn plans inevitably change. 
A variation of this method is where there is some experimental manipulation within the plots, e.g. 
lighting techniques are modified to achieve different fire intensities (Cawson 2012) or fuel structure is 
modified to isolate the effects of different fuel components on flammability (Schwilk 2003). Such 
experimental manipulations may enable a better insight into causal mechanisms but can also add to 
the complexity of the research design. In the context of fire behaviour studies conducted within 
prescribed burns, any added complexity introduces further risk that the study will not succeed. 
Table 4 - Pre- and post-burn plots – strengths and limitations 
Strengths Limitations 
Plots can be in the middle of the burn, to avoid edge 
effects 
Plot layout can be planned to achieve a balanced 
design across fuel types and terrain features 
Researchers do not need to be present during burning 
Investment of time and effort in pre-burn 
measurements may be wasted if the plots are not 
burnt 
Difficult to determine ignition time for plots and 
therefore relate weather to fire behaviour 
Difficult to determine the nature of fire at a plot (i.e. 
backing, flanking, head fire) 
Plots cannot be accessed during the burn, so there is 
an inability to measure fuel moisture or fire 
behaviour directly 
 
Post-burn maps may be coupled with vegetation and fuel moisture maps in flammability studies to 
determine thresholds for ignition and fire behaviour under different weather and fuel moisture 
conditions (e.g. Nolan et al. 2016; Duff et al. 2018 in wildfire studies). These retrospective analyses 
are useful for obtaining broad-scale measures of ignitability and consumability (using fire severity as 
a proxy), but other flammability variables cannot be quantified with this data. 
Advantages of using this method are that a landscape scale analysis can be done with data that are 
often freely available. However, without specific details about each burn the use of the data is limited. 
Table 5 - Analysis of maps of burn outcomes – strengths and limitations 
Strengths Limitations 
Data are often freely available from fire agencies 
No field work required, reducing data collection costs 
for research project 
Landscape scale analysis possible, potentially 
incorporating many burns 
Typically lacking specific details about the burn such 
as ignition patterns, pre-burn vegetation and moisture 
conditions and when the burn occurred 
Only able to quantify ignitability, not combustibility 
or sustainability. 
No direct measures of fuel measure or fire behaviour 




Drawing on our experiences working within prescribed burns, we have devised ten key principles for 
getting the best outcome from research in prescribed burns. 
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1. Safety first. Don’t compromise on safety when designing and executing your method. Falling 
trees, hot ashes and the fire itself can make some methods unsafe to implement. 
2. Collaborate with fire managers. Research will be best supported if it can be shown to have 
relevance to operational practice. Managers can be valuable for obtaining insights to support 
research design and application. 
3. Work within operational objectives. Managers have different priorities to researchers, and need to 
consider burn effectiveness, logistics and safety. Designing projects that do not disrupt operational 
activity are more likely to succeed. It is important to work within burn protocols and recognise 
when it is appropriate to leave the fire ground. 
4. Focus your efforts on burns that are high priority for management. Not all planned burns are 
likely to be completed in any one year. Undertaking pre-burn assessments in burns that are of high 
management priority will boost the chances that research plots are burned. It can also be valuable 
to consider the parts of burns that will be higher priority for ignition. 
5. Spread the risk. Burns may be cancelled or altered at short notice. Hedge the risk of sites not being 
burnt by choosing multiple burns rather than a single burn and undertaking higher numbers of 
plots with less intensive measurements.  
6. Get appropriate firefighter training and approvals. Not only is it safer to be properly trained, but 
it makes it easier for fire agencies to allow researchers into the burn. 
7. Stay informed. Ensure communication channels are maintained with fire managers before, during 
and after the burn. Use contacts within the fire agencies and public notification systems to know 
when your burn is likely to occur. Ensure that you fit within the burn’s communication plan. 
8. Be on standby for rapid deployment. Often there is little notice before a burn is ignited (less than 
24 hours), so equipment and people need to be ready to go. 
9. Be a help on the fire ground. Make sure your work is not impeding the burn effort and if possible, 
find ways to contribute to the burn. 
10. Give something back. Provide your findings to those you worked with to show the value of your 
collaboration.  It can be helpful to do this informally. 
 
 
Operational prescribed burns provide valuable opportunities for researchers to quantify plant 
flammability at field-scales, even with a modest research budget. However, for this research to be 
effective the potential limitations of working within prescribed burns must be managed. Central to a 
successful research program is the maintenance of mutually beneficial working relationships with the 
fire agencies conducting the burns. Such relationships may also enhance the operational applicability 
of the research to fire management. 
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The area of China is large and the natural environment is very complex. The average forest cover of per 
person is very low. Planted and secondary forest account for much proportion of overall forest, and forest fire 
is very severe. The occurrence of forest fire is impacted by many factors, as the forest fire in China is impacted 
by inter-annual variability of weather and the regional distribution of fuel, the forest fire in China is 
characterized by distinct spatial and temporal distribution. The provinces that have more number and burned 
area concentrate on the Northeast and Southwest of China, and impacted by atmosphere current and seasonal 
monsoon, the fire season of the two regions have distinct seasonal variance. Human caused fires dominate 
the most parts of all the fires.Since 1987, the Chinese government attaches great importance to fire 
management. But there are still many fires occurrence in China every year. For the period 200-2009, the 
yearly average fires were 9 493, which caused burned areas 333 796 ha. The yearly cost of fighting fires was 
171 220 000 RMB (about 26 341 538 US$). Human activities were mainly attributable to the forest fire, 
occupying more than 98%. Most forest fires occurred in spring and autumn. Most fires occurred in southern 
China, accounting for 52% of the total each year, 37% in the southwest, 6% in northwest, and 4% in northeast 
and inner Mongolia, and 1% in other areas. It is expected the average temperature in northeastern China could 
increase 2.22°C in scenario A2 and 2.55°C in the 2040s in scenario B2. That may cause the potential burned 
area will increase by an average 3% and 20% in 2040s under scenario A2 and B2, respectively. The fire 
season will prolong on average by five days and 18 days in the 2040s under scenario A2 and B2, respectively. 
Measures were made for reducing the fires, such as improving the organization system, fire equipments, 
strengthening fire monitoring and developing the fire research, ect.  
 
Keywords: Fire prevention; China 
 
 
Fire plays an important role in forest ecosystem. After the great fires occurred in 1987 in 
northeastern China, the government pays more attention to the fire management. The fire agencies 
were founded in local government at all levels. The measures were made on fire prevention and 
extinguishment. From 1988 till now, statistics show that the average number of forest fire is 7,935, 
and the affected forest area is 92,000 hectares. Chinese government attaches great importance to forest 
cultivation and prevention, especially grasps the intensification of prevention of forest fire as an 




Most fires are due to man's fault while inappropriately using fires in production and daily life. 
According to statistical analysis for 2001-2010, human activities were mainly attributable to the forest 
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fire, occupying more than 98%. Take 2010 for instance, charcoaling, burning paper as sacrificial 
offerings, smoking in forest areas, or fires caused by children and the mentally handicapped account 
for 34.1%, 18.1%, 5.9%, 4.3%, and 3.5% respectively. In Daxing’anling, northeastern China, the 
lightning fires accounted for about 30%. In southwestern and southern China, many fire caused from 
prescribed fires in farmland. In Northeast China, hunter's casual smoking and cooking fires by medical 




The occurrence of forest fires in China showed two peaks in a year (Fig. 1). In northern China, the fire season includes two periods, 
which are spring (from March to June) and autumn (from September to November).  But in southern China, most fire occurred in dry 
season (from November to next May). In general, there are two peaks of fire occurrences. For example, in 2005 the most fires occurred 
in April (4 604 ha, 40%), and the most burned areas in October (128 662 ha, 40%) (Fig 1).  
 
Figure 1 - Fire occurrence by month in 2005 
 
Most fires occurred in Southern forest, accounting for 52% of the total each year, 37% in the 
southwest, 6% in northwest, and 4% in northeast and inner Mongolia, and 1% in other areas. For 
example, in 2005 the Hunan province had most fires (3,204 fires, accounted for 28% of the country) 




Figure 2 - Fire distribution in provinces in 2005 
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For the period 200-2009, the yearly average fires was 9 493, in which fire alarm (< 1ha), average 
fire (1-100 ha), big fire (100-1000 ha) and conflagration (>1000 ha) were 5452 (57%), 4014 (42%), 
23 (0.2%) and 4 (0.04%), respectively. The fires caused burned areas 333 796 ha in each year, in which 
138 712 ha (42 %) was occupied by forests. In the period, the most burned areas occurred in 2003 (1 
123 751 ha) and most fires (14 144) in 2008 (Fig 3).  
The yearly cost of fighting fires was 171 220 000 RMB (about 26 341 538 US$), and brought the 
other losses 131 257 500 RMB (20 193 460 US$). Meanwhile, the wildfires caused 69 people died 
and 68 wounded in each year.  
 
 
Figure 3 - Fire occurrence and burned area in China for 2000-2009 
 
 
Effective measures are adopted to enhance the management of forest fire control, and minimize the 
number and losses of forest fires. 
 
Since 2004, the Chinese central government has issued a series of documents, schemes, and 
regulations. Such as “Notification From the State Council on Further Implementing the Forest Fire 
Prevention”, “State Emergency Preplan on Handling Particularly Serious Forest Fires”, and “Forest 
Fire Regulations”. These drafts and regulations greatly enhanced the scientificity and standardization 
of forest fire prevention career in China. 
 
At present, China government sets up the National Forest Fire Prevention office, which is composed 
of 19 member organizations. State council also holds meeting to deploy forest fire management. 
Officials of governments at all levels take their own responsibilities. Till 2010, 3326 forest fire 
command headquarters with 63,000 member staff and 3544 administrative offices with 20 000 member 
staff have been built in China. There are fire agencies in the government at all levels.  
 
Fire sources were strictly controlled in key forest regions. Personals entering woodlands need to be 
checked and notified the fire sources management in the region. Billboards and posters are located in 
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places. Broadcast, TVs, magazines, and networks were fully used to publicize the importance of forest 
fire prevention in key forest regions. So the public's awareness of the importance of fire prevention 
has been reinforced in past twenty years. 
 
In China, the satellites and airplanes were used in fire detection except monitoring on the ground. 
There are 18 air bases in northeastern and southwestern China used in fire season. Each year more than 
70 aircraft are rented, including more than 40 helicopters. Many satellites were used in fire season for 
fire detection, such as FY-1C, FY-1D, NOAA Series（NOAA-12, NOAA-14, NOAA-15, NOAA-16, 
NOAA-17）, EOS/MODIS (terra, aqua). 
 
There are 16,000 forest fire brigades in the whole country, which include 510,000 fire fighters. 
There also exists a forest armed police army (more than 10,000 in total).  Since 2006, the central 
government has invested 2.6 billion RMB for fire prevention construction work. Over 200 projects 
were developed in key forest region to reduce the fire danger by using the comprehensive measures. 
So the infrastructures and facilities in high-risk environments and key point’s areas are greatly 
improved. Funds on forest fire prevention and fighting are also included in the government budgets. 
Those were built of 16,000 fire watchtowers, 1,310,000 km highways, 1,190,000 km fire belts or fuel 
breaks. 63,000 special vehicles and 6700,000 fire machinery are equipped. There are 3 state-owned 
warehouses and 11,000 regional warehouses. More than 100 air-bombers are used in distinguishing 
fires in 15 provinces, flying more than 10,000 hours annually. 
 
A national fire danger rating system are founding and a net of fire weather stations will finish for 
better monitoring the fire danger. Some research projects are progressing on basic fire sciences and 
technologies application. 
 
It makes fire fighters further understand the nature of the forest fire.  
In the past they thought their job was only to put out it once there is a fire, but now they have 
realized that it is more important than putting out the fire that they need to learn to manage the forest 
and then the fire. It shows that we have changed our strategy of fire fighting. 
It improves the technology of forest fire forecast.  
Though we haven't set up a fire forecast system around the whole country, we have started doing it 
in some areas of the country. And we have moved into a new stage of fire behavior prediction rather 
than the past metreological prediction of fire danger. 
It raises the level of fire monitoring. 
We have successfully built a network of fire monitoring through out the country. The network now 
has shown it significant effects. Plane's x-ray monitoring technology has been fully and widely 
adopted. 
 
The transmission of message on forest fire must make it possible for fire fighters to get messages 
whenever and wherever they need. (for example when they are fighting the fire, when they want to 
prevent the fire or when they want to know how to use the fire safely). Especially as soon as defecting 
the fire, the message should be sent to the commanding center so that the center can arrange to send in 
time fire fighters and materials it needs to put out the fire to reduce the damage as much as possible. 
To achieve this, the message must be transmitted without stop between spots on land, between spots 
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in the air, and between the air and the land. So we need to further the present system of communicative 
networks, at the same time we need to further develop the communicative technology in the fire field. 
We need to usse the short wave and ultra short wave to solve the communicative problems in the 
remote areas where message is difficult to reach. 
 
It is not enough to have only scientific theories to prevent the forest fire. We need to have the 
advanced tools also. So we should not neglect the study of fire fighting facilities  
 
The management of the forest fire is not simply to prevent the fire passively but to actively prepared 
ourselves to prevent fire or to put out fire or even to use the fire through the technology of isolating 
the big fire and by managing the burnable substances. In future we need to do work in designing the 
fire preventing line and managing the forest by use fire. 
 
Knowing the importance of fire fighters' training is the basis to reduce the casualties and raise the 
efficiency of fire fighting. At present we badly need to strengthening our skill training of fire fighting 
and textbook compiling, and adding the number of our fire fighting facilities. In addition, we need to 
formulate our regulation of fire fighting training. In our training we need to use the multi-media 
resource, the computer network resource and some other facilities. 
 
 
Although the government made great efforts on fire management, the serious fire situation is still a 
problem faced by the government. Most fires are caused by human activities. It is expected the average 
temperature will increase in most areas of China, and the potential burned area also increase in the 
future under the climate change scenarios. Measures should be made on fire prevention, monitoring, 
and fire fighting.  
Forest fire management have make some progress in predicting and forecasting the forest fire 
causing weather, the cause of fire and fire behavior. Some works have done in the planned fire burning 
either inside or outside the forest.  
Monitoring  system is composed of the application of Meteorological  satellites in monitoring and 
predicting forest fire and the application of distance satellites for emergency in communication.  
In general forest fire study both at theoretical level and practical level, is mainly focused on the 
north part of the country while in other areas especially  in the south and southwest areas has a 
relatively short history and backword.  
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Abstract 
Defining pyro-regions, i.e., of homogenous zones of fire activity, is an on-going task in Spain with few 
case studies in the literature. Their characterisation and understanding is a crucial step towards improving 
forest fire management and prevention. It is widely agreed that fire activity is non-stationary. Several works 
already report temporal dynamics in fire frequency and burned area. In this work we propose a spatial-
temporal approach to define pyro-regions considering both structural and temporal fire behaviour using 
historical fire records from the EGIF database. A combination of Self Organizing Maps (SOM) and 
hierarchical clustering is applied to time series (1974-2015) of fire regime features: number/burned area of 
summer fires, number/burned area of large fires (>500 ha), number/burned area of natural fires, 
number/burned area of winter fires and number of small fires (<1 ha). The structural component of fire 
activity is computed as the average value whereas the temporal evolution is addressed by means of Sen’s 
slope.  
Prior to cluster analysis, fire features were submitted to Principal Component Analysis with Varimax 
rotation. Eigenvalues were then pre-classified using SOM. Subsequently, hierarchical clustering was applied 
to SOM outputs. We obtained a set of 4 structural clusters relating to increased number of fires; low fire 
incidence, slightly linked to winter season; large and natural fires; and moderate impact of human-related 
large fires mainly. The process was repeated using Sen’s slope to build the dynamic component, ultimately 
characterised by: highly dynamic winter with increased in summer frequency; increased summer burned area 
and natural fires; and small fires; and no trend.  
 
Keywords: forest fires, pyro-regions, Sen’s Slope, SOM, hierarchical clustering, Spain 
 
 
Forest fires are a highly complex phenomenon affecting most ecosystems worldwide. Fire is known 
as a natural process responsible for the evolution of wild communities, but nowadays it has been 
altered, with potential undesired effects on vegetation structure, composition and ecosystemic 
functions. Fire activity is controlled by multiple factors such as climate, fuel, physiography and human 
activity. Humans influence fire incidence acting as both initiators and suppressors, increasing the 
complexity of the phenomena. Thus, understanding fire regime’s components and behaviour (both 
temporal and spatial) may improve our current knowledge. Mapping fire regimes may contribute 
enhancing fire planning or risk assessment; as well as diminishing undesired ecological impacts 
(Morgan et al. 2001). In this sense, one of the most promising lines of study lies in the definition and 
characterization fire regime itself. Fire regime is usually described using several quantifiable 
parameters such as affected area, fire frequency, cause, seasonality, fire size, etc. (Boulanger et al. 
2014). Currently, there still is an open debate on the definition of the concept itself, with slight 
variations depending on the scale of analysis, the length of the study period or the available 
information. 
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Several attempts to define fire regimes from different approaches are already found in the literature. 
Without being exhaustive we find some analyses using remote sensing data (Chuvieco et al. 2008) or 
climate information (Boulanger et al. 2013, 2014; DaCamara et al. 2014). Others employ fire weather 
danger indexes coupled to fuel and environmental conditions (Perera and Cui 2010). Despite of the 
success in the characterisation of fire regime, most works still rely on existent zoning schemes to 
spatialize their boundaries and extent: administrative units (Pereira et al. 2015), ecoregions (Malamud 
et al. 2005; Kasischke and Turetsky 2006; Perera and Cui 2010; Mori and Johnson 2013) or a 
combination of both (Wotton et al. 2010).  
In the case of Spain, examples of fire regime zoning are really scarce, with Moreno and Chuvieco 
(2013) as the most representative effort. We find other examples in Vázquez de La Cueva et al. (2006) 
and more recently in Montiel Molina and Galiana-Martín (2016). These approaches are mostly based 
on cluster analysis, the most used and well-known zoning approach. They are a flexible multivariate 
technique with different available implementations, widely used to analyse ignition points distribution 
(Wang and Anderson 2010; Serra et al. 2013; Pereira et al. 2015; Parente et al. 2016) or occurrence 
large fire linked to synoptic climatology (Rasilla et al. 2010). Nevertheless, all of them provide a static 
picture of fire regime, i.e., disregarding the evolution of fire features over time and space. For this 
reason, a temporal perspective is extremely necessary. 
In this work we propose and exemplify a method to outline homogenous fire regime zones (the so-
called pyroregions) in mainland Spain. We combine average information of fire features with their 
temporal evolution (trend detection) during the study period (1974-2015). The method is based on 
PCA and Self Organizing Maps coupled to hierarchical clustering. Such combination of methods is 
applied to the averaged values of fire features and their respective trends, separately. By doing so we 




The study area encompasses the whole mainland Spain covering a surface of around 498,000 km2. 
Climate distribution in the region allows to differentiate two regions: Mediterranean and Oceanic. The 
first one is characterized by high annual thermal amplitude with hot-summer in the inner region and 
milder conditions towards the coast. Precipitation is irregularly distributed both in terms of time and 
space, with maximums peaking in autumn and spring. In addition, the driest areas are located in the 
southeast region and the Ebro Valley (inner Mediterranean region). On the other hand, Oceanic climate 
is notable by milder temperature values during summer-winter with high precipitation values regularly 
distributed throughout the year (average values over 1,000 mm) with maximum during winter. From 
the biogeographical point of view, the Oceanic area is covered by diverse types of vegetation from 
deciduous to evergreen oak woodlands (Quercus robur, Fraximus excelsior or Fagus sylvatica) and 
large areas of scrubland and grassland, as well as areas with afforestation of fast-growing species such 
as Pinus radiata and Eucaliptus globulus. The Mediterranean vegetation coexists with complex 
mosaics of agricultural systems and plant communities, such as sclerophyllous and evergreen 
vegetation. Oak (Quercus ilex) and pine (mainly Pinus halepensis, the most widespread of the species 
introduced by afforestation) forest, and thermophilous scrubland, dominate the region. In addition, 
altitudinal belts exist within the highest ridges such as the Pyrenees along the French border or Sierra 
Nevada on the southern Mediterranean coast, being home to a large variety of tree species which are 
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Fire records in the period 1974-201 5 were collected from the General Wildfire Statistics (EGIF). 
Selected fire records were on a 10x10 km UTM reference grid. Then, fire frequency, total burned area 
(ha), ignition date and source were extracted from the database. Is it important to note, that only those 
grids with at least a 25% of forest cover were retained for analysis. Therefore, 3,308 out of 5200 grids 
were finally considered in the analyses. 
 
Figure 1 - Spatial distribution of the three regions (Northwest, Hinterland and Mediterranean) also NUTS3 and 
NUTS2 units in mainland Spain (left) and digital elevation model (right) 
Two fire seasons were defined with the aim of differentiating the intra-annual peaks of fire activity 
(August and March). So, annual fire data were split into spring – summer season (S), from April to 
September; and autumn-winter season (W) from October to March. From all available fire information, 
we computed 9 fire features: number of fires and burned area during summer (NS-BAS), summer 
frequency and burnt area of large fires –above 500 ha– (N500, B500), summer frequency and burnt 
area of natural fires (NL-BL), number of fires and burnt area during winter (NW-BAW) and total 
number of small fires (N <1 ha). 
 
In order to account for the temporal dimension of fire activity during the analyzed time span we 
estimated the magnitude of the temporal change using Sen’s slope (Sen 1968) test. This allows to 
outline fire zones according to the temporal behavior of fire features rather than address the average 
‘structural’ pattern alone.  
 
To characterize the final pyroregions we used data related with environmental and human factors. 
Temperature and precipitation data in the period 1974-2010 were extracted from MOTEDAS 
(González-Hidalgo et al. 2015) and MOPREDAS (González-Hidalgo et al. 2011) datasets (Figure 3). 
Additionally, forest communities were derived from the Forest Map of Spain. Finally, the Human 
Pressure Index (Figure 2) was calculated according to Jiménez-Ruano et al. (2017).  
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Figure 3 - Climate factors. Top-left, average summer temperature; top-right, average winter temperature; bottom-left, 
summer mean annual precipitation; bottom-left, winter mean annual precipitation 
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Prior to submit fire data to cluster analysis, a PCA with varimax rotation was applied to reduce the 
amount of information. All fire features (both structural and dynamic) were scaled before applying 
PCA. Principal Components (PC) were selected according to the Kaiser Criterion, i.e., only those PC 
with standard deviation over 1 were retained. 
 
The objective of clustering analysis is grouping objects into categories such that objects within one 
cluster share more in common with one another than they do with the objects of other clusters (Gore 
2000). Many clustering algorithms do exist. The most basic variants resort to data partition and 
minimizing the distance between points of a same group from another assigned as center. Among all 
the clustering methods, we selected hierarchical clustering coupled to Self-Organizing Maps to 
delineate our pyroregions. 
The purpose of hierarchical clustering is determinate the best clustering scheme from different 
results obtained. It is proceeded with the application of various combinations of number of clusters, 
distance measures and clustering methods. This algorithm routinely produce a series of solutions 
ranging from n clusters to a solutions with only one cluster present (Charrad et al. 2014). It requires a 
dissimilarity measure (or distance) and an agglomeration criterion. Many distances area available 
(Manhattan, Euclidean, etc.) as well as several agglomeration methods (Ward, single, centroid, etc.). 
In our case, we employed all methods available in the NbClust function from RStudio, the Canberra 
distance and the Ward D2 method (Murtagh and Legendre 2014), which minimizes the total within-
cluster variance and the dissimilarities are squared before cluster updating. 
SOM is a neural-network algorithm that implements an orderly mapping whose main strength lies 
in converting complex and non-linear relationships between high-dimensional data (Kohonen 1998). 
In other words, it compresses information while keeping topological and metric relationships of the 
input data. The algorithm consists of a two-dimensional model of regular grid of nodes, where some 
data are associated with each node. In each iteration, the SOM algorithm computes all the models to 
best describe the domain of the observations. The idea is to group the similar models that are closer to 
each other in the grid than the more dissimilar ones.  
As aforementioned the cluster approach was applied both to ‘structural’ and ‘dynamic’ components, 
thus 2 sets of cluster were obtained. In a final step we overlay all clusters (structural and dynamic) to 
into the final pyroregions.  
 
 
Figures 4 and 6 show the spatial distribution of the structural (4) and dynamic (3) clusters, and their 
description, respectively. First structural cluster characterises by high fire activity but no large fires; it 
extends across the Northwest region. In turn, cluster 2 comprises areas of moderate winter activity, in 
the remaining territory. Cluster 3 brings together summer large fires (>500 ha) caused by lightning. 
This cluster covers mostly mountain ranges. Finally, cluster 4 brings together medium-size human-
caused fires.   
Dynamic clusters depict a different behaviour. Tendencies were grouped into clusters 1 and 3. In 
the first case, winter trends and the increase in summer small fires are grouped in cluster 1. 
Geographically, these trends are located in the north-western end, some locations of the inland 
mountain ranges and few spots of the Mediterranean basin. Remaining trends depict an increase in 
overall area burned during summer and decreased incidence of natural fires (Table 1), occupying an 
area that mainly extends over the northern and northwest hinterlands. 
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When combining both cluster approaches into a single product we obtain a final set of 8 pyroregions 
(Figures 5 and 6). Generally speaking, three main groups of pyroregions can be distinguished: (1) those 
experiencing increase in the fire activity, especially small fires; (2) regions with no noticeable trend; 
and (3) those characterised by increased summer burnt area and lightning-triggered wildfires. 
 
Figure 4 - Spatial distribution of the clusters structural (colour codes) and dynamic (shape codes).  
Table 1 - PCA-Varimax eigenvectors of the first two components of static (fire features averages) and the first three 
components for trends in fire features 
 Fire features NS BAS N500 B500 NL BL NW BAW N <1ha 
Static PC1 
0.526 0.148    -0.152 0.526 0.328 0.529 
PC2  -0.508 -0.436 -0.581 -0.212 -0.408    
Trends 
PC1 0.534 -0.271     0.512 0.262 0.557 
PC2     -0.702 -0.705    




Figure 5 - Description of the contribution percentage for each fire feature in each cluster static (four on the top) and 
in each cluster of trends (three on the bottom) 
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Figure 6 - Spatial distribution of the final pyroregions 
The most relevant pyroregion in terms of spatial extent is 4 (55.1%), characterized by a low fire 
incidence without trends. Secondly, pyroregion 8, covering 16.4% of the territory, is represented by 
medium-sized fires mainly anthropogenic. With a 10.2% of the study area, pyroregion 6 combines 
large and natural fires with an increase in summer burned area. Pyroregion 1 (5.4% area) is mainly 
located in the Northwest region. It shows a high fire frequency linked to winter dynamics, as well as 
an increase in summer and small fires. Remaining pyroregions account for just over 1% and less than 
4% individually. In summary, they would reach roughly 11.6% of the territory. These are characterized 
by a high frequency with no trends (2), or with an increase in summer burnt area and natural fires (3). 
In addition, large fires with an increase in summer-winter activity and small fires (5) and large fires 
associated with an increase in summer burnt area and natural fires (7). 
 
 
The inclusion of climate-and-human variables enables deeper insights into the characterisation of 
the pyroregion (Figure 7): 
Pyroregion 1: small winter fires and increased summer fire activity. It covers conifer and reforested 
communities with large rainfall and moderate warm winters and low human pressure. 
Pyroregion 2: low fire activity in areas with moderate rainfall, temperate winters and summers. 
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Pyroregion 3: increasing winter fire incidence in shrubland communities linked to increased human 
pressure, large precipitation and moderate temperatures. 
Pyroregion 4: low fire activity in isolated warm regions with conifer and mixed forest. 
Pyroregion 5: low fire activity increasing during summer. It covers warm and dry regions with a 
variety of forest communities. Low human pressure. 
Pyroregion 6: large natural fires with moderate-low human pressure, high temperature and low 
rainfall; affecting the whole spectrum of forest communities. 
Pyroregion 7: very low fire activity in shrubland communities. 
Pyroregion 8: natural fires in warm and dry locations affecting tree communities. 
 
 
The proposed methodology enabled identifying 8 pyroregions providing a more complete picture 
than previous attempts. We took a step further, not only by bringing in the dynamic component of fire 
incidence but digging into more sophisticated zoning techniques. Our contribution further deepens into 
fire features while complementing them with their main trends such as the rise in summer and winter 
activity or the increase in small fires. 
 
Figure 7 - Pyroregion description. Left column, fire features; center, environmental and human drivers; right, forest 
communities. 
When combining the resulting pyroregions with climatic and human factors, we deliver deeper 
insights into what factors may be driving fire regimes. Our findings suggest coincidence between 
temporal clusters of increased fire activity (except for natural fires) dominated by pine woodland and 
reforestation communities (Vázquez et al. 2015). In many areas of Spain, plantations for timber 
harvesting and pine tree forests were promoted over the last decades (Pausas et al. 2004). This factor 
is known to increase flammability in the event of favourable weather conditions (Shakesby 2011).  
Regarding climatic factors, fire-prone conditions along the Mediterranean coast seem to promote 
larger human-cause fires, especially during summer. However, the correspondence of climate with 
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trend clusters is not clear. In this sense, the human impact (represented here as the combination of the 
length of wildland-urban and wildland-agricultural, WUI-WAI interfaces and demographic potential) 
seems to be more closely related with fire activity (Rodrigues and de la Riva 2014). 
 
 
In this work we propose a pyrogeographical characterization of fire behaviour using averaged of 
fire features and their main temporal trends in mainland Spain. We submitted fire data in the period 
1974-2015 to PCA and cluster analysis.  
Our findings suggest 8 different pyroregions in mainland Spain, depicting by three structural fire 
regimes (high fire frequency, large-natural fires and medium size human-cause wildfires) and two 
main trends (overall increase in fire activity) and decrease in the incidence of natural fires. The 
implications of the delimited pyroregions play a crucial role in better understanding fire regimes in a 
broad context, not only in terms of their structural patterns but also of its main trends. Moreover, 
assessing the environmental and human conditions in the proposed pyroregions improved our 
understanding of the underlying drivers of fire regimes.  
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Abstract 
The flammable/non flammable transition is investigated both experimentally and numerically within the 
framework of statistical mechanics and percolation-type phase transitions. The heat flux threshold for ignition 
is usually estimated deterministically by fire research community. It is defined actually by ASTM standards 
as the average between the minimum flux allowing ignition and the maximum one which does not allow it. 
The probabilistic aspect of the ignition transition is demonstrated here, and a new method for the estimation 
of the ignition critical heat flux is proposed.  
Dead wheat straw and live pinus halepensis needles are investigated experimentally using a cone 
calorimeter and numerically using a simple physical model. The experimental data on ignition time are 
different from those obtained numerically. This difference is due to the fact that the numerical model assumes 
auto-ignition whereas experimental data are obtained by using a pilot flame. It is found that the variation of 
ignition time with the incident heat flux obeys a universal power-law behaviour near the heat flux threshold. 
The critical heat flux for ignition estimated from this law is also obtained using the ignition probability 
method. This critical heat flux is as low as it cannot be obtained using the ASTM standards. The power-law 
exponent is found compatible for both dead straw and pinus halepensis suggesting a universal phase 
transition.  
Further discussions on the comparison between flammability transition and spread/non spread transition 
are provided. 
 
Keywords: Critical heat flux, flammability, phase transition 
 
 
The critical condition for ignition is an important property that allows land managers and fire 
operationals to control its spread. The most common criterion is based on the assumption that ignition 
occurs when a critical temperature at the surface, Tign, is reached. Piloted ignition occurs when the 
lower flammability limit is reached in the fuel-air mixture around the pilot flame. An increasing 
number of works were devoted to the study of the critical heat flux of fuel ignition (see Quintiere and 
Harkleroad 1984, Dietenberger 1996, Mikkola and Wichman 1989, Delichatsios and Chen 1993, 
Mindykowski et al. 2011). On the other hand, a still unexplained empirical observation is the “moisture 
of extinction” (Cohen and Bradshaw, 1986; Rothermel, 1972; Weise et al., 2005). Wildland fires in 
dead fuels will not spread above some threshold of fuel moisture content, typically assumed to be 
between 10% and 40% (Rothermel, 1972). Terrah et al. (Terrah et al. 2018) have shown no critical 
moisture content for ignition, and that phase transition is due to the critical heat flux for ignition. In a 
wildland fire, the heat flux produced by a flame depends on the mass of the flaming fuel. A proportion 
of this flux is received by the fuel exposed to the flame. The critical received heat flux for ignition 
corresponds then to a critical mass of the decomposing fuel. As the fuel is heterogeneous, it induces 
the emission of multiple heat fluxes and various flaming durations. Then, there is an effective heat flux 
induced by the heterogeneous decomposing fuel. Furthermore, to ensure spreading of wildland fires, 
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the residence time of the burning fuel must be larger than the ignition time of the one which is  exposed 
to the flame. As the flame residence time is always finite (e.g. around 30s for pine needles and straw 
if arranged in non-compacted beds), two transition thresholds appear:  propagation and ignition 
thresholds. The critical heat flux for the propagation transition is thus larger than that of ignition 
transition. It is useful to express these transitions in terms of the ignition and combustion energies. 
Fig.1 shows a schematic behaviour of the ignition and combustion energies as a function of the incident 
heat flux for the same fuel sample. As the received heat flux increases, the ignition energy (or ignition 
time) decreases, but the combustion energy (or residence time) increases (Chandler et al. 1983, 
Trabaud 1992). For simplicity the trends are shown here linear. The ignition transition occurs when 
the energy received from a heat flux, even during an infinite time, reaches the fuel ignition energy. 
Propagation/non propagation transition occurs if the flaming fuel combustion energy reaches the 
ignition energy of the exposed fuel (see the arrow of Fig.1). In 2005, (Zekri et al. 2005) have 
distinguished this transition from the percolation transition induced by the fuel inhomogeneity, and 
called its threshold the dynamical threshold. In the present work, we focus on the ignition transition, 
where the sample is exposed to a heat flux during a sufficient time for its ignition, as realised with a 
cone calorimeter. 
 
Figure 1 - A schematic representation of the ignition and combustion energies vs. the incident heat flux. Ignition and 
spreading thresholds are clearly shown. 
Most of the studies using a cone calorimeter estimated the ignition critical heat flux from a linear 
fit of the inverse of ignition time as a function of the incident heat flux (Khan et al. 2008, Mindykowski 
2011). However, the linear behaviour of the inverse of ignition time is observed only for high heat 
fluxes, whereas fluctuations and nonlinearity appear in the limit of low fluxes near the critical one. 
Therefore, the critical heat flux for ignition could be overestimated by such a fitting. On the other hand, 
the ASTM 1354 standards define the critical heat flux as the average value between the maximum flux 
where ignition cannot occur and the minimum one where it occurs. This definition induces an inherent 
uncertainty in the estimation of the critical heat flux.  
Phase transitions, as observed in various fields such as conductor/insulator (Stauffer 1992), 
liquid/gas (Blundell et al. 2006) and paramagnetic/ferromagnetic (Stanley 1971, Pokrovskii 1999), are 
characterized by a strong disorder near the threshold. They are also characterized by diverging or 
vanishing quantities following a universal power-law formula near the critical region (Stanley 1971, 
Yeomans 1992). In the case of ignition/non ignition (or exothermic/endothermic) phase transition, 
ignition time must diverge as: 
        (1) 
𝑡𝑖𝑔𝑛 ~ 𝑞"𝑖𝑛𝑐 − 𝑞"𝑐 
−𝛾   
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Where q”inc is the incident heat flux, q”c the critical heat flux for ignition and γ the critical exponent. 
This exponent expresses the rate of increase of the ignition time near the critical region. There should 
be also a probability of ignition near the critical region because of the disorder.  
In the present work, the critical heat flux is estimated within the framework of phase transitions. 
Numerical simulations using a simple model (Koo et al. 2005) and experimental data on pinus 
halepensis and wheat straw using a cone calorimeter are considered. 
 
 
Two different species of vegetation have been used: wheat straw (dead fuel) at around 12% moisture 
content (august 2017) and pinus halepensis needles (live fuel) at 52% moisture content (January 2018). 
Samples of Pinus halepensis are picked and burned on the same day to guarantee their properties of 
live fuel. This ensures that all the burned samples contain the same organic volatile composition.  
 
Figure 2 - A schematic representation of the calibration flux and the experimental setup. 
Samples of 10g mass were placed in a cylindrical holder of 10 cm diameter of a mesh shape, 
corresponding to a load of 1.27 kg/m2. A cone calorimeter with an electrical resistance of a power of 
3000 W as a heat source provides a heat flux to the samples. The samples are placed at different 
distances from the heat source so as to receive radiation heat fluxes 𝑞" = 𝑞"𝑖𝑛𝑐 of magnitudes ranging 
from 9 to 20 kW/m2. The variation of the received heat flux is realized by changing the distance 
between the sample top surface and the heat source of the cone calorimeter. The experimental device 
and the incident heat flux calibration are shown schematically in Fig.2. The incident heat flux at the 
top surface position of the sample is calibrated by using a water cooled heat flux sensor of type 
Hukseflux SBG 01 working in the range 0-200kW/m². The ignition is controlled by a pilot flame 
located 1 cm above the sample top surface, and the ignition time is recorded. In order to compare the 
experimental data with the numerical results where ignition process is auto- ignition, a test for wheat 
straw was realized by removing the pilot flame and closing the cone calorimeter on its top side. This 
allows us to get closer to auto-ignition, which is difficult to realize in all tests. Because of the 
heterogeneity of the sample structure, up to five (5) tests are repeated in order to determine the time to 
ignition as defined by ASTM standards (only one test is realized for wheat straw). The tests were 
conducted in a draft-free room with room temperatures and relative humidities in the ranges 13-19°C, 
and 50-60%, respectively for pine needles and 20-30°C and 45-55% for wheat straw.  
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As stated by Drysdale (Drysdale 2011), the flame is a gas phase phenomenon and, clearly, flaming 
combustion of liquid and solid fuels must involve their conversion to a gaseous form. 
Oxygen/flammable gas mixture ignits at an ignition temperature when it reaches its flammability limit. 
It is difficult to find a simple model describing the fuel solid/gas and liquid/gas transitions and gas 
flammability. The present model assumes autoignition, and uses the criterion of ignition temperature 
at the surface of the fuel. It is assumed that the sample receives a radiative heat flux 𝑞" = 𝑞"
𝑖𝑛𝑐
 from 
the cone calorimeter. The effective heat flux 𝑞"𝑒𝑓𝑓 absorbed by the sample is:  
                    (2) 
Where 𝑞"𝑙𝑜𝑠𝑡 is the heat flux lost by the sample. The lost heat flux increases as the sample 
temperature increases. If we assume that the whole heat lost is radiative, we can express it as: 
        (3) 
Where 𝑓𝑏  is the sample emissivity, 𝜎 the stephen-Boltzman constant and 𝑇0 the ambient 
temperature. The effective energy received during the ignition time is used to increase the sample 
temperature up to ignition temperature in three steps: i) increase of the moist sample temperature up 
to boiling  (373°K), ii) evaporation of the water mass 𝑚𝑤 from the sample, iii) increase of the dry 
sample temperature until it reaches the ignition temperature. If we neglect the heat of desorption of 
water, the energy conservation becomes: 




𝑤 are the specific heat of the dry fuel and water respectively (𝑐𝑝
𝑓𝑏
 =1827 J/kg/K for 
pinus halepensis needles, 1700J/kg/K for wheat straw and 4180 J/kg/K for water), 𝐿𝑣 = 2257 𝑘𝐽/𝑘𝑔 
the water latent heat at 373°K, and 𝑚𝑑𝑟𝑦 and 𝑚𝑤 are the dry fuel and water masses exposed to the 
incident flux. The fuel moisture constant is defined as: 
         (5) 
 In order to be coherent with the experimental setup, the fuel mass can be expressed as: 
         (6) 
Where the fuel density 𝜌𝑓𝑢𝑒𝑙 is around 500𝑘𝑔/𝑚
3 for the wheat straw and 789𝑘𝑔/𝑚3 for pinus 
halepensis needles, 𝑆 the surface occupied by the fuel (in 𝑚2) and 𝑒 the fuel thickness (in 𝑚). The 
packing ratio 𝜙 is the ratio of solid fuel volume to fuel bed volume. As the effective heat flux in the 
left side of (4) is usually expressed in 𝑘𝑊/𝑚2, it is useful to introduce the fuel load 𝜎𝑓𝑢𝑒𝑙 = 𝑚𝑓𝑢𝑒𝑙/𝑆 




In order to understand the temperature behaviour near the critical region, let us consider the 
simulation model described in the previous section. When exposed to a heat flux, the fuel surface 
temperature increases according to (4), but the lost heat flux increases according to (3), and the 
q"eff = q"inc − q"lost   













  (mdry cp
















𝑚𝑓𝑢𝑒𝑙 = 𝜙.𝜌𝑓𝑢𝑒𝑙 . 𝑆. 𝑒  
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received effective flux is reduced as a consequence. If the heat flux is not sufficient to ignite the fuel, 
its surface temperature reaches asymptotically a maximum temperature 𝑇max (obviously smaller than 
Tign), so that the whole incident flux is lost. Thus, the surface temperature becomes nearly constant 
near Tmax (see Fig.3a). For the experimental tests on wheat straw, where the heat flux is not sufficient, 
the surface temperature was shown to reach a maximum value, then it decreases and becomes constant. 
This is due to the change in the specific heat of the sample because of the straw thermal degradation. 
The maximum temperature Tmax increases as the incident flux increases.  Hence, the ignition critical 
flux corresponds to the condition Tign = Tmax. In this limit, the fuel reaches the ignition temperature 
after an infinite time (tign → ∞). The ignition time becomes finite above the critical heat flux (Fig.3b).  
 
Figure 3 - Simulation for wheat straw of: a) Surface temperature vs. time of exposition for various incident fluxes. b) 
Ignition time vs. heat flux. 
Note in Fig.3b, the strong variation of the ignition time near the critical heat flux (few W/m2). This 
variation of the heat flux is impossible to realize experimentally. Furthermore, the fluctuations of 
ignition time are observed experimentally because of the heterogeneity of the sample shape, thickness, 
porosity etc. The simulation model can be considered as a mean field one. Assuming that the ignition 
time divergence in Fig.3b obeys the phase transition universal law (1), experimental and numerical 
data are presented in Fig.4 in a double logarithmic scale as a function of the incident heat flux in 
reference to the critical flux. A linear behaviour in Fig.4 corresponds to (1). The value of the ignition 
critical heat flux is estimated so as to obtain the best linear fit.  
The ignition critical heat flux is clearly much larger for wheat straw (q"c~10kW/m
2) than for pinus 
halepensis (q"c~6kW/m
2). This confirms the large fire susceptibility index of pinus halepensis in the 
mediterranean wildlands (Alexandrian and Rigolot 1992). The simulation results of ignition critical 
heat flux (𝑞"𝑐~4.6 ± 0.5kW/m²) and ignition time for wheat straw using auto-ignition are very 
different from those obtained from experimental data for this fuel with piloted ignition (where the 
critical heat flux is 𝑞"𝑐 = 10.3 ± 0.5kW/m²). This is due to the difference in the ignition process. As 
described above, the auto-ignition considered for the simulation model is difficult to realize 
experimentally, since it assumes solid fuel ignition. In fact, as the fuel temperature increases, a solid-
gas or a solid-liquid-gas phase transition occurs. The flammable gas/air mixture must reach ignition 
temperature at the fuel surface while it escapes from it. A mechanism to simplify the ignition process 
is to include a pilot flame or a hot spot. Then, there is no need for the gas/air mixture, when it reaches 
its lower flammability limit, to wait for the ignition temperature to be reached at the surface, since the 
pilot flame provides it  (Torero 2016).   
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In order to be closer from the auto-ignition condition and be able to compare with the simulations 
results, the pilot flame is removed, and the cone calorimeter closed at its top side. The ignition time is 
much larger than that of the pilot flame for the same heat flux (see star in Fig.4), but is also larger than 
the expected ignition time from the simulation model. In addition, the ignition did not occur at the fuel 
surface (auto-ignition), but inside the closed cone which plays the role of a hot source. The model 
clearly fails to reproduce experimental data. Obviously, it does not account for the fuel gas emission 
and flow at the sample surface. This kind of models is often used to describe wildland fire spread 
(Adou et al. 2010). Hence, these models must be improved to explain some unexpected situations such 
as junction fires (Viegas et al. 2012).  
 
Figure 4 - Ignition time vs. 𝒒" − 𝒒"𝒄  for the simulation model and experimental data on dead straw and live pinus 
halepensis. One data without pilot flame is presented for comparison.  
In the recent experimental investigation of the ignition critical heat flux (Mindykowski et al. 2011), 
using a fire propagation aparatus, a linear behaviour of the inverse of ignition time was assumed. This 
behaviour corresponds to (1) with an exponent 𝜸 = 𝟏. However, the linear behaviour of the inverse of 
ignition time was observed for incident heat fluxes far from the critical region. In the present results 
(Fig.4), the exponent is around 𝜸 = 𝟎. 𝟏𝟒 for numerical simulation and 𝜸~𝟎. 𝟕𝟓 for experimental results 
both for dead wheat straw and live pinus halepensis. Therefore, near the critical region the inverse of 
ignition time behaves nonlinearly in contrast to the assumption of Mindykowski et al. As for the 
ignition critical heat flux and ignition time, the difference between the values of exponents for 
numerical and experimental results can be attributed to the ignition process difference (auto-ignition 
and pilot flame). The equality of the exponents for wheat straw and pinus halepensis suggests a 
universal ignition phase transition (Stanley 1971, Yeomans 1992).  
The results of Fig.4 revealed an increasing number of tests that failed to ignite as the critical 
region is approached. This means that a percolation-type probabilistic behaviour occurs near the 
critical region (Stauffer 1992). In ASTM standards, only five (05) tests are repeated for each heat flux, 
which means that the minimum estimated ignition probability is 20%. If for a given heat flux, all the 
five tests fail to ignite, it is decided that the flux threshold is not reached according to ASTM standards. 
Nevertheless, for the critical heat flux estimated from (1), the ignition probability might be much 
smaller than 20%. Therefore, the ignition critical heat flux is overestimated when ASTM standards are 
used. As a consequence, such standards must be re-examined for fire safety.  
Fire management at the wildland-urban interface requires fuel-breaks of width depending on front 
fire intensity. In order to stop the propagation of wildland fire to the urban zone, the heat flux at this 
region must be smaller than the critical spread flux. Therefore, an overestimation of this critical flux 
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(underestimation of the width of fuel-break) leads to a fire spread in the urban zone. The determination 
of the ignition critical heat flux from Figs 1 and 3 allows us to have a better estimation of the heat flux 
threshold for fire spread. This will help us to preserve the urban habitat from fire propagation. 
 
 
The ignition phase transition was investigated both experimentally using a cone calorimeter and 
numerically using a simple physical model. Wheat straw and pinus halepensis fuel samples were used 
for this end. Unlike ASTM standards for which ignition threshold is estimated deterministically, the 
probabilistic aspect of the ignition transition was pointed out, and a new method for the estimation of 
the ignition critical heat flux was proposed using the framework of statistical mechanics and 
percolation-type phase transitions. 
The variation of ignition time with the received heat flux was found to obey a universal power-law 
behaviour near the ignition heat flux threshold (see Eq.1). The flux threshold estimated from this law 
is lower than the ASTM standards estimation.  
A further study of the universality of the ignition transition and its connection to the spread/non 
spread transition is necessary. 
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The paper analyses three kinds of forest fire danger rating (FDR) in the Russian forest fire protection: 1) 
FDR according to weather conditions (fire weather danger rating); 2) FDR according to local (regional) scales 
(a combination of fire weather and fire hazard adjusted to local conditions), and 3) FDR according to 
vegetation fuel complexes (the so called fire hazard). Unfortunately, all the enumerated FDRs are realized 
via techniques of 1940s – 1970s in spite of the fact that there are improved techniques developed in the 
country. The constant personnel perturbations in the Federal Forestry Service of Russia and absence of 
qualified forestry experts there make it impossible to keep an eye and timely consider the methodical 
recommendations (practical guidelines) received from scientists and aimed at improvement of forest fire 
protection in Russia. The main focus is on methods of earth remote sensing and increase of technical power 
though the world experience shows that this is a dead-end way in resolving the vegetation fire issues.  
Analysis of the available elaborations has shown that the most forward-looking are the recommendations 
realized on the basis of a long-term fundamental research in the leading forest fire science laboratory of 
Russia at the Sukachev Institute of Forest SB RAS. For the FDR according to weather conditions it is 
suggested that an index should be used which takes into account not only air temperature and dew point but 
also humidity and hygroscopicity of vegetation fuels and “works” even under negative air temperatures. 
Making local (regional) FDR scales is based on prediction of probable density of active fires per each day. 
And the basis of the FDR according to vegetation fuels (fire hazard rating) consists of the developed 
classification of vegetation fuels (VF) and methods of their mapping. 
The results of our fundamental fire science studies suggest improvement of forest fire danger rating in 
protected areas and in areas with valuable indigenous coniferous stands of Siberian pine, fir, pine, larch, and 
spruce. Recommendations are given for more accurate assessment of a fire weather index and fire hazard, 
and for making improved comparable local (regional) fire danger scales. The recommendations are aimed at 
fire science specialists, fire protection specialists in protected areas, forest offices, and air patrol, emergency 
services employees, faculty and university students. 
 
Keywords: forest fire danger, fire danger rating according to weather conditions, local (regional) scales of fire danger rating, 
method of assessing fire hazard 
 
 
Forest fire danger is impacted by a large number of factors, direct and indirect, which differ by their 
role and dynamics. The major factors are those which are indispensible for ignition to start. Firstly, 
there are vegetation fuels (VF) as complexes, with the available fuel load being most important 
characteristic. Secondly, there are weather conditions (relative air moisture and air temperature, 
drought level, precipitation) which predetermine occurrence and dynamics of the available VF load. 
Thirdly, there are ignition sources (probability of their occurrence). 
In Russia, forest fire protection fulfills the following major tasks: fire detection and daily regulation 
of forest fire protection services; planning and conducting fire preventive activities; direct fighting of 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
 Advances in Forest Fire Research 2018 – Page 515 
 
occurring and active fires and their management. According to the forest fire protection tasks the 
following three kinds of fire danger are distinguished in practice: 
1) fire danger according to weather conditions expressed as an index, e.g., the Nesterov and PV-
1 Indices (Nesterov, 1949; Vonsky et al., 1975, 1976); 
2) fire danger according to VF complexes (the so called fire hazard) defined by special scales that 
determine the degree of ease of ignition there (Melekhov, 1947; Ovsyannikov, 1978); 
3) fire danger rating according to local (regional) scales which is a combination of fire weather 
and fire hazard adjusted to local conditions (Kurbatsky, 1954, 1963; Zhdanko, 1965). 
All the enumerated kinds of forest fire danger require improvement. Possible ways of their 
improvement are considered in this paper. 
 
 
Russian fire danger rating according to weather conditions was realized via the comprehensive 
Nesterov Index starting from 1949 and since 1967 – via the meteorological Nesterov Index with rough 
account of precipitation where the precipitation sum of less than 3 mm is ignored and the precipitation 
sum equal to 3 mm and over resets the index to zero and the calculation starts over again (Kats et al., 
1975). Since 1976 one more index, the PV-1 Index, was introduced with amore differentiated account 
of precipitation (Vonsky, Zhdanko, 1976).  
As for foreign fire danger rating systems, their detailed analysis and conclusion about inexpediency 
of application in Russia were made by T.M. Sofronova with coathors (Sofronova et al., 2007). 
Performance tests showed no advantages among the tested foreign methods of fire danger rating 
according to weather conditions (Viegas et al., 1999). 
Analysis of the available elaborations (not yet implemented in practice) has shown that the most 
forward-looking is the index developed by the leading forest fire science laboratory of Russia at the 
Sukachev Institute of Forest SB RAS. This index as a further development of the Nesterov and PV-1 
indices takes into account not only air temperature and dew point but also humidity and hygroscopicity 
of vegetation fuels and “works” even under negative air temperatures that is very important for such 
Russian regions as Zabaikalie and the Far East where spring and autumn fires can occur and spread 
under negative air temperatures.  
The base of Nesterov Index and PV-1 Index reflect conditions of gradual total evaporation from the 
free water surface. However, evaporation from hygroscopic bodies (moss, lichen, litter et al.) is partial 
till the level of equilibrium moisture content depending upon air temperature and relative air humidity. 
This is the reason why fruticose lichens and moss Schreberi (Pleurozium Schreberi Mitt.) do not dry 
up to burnable state under relative air humidity higher than 85% and 60%, respectively. Without rain, 
long increase of relative air humidity can moisten mosses, lichens and litter into a burnable state while 
the fire weather index is growing. To overcome this disparity, the index base is suggested to be 
compensated by the hygroscopicity of fuels, namely: -5°C iss added to the difference (t – td). Therefore, 
when the difference (t – td) is less than 5°, i.e. under the relative air humidity less than 85% in the 
afternoon, the index base becomes negative and the index itself decreases even without rain. For the 
new base to remain within the same level as the previous one, +10°C is added to the first multiplier. 
This makes it possible to use almost the same scales. The new base acquires the following formula: (t 
+ 10°)(t – td – 5°). The formulae for Nesterov (PN), PV-1 and PVG Indices are as follows: 
    PNn = PNn-1 Kr + [t(t-td)]n; 
(PV-1)n = {(PV-1)n-1 + [t(t-td)]n-1}Kr; 
(PVG)n = [(PVG)n-1 + (t + 10°)n(t-td- 5°)]n](Kr)n,  
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where t – air temperature at 2-3 pm, °C; td – dew point temperature at 2-3 pm, °C; n – day for which 
index is calculated; n-1 – previous day; Kr – precipitation coefficient for the sum of precipitation during 
previous 24 hours. 
Testing the bases of indices in terms of the strength of their relationship with equilibrium moisture 
of wood showed that the correlation ratio of an old base t(t-td) is equal to 0.91 and a new one (t+10°)(t 
– td – 5°) is equal to 0.99. Thus, the index with a new base (PVG) is a bit higher in spring and lower 
in summer if compared with the PV-1 Index. Additional advantage of the PVG Index is that it can be 
calculated even under negative air temperature (up to - 10°C) that is very important for Zabaikalie and 
the Far East  where spring and autumn fires can occur and spread under negative air temperatures. 
Precipitation account isalso suggested to be improved. When calculating the Nesterov Index, the 
sum of precipitation less than 3 mm corresponds to the precipitation coefficient equal to 1. If the 
precipitation sum is more than 3 mm, the precipitation coefficient is equal to 0. The PV-1 index has a 
more differentiated account of precipitation starting from 0.5 mm, special tables being made to 
facilitate calculations. 
Analysis of existing precipitation coefficients and distribution of precipitation under canopies of 
different stands (Volokitina, 1979) lead to an improved precipitation coefficient (Sofronov et al., 2005; 
Sofronova et al., 2007): 
Kr = 1.8/R + 1,  
where R- sum of precipitation for the last 24 hours; if R ˂ 0.6 mm Kr = 1. 
Analysis of duration and sum of precipitation on the Obninsk rainfall-measuring ground 
(Dmitriyev, Isayev, 1970) showed that 1 mm of precipitation falls approximately within 1.3 hours (i.e. 
0.8 mm of precipitation per hour). Therefore, there is another option for the precipitation coefficient: 
Kr = 1.8 / (1.3 T + 1),  
Where T – precipitation duration within 24 hours, h; if T ˂ 0.5 h, Kr = 1. 
There is a table of precipitation coefficients for calculation of the PVG Index (Table 1). 
 
Table 1 - Precipitation coefficients (Kr) for actual precipitation (R, mm) (Sofronov et al., 1992)  
R,mm 0.6-1.5 1.6-2.5 2.6-3.5 3.6-4.5 4.6-5.5 
Кr 0.90 0.60 0.45 0.36 0.30 
R,mm 5.6-6.5 6.6-7.5 7.6-8.5 8.6-9.5 9.6-10.5 
Кос 0.26 0.22 0.20 0.18 0.16 
R,mm 10.6-11.5 11.6-12.5 12.6-13.5 13.6-14.5 14.6-16.0 
Кr 0.15 0.14 0.13 0.12 0.11 
R,mm 16.1-18.0 18.1-20.0 20.1-24.0 24.1-28.0 28.1-32.0 
Кr 0.10 0.09 0.08 0.07 0.06 
R,mm 32.1-40.0 40.1-50.0 50.1-60.0 − − 
Кr 0.05 0.04 0.03 − − 
Thus, the proposed PVG Index has the following advantages: 1) takes into account hygroscopicity 
of vegetation fuels, namely primary fire carriers (moss, lichen, litter); 2) works under negative 
temperatures (up to - 10°C) that is very important for regions with spring and autumn fires spreading 
under negative temperature in the areas with grass and cured grass type of primary fire carrier; 3) uses 
an improved precipitation coefficient; 4) is calculated twice as an index of the previous day and a 




Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
 Advances in Forest Fire Research 2018 – Page 517 
 
The link between weather and daily fire danger level is not straightforward because of the impact 
of other fire danger factors. At present this link is defined through a system of regional scales which 
formerly were called “local scales of fire danger according to weather conditions”. 
The currently used technique of making local (regional) scales of forest fire danger rating developed 
by N.P. Kurbatsky (1954) generates fire danger classes incomparable even in adjacent regions with 
different forest vegetation conditions. For instance, under the same fire danger class in different forest 
offices the number of active fires per unit of area can be different. This prevents effective maneuvering 
of the available (usually insufficient) forces and means of forest fire protection. 
The improved method of making local (regional) fire danger rating scales implies prediction of 
probable density of active fires per each day. Examples of such scales are made for the Chunsky Forest 
Office (Krasnoyarsky krai) which is most prone to wildfires. An algorithm for automatized creation of 
regional scales has been developed together with a beta version of the software (Volokitina et al., 
2018). 
Ten-year fire and weather data (2005-2014) of the Chunsky Forest Office (Krasnoyarsk krai) was 
obtained from the Krasnoyarsk Forest Fire Center for development of a technique for making improved 
regional scales of fire danger rating. An earlier developed principle method of making regional scales 
was applied (Kurbatsky, 1963), i.e. the empirical dependence between the long-term data on fire 
weather indices and the daily number of fires during a fire season in a specific area (a forest office). 
Moreover, an absolute criterion, fire density (fires per million ha), was introduced for distinguishing 
comparable classes of fire danger in regional scales (Sofronov, 1985). However, unlike the previously 
offered density of occurring fires, we used density of active fires, since its number is approximately 
twice higher than that of occurring fires according to the comparative analysis of long-term fire data 
(30 years). Therefore the recommended earlier gradations of fire density for fire danger classes were 
increased by the factor of 2. We assumed that fire density changes by the factor of 4 from class to class 
in order to cover the whole range of possible fire densities in the given area (forest office) (Table 2) 
(Sofronova et al., 2007).  
Table 2 - Gradation of fire danger classes by fire density 
Fire danger classes Fire density for a given day, fires / million ha 
ocurring fires active fires 
I up to 0.10 up to 0.20 
II 0.10−0.4 0.20−  0.8 
III 0.41−1.6 0.81−  3.2 
IV 1.61−6.4 3.21− 12.8 
V over 6.4 over 12.8 
It is very important to know the distribution of fires within a fire season (from April till September 
in the area of our study) for arrangement of forest fire protection. The considered 10-year period 
showed a sharp increase in number and area of fires starting from the second 10-day period in May 
and reaching its peak in the third 10-day period in June.  
To elaborate optimal regional scales for the Chunsky Forest Office, we analyzed a mean daily 
number of active forest fires in relation with drought classes and their dynamics within a fire season 
for 10-year period (2005-2014) (Fig. 1).  
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Figure 1 - Mean daily number of active forest fires in relation with drought classes (DC) and their dynamics within a 
fire season (based on 2005-2014 data, Chunsky Forest Office). DCs correspond to the following gradation of the PV-1 
and PVG Indices: 1 DC – up to 300, 2 DC – 301-1000, 3 DC – 1001-3000, 4 DC – 3001-10000, etc.). 
Taking into account the dynamics of active fires which differs within a fire season, regional scales 
were made seperately for two periods of a fire season (from April 20 till June 30 and from July 1 till 
September 20) (Tables 3 and 4). Since the density of active fires for the period from 2005 till 2014 did 
not exceed the fourth fire danger class, the fifth class was not defined. However, the fifth class for this 
area can be theoretically assessed in case of extreme droughts. 
Table 3 - Regional scales for the Chunsky Forest Office for the period from April 20 till June 30 (based on data from 
2005 till 2014) 
Fire danger class PV-1 Index value Fire density per million ha  
I  up to 100 up to 0.2 
II 101−800 0.2−0.8 
III  801−5200 0.81−3.2 
IV over 5200 3.21−12.8 
V  − over 12.8 
 
Table 4 - Regional scales for the Chunsky Forest Office for the period from July 1 till September 20 (based on data 
from 2005 till 2014)  
Fire danger class PV-1 Index value Fire density per million ha  
I up to 400 up to 0.2 
II 401−1600 0.20−0.8 
III 1601−6000 0.81− 3.2 
IV over 6000     3.21 −  12.8 
V  − over 12.8 
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Making regional fire danger scales manually takes considerable time. Having all the necessary 
information it is possible to automatize this process (Sofronova et al., 2013). 
The following input data are needed to develop an programme algorithm: 1) area, million ha; 2) 
value of PV-1 or PVG Index per each day of a fire season for the last 10 years; 3) number of active 
fires per each day of a fire season for the last 10 years; 4) periods of a fire season. 
The programme algorithm includes the following operations: 
1. Group fire data within gradually expanding gradation of fire weather index values. 
2. Calculate mean number of daily active fires within each gradation and assess density of daily 
active fires per million ha. 
3. Make a correlation graph (crossing zero) between mean daily fire density and gradation of a 
fire weather index and define gradations of a fire weather index according to the scale with 
comparable fire danger classes: I FDC – up to 0.2; II FDC – 0.2-0.8; III FDC – 0.81-3.2; IV 
FDC – 3.2-12.8; V FDC – over 12.8 fires per million ha. 
4. Make a regional scale as a table or a diagram. 
The proposed improved regional scales of fire danger rating in the forest can help to assess more 
accurately a propbable daily density of active fires under each fire danger class. This will facilitate 
timely detection of occurring fires and more efficient manipulating of suppression forces and resources 
not only among forest offices (air patrol departments, regions) but also within one forest office (region) 
during different periods of a fire season as the tension of a fire situation in each area and in each period 
of a fire season will become comparable.  
To help automatize regional assessment of daily fire danger we developed a program for making 
improved regional fire danger scales and made a beta version of the software (Sofronova et al., 2013). 
 
 
According to N.P. Kurbatsky (1972), the fire danger according to vegetation fuel (VF) complexes 
is a fire danger which is predetermined by the features of the area and related to a long-term period 
(under the assumption of constant availability of ignition sources which may cause a wildfire).  
Russia still uses the scale for assessing forest plots by the degree of fire occurrence danger 
(Melekhov, 1947; Ovsyannikov, 1978) when planning fire prevention of the forest office territories. 
This scale only roughly assesses the integrated fire hazard.  
The improved fire hazard rating is suggested to be based on the VF maps which contain information 
about all VF complexes of a given area and their characteristics. The main characteristic is the rate 
with which primary fire carriers become ready to burn. Methods of making VF maps have been 
developed. On their basis it is possible to make more accurate maps of fire hazard as well as maps of 
current fire hazard depending upon the class of drought. The information database for making such 
maps in GIS is developed for the Chunsky Forest Office (Krasnoyarsky krai) with area of 1 million 
ha. Besides fire hazard rating, the VF maps make it possible to predict behavior of an occurred fire, 




As a result of the carried out research the background was analyzed on forest fire danger according 
to weather conditions, according to VF complexes and according to regional scales.  
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It is suggested that improvement of forest fire danger rating should be based on the results of 
fundamental research of the rate with which primary fire carriers become ready to burn in relation to 
the weather conditions and on the developed VF classification and methods of VF mapping.  
Each kind of fire danger rating currently used in Russia is provided with recommendation on 
improvement of its performance (e.g., more accurate fire weather index calculation, improved 
comparable regional fire danger scales, etc.).  
The proposed improvement will modernize fire danger rating according to weather conditions and 
regional scales as well as according to VF complexes. 
 
 
The study was done within the framework of the basic project at the Sukachev Institute of Forest 
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Abstract 
The moisture threshold for ignition has attracted land managers and has been the main subject of 
discussion for several decades. The critical moisture of extinction is still a subject of extensive studies, and 
an endothermic/exothermic phase transition is expected to occur near the critical region. Ignition tests were 
realized for live pinus halepensis needles using a cone calorimeter. In order to ensure the live character of 
the fuel and avoid seasonal effects and changes in their chemical structure during ignition, the samples were 
picked the same day from the same tree, then partially dried using a microwave and a desiccator. By 
definition, phase transitions occur when a small variation of an external control parameter leads to a 
qualitative modification of the system. In order to determine whether the moisture content is the control 
parameter of the endothermic/exothermic phase transition or not, we had to verify the existence of a moisture 
content threshold for ignition by analysing the dependence of ignition time on moisture content. The 
experimental data have shown no critical moisture for the fuel ignition. We pointed out that the observed 
critical region corresponds to an ignition critical heat flux rather than a critical moisture.   
 
Keywords: Critical moisture, flammability, pinus halepensis needles. 
 
 
Fuel moisture content is one of the most important variables affecting fire behaviour. It is known 
that moist fuels are relatively non-flammable, and even if the flammability occurs, the rate of 
combustion is reduced to less intense fires in contrast to the dry fuels that burn more fiercely (Pompe 
and Vines 1966, Van Wagner 1967, Trabaud 1976, Catchpole and Catchpole 1991). Jervis et al. (Jervis 
et al. 2015) showed that the most flammable samples are fresh dead and aged needles followed by dry 
dead and dry live needles. The least flammable are the fresh live needles. This confirms the importance 
of moisture content in the burning behaviour of pine needles, but the differences between live and dead 
samples cannot be explained solely in terms of moisture. It requires also the consideration of plant 
chemistry and sample drying. Live needles (green colour) are part of the foliage. Dead pine needles 
(red colour) are on the ground. 
Not all studies have had success when correlating flammability measures with moisture content 
(Trabaud 1976, Fletcher 2007). Ignition fluctuations are caused by the dispersion of volatiles, moisture 
and the exposition of fuel particles in the sample. Recently, McAllister and Weise (McAllister and 
Weise 2017) pointed out that not only the moisture affects the fuel flammability, but also the chemical 
composition of volatiles. Live and dead fuels can have very different volatile components and then 
different ignition and combustion properties. The moisture threshold for ignition has been the main 
subject of discussion for several decades and has attracted land managers. A still unexplained empirical 
observation is the “moisture of extinction” (Cohen and Bradshaw, 1986; Rothermel, 1972; Weise et 
al., 2005). Wildland fires in dead fuels will not spread above some threshold of fuel moisture content, 
typically assumed to be between 10% and 40% (Rothermel, 1972). Actually, Trabaud 1976 has 
examined the effect of moisture content on the flammability and combustibility of various wildland 
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dead fuels using an epiradiator at 620°C. He proposed the following hyperbolic behaviour of the 
ignition time (𝑡𝑖𝑔𝑛  ∝  1/ ℎ𝑐 − ℎ)). The moisture content ℎ is defined as: 
 
     (1) 
with 𝑚𝑑𝑟𝑦 the dried mass and m the mass of the moist sample. ℎ𝑐 is the maximum moisture above 
which ignition cannot occur.  
Near the critical moisture of ignition, an endothermic/exothermic phase transition is expected to 
occur. Phase transitions, as observed in various fields such as conductor/insulator (Stauffer 1992), 
liquid/gas (Blundell et al. 2006) and paramagnetic/ferromagnetic (Pokrovskii 1979), are characterized 
by a strong disorder near the threshold. They are also characterized by diverging or vanishing 
quantities following a universal power-law formula near the critical region (Stanley 1971, Yeomans 
1992). In the case of ignition/non ignition phase transition, ignition time must diverge near the critical 
moisture as: 
      (2) 
Where h is the moisture content defined by (1), hc  is the maximum moisture content allowing 
ignition estimated by Trabaud. Thus, it is defined as the critical moisture. The power-law formula (2) 
is characterized by a critical exponent γ which distinguishes different phase transitions. The hyperbolic 
formula proposed by Trabaud is equivalent to (2) with a critical exponent γ=1, and the maximum 
moisture allowing ignition can be identified as the critical moisture content.                                    
However, these tests were realized during several seasons or years, and the fuel was dried naturally. 
The fuel chemical composition changes from a season to another, leading to a variation in flammability 
and combustibility properties.   
In the present work, ignition tests are realized for live pinus halepensis needles using a cone 
calorimeter. In order to ensure the live character of the fuel during ignition, the samples are picked the 
same day from the same tree, then partially dried to avoid seasonal effects. The ignition time 
dependence on moisture content (Eq. 2) is analysed to determine whether or not there is a critical 
moisture content for ignition.   
 
 
During the period from January to March 2018, pine needles (pinus halepensis) were picked from 
the same tree early in the morning (at 8.00 am). Immediately after the harvest, samples of live needles 
of 15 and 25 gr were prepared for the determination of the moisture content of the vegetation. For this 
purpose, two drying techniques were used; a SAMSUNG household microwave at 800 watts and an 
infrared radiation dryer (Kern type MLS 3C). The samples are completely dried in the microwave (25g 
for 3 minutes), and in the desiccator (15g at 80 °C for 24 hours). The holding time of the samples in 
the microwave and the desiccator determines the dry mass (𝑚𝑑𝑟𝑦), the moisture content ℎ𝑚𝑎𝑥 of the 
fresh samples and the maximum drying time for the two devices. The preparation of the samples at 
various intermediate moistures is realized by varying sample holding times 𝑡 in the two drying devices 
so as to cover the entire range of moistures (𝑡 ≤ 24ℎ for the radiation dryer, and 𝑡 ≤ 3𝑚𝑛 for the 
microwave). Hence, the wet mass is obtained after the holding time 𝑡 (𝑚 = 𝑚 𝑡 ), and the moisture 
content relative to this mass is defined by (1) with ℎ = ℎ 𝑡 . Once dried, the samples are placed in a 
cylindrical mesh sample holder of 10 cm diameter. Then, these samples are exposed to a constant 
radiation heat flux provided by a cone calorimeter whose heat source is an electrical resistance of a 
power of 3000 W. The experimental device is shown schematically in Fig.1. The incident heat flux at 
the top surface position of the sample 𝑞" (which depends on the distance from the cone heater) is 
measured by a water cooled heat flux sensor of type Hukseflux SBG 01 working in the range 0 −
ℎ = (𝑚−𝑚𝑑𝑟𝑦 )/𝑚 
𝑡𝑖𝑔𝑛 ~ ℎ𝑐 − ℎ 
−𝛾  
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200𝑘𝑊/𝑚² and its magnitude is fixed to 17 kW/m². This magnitude of the heat flux is far from the 
critical heat flux for pinus halepensis needles, which is about 10 𝑘𝑊/𝑚2 (Sabi et al. 2018). The 
ignition is controlled by a pilot flame located 1 cm above the sample surface (Torero 2016), and the 
ignition time is recorded. To take into account the heterogeneity of the fuel structure arrangement in 
the sample, each test is repeated three (3) times. All the measurements are made in the same day to 
guarantee that the tests are done on a live fuel with the same composition of organic flammable 
volatiles. All tests were conducted in a draft-free room with room temperatures and relative humidities 
in the ranges 13-19°C, and 50-60%, respectively. 
 
Figure 1 - A schematic representation of the experimental setup. 
It is worth noticing that carrying out ignition tests on a constant mass of the sample after drying 
(e.g . 10g) may lead to significant errors on the ignition and combustion times. Indeed, once the sample 
has been dried (either partially or totally), its mass decreases, but the amount of volatile components 
responsible of ignition remains nearly constant in it. The drying techniques are assumed to evaporate 
mostly water. The release of volatile organic components (VOC) was found to increase as the 
temperature increases (Jervis and Rain 2015). Hence, it is expected that the MLS dryer at 80°C 
enhances the ignition time fluctuations contrary to the microwave device. Indeed, the microwave 
device emits radiations at a frequency of 2.45GHz, which corresponds to the water characteristic 
dielectric frequency. Thus, it is mostly absorbed by the molecules of water leading to their evaporation. 
Then, it is expected that the release of VOC is significantly reduced with the microwave device.  
If a constant part of the dried mass m ≤ m t  is ignited, the remaining amount of volatiles decreases 
proportionally to m/m t =  1 − h from (1), and ignition is thus influenced by the drying process. In 
order to guarantee the same quantity of volatiles in the sample for each test independently of the 
moisture content, it is necessary to burn all the dried mass. 
 
When a solid material, initially at ambient temperature, is subject to an external source of energy, 
the temperature of the exposed surface starts to increase. This moment is defined as the onset of the 
ignition process (𝑡 = 0). A series of physical and chemical phenomena are initiated as the energy 
reaches the surface of the material. The sample is composed of fine fuel particles arranged randomly. 
This yields a porosity distribution with an average value defined as the ratio of solid fuel volume to 
the fuel bed volume. When exposed to a heat flux, the particles are heated and loose energy by 
conductive and convective mechanisms (Torero et al. 2016). Thus, a solid-liquid-gas transformation 
occurs inducing a flammable gas/oxygen mixture at a low flammability limit and ignition temperature 
(Drysdale 2011). High porosity renders the overall thermal conductivity of a solid quite low making 
the ignition easier to happen. Therefore, auto-ignition is very difficult to occur as the condition for the 
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emitted gas/air mixture to reach the low flammability limit and, simultaneously, the surface 
temperature to reach ignition temperature has a finite probability to not be realized. By definition, in 
the presence of a pilot source (such as a small flame, a heated wire or an electric spark) in the reactive 
fuel/air mixture flow, we have a piloted (or forced) ignition. A pilot source is not meant to heat the 
solid to generate the fuel gases nor to enhance the mixing of the fuel gases with air, but to locally 
induce the combustion reaction which would propagate into the mixture. 
As an event, ignition occurs at a certain pronounced instant in the history of the exposure. The 
time to ignition in a given situation depends on three broadly grouped factors: 1) the degradative 
thermal response of the solid to yield the combustible gases, 2) the mixing of these gases with the 
oxygen (generally the oxygen of the normal air), and 3) the induction of the temperature and 
composition-dependent rate of the combustion reaction to a sufficiently high level to be measurable 
and self-supporting (Kanury 2008). The same ignition process occurs for a moist sample exposed to a 
heat flux, but the water evaporation complicates it. In the case of a thick fuel bed, water evaporation 
decreases the surface temperature and ignition can be delayed.  
 
 
The effect of moisture content on the ignition time is shown in Figs.2 for fuels dried by 
microwave and also by the desiccator (for the data of January, only 10g of the dried sample were 
burned). The present data are also compared with those of Trabaud (1976) for pinus halepensis. As 
discussed above, the MLS dryer induces a larger fluctuations of the ignition time compared to the 
microwave device, because of the influence of VOC release during the drying process. It is also 
obvious from Fig.2a that burning the full sample dried by microwave reduces signficantly the 
fluctuations of ignition time. Compared to the results of Trabaud where burning could not occur above 
a moisture of 20%, the present samples were ignited even for moisture contents above 50%. The heat 
flux received by the fuel from the epiradiator used by Trabaud might be much smaller than 17KW/m² 
(provided by our cone calorimeter). The heat flux provided by the epiradiator could be smaller than 
the critical flux for ignition, which is around 5.5 𝑘𝑊/𝑚2 for pinus halepensis needles (see Sabi et al. 
2018). In order to answer this question, we assume the critical moisture as an exothermic/endothermic 
phase transition. Therefore, near the critical moisture, ignition time diverges according to (2). In 
Fig.2b, the same data of Fig.2a are presented in the double logarithmic plot as a function of hc-h. The 
value of the critical moisture hc is estimated so as to obtain a linear fit with the best correlation 
coefficient (R²). 
 
Figure 2 - a)  tign vs. h for various moistures obtained by microwave and desiccator, and Trabaud’s results. b) same 
as Fig.2a with log-log plot. 
The best linear fit in Fig.2b is obtained for hc around 100%. This means that the 
endothermic/exothermic phase transition occurs when the fuel mass vanishes, and only water 
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evaporation occurs. Clearly, there is no critical moisture for ignition. The non flammability in the 
results of Trabaud at a moisture of about 𝟐𝟎% means that the samples were exposed to a heat flux 
around the critical flux for this moisture content. In addition, the power-law (2) is fitted in this figure 
only for three points located near the critical moisture. For each of these moisture contents, only one 
ignition test was successful, whereas far from the moisture threshold, in all tests, the ignition process 
occured. Therefore, a probabilistic behaviour occurs near the moisture threshold, which should 
correspond to the critical heat flux (Sabi et al. 2018). 
 
 
Figure 3 - A double logarithmic plot of tign vs. 𝒒” − 𝒒”𝒄  for fresh and dry pinus halepensis needles. 
In order to check whether the ignition threshold is due to the heat flux or the moisture content, 
a set of tests with fresh and dry samples were realized for different values of the incident heat flux 𝒒”. 
The critical heat flux for ignition defines the endothermic /exothermic transition (Sabi et al. 2018). 
The ignition time behaves near this transition as: 
    tign α (q”-q”c)-        (3) 
The power exponent in Fig.3 seems to be around -0.8 independently of the moisture content 
and of the fuel nature (see Sabi et al. 2018), indicating a universal phase transition (Stanley 1971). 
Therefore, for any moisture content, there exists a sufficiently large heat flux allowing the fuel ignition.  
 
Figure 4 - A schematic representation of the ignition and combustion energies vs. the moisture content h. Ignition 
and spreading thresholds are clearly shown. 
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In wildland fires, fire residence time is finite (30-40s for fine fuels) in contrast to that provided by 
the cone calorimeter where the radiant heat flux is maintained until the fuel ignition. Therefore, the 
comparison between the combustion and ignition energies leads to either spread or no spread of fire. 
The critical moisture for fire spread can be defined as the moisture content for which combustion and 
ignition energies coincide, as shown in Fig.4. This spread condition is not realistic since only a 
proportion of the released combustion energy is received by the fuel. This makes a much smaller 
critical moisture for spread. Therefore, the existence of a critical moisture is expected for wildfire 
spread, although it is considered as a retardant. Indeed, the moisture can make the ignition time as 
large as it becomes greater than the residence time of the flames to which the fuel is exposed. This 
corresponds to a dynamical threshold of spread as found by Zekri et al. (Zekri et al. 2005) using a 
Small World Network model. This model was validated by historical and experimental fires (Adou et 
al. 2010). Obviously, fire do not spread during winter, when the fuel is moist. Hence, the effect of 
moisture on the spreading phase transition is necessary to investigate both experimentally 
(experimental burning in fields) and theoretically (using physical models involving water desorption 
and evaporation).  
 
 
The moisture threshold for ignition is examined by using the endothermic/exothermic phase 
transition analysis of the ignition time dependence on moisture content. Ignition tests of live pinus 
halepensis needles were realized using a cone calorimeter. The fuel samples were partially dried using 
a microwave and a desiccator. In order to avoid seasonal effects and changes in their chemical 
structure, live fuels were picked the same day from the same tree. The power law fit of the ignition 
phase transition showed no critical moisture for the fuel ignition. The critical region for ignition 
observed by Trabaud in 1976 corresponds to the ignition critical heat flux for the corresponsing 
moisture content. Further studies for other fuels wil be realized to confirm this result.   
 
 
Adou JK, Billaud Y, Brou DA, Clerc JP, Consalvi JL, Fuentes A, Kaiss A, Nmira F, Porterie B, Zekri 
L., Zekri N (2010), Simulating wildfire patterns using a small-world network model, 
Ecol.Modelling, 221, 1463-1471. 
Blundell SJ and Blundell KM (2006), ‘Concepts in Thermal Physics’, (Oxford University Press, 
Oxford).  
Catchpole EA, Catchpole WR (1991), Modelling Moisture Damping for Fire Spread in a Mixture of 
Live and Dead Fuels, International Journal of Wildland Fire 1, 101-106. 
Chandler C, Cheney P, Thomas P, Trabaud L, Williams D (1983) ‘Fire in forestry. Vol. I. Forest fire 
behaviour and effects’ (John Wiley & Sons: New York)  
Cohen J and Bradshaw B (1986) Fire behavior modeling—A decision tool. In ‘Proceedings Prescribed 
Burning in the Midwest: State of the Art’ (Ed. A. L. Koonce), University of Wisconsin at Stevens 
Point, Stevens Point, WI, 1–5. 
Drysdale D (2011), An Introduction to Fire Dynamics, (3rd Ed. John Wiley and 
Sons, Chichester) 
Fletcher TH, Picket BM, Smith SG, Spittle GS, Woodhouse MM, Haake E, Weise DR (2007), Effect 
of moisture on ignition behaviour of moist California chaparral and Utah leaves, Combust. Sci. 
Technol., 179, 1183-1203. 
Jervis FX and Rein G (2015), Experimental study on the burning behaviour of pinus halepensis needles 
using small-scale fire calorimetry of live, aged and dead samples, Fire Mater. 40, 385–395 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
Advances in Forest Fire Research 2018 – Page 528  
 
Kanury AM (2008), Flaming Ignition of Solid Fuels. In ‘The SFPE handbook of fire  
protection engineering’. (3rd Eds Society of Fire Protection Engineers). (National Fire  
Protection Association), section 2 Chap 11. 
McAllister S and Weise DR (2017) Effect of season on ignition of live wildland fuels using the forced 
ignition and flame spread test apparatus. Comb Sc. & Technol., 185, 231-247 
Pokrovskii V. (1979) Properties of ordered, continuously degenerate systems, Adv.Phys. 28, 595-656 
Pompe A, Vines RG (1966), The influence of moisture on the combustion of leaves, Australian 
forestry, 30, 231-241. 
Rothermel RC (1972), A mathematical model for predicting fire spread in wildland fuels. USDA For. 
Serv. Res. Pap. INT-115. 40. 
Sabi FZ, Zekri N (2018), Ignition/non ignition phase transition (This conference)  
Stanley HE (1971) ‘Introduction to phase transitions and critical phenomena’ (Clarendon Press 
Oxford) 
Stauffer D, Aharony A (1992), ´Introduction to Percolation Theory´, (Taylor and Francis, London). 
Trabaud L (1976), Inflammabilité et combustibilité des principales espèces des garrigues de la région 
méditerranéenne, Oecol. Plant. 11, 117-136 
Torero J (2016), Flaming ignition of solid fuels. In ‘SFPE Handbook of fire protection engineering’. 
(Ed MJ Hurley) (Springer: Heidelberg) pp 633-661.  
Van Wagner CE (1967), Seasonal variation in moisture content of eastern canadian tree foliage and 
the possible effect on crown fires, Canada Dept. Forestry , For.Res.Br.-1204 (Edmonton).   
Weise DR, White RH, Beall FC, and Etlinger M (2005), Use of the cone calorimeter to detect seasonal 
differences in selected combustion characteristics of ornamental vegetation. Int. J.Wildland Fire, 
14, 321–338. 
Yeomans JM (1992) ‘Statistical mechanics of phase transitions’ (Clarendon Press Oxford) 
Zekri N, Porterie B, Clerc J-P, Loraud J-C (2005) Propagation in a two-dimensional weighted local 
small-world network, Phys. Rev.E 71, 046121 
 
 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
https://doi.org/10.14195/978-989-26-16-506_58   
 
 Advances in Forest Fire Research 2018 – Page 529 
 
Literature review on the transition from smouldering to flaming fires 
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Abstract 
Smoldering combustion is the slow, low temperature, flameless burning of porous fuels and the most 
persistent type of combustion phenomena. Overall, smoldering is responsible for up to 50 % or more of the 
total burned biomass during wildfires, and it is the driving phenomenon of wildfires in peatlands. Once 
ignited, peat fires burn for very long periods of time (e.g., months, years) despite extensive rains, weather 
changes or fire-fighting attempts. In wildland fires, smouldering and flaming combustion often occur 
simultaneously, and one can lead to the other. Despite being a fundamental question in combustion 
phenomenon, firm understanding on transition from smouldering to flaming is not yet accomplished due to 
its complexity. At best, literatures are sparsely connected with each literature reported different variables as 
transition criteria (e.g. sample particle size, air velocity, oxygen concentration, and external heating). This 
review compiles these informations and proposes hyprothesis that feasible to be tested. Since most of the 
samples in the literatures represent synthetic porous fuels, the implication of proposed hypothesis of transition 
mechanism on natural porous fuels (e.g. peat) will be discussed. 
 
Keywords: Smouldering, Transition to flaming, porous fuels, peatlands,  
 
 
Smouldering combustion is the slow, low temperature, flameless burning of porous fuels and the 
most persistent type of combustion phenomena. Overall, smouldering is responsible for up to 50 % or 
more of the total burned biomass during wildfires, and it is the driving phenomenon of wildfires in 
peatlands. Once ignited, peat fires burn for very long periods of time (e.g., months, years) despite 
extensive rains, weather changes or fire-fighting attempts. Typical in wildland fires, smouldering and 
flaming combustion often occur simultaneously, and one can lead to the other. Despite being a 
fundamental question in the science of combustion, firm understanding is not yet accomplished due to 
its complexity. At best, literature on transition from smouldering to flaming are sparsely connected 
with each literature reported different variables as transition criteria (e.g. sample particle size, air 
velocity, oxygen concentration, and external heating). This review compiles these information and 
proposes hyprothesis that feasible to be tested. Since most of the samples in the literature represent 
synthetic porous fuels, the implication of proposed hypothesis of transition mechanism on natural 
porous fuels (e.g. peat) will be discussed. 
Figure 1 shows schematic on the possible concurrent events of smouldering peat and flaming 
surface vegetation. The complex interaction between these two combustion mechanisms and 
surrounding conditions could lead to the transition from smouldering to flaming combustion, and vice 
versa.
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Figure 1 - Schematic on occurrence of smouldering 
initiation by flaming surface fires in peatland 
 
Figure 2 - Smouldering rate as a function of air 
velocity in a forward smouldering in Cork and Deal 
sawdust with different particle size (Palmer 1957) 
The persistent smouldering of thick fuels (ie, tree branches, trunks) typically observed for days after 
a flaming wildfire has passed by is called residual smouldering combustion and has received some 
attention in the literature, e.g. Bertschi et al. (2003). On the other hand, transition to flaming offers the 
means for flaming fronts to re-establish in unexpected locations (e.g., across a fire break) and at 
unexpected times (e.g., long after burn out of the initial flaming front). Even if the transition to flaming 
is less often observed in wildfires than residual smouldering combustion because it requires less usual 
thermodynamic conditions, the transition to flaming is possible for example under enhanced oxygen 
supply (i.e., strong winds) 
 
 
The core of any combustion process is a global exothermic reaction that results in the release of heat, 
and both gaseous and solid products. In its simplest form, solid combustion can be approximated by 
two lumped chemical pathways: pyrolysis (Eq. 1) followed by oxidation (Eq. 2 or 3). 
 
Pyrolysis: 
Biomass (solid) + Heat → Pyrolyzate (gas) + Char (solid) + Ash (solid) Eq. (1) 
Heterogeneous oxidation: 
Char (solid) + O2  → Heat + CO2 + H2O + other gases + Ash (solid) Eq. (2) 
Gas-phase oxidation: 
Pyrolyzate (gas) + O2 → Heat + CO2 + H2O + other gases Eq. (3) 
 
Pyrolysis results in gaseous and solid products. Both the pyrolysate and the char are susceptible to 
subsequent oxidation. Char oxidation (Eq. 2) is a heterogeneous reaction and takes place on the char 
produced by the pyrolysis reaction and leads to smouldering combustion. Pyrolysate oxidation (Eq. 3) 
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One of the first recorded results on transition to flaming was conducted by Palmer (1957) with 
several types of dust as sample material. In his experiments, flaming did not develop from smouldering 
experiments with mean particle diameter less than 0.1 cm (Figure 2). 
The influences of ambient oxygen concentration on transition phenomenon was studied by Ortiz-
Molina et al. (1979). A synthetic porous fuel were placed in a chamber in which gas composition and 
pressure can be varied. Transition to flaming occurred at oxygen concentration ranged from 0.17 to 
0.37 mole fraction for samples of relatively large size (50x120x450 mm). The samples in the form of 
small cylinders (18 mm in diameter) did not experienced transition. In another study by Roger and 
Ohlemiller (1980), the importance of oxygen supply on transition to flaming was confirmed. They 
investigated the opposed smouldering of flexible synthetic porous fuel in variable oxygen 
concentration. From their experiment, the transition occurred in oxygen mole fraction more than 0.6. 
The higher oxygen concentration was related to the weak response of opposed smouldering to air flow 
velocity. Ohlemiller (1990) investigated the influence of air flow velocity in forward and opposed 
smouldering of cellulosic insulation. He found that the opposed smouldering has weak response to air 
velocity increase, while forward smouldering increases significantly with flow velocity. Moreover, the 
transition to flaming was identified to only occur in forward smouldering, in range of air flow velocity 
up to 5 m/s. 
 
Figure 3 - Series of photographs of a combustion experiment 
illustrating the transition to flaming in a smouldering foam slab 40 
cm high under external forced flow (Photo by group of Prof. Carlos 
Fernandez-Pello, University of California at Berkeley). After 1 h of 
smouldering only half the sample has burned (Photo 1, far left). 
When the rapid transition to flaming takes place (Photos 2 and 3), 
the whole sample is engulfed in flames in just a few seconds (Photos 
4 and 5, far right) 
 
Figure 4 - Comparison of experimental 
results with the energy balance analysis 
prediction of transition/no transition 
regions as a function of oxygen mole 
fraction (Bar-Ilan et al. 2005) 
 
 
The most recent findings on the mechanism of transition from smouldering to flaming were mainly 
derived from the collective works of the Combustion and Fire Processes Lab of the University of 
California at Berkeley, USA. The works were carried out on syntethic porous media (i.e. PU foam) 
with variable oxidizer supply and radiant heat flux. Figure 3 shows snapshots of an experiment on the 
transition to flaming in a foam slab. 
Bar-Ilan et al. (2005) carried out a simplified energy balance analysis by viewing the transition to 
flaming as an autoignition process. This analysis well predict the boundary between transition and no-
transition occurrences from experiments (Figure 4). Later, experiments by Bar-Ilan et al. (2005) and 
Putzeys et al. (2007) were reproduced computationally by Dodd et al. (2012) using two dimensional 
numerical transport model with eight-step reaction mechanism. Thermal non-equilibrium approach 
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was taken to consider distinct temperature of solid and gas species. Even if there are some difference 
between experimental and simulation results, they relatively comparable and provide the basis for the 
development of predictive model of transition to flaming. 
Char oxidation has been considered to lead to transition to flaming. This is from the argument that 
char oxidation produced the required heat to initiate combustion of gaseous fuel produced by solid 
reactions. Aldushin et al. (2006) numerically investigate the role of char oxidation in triggering 
transition to flaming. When smouldering front has been steadily propagate to a critical distance, char 
oxidation caused the sudden increase of temperature at reaction front. This increase is argued to be the 
initiation of flaming. In other study, char oxidation also considered to be an essential triggering 
mechanism of transition to flaming (Torero and Fernandez-Pello 1995, Tse et al. 1996, Putzeys et al. 
2007, Dodd et al. 2012). In some literature, char oxidation also considered to produce the required 
gaseous fuel (Tse et al. 1996, Putzeys et al. 2007, Hagen et al. 2015). Investigation on which reaction 
that produce the gaseous fuel is where kinetics come into play. This is where further test on previous 
proposed mechanism is needed to fill the gap. It is whether pyrolysis or char oxidation is the primary 
source of gaseous fuel. By considering the different endothermicity and oxygen dependency of those 
reactions, this investigation could contribute to a better understanding of kinetics that lead to transition 
to flaming.  
Experimental study on transition to flaming on cotton was conducted by Hagen et al. (2015). The 
boundary conditions used were open boundary and a lightweight concrete block covering one side of 
the sample. The occurrence of transition resulted from the difference in the smouldering velocity in 
the cotton. This difference exist due to the cover of the lightweight concrete. Thus, the existence of 
cover is important in the occurrence of transition in this study, implying the asymmetrical boundary 
condition. 
Recent computational study on transition to flaming was carried out by Yang et al. (in press). They 
computationally reproduced forward horizontal smouldering of cellulosic insulation experiments of 
Ohlemiller (1990). The proposed computational model is two dimensional multiphase formulations 
with three-step solid decomposition reaction and one-global gas phase reaction. Three condensed 
phase species (solid sample, char, and ash) and five gas species (pseudo fuel gas species, O2, N2, CO2, 
and H2O) were used in the model. The model shows the transition to flaming occurence that located 
on the sample surface, in which the hotter surface char layer acts as an ignition source while the 
combustible gas fuel produced by surface char oxidation and solid sample pyrolysis. This work agrees 
well with Ohlemiller (1990) in that it well predicts smouldering velocity responses to wind velocity 
and bulk density. 
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Pyrolysis of intact wildland fuels in the southern United States is being measured at bench, wind tunnel, 
and field scales as part of a larger research project to measure and model pyrolysis of wildland fuels to 
improve models used to predict prescribed fire behavior. Traditional pyrolysis experiments typically use 
dried, ground samples in either an inert or oxidizing environment subject to uniform heating and heat transfer. 
Fletcher and others are presenting results of pyrolysis experiments using a flat-flame burner to heat intact 
foliage from 14 species of plants native to the southern U.S. at this conference. The fuel beds in prescribed 
burns in southern pine forests are composed of a mixture of dead pine needles and a large variety of 
herbaceous and woody plants. We have burned 73 fuel beds composed of Pinus palustris needles and 
mixtures of Lyonia lucida, Ilex glabra, and Vaccinium darrowii plants in a wind tunnel facility with and 
without a moderate wind speed of ~ 1 m s-1. The flame from the spreading fire is the heat source for the 
pyrolysis experiment. Canister samples of pyrolysis and flaming combustion gases within the fuel bed have 
been collected for offline analysis. Open path spectrometers nonintrusively measured composition of 
pyrolysis gases in real-time. Thermocouples, a Schmidt-Boelter heat flux sensor, a nadir thermal IR camera, 
and background-oriented Schlieren photography estimated heat transfer and air flow around the plants. This 
presentation will present results of this ongoing work. 
 
Keywords: pyrolysis, longleaf, fetterbush, inkberry, sparkleberry, background-oriented Schlieren 
 
 
Wildland fire is an important component of many North American ecosystems and has been used 
by humans to accomplish various objectives for several thousand years. Prescribed burning in the 
southern United States is an important tool used by the Department of Defense and other land managers 
to accomplish several objectives including hazardous fuel reduction, wildlife habitat management, 
critical training area maintenance, ecological forestry and infrastructure protection. The vegetation on 
Department of Defense installations is heterogeneous, unlike the homogeneous fuel beds assumed by 
current operational fire spread models. These models do not contain fundamental descriptions of 
chemical reactions and heat transfer processes necessary to predict fire spread and energy release 
needed for process-based fire effects models. To improve prescribed fire application to accomplish 
desired fire effects and limit potential escapes, an improved understanding is needed of the 
fundamental processes related to pyrolysis and ignition in heterogeneous fuel beds of live and dead 
fuels. A large project consisting of measurement and modeling of pyrolysis from common wildland 
fuels of the southern United States is currently underway (Weise et al. 2018). Details of the bench- 
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scale measurement of pyrolysis products from these fuels (individual leaves) can be found in (Fletcher 
et al. 2018; Safdari et al. 2018). A subset of the fuels have been burned as fuel beds approximating 
natural fuel beds in a small wind tunnel where similar pyrolysis measurements have been made. This 
paper presents details of the wind tunnel experiment and some preliminary results. 
 
 
Approximately 100 experiments are planned for the low speed wind tunnel located at the Riverside 
Fire Laboratory (RFL) (Figure 1). The initial construction and subsequent modification to provide 
precise control of temperature and humidity within the test section are described elsewhere (Lozano 
2011; Bartolome 2014). Fuel beds 2 m long and approximately 1 m wide composed of longleaf pine 
needles and various combinations of fetterbush, sparkleberry, and inkberry (Table 1) will be burned 
with nominal wind speeds of 0 and 1 m s-1. Pyrolysis gases were sampled in real-time using a variety 
of methods and instruments (Figure 2). A Bruker Tensor 37 FTIR spectrometer1 was deployed; note 
that this is the same device used in conjunction with the flat-flame burner measurements performed at 
BYU (Fletcher et al. 2018; Safdari et al. 2018). For the RFL experiments, the resolution was set to 4 
cm–1, the acquisition mode was set to double sided, forward-backward, the apodization function was 
Blackman-Harris 3-Term, and phase correction mode was Mertz (1967) with a zerofilling factor of 2. 
In order to increase temporal resolution, the number of scans was set to 1 with continuous 
measurements to obtain a spectral time resolution of 0.2 seconds. This instrument configuration is 
referred to as an “extractive FTIR” because it consists of a probe with 3/8” metal tubing connected to 
extract the gas into the cell using a roughing pump. The probe was placed above a plant during 
measurements (Figure 3) and gases were extracted from the wind tunnel into the gas cell before, during 
and after the flame had passed the plant. Absorbance spectra (A) were collected in real time where IS 
represents the intensity of the single beam spectrum of the sample during smoke measurement and I0 
is the single beam spectrum of the of the reference measurement (Eq. (1)). The reference measurement 
was collected when the instrument and gas cell were purged with high purity nitrogen gas; N2 does not 
absorb in the IR. 
Table 1 - Southern plant species used in wind tunnel pyrolysis experiments. 
Common name Scientific name1 
Inkberry Ilex glabra (L.) A. Gray 
Fetterbush Lyonia lucida (Lam.) K. Koch 
Sparkleberry Vaccinium arboreum Marshall 
Darrow’s blueberry Vaccinium darrowii Camp “Rosa’s Blush” 
Longleaf pine litter Pinus palustris Mill. 
1. USDA, NRCS. 2018. The PLANTS Database (http://plants.usda.gov, 10 January 2018). National Plant Data Team, 
Greensboro, NC 27401-4901 USA; Radford, A.E., Ahles, H.E., Bell, C.R. 1968. Manual of the vascular flora of the 
Carolinas, University of North Carolina Press, Chapel Hill, NC 
 




1 The use of trade or firm names in this publication is for reader information and does not imply endorsement by 
the U.S. Department of Agriculture of any product or service. 
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The other FTIR instrument used for gas phase measurements was a Bruker OPAG-22, an open path 
gas analyzer previously used to measure smoke from prescribed burns at Ft. Jackson, South Carolina 
(Akagi et al. 2014). Unlike the extractive FTIR, this instrument is non-disrupting since it does not 
remove any of the gases from the wind tunnel, i.e. it does not perturb the sample. The OPAG was 
mounted on a tripod on one side of the wind tunnel with the glow bar IR source on the opposite side. 
The path between the OPAG and the source was 1.2 meters and it was directly in line with a row of 
plants (Figure 5). The OPAG is equipped with a KBr beamsplitter and a Stirling-cycle cooled mercury 
cadmium telluride (MCT) detector. Interferograms were collected in the range of 4000 to 0 cm–1 at a 
resolution of 2 cm–1 and at an acquisition mode set to double-sided forward-backward. To achieve 
better time resolution between measurements, interferograms were converted to spectra via post 
process procedures. The apodization function and phase correction mode were as above. The number 
of scans per measurement was set to 1 and the measurements were repeatedly collected to obtain a 
time profile with a resolution (time between spectra) of 0.53 seconds. The third instrument deployed 
was the TELOPS, an infrared hyperspectral imaging system that has high spectral and spatial 
resolution. Due to interference from the flame, the TELOPS will not be discussed further. Canister gas 
samples were collected for offline analysis using gas chromatography. An array of 9 stainless steel 
tubes were inserted vertically into the fuel bed (Figure 4). A sample of the flaming gases was collected 
in one canister and a sample of pyrolysis gases was collected from the other 6 tubes sequentially as 
the flame front moved horizontally along the fuel bed. 
 
Figure 1 - Low speed wind tunnel at Riverside Fire Laboratory. 
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Figure 2 - Setup of 3 instruments used to measure composition of gaseous pyrolysis products in mixed fuel beds of 
longleaf pine needles and small shrubs. 
In order to describe the environment and fuel properties as the plants were pyrolyzing, mass of a 
single plant, air temperature and relative humidity within the wind tunnel and in the larger combustion 
room were sampled at 1 hz during each experimental fire. While we have used a variety of techniques 
to describe the flow field around experimental laboratory fires (Zhou et al. 2003; Lozano et al. 2010; 
Maynard et al. 2016), the use of smoke tracers and introduced particles in the present experiment was 
precluded by the gas sampling objective. The TPIV technique could not be used because the large 
glass windows in the wind tunnel are opaque to the infrared spectrum. The backgound-oriented 
Schlieren (BOS) approach was selected to determine the flow field in the flame and surrounding the 
plants (Richard and Raffel 2001; Meier 2002; Raffel 2015). The BOS setup (Figure 5) was located 
upwind of the PNNL gas sampling instruments. Total and radiant heat fluxes at the top of the fuel bed 
were measured using a Schmidt-Boelter type of sensor. A stereo pair of vertical photographs of each 
fuel bed were taken before and after each experimental fire to develop 3-D images of the fuel bed 
(Figure 6). A longwave infrared (LWIR) camera provided a nadir view of the fuel bed and the 
measured radiance from the fuel bed will be converted into a fuel surface temperature (Figure 7). 
 
Figure 3 - Fuel bed composed of longleaf pine needles and Lyonia lucida plants. Sample probe to collect pyrolysis 
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Figure 4 - Canister gas-sampling system with manifold (top) used to sample pyrolysis and flaming combustion gases 
from longleaf pine needle fuel beds through stainless steel tubes (bottom). 
 
 
Figure 5 - Simple schematic of background-oriented Schlieren configuration used to nonintrusively estimate the flow 
field surrounding pyrolyzing plants.  is the distance of the flame from the background noise pattern,  is the 
distance of the camera lens from the background,  represents the deflection angle caused by the flame-generated 
distortion,  is the flame zone width,  is the focal length of the camera,  represents displacement in the camera 
sensor plane and  represents displacement in the background plane. 
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Figure 6 - Vertical stereo photographs of wind tunnel fuel bed used to provide 3D image. 
 
Figure 7 - Thermal infrared nadir view of fire spreading through fuel bed of  longleaf pine needles and fetterbush 
shrubs in the RFL wind tunnel. Estimated temperature in °C. 
 
 
Prior to beginning the wind tunnel experiments, the canister gas sampling setup and protocol was 
tested. Fires 3 and 4 consisted of longleaf pine needles only; needles and live plants comprised the fuel 
bed of fires 5 and 6. The composition of the gases from 6 canisters and the phase (pyrolysis or flaming 
combustion) was measured in ppm and converted to proportions to facilitate comparison since the data 
are compositional in nature (van den Boogaart and Tolosana-Delgado 2013). The proportions of CO, 
H2, CH4 and C2H6 were generally higher in the pyrolysis phase (Table 2) which is consistent with 
current understanding and indicated that the sampling system and protocol were appropriate. The 
modified combustion efficiency ( )( )2 2CO CO CO  +   of the pyrolysis samples were much lower 
than is typical for flaming combustion--another indication of elevated pyrolyzate concentrations. The 
use of this efficiency in the pyrolysis environment is questionable; however, the ratio is still useful. 
The flaming samples had typical emissions concentrations for the gases measured. The pine needle 
test fire results provide good background gas concentrations for that component of the fuel beds. 
Table 2 - Sampled pyrolysis and combustion gases during preliminary testing of canister gas sampling system for wind 
tunnel experiment. Gas composition expressed as proportions. 
Fire Phase CO2 H2 CO CH4 C2H6 MCE 
5  Pyro 0.770755 0.039321 0.172521 0.016297 0.001105 0.82 
6 Pyro 0.786460 0.036779 0.161488 0.014368 0.000905 0.83 
5 Flam 0.924032 0.009898 0.061951 0.003959 0.000160 0.94 
6 Flam 0.964003 0.003368 0.031151 0.001421 0.000058 0.97 
3 Flam 0.898100 0.015933 0.080057 0.005687 0.000223 0.92 
4 Flam 0.852222 0.030290 0.108157 0.008982 0.000349 0.89 
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To date, seventy-one wind tunnel experiments were conducted in November 2017 and Janaury 2018 
at RFL (Table 3). Forty-two of the fires were burned without wind. Wind increased the rate of spread 
appreciably which reduced the amount of time available to capture the pyrolysis gases. Gas samples 
were collected in canisters and are being processed at the Missoula Fire Sciences Lab. PNNL is 
analyzing the data collected by the two FTIR spectrometers.  
Preliminary results from the BOS analysis to describe the fluid flow around the plants are 
promising. The images below are for the flame burning the pine needles fuels (Figure 8). The poster 
will contain more imagery and measurements resulting from this technique as well as information on 
the pyrolysis and flaming gases. 










Nov. 2017 42/8 0.0057 10.3 112.9 




Figure 8 - Flow visualization of density gradients at three different times using a Background-oriented Schlieren 
technique. Time since ignition increases from the top frame to the bottom. The left column shows the actual image, 
the left middle column is the vertical density gradient (∂ρ\/∂y) the right middle column is the horizontal density 
gradient (∂ρ\/∂x), and the right column shows the estimated velocity vectors. 
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Measurement of three-dimensional flow speed and direction in wildfires 
Torben P. Grumstrup*, Jason M. Forthofer, Mark A. Finney 




We report on the ongoing development of a new style of instrument package to measure three-dimensional 
flow speed and direction in wildland fires. The all-metal construction and lack of moving parts enables the 
instrument to survive immersion in flames for measurements in all fuel types. Disk style probes are used 
instead of the more common bi-directional probe to improve angle sensitivity of pressure measurement.  
Improved angular discrimination will permit calculation of fully three dimensional flow direction in addition 
to flow speed.  An instrument package incorporating the disk anemometry system was developed and 
underwent preliminary testing.  While the disk-style probe shows some improvement in angular sensitivity 
over a bi-directional probe, further improvement will result in greater tolerance in small inaccuracies in 
pressure measurement.   
 
Keywords: convective heat transfer, instrumentation, wind speed, wind direction, flow velocity 
 
 
Convective heating of unburned fuel by adjacent flames has been shown to be a critical factor in 
the spread rate of wildfires (Finney et al. 2013; Finney et al. 2015).  Calculation of the rate of heating 
of a given fuel element of a given shape requires knowledge of the fluid flow field (speed and direction) 
and temperature.  For example, consider a fine fuel element like a pine needle or a small twig, which 
can be modeled as a cylinder.  The convective heat transfer coefficient, h, can be determined using 
1Nuh k l−=   , where k is thermal conductivity, l is a characteristic length scale (in this case, the 
diameter of the fuel element), and Nu is the Nusselt number from whose definition (
1Nu hlk − ) we 
obtained the above relation. The Nussel number is estimated using empirical relations specific to 
convective heating of cylinders (e.g., see chapter 6 of (Holman 1997)).  Having calculated h for the 
fuel element, the rate of convective heat transfer per unit area is determined simply by applying 
Newton’s law of cooling: ( )sq h T T = − where sT   and T  are surface temperature (of the fuel 
element) and ambient temperature, respectively.   
 
Figure 1 - A disk assembly (prior to support tube bending) showing the disk on the left, support tubing (center), and 
pressure tap tubes extending to the right.  All materials are 304 stainless steel.  A 150 mm straightedge is shown for 
scale. 
In the course of calculating the rate of convective heating in a fire of fine fuel particles like grass, 
conifer needles, and small twigs, the calculations described above are simple enough.  However, 
measurement of the flowfield velocity components and temperature in a wildland fire are more 
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challenging.  Instruments must be robust because they are subjected to intense heat, soot, and flying 
debris created by the passing fire front.  They must also be rugged to withstand rough handling during 
transportation and deployment.  Temperature measurement is easily implemented with fine-gauge 
thermocouples, but determination of flow speed and direction are more challenging.  The meteorology 
research community depends on vane-and-cup and sonic anemometers for measurement of wind speed 
and direction.  Unfortunately, they are unsuitable for fire applications because of the use of moving 
parts in the case of the former, and heat-sensitive electronic components in the latter.  The wildland 
fire community needs a probe that is free of moving parts and has no exposed electronics (and, 
hopefully, inexpensive as well).   
The bi-directional pressure probe has been a mainstay of velocity measurement in structural fire 
and wildfire research since it was introduced by McCaffrey and Heskestad in 1976 (McCaffrey and 
Heskestad 1976).  While unarguably suitable for flow speed measurement, the bi-directional probe is 
(by design) markedly insensitive to the angle of the probe axis to the flow, making it unsuitable for 
determining three-dimensional flow direction.  Motivated by a need to measure convective heating 
very near a spreading fire front, we are in the process of adapting a new type of probe that possesses 
the speed measurement capability of a bi-directional probe, but with improved sensitivity to angle: the 
disk anemometer (see Fig. 1). 
The disk anemometer, like the bi-directional probe, is a differential pressure anemometer.  That is, 
flow velocity is determined by measuring the difference in pressure between the side facing the flow 
and the side facing away from the flow.  When three orthogonally oriented probes are used, a 
previously-determined calibration curve is consulted and, through a short series of iterations where 
Reynolds number is initially guessed then refined, flow speed and direction is determined (Green et 
al. 2001).  The disk geometry and beveled edges make the pressure differential more strongly a 
function of flow angle.   
The disk anemometer was invented by researchers from the University of British Columbia  (Green 
and Rogak 1999; Green et al. 2001) who were working to develop a low cost 3D anemometer for 
maritime and other harsh meteorological environments.  We adapted their disk anemometer concept 
into our heat flux instrument packages, which are fireproof and field-deployable (Fig. 2a).  All 
components external to the electronics enclosure are stainless steel.  The electronics enclosure is 
aluminum for light weight and can be insulated to the extent required for any given fuel type. Each 
disk contains a pressure tap on either face. Small stainless steel tubes communicate pressure from each 
tap down through the support tubes and into the electronics enclosure.  There pressure is measured by 
differential pressure transducers (Fig. 2b) for the three disks respectively.  Gas temperature is measured 
by a pair of fine gauge Type K thermocouples and radiation by a radiant heat flux gauge.  Data from 
the three pressure transducers, two thermocouples, and the heat flux gauge are acquired by a dedicated 
in-house-designed logger, which also resides in the enclosure (Fig. 2c).    
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Figure 2 - (a) Fully assembled heat flux package showing disks of the anemometry system, thermocouples, radian 
heat flux gauge, and electronics enclosure;  (b) Pressure signal conditioner; (c) Data logger.  For a sense of scale, the 
heat flux package is 47 cm tall. 
Disk anemometry works on the principle that the differential pressure measured on opposite faces 
of a disk is solely a function of the wind velocity and the angle the wind vector makes with the normal 
of the disk.  Consider the disk schematic in Fig. 3 wherein the wind vector u  is at angle   relative to 
the disk normal.  The azimuthal angle   is irrelevant to differential pressure measurement because of 
the rotational symmetry of the disk.  Ideally, the differential pressure p  would vary strongly and 
linearly with both u and  so the methodology would be tolerant of small measurement inaccuracies. 
 
 
Figure 3 - Diagram of the front and side views of disks with some arbitrary wind vector. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
 Advances in Forest Fire Research 2018 – Page 545 
 
However, in practice p  is a weak function of u  (or, more generally, Reynolds number Re) and the 




The heat flux package (Fig. 2a) is an instrument that is in ongoing development.  Its purpose is to 
fulfil a need for acquiring the data needed to calculate the convective heating that fine fuels experience 
just ahead of a wildland fire front – namely, flow speed, flow direction, and gas temperature.  The heat 
flux package also has the ability to measure radiant heat flux over a broad field of view. 
The instrument contains three principle measurement capabilities: anemometry of local wind flows, 
thermometry of local gas temperature, and measurement of radiant heat flux.  Here, we are concerned 
only with the first two since both wind speed, wind direction, and gas temperature are required for 
calculating convective heat transfer.  Anemometry is accomplished with three disks that experience a 
differential pressure between the two faces of the respective disk that varies as a function of wind 
speed and incident angle relative to the disk faces.  The differential pressure is measured by pressure 
transducers that communicate with the disk faces through internal plumbing connected to pressure taps 
on either face of the disk.  Measurement of winds coming from any direction is made theoretically 
possible by the positioning of the disks in the three mutually orthogonal directions.  The disk diameter 
(44.5 mm) and thickness (6.1 mm) were determined by scaling up the design in Green (Green et al. 
2001) by a factor of 1.75.   The 55° bevel on the disk edge as recommended by Green (Green and 
Rogak 1999) was maintained in our design.  We decided to scale up the disk geometry to mitigate 
some of the disk manufacturing challenges. 
The disks were machined with a CNC lathe by a local shop from 304 stainless steel round stock.  
The 1.588 mm (1/16 in.) holes required for internal pressure tubing proved to be the most challenging 
step – requiring careful attention to feeds and speeds to avoid breaking the diminutive drill bits.  We 
plan to use 303 stainless steel, a more readily machinable alloy, for future versions.   
The support tubes positioned the disks away from the electronics enclosure and also protected the 
small diameter pressure tubes from damage.  Support tubes were made from seamless heavy-walled 
stainless steel tubing and bent into the design shape.  Rather than  
 
Figure 4 - Plot showing the sensitivity of pressure to angle. 
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welding, the support tubes, pressure tubes, and disk were bonded together with high-temperature 
metallic adhesive (Durabond 954OD, Cotronics Corp.).   
Local air and combustion gas temperature was measured by a pair of fine gauge thermocouples.  
The thermocouples consisted of a ceramic male connector, approximately 15 cm of stainless-steel-clad 
extension wire (Omega Engineering Omegacladi), and the actual thermocouple junctions were 50 
micron welded junctions from the same vendor. 
 
The pressure gradient between one face of a disk relative to the opposite face was communicated 
to the electronics enclosure (Fig. 2a) by small diameter stainless steel tubing that was routed through 
the support tubes.  Once inside the enclosure, the tubes were attached to three differential pressure 
transducers (Honeywell HSCDRRN001NDAA5i) which have a range of ±249 Pascal (±1 inch of water 
column). The pressure transducers were soldered to a signal conditioning circuit board (Fig. 2b) which 
converted the single-ended 3.3 volt output signal to a 2.5 volt differential signal that is compatible with 
the data logger.  The pressure transducer signal conditioning circuit board was designed in-house and 
was powered by a single AA battery.      
The three pressure transducers, two thermocouples, and two radiant heat flux gauge circuits 
constitute seven differential voltage signals.  These data are recorded by a data logger (Fig 2c) that 
was also designed in-house for the heat flux package and other field-going wildland fire research 
instruments.  The logger acquires data from eight, 24-bit differential channels at 50 Hz for up to 20 
hours when powered by a pair of high-quality alkaline batteries.   The internal clock is set from Global 
Positioning System (GPS) satellite signals so that multiple loggers can be synchronized prior to 
deployment on a fire.  The acquired data is stored on a removable microSD card.  The compact logger 
design fits within a 92 x 73 x 32 mm steel tin (including batteries).  
 
 
Figure 5 - Pressure traces from the three orthogonal components for a range of flow angles. 
 
The heat flux packages are set up in the field with the disks approximately level with the height of 
the fuel.  The heat flux packages are positioned vertically using a round bubble level.  The azimuthal 
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direction is determined by the wind direction expected at the time of ignition.  A magnetic compass is 
used to ensure all the heat flux packages are pointed in the correct direction.1  Once all the heat flux 
packages are properly buried and oriented in a burn plot, the loggers are activated by inserting batteries.  
The loggers are given time to acquire signals from GPS satellites to synchronize their clocks, then the 
packages are closed up and thermocouples inserted into the plugs.  There is no need to start logging 
immediately prior to ignition since the loggers can function all day.  This method avoids the 
complication of triggering the logger to begin acquiring just as the fire approaches.  Following the 
passing of the fire, the loggers are shut off and data cards collected.   
 
 
Wind tunnel testing of the heat flux packages revealed aerodynamic properties of the anemometry 
system.  This section contains results and interpretation of this testing, and plans for development 
moving forward. 
Fig. 4 shows how pressure (in the form of pressure coefficient) varies as a function of angle   at 
Re = 14000, where the length scale is the 44.5 mm disk diameter.  Between 0° and approximately 60° 
the relatively flat trend shows that pressure is a weak function of  , while for angles 60° to 90° the 
dependence is stronger.  The implications of this relationship are that small uncertainties in the 
measurement of pressure when the disk is at an angle of 0° to 60° to the wind will cause 
disproportionately large inaccuracies in the angle determined from the measured pressure.  For flow 
angles beyond 60°, the trend is more favorable because the dependency is much stronger. The plot in 
Fig. 4 is representative of the pressure coefficient trend with angle for all Reynolds numbers tested (up 
to 45000).  While this level of angular sensitivity is an improvement over bi-directional probes, it is 
not sufficient to ensure adequate tolerance of small inaccuracies of pressure measurement. 
Fig. 5 shows other results from placing the heat flux package in the wind tunnel.  The vertical axis 
shows differential pressure across the two faces of the respective disks.  The signs of the pressures 
correspond to the , ,u v w  axes illustrated in Fig. 2a.  The numerical angles and brackets indicate the 
direction of the wind to which the heat flux package was subjected.  For example, from 14 to 70 
seconds, the heat flux package was positioned to face straight into the wind, generating a maximal 
signal in the u component and nearly zero in the v component.  The heat flux package was tilted slightly 
backward to create a small negative w component.  The flow angle was systematically varied over the 
indicated angles from 17 to 180 seconds.  From 180 to 220 seconds, the heat flux package was tilted 
forward approximately 25 degrees, creating a significant positive w component.  The Reynolds number 
with respect to the disk diameter is 10000. 
The plot in Fig. 5 demonstrates the difficulty in implementing the disk anemometry technique.  Note 
that over the range of 0° to 45°, there is little change in the pressure measured in the u component.  
This range of angles corresponds to the region in the plot in Fig. 4 in which pressure has a weak 
dependence on angle.  If angle is unknown (as it would be in a field deployment), it would be difficult 
to distinguish between, for example, wind coming from a bearing of 0° or 20°.  It is apparent that the 
differential pressure measured on the disks – as designed – does not have sufficient angular 
discrimination to be useful in the field.  An improvement in disk design is warranted. 




1 Since the basic function of the disk anemometry system is to measure a three dimensional flowfield, the 
orientation of the heat flux packages would normally be irrelevant.  However, the instrument is faced towards the expected 
fire front to ensure maximum converage by the radiant heat flux gauge acceptance angle (~110°). 
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.  The quadratic relationship between u and p  means that when p  is near zero (i.e., 
velocity near zero), small inaccuracies in the measurement of p  results in disproportionately large 
inaccuracies in the calculated velocity (McCaffrey and Heskestad 1976).   This effect compounds error 
that arises from angular insensitivity. 
Wind tunnel testing has shown that there are significant limitations to using the disks for 
anemometry as they are presently designed.  The weak angular sensitivity for angles over the range 0° 
to approximately 60° means that inaccuracy in pressure measurement can be magnified when 
calculating the corresponding velocity.  Green and Rogak (1999) noted that improving the design of 
the disk requires an understanding of the boundary layer attachment and separation that occurs on the 
surface of the disk at relevant Reynolds numbers.  To that end, we plan to carry out CFD simulations 
of various styles of disk designs.  We will seek a design that is more sensitive to changes in angle so 
that it is more tolerant of small inaccuracies in pressure measurement.   
 
 
We report on the ongoing development of a new style of instrument package to measure three-
dimensional flow speed and direction in wildland fires. The all-metal construction and lack of moving 
parts enables the instrument to survive immersion in flames for measurements in all fuel types. Disk 
style probes are used instead of the more common bi-directional probe to improve angle sensitivity of 
pressure measurement.  Improved angular discrimination will permit calculation of fully three 
dimensional flow direction in addition to flow speed.  An instrument package incorporating the disk 
anemometry system was developed and underwent preliminary testing.  While the disk-style probe 
shows some improvement in angular sensitivity over a bi-directional probe, further improvement will 
result in greater tolerance in small pressure measurement inaccuracies.   
 
 
Significant help in design, production, and assembly of heat flux packages was provided by our 
technical staff: Randy Pryhorocki, Josh Deering, Chelsea Phillips, Andrew Gorris, and Jon Bergroos.  
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The concept of junction fires was introduced in Viegas et al. 2012, as two approaching lines of fire, making 
a small angle between them. In the approach, the fires interact and induce convective flows that modifies the 
fire behaviour mainly its rate of spread. This process induces very strong fields of vorticity, high rates of fire 
spread or a large number of spot fires. Since the beginning, an exhaustive parametric study of the phenomena 
of the junction fires was carried out. Results from laboratory and field-scale experiments, using various fuel 
beds and slope angles and from large-scale fires show that the processes are similar at a wide range of scales 
with little dependence on the initial boundary conditions. These results correspond to a large amount of data 
collected. With this data, a generalization of phenomena for different conditions was made through semi-
empirical models that can predict with a good agreement the sudden evolution of the rate of spread of the fire 
front, which results of the interaction of the fire lines, as function of the independent parameters namely time 
t, distance x, slope a and initial angle between the fire fronts. In addition, an effort to simulate the evolution 
of this kind of fires using CFD based numerical models was performed. 
 
Keywords: fire behaviour; extreme fire behaviour; dynamic fire behaviour; accelerating fires; merging fires;  
 
 
The concept of junction fires was introduced in Viegas et al. 2012, when two approaching lines of 
fire make a small angle between them. In the approach, the fires interact and induce convective flows 
that modify the fire behaviour, mainly its rate of spread (ROS). This process induces very strong fields 
of vorticity, high rates of fire spread or a high number of spot fires. Since the beginning, an exhaustive 
parametric study of the phenomena of the junction fires was carried out.  The results from laboratory 
and field-scale experiments, using various fuel beds and slope angles and from large-scale fires show 
that the processes are similar at a wide range of scales with little dependence on the initial boundary 
conditions. To characterize the effects of wind on junction fires, a set of experimental tests were 
performed, in CEIF’s wind tunnel, using pine needles (Pinus pinaster), varying wind speed between 1 
and 5 m/s 
 
 
The characteristics of a junction fire and IR images of various stages of its development were 
presented in Viegas et al. (2012) and in Viegas et al. (2013). In these studies, it was confirmed that 
two fire fronts merge at the intersection point D. A very complex and dynamic set of processes starts 
to develop in which the geometrical and physical properties of the fire fronts change continuously. A 
unique feature of this fire is the rapid advance of point D that causes the triangular shaped fuelbed to 
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burn, maintaining its general shape but with increasing values of . The rapid acceleration of the fire 
front near D caused by the convective flow induced by the fire is like the eruptive fire behaviour. 
Unlike the eruptive fire in a canyon (cf. (Viegas and Pita 2004); (Viegas 2006); (Viegas and Simeoni 
2011)), the rate of spread increase has a break as if the fire and the mechanisms that support its 
acceleration are reduced and then undergo an inversion in their contributing effects. In this article one 
analysed the problem of junction fires under the wind effect, considering that the phenomena of 
junction fires under the effect of the slope was already addressed in previous works as well the effect 
of fuels and scale. The interaction between wind and slope can produce a set effects on the fire 
propagation. (Sharples et al. 2012). Commonly it is stated that the wind has a similar effect in the slope 
during the fire propagation, with the difference that the wind can achieve higher intensity compared 
with the slope (Viegas 1998). Several times the fire propagation is driven by the slope and wind 
together as referred in (Viegas 2004) Nevertheless it is common to study separately each factor, as it  
will be done in this article, here the focus is on the effect of wind. One of the firsts studies about the 
role of the wind in the forest fires was carried out by (Grumer and Strasser 1965), in the work it was 
proved trough laboratorial experiments that large scales fires rise with winds able of increasing the 
burning rate similar to firestorms. Rothermel (1972) proposed a model that includes the contribution 
of wind and slope in the fire propagation trough out adimensional coefficients. Morandini et al. (2006) 
investigated the effects of wind on the properties of a fire front, using Mediterranean shrubs as fuel. 
Sharples et al. (2010) study fire behaviour in atypical situations due to the interaction of wind and 
topography with fire. In the work (Viegas et al. 2012) is presented a general law of behaviour for 
junction fires. It was observed that the junction fires follow a pattern of evolution characterized by an 
acceleration phase, that persists during a certain time tM, until achieve the maximum ROS (RM) 
followed by a deceleration phase, as presented in figure 1 
 
Figure 1 - Pattern of evolution of a junction fire 
In (Raposo et al. 2018) general empirical laws of fire behaviour, which can be used to predict the 
evolution of a junction fire episodes, namely the evolution of non-dimensional rate of spread as a 
function of the independent slope angle α and angle between fire fronts θo were presented. The same 
kind of analysis will be used for the tests with wind relating the different wind speeds with the 
evolution of the ROS. 
 
 
The tests were performed in the wind tunnel of LEIF. An image of the equipment can be observed 
in the figure 2.  
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Figure 2 - wind tunnel of LEIF 
In all of the tests dead pine needles of Pinnus Pinaster (PP) were used as fuel bed with a load of 0.6 
kg/m2, the wind speed experiments were 1, 2, 3, 4 and 5 m/s. Below is presented a table with the set 
of tests performed with an alphanumeric code to identify them, the first numeric digit refers to the 
order of realization of the test and the second digit is referred to the wind speed in m/s. They were 
randomly performed to avoid some bias in the data. 
Table 1 - Set of tests performed 
Ref. Designation 
Wind Speed 
m/s Fuel   
1 CFW1-1 1 
PP 0 30 
4 CFW4-1 1 
2 CFW2-2 2 
5 CFW5-3 3 
3 CFW3-4 4 
7 CFW7-4 4 
6 CFW6-5 5 
To prepare the fuel bed in a V shape auxiliary lines were placed in the base of the wind tunnel 
demarking the shape of the fuel bed with 5m length and a base of 2.68 m, so that the angle of 30º of 
angle between the fire fronts desired for the tests was respected. 
The moisture content of the fuel (mf) was always registered as well as the values of the relative 
humidity and temperature of the air. The ignition of the fuel bed was made using two wool string lines 
sucked in a mixture of gasoline and diesel to ensure an instantaneous ignition. After the ignition the 
funs of the wind tunnel were turned on to set the wind speed. In every test, the spatial distribution of 
the temperature along with the fuel-bed infrared images were recorded, using an infra-red camera FLIR 
ThermaCam SC640. The acquisition rate was also 7Hz, the presence of the fire front was considered 
for values of temperature above 350ºC, which was considered a sign of the existence of flame in the 
place or time of measurement. Using IR methodology, the position of the fire perimeter at given time 
frames was assessed and from these images the ROS at various positions of the fire perimeter namely 
at point D was measured. 
 
 
From the tests performed in the experimental program the following data of the rate of spread of 
the fire front in the interception point was plotted for the five different wind speeds used. Also, a test 
performed with no slope and no wind in a V shape configuration was plotted together.  
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Figure 3 - ROS R’D as function of time, for the tests with wind and no slope  
From the figure one can observe that the higher the wind speeds, the faster is the duration of the 
test until the complete burnt of the fuel bed, meaning that the average ROS in the intersection point D 
increases with the increase of wind speed.  
The tests CFW3-4 and CFW1-1 were not used due to problems in their analysis. 
Also, the tendency of the evolution of the ROS is of increasing with the differences between 
acceleration and deceleration phases, becoming less evident with the increasing of the wind speed, 
with exception of the test CFW6-5, 
The data also allows to say that in the presence of wind the deceleration phase loses expression 
giving space to almost only a continuous acceleration of the fire. The explanation to this can be given 
by the fact that the introduction of the forced convection of the wind can overlap the natural buoyancy 
convection induced by the fire itself in a junction fire phenomenon. By the analysis of the plot, it is 
also possible to affirm that the maximum value of the ROS increases with the increase of the wind 
speed. 
 In figure 4 is showed the evolution of the ROS R’D as function of the distance xD. From the plot 
is observed that the distance of occurrence of the maximum ROS increases with the increase of the 
wind speed. The rate of variation of the maximum ROS from the test with 1m/s relatively to the test 
with 2m/s is considerably bigger than the increase from the tests with 2m/s to 4m/s which indicates a 
kind of saturation level of the effect of the wind in the propagation of a junction fire. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
 Advances in Forest Fire Research 2018 – Page 553 
 
 
 Figure 4 - ROS R’D as function of the distance xD. 
 
 
This is a preliminary study about the wind effect on the phenomena of the junction fires with a 
limited number of tests performed. Nevertheless, from the data obtained they seem to indicate that the 
maximum ROS of a junction fire increases with the increase of the wind speed until to a threshold 
value, that demands a more exhaustive work for its definition, but clearly it is observed by the 
saturation of the increment of the ROS as result of the rise of the wind speed. 
 
 
This work was prepared under the framework namely of projects “Firewhirl - Vorticity Effects in 
Forest Fires” (Ref. PTDC/EMS-ENE/2530/2014), financed by national funds through the Portuguese 
Foundation for Science and Technology – FCT and project "Firextr - Prevent and prepare society for 
extreme fire events: the challenge of seeing the “forest” and not just the “trees”" (Ref: 
PTDC/ATPGEO/0462/2014), co-financed by the European Regional Development Fund (ERDF) 
through the COMPETE 2020-Operational Program Competitiveness and Internationalization (POCI 
Ref: 16702) and national funds by FCT-Foundation for Science and Technology. It was also prepared 
under the framework of Projects “Fireprotect - Protection Systems for the protection of persons and 
elements exposed to the fire”, Region (Centro 2020, Centro-01-0246-FEDER-000015) and project 
“ReNATURE - Valorisation of the Natural Endogenous Resources of the Centro Region” (Centro 
2020, Centro-01-0145-FEDER-000007) supported by European Investment Funds by FEDER.) 
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Abstract 
From a point source, landscape fires accelerate until they reach a quasi-equilibrium rate of spread. The 
rate at which a fire accelerates from its ignition affects the time first responders have to attack a fire in its 
initial stages when it is more easily suppressed. As such, knowledge of the rate of acceleration of a fire from 
ignition can be valuable from a fire management perspective.  However, the majority of studies in wildland 
fire science have been dedicated to development of models for the quasi-equilibrium rate of spread attained 
by the fire after its acceleration phase. Comparatively little attention has been given to the development of 
models that specifically account for the growth phase of a fires development.  
The rate of acceleration depends on many factors including variations in ambient and induced wind speed 
and direction, variation in moisture content of the fuel, fuel stratification and slope variation. Present models 
of fire growth from a point ignition are expressed as deterministic algebraic equations, thereby neglecting 
variability. The numerous variables involved make predictions of rate of spread from a point source very 
difficult.  
In this paper we consider two approaches to model the acceleration phase of a fire. The first considers 
fitting a sigmoidal (logistic) function to experimental data using a nonlinear regression procedure.  In the 
second approach we propose the use of stochastic differential equations to investigate the growth of a fire to 
quasi-equilibrium. In addition to providing a more realistic portrayal of the time series data relating to fire 
growth, this second approach allows for better discrimination of the mechanisms driving the growth phase of 
fire spread.   
The models are assessed by appealing to observations of experimental fire growth.  Specifically the data 
relate to fires growing from a point ignition under the influence of a uniform wind. The results indicate that 
both approaches can provide an accurate representation of the observed data, but that the approach based on 
stochastic differential equations yields 95% prediction bounds that are narrower than those obtained from the 
nonlinear regression. The difference in prediction bounds indicates that the way stochasticity is incorporated 
into fire growth models has implications for how models inform decisions about the likelihood of a fire self-
extinguishing before it reaches quasi-equilibrium, and the magnitude of the rates of spread it is likely to 
exhibit during the initial stages of growth. 
 
Keywords: Fire growth; fire acceleration; rate of spread; nonlinear curve-fitting; stochastic differential equation  
 
 
Bushfires are a significant environmental problem.  In the last decade this has become increasingly 
apparent, with several major conflagrations causing extensive loss of life and property, and 
considerable environmental damage. Regardless of the ultimate size and intensity of a bushfire, all 
fires start small – often originating as a point ignition, or something akin to a point ignition, and 
growing in a manner that is governed by the ambient environmental conditions.  In addition, under 
certain conditions a bushfire will deposit firebrands ahead of the main front, igniting spot-fires, which 
can also be viewed as evolving from a point source.  
Landscape fires originating from a point source accelerate until they reach a quasi-equilibrium rate 
of spread. This behaviour has also been confirmed in laboratory experiments (McAlpine & Wakimoto 
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1991). Attacking fires while they are in their acceleration phase, before they have attained their 
potential quasi-steady rate of spread, provides a greater chance of suppression success (Cheney & 
Gould 1997). As such, there are good reasons to understand the likely behaviour of a fire during its 
acceleration phase, and mathematical modelling provides a means to improve this understanding. 
However, in comparison with the vast literature that deals with modelling the quasi-equilibrium rate 
of spread, there is little that specifically considers this acceleration phase of a fires development (Cruz 
et al. 2015). The way a fire develops during its acceleration phase depends on the local environmental 
conditions, including variations in ambient and induced wind speed and direction, and variations in 
moisture content and structure of the fuel. Even when a fire attains quasi-equilibrium state, its rate of 
spread can still exhibit considerable variation about a mean value.  
However, present models of fire growth from ignition are expressed as deterministic algebraic 
equations, thereby neglecting variability.  Parameters in such models are estimated using nonlinear 
regression of empirical data, and once determined they are considered as fixed; separate estimates are 
required for different fuel types and environmental conditions.  Any resulting model lacks flexibility 
and should not be used in circumstances where the fuel and environmental conditions are 
heterogeneous.  
Moreover, interactions between winds, terrain, different vegetation types and structures means that 
the conditions affecting the initial growth of a fire (and its longer-term propagation) can never be 
adequately quantified in solely deterministic terms. Coupling between the fire and the atmosphere 
further confound this situation. The intrinsic variability of the factors affecting the initial growth of a 
fire means that deterministic modelling approaches are ill-suited to modelling this aspect of fire spread. 
Indeed, such approaches gloss over the detailed dynamics, which are inherently stochastic in nature 
due to the turbulent conditions under which fires develop. Recent advances in stochastic dynamical 
systems theory and their applications, as well as in our understanding of dynamic fire behaviour mean 
that we are now able to explicitly address the acceleration phase (from a point ignition) of fire growth 
in terms of stochastic dynamic systems.  
The models we propose in this paper appear to be the first to consider the acceleration phase of a 
fire’s growth as a stochastic dynamical system. Such an approach permits a probabilistic interpretation 
of fire growth, which allows for estimation of worst-case and mean-case scenarios. Also, by explicitly 
accounting for the intrinsic variability of fire spread and the environmental conditions that drive it, our 
stochastic approach has the potential to provide greater insights into the physical processes governing 
fire growth, particularly in its acceleration phase. 
 
 
The rate of spread (ROS) data used in this study are taken from McAlpine & Wakimoto (1991). 
The data were extracted using G3DATA (Frantz 2000) and are reproduced in Figure 1. The data set 
represents five replicates of the ROS observed  in a wind tunnel experiment.  In each case the fuel load 
was 26.3kg/m3 and burned under the influence of a wind speed of 4.8 km/hour. The temperature 
(26.7oC) and humidity (80%) were controlled for. The fuel moisture content was measured just prior 
to burning, and the mean of the five replicates was 8.62% (standard deviation of 0.57).  It is of 
fundamental interest that even with carefully controlled conditions and a fixed wind speed, the 
variation in ROS can be substantial. As already mentioned, this variation may be due to differing fuel 
moisture content, variability in the packing of the fuel bed for each experimental run (Finney 2004), 
and turbulence induced by the fire itself. We treat each of the replicates in Figure 1 as independent 
data sets. 
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Figure 1 - Observed rate of spread for a pine needle fuel bed, with a bulk density of 26.3 kg/m3 and burned at a wind 
speed of 4.8 km/hr. Five replications are shown, each symbol (square, circle, etc.) being a separate replication. 




Typically, a model for the ROS, , is obtained by postulating a functional form with a set of 
unknown parameters that need to be determined. The shape of the functional form is driven by the 
data. McAlpine & Wakimoto (1991) provide a summary of some well-known models that are relevant 
for different environmental conditions and fuel types. These include exponential-type models
 and , and power-law models . In all 
cases α, β and are constants that need to be determined. In the exponential-type models,  
as , where  is the asymptotic or quasi-equilibrium ROS.  The power-law model never attains 
a quasi-equilibrium state.  
Considering the data in Figure 1, it appears that there is an initial rapid increase in the ROS until 
reaching an inflection point, after which the acceleration begins to decrease, asymptotically 







for  data points . Here  is the initial value of the ROS, the quasi-equilibrium value is 
and   is the rate of increase of the ROS. The  are independent and normally distributed errors. 
The basic assumptions of regression analysis are assumed except constant variance. The latter is 
justified since the variability in the data tends to increase with increasing ROS.  
The aim is to estimate the three parameters, , and  , by implementing a weighted nonlinear 
least-squares method to minimise the sum of the weighted square of the errors (or weighted residuals) 
between the observed  and the curve-fitted values for each . The weighted sum of squares is 
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where  are the weights. The weights determine how much each  value influences the final 
parameter estimates. Here the residuals are weighted using a bi-square weighting scheme. This method 
minimises a weighted sum of squares, where the weight given to each data point depends on how far 
the point is from the fitted line. Points near the line get full weight. Points farther from the line get 
reduced weight. Points that are farther from the line than would be expected by random chance get 





where the  are the standardised adjusted residuals. Robust fitting with bi-square weights uses an 
iteratively re-weighted least-squares algorithm. 
The minimisation of  with respect to the parameters must be carried out iteratively. The 
Levenberg-Marquardt method is a standard technique for solving nonlinear-least squares problems 
(Rowlings et al. 1998). The Levenberg-Marquardt curve-fitting method is a combination of two 
minimisation methods: the gradient descent method and the Gauss Newton method. In the gradient 
descent method, the sum of the squared errors is reduced by updating the parameters in the steepest-
descent direction. In the Gauss-Newton method, the sum of the squared errors is reduced by assuming 
that the least squares function is locally quadratic and finding the minimum of the quadratic. The 
Levenberg-Marquardt method acts more like a gradient-descent method when the parameters are far 
from their optimal value and acts more like the Gauss-Newton method when the parameters are close 
to their optimal value. Both options are available in MATLAB. 
 
An alternative to nonlinear regression is to reformulate the model as a differential equation (DE), 
specifically as a stochastic differential equation (SDE). For a dynamic process such as the spread of a 
fire it seems more natural to employ a DE or an SDE. Using an SDE allows for the inclusion of local 
environmental variability that might be due to heterogeneous fuels or changes in wind direction and 
strength.  
With reference to Figure 1, during the early development of the fire, , then as 
, . This behaviour is captured by the logistic DE. The stochastic version of the 






where the parameters , and   have the same meaning as before. The first term on the right-
hand side is the drift and the second term is the stochastic term, often called the diffusion. The 
parameter  is the strength of the local environmental variability and  is a standard Wiener 
process with expected value  and variance  . The appearance of  in 
the stochastic term assumes that the variance increases with increase in the ROS. For  the 
solution to the resulting (deterministic) ODE is the sigmoidal curve (1). This provides a basis for 
comparing the two modelling approaches. 
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It is worth noting that equation (2) is related to the power-law nonlinear model of Dold & Zinoviev 





with . Setting , we arrive at equation (2). For this model, as with the equation (2), 
there exist two equilibrium points (in the absence of noise), namely  (unstable) and 
 (stable).  This means any slight perturbation off the  equilibrium state, the ROS 
will accelerate towards the  state. 
It should be further noted that according to equation (2), the acceleration starts off small, increasing 
until reaching the maximum acceleration of  after which the acceleration begins to decrease 
approaching zero as .  This is reflected in the solution curve of  as a concave up 
function during the initial phase of fire spread, followed by a change in concavity at the inflection 
point at . This is consistent with the choice of the nonlinear regression curve of equation (1). 
 
 
For illustrative purposes we fit the curve to a single replicate of the ROS data (the squares) in Figure 
1. The null hypothesis is tha , and  are zero, compared to the alternate hypothesis that , 
and  is non-zero. The estimated parameters including a 95% confidence interval (CI) is shown in 
Table 1. 
For the ROS data, the estimated values and their CIs indicate there is statistical evidence to reject 
the null hypothesis, except for . This is problematic as it implies the model is inadequate.  To check 
this the integral of equation (1) was fitted to the measured distance travelled by the fire front from the 
time of ignition.  On this ocassion all of the estimated parameters are significant (see Table 1).  
Table 1 - Nonlinear curve-fitting to a single replicate (square symbol) to both the ROS and distance  
travelled by head of fire front 
 Estimated Parameters    
Data type 
   
RMSE R2 Adj R2 
ROS 0.203 1.576 1.622 0.445 0.648 0.623 
 (-0.109, 0.516) (1.248, 1.904) (0.135, 3.109)    
Distance 0.170 1.416 1.927 0.051 0.999 0.999 
 (0.121, 0.219) (1.366, 1.466) (1.567, 2.288)    
ROS 0.170 1.550 1.827 0.4263 0.665 0.654 
(refitted)  (1.305, 1.809) (1.165, 2.485)    
 
The reason for the difference is that the ROS, which is derived (backward differecing) from the 
observed distance data, is highly variable.  There is an order of magnitude difference in the Root Mean 
Square Error (RMSE) – the sandard deviation of the weighted residuals – a measure of spread of the 
difference between the predicted and observed values. The estimated R2 indicates that about 65% of 
the variability in the ROS data is accounted for by the fitted curve and a near perfect fit for the distance 
data.  Furthermore, plots of weighted residuals (not shown) indicate homoscedasticity of the variance 
and a lack of correlation in the errors.  
Our aim is to compare the nonlinear regression with that of the SDE. We therefore fix the value 
obtained from the distance data and determined the other two parameters for the ROS data. The 
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parameter estimates for the newly fitted nonlinear regression is also shown in Table 1.  The CI for 
and  are narrower, a slight reduction in RMSE and a slight increase in R2 which all amounts to an 
improvemnt with the refitted nonlinear curve (one less parameter to fit). A plot of the nonlinear 
regression curve is portrayed in Figure 2.  Also shown is the 95% prediction interval (PI) that 
represents an interval for a new observation of the ROS, conditioned on the observed data. 
 
Figure 2 - Plot of the nonlinear regression curve to the ROS data including a 95% prediction interval  for a new 
observation of the ROS. 
The solution to (2) typically requires a numerical approach, the simplest of these is the Euler-






where ,  and . The numerical solution to 
the SDE is a single realisation, but what is of importance is to determine the expected value and 
variance of a large number of such realisations. 
To solve equation (2) we must specify four parameters: , ,  and . Strictly speaking we 
should estimate these parameters by using maximum-likelihood methods or other related techniques 
directly to (2) (Kloeden et al. 1994). Here, however, we make use of the values already determined 
previously, and our tasks remains to find . This is done by searching through a range of values of 
 for which the estimated variance  (estimated at  min) is equal to the MSE (square 
of the RMSE). This is justifiable if we seek to make a comparison between (1) and (2). 
To estimate both  and variance  we employ an Monte Carlo approach with a large 
number of realisations.  Figure 3 depicts the results of the 100,000 realisations. The figure shows the 
expected ROS with a 95% PI. Requiring    yields . It is clear that almost 
all of the data resides within the 95% PI, suggesting that the proposed model provides a good 
description for the observed ROS. 
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Figure 3 - Plot of the expected ROS based on 100,000 realisations of the SDE. Also shown is the 95% prediction 
interval for a new realisation of the SDE. Here t = 0.01.  
Over the time domain relevant for the duration of the experiment, the lower of the 95% PI offers 
practical information about the likelihood of the fire self-extinguishing, often referred to as a ‘go/no-
go’ threshold. The closer the lower prediction interval is to zero, the more likely the fire will self-
extinguish. The upper prediction interval provides important information for fire management, as it 
relates to the potential for rapid initial growth of a fire in the landscape.  Knowledge of the upper 
prediction interval can therefore give fire managers a better idea of the operational window for initial 
response once an ignition occurs, thus enabling more informed deployment of personnel and assets to 
head off a fire during its initial stages. 
It is of interest to note that both of the PIs for the SDE model are roughly  the same as for the 
nonlinear regression – the variance for both models was set to be equal once quasi-equilibrium was 
reached. Since they both have the same variance, any differences must be intrinsic to the way 
stochasticity is accounted for in each model.  The major difference appears in the intial acceleration of 
the fire.  Based on the width of the PI, the nonlinear regression predicts that self-extingishing is more 
likely during the first 1 min since ignition, compared to that of the SDE. The SDE on the other hand 
shows a rather narrower PI which increases over time.  The chances of the fire to self-extinguish for 
the same set of parameters is greatly reduced.  The result imply that a fire whose behaviour is more in 
accord with the SDE model is less likely to self-extinguish, and has the potential to exhibit higher rates 
of spread. 
Computing a large number of realisations allows us to generate statistics concerning fire spread. 
Figure 4 shows a frequency distribution of the ROS at four different times: 1 min, 2 min, 3 min and 4 
min. Superimposed is a continuous curve obtained via kernel smoothing to help aid in identifying the 
location of the distribution and the skewness that is apparent at earlier times. The distribution is narrow 
at earlier times, the distribution continues to evolve and by  min the frequency distribution 
remains relatively unchanged, having achieved a quasi-equilibrium state. From this we can estimate 
the probability that the ROS is larger than a particular value, or lies within some range of values, at 
any time   after ignition.  This is in contrast to the nonlinear regression foe which the distrubution is 
stationary for all times. 
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Figure 4 - The evolution of the frequency distribution for the ROS based on 100,000 realisations. 
 
 
Equation (2) is a first step toward modelling the fire growth from ignition using an SDE. The 
manner by which stochasticity is added is a modelling issue that deserves further inquiry.  Equation 
(2) incorporates  stochasticity by aggregating the effect of growth and self-limiting of the spread, both 
of which are affected by local environmental variability, into a single term. 
To use the nonlinear regression (1) in making predictions requires that the parameters be determined 
and kept fixed for a given set of environmental conditions.  This means for a change in wind speed 
requires equation (1) be refitted, likwise if excelsior fuel is used instead of pine needles.  The SDE 
approach (2) allows slightly more flexibility, but here too the model is inadequate as it cannot 
discriminate how different conditions can impact fire growth and accelaration – such as different fuel 
types, changes in wind strength and direction and variability in moisture content, etc.  This limits the 
usefulness and application of both approaches. 
However, some progress cna be made by treating some of the parameters as state variables.  
Suppose that the local quasi-equilrium rate of spread  is now a state variable and is a function of 
the wind velocity. We consider the effect of changes in wind speed and direction.  The simplest of 










Here  represents a change in the local wind direction and strength;  helps to 
increase , while  to decrease . The exact solution is  with
 and  . 
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Figure 5 - Plot of three different realisations of  the local quasi-equilibrium and the solution (black) for the ROS 
based on model (3).  One realsistion is seen to self-extinguish (green). 
Figure 5 depicts three realisations of equation (3) with .  One realisation (blue) is 
the effect of a number of favourable wind changes that have increased the local  thus increasing 
.  Due to a series of unfavourable wind changes in another realisation (green) the  is seen to 
have reached zero, and according to equation (3), the fire has self-extinguished.   
We are now in a position to estimate the probablity that a fire may self-extinguish.  Table 2 
summarises the results based on 10,000 simulations of equation (3) for different levels of noise 
intensity.  The probability increases as the ratio  decreases. 
Table 2 - Estimate of the probability to self-extinguish based on 10,000 realisations of equation (3) 
 
0.2 0.4 0.6 0.8 
Probability 2.6×10-4 6.8×10-2 0.22 0.36 
 
The idea that the ROS depends on the energetic ratio balance between the heat released by 
combustion and the energy necessary for fuel ignition is well known (Viegas, 2004).  Certainly the 
energy required for ignition of moist fuel is greater than that of dry fuel, thus mosit fuel will have a 
dampening effect on . Based on experiments, Rossa (2017) developed an empirical model for 
that is a power-law of the moisture content of the fuel.  This could be incorporated into equation (3) to 
model the effect of a fuel with variable moisture content on the ROS as the fire develops. 
Lastly, another important effect on the ROS is the curvature of the fire front.  For a point-source 
ignition, the fire front curvature is large and as the fuel burns the radius of the fire front increases, the 
curvature decreases, until at such time the expanding ring of fire essentially behaves as a line fire.  
Point-source ignition takes a longer time than a line ignition to accelerate to (McRae 1999).  
However, differences can be variable and depend on the types of fuels (Finney & McAllister 2011).  
Weber (1989) developed a theoretical framework for the ROS from a point-source ignition, and the 
conjoining of this model with that of equation (3) may be used to model the evolution of a point-source 
ignition to a line fire subject to variable environmental conditions. 
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In developing models for the spread of fire it is customary to fit the data based on some prescribed 
functional form. Such methods provide good descriptions of the time evolution of the mean ROS from 
time of ignition. The aim is to obtain parameter estimates and relevant CIs of the fixed parameters for 
the spread rate. Alternatively, an SDE formulation is a natural way to describe the rate of change of 
the ROS, a quantity that can be experimentally measured. Carrying out a large number of simulations 
enables the construction of an empirical probability density function for the ROS, from which 
statistical quantities can be determined. This has practical implications for the management of fires. 
The model we propose explicitly incorporates the stochastic dynamics of fire spread and 
environmental variability. Through our model we seek to provide a more appropriate method for 
assessing the likely development of fires in the landscape. It is expected that the model can be used to 
better inform the decisions that need to be made by fire managers through provision of a probabilistic 
framework that acknowledges the uncertainties inherent in fire spread. 
The SDE formulation for the spread rate is particularly attractive as it provides a way to explicitly 
involve a fire’s history (Viegas 2004). This could be accomplished by using either a distributed time-
delay in the spread rate, which involves a weighted average of the spread rate taken over all previous 
times, or as a discrete time-lag due to the process of pyrogenesis (Dold & Zionviev 2009). This line of 
research is currently being investigated. 
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Multi-scale modeling of the thermal degradation of woods 
Guillaume Gerandi*, Virginie Tihay-Felicelli, Paul-Antoine Santoni, Valérie Leroy-Cancellieri, 
Dominique Cancellieri 




The modeling of the mass loss rate of vegetation is a key feature in models of forest fire as it allows 
quantifying the source term of combustible gases that supply the flames. In this work, we investigated the 
thermal degradation of two woods (oak and eucalyptus) using a multi-scale approach. At matter scale, 
experiments were carried out with a thermogravimetric analyser (TGA) under oxidizing atmosphere at several 
heating rates. We focussed on temperatures ranging from 150°C to 650°C in order to avoid the effect of the 
desication of free water and to consider only the thermal degradation of dry wood. Three kinetic mechanisms 
of degradation, each one consisting of four steps were developed by using the thermogravimetric results. The 
first one is based on an approach by constituents, the second one follows a lumped approach and the third 
one takes into account the formation of “active wood” which corresponds to a reduction in degree of 
polymerization. The kinetic parameters were calculated for each mechanism by using a genetic algorithms 
method. The lumped approach proved to be the mechanism that best represents the thermal decomposition of 
both woods. It was then tested at the material scale in the case of thermally thin wood plates heated with two 
radiant heat fluxes of 20 and 25 kW/m². These experiments were carried out with a cone calorimeter. The 
radiant heat flux was imposed at the top of the fuel sample. The mass loss rate was recorded as well as the 
temperature at the back surface of the wood, which was assumed equal to the temperature of the whole plate. 
For a radiant heat flux of 20 kW/m², the lumped approach predicted a mass loss close to the experimental 
results for temperatures lower than 400°C. Above this threshold, the prediction underestimated the mass loss. 
Then, for a radiant heat flux of 25 kW/m², the lumped approach did not allow predicting correctly the thermal 
degradation of the plate. For such radiant heat fluxes, the temperature gradient within the plate has to be taken 
into account to test the kinetic mechanisms of degradation at material scale.   
 
Keywords: Fuel degradation, multi-scale, fire model input 
 
 
A reliable modeling of the mass loss rate of vegetation is a key feature in detailed models of forest 
fires (Mell et al. 2009). The gas quantity released by the vegetal fuel corresponds to this mass loss and 
it supplies the flame spread during the fire. An accurate modeling of the mass loss is thus a crucial 
point to obtain accurate propagation models of forest fires. In detailed models of forest fire, more or 
less complex kinetic mechanisms are implemented to describe the thermal degradation of plant fuels. 
The kinetic parameters associated with these mechanisms are generally calculated from 
thermogravimetric experiments at different heating rates (Leroy et al. 2006, Di Blasi 2008, Poletto et 
al. 2012), which are much lower than those encountered in actual fires. At this scale, the experimental 
conditions are well-controlled but they are not representative of those encountered in actual fires. The 
test of these mechanisms at a larger scale with higher heating rates and where heat and mass transfers 
occur is essential before using them in physics-based codes of forest fires. Cone calorimeter 
experiments are interesting tests to assess the ability of these thermal mechanisms to model the mass 
loss of materials. The cone calorimeter allows reaching realistic heating rates thanks to important 
radiant heat fluxes and tests are performed at material scale. With this device, the thermal transfers 
within the material influence the degradation for thermally thick samples. For such case, the problem 
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is complex since the degree of conversion varies within the material and its thermal parameters must 
be known or estimated. 
There are many different approaches to modeling the thermal degradation of wood. The first 
approach considers that the wood decomposes in tars, chars and gases. The tars decompose then into 
gas and char according to two parallel reactions (referred to as secondary reactions) (Thurner and 
Mann 1981, Di Blasi 1993, Shafizadeh and Chin 1977). Another type of kinetic approach considers 
that wood consists of three biopolymers, which are hemicellulose, cellulose and lignin. Each of these 
polymers then decompose independently (Di Blasi 2008, Di Blasi 1993) and can be studied separately. 
Other approaches for the thermal degradation of wood have considered successive stages of 
degradation of virtual compounds. For example, Fateh et al. (Fateh et al. 2013) used a six steps 
successive kinetic mechanism to describe the thermal degradation of plywood whereas Benkorichi et 
al. (Benkorichi et al. 2017) tested a model with seven steps to represent the thermal degradation of 
pine needles. Finally, the last approach considers the reduction of the degree of polymerization during 
the degradation by introducing an “active” material. This approach was used by Shafizadeh and 
Bradbury (Shafizadeh and Bradbury 1979) to represent the cellulose decomposition.  
In this context, we proposed to evaluate three kinetic mechanisms describing the thermal 
decomposition of two woods: oak and eucalyptus under oxidizing atmosphere. For this, the study was 
conducted at matter and material scales by using thermally thin wood plates. This kind of plates has 
two advantages. First of all, small pieces of this plate can be used in TGA experiments. Unlike the use 
of powder, the structure of the sample is not altered while avoiding temperature gradients in the 
material. For experiments at the material scale, using thermally thin plate avoids the temperature 
gradients inside the plate and the necessity of determining the thermal parameters of the material. 
Therefore, these experimental conditions allow to focus only on the kinetics of wood decomposition. 
The work presented hereafter is divided into three parts. The first section describes the experimental 
devices used for the experiments at both scales and the tested kinetic mechanisms. The second section 
presents the evaluation of the kinetic mechanisms on TGA experiments. In the last section, we present 
the results of the tests at material scale with regards to the kinetic mechanism, that showed the 




The multi-scale experiments were performed with two species of woods: oak (Quercus alba) and 
eucalyptus (Eucalyptus globulus) by using wooden sheets of 0.6 mm depth thick. For all experiments, 
the wood plates were oven-dried at 60°C during 24 hours to remove the moisture. 
Experiments at matter scale were conducted with a PerkinElmer Pyris 1 thermogravimetric analyzer 
under oxidizing atmosphere. The samples were cut from the thermal thin plate in discs of 5 mm 
diameter corresponding to an initial dry mass of 4.4 mg (± 0.6 mg) and 6.2 mg (± 0.5 mg) for oak and 
eucalyptus, respectively. The discs were placed in a 33 µl open platinum crucible. The samples were 
heated up to 650°C with five heating rates varying between 2 and 30 °C/min. To focus on the thermal 
degradation, we only considered the mass loss recorded between 150 and 650°C in order to avoid the 
effects of the dehydration of free water. The sample temperature was controlled by a thermocouple 
and did not exhibit any systematic deviation from preset linear temperature programs. Three repetitions 
were done for each kind of wood and each heating rate. 
The experiments at material scale were carried out with a cone calorimeter (Babrauskas et al. 1992). 
Pieces of 100 × 100 × 0.6 mm3 were cut in the wooden sheets for samples. Then, they were placed on 
ceramic wool in a sample holder mesh basket of 10 ×10 cm2 made of stainless steel (Tihay-Felicelli et 
al. 2016). They were oven dried at 60°C during 24 hours before each experiment. The sample holder 
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was then positioned on a load cell over an insulating ceramic. Before each set of experiments, the load 
cell was calibrated using standard weighs. Its precision was 0.1 g and the sampling frequency was 
equal to 1 Hz. Two radiant heat fluxes (20 and 25 kW/m²) were imposed at the top of the plates. They 
were chosen in order to obtain fast heating rates while avoiding the flaming. The level of radiant heat 
flux was checked by using a flux meter before each experiment. The smoke extraction was set up with 
an exhaust fan at a flow rate of 24 l/s. The plate temperature was recorded by two K-type 
thermocouples with a sampling frequency of 25 Hz. They were placed on the back surface of the plate 
in order to avoid the radiation sent by the cone calorimeter. The first thermocouple was located at the 
center of the plate. The other one was placed at 1 cm from the edge of the plate. As the plates were 
assumed thermally thin, we considered that the temperature of the plate could be represented by the 
average of the values recorded with both thermocouples. The mass loss and temperature measurements 
were performed separately because thermocouples induce pressure on the load cell, which alter the 
initial mass and the mass loss recorded. At least three replicates were done for each experimental setup. 
 
Based on the literature (Di Blasi 1993, Shafizadeh and Chin 1977, Shafizadeh and Bradbury 1979), 
three kinetic mechanisms with four stages were developed for the thermal decomposition of dry wood. 
For all kinetic mechanisms,  the degree of conversion 𝛼 is defined as follows:  
 
Where m is the mass. The subscripts 0 and f correspond to the initial time and the final time 
respectively. 
The first mechanism is based on an approach by constituents (Di Blasi 2008, Di Blasi 1993, Grønli 
et al. 2002) (called constituent approach). The dry wood (DW) is assumed to consist of hemicellulose, 
cellulose and lignin: 
Where 𝑝1 , 𝑝2 and 𝑝3 represent the mass proportion of each component in the wood composition.  
The reaction rates of these steps are defined as follows: 
 
The total conversion rate was then obtained with the following equation: 
 
The second mechanism (called lumped approach) (Shafizadeh and Chin 1977, Fateh et al. 2013, 
Benkorichi et al. 2017) considers the following steps where the dry wood is degrading in other forms 
of wood before leading to char and ashes: 
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For this mechanism, the reaction rates of these steps are defined as follows: 
 
The total conversion rate was then obtained as follows: 
 
In the third mechanism (called active mechanism) (Shafizadeh and Bradbury 1979, Bradbury et al. 
2003), the degradation of dry wood includes a first step that accounts for the formation of “active 
wood”, which corresponds to a reduction in degree of polymerization. Then the degradation of active 
wood leads to gas, tar and char. Then tars and chars undergo respectively devolatilization and 
oxidation: 
 
The reaction rates of this mechanism are calculated with the following relationships: 
 
The total conversion rate was then obtained thanks to the following equation: 
 
The kinetic parameters (Ea, A, n and 𝜈) of each reaction as well as the constituent proportions were 
determined by using the genetic algorithms method. To determine the best set of kinetic parameter, 
the following objective function was minimized: 
Where the exponents 𝑒𝑥𝑝 and 𝑐𝑎𝑙 represent the experimental and calculated values and N the number 
of points of the experiments. 
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Figure 1 presents the evolution of the non-dimensional mass loss and the rate of change of mass 
(which corresponds to the mass loss rate divided by the initial mass) obtained by TGA for oak and 
eucalyptus with a heating rate of 10 °C/min representative of the other conditions. For both woods, the 
thermal degradation takes place in four steps, which is consistent with the kinetic mechanisms tested. 
The mass loss rate exhibits a first peak around 300°C followed by the most significant mass loss rate 
peak at about 350°C. A shoulder is then visible around 400°C. Finally, the last peak takes place after 
500°C that corresponds to the char oxidation. For both woods, the non-dimensional mass loss and the 
rate of change of mass follow the same trends even if some differences can be observed. The different 
steps appear at the same temperature for both woods excepted for the char oxidation, which appears 
between 450°C and 500°C for oak and beyond 550°C for eucalyptus. This phenomenon comes from a 
longer duration of the shoulder observed for eucalyptus. By comparing the intensity of the rates of 
change of mass, we observe that the main difference occurs for the first step. The peak is nearly two 
times higher for oak than eucalyptus. According to literature (Grønli et al. 2002), this first reaction 
corresponds mainly to hemicellulose degradation, the second one to cellulose degradation whereas the 
shoulder is characteristic of lignin degradation. According to literature (da Silva et al. 2010, Pettersen 
1984), the percentages of hemicellulose, cellulose and lignin correspond to 28%, 40% and 25% 
respectively for oak and to 17%, 46% and 33% for eucalyptus. Therefore, oak has more hemicellulose 
and less lignin than eucalyptus. This is in agreement with a higher rate of change of the first reaction 
for oak and with a longer duration of the shoulder for eucalyptus. 
 
Figure 1- Evolution of a) the mass loss and b) the rate of change of mass at a heating rate of 10 °C/min for oak and 
eucalyptus. 
 
The experimental curves obtained by TGA with the five heating rates were used to calculate the set 
of parameters used in the three kinetic mechanisms. Table 1, 2 and 3 present the values obtained for 
both woods. Considering the constituent approach, the activation energies for the degradation of 
hemicellulose, cellulose and lignin are around 160 kJ/mol, 190 kJ/mol and 169 kJ/mol for both woods. 
These values are in agreement with literature (Chen et al. 2015, Arseneau 1971). Regarding the lumped 
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oak and between 143.4 and 300.0 kJ/mol for eucalyptus. These values are higher than those obtained 
for pine needles in the literature (Benkorichi et al. 2017, Fateh et al. 2017). For the active approach, 
the activation energies of the three first reactions are between 109 and 197 kJ/mol and vary little for 
both woods. These values are higher than those found in the literature for cellulose (around 58 kJ/mol) 
(Bradbury et al. 2003). Concerning the char oxidation, there is little difference between the 
mechanisms. For the constituent and the lumped approaches, the activation energies are around 120 
kJ/mol whereas for the active mechanism the value is around 130 kJ/mol for both woods. These values 
are close of the results of Cancellieri et al. (Cancellieri et al. 2013) but are much lower than those 
found by Conesa et al. (Conesa et al. 1995), for which the activation energies for char oxidation are 
between 179 and 219 kJ/mol. To compare the accuracy of the three mechanisms on the prediction of 
TGA curves, the mean value of the performance parameter calculated for the five heating rates 
(equation 12) was indicated in tables 1 to 3. In addition, figure 2 shows the experimental and predicted 
mass losses for a heating rate of 10 °C/min for both woods. All kinetic mechanisms provide good 
predictions of the mass loss. The mass evolutions calculated with the three mechanisms by using the 
optimized model parameters are indeed very close to the experiments. The performance factor varies 
indeed between 0.9610-2 and 1.8410-2. The best agreement was obtained with the lumped approach 
for both woods. 
Table 1 - Kinetic parameters for oak and eucalyptus with constituent approach. 




νi pi Mean Fit (-) 
Oak 1 1.43 29.87 160.99 0.41 0.26 1.3710-2 
2 1.44 31.91 189.83 0.14 0.55 
3 1.46 21.82 168.39 0.16 0.19 
4 0.52 12.06 117.24 0.00 - 
Eucalyptus 1 1.59 29.76 159.34 0.56 0.22 1.8410-2 
2 1.47 31.93 191.06 0.18 0.55 
3 1.74 22.13 169.32 0.35 0.23 
4 0.50 11.63 121.45 0.00 - 
Table 2 - Kinetic parameters for oak and eucalyptus with the lumped approach. 
Species Reactions ni ln(Ai) (s-1) Eai (kJ/mol) νi Mean Fit (-) 
Oak 1 1.17 29.72 161.06 0.84 1.2710-2 
2 1.32 31.67 188.92 0.45 
3 1.89 22.29 164.89 0.66 
4 0.59 12.41 118.05 0.00 
Eucalyptus 1 1.40 25.97 143.42 0.88 0.9610-2 
2 1.64 39.22 227.15 0.52 
3 3.00 46.22 300.00 0.72 
4 0.71 11.57 119.12 0.00 
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Table 4 - Kinetic parameters for oak and eucalyptus with the active approach. 
Species Reactions ni ln(Ai) (s-1) Eai 
(kJ/mol) 
νi Mean Fit (-) 
Oak 1 0.63 18.19 109.14 0.86 1.7810-2 
2 0.82 24.73 188.81 0.31 
3 2.62 33.41 195.54 0.64 
4 0.50 14.58 128.63 0.04 
Eucalyptus 1 0.65 19.06 111.51 0.92 1.2010-2 
2 1.02 25.66 187.64 0.37 
3 1.82 33.48 197.68 0.52 
4 0.85 13.95 134.45 0.00 
 
 
Figure 2 - Comparison of the experimental and predicted mass losses for a heating rate of 10 °C/min for oak and 
eucalyptus: a and b) with constituent approach c and d) with lumped approach e and f) with active approach. 
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Figure 3 presents the time evolution of the temperature and the mass loss for the plates of oak and 
eucalyptus exposed to a radiant heat flux of 25 kW/m². For both woods, the mean temperature recorded 
at the back surface of the plate follows the same trend. After the shutter opening, the plate temperature 
increases quasi-linearly until reaching a temperature of 615°C. For oak, the temperature increases 
slightly faster than that for eucalyptus. The plates begin to degrade around 20 s (Fig. 3.b) which 
corresponds to a temperature of 230°C for oak and 180°C for eucalyptus. The mass loss is maximal 
near 60 s corresponding to a temperature around 400°C. These results are consistent with the TGA 
experiments where the maximum mass loss rate occurs around 350°C (Fig. 1). Although no flaming 
occurred during the experiments, both plates lost their entire initial mass at the end of the tests. These 
observations are consistent with TGA experiments (Fig. 1.a).  
 
Figure 3 - Time evolution of a) the mean temperature at the back surface and b) the mass loss and mass loss rate – 
for a radiant heat flux of 25 kW/m². 
 
The experiments performed with the cone calorimeter were used to test the lumped approach, 
corresponding to the kinetic mechanism with the best performance at matter scale. Figure 4 shows the 
experimental and predicted mass loss obtained with the lumped approach for oak and eucalyptus for 
two levels of radiant heat flux (20 and 25 kW/m²). Two behaviors can be observed. For oak and 
eucalyptus with a radiant heat flux of 20 kW/m², until 180 s (400°C), the mass loss calculated with the 
lumped approach shows a good agreement with the experimental data. Above this threshold the model 
prediction overestimates the mass loss. It suggests that the model for char oxidation needs to be 
modified at this scale. For a radiant heat flux of 25 kW/m², a delay occurs for both woods between the 
simulated and experimental mass after 30 s (corresponding to a temperature of 200°C) leading to a bad 
mass loss prediction. To understand why the kinetic mechanism provides a good prediction at 20 
kW/m² but a bad one at 25 kW/m², the temperatures of the lower and upper faces were measured (Fig. 
5). Although the wood plates are very thin (0.6 mm), at 25 kW/m², there is a temperature gradient 
inside the plate. The upper surface of the wood has indeed a higher temperature. The assumption of a 
thermally thin material is no more valid for this radiant heat flux. This temperature difference has 
strong consequences. The upper surface will indeed begin to degrade before the lower face. Taking 
the back face temperature to perform the mass loss prediction introduces therefore a delay. 
Consequently, the temperature gradient within the plate has to be taken into account to model the 
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Figure 4 - Comparison between experimental and predicted mass loss for: a) oak at 20 kW/m² b) eucalyptus at 20 
kW/m² c) oak at 25 kW/m² and d) eucalyptus at 25 kW/m² 
 




In this article, three kinetic mechanisms were tested in order to model the thermal degradation of 
wood plates at matter and material scales. To focus only{Bibliography} on kinetics, thermally thin 
wood plates were used for the experiments at the different scales. The main results can be summarized 
as follows: 
• The three models predict efficiently the thermal decomposition at matter scale for the different 
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• The use of thermally thin wood plates allows testing kinetic mechanisms at 20 kW/m² without 
the knowledge of the thermal properties of the wood. A good concordance was observed 
between the experimental and predicted results except for char oxidation. For a radiant heat 
flux of 25 kW/m², the use of plates with 0.6 mm depth did not allow a thermal equilibrium 
within the depth of the sample. For such radiant heat flux, the temperature gradient within the 
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We introduce new Lagrangian surface forest fire spread model, which is based on the evolution of a three 
dimensional surface curve representing the fire perimeter on the topography. We split the general motion of 
any point of the surface curve into the normal and tangential directions. The velocity in the normal direction 
is given by the rate of spread, i.e. it depends on the local characteristics of fuel, terrain slope, wind speed and 
velocity and shape of the fire perimeter with respect to the topography (geodesic and normal curvature). The 
velocity in the tangential direction, which does not change the shape of the fire perimeter, is used to 
redistribute the curve points asymptotically uniform along the curve. This surface curve is projected into the 
horizontal plane as a planar curve, which evolution is numerically computed and evolved curve is mapped 
back to the surface. For the numerical computations we discretize the arising intrinsic partial differential 
equation by a semi-implicit scheme in curvature term and for the advection term we use the so-called inflow-
implicit/outflow-explicit approach and implicit upwind technique which guarantee solvability of linear 
systems by efficient tridiagonal solver without any time step restriction and robustness with respect to 
singularities. Our fast and reliable treatment of topological changes (splitting and merging of the curves) with 
computational complexity O(n) is described and presented on examples as well. We demonstrate the 
influence of the fire spread model parameters on a testing and real topography.  
  
Keywords: forest fire modelling, surface curve, curve evolution, topological changes, inverse modelling 
 
 
In the mathematical literature, there exists a number of studies about the evolution of planar and 
surface curves with many various applications. We distinguish two main approaches to handle the 
curve evolution problems, the so-called Lagrangian (direct or vector-based) approach, see e.g. (Dziuk, 
1999), (Mikula & Ševčovič, 2004), (Balažovjech, et al., 2012) and the so-called Eulerian (level-set or 
raster-based) approach, see e.g. (Sethian, 1999), (Osher & Fedkiw, 2002). In the Eulerian level-set 
approach, one solves the problem of curve evolution in a 2-D computational domain which is usually 
discretized by a uniform grid and the number of discrete unknowns is proportional to the number of 
such 2-D grid points. The evolving curve is then obtained implicitly, as the zero isoline of 2-D + time 
level set function. In the Lagrangian approach one evolves directly the curve discretization points, so 
it is spatially 1-D problem and thus computationally much simpler and faster than the level-set method. 
However, the Lagrangian approaches need the so-called tangential grid point redistribution  (Hou, et 
al., 1994), (Barrett, et al., 2009), (Mikula & Ševčovič, 2001), (Mikula & Urbán, 2012) and efficient 
algorithm for the detection and treatment of topological changes during the evolution (Balažovjech, et 
al., 2012), (Mikula & Urbán, 2012), (Benninghoff & Garcke, 2014), which are on the other hand 
automatically handled by the level set method (Sethian, 1999), (Osher & Fedkiw, 2002). When the 
Lagrangian methods are tangentially stabilized and are able to treat the topological changes fastly, they 
represent really efficient approaches to 2-D or surface curve evolution 
We introduce a new surface forest fire spread model, which is based on the evolution of a three 
dimensional surface curve representing the fire perimeter on the topography. The mathematical model 
for curve evolution is based on the empirical laws of the fire propagation influenced by fuel, wind, 
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terrain slope and the fire perimeter shape with respect to the topography (geodesic and normal 
curvature). Our fast treatment of topological changes (splitting and merging of the curves) is described 
and presented on examples as well. We demonstrate the influence of the fire spread model parameters 
on a testing and real topography and we reconstruct a simulated grassland fire. 
 
 
In our model we use the so-called Lagrangian approach to the evolution of a surface curve, 
representing a fire perimeter. The surface is given as a graph of a discrete topography function φ(x) = 
φ(x,y), which is given, e.g., by a digital model of terrain. The discrete surface curve points X = (x, 




where 𝒱 is the normal velocity of the 3-D surface curve. The outer unit normal vector  is given 
as , where , with s being the arc-length parameter and      
. For better clarity see Figure 1, where we illustrate also 
the curvature vector  and its components, geodesic and normal curvature 
, which are useful in the radiation heat influence modeling. 
 
Figure 1 - Surface curve and the outer unit normal vector , unit tangent vector , normal to the surface , 
curvature , geodesic curvature  and normal curvature . 
Design of the normal velocity 𝒱 is crucial for a reliable propagation model. We propose a simple 
formula considering fuel burnability, topography slope, wind velocity and direction and the shape of 
the fire perimeter with respect to the topography  
, (2) 
where  is an external driving force,  is a geodesic curvature,  is a normal  curvature and 
,  and  are weights of the external force, geodesic curvature and normal curvature. This formula 
provides the dominant role for the external force  influenced by local fire perimeter shape (  and 
). It also ensures that the fire perimeter will not burn into the unburnable regions due to the 
curvatures.  
Fire perimeters curvature influences the overall rate of spread, see (Weber, 1989) and (Hilton, et 
al., 2017). In our approach we split the curvature into geodesic  and normal curvature . In case 
of flat terrain (  = 0) and linear fire perimeter (  = 0) the fire spread depends only on the external 
force .  Considering non-linear fire perimeter, i.e. the curve with convex and concave parts in the 
tangent plane, the geodesic curvature ≠ 0. In parts with < 0 the fire perimeter is accelerated due 
to radiant heat accumulation and in parts with > 0 the radiation heat dissipation slows down the fire 
perimeter propagation. If the topography is a valley or a ridge, then ≠ 0 and it expresses the 
topography influence to radiation heat transfer. In the valley > 0 and causes the fire spread 
acceleration due to the accumulated radiation heat. On the other hand, on the ridge < 0 slows the 
fire spread down, since the radiation is dissipated.  
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The external driving force is given by the following formula   
, (3) 
where  is a fuel influence,  is a wind influence and  is a slope influence on the 
rate of spread, with  being a 3-D wind vector,  being a 3-D slope vector and  being an outer unit 
normal vector of the surface curve.  
 
Figure 2 - The example of a 2-D scalar function (x), created as a weighted combination of selected factors, such as 
species, age and bulk density. 
The fuel influence  is in fact a scalar function (x) given over the whole computational domain. 
The values of such scalar function ranges from 0 (black color) to 255 (white color). These values 
express the spatial variability of rate of spread no wind and flat terrain conditions. According to 
(Krasnow, et al., 2009) we suppose, that the fuel influence function (x) is given by a weighted 
combination of the most important factors, such as species, age, bulk density, fuel moisture, vertical 
arrangement, fuel loading and compactness. Some of these factors can be determined by a typological 
forestry maps, like the species, age or bulk density. Their combination creates the fuel influence 
function (x), see Figure 2, where the young, dense coniferous forest is considered to be with the 
highest spread rate. 
Wind influence on the fire spread is non-negligible. Wind increases the fuel preheating, drying and 
it supplies the oxygen to the fire. If the wind direction and fire spread direction are the same, the rate 
of spread will increase. On the other hand, in case of wind blowing against the fire spread, the rate of 
spread will decrease. Our model requires the 3-D wind vector  which we obtain from measured 2-D 
wind vector  using formula 
 
(4) 
Such vector is always parallel to the topography and . According to (Viegas, et al., 
2002), (Scott & Burgan, 2005), the wind influences the rate of spread exponentially, so we consider 
the scalar product of the wind vector and the outer normal vector as an exponent of a function 
in the form 
, (5) 
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where  is a positive parameter. If those vectors are perpendicular, , the external force 
 is not influenced by wind, because . If the vectors are parallel, , , 
the influence of wind is the strongest. In all other cases, the exponent of the function is 
given by a projection of the wind vector onto the outer normal vector , see Figure 3.  
 
Figure 3 - The example of a projection of the wind vector (white) to the normal vector  (black). The wind vector 
is computed from a measured two-dimensional wind vector  (yellow). Then the dot product  can result in 
various cases, including . 
The topography slope increases the radiation and convection heat transfer up the slope. Similarly 
to wind, slope can increase or decrease the rate of spread. The uphill fire spread rate is increased, while 
the downhill fire spread is slowed down. The topography slope is given by a gradient of the topography 
function ∇φ. Since our model requires a 3-D vector of slope, we use formula similar to (4) 
. (6) 
According to (Viegas, et al., 2002), (Scott & Burgan, 2005), (Butler, et al., 2007) the slope influence 
to the rate of spread is exponential and depends on the projection of the slope vector  onto the outer 
normal vector  
, (7) 
where  is a positive parameter. 
 
 
For numerical computation we follow (Mikula & Ševčovič, 2006) and we numerically solve the 
evolution of a projected planar curve. It means, we project the 3-D surface curve into the 2-D planar 
curve and the evolution is computed for every discrete planar curve point x = (x,y). Time evolution of 
the curve point x is given by following formula 
, (8)  
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where β is a planar curve velocity in a direction of is outer unit normal vector N, α is a planar curve 
velocity in a tangent direction, T is a unit tangent vector. This formula splits the general motion of any 
point of the 2-D projected planar curve into the normal and tangential directions. The velocity β in the 
normal direction N changes the shape of the curve. The velocity in the tangential direction, which does 
not change the shape of the fire perimeter, is used to redistribute the curve points asymptotically 
uniformly along the curve, where we follow (Mikula & Ševčovič, 2001), (Mikula & Ševčovič, 2004), 
(Mikula & Ševčovič, 2006), (Mikula & Urbán, 2014). 
Our evolution approach allows us to prescribe the normal velocity 𝒱 of the 3-D surface curve (in 
the previous section) and to effectively compute the evolution of the projected 2-D planar curve. To 
project the normal velocity 𝒱 of the surface curve to the normal velocity β of the planar curve we use 
the formula  
, (9)
 
where ∇φ is a gradient of a topography function φ(x).  
Numerical discretization is based on the flowing finite volume method. In order to get a discrete 





,  (12) 
, (13) 
where  is average value of  along the projected planar curve,  is a curvature of planar 
curve,   is parameter determining how fast the redistribution becomes uniform, is total length of 
planar curve and is a so-called local length of 2-D planar cuve, for details see  (Ambroz, et al., 
Submitted). 
We use a semi-implicit scheme in curvature term. For the advection term we use the so-called 
inflow-implicit/outflow-explicit approach (Mikula, et al., 2014) which guarantee solvability of arising 
linear systems by efficient tridiagonal solver without any computational time step restriction. In the 
end, we obtain the cyclic tridiagonal system of linear equations 
 
(14) 
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 Due to 
stability reasons, e.g. in case of curve merging, this general numerical scheme is locally replaced by 
the implicit upwind method. 
 
 
In the Lagrangian approach, there are some issues throughout the curve evolution left to treat 
additionally. The curve can be self-intersected or can be intersected by another curve. Such self-
intersection can occur when the curve velocity is locally slowed down significantly (e.g. nonburnable 
regions) , see Figure 4. These situations require a topological change, either splitting or merging. 
However, the detection of such topological changes can be computationally demanding. The most 
often used strategy of pairwise comparison of grid points have computational complexity O(n2). In our 
propagation model we use our O(n) approach, which makes the overall computations fast and reliable 
in fire perimeter evolution. Our main idea for the topological changes detection, see also (Balažovjech, 
et al., 2012), is to create an array of cells over the whole computational domain and to check a narrow 
strip of cells along the curves. In these cells we subsequently check whether there are two non-
neighboring points of one curve, which indicates splitting. Similarly we check the cells along the 
curves, for the case of two points from different curves belonging to one cell. Such situation indicates 
merging.  
    
Figure 4 - Merging and splitting of the curves on a ROS map. On the left, four red circles representing the initial fire 
perimeters and their time evolution is plotted. Curves with the same color represent the fire perimeters position at the 
same time. On the right, there is the same situation, but the evolution of different fire perimeters is plotted in different 
color, red, yellow, green and blue, until their merging. After the merging, the color changes to a combination, e.g. 
green and blue curves merge as a cyan curve.  
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During the evolution the curve length changes and thus we need to locally add or remove points in 
order to maintain appropriate number of grid points. Then, the asymptotically uniform redistribution 
ensures the desired segment length hd. Thanks to this, we can set the dimensions of the cell along the 
curves to 2hd x 2hd. This ensures maximally 3 neighboring points of smooth curve in one cell.  
Basic idea for the splitting detection is to traverse the curve points and mark the cells, where the 
points belong. First, we mark the cells where all curve points belong by 0. Then we traverse the curve 
again and we mark the cells by the belonging point number. If a point belongs to a cell already marked 
by a non-neighboring point the curve will split, since there are more points between the point that 
entered the cell first time and the point entering the cell again. Those two points in one cell are not 
necessarily the nearest in their neighboring, thus we find the nearest by pairwise comparing. Then the 
curve is split in the nearest points into the enlarging (burnt area) and shrinking (unburnt area) curve. 
The merging detection is very similar. We traverse every curves points and mark the cells, where the 
points lie by 0. Then we subsequently traverse the curve points again and we mark the cells by the 
curve number. When a cell is already marked by a different curve the curves will merge, since the 
points of two curves belong to the same cell. To merge the curve, we find the nearest points between 
the neighboring points of the points belonging to the same cell. 
 
 
In the following experiments we present the behavior of our propagation model on a simple 
topography. Valley and ridge are given by two planes inclined by 30 degrees from the horizontal plane 
at both axis direction. The initial fire perimeter is given as a circle in the horizontal plane. 
First, we present the influence of the geodesic and normal curvatures on the curve evolution velocity 
in the valley and on the ridge, see Figure 5. Although those experiments do not simulate the fire 
behavior (due to a neglected slope influence), they are suitable for the presentation of the heat 
accumulation or dissipation influencing the rate of spread. 
 
 
Figure 5 - The comparison of the curve evolution in the valley (top row) and on the ridge (bottom row) driven by unit 
external force (green) and accompanied by the geodesic curvature (red) or normal curvature (blue). Geodesic 
curvature slows the curve velocity locally down. The normal curvature speeds the velocity up in the bottom of the 
valley and slows the velocity down on the top of the ridge. 
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In the next experiments we simulate the fire spread, considering all the influences in the valley, see 
Figure 6, and on the ridge, see Figure 7.  
     
   
Figure 6 - Fire perimeter evolution in the valley. We consider homogenous fuel, geodesic and normal curvatures 
influence and the slope influence without the wind influence (top row) and considering the wind perpendicular to the 




Figure 7 - Fire perimeter evolution on the ridge. We consider homogenous fuel, geodesic and normal curvatures 
influence and the slope influence without the wind influence (top row) and considering the wind perpendicular to the 
ridge (bottom row). 
On the following examples, we present a simulations over a real topography of mountainous area 
of Staré Hory in central Slovakia. The fuel influence map was made from the forestry typological map 
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in resolution 0.83 m, consists of 4 colors and the rates of spread were assigned from  (Prichard, et al., 
2013) as follows 
• black (roads, rivers) - non burnable, 
• dark grey (broad-leaved forest) - 0.46 m.min-1, 
• light grey (mixed forest) - 0.76 m.min-1, 
• white (coniferous forest) - 1 m.min-1. 
The other model parameters can be estimated by an inverse modeling presented in (Ambroz, et al., 
Submitted). Following examples show the simulations considering various wind directions and various 
initial conditions. 
  
Figure 8 - Simulation with 4 initial fire perimeters (red) and their evolution in 1-hour intervals. On the left is the view 
from above, right top is view from south and right bottom is view from west. Wind is considered to be southwest at 
speed 4 m.min-1. This simulation of 10 hour spread took 45 s of computational time. 
  
Figure 9 - Simulation with 4 initial fire perimeters (red) and their evolution in 1-hour intervals. On the left is the view 
from above, right top is view from south and right bottom is view from west. Wind is considered to be west at speed 
4m.min-1. This simulation of 10 hour spread took 49 s of computational time. 
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Figure 10 - Simulation with 4 initial fire perimeters (red) and their evolution in 1-hour intervals. On the left is the 
view from above, right top is view from south and right bottom is view from west. Wind is considered to be west at 
speed 1m.min-1. This simulation of 10 hour spread took 53 s of computational time. 
 
 
Ambroz, M., Balažovjech, M., Medľa, M. & Mikula, K., Submitted. Numerical modeling of wildland 
surface fire propagation by evolving surface curves. Advances in Computational Mathematics. 
Balažovjech, M., Mikula, K., Petrášová, M. & Urbán, J., 2012. Lagrangean method with topological 
changes for numerical modelling of forest fire propagation. s.l., s.n., pp. 42-52. 
Barrett, J., Garcke, H. & Nürnberg, R., 2009. Numerical approximation of gradient flows for closed 
curves in Rd. IMA journal of numerical analysis, 30(1), pp. 4-60. 
Benninghoff, H. & Garcke, H., 2014. Efficient image segmentation and restoration using parametric 
curve evolution with junctions and topology changes. SIAM Journal on Imaging Sciences, Volume 
7, pp. 1451-1483. 
Butler, B. W., Anderson, W. R. & Catchpole, E. A., 2007. Influence of slope on fire spread rate. s.l., 
s.n., pp. 75-82. 
Dziuk, G., 1999. Discrete anisotropic curve shortening flow. SIAM Journal on Numerical Analysis, 
Volume 36, pp. 1808-1830. 
Hilton, J. E., Miller, C., Sharples, J. J. & Sullivan, A. L., 2017. Curvature effects in the dynamic 
propagation of wildfires. Int. J. of Wildland Fire, Volume 25, pp. 1238-1251. 
Hou, T. Y., Lowengrub, J. S. & Shelley, M. J., 1994. Removing the stiffness from interfacial flows 
with surface tension. J. of Comp. Physics, Volume 114, pp. 312-338. 
Krasnow, K., Schoennagel, T. & Veblen, T. T., 2009. Forest fuel mapping and evaluation of 
LANDFIRE fuel maps in Boulder County, Colorado, USA. Forest Ecology and Management, 
Volume 257, pp. 1603-1612. 
Mikula, K., Ohlberger, M. & Urbán, J., 2014. Inflow-implicit/outflow-explicit finite volume methods 
for solving advection equations. Applied Num. Math., Vol. 85, pp. 16-37. 
Mikula, K. & Ševčovič, D., 2001. Evolution of plane curves driven by a nonlinear function of curvature 
and anisotropy. SIAM J. on Applied Mathematics, Volume 61, pp. 1473-1501. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
 Advances in Forest Fire Research 2018 – Page 587 
 
Mikula, K. & Ševčovič, D., 2004. A direct method for solving an anisotropic mean curvature flow of 
plane curves with an external force. Mathematical Methods in the Applied Sciences, Volume 27, 
pp. 1545-1565. 
Mikula, K. & Ševčovič, D., 2004. Computational and qualitative aspects of evolution of curves driven 
by curvature and external force. Computing and Visualization in Science, Volume 6, pp. 211-225. 
Mikula, K. & Ševčovič, D., 2006. Evolution of curves on a surface driven by the geodesic curvature 
and external force. Applicable Analysis, Volume 85, pp. 345-362. 
Mikula, K. & Urbán, J., 2012. New fast and stable Lagrangean method for image segmentation. s.l., 
s.n., pp. 688-696. 
Osher, S. & Fedkiw, R., 2002. Level Set Methods and Dynamic Implicit Surfaces. s.l.:Springer New 
York. 
Prichard, S. J. et al., 2013. Fuel Characteristic Classification System Version 3.0: Technical 
Documentation, s.l.: s.n. 
Scott, J. H. & Burgan, R. E., 2005. Standard fire behavior fuel models: a comprehensive set for use 
with Rothermel's surface fire spread model. p. 66. 
Sethian, J. A., 1999. Level set methods and fast marching methods. Cambridge university press. 
Viegas, D., Pita, L. P., Matos, L. & Palheiro, P., 2002. Slope and wind effects on fire spread. Roterdam, 
Millpress. 
Weber, R. O., 1989. Analytical models for fire spread due to radiation. Combustion and flame, Volume 
78, pp. 398-408. 
 
 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
https://doi.org/10.14195/978-989-26-16-506_65   
 
Advances in Forest Fire Research 2018 – Page 588  
 
Observations on wildfire spotting occurrence and characteristics in 
Greece 
Miltiadis Athanasiou1*; Gavriil Xanthopoulos2 
1Wildfire Management Consulting and Training. 8 Thoma Paleologou st., Acharnes, 13673, 
Athens, Greece, {info@m-athanasiou.gr*} 
2Hellenic Agricultural Organization "Demeter". Institute of Mediterranean Forest Ecosystems. 
Terma Alkmanos, Ilisia, 11528, Athens, Greece, {gxnrtc@fria.gr} 
 
Abstract 
This paper presents a study on the phenomenon of spotting in some of the most common forest vegetation 
types in Greece, during wildfires in the 2007-2017 period. Monitoring and documenting selected wildfires 
during this period, noting the appearance or absence of spot fires and the prevailing conditions at the time, a 
database of 166 field observations was developed. The database includes information on the number of 
observed spot fires (Nκ), the in situ measured relative humidity (RH, %) values, the wind speed, the forest 
fuel type where the firebrands had landed, namely maquis, phrygana and grasses, the maximum spotting 
distance (Dκ, m) from the fire perimeter, the fire perimeter segment (head or flank) where the firebrands 
came from, and the fire type, namely surface, passive crown, active crown and plume dominated fire. 
The database was analyzed first by examining the correlation of RH values with Nκ for the three fuel 
types. An ordinal variable named Κκ was created in order to represent the following four empirical classes: 
a) no spotting (Nκ=0, Κκ=0), b) rare spotting (Nκ<3, Κκ=1), c) limited spotting (3 ≤ Νκ ≤ 9, Κκ=2) and d) 
profuse/massive spotting (Νκ ≥ 10, Κκ=3). At RH values higher than 46%, no spotting ignition was recorded. 
Massive spotting that triggered extreme fire behavior, was documented for RH values lower than 17%. The 
RH thresholds for spotting occurrence that were identified for the three forest fuel types on which the 
firebrands landed, are presented and discussed. The Dκ and the Nκ were correlated with both the fire type 
and the fire segment on which they were observed. Their descriptive statistics are also presented and 
discussed. The study confirmed the great spotting potential of the plume dominated wildfires, both in regard 
to spotting distance and the number of spot fires. 
 
Keywords: Spotting, Spot fire, Forest fire, Wildfire behaviour, Firefighting, Greece 
 
 
Spotting ignition is one of the three significant mechanisms of wildfire spread. It can be considered 
as a discontinuous fire spread mechanism (Koo et al. 2010) that is synonymous with solid mass 
transport (Albini1979, Alexander 2009). The transport of burning fire embers outside the fire 
perimeter, is a cause of serious concern to firefighters because it affects fire behaviour and difficulty 
of control and poses a serious threat for them and for civilians. 
Spotting involves the source of firebrands, how far they travel, and the probability of ignition on 
landing (Rothermel 1983). It is mainly caused by lofted firebrands, including burning tips of branches, 
cones, and pieces of bark, that fly and land beyond the main fire perimeter, but may also be caused by 
burning cones or pieces of wood rolling down steep slopes (Van Wagner 1988). The type of forest 
vegetation that is burning is important for the creation of firebrands. 
The probability of ignition at the point where a firebrand lands, is a function of both firebrand size 
and temperature. It has been found that as firebrand size is reduced, increased temperature is required 
for ignition (Hadden and Scott 2011). Additionally, the probability of ignition depends on the 
characteristics of the dead fuels where the firebrand lands, such as fuel quantity, dimension (fineness), 
arrangement (compactness and continuity) and fuel moisture content (FMC, %). Atmospheric relative  
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humidity (RH, %) affects directly the FMC of dead fuels, the effect being more dramatic and the 
response faster for the finer ones. Thus, significant differences in spotting may exist, depending on the 
forest vegetation properties. Firebrands in the flaming phase are more capable to ignite fuel beds with 
no air flow than the ones in the glowing phase with air flow (Ganteaume et al. 2009) while when fire 
danger is high, the ignition probability of flaming firebrands that land on fine fuels, approaches 100% 
(Ellis 2012). 
A spotting distance of up to 200 meters (m) corresponds to short-range spotting and is common in 
high intensity wildfires, while distance values between 200 m and 1 kilometer (km) (Bushfire CRC 
2009) or between 200 m and 2 km (Alexander 2009) can be considered as medium-range spotting. A 
spotting distance greater than 1 or 2 km, which is very common in some forest types, such as the 
eucalypt forests of Australia, can be considered as long-range spotting. 
The number of firebrands generated and the rapidity of development of the spot fires, determine the 
magnitude of the phenomenon and its effect on wildfire behaviour (Ellis 2012). Spotting usually 
exacerbates fire suppression activities and plans, is the leading cause of loss of structures in fires in 
Wildland Urban Interface (WUI) areas and is a major concern regarding the safety of firefighters and 
the public (Alexander 2009). 
In Greece, spotting occurs often in all of its Mediterranean vegetation types, such as the 
Mediterranean pine forests, the evergreen shrublands (maquis), the low scrubland vegetation called 
phrygana and the grasslands (Athanasiou and Xanthopoulos 2013). As the fuel characteristics are 
important for the creation of firebrands and the characteristics of the fuel bed where firebrands land 
affect the probability of ignition, in addition to the FMC, the objective set for this study was to examine 
the occurrence and characteristics of spotting in three main fuel types in Greece, namely maquis, 
phrygana and grasses, especially in relation to the prevailing RH, since this affects the FMC of the 




Systematic observation, recording and measurements of spotting on maquis, phryganic areas and 
grass during the spread of wildfires, started in 2007 in Greece and continues until today. The procedure 
followed has been described in Athanasiou and Xanthopoulos (2010). An initial data set of 75 cases 
was analysed and preliminary findings were presented in 2013 (Athanasiou and Xanthopoulos 2013). 
Ninety-one (91) additional spotting observations that were collected during the following fire seasons, 
resulted in a total of 166 cases in which the phenomenon was either present or absent, presenting an 
opportunity for testing and extending the initial conclusions. The length of observation for each case 
varied from at least five minutes to almost half an hour, depending on the conditions and the potential 
risk. 
The database that was developed, consists of 166 spotting observations (n=166) that include 
information about a) the number of the spot fires (Nκ), b) the in situ measured RH values, c) the wind 
speed at the height of 10 m (Wind10m, km/h) and at eye level (calculating one from the other, depending 
on which of the two was actually measured), d) the forest fuel type where the firebrands had landed, 
e) the maximum spotting distance from the fire perimeter (Dκ, m), f) the fire perimeter segment (head 
or flank) where the firebrands came from, and g) the fire type, namely surface, passive crown, active 
crown and plume dominated fire during the spread of which the measurements had been conducted 
(Figure 1). 
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a. The first spot fire is recorded at 15:23:56 at a distance of 200 m 
 
 
b. Two more spot fires at 15:24:04 at 80 and 
110 m (while the first one at the left is growing) 
c. Five more spot fires have occured at 180, 200, 230 
and 240 m and some of them have already merged, two 
minutes and six seconds later (at 15:26:10). 
 
 
d. Three more spot fires at 15:26:54 at 50 
and 80 m (in total, eleven spot fires recorded, 
within a period of 2 minutes and 58 seconds) 
e. Wildfire evolution at 15:28:10 
 
Figure 1 - Spot fires (Nκ=11 & Dκ=240 m) recorded on a 84% slope, mainly covered by Sarcopoterium spinosum and 
Cistus spp. (phryganic vegetation), while a wind driven passive crown wildfire spreads through an Aleppo pine stand. 
Weather conditions: T=29οC, RH=43.5%, Wind speed at eye level= 15 km/h 
 
 
Meteorological measurements and the relative necessary information about month and time of day, 
fuels and topography that had been collected on site, were utilised for calculating fine (1-h) dead Fuel 
Moisture Content (FDFMC, %) values by using Rothermel’s methodology (1983). The database was 
analysed first by examining the correlation of RH and FDFMC values with the Nκ for the three fuel 
types. An ordinal variable named Κκ was created in order to represent the following four empirical 
classes: a) no spotting (Nκ=0, Κκ=0), b) rare spotting (Nκ<3, Κκ=1), c) limited spotting (3 ≤ Νκ ≤ 9, 
Κκ=2) and d) profuse/massive spotting (Νκ ≥ 10, Κκ=3). The Nκ and the Dκ were also examined for 
correlation with both the fire type and the fire perimeter segment on which they had been observed. 
For the observations/records where Nκ > 1, the Dκ value was the distance of the farthest spot fire from 
the fire perimeter (e.g. Figure 1). 
 
 
At RH values higher than 46%, no spotting ignition was recorded. Massive spotting that triggered 
extreme fire behaviour, was documented for RH values lower than 17%. The RH and FDFMC 
thresholds for spotting occurrence that were found, for the three forest fuel types on which the 
firebrands landed, are reported in Table 1. The descriptive statistics of Nκ and Dκ in relation to both 
the fire type and the fire perimeter segment, are also presented in Table 2 and 3, respectively. Dκ 
values were only available for 58 of the 67 cases in which spotting was observed. 
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Table 1 - Ranges of values and thresholds of RH and FDFMC for spotting occurrence, on maquis, phrygana and 
grass 
  n- RH – FDFMC 











1 31 9-(20-38.5) – (4-11) 15-(15-46) – (3-10) 7-(16-31) – (3-6) 
(14–35) - 
(2-9) 
2 18 7-(18-33) – (4-8) 4-(34.5-35) – (6-9) 7-(14-30) – (2-7) 
(13–46) - 
(3-8) 
3 18 6-(16-21.4) – (3-7) 1-(43.5) - (8) 11-(13-46) – (3-8) 
 
Total: 166 65 49 52 
 





















Mean value 1 2 3 5 3 21 
Median 1 1 3 4 2 22 
Mode 1 1 3 1 1 30 
Std. Dev. 1 2 2 6 2 9 
Minimum 1 1 1 1 1 5 
Maximum 3 8 7 22 6 30 
       
Wind10m  8-30  6-111 10–26 0–27 
RH 16-42 15-46 20-35 14-46 20-35 13-21 
FDFMC 3-7 3-10 4-9 2-11 4-9 3-7 
 
Table 3 - Descriptive statistics of Dκ, per fire type and perimeter segment (n=58) 
 
Surface (n= 22) Passive crown (n= 17) 
Active crown 
(wind-driven) (n= 7) 
Crown (plume)* 
(n= 12) 












Mean value 51 132 71 118 229 392 
Median 20 70 60 100 250 250 
Mode 15 10 N/A 100 250 200 
Std. Dev. 58 143 48 85 175 308 
Minimum 10 5 15 20 50 150 
Maximum 150 500 150 300 500 1,200 
       
Wind10m  8-30  6-36 10–26 0–27 
RH 16-42 15-46 20-35 15-46 20-35 13-18 
FDFMC 3-7 3-10 4-9 3-11 4-9 3-6 
 
For the 67 cases in which spotting was observed, RH and FDFMC were also plotted versus Nκ 
(Figure 2 & 3). 
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Figure 2 - Plot of RH and Nκ for the 67 records with spotting (fi: absolute frequency) 
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Figure 3 - Plot of FDFMC and Nκ for the 67 records with spotting (fi: absolute frequency) 
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The maximum RH value at which spotting occurred (Nκ=1) on maquis, was 38.5% (Table 1, Figure 
2) and the corresponding calculated FDFMC value was 11% (Figure 3). The RH and FDFMC 
thresholds were 46% and 10% (Nκ=1) for phrygana and 46% and 8% for grass (Nκ=12). Regarding 
phrygana, it is worth noting that there was also one observation (Figure 1) of Kκ=3 spotting class 
(Nκ=11), at relatively high RH and FDFMC values, 43.5% and 8% respectively. In this case, the 
radiation emitted against the fuel bed, from the leaning smoke column, played a crucial role in 
preheating the fuels including the fine dead ones (Figure 1). Moreover, regarding the previously 
mentioned maximum RH and FDFMC datapoint for grass, 12 spot fires were recorded on a grassland, 
at RH=46% (Figure 2) and FDFMC=8% (Figure 3), at a Dκ of 30 m. The fire brands originated from 
a torching Pinus halepensis tree and one of them broke into smaller ones upon landing. According to 
Gould et al. (2007) this is a potentially important notification, and it should be included in any future 
analysis if available. 
The RH versus Nκ (Figure 2) and FDFMC versus Nκ (Figure 3) plots, show that spotting tends to 
be rare when RH > 40% or when FDFMC > 10%. The former trend is consistent with Weir’s (2004) 
conclusion who examined 99 prescribed fires and found that spotting occurrence was very rare when 
RH exceeded 40% The latter one is in general agreement with the finding of Manzello et al. (2006) 
that embers with mass of 0.5 gr could ignite pine needles with fuel moisture of 11% or less and with 
the finding of Ellis (2000) that for fine fuel moistures below 9%, flaming embers with mass between 
0.7 and 1.8 gr had a 100% probability of igniting the Monterey pine litter while glowing ones had 
lower probabilities. With a light wind (1 m/sec) the probability of ignition was found to be about 20% 
at fine fuel moisture content of 9% and approximately 65% at a fine fuel moisture content of 3.5% 
(Ellis 2000). 
Τhe great spotting potential of the plume dominated wildfires, both in regard to the Dκ, and the Nκ, 
was confirmed (Table 2 & 3). Future modeling of the shed-vortex transport (Berlad and Lee 1968) and 
of the plumes’ characteristics, may shed light into the long-distance transport aspect for this fire type. 
Regarding wind driven fires, Wind10m was not found to be a Dκ predictor, not even a poor one, for the 
“head spread” subset. A possible reason is because a fire brand does not always originate at the fire 
perimeter, so the total horizontal distance it has traveled, is not known and is not necessarily equal to 
Dκ (the distance between the fire perimeter and the farthest recorded spot fire). Furthermore, in 
addition to the ambient atmospheric conditions, the trajectories of fire brands are also affected by the 
tilted or vertical turbulence and currents of the convection column. 
Additionally, the spot fires that were documented at the flanks of surface and passive crown fires, 
were not in a windless environment and there was a component of wind of unknown velocity and 
direction that temporarily drove them. Moreover, fire behavior is sometimes a poor predictor of 
spotting distance or number of spot fires: as found by Racher (2003), wildfires producing the most 
distant or numerous landing embers are not always those with the greater rate of spread, flame height 
or flame depth zone. 
The analysis of the subset of 67 records of spotting occurrence did not show a strong correlation 
between Nκ and RH or FDFMC. Tables 1, 2 and 3 as well as Figures 2 and 3, may offer some 
guidelines and relative practical advice to firefighters and fire behaviour practitioners but they are not 
predictive tools. Number and size of embers produced by various fuel types, is essential information, 
in order to estimate how many embers could be carried downwind and how far downwind they will 
go, to determine whether spotting (Nκ and Dκ) will affect the fire rate of spread and to assess whether 
the spot fires will be numerous enough to merge readily. According to the field observations, the 
patterns of spatial distribution of spot fires vary, depending on the fire segment the firebrands originate 
from, the wind field and the landscape (Figure 4a & 4b). 
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Figure 4a - An along-wind pattern of landing embers, on grass, downwind from a surface head fire 
 
Figure 4b - An across-wind pattern of landing embers, on phrygana beyond the flank of a surface wildfire that 
spreads through rough landscape 
The along-wind pattern of groups of spot fires has been observed to form a roughly elliptical shape 
(Figure 4a) and seems to be more predictable, while the across-wind one (Figure 4b) is irregular. 
Although these patterns have not yet been thoroughly described, they may allow firefighters to get a 
feeling on what to expect, a practically useful information: those patterns may play a crucial role in 
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the behavior as the proximity among the spot fires affects their merging rate and the overall effective 
rate of spread and intensity. As proposed by Gould et al. (2007), they can be studied in the field, leading 
to the development of empirical functions. 
 
 
The findings of the work presented here is that no spotting ignition was recorded on maquis, 
phrygana and Mediterranean grasslands, at RH values higher than 46% and that massive spotting that 
triggered extreme fire behaviour, was documented for RH values lower than 17%. 
The RH threshold below which a spot fire is most likely to occur seems to be close to the value of 
40%. However, it was also observed that a significant number of spot fires may take place even if RH 
values range between 40% and 46%. The finding that this is most likely to occur on fine fuels 
(phrygana and grass) should be taken into consideration, in operational firefighting. 
The patterns of the spatial distribution of spot fires, and their basic characteristics in head and flank 
fires, can be included in practical guidelines about spotting 
Future work is expected to shed additional light on the issues discussed in this paper, as field data 
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Abstract 
Every year, widespread and severe fires cause loss of biodiversity and changes in the structure and 
functioning of savanna ecosystems. Currently, the Brazilian savanna (Cerrado) is threatened by the absence 
of a consistent fire policy. Most protected areas in Brazil still apply total fire suppression policies, instead of 
a more integrated fire management approach. Faced with the challenge of reconciling biodiversity 
conservation goals with rural livelihoods, scientists, policymakers and managers around the world have 
discussed potential solutions for managing fire in protected areas aimed at the sustainability of these 
ecosystems. Based on international experiences, an Integrated Fire Management Pilot Program was recently 
implemented in three Brazilian protected areas, while an adaptive and integrated approach has progressively 
raised the interest of other park managers. Initially, goals and actions have focused on protecting fire-sensitive 
vegetation and reducing the extent of areas burned, particularly at the end of the dry season. To achieve this, 
managers are making use of patch mosaic burning techniques to create mosaics of burnt and unburnt areas 
that purportedly decrease the probability of large wildfires and hence increase fire interval in fire-sensitive 
areas. However, despite advances in fire management policies in Brazilian savannas, an adaptive approach 
requires a continuous assessment of managed ecosystems, through which managers and ecologists can obtain 
knowledge about the responses of species and natural communities. Without a clear definition of appropriate 
ecological parameters, it is not possible to be sure if management actions or fire regime thresholds are actually 
delivering benefits for sustainable long-term biodiversity conservation. In this study, we use the example of 
the Canastra National Park (CNP) - Southeastern Brazil, to illustrate how widely employed suppression 
policies can result in inappropriate fire regimes and how these results have encouraged current changes in 
fire management perspectives.  
 
Keywords: Fire regimes, Adaptive fire management, Suppression policies, Ecological monitoring, Cerrado. 
 
 
Fire suppression policies have proved to be unsuitable for fire-prone environments but are still 
predominant in protected areas of Brazilian savannas. On the one hand, suppression policies are often 
associated with fire use criminalization and generally result in increased social conflicts (Batista et al. 
2018). Without a dialogue with people who use fire as a management tool, it is expected that large and 
severe fires will occur more than would be both ecologically and socially tolerable. On the other hand, 
without fires, large amounts of biomass may accumulate rapidly after rains, being available for burning 
late in the dry season. These fires are potentially destructive because they are typically severe, less 
patchy (smaller and fewer unburned patches) and often grow to a large size (Oliveira et al. 2015). The 
homogenization of fire histories and landscape structure through large areas makes the recovery 
slower, especially for species with low dispersal capacity which depend on the migration of individuals 
from nearby areas across unsuitable habitat (Mendonça et al. 2015; Bowman and Legge 2016). 
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It is also important to consider that slow-moving animals, those unable to fly, or with small home 
ranges can be easily burned during fast and hot grassland fires (Redford 1994; Koproski et al. 2006; 
Yates et al. 2008; Massochini Frizzo et al. 2011). Even those species that live in burrows or rock gaps 
can decline in abundance sometime after fire, emphasizing the relevance of indirect fire effects 
(especially large-scale and low-patchiness fires) on the sustainability of these species (Lawes et al. 
2015). In particular, wildfires occurring at the end of dry season typically are of high intensity and 
with higher speed of fire fronts, which may intensify the mortality of plants and animals. These fires 
are of great concern in Brazilian savannas, because at the same period, animals are producing young 
and plants are investing in reproductive structures (Falleiro 2011). Young individuals are less able to 
escape or protect themselves from the flames. In plants, severe fires cause an immediate reduction in 
sexual reproductive success by causing abortion of flowers and fruits, interrupting the reproductive 
cycle and forcing vegetative resprouting (Hoffmann 1998).  
From another perspective, too frequent, severe and large fires certainly result in significant 
economic damages. Large resource amounts are expended on fire fighting in Brazil annually. An 
average of R$15 million from the annual federal budget is destined to prevention and control of fires. 
Just in Minas Gerais, a state that encompasses many protected areas of Brazilian Cerrado, more than 
R$20 million is expended on fire prevention and control, mostly with airplanes and ground-based 
activities. Neither costs nor fire damages have reduced significantly throughout the time, which 
indicates that our strategies, in addition to be very expensive, are probably ineffective. 
The apparent resistance in changing perspectives and actions seems to be related to a cultural 
heritage which considers that fire always has a negative impact on biodiversity (Bilbao et al. 2010; 
Durigan and Ratter 2016). Some ecologists and managers have argued that it is not possible to manage 
fire without scientific knowledge that could help to define ideal fire regimes for each ecosystem and 
support management decisions with a focus on biodiversity conservation. Meanwhile, the absence of 
a consistent fire management policy has resulted in inappropriate fire regimes and loss of biodiversity 
(Durigan and Ratter 2016).  
When faced with similar challenges, Australian and South African managers concluded that fire 
was a natural component of savanna ecosystems that should not be excluded but properly managed to 
ensure the balance and sustainability of these habitats (Russell-Smith et al. 1998; Edwards et al. 2013; 
Van Wilgen et al. 2014). So, after years of an adaptive approach, managers and ecologists have learned 
by doing and currently they are able to refine their goals and actions focused on biodiversity 
conservation.  
In Brazil, encouraged by successful international experiences and supported by federal legislation, 
Brazilian Environmental Agencies have implemented alternative and innovative fire management 
practices in some National Parks (Schmidt et al. 2018). Since 2014-2015, protected areas have been 
burned intentionally early in the dry season aiming to increasing the fire interval in fire-sensitive areas, 
producing heterogeneity and preventing high-intensity fires from reaching large sizes (Fig.1). These 
changes, although incipient and unrepresentative, have instigated discussions and stimulated the 
development of research that attempts to understand the role of fire in savanna ecosystems. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
Advances in Forest Fire Research 2018 – Page 600  
 
 
Figure 1 - Fire management in Brazilian savannas. To the left, prescribed burning. To the right, burned areas just 
after the fire. Note that planned fires are typically mild and patchy. At Canastra National Park (CNP) (a), the main 
concern has been to reduce the risks of large fires. At Chapada dos Guimarães National Park (CGNP) (b), managers 
have applied prescribed burnings to create a mosaic of patches in different post-fire ages. The idea is to introduce 
pyrodiversity expecting that the ecosystem will be able to sustain greater biodiversity. At Serra do Cipó National Park 
(CiNP) (c), first prescribed burnings are focused on the protection of fire-sensitive vegetation (forests). 
In contrast, protected areas managed by the Brazilian States continue to support total suppression 
policies. Due to more restrictive legislation, the use of fire to manage landscapes and biodiversity is 
actually prohibited in most of these sites. As a result, large and severe fires burn extensive areas every 
year, causing serious damages to biodiversity and making it necessary to allocate much of the resources 
for firefighting rather than prevention (Fig.2). Advances in fire management policies in State protected 
areas would only be possible through adjustments in current legislation. 
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Figure 2 - Wildfires in Brazilian savannas. Large and severe fires occurring in two State Parks ((a)Serra do Rola 
Moça State Park and (b) Veredas do Peruaçu State Park) as a result of fire suppression policies still predominant in 
Brazil.    
 
 
Firstly, fire management issues facing fire-prone ecosystems are symptomatic of ongoing conflicts 
between official fire exclusion policies in conservation reserves, and the livelihood aspirations and 
imperatives of embedded and surrounding local communities. We contend that an adaptive, inclusive 
approach between conservation agency authorities and local communities needs to be adopted for 
defining, and then collaboratively implementing, appropriate fire regimes which deliver benefits both 
for sustainable long-term biodiversity conservation and livelihood outcomes. Reconciling these 
apparently contradictory interests is the best possible solution to reduce ignitions and large, severe 
wildfires in protected areas.  
Secondly, adaptive management provides a useful framework for integrating science and 
management and enables managers to work with uncertainty, incomplete knowledge and unreplicated 
studies. In adaptive forms of management, decisions are made as part of an ongoing process of review 
and evaluation of results. It involves a clear delineation of objectives, targets or thresholds of potential 
concern (TPC), the implementation of management actions, and the monitoring of outcomes in terms 
of agreed targets or thresholds (Van Wilgen et al. 2011).  
If thresholds are exceeded, interventions must be done to drive the system back to within thresholds, 
or, alternatively, thresholds can be re-calibrated.  
However, incorporating ecological thresholds into management is not a trivial task, especially in 
Brazilian savannas, whose landscapes are typically heterogeneous. Thus, the first issue that comes 
with ecological thresholds is: what is the conservation value of a given ecosystem or vegetation 
structure and what is the fire regime that will maintain these values? But even with clear fire regime 
thresholds, we can only be sure that they are actually delivering benefits for sustainable long-term 
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biodiversity conservation if we monitor key ecological predictors. So, a second issue for ecologists 
and land managers is: what would be these predictors and how might they be assessed? 
Finally, we will use the example of the Canastra National Park for making managers familiar with 
ecological thresholds for fire regimes and how to incorporate them into decision-making processes. 
 
 
The Canastra National Park was created in April 1972 and currently comprises an area of 197 787 
ha. In grassland areas it is mostly a short-memory system, with rapid fuel accumulation and curing of 
grasses and litter at the beginning of the dry season associated with low canopy cover. The uplands 
are characterized by an extensive matrix of grasses interspersed by small disconnected forest patches. 
Together, these features make the system highly vulnerable to the occurrence of large fires, which in 
turn creates uniformity in fire history and landscape structure, increasing the chances of subsequent 
large fire events. Generally, fires are initiated by farmers near, or in properties embedded within, the 
CNP. These fires invade the uplands and quickly become out of control (Fig.3).  
 
 
Figure 3 - Wildfires in the Canastra National Park. Fires usually are initiated by farmers near, or in properties 
embedded within, the CNP. These fires rapidly spread through the extensive and homogeneous grasslands and 
become out of control. (a) Landsat TM image (September 14th, 2006) showing different active fires invading the 
uplands of the Park. (b) Fire scars at the same day. (c) Fire scars extracted from subsequent images showing how 
quickly the fire spreads in this landscape. The date of scars was estimated through daily hotspots downloaded from the 
INPE website (http://www.inpe.br/queimadas/bdqueimadas). 
Pastoral management undertaken by landowners is performed on patches with predominant biennial 
rotation, allowing the fire to occur annually and making the system entirely dependent on the fuel 
accumulation rates (bottom-up control). Concurrently, social conflicts intrinsic to the historical 
background and fire suppression policies increase the risk of unplanned fires late in the dry season. 
Given the high frequency of large and severe fires, especially in fire-sensitive habitats, the current fire 
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regime and associated management arrangements are unlikely to deliver required sustainable 
biodiversity conservation management outcomes.  
In an attempt to make the fire regime compatible with conservation goals, current managers have 
introduced alternative strategies and actions into fire management. Since 2017, prescribed burnings 
are being applied in grasslands to produce firebreaks perpendicular to each other. The main objective 
is to reduce the extent of wildfires and facilitate the fire control by creating discontinuities in the fuel 
layer. According to the parks’ recently published Integrated Fire Management Plan, uplands will be 
divided into sectors that will be burnt alternately every two years. The Plan also recommends the 
creation of firebreaks in areas bordering the Park and around fire-sensitive vegetation, such as forests 
patches. 
To implement thresholds appropriately, we propose to define a set of Fire Management Units 
(FMU) grouping physiognomies with similar fire requirements according to accumulated knowledge 
on the responses of species, populations and communities to fire regimes. The above delineation 
reveals two major FMUs: (1) Forests (fire-sensitive ecosystems) and (2) Grasslands/wooded savannas 
(fire-dependent ecosystems). 
Forest patches in the CNP are generally small in size, which make them particularly vulnerable to 
fire impacts and ultimately extinction. The thin bark of forest species does not provide thermal 
protection to the vascular system and severe fires are usually able to kill the trees (Hoffmann and 
Solbrig 2003). After burning and death of trees, forest edges suffer biomass collapse and microclimate 
changes increasing openness making them susceptible to subsequent fire incursions. In addition, 
repeated topkill of saplings, sprouts and young trees prevents recruitment into adult size classes. In the 
course of this study, trees killed by fire were observed on the edges of forest patches of uplands, where 
very small patches were entirely burnt. Management actions in this FMU should focus on protecting 
and improving the quality of these habitats, minimizing the risk of severe fires, increasing biodiversity 
and controlling the edge-effects. We propose that no deliberate burning should be performed inside 
these units. Any late dry season fire should be extinguished. To protect the forests from fire incursions, 
some fuel control should be performed next to the patch borders and the maintenance of long-unburnt 
areas around these forest patches should be encouraged through reducing the frequency of fires. We 
suggest that monitoring should focus on forest -dependent taxa and specialists, sedentary species or 
distance-limited dispersers, and late successional species (rare and shade-tolerant). The presence of 
these species in viable populations would suggest that despite being a fragmented landscape, forest 
patches are able to support more demanding species (Broeck et al. 2017). Parameters related to the 
size of forest patches, their distribution through the landscape and edge effects could also be used to 
assess improvements in quality of these habitats after fire management (Didham and Lawton 1999; 
Hill and Curran 2003; Berry et al. 2015). 
Grasslands and wooded savannas from the CNP are affected by large, severe and frequent wildfires. 
Homogenization of fire histories through large areas can delay or prevent the recovery process, 
especially by species with low dispersal capacity. Large fires can be especially deleterious to small, 
isolated populations of small mammals, slow-moving animals or those unable to fly or with small 
home ranges causing direct mortality, increased exposure to predators, and destruction of neighboring 
potential source areas. Basically, management actions in this FMU should focus on reducing the extent 
of wildfires (particularly at the end of the dry season), maintenance of intact unburnt vegetation and 
introduction of fire heterogeneity. We suggest reducing the fire frequency close to forest patches, by 
establishing long-unburnt areas (>2-9 years) to minimize the edge-effects on these habitats. Deliberate 
burning should be conducted in the grasslands before the late dry season months with the aim of 
increasing spatial heterogeneity, such that patches of unburnt vegetation are compartmentalized 
between recently burned areas and a system of strategically placed firebreaks. It would be advisable 
to monitor populations of small mammals, ground-dwelling birds and reptiles. These species are 
particularly vulnerable to increased predation after large and severe fires (Bowman and Legge 2016). 
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In plants, obligate seeders and monocarpic species should be monitored for being more vulnerable to 
frequent fires (Noble and Slatyer 1980; Whelan 1995; Burrows et al. 2008; Figueira et al. 2016).  
 
 
Faced with the need for a consistent fire management policy, Brazilian managers and ecologists 
have discussed potential solutions especially concerned with the sustainability of savanna ecosystems. 
The key challenge is getting park authorities and local communities to work together to devise effective 
fire management processes and programs. Successful integrated fire management would result in 
reducing the number of unplanned fires and the costs involved in firefighting. It is also important to 
clearly define management objectives and appropriate fire regime thresholds for each particular 
ecosystem. To ensure that management actions are delivering benefits for sustainable long-term 
biodiversity conservation, it is crucial that continuous assessment of managed ecosystems is 
undertaken through which managers and ecologists can actively obtain knowledge about species and 
natural communities (“learning by doing”).  
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Abstract 
The progressive increase in the use of prescribed fires, as a fire management technique for the prevention 
and reduction of the impact of forest fires, demands the development of new approaches. The generation of 
interesting utilities of this technique is not only related to the control of fuel load, but also to the creation and 
maintenance of operational scenarios. Biomass harvesting possibilities to rural development have led to a 
high woody biomass accumulation increasing potential wildfire severity. Mechanical thinning and prescribed 
burning practices could be jointly used to prevent large fires. The aim of this study was to assess burning 
treatment effectiveness in a medium-term planning (12 years) following mechanical thinning from biomass 
harvesting. An econometric model was designed to predict prescribed fires costs to reduce slash fuels, and as 
a consequence, the maximum efficiency or cost-benefit, mainly in strategic management or critical focal 
points. 
Prescribed fires reduced available fuel in all fuel categories, mainly in fine dead fuel category. A cost-
benefit analysis to mitigate fire behavior was carried out using different burning severities. An efficiency 
burning management could reduce between 19.94% and 40.63% of the total costs in a medium-term planning 
(12 years). The most significant variables are related to fire severity (flame residence time) and stand 
characteristics, mainly canopy base height and remnant canopy cover. These variables allow us to predict 
costs per unit area based on different management alternatives. Managers can use this information to design 
technical prescription to achieve the targets while decomposed litter retention maintaining the soil properties 
and biodiversity under economic point of view. Understanding the most effective “burn window” should help 
better plan prescribed burning, in term of fire behavior, fuel consumption and the total budget that is necessary 
to reach the forest fires prevention and impact reduction in the forest landscapes in a medium-term planning.  
 




Prescribed fires strategically allocated could be combined with traditional forest treatments, such 
as brush clearing, thinning and pruning, to reduce extent and severity of wildfires (Agee and Skinner, 
2005). When thinning operations were made to biomass harvesting, a high load of dead fuel was 
appeared, independently of  the skidding method. Thinned forests created mosaics of canopy gaps that 
provide an increment of the wind speed based on a reduction of draw coefficient (Molina et al., 2018). 
Prescribed fire treatments can reduce the available surface fuel, mainly 1- and 10-hr dead fuel 
generated by biomass harvesting, and as a consequence, the probability to transition to crown layer. 
Prescribed fires under these biomass harvesting stands should be achieved by a "burn window" which 
included tree mortality and convective heating.    
There are some new sources of data on costs of burnings, prevention in costs or factor influencing 
the cost variability (Rodríguez y Silva, 2018). The total costs of prescribed fires includes burn 
preparation, burn, smoke management, general overhead and post-fire evaluation (Cleaves et al., 
2000). Costs can vary depending on fire complexity, objectives, operational efficiency and unit size.
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
Advances in Forest Fire Research 2018 – Page 608  
 
 In spite of one American study showed that burn objective was not a significant cost factor in 
prescribed fires (González-Cabán, 1997), the objectives of the burn could modify safety precautions 
based on fire severity (Rodríguez-Cabán and McKetta, 1986; Vega et al., 2001). Unit size is other of 
the most important factors; larger units have smaller costs. Costs also vary with the irregularity shape 
of the unit but it can be necessary in strategic management points. In stands areas, managers can incurs 
higher costs by using slower and less severe ignition techniques than head-fire.   
Assessing the cost-effectiveness of fuel treatments presents many challenges, mainly in prescribed 
fires (Omi et al., 1999). Although prescribed fire treatments generally are lower in cost than other fuel 
treatments (i.e., mechanic al thinning and pruning), fire also is more variable in its effects depending 
on fire severity. Shaded fuelbreaks must be created in the context of the landscape within which they 
are placed (Agee et al., 2000). Fuel accumulation rate frequently limits prescribed fire effectiveness to 
a short post-treatment period (2–4 years) (Fernandes and Botelho, 2003). Prescribed fire effectiveness 
should be based on the mitigation or reduction of both surface and crown fire behavior. The 
effectiveness of a prescribed fire may be obscured by forest structure, fuel moisture, weather 
conditions and ignition patterns (Van Mantgem et al., 2016). Although prescribed fires reduced surface 
fuels, it is possible that coarse woody fuel and needles may be high from branches from convective 
heating (Agee and Lolley, 2006; Molina et al., 2018).  
This work presents the results of combinations of biomass harvesting thinning and burning 
treatments. In this sense, this paper aims at developing an economic approach to identify the effects of 
prescribed fires on slash reduction based on a medium-term sampling (12 years). By extending 
prescribed fire study from the original point of fuel consumption, we have incorporated economic 




The study was conducted in 
four study areas (Riofrio area, 
Sierra Alta area, Parrillas area 
and Velefique-Senés area) 
located in southern of Spain 
(Figure 1), occupying a sampling 
area about 100 ha. They are 
located in two regional 
administrative divisions 
(Andalusia and Castilla la 
Mancha) covering three l 
administrative provinces 
(Córdoba, Almería and Ciudad 
Real). All of these provinces are 
characterized by a Mediterranean 
climate with a pronounced dry 
period and summer temperature 
usually reaches 40ºC.  
 
Figure 1 - Study areas location  
The study was undertaken in three Pinus pinaster areas (Riofrio area, Sierra Alta area and Parrillas 
area) and one Pinus nigra area (Velefique-Senés area). Differences in stand characteristics (density, 
canopy base area, crown height,...) were shown among the different study areas.  
The study area has been management from the viewpoint of forest biomass harvesting according to 
periodic thinning operations. Fire management agency tries to remove the important load of slash on 
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different stands involved in biomass harvesting using burning. Mechanical selected thinning followed 
by prescribed fire was tested in combination.  Stands were exploited at least two years before first 
burning in order to get a minimum dynamics on undergrowth fuel.  
Total costs of these prescribed fires have included burn preparation (planning redaction, perimeter 
cleaning, pruning,...), burn (ignition, safety and liquidation resources) and post-prescribed fire 
evaluation (surface and crown layers). A spreadsheet was used by forest managers to include every 
costs. While planning redaction and post-fire evaluation was valued using number of required hours 
(technicians), preparation and burn resources were valued using the official cost per hour (Andalusia 
Government). The price of gasoil was included according to a filling-station´ bill.  
 
 
The data sampling collected both environmental information and fuel variables to assess prescribed 
fire effectiveness. A random stratified inventory was made according to proportional allocation. The 
forest inventory was carried out in circular plots of 1,000 m2 across the different stands incorporating 
variables diameter at breast height, tree height and basal area. The characterization of surface fuel was 
conducted though destructive transects using the line-intercept method (Stephens and Modhaddas, 
2005). Fuel load was calculated in sampling plots with areas of 1 x 1 m showing fuel load by category 
(live and dead) and particle size (expressed in 1-, 10-, 100 h time-lag). Separate live and dead fuel by 
particle size was needed to identify fuel moisture. Each sample underwent a 72-hours drying process 
in an oven set at 70ºC, at which this time, fuel weights were constant.  
Thermocouples type k (50 μm diameter) were placed inside the surface and crown layers. We could 
obtain spread rate, maximum temperature and flame residence time from these data (Table 1). Two 
video cameras and an infrared camera were also used to determinate flame length.   
Table 1 - Equations for fire behavior modeling  
Variable Equation 
Flame length L = F / sin A    
Fire-line intensity I = (HC * AF * SR)  
Heat per unit area H = HC * AF 
where L is the flame length expressed as m, F is the flame height measured in m, A is the flame 
angle identified in º, I is the fire-line intensity expressed as kW/m, AF is the available fuel load 
measured as kg/m2, SR is the spread rate expressed as m/s, H is the heat per unit area expressed as 
kJ/m2, HC is the heat of combustion (18,500 kJ/kg) and AF is the available fuel load measured as 
kg/m2. A basic value of 18,500 kJ/kg can be used for the heat of combustion or HC (Albini, 1976). 
ANOVA  analysis and Tukey HSD test were performed to identify if significant differences (p< 
0.05) existed in the dynamics of surface fuel load by categories and canopy base height according to 
each prescribed fire. In a similar way, a temporal horizon planning of 12 years would be used to 
evaluate if significant differences (p< 0.05) existed in the economic effectiveness of each prescribed 
fire.  Multiple regression analysis was used to develop fire prescribed cost from environmental and 
burning variables. In some cases, a Principal Component Analysis (PC) allowed us to reduce a smaller 
set of variables.   
 
 
Total cost of prescribed fires in Sierra Alta area ranged from 398.43 €/ha to 1,445.5 €/ha, with an 
average value of 911.07 €/ha. While dead fuel moisture ranged from 11% (burning 2016 in Sierra Alta 
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II) to 17%  (burning 2011 in Sierra Alta II), flame length varied between 0.3-0.5 (burning 2016 in 
Sierra Alta I) to 0.8-0.9  (burning 2011 in Sierra Alta II). 
Firstly, we analyzed surface fuel in Sierra Alta I during seven years: before a first moderate burning 
(2009), five years after the first burning and before the second prescribed fire, and one year post-
second severe burning (Figure 2). The first burning did not reduce the 1h time-lag dead fuel and even 
it promoted the proliferation of live fuel (0.17 t/ha). The amount of 10h time-lag dead fuel varied 
significantly after the first burning. At the second burning, all of the categories decreased in relation 
to the rest of the temporal monitoring. 
 
 
Figure 2 - Temporal evolution of surface fuel model in Sierra Alta I 
We analyzed surface fuel in Sierra Alta II during six years: before first moderate burning (2010), 
four years post-first burning and before the second severe prescribed fire, and one year post-second 
burning (Figure 3). The first burning reduced dead fuel, mainly the 10h time-lag fuel. There were not 
significant differences between before and after the second prescribed fire in relation to 1h time-lag 
dead fuel. In this case, live fuel appeared before the second burning (0.08 t/ha).   
 
Figure 3 - Temporal evolution of surface fuel model in Sierra Alta II 
The crown layer was evaluated based on canopy base height and crown scorch o crown reduction 
(available fuel load on canopy for crown fire). In Sierra Alta I, while a low crown height was affected 
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by convective heating in the first burning, more than 50% of the crown was affected in the second 
burning (Figure 4). Canopy base incremented from 3 m to 7.12 m after the second burning.     
 
Figure 4 - Temporal evolution of crown fuel model in Sierra Alta I 
In Sierra Alta II, there was a smaller affected crown height (less than 5% of the crown) than in 
Sierra Alta I. However, in the second burning treatment the crown scorch increased at 64.24% (Figure 
5). Therefore, canopy base height was higher than in Sierra Alta I after the second burning.  
 
 
Figure 5 - Temporal evolution of crown fuel model in Sierra Alta II 
In some severe convective prunings (burnings with crown scorch upper than 50%),  the reduction 
of canopy cover promotes the proliferation of live and very flammable fuel. In only one year, 
understory grew 0.08 t/ha due to the sun exposure because of the affectation of 64.24% of the tree 
crowns (Sierra Alta II) (Figure 6). In Parrillas area, live fuel grows exponentially (Figure 7), reaching 
its maximum development in a severe burning where remnant canopy cover was lower than 40%. In 
three years, live fuel increases to 3.64 t/ha modifying the original fuel model (needles fuel model to a 
understory fuel model). Therefore, in Parrillas area, a higher tree mortality has been identified by more 
Crown scorch (%)
Canopy base height (m)
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severe burnings (higher flame residence times). In this sense, tree mortality ranged from 6.37% (light 
burning) to 27.47% (severe burning). Although biomass harvesting thinning was similar, and as a 
consequence, the remnant canopy cover (47.18% and 48.69%, respectively), tree mortality promoted 
gaps where live fuel was established, modifying the original fuel model. Furthermore, it highlights the 
better condition of Pinus pinaster regeneration in light burning (3,392 seedlings/ha) than in severe 
burning (633 seedlings/ha) after three years.    
 
Figure 6 - Temporal evolution of two different burnings according to its fire severity  
 
Figure 7 - Temporal evolution of severe burning in Parrillas area 
Significant differences were found in Riofrio area under three different fire severities (Table 2). In 
this area, tree mortality ranged from 0.94% (similar to 0.63% of natural area) to 12.21% according to 
fire severity (Figure 8). Live and flammable fuel increased between 25 and 35% in more severe 
prescribed fires in only three years due to the canopy gaps.   
Table 2 - Fuel load generated by three different fire severities in Riofrío area  
Fuel type Severity A Severity B Severity C 
Needles (t/ha) 5.37a 4.37a 7.46b 
1h time-lag (t/ha) 1.09a 0.77b 1.43c 
10h time-lag (t/ha) 0.44a 0.70b 1.45c 
100h time-lag (t/ha) 1.64a 0.40b 1.35a 
Live fuel 0a 0.32b 0a 
Total 8.55a 6.57a 11.70b 
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Figure 8 - Temporal evolution of severe burning in Riofrio area. Tree mortality and the proliferation of live fuel in 
three years can be observed  
In Velefique-Senés area, most of the preliminary results were tested and validated. We can note the 
lower difference in the remnant condition of the surface and crown fuels due to canopy base height 
and the large presence of dead fuel before the burning. In this area, prescribed fire costs increases to 
1,040-1,400 €/ha with perimeter treatment without inclusion.  
 
 
Despite the surface fuel reduction was very high in all  burnings (ranging from 59.07% to 86.18%), 
needles and coarse woody fuel fell from canopy due to the convective heating (Agee and Lolley, 2006). 
Fire severity was one of the most important parameter in prescribed fire effectiveness (Van Mantgem 
et al.. 2016). When the first burning severity was moderate, a large of amount of needles fell on the 
ground (Sierra Alta I) showing a fuel load close to the original fuel model in six years. In these cases, 
it is necessary a second burning in a short-term period to mitigate crown fire probability. On the other 
hand, if fire severity is lower, the burning treatment may be effective six years later. Although the most 
efficient "burn window" was identified by a litter moisture ranged from 9% to 15%, (Molina et al., 
2018),  it only considered surface fuel consumption. If we took into account the convective heating 
and pruning generated to canopy trees, these conditions would be reduced between 13% and 15%. 
Litter moisture upper than 15% did not reach the reduction targets of the burning, and as a 
consequence, it limits prescribed fire effectiveness.  
All canopy cover changes, mainly stand density and canopy cover fraction, have provided an 
increment of the wind speed based on a reduction of draw coefficient. The wind speed was taken from 
two anemometers. located at treeless area and inside of each burn the day before burning without 
influence of fire and smoke. Drag coefficient ranged from 0.34 to 0.55 for the studies areas based on 
stand density and crown condition at the burning moment. Changes in drag coefficient have a direct 
influence in spread rate. and as a consequence. in fire-line intensity. Changes in dead fuel moisture 
were only observed by the comparison between canopy covers less than 75% and canopy covers were 
higher than this reference value.      
Prescribed fire effectiveness was identified based on the mitigation or reduction of both surface and 
crown fire behavior. Prescribed fire treatments reduce the available surface fuel mainly 1- and 10-hr 
dead fuel generated by biomass harvesting. However, coarse woody fuel and needles were fallen from 
branches increasing the surface fuel load in a medium term planning. If the amount of canopy fuel on 
the ground is high, other burning should be made to mitigate the probability to the transition to crown 
fire. This fact increases considerably the costs of prescribed fires in a medium-term planning. We used 
Visual Behave software (Figure 9) to analyze the effects of prescribed fires on fire behavior. If the 
transition from surface fire to crown fire is not possible (Van Wagner, 1977), burning treatment was 
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considered effective. Nevertheless, surface fire behavior was simulated taken into account that flame 
length should be lower than 2.5 m and spread rate should be lower than 7.5 m/min.   
 
Figure 9 - Simulation of the effects of prescribed fire using Visual Behave software 
A temporal planning of 12 years was used according to the context of the landscape within the 
duration of two periodical fire planning in Spain. Some studies limits prescribed fire effectiveness to 
a short post-treatment period (2–4 years) (Fernandes and Botelho. 2003). In our approach, this 
effectiveness varied based on burning behavior and stand characteristics. The cost-benefit of a 
prescribed fire planning in a medium-term (12 years) may be obscured by flame residence time, canopy 
base height and remnant canopy cover of the first burning. However, flame residence time is very 
difficult to measure "in situ" because of the smoldering process. In this case, we have modified the 
original model in spite to reduce its coefficient of determination and to increase the standard error 
including variables most easy to collect in field burnings. The final cost of prescribed fire management 
in a medium-term planning responds to the following econometric equation: 
Cost fire planning (€/ha) = α1 FS1 + α2 CBH1 + α4 CC1 + α5 FS2     (1) 
where FS1 is the fire severity classified based on 4 levels according to flame length (m) and spread 
rate (m/min) in the first burning, CBH1 is the canopy base height before the first burning, CC1 is the 
canopy crown cover (%) between six and nine months after the first burning, FS2 is the fire severity 
classified based on 4 levels according to flame length (m) and spread rate (m/min) in the second 
burning. 
As an example of the econometric model application, we have analyzed the cost of prescribed fire 
management for two real alternatives of burning of four areas based on its fire severity and according 
to stand characteristics (Table 3). There were significant differences in Parrillas, Riofrio and Sierra 
Alta areas between one and another alternative of management. In this sense, cost reduction ranged 
from 454.39 €/ha to 936.14 €/ha. However, costs of Velefique-Senés area were very similar based on 
the low canopy base height, the higher fire vulnerability of Pinus nigra and the high decomposed litter 
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Table 3 - Cost of prescribed fire planning (12 years) for the study areas  








Parrillas Area 2,303.89 1,367.75 40.63 
Riofrio Area 2,278.82 1,824.43 19.94 
Sierra Alta Area 2,541.87 1,630.8 35.84 
Velefique-Senés Area 2,432.82 2,407,75 1.03 
The use of Geographic Information System (GIS) and fire simulators in fire prevention planning 
provides flexibility when finding strategy locations to prescribed fires and increases the dynamisms of 
periodical planning in the case of use different alternatives. The optimal selection of prescribed fire 
planning increases the economic efficiency of preventive treatments under a worldwide scenario of 
budgetary constraints. In this sense, in some biomass harvesting areas (Parrillas, Riofrio, Sierra Alta), 
an efficiency management could help to facilitate an increase between 19.94% and 40.63% of the 
preventive treated area in a medium-term management.  
 
 
Given the current budgetary constraints, measures for economic efficiency acquire a keystone role. 
In this sense, an adequate management of prescribed fires requires the medium-term monitoring of the 
surface and crown fuels. Prescribed fires on biomass harvesting scenarios could fulfill a meaningful 
fire prevention function based on fuel consumption and economic efficiency of burning treatment. 
This research provides a easy tool to evaluate in a medium-term period how to invest the available fire 
resources. It aids managers in developing prescribed fire planning in a sustainability and efficient way 
to mitigate potential fire impacts.      
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Abstract 
In this work the radiative and convective heat exchanges between a fireman and the fire front and wind is 
made. In the radiative heat exchanges the Mean Radiant Temperature value, using the Human Thermal 
Response, is applied and in the convective heat exchanges the air velocity value, using the Computational 
Fluid Dynamics, is used. 
In this work the fireman, equipped with special protective clothing, is located 5 m from the flame, with a 
height of 2 m and a length 10 m, subjected to wind with air velocity of 5 m/s. The flame temperature is 1000 
ºC, the air temperature is 20 ºC and the relative humidity is 50 %. In the paper the air velocity and the Mean 
Radiant Temperature around the fireman and the tissue and clothing temperature are calculated. 
 




This study is a continuation of Conceição (2002), Conceição et al. (2006) and Conceição and Viegas 
(2010). In the previous works the radiative heat exchange was considered, using the Human Thermal 
Response, however in this work the convective heat exchange, using the Computational Fluid 
Dynamics, is also considered. 
In Conceição (2002), Conceição et al. (2006) and Conceição and Viegas (2010) a numerical model, 
that simulates the human and clothing thermal responses, in steady-state and transient conditions, is 
used. This numerical model calculates not only the temperature field in the human body tissue, arterial 
and venous blood and clothing, but also the blood and tissue mass distribution in the human body and 
the water mass distribution in body skin surface and clothing. It also calculates the convective, 
radiative and evaporative heat exchanges, between the body and the environment and the Predicted 
Percentage of Dissatisfied people. This model considers the human body divided in 35 cylindrical and 
spherical elements, being each one sub-divided in 12 layers, which could be protected from the external 
environment through some clothing layers. This computational model is based on the energy balance 
integral equations for the human body tissue, blood and clothing as well as mass balance integral 
equations for the blood and transpired water in the skin surface and in the clothing. A thermoregulatory 
system model was implemented in order to control the human body tissue temperature. 
In Conceição (2002) the present numerical model was used to study the fireman thermal sensation 
nearby a fire front. In the three analyzed situations, the radiant temperature, body skin and clothing 
temperatures and transpired sweat rate field were calculated. The more uncomfortable situation was 
verified when the fireman is localized in front to the fire central area and distanced 5 m from the 
flames, being the allowable exposure time, for a non-acclimatized subject with the warning criteria, of 
4.5 hours. It was suggested that is important to use special protective clothing, to dispose of 
experimented firemen and to respect the maximum exposure time allowable. During the fire extinction 
was suggested that the distance between the fireman and the fire front should be the highest possible. 
.
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It was also suggested that the fireman should avoid being located in front to the flames central area. 
In Conceição et al. (2006) a numerical model, that simulates the human and clothing thermal 
responses, in steady-state and transient conditions, were used to study the fireman thermal sensation 
nearby a fire front. This numerical model was used to evaluate the thermal sensation that a fireman, 
equipped with special protective clothing, is subjected nearby vertical flames, with a height of 2 m and 
10 m of length. In this theoretical study the fireman was placed 5 m distanced from the flames and 
localized in front to the flames central area. The body and clothing temperatures, the radiant 
temperature, the heat and mass fluxes fields and the comfort levels were calculated. The influence of 
the clothing thickness and the special protective clothing emissivity coefficient reduction, in the 
fireman thermal comfort sensation are analysed. 
In Conceição et al. (2006) a numerical model, that simulates the human and clothing thermal 
responses, in steady-state and transient conditions, were used to study the fireman thermal sensation 
nearby a fire front. This numerical model was used to evaluate the thermal sensation that a fireman, 
equipped with special protective clothing, is subjected nearby vertical flames, with a height of 2 m and 
a length of 10 m. In this theoretical study the fireman was placed 5 m distanced from the flames and 
localized in front to the flames central area. The body and clothing temperatures, the radiant 
temperature, the heat and mass fluxes field and the comfort levels were calculated. The influence of 
the clothing thickness and the special protective clothing emissivity coefficient in the fireman thermal 
comfort sensation was analysed. The theory used to evaluate the fireman thermal comfort is based in 
the extension of the PMV model. This extension, used in warm environments, combines the “static” 
PMV model and the adaptive model. The idea is to use the traditional PMV model, that considers the 
human body thermal balance, and the expectations verified in the adaptive model. It was verified that 
the Predicted Percentage of Dissatisfied people slightly increases when the clothing thickness increases 
and decreases when the special protective clothing emissivity coefficient reduces. 
In Conceição et al. (2010) the radiative heat exchanges between the fire front and the firemen is 
made. In the radiative heat exchanges the Mean Radiant Temperature method, with correction, is 
applied. The Mean Radiant Temperature, the body and clothing temperature field and the Predicted 
Percentage of Dissatisfied people for two firemen placed perpendicularly to the fire front are 
calculated. In this work the radiative heat exchanges between the fire front and two firemen is 
evaluated. In the radiative heat exchanges the Mean Radiant Temperature method, with correction, is 
applied. The Mean Radiant Temperature, the skin and clothing temperature and the Predicted 
Percentage of Dissatisfied people are evaluated. The fireman located behind is protected to the fire 
front by the fireman located in front. In accordance with the obtained results the radiant protection, 
promoted by the fireman located in front, with a Predicted Percentage of Dissatisfied people of 25 %, 
reduces the Predicted Percentage of Dissatisfied people, that the fireman located behind is subjected, 
for 18.1 %. 
 
 
In the Human Thermal Response and in the Computational Fluids Dynamics numerical models the 
human body is divided in 25 elements (see figure 1): the head, the neck, the trunk divided in three, the 
arms divided in four, the hands, the legs divided in four and the feet. Each element is sub-divided in 
12 cylindrical or spherical layers and could be still protected of the external environment through some 
clothing layers. In the Human Thermal Response numerical model the elements are cylindrical or 
spherical, while in the Computational Fluids Dynamics numerical model the elements are boxes. 
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Figure 1 - Scheme of the human body divided in 35 elements. Each element divided in 12 slices and protected by 
clothing layers and the skin divided in 7 layers. 
 
 
This numerical model was used to evaluate the radiative and convective heat exchanges between a 
fireman and the fire front and wind, nearby a vertical flame, with a height of 2 m and 10 m of length, 
and subjected to wind boundary layer. 
In this simulation the flame temperature is 1000 ºC and the air mean temperature, velocity and 
relative humidity are, respectively, 20 ºC, 5 m/s and 50 %. In the Mean Radiant Temperature calculus 
the human body external surface was divided in 1256 infinitesimal areas, while the vertical fire front 
in 126 infinitesimal areas. In the simulation the activity level considered was 165 W/m2, while the 
clothing level was 3 Clo. 
In figure 2 the tridimentional fireman geometry used in the Human Thermal Response numerical 
model is presented, while in figure 3 the tridimentional localisation of the fireman in front to the flame 
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Figure 2 - Tridimentional fireman geometry used in the 
Human Thermal Response numerical model. 
Figure 3 - Tridimentional localisation of the fireman in 
front to the flame used in the Human Thermal Response 
numerical model. 
In figure 4 the tridimentional fireman geometry used in the Computational Fluids Dynamics 
numerical model is presented, while in figure 5 the tridimentional localisation of the fireman in front 
to the flame used in the Computational Fluids Dynamics numerical model is shown. 
 
  
Figure 4 - Tridimentional 
fireman geometry used in the 
Computational Fluids 
Dynamics. 
Figure 5 - Tridimentional localisation of the fireman in front to the flame used 
in the Computational Fluids Dynamics. 
In both figures the flame front is located in front to the fireman. In figure 5, used in the 
Computational Fluids Dynamics, the inlet air velocity is represented by yellow colour, in the plan XZ, 
while the outlet air velocity is represented by red colour, in the plan XZ. 
 
 
The mathematical model is based in the Computational Fluids Dynamics and the Human Thermal 
Response. The two numerical models work in a coupling methodology. 
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The human body thermal system is based on the energy and mass balance integral equations. The 
first one is developed for each tissue layer and for the arterial and venous blood, of each human body 
element. In the second one is developed, also in each element, the mass balance integral equations for 
the blood and for the transpired water in the skin surface. 
 
The thermoregulatory system, used in the control of the human body temperature, is constituted by: 
heat transport from internal to external tissue, heat loss by evaporation and additional heat through 
shivering (see Stolwijk, 1970). 
 
The environmental variables that the model consider are the air velocity, temperature, relative 
humidity and Mean Radiant Temperature. 
 
The radiant heat exchanges by long wave phenomena are calculated, in this work, using the Mean 
Radiant Temperature method (Fanger, 1970), with correction. The Mean Radiant Temperature 
method, with correction, considers not only the heat exchanges between the human body sections and 
the surrounding surfaces, but also the heat exchanges between the human bodies sections of each 
occupant and between the human bodies sections of different occupants. The Mean Radiant 
Temperature method, with correction, calculates, step by step, the Mean Radiant Temperature, using 
the human body and surrounding surfaces temperatures, calculated in each iteration, and the pre-
calculated view factors. 
In the methodologies used in view factors determination each human body element or surrounding 
surfaces, with inclinations, dimensions and temperatures equal to the respective body or surrounding 
section, are divided in infinitesimal areas. 
In the radiation by long wave phenomena calculus are also considered the shading effects that the 
body elements surfaces promote in each element. 
 
The CFD numerical model considers the three-dimensional turbulent airflows under steady-state 
and non-isothermal conditions. The numerical model solves the partial differential equations (using 
the finite volume method), namely, the mass continuity equation, moment equations (three-
dimensional air velocity), energy equation, turbulence kinetic energy equation and turbulence energy 
dissipation rate equation (using the RNG turbulence model). This numerical model is used to evaluate 
the airflow around the fireman (three-dimensional components of air velocity; omnidirectional air 
velocity, air temperature, air pressure, turbulent kinetic energy and turbulent energy dissipation rate). 
In the CFD numerical model each virtual fireman is based on 25 boxes elements. 
 
 
In this paper the Mean Radiant Temperature and the air velocity around the fireman are calculated. 
In the first one is used the Human Thermal response model, while the second one is used the 
Computational Fluids Dynamics model. 
In figure 6 is presented the Mean Radiant Temperature that the fireman are subjected in the different 
human body sections, while in figures 7 and 8 are presented, respectively, the air velocity that the 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
Advances in Forest Fire Research 2018 – Page 622  
 
fireman are subjected in a plan parallel to the airflow and the air velocity that the fireman are subjected 
in the different human body sections. 
 
Figure 6 - Mean Radiant Temperature, MRT, that the fireman is subjected in the different human body sections. 
The fire front and the surrounding environment influence the Mean Radiant Temperature. The 
environment influences a higher area than the fire front, while the fire front influences the higher 
temperature than the fire front. In accord to the obtained Mean Radiant Temperature results, is verified 
that: 
- The Mean Radiant Temperature around the fireman is symmetrical; 
- The Mean Radiant Temperature is highest in the abdomen area; 
- The Mean Radiant Temperature is higher in the upper members than the lower members; 
- The Mean Radiant Temperature is smallest in the feet area. 
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Figure 8 - Air velocity that the fireman is subjected in the different human body sections. 
The airflow around the fireman guarantees a deflection in the amount area and a recirculation in 
downstream area. The deflection promotes a stationary area. In accord to the obtained air velocity 
results, is verified that: 
- The air velocity is higher in the right side than in the left side; 
- The air velocity is higher in the head and trunk area than in 0the members. 
 
 
In this work the radiative and convective heat exchanges between a fireman and the fire front and 
wind is made. In the radiative heat exchanges the Mean Radiant Temperature is calculated, in the 
convective heat exchanges the air velocity is evaluated. 
When the fireman is located 5 m from the flame, with a height of 2 m and a length 10 m, the Mean 
Radiant Temperature is highest in the abdomen area, is smallest in the feet area and is higher in the 
upper members than the lower members. However, when the fireman is subjected to wind with air 
velocity of 5 m/s, in the right site, the air velocity is higher in the right side than in the left side and is 
higher in the head and trunk area than in other members. 
In future work the radiative and convective heat exchanges, between a fireman and the fire front, 
that the fireman are subjected, will be used simultaneously in order to evaluate the human 
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The maturity of the technologies for the guidance and control of UASs allows proposing innovative 
operational options such as the ability to spray (a liquid) or spread (a powder) a significant amount of an 
agent of any sort at a pre-established point in the atmosphere. This is the case of NITROFIREX, an innovative 
project that integrates available technologies from the defence industry to achieve this operational capability. 
Of all possible applications the forest-fire fighting is where NITROFIREX places its highest priority. This is 
because of the ecological damage these fires bring forth, the cause social alarm they generate and the human 
and economic losses that take place whilst fighting them. NITROFIREX at last offers the long awaited night-
time fire fighting capability and also allows direct support to the ground crews in their relentless fight against 
forest fires.  
The ability to transport large amount of payload in the minimum time to the area of operations is performed 
by heavy transport aircraft or helicopter (Launcher Aircraft L A) designed to do this at the most efficient 
economical way.  What NITROFIREX does is to transport this payload from the transport aircraft / helicopter 
to the programmed release point. This is achieved by using unmanned Autonomous Gliders Containers, 
AGCs that are released through the rear ramp of the LAs. The AGCs fly autonomously to the programmed 
release point in the source of the fire realizing their contents with utmost precision and then returning to base 
for reuse. Once the AGG drops the extinguishing agent it performs its escape manoeuvre using its remaining 
speed and big weight loss to attain as much altitude as possible.  Upon reaching the highest point it returns to 
its base of operations, empty now, so as to be reused as soon as possible. The base of operations is an airport 
close to the fire to which the NitroFirex system is moved when called for. 
The amount of countries hit by forest fires is numerous. The heavy financial and human losses generate 
social unease and political concern. The impact on the environment incurs in a direct manner in harm to 
biodiversity and indirectly with the release of big amounts of carbon dioxide into the atmosphere. 
Paradoxically in the sector of aerial fire fighting no modern aeronautic technologies have been implemented 
up to now, especially if we compare it to all other sectors of aviation where the innovations have been really 
significant. Because of all that has been mentioned the NITROFIREX project raises the application of modern 
technology in the aviation sector with the goal to improve to improve the operative efficacy, the economical 
efficiency, the crews flaying safety and above all to offer night-time operation, which is the main shortcoming 
of current aerial means.  
For further information see 3 min YOUTUBE video link: 
https://www.youtube.com/watch?v=MTOjTWSHR64&feature=youtu.be  
 
Keywords: Drones, night-time, aerial, forest, fire fighting, AGC's, launcher aircraft 
 
 
It may be the controversial climate change or perhaps human pressure on the natural environment 
but the fact is that, year after year, alarming reports of devastating forest fires monopolize the media. 
During all he last summers we saw how catastrophic fires razed through the U.S.A., Portugal, Canada, 
Spain Indonesia, Russia, Bolivia, Israel, India, Australia and Greece stood by helplessly before the 
devastation of their natural heritage. In the coming years, and this is unfortunately more than likely, 
we shall have to continue suffering from this modern plague that is ravaging our forests. 
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In facing this bitter reality, it is necessary to ask whether political, economic and technical levels 
are contributing in finding solutions, or at least methods to efficiently avoid and relieve these disasters. 
Unfortunately, the answer is a very clear and definite negative.  
According to estimates from the Intergovernmental Panel on Climate Change (IPCC), forest fires 
create between 14 to 20% of all CO2 projected into the atmosphere annually.  
On the other hand, all the activity of commercial aviation worldwide causes only 2% of all the CO2 
emission. For example, the European project CLEANSKY has a budget estimated at 1,600 millions of 
Euros in order to reduce this 2% to 1% by obtaining a higher efficiency of engines, the employment 
of biofuels, intelligent wings and the reduction of weight, etc.   Paradoxically, very little technological 
effort is being put into research regarding the elimination or the reduction of the 14-20% emission of 
CO2 that results from wild fires and, above all, the lack of research into aerial fire extinction - the most 
versatile and effective method to fight fires.  
In the face of the social alarm, political upheaval and vast economic losses engendered by these 
wildfires, why is it that so few technical resources are available to fight these fires with the greatest 
efficiency possible? Why, for example, having at our finger tips technology that literally allows us to 
place a guided bomb carrying 200 or 300 kilos of explosives and fired from a warplane some dozens 
of miles away through a window? (Figure 1) Why can’t we use the same technology to drop, 
throughout the night, loads of 2,000 to 3,000 litres of water continuously over a burning forest? 
 
Figure 1 - Guided/guided bomb striking a target 
Why is it that an aeronautical sector, which internationally moves thousands of millions of $/€, is 
still confined to using methods, techniques and procedures developed some 60 years ago in extreme 
high risk operations for their crews? Why not integrate available technology and develop the capacity 
to drop more fire extinguishing agents in less time, but above all, to be able to do so at night. Have we 
forgotten that the inability to fly at night is the greatest operative lack in present-day fire fighting? 
 
 
The developing technologies in the control and guiding of RPAS allow for the development of 
innovative operational options, such as the possibility of ‘spraying’ (a liquid) or ‘scattering’ (a 
powdered solid) an important amount of extinguishing agent from a programmed point in the 
atmosphere.  
This is the case of NITROFIREX, an innovative project that integrates the industrial technologies 
of the Defence Force in order to attain an operative capability that could be applied in the battle against 
wildfires, to combat against an atomic, chemical or biological emergency, to operate with 
meteorological phenomena (inducing rain, avoiding hail, dissipating fogs), to fight against plagues or 
to sow in remote or inaccessible regions and also the fumigation of drug plantations at night. 
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Discarding all these possible applications, and due to the ecological harm caused, the social alarm 
generated as well as the human and economic losses that they bring forth, the project that NitroFirex 
is developing with maximum priority is the one to combat wildfires. For that very reason NitroFirex 
is concentrating on its night time operations as an indispensible and necessary complement to aerial 
means already in use during daytime. Heavy transport planes or helicopters will be responsible for 
moving great quantities of useful cargo (extinguishing agents in the case of wildfires) to the operative 
zone. These planes / helicopters are designed to transport at great speed big quantities of cargo at a 
cost per unit far lower to that of a smaller plane or helicopters. 
This is the NitroFirex proposal: Launcher Aircraft (LAs), heavy cargo aircraft equipped with a rear 
ramp or medium/heavy helicopter (Figure 3 and 4), will be employed to transport the NitroFirex 
Airborne Glider Containers (AGCs) already containing around 2,500 litters of payload to the 
programmed drop zone (Figure 2).  
The LA will then launch the AGCs from the rear ramp in a programmed sequence (Figure 3) or one 
by one hanged like a bucket-bamby from a helicopter (Figure 4). Once released, the AGCs will 
automatically homing onto their programmed target area within the drop zone and, with great accuracy, 
drop their load in the core of the fire. Once the drop of the fire-extinguishing agent on the fire has 
taken place, these containers return to base performing an “escape” manoeuvre from the danger zone 
by taking advantage of the great and sudden loss of weight as well as the extra speed.  
 
Figure 2 - NitroFirex AGC,s configurations (on board, flaying/dropping, landing or on ground) 
Then the empty NitroFirex AGC begins its autonomous return to the operations base of the LA 




Although, as we have seen in the previous paragraph, the concept has wide applications, NitroFirex 
is, first and foremost, a completely innovative project focused on nighttime aerial wildfire fighting. 
The main element used is the AGC, launched at medium altitude (six to ten thousand feet), from the 
rear ramp of the cargo bay of a medium/heavy transport aircraft, (Figure 3) (such as the C-295, C-27J, 
C-130 Hercules, AN-12, KC-390, A400M, IL-76, C-17 or even aircraft with greater cargo capacity), 
or from any medium/heavy helicopter hanging like a bucket (Bamby) (Figure 4) (such as Eurocopter 
models H-225, H-215 H-175, Bell models B-412, B-214, B-212, or Sikorsky models S61, S65, S70 or 
the Kamov 32 between others), which perform as the LAs.  
These containers, loaded with a fire-extinguishing agent, are capable of gliding in their initial phase 
and are equipped with a guidance system (satellite, inertial, infrared or even laser). They fly 
automatically into the fire zone and drop their load, in sequence and with great accuracy, on the 
targeted area over the flames (Figure 5). 
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Figure 3 - Launching of AGSs from the LA (heavy cargo transport) at night  
 
Figure 4 - Launching of AGSs from the LA (heavy cargo helicopter) at night 
For safety, but also economic reasons, the AGCs are recoverable. Once the drop of fire-
extinguishing agent on the fire takes place, the AGCs perform an escape manoeuvre from the danger 
zone. Taking advantage of the great and sudden loss of weight as well as the surplus speed, the empty 
glider container is transformed, thanks to the previously activated small engine that propels it, into an 
RPAS and returns autonomously to the operation base of the LA where it can be swiftly reused. In its 
guided bomb role, the glider container flies no more than 90 seconds from the LA to its target over the 
fire.  
When compared to a guided bomb, it carries a bigger payload and has more wing surface, but with 
an equal gliding and guide capacity. After concluding its ‘escape’ from the target area and until it lands 
at the LA.s operation base, it navigates at night as a RPAS at 500 feet above ground level and attains 
speeds of up to 70 Kts (Figure 6). 
By no means does NitroFirex want to substitute current aerial means whose efficiency in daytime 
operations has been demonstrated over decades. The truth is that NitroFirex aims to be their night-time 
counterpart in order to achieve H-24 aerial combat against wildfires (24 hour non-stop fighting) and 
to make use of, as the toiling ground crews well know, the better weather conditions that the night 
usually has to offer (less turbulence and wind, lower temperature and higher humidity).  
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Figure 5 - AGCs dropping fire agents Extinguishing on 
the fire 
 
Figure6 - Coordinated autonomic return and Landing at 
the LA,s operation base 
In the next Figures 7, 8 and 9, one can analyse these advantages from:  
1º the operative point of view: litters launched per hour of the operation in function of the distance 
from the LA ops base to the forest fire.  
 
 
Figure7 - Dropped water per hour of operation 
2º The economic point of view: litters launched per flight hour and the cost of the dropped litter in 
function of the distance from the LA ops base to the forest fire. 
 
Figure 8 - Dropped water per flight hour. 
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Figure 9: Cost of dropped water as a function of distance 
 
 
Because of the great cargo capability and the increased deployment speed that the LAs offer, a new 
operational model will have to be put into use. This will include a regional operational base that could 
be situated in a strategic site in accordance to the operations area.    Should a supranational operation 
come to be, the ideal base that would cover, for example, the Mediterranean Basin would be Marseille 
in France. Since the NitroFirex operation is nocturnal, we can assure that under normal conditions, at 
least half a day would be needed to detach the LA to any “available runway” in any country (Figure 
10).  
The AGCs are transported from the “regional operational base” to the “mission base” (airport, air 
base or aerodrome closest to the fire). Two sets of empty AGCs are stacked on two levels in a ‘rack’ 
or specifically designed shelving in the cargo hold of the LA (Figure 11).  
Later, during the mission this ‘rack’ will be used for the fast turn-around (pre-flight check, fuelling, 
loading of extinguishing agent and re-stacking) of the AGCs returning from the fire zone. Once a 
wildfire alarm has been activated, the LA fly from their regional base to the detachment base, the 
airport closest to the fire, where the operation begins by downloading the rack of empty AGCs and the 
rest of the necessary equipment so as to proceed with the final preparation. The first set of AGCs (on 
the lower level of the ‘rack’) are filled with the extinguishing agent and are once again stacked in the 
LA leaving them ready for take off at dusk. 
 
Figure 10 - Proposed base at Marseille in France in the Mediterranean Basin for a supranational operation. 
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Figure 11 - Rack operations of the AGCs.  
As night falls they fly to the fire zone and, coordinated by the ground teams who provide direct 
support, the LAs begins launching the AGCs in groups with a 90º ‘angle off’ to the fire front, the goal 
being that at the moment of leaving the LA the AGCs make a 90º turn, so that when several AGCs 
leave the LA they can form up in a “trail” formation and attack the fire.  
The extinguishing agent is dropped over the area preselected by the fire management officer. In 
order to maximize the extinguishing effect the drops are overlapped. Once the first set of AGCs have 
left the LA, it returns to base to load the second set of AGCs so it can then return to the fire area in 
order to continue the attack on same fire or to attack more than one fire simultaneously. The AGCs 
autonomously return to mission-base after each drop. For example, one could consider an operation of 
an A-400 with a cargo capacity of 12 full AGCs.  
Flying to the mission-base with a ‘rack’ holding 24 empty in each flight 12 containers filled with 
the extinguishing agent and rapidly returns to load the next 12. 
In the case of the A-400, the 
cargo load of each AGC would 
be 2,583 litres, which means 
that a single flight of an A-400 
would be approximately 
equivalent to 6 drops of the 
Canadair CL-215/415. At a 
distance of 120 km (65 nm) 
between the mission base and 
the fire zone an A-400 can 
perform 9 flights in one night 
dropping 12 AGCs with each 
flight. 
According to operative 
analyses carried out by 
NitroFirex, and assuming the 
loading and stowage 
coefficients for the AGCs, one 
can establish that having one 
LA and its two sets of AGCs 
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detached to a mission base within 120 km (65 N.M.), the operation over the fire zone would be non-
stop.  
The LA turn-around at mission base for loading the AGCs would ensure a relentless dropping of 
water over the intended targets (Figs. 12 and 13).  
 
Figure 13 - NitroFirex mission analysis 65 N.M. airport radius Coordination and Safety 
Those dedicated to aerial fire fighting know the importance of ground/air coordination to ensure an 
efficient and safe operation. With this objective in mind NitroFirex the implementation of new 
operative protocols and rules of communication with ground crews that are needed to adapt to the 
requirements of this project. 
It should be the fire management officer who maintains radio contact with the LAs and the mission-
base to coordinate the whole operation, principally the waiting points of the LAs as well as the 
approach routes and drop points of the AGCs.  
At night it becomes very important that the ground crews can see the approach and the drop from 
the AGCs. For that reason, apart from the standard lights of all aerial vehicles (navigation, Beacon, 
strobe and logo lights), the NitroFirex are equipped with lights illuminating the fuselage as well as 
powerful headlamps. These headlamps are aimed forwards so that ground crews will be able to see 
them in the far distance and calculate the speed of approach to the drop point. Therefore, ground crews 
will be able to very clearly see the approach, the actual drop and its effect on the fire as well as the 
AGCs departure from the drop point. 
In any type of aerial operation safety is of primordial importance at the time of planning, something 
to which NitroFirex is not indifferent. Consequently, the NitroFirex in their approach to the drop, as 
well as in the recovery phase to mission base, will have their flight parameters programmed and will 
accomplish them automatically and autonomously. Nonetheless, the safety concept of ‘a man in a 
loop’, in the case of having to abort the drop or reprogram the recuperation route, has been considered 
fundamental for the safety of the operation. 
Therefore, during the approach phase, the NitroFirex will be capable of manually or automatically 
aborting their approach to the drop point, releasing their cargo at the abort point and then proceeding 
automatically into the escape and recovery phase. Should the flight trajectory deviate from the one 
established or an unexpected event occurs during the approach to the drop point and it becomes 
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advisable not to continue, the abort can be manual, carried out by the fire management officer or by 
AGCs operators at LA or at mission-base. The NitroFirex AGC can automatically abort if its flight 
path does not match with what had been programmed or if it approaches the ground and/or a non-
desired location. 
In any case, the AGCs never reaches the ground filled with extinguishing agents, because if any 
thing deviates from what was programmed the cargo is immediately released and it then moves into 
the recovery phase. 
 On the other hand, the return route of the AGCs to mission base will be programmed for the 
night (they have all day to do it), at 500ft or less and over uninhabited areas. Should, by any chance, 
the AGCs engine have a flameout or any other malfunction, during the return it is equipped with a 
parachute and an airbag, which opens up automatically and that allows for a ‘soft landing’, minimizing 
any possible damage on ground to persons or goods. 
 
 
Today, the great stumbling block in operating RPAS in purely civilian aerial operations is the 
regulations controlling the airspace where both manned and unmanned aircraft could operate safely 
and this regulation also has to ensure the safety of goods and persons on ground and his privacy. For 
promoting the development of such rules and regulations at European level the ESA (European Space 
Agency) established the operation of RPAS. Considering the broad range of operations and types of 
drones, it is proposed to establish 3 categories of operations and their associated regulatory regime: 
Open, Specific and Certified.  
OPEN are those RPAS that basically operate in ‘Visual Line of Sight’ conditions, that is to say that 
at all moments there is visual contact between the vehicle and the operator. The operator’s 
responsibility is to avoid any situation that could endanger any other aerial vehicle (manned or 
unmanned) or properties or persons on the ground and also is his responsibility to safeguard the 
citizen’s privacy. The regulations of this category is responsibility of the different states of the 
European Union and the MTOW of the RPAS operating under the rules of this categories should be 
below 150 KG. 
SPECIFIC is the category that “should be regulated in proportionate to the risk of the specific 
operation”, this category initially has not MTOW limitations and his regulations are responsibility of 
UE concern agencies and at the same time of the different states of the European Union. The objective 
of this category is regulating for a “specific fly profile for a specific operations” ensuring that this 
profile does not affect fly or ground safety nor citizens privacy. Inside this category should be included 
what we can consider “state civil operations” like are SAR, disaster monitoring, border control, forest 
fire fighting, police, etc.  
Finally the third category is the CERTIFIED that will be RPAS able of fly in the same operational 
environment (air space and endurance) that the manned aircrafts, therefore, Certified regulating for 
RPAS is more complex, entailing greater technical requirements that will be needed because of the 
new players involved. These players range from the RPAS operator to the air traffic controllers as well 
as the pilots of the manned aircraft. 
The final operational achievements of the RPAS advancement should be logically the full 
development of the Certified category but to reach this objective the two other inferior categories, 
Open and Certified, should be fully operationally developed to demonstrate to the policy maker, 
regulators and the whole society that the RPAS is, in all aspects, safe enough to allows the certified 
RPAS operations. 
Reasonably, NitroFirex stands in the second group of RPAS that operate under the rules of the 
Specific category. But the airspace required by the project is in fact minimal: A segregated airspace 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
Advances in Forest Fire Research 2018 – Page 634  
 
over of the fire would be used for an LA flying at an altitude no more of 6.000 feet over the forest fire 
zone and a distance of 6 to 10 NM in respect to the intended drop zone. The LA will launch the AGCs 
that would need no more than 90 seconds with their filled tanks, and finally no more than an hour of 
navigation at an altitude of 500 feet between the fire and the mission base (the LA operating base), 
with the fly programmed by non populated areas to, ensure just in case any abnormal situation, a secure 
and soft landing. 
 What manned aircraft could be flying at night in the proposed zone? That is to say a zone at an 
altitude of 500 feet or less between a fire and the LA’s mission base? It is for this very reason that a 
night-time operation is proposed, so that the regulations established could serve as a stepping stone for 
future operational regulations for RPAS in a civilian environment that need more flight time and 
airspace for manoeuvres. 
Understanding the flight envelope proposed, and in context with the Specific regulatory authority, 
the profile of the AGCs recovery as proposed by NitroFirex should be the first to be regulated because 
the operational hours and the airspace required can not affect manned traffic. This would serve the use 
of RPAS in a safe and secure manner within the civilian environment of Specific category. At the same 
time, it may take advantage of using it as a ‘launching pad’ for future regular of Certified category 
operations in the upper layers of airspace where safety requirement and coordination are far superior 
owing to the altitudes and flight times needed for RPAS operations. 
 In one word, if in a Specific operation the low altitude profile, as proposed by NitroFirex, is 
not regulated and it will be extremely difficult to regulate futures Certified profiles requiring higher 
altitudes and longer time spans where will be flying manned aircrafts. 
 
 
In the emerging and promising world of RPAS, aeronautical businesses as well as different 
governments and organizations are vying for good places in this race for the civil & military market 
of the future that the “unmanned aviation” of air vehicles can provide. The aeronautical industry and 
official organizations will participate in this race with different products and business initiatives.  
So, at the present moment, a differential option for the RPAS industry is to resort to ecological 
projects and appeal for social and political support to be able to support its participation in the 
development of the emergent world of unmanned aerial vehicles. The expensive, more complex and 
capable Certified projects must wait for better times, when the Specific category will be fully 
operational developed. Regarding past circumstances and now facing actual circumstances, the 
approach should be to find low cost projects operating in ’marginal airspace’ with the purpose of 
keeping the regulatory bodies to a minimum.  
In addition to, and taking into account present circumstances, it should be the responsibility of the 
organizations and businesses involved in the development of the RPAS’s to refer to the economic 
losses, the political concern and the social fear that wild-fires generate, in order to obtain economic 
aid and above all political aid that a project of this nature needs for its development. 
Given its relatively simple technique and minimum requirements when compared to the other RPAS 
projects, the NitroFirex project can and should be dealt with solely aeronautical industry, instead of 
having to resort to complex and problematical international alliances. In these difficult times this 
would allow companies to find a niche in the complex and competitive world of unmanned aerial 
vehicles, serving at the same time as a launching pad for the aeronautical industry to find a good 
position within the RPAS world by the time the civil employment of these vehicles becomes standard. 
As a confirmation of the viability of the operational concept patented by NitroFirex, you can see 
the following video link: 
https://www.dropbox.com/s/5r89j1lc9u3mwkz/VIDEO%20COMPARTIVO-2%20copia.mp4?dl=0  .  
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This video is made with the key sequences of the NitroFirex video and the videos published, by 
Airbus (https://youtu.be/qCL1e1MJtSw) and by DARPA (https://www.youtube.com/watch?v=df__CjHECws). 
As you can see AIRBUS, with its Future Air Power program, and DARPA in its Gremlins program, 
assigned to be developed by Boeing and General Atomics, are both developing the operational concept 
patented by Nitrofirex but only for military applications.  
Then what we claim is: if the NitroFirex patent concept can be developed for military purposes by 
Airbus, Boeing and General Atomics, why can’t it be developed for this very real and very necessary 
civilian application as is the night aerial forest fire fighting? 
Finally should be consider by the aeronautical companies that the nocturnal extinction of forest fires 
is a completely virgin worldwide market niche and widely demanded by experts in fire fighting as well 
as by policy makers all around the world so the first company that takes positions with respect to this 
market will be the leader of all the rest. 
With the support European Space Agency (ESA) our company NF Advanced Engineering is 
building MicroFirex a small NitroFirex concept demonstrator able to drop around 60 litters that will 
be commercialized at the end of the year. 
This multi-mission modular vehicle will demonstrate NitroFirex’s viability. Our next step is 
developing a pre-commercial concept demonstrator to be in the range of one to two thousand litters 
dropping capability. 
NitroFirex project has been presented in different national and international fairs and great interest 
was shown amongst the official organizations as well as private businesses in this sector, especially 
regarding the exclusive and original approach on the operative and technical levels of the project. 
The NitroFirex concept is patented in those countries which have an economic and aeronautic 
capacity to face this type of project and who also have serious wildfire problems such as the USA, 
Canada, Australia, the Russian Federation and Europe (Spain, France, Italy, Germany and England).  
  
 
It doesn’t make sense that, well into the XXI century, at a time when ecology in all its aspects 
(climate change, CO2 emissions, deforestation, etc.) becomes a red hot topic on the political, social 
and economic levels, we’ve not bothered to integrate these demands in order to combat forest fires by 
night.  
We should assume that we are using obsolete weapons against every day stronger enemy and we 
are losing the battle. The big fires, the destructive ones are those that last one-day, one night and at 
next morning are out of control, that because we believe that the priority should be to develop the first 
night aerial operational capability and this is the Nitrofirex´s main objective.  
Or we integrate modern available technologies to develop this operational capability and be able of 
discharge more quantity of extinguish agent in less time over de forest fire during first night and make 
it at safer and cheaper way than actual aerial means or our forest will burn away irretrievably.  
The use of an autonomously guided glider container, such as the one proposed in the NitroFirex 
project, allows for nocturnal aerial fire fighting operations, eliminates risks for crews and increases the 
accuracy and concentration of the releases. Besides all this, the amount of water dropped both per 
operating hour and per flight hour is increased with respect to the aerial methods currently used. 
In addition, the launcher aircraft to be used are medium/large helicopters or military transport 
airlifters that are not single-role and they will continue performing operations for the rest of the year 
once the summer forest fire season is over. This will help bring down to a great extent the final flight-
hour cost (considering acquisition amortization in addition to maintenance, personnel, etc.) for the part 
of operations performed on fire fighting, and ultimately the cost of each dispatched litter. 
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The new technologies have already been developed, matured and made available. It is only 
necessary to integrate them towards the objective that concerns and worries us. It is therefore up to the 
politicians and technicians in charge of the operation to accept the seriousness of the problem and to 
raise a new strategy against the ecological damage, the economic loss and the social alarm that forest 
fires produce.  
Of course we know that our approach is ambitious, but we also know that every day is more 
necessary and it is technically fully available. It is high time for the managerial and academic worlds 
to take on the challenge that an R&D project of this nature and relevance imposes. The challenge 
consists in daring to develop this technological integration here and now with political decision, 
academicals support, managerial initiative and technological drive.  
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Current operational fire spread models are mostly based on experimental results from dead, low moisture 
fuel beds and thus do not perform well when modeling fire behavior in live shrubs. Although computational 
fluid dynamics (CFD) models predict more reliable combustion behavior, they have a high computational 
cost, large grid sizes for landscape-scale simulations, and oversimplified combustion within a shrub. There 
is a need for intermediate-scale shrub combustion models that describe better solid fuel combustion properties 
and shrub architecture, which may serve as sub-grid models for landscape fire spread simulations. A 
previously-developed semi-empirical shrub combustion model was improved and expanded to treat live 
chamise and big sagebrush. Fire spread in live chamise and big sagebrush shrubs was measured in an open-
roofed wind tunnel at the Pacific Southwest Research Station in Riverside, CA, which was used as the basis 
to develop the current model. Wind speed was held constant at 1.4 m/s. Fuel segment placement was modeled 
by coupling a Lindenmayer systems (L-systems) approach with LiDAR scan data. Species specific 
correlations for physical properties and combustion characteristics of individual fuel element were developed 
from individual leaf combustion experiments with a flat-flame burner system. These were incorporate in this 
model to simulate individual leaf flames, whose combustion history were updated every time step and further 
checked in flame merging sub-model to group flames and propagate flames to neighboring leaves. Fire spread 
in the shrub was completed when the number of burning leaves reached a minimum threshold. 
Bulk density and local fuel density were found to be two major factors in shrub flame propagation. The 
modeling results included flame height above the shrub, fraction of shrub burned, burn time, etc. Modeling 
results compared well with measured time-dependent fire behavior in the wind tunnel. Fuel element 
placement in the semi-empirical shrub combustion model was improved when a combined L-systems and 
LiDAR approach was used to describe shrub architecture. This coupled architecture approach resulted in the 
most consistent and best predictions of combustion behavior for most experiments as compared to other 
random fuel element placement approaches. Variations in local fuel density affected flame spread more than 
the overall fuel bed density. Combustion temperature correction and species sensitive flame merging 
algorithm further improved the accuracy of modeling results. This model is an innovative approach to 
simulate shrub combustion via flame propagation at individual fuel element scale with a fairly low 
computational cost. 
 
Keywords: shrub combustion, live shrubs, wildland fire, modeling 
 
 
Most current operational fire spread models (e.g. BehavePlus, FARSITE, FlamMap) (Andrews 
1986; Finney 1998; Finney 2006) are based on the semi-empirical model by Rothermel (Rothermel 
1972), which was developed for dead or low-moisture single-layer fuels that are contiguous to the 
ground. These models do not adequately describe fire spread in live shrub fuels and development of a 
next-generation model is hindered by the lack of fundamental understanding regarding fire behavior 
in live fuels (Finney et al. 2013). Computational fluid dynamics (CFD) models, including FIRETEC 
and WFDS (Linn 1997; Mell et al. 2007), solve the governing equations for mass and energy balances 
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and thus provide insight into the physics and chemistry that influence fire spread. However, these 
models are computationally expensive and are generally constrained to ~8 m3 grid cells for landscape-
scale simulations, oversimplifying the combustion process. Additionally, CFD models are restricted 
by inadequate knowledge regarding solid fuel physical properties and surface reactions.  
This paper describes a semi-empirical, multi-leaf shrub combustion model for big sagebrush 
(Artemisia tridentata) and chamise (Adenostoma fasciculatum), which is developed to help fill the gap 
between current operational models and CFD models. This model is based on individual leaf 
combustion behavior measured with a flat-flame burner (Prince 2014; Gallacher et al. 2017; Shen 
2018). Flames are simulated using equations based on individual leaf properties and combustion 
behavior; fire spread is accomplished via flame-fuel overlap. Fuel element placement is described by 




Multi-shrub combustion experiments were performed in an open-roofed wind tunnel at the USDA 
Forest Service Pacific Southwest Research Station. The fuel bed in the wind tunnel was designed to 
contain two shrubs arranged naturally. Geometric dimensions of the shrubs were measured manually 
and by pictures taken from different angles. LiDAR (Light Detection and Ranging) scans were also 
performed in some experiments to establish a 3-D voxel data matrix of potential fuel element locations. 
Excelsior placed just upwind of the first shrub was used as the shrub ignition source. The first shrub 
(i.e., ignition shrub) propagated the fire to the second shrub, with the goal of measuring fire behavior 
with minimal influence from the excelsior. Wind speed was held constant at 1.4 m/s. Combustion 
characteristics and time-dependent fire behavior were measured using three digital camcorders at 
different locations around the fuel bed. Flame angle, fire propagation path, time to burnout and flame 
length were then determined from video images. The effect of a surface fuel under the shrubs was also 
explored in some experiments. Sagebrush was collected on the San Bernardino National Forest and 
chamise was harvested from North Mountain Experimental Area near Riverside, CA. 
 
Individual combustion experiments with live fuel particles were conducted for various plant species 
in a flat-flame burner (FFB) system (Prince 2014; Gallacher et al. 2017; Shen 2018). The FFB has a 
porous surface and produces a 1 mm thin premixed flame (CH4, H2 and air). A glass cage surrounding 
the FFB prevents entrainment of ambient air. The fuel samples were placed 5 cm above the burner 
surface and ignited by the post-flame convective gases (1000°C, 10mol% O2). Moisture content and 
geometric dimensions of each fuel sample were measured. The sample was held above the burner by 
a rod connected to a cantilever mass balance and were measured continuously. A K-type thermocouple 
was used to measure the gas temperature. Leaf sample combustion from ignition to burnout was 
recorded by a video camera. Combustion characteristics (e.g. flame height, time to ignition, burnout 
time, etc.) were determined by image analysis using MATLAB code, and then correlated vs. species, 
moisture content, fuel element dimensions, etc. (Shen 2017).  
 
Geometrical constructions of chamise and big sagebrush were simulated by coupling an L-systems 
(Lindenmayer systems) approach with LiDAR data (Shen et al. in preparation). The resulting plant 
architecture model simulated all the branch and individual fuel segment positions, tuned for the 
specific shrub samples studied. Individual fuel segment physical properties and combustion 
characteristics were subsequently generated from statistical, species-specific correlations developed 
from individual leaf combustion experiments. The axiom string types were formulated for chamise 
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and big sagebrush to create primary branches in the shrub. Mass measurements were used to develop 
correlations to predict shrub fuel mass. Individual fuel elements with physical properties populated by 
statistical models developed were placed onto the primary branches. The number of segments was 
adjusted to satisfy the targeted total dry mass of foliage and stems less than ¼ inch. The ultimate 
direction of the L-systems strings for branches was guided by the location of the densest voxels from 
the LiDAR data. The resulting structure model predicted all the branch and segment positions, tuned 
for the specific shrub samples studied. Simulated shrubs appeared visually similar to the sampled 
shrubs and also generally matched the geometrical dimensions, as shown in Figure 1. 
 
 
Figure 1 - A simulated chamise shrub set compared to the corresponding picture. 
 
The semi-empirical multi-leaf shrub combustion model includes the following modules: fuel 
element location, fuel element physical properties, fuel element combustion behavior, individual flame 
volume simulation, and flame merging. First, geometrical constructions of chamise and big sagebrush 
were simulated to establish fuel element placement. Individual segment flame volume is then 
simulated as a cylinder, whose dimension is determined by its combustion characteristics (including 
time to ignition, time to burn out, time to maximum flame height and maximum flame height) and the 
stage of its combustion (preheating, ignition, burning, or burn out). When an individual leaf flame 
contacts a neighboring leaf, the ignition sequence for that leaf commences, and the neighboring leaf 
may ignite. The flames then merge and contact surrounding leaves until burnout occurs. The flame 
merging submodel included semi-empirical correlations based on 2D flame merging experiments in 
the literature (Weng et al. 2004; Kamikawa et al. 2005). Both horizontal and vertical separation 
distances between leaf flames in three dimensions were considered to calculate the merged flame 
height. Those correlations were improved in the current model including:  
 
where Lf is the merged flame height; L1 is the solitary flame height; α’, β’ and α, β are tuneable 
coefficients (prime designates merged flame); D1 is the leaf segment diameter and D’ is the normalized 
segment group characteristic diameter;  is the heat release rate of individual leaf element combustion 
while  is the segment group heat release rate. is currently predicted from the combustion 
behavior of individual leaf segments and the number of segments. This correlation is partially 
developed from wood crib data reported in the literature (Kamikawa et al. 2005).  
A physics-based approach was established for scaling flame parameters, which included a 
mechanistic description of heat transfer to the leaf surface, temperature-dependent mass release, and 
an energy balance (Prince et al. 2017). In the current model, each leaf segment is divided into two 
layers, surface and interior. Species-specific multi-component one-step devolatilization models were 
used. Water release was tracked by a diffusion-limited model. The mass transfer was dependent on 
leaf temperature as well. Both convection and radiation heat fluxes were used to determine the elevated 
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temperature of leaf. Finally, the heating of a leaf with the moisture evaporation was solved and the 
temperature history of a leaf was obtained. Based on this physics-based approach, flame parameters 
(end time of mass release, flame height, etc.) were scaled to match the observed fire spread conditions.  
The combustion in this model was initiated by the ignition of a group of bottom corner leaf 
segments, which mimicked the fire front from excelsior as in the experiments. A profile of wind speed 
was appointed to each individual leaf segment according to its location. The combustion would 
terminate when there were no burning leaf segments.  
 
 
In total, 55 multi-shrub combustion experiments studying chamise and sagebrush were performed 
from 2012 to 2015. The modeling results (flame height above the shrub (Δzf,max), fraction of shrub 
burned (Xs), burn time (tburn), flame propagation speed and flame path) were compared with 
experimental results. Figure 2 is an example of a flame simulation of chamise shrubs compared to the 
corresponding experiment. Figure 3 shows that the predicted tburn by the current model for chamise 
was similar to the observed behavior from experiments, which is an improvement over previous 
predictions for most of the experimental runs. As shown in Figure 4, the prediction of the flame height 
(Δzf,max) was overestimated in the previous model especially for run 3, which was a run where it was 
observed experimentally that the flame was not able to successfully propagate completely through the 
shrub. The current model is able to predict this unsuccessful propagation but underestimates the 
observed maximum flame height. 
 
 
Figure 2 - Comparison of predicted flame behavior in chamise shrubs (left) using the semi-empirical shrub 
combustion model vs. the measured flame behavior in a wind tunnel (right). 
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Figure 3 - Time to burnout comparison of model simulations for chamise. 
 
 
Figure 4 - Maximum flame height above the shrub comparison of model simulations for chamise. 
Other less sophisticated fuel element placement approaches (random placement based on image 
analysis or LiDAR, and L-systems without LiDAR data) were also tested and integrated into current 
model. The predictions of combustion behavior with the previous fuel placement approaches are 
compared to the current model results (i.e., combined L-systems and LiDAR approach), which shows 
that the combined L-systems and LiDAR approach yielded the most consistent and best predictions of 
combustion behavior for most experiments.  
 
 
Multi-shrub combustion experiments were performed in a wind tunnel facility at the Pacific 
Southwest Research Station in Riverside, CA. Bulk density and local fuel density were found to be 
two major factors in shrub flame propagation. Shrubs with high moisture content were usually 
observed to have a slower flame propagation rate.  
Fuel element placement in the semi-empirical shrub combustion model was improved when the 
following were coupled: physical properties distribution, L-systems fractal theory approach, LiDAR 
shrub scan data and manual or image shrub measurements. More accurate flame parameters and 
species sensitive flame merging algorithm were developed in the semi-empirical shrub combustion 
model. The agreement between experimental observations and modeling results was improved. 
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Study of growth of free-burning grass fires from point ignition 
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Abstract 
Understanding wildland fire behaviour between ignition and attainment of the ‘steady state’ rate of spread 
is important for determining the speed of development of the fire and the accurate identification of the window 
of maximum effective first attack. As part of a larger experiment studying the behaviour of free-burning 
experimental grassland fires conducted in the open, the opportunity was taken to gather data on the 
development, behaviour and spread of fires ignited at a point, as would generally occur in a wildfire. These 
experimental fires, carried out in fully cured open improved pasture approximately 10 km NW of Braidwood, 
NSW, Australia, were conducted on 0.1—0.2 hectare plots and provided the most detailed insights into the 
behaviour of nascent fires burning in the open conducted in Australia since the work of McArthur (1966) and 
Cheney et al (1993). 
This talk provides a general overview of this subset of experiments and the methods used to collect high 
spatial resolution data about the growth and development of free-burning point ignition fires in the open. As 
most fires in this series were very short-lived and were open to the vagaries of the prevailing wind field, 
traditional methods of measuring and documenting fire behaviour and spread were not practical—fires 
generally lasted less than two minutes. As a result, video footage taken from a quad-copter unmanned aerial 
vehicle (or remotely piloted aircraft or drone) hovering above the fire was used to map the progression of 
each fire. Details of the method by which footage is rectified and corrected, scaled and digitized will be 
provided as will a summary of the results obtained thus far. 
 
Keywords: Fire behaviour, fire growth, acceleration, field experiments, wildfire, analysis, drone, remotely piloted aircraft 
 
 
Knowing precisely how long it will take a wildland fire to attain its ‘steady state’ rate of spread for 
the prevailing conditions after it breaks out is important for determining the window of opportunity 
when first attack or suppression will be most effective. Similarly, detailed information about the 
growth of an outbreak will assist with high fidelity prediction of the overall shape and extent of the 
fire. The behaviour of the fire during this period is generally described as the fire growth or 
acceleration phase (Luke and McArthur 1978, McAlpine and Wakimoto 1991). Most wildfires occur 
as point ignitions (e.g. from lightning, accidental causes or malicious causes). Similarly spotfires also 
start from points. Therefore understanding the processes involved in the transition from a point ignition 
to a fully developed going fire will provide insight into two very important aspects of wildland fire 
management (Sullivan et al. 2013). 
The factors that may affect a fire’s acceleration include the magnitude and variability of the speed 
and direction of the wind, the openness of the fuels to the wind, the moisture content, structure, 
availability and spatial distribution of the fuel, and local topography. A fire that has very rapid 
acceleration will complete its growth phase relatively quickly and achieve a behaviour and propagation 
rate commensurate with the prevailing conditions. A fire that has a very slow acceleration will take 
time to develop the flame structure and heat transfer rates associated with steady-state behaviour and 
thus may be more amenable to direct suppression and more readily controlled. Determining how long 
a fire will take to complete its acceleration phase will help enable suppression resources to respond 
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most effectively to that fire—is direct attack likely to be effective when crews arrive or should they 
immediately implement indirect suppression tactics? 
As part of a larger experiment studying the behaviour of free-burning experimental grassland fires 
conducted in the open, the opportunity was taken to gather data on the development, behaviour and 
spread of fires ignited as points for the purpose of building a dataset to enable development of an 




The experimental fires, carried out in fully cured open improved pasture approximately 10 km NW 
of Braidwood, NSW, were conducted on 0.1—0.2 hectare plots. Plots of this size were deemed large 
enough to enable fire growth to be unconstrained and representative of naturally occurring fires, yet 
small enough to enable replication and ease of control.  A preliminary analysis of seven of these fires 
is presented here. 
Wind speed and direction was measured at 2 m (at two locations < 50 m up wind of the ignition 
locations) and 10 m above ground level (at one location within 300 m of each fire) at 10 Hz. Air 
temperature and relative humidity were measured at 1.2 m at the 10 m measurement site at the same 
rate. 
The experimental fires were ignited using a single match dropped at a time and location determined 
by the local wind gust structure and direction to maximise the potential for the fire to burn across the 
full length of the block with the fire allowed to burn out the entire plot. As soon as any part of the fire 
perimeter reached a plot boundary the experiment was considered over. Fire progression and flame 
characteristics were noted by a ground observer in close proximity to the fire as it developed until the 
fire front reached a plot boundary. 
Prior to ignition a DJI Phantom 4 remotely piloted aircraft (RPA) mounted with a DJI high 
definition video camera was launched and positioned at an altitude and location such that its camera 
had as planar view of the plot as possible but which allowed for potential occlusion of the view of the 
head fire by smoke. 
 
RPA footage was initially trimmed to the period covering fire ignition and experiment completion. 
The footage was then corrected for image distortion (i.e. spatially rectified to present as planar an 
image as was possible within the limits of the original footage, scaled and clipped to the extents of the 
experimental plot). This was done using purpose-built software written in the CSIRO Workspace 
environment (Cleary et al 2015) that utilises the OpenCV2 video analysis editing library (Bradski 
2000) and the corners of the plots as control points. The fire perimeter was manually digitised using 
WebPlotDigitiser v3.81 from selected scaled images at 5 to 10 second intervals depending on fire 
speed. This enabled expert assessment of fire edge location which may be occluded by tall flame or 
smoke at a resolution of 3 and 8 cm.  
Fire behaviour metrics such as area, perimeter length, as well as rate of change in these quantities, 
were calculated directly from these data using an R script as was a fire isochrone map in which fire 
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perimeters at each time interval were plotted. From each isochrone in the isochrones map additional 
fire behaviour metrics such as cumulative and interval distance and angle travelled, fire shape (length 
and breadth) and orientation, and headfire width (see Cheney and Gould 1995) were measured for each 
time step using the image analysis and processing software ImageJ1. From these metrics, fire length to 
breadth ratio, cumulative and interval rate of spread, were calculated.  
 
 
Table 1 summarises the burning conditions of these fire experiments.  



























rate of fire 
spread (m/min) 
Maximum 







80-100 5.9-12.9 50-110 15.4 - 66.9 29.9 - 145.4 
 
Figure  illustrates the result of the image correction, rectification and cropping of raw RPA imagery.  
  
Figure 1 - (left) Example of a frame extracted from the raw RPA video of experimental fire B_S13. (right) The 
corrected, scaled, rectified and cropped image. 
Figure  illustrates an example of a series of raw images extracted from the video at 10-second 
intervals showing the development of the fire and its spread across the experimental plot. 
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Figure 2 - Example of frames extracted from the raw RPA video of experimental fire B_E28 each 10 seconds. 
From the scaled and rectified imagery, the manually digitised fire perimeters enabled the 
construction of isochrone maps, two examples of which are shown below in Figure . 
  
Figure 3 - Examples of two isochrones maps, one for B_E06 (left) and one for B_S13 (right). The interval and total 
number of isochrones depends on the speed of the fire and when it reached a plot boundary.  
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Isochrone maps were then analysed for a variety of fire behaviour metrics. Figure  summarises the 
rates of change in fire area, fire perimeter length, headfire width and length to breadth ratio over time 
since ignition for the subset of fires. Fire B_E28, burning on the largest experimental plot (0.2 ha) and 
under moderate fire weather conditions exhibited the greatest growth rates in terms of area increase, 




Figure 4 - Various fire behaviour and fire shape metrics for the point ignition fires. Clockwise from top left: fire area, 
fire perimeter length, length:breadth ratio and headfire width. 
Interval spread distance and cumulative spread distance were estimated from the isochone maps as 
illustrated in Figure . The ignition point was determined from the location that the match was dropped 
and the direction of travel determined by maximum distance travelled in that interval. Graphs of 
interval rate of spread and interval acceleration, and cumulative rate of spread and cumulative 
acceleration is given in Figure  and Figure , respectively. 
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Figure 5 - Illustration of interval distance and cumulative distance in B_E06. Cumulative distance is essentially the 
vectorial sum of the interval distances but in this case, because of the major shift in wind direction in the sixth 
interval, cumulative distance is much shorter than the scalar sum of the interval distances and thus will result in a 
lower overall rate of spread at this interval. 
  
Figure 6 - Plot of interval rates of forward spread (left) and interval acceleration (right) for all fires.  
  
Figure 7 - Plot of cumulative rates of forward spread (left) and cumulative acceleration (right) for all fires.  
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The development of a model to predict the build-up time to quasi-steady state is critical to 
understanding the time available to suppression crews for successful initial attack and for high fidelity 
landscape fire spread prediction. In the latter instance, build up time is not just applicable to new fire 
outbreaks or spotfires but also for break-aways from existing fire perimeters or control lines and fire 
spread through ‘choke’ points where fire width is constrained due to suppression action or changes in 
fuel condition. 
This dataset provides a unique insight into fast developing fires, several of which very quickly 
attained or exceeded the predicted steady-state rate of spread for the prevailing conditions. The 
methodology of rectification and expert digitisation of the fire perimeters at regular but frequent 
intervals has produced isochrone maps of free-burning fires in the open at a previously unheard of 
temporal resolution.  
It is envisaged that continued analysis of the dataset will enable the development of a model of 
grassland fire growth, particularly of wildfire outbreaks and possibly spotfires, that will benefit both 
fire spread simulation efforts as well as fire suppression planning and execution. This work will also 
be of benefit to research investigation the development of the two-dimensional shape of fires (e.g. 
Hilton et al 2016). 
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The effect of interstitial flow on the burning dynamics of porous fuel 
beds 
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Abstract 
The effect of fuel bed structure on the processes controlling flame spread in porous media is investigated. 
The fuel loading and bulk density of Pine needle (Pinus taeda x rigida) fuel beds was varied resulting in 
changes in the fuel bed porosity. Experiments were conducted in no slope, quiescent conditions on a 1.5 m 
long flame spread table, which was instrumented at three locations to determine gas phase temperature and 
airflow. Flame height, heat release rate and burning rate were also measured. 
Increases in overall fuel loading or decreases in bulk density resulted in increasing flame spread rate, 
flame height and HRR. At the highest fuel loading (0.8 kg/m2) the spread rate for the lowest bulk density case 
(10 kg/m3) was 180 mm/min compared to 88 mm/min in the highest bulk density case (40 kg/m3), while a 
linear increase (R2 = 0.97) in flame spread rate as a function of fuel bed porosity was also observed. The 
magnitude of the entrainment flow towards the approaching flame front is shown to increase with porosity, 
from 0.4 m/s (94.5 % porosity) to 0.9 m/s (98.6 % porosity), at 0.8 kg/m2 fuel loading. An increase in the 
flow magnitude was also observed with increases in fuel loading for bulk densities of 10 kg/m3, but not for 
bulk densities of 20 kg/m3. At the higher bulk density, the effect of the increased fuel loading on the 
buoyancy-induced entrainment appears to be limited by porosity, resulting in reduced convective cooling 
ahead of the flame front, alongside the expected changes in radiation attenuation as the fuel bed depth varies.  
 
Keywords: Flame Spread, Porous Fuel, Porosity, Flow 
 
 
The litter layer represents an important fuel stratum in wildland environments, and it has a 
significant role in surface flame spread. The physical phenomena involved in surface flame spread 
have been extensively studied (Catchpole et al. 1998; Wotton et al. 1999; Marcelli et al. 2004) 
however, the processes which control this require further exploration.  
Existing, laboratory and field scale, flame spread studies have shown that flame spread is influenced 
by the weather conditions (wind, humidity), topography and fuel. The first two categories have been 
investigated in several previous laboratory scale flame spread experiments in natural porous fuel beds, 
involving a range of external flow conditions and slope angles (Mendes-Lopes et al. 2003; Liu et al. 
2014; Rossa et al. 2015). To date, relatively few studies have systematically investigated the effect of 
the fuel bed properties on the physical processes driving flame spread (Simeoni et al. 2011; Finney et 
al. 2013). 
Given the porous nature of natural fuel beds, flame spread is often modelled using a solid-gas multi-
phase approach (Grishin 1996; Sullivan 2009). Improvement of these models requires characterisation 
of multiple factors such as chemical, thermophysical and geometrical properties (Balbi et al. 2014) to 
allow development of improved sub-models. 
These geometrical properties can be described at multiple scales, and encompass global fuel bed 
structural parameters (bulk density, porosity), local structural variations (fuel element interactions, 
needle orientation), and individual fuel element properties (density, surface to volume ratio). 
Previous studies have shown a relationship between bulk density and fuel loading, and the flame 
spread rate (Morandini et al. 2013; Balbi et al. 2014). In these studies, often only the effect of fuel 
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loading is studied, or, if studied, the bulk density is typically altered by changing the fuel loading. 
These parameters are related and changing the bulk density in this way does not allow explicit 
consideration of the fuel bed porosity to be independently investigated. In this study, the bulk density 
is controlled by altering the average height of the fuel bed, enabling fuel beds of multiple bulk densities 
to be investigated for any given fuel loading. 
There has been little previous work to describe the effect of fuel bed characteristics on the physical 
mechanisms governing these variations in fire behaviour. Previous authors have used engineered 
materials to investigate the effect of structure within porous fuel beds (Wolff et al. 1991; Finney et al. 
2013) however there remains a need to investigate the effect of structural changes within natural fuel 
beds on the observed variations in fire behaviour (flame spread rate, flame height, HRR) and the 




A series of laboratory scale flame spread experiments were undertaken, involving pine needle fuel 
beds on a 1.5 m x 0.67 m flame spread table. The table consisted of adjustable steel side walls, and a 
vermiculite substrate base instrumented at three measurement locations (0.5 m, 0.8 m and 1.1 m from 
the ignition line) as shown in Figure . 
 
Figure 1 - Photo and diagram of experimental setup including 3 measurement station locations 
Each measurement location consisted of a gas phase thermocouple (0.25 mm thick, K Type) 10 mm 
above the base; and a bi-directional pressure probe (McCaffrey and Heskestad 1976) with the centre 
axis located 10 mm above the vermiculite base. The gas phase thermocouples are used to calculate the 
flame spread rate, and in conjunction with the pressure probe measurements, the in-bed flow velocity. 
Additionally, a water-cooled heat flux gauge was positioned flush to the upper surface of the 
vermiculite (bottom of fuel bed), at a distance of 1.3 m from the ignition line, to measure the total 
incident heat flux. The thermocouple, pressure probe, and heat flux gauge data were logged at 10 Hz. 
Experiments were filmed, with flame height and bed length markers allowing the flame height and 
spread rate to be determined through video analysis. The table was placed on a load cell to record the 
burning rate. The HRR was measured by oxygen consumption calorimetry (Janssens 1991). 
All experiments were ignited using alumina-silica fibre (0.67 m x 0.05 m) soaked in 10 ml of 
acetone. The flameout time was defined as the time at which visible flaming was no longer observed 
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Dead Pinus taeda x rigida (Loblolly - Pitch Pine hybrid) needles were collected in November 2017 
from the Silas Little Experimental Forest in New Lisbon, New Jersey. Needles were stored indoors at 
ambient conditions and were otherwise unconditioned prior to use. The Fuel Moisture Content (FMC) 
of the pine needles was measured for each experiment, by oven drying needle samples for 24 hours at 
60 °C. 
The geometrical properties were measured through random sampling. A needle density of 
725 kg/m3 [10/0.12], diameter of 1.34 mm [25/0.12], and surface to volume ratio of 4899 m-1 [25/446] 
were calculated [N/ Std. Dev.]. 
 
The construction of the fuel beds followed a set procedure to ensure consistency. Unconditioned 
pine needles were weighed on a precision balance, and then distributed within ten equal sections of 
the table, to ensure uniformity of fuel loading. Within each of these sections, needles were dropped 
randomly on to the table with no effort to control the position or orientation of individual needles.  
The height of the adjustable sidewalls was set relative to the average height of the fuel bed providing 
an identical edge condition in each case. The walls extended 0.03 m above the fuel bed preventing 
lateral entrainment within the fuel bed. This has been shown to result in a more linear flame front (Liu 
et al. 2015). 
The bulk density was varied by altering the average height of the fuel bed. This allowed different 
bulk densities to be tested, at the same overall fuel loading. The fuel bed heights studied across the 
various fuel loadings, ranged from 0.01 m to 0.08 m. 
 
The spread rate was calculated using the gas phase temperature measurements, which are 
characterised by an initial pre-heating period, followed by a large temperature spike. The flame arrival 
time was defined as the initial time at which the temperature exceeds 300 °C, with the interval between 
successive arrival times used to calculate the spread rate. 
The mass was measured across the duration of the experiment using a balance with accuracy of 
± 0.001 kg. The quasi-steady mass loss rate was calculated using a 5 s moving average. The HRR was 
calculated, through oxygen consumption calorimetry (Janssens 1991), with the peak HRR also 
reported for each experiment.  
The flame height was determined through video analysis, with a vertical length scale (0.05 m 
divisions) positioned at each measurement location. The flame heights were based on the upper extent 




The effect of changes in global fuel bed structural characteristics is illustrated in Figure 2. This is a 
composite image of an experiment that involved a graduated fuel bed composed of four successive 
areas of both differing fuel loading and bulk density. For a change in fuel loading of 1.6 kg/m² to 
0.2 kg/m² the flame height was observed to reduce from (0.9 ± 0.03) m to (0.05 ± 0.03) m. The fire 
line intensity also decreased from 75 kWm-1 to 9 kWm-1. 
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Figure 2 - Time lapsed photo of graduated fuel bed with burning characteristics at each segment centreline   
These effects are in agreement with the trends observed in similar previous studies (Morandini et 
al. 2013) where simultaneous changes in fuel loading and bulk density led to increasing flame height, 
HRR and spread rate. Experiments of this nature, where both fuel loading and bulk density are 
simultaneously varied, are common, however previous studies (Simeoni et al. 2011; Santoni et al. 
2014) have indicated that both these characteristics influence combustion dynamics and fire behaviour. 
In this study, these fuel bed characteristics were therefore investigated separately through a series 
of experiments involving fuel beds of varying height, across a range of fuel loadings. The results from 
these experiments, including the average values of flame spread rate, peak HRR, mass loss rate, and 
flame height are summarised in Table . 
Sustained flaming and flame spread were not observed at fuel loadings of 0.2 kg/m2 at either bulk 
density investigated. This suggests that the small-scale structure of needles may be playing a 
significant role at low fuel loadings. 





































0.2 20 97.2 0.01 16.4 Auto-
Extinguished 
- - - 
0.2 10 98.6 0.02 16.4 Auto-
Extinguished 
- - - 
0.4 20 97.2 0.02 15.5 96 ± 3 10 ±1 0.4 ±0.2 0.1 
0.4 10 98.6 0.04 15.2 129 ±21 17 ±3 0.4 ±0.2 0.2 
0.6 20 97.2 0.03 15.2 132 ±12 18 ±0.5 0.8 ±0.2 0.3 
0.6 10 98.6 0.06 15.6 168 ± 3 24±1 1.8 ±0.2 0.4 
0.8 40 94.5 0.02 16.1 88 ±7 17 ±1 0.7 ±0.05 0.3 
0.8 20 97.2 0.04 15.7 134 ±12 23 ±1 1.0 ±0.2 0.4 
0.8 11.4 98.4 0.07 17.4 177 ±3 34 ±0.5 1.7 ±0.2 0.5 
0.8 10 98.6 0.08 15.9 180 ± 3 35 ±0.5 1.4 ±0.2 0.5 
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For the cases of fuel loading of 0.4 kg/m2 and above, sustained flame spread was observed. It was 
observed that an initial increase in fuel loading or a decrease in bulk density resulted in increased HRR, 
mass loss rate, flame height and spread rate. At greater fuel loadings (0.8 kg/m2), the mass loss rate at 
10 kg/m3 reduced to 1.4 ± 0.2 g/s, compared to 1.8 ± 0.2 g/s, for the 0.6 kg/m2, 10 kg/m3 case. 
Increasing the bulk density always resulted in a decrease in the spread rate. Increasing bulk density 
also resulted in increased burning rate except at the lowest fuel loading of 0.4 kg/m2 where there was 
no variation although this may be as a result of the mass loss resolution. 
 
It is hypothesised that these changes in fire behaviour, and the sensitivity to bulk density, arise due 
to changes in the processes occurring within the fuel bed. Altering the global structural characteristics 
of the fuel bed should result in changes in both the permeability and porosity of the fuel bed, which 
may then alter the in-bed flow behaviour.  
The effect of fuel loading and bulk density changes can be characterised in terms of the porosity 
(or gaseous volume fraction, αg), of the fuel bed which is given by, 
                                                                (1) 
                                                      (2)  
Where αs is the solid volume fraction, ρ* is the bulk density and, ρ is the particle density of the pine 
needles. Figure 3 presents the flame spread rate as a function of the fuel bed porosity for the 0.8 kg/m2 
fuel loading. A linear increase (R2 = 0.97) in flame spread rate as a function of increasing porosity is 
observed. This indicates that the burning dynamics are strongly influenced by porosity but does not 
indicate the physical mechanisms responsible for these changes. 
 
Figure 3 - Relationship between the average flame spread rate and porosity at 0.8 kg/m2 fuel loading 
 
The radiative heat transfer from the flame to the bottom of the fuel bed is influenced by the 
characteristics of the flame (flame length and tilt angle) (Morandini et al. 2001) and of the fuel bed 
(bulk density, particle size, and permeability) (Simeoni et al. 2012).  
Past studies have shown both theoretically (De Mestre et al. 1989; Vaz et al. 2004a) and 
experimentally (Butler 1993; Vaz et al. 2004b) that increased fuel bed bulk density, and hence reduced 
porosity, results in increased radiation attenuation. As the porosity was changed by increasing the fuel 
bed height however then the depth of the absorbing media will also increase. This will reduce the effect 
of the extinction coefficient as the porosity is increased. 
An increase in flame height (as observed to occur with increasing porosity) results in increased 
emittance of heat flux from the flame. As the fuel bed porosity is increased then it would therefore be 
expected that a greater heating period ahead of the flame front arrival would be observed.  
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Measurement of the total incident heat flux to the bottom of the fuel bed however indicates a 
decrease in the duration of the pre-heating period, ahead of the flame front arrival, as the porosity is 
increased. As shown in Figure 4 (a) the time period before flame arrival in which a non-zero heat flux 
is observed decreases with decreasing bulk density, from 42 s at 40 kg/m3 bulk density (94.51 % 
porosity), to 13 s at 10 kg/m3 bulk density (98.63 % porosity). The same trend is also observed (Figure 
4(b)) if the total heat flux is calculated relative to the position of the flame front from the measurement 
location (d = 0), to account for the difference in spread rate. 
(a)  (b)  
Figure 4 - Total incident heat flux to bottom surface of the fuel bed, for a range of bulk densities at a fuel load of  
0.8 kg/m2 relative to (a)  time of flame arrival  (b) flame front distance  from the heat flux gauge  
The total incident heat flux for fuel beds of varying fuel loading at a constant bulk density of 
10 kg/m3, showed an earlier initial increase in heat flux at lower fuel loadings, as shown in Figure 5. 
In this case the flame height increases for higher fuel loadings, but the attenuation also increases as 
the fuel bed depth grows with a constant extinction coefficient. For the same range of fuel loadings at 
a higher bulk density (20 kg/m3) however this trend in the heat flux onset is no longer observed.  
(a)  (b)  
Figure 5 - Total incident heat flux to the bottom surface of the fuel bed for a range of fuel loadings  at a bulk density 
of (a) 10 kg/m3 and (b) 20 kg/m3  
The total heat flux to the bottom of the fuel bed also includes the effects of convective heat transfer 
in addition to the radiative heat transfer. This can include natural convection as well as flame-induced 
convection (Liu et al. 2015) driven by entrainment from the buoyant plume. Characterisation of the 
flow profile within the fuel bed is required to understand the influence of this buoyancy driven 
entrainment. 
 
The flow data were derived from pressure measurements and processed using a Local Polynomial 
Regression Method (LOESS) (Cleveland 1979), with a 1 s window. The flow velocity is plotted 
relative to the distance between the flame front and the pressure probe (d = 0), with a negative distance 
indicating an approaching flame front. 
The variability in flow velocity trends was assessed through comparison of the velocity data from 
three repeats of an identical case (0.8 kg/m2 fuel loading, 40 kg/m3 bulk density), as shown in Figure 
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6. Flow data was recorded prior to ignition to provide an average value at the time of ignition, the 
largest standard deviation in this averaged zero value was 0.11 m/s. The greatest discrepancy in the 
peak entrainment towards the approaching flame front was 0.13 m/s.   
(a)  (b)   
(c)  
Figure 6 - In-bed flow velocity relative to flame front distance from (a) Probe 1, (b) Probe 2, (c) Probe 3,  for three 
repeats of an identical case (0.8 kg/m2 fuel loading, 40 kg/m3 bulk density) 
The in-bed flow velocity trends are generally characterised by a period of entrainment (indicated 
by negative velocities) prior to the arrival of the flame front, followed by a period of flow concurrent 
with the flame spread direction after the arrival of the flame front. In general, lower bulk densities do 
not follow this trend, as shown in Figure 7. It is suggested that this is due to the relatively high porosity 
allowing small-scale variation in needle structure to be more significant. The peak magnitude of the 
pre-flame arrival entrainment velocity is observed to increase, with decreasing bulk density (increasing 
porosity), with a peak value of  0.4 m/s for the 40 kg/m2 case, and 0.9 m/s for the 10 kg/m2 case. 
 
 (a)  (b)  
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 (c)  
Figure 7 - In-bed flow velocity relative to flame front distance from  pressure probes at (a) 0.5m (b) 0.8m and (c) 1.1m 
from the ignition line, for a range of bulk density (40, 20, 11, 10) kg/m3, at 0.8 kg/m2 fuel load 
The increase in the pre-flame arrival entrainment velocity with reducing bulk density will result in 
a greater entrainment of ambient air, through the fuel bed, towards the fire front. The increased ambient 
airflow at the bottom of the fuel bed will result in convective cooling resulting in a reduced pre-heating 
period ahead of the flame front, as observed in the heat flux data.  
Comparison of the in-bed flow velocity profiles for a range of fuel loadings, at a constant bulk 
density (10 kg/m3), reveals a similar, but less consistent trend, as shown in Figure .  
(a)  (b)   
(c)  
Figure 8 - In-bed flow velocity relative to flame front distance from pressure probes at (a) 0.5 m (b) 0.8 m and 
(c) 1.1m from the ignition line, for a range of fuel loads (0.8, 0.6, 0.4) kg/m2, at 10kg/m3 bulk density 
As shown in Figure 9 however, at a bulk density of 20 kg/m2 the flow magnitude displays no clear 
trend with fuel loading. At the lowest fuel loading (0.4 kg/m2), the high entrainment velocity at probe 
3 may be due to the relative importance of the small-scale variations in permeability, as the fuel bed 
height (0.02 m) is equal to the height of the pressure probe. 
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(a)  (b)  
(c)  
Figure 9 - In-bed flow velocity relative to flame front distance from pressure probes at (a) 0.5 m (b) 0.8 m and (c) 
1.1 m from the ignition line, for a range of fuel loads (0.8, 0.6, 0.4) kg/m2 at 20 kg/m3 bulk density 
The reduced effect of fuel loading on the entrainment velocity is in accordance with the lack of 
variation in the initial rise in total heat flux. This suggests that the fuel bed porosity in this case is 
limiting the effect of fuel loading increases on the entrainment flow magnitude.  
 
 
Flame spread experiments for pine needle fuel beds of varying fuel bed height show that 
independent changes in either the fuel loading or the bulk density leads to observable changes in fire 
behaviour, with a strong coupling between burning behaviour and fuel bed porosity. 
These changes in overall fuel bed porosity are observed to result in changes in the heat transfer 
mechanisms within the fuel bed. As the entrainment flow velocity increases with reducing bulk 
density, the onset of heating to the bottom of the fuel bed is delayed relative to flame arrival time. For 
the 0.8 kg/m2 case, the initial rise in total heat incident flux at the bottom of the fuel bed was observed 
at 42 s before the flame arrival for a bulk density of 40 kg/m3, compared to 13 s before flame arrival 
for a bulk density of 10 kg/m3. This delay is also observed across varying fuel loadings at 10 kg/m3  
but not at 20 kg/m3  bulk density.  
The peak magnitude of the entrainment velocity, through the unburnt fuel, towards the approaching 
flame front, was observed to increase, with decreasing bulk density with a peak value of  0.4 m/s for 
the 40 kg/m3 bulk density (94.5 % porosity) case, and 0.9 m/s for the 10 kg/m3 bulk density (98.6 % 
porosity) case. Increasing the fuel loading for 10 kg/m3 fuel loadings led to similar increase in 
entrainment flow, however little trend was observed in the 20 kg/m3 cases. This suggests that although 
the buoyancy is entrainment driven, it is limited by the porosity in the 20 kg/m3 case. This highlights 
the importance of both the fuel loading and the structural properties of the fuel bed on the physical 
mechanisms within the fuel bed, and the need for a greater understanding of the effect on the overall 
burning characteristics. 
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Abstract 
Mount Hymettus is a mountain lining the east side of Athens, the capital of Greece. Its proximity to the 
city, its flammable vegetation, and the variety of human activities (recreation, beekeeping, etc.) often result 
in problems with forest fires, which have reached a very high frequency in the last twenty years. These fires 
are of significant interest to firefighters, civil protection officers, foresters and the public because of their 
causes, their spread characteristics and associated safety risks, and their effects. 
In the present paper, a brief account of the forest fires on Mt Hymettus in the 1996-2017 period is 
presented. Emphasis is put on the observed fire behavior which can be of interest to modeling studies of 
topographic influence on fire spread, and, since two of these fires have led to fatalities, may be used as case 
study illustrating a combination of fire environment conditions that entails great risk to firefighters. It is 
concluded that special care is needed regarding fire prevention and firefighting regarding fire management 
on Mount Hymettus. Professional and volunteer firefighters need to receive training that highlights the 
increased risks that fires on this mountain present. Furthermore, as the number of visitors is very high, special 
attention must be devoted to them, regarding both fire prevention and risk avoidance. 
 
Keywords: Forest fire, chimney effect, canyon, fire fatality, Mount Hymettus, Greece  
 
 
Mount Hymettus is a mountain lining the east side of Athens, the capital of Greece. Its proximity 
to the city, its flammable vegetation, and the variety of human activities (recreation, beekeeping, etc.) 
often result in problems with forest fires, which have reached a very high frequency in the last twenty 
years or so. These fires are of significant interest to firefighters, civil protection officers, foresters and 
the public because of their causes, their spread characteristics and associated safety risks, and their 
effects. 
Among Attica mountains, Mt Hymettus has been described as a “a remnant of the land that then 
was” in the Socratic dialogue Timaeus and Critias where the phenomenon of the erosion is described 
as “considerable accumulation of the soil coming down from the mountains, as in other places, but the 
earth has fallen away all round and sunk out of sight. The consequence is, that in comparison of what 
then was, there are remaining only the bones of the wasted body, as they may be called, as in the case 
of small islands, all the richer and softer parts of the soil having fallen away, and the mere skeleton of 
the land being left.”. Furthermore, it can be deduced that the vegetation types covering many areas 
were mostly phrygana, since “mountains now only afford sustenance to bees”. 
Since antiquity, Mount Hymettus has been revegetated and then denuded many times, sometimes 
through fire but mostly through overgrazing and excessive vegetation cutting for fuelwood. At the 
time of the construction of the all-marble Panathenian stadium at its foothills facing Athens, for the 
first Modern Olympic Games in 1896, it was shown devoid of tall vegetation in all photos of that 
period. At the end of the World War II, tree vegetation on the mountain had again been removed 
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completely because it had been used for the needs of the people of Athens. The protection the mountain 
received after that, and a series of reforestation efforts, led to the development of a patchy forest. This 
forest however, has suffered many fires in the last three decades. 
In the present paper, a brief account of the forest fires on Mt Hymettus in the 1996-2017 period is 
presented. Emphasis is put on the observed fire behavior which can be of interest to modeling studies 
of topographic influence on fire spread, and, since two of these fires have led to fatalities, may be used 




Mount Hymettus runs in a NE to SW direction defining the eastern edge of the city of Athens. It 
reaches a maximum elevation of 1026 m, has a maximum length of 20 km and width of 6 km, forming 
a perimeter of 65 km with a total area of 81 sq. km. Its vegetation consists of Meditereranean pine 
forest, Pinus halepensis and planted Pinus brutia, Mediterranean evergreen shrubs such as Quercus 
coccifera, Pistacia lentiscus, Genista acanthoclada, etc., and phrygana such as Cistus creticus, Cistus 
parviflorus, Sarcopoterium spinosum, etc. It is a Site of Community Importance (SCI) according to 
92/43/EEC European Commission Habitats Directive (code GR3000006). As it belongs to the 
European Union’s Natura 2000 network of sites, it enjoys a special environmental protection status. 
Precipitation is relatively low, ranging around 400 mm per year. July and August, are usually 
completely dry. The prevailing wind during the fire season, from June to early September, is from the 
NE, blowing along the general direction of the mountain. This wind, known as “etisies” from the 
ancient Greek times, blows in the summer in all the Aegean sea, mainly from June to September, and 
usually runs for three to four consecutive days reaching 7 and sometimes 8 Beaufort scale force 
(roughly 50-70 km/h) in a steady direction. It is also called “meltemi” wind. 
On the west side of the mountain, which faces the city and where most fires occur, the slope is 
perpendicular to the direction of the wind. Fire spread is in the direction of the resultant of the wind 
and slope vectors. This means spread in a S to SW direction with a tendency to move upslope. Further 
to that, and especially interesting regarding firefighter safety, is that the slopes of Mount Hymettus, 
especially on its western side, are characterized by a series of steep canyons. 
 
 
In the 1996 to 2017 period at least eleven significant fires occurred on Mount Hymettus (Figure 1). 
They were quite large for the size of the mountain and parts of them often stopped at the fridge of the 
city where there was no vegetation to burn. All of them required heavy aerial support for their 
suppression. These larger fires are summarized in Table 1. Many other smaller fires that take place 
every summer are suppressed quickly through initial ground attack and help from the air. 
Table 1 - Some of the most important fires of the 1996-2017 period on Mount Hymettus 
Wildfire Description and Fire Behaviour 
July 22, 
1998 
Wind driven through a dense and tall pine forest, explosive in a canyon at the east flank 
close to its heel where four fatalities occurred. T=35οC, RH=25%, North wind of 30 
km/h, gusting to 48 km/h.  
August 4, 
2003 
Medium to low intensity surface fire in relatively sparse vegetation, that had burned in 
1995, near the municipality of Argiroupoli  
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 




Mostly surface fire that re-burned the same canyon where the four fatalities of July 22, 
1998 took place. The fire moved explosively within the canyon but the intensity was 
medium due to reduced biomass. T=31οC, RH=54%, WSW wind of 7 km/h 
July 30, 
2005 
Wind driven, mostly surface fire of medium intensity due to relatively sparse fuel. It 
was suppressed quickly through strong aerial attack.  
July 16, 
2007 
Active wind driven crown fire spreading through a dense and tall pine forest, including 
spotting. T=30οC, RH=35%, North wind of 30 km/h. Rate of spread at the head reached 
2.4 km/h. It was controlled by strong aerial resources. 
August 
25, 2007 
Wind driven, high intensity and fast-spreading, mostly surface fire. Started around 
noon, fanned by a strong north wind. It started between the houses of the municipality 
of Papagos-Cholargos and the Mount Hymettus ring road. It was controlled before dusk 
with the intervention of strong aerial resources and the help of the ring road that 
stopped the upslope spread of the eastern flank.   
June 25, 
2008 
Mostly topography and wind driven crown fire, that started at the area of Glyka Nera 
(NE side of the mountain). It run through a dense and tall pine forest, spreading upslope 
and westwards, until it reached the top. It was  controlled on the lee side. T=38οC, 
RH=31%, North wind of 25km/h 
July 16, 
2008 
Medium intensity surface and passive crown fire in a park of the municipality of 
Kaisariani, below the ring road. Started around noon and was controlled a few hours 
later with the help of aerial resources. 
June 15, 
2009 
A fire that started at 15:25 in the area of Ano Glyfada and was stopped by dusk at the 
border of a settlement in the municipality of Voula. It exhibited high intensity and 
became a crown fire when it burned up-canyon. 
July 17, 
2015 
A high intensity crown and surface fire. It burned southwards fanned by a strong 
northern “meltemi” wind, reaching a maximum forward rate of spread of 2 km/h. 
Additionally, it backed into the perpendicular to the direction of the wind canyons, at 
an explosive maximum up-canyon rate of spread of 9 km/h.  
August 
10, 2017 
A medium intensity surface fire between the municipalities of Kaisariani and Byron, 
in relatively sparse vegetation that started around 14:00 and was controlled within two 
hours with the help of aerial resources. 
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Figure 1 - The most important fires on Mount Hymettus in the 1996-2007 period. The geodetic system of the map and 
figure, is the Hellenic Geodetic Reference System 1987 
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As the fires are clearly visible by the population of Athens, there are numerous reports, photos, 
opinions and comments in the Mass Media and on the Internet regarding these events. In most of these 
reports, the fires are attributed indiscriminately to “arsonists” who want to illegally occupy and 
develop forest land on Mount Hymettus. The majority of the public subscribe to this scenario or 
attribute the fire to political motives. In reality, there is no evidence leading to such conclusions. On 
the contrary, the small number of cases solved so far, include an immigrant burning old furniture (22 
July 1998), a professional gun technician practicing shooting for testing ammunition (15 June 2009), 
a poor unemployed person with psychological problems who started multiple fires (3, 5, 14 and 22 
July 2012), and two beekeepers who inadvertently started a fire while tending to their beehives using 
smoke (17 July 2015).  
The large number of fires on Mount Hymettus and the significant damages they cause, have 
mobilized many people who live in the area to join volunteer groups, organized in each of the 
municipalities that border the mountain, offering their time for its protection. Regarding forest fires, 
these groups, in the summer, patrol the mountain, man lookout towers, and are immediately dispatched 
for initial attack when a fire is detected. Their positioning on the mountain is a major advantage 
because the traffic jams that Fire Service firetrucks face when coming from the Athens using the city’s 
ring-road at the base of Mount Hymettus, often cause significant delays. On the other hand, the 
volunteers, having only light firetrucks, sometimes cannot cope with intense fast spreading fires. 
 
 
The majority of fires on Mount Hymettus have occurred from mid June to mid August. They usually 
start on days with strong wind at the base of the mountain at the fridge of the city. Fire spread under 
the strong wind is fast. Most importantly, as the fires run in a SW direction passing in front of the 
downslope “mouth” of the canyons, they are drawn-in, in a clear demonstration of the so-called 
“chimney effect”. Fire spread within the canyon is very fast due to flame attachment (Sharples et al. 
2010) and convection caused preheating of fuels mainly along its axis. As these canyons are protected 
to a large extent from the general wind, when there is significant amount of fuel, a strong convection 
column usually develops (Figure 2). 
 
Figure 2 - An up-canyon run at the heel of a wind driven fire on Mount Hymettus, on June 15, 2009, that created a 
strong convection column separate from the column of the head of the fire (Source: amateur photo from 
www.athens.indymedia.org)  
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Figure 3 - The initial southwards spread of the Mount Hymettus fire of July 17, 2015, and the consecutive up-canyon 
runs that followed. 
Especially the behaviour of the July 17, 2015 fire presented an excellent case study: the fire spread 
with the wind southwards and then succesively it backed-up four canyons. Recording the evolution of 
the fires as shown in Figure 3, and identifying the location of the fire with time, positioning it was 
possible to calculate the up-canyon rate of spread, in two runs, at 9 km/h and 7.8 km/h. 
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The spread within the canyons at a perpendicular direction to the prevailing wind has surprised 
many people and has been clearly the reason behind the deaths of three professional and one volunteer 
firefighters on the fire of Kareas, on July 22, 1998, in one of the canyons (Figures 4 and 5) 
(Xanthopoulos 2015). They stopped their fire truck at the bend of the road and tried to fight the fire 
that had started spreading up-canyon. They were immediately overwhelmed by the heat and the smoke 
and tried to run uphill in the canyon, entering a race that could not be won (Figure 6).  
  
Figure 4 - The fire of Kareas of July 22, 1998, 
spreading within a canyon, perpendicular to the 
direction of the wind (Source: NET TV channel) 
Figure 5 - The up-canyon spread of the fire of 
Kareas shown on a satelitte image from Google 
Earth. The main fire front advanced  in a SW 
direction. 
 
Figure 6 - The canyon within which the fire spread, photographed approximately from the locatin where the four 
firefighters died in 1998. 
A few years later, on July 7, 2005, the same canyon burned again. This time it burned with a light 
up-canyon (SW) wind. In spite of reduced fuel load, the direction of the wind and the canyon 
topography resulted in a fire of significant intensity. Fortunately, this time the firefighters remained 
away from the axis of the canyon. Most of the suppression work was left to the aerial resources that 
included an Erickson S-64 helicopter and Canadair waterbombers (Figure 7). 
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Figure 7 - Aerial firefighting during the up-canyon run of the Kareas fire on Hymettus mountain on July 7, 2005 
(Photo: Foivos Theodorou, General Secretariat of Civil Protection, Greece) 
 
The fire of July 17, 2015 also caused one fatality. This time it was a person jogging on the mountain, 
on a road with a north-south direction. The fire ignited and started burning below this road. The jogger 
called his family on his mobile to report about the fire saying that he was not worried. He was later 
found dead, about 100 meters higher than the road. It is likely that he was surprised by one of the up-
canyon runs and tried unsuccessfully to escape to higher ground (Figure 8). 
 
Figure 8 - The fire of July 17, 2015, on Mount Hymettus, which caused one fatality. The up-canyon fire spread in this 
particular canyon reached 9 km/h. 
 
 
The fires of Mount Hymettus constitute a very good case study that encapsulates important fire 
prevention, behavior, firefighting and safety considerations. Regarding fire prevention the 
effectiveness of the measures taken for preventing fire starts, that include fire lookouts, ground patrols, 
and closed traffic bars on high fire danger days, can be judged as inadequate since a significant number 
of fires erupts every year. The response for initial attack by volunteers and professional firefighters 
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with fire trucks is generally good so most of these fires remain small. However, the problem of traffic 
jams on the ring road at the western foothills of the mountain is clearly a central one as it results in 
delays in the arrival of heavier firetrucks from the city when initial attack fails. A potential measure in 
this direction is to condition the Athenian drivers, that often occupy the emergency lane in case of 
traffic jams, to refrain from such practice. This can be achieved, for example, through regular traffic 
police controls and special warning signs. 
The fire behavior that has been observed and documented on Mount Hymettus, provides excellent 
material for studying, understanding and modelling the phenomenon of fire spread within “box 
canyons”. As Viegas and Pita (2004) have shown, even in cases of quite shallow canyons a blow-up 
will always occur as long as space and time are available so that the fire to accelerate and create its 
own wind. This is related to the observation that the runs within the canyons of Mount Hymettus take 
place with some delay, after the general fire front has moved ahead in the direction of the wind (Figures 
2 and 3).  
The eruptive fire behavior on Mount Hymettus must clearly be taken into consideration in 
firefighting plans. As stated by Viegas and Pita (2004), it is extremely dangerous to put resources at 
any place on the slope above the fire, especially in canyon topography, as the fire acceleration can 
occur at any time. This is even more important on the west-southwest facing slopes of Mount Hymettus 
which are mostly covered with shrub fuels, a situation that has been identified as of maximum danger 
by Page and Butler (2018) in a similar Mediterranean environment. 
The knowledge presented here must clearly become part of the training of local firefighters, 
including the volunteers who have already faced a loss in 1998. Additionally, the death of the civilian 
in the 2015 fire shows that the public must be aware of the risk they may face in case of fires. The 
number of visitors on Mount Hymettus is quite large and a disastrous event including fatalities is not 
unlikely in case of extreme fire danger conditions. Forbidding visitor entrance to the mountain in case 
of such conditions, or at least providing information to those entering, may not only prevent fire starts 
but may also help avoid a potential disaster involving citizens. 
 
 
The work presented here was carried out in the frame of the project MedWildFireLab (“Global 
Change Impacts on Wildland Fire Behaviour and Uses in Mediterranean Forest Ecosystems, towards 
a «wall less» Mediterranean Wildland Fire Laboratory”) a European ERANet FORESTERRA project 
with funding from the General Direction for the Development and Protection of Forests and Agro-
environment of the Greek Ministry of Environment and Energy. 
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Abstract 
In the last decades, Portugal registered substantial land use / land cover changes (LULCC) driven 
by the abandonment of rural areas, fast urbanization, and expansion of metropolitan areas and costal 
touristic centers motivated by the significant socio-economic development. Consequently, there 
significant transitions incurred among different land use classes as well as a homogenization of the 
fuel bands, increasing the extension and complexity of fire prone areas. Portugal was particularly 
affected by forest fires (FF) with more than 18,000 FF/year and annual burnt area (BA) of 
107,000 ha/year since 1980, while the average size of such events has increased from 4 ha to 13 ha 
in the last 10 years. This study analysed the FF occurred in continental Portugal between 1990 and 
2013, with the main focus on: (i) assess the global and regional differences/similarities in LULCC 
and fire regime; (ii) evaluating the role of FF on LULCC and; (iii) to provide a better understanding 
(identification and characterization) of space-time cluster distribution of FF. We used the following 
datasets: (i) land use/land cover inventories from CORINE; (ii) BA polygons from the Portuguese 
Institute for the Conservation of Nature and Forests. A geospatial methodological approach, based 
on GIS analyses, was developed to identify LULCC and to characterize the impact of FFs on these 
changes; then, cluster analyses were performed to examine patterns in FFs distribution and, finally, 
to discover how landscape factors control FF clusters. This research provides a quantitative 
assessment of the relationship between LULCC and FFs in Portugal. The authors believe that the 
obtained results provide a valuable contribution to: (i) characterize the LULCC in Portugal; (ii) 
assess the role of FFs on LULCC; (iii) support a better landscape management to reduce related 
losses of life, property and assets; as well as, (iv) promote educational events to increase public 
awareness to the causes and consequences of FF. 
 
Keywords: Land use/Land Cover changes, Forest fires, Portugal, Cluster analysis 
 
 
In the last decades, Continental Portugal registered substantial land use and land cover changes 
(LULCC) driven by the abandonment of rural areas, fast urbanization, expansion of metropolitan areas 
and costal touristic centers motivated by the significant socio-economic development (Pereira et al. 
2014; Tonini et al. 2018). Consequently, there were significant changes in land-use and vegetation 
cover, as well as a homogenization of the fuel bands, increasing the extension and complexity of fire 
risk areas (Amato et al. 2018). Portugal was particularly affected by forest fires (FF) with more than 
18,000 FF/year and burnt area (BA) of 107,000 ha/year since 1980, while the average size of such 
events has increased from 4 ha to 13 ha in the last 10 years (San-Miguel-Ayanz et al. 2016). These 
fires caused a wide range of environmental, economic and human damages, including personal injury 
and death as well as a large amount of BA (Parente, Pereira, Amraoui, and Fischer 2018; Tedim et al. 
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 2018). The high fire incidence in Continental Portugal has been associated with several factors such 
as: (i) the Mediterranean climate type, characterized by conditions conducive to the development of 
vegetation in the cold and humid season and the dryness of life and dead fuels during the dry and hot 
season (Kanevski and Pereira 2017; Parente, Pereira, Amraoui, and Tedim 2018); (ii) the occurrence 
of weather and climatic extremes, such as heat waves (Parente, Pereira, Amraoui, and Fischer 2018) 
associated with anomalous atmospheric circulation patterns (Pereira et al. 2005; Amraoui et al. 2015) 
and episodes of drought (Bastos et al. 2011; Gouveia et al. 2012); as well as (iii) forestry, LULCC and 
socioeconomic characteristics and trends (Pereira et al. 2015; Parente et al. 2016). The present study 
analyse the FF occurrence in Continental Portugal between 1990 and 2016, with the main focus on: (i) 
the assessment of global and regional differences/similarities in LULCC and fire regime; (ii) the role 
of FF on LULCC; (iii) a better understanding (identification and characterization) of space-time cluster 




Portugal mainland has a surface area of 90,000 km2 and is located in the Iberian Peninsula, between 
Spain and Atlantic Ocean. The temperate or Mediterranean type of climate of the country provides dry 
and warm summers in the north and dry and hot summers in the south (Rubel and Kottek 2010). These 
climatic conditions promote the vegetation growth during spring and thermal and hydric stress during 
summer. Extreme weather favours the occurrence of FF in specific periods and other environmental 
characteristics (e.g., topography, land use / land cover) drive the spatial distribution of FF. 
 
LULCC information were gather from the 2000-2006 and 2006-2012 CORINE Land Cover 
Changes (CLCC) inventory (Figure 1, https://land.copernicus.eu/pan-european/corine-land-cover), 
which is based on image-to-image comparison of two CLC consecutive inventories which have a 
minimum cartographic unit of 5 ha and a thematic accuracy greater than 85%. 
 
BA polygons were obtained from National Mapping Burnt Area dataset available in vector format 
from 1990 to 2017 and provide by the Portuguese Institute for the Conservation of Nature and Forests 
(http://www2.icnf.pt/portal/florestas/dfci/inc/info-geo). As this study is focused on the two most recent 
vector maps of CLCC inventory, we selected the BA polygons between 2000 to 2007 and 2006 to 
2013. Since one of the main objectives of this study is to evaluate the influence of spatial-temporal 
clusters (obtained in Parente et al. (2016)), on the CLCC, the events of these two periods were split 
into three BA classes as in Parente et al. (2016). The final datasets for each period and for each BA 
classes include: (i) 3,893 (3,227) FFs for the 2000 – 2007 (2006 – 2013) period for 5 ha ≤ BA < 15 ha 
class, which corresponds to a total BA of 35,874 (28,703) ha; (ii) 4,518 (3,534) FFs for the 
2000 – 2007 (2006 – 2013) period for 15 ha ≤ BA < 100 ha class, which corresponds to a total BA of 
173,914.3 (139,180) ha; and, (iii) 1,687 (1,139) FFs for the 2000 – 2007 (2006 – 2013) period for 
BA ≥ 100 ha class, which corresponds to a total BA of 1,176,291 (512,083) ha. 
 
A geospatial approach, based on GIS analysis, was developed to identify LULCC, and to 
characterize the impact of FFs on these changes; then, cluster analyses performed in Parente et al. 
(2016) was used to examine patterns in FFs distribution and, finally, to discover how factors as climate, 
soil, distributed vegetation, human activities and infrastructures control FF clusters. 
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GIS analysis performed to CLCC inventories and BA polygons datasets for each period unveil that: 
(i) 9% of CLC 2000 and 6% of CLC 2006 total area have changed; (ii) the fraction of total BA within 
the areas of LULCC was 25% between 2000 and 2007, with higher values in 2003, 2005 and 2006, 
but decrease to 13% in the 2006 – 2013 period, when 2006 was the year with maximum BA in the 
LULCC areas. It is important to underline the role of the BA in 2006, 2007 and 2013 in the CLCC 
between 2000 – 2006 and 2006 – 2012. In relation to the total annual BA in each year, the 
BA2006CLCC2000-2006 is 30%, BA2007CLCC2000-2006 is 8%, BA2006CLCC2006-2012 is 
33% and BA2013CLCC2006-2012 is 8%. This suggests that BA2006 may have played an important 
role in both CLCC2000-2006 and CLCC2006-2012, which is consistent with the fact that CLC 
inventories have a minimum time consistency of plus/minus one year. On the other hand, the 
interception of BA2007 and BA2013, respectively, with CLCC2000-2006 and CLCC2006-2012 is 
only 8%, which corresponds to the minimum values of BACLCC in each period. These results are 
even more relevant if it is took into account that BA2006 and BA2007 are, respectively, the third and 
second lowest annual BA values, only accounting for 3.7% and 2.0% of total BA between 2000 and 
2013 while, in the same period, BA2013 is the third highest annual BA value.  
Obtained results also disclose that (iii) Forest and semi natural areas was the CLC class with more 
BA, namely 52% in CLCC 2000 – 2006 and 21% in CLCC 2006 – 2012. The spatial distribution of 
the LULCC was not uniform; in fact, (iv) in the 2000 – 2006 period, most of the BA within the CLCC 
is concentrated in central Portugal, mainly in due to the BA of 2003, while for 2006 – 2012, 
BACLCC is more widespread within the country (Figure 2).  
 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
 Advances in Forest Fire Research 2018 – Page 673 
 
 
Figure 2 - CORINE land cover changes (CLCC) inventory, Burnt area (BA) and BA included within the CLCC for 
the period 2000-2006 (top panel) and 2006-2012 (bottom panel) 
1.1. Cluster analysis  
The cluster analysis performed in Parente et al. (2016) detected 16 most significant spatio-temporal 
clusters within the two study periods for the three different fire size classes. In the first period (Figure 
3 top panel), the number of clusters is similar but their size and duration tend to be higher in the south 
than in the north. The largest cluster is located in the south and while its duration decreases with the 
increase of BA, its spatial dimension increases. In the second period and for the two first BA classes 
(Figure 3 bottom panel), the number of clusters increases with BA and their duration increases from 
north to south. Although the duration of the south clusters is almost the same, their spatial dimension 
decreases with the increase of BA. The largest BA class of the second period contain only 2 clusters 
above Tagus River on the west coast, which are very different in duration, but very similar in the 
spatial dimension. 
LULCC statistics computed for clusters areas (CA) unveil that the fraction of total LULCC in the 
country inside the CA ranges between 44% and 64% in the first period (2000 – 2007) and between 
49% and 65% in the second (2006 – 2013). Apparently, statistics for smaller (BA<100 ha) FF differ 
from larger FF (BA≥100 ha). For the former, LULCC in the CA ranges between 44% and 47% in the 
first period and between 60% and 65% in the second, while for the later class, the LULCC ranges are 
nearly the opposite (64% and 49% in the first and second periods). A similar pattern is observed for 
BACLCC. For smaller fires, the range is 17% - 28% in the first period and 68% - 69% in the second 
while, for larger FF, BACLCC is more similar (55% and 49%) in both periods. 
It should also be noted that for small fires (5 ha ≤ BA < 15 ha) CLC the class with more LULCC 
(92%) and more BACLCC (>76%) was Agricultural areas. Although BACLCC of Forest and semi 
natural areas inside FFs clusters only represents 26% of total on the first period, in the second period 
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it increased to 68%. For this BA class, annual statistics reveal that 56% of BACLCC for the period 
2000 – 2007 happened on the first three years, while for 2006 – 2013 period 76% of BACLCC 
occurred between 2009 and 2012.  
For the medium size class (15 ha ≤ BA < 100 ha) Agricultural areas was also the CLC class with 
more LULCC and more BACLCC in the cluster areas. It is important to note that although 
BACLCC of Forest and semi natural areas inside FFs clusters only represent 16% of total on the first 
period, in the second period it increased to 68%. Annual statistics for this BA class reveal that 52% of 
BACLCC in the 2000 – 2007 period occurred between 2003 and 2005 while, 65% of 2006 – 2013 
period occurred between 2009 and 2012. For the class of the largest FF (BA ≥ 100 ha) 93% of the 
LULCC and 94% of the BACLCC in the 2000 – 2006 period occurred on originally Agricultural 
areas while these ratios change, respectively, to  4% and 19% in the second period. It is important to 
point out that in this last period, the CLC class with more LULCC and BACLCC in the clusters’ 
areas were Forest and semi natural areas. Annual statistics for this BA class express that 81% of 
BACLCC for 2000 – 2007 period occurred between 2003 and 2005, while for 2006 – 2013 period 
53% were between 2009 and 2012. 
 
Figure 3 - CORINE land cover changes (CLCC) inventories, Burnt area (BA)and BA included within the CLCC in 
the periods 2000 – 2007 (top panel) and 2006 – 2013 (bottom panel). Circles (C) represent the most significant space-
time clusters (p-value < 0.01%) detected on the National Mapping Burnt Areas for forest fires within the same frame 
periods.  
Finally, it is important to note that the CLCC from Agriculture areas were mostly to Forest and 
semi natural areas with the exception on the second period of the two lower FF classes, where the 
change to another different Agriculture areas were more noticeable. Another finding is that the CLCC 
of Forest and semi natural areas and Artificial surfaces were mostly to a subclass of these CLC. 
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This research provides a quantitative assessment of the relationship between LULCC and FFs in 
Portugal. Our results disclose that in 2000 – 2013 period only 10% of CLC change every six years, 
and that the intersection of these areas with BA is decreasing in time. In the study period, Forest and 
semi natural areas was the CLC class with more BA (52% and 21% of total annual BA in each period). 
The LULCC were uniformly distributed in the second period (2007 – 2013) but concentrated in central 
areas, which should be a consequence of the impressive BA of 2003.  
Cluster analysis has detected 5 and 11) significant spatio-temporal clusters of FF of different sizes 
in the first and second frame period, respectively. About 45% of LULCC and 63% of BACLCC 
occurred in the cluster areas of smaller FF (5 ha ≤ BA < 100 ha) during the first (2000 – 2007) and 
second (2006 – 2013) periods, respectively. However, the proportions are reversed in the case of 
largest FF (BA ≥ 100 ha). BACLCC is less than 30% for small and medium FF in the first period 
but significantly increases to about 70% in the second period. BACLCC for largest FF slightly 
decrease (55% to 49%) from the first to the second periods. 
FFs events were divided into 3 BA classes of different size. For all these classes, Agricultural areas 
was the CLC class with more LULCC and more BACLCC, with the exception on the second period 
in largest BA class where Forest and semi natural areas prevail. Annual statistics of BA indicates that, 
for medium and large FFs, BACLCC in the first period is highly dependent with what happened in 
the 2003-2005 period, increasing from 56% to 81% from medium to large FFs. This may be due to the 
extremely severe years of 2003 and 2005, when a devastating sequence of medium and large FFs were 
observed and reached more than 440,000 ha and more than 250,000 ha of BA, respectively (Trigo et 
al. 2006; Oliveira et al. 2012). The duration of this period and FFs probably affected the type of the 
transitions of Agriculture areas. Our results reveal that most of the CLCC originally of Agriculture 
areas were converted in Forest and semi natural areas with the exception on the second period of the 
two lower classes. The transition Agriculture areas to Forest and semi natural areas may be an effect 
of the duration of soil heating in the soil properties, structure and its aggregation, which deteriorates 
with the destruction of organic matter and others proprietaries as pH, nitrogen, sulphur, or potassium 
(DeBano et al. 1979). 
Authors strongly believe that the obtained results contribute to characterize the recent LULCC in 
Portugal, the role of FFs in those LULCC, can support a better landscape management to reduce related 
losses of life, property and assets as well as educational events to increase public awareness to the 
causes and consequences of FF. 
 
 
This work was prepared in the frame of project FIREXTR - Prevent and prepare society for extreme 
fire events: the challenge of seeing the “forest” and not just the “trees", co-financed by the European 
Regional Development Fund (ERDF) through the COMPETE 2020 - Operational Program 
Competitiveness and Internationalization (POCI Ref: 16702) and national funds by FCT-Portuguese 
Foundation for Science and Technology (FCT Ref: PTDC/ATPGEO/0462/2014. The study was also 
supported by Project Interact - Integrative Research in Environment, Agro-Chain and Technology, 
NORTE-01-0145-FEDER-000017, research line BEST, co-funded by FEDER/NORTE 2020.  
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The role of the terrain-modified wind on driving the fire behaviour over 
hills – an Experimental and Numerical Analysis. 
Abdelrahman Abouali*; Jorge Rafael Raposo; Domingos Xavier Viegas 




This paper analyses the fire behaviour over two hills placed in series in the direction of the wind. 
Laboratory-scale experiments under various slope and wind velocity conditions with changing the distance 
between the hills revealed two sorts of extreme fire behaviour that might take place. One is a lateral fire 
spread over the lee slopes (fire channelling), and the other is an eruptive fire behaviour (blow-up) happens 
over the windward face of the secondly ordered hill in the direction of the wind. The changes in the blowing 
wind velocity and the distance between the hills were found to have a significant effect on fire behaviours, 
where increasing the wind speed or the distance resulted in a faster rate of spread of the fire. Also, the change 
of the ignition point, or spreading direction of the fire relatively to the wind direction has a significant effect 
on the fire channelling behaviour where it was found that the fire channelling is more extreme if the fire is 
spreading against the main wind direction. Numerical analysis of the adiabatic flow field showed that the 
change the presence of these extreme fire behaviour is related directly to the terrain-modified flow topology. 
The interactions between the terrain-modified wind mechanisms and the fire result in accelerated flows that 
drive the indicated extreme fire behaviours. 
Keywords: Fire channelling, lateral fire spread, fire over slopes, fire-induced wind, eruptive fire, fire blow-up 
 
 
Wildfire behaviour has caught the attention of wildfire researchers during the last decade to 
understand how the fire is behaving under certain conditions in order to better predict the wildfire 
evolution. Identifying the conditions where an extreme fire behaviour (Viegas 2004) may take place 
is crucial for the safety of the firefighting teams and the wildland-urban-interface (WUI) communities. 
The wind, complex terrain and their interactions are common conditions that may lead to extreme fire 
behaviour. Many numerical and experimental studies were carried out to analyse the fire behaviour 
over the complex terrains namely on slopes and hills. However, we still lack understanding on the 
behaviour of fire spreading over complex terrains, namely the effect of having other topographic 
obstacles around the topography of interest (i.e. the topography that the fire propagates over it). In this 
paper, we are investigating the fire behaviour over hills ordered in series in the direction of the wind. 
This configuration is closer to the existence of hills in nature, where the hills are rarely found isolated 
as the configuration that was investigated on the previously mentioned studies.  
Previous studies (McRae 2004; Sharples et al. 2012) showed that, for a fire spreading over the 
leeward face of a hill with the wind blowing perpendicularly to the hill’s ridgeline, a lateral 
enlargement of the fire front near the ridgeline occurs. McRae (2004) first noticed this phenomenon 
and designated it as ‘fire channelling’ or ‘lee-slope channelling’. Sharples et al. (2012) has investigated 
the phenomena based on real-fire observations, where analysis of several possible mechanisms 
revealed that hill’s lee-slope eddy plays a key role in driving the fire channelling process. The process 
is proposed to be a result of an interaction between the fire-induced convection (pyro-convection) and 
the terrain-modified winds through mechanisms that still needs to be investigated. An experimental 
study by (Raposo et al. 2015) was conducted on an isolated prismatic hill with horizontal ridgeline, 
and it demonstrated that the fire enlarges symmetrically on the two directions near the top of the crest 
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due to the interaction between fire and wind. Another extreme fire behaviour is commonly found 
happening over slopes and in canyons, which is the eruptive fire behaviour or the fire blow-up 
behaviour (Viegas 2006). 
In the present paper, we analyse the fire behaviour over two prismatic hills placed in series in the 
direction of the wind. To avoid the effect of the Reynolds number on the location of flow separation 
we adopted a sharp ridgeline. This configuration is important to investigate considering that terrain-
modified wind field is certainly different in the existence of other hills on the landscape, which in 
return will affect the fire behaviour as well. We gave particular attention to the lateral fire growth 
behaviour (fire channelling) over the lee-slopes and the fire behaviour between the two hills where an 
eruptive fire behaviour may take place. The study contributes to the understanding of the conditions 
where this extreme behaviour occurs and its characteristics. The investigation is made by performing 
a set of laboratory-scale experiments under various conditions of wind, slope and distances separating 
the hills 
As the previously mentioned studies already indicated that the terrain-modified wind is playing an 
essential role on driving the fire behaviour over hills, we performed an analysis for the adiabatic flow 
in the absence of fire using computational fluid dynamics (CFD) simulations. However, we are 
presenting only the results that we consider relevant to interpret the fire behaviour over the hills. We 





The two hills have the same size and shape which is shown in Figure . Each hill is constructed from 
two rectangular faces with a non-identical width between the windward and leeward faces where they 
are scaled 3:2 (windward face width: leeward face width). The non-identical faces allow having a 
steeper lee slope. Also, the larger width of the windward allows the flow to accelerate over it. Through 
the presentation of our study, the two angles of the windward and leeward faces are referenced as α 
and β respectively measured from a horizontal reference. The distance between the two hills is 
designated as D. Also, we consider associating a number of 1 or 2 at the end of any parameter 
designation to identify that the parameter is associated to the first or second hill from the perspective 
of the wind direction. We designate the two lateral ends of the hill as the right end (R), and the left end 
(L), which are from a perspective of a person that stands facing the windward face of the hill and the 
wind is blowing from his back. 
 
 
In the present study, the hills were covered by fuel and subjected to a surface fire that is originated 
from a single point. We, therefore, exclude spot and crown fires that may occur in a real fire. 
The physical model had the dimensions shown in Erro! A origem da referência não foi 
encontrada.1. The hills faces are constructed from steel plates covered by a metallic grid to hold the 
fuel bed particles. The hill models were placed at the centre of the Combustion Wind Tunnel of the 
Forest Fire Research Laboratory of the University of Coimbra in Lousã (Portugal), where the midpoint 
of distance D is at the centre of the tunnel. The tunnel has an open working area of 6x8 m2 with two 
lateral 2 m high walls but without ceiling (Figure ). The flow is generated by two axial fans of 72kW 
that can produce a flow with maximum reference velocity of 7 m.s-1. The flow velocity is controlled 
by the rotational speed of the fans. Great care was taken to assure that the flow in the Combustion 
Tunnel is uniform across the test section (perpendicular to the flow). The flow over the floor of the 
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tunnel is of a boundary layer type with a reference velocity Uo that is measured at the centre of the 
working section floor and 0.5 m above the ground in the absence of the model. A rounded end body 
was built for each value of α and attached to the model of the first hill to produce a smooth flow around 
the hill ends as shown in Figure . This procedure was taken to reduce the end effects on the fire 
propagation over the hill and as well reducing the flow turbulence that affects the area between the 
two hills.  
 
Figure 1 - a) Schematic view of the two triangular hills with the terminology configuration parameters b) Plan view of 
the used model size with the directions used to evaluate the ROS of the fire. The three ignition points that were used 
are labelled in red. The dimensions are indicated in cm.  
The used α values in the fire spread experiments were 20º and 27º (Erro! A origem da referência 
não foi encontrada.a). Therefore the correspondent β values are ~ 31º and 43º respectively. The reason 
for choosing these angle values is to limit the slope angles in all cases to be not lower than 20º and not 
higher than 45º, which is the common range of hills’ slope angles in the nature, also because (Sharples 
et al. 2012) determined that the fire channelling phenomena happens only within this range. The used 
D values are 0.5, 1, 1.5 and 2 m; in addition to no-distance (D=0), these four values correspond to 
about one to four times the height of the hill for α=20º, which is fixed inclination angle for all the tests 
where D was changed. The considered values of Uo are 0, 1, 2 and 3 m.s-1. The fire was ignited at a 
point of three positions which are WH1, LH2 or Mid (Figure ), where WH1 corresponds to the 
windward face of the first hill. LH2 corresponds to the leeward face of the second hill, and Mid 
corresponds to the midpoint of the distance D. The three ignition points are at the mid-section of the 
hill (mid of the ridgeline) and in the cases of WH1 and LH2, the ignition was made at a distance of 
0.5m and 0.3m respectively measured over the face from the ground base. A combination of all these 
values of the parameters Uo, α, D and ignition positions was made taking into account fixing all 
parameters and change only one per group of tests. In total, 17 tests are presented on this paper where 
their parameters and designations are reported in Table . The test designations (references) will be 
used from now on referring to each test without ambiguity. 
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Figure 2 - Image showing the hill models placed in the wind combustion tunnel during one of the experiments, also 
attached the rounded ends to the left and right sides of the first hill is apparent 
The hills’ faces and the ground between the two hills if applicable were covered by a uniform fuel 
bed composed of dead pine needles (Pinus Pinaster) with a load of 0.6 kg.m-2 (dry basis) and an 
average depth of 0.05 m. The used fuel has an average surface area to volume (SAV) ratio of ~ 2640 
m-1. The fuel moisture content was measured for each set of experiments with an A&D ML50 moisture 
analyser, and the amount of moisture was compensated to keep the fuel-loading constant on a dry 
basis. The range of values of the moisture content in the tests was 9%<mf<15.4% (dry basis). We 
define the set of experiments as a group of experiments performed on the same day while the change 
in moisture content does not exceed 5% during the testing time of the set. 
For each set of experiments as well, we define a basic rate of spread (ROS) Ro which is determined 
by performing a reference test in no-wind and no-slope conditions. We used a flat 1m2 table with 
strings taut over the fuel bed and spaced 10 cm between them to perform the reference test. The time 
taken by the fire to pass from a string to another is measured. The basic ROS is defined as the slope of 
the linear fitting between the two data sets, time versus distance, following (Viegas 2004). 
After the fire is ignited, the air flow was turned on to a pre-adjusted velocity. An IR camera was 
used to record the fire evolution. The obtained images (frames) from the IR recording were analysed 
using the open source software Fire ROS Calculator (Abouali 2017), which calibrates the camera and 
determines the ROS values along predefined directions by the user. We will not present further details 
about the program as it is not the main concern here. However, the program’s outputs have been 
verified to have an error margin on its results of ± 5% (Abouali 2017).  
 
Using the above methodology, we obtain the fire contour evolution for each test and the ROS. To 
better interpret the properties of the fire spread, we define the following directions to estimate the ROS 
along them (Figure b): 
WUS – Upslope over the windward face. This direction is along a line that is originated at the 
midpoint of the ridgeline and perpendicular to it over the windward face. This direction is shifted from 
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the middle of the ridgeline in some tests to follow the up-slope propagation of the fire as it didn’t take 
place at the middle 
LDS – Downslope over the leeward face. Along a collinear line to the WUS line but over the leeward 
face  
WL – Lateral over the windward face. This direction is parallel to the ridgeline and at an average 
distance of 0.3 m from it. It starts from the middle of the ridgeline and ends at one of the ends. We 
designate the direction towards the right end as WLR and towards the left end as WLL. Also, we 
designate WLA to refer to the average between the two directions left and right.    
LL – Lateral over the leeward face. The direction has the same remarks as on the WL, but it is over 
the leeward face and an average distance of 0.15 m from the ridgeline.  
GR– Down-ridge over the windward face. This direction is collinear to the WUS and WDS but it is 
over the ground in the area between the two hills if D=0. In the case the ignition is at the Mid position, 
we designate GRA to refer to the average between the directions towards the first and the second hills 
along the same collinear line. 
Considering two positions Pi and Pi+1 of the fire front along a given direction at time ti and ti+1 at 
distances di and di+1 measured from the same reference we can determine the instantaneous value of 
the ROS as: 
 
Assuming that the fire spreads along the reference direction is steady, knowing the distances dk of 
the fire front position at a set of times tk (k=1…n), we can determine the average ROS (?̅?  of the fire 
along that direction by calculating the slope of the linear fitting between the two data sets (Viegas 
2006). The time intervals (data samples) that were used to estimate the average ROS were determined 
for each direction on each test separately, but they meet the criteria of having at least four data samples 
and the time lapse is not less than 5 seconds or greater than 30 seconds. 
Although in the general case the fire spread is not steady according to (Viegas 2004), we shall 
consider average values of the ROS along the six above mentioned directions like for example ?̅?𝑊𝑈𝑅, 
?̅?𝐿𝐿𝐴. Given that our method of analysis can deal with many data points, this calculation was made for 
several close and parallel lines which represent one of the six indicated directions, to avoid local effects 
and to better characterize the average value of the ROS. 
To guarantee the quality of the tests’ results, we replicated all tests in two experiments, where the 
test replication was not performed on the same day to assure different conditions. We calculated a 
confidence interval (CI) for the determined average ROS values from the replicates in each direction 
and each test. The calculated CI is expressed as a percentage of the average of the same values used to 
calculate the CI (the ROS values). If the percentage was lower than 20% in all directions, the result is 
considered valid. In the opposite case, the test was replicated until the calculated percentage from any 
two tests was less than 20% in all six directions. However, for the ROS values that are close to the Ro, 
the validity condition is increased from 20% to 50%. 
  
Where NORMSINV is a Microsoft Excel (2016) iterative function that returns the inverse of the 
standard normal cumulative distribution; alpha is taken by 0.05 for all the tests; sigma is the standard 
deviation based on the entire population (n), which is taken by two always as the CI is calculated 
between the results of two tests.  
In order to minimise the effect of small variations of fuel bed properties, namely moisture content, 
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In this equation, Ro is the basic ROS measured in no-slope and no-wind conditions that were 
measured for each testing session. 
We consider that the rate of spread is relatively low when R’ is close to unity, but if it reaches values 
greater than 5 or if it increases rapidly then we consider that we are in the presence of an extreme 
behaviour (Viegas 2012). 
 
 
A CFD simulation of the flow around the hills was performed using the open source CFD software 
OpenFOAM-5 (Weller et al. 1998). The adiabatic flow is simulated around a model that is similar to 
the experimental model but scaled down four times to not increase the size of the domain and therefore 
the required computational resources (The reported simulations are computed using in average 300 
CPUcore and 1200 Gb of memory). The simulation was made for five configurations which 
correspond to tests 2D3, 2D14, 2D16, 2D23 and 2D24 (c.f. Table ). On these configurations, the only 
parameter that was changed is the distance between the hills (D). We have chosen it that as this 
parameter is responsible for dramatic changes in the fire behaviour as we shall see on the discussion.  
The dimensions of the simulation domain (Figure ) consist of a box with dimensions of 2.0 m width 
(y-direction), 1.5 m height and the length (x-direction) of the domain was variable according to the 
configuration that is being simulated, where the hill’s model is placed at a distance of 0.65m between 
the inlet section and the base windward face of the first hill, then the end of the domain was determined 
to be at ten times the height (10h) of the simulated hill measured from the end of the leeward face of 
the second hill (Figure ). The choice of the end of the domain to be10h is based on the results of (Arya 
et al. 1981) where he estimated the reattachment point of the flow over the triangular ridge to be at 10 
times the height of the hill. 
The flow is assumed to be incompressible and adiabatic. The inlet flow is steady with a uniform 
velocity of 8.0 m.s-1, which gives a Reynolds number based on the hill’s height of the order of 6.5x104 
assuming constant flow temperature of 25º C. This velocity was chosen to have a flow’s Reynolds 
number of the same order in both the simulations and experimental tests since the model sizes are 
different.  
It is assumed that there is no flow across the lateral and the top boundaries of the domain 
(boundaries of a wall type). The flow near the ground is a boundary layer type developed upwind of 
the hill. Initially, the pressure is considered uniform and equal to 1 atmosphere in all the domain and 





Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
 Advances in Forest Fire Research 2018 – Page 683 
 
 
Figure 3 - Two cross sections on the calculation domain showing the axes directions, refinement regions with their 
dimensions and the position of the model a) parallel to the wind direction (x-z plane). b) perpendicular to the wind 
direction (y-z plane). 
 
The mesh was created using the OpenFOAM tool SnappyHexMesh (Greenshields 2015). A course 
structured mesh with a cell size of 0.05m was built then refined and snapped to the model. The 
refinement is characterised by its level where level 1 corresponds to the coarsest mesh (0.05m), and 
then each refinement level has a cell size of the previous level divided by two (i.e. level 2 of refinement 
will have a cell size of 0.025m). We divided the domain into three regions A, B and C (Fig. 3) which 
have different levels of refinement. Region A coincides with the whole calculation domain and regions 
B and C are surrounding the model. Their heights (z-direction) equal to 3 and 1.1 times the height of 
the model respectively. Their widths (y-direction) are 1.3 and 1.15 times the width of the model 
respectively. The regions are centred with the model along the y-direction and their limits along the x-
direction start at 0.2m and 0.1m measured from the base of the windward face of the first hill and ends 
at 8 and 4 times the height of the model measured from the base of the leeward face of the second hill. 
The three regions have refinement levels of 1, 3 and 4 respectively. Four transition refinement levels 
were configured between any two cells of different refinement levels whenever applicable to assure 
smooth transitions. The mesh then snapped to the model with refinement levels of 7 to 9 depending on 
the refinement needed for the snapping. Around the model’s edges, the refinement was of level 9. 
Finally, 3 wall layers were added where the first layer attached to the model is of the thickness 8.5E-
5m and the other two layers have a growth factor of 1.1 from one to another, this results in a Y+ value 
of ~1.9.  
 
We tested several meshes, turbulence models and solving algorithms. The presented results were 
obtained using the k-omega Shear Stress Transport (SST) turbulence model (Menter et al. 2003) and 
the SIMPLEC algorithm. The selection of these CFD parameters along with the mesh was made based 
on a convergence study where we compared the simulation results, namely the pressure at 90 different 
pressure tabs over the surfaces of the model against experimental results obtained at the same locations 
from wind tunnel experiments that we performed using the same model configuration and wind 
velocity. The reported results achieved convergence criteria composed of two factors that are satisfied, 
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which are a mean squared error less than 30% compared to the experimental measurements. The other 
factor is a residual error on the CFD solution less than 5E-4. However, the comparison against the 
experimentally obtained results was made only for the simulation of the configuration that corresponds 
to test 2D16 (c.f. Table ), then the same setup was used to simulate the flow over the rest of the 
configurations.  
We are not reporting the wind tunnel tests results or the setup for the sake of keeping the text 
focused on the most relevant results. However, we took on consideration the common procedures in 
performing such tests following (Tropea et al. 2007).  
 
We focused the obtained results on the flow velocity near the surfaces of the model (0.1 m above 
the surface for all the results) considering its importance on driving the fire behaviour. We obtained 
the velocity and its components at points that are redistributed along three lines, which are the middle 
line, quarter line and leeward line (Figure ). The middle line is a line that passes at the middle of the 
hills (middle of the ridgeline) and starts at the base of the windward face of the first hill and ends at 
the base of the second hill.  
The quarter line is similar to the middle line but it passes at quarter of the ridgeline from the left 
side of the hill, we considered only the lift side as there is symmetry between the two sides in ideal 
flow conditions; the length of this line and the middle line are dependent on the configuration, namely 
the value of D. The leeward line is parallel to the ridgeline over the leeward face and spaced from it 
by 0.025m (10% of the face width).  
 
 
Figure 4 - a plane view showing the size of the model that was used in the simulation along with lines that the results 




In overall, the fire behaviour over the hills is dependent on their configuration, namely the slope; 
in addition to the blowing wind direction and velocity, and the approaching fire front direction and 
width. We performed two tests to analyse the fire behaviour in the absence of wind in order to better 
assess the role of the wind in driving the fire behaviour. On these two tests, 2D1 and 2D5, the two hills 
are configured to have equal α values, where we used the two values of α of 20º and 27º, one for each 
test. The tests revealed that the fire spreads with NDROS values that are close to 1 except in the 
WUS1&2 directions (Figure ), where the spread was relatively faster as expected (Viegas 2006). 
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However, it’s noticeable also that the spread on the WUS2 is faster than WUS1 (Table ), which is due 
to the fact that the fire approaches the second hill with a wider fire front.  
It is well known that the fire spreads faster up-slope as we increase the slope of a surface, and in 
the case of having a blowing wind on the same direction of the up-slope propagation, the fire 
propagates even faster proportionally to the blowing wind speed. This can easily be noticed on the 
reported NDROS of the fire in the WUS1 direction in Table  with all the tests where we had an ignition 
on WH1. However, over the upslope direction of the second hill (WUS2), the achieved ROS by the fire 
is different and it is affected by the recirculated flow between the two hills and the fire-induced flow. 
These flows also create the phenomena of the fire channelling. On the following two sections we 
discuss the fire channelling behaviour and the fire behaviour between the hills.  
 
Figure 5 - Fire propagation contour map for test 2D1, showing the fire evolution over the hills in the absence of wind 
and with an α1= α2= 20º. The time lapse between frames is 30 s. 
Table 1 A list with the performed tests along with their parameters and the average NDROS of the fire along the 
predefined directions (Figure b) for each test 
 
Test Ref. Uo α1,α2 Ignition D WUS1 WLA1 LDS1 LLA1 WUS2 WLA2 LDS2 LLA2 GRA 
2D1 0 
20,20 WH1 0 
1.04 0.83 0.58 1.01 1.60 1.56 0.61 1.55 
- 
2D2 1 3.01 0.91 0.74 2.05 3.46 2.48 0.87 2.09 
2D3 2 8.34 0.98 0.76 2.53 4.53 1.85 1.26 2.84 
2D4 3 19.12 2.28 1.56 5.71 5.06 2.24 2.28 7.43 
2D5 0 
27,27 WH1 0 
1.76 1.25 0.99 1.32 3.45 1.78 0.84 1.70 
- 
2D6 1 4.21 1.09 1.08 2.95 3.78 1.70 1.02 2.62 
2D7 2 8.20 1.28 1.26 3.58 7.57 1.55 1.15 3.23 
2D8 3 14.63 1.48 1.42 4.56 7.24 1.47 1.00 3.72 
2D17 0 
20,20 Mid 0 
0.68 0.91 1.97 0.91 1.10 1.11 0.73 1.19 
- 
2D18 2 0.19 - 1.65 4.66 1.47 1.22 0.96 1.88 
2D19 0 
20,20 LH2 0 
0.84 3.14 4.14 3.30 0.75 1.06 1.71 0.96 
- 
2D20 2 0.28 - 3.98 9.64 0.64 0.47 1.54 3.73 
2D14 
2 20,20 WH1 
0.5 10.34 1.16 0.95 2.80 2.29 3.07 1.54 3.62 0.70 
2D16 1 6.29 1.14 0.73 2.56 6.56 3.85 0.95 3.11 0.61 
2D23 1.5 8.51 1.23 0.84 2.82 18.32 2.46 1.14 3.23 1.13 
2D24 2 7.68 1.35 8.18 3.10 14.86 2.83 1.04 3.47 1.04 
2D25 2 20,20 Mid 1 - - 3.30 6.00 2.09 6.26 1.12 4.49 0.76 
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In our tests, a lateral spread of the fire or the so called fire channelling happened always if Uo>0 
over the leeward face of the first hill near the ridgeline regardless the fire front approaching direction, 
either from the windward face with the direction of the wind or from the leeward against the wind 
direction (Figure 6). Over the second hill, the channelling also happened but in some tests where the 
fire approached the second ridgeline with wide fire front that prevents the channelling behaviour from 
taking place due to the limited ridgeline length.  
 
Figure 6 - Fire propagation contour maps showing the fire evolution over the hills in the presence of blowing wind 
with Uo=2 m.s-1  a) test 2D7 with α1= α2= 27º and D=0m. The time lapse between frames is 18 s. b) test 2D25 with 
α1= α2= 20º, D=1m and Mid ignition. The time lapse between frames is 20 s. c) test 2D3 with α1= α2= 20º and D=0m. 
The time lapse between frames is 15 s. d) test 2D20 with α1= α2= 20º, D=0m and LH2 ignition. The time lapse 
between frames is 30 s. The wind is blowing from left to right in all cases. 
On Figure Erro! A origem da referência não foi encontrada. we plot the NDROS values of the 
fire on the LLA direction (the channelling direction) to illustrate the change on the behaviour with 
changing the distance between the hills (D) on (a) and the blowing wind velocity (Uo) on (b). We can 
notice that the fire spreads on this direction with similar ROS over the first and second hills for the 
same test in most of the cases regardless of the configuration except for the highest tested wind velocity 
Uo = 3 m.s-1, where noticeably the fire spreads faster on the second hill than the first hill (Figure b). 
Also, we can find that the ROS of the fire is higher for higher inclination except for the case with Uo 
= 3 m.s-1, where a sudden increase is evident in the lower inclination. By looking at the effect of 
changing D on the channelling behaviour (Figure a), we can notice that all the values are osculating 
around a NDROS value of 3 with small differences when we change the value of D. However, the 
channelling has a remarkably faster spread (almost the double) (Figure a) if the fire front approaches 
the leeward face of the hill from its base in the opposite direction to the blowing wind (Figure b), 
which is the case when we did a Mid ignition while D=1m. Also on another case when we had an 
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ignition at LH2 (Figure d), the fire propagated even faster laterally over the first hill with a ROS that 
is around three times the lateral spread in case of igniting the fire at WH1(Figure a). This leads to an 
important remark that the fire channelling happens with faster ROS if the fire front approaches the hill 
from the leeward side in a contrary direction to the main stream compared to the approach from the 
windward side in the same direction of the wind.  
 
Figure 7 - The average NDROS (R’) values of the fire propagation on the LLA1&2 directions plotted versus: a) the 
distance between the two hills (D) with different ignition points. b) the free stream velocity (Uo) with the two 
inclination scenarios, α1= α2= 20º and α1= α2= 27º  
By looking at results of the adiabatic flow simulation (Figure ), we can see a formation of two large 
eddies in the wake of both hills (between the two hills and after the second hill). The two eddies that 
are between the two hills are rotating in opposite directions, and they spread towards the middle of the 
hill where they spread after that in the x-direction above the second ridgeline where the flow exits the 
recirculation structure. These two formed eddies cause the flow to form patterns near the surface of 
the leeward face (Figure a) where the flow goes in an up-slope direction at the middle of the hill then 
rotates to be parallel to the ridgeline and goes towards the two ends of the hill. This flow pattern is the 
main driver of the fire channelling behaviour.  
 
Figure 8 - Streamline of the flow in the wake of each of each of the two hills sources form a parallel line to the 
ridgeline (the leeward line) and coloured by the velocity y-component magnitude 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 3 – Fire Management 
 
Advances in Forest Fire Research 2018 – Page 688  
 
 
Figure 9 - Numerical results for the field of the velocity component in the y-direction (Uy) on parallel planes to the 
hills’ leeward faces and spaced from them by 0.01m for the case where of D=0.25m along with the velocity vectors. a) 
The leeward of the first hill. b) The leeward of the second hill. 
On Figure  we report the values of the y-velocity component (Uy) that was computed for the 
adiabatic flow along the predefined line, the leeward line. The results show that the flow near the 
ridgeline of the first hill (Figure a) doesn’t have a y-component velocity (Uy=0) at the middle of the 
hill, then a y-component starts to develop as we are heading towards the ends of the hill. However, 
over the second hill, the flow develops Uy also near the ridgeline but it has an opposite direction where 
the flow goes towards the middle of the hill not towards the ends (Figure b), which resulted from the 
rotating direction of the developed eddies in the wake of the second hill (Figure b). The adiabatic flow 
behaviour over near the surface of the first leeward coincides with the behaviour of the fire channelling, 
where we can find on Figure  the instantaneous ROS of the lateral spread of the fire is increasing over 
the course of time (accelerating). But over the second hill, the fire tends to propagate with constant 
ROS over the course of time or even a deceleration behaviour. These two behaviours of lateral spread 
over the first and second hills can be easily related to the discussed behaviour of the local adiabatic 
flow (Figure ). Taking into account the fire-induced flow, we can now interpret the remark that we 
addressed earlier about the faster lateral spread of the fire in the two ignition cases Mid and LH2, where 
the fire on this case was propagating on the same direction of the adiabatic flow towards up-slope at 
the middle of the hill (Figure a) then the lateral spread takes place near the ridgeline when the flow 
starts to develop a y-component velocity. During this scenario, the flow accelerates taking into account 
the fire-induced flow towards up-slope, which is not present if the fire was ignited at WH1 and 
approached the ridgeline from the windward face (Figure a). 
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Figure 10 - Flow velocity results of the y-direction component (Uy) computed in the adiabatic flow simulation and 
obtained at points along a line parallel to the ridgeline and spaced from it by 0.025m (10% of the face width) and over 
the leeward face surface by 0.01m. a) over the first hill b) over the second hill. The velocity is presented dimensionless 
where the values are divided by the inlet flow stream velocity (Uo=8 m.s-1). The x-axis represents the relative distance 
of the point compared to the ridgeline length (W), where zero corresponds to the right end of the hill and 1 is the left 
end.  
 
Figure 11 - The evolution of the instantaneous NDROS values over the time on LLA direction for different wind 
velocities (Uo) a) over the first hill (LLA1) b) over the second hill (LLA2). 
1.2. The fire behaviour between the hills 
We are focussing this section on the fire spread on WUS2 and GRA directions, and the change of 
the fire behaviour along them with changing the distance between the two hills (D). On Figure b we 
can find that the fire’s ROS on the up-slope direction increases as we increase the velocity (Uo), 
however, the increase is more evident on the WUS1 than WUS2. Also, the WUS1 is faster than WUS2 
for all the tested wind velocities especially with high values of Uo where the difference can reach up 
to 4 times, all while D=0. But when we increase the value of D, we can notice on Figure a that there 
is a slight decrease in the ROS over the WUS2 direction when D=0.5m then it increases as we increase 
D until we reach the case of D=1.5m, on these configurations we consider the eruptive fire behaviour 
is evident as the NDROS value is close to 18. For D values higher than 1.5m we can notice a slight 
decrease again. It’s remarkable that at D=1m the ROS over WUS1 and WUS2 are matching. However, 
this matching doesn’t necessarily lead to the conclusion that the fire has the same behaviour on the up-
slope direction because the fire front is wider when approaching the second hill than it was on the first 
one (Figure ).  
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Figure 12  - The average NDROS (R’) values of the fire propagation on the WUS1&2 directions plotted versus: a) the 
distance between the two hills (D) with different ignition points and Uo=2 m.s-1, α1= α2= 20º. b) the free stream 
velocity (Uo) with the two inclination scenarios, α1= α2= 20º and α1= α2= 27º, and D=0. 
 
Figure 13  - Fire propagation contour maps showing the fire evolution over the hills in the presence of blowing wind 
with Uo=2 m.s-1 and α1= α2= 20º  a) test 2D16 with D=1m. b) test 2D24with D=2m. The time lapse between frames is 
30 s for both. The wind is blowing from left to right. 
 
By looking at the results of the numerical solution of the adiabatic flow, we can find on Figure  the 
flow velocity modulus values and the Ux and Uz components determined along the predefined middle 
and quarter lines (Figure ). The one may notice that the flow near the windward surface of the second 
hill has lower velocities than the one of the first hill. This coincides with the observation that we 
obtained earlier about the fire spread on the upslope direction as the ROS is higher on WUS1 compared 
to WUS2.  Also, as we increase the distance between the hills (D), the near-surface flow velocities 
increase, which agree as well with the fire behaviour on the WUS2 direction with increasing D. 
However, in most of our tests we noticed that the fire front approached the second windward from a 
point that’s not at the middle but shifted towards the right or the left, as we can see on the tests that are 
presented on Figure  and Figure , and on these cases the up-slope spread was shifted towards the left. 
This behaviour happens even if the fire front that is propagating on the ground reaches the middle of 
the hill first, as it’s shown on Figure a, where the fire propagates very slowly towards up-slope until 
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Figure 14 - Flow velocity results near the surface (1 cm) computed in the adiabatic flow simulation and obtained at  
points along two redefined lines at the middle an quarter of the hill where each line have a total length L. The velocity 
is presented dimensionless where the values are divided by the inlet flow stream velocity (Uo=8 m.s-1).  Each unit on 
the x-axis represents the width of each face, where from 0 to 1 is WH1 followed by LH1, GR, WH2 and LH2 
respectively. a) velocity modulus along the middle line. b) velocity component in the x-direction (Ux) along the middle 
line. c) velocity modulus along the quarter line. d) velocity component in the y-direction (Uy) along the quarter line 
 
By comparing the flow velocity modulus near the second windward surface along the middle line 
and the quarter line that are presented on Figure , we can realize that the flow has higher velocity along 
the quarter line than the middle line, in fact, along the middle the flow has a negative Ux values at the 
beginning of the of windward surface (Figure b), which means that the flow has an opposite direction 
to the up-slope fire spread direction. Meanwhile, along the quarter line, the flow has high transverse 
flow (Uy) with a direction towards the middle of the hill (Figure d). Furthermore, by looking at the 
flow topology that is presented by the streamlines on Figure , we can find that the two eddies that are 
formed between the hills are the ones that cause this flow pattern near the surface of the second 
windward face, which is presented on Figure , and we can see that there is a dead area at the middle of 
the hill with very low flow velocity and the velocity increases at the right and left from the middle.  
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Figure 15 - Numerical results for the field of the velocity component in the y-direction (Uy) on a parallel plane to the 
second windward face and spaced from it by 0.01m for the case where of D=0.25m along with the velocity vectors.  
The effect of the two circulation eddies is also evident on driving the fire behaviour on the ground 
(GR), where the flow near the ground surface is driven on the negative x-direction (Figure b) this 
results in a very slow propagation of the fire as we can find the values of the NDROS are close to 1 in 
the GR direction (Table ). However, the negative Ux is apparent along the middle (Figure b), but along 
the quarter line, we can find that the flow over the gound has higher velocities with an increasing Uy 
as the flow gets closer to the second windward face (Figure d). This developed y-component of the 
flow drives the fire faster on the ground just before it reaches the second windward as we can see in 
Figure b.  
From the mentioned observations about the adiabatic flow topology and patterns near the surface, 
we can conclude that the recirculated flow between the two hills has an apparent effect on driving the 
fire on the ground and the second windward face. It is noticeable also that the fire propagates in the 
same direction of the highest local flow velocity and enhance it by the fire-induced flow resulting in a 
fire propagation that is different from the typical up-slope spread (i.e. In the case that there are no 
obstacles before it in the direction of the wind), like the first windward in our configuration here.  
 
 
The experiments discussed in this study explore the wildfire behaviour over two triangular hills 
placed on series in the direction of the wind with different configurations and applied wind velocities. 
We observed that the fire propagates laterally over the leeward faces of the hills near the ridgeline (fire 
channelling), these lateral spreads are noticeably faster if we increase the freestream velocity while the 
change in the fire’s rate of spread with the change in the inclination of the hills or the distance between 
them is relatively small. Also, the lateral spread is remarkably faster on the first hill in the direction of 
wind than on the hill that has a topographic obstacle before it (the second hill in our study).  
Based on the numerical simulations of the adiabatic flow we found that the topology of the 
recirculated flow in the wake of the hill is the principal cause of the lateral fire spread. The flow near 
the ridgeline where the fire channelling takes place has a lateral component with a value that can reach 
up to half of the freestream velocity value. Also, the lateral flow accelerates toward the hill sides, 
which coincides with the noticed accelerating fire spread behaviour from the middle of the hill towards 
the sides. 
We also noticed that the fire channelling is faster (up to double) if the fire propagated over the 
leeward face towards up-slope in a contrary direction of the mainstream compared to the fire that 
propagates up-slope over the windward in the same direction of the mainstream. We rely this on the 
fire-induced flow as the up-slope propagation over the leeward face has the same direction as the local 
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terrain-modified flow, therefore, the fire enhances the flow velocity locally and feeds the fire 
channelling  
Another remarkable fire behaviour explored as well was the spread of the fire over the windward 
face of the second hill in the direction of the wind. The up-slope spread over this face is generally 
slower than the spread rate in the similar direction (up-slope) over the first hill. This is clearer with 
high blowing wind velocities, and without having space between the two hills, in this case, the fire’s 
rate of spread can be up to three times slower than the spread over the first hill. However, this slower 
rate of spread of the fire fades if we increased the distance between the two hills, in fact, with distances 
higher than two times the height of the hill, the fire propagates faster over the second windward in 
comparison with the first one. Furthermore, we noticed that the fire’s propagation towards up-slope 
over the second windward is shifted from the middle towards one of the sides regardless of the fire’s 
approaching point to the windward face.  
We related the behaviour of the fire in the up-slope direction over the second windward with the 
topology of the recirculating flow between the two hills and the local adiabatic flow velocities, where 
we found that the same recirculation eddies that are responsible about the fire channelling are also 
responsible about shifting the up slope propagation over the second windward. Additionally, this 
reticulated flow causes the fire to propagate on the ground between the two hills relatively slow.  
From these observations and conclusions, we can summarize that the terrain-modified flow has a 
significant effect on driving the fire over complex topographic terrains. Our results also show the 
importance of simulating the flow field over these terrains with high accuracy in order to better predict 
the fire growth.  
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Abstract 
Time-dependent movements described as pulsing, puffing or swaying are among the most visible 
characteristics of open flames. Most existing models for wildfires, however, have assumed flames are 
motionless and spread at a constant rate via radiation, neglecting any clearly intermittent behaviour. Recent 
studies of spreading wildfires suggest that flame spread in fine fuel beds is driven by non-steady convective 
heating and intermittent flame contact on fuel particles. To further understand the impact and nature of these 
flame motions, a stationary, non-spreading fire configuration has been used as it allows for a thorough 
statistical analysis of the flame structure. The same intermittent heating observed in the fuel bed experiments 
were observed in the stationary burner, but with the ability to collect a larger data set. Scaling analyses which 
investigate the impact of these structures, theories on their generation and their impact to fire spread will be 
discussed for both wind-driven and slope-dominated flames. 
 
Keywords: wildland fire, wind-driven, flames 
 
 
Recent research (Finney et al. 2015) has emphasized the importance of convective heating in 
wildfire spread across fine fuel elements, indicating that an understanding of the dynamics of an 
intermittent flame will aid a description of the flame spread process.  Although radiation was often 
ascribed as the dominant mechanism of flame spread in large scale fires, experimental data has shown 
that the fine elements present in wildland fuel beds will not ignite until they come into contact with 
flames due to convective cooling (Martin 1965; Rothermel and Anderson 1966; Fang and Steward 
1969; Alvares et al. 1970; Baines 1990).  An account of the flame dynamics responsible for this process 
is essential in order to develop a fundamental theory of fire spread in wildland fuels.  The important 
mechanisms associated with flame spread in the turbulent regime of a wildland fire are very difficult 
to study in the field; for this reason, laboratory experiments can be employed to mimic some aspects 
of what is seen in the field. 
Wildland fire spread is typically described as a function of fuel, weather, and topography.  
Therefore, an understanding of how these parameters affect the flame dynamics can help to close the 
gap on our understanding of the flame spread process. In particular, wind and slope are key 
contributors to flame spread. Steep slopes and high winds are often associated with extreme wildland 
behavior where flames spread faster and more erratically.  As a fire spreads up a slope, the natural 
buoyancy of the hot gases allows flames to extend over a larger portion of unburnt fuel, accelerating 
the flame front in the upslope direction. Wind similarly tilts the flame forward which causes increased 
rates of heating and flame spread. 
Although empirical models of the influence of slope and wind have been developed (Rothermel 
1972), flame dynamics is still an active area of study. If fine fuels are affected by intermittent heating 
processes, time-dependent movements of the flame will affect heating that drives flame spread. The 
flames three-dimensional structure is also important to understanding this behavior, however this has 
yet to be fully characterized. 
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This work will first review a number of studies by the authors aimed at characterizing flame 
structures associated with wind-driven and inclined flame spread using stationary burners. Using 
stationary fires, the fire’s movement and behavior with respect to the wind and slope can be 
investigated in a consistent manner, separated from fuel ignition effects. Measurements of the flame 
structure and its effects in space and time are made using image analysis and heat-flux and temperature 
profiles of the flame under both wind and slope. While the flames used in these laboratory experiments 
are smaller and less turbulent than those found in a real wildland fire, their structure still retains similar 
features, in particular the interaction between momentum and buoyancy which governs liftoff of the 
flame (Quintiere 1989). Because these features are critically important to fire spread, careful study at 
this small scale may still help inform larger-scale work performed in the future. Results are also 
presented for new work focused on time-dependent movements of the flame. Previous work from the 
authors did not correlate these downstream frequencies which are important for intermittent heating of 
fine fuels, however a new relationship is presented here which provides more insight into the 
controlling processes of these forward movements.  
 
 
Fire science has long used stationary fires to help understand forward heating effects in concurrent 
flame spread (de Ris et al. 1975; Ahmad and Faeth 1979; Quintiere et al. 1986). A review of previous 
work on flow and geometry effects on concurrent flame spread was recently given in (Gollner et al. 
2017). The focus of the review here will be on work by the authors related to stationary burners and 
wildland fires. 
Gorham et al. studied the behavior of stationary fires using both gas burners and liquid fuel-soaked 
wicks under forced flows and inclined geometries (Gorham et al. 2014). A mechanism of instability 
was found in these flows, namely the formation of streamwise streaks, later forming spanwise “peaks 
and troughs” which were found to be similar to other fluid dynamic instabilities. An analysis was also 
made on forward movements of the flame using a level-set method on video images. A Strouhal-
Froude relationship was found to roughly predict the maximum frequency of forward pulsations based 
on fire size and wind speed. More importantly, PDF functions of the flame were found to represent the 
intermittent movement of the flame, which resulted in further extensions at larger fire sizes and higher 
wind speeds. The flame length was also found to be related to the nondimensional fire size, however 
no correlations were found to adequately scale inclined flames. These results were scaled and included 
with larger scale studies in (Finney et al. 2015) 
Further study of instabilities observed in flames was carried out by (Miller, Finney, et al. 2017; 
Miller, Tang, et al. 2017; Miller et al. 2018). In Miller, Tang, et al. (2017) a small-scale line burner 
was used in crossflow to track the growth and development of a laminar streak entering a flame. It was 
found that a shear instability most likely induced perturbations before the flame was present and lead 
to the appearance of stream wise streaks in the flame. However, the growth of these structures was 
eventually dominated by a Rayleigh-Taylor instability. In Miller et al. (2017, 2018) this work was 
extended using hot plates and a liquid wick to track the merging and growth of flow structures. It 
appeared that these initial streaks grow into larger-scale structures (peaks and troughs) which then 
dominate some forward flame motions. In (Finney et al. 2015), these structures were found to be 
important in fire spread because they break up the flame front and allow for forward bursts or 
pulsations of flame to move forward and provide convective heating and ignition for fine fuel particles. 
Tang et al. (Tang, Gorham, et al. 2017; Tang, Miller, et al. 2017) performed two detailed studies 
on line fires under a wind field. First, the attachment length downstream of the burner and profiles of 
heat fluxes were presented. These quantities were correlated using a Richardson number, comparing 
the buoyancy produced from the flame vs. momentum from the oncoming wind, which described 
liftoff of the flame from the surface. Correlations were provided that collapsed heat fluxes to the 
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downstream fuel surface both within the attached region and downstream liftoff or plume region. Tang, 
Miller, et al. 2017 later extended this work to investigate forward pulsations of the flame following 
the work of Gorham et al. (2014). Correlations for the maximum frequency location were found and 
the work from Gorham et al. (2014) extended to different fire sizes, however a full description of the 
forward movement of flames was not presented.   
 
 
Forced-flow experiments were performed on a specially-designed 30 cm cross-section wind tunnel. 
This laminar blower was designed and built for uniform forced-flow combustion experiments. The 
wind velocity from the tunnel can be as high as 6 m/s, with turbulence intensities controlled below 2% 
for the velocities of interest (Singh and Gollner 2015). The experimental platform was placed 
immediately following the outlet of the exhaust tunnel. A sand-filled gas burner was used, with a 10 
cm deep sand-filled plenum and a 25×5 cm surface.  The top surface of the burner was mounted flush 
with a sheet of ceramic fiber insulation board placed at the center of the blower outlet. The insulation 
board, with dimensions of 90 (length) ×45 (width) ×10 (height) cm3, provides a quasi-adiabatic surface 
for downstream fire contact during experiments. Propane from a gas cylinder was passed through a 
programmable flow meter to provide a steady flow rate of fuel during experiments. Three different fire 
heat release rates, 6.3, 7.9, 9.5 kW, were used during the experiments. The wind velocity is varied 
from about 0.8 to 2.5 m/s. High-speed videography was used to capture digital images of the flame 
from the side view. The camera used was high-speed Nikon DX, recording at 250 frames per second 
at a pixel resolution of 1000×720. The experimental setup is shown in Fig. 1. 
 
Figure 1 - Experimental setup used for forced-flow studies from (Tang, Gorham, et al. 2017). 
 
 
Experiments have been conducted over a variety of different wind-driven flame configurations and 
several inclined configurations, as reviewed above. In wind-driven studies, forward pulsation of the 
flame occurs as a result of the competition between the momentum provided by the ambient flow and 
upward buoyancy provided by the flame. A scaling analysis reveals that the forward pulsation 
frequency can be correlated with the Froude number (wind momentum over inertial force) and Q* 
(nondimensional buoyancy), 
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Both the origin of structures observed on the fire line, e.g. streaks and peaks and troughs, and their 
role in influencing some of the macroscopic properties of the flow have also been examined. Streaks 
have been reproduced and characterized via experiments on stationary heated strips and liquid and 
gas-fueled burners in laminar boundary layer flows, providing a framework to develop theory based 
on both observed and measured physical phenomena. The incoming boundary layer is also established 
as the controlling mechanism in forming streaks, which are generated by pre-existing coherent 
structures, while the amplification of streaks was determined to be compatible with quadratic growth 
of Rayleigh-Taylor Instabilities, providing credence to the idea that the downstream growth of streaks 
is strongly tied to buoyancy. These local instabilities were also found to affect macroscopic properties 
of the flow, including heat transfer to the surface, indicating that a two-dimensional assumption may 
fail to adequately describe heat and mass transfer during flame spread and other reacting boundary 
layer flows. 
Finally, new experiments on inclined surfaces with burners are been used to investigate flame 
attachment, where flames bend toward the surface accelerating heating and thus flame spread. The 
inclination also affects the formation of streaks and flame towers, suggesting these may play some role 
in the flame attachment process. This configuration continues to be studied, however preliminary 
results on attachment angle and heating will be presented.  
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Abstract 
Burned area is a rather weak descriptor of wildfire activity, since it is not well correlated neither with fire 
severity and ecological effects, nor with socio-economic impacts. It ignores the heterogeneity in severity 
distribution within fire boundaries, and the existence of unburned patches (UPs). The purpose of this paper 
is to provide a first understanding of the trends and spatial patterns and characteristics of UPs within wildfires 
in Portugal as well as their explanatory variables. This research adopts a special focus on extreme wildfire 
events (EWEs), that represent a huge threat to society because of their high intensity, erratic behavior, and 
strong spot activity. Previous studies on UPs mainly followed an ecological approach, whereas our research 
is mainly focused on understanding how the area of wildland-urban interface (WUI) contributes to create 
UPs inside an EWE. This focus is of paramount importance to assist prevention and mitigation, in order to 
increase the safety of people and assets, in a context of more extreme fire environments. We selected as case 
study the Pedrógão Grande wildfire that occurred in 2017. This event is one of the most disastrous fires ever 
occurred worldwide, with the highest number of fatalities in a single event. We hypothesize that even in this 
category of fires it is possible to find UPs. Based on the wildfire perimeter dataset available, we estimated 
the UPs by the application of geometrical operations. The mapping of WUI was carried out by methods 
developed by IRSTEA and available in the Ruimap software. The WUI map was created by a combination 
of housing configuration and vegetation characterization or land use map. To relate the formation of UPs and 
the Pedrógão Grande fire intensity we used the shape file of the isochrons of fire spread provided by the 
Independent Technical Commission (CTI) created by the Portuguese Parliament to investigate 2017 
wildfires. We created an UPs georeferenced database for Pedrógão Grande wildfire comprising several 
variables (e.g. size, land use characteristics, aspect, slope). Although the trend of UPs in Portugal from 1975 
to 2017 is presented, the most innovative findings are related with the study case of Pedrógão Grande and 
the patterns and characteristics of UPs within this fire perimeter. This wildfire burned with different 
intensities and rate of spread but since the first thirty minutes after the ignition, fire burned above the 
extinction capacity (CTI 2017). In this EWE, unburned area within fire boundary were identified irrespective 
of fire intensity values, even in the most critical period when fire burned with intensity up to 60,000 kWm-1. 
Our findings corroborate the previous studies but others are in contrast with what has been published so far. 
One of the most interesting findings is that the largest UPs were formed in the interval of maximum intensity 
and are of the Mix UPs type. The implications of the findings of this research in land and wildfire management 
are exploited. 
 
Keywords: Extreme wildfire events (EWE), fire intensity, Portugal, unburned patches (UPs), wildland-urban interface (WUI). 
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The number of fire events and burned area (BA) are the most widely used metrics to characterize 
wildfires and evaluate their impacts. BA is a rather weak descriptor of wildfire activity, since it is not 
well correlated neither with fire severity and ecological effects (Keane et al. 2009; Lutz et al. 2011; 
Kolden et al. 2012; Birch et al. 2014; Tedim et al. 2015)  nor with socio-economic impacts (Gill and 
Moore 1998; Tedim et al. 2018). In addition, it ignores the heterogeneity in severity distribution, and 
the existence of unburned patches (UPs) within a fire perimeter, also labeled unburned islands, fire 
islands, refugia, or inclusions; they are an important component of the burned mosaic (Kolden et al. 
2012; Kolden et al. 2015; Krawchuk et al. 2016)  
UPs can be considered a response of landscape matrix to a wildfire event, and can help to retrace 
its dynamics, because they represent a physical evidence of local changes of fire behavior with 
heterogeneous consumption of fuels (Meddens et al. 2018), as influenced by several biophysical and 
anthropic drivers and their complex interactions. UPs contribute to create landscape heterogeneity and 
can thereby influence the distribution and behavior of subsequent wildfires. UPs “are landscape 
legacies that can provide an essential environment for species sensitive to fire, and support 
populations that contribute to the reassembly of biotic communities after fire” (Krawchuk et al. 2016: 
p. 2). However, UPs size, shape, frequency, and spatial patterns are usually not considered in current 
fire regime descriptions (Kolden and Weisberg 2007; Kolden et al. 2012; Meddens et al. 2018).   
Research on UPs has mainly followed an ecological approach, focusing on their role: as fire refugia 
for fire-sensitive organisms; as seed sources facilitating the regeneration of adjacent burned areas, 
biodiversity conservation, increase in a post fire landscape, reduction of detrimental fire impacts on 
hydrology and erosion (Meddens et al. 2018); and in ecological trajectories of succession, ecosystem 
dynamics, and wildfire risk (Kolden et al. 2012). 
The pattern of UPs distribution inside fire boundaries can be very variable (Kolden et al. 2012; 
Tedim et al. 2013; Leonard et al. 2014). Research has shown that the number of UPs significantly 
decreases with increasing fire size and severity  (Kolden et al. 2012). UPs size increases with the extent 
of fire boundary, but patches decrease in density, whereas an increase in fire intensity produces smaller 
size Ups (Kolden et al. 2012; Kolden et al. 2015; Meddens et al. 2018). The ecological effects of UPs 
are determined by size (Eberhart and Woodard 1987), and edge effect (Slik et al. 2011). Enhancing 
the knowledge of UPs characteristics and the factors that contribute to their formation is crucial to 
produce accurate modeling, predict the efficacy of localized fire prevention and mitigation actions 
(Corona et al. 2014; Vaillant et al. 2016; Meddens et al. 2018).  
The purpose of this paper is to provide a first understanding of the spatial patterns and 
characteristics of UPs in extreme wildfire events (EWEs), as well as their explanatory variables in 
Portugal.  EWEs are pyro-convective phenomena overwhelming the capacity of control (fireline 
intensity ≥10,000 kWm-1), exhibiting erratic and unpredictable fire behavior and spread; they can 
likely cause relevant negative socio-economic and environmental impacts (Tedim et al. 2018). This 
category of wildfires represents a huge threat to society but we hypothesize that even in occasion of 
these events it is possible to find UPs. Although recognizing the importance of the ecological role of 
UPs, our research is also focused on understanding how the area of wildland-urban interface (WUI) 
contributes to create UPs in case of EWE, which is of paramount importance to assist prevention and 
mitigation, in order to increase the safety of people and assets in a context of more extreme fire 
environments. 
In the first part of this paper, the trend of UPs distribution and size for the period from 1975 to 2017 
in Portugal is analyzed. In the second part, a detailed analysis is provided for the UPs occurred in the 
2017 wildfire season. In the third part, the spatial pattern and characteristics of UPs in the Pedrógão 
Grande wildfire are presented, which is one of the several EWEs that occurred in 2017, in Portugal. 
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The 2017 wildfire season was the worst one experienced by Portugal so far, since about 465,567ha 
were affected, i.e. about 5% of the country surface, also provoking 112 fatalities. 
In Figure 1 the location of the case study of Pedrógão Grande wildfire is presented. This event is 
one of the most disastrous fires ever occurred worldwide, with the highest number of fatalities (66) in 
a single event. Pedrógão Grande fire spread between 17th and 20th of June, i.e. out the usual fire season, 
and burned 28,624.7 ha. This wildfire reached intensities of 60,000 kWm1 and during 10 minutes of 
its critical phase assumed a rate of spread (ROS) of 15 km/h, provoking most of the fatalities; it 
exhibited extreme phenomena of vorticity and of short and long-distance spotting activity 
(ADAI/LAETA 2017; CTI 2017). Its estimated magnitude was 568 GW, a very high value for 
Portugal, although it represented just one third of the potential magnitude in wildfires with higher 
intensity and ROS that already occurred in eucalyptus forests in Australia (CTI 2017). About 63% of 
the fire perimeter burned in the first 24 hours, and 4,459 ha burned in a single hour. 
In the area affected by the Pedrógão Grande fire, forests of Eucalyptus and Pinus pinaster dominate, 
with a high spatial continuity; the agricultural areas are small and located around the villages; grazing 
activity is low (1-3 livestock units per ha) (CTI 2017).   
 
Figure 1 - Location of Portugal and the study area of Pedrógão Grande 
 
 
For the period 1975 to 2017, we used a dataset of wildfire perimeters polygons. To allow the 
comparability of our research with the findings of other studies about unburned areas (e.g., Meddens 
et al. 2018) we considered only the perimeters ≥ 405 ha. 
The data of burned area polygons for the period 1975–1989 were produced by the School of 
Agriculture (ISA - Instituto Superior de Agronomia). For the following years until 2017, we used the 
cartographic data available in the website of the Institute of Nature Conservation and Forests (ICNF- 
Instituto de Conservação da Natureza e das Florestas). Furthermore, for the year 2017, we used also 
the dataset produced by ISA and provided by the Independent Technical Commission (CTI- Comissão 
Técnica Independente - created by the Portuguese Parliament to analyze the wildfire events occurred 
in 2017). Fire perimeters polygons considered in these datasets do not necessarily correspond to single 
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wildfires, since a fire perimeter can be constituted by the coalescence of more than one fire or be a 
result of a single wildfire. 
The two mentioned datasets used different procedures for the burned area detection and reveal 
different number of UPs, which shows that the mapping of fire perimeter can produce different 
numbers of UPs for the same event and, consequently, influences the consistency of the results. For 
instance, in the dataset provided by ICNF (accessed on April 3rd, 2018) 4,793 UPs were listed, of 
which 876 have an area ≥ 1 ha (18.3%). The dataset provided by the ISA, allowed the identification of 
31,470 UPs, of which 8,172 (25.9%) are ≥1 ha. The same differences were obtained for the Pedrógão 
Grande wildfire (Fig. 2). While one of the datasets identifies just 45 UPs ≥ 1 ha, from the other we 
obtained 522 UPs ≥ 1 ha out of 2,039 UPs. 
 
Unlike Meddens et al. (2016), who used random Forest and classification trees in order to separate 
burned from unburned locations, we estimated the unburned area by the application of geometrical 
operations. It means the difference between a rectangular polygon of the dimensions of each fire 
perimeter and the polygon of burned area, returning a new geometry only with the unburned area, 
excluding polygon rests which were outside the fire boundary. 
 
 
Figure 2 - The UPs in Pedrógão Grande wildfire using two different sources: a) ISA; b) ICNF  
For Pedrógão Grande fire we also used the shape file of the isochrons of fire spread provided by 
CTI. 
 
The mapping of WUI was carried out by the methods developed by the Institut National de 
Recherche en Sciences et Technologies pour l'Environnement et l'Agriculture (IRSTEA) and available 
in the Ruimap software (Sirca et al. 2017). The aim is to locate the different WUI types throughout 
the country in order to have an idea of WUI spatial patterns. 
On the global scale, the WUI is defined by a radius of 400 m around houses located at less than 200 
m from forests or shrubland. The mapping of the WUI for all Portugal using the global scale method 
was made on the Corine Land Cover for the year 2006, as more recent data on land use were not 
available. The pixel resolution is 100 m. The WUI for the area affected by the Pedrógão Grande fire 
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was also mapped using the local scale method developed in a French context by IRSTEA. In this case 
the WUI is defined by a radius of 100 m around each building located at a distance of less than 200 m 
from forests or shrublands. 
Four housing configuration classes were created: isolated, scattered, dense clustered and very dense 
clustered housing. The WUI map was created by a combination of housing configuration and 
vegetation characterization or land use map; the result is a map of twelve WUI classes. For the local 
scale WUI mapping method applied to Pedrógão Grande fire, the input data for the buildings are from 
Copernicus Emergency Management Service, and the level 5 land use map of Portugal from Direção-
Geral do Território (DGT). The pixel resolution is 2.5 m. 
 
 
The statistical analyses and illustration of the results were carried out in the R (3.5.) statistical 
environment (Team 2018), including the packages {ggplot2} for the graphics, the {sf} for geometrical 
operations and the {trend} package for the Man-Kendall statistics. The linear trends in this study were 
estimated using the Mann-Kendall’s tau test at the 95% significance level (Libiseller and Grimvall 
2002). The Man-Kendall statistic test is a rank-based nonparametric test, which has the advantage to 
be robust to outliers and does not assume an underlying probability distribution. For testing the 
correlation between different variables, the nonparametric Spearman's rank correlation coefficient was 
used at a 95% significance level (Best and Roberts 1975). For the national scale, we combined the 
Portugal WUI with the UPs of the year 2017. The same procedure was used for Pedrógão Grande fire.  
 
As UPs are spatial entities, we used a pixel-based approach to investigate the factors contributing 
to UPs. The characterization of UPs was based on their number, size, and proportion within fire 
perimeter, density, and Euclidian distance using the method of nearest neighbor. Hence, we used a 
Digital Elevation Model (DEM) with a resolution of 25 m, which enables us to estimate several terrain 
metrics: aspect, slope, elevation, Topographic Position Index (TPI) (Guisan et al. 1999) and the Terrain 
Ruggedness Index (Riley 1999). For the last two indices, a search radius of 1000 m and no distance 
weighting were considered. All the metric calculations were conducted in the SAGA-GIS software 
(version 6.3.0) by using the R package {RSAGA}. The morphometric indices describe different aspects 
of the terrain, which may play an important role in the explanation of the formation of UPs. In detail, 
TPI compares the elevation of each cell to the mean elevation of a specified neighborhood 
(identification of ridges and valleys); and TRI is the difference of elevation between a cell and the 
mean of an 8-cell neighborhood of surrounding cells.  
The created UPs database includes several variables including the classification of UPs by their 
composition: Vegetation UPs constituted only by vegetation or land without any buildings; WUI UPs 
constituted only by WUI; and Mix UPs where WUI and vegetation areas coexist. Base map and Google 




From 1975 to 2017; 894 fire perimeters ≥ 405 ha were found. There is a high interannual variability 
in the number, with maximum values recorded in 2005 (143 perimeters), 1998 (116), 2003 (90), and 
2017 (89) (Fig. 3a). The lowest number of fire perimeters with the mentioned size occurred in 1988 
and 1997. Out of the observed 894 fire perimeters, just 305 (34.1%) contained UPs in number of 6,413, 
with a high interannual variability (Fig. 3b). The years with the highest number of UPs are 2017, 2013, 
and 2003 (Fig. 4). Since 2000, fire perimeters ≥ 405 ha with UPs can be found every year.  
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Figure 3 - a) Number of fire perimeters ≥ 405 ha, from 1975 to 2017, b) Number of fire perimeters ≥ 405 ha with 
UPs, from 1975 to 2017 (Source: Data from ISA, ICNF) 
 
 
Figure 4 - Number of UPs in fire perimeters ≥ 405 ha (Source: Data from ISA, ICNF). 
 
For the whole period, 1975 to 2017, the area of UPs represented a proportion of 4,2% within fire 
perimeters, with a range between 0.005% (for 2005) and 8.0% (for 1984, a year with very low BA in 
fires perimeters ≥ 405 ha). Mann-Kendall trend test reveals positive trends for all the variables 
considered in the analysis: BA (tau=0.2981; p-value=0.0056); UPs area (tau=0.1901; p-
value=0.0777); number of UPs (tau =0.4021; p-value=0.0002); UPs density per 100 ha (tau=0.4354; 
p-value=5.031e-05), and mean distance between UPs (tau = 0.3140; p-value=0.0041). Spearman's rank 
correlation reveals a strong and statistically significant positive correlation between BA ≥ 405 ha and 
UPs area inside those perimeters (rho=0.8087; p-value =2.648e-07) (Fig. 5a). However, 2003, 2017 and 
2005 are clearly highlighted as outliers: the first two exhibit a high number of BA and UPs area, 
whereas 2005 exhibits the third largest BA in the period, but a very low UPs area inside the perimeters 
≥ 405 ha. A strong positive and statistically significant correlation is observed between BA and the 
number of UPs (rho=0.8582; p-value=4.386e-11) (Fig. 5b). The mean size of UPs ranges between 
147.80 ha (1982) and 0.24 ha (2005).  
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Figure 5 - Relationship between (a) BA and UPs area and (b) between BA and the number of UPs for fire 
perimeters ≥405 ha 
 
In the 2017 wildfires season in Portugal we identified 31,470 UPs occupying 55,591.4 ha within 
the BA. Most of the UPs had a very small size, and only 8,172 of them had a size ≥1 ha. The mean 
size of the UPs is 1.8 ha (Q75%: 1.0 ha; Q95%: 4.8 ha; Q99%: 23.7 ha), but within fire perimeters 
there are UPs larger than 100 ha, that is the threshold of large fires in Portugal. In fact, 63 UPs with 
>100 ha were found; the largest one reached 2,134.6 ha.  The UPs density per 100 ha for all the fires 
considered in 2017 is 6.8. Wildfires did not only affect forest, shrubs and agricultural areas, but also 
28.2% of the WUI of Portugal. Only 5.3% of WUI inside the 2017 fire perimeters was not affected by 
fires and constitutes UPs. About 44.1% (24,5 ha) of the area of UPs falls in WUI; 40.2% of it is 
characterized as isolated housing surrounded by forested area, followed by isolated housing 
surrounded by agricultural or sparse vegetation (34.2%), and scattered housing surrounded by 
forested area (10.9%) (Table A1, in Annex). UPs occurring in areas characterized as dense clustered 
housing, represented only 445 ha (1.8 % of UPs area within fire perimeters), a very low value, when 
compared with the other types of WUI. 
 
Within Pedrógão Grande fire perimeter, there are 3,833.0 ha of WUI (Fig. 6) but just 1,705.9 ha did 
not burn, i.e. the 44.5% of the total affected area and about 13.5% (3,850.5 ha) of the total area within 
fire perimeter is constituted by 2,039 UPs. The density of UPs per 100 ha in Pedrógão Grande fire is 
0.4. Since 1,517 UPs (representing 74% of the number and with a surface of 231.6 ha) have <1 ha, we 
found 522 UPs ≥ 1 ha representing an area of 3,618.9 ha. The largest UP has 751.4 ha. The mean size 
of the UPs is 1.9 ha, but if we consider only the UPs ≥ 1 ha, the value increases to 6.9 ha. Using the 
nearest neighbor method, the mean distance between UPs is 197.77 m (SD = ±1,459.7 m; maximum 
distance = 18.3 m; minimum distance = 15.4 m).  
 
Most of the UPs (No. =1610) are vegetation UPs, but they only represent 29.1% of the unburned 
area. Most of area of the UPs (2,632.8 ha) belong to Mix UPs (No. = 267) and 164 UPs (Area = 2.6%) 
are WUI UPs. The vegetation UPs mainly have a size >1 ha. Only 5 of them have more than 10 ha. 
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Figure 6 - The WUI within the Pedrogão Grande wildfire perimeter 
 
The terrain metrics used to explain the formation of UPs, reveal some differences between BA and 
UPs for all the descriptors (Table A2, in annex). Regarding the aspect, the distribution of BA and UPs 
seems typically bimodal, with the peaks for UPs at W and E (Fig. 7). The UPs distribution is more 
concentrated in some values of aspect than the one of BA. Making the analysis by the type and the 
size of UPs we can find that in all the situations most of the UPs are orientated to S and W (Table A3, 
in annex). In terms of elevation the two curves (Fig. 7) exhibit a similar mono-modal profile. The 
distribution of UPs seems more concentrated at lower elevation values with a lower SD (±113.20) than 
the BA.  There are no significant differences in terms of size and type of UP. Regarding TRI, the BA 
curve presents a bimodal distribution with the two peaks with similar density but sharply right skewed. 
The curve of UPs is slightly different. The UPs are mostly located in lower level of TRI (level and 
nearly level). Although the TPI curves of BA and UPs seem almost overlapped, the latter exhibit more 
negative values which indicates the presence of valleys and gullies. In fact, most of the UPs (1,038 out 
of 2,039) are located in valleys. These results are corroborated by slope. It is evident that the 
distribution of UPs is more related with low values of slope. BA, on the contrary, are more associated 
with higher values of slopes and the curve exhibits some right skewness. 
 
For the comparative analysis of the fire spread by time and the UPs location, we considered the 
time fire first arrived to the border of UPs.  In many of the UPs fire spread around for less than 1 hour. 
In opposition, others faced the fire for many hours or saw it returning from another direction some 
hours after the first contact. The Pedrógão Grande fire burned with different intensities and ROS but 
since the first half an hour after the ignition, the fire burned above the extinction capacity (CTI 2017). 
In this EWE unburned area within fire boundary exists irrespective of fire intensity values. In the 
periods of higher intensity, it is possible to find a high number of UPs per hour (Fig. 8). On the 17th of 
June between 19- 
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Figure 7- Probability density function of terrain metrics for BA and UPs (red line: BA; black line: UPs). 
20 h, when fire burned with intensity up to 60,000 kWm-1, we identified 82 UPs with a mean size of 
6.0 ha. In the following hour, when the downburst occurred, the number of UPs reached 162. However, 
in the latter period the extent of the BA was higher than in the former (4,458.6 ha of BA between 20-
21 h, vs. 2,588.7 ha between 19-20 h). The density of UPs in the two mentioned intervals was 
respectively 31.6 and 27.5 UPs/100 ha. In the following day between 15 and 17 h, when the fire 
intensity approached again to 40,000 kWm-1, the number of UPs arrived to 255 (i.e. a mean of 127.5 
per hour) and the UPs density assumed a value of 13.2 UPs/100 ha.  
On the first day of the wildfire, in the interval between 19 and 21 h, UPs with different sizes and 
characteristics occurred. The less representative was the WUI UPs (29.0 ha; mean size of the patches 
0.97 ha) most of them with less than 1 ha. The maximum size was 6.7 ha. The Vegetation UPs were 
more numerous (137) most of them with < 1 ha (83) and represented 117 ha (mean size of the patches 
0.9 ha). The Mix UPs occupied 1,632.3 ha. They reached a larger size (mean size is 21.2 ha; maximum 
size 751.9 ha), as only 16 out of 77 have <1 ha; three of them have more than 100 ha. While in 
Vegetation and WUI UPs we could not find patches with more than 10 ha, in Mix UPs we found 21 
with such size out of the 244 UPs defined for the interval between 19-21 h. Most of these UPs consist 
of settlements surrounded by agricultural lands, sometimes associated with small pockets of 
caducifolious forests, small patches of very young Eucalyptus plantations, and patches of caducifolious 




In Portugal the maximum size of wildfires is increasing and the overall BA reached in 2017 values 
higher than the previous years. WUI area represents 26,4% of the country total surface, which is a high 
value comparatively with other countries. For instance, South of France has only 11% of WUI (Long-
Fournel, 2013).  
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Figure 8 - Pedrógão Grande fire: Chronology of UPs appearance. The highest values of fire intensity were registered 
between 19 and 21 h of June 17th.   
Portugal presents a high interannual variability in terms of unburned area within fire perimeters. 
The BA, UPs area, number of UPs are increasing in fire perimeters ≥ 405 ha. We found a strong and 
positive correlation between BA and the number of Ups, as well as with the UPs area. However, we 
are only dealing with large fire perimeter. Nevertheless, some years presented a different behavior. 
For instance, 2005 is the third year with more BA but has very few UPs in fire perimeters ≥ 405 ha. 
This situation deserves a deep research. In the general case of Portugal, positive trends with statistical 
significance were found for UPs area, number of patches, UPs density, and mean distance between 
patches. Our findings are in contrast with previous studies in other parts of the world where no trend 
was found (Meddens et al., 2018; Kolden et al.  2012, 2015). 
In Portugal, the WUIs are mainly concerned by a higher fire ignition density than other areas 
(Bouillon et al., 2013). Isolated WUI is the most representative class, and dwellings located in the 
forest increase the risk for people and assets. In general, the presence of forest surrounding any type 
of settlement, including isolated housing, is accompanied by the increased likelihood of being affected 
by wildfires and suffer damage, even though the highest danger is for isolated housing. In term of 
proneness to be affected by wildfires, isolated housing represents the most critical situation followed 
by scattered housing. Dense settlements, on the contrary, seem to represent the less critical condition. 
But when we look at the characteristics of WUI areas that burned and the WUI UPs we found that 
most of the WUI UPs that did not burn were also isolated housing surrounded by forest, followed by 
isolated housing surrounded by agricultural lands. Of course, the presence of forest is a variable issue, 
as it depends on the type of forest and its condition of management, and secondarily on the distance 
between the edge of the forest and the buildings, as well as on fire intensity and spotting characteristics. 
The presence of agricultural land around the settlements does not guarantee assets protection and 
safety. Its efficaciousness in protecting assets mostly depends on conditions of combustibility and 
flammability of vegetation on the fields, in turn depending on its moisture content, its vegetative stage, 
and soil moisture content.  
In this research we used fire perimeters produced by official organizations. We cannot guarantee 
that for the period of 1975 to 2017 the methodology used to map the fire perimeters has been uniform; 
the interpretation of satellite-derived severity can be distinctive and we are not aware if the data were 
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calibrated with ground data. At the same time satellite imagery has developed a lot in that period as 
well as the methodologies of interpretation. If the existence of long dataset could be required to 
produce a better understanding of the dynamic of UPs formation and characteristics, some problems 
of data comparability can exist. Hence, we do not excessively valorize the results obtained for the UPs 
trends. The evaluation of WUI characteristic should be done with more recent land cover and land use 
data to validate our findings. Thus, we prefer to focalize on the findings from the case-study of 
Pedrógão Grande, where the mentioned potential weaknesses are not present.  
 
Previous studies showed that in all types of wildfires (ranging from crown-fires to surface fires in 
grassland) it is possible to find heterogeneous patterns of fire severity including UPs (Bradstock 2008; 
Kolden et al. 2012). Some of UPs studies investigated the influence of fire severity in the appearance 
of unburned areas (Kolden et al. 2012). Our research is based on the influence of fire intensity on the 
UPs formation and confirms that it is possible to find UPs in case of EWEs.  
In the large and high intensity Pedrógão Grande fire, UPs represented a significant percentage 
(11.9%) of the area affected by the wildfire. This result is particularly interesting because Leonard et 
al. (2014) in the Kilmore East-Murrindindi fire complex found that UPs comprised less than one 
percent of the total fire area; both fires were EWEs although with different values of intensity 
(maximum intensity in Pedrógão Grande was 60,000 kWm-1 (CTI 2017), whereas in the Australian 
case-study it reached up to 90,000 kWm-1 (Cruz et al. 2012). The magnitude for Pedrógão Grande (568 
GW) was almost three times lower than the ones for the mentioned Australian fires (respectively, 
Kilmore East 1537 GW and Murrindindi 1642 GW; Harris et al. 2011; CTI 2017). 
In the case of Pedrógão Grande, in the period of highest intensity, we found the highest number of 
UPs per hour and also the patches with larger size. Our study does not confirm that an increase in fire 
intensity produces smaller unburned areas (Kolden et al. 2012; Kolden et al. 2015; Meddens et al. 
2018). 
Concerning the terrain metrics influencing UPs, in our study case TPI is the one that more strongly 
influences their occurrence. Our results are aligned with previous studies (e.g., Leonard et al. 2014; 
Krawchuk et al. 2016). Slope findings corroborate previous studies (e.g., Ramon-Cuesta et al., 2009); 
we found UPs in very different slope conditions, including values >50º, although most of them appear 
on slopes with very low values. On the contrary, our results contradict the recurrent opinion that 
unburned areas occur more frequently under the influence of N aspect (e.g. Ramon-Cuesta et al., 2009). 
In our case the most favorable aspects resulted S and W.  
We found UPs with very different size and characteristics. If in the smaller UPs we can identify a 
particular type of land use (e.g., a very young plantation of eucalyptus, a small area of caducifolious 
forest, a small settlement) that distinguish the unburned area from the surrounding, in the larger UPs 
we found heterogeneity of uses. The larger UPs found in Pedrógão Grande fire that we labelled as Mix 
UPs comprise different land uses.  
Although the presence of forest around the settlements and mainly around isolated housing marks 
the riskiest condition, the relation is not so linear as we found many UPs constituted by isolated 
housing surrounded by forest. In parallel, the existence of an agricultural area surrounding the 
settlements is not a guarantee of protection. It depends on the extension, the composition, and the 
management of the vegetation. 
The characteristics of UPs show that the big and very costly creation by the Portuguese Government 
of a primary network of fuel management is not necessarily the most effective in abating fire intensity. 
For normal fires (Tedim et al. 2018) this could have some efficacy, but in case of EWEs this kind of 
fuel management results absolutely useless because of the intensity and spotting activity, that can 
spread fire at distances of several km from the front of the fire.  
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Unburned areas have been mostly analyzed using an ecological approach, but there are no studies, 
on our knowledge, concerning the contribution of WUI characteristics in the UPs formation. Our 
results must be considered absolutely innovative regarding this point, because they are quantitatively 
referred to categories of WUI.  
The understanding of the trends and spatial patterns of UPs, mainly in the case of EWEs, is crucial 
to inform wildfire and land management as well as spatial planning. UPs exert important ecological 
benefits and influence ecosystem and communities’ resilience, but they also allow to understand how 
to increase the efficacy of prevention and mitigation activities (e.g., to planning safer settlements 
location and WUI expansion). 
Most of the studies relate unburned areas with severity, that is a local response of the landscape to 
physical characteristics of the fire; thus, we preferred to focus on the fire behavior to understand how 
it can affect the formation of UPs. Pedrógão Grande wildfire shows that also an EWE is able to create 
UPs under the complex interaction of fire behavior with fire environment, topography, vegetation, 
landscape characteristics, namely the WUI characteristics. The diversity of characteristics exhibited 
by the UPs shows that their formation is not tied to static landscape characteristics (e.g., slope, aspect, 
TPI) but they occur as a result of complex interactions of those factors with the dynamic factors of 
landscape, mainly local ones. A management goal should ensure enough landscape heterogeneity in 
order to maintain a consistent pattern of UPs, through the reduction of continuity of forest cover and 
the increase of mosaic patterns that help to provide a higher density of UPs and possibly an increase 
in their average size; the type and size of mosaic should be adapted to the fire regime of the different 
regions (e.g., low frequency, high intensity, large size; high).  
Considering that fuel management is a very costly activity and exploiting the finding of our research 
that Mix UPs are larger than the ones with vegetation and WUI UPs, a gradual trend toward Mix UPs 
should be recommended as a basic model to orientate fuel management and spatial planning. This 
represents an advantage because inside these Mix UPs there are activities that manage the fuels, so 
ensuring relevant reduction of vulnerability and increase in the resilience of the territory which is one 
of the milestones of the new paradigm of “coexist with fire”. In this direction the maintenance of 
productive activities (agriculture, grazing) that can break landscape continuity and connectivity can 
contribute to decrease vulnerability of local communities and, consequently, losses and damage. At 
the same time, while fuel reduction activities are very costly and difficult to implement in certain 
places because of the lack of work force, reducing the risk of wildfire by the introduction or 
maintenance of agriculture and grazing (mixing traditional with modern models of sustainable 
agriculture) with a high contribution to sustainable development, should be considered with priority 
within the measures of prevention against unwanted wildfires diffusion and spread. It is fundamental 
to be effective in the implementation of the United Nations Sustainable Development Goals.   
 
 
This work was prepared in the frame of project FIREXTR- Prevent and prepare society for extreme 
fire events: the challenge of seeing the “forest” and not just the “trees" (FCT Ref: 
PTDC/ATPGEO/0462/2014), of which the first author is team leader, co-financed by the European 
Regional Development Fund (ERDF) through the COMPETE 2020 - Operational Program 
Competitiveness and Internationalization (POCI Ref: 16702) and national funds by FCT-Foundation 
for Science and Technology, Portugal. The authors would like to thank Comissão Técnica 
Independente for providing the shape files of Pedrógão Grande Fire perimeter and isochrons of the fire 
spread that were used in this study. 
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Annex  
Table A1: The WUI affected by fire in 2017, in Portugal 
Type of wildland-
urban interface 
Burnt WUI in 2017 wildfires 
UPs in WUI in 2017 
wildfires 
WUI Portugal 
Ha % Ha % Ha % 
Isolated housing - 
mineral area 
747 0.6 223 0.9 3,450 0.1 
Isolated housing - 
agricultural or sparse 
vegetation 
18,869 14.4 8,384 34.2 691,831 28.4 
Isolated housing - 
forested area 
82,653 63.0 9,867 40.2 906,432 37.8 
Scattered housing - 
mineral area 
1,06 0.8 679 2.8 111,072 4.6 
Scattered housing - 
agricultural or sparse 
vegetation 
4,575 3.5 2,257 9.2 260,083 10.7 
Scattered housing - 
forested area 
20,242 15.4 2,67 10.9 331,484 13.6 
Dense clustered 
housing - mineral 
area 
373 0.3 130 0.5 47,649 2.0 
Dense clustered 
housing - agricultural 
or sparse vegetation 
276 0.2 42 0.2 28,438 1.2 
Dense clustered 
housing - forested 
area 
2,424 1.9 273 1.1 57,587 2.4 
Total 131,219 100 24,525 100 2,438,026 100 
 
 




Mean ±SD Max Min 
Aspect (º) 
BA 205.53 ±2.05 360.00 0.00 
UPs 182.95 ±1.51 359.99 0.00 
Elevation (m) 
BA 426.98 ±142.98 1006.34 105.36 
UPs 391.77 ±113.20 978.18 105.36 
Slope (º) 
BA 11.28 ±6.62 63.94 0.00 
UPs 8.21 ±0.11 61.29 0.00 
Topographic Position 
Index 
BA 0.11 ±3.00 21.84 -51.90 
UPs -0.23 ±2.66 14.85 -39.36 
Terrain Ruggedness 
Index 
BA 11.27 ±0.12 63.94 0.00 
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Table A3: Terrain metrics by UPS size and type of WUI in Pedrógão Grande wildfire 
Variables  
Vegetation UPS  WUI UPS MIX UPS  
Total 















No. 170 26 0 31 3 1 18 11 2 262 
Area 22,13 59,8 0 4,42 9,69 21,66 3,94 25,41 61,88 208,93 
East 
No. 359 94 1 29 6 0 29 23 11 552 
Area 52,31 220,17 10,83 3,33 12,08 0 7,08 63,92 339,09 708,81 
South 
No. 352 116 3 36 4 0 34 40 26 611 
Area 61,16 272,13 93,46 2,01 16,18 0 10,63 118,89 1703,4 2277,86 
West 
No. 384 100 1 42 12 0 29 35 7 610 
Area 55,18 244,16 27,81 4,67 24,28 0 4,94 146,5 147,06 654,6 
Unclassified 
No. 4 0 0 0 0 0 0 0 0 4 










No. 215 48 1 6 6 0 16 13 5 310 
Area 28,87 100,08 27,81 0,38 15,16 0 3,77 35,04 83,66 294,77 
≥268<362 
No. 306 97 2 39 6 1 24 22 12 509 
Area 52,12 203,44 25,94 4,81 17,41 21,66 6,3 80,91 1266,18 1678,77 
≥362<449 
No. 304 65 0 48 9 0 33 33 18 510 
Area 46,89 161,89 0 5,29 23,77 0 7,36 90,2 649,28 984,68 
≥449<549 
No. 215 60 1 38 3 0 33 36 9 395 
Area 33,09 144,35 16,66 3,55 3,92 0 8,32 126,87 227,78 564,54 
≥549<678 
No. 160 38 1 7 1 0 4 4 2 217 
Area 23,43 107,74 61,68 0,4 1,96 0 0,82 20,65 24,54 241,22 
≥678<1006 
No. 69 28 0 0 0 0 0 1 0 98 






No. 62 35 2 0 6 0 3 18 6 132 
Area 14,66 80,56 38,64 0 18,55 0 1,61 46,34 92,23 292,59 
≥20<30 
No. 180 84 1 19 9 1 24 29 12 359 
Area 32,99 203,8 61,68 3,18 23,61 21,66 6,24 88,38 385,29 826,83 
≥30<40 
No. 174 44 0 23 1 0 21 21 8 292 
Area 27,89 93,51 0 2,45 6,1 0 5,82 64,4 996,34 1196,51 
≥40<50 
No. 132 37 0 26 4 0 9 16 8 232 
Area 18,9 93,79 0 4,44 6,54 0 2,21 62,15 204,02 392,05 
≥50 
No. 721 136 2 70 5 0 53 25 12 1024 






















No. 3 0 0 0 0 0 0 0 0 3 
Area 0,18 0 0 0 0 0 0 0 0 0,18 
≥20<-10 
No. 18 1 0 1 0 0 1 0 0 21 
Area 2,13 1,85 0 0,04 0 0 0,12 0 0 4,14 
≥-10<0 
No. 627 138 1 68 16 1 58 70 35 1014 
Area 95,8 295,8 27,81 6,24 37,25 21,66 14,29 229,74 1863 2591,59 
≥0<10 
No. 617 197 4 69 9 0 51 39 11 997 
Area 92,61 498,6 104,29 8,15 24,97 0 12,18 124,97 388,43 1254,2 
≥10 
No. 4 0 0 0 0 0 0 0 0 4 


















No. 947 241 3 126 24 1 97 97 41 1577 
Area 146,07 547,46 42,6 13,1 60,26 21,66 24,52 318,22 2175,79 3349,68 
Nearly Level 
No. 260 86 2 12 1 0 13 11 5 390 
Area 38,51 229,62 89,5 1,33 1,96 0 2,07 32,36 75,65 471 
Slightly rugged 
No. 59 9 0 0 0 0 0 1 0 69 
Area 5,87 19,18 0 0 0 0 0 4,13 0 29,18 
Intermediately rugged 
No. 3 0 0 0 0 0 0 0 0 3 
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Abstract 
Fire experiments generally aim to relate fire behavior to fuel and weather conditions. One of the main 
factors influencing the fire rate of spread is the wind speed, but its measurement in fire experiments is 
challenging due to the combination of wind-flow turbulence and the remote location of the sensors relative 
to the fire front. Differences arise because i) the feedbacks of the fire plume on the ambient wind modify the 
wind speed at fire location, ii) the environment at the measurement location may differ from the fire plot 
characteristics in non-uniform conditions (fuel, topography), which may induce a spatial bias between mean 
winds and iii) instantaneous fluctuations at both locations are weakly correlated, which affects the 
representativeness of wind measurement, because of the relatively brief duration of fire experiments. 
The present work disentangles the sources of bias and variability in wind measurements (ii and iii), and 
provides understanding of wind measurement accuracy in fire experiments. The combination of both 
measurement error sources, both in representativeness and spatial bias, has to date never been studied. In the 
present study, we employed a modelling approach using HIGRAD/FIRETEC to compute Large-Eddy-
Simulations (LES) of wind flows over typical fire experiments. Our simulations show that the spatial bias 
resulting from the distance to the trailing edge of the measurement location, can be very strong in a realistic 
configuration and that 7h (with h the canopy height) is too short to get measurements representative of the 
ambient open wind. In this context, we recommend that the distance to the trailing edge is measured and the 
upwind canopy characterized (at least in terms of height), so that horizontal Wind Adjustment Factor can be 
applied to correct the measured wind. Another source of bias is the fact that the fire wind, defined as the 
average wind at 20ft above the fire plot, can be altered by the presence of the upwind safety break, when its 
size is larger than 6 to 7h. 
The representativeness of wind measurements can be estimated by comparing values of fire and measured 
winds corresponding to replicates of virtual fire experiments. We confirm the finding of two pioneering 
studies on wind measurement representativeness, which already suggested that measurement errors resulting 
from both uncertainties in both measured and fire wind could be very significant in typical fire experiments, 
especially when the plot size was small, when the experiment duration was short, and when the number of 
sensors was small. For our preliminary results, obtained in more realistic configurations, we found that square 
fire plots larger than 200 m and a number of five sensors seem to provide a reasonable measurement accuracy, 
provided that the fire does not spread too fast (which would result in shorter experiment duration) and that 
the wind is not too low (as the measurement representativeness increases with ambient wind speed). 
 
Keywords: Fire metrology, Measurement accuracy, Bias, Variance, FIRETEC, Fire behavior 
 
 
Fire experiments generally aim to relate fire behavior to fuel and weather conditions. One of the 
main factors influencing fire rate of spread is the wind speed. However, empirical relationships 
generally exhibit significant variability, which can partly be explained by wind measurement accuracy 
(Cruz and Alexander 2013). Indeed, measuring the wind in fire experiments is challenging, due to the 
combination of differences in the turbulent nature of wind flow and the location of sensor(s). In 
practice, the ambient wind speed is measured at some distance from the fire front, so the wind speed 
at the measurement location often differs from the wind speed at the fire location. 
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Because no evidence was found that instantaneous measured wind relates to variations in fire spread 
(Cheney et al. 1993; Taylor et al. 2004), measured wind speed is generally averaged over the 
experiment duration and eventually, over the different sensors when exist. The rationale for that 
process is that the average measured wind is a good representative for the ambient wind, which drives 
the fire within the experimental plot. However, some differences between measured and fire wind arise 
because i) the feedbacks of the fire plume on the ambient wind modify the wind speed at fire location, 
ii) the local or upwind environment may differ (fuel, topography), which may induce differences 
between mean winds, and/or iii) instantaneous fluctuations at both locations are weakly or not 
correlated, which affects the representativeness of wind measurements. 
The fire feedbacks on the fire wind are generally not included in wind measurement error (Sullivan 
and Knight 2001), and have to be accounted for in the fire-model formulation. As such, they are beyond 
the scope of the present work. The measurement error is defined as the departure between the wind 
speed that would have been measured at fire location during the fire experiment (without the fire), 
referred to as the fire-front wind (uf), and the measured wind speed at measurement location(s) (um) 
(Sullivan and Knight 2001; Pimont et al. 2017), averaged over the same time period. The conventional 
approach is that um is typically measured above bare ground, in an open area at a reference height href 
(20 feet or 10 m), as described in Fisher and Hardy 1976). It is expected to highly depend on the 
surrounding obstacles (typically the canopy located in the upwind side of the open area), so that it is 
recommended that the measurements are done at more than 7h from the trailing edge, with h the height 
of the canopy (Fisher and Hardy 1976). In practice, this measured wind is assumed to be representative 
of the wind at href above the canopy in the fire plot (Andrew 2012), which we refer later to as the fire 
wind (uf). This reference wind is typically converted to a wind at the height of interest through a Wind 
Adjustment Factor –WAF- (Andrews 2012), which depends on the fire modelling approach. A 
widespread assumption is to convert the fire wind to a mid-flame-height wind; in this context, 
calculation of WAF has important implications (e.g. Albini and Baughman 1979; Massman et al. 
2017). As this height of interest potentially depends on the fire spread conditions, which determines 
the flame height, the scope of the present paper will be limited to the fire wind (uf), which is defined 
as the average wind at href above the canopy within the fire plot, and its relationship with the measured 
wind (um) in the open, which conventional approaches assume it should represent. 
To a large degree, the question of wind measurement representativeness, although critical, has 
seldom been addressed. The measurement error can be decomposed in two subcomponents (Hastie 
2009). The first one is the error due to “bias”, which is caused by the difference between the 
expectation of the measured wind and the expectation of the fire wind (which is what we would obtain 
by averaging replications of the experiment under a constant weather). To the best of our knowledge, 
there is apparently not much scientific support to the assumption that um is equal to the wind at href 
above the canopy. According to Fisher and Hardy (1976), measurement in open area can be replaced 
by measurement at “obstacle+href” height, “if the ground is densely covered with rocks, brush, or small 
trees, increase the height of the anemometer by the average height of the ground cover.” There is hence 
a potential bias associated with the fact that the wind at href in the open would be equal to the wind at 
href above the canopy and the magnitude of this bias might varies when changing canopy properties 
(e.g. height, Leaf Area Index, etc). 
Another bias in real-world experiments arises from safety fuel breaks which often surround shrub 
or forest plots. In reality, the fuel break located in the upwind side of the fire plot almost certainly 
affects the wind profile, which requires some distance to adjust from an “open” profile to a “fire plot” 
profile (e.g. in Pimont et al. 2009; Pimont et al. 2011). As a result, it is likely that the fire wind uf, at 
href above the actual fire plot, differs from the wind that would be measured at href above a canopy, 
especially for the part of the fire plot located at a short distance from the plot’s leading edge. From 
now, we will refer to uth (for theoretical wind) for the wind at href above a long homogeneous canopy. 
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The second subcomponent of error is due to “variance” (or variability) in both fire and measured 
winds. Even if the expectations of the fire wind (at z=h+href in the fire plot, which represents the wind 
truly experienced by the experimental fire) and the measured wind (at href in the open) were equal (i.e. 
no bias), their mean values over the duration of an actual fire experiment is expected to differ because 
of instantaneous fluctuations of the wind. Such an impact of variance has been studied through an 
experimental approach by Sullivan and Knight (2001) and a numerical approach by Pimont et al. 
(2017). Both studies were based on comparison between wind measurements made at distant locations 
below homogeneous canopies, so that average winds over long periods were expected to be equal at 
both locations. These studies revealed that, in fact, the average winds typically differ over the duration 
of a fire experiment, which is typically short, causing measurement error, often on the order of +/-
30%. In both studies, the duration and the extent of fire experiments, the number of sensors and the 
measurement heights were all critical factors influencing the degree of consistency between measured 
and fire winds. These studies, however, focused on the variance problem in a context which differs 
slightly from actual fire experiments, as both fire and measured winds were estimated below a 
homogeneous canopy, in which variability is expected to be much larger than in the open or above a 
canopy. The combination of measurement error due to both bias and variance has to date never been 
studied in a context close to actual fire experiments. In the present study, we used Large-Eddy-
Simulations (LES) of wind flows to estimate these two subcomponents of error from wind flow 
simulations, typically corresponding to the ICFME experiment (Taylor et al. 2004). 
 
 
We employed the HIGRAD/FIRETEC model to compute Large-Eddy-Simulations (LES) of wind 
flows over fire plots (corresponding to virtual fire experiments), as in Pimont et al. (2017). Wind flow 
simulations over both homogeneous canopy and open-to-forest transitions with the 
HIGRAD/FIRETEC model have been validated against detailed field experiments, in terms of both 
average wind profiles and turbulent profiles (Pimont et al. 2009).  
The forest canopy was representative of the ICFME experiment (Taylor et al. 2004) and modelled 
with the FuelManager software from inventory data and allometric relationships for the different 
species (Pimont et al. 2016). Fuel breaks of various widths were designed in the landscape (in blue, in 
Fig. 1), so that simulated wind flows could be used to simulate measured wind, theoretical wind and 
fire wind at selected heights over fire experiments.  
 
Figure 1 - Planimetric view of the fuel map (expressed 
in fuel bulk density), illustrating different spacing 
between the safety breaks (in blue, represented with very 
low fuel loads). This design enables comparison of 
simulated winds in virtual fire plots (within the canopy) 
and at sensor locations (within fuel breaks) to evaluate 
the wind measurement error in various conditions of 
fuel break widths, depending on the location of the fire 
plot in the fuel map. 
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Simulated data were used to determine the sensitivity of these wind values to each configuration 
and to compute the resulting bias, which depends on the location of the sensor, the length of the open 
area and the location of the fire plot. We then compared the variance of both measured and fire wind 
to provide a comprehensive understanding of wind measurement error in fire experiments. 
 
 
Figure 2 shows the horizontal wind profiles in the streamwise direction, simulated at several heights 
in the case of a large open area 384 m across (shown close to the center in Fig. 1). In Figure 2, the x-
axis is labelled with 0 at the end of the first canopy block, so that the labels correspond to the distance 
from this trailing edge. Close to the ground (at z=20 feet, in black) and at the top of the canopy (at 
h=16.1 m, in green), the wind accelerated over the open area, before slowing down when entering in 
next canopy block (at d>384 m). The 20ft curve shows that wind velocity at a distance equal to 7h 
from the trailing edge, as recommended in Fisher and Hardy (1976) led to a measured wind of 3 ms-1, 
whereas the measured wind reached 4.1 ms-1 at d=20h. This suggests that 7h, which is the distance 
suggested by Fisher and Hardy (1976), is too small to reach an “open” wind value, for which the 
canopy to forest transition requires at least 30h to fully adjust to the “open” environment (e.g. Pimont 
et al. 2011). The red curve represents the wind at h+20ft, which is shown to be significantly increased 
above the open area with respect to the theoretical wind uth at z=h+href above a homogeneous forest, 
uth =4.3 ms-1. Moreover, the wind at h+20ft just after the open area (at 2h from the canopy leading 
edge) further increases up to 5.4 m/s, and then gently returns to its theoretical value uth at only 7 to 8h 
from the canopy leading edge. In contrast, the blue curve shows that the mean wind speed at z=3h was 
not much influenced by the open area. Unfortunately, such a height is too high for practical 
measurements with traditional anemometers. 
Typically, if the measurement were made at d=7h in the open and the fire plot was within the first 
100 m after the leading edge of the second canopy block, the fire wind would be on the order of 75% 
larger than the measured wind. However, if the wind was measured at d=20h and the fire was ignited 
at more than 200 m for the leading edge, the bias would be of only 5%. This figure thus illustrates the 
importance of the location of both sensor(s) and fire plot and how this location affects the consistency 
of the measurement of the ambient wind. 
 
Figure 2 - Horizontal wind profiles at several heights over the 384 m open area (z=20ft, in black; z=h (canopy height), 
in green; z=h+20ft in red and z=3h in blue). The red dashed line corresponds to the wind speed at 20 ft above the 
canopy far from the open area, which is often referred to as the theoretical wind at h+20ft. The wind velocity at 20ft 
(in black) is strongly affected by the presence of the fuel break and has not converged after d=7h. 
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In Figure 2, the open area is very long (384 m, which is on the order of 25h). In practice, open areas 
in forest are often much shorter. Figure 3 is similar to Figure 2, but for a shorter break (96 m, on the 
order of 6h, which corresponds to the four safety breaks located around y=1100 m, in Fig. 1). In this 
case the wind measured at d=5h from the edge would be 2.8 ms-1, which is much lower than the 
theoretical wind speed (4.4 ms-1). However, the shorter break induced a smaller impact on the fire 
wind after the break, which was much closer to the theoretical wind than after the large open area. In 
the present configuration, a measurement at d=5h would lead to an underestimation by 68% of the fire 
wind. 
 
Figure 3 - Same figure as figure 2, but for the 96 m open area. (z=20ft, in black; z=h (canopy height), in green; 
z=h+20ft in red and z=3h in blue). The red dashed line corresponds to the wind speed at 20 ft above the canopy far 
from the open area, which is often referred to as the theoretical wind at h+20ft. 
 
 
In this subsection, we evaluated the variance in a specific configuration, in which the sensors were 
located at 20ft above the ground and at a distance d=7h from the trailing edge of the largest (centered) 
safety break of Fig. 1 (as recommended in Fisher and Hardy, 1976). The fire plot was in the forest area 
located downwind to this break (starting just after the leading edge of the second forestry block, see 
Fig. 1). We simulated fire winds, corresponding to mean wind at the location of a virtual fire spreading 
at a constant rate of spread (ROS, here 0.5 ms-1 and 1ms-1) in square fire plots of a given size (50, 100 
and 200 m), which led to virtual experiments with durations between 50 and 400 s. We also computed 
the measured wind from different numbers of virtual sensors (from one to five sensors). The design 
was inspired from Pimont et al. (2017), who provide more details on the method. 
Figure 4 shows the comparison between fire and measured winds for the three fire plot sizes, 
assuming that the fire spreads at ROS=0.5 ms-1. As expected from the previous subsection, the fire 
wind at 20ft above the canopy was on average much larger than the measured wind at 20ft above the 
ground at d=7h from the trailing edge (the no-bias line is in dashed black).  
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Figure 4 - Comparison between measured and fire wind speeds simulated during different virtual fire experiments in 
fire plots of size 50, 100 and 200m. As ROS=0.5ms-1, the durations of these experiments are respectively 100, 200 and 
400s. Increasing plot size (and thus experiment duration) strongly reduced the variability of both measured and fire 
wind speed. Also averaging over 5 sensors, rather than using only one, strongly reduced the measured wind 
variability. 
Here, we focus on the variability of fire and measurement winds, which were obviously not much 
correlated, because of the short duration of the fire experiments (as already reported by Sullivan and 
Knight 2001 and Pimont et al. 2017). This variability was very high when measurements were made 
on a single sensor and with the smallest fire plot (50 m) which also corresponded to a short experiment 
duration (100 s). Increasing the size of the plot reduced the variability in both measured and fire wind 
speed. Measurement wind variability was reduced by the number of sensors. 
Figure 5 is similar to Fig 4, but for a faster ROS (1 ms-1), which led to shorter experiment durations. 
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Figure 5 - Same figure as Fig. 4, but assuming a faster ROS (1ms-1), and thus shorter experiment durations (50, 100 




The work presents an innovative analysis of the wind measurement error in fire experiments, by 
combining the two sources of error: the problem of wind representativeness (caused by the turbulent 
nature of the wind) and the heterogeneity bias, (caused by differences in physical environment between 
the location of wind measurements and where the fire spreads). 
From both Fig. 2 and 3, we can recommend to set the fire plot after a small safety zone (6h or less), 
in order to limit the influence of the safety zone on the fire plot (to limit variations between the fire 
wind and the theoretical wind). Ideally, the fire line should be ignited at more than 2h downwind to 
the leading edge, although this could raise practical problems. Regarding the measurement, the sensor 
would be placed in a very large open area (ideally larger than 20h when available), on the side of the 
fire plot, to enable the convergence of the open wind, used to estimate the ambient wind. However, as 
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describe the upwind canopy (at least the height, and eventually the Leaf Area Index and the canopy 
cover), so that horizontal wind adjustment factors (HWAF) can be applied, to convert the wind 
measured at a given distance to the actual open wind, at long distance from the edge. This is of major 
importance because for the same ambient wind (and thus a same expected ROS), the measured wind 
would be very significantly different if the measurements were made at 5h, 7h, 20h or 30h during the 
fire experiment. This could have been a significant source of bias in previous experiments, in which 
measurements were not necessarily homogeneous in terms of distance to the edge. We think that -
simulated or measured- HWAF could help to increase the quality of empirical fire data and to better 
understand the residuals in empirical models, which are in general fairly wide, as the mean absolute 
error is at best on the order of +/- 30% (Cruz and Alexander 2013). 
Our analyses of measurement and fire wind variability confirmed the strong influence of the fire 
plot size, the experiment duration and the number of sensors, consistent with previous work in Sullivan 
and Knight (2001) and Pimont et al. (2017). The main benefit of the present work was to address this 
problem of wind representativeness in a context which was more realistic, as the previous studies 
compared measured and fire winds estimated below canopies and in horizontally homogeneous 
configurations. Clearly, our analyses demonstrate that the wind measurement accuracy is poor in fire 
plots of 50 m (3 to 4h) and limited in those of 100 m (6 to 7h). For these specific experiments, and 
especially when only one sensor was available, the wind measurement variability can be reduced by 
averaging the measured wind on longer period than the one of the experiment (a few minutes before 
and after). There is no way, however, to reduce the variability of the fire wind, meaning that we 
basically have no idea of what the actual wind really was in the fire plot during the experiment (from 
4 to 7 ms-1). According to our computations, a fire plot size on the order of 200m (12h) seems to be 
satisfactory, provided that the fire does not spread too fast. We would like to point that the magnitude 
of the ambient wind velocity was found to be a major factor of variation in measurement accuracy in 
homogeneous canopies (Pimont et al. 2017) and such a result should hold in the present more realistic 
context. It is thus expected that the –relative- variability of both fire and measured winds would be 
higher in the case of lower ambient wind. 
This study also illustrates how physics-based models can be used to improve the knowledge 
regarding wind measurement in field experiments. More detailed analyses in a variety of fuel types 
and safety break design should help to provide general guidelines regarding the number of sensors and 
eventually to suggest some correcting factors such as the HWAF, described above. Finally, we did not 
investigate how the fire wind (at href above the fire plot) relates to the mid-flame height wind, even if 
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Abstract 
In June 2016, a forest fire had a head-on impact with some misalignment, but with aggressive local 
topographic behavior, to the Colonia Santa Marina residential settlement. This settlement had a Self-
Protection Plan approved in 2007. The Plan was based on a forest fires protection system whose acronym is 
WUIPROTECT© (Wildland Urban Interface Defense System) and it included the self-projection planning 
for previous fire risk, the Owners Community training, fuel management and the installation defensive 
infrastructure. Both the Plan and the foreseen infrastructure for the nucleus were activated hours before the 
impact and contributed to the defense of the urbanized area. 
With this methodology of operations, on one hand, the risk of affecting population and intervening 
professionals is reduced by lowering temperature, radiation, secondary foci ignition potential due to short-
distance flashes..., and on the other hand, environmental and infrastructures damage is reduced. Obviously, 
without the intervention of ground means, the result could have been different, in the same way that it would 
be if aerial means wouldn’t join the heli-transported brigades efforts, WUIPROTECT® reduces the intensity 
of the fire, causing it to reach extinction capacity, emulating in this way what would be focused land-based 
discharges whenever they are convenient. 
Due to the interest aroused by this unusual scenario, in which a developed forest fire impacts a residential 
area with a self-protection system, it has been considered convenient to proceed to analyze the facts to obtain 
some conclusions in order to identify the strengths and weaknesses of the system to improve its design, 
installation and operation. 
This document is a summary of the technical report made based on testimonies, photographs and on-site 
observations of the facts and their consequences. For this purpose, an intense work of interviews with 
intervening professionals, eyewitnesses and owners of Colonia Santa Marina residential settlement and 
several expert ground visits to document the events has been carried out. 
 
Keywords: WUI, defensive system, Fire Adapted Communities, Training, Civil Protection, WUIProtect, SIDEINFO, prevention, 
self-protection, risk reduction 
 
 
Colonia Santa Marina residential settlement is located between the municipalities of Carcaixent and 
Alzira, in Ribera Alta county (Valencia), in Barraca d’Aigües Vives valley, 500 meters from the main 
population nucleus on the right side of CV-50 road, towards Tavernes de la Valldigna (Figure 1). 
According to the analysis carried out in the Self-Protection Plan, the vegetation surrounding in 500 
meters, Santa Marina settlement is formed mainly by crops land (515 hectares) and land with forest 
cover (389 hectares). The forest land is covered mainly by Aleppo pine (Pinus halepensis) with close 
to 100% of covered fraction and plenty of Mediterranean maquis in the underwood. Colonia Santa 
Marina has 140 plots/properties and according to data compiled for the Self-Protection Plan, and 
during the summer houses a maximum estimated population of 700 to 900 people, depending on the 
day of the week. It should be noted that after Self-Protection Plan development, an urban development 
associated to Santa Marina, called Santa Marina 2, was made and meant a significant increase of the 
population in the area, although it is administratively segregated. The northern limit of the urbanized 
area matches with CV-50 road that links Lliria and Tavernes de la Valldigna and from which  
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the residential area is accessed through the main entrance. A second entrance was added on the eastern 
boundary as part of the plan to improve the road network in the Self-Protection Plan ant it allows the 
access to the area from the Convent de Santa María d’Aigües Vives. 
 




At the time and place of the fire origin, the wind predictions were higher than 20 km/h with gusts 
up to 40 km/h, from general west component and getting slower during the following hours when it 
rolled to south-west and south component to the end of the day. The breeze at the beginning of the 
afternoon over the area was blocked by the effect of west component winds with intensities from 
moderate to strong. During the first moments of the fire, the temperature remained close to 30ºC and 
the relative humidity below 30%. 
According to observation data from the 8300X station of Carcaixent, from the State Meteorogical 
Agency (AEMET), the wind was blowing from NNW and W component to roll to SSW at nightfall, 
when intensity decreased significantly. The push of the NW wind in the development of fire’s left 
flank caused it that during the night, with SSW wind, to move towards the Colonia Santa Marina 
residential area, but with less intensity. On the final hillsides before the impact, the fire ran more 
because of topography than pushed by the wind. 
The observed data by the means of extinction in the place and time the fire started on 16/6/2016 are 
the following: relative humidity, 25%; temperature, 29,7-38,9 ºC; wind speed: 20,6 km/h with gusts 
up to 38,9 km/h; wind direction, 280º (W) to 300º (NW). Value ranges between observations and 
predictions, particularly wind, could be caused by local effects and channelling by ravines and hills of 
the area. 
 
The impact of the wildfire front in Santa Marina took place in different locations between 23:50h 
on 16/06 and 02:30h on 17/06, affecting almost all the forest perimeter of the settlement during this 
period. Although there was a decrease on the wind speed towards night, the fire front impacted with 
some misalignment in three areas where there was presence and continuity of forest fuel on both sides 
of the road that runs through the La Barsella ravine. 
There were up to 3 high intensity wildfire fronts favoured by topography. The rest of the perimeter 
had a crop field (orange grove) in the lowest part that separated the forest mass. The crop field, which 
was farmed and maintained, acted as a firebreak at that point, giving a chance for control. In this part 
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of the perimeter, two fire flanks were opened and ran with 2/3 alignment by the fire relocation in the 
lower part of the slope. However, in all observed impact cases, the potential behavior was front/flank. 
The subsequent analysis evaluates the difference of the effects produced in different parts of the 
perimeter.  
Fire managed to get through the defensive line in the southeast area (Picture 2) and in the northwest 
area (Picture 3). In the case of the southwest impact, it reached the interior of the residential area 
through the perimeter strip that had been without maintenance for 10 years. In the case of the northwest 
impact, it is estimated that something similar happened but the flame front could have been powered 
by the hill effect and the increasing intensity of local wind. 
 
 
Figure 2 - Impact in area 1 (south-east). Images taken from the position of the Advanced Command Post. In the 
central part of the right image certain alignment is observed. When fire reaches the top of the slope, it meets the first 
wetted area by the WUI-PROTECT® and stops its progression. Source: Own elaboration based on Medi XXI GSA 
images.    
 
 
Figure 3 - Impact in area 3 (northwest). Images taken from Josep Piera Montagud Street in Barraca d’Aigües Vives. 
In this area, the lack of maintenance of the perimeter fringe favoured the entry of fire inside the residential area. 
Source: Own elaboration based on Medi XXI GSA and J.L. Mollà pictures. 
 
The fire behaviour on the hillside through which the fire advanced and impacted on the urban 
settlement, based on direct observation of the forest fire and the analysis of the degree of destruction 
and severity in the vegetation later on (Picture 4). As mentioned before, towards the night the wind 
lost intensity and it rolled to a component that aligned with the slopes surrounding the urban core 
(SW). Both live and dead fuel was, in general, very available, due to previous drying days, due to poor 
recovery of the previous night, due to the west wind episode and due to the fire desiccant effect that 
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entered Barsella ravine. With it, the fire that went up from the bottom of the ravine to the urban area, 
did it from an entry point located at the bottom of the ravine (B) and was realigned uphill pushed by 
the light wind but getting virulent, consuming all the available fine fuel in some points, in short runs 
of active crown fire that were generally driven by the undergrowth shrub. From the hillside inspection 
prior to impact, it can be deduced that fire developed its full potential both on the surface and on the 
treetops in those short distances, since there was practically no remaining fine fuel and the soil was 
severely burned, indicator of very high temperatures. 
 
 
Figure 4 - Aerial view of impacted area after the fire. It shows that crops acted as a firewall (A) and also shows the 
possible entry point of fire to the SW hill (B), with wildfire front outplacement in very heavy wildfire main spreads to 
the top (D and E) and a second fire entry point (C) which generated wildfire main spreads too. At the moment of the 
impact, SW wind had a low intensity. The position of WUIPROTECT® cannons is indicated with circles. It can be 
appreciated that the house 23 was directly impacted by wildfire main spread head. Source: Medi XXI GSA 
It is possible that fire jumped the bottom path of the ravine at some point (C) causing new races on 
the southern side of the hill, some running under the undergrowth and burning pines and some other 
more intense climbing treetops in dependent races. It seems reasonable to think that the difference 
between both behaviours depend on the amount of undergrowth in each point. 
 
As mentioned and observed above, the flame length reached locally between 20 and 30 meters just 
at the pass of Barsella ravine and on the rise up the hillside. The fuel model described above, which 
can be seen on the right side of the picture taken before the fire, generated a high intensity flame that 
made it impossible for the deployed units (Military Emergency Unit, UME) to work in the area. It 
clearly seems that the wildfire main race through the hillside by the urban area, developed a fire whose 
intensity was outside capacity of extinction, forcing to defensive maneuvers to palliate the effects on 
affected houses. 
 
The fire spread very fast. It is estimated that during the first hours it reached propagation speeds 
between 50 and 75 meters per minute based on front position measures and the time elapsed since the 
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beginning, burning more than 1.200 hectares between 16th and 17th of June (despite being at night) 
affecting finally 2.300 hectares until day19th. 
 
During all defensive operations the intervening crews were subjected to an intense smoky 
atmosphere and to a rain of short and long distance flashes although the fact that impacts occurred at 
night helped to avoid in part more secondary ignitions due to the increase relative humidity and the 
released water from the system in the perimeter, according on testimonies collected from the operation. 
 
In the detailed post-fire inspection (made in the days immediately following the impact) a constant 
ash layer was observed through the streets of the residential area. This fact indicated that urban nucleus 
was subjected to a constant rain of ashes that arrived extinguished to the ground because by its size 
and mass the complete combustion happened in its flight.  
Notwithstanding the foregoing, at least 3 secondary fires were documented in the first 200 meters 
from the main front in the impact zone. There is no record of any further jump of larger particles into 
the population centre that would result in secondary fires. According to testimonies gathered by the 
Fire Department of Valencia Provincial Consortium, the hot ashes that jumped the perimeter 
extinguished when they met previously wetted vegetation. 
 
 
As explained in annex 1, WUI-PROTECT® system consists of four components, namely: fuel 
management and perimeter belt, training and education, hydraulic cannon system and planning. This 
section focuses on the hydraulic cannon system component, specifically at the moment of the impact 
the installation was as follows: 
Monitoring location and features: the hydraulic system of Santa Marina is composed by 15 monitors 
distributed on 5 sectors (3 monitors/sector) numbered from 1 to 5. Picture 44 shows its association 
with 3 impacted areas by wildfire’s front. 18 monitors were initially proposed (one more sector) but 
this sixth sector was not implemented for budgetary reasons. This system works at 6-7 Kg/cm2 with a 
range per monitor between 45 and 50 meters. At the base each column there is a fast-charging hydrant 
(15 in total). The overlap between the areas of influence of each cannon is between 15 and 20%. Each 
cannon irrigates between 6.400 and 8.000 m2 with a rainfall between 7,6 and 9,3 l/m2/hour. 
 
At 17:44h, the people in charge of the Self-Protection Plan of the Colonia Santa Marina residential 
area got in touch with the Advisory Committee (figure include in the Plan) specifically there was a 
first contact with technicians who wrote the Plan to consult on the activation of WUI-PROTECT® 
hydraulic system in Santa Marina. The first pictures received from the impact area were taken by Self-
Protection Plan members of the urban nucleus. (Pictures 5 and 6) 
After consulting municipal officers and gathering information on the weather conditions, fire 
situation and its expected evolution, instructions to turn on Santa Marina’s WUI-PROTECT® system 
were given by the Advisory Committee. Immediate start-up was confirmed at 6:00 p.m. on 06/16/2016, 
both through the conversations held and through the graphic documentation compiled. 
The recommended discharge (operation) parameters were to contribute to each sector (from 1 to 5) 
between 15 and 20 minutes of water and successively repeat the pattern to ensure a homogeneous 
contribution of wetting to the entire perimeter. 
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Figure 5 - Image taken on 06/16/2016 at 8:40 p.m. from Barraca d’Aigües Vives. It shows WUI-PROTECT® 
monitors of sector 3 providing water to the perimeter before the arrival of the flame front. Source: Vicent Vila. 
 
 
Figure 6 - Picture taken at 9:01 p.m. from Barraca d’Aigües Vives. It shows WUI-PROTECT® monitors of sector 3 
as they continue supplying water, in this case outwards, before the arrival of the flame front. It shows that the water 
reach is less outwards due to strong upwind. However, this effect was offset with a bigger water inner scope. More 
water inside and less water outside. Source: Vicent Vila 
 
 
At the moment of the impact, the flame front locally developed its full potential, as showed by the 
traces observed in situ after the fire (white ashes due to its complete combustion, totally consumed 
treetops and so on). In the last meters of the fire run there is a significant reduction in the intensity and, 
therefore, in the speed of fire, especially in the areas with the greatest amount of water contributed by 
WUI-PROTECT®. In fact, a complete stop of the fire progress is observed in some of the areas exposed 
to the fire front, which has come to be called “green island effect”, as evidenced by the case of house 
23 that, despite being on the most exposed slope, it has not suffered significant damage. In the post-
fire eye inspection, the authors were surprised at seeing such a remarkable gradient in the fire 
behaviour in the local run up the slope: from seeing a burned out ground and treetops with fine material 
completely consumed to see vegetation barely scorched in a narrow stripe and intact green vegetation 
a few meters away. Operations of deployed media were favoured by being able to work in some 
impacts whose flame front were in extinction capacity. With all this, it can be deduced that WUI-
PROTECT® action created in part of the impacts a fire behaviour that was within the security margins 
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for both flame intensity and secondary outbreaks that could end up in potential fires. WUI-PROTECT® 
system effect emulated aerial means unloading water during hours in the impact zone. The system had 
no effect on the smoke. 
 
 
Carcaixent wildfire did not badly damaged population centers due to the combination of previous 
actions and the sequence of events that took place between June 16th and 17th, 2016. All affected 
population centers had developed a Self-Protection Plan and part of the inhabitants had received 
training in fire defense. Although the involvement in this kind of activities doesn’t usually exceed 20% 
of the population, the fact of having a group of neighbours from the affected area with the necessary 
training on fire defense, was clue to an effective defense of Santa Marina urban nucleus. Previous 
training sessions were useful to have communication channels open and current. On the other hand, 
the mechanisms established in the Self-Protection Plan served to coordinate actions among Plan 
managers and external aid. Thanks to the previous work, evacuation takes place without incident and 
part of the neighbourhood, knowing how to act, led their own self-protection. 
One of the elements that is considered necessary to improve in Santa Marina is the automation of 
the system. While communication technologies and automatism have been implemented on projects 
developed later, it has been proven that leaving the activation of the system to the Community of 
Owners, increases the likelihood of human error that could compromise the effectiveness of the 
system. It is considered that the system was activated sufficiently in advance. The problem was not 
the activation itself, but water consumption management. Since advisory committee members were 
not in operation area all the indications was given by phone and messages. By not having a complete 
view of the situation, Advisory Committee requested to activate the system too soon. This is not a 
negative fact in itself. In fact, it has always been explained that the system would be more effective 
the longer the advance with which it was activated. Fire Department of Valencia Provincial 
Consortium middle managers were the ones who determined in situ which sectors to activate at all 
times, correctly covering the entire perimeter. 
The prescribed operations parameters consist of consuming 50% of the water before the impact and 
saving the rest by the time of the impact. This parameter was not respected for various reasons related 
to the amount of information in this kind of events. For this reason, the idea of the need to implement 
automatisms (water discharge sequencer, probes for calculating water reserves) is reinforced to avoid 
human errors in the operation. 
 
 
From the collection, analysis and discussion of the data and information exposed about Colonia 
Santa Marina forest fire, different conclusions can be deduced in order to improve protocols, methods 
and devices of WUI-PROTECT® wildfire defense system. 
According to the data collected and the information processed throughout the preparing of this 
report, the combination of fire fighting crew’s work and WUI-PROTECT® system contributed to 
significantly reduce damages inside Santa Marina urban area. As an initial conclusion, it should be 
noted that, although the results could have been improved, given the existing conditions, the work 
carried out before the fire in the four areas detailed on the methodology (developed over the ten years 
that the system has been installed) has been essential to provide effective self-protection against the 
wildfire that affected the urban nucleus. 
The WUI-PROTECT® Wildfire Defense System has fulfilled its goal for which it was designed, 
contributing significantly to reduce damages derived from the direct impact of a high intensity wildfire, 
even though it was not the worst possible scenario (for example, if the fire had started 3 hours earlier 
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and had arrived in full alignment and potential). However, from this report we have laid the 
foundations for the improvement and evolution in order to offer better solutions in the future. Some 
conclusions are detailed below by operational areas in order to organize the knowledge acquired 
throughout the process. 
• Monitors, as a hydraulic part of WUI-PROTECT® defense system, have fulfilled their role of 
reducing intensity and speed of the flame front approaching an urban nucleus, in order to create 
an environment for suppression and defence operations in which fire is within extinction 
capacity in most of the perimeter. In the areas where it has been totally effective, working 
conditions have improved. (Picture 6)  
• For that goal, WUI-PROTECT® monitors have served as support on fire control and extinction 
operations, similar to continuous water discharges from planes, in a particularly important area 
(an urban settlement inside the impact area) and just at the right time (especially during the 
night, without support from aerial means). 
• According to testimonies of the operation members, WUI-PROTECT® monitors created a 
safer working environment for ground operations, especially by reducing the temperature. 
However, as a collateral effect, the soil had worst conditions in places where water 
accumulated, mud was formed and surface run-off was caused. WUI-PROTECT® had no 
effect on smoke. 
• According to remains and severity analysis, everything seems to point out that WUI-
PROTECT® system water posture could have contributed to reduce the intensity and the speed 
of propagation of a fire front that progressed over treetops in its final strech to Colonia Santa 
Marina. In areas where there was more water supply, it is quite clear that WUI-PROTECT® 
system contributed to stop the fire's progress. 
• Everything seems to indicate that there is a direct correlation between the amount of water 
thrown and the level of damage to the vegetation. Those points in which the monitors did not 
operate (due to water pipes destruction), the defense and extinction operations were 
conditioned and also the degree of the impact on houses and vegetation presented greater 
severity. However, this observation must be tested in future research and development actions. 
• Secondary fires did not advance inside the action range of WUI-PROTECT® monitors. This 
avoided internal ignitions improving the safety of the intervening units and defending buildings 
in the most exposed areas. 
• WUI-PROTECT® water distribution on the vegetation and buildings created a “green land” 
effect that contributed to the fire control and to reduce building damage. Houses inside the 
action range of WUI-PROTECT® monitors showed no damage or damage was observed in 
those areas where water did not arrive. The shadow effect of vegetation and the structures 
themselves must be considered on future system designs. 
• The total amount of water sprayed by WUI-PROTECT® monitors could have been better 
distributed in the different sectors; also, and according to the results on vegetation, so much 
water would not have been necessary to meet the objectives of reducing the intensity and speed, 
thus bringing the wildfire front to a scenario of extinction capacity. The sequence and the 
timing of water distribution was not optimal nor was it sufficiently coordinated with ground 
extinction operations.  
• WUI-PROTECT® monitor operation is one of the four components to protect urban nucleus 
against wildfires. Despite the positive effect observed in controlling the progress of the fire to 
Santa Marina, its effectiveness could have been multiplied if the protection strip had been 
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perfectly maintained, particularly at the points where the fire was able to pass into the urban 
nucleus. This reinforces the thesis developed by project managers. The combined action of the 
four lines of work (Planning, Fuel Management, Hydraulic and infrastructure, training) is 
fundamental. It is necessary for the future to improve the design of these defense spaces to 
favor the effectiveness; they must necessarily be accompanied by viable maintenance plans 
and assumed by the owners. 
• Sections of pipe network potentially exposed to radiation and in contact with fire could cause 
partial or total failure of the system by the degradation or destruction of the same ones. The 
presence of water inside the pipes reduces or prevents such destruction as has been 
demonstrated. However, previous operation and hydric contribution improved conditions 
during the impact. 
 
Figure 7 - Break point of the water pipe in the area of impact 3. It has been identified from the review of the entire 
istallation in the perimeter. Source: Medi XXI GSA 
The WUI-PROTECT® design in Santa Marina is adjusted to the defensive needs of the residential 
area since it is not planned as an extinguishing tool, although it has a broad range of improvement on 
both design and execution of actions that will be based on the knowledge acquired after the Carcaixent 
fire, among others. 
Hydraulic installation is part of a set of defensive actions (planning, fuel management, infrastructure 
and training) aimed at improving the self-protection capacity in urban forest interface environments 
with high risk of fire. The second line of protection is provided by terrestrial means. That has always 
been the prescribed working methodology, and in this case it has shown its effectiveness. 
With this operation methodology, on one hand, the risk of harming population and interveners is 
reduced by lowering temperature, radiation, ignition potential of secondary fires caused by short 
distance spotting. On the other hand, damage is reduced at both environmental and infrastructural 
level. Logically, without the intervention of the terrestrial media, the result could have been different, 
but in the same way that the heli-transported brigades base their effort on the work combined with the 
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aerial means, WUI-PROTECT®  reduces the intensity so that the fire enters in extinction capacity 
emulating what would be focused land-based discharges where it is convenient at each moment. 
The self-protection on areas at high risk of wildfire can not be a should not be a right, it must be a 
shared obligation betwen public administration, that must generate the necessary framework to adopt 
the actions, and individuals whose interests, properties and lives will be at risk at the time of the 
incident. It must be clearly stated that defending wildland-urban interface areas puts the lives of 
professionals at risk on many occasions. And the lives of the interveners are also above the defense of 
the goods. As long as the interveners lives are put at risk to defend private properties and the defense 
of environmental resources is mortgaged, the situation becomes socially, economically and 
environmentally unsustainable. 
It has also been shown that investment in preventive / defensive measures can be much more 
profitable than fire extinction. And this is not just based on investment on population centers. It should 
also be based on the agroforestry management of their surroundings. When measures on wildland-
urban areas and their immediate surroundings are prepared to receive the fire impact, control and 
firefighting operations can be carried out normally without consuming public resources to defend 
private properties. “Crews kidnapping” effect at interface areas is known among the wildfire 
professional sector. This way, the fact of prioritizing the defense of populated areas leads to a neglect 
of forest and rural areas. This ends up having as a direct consequence that public or private areas that 
generate benefits for the society as a whole (CO2 and other greenhouse gases sinks, oxygen production, 
landscape, hydrological cycle…) are unprotected because spaces that should be self-protected (that is, 
protected by their own means) are using this protection. 
The cost per owner for the period 2006 – 2016 was 707,46 euros. Defended urban nucleus has 140 
plots. If the investment per plot had been a bit higher, protection would have been clearly more 
effective. Having invested 1.000 euros per owner would have reduced fire damages and it would have 
saved the expense that now involves recovering it to a normal state, both in gardens and in the few 
damaged infrastructures. This also includes damaged pipes from WUI-PROTECT® itself, obviously. 
As an example, Fuencaliente’s wildfire (on 2009) showed that the ratio of costs of firefighting to those 
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Coupling multi-criteria analysis and GLM for modelling houses 
vulnerability to forest fires at WUI 
Eric Maillé1*; Lilian Pugnet1; Jessica Hedan1 




In the French Mediterranean context, a quite low number of damages are caused by the forest fires on 
anthropogenic values. The usual statistical correlative approaches for vulnerability modelling, aimed at 
explaining the observed damages with some local variables, may lack of repetitions in comparable conditions. 
To overcome this constraint, we coupled an expert opinion based multi-criteria analysis and modelling 
(MCM) approach and some generalized linear models (GLM) techniques in order to specify a vulnerability 
model validated in different contexts. The method consists in first defining an opinion based model of 
vulnerability using a multi-criteria analysis. The specified model allows calculating some vulnerability 
indexes in relation to the value of some vulnerability criteria. The relationship between the vulnerability 
indexes provided by the MCM outputs and the observed damages is then tested by comparing indexes values 
in the samples of comparably exposed damaged and non-damaged houses. Non-parametric tests have to be 
used due to the relatively low number of observations and the uncertainty of the distributions normality.  
Logistic binary regressions with a logit link function are then defined with the aim to explain damaged or 
non-damaged comparably exposed houses to fire by the MCM vulnerability indexes. . In order to avoid 
autocorrelation effects, a shifted vulnerability index is integrated to the model as an additional explanatory 
variable, the auto-correlation having been previously assessed with the Moran index. If the binary regression 
is significant, a polytomic logistic regression is tested in order to assess the effect of the calculated 
vulnerability indexes on damage level. This latest is assessed using a six levels scale of damages on objects, 
the main dwelling building or the whole site.   
Although the very high variance in both damages occurrence contexts and scenarios, results show the 
possibility to validate a general model of vulnerability by coupling the MCM approach and statistical analysis 
of observed damages. One of the most constraining requirement is to find some damaged and non-damaged 
sites that were equally exposed during the event. Physical modelling of fire behavior is often used to assess 
the exposure. However, the systematic data collection of damages on anthropogenic values using a 
normalized protocol, and its dissemination in a shared data base would be a great progress for decision support 
in land management and planning for WUI vulnerability mitigation. 
 
Keywords: vulnerability, damages, multicriteria analysis, generalized linear models 
 
 
Due to global change, vulnerability more and more becomes a key concept in wild fire risk 
assessment together with hazard and exposure (Zscheischler & al., 2018). Climate change impacts mainly 
hazard, defined as the likelyhood of occurrence of fires of a given range of intensity levels. But it may 
also incease vulnerability of forest ecosystems, by decreasing thier resilience and recovering potential, 
even if fire regimes do not change. Other components of global change, including land cover change, 
also increase both hazard and anthropogenic vulnerability (FUME, 2013). Large wildland urban 
interface resulting from the extend process of discontinous urban areas within wildlands are areas of 
both great ignition rate (Ganteaume 2013) and great vulnerability level (Maillé & al. 2015). While for 
wildland fires the key factor for risk mitigation is hazard, vulnerability of houses and other 
anthropogenic stakes must also be reduce in order to limit the probability of damages in case of WUI 
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fires disaster (Cohen 2003, Lampin-Maillet & al., 2009). With this objective, vulnerability of 
anthropogenic stakes should first be objectively assessed with validated models (Blanchi & al. 2011, 
Caballero & al. 2003). Statistical approaches for modelling vulnerability are the only one to be able to 
bring the proof of model validity, based on data collection of damages on anthropogenic stakes caused 
by past fires. However, in the contexts of relatively low number of damages occurred in comparable 
conditions, the statistical approach may lack of repetitions. Alternative approaches, including multi-
criteria analysis of expert opinions (MCA) (Saaty 1980, Saaty 1993), bring some more information 
aimed at contributing to vulnerability modelling. 
We coupled a multi-criteria analysis approach and some generalized linear models (GLM) 
techniques in order to specify a vulnerability model validated in different contexts (Hedan 2017). 
Given the wide variety of definition found in the litteratude, we develop de conceptuel framework 
chosen in the methodological section 2. Then we describe de method  principles and the  study fires. 
We present some early bird results in section 3 and discuss about the appraisal and perspective of this 




A wide variety of definitions is found in the literature for the concept of vulnerability (Zscheischler 
& al. 2018, Zeng & al. 2003, D'Ercole & Metzger 2009, Carrega 2008 ). In this work, we define vulnerability 
as the potential consequences in terms of damages of a hazard occurrence, i.e. a fire event with a given 
intensity, threatening anthropogenic stakes. A stake is defined as any valuable element of the territory 
that might be damaged by the fire, i.e. any valuable element with a vulnerability level different from 
zero. This includes anthropogenic stakes (buildings, infrastructures and also human populations 
themselves), and natural stakes (notably forest ecosystems themselves, and notably their biodiversity). 
A "value" is assigned to the stakes in order to hierarchize different classes of stakes. Econometrical 
methods aimed as assessing such values should be able to take into account many kinds of values, 
including production, patrimonial, heritage, hedonic, living environment, etc. and also to provide 
assessment of human being life, what is ethically unsustainable. 
In this work, we consider only one class of stake, the "interface dwelling site", and we assume an 
equal "value" assigned to all of them. An "interface dwelling site" is a system composed of one (or 
exceptionally several) dwelling house(s) and its (their) immediate surrounding environment, usually 
including a garden and some recreational elements (swimming pool, other leisure equipment) and 
annexes buildings. It is generally endowed with a vegetal biomass load, composed of ornamental and 
semi-natural vegetation. It is often enclosed with a fence, and is managed by one unique main actor 
(the owner or tenant): it usually corresponds to a tenure unit. Inhabitants themselves are also 
considered to be part of the site. Considering that human being life (and health) always has an "over-
determining" value, we assume that attributes of persons leaving on the dwelling site (number, age, 
state of health…) do not change the stake value but only its vulnerability. 
Three components of vulnerability are considered: i) internal vulnerability (sometimes defined as 
the susceptibility to damages – Carrega 2008), ii) external (or contextual) vulnerability, and iii) 
response capabilities. Internal vulnerability is mainly determined by building materials and building 
options. Contextual vulnerability is mainly determined by local potential exposure and the mechanisms 
of transfer of energy from the wildland fire to the stake, including notably local propagation by contact, 
brands projections in convective flows, and radiation possibly intercepted by opaque or semi-opaque 
elements. Finally, response capabilities concern the proactive behaviors of people during the event that 
may increase or decrease the global damages, including escape capabilities, self defense, risk The 
purpose of this work is to specify a model aimed at calculating a priori the vulnerability of interface 
dwelling sites. According to our definition, the model should be based on damages measuring, 
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knowing the exposure conditions, notably the threatening fire local intensity. Local measures of fire 
intensity are very rare. Moreover, number of damages on anthropogenic stakes in similar conditions is 
very low on our case study area. In order to specify a valid model of vulnerability, tested the 
relationship between observed damades and the vulnerability indexes calculated by an expert oponions 
based vulnerability model.  
 
We based our modelling approach on expert opinions multi-criteria analysis and we used 
observations and measures of damages to check the validity of the multi-criteria model (fig 1).  
 
Figure 1 - The modelling approach 
The first step is to specify an expert opinion based model of vulnerability using Multi-Criteria 
Modelling. This one allows calculating a global vulnerability index (GVI) and some indexes of 
vulnerability specific to criteria or to criteria families (SVIc1 to SVIc6, table 1). These latest represent 
the contribution of one criterion or criteria family to the global vulnerability. 
The second step consists in relating the calculated indexes to some observed damages on WUI built 
up sites. Damages on houses in WUI of two main fires were described: the Rognac 2016 fire (10-12th 
of August 2016, 2663ha, 181 sites damaged, 117 buildings affected, 39 seriously and 26 totally 
destroyed) and the Cavaillon 2012 fire (21st of July 2012, 33ha, 20 sites affected, 13 dwelling houses 
damaged). The damages are described, based on three 6 levels scales of damages (0: not damaged, 
5: totally destroyed/disappeared), related respectively to objects, main buildings and the whole 
damaged site, including usually a house and its environment. All the damaged houses could not be 
analyzed due to the required direct interview with the resident, who may not accept. Vulnerability 
indexes of non damaged but comparably exposed sites are also calculated. Given the low number of 
observations in the samples (20 observations for the Cavaillon fire and 36 observations for the Rognac 
2016 fire, both including damaged and non damaged sites), and the uncertainty concerning the 
normality of the distributions, the relationship between damages and the different global and specific 
vulnerability indexes were tested using non parametric tests, mainly the Kruskal-Wallis test. 
For significant identified relationships, an approach based on binary logistic regression, with the 
"logit" link function, is used to model damage occurrence (damaged/non damaged) in relation to 
vulnerability indexes values. Finally, in case the binary logistic regression was significant, ordinal 
(polytomic) logistic regression (Christensen, 2013) have been tested in order to propose a valid model 
able to preview damages levels in case of exposure (Cardona, 2012) in relation to vulnerability indexes 
values. In order to avoid autocorrelation effects, a shifted vulnerability index is integrated to the model 
as an additional explanatory variable, the auto-correlation having been previously assessed with the 
Moran index (Anselin, 1995). 
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The following table (table 1) compares the P-value of the Kruskal-Wallis test comparing the 
vulnerability indexes specific to the different criteria families and the vulnerability global index of 
samples of damaged or not damaged houses on comparably exposed sites. 
Table 1 - P-values of the Kruskal-Wallis test of the effect of different vulnerability indexes on measured damages for 






SVIc1 (local infrastructures and equipments ) 0,608 0,052 
SVIc2 (Topography) 0,252 0,551 
SVIc3 (Vegetation) 0,1228 0,063 
SVIc4 (Building arragements in WUI) 0,061 0,197 
SVIc5 (Construction techniques and materials) 0,529 0,781 
SVIc6 (Human factors) 0,065 0,426 
Global Vunerability Index (GVI) 0,3828 0,016 
The global vulnerability index separates significantly the samples of damaged sites and non-
damaged for the Cavaillon fire, but not for the Rognac fire. Vulnerability indexes specific to the criteria 
families do not significantly differs between these two samples, although some P-values are quite close 
to the 5% significance threshold. The non parametric Kruskal-Wallis test (ordinal test) is of course 
quite weak and some more observations of damaged building are required.  
A logistic regression with the GVI and the shifted GVIs as explanatory variables of the damage 
occurrence (damaged/non-damaged) is then tested. The significance of the effect of each explanatory 
variable is tested with both the test of Wald and the likelihood ratio test (LR, Agresti 2002), while the 
global regression is tested by the likelihood ratio test only. 
Unsurprisingly, the regression is not significant for the Rognac 2016 fire but highly significant for 
the Cavaillon 2012 fire (table 2). 
Table 2 - Results of the binary logisitic regression on the Rognac 2016 fire and the Cavaillon 2012 fire 
Rognac 2016  (DOM ~GVI + GVIs) 
Variable Coefficient Test of Wald LR test  
Global LR 
test 
GVI 2,724 0,415 0,396 
0,151 
GVIs -1,296 0,085 0,056 
Cavaillon 2012 (DOM ~GVI + GVIs) 
Variable Coefficient Test of Wald LR test 
Global LR 
test 
GVI 8,060 0,079 0,020 
0,001 
GVIs 11,130 0,041 0,003 
 
 
We proposed a contextualised explicative model of vunerability to forest fire of houses in WUI, by 
coupling a MCM and a GLM approaches. The obtained model is not general, and should be re-specify 
in different contexts. It is however explicative as it identifies the weight of the main variables (criteria) 
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contributing to the global vulnerability of such anthropogenic values. Beside the operational results, 
this work brings some methodological lessons learned. 
 
Multi-criteria analysis (MCA) is a powerful approach of complex decision support tools 
implementation, but the use of expert opinion based multi-criteria analysis for a modelling purpose, 
known as multi-criteria modelling (MCM) is so a second level of use of MCA (Pugnet & Maillé 2013). 
MCM can only model the expert knowledge about a phenomenon, and not the phenomenon itself. 
However MCM is a way to identify and assess the main variables (criteria) involved in vulnerability 
of built up sites within WUI, in situations where experimental data is missing. 
Usual statistical approaches are however required in order to bring the proof of the MCM model 
validity. Lack of homogeneous data constrains to use non parametric tests, usually weaker than 
parametric ones. Generalized Linear Models, and more specifically logistic models, also require 
homogeneous data, but the level of significance raise quickly as soon as either the variance decrease 
(homogeneity of the context) or the number of observations rises. 
 
In the contexts where damages on anthropogenic values (and specially dwelling houses) remain 
fortunatly rare (case of Southern France), an exhautive share data collection about damages should be 
carried out in order to have a comprehensive approach of damage occurence. An shared protocol for 
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Abstract 
Wildfires in Portugal often threaten urban areas, from small rural villages to the edges of large cities. 
Regional variations in land use and human settlement patterns originate diverse types of wildland-urban 
interface (WUI), which need to be mapped to aid decisions concerning landscape-scale fire prevention and 
suppression. We propose a novel definition of the WUI as the set of line segments where urban areas are in 
immediate physical contact with flammable vegetation (direct interface), or are less than a pre-specified 
distance away from flammable vegetation (indirect interface). We also develop a methodology to map it in 
detail over large areas, based on spatial analysis of the vertices of urban and wildland polygons derived from 
reclassifying a land cover map. Our approach to WUI delineation mapped 29977 km of direct WUI and 11192 
km of indirect WUI in Portugal, and identified substantial regional variations in the length and density of both 
kinds of WUI, reflecting differences in degree of urbanization and extent of wildlands, and indicating different 
levels of urban area exposure to wildfires. Addition of fire incidence data to the results of our analysis will 
permit the development of a WUI typology integrating urban area exposure to wildfires with wildfire threat 
magnitude, useful for fire management planning at the national level. 
 
Keywords: Direct and indirect interface, Linear WUI, Portugal, Wildfires. 
 
 
Portugal has the highest wildfire incidence of all countries in southern Europe. During the last 
decade, there has been an increase in the number of incident reports in which buildings and homes 
were directly affected by wildfires. In 2017, Portugal recorded its worst fire season on record, both in 
terms of total area burned, loss of human lives, and property losses, with 470.000 ha burned, over 1000 
homes destroyed or damaged, and 115 fatalities. Defining and identifying the wildland-urban interface 
(WUI) is relevant for risk assessment, land use planning, fire prevention and suppression, but it has 
not been done consistently for the whole country. The main goal of our study is to delineate and 
characterize the WUI in Portugal. 
In fire-prone countries, the WUI has been a focus of research during the last two decades. WUI-
specific maps are important both as  pragmatic policy tools and as powerful images, with broad appeal 
(Stewart et al., 2009). There are several methodologies to map the WUI, and the main differences 
among them relate to data availability, study area size, and, most importantly, the objective of the map. 
Some WUI maps focus on assets (i.e., homes, infrastructure), while others focus on vegetation (Stewart 
et al., 2009). The common aspect of all maps is that they highlight wildfire as a social issue, because 
urban areas are exposed to wildfire risk due to their proximity to flammable fuels. Existing mapping 
methods vary not only in purpose, but also in scale. For example, in the United States the existing 
mapping methods reflect limited availability of housing data, as well as a broad-policy style, which 
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does not encourage fine-scale mapping. Consequently, WUI maps use relatively large minimal 
mapping units, at the scale of housing clusters, neighborhoods, or settlements. Therefore, these maps 
rely on a threshold for housing density within a pre-defined area (census blocks or other data source), 
as well as on quantification of the vegetation density for each area (eg. Radeloff et al., 2005; Wilmer 
& Aplet, 2005). This is an example of a zonal approach for WUI mapping.  
Alternatives to zonal methods of WUI mapping use actual locations of homes or buildings. These 
point-based methods use the spatial coordinates for each individual building and have been developed 
in several European countries (Lampin-Maillet et al., 2009, 2010; Bar-Massada, Stewart, Hammer, 
Mockrin, & Radeloff, 2013). A second approach combines elements of zonal and point-based methods. 
It relies on cadastral data and assumes that each parcel centroid represents the location of a building 
or building cluster (Platt, 2010). Other WUI mapping methods have used building location data, but 
none of them consistently addresses the three aspects of WUI definition, namely vegetation density, 
housing density and proximity of buildings to a large vegetated area.  
We present a novel, semantically accurate approach to defining and mapping the WUI. Webster’s 
Third New International Dictionary (Gove, 1961) defines “interface: a plane or other surface forming 
a common boundary of two bodies or spaces.” Translating this concept to the two dimensions of a 
map, we define the WUI as the set of line segments where urban areas are in immediate physical 
contact with flammable vegetation (direct interface), or are less than a pre-specified distance away 
from flammable vegetation (indirect interface). The linear approach to the WUI definition and 
mapping provides great flexibility for information storage and utilization. Each WUI segment may be 
tagged with information about its adjoining urban area (area, population, number of buildings), and 
about its surroundings (types of adjacent fuels, flammable patch area, distance to the nearest flammable 
patch, topographic information, distance to roads, etc). Thus, the WUI concept we propose yields 
useful information for fire risk assessment, fuel management, and fire suppression planning. We 




Mainland Portugal extends over 89,015km2, and is located between 37ºN and 42ºN latitude, and 
between 6ºW and 10ºW longitude. Portugal has a hot-summer Mediterranean climate (Köppen class 
Csa) in the southern half of the country, and a warm-summer mediterranean climate (Köppen class 
Csb) in the northern half. The natural vegetation is typically evergreen, resistant to drought and 
pyrophytic, and regions with rugged terrain cover a substantial part of the country. These 
environmental conditions render the country quite susceptible to wildland fires and socio-economic 
and demographic trends reinforce this susceptibility. Many rural areas have experienced substantial 
population decreases since the mid-20th century, leading to the abandonment of agricultural lands, 
decrease in the sizes of herds, and a reduction in the consumption of forest fuels by animal grazing 
and fuelwood collection. Areas of marginally productive agriculture were converted to forest 
plantations or abandoned to the natural process of old-field succession, and reverted to shrublands and 
woodlands. These land use / land cover changes led to increases in the connectivity of high fuel loading 
vegetation patches, generating a landscape prone to the spread of large fires. 
 
 
Our analysis relied on the national land cover map COS 2015 (Carta de Ocupação do Solo para 
2015 – COS2015) created by the Portuguese Land Planning and Mapping Agency (Direcção-Geral do 
Território - DGT). The map has a minimum mapping unit of 1 ha and a thematic legend with nine 
macroclasses (figure 1a) and 48 classes, which were reclassified to the four classes shown in figure 1b 
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to map the WUI. The degrees of urbanization map (figure 1c), from the DEGURBA classification 
(Dijkstra and Poelman, 2014) are defined as: densely populated areas, or cities, where at least 50 % of 
the population lives in high-density clusters; intermediate density areas, or towns and suburbs, where 
less than 50 % of the population lives in rural grid cells and less than 50 % live in a high-density 
cluster; thinly populated areas, or rural areas, where more than 50 % of the population lives in rural 
grid cells. The fire incidence map (figure 1d) data are from the Forest Research Centre (CEF) national 
fire perimeter atlas, complemented with data from the Institute for Nature Conservation and Forests 
(ICNF). 
 a)  b) 
 c)  d) 
Figure 1 - a) Land cover megaclasses (COS2015); b) COS2015 simplified for WUI delineation; c) Degree of 
urbanization (DEGURBA) classification; d) number of times burned since 2000. 
Delineation of the WUI depends primarily on the classes represented in Figure 1, “urban 
residential” and “Forests, shrublands, and pastures” (henceforth, wildland). We shall assume that urban 
area polygons and wildland area polygons share the same vertices whenever these vertices have the 
same location.  Our definition of WUI relies on vertices rather than edges or polygons. This 
simplification was deemed necessary for computational efficiency reasons given the size of the data 
set to be analyzed. Following the legal definition of secondary fuelbreak network for the protection of 
settlements (Decree-Law n.º 124/2006), only distances inferior to 100m between urban and wildland 
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patches have to be considered for the WUI delineation purpose.  Therefore, we calculated, for every 
urban patch vertex its distance from all wildland patch vertices that lie inside a 100 m radius circle.  
We say that an urban vertex U is "protected" from its neighboring wildland vertices, if it is 
“protected” from all its wildland vertex neighbors within the 100m range. This means that for each 
Wildland neighbor W, there is an urban vertex V distinct from U that "protects" U from W in the 
following sense (see Figure 2): 
- dist(U,W) > 0, which guarantees that U cannot belong to the direct WUI (see below) 
- dist(U,V) <= dist(U,W) and dist(V,W) <= dist(U,W), which guarantees that U lies “between” V 
and W; 
- dist(U,V)+dist(V,W) < dist(U,W) * T, where T>1 is an user-defined threshold (T=1.05 provided 
good results).  
The key condition is the last one, which states that the three vertices U, V and W are nearly aligned 
to 5% tolerance (T=1.05), with V lying between U and W. This condition is an alternative 
implementation, using vertices, of the intuitive idea that a vertex of a urban polygon is exposed to (i.e., 
not protected from) the wildland, if it can be connected by a straight line to some neighboring wildland 
vertex without intersecting other urban edges. In order to make this approach more effective, a previous 
densification of the number of vertices in each edge of the urban polygons was performed, such that 
no two consecutive vertices are more than 40 m apart. This is a good compromise between spatial 
accuracy and computational effort. 
 
Figure 2 - WUI delineation method:  the red [yellow] edges of the two urban polygons delineate the direct [indirect] 
WUI.  Vertices U1, V1 and W1 are nearly aligned within the 5% tolerance 
(dist(U1,V1)+dist(V1,W1)<1.05*dist(U1,W1)), and therefore urban vertex U1 is protected from Wildland vertex W1 by 
urban vertex V1. On the contrary, urban vertex U2 is exposed to the Wildland vertex W2, since it is not protected  by  
urban vertex V2  (dist(U2,V2)+dist(V2,W2)>=1.05*dist(U2,W2)). 
Using the concept described above, we define the linear WUI, as the set of edges belonging to urban 
polygons that have both of its vertices exposed to neighboring wildland vertices (within the 100m 
range). In particular, two kinds of WUI can be immediately distinguished: the direct WUI (red lines in 
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figure 2), where wildland and urban areas are adjacent to each other, and the indirect WUI (yellow 
lines in figure 2), where agroforestry, cropland, or other non-flammable land cover types, lie in-
between. Evidently, the former case implies a greater exposure of the urban area to a potential wildfire, 
while in the latter case agricultural areas, bare ground, or water bodies, may provide some protection 
to the urban area. 
 
 
The COS2015 land cover map contains 46480 residential urban polygons, of which 40319 
correspond to some kind of WUI. Our algorithm identified 29977 km of direct WUI and 11192 km of 
indirect WUI. Figure 3 shows the WUI at Fafe (a), in NW Portugal, and at Vila de Rei, in the center 
of the country (b).  
 
 
Figure 3 - Direct and indirect WUI at Fafe (a) and Vila de Rei (b), sites with contrasting land use and settlement 
patterns. 
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The WUI length and type at the two sites is very distinct, reflecting differences in land use / land 
cover patterns. Fafe has a long, mostly direct WUI, while Vila de Rei has a shorter WUI, but with a 
higher proportion of indirect WUI than at Fafe. This landscape-level overview reveals the detailed 
information provided on the location, extent, and shape of the linear WUI. 
Figures 4 and 5 display results of a country-wide WUI analysis of the COS2015 land cover map, 
aggregated at the municipal level. Figure 4 shows that the geographical patterns of direct WUI (a) and 
indirect WUI (b) are similar, despite quantitative differences, since the length of direct WUI are about 
three times higher than those of the indirect WUI.  
 
  a) b) c) 
Figure 4 - Length of direct (a), indirect (b) and total (direct + indirect) WUI. 
Figure 4c shows that the largest extent of total WUI occur in regions with dense and intermediate 
degrees of urbanization (figure 1c), but also in a thinly urbanized coastal area in the center of the 
country. Rural regions in northeastern and southern Portugal display low WUI values. 
WUI density (figure 5) is the ratio of WUI length to urban area. It displays substantially different 
geographical patterns from those shown in Figure 4, and clear distinctions between direct (a) and 
indirect (b) WUI.  
 
  a) b) c) 
Figure 5 - Direct (a), indirect (b) and total (direct + indirect) WUI density. 
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Unlike WUI length, WUI density peaks in areas classified as thinly urbanized, or rural, in figure 
3c. Direct WUI density (5a) is highest in NW Portugal, inland from the areas with the longest absolute 
WUI shown in figure 4a, and in thinly urbanized, densely forested central region of the country. This 
area also has the highest values of indirect WUI density. The lowest values of direct WUI density 
occur in agricultural areas of rural southern Portugal. The areas with the highest total WUI density are 
some of the most fire-prone regions in the country (figure 1d). 
 
 
The linear WUI mapping algorithm we propose can be implemented over large areas, provides very 
detailed information on the location, extent and shape of the interface, and proved to be sensitive to 
variations in population density and land use. Referring back to the two test sites presented in figure 
3, Fafe has 2094 inhabitants.km-2 and a landscape with relatively large areas of urban and agricultural 
land uses, while Vila de Rei has 18 inhabitants.km-2 and small patches of urban and agricultural areas 
in a forest-dominated landscape. Despite the large proportion of agricultural land in Fafe, there is 
extensive adjacency between urban areas and wildlands and, therefore, most of its WUI is direct 
interface. On the contrary, at Vila de Rei, the small patches of agricultural land surround most of the 
settlements, and thus a large proportion of the WUI is indirect. WUI delineation methodologies based 
on a coarser analysis of the relative abundance and spatial structure of the land cover might have 
missed this counter-intuitive result. The detailed and precise delineation of WUI segments along the 
perimeter of urban areas may be useful to monitor and manage the impact on WUI extent and density 
of processes like urban growth, cropland abandonment, and forest encroachment on rural villages. 
In the densely urbanized areas of Portugal, the relative proportions and spatial distribution patterns 
of urban areas and wildlands produce the largest extents of linear WUI, both direct and indirect. 
However, city size implies that most of the built-up land is interior to the urban area, i.e. located at a 
relatively safe distance from the WUI. Since fire incidence typically is low in these regions, the 
combination of limited urban area exposure and low magnitude wildfire threat is conducive to a 
moderate fire risk situation. As expected, the shortest WUI values are found in predominantly 
agricultural rural regions, where both urban areas and wildlands are scarce. WUI density is a good 
metric of exposure, because landscape patches with high perimeter-to-area ratio (interface length per 
unit area of urban land patch) are permeable to flows from their environment, such as the energy 
released by a wildfire. This explains the predominant location of the highest WUI densities in thinly 
urbanized areas, with small rural settlements and extensive forests and shrublands. Exposed 
settlements in areas of high fire incidence are under severe fire risk, as tragically demonstrated in June 
and October, 2017. Our approach characterizes the WUI at a very detailed level as segments of the 
perimeter of individual settlements, with associated attributes of length, area of the adjacent urban and 
wildland polygons and, in the case of the indirect WUI, distance between urban area and wildland. 
This information concerning each WUI segment can be aggregated at the settlement level and 
employed to develop a WUI typology useful for setting fire prevention and suppression priorities and 
strategies, namely an improved delineation of the mandatory secondary fuelbreak network for the 
protection of rural villages and towns in fire-prone landscapes. 
 
 
The research reported herein was performed under research project PTDC/AGR-FOR/2586/2014 
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Abstract 
This paper describes the methods used to profile the risk posed by forest fire to schools across the state of 
Victoria, Australia. The methods are principally spatially data driven with augmentation from local 
assessments and surveys. Schools are assessed in terms of their likelihood of loss from a range of fire arrival 
severity scenarios and their capacity to effectively provide shelter for school occupants during these events. 
This is achieved by considering the potential loss of school buildings. The methods also includes an estimate 
of the radiant heat exposure at assembly areas and egress routes.  
As this is now a operational system, the paper describes both the theoretical process and the practical 
implementation. To address these risk asessements, the schools can implement various risk management 
processes such as prioritised infrastructure upgrades, vegetation management programs, pre-emptive 
temporary relocation, targeted education and training. These risk management strategies are considered and 
developed according to the risk profile of the individual school. 
 
Keywords: Wildland, wildfire, forest, fire, bushfire, risk assessment, WUI, warnings, policy 
 
 
Wildfires or bushfires pose a danger to life and property in Australia. This risk requires active 
management by relevant State governments, who manage education in Australia. Hence, schools in 
bushfire prone areas are required to incorporate bushfire risk in their emergency management plans 
(EMP), which may include forced closures on days which exceed certain fire weather severity 
thresholds. The EMP is developed by the school with support from government and the regional fire 
Authority. These plans include relocation triggers, egress paths, facility management and the 
identification of a shelter-in-place (SIP) building. The SIP building is used as the primary emergency 
shelter when students and staff are on-site during a bushfire event and it is too late to safely evacuate. 
A SIP building may be a designated building, or one or more designated rooms within a building. 
EMP’s also consider outside Assembly Areas (AA), as a contingency in the event that the primary 
shelter is compromised.  
This paper presents an evidence based methodology that has been developed to identify schools at 
highest risk from forest fire and to quantify the risk to school assets (i.e. school buildings and grounds) 
and their occupants. The methodology is based on the potential for bushfire to impact school buildings 
and the schools’ Assembly Area(s). Risk is based on modelling which uses a combination of landscape 
factors, including the local terrain, proximity to bushfire fuel, and the type of forest fuel. The primary 
output of this work is a standardised risk profile of schools, which is used to set appropriate relocation 
triggers and to prioritise mitigation strategies. 
 
 
Bushfires can harm people and damage property through flame attack, radiant heat exposure, ember 
attack, wind attack, hazard and convective heat exposure (Ramsay 1987; Blanchi and Leonard 2008; 
Leonard and Blanchi 2012). Among these impact mechanisms, flame attack, radiant heat exposure and 
ember attack are the most relevant when assessing hazard to life and structures (Leonard and Blanchi 
2012). The exception is when certain individuals are susceptible to smoke exposure, in which case 
specific mitigation measures are required.
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The preferred metric for estimating bushfire hazard at the landscape scale is fire line intensity (for 
radiant heat and flame exposure) and bark hazard (for ember attack) (Harris et al., 2012; Kilinc et al., 
2014). A combination of these metrics is used to quantify hazard to buildings. Radiant heat is used as 
a proxy to quantify safe distance for people outside of buildings, in terms of direct radiant heat damage, 
as well as smoke and ember exposure. 
People typically seek shelter when exposed to the radiant heat and smoke of a bushfire. Research 
have highlighted the importance of contingency planning, and of active sheltering and situation 
monitoring (Blanchi et al., 2018; Whittaker et al., 2017). Research also indicates that safe sheltering 
requires appropriately designed and situated shelters. Sheltering inside a building offers the most 
protection against the effects of fire when it is too late to evacuate safely. This raises the additional 
questions of when to exit the shelter, where to go, and what is the best path to take. The risks associated 
with egress should be properly assessed to reduce the risk to occupants. Further, any AA used as a 
secondary contingency situated in an open space need to be properly assessed to ensure that they 
provide sufficient protection. 
 
 
The methodology defines risk-to-life by considering the severity of a bushfire event, and assessing 
how vulnerable humans are to that event. Broadly, risk-to-life is considered under two circumstances: 
1. When staff and students shelter within the SIP building during the bushfire event. 
2. When staff and students leave the SIP building –due to loss of tenability– and move to an 
exernal AA. 
The first circumstance requires an assessment of the likelihood of survival of the SIP building when 
exposed to a bushfire event. The second circumstance requires an assessment of the risks involved in 
moving from the SIP building to a designated AA, followed by an assessment of the risk to the AA. 
These circumstances are linked, given that the second contingency is only required if the SIP building 
ignites. Timely movement into the SIP, and then (if necessary) from the SIP to the AA is a function of 
school and SIP design, and the mobility and numbers of student and staff. Survival at the AA is 
dependent on its design and the ability of staff and students to survive in this environment until support 
is provided. In each case, it is assumed that suppression support is not available during the event. 
However, a suppression strategy and assistance through maintained hydrant systems is an important 
contingency at all school locations.  
Factors that contribute to the risk profile of a building include the weather conditions on the day of 
the fire, the resulting fire exposure, and the buildings design and location (Figure ).  
 
Figure 1 - Factors contributing to asset risk profiles. 
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Schools and their constituent buildings are evaluated by first considering the adequacy of the SIP 
building based on potential building loss (Kilinc et al., 2014), including an exposure risk determined 
from the surrounding fire line intensity and bark hazard (Leonard et al., 2014; Newnham et al., 2015). 
In addition, an adjustment of loss is applied based on the buildings compliance and its exposure to 
other assets. The third step includes a radiant heat estimates of the AA and the egress routes between 
the SIP and this area.  
 
 
The most relevant empirical analysis of building loss potential for Victoria is described by Kilinc 
et al. (2014). The authors found that the most important determinants of building loss were fire line 
intensity, bark hazard and the distance from the building to the forest fuel which supported the bushfire 
approach (Kilinc et al. 2014). This study was based on a large dataset of past bushfire events which 
impacted residential buildings with no specific bushfire mitigation measures.  
 
Building Loss Potential (BLP), as described in Kilinc et al. (2014), takes into account the fire line 
intensity, the distance from the building to the nearest forest, and the bark hazard of any adjacent forest. 
Note that the definition of forest in this instance is taken from Furby (2002); where a forest is defined 
as any contiguous patch of vegetation that covers a minimum of 0.2 hectares, with a minimum tree-
crown-cover of 20% and a minimum height of 2 meters at maturity. The relationship between these 
parameters is described using a Generalised Linear Model with a logit link function described in 
equation 1: 
(𝝅/(𝟏−𝝅)) = 𝜼 = 𝜶 + 𝜷𝒉 + 𝜸 log(FLI) + 𝜿𝒅  (1) 
where FLI is Byram’s fire line intensity, 𝒅 is distance to forest, 𝒉 denotes bark hazard level, and 𝜶, 
𝜷 and 𝜿 are the intercept and correlation coefficients respectively. Values for 𝜶, 𝜷 and 𝜿 are presented 
in Table . These constants hold for all fire intensities excluding those below 3 MW/m or above 90 
MW/m. 



















d in meters  
-5.7295 0 2.56 2.87 3.44 0.87  -0.008  
 
The prediction equation (2) for building loss is then: 
?̂? = 𝟏 / 𝟏 + (−?̂?)      (2) 
where ?̂? and ?̂? are estimated values from the fitted model.  
 
Fire line intensity is a standardised measure of the rate that an advancing head fire consumes fuel 
per unit timeand per unit length of fire front (Byram, 1959) and can be calculated as follows: 
FLI = H x w x R       (3) 
where FLI is Byram’s fire line intensity (usually expressed in kilowatts per linear meter i.e. kW/m), 
H is the net latent heat of combustion (kJ/kg), w is fuel consumed in the active flame front (kg/m2), 
and R is the linear rate of fire spread (m/sec).  
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One of the main benefits of the fire line intensity metric is that it can be used to estimate potential 
flame length (Alexander et al., 2012; Byram, 1959) and thus the radiant heat expected at various 
distances from the flame. 
A diverse range of models can be used to determine the rate of spread and fire line intensity, which 
are generally specific to certain fuel types (Cheney et al., 1995; Gould et al., 2007; McArthur, 1967).  
 
Research has shown that ember attack accounts for substantially more building loss than either 
direct flame contact or radiant heat exposure (Leonard et al., 2009). Embers form during a bushfire 
due to a combination of lofted fine fuels that consist of bark, leaves and fine twigs. These fine fuels 
exist as deposits on the ground and on the plants themselves, different plant types and plant structures 
provide different levels of embers.  
Bark Hazard, defined in Hines et al. (2010), can be used as a proxy for ember-attack-intensity. 
Kilinc et al. (2014) confirms this by empirical correlation with house loss potential. Bark hazard relates 
to its ease of ignition, size, shape, quantity and burning time, and is generally specific to tree species 
(Hines et al. 2010). 
 
 
Potential fuel load is a key driver of fire behaviour, including fire line intensity. The fuel loads used 
in AS3959 (Standards Australia, 2009) reflect the Australia-wide accepted level for each classification 
of vegetation; assuming the vegetation has reached its maximum level of fuel accumulation or ‘steady 
state’. For this methodology, fuel loads were sourced either through local field assessments or 
estimated for broad Ecological Vegetation Classes (EVCs)1, used for classifying native vegetation 
characteristics in its mature and natural state in Victoria.  
 
Topographic slope is an important variable controlling fire spread, the rate of fuel consumption and 
thus potential fire line intensity. The methodology developed to derive slope is based on the maximum 
potential slope of the landscape that could influence the rate of fire spread and fire line intensity. Slope 
is derived from a gridded Digital Elevation Model (DEM) using elevation values at the location and 
eight neighbouring pixels (Figure ). 
 
Figure 2 - Calculation of landscape slope based on 8 neighbouring values. 
Several digital elevation products and derived datasets exist that cover various regions of the study 
are. For consistence, the methodology used a national gridded DEM derived from the Shuttle Radar 
Topography Mission (SRTM) at 1 second (~30m) resolution.  
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Weather conditions play an important role in influencing fire behaviour, the difficulty of 
suppression and potential to cause damage (Luke and McArthur, 1978). Weather severity is 
characterised in Australia using a Forest Fire Danger Index (FFDI; McArthur, 1967) or the Grass Fire 
Danger Index (GFDI), depending on the dominant fuel type. The FFDI relates large-scale weather 
conditions to the expected fire behaviour, given common forest fuel types in eastern Australia 
(McArthur, 1967; Luke and McArthur, 1978). The FFDI is a useful metric for characterising the 
destructive potential of a fire (e.g. Bradstock and Gill, 2001; Blanchi et al., 2010). However, similar 
studies have not been performed to relate GFDI to similar measures of destructive potential.  
In the methodology presented in this report, FFDI forms the basis of the potential fire weather 
severity inputs, which are used when calculating fire line intensity and bushfire hazard for school 
assets. 
 
Bark hazard was attributed based on Ecological Vegetation Class (EVC) maps. Bark hazard can 
also be determined through a field assessment of vegetation if the mapped data provides insufficient 
information. As shown in Table , BLP considers four categories of bark hazard (taken from Hines et 
al., 2010). Note that the low bark hazard category poses no risk of ember-attack (bark-hazard constant 
of zero). Kilinc et al. (2014) found very little difference between the medium and high bark hazard 
levels, and that combining these categories provides a better overall estimate of BLP.  
 
The probability that a building will be lost to bushfire increases with fire intensity and decreases 
with the distance between a building and forest (Kilinc et al., 2014). Kilinc et al. (2014) used building 
centroids to calculate BLP.  
In the proposed methodology, building footprint is defined using site plans of school. The BLP 
model then considers the distance from each building edge to its nearest area of unmanaged fuel that 
can support a significant fire line intensity (>4MW/m). BLP is then calculated according to this 
potential fire line intensity. Using potential fire line intensity as a gridded dataset, we can also assess 
a buildings proximity to high hazard zones. 
Finally, buildings that are located more than 500m from any potential fire line intensity areas it will 
be allocated a 0% probability of loss. 
 
Figure  presents an overview of the BLP workflow. Both the primary inputs and derived layers are 
shown. The assessments from these two methods can be combined in a number of ways, for example: 
• A school is rated according to the better of the two methods. Hence the school’s category is 
defined according to its most effective option out of the two methods (little redundancy in 
survival options). 
• A school is rated according to the weaker of the two methods. Hence the school’s category is 
defined according to its least effective option (high redundancy in survival options). 
• A school is rated by the (weighted) average of the two methods. Hence the school’s category 
is defined by averaging the effectiveness of the two methods with an approach weighting factor 
(some redundancy). 
 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 4 - Fire at the Wildland Urban Interface 
 
 Advances in Forest Fire Research 2018 – Page 755 
 
 
Figure 3 - Overall Building Loss Potential mapping methodology. 
 
 
SIP buildings are defined as the primary location of shelter at the school. However, studies on 
community response have shown the need for contingency planning to account for the risk of shelter 
failure (Blanchi et al., 2018; Teague et al., 2010). A secondary contingency - Assembly Area (AA) 
such as an oval could be used as a potential secondary place of shelter either on or off site.  
Radiant heat measures can be used to estimate the minimum required separation distances needed 
to afford safety to people and/or buildings (Cheney et al., 2001; Siggins et al., 2013; Zárate et al., 
2008). In Australia, 2 kW/m2 of radiant heat is often used as the maximum threshold people should 
sustain in open spaces1. Purser and McAllister (2016) stated that radiant heat above 2.5 kW/m2 causes 
skin pain, followed by burns within a few seconds. A review of human exposure to radiant heat 
determined that a level between 4-5 kW/m2 was the short term threshold beyond which significant 
injury may occur (Raj, 2008).  




1http://www.cfa.vic.gov.au/ (accessed May 2018) 
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We define the potential risk at the AA by calculating the radiant heat flux received at the location 
and on the egress path under different weather conditions. We develop a spatial approach to define the 
minimum distance from various types of vegetation to obtain a maximum tolerable exposure using 5 
kW/m2 as a threshold for short term exposure while moving to an alternate location, and 2.5 kW/m2 
for the alternate shelter location where longer exposure times may occur. The approach take into 
account the FLI (equation 3) to determine flame length 6 (modified for the effective slope and the 
vegetation and weather conditions), and then calculate the radiant heat flux based on the Stefan-
Boltzman equation (Sullivan et al., 2003). 
 
 
An example of risk assessment using the methodology decscribe in this paper is presented in this 
section. 
 
We sourced information on vegetation type, fuel load, bark hazard and extent from the Ecological 
Vegetation Classes (EVC) map. The school in this example is located adjacent to forest herb-rich 
vegetation with a very high bark hazard. The SIP buiding is shown in blue in Figure . Fire line intensity 
(see Figure ) was then calculated using equation 1, 2 and 3 under a FFDI of 35, 50, 75 and 100, using 
the EVC derived maps. 
 
Figure 4 - Fire line intensity in the area surrounding the school SIP building (light blue). Fire Line Intensity for 
FFDI 35 (a), 50 (b), 75 (c), and 100 (d). 
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Table 2 presents the results of BLP at different FFDI, for example BLP is 35% at a severe FFDI of 
75 (Table 2). 
Table 2 - Unadjusted Building loss potential at different FFDI. 
 FFDI 35 FFDI 50 FFDI 75 FFDI 100 
 BLP at the SIP building 0.216 0.272 0.347 0.405 
 
The radiant heat flux received at the AA and its associated egress paths were calculated under 
different weather conditions (FFDI >50 and FFDI>75) to define the minimum distance from various 
types of vegetation needed in order to obtain the tolerable radiant heat exposure of 5 kW/m2 and 2.5 
kW/m2.  
A contour map of Radiant Heat Flux (RHF) exposures are shown in Figure . In this case, the sport 
oval adjacent to the SIP building will receive a radiant heat flux exceeding 2.5kW/m2 under an FFDI 
of 50. In order for this to qualify as an AA, fuel managment adjacent to the oval is required in order to 
reduce the exposure.  
 
Figure 4 - Radiant heat flux exposure for FFDI 50.  
At a FFDI 75 (not shown) all the oval except for a very small central area has a calculated radiant 
heat exposure greater than 5kW/m2. Given the level of exposurethis area is not likely to be a suitable 
AA for the number of staff and students that may need to utilise this area.  
 
The BLP is designed to be an indicator of hazard for school buildings with no specific bushfire 
design measures, as per (Kilinc et al., 2014). However, it will require an adjustment for those SIP 
buildings which have been upgraded using modern building design standards applicable for bushfire 
prone areas, such as described by AS3959 (Standards Australia, 2009).  
The RHF at each location is calculated using the characteristics of the closest fuel. For the RHF 
calculation, 2.5 and 5kW/m2 of radiant heat are the maximum thresholds used in the method, noting 
Assembly 
area (sport oval) 
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than 2kW/m2 is a conservative medium term exposure level that is also the pain threshold for exposed 
non-protected skin. In adition, obscuration by buildings vegetation and terrain are not consider when 
determining maximum radiation levels.  
An alternative and more detailed option is to model radiation exposure potential for various fire 
approach directions, which consider how the terrain, buildings and vegetation obscure radiation heat 
exposure levels at the AA. These methods can also provide time/radiation profiles which can be a more 
effective means of setting radiation exposure thresholds (Newnham et al., 2014, 2015). 
The present method calculates risk from only forest fuel (McArthur, 1967; Noble, Bary, & Gill, 




The methodology developed provides an indication of exposure for schools and their occupants. 
However, in specific bushfire events, risk is extremely difficult to quantify and is dependent on such 
factors as specific vulnerabilities and impairments of those involved, the capacity for SIP occupants 
to identify ignitions of the building they shelter in and to suppress them; the rate at which a SIP building 
may lose tenability; and the rate at which the SIP can be evacuated. 
This work has been undertaken with the goal to develop a methodology to objectivly quantify a risk 
profile for schools. Two discrete methods have been described in this paper to qualify risk at the school 
level. The first is based on the potential loss of the SIP building, and the second is based on the radiant 
heat threshold at the AA and along its associated egress paths.  
As a response to these assessments, various risk management processes will be considered. These 
include prioritised infrastructure upgrades, vegetation management programs, pre-empptive temporary 
relocation under severe weather forecasts, targeted education and training according to the risk profile 
of the school. 
 
 
This study was co-funded by the Departement of Education and training Victoria and CSIRO. We would 
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Development of a spatial analysis tool for radiant heat flux predictions 
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Abstract 
This paper describes a new tool developed to spatially quantify the radiant heat flux generated during a 
wildfire. Radiant heat generated by a wildfire can reach levels that are threatening for building structures and 
deadly for human life. Very dangerous situations can occur when fire shelters fail and people are required to 
change location. In Australia, radiant heat flux estimation has been used to model the potential exposure 
experienced by structures, and forms the basis for wildfire related building and planning regulations. The 
existing radiant heat estimation method was developed for on-site assessment, and tends to be simplistic and 
not scalable at a regional level. This can result in suboptimal design outcomes for builders and planners when 
implementing their fire risk management strategies. This paper describes a new spatial tool developed to 
better quantify maximum radiant heat flux at a local to regional scale. This tool builds on the estimation 
method already in use within the Australian legislation, improving its efficiency and expanding its spatial 
capabilities. The result is a comprehensive radiant heat map that can improve our understanding of conditions 
during wildfire as a means of understanding mechanisms for human impacts and structure loss. 
 
Keywords: radiant heat flux, spatial, GIS, fire, risk 
 
 
Wildfires are one of the most dangerous natural hazards in Australia, impacting hundreds of 
properties and lives each year. Ember attack is the main cause of house and property loss (Blanchi and 
Leonard 2008), while radiant heat transfer poses the highest threat to firefighters and building 
occupants in cases of emergency shelter evacuation (Butler and Cohen 1998; Cheney et al. 2001; 
Whittaker et al. 2017). 
The threat from radiant heat transfer needs to be accounted for at many levels of planning, including 
urban and emergency planning, and in building standards (Cohen 1995; Butler and Cohen 1998; 
Siggins et al. 2013; Newnham et al. 2014). This has lead to the development of the Australian 
Standards AS3959 (Standards Australia 2009) which outlines the official methodology to calculate the 
radiant heat flux (RHF) a person or structure could be exposed to in the ‘worst case’ scenario wildfire. 
This standards document is currently used by all government organisations to guide many of their 
decisions regarding wildfires, including new development approvals and emergency planning. 
However, the methodology outlined in AS3959 was developed for field assessments of wildfire risk 
at local scale and is difficult to apply at a larger scale. 
This paper outlines an adaptation of the AS3959 methodology through development of a spatial 
tool to allow assessment at local to regional scales. This tool was developed in Python 2.7 leveraging 




In this section we outline the state-of-the-art methods to quantify the RHF for a wildfire in Australia. 
This information is available in Sullivan, Ellis, & Knight, 2003 and Standards Australia, 2009.
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Radiation is one of the three mechanisms of heat transfer from a flame body, the others being 
conduction and convection. The Stefan-Boltzmann equation for a real surface defines the maximum 
amount of heat transferred in this way: 
, (1) 
where σ is the Stefan-Boltzmann constant of value 5.67*10-8 Wm-2K-4, T is the absolute temperature 
of the radiating surface (K), ε is the emissive power of the surface as a ratio of total radiation emitted 
by the surface to that emitted by a blackbody of the same temperature, and q is the emissive power per 
unit area (Wm-2). 
The efficiency of this mechanism is largely affected by the relative position of source and receiver, 
often referred to as “view factor” (Sullivan et al. 2003). This leads to the equation: 
, (2) 
where φ is the view factor, and E is the RHF received at the surface. 
Additionally, the geometry of the source surface greatly affects the directional distribution of the 
emissions and the corresponding flux. In fact, a unit surface area radiates in all directions such that the 
intensity is proportional to the cosine of the angle between the direction and the normal to the surface. 
In the case of a wildfire front, the geometry of the radiating body is often approximated to an opaque 
box. Flame width, flame height and flame angle to the vertical are used to describe the geometry of 
the opaque box, and are important inputs for the RHF model (Sullivan et al. 2003). 
1.3. Bushfire Attack Level (BAL) assessment 
The AS3959 uses simplified radiant heat transfer estimation methods derived from Sullivan et al. 
2003 and aims to capture the worst case scenario of a wildfire given information including available 
fuel, landscape characteristics and weather conditions. The resulting worst case RHF is then converted 
into a BAL using threshold values summarised in Table . Each increasing BAL increment requires 
increasing wildfire protection measures to meet the AS3959 requirements. 
Table 1 - Summary of Bushfire Attack Levels with associated conditions and main risk factors (from Standards 
Australia 2009) 
Bushfire Attack Level 
(BAL) 
Condition Main risk factors 
BAL-LOW Distance > 100m Insufficient risk 
BAL-12.5 RHF ≤ 12.5 kW/m2 Ember attack 
BAL-19 12.5 kW/m2 > RHF ≥ 19 
kW/m2 
Ember attack and radiant 
heat 
BAL-29 19 kW/m2 > RHF ≥ 29 
kW/m2 
Ember attack and radiant 
heat 
BAL-40 29 kW/m2 > RHF ≥ 40 
kW/m2 
Ember attack, radiant heat 
and direct flame interaction 
BAL-FZ RHF > 40 kW/m2 Direct flame interaction 
The BAL assessment is performed in the field by trained personnel. Due to the complexity of the 
calculation, AS3959 (2009) includes a simplified ‘method 1’ using precomputed values in a tabulated 
form.  This method is limited to a very small set of input values (e.g. slope increments of 5 degrees, 
only distances for the BAL transitions), and returns only the corresponding BAL bracket. 
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The underlying ‘method 2’ is also provided. This is a complete calculation method, and can be 
generally outlined: 
1. Determine the weather parameters to use as reference (typically Fire Danger Index, or FDI) 
2. Determine the vegetation classification, fuel loads and characteristics 
3. Determine the effective slope under the vegetation, which is the slope corresponding to the fire 
spread direction 
4. Determine the slope of the land between the site assessed and the vegetation 
5. Determine the distance between site and vegetation 
6. Calculate the flame length using the rate of spread (RS) modified for the effective slope and 
the vegetation and weather conditions 
7. Determine the flame width 
8. Determine the elevation of the receiver 
9. Calculate the radiant heat flux corresponding to the worst possible flame angle and resulting 
view factor. This is an iterative step to find the maximum value 
10. Determine the BAL 
Rate of fire spread for each vegetation type is calculated using empirical formulas (described in 
Catchpole et al., 1998; Marsdens-medley & Catchpole, 1995; Noble, Gill, & Bary, 1980). These 
formulae consider vegetation type and condition, landscape morphology and weather conditions, 
which are approximated into broad classifications, empirical formulas or indices. Additionally, this 
methodology does not consider barriers or actual visibility of the vegetation from the site. These 




The development of a more accurate, landscape-scale calculation of RHF requires implementation 
of AS3959 (2009) method 2 in a Geographic Information System (GIS) environment. Our key 
considerations during the development of this tool were:  
• spatial scalability to address local to regional scenarios, 
• performance, due to the often limited resources available using desktop GIS platforms, and 
• minimal input requirement, to minimise the requirement for precomputed data, and facilitate 
the use of readily available and generic datasets. 
 
GIS environments support two families of spatial datasets: raster datasets, which are comprised of 
discrete spatial units such as the pixels in a typical satellite image, and vector datasets which contain 
points, lines and features. Many publicly available large-scale datasets are rasters derived from remote 
sensing, including vegetation classification datasets (e.g. Ecological Vegetation Class in Victoria) that 
can be used to estimate fire fuel characteristics. 
The typical resolution of remote-sensing derived rasters is too coarse for detailed risk analyses. To 
better model spatial variability, this tool requires the user to provide a more detailed vector file 
containing polygons of the vegetation footprint to accurately map vegetation boundaries. The input 
datasets required are: 
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• vegetation polygons (vector), with attached vegetation type, surface fuel load and total fuel 
load; 
• site polygons or centroids (vector), to determine the processing extent or region of interest 
(ROI); 
• digital elevation model (raster), with its derived 
o terrain slope (raster) and 
o terrain aspect (raster) 
• weather conditions, like fire danger index, wind speed and moisture factor.  
Some of these parameters may be optional depending on the vegetation type (Standards Australia, 
2009, table B1).   
 
The current implementation uses two outer loops, the first to iterate through buildings. This is used 
to set the Region of Interest (ROI), allowing optimisation of memory usage while being able to handle 
very large input datasets. At the same time, the building dataset is optional and can be omitted if a 
region-wise calculation is required. In this case, the processing extent will need to be set before running 
the tool. 
The second loop iterates through vegetation polygons included within the ROI. Each of those 
polygons is treated as an independent source and used to calculate a RHF raster. Once all the vegetation 
polygons have been processed, the RHF rasters are combined to keep the maximum value for each 
pixel. 
The calculation within the second loop is linearly structured: 
1. Calculate the Euclidean distance and direction from the vegetation. The distance will be a direct 
input for the RHF calculation. 
2. Using the Euclidean allocation algorithm, calculate the elevation, slope and aspect for the 
closest vegetation at any point in space (Euclidean elevation, Euclidean slope and Euclidean 
aspect). 
3. Convert the Euclidean slope to effective slope, which is the slope a person would experience 
at that location by walking in the direction of the receiver. This is often referred in other 
disciplines as ‘projected slope’, ‘actual slope’ or ‘directional slope’, and is computed by: 
a. Calculating the vector product between Euclidean aspect (direction where the slope 
underneath the vegetation is facing towards) and Euclidean direction (direction towards 
the receiver).  
b. This product is then multiplied to the Euclidean slope. 
4. Calculate the slope between source and receiver using the elevation at both points, as defined 
in Standards Australia, 2009. 
5. Perform the RHF calculation using method 2 (Standards Australia 2009) at any point in space. 
Inputs are effective slope underneath the vegetation, slope between site and vegetation, 
distance to vegetation, vegetation and weather conditions. 
A diagram of the RHF calculation steps is provided in Figure 1. 
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Figure 1 - Diagram representing the workflow used to calculate the radiant heat flux 
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This implementation of the GIS tool calculates the RHF at any point in space using characteristics of 
the closest fuel. This approach allows to leverage the Euclidean distance algorithm, and efficiently 
calculate RHF at any location. However, the highest RHF may not be generated by the closest fuel as 
vegetation characteristics can have a much higher impact. Consequently, this approach will 
underestimate RHF values where characteristics of the closest fuel are in fact not the worst that location 
is exposed to. The resulting artefact will appear as a sharp change in RHF values 
The use of iterations through each vegetation polygon allowed us to account for most vegetation 
characteristics. Each polygon is treated as an independent source and generates an intermediate RHF 
map. Those maps are then combined to keep only the highest RHF value given by the most dangerous 
vegetation polygon. However, the slope underneath vegetation can vary greatly within the same 
polygon, and cannot be fully accounted for by our approach. 
Below is an example of the artefact we described, caused by the concave shape of the vegetation 
polygon that results in a large variation in effective slope. 
 
Figure 2 - Example of artefact due to the Euclidean distance based approach (top right corner). In green is the 
vegetation, and in red to yellow are the decreasing BAL from BAL-FZ to BAL12.5 
 
 
This tool was successfully used to produce RHF maps for 60 buildings in a case study in Victoria, to 
assess the relative safety of community shelters and associated offsite assembly areas in case of a 
wildfire. This involved assessing the likelihood of survival of the structure and the radiant heat that 
occupants may be exposed to during the evacuation.  
This case study included vegetation information for 200 polygons over an area of 960 hectares and 
generating results for approximately 3.3 million locations. This analysis was completed in 
approximately 1.5 h using a moderately high specification commercially available workstation. 
RHF values produced in this way were in agreement with manual calculations using both method 2 
and method 1 AS3959 (2009). An example map is available in Figure . 
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Figure 3 - Example RHF map from the case study. The area in light blue (< 2.5 kW/m2) is considered to be safe for 
humans without protective clothing 
In comparison to a typical field assessment, the output maps derived from the tool provide a more 
comprehensive view of the risks that wildfire may pose to the assessed site.   
This tool has the potential to be used to: 
• Increase the objectivity of RHF assessments compared to the typical field assessment methods 
• Assist in identifying safer emergency evacuation points that consider vegetation and terrain 
conditions over a larger spatial region 
• Inform the definition of preferred evacuation paths for use during emergency events 
This tool does not account for occlusion of the radiating source from the receiver in cases where 
there are opaque barriers (e.g. other buildings, fences) or complex topography. The underlying method 
used to perform the calculation (method 2 AS3959 (2009)) does not address this issue. 
For this reason a more sophisticated approach using a ray-casting algorithm is currently under 
development (Leonard et al. 2014, 2015; Hilton et al. 2017). This will likely produce a more realistic 
radiant heat flux profile but will require a very accurate 3D scene of the site. 
 
 
The methodology described in this paper is a valid alternative to single point-based estimates for 
radiant heat flux, while still conforming to the current Australian legislation. These estimates are often 
carried in the field at a single location and rely on the simplified ‘method 1’ provided by AS3959 
(Standards Australia 2009). This new approach is based on the more accurate ‘method 2’ from AS3959 
but provides a simple way to extend this method to analysis of not just a single house.  
The developed tool uses readily available datasets and information to generate radiant heat maps in 
an objective and repeatable way. The tool proves to be computationally efficient and can be effectively 
used with all modern hardware configurations. 
The output generated is also spatially aware, providing a more comprehensive understanding of 
hazard level at the landscape scale during a wildfire. This spatial context provides additional insights 
that can help in making more informed bushfire management decisions, such as better planning for 
safe sheltering and egress during fire events. 
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Estimating net heat flux from surrogate firebrand accumulations using 
an inverse heat transfer approach 
J. Christian Thomas; Eric V. Mueller; Rory M. Hadden* 




An experimental study is presented that investigates the heat flux from firebrand accumulations to a 
substrate. Surrogate firebrands produced from wood pellets were deposited on an inert solid substrate. An 
inverse heat transfer model is used with temperature measurements in the substrate to calculate the net heat 
flux into the substrate.  The thermal boundary condition (heat flux) can then be used to assess the hazard from 
firebrand accumulations and better understand the ignition potential of combustible structural material by 
firebrands. Peak net heat fluxes were found to be between 4 and 9 kW m-2 and to depend primarily on the 
initial particle temperature. The exposure duration increases with increasing firebrand accumulation mass 
and decreasing deposition area. For sustained smouldering accumulations, the substrate is exposed to 
prolonged heating with a net heat flux between 1 and 3 kW m-2. Peak gauge heat fluxes were found between 
30 and 80 kW m-2. This depends on the initial particle temperature and deposition area. The method shown 
herein is a robust tool to assess hazardous conditions in the wildland-urban interface, related to firebrand 
accumulations. 
 
Keywords: wildfires, embers, experimentation, WUI, wood pellets 
 
 
The production, transport and deposition of firebrands represent key fire spread mechanisms in 
wildfires and at the wildland urban interface. This is due to the potential of firebrands to promote fire 
front propagation, causing long range spotting, and cause ignition of combustible structural material. 
Studies available in the literature identify firebrands as a significant cause of structural ignitions in 
the WUI (Caton 2017). Single firebrands can ignite vegetative litter (e.g. Fernandez-Pello 2015) or 
porous insulation if they penetrate exterior shell of the structure (Hamann 2017). It is unlikely that a 
single firebrand will cause ignition of non-porous combustible solids due to the thermal mass of the 
substrate compared to the heating from the firebrand. However, when firebrands accumulate on solid 
combustible substrates, the energy transfer from an accumulation of particles may develop a hazardous 
thermal boundary condition sufficient to promote pyrolysis, charring and ignition (smouldering and/or 
flaming). A thermal boundary condition in form of a heat flux incident at the surface of combustible 
material is commonly used in fire safety engineering in the built environment to assess the ignition 
potential of that material (Torero 2016). It is the intent of this work to generate a methodology that 
adapts prior knowledge from the built environment to meet wildfire research needs.  
A complete solution to the firebrand problem has yet to be established. Significant work has been 
conducted exploring firebrand production (Thomas 2017, El Houssami 2016, Manzello 2009(a)), 
transport and spotting (Koo 2010), ignition of porous fuel beds (Ellis 2015, Fernandez-Pello 2015, 
Viegas 2014, Manzello 2006), and ignition of solids (Hakes 2017(b), Santamaria 2015, Manzello 2014, 
Manzello 2009(b)). Hakes et al. (2017(a)) and Caton et al. (2017) produced comprehensive summaries 
of the state of research, which the reader is encouraged to visit.  
The experimental study presented shows a methodology to assess the thermal boundary condition 
using direct heat flux measurements and an inverse heat transfer method. Firebrands are deposited on 
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an inert substrate, which is equipped with thermocouples or heat flux gauge. The work focuses on the 
ignition of solid substrates, investigating the net and incident heat fluxes that are generated from 
firebrand accumulations. The goal is to assess what magnitude a typical flux is and if this flux causes 




Commercially available wood pellets were used as surrogate firebrand material (Figure ). The 
pellets are comprised of Scottish softwood (Puffin Pellets, UK). The pellets have a quoted calorific 
value of 16.56 kJ g-1 (4.6 kWh kg-1), and less than 0.5 % ash content. The diameter was measured to 
be 6.0 mm and the mean length of virgin particles was 15.91 ± 5.30 mm and projected area was 95.49 
± 31.80 mm2 (N ≈ 600, assuming cylindrical pellets). These particles (and resulting firebrands) are, on 
average, larger than firebrand sizes that has been quoted in literature (Manzello 2009(a), Thomas 
2017). The moisture content of virgin wood pellets was 7.15 ± 0.15 % (dry weight).  
 
Figure 1 - Pellets used as fuel for firebrand production. At various states of generation. Temperature refers to furnace 
temperature (condition period: 10 min) 
 
Firebrands were produced in a muffle furnace (Nabertherm LE-14/11, Nabertherm GmbH, 
Germany). The furnace was set to a constant temperature and a known mass of virgin pellets was 
placed in the furnace for a predetermined period of time. Both the initial mass of firebrands and furnace 
temperature were varied in this study and the conditioning time was kept constant at 10 min. The initial 
accumulation masses investigated were 50, 100, and 200 g (of virgin pellets). Oven temperatures were 
varied between 400, 600 and 800 °C. For each initial pellet mass tested, the firebrand accumulation 
mass produced after conditioning was measured.  
The condition of the firebrands was characterised by measuring the mass loss during conditioning 
at specific intervals. The resulting mass loss curves are shown in Figure .  
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Figure 2 - Mass loss curves of firebrands generated in a muffle furnace with three different initial masses. The values 
in the legend refer to the furnace temperature in degree Celsius. 
During the conditioning period, the virgin material undergoes dehydration, degradation and 
pyrolysis, and charring processes. The data shown in Figure  at 600 s represent the firebrand mass used 
in experimentation discussed below. After 600 s at 800 °C, all samples reach fully charred state. After 
600 s at 600 °C the 200 g sample still contains 32% of the initial mass. At 400 °C furnace temperature, 
the firebrand accumulation mass used in experimentation ranges from 32 to 85% of the initial mass, 
for 50 and 200 g, respectively.  
It is important to know the state of the firebrands when deposited on the substrate, i.e. whether they 
are partially or fully charred. During conditioning, particle properties (thermal conductivity, particle 
density, energy content, size, and others) change. These particle properties are important as they will 
affect the heat transfer between the accumulation and the substrate. The heat of combustion of the 
particles is also important as this characterises the total energy available in the accumulation. Figure  
shows pellets after various conditioning periods. For the specific pellets used here, the heat of 
combustion was determined using Bomb Calorimeter (IKA C1, IKA England LTD, UK) according to 
the principles of ISO 1716. The heat of combustion are shown in Table .  
Table 1 - Heat of combustion results from Bomb Calorimeter experiments (Three repetition per condition). 
    Heat of comb. [kJ g-1] 
Initial mass [g] Furnace temp. [°C] Avg. St.dev. 
 -   -  18.78 0.06 
 -   -  19.92 0.03 
200 400 21.86 2.14 
100 400 22.61 2.34 
50 400 28.81 0.04 
100 600 33.54 0.03 
50 800 32.39 0.06 
Virgin pellets have the lowest heat of combustion while the fully charred particles have the highest 
heat of combustion. Sample accumulations with 100 and 200 g initial mass produced at 400 °C were 
a mix of virgin, partially charred and fully charred particles (see Figure ). The average heat of 
combustion increases, with a higher variability (see standard deviation). These values are comparable 
to literature values for wood and wood char (Dietenberger 2002). The temperature at which the fully 
charred particle are produced also has an impact on the heat of combustion although the trend is not 
entirely evident yet.  
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The experimental setup is shown in Figure  below. After conditioning, firebrands were weighed and 
transported to a containment basket. This basket was made from stainless steel mesh with 63% 
perforation. Three different basket sizes are used with 50 mm, 75 mm, and 100 mm diameter. A 
confined accumulation was used in order to better quantify the accumulation shape, as well as 
controlling the deposition area.  
 
Figure 3 - Experimental setup for generation of firebrands and measuring net heat flux from firebrand 
accumulations. 
 
Figure 4 - (a) Schematic of thermocouple layout and (b) containment baskets and (c) heat flux gauge in substrate 
(with 50 mm basket). 
The substrate used was 25 mm thick vermiculite insulation board (V-1100(700), Skamol, 
Denmark). This was chosen because it has similar properties to wood (𝜌 = 700kg m-3, 𝑘 = 0.19 W m-
1 K-1, 𝐶𝑝 = 995 J kg
-1 K-1). The substrate was either instrumented with five thermocouples (K-type, 1 
mm diameter sheath, grounded) or a water cooled heat flux gauge (Schmidt-Boelter type, Hukseflux 
Thermal Sensors B.V., UK, SBG01-100). Four thermocouples were located nominally 5, 10, 15, and 
20 mm from the surface of the substrate. One thermocouple was positioned flush with the substrate 
surface. The heat flux gauge was flush with the surface. Temperature and heat flux data were acquired 
at 2 Hz.  
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In this manuscript the following notation for the description of experiments will be used: “initial 
accumulation mass–furnace temperature–deposition area diameter”. An example is: 050-400-050. 
This refers to the experiment with 50 g initial mass, conditioned at 400 °C with 50 mm deposition area 
diameter. Note that the 50 mm diameter deposition area was only used with 50 g initial accumulation 
mass. Experiments with the heat flux gauge were only conducted for a small set of conditions (050-
400-050/075/100 and 050-800-050). 
 
The substrate temperature data was used as input to an inverse heat transfer model. Data from the 
surface thermocouple were not used in this model. This model outputs the time series of net heat flux 
into the substrate. Net heat flux into the vermiculite substrate was estimated using an inverse heat 
transfer calculation method. The 1-D conduction equation was solved numerically for the vermiculite 
using an implicit Crank-Nicolson scheme (Minkowycz 2006). Density, specific heat capacity and 
temperature dependent thermal conductivity were determined from manufacturer. Temperature 
dependent emissivity was obtained from Laschuetza (2017). Convective and radiative heat losses at 
the back of the substrate were included. The net flux condition at the upper surface was determined 
using Beck’s method for minimizing the sum of squares between measured and estimated in-depth 
temperatures, using a number of future measurements for a given time step (Beck 1985). In this case, 
30 future measurements were for each prediction. The calculated net heat flux is compared to the total 
heat flux (no losses due to radiation and convection) measured with the heat flux gauge.  
 
 
This section is separated into two parts. First, temperature measurements in the vermiculite 
substrate will be presented followed by the heat flux measurements. 
 
It was observed that in-depth temperature evolutions follow the same trends as the surface 
temperature for the duration of the experiment (Figure ).  
 
Figure 5 - Typical example of in-depth temperature evolution. Solid: 050-400-050, dotted: 050-800-050. The values in 
the legend refer to the thermocouple location from the surface, 0 mm is the surface. 
The trend is characterised by a period of rapidly increasing temperature following deposition of the 
firebrands and a decrease in the temperature as the accumulation cools or is consumed by a 
smouldering reaction. The duration of the heating period is a function of the accumulation mass, 
temperature and deposition area.  
This is expected, since the substrate is inert and no thermal degradation or combustion processes 
occur within the substrate matrix. Thus, for simplicity and clarity, most data presented only contain 
surface temperature measurements for comparison between experimental conditions. A clear 
distinction can be made between the two experimental conditions depicted in Figure . This distinction 
can also be made by just observing the temperature at the surface (x = 0 mm). 
Before going into detailed analysis, a special case will be discussed: 200-400/800-075/100. 
Temperature at the substrate surface are shown in Figure .  
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Figure 6 - Temperature evolutions at the surface for selected experiments with 200 g initial pellet mass. 
This condition offers a good example to show importance of firebrand production, accumulation 
mass and deposition area. When firebrands are produced in a batch of 200 g at 400 °C, only a small 
fraction of the initial mass is lost (see Figure ). Most particles are visibly indistinguishable from virgin 
particles, with some particles charred. When they are deposited on the substrate, they either cool down 
(200-400-100) or they cool down before a smouldering reaction is initiated which burns for a long 
duration until almost only ash is left (200-400-075). In the former case, the heat losses from the system 
are such that the smouldering reaction cannot be sustained.  In the second case where the deposition 
area is smaller, the combination of heat feedback and heat losses are sufficient to drive a sustained 
smouldering.  
When firebrands are created from 200 g at 600 or 800 °C, the accumulation creates a condition 
which promotes sustained smouldering (e.g. blue curves in Figure ; note that the firebrand mass is now 
lower compared to red lines). Although the behaviour of accumulations in 200-400-075/100 are 
interesting, they are outliers to the current data sets and represent conditions where the response of the 
substrate is dominated by the ignition and propagation of the smouldering fire. Therefore these two 
conditions will be excluded from the following discussion.  
Observations of the peak surface temperatures are presented in Figure . The accumulation masses 
used in Figure  are according to the mass loss curves shown in Figure  (at 600s). The peak surface 
temperatures are grouped by exposure area diameters. Generally, peak surface temperature increase 
with increasing accumulation mass. For a given accumulation mass the peak temperature increases 
with decreasing deposition area. Both of these observations can be attributed to the increase in heat 
feedback and decrease in heat losses. A larger deposition area results in an increase in heat losses to 
the surrounding from the accumulation (radiative and convective). It is evident, that the range of peak 
temperatures measured are sufficiently high to cause pyrolysis of cellulosic material and potentially 
also smouldering in a combustible substrate.  
 
Figure 7 - Peak temperature at substrate surface plotted against firebrand accumulation mass (as deposited). The 
values in the legend refer to the deposition area diameter. The dotted lines are regression lines as indicated. 
Increasing the furnace temperature (and keeping conditioning time constant), decreases the 
firebrand accumulation mass. Additionally, the initial particle temperature when deposited also 
increases. Observing experiments when the furnace temperature is raised shows that the peak 
temperature at the substrate surface only decreases slightly (Figure ), the time until the substrate 
reaches peak temperatures is shorter (Figure ), and the initial temperature rise is faster (Figure  and 
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Figure ). Results in Figure  show that the effect of furnace temperature is stronger for smaller 
deposition areas. 
 
Figure 8 - Time to reach peak surface temperature plotted against furnace temperature for experiments with 50 g 
initial pellet mass. 
Peak exposure conditions are not the only parameter that is important in this scenario. The duration 
of exposure is also a critical consideration. A low magnitude exposure applied for a long period may 
still present a hazardous condition. The exposure duration will be discussed further in the following 
section, in terms of the net heat flux absorbed by the substrate. 
 
The results of net heat flux for constant accumulation mass with different deposition areas and 
furnace temperature are shown in Figure . Deposition occurs at t = 0 s. A positive heat flux represents 
the energy transferred from the accumulation into the substrate (i.e. heating) and a negative one is 
energy transfer from the substrate into the accumulation and surrounding (i.e. cooling). Decreasing the 
deposition area (Figure (a)) results in a deeper accumulation layer favouring prolonged sustained 
smouldering combustion (where the accumulation conditions are appropriate). The peak net heat flux 
occurs shortly after deposition followed by a steep drop. No significant difference between the peak 
net heat fluxes for different deposition areas were observed when the conditioning temperature was 
constant (Figure (a)) as expected from analysis of the heat transfer problem. For accumulation 
conditions that support sustained smouldering, for example 050-400-050, the net heat flux slowly 
decays from approximately 3 kW m-2 after 200 seconds to 1 kW m-2 after 3000 s.  
 
Figure 9 - Net heat flux evolution during experiments with 50 g initial pellet mass. (a) Varying deposition area. (b) 
Varying furnace temperature (firebrand accumulation mass). 
Particle characteristics are critical to determining the combustion behaviour of accumulations, and 
firebrands from real fuel source will have properties that differ from these idealized pellets. Density, 
specific heat, thermal conductivity will likely different as will the particle size and shape. These 
determine the thermal behaviour, heat losses from the system, and hence the burning behaviour. 
Chemical composition and energy content are other important characteristics that are likely different. 
Variation in heat of combustion was already shown for different pellet firebrands (Table ). It was 
observed in the experimentation that, accumulations with fully charred particles do not sustain 
smouldering well (e.g. 050-800-050). Contrarily, accumulations with less charred or a mix of fully 
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charred and near virgin pellets sustain smouldering significantly better (e.g. 050-400-050). For 
example, the firebrand mass of “050-400-050” is approximately two and a half times the mass of “050-
800-050”, yet the time of heating (net heat flux > 0 kW m-2) is almost six times as long. This behaviour 
is driven in part by bulk properties but also particle properties. Both govern the heat feedback within 
the accumulation. This also indicates that heat of combustion alone is not sufficient to determine the 
risk posed by firebrands and that the physical characteristics of the particles and accumulations are 
also important.  
A higher firebrand conditioning temperature results in a higher peak net heat flux. This can be 
observed in Figure (b). This tendency was observed for all accumulation masses and deposition areas 
tested and can be attributed to the initial particle temperature and hence a larger driving force for heat 
transfer. All peak heat fluxes are summarized and plotted in Figure (a) against the furnace temperature. 
 
Figure 10 - (a) Averaged Peak net heat flux vs furnace temperature. Error bars: one standard deviation. (b) Peak net 
heat flux plotted against accumulation mass. 
A linear correlation can be observed between the peak net heat flux and the range of furnace 
temperatures used. The error bars in Figure  represent one standard deviation of the averaged values. 
This indicates that for the peak net heat flux, initial particle temperature is more important than 
accumulation mass and deposition area. No significant correlation was found between the peak net 
heat flux and accumulation mass (Figure (b)) again confirming that the condition (temperature/reacting 
or not reacting) of the particle is a key aspect of defining the risk posed by firebrand accumulations.  
As discussed previously, the duration of exposure is an important consideration when defining the 
ignition risk posed by firebrands. To quantify the duration of exposure, Figure  below shows the period 
of heating with a minimum net heat flux of 1 kW m-2.  
 
Figure 11 - Duration for which the substrate is heat with at least a net heat flux > 1 kW m-2 plotted against firebrand 
mass (as deposited). The values in the legend refer to the deposition area diameter. The dotted lines are regression 
lines as indicated.  
The duration of heating with at least 1 kW m-2 (net) increases with increasing accumulation mass 
and decreasing deposition area. A higher loading on the same deposition area means there is more 
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energy available in the accumulation to be transferred into the substrate, thus increasing the duration 
of heating. Heat feedback increases with decreases deposition area. At the same time, heat losses 
decrease with decreasing deposition area.  
The method for calculating the net heat flux is a 1-dimensional solution. This does not account for 
radial conductive heat losses in the substrate. The long exposure duration means that in many cases a 
significant portion of the substrate is heated by conduction through the substrate. As a result, the net 
heat fluxes presented above are underestimations.  
 
The gauge heat flux describes the total incident heat flux for a given firebrand accumulation. This 
is contrasted with the net heat flux which is dependent on substrate properties and accounts for heat 
losses. The net heat flux is the portion of the incident heat flux that transferred into the substrate. A 
comparison of the two measurements is shown in Figure  for experiments with 50 g initial mass and 
varying deposition area and furnace temperature. 
Peak gauge heat fluxes range from 30 to 80 kW m-2. These were found to decrease with increasing 
deposition area, which suggests that the cooling of the particles when the accumulation is less densely 
packed is significant. The peak gauge heat flux is reached instantly after deposition, whereas, the time 
to reach peak net heat flux shows a delay. This is due to the short response time of the heat flux gauge 
compared to the longer response time of the vermiculite due to the diffusion of the thermal wave.  
 
Figure 12 - Comparison between net and gauge heat flux evolution for experiments with 50 g initial pellet mass, 
varying deposition area and furnace temperature. 
The measured peak gauge heat fluxes are high enough to induce flaming ignition of common 
materials (Torero 2016), provided they are applied for a sufficient period of time and enough oxidizer 
is allowed to reach the reaction zone. Peak and one minute average heat flux (net and gauge) are shown 
in Table . The averaged value is from the first minute after deposition. 
Table 2 - Summary of peak and 1-min averaged heat fluxes. The average is the first minute after deposition.  
 Gauge heat flux [kW m-2] Net heat flux [kW m-2] 
Experiment ID Peak 1-min avg. Peak 1-min avg. 
050-400-050 39.6 17.4 5.63 3.11 
050-400-075 35.3 13.7 5.47 2.76 
050-400-100 30.9 15.2 5.20 2.52 
050-800-050 79.8 21.5 8.93 5.06 
The 1-min average gauge heat fluxes as well as the peak fluxes are above typical critical heat flux 
required to cause flaming ignition of common materials (~12-15 kW m-2 radiative flux). This illustrates 
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that flaming ignition may be possible as a result of sustained heating by a firebrand accumulation. 
Certainly these heat fluxes are sufficient to cause pyrolysis and charring of common materials. It has 
been documented (Manzello 2009(b)) that flaming ignition is unlikely without forced airflow in this 
type of scenario (it was not observed in this study). This indicates, that under natural convection, the 
oxidizer flow is insufficient to support flaming combustion.and is a critical mechanism for the ignition 
process in this type of scenario.  
Table  (and the bottom right graph in Figure ) shows heat flux results for experiments with 
firebrands produced at higher furnace temperatures (050-800-050). These results show that peak gauge 
heat fluxes from accumulations produced at 800 °C are double that of accumulations produced at 400 
°C. The 1-min averaged gauge heat flux however is only a fraction larger compared to the one from 
accumulation produced at lower temperatures. After deposition, particles are initially hotter, but also 
experience much larger heat losses (convection and radiation), and therefore cool more rapidly.  
Results discussed herein provide a quantification of the thermal boundary condition that develops 
when firebrands are deposited on a solid substrate. Although the net heat flux will change when using 
different substrates, vermiculite is a good benchmark to estimate what flux levels can be expected for 
wood and wood products due to the similar thermal properties. With more experimentation, it is desired 
to solidify findings and correlations, and eventually extrapolate the thermal boundary conditions to 
combustible substrates.  
 
 
The heat flux from firebrand accumulations was investigated using direct heat flux measurements 
and an inverse heat transfer approach: 
• Peak heat fluxes are mainly driven by initial particle temperature upon deposition. 
• Duration of exposure is driven by firebrand accumulation mass and deposition area. 
• Sustained smouldering of accumulations is a factor of deposition area, accumulation mass and 
particle properties. 
• Peak heat fluxes range from 30-80 kW m-2 (gauge) and 4-9 kW m-2 (net). 
• Sustained smouldering of accumulations produces heat fluxes of 5-7 kW m-2 (gauge) and 1-3 
kW m-2 (net). 
The findings show that high temperature firebrands many not represent most dangerous condition 
as these particles do not retain high temperatures for long periods of time. A prolonged exposure at 
lower heat fluxes (arising from lower temperature firebrands) may be sufficient to cause significant 
pyrolysis, degradation and charring of a substrate. These accumulations are capable of sustaining 
smouldering compared to fully charred particle accumulations. Thus, these may be considered more 
hazardous to solid combustible structural material.  
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Most structures in ASIA UNESCO Historic Wooden Villages are timber framed houses with thatched or 
shingled roofs that are combustible materials; they are thus exposed to the risk of forest fires. The study 
examined the effect of the heat flux on the houses in Yangdong UNESCO Historic Village as a result of forest 
fires to evaluate to what degree of risk they are exposed to. After distinguished the tree species of major 
structural components of wooden buildings. This was done by getting the precise location information on the 
houses in Yangdong Village with the GIS analysis, collating the information on the construction materials 
and conducting the numerical analysis on heat flux in case of forest fires. The results showed as follows: 
around 10% of the houses are directly exposed to the danger of forest fires and 5% of all the houses are 
expected to be subject to the indirect effects due to the proliferation of the initial forest fires. In conclusion, 
it was determined that appropriate and effective methods of forest fire prevention and fighting need to be 
sought, and they should be based on eliminating the possible fuels for forest fires that are nearby the fire-
vulnerable houses, securing enough separation distances and installing waterproof facilities. 
 
Keywords: UNESCO Historic Village, WUI (Wildland Urban Interface), Forest Fire, Heat Flux, Fire Risk Map.  
 
 
Many of Korea’s historical and cultural properties were lost by fires including forest fires. Local 
cultural assets as well as national treasures were damaged by arson, forest fires, and other unidentified 
causes. Most of Korea’s architectural cultural properties were made of wood, which is vulnerable to 
fires. In the case of a historical and cultural district forming a village, there will be more serious if fire 
occurs, in addition to danger of wood architectural cultural properties by fire. Between 2004 and 2009, 
a total of 15 cases of fire occurred in Seongeup Village in Jeju. The causes include short circuit and 
mishandling of fire arms when repairing thatched roof. Other five cases of fire occurred from 2001 to 
2009 in Yangdong Village registered as World Heritage were due to short circuit and mishandling of 
fire arms, and negligent management of fire source in the construction site. A fire broken out on June 
4, 2010 (15:39) in Andong Hahoe Village burnt Beonnam Old House to ashes while Hanju Head House 
was partially lost by fire occurred on January 25, 2011. In particular, as World Heritage Yangdong 
Village was surrounded by coniferous forests, which are vulnerable to forest fire, occurrence of fire 
will expose the entire village formed by wood and straw-roofed structures, to danger of fire when fire 
breaks out.  
This study aims to assess fire risk of heat flux when fire occurs in the current forest environment 
and placement of residence and create a risk map based on the assessment results, thereby improving 
fire safety of Yangdong Village 
 
 
Below is an example of a picture and respective legend. Use the same formatting for tables. 
Yangdong Village is a time-honored village formed by two clans: Wolseong Son Clan and Yeogang  
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Yi Clan. There are Mt. Seolchangsan to the north and Soengjubong Peak of 100m in height to the 
south, and Yangdong Stream runs in front of the village. Beyond the west mountain unfolded Angang 
Plain, which was economic source of the village. The village is divided into Hachon and Sangchon as 
of Angye stream east and west, while Namchon and Bukchon north and south. 
 
Figure 1 - A woodend and straw roof houses of Yangdong Viliage 
The total number of houses in Yandong excluding non-residential structures and head houses 
designated as a cultural asset is 140, out of which straw-roofed houses are 78, approximately 56% of 
total houses. The 78 houses consist of 49 straw-roofed houses and 29 mixed (straw-roofed and tile-
roofed) houses, and the number of individual straw-roofed house buildings is approximately 190 (Fig. 
2, Lee and Kim, 2013). Important cultural heritage properties include Tonggam sokpyeon (Supplement 
to the Comprehensive Mirror for Aid in Government) (National Treasure 283), Mucheomdang House 
in Yangdong, Gyeongju (Treasure 411), Hyangdan (Treasure 412), Hyangdan House in Yangdong, 
Gyeongju (Treasure 412), Gwangajeong House in Yangdong, Gyeongju (Treasure 442), Portrait of 
Son So (Treasure 1216), 12 important folk materials including Seobaekdang (Important Folk Material 
23), and 7 cultural assets designated by the province including estate distribution documents of Son 
So (Gyeongbuk Tangible Cultural Heritage Property 14).  
In particular, tree species of pillar, beam, and girder members of Mucheomdang House and 
Gwangajeong House in Yangdong designated as World Heritage was revealed to be pine tree (P. 
denstiflora), which was analyzed to have significant potential risk (Lee, J. H. et al., 2013). 
 
Figure 2 - Arrangement map of Yangdong Viliage 
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Spread of forest fire undergoes the pyrolysis process of unburned fuel by heat flux emitted through 
flames. Then, when the surface temperature of the burning substance reaches the igniting temperature, 
the process of creating flames causes the expansion of the forest fire. To assess heat flux emitted from 
flames, height of flames should be considered. First, to calculate the height of flames, heat release rate 
(HRR, kW) should be estimated using Effective Heat of Combustion (kJ/kg) and Mass Loss Rate 
(MLR, kg/s). HRR can be calculated from Equation (1) and is proportional to MLR and Effective Heat 
of Combustion changed by energy equivalent, water content, combustion diameter, and density. 
 
    (1) 
 
Flame height calculation models were proposed by McCaffrey (1995) and Heskestad (1998) for 
horizontal-plane fire of liquid flammable materials under the condition of no wind. The calculation 
Equation of fire flame height was presented by Albini (1981) as H∝IB/U, which is an estimation 
Equation for one dimensional flame height, and Nelson (1986) suggested Equation (2). However, when 
wind velocity is 0, it is not possible to calculate flame height with the Equation. 
 
      (2) 
 
where, IB is Byram’ fire intensity (kW/m2) and is 1/360 and U is wind velocity (m/s). Kim (2009 
a) suggested a calculation Equation of flame height of solid fuel such as surface fire fuel materials as 
the following Equation (3):  
 
     (3) 
 
where, ?̇?′ (kW/m) is HRR in length, and unit length, which is an experiment setting of Q calculated 
by Equation (1) was applied. Equations (2) and (3) are to calculate flame height under the condition 
of no wind and flat area, and flame height changed by wind and slope can be calculated with Equation 
(4).  
 
    (4) 
 
where, θ (°) is angle between ground surface and the flame changed by wind and slope and it is 
obtained by subtracting flame angle (∅) from 90°. Calculation of flame angle can be conducted using 
Equation (5), which represents correlation between Froude Number (Fr) and wind velocity under the 
condition of uniform wind (Kim, 2009b, 2009c). 
 
      (5) 
 
    (6) 
 
where, g is acceleration of gravity (m/s2), H is initial flame height (m), and Uws is air entrainment 
rate (m/s). 
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Radiation heat transfer by surface fire flame is conducted through calculation of total radiant heat 
flux received by unburned section from individual flame for the grid defined as follows (Figure 3), 
where three-dimensional position values against the center point of flame obtained by Equation (3) are 
xf, yf, and zf. To calculate heat energy per unit area emitted from flames, PSM (Point Source Model) in 
Equation (7) was used. With the PSM can be used when calculating radiant heat flux per unit area and 
unit time delivered target distant by r from emitting flame. Therefore, when the total heat flux reaches 
ignition energy, flame combustion is conducted and expanded. 
 
     (7) 
where, ?̇?𝑟 is radiant flux, r is radius of flame depth (m), and 
′is angle between the center of flame 
and zf vector and expressed as Equation (8). Location coordinates of the center of flame (xf, yf, zf) 
needed to calculate heat flux transfer from flame can be moved by slopes and wind, which can be 
represented as the following Equation (9). 
 
     (8) 
where,  
 
  (9) 
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In this study, digital aerial photograph was used to increase visibility of identified scope of risk 
caused by forest fires and accurately identify relevant information. As its final purpose is to provide 
almost real environment information, orthometric correction must be performed in displaying location 
information including identification of forest fire risk range. In this research, satellite image was 
corrected for orthometric correction by using Image Enhancement method, which improves the 
brightness environment of image materials and Spatial Enhancement method, which eliminates noise 
in the image and improves its clarity. In addition, in the case of Image Enhancement, Histogram Stretch 
was applied while utilizing a method that increases contrast of images by reorganizing the area of 
image brightness into that represented by computer (Figure 4).  
 
(a)                                                                    (b) 
Figure 4 - Histogram stretch of a aerial photograph in Yangdong Viliage; Image Enhancement (a) to (b) 
In this study, GIS (Geographic Information System) was applied to identify the scope of heat flux 
for Yangdong Village in case of forest fire. Risk intensity of forest fire was represented to a functional 
relation according to distance between forest and the structure, and GRID file was created so as to 
easily handle modeling work in which cumulative values of risk intensity cells should be applied to 
each cell of the coverage. GRID file was structured in grid pattern (width (1m) x length (1m)) and in 
selecting the scope for GRID, the creating scope was set to Polygon with 1,230m in width and 1,000m 
in length so that it was possible to analyze the entire Yangdong Village in Gyeongju, and 1m-resolution 
GRID was created by using AutoCAD Tool to identify the scope of forest fire heat flux based on the 
created Polygon. 
 
To identify the scope of forest fire heat flux in Yangdong Village, GIS buffer analysis, which is an 
operation method to calculate certain area adjacent to a specific space object, was conducted. Buffer 
for buffering analysis was based on a digital stock map (1:5,000). However, as forest boundaries on 
the map were not accurate, digitizing was performed based on aerial photograph, and buffer line was 
extracted based on the accurately extracted forest boundaries. A total of 25 buffer lines were created 
at intervals of 1m using the multiple ring buffer method. Since the acquired forest data was classified 
based on polygon according to tree species, it was difficult to identify the risk scope of forest fires 
depending on forest boundaries, so this research adopted Dissolve method, which is a GIS analysis 
method integrating spatial data for the same attributes based on the attributes of vector data, in order 
to extract forest boundaries and for the extracted boundaries, hills and pastureland in and around 
Yangdong Village were added and the forest was accurately partitioned off.  
Since it is necessary to create a stock map or forest boundary information, which represents the 
scope of forest to identify risk scope of forest fire heat flux, Heads-up digitizing was performed based 
on aerial photograph. To input the following heat flux result values in the extracted buffer line, Split 
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method was used and the buffer lines were classified per distance. The input value according to 
distance was entered to 25m in the unit of 1m (Figure 5) 
 
Figure 5 - Result of buffer line protection by 1m unit 
 
Heat flux to ignite wood composed of cellulose is 12.7kW/m2. In other words, if heat flux is at least 
12.7kW/m2, wood is ignited. Therefore, heat flux of coniferous forest fire by distance obtained from 
Equation 7 is shown in Figure 6 and wood house distant by approximately 4.2m from the fire 
occurrence boundary was highly likely to ignite. 
 
Figure 6 -– Heat flux from forest fire in Yangdong village 
To identify heat flux distribution values for forest fire risk in grid pattern with the overlap method 
of GRID and buffer line, the buffer line should be established in the same format as the existing 1m-
unit grid (Figure 7). For making the buffer line into grid, the format of the data was converted from 
vector to raster and reconverted to vector in the state where it was not simplified. The result values of 
the converted data were overlapped with aerial photograph that underwent orthometric correction to 
identify forest fire risk figures using transparency function of ARC GIS. As a result, heat flux 
distribution around forest-adjacent areas in Yangdong Village was revealed as the following Figure 8. 
 
Figure 7 - The process of heat flux distribution for forest fires 
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Figure 8 - Risk assessment map of Yangdong village from forest fires 
 
 
Roof types of houses in Yangdong Village registered as World Heritage include thatched roof and 
tile roof, and tree species of pillar, beam, and girder members of Mucheomdang House and 
Gwangajeong House was revealed to be pine tree (P. denstiflora) and most houses in the village were 
wood structures. In expecting fire behavior with individual combustion property, it is highly important 
to identify which type of wood composing the combustible materials of the wood structure. In addition, 
as wood is a complex material consisting of cellulose, hemicellulose, lignin, other extracts (alcohol, 
ester, and resin), combined water, and compound cell structures, it undergoes a pyrolysis process when 
it is heated, and heat flux required for ignition energy, which can lead to flames, is known to be 
approximately 12.7kW/m2. Ignition energy varies by type and water content of wood. However, as 
experimental studies on those various variables have yet to be conducted, this study applied ignition 
energy measured within water content of 10% of architectural wood in the dry season where forest fire 
occurs, as standard value of ignition energy. As for possibility of wood structure ignition from forest 
fire revealed in this study, wood structures distant by 4.2m from forest was highly likely to ignite as 
shown in Figure 6 and applicable houses were 10% of the all houses in Yangdong Village. 
In this research, expansion of forest fires by spot fires was not considered. In the case of spot fire 
materials, small embers become a direct cause of fire and leads to fire expansion. Spot fire distance 
measured in Korea is 2km, and since the entire Yangdong Village is within 2km from forests, the 
village also deemed to be at danger if a forest fire occurs. 
 
 
Assessment of fire expansion risk when a forest fire breaks out in forest adjacent to Yangdong 
Village, which is World Heritage, revealed that wood structures distant by about 4.2m from forest fire 
were highly likely to ignite due to radiant heat. According to analysis conducted based on forest 
boundaries of the entire Yangdong Village, about 10% of the all houses in the village was evaluated 
that fire is transferred. In conclusion, to secure safety of village from forest fires, first, preventive 
measures should be used, for example replacing the coniferous trees with fire-resistance trees or 
eliminating fuels to secure safety zone, and second is to install water sprays or sprinklers in the houses 
to extinguish fire. As this research is restricted to wood structures, it is deemed that following research 
should be conducted including research on the risk with heat release rate of thatched roof and research 





Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 4 - Fire at the Wildland Urban Interface 
 
 Advances in Forest Fire Research 2018 – Page 787 
 
 
Albini, F.A. (1981) A Model for the Wind-blown Flame from a Line Fire, Combust. Flame. Vol. 43, 
155-174. 
Heskestad G. (1998), Fire Safety Journal, Vol.30, p.215. 
McCaffrey B.(1995) The SFPE Handbook of Fire Protection Engineering“, 2nd ed., Society of Fire 
Protection Engineers and National Fire Protection Association, Quincy, MA.  
Lee, J.H., Kim D.H.(2013), Combustion Properties for Tree Species of Major Structural Components 
of Traditional Wooden Buildings, Journal of KOSHAM, 13(3), 17-22 
Kim, D.H.(2009a), A Study on Flame Height Equation for the Pinus densiflora Surface Fuel Bed, 
Journal of Fire Science and Engineering, 23(6), 10-15 
Kim, D.H.(2009b), A Study on the Flame Tilt and Flame Spread due to Up-slope on the Surface Fuel 
Bed-No wind condition, Journal of KOSHAM, 9(5), 57-62. 
Kim, D.H.(2009c), A Semi-numerical Study on the Flame Tilt Equation due to Wind on the Surface 
Fire in Forest Fire, Journal of Fire Science and Engineering, 23(5), 90-95. 
Kim, M.Y., Kang, D.J.(2013), An Critical Analysis of Restoration policy about Thatched-roof House 
of World Cultural Heritage Yangdong Village - With focus on the Protection of Resident's 




Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 4 – Fire at the Wildland Urban Interface 
https://doi.org/10.14195/978-989-26-16-506_86    
 
Advances in Forest Fire Research 2018 – Page 788  
 
Flammability and combustibility of potential species for use as fuel 
breaks 
João Francisco Labres dos Santos*; Antonio Carlos Batista; Andressa Tres; Alexandre França 
Tetto; Bruna Kovalsyki 
Federal University of Paraná. Av. Lothário Meissner, 632, 80210-170, Curitiba, Paraná, Brazil, 




In order to minimize the incidence and magnitude of fires, preventive silviculture proposes the 
establishment of fuel breaks, which is strips of vegetation with species of lower flammability than those of 
the main cultivation, with the aim of reducing or avoiding fire spread. The objective of the study was to 
evaluate the flammability and combustibility of eight ornamental species by means of cluster analysis, and 
indicate their potential for use as fuel breaks. Flammability was determined according to the methodology 
recommended by Valette (1990) and Petriccione (2006). For each evaluated species, 50 firing repetitions 
were performed in the epirradiator, each one consisting of 1 ± 0.1 g of fine green combustible material (Ø < 
0.7 cm). In the tests the following combustion characteristics were analyzed: Ignition Time (IT), Ignition 
Frequency (IF), Duration of Combustion (DC) and Flame Height (FH). The fire behavior components were 
measured according to the methodology presented by Batista and Biondi (2009). The experimental burns 
were carried out in 1 m² (1 m x 1 m) plots, with a load of 1 kg.m² for all treatments. The following parameters 
were analyzed: Flame Height (FHh), Speed of Propagation (SP) and Residual Material (RM). The Lower 
Calorific Value (LCV) was determined with an isoperibol calorimeter, following the standard of ABNT NBR 
8633/1984 and was expressed by calories per gram (kcal.kg-1). The Flammability Value (FV) was obtained 
according to the methodology applied by Vallete (1990) and the fire intensity was estimated using the Byram 
equation (1959). The parameters IF, IT, DC and FH of flammability and FHh, SP, RM and LCV of 
combustibility were submitted to cluster analysis. Schinus terebinthifolius and Bougainvillea glabra were 
the species that presented the lowest values of flammability and combustibility being classified in the null 
class, as well as Rhododendron simsii in the low classification class. Jasminum mesnyi has low 
combustibility, but high flammability, not being indicated for composing a fuel break. Viburnum 
odoratissimum showed low ignition capacity, but its combustibility presented superior parameters when 
compared to Pinus taeda. Magnolia grandiflora, even with some inferior parameters than those of P. 
taeda, has the lowest IT, being highly flammable and not recommended for use in fuel breaks. S. 
terebinthfolius, B. glabra and R. simsii are the species indicated for use as fuel breaks. 
 
Keywords: forest fires, preventive silviculture, calorimetry, combustible material.   
 
 
Natural disturbances are important for ecosystems functioning and, under normal conditions in 
healthy ecosystems, are an intrinsic part of nature. However, catastrophic events can seriously affect 
environmental functions and human activities (Montagné-Huck and Brunette 2018).  
Forest fires at the Wildland-Urban Interface (WUI) are a threat to communities in many countries 
(Mell et al. 2010) and a growing problem with social and economic impacts (Molina et al. 2017). 
The main cause of forest fires at WUI is anthropogenic (Long-Fournel et al. 2013). A lack of 
awareness of the risk of forest fires is observed, since residents generally tend to underestimate it 
(Meldrum et al. 2015). The high population density and the negligent attitude of people who inhabit 
or transit these regions (Castillo et al. 2011), combined with long periods of drought and accumulation 
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of combustible material (Mell et al., 2010), increase the risk of ignition. In this context, it is possible 
to mention the recent events in Pedrógão Grande/Portugal (2017), Tathra/Australia (2018), New 
Mexico and Colorado/United States (2018).  
Thus, land use planning should be considered as an important component of fire risk management 
(Syphard et al. 2013). In view of the vulnerability of WUI to forest fires, due to the risk to human life 
and damage to residences (Long-Fournel et al. 2013), vegetation around homes becomes a major 
concern as it can facilitate the reach of fire in these structures (Castillo and Correa 2012; Ganteaume 
et al. 2013). 
One method to mitigate the probability of homes being damaged by fire is to reduce the 
flammability of surrounding areas (Molina et al. 2017). In this context, preventive silviculture 
proposes the establishment of fuel breaks, which is strips of vegetation with species of lower 
flammability and combustibility than those of the main cultivation, in order to reduce or prevent the 
fire spread (Haltenhoff 2006). 
To determinate the species to compose fuel breaks, it is evaluated: i) flammability, which is the 
capacity of the vegetation to burn; and ii) combustibility, which characterizes the ability of the 
combustible material to maintain the combustion process and to propagate the fire (Soares et al. 2017). 
Thus, the objective of the study was to evaluate the flammability and combustibility of eight 
ornamental species, by means of cluster analysis, and indicate their potential for use as fuel breaks. 
 
 
The flammability and combustibility tests were carried out in the Forest Fire Laboratory of the 
Federal University of Paraná, Brazil. 
Nine potential species were selected for use as fuel breaks: Bougainvillea glabra Choisy., Casearia 
sylvestris Sw., Jasminum mesnyi Hance., Magnolia grandiflora L., Michelia champaca L., 
Rhododendron simsii Planch., Schinus terebinthifolius Raddi and Viburnum odoratissimum Ker Gral. 
Pinus taeda L. was used as control of the experiment because it is a species of high economic interest. 
 
Flammability was determined according to the methodology recommended by Valette (1990) and 
Petriccione (2006). For each evaluated species, 50 firing repetitions were performed in the epirradiator, 
each one consisting of 1 ± 0.1 g of fine green combustible material (< 0.7 cm in diameter) (Figure 1). 
 
Figure 1 - Epirradiator in the fume hood (A) and epirradiador test (B) 
In the tests, the following combustion characteristics were analyzed: ignition time (IT), in seconds, 
time of complete combustion (TC), in seconds, maximum flame height (FH), in centimeters and 
ignition frequency (IF), in percentage. IF is the percentage of repetitions in which ignition occurred, 
considering a maximum IT of 60 seconds. The burnings that exceeded this time were classified as 
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"negative burning" and received standardized values: IT equal to 61 seconds; TC equal zero seconds 
and FH equal zero centimeters. 
The flammability index (FI) of the selected species was obtained according to the IF and IT, varying 
as follow: 0 = very low flammable; 1 = low flammable; 2 = moderately flammable; 3 = flammable; 4 
= very flammable; and 5 = extremely flammable (Table 1). 




≤ 50 50 - 79 80 - 84 85 - 89 90 - 94 > 94 
> 32.5 0 0 0 1 1 2 
27.6 – 32.5 0 0 1 1 2 2 
22.6 – 27.5 0 0 1 2 2 2 
17.6 – 22.5 1 1 2 2 3 3 
12.6 – 17.5 1 1 2 3 3 4 
< 12.6 1 2 3 3 4 5 
 
The fire behavior was measured according to the methodology presented by Batista and Biondi 
(2009). For each evaluated species, 10 repetitions of experimental burnings were carried out in 1 m² 
plots with a load of 1 kg of fine dry fuel material (< 0.7 cm in diameter), as presented in Figure 2. The 
experimental burnings were filmed for later data collection. 
 
 
Figure 2 - Schematic illustration of components. 
Note: (a) camera; (b) plot with fuel material; (c) ruler for speed of fire propagation determination; (d) panel for 
reading the flame height. 
 
The following fire behavior parameters were analyzed: flame height, speed of  propagation, residual 
material, fire intensity and lower calorific value, described below: 
i. Flame length (FL), in centimeters: is obtained every 10 cm of fire propagation, having 
as reference a graduated rule. Eight observations are made per experimental burning. Subsequently, 
this variable was corrected as a function of the fire position in the plot and the flame height. For this, 
the following correction formulas were used: 
For flame length greater than 60 cm (Equation 1):  
    (1) 
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For flame length less than 60 cm (Equation 2): 
    (2) 
where: Cf = correction factor, in cm; D = distance of the flame in relation to the beginning of the 
burn, in cm; FLv = flame length shown in the video, in cm. 
ii.  Speed of propagation (Sp), in cm.s-1: determined by the relation between pre-
established distances and the time spent by the fire front line to travel through them. For each 
experimental burning, eight observations were obtained. 
iii. Residual material (Rm), in g.m-2: collected in the central area of the burning plot, using 
a template of 400 cm2 (20 x 20 cm). 
iv. Fire intensity (I), in kcal.m-1.s-1: obtained by the formula of Byram (1959) (Equation 3). 
       (3) 
where: I = fire intensity, in kcal.m-1.s-1; H = calorific value, in kcal.kg-1; w = mass of 
available fuel material per area, in kg.m-2; r = speed of fire propagation, in m.s-1. 
v.  Lower calorific value (LCV), in kcal.kg-1: determined with an isoperibol calorimeter, 
following the standard of ABNT (1984) NBR 8633.  
 
The parameters of flammability: ignition frequency (IF), ignition time (IT), time of complete 
combustion (TC) and flame height (FH); and combustibility: flame length (FL), speed of propagation 
(Sp), residual material (Rm) and lower calorific value (LCV), were submitted to cluster analysis. 
 
 
 In Table 2 are presented the parameters of flammability and combustibility and Figure 3 shows 
the cluster analysis of the studied species. 






IF IT TC FH FL Sp Rm LCV 
Schinus terebinthifolius 14 58.4 9.6 11.9 0 1.7 1.6 1445.9 4037.3 1.1 
Bougainvillea glabra 10 59.7 7.0 16.8 0 11.0 10.7 1643.8 3489.9 6.2 
Michelia champaca 86 19.8 4.5 9.2 1 32.6 70.0 219.0 3707.8 43.3 
Viburnum odoratissimum 88 23.3 5.4 11.9 1 32.1 48.8 200.9 3877.9 31.5 
Rhododendron simsii 98 18.8 26.9 8.6 2 24.4 15.6 290.0 4454.5 11.6 
Casearia sylvestris 96 17.5 5.5 13.7 3 23.3 32.4 395.7 4449.4 24.0 
Pinus taeda 100 16.3 12.5 12.1 3 36.6 55.8 176.6 4701.0 43.8 
Magnolia grandifolia 100 12.5 7.4 25.2 4 40.0 44.5 138.0 4259.3 31.6 
Jasminym mesnyi 100 10.9 18.5 13.9 4 14.3 27.1 440.1 4438.3 20.0 
Note: FI = Flammability index; 0 = very low flammable; 1 = low flammable; 2 = moderately flammable; 3 = 
flammable; 4 = very flammable; and 5 = extremely flammable. 
S. terebinthifolius and B. glabra were classified as very low flammable (FI = 0), with an IT 
superior to that found by Molina et al. (2017) for species with low flammability in Spain. Kovalsyki 
et al. (2016), while studying the flammability of the same species, stated that both have shorter TC 
and FH, 1.3 s and 1.7 cm for S. terebinthifolius and 0.7 s and 1.2 cm for B. glabra, than what was 
found in the present study. 




𝐼 = 𝐻.𝑤. 𝑟 
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Figure 3 - Dendrogram according to the species flammability and combustibility 
Another factor that favored the classification of B. glabra in class zero was a moisture content of 
210.6% for this specie. The greater the moisture content, the greater the difficulty of material to ignite, 
where a high energy expenditure will be required to start the combustion process (White 2018).  
Although S. terebinthfolius had a lower moisture content (142.4%) and higher flammability 
compared to other species tested in this study, such as V. odoratissimum (163.1%) and M. champaca 
(147.6%), this species can be used as fuel breaks. Due to its low combustibility, S. terebinthfolius 
represents a small chance of the fire to escape control, allowing the combat in safety (Soares et al. 
2017). 
J. mesnyi has low combustibility, however is very flammable, not being indicated to act as fuel 
break. Even being classified as moderately flammable, R. simsii ignition frequency and time of 
complete combustion show a greater capacity to ignite and keep the flames than those species with 
low flammability and combustibility. Even though the heat fluxes measured during forest fires have a 
magnitude greater than the heat sources used in laboratory studies, it is known that ignition sources 
(cigarettes, bonfires, sparks, etc.) do not need to have large heat fluxes (Fernandes and Cruz. 2012). 
M. gradiflora, even with some parameters lower than those found for P. taeda, has the lowest IT 
and combustibility, but was characterized as very flammable, not being recommended for use as fuel 
breaks. Results found by Mola et al. (2014) indicated that the susceptibility and severity of fires in the 




The cluster analysis showed to be effective in the classification of species according to their 
flammability and combustibility. S. terebinthfolius, B. glabra and R. simsii are the species indicated 
for use as fuel breaks. 
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Abstract 
Smoldering firebrands, also known as burning embers, cause the majority of structural ignitions in the 
wildland-urban interface (WUI). Firebrands can be lofted several kilometers from the main firefront and 
smolder for several hours before causing ignition of vegetation or structural components, such as decks or 
roofs. Previous studies on ignition by firebrands have focused primarily on either vegetative fuels, large scale 
ignition of solid fuels (e.g. wood materials), or ignition by individual firebrands. This study focuses on 
small-scale heating and ignition phenomena by measuring heat fluxes from piles of firebrands and 
connecting heating to ignition conditions. In order to capture the heating from glowing firebrand piles 
and understand the ignition process of WUI fuels, small-scale experiments were conducted using laboratory-
fabricated cylindrical wooden firebrands. Heating by firebrand piles was de-coupled from the ignition process 
by initially studying heating from firebrands on an inert surface. The influences of firebrand diameter, 
firebrand pile mass, and wind were explored. Firebrand diameter was found to have little effect on heating, 
while firebrand pile mass had a moderate effect, and wind had a large effect on measured heat flux. Piles did 
not produce higher heat fluxes as pile mass increased. Instead, larger piles heated a larger area of the fuel for 
an increasingly longer duration as pile mass increased. Based on the results from heating experiments, two 
firebrand pile masses were studied under three wind conditions to understand the process governing the 
transition to ignition of a recipient fuel. Video recordings indicated a qualitative description of the transition 
from smoldering to flaming. Flaming ignition of the recipient fuel occurred soon after deposition of the 
firebrand pile for 16.2 g of smoldering firebrands, with a minimum critical wind speed of 1.0 m/s required to 
cause transition to flaming. No smoldering of the recipient fuel occurred when only 5 g of firebrands were 
deposited. 
 
Keywords: Firebrand ignition, Firebrands, Burning embers, Wildland-urban interface 
 
 
Over the past several decades, the area burned by wildland-urban interface (WUI) fires has 
increased drastically (Caton 2016). WUI fires are wildland fires that burn into developed urban areas 
that either abut or intermix with the wildland. The result of the increasing severity of WUI fires is that 
thousands of structures are lost annually to wildland fires across the globe (Grishin 2014, NICC 2017). 
The majority of structures are ignited in WUI fires by firebrands (Cohen 2008, Maranghides 2013, 
Maranghides 2015) which can travel several kilometers ahead of the main firefront (Maranghides 
2013). Smoldering firebrands typically accumulate into piles (Suzuki 2017a). The smoldering piles 
can cause ignition of the recipient fuel on which they deposit, such as a deck or roof, which may 
ultimately cause full structure ignition.  
Although firebrands cause the majority of structural ignitions, the heating conditions leading to 
ignition and causing the transition from smoldering to flaming ignition are not well understood. There 
is little previous work at the small-scale that explores the ignition of solid WUI fuels due to piles of 
smoldering firebrands. Previous work has focused primarily on ignition of vegetative fuels by 
individual firebrands (Ellis 2013, Ellis 2015, Manzello 2006a, Manzello 2006b, Urban 2018), or full-
scale ignition of structural components (Manzello 2012, Manzello 2017). This study focuses on small-
scale heating and ignition phenomena by measuring heat fluxes from piles of firebrands and connecting 
heating under varying wind speeds to ignition conditions.
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Two phases of experiments were conducted to quantify critical heating conditions preceding 
ignition and describe the transition from smoldering to flaming ignition of solid WUI fuels. For Phase 
I, an experimental set-up was developed to quantitatively measure the heat flux from firebrand piles 
under ambient conditions. For Phase II, an additional set-up was constructed to investigate the effects 
of wind, both on heat flux and ignition behavior. Measurements of heat flux were made on an inert 
surface in order to decouple the heating from the firebrand pile from ignition and to better characterize 
the thermal conditions critical for ignition.   
For both heat flux and ignition experiments, firebrands were fabricated from cylindrical birch 
wooden dowels oven-dried at 103°C to 0 ± 0.5% moisture content (MC) per ASTM D4442 (ASTM 
2015). Firebrands were fabricated by exposing all of the wooden dowel pieces to be used for a single 
pile to a propane flame in a wire-mesh basket, based on a method in (Manzello 2006a). The propane 
flame was extinguished after the majority of the wood began flaming. Firebrands were allowed to burn 
freely in air until flaming combustion ceased and all firebrands were glowing. Glowing firebrands 
were deposited on the experimental set-up. Firebrands of length 25.4 mm were used at three different 
initial diameters, 6.35 mm, 9.52 mm, and 12.7 mm, for Phase I. Because diameter was found to have 
little effect on heating, only 12.7 mm firebrands were used in Phase II.  
For heat flux experiments in both Phase I and II, the experimental set-up was instrumented with 
either an array of sixteen thin-skin calorimeters (TSCs), a single water-cooled heat flux gauge (WC-
HFG), or a combined array with the WC-HFG at the center of the TSC array. TSCs provided a spatial 
characterization of the heat flux at different points beneath the firebrand pile, while the WC-HFG 
provided temporally-resolved heat flux measurements at the center of the pile. Heat flux gauges of 
both types were placed in the center of a ceramic fiber inert insulation board, flush with the surface of 
the board.  
Phase II ignition experiments were conducted over oriented-strand board (OSB), a common 
building materials in the United States. Ignition experiments and heat flux experiments with applied 
wind were conducted in front of a wind tunnel with a constant speed of  1.84 m/s as that was a condition 
determined to repeatably cause ignition. Two firebrand pile masses, 7.9 g and 16.2 g of 12.7 mm 
firebrands, were used for Phase II tests. 
 
 
Heat flux tests under ambient conditions were conducted to determine the influence of firebrand 
diameter and firebrand pile mass on heat flux. Results from the tests at ambient conditions were used 
to choose a firebrand diameter and two pile sizes to compare under varied wind speeds for both heat 
flux tests and ignition tests. Wind was used for ignition tests because ignition of the solid fuels tested 
by smoldering firebrands could not be achieved without wind. In this study, TSCs were used to 
understand the spatial distribution of heat flux beneath a firebrand pile and to determine whether heat 
flux was evenly distributed through the pile.  
Results from the TSC array found high variability in the heat fluxes measured in different parts of 
the pile. This variability is likely due to variability in individual pieces of wood and in the smoldering 
combustion of wood. Although the WC-HFG provides a good measure of a single point in the pile, the 
TSC array gives a more comprehensive view of the area heated by the firebrand pile and the extent of 
radiation from the pile to the rest of the inert surface. Figure  shows the heat flux variability in a wind-
driven test at two instances: 1 min and 10 min after firebrands were deposited. Early in the test, heat 
flux is highest at the side of the firebrand pile facing the wind, but the areas of highest heating change 
later in the test. 
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Figure 1 - Spatial distribution of heat flux under 1.84 m/s wind for a 16.2 g deposited mass pile of 12.7 mm firebrands 
at (left) 1 min and (right) 10 min into test. Wind direction: right to left. 
The effects of firebrand diameter and firebrand pile size (measured as the mass of glowing 
firebrands deposited on the test set-up) were compared using the peak heat flux and the net heat 
imparted by the firebrand pile to the sensors. The peak heat flux was taken to be the maximum heat 
flux value achieved within a given test repetition and averaged over five test repetitions. Net heat 
released was taken as the area under the heat flux curve over the full length of the test and averaged 
over five test repetitions. 
Firebrand diameter had a negligible effect on both the peak heat flux and the net heat released. 
Previous studies using individual firebrands have found that firebrand size (measured here as the 
diameter of a single firebrand) made a significant difference in whether vegetative fuels ignited. 
Results for the firebrand pile differ as individual firebrands in the pile can interact through re-radiation. 
The re-radiation behavior, rather than firebrand size, is suspected to dominate the heat transfer from 
piles as the firebrand pile is a noncontiguous ignition source (Babrauskas 2003). Additionally, tests 
with a single firebrand placed on a TSC found that nearby (at a distance of 0.5-1.5 cm) uncovered 
sensors received an average of one third of the peak heat flux received by the sensor directly in contact 
with the firebrand, despite the fact that uncovered sensors are subject to higher convective cooling 
losses. These results indicate the importance of radiation for the firebrand heating and ignition 
problem.  
The peak heat flux for all firebrand piles was higher than the peak heat flux reached by a single 
firebrand; however, peak heat flux did not vary much with firebrand pile size, as shown in Figure .  
 
Figure 2 - Peak heat flux as a function of deposited mass for 12.7 mm piles under ambient and wind conditions. The 
smallest mass, 0.6 g, is a single firebrand. Peak heat flux increases from an individual firebrand to a pile, but steadies 
with pile mass. A wind speed of 1.84 m/s has little effect on the peak heat flux. Error bars are the standard deviation 
of the tests. 
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The net heat imparted by the firebrand pile increased linearly with increasing pile size and with 
applied wind, as shown in Figure . This result is expected as a larger pile sizes produced higher 
sustained heat flux values throughout the tests. Heat fluxes under wind were sustained at higher heat 
flux values than ambient heat fluxes, but dropped off more quickly as forced flow provided increased 
convective cooling to the pile. 
Although both peak heat flux and net heat released provide descriptions of the pile heating, neither 
captures the dependency on time of critical ignition conditions. Critical ignition conditions are often 
given as a steady heat flux or temperature value sustained over a critical exposure time. 
 
Figure 3 - Net heat released as a function of deposited mass for 12.7 mm diameter firebrands. The smallest mass, 0.6 
g, is a single firebrand. Net heat released increases linearly with increasing pile mass under ambient conditions. The 
addition of wind, 1.84 m/s, causes higher net heating values. Error bars are the standard deviation of the tests. 
Ignition of the recipient fuel only occurred when it was exposed to 16.2 g of glowing firebrands, 
the larger of the two pile sizes tested. No ignition occurred under ambient conditions, and ignition by 
the 16.2 g firebrand pile required a minimum 1.0 m/s wind speed. Figure  shows ignition location for 
a 16.2 g pile of firebrands deposited on a sheet of OSB. For all tests that ignited, ignition occurred 
within a few minutes of the firebrand pile being deposited. The recipient fuel initially smoldered and 
then transitioned to flaming ignition. 
 
Figure 4 - Ignition of recipient OSB fuel exposed to 16.2 g smoldering firebrands two minutes into test under 1.84 m/s 
wind. Arrows indicate areas of fuel ignition (as opposed to flaming of firebrands). 
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A methodology for measuring heat fluxes from firebrand piles has been applied under ambient and 
forced flow conditions. Firebrand diameter was found to have little effect on the heat flux from a 
firebrand pile, likely indicating that the heat transfer in firebrand piles is dominated by re-radiation 
and reheating rather than individual firebrand characteristics. Heat flux conditions immediately 
preceding ignition have been measured to indicate how conditions preceding ignition relate to the 
occurrence of ignition. Wind was found to play a critical role in the ignition of dense, thermally thick 
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Abstract 
Recently wildland/forest fires have dramatic impact on the environment and society. Therefore, it is vital 
to understand wildland/forest fires spread dynamics to prevent its hazardous effects on society and 
environment. Models based on Computational Fluid Dynamics (CFD) have been developed and improved to 
investigate the dynamics of the wildland/forest fires. Even for CFD based physical models, a robust 
understanding of the processes (i.e. drag, convective heat transfer and radiation) driving fire spread is missing 
for small scale. The present study focuses on obtaining drag coefficient for the complex vegetation structures 
in small scales by using Lattice Boltzmann method (LBM). Ultimately, the drag coefficient can be used in 
detailed wildland/forest fire spread models to analyze the physical mechanisms driving the fire spread in 
vegetation. The Lattice Boltzmann (LBM) is a relatively new numerical approach for solving Navier-Stokes 
equations. LBM has advantages such as simplicity, efficiency, easy treatment of boundary conditions, easy 
parallelization in simulating fluid flow and heat transfer. The developed model is validated with experiment 
for a cylinder in cross flow in the literature. The results show that LBM method can be used for the flow in 
complex distribution of vegetation. 
 
Keywords: LBM, complex fuels, drag coefficient, wildland fire 
 
 
Wildland fires can be beneficial and catastrophic for the environment and society. Prescribed fires 
can have a positive impact on the environment including reducing grass, brushes and trees. However, 
wildland fires happening in the wrong place at the wrong time can have a dramatic impact on lives, 
property, whole communities, and natural and cultural resources (U.S. Forest Service, 2018). 
Therefore, it is vital to better understand the dynamics of wildfire spread to help manage forests, other 
ecosystems and help protect human life, property, and activities. 
Fire spread in heterogenous fuels is a result of the interaction between the solid and gas phases, as 
well as radiative heat transfer between phases. Models based on computational fluid dynamics (CFD) 
have been developed to address the complicated combustion processes involved in wildland fires 
(Larini, M., et al., 1988; J.L. Dupuy et al., 2005; Zhou, X. et al., 2007; Mell, W. et al., 2009). However, 
the CFD models apply strong and unverified assumption to resolve some small-scale processes, 
including drag forces and convective heat transfer. For instance, the drag coefficient is an input 
parameter in CFD based physical models that is based on a single cylinder in a cross-flow  (Mell, W., 
et al., 2009). In this study, an attempt has been made to resolve sub-grid scale processes involved in 
fire dynamics by using an in-house developed two-dimensional Navier-Stokes solver based on the 
Lattice Boltzmann Method (LBM).  
Recently, the LBM has become an alternative numerical method for computing fluid flow and heat 
transfer. The LBM is particularly successful in applications including interfacial dynamics and 
complex boundaries because of its boundary condition implementation. The basic idea behind the 
LBM is to build simplified Boltzmann equations that relate the main physics of the microscopic 
processes (particle distribution and equilibrium distribution functions) such that the macroscopic 
process averaged properties including density, temperature, velocity and pressure obey the desired 
governing equations (i.e. Navier Stokes and scalar transport equations) (Chen, S. et al., 1998).  
In the present study, the drag coefficient at grid scale is directly calculated through the LBM for 
different configurations of cylinders in a cross flow.  
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The numerical model was developed for non-isothermal flows based on the LBM. The LBM uses 
a simple boundary condition scheme that can easily handle the flow in complex boundaries similar to 
vegetation (A.A. Mohamad, 2011). The current model is able to solve the momentum and energy 
equations for rigid bodies. The LBM method is based on the Boltzmann transport equation for a 
dynamic system. The Boltzmann equation for a system without an external force is written as (A.A. 
Mohamad, 2011),  
 
(1) 
Where  are the particle distribution function, particle equilibrium function and 
relaxation time, respectively. Equation 1 is similar to the advection equation with a source term and it 
can be solved by a finite difference method. However, in LBM, Eq. 1 is solved by a streaming and a 
collision step (Wang, J., et al., 2007). 
1.1. Drag Coefficient 
The drag coefficient can be calculated from the estimation of the total drag force that is acting on an 
obstacle or from the pressure drop that is induced by the obstacle in the flow. The drag coefficient is 
defined as;  
Drag force;  
Pressure drop;  
 
(2) 
The following equation was used to estimate the total force from a fluid acting on an obstacle (Mei, 
R., et al., 2002): 
 
(3) 
Where  is the boundary nodes of the obstacle and  is the opposite direction of . 
 
A flow over an obstacle has many practical applications in buildings, bridges, heat exchangers and 
wildland fires. The flow, under certain conditions causes pressure vortices downstream of an obstacle 
and forms vortex shedding depending on the Reynolds number. To capture this dynamic fluctuation 
of the flow with the LBM, a square channel shown in Fig.1 is selected, with a circular cylinder with a 
blockage ratio of 1 to 8 located in its center. The geometry, boundary conditions, and grid used in the 
simulation are shown in Fig. 1. The curvature boundary of the cylinder is zoomed out to depict the 
boundary nodes, solid nodes and the fluid nodes used in the simulations. On-grid bounce-back 
boundary conditions are used for the obstacle as well as the top and the bottom walls  (Gallivan, M.A., 
et al., 1997). Zou-He velocity and pressure boundary conditions (Zou, Q. and He,X., 1997) are 
implemented at the inlet and the outlet (see Figure 1). The simulations with Re = 20 and 40 were 
carried out and the flow pattern is in good agreement with prior results from laboratory experiments 
(Bao, Y.B. and Meskas, J., 2011) (see Figure 2). 
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Figure 1 - Representation of geometry, mesh and obstacle used in the drag coefficient calculation 
A pair of fixed symmetric vortices is generated in the wake of the cylinder in the simulation with 
LBM and the results match the laboratory image by Bao et al (Bao, Y.B. and Meskas, J., 2011), as 
seen in Fig. 2. 
 
Figure 2 - A fixed pair of vortices: simulation vs experiment (Bao et al., 2011) (Bao, Y.B. and Meskas, J., 2011) 
Table 1 - Drag coefficient at different Reynolds number 
 
Re = 20 Re = 40 
Tritton experiment1   2.22 1.48 
Current study 2.3 1.56 
1(Tritton D., 1959) 
Drag coefficients with Re = 20 and 40, calculated by the present model and obtain from the literature 
are listed in Table 1. As it can be seen, the current model agrees reasonably well with the experimental 
measurements by Tritton. (Tritton D., 1959). 
 
 
The calculation of the vegetation drag coefficient is required for the modeling of fire spread in 
wildlands, but also for the flow in river beds and on flood plains (Kim, S.J. and Stoesser, T., 2011; 
Fischer-Antze, T., et al., 2001). The drag exerted on the flow by vegetation changes with the plant 
shape, rigidity, and with the spatial distribution of vegetation. In many experimental studies of flow 
through vegetation, the cylinder analogy is used. For example, vegetation can be represented as a 
bunch of rigid circular cylinders (Kim, S.J. and Stoesser, T., 2011). In the present study, the drag 
coefficient is directly calculated for simplified geometries that can represent a rigid vegetation such 
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as, single cylinder, inline and staggered arrays of cylinders as well as randomly distributed cylinders 
in a cross flow. 
 
The drag coefficient for a cylindrical obstacle depends on the behavior of the fluid around the 
cylinder. For example, depending on the Reynolds number, the flow pattern near the cylinder can vary 
significantly. For higher Reynolds number (i.e. ReD > 40), an unsteady wake flow occurs, the 
characteristic of which depends on the Reynolds number. In the following simulations the Reynolds 
number is defined as follow: 
 
(4) 






Figure 3 - Contours of velocity magnitude for flow around a cylindrical object at ReD = 100. (a) no-slip wall (b) 
periodic boundary conditions at top and bottom walls. 
For a single cylinder, simulations have been carried out at ReD = 100, with no-slip and periodic 
boundary conditions at the walls to estimate the effect of different wall boundary condition on 
estimation of the drag coefficient. A uniform velocity was set at the inlet and a pressure outlet boundary 
condition was implemented at the outlet, as shown in Fig. 1 (geometry). Contours of the velocity 
magnitude shown in Fig. 4 were generated at the steady state flow for the no-slip and periodic boundary 
conditions. The vortex shedding can be observed downstream of the cylinders. The calculated drag 
coefficient for both cases and the literature values are listed in Table 2. As shown in Table 2, the 
current study agrees well with the literature for the no-slip wall boundary condition. However, there 
is a deviation when a periodic boundary condition is used. The deviation is introduced by the friction 
presence of a rigid wall at the boundaries. In order to remove the effect of no-slip wall condition, in 
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Table 2- Drag coefficient at ReD = 100 for a single cylinder. 
2-D simulation  Drag coefficient at ReD = 100 
Braza et al. (1986)1  1.34 
Kjellgren (1997)2  1.34 
Su and Kang (1999)3  1.34 
Lam et al. (2008)4  1.36 
Current study, LBM (no-slip) 1.34 
Current study, LBM (periodic) 1.25 
1(Braza, M., Chassaing, P., Ha Minh, H., 1986), 2(Kjellgren, P., 1997), 3(Su, 
M., Kang, Q., 1999), 4(Lam, K., et al., 2008) 
 
The drag coefficient of cylinders in a cross flow is relevant to different industrial applications, 
including heat exchangers, boilers, and air conditioners. The cylinders in industrial applications are 
usually either aligned or staggered relative to the stream-wise fluid velocity. Cylinders in a cross flow 
can also represent an idealized rigid vegetation. Fluid flow through circular cylinders is dictated by 
the boundary layer separation and wake interaction, which in-turn affect the drag coefficient. 
Therefore, cylinders in different configurations are used to calculate the drag coefficient. The LBM 
based N-S solver is used to simulate the flow through inline and staggered array of the cylinders at 
Reynolds number of 100. The cylinders in the inline and staggered configurations are equivalent. The 
top and bottom walls are 10 cylinder diameters away from the vegetation area. Figure 4 shows the 
contours of velocity magnitude the steady state flow for inline and staggered arrays of cylinders in a 
cross flow. It can be seen that the flow patterns for the inline and staggered arrays of cylinder are 
significantly different from each other. However, the maximum normalized velocity is similar. The 
drag solid fraction of the inline and staggered array of cylinders are 0.14 and 0.11 respectively, 
whereas, the drag coefficients are 0.57 and 0.83. The solid fraction of the vegetation is the ratio of the 
solid cylinder’s area to the smallest rectangular area that encompass the cylinders. As it seen in Fig. 4, 
the flow pattern of the inline array and staggered array are significantly different because of the 
cylinder’s arrangement. Therefore, the drag coefficients are different for both cases even though the 
solid fraction is not significantly different. The LBM is able to predict the fluid flow behavior through 
idealized vegetation configurations such as inline and staggered arrangements. The comparison of the 
inline, staggered and randomly distributed cylinders are given in the subsequent sections. 
 
Figure 4 -  Contours of velocity magnitude for a flow through an array of cylinders at ReD = 100. (top) inline, 
(bottom) staggered 
 
A random distribution may better represent vegetation structures in their natural state than the inline 
and staggered arrays of cylinders. Therefore, the developed LBM code was used to calculate the drag 
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coefficient for randomly distributed cylinders in a cross flow for different solid fractions and numbers 
of cylinders. Figure 5 shows the contours of the velocity magnitude at steady state flow for different 
randomly distributed cylinders in a cross flow. As it can be seen, the flow pattern is different for both 
cases and therefore, the drag exerted by randomly distributed rigid circular cylinders is significantly 
different for two densities of 0.11 and 0.093. The corresponding drag coefficients are 1.37 and 2.7 
respectively. 
 
Figure 5 -  Contours of velocity magnitude for a flow through randomly distributed cylinders at ReD = 100. (top) bulk 
density,  (bottom)  
 
Additional simulations are performed to analyze the drag coefficient for different configurations as 
well as vegetation solid fraction and compare the results with the available literature. Table 3 
summarizes the numerical simulations and calculated drag coefficients. For the time being, the 
numerical simulations are carried out at a relatively low Reynolds number of 100 because of the current 
limitations of the turbulence model in the LBM.  
Table 3 - Summary of the numerical simulations of drag coefficient calculation 
solid 
fraction  ReD B. C. CD Shape Configuration 
study 
0.14 100 periodic 0.57 cylinder inline LBM 
0.50 100 periodic 0.66 cylinder inline LBM 
0.26 100 periodic 0.68 cylinder inline LBM 
0.20 100 periodic 0.74 cylinder inline LBM 
0.24 100 wall 0.775 cylinder inline (Lam, K., et al., 2008) 
0.10 100 periodic 0.59 cylinder inline LBM 
0.21 100 periodic 0.5 cylinder inline LBM 
0.21 100 wall 0.64 cylinder inline LBM 
0.078 100 wall 1.5 cylinder inline LBM 
0.078 100 periodic 1.41 cylinder inline LBM 
0.11 100 periodic 0.83 cylinder staggered LBM 
0.2 100 periodic 0.44 cylinder staggered LBM 
0.087 695 wall 2.02 cylinder staggered (Kim, S.J. and Stoesser, T., 2011) 
0.11 100 periodic 1.37 cylinder random LBM 
0.065 100 periodic 1.95 cylinder random LBM 
0.093 100 periodic 2.7 cylinder random LBM 
0.04 100 periodic 2.7 cylinder random LBM 
0.11 100 periodic 2.3 cylinder random LBM 
0.16 100 periodic 2.19 cylinder random LBM 
0.15 193 wall 3.03 cylinder random (Tanino, Y., and H. M. Nepf, 2008) 
0.15 263 wall 2.86 cylinder random (Tanino, Y., and H. M. Nepf, 2008) 
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As it can be seen in Table 3, the simulated results are in the range of the experimental results by 
Kim et al. (Kim, S.J. and Stoesser, T., 2011) and Tanino et al. (Tanino, Y., and H. M. Nepf, 2008) . 
However, it should be noted here that, the experimental results by Kim et al and Tanino are performed 
at higher Reynolds numbers. In the LBM method, fluid flow with high Reynolds number can be 
utilized by implementing a Multiple Relaxation Time scheme (MRT) and a Smogrosky LES-LBM 
model. Also, the current LBM model can be used to simulate higher Reynolds number flows with a 
fine grid resolution. However, a fine grid resolution simulation increases the computational cost. In 
future works, An MRT-LBM scheme will be developed to simulate the fluid flow at higher   Reynolds 
numbers. In addition, a Smogrosky-LES model will be tested for drag coefficient calculations of 
turbulent fluid flows. 
 
 
A computational model based on the Lattice Boltzmann method (LBM) has been developed to 
predict the drag coefficient for idealized vegetation structure including inline, staggered and randomly 
distributed configurations. The drag coefficient for a single cylinder in the cross flow has been 
calculated and validated with available experiments at relatively low Reynolds numbers of 20, 40 and 
100. Additional simulations, with different cylinder configurations in cross flow, were performed at a 
Reynolds number of 100. The LBM simulations are compared with experimental and numerical studies 
in the literature. The LBM based simulations closely match with the numerical simulations presented 
in the literature. And the simulated results match with the experimental measurements reasonably well. 
The differences between the experimental measurements and the simulations are due to the different 
flow conditions i.e. higher Reynolds number flow used in the experimental work, the number of the 
cylinders used in the staggered and inline arrays, and the solid fractions. The model will be used to 
calculate the convective heat transfer and drag coefficient for complex geometries representative of 
vegetation structure. The prediction of this model can be used in WFDS or other CFD models to 
improve the modeling of vegetation, through a more accurate estimation of the drag coefficient.  
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Abstract 
The protection of buildings and structures in a community from destruction by fire is a very important 
concern. At present, fire services can forecast the danger rating of, or the specific weather elements relating 
to, forest fire. There is need to understand and predict forest fire initiation, behavior and impact of fire on the 
buildings and constructions. This paper’s purposes are the improvement of knowledge on the fundamental 
physical mechanisms that control forest fire behavior. The mathematical modeling of forest fires actions on 
buildings and structures has been carried out to study the effects of fire intensity and wind speed on possibility 
of ignition of buildings. The modeling approach is based on the use of standard non-stationary three-
dimensional conservation equations that are solved numerically under the input conditions specific for large 
crown forest fires. A multiphase mathematical model of wind-aided crown forest fires propagating through 
heterogeneous fuel beds has been performed. It takes into account the hydrodynamic aspects of the flow and 
uses Arrhenius kinetics to describe the basic physics and chemical processes of thermal decomposition 
heating, drying, pyrolysis, and combustion. Turbulence and radiation are considered in order to improve the 
physical insight. It allows to investigate the dynamics of the impact of forest fires on buildings under the 
influence of various external conditions: a) meteorology conditions (air temperature, wind velocity etc.), b) 
type (various kinds of forest combustible materials) and their state (load, moisture etc.). The calculations let 
to get the maximum distance from the fire to the building in which the object possible ignition. It has been 
found that the effect of increasing the wind speed is to increase the safety distances between forest and 
building. The increasing of building height is observed also led to increase the safety distances between forest 
and building. Specific experiments are also needed to obtain more reliable information on validation of further 
solution of this problem. The paper was supported from RFBR (project code: № 16-41-700022 р_а) and 
within the framework of Tomsk Polytechnic University Competitiveness Enhancement Program grant. 
 
Keywords: mathematical model, forest fire, crown, ignition, spread of fire, pyrolysis, combustion  
 
 
The protection of buildings and structures in a community from destruction by forest fire is a very 
important concern. At present, fire services can forecast the danger rating of, or the specific weather 
elements relating to forest fire. A great deal of work has been done on the theoretical problem of forest 
fires. The first accepted method for prediction of crown fires was given by Rothermal (1972) and Van 
Wagner (1977). The semi-empirical models allow to obtain a quite good data of the forest fire rate of 
spread as a function of fuel bulk and moisture, wind velocity and the terrain slope. But these models 
use data for particular cases and do not give results for general fire conditions. Also crown fires 
initiation and hazard have been studied and modeled in detail (eg: Alexander, 1979, Xanthopoulos, 
1990, Van Wagner (1999), Cruz and et al., 2002, Albini, 1995, Scott and Reinhardt, 2001). A 
mathematical model of forest fires was obtained by Grishin (1997) based on an analysis of known and 
original experimental data, and using concepts and methods from reactive media mechanics. The 
physical two-phase models used by Morvan (2004) may be considered as a development and extension 
of the formulation proposed by Grishin. There is need to understand and predict forest fire initiation, 
behavior and impact of fire on the buildings and constructions. This paper’s purposes are the 
improvement of knowledge on the fundamental physical mechanisms that control forest fire behavior. 
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The mathematical modeling of forest fires actions on buildings and structures has been carried out 
to study the effects of fire intensity and wind speed on possibility of ignition of buildings. The 
dangerous distances between forest and buildings are calculated in cases when the buildings will be 
ignited under the influence of forest fires. 
 
 
It is assumed that the forest during a forest fire can be modeled as 1) a multi-phase, multistoried, 
spatially heterogeneous medium; 2) in the fire zone the forest is a porous-dispersed, two-temperature, 
single-velocity, reactive medium; 3) the forest canopy is supposed to be non – deformed medium 
(trunks, large branches, small twigs and needles), which affects only the magnitude of the force of 
resistance in the equation of conservation of momentum in the gas phase, i.e., the medium is assumed 
to be quasi-solid (almost non-deformable during wind gusts); 4) let there be a so-called “ventilated” 
forest massif, in which the volume of fractions of condensed forest fuel phases, consisting of dry 
organic matter, water in liquid state, solid pyrolysis products, and ash, can be neglected compared to 
the volume fraction of gas phase (components of air and gaseous pyrolysis products); 5) the flow has 
a developed turbulent nature and molecular transfer is neglected; 6) gaseous phase density doesn’t 
depend on the pressure because of the low velocities of the flow in comparison with the velocity of 
the sound. Let the point x1, x2 , x3= 0 is situated at the center of the surface forest fire source at the 
height of the roughness level, axis 0x1 directed parallel to the Earth’s surface to the right in the direction 
of the unperturbed wind speed, axis 0x2 directed perpendicular to 0x1 and axis 0x3 directed upward 
(Fig. 1). The building is situated on the right part of the picture. 
 
 
Figure 1 - The scheme of calculation domain. 
 
Problem formulated above reduces to the solution of systems of equations (1)-(7): 
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The system of equations (1)–(7) must be solved taking into account the initial and boundary 
conditions: 
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Here and above 
td
d
 is the symbol of the total (substantial) derivative; v is the coefficient of phase 
exchange;  - density of gas – dispersed phase, t is time; vi - the velocity components; T, TS, - 
temperatures of gas and solid phases, UR - density of radiation energy, k - coefficient of radiation 
attenuation, P - pressure; cp – constant pressure specific heat of the gas phase, cpi, i, i – specific heat, 
density and volume of fraction of condensed phase (1 – dry organic substance, 2 – moisture, 3 – 
condensed pyrolysis products, 4 – mineral part of forest fuel), Ri – the mass rates of chemical reactions, 
qi – thermal effects of chemical reactions; kg , kS  - radiation absorption coefficients for gas and 
condensed phases; eT  - the ambient temperature; c - mass concentrations of  - component of gas - 
dispersed medium, index =1,2,3 where 1 corresponds to the density of oxygen, 2 - to carbon 
monoxide CO, 3 - to carbon dioxide and inert components of air; R – universal gas constant; M , MC, 
and M molecular mass of  -components of the gas phase, carbon and air mixture; g is the gravity 
acceleration; cd is an empirical coefficient of the resistance of the vegetation, s is the specific surface 
of the forest fuel in the given forest stratum. To define source terms which characterize inflow (outflow 
of mass) in a volume unit of the gas-dispersed phase, the following formulae were used for the rate of 
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where d -bulk density for surface layer, z – coefficient of ashes of forest fuel, W – forest fuel 
moisture content. It is supposed that the optical properties of a medium are independent of radiation 
wavelength (the assumption that the medium is “grey”), and the so-called diffusion approximation for 
radiation flux density were used for a mathematical description of radiation transport during forest 
fires. To close the system (1)–(7), the components of the tensor of turbulent stresses, and the turbulent 
heat and mass fluxes are determined using the local-equilibrium model of turbulence (Grishin, 1997). 
The system of equations (1)–(7) contains terms associated with turbulent diffusion, thermal 
conduction, and convection, and needs to be closed. The components of the tensor of turbulent stresses 
jivv  , as well as the turbulent fluxes of heat and mass ,  are written in terms of the 
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where t, t, Dt are the coefficients of turbulent viscosity, thermal conductivity, and diffusion, 
respectively; Prt, Sct are the turbulent Prandtl and Schmidt numbers, which were assumed to be equal 
to 1. In dimensional form, the coefficient of dynamic turbulent viscosity is determined using local 
equilibrium model of turbulence (Grishin, 1997). The length of the mixing path is determined using 
the formula )/5.21/( 33 hscxkxl dt +=  taking into account the fact that the coefficient of resistance cd 
in the space between the ground cover and the forest canopy base is equal to zero, while the constants 
kt = 0.4 and h=h2-h1
  (h2, h1 – height of the tree crowns and the height of the crown base). It should be 
noted that this system of equations describes processes of transfer within the entire region of the forest 
massif, which includes the space between the underlying surface and the base of the forest canopy, the 
forest canopy and the space above it, while the appropriate components of the data base are used to 
calculate the specific properties of the various forest strata and the near-ground layer of atmosphere. 
This approach substantially simplifies the technology of solving problems of predicting the state of 
the medium in the fire zone numerically. The thermodynamic, thermophysical and structural 




The boundary-value problem (1)–(14) is solved numerically. A discrete analog was obtained by 
means of the control volume method using the SIMPLE like algorithm (Patankar, 1981). Difference 
equations that arise in the course of sampling were resolved by the method of SIP (Patankar, 1981). In 
order to efficiently solve this problem in a reactive flow the method of splitting according to physical 
processes was used. The basic idea of this method is based on the information that the physical 
timescale of the processes is great than chemical. In the first stage, the hydrodynamic pattern of flow 
and distribution of scalar functions was calculated. Then the system of ordinary differential equations 
of chemical kinetics obtained as a result of splitting was then integrated. The time step for integrating 
each function has to be smaller than the characteristic time of physical process to ensure the 
convergence of the numerical method. The time step was selected automatically. The accuracy of the 
program was checked by the method of inserted analytical solutions. Analytical expressions for the 
unknown functions were substituted in (1)–(14) and the closure of the equations were calculated. This 
was then treated as the source in each equation. Next, with the aid of the algorithm described above, 
the values of the functions used were inferred with an accuracy of not less than 1%. The effect of the 
dimensions of the control volumes on the solution was studied by diminishing them. Fields of 
temperature, velocity, component mass fractions, and volume fractions of phases were obtained 
numerically. The first stage is related to increasing maximum temperature in the place of ignition with 
the result that a crown fire source appears. At this process stage over the fire source a thermal wind is 
formed a zone of heated forest fire pyrolysis products which are mixed with air, float up and penetrate 
into the crowns of trees. As a result, forest fuels in the tree crowns are heated, moisture evaporates and 
gaseous and dispersed pyrolysis products are generated. Ignition of gaseous pyrolysis products of the 
crown occurs at the next stage, and that of gaseous pyrolysis products in the forest canopy occurs at 
the last stage. As a result of heating of forest fuel elements of crown, moisture evaporates, and 
pyrolysis occurs accompanied by the release of gaseous products, which then ignite and burn away in 
the forest canopy. At the moment of ignition, the gas combustible products of pyrolysis burn away, 
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and the concentration of oxygen is rapidly reduced. The temperatures of both phases reach a maximum 
value at the point of ignition. The ignition processes is of a gas - phase nature. At V 0, the wind field 
in the forest canopy interacts with the gas-jet obstacle that forms from the forest fire source and from 
the ignited forest canopy and burn away in the forest canopy. The isotherms of gas phase components 
moved in the forest canopy by the action of wind. It is concluded that the forest fire begins to spread. 
The results of the calculation give an opportunity to consider forest fire spread for different wind 
velocity, canopy bulk densities and moisture forest fuel. It is considered the effect of forest fire front 
on the building which is situated near from the forest. The influences of wind velocity and distance 
between forest and building on ignition of building are studied numerically. The results of calculations 
can be used to evaluate the thermal effects on the building, located near from the forest fires. The 
temperature fields of crown forest fire at definite moment will be interacted with the obstacle - building 
(Figure 2 a) and b)) and ignited it. Fig.2. shoes temperature field at the initial moment of forest fire 
spread for a wind speed of 15 m/s. 
 
Fiure 2 - Gas temperature field at t=15 s for a wind speed of 15 m/s; 1 – 1.5, 2 – 2., 3 – 3., 4 – 4; T =T/Te , ST =TS/Te, 
Te=300K. 
 
During this process, the surface of the wall of the building heats as a result of convection and 
radiation heat transfer. The wood building will be ignited at definite temperature. It depends on wind 
velocities, distances from the forest fire to building, the height of building and others parameters. The 
Figures 3-5 represent the predicted distributions of temperature on the surfaces of the wall of the 
building as a function of vertical coordinate for the three selected wind speed values and different 
distances between forest and building. In paper Valendik and et al. (1979) it is showed that the wood 
will be ignited when its temperature exceeds 300C. The results of calculations presented on Figures 3-
5 show that the surface temperature reach these values at wind velocities more than 6 m/s. The height 
of building in these calculations was H=3 m. 
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Figure 3 - The distribution of temperature on the wall of the building for three wind speed values. The distance 
between forest and building is 21 m. 
 
 
Figure 4 - The distribution of temperature on the wall of the building for three wind speed values. The distance 
between forest and building is 26 m. 
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Figure 5 - The distribution of temperature on the wall of the building for three wind speed values. The distance 
between forest and building is 31 m. 
 
As a result of these calculations it was defined maximum safety distances between forest and 
building when the building would not have been ignited by forest fire (Fig. 6). The wind speed values 
increase from 6 to 14 m/s. 
 
Figure 6 - The dependence of safety distances between forest and building as a function of wind speed values; H=3 m. 
 
Also, it was studied the influence of the height of building on the value of safety distances. When 
the height of building changes from 3 to 6 m, the safety distances l also increases (Figure 7) for 
different values of wind speed.  
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Figure 7 - The dependence of safety distances between forest and building as a function of wind speed values. H=6 m. 
 
 
A mathematical model of wind-aided crown forest fires propagating through heterogeneous fuel 
beds has been performed. It takes into account the hydrodynamic aspects of the flow and uses 
Arrhenius kinetics to describe the basic physics and chemical processes of thermal decomposition 
heating, drying, pyrolysis, and combustion. Turbulence and radiation are considered in order to 
improve the physical insight. It allows to investigate the dynamics of the impact of forest fires on 
buildings under the influence of various external conditions: a) meteorology conditions (air 
temperature, wind velocity etc.), b) type (various kinds of forest combustible materials) and their state 
(load, moisture etc.). The calculations let to get the maximum distance from the fire to the building in 
which the object possible ignition. It has been found that the effect of increasing the wind speed is to 
increase the safety distances between forest and building. The increasing of building height is observed 
also led to increase the safety distances between forest and building. Specific experiments are also 
needed to obtain more reliable information on validation of further solution of this problem. 
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Abstract 
Fires in wildland-urban interfaces (WUIs) are currently increasing because of the urban sprawl entailing 
larger contact zones with wildland areas and the on-going climate change, increasing the frequency and 
severity of extreme fires, especially in Mediterranean ecosystems. Heterogeneous vegetation in the WUIs, 
including both natural and ornamental species, allows the fire to propagate from the wildland to housing, 
which can be responsible for loss of life and considerable property and environmental damages. In the present 
study, the raster-based fire spread model SWIFFT (De Gennaro et al., 2017) is enhanced to account for fire-
induced thermal damages on vegetation and building materials at the WUI. This approach is applied to two 
historical WUI fires. It is found that the enhanced model is particularly well suited first, to assess the changes 
in fire behavior, as the fire travels from the natural to the ornamental vegetation, and, second, to estimate 
damages on buildings. It can also be used to evaluate the effectiveness of fuel treatment strategies on wildfire 
exposure at the WUI scale, depending on local conditions of wind, topography and vegetation. 
 
Keywords: Forest fire, raster-based fire spread model, wildland-urban interface, WUI, fuel treatments, building vulnerability 
 
 
Significant efforts have been made in the past to provide insights into the pattern of development 
and expansion of fires at the wildland urban interface (WUI) (Cohen 2000, Cohen 2008), which 
revealed that the wildland urban interface is a house ignitability problem and not a wildland fire control 
problem.  
Among the many fire spread models (see Sullivan, 2009), only a few have been applied to the WUI 
problem. There are two main reasons for this. First, the WUI vegetation differs significantly from that 
of wildland areas as it is composed of a mix of wild and ornamental plant species, generally the latter 
surrounding buildings. Second, most fire spread models are based on the assumption of fuel continuity 
and homogeneity, which is somewhat questionable at the WUI. CFD physics-based models, like the 
wildland-urban fire dynamics simulator (WFDS, Mell et al., 2007), or raster-based models (Sullivan, 
2009) are thus good candidates to model WUI fire behavior. 
The approach described in this paper aims at bridging this gap, by using a raster-based model 
inherently designed to model fire patterns in heterogeneous landscapes. The SWIFFT model (De 
Gennaro et al., 2017) distributes the vegetation on a regular (here, hexagonal) network at a fine 
resolution. The empirical part of the model provides a description of flammability and combustibility 
properties of the vegetation items, including canopies. The physical part of the model includes a solid 
flame model for the burning sites to evaluate radiation and convection effects, as well as an energy 
conservation equation to describe the thermal degradation (i.e., heating, drying and ignition) of unburnt 
vegetative elements. 
In the current work, SWIFFT is enhanced to model, at a fine scale, the fire propagation through the 
ornamental vegetation and the fire-induced damages to the vulnerable building materials that can be 
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found at the WUI. The initial empirical fuel model in SWIFFT is also improved to fine tune the 




The starting point of the present approach is the fire spread model called SWIFFT, which considers 
the local conditions of wind, topography, and vegetation and combines (1) a network model to 
represent vegetation distribution on land with a given vegetation coverage, (2) an empirical flame 
model using a single burning fuel element per network site, and (3) a thermal model describing the 
heat transfers from burning to unburnt vegetation items, by radiation and convection processes. The 
reader might refer to De Gennaro et al. (2017) for more details. 
In SWIFFT, the network model is composed of combustible and non-combustible cells. During a 
simulation, two neighborhoods are identified for each burning site: a radiation circular neighborhood, 
which includes all the sites that can be potentially exposed to radiation, and a convection rectangular 
neighborhood, which contains all the sites that can be potentially located in the wake of the burning 
site (Figure ). Therefore, the thermal response of unburnt fuel elements to heating depends on whether 
it belongs to the radiation neighborhood, the convection neighborhood, or both.  The characteristic 
length of these neighborhoods is estimated beforehand from numerical trials. 
 
Figure 1 - Radiation neighborhood (left) and convection neighborhood (right) for a flame length of 5.6 m and a wind 
speed of 10ms-1. Here, the characteristic length of the radiation neighborhood is 25 m, that of the convection 
neighborhood is ten times the flame length, thus 56 m. 
In the proposed version of the SWIFFT model, a hexagonal network of 3-m-diameter sites is used. 
Unlike amorphous networks (De Gennaro et al., 2017), the location of each site in a two-dimensional 
regular network can be easily determined using two indexes, which saves computing time. 
The fire here is not simulated from its outbreak, but rather by pre-positioning the flame front slightly 
upstream of the WUI. This can be done empirically or using visual observations from real fires. This 
initial fire front is represented as a GIS polygon and the fire properties of all the network sites which 
belong to this polygon are calculated using the empirical flame model of SWIFFT. 
 
In the original SWIFFT model (De Gennaro et al., 2017), each vegetation site is composed of a 
single fuel type. Here, we replaced this approach with that of a multi-element fuel scene as in 
Rothermel et al. (1972). A fuel scene is now described with different constitutive fuel elements: dead 
fuels, that are referred as 1hr, 10hr, 100hr fuels, depending on their tendency to dry, and live fuels 
(herbs and shrubs). We also added the canopy fire parameterization proposed by Scott and Reinhardt 
(2001) to account for the increase in fire intensity and residence time due to passive and potentially 
active crowning, according to some average properties of canopies (height, base height, bulk density, 
fuel load). In addition to the default fuel map for natural forests, with a 30m-spatial resolution over the 
zone of interest, we used additional GIS polygons which are intersected with the site network to more 
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accurately allocate the fuel types to the sites, for the wildland vegetation, as well as for the ornamental 
vegetation in the garden. The natural forest vegetation is modelled by a single fuel type in the case 
studies hereafter, whose combustion properties were kindly provided by the French Forest Service. 
The combustion properties of canopies (based on the Irstea’s fuel database) for the ornamental 
vegetation of the current case study were determined tree-by-tree in the two case studies. 
The weather parameters (wind, temperature, relative humidity and fuel moisture content) are 
inferred from the nearest weather station. The wind conditions are refined on the local topography at 
100m resolution from the local scale air mass-conservative model, WindNinja (Forthofer et al., 2009). 
 
To account for the thermal degradation of materials, the vulnerable assets are not modelled as 3D 
structures in the model. Even if Building Intelligent Models are in growing development worldwide 
in cities, they are still far from being systematically applied currently, and buildings in WUI can still 
rarely be modelled with their full 3D structure allocations. In the model, a good compromise is found 
by using GIS (2+0,5)-D polygon objects in the zone of interest, e.g. for each polygon a description is 
used of (1) a single building height and (2) a list of types of building materials (e.g. glass, wooden 
construction elements). This nature of information is more largely spread in cities. 
Horizontally, the ‘vulnerable sites’ through the network are identified by crossing the 2D polygon 
shape with the underlying site network. Vertically, the building’s facades are represented as a 
collection of 1m² panels distributed every 2m in height. Each facade panel can receive heat flux due 
to radiation from the flames and hot gas. Ignition can occur depending on the thermal properties of 
panel materials. 
The facade height is measured relatively to the flame base height on ground. Normal vectors to the 
facade panels are also calculated and then used during the simulation to assess the azimuth angle, 
characterizing the view angle of the panel as seen by a network site from the incoming fire front. 
For radiative preheating of the facade panels, as done similarly for the radiative preheating of 
unburnt vegetation (see De Gennaro et al., 2017), precalculated tables based on Monte Carlo 
simulations are used. However, for facade panels, additional parameters are introduced in the table 
pre-calculation: the panel azimuth angle, the output fluxes are provided on a 3D grid providing the 
preheating at different stock building levels. Figure  illustrates the pre-calculated fluxes on two sample 
cases. Panels located at negative heights are also considered.  
  
Figure 2 -Sample visualization of pre-calculated radiative fluxes (unit: kWm-2) on the 3D output grid (having 
resolutions of dx=2m, dy=2m,dz=2m) with one receptor (‘facade panel’) positioned at each grid cell having fixed 
azimuth of 15°, for a selected flame (radius=1.5m, length=7m) for a flame angle=0° 
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For reasons of symmetry, the pre-calculated fluxes are calculated only in the X+, Y+ and Z 3D-
subspace. During simulations, the vertical position of the panel height with respect to the flame base 
takes into account (1) the building stock height at which the panel is located, (2) the building altitude 
above sea-level and the (3) the flame altitude above sea-level. 
For convective preheating of the facade panels, the same rectangular neighborhood is considered 
as for the convective preheating of the unburnt vegetation. However, the parameterization of the 
convective heat flux considers the relative vertical position of the panel vs. the flame base. 
The case of an active crowning fire is also treated. Therefore, a facade panel can be exposed to the 
convective fluxes from both surface and canopy burning sites. For the latter, the reference height is 
taken as half the canopy height. 
 
The first output of the model is the area burnt in the vulnerable zone, in both natural and ornamental 
vegetation. Moreover, the model allows the user to identify which sites exhibit surface to crown fire 
transition. The damage caused by fire on each material type in the vulnerable zone can be evaluated 
from the model. It depends on the time evolution of the total incident flux (radiation plus convection), 
and on the material thermal properties. Two ignition criteria are used, either based on a critical 
temperature or a critical total heat flux. The latter criterion is retained to model the breakage of double 
glazing windows. The percentages of panels damaged by fire on each building facade is an another 




This section summarizes the description of the case studies, as well as model results, in terms of 
fire behavior and chronology while approaching the two vulnerable zones, and damages on the 
vulnerable assets. In these two case studies, fire spotting risk was found to have no impact on fire 
spread and structures, so damage came essentially from the convective heat (hot gases) or direct 
contact with flames. These case studies have been selected because of their extreme behavior, with 
total burnt areas of 6744ha for the Vidauban fire and 2663ha for the Rognac fire, due to wind speed 
exceeding 30kmh-1, air relative humidity below 30% and severe drought conditions. For both cases, 
we detail the fire behavior and chronology, the environmental conditions (topography, fuel and 
weather) in the vulnerable zones during the events, as well as the precise nature of material types of 
the vulnerable assets exposed to fire. 
 
The Rognac  fire occurred in the afternoon of the 10th of August 2016, spread over 2663ha between 
3pm and 1am of next day affecting seven communities, especially those of Rognac (where the fire 
started), Vitrolles and Les Pennes-Mirabeau. When the fire ignited, the firefighting force was limited 
due to an unexpected firefighting aircraft maintenance that grounded most aircrafts  but also to several 
other fires that burned the same day in nearby locations, including the critical fire in Fos/Mer (more 
than 1000ha burned) that threatened the oil terminal. These concomitant fire outbreaks caused the 
splitting of the firefighting force onto different locations and because of this cascade of events, the fire 
was not contained soon enough as the massive early attack of the fire could not be achieved (usually 
the fire attack occurs less than 10 minutes after ignition with full force). 
The average weather conditions have been reconstituted using data from the nearest meteorological 
station (i.e. Marseille airport, located less than 2km from the vulnerable zone): wind direction of NW, 
wind speed of 12m/s in the afternoon, relative air humidity of 25%, ambient air temperature of 30°C. 
The fine fuel moisture was estimated to 10%. 
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The local vulnerable zone of the case study presented here is located on the community of Vitrolles 
(latitude 43.436105 and longitude 5.262842). It was also possible to piece together the local fire 
chronology, both from the general fire chronology of the whole fire as well as from precisions provided 
by the damaged house’s owner. The fire arrived from the NW (see Figure ) and, after crossing a road, 
it restarted in the small forested groves located 100m downwind the small residential district.  
 
Figure 3 - left: post-fire pattern in the area of interest; middle: G-Earth view with vegetation before the fire (A left 
view), A right view: view of the cut trees and cleaned zone two years after the fire. 
It is worth noting that the understory in the white oak stand (natural vegetation) was reported to be 
quite dense, since grass residues from a recent cleaning were still laying on the ground. An additional 
modelling assumption was to use a vegetation coverage of 91%, coherent with the vegetation density 
as reported on Google-Earth photo before the fire. 
We run a simulation of 10 min-duration, with a fire front initially positioned in the northwest corner 
of the WUI (Figure ). The dominant species of the wild vegetation was white oaks. A single type of 
material, namely the glass simple pane window, is considered. A critical heat flux for glass breakage 
of 10 kW/m² is used. 
A general view of the vulnerable zone is given in Figure 4. 
  
Figure 4 - Rognac fire: visualization of the initial fire front position and the different polygons used to model the 
natural and ornamental vegetation (in green), non-combustible materials (in grey; swimming-pool, concrete areas, 
etc.), and combustible material (in orange). 
Figure  allows the comparison between the observed and the predicted damages. Regarding 
observed damages, glass breakage occurred on the A1 facade, as reported by the house’s owners, 
leading to an interior fire. Fire propagated from A1 to the ornamental hedge D, as confirmed by the 
house’s owner. From a Google-Earth view after the fire, the ornamental hedges C can be considered 
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as burnt. The facades of house B were kept intact, and the fire did not propagate to the garden. As 
shown in Figure , the simulation reproduces well the damages on C and A1 (only 1 on 2 facades), the 
damages on D, and the no-damages on B. The damaged house A1 was fully exposed to fire due to the 
continuity from the natural to the ornamental vegetation in the garden. In contrast, the house B was 
undamaged essentially because it was sheltered from the fire by the damaged house A1, the fire front 
coming from the NW direction. 
The simulated fire propagated throughout the natural vegetation with average spread rate of about 
1kmh-1, and average flame length of about 6m. 
   
Figure 5 - Rognac fire: comparison between the observed (left) and predicted damages after 300 s (middle) and 600 s 
(right) of fire. For the two latter, the red areas correspond to the burning areas, the black ones to the areas burnt due 
to crowning, and the grey ones to the areas burnt from surface fire. Contour legend gives the percentages of panels 
damaged by fire on each building facade. 
 
The Vidauban fire occurred on the 17th of July 2003, during a record year regarding heat wave and 
drought in France. It spread over 6744ha between the city of Vidauban and the Mediterranean Sea, 
crossing the community of Plan-de-la-Tour, where the studied vulnerable zone is located. The local 
vulnerable zone presented here is found approximately at location of latitude 43.368216 and longitude 
of 6.554530. It was possible to piece together the fire relative chronology, not in absolute time, but 
from its arrival in the studied garden up to when it left the property, because the house’s owner had 
witnessed the fire from inside his house and was able to report the chronology. The fire arrived from 
the NW in the garden and the fire fighters were not present in this area at that time. 
The exact moment of the fire in the vulnerable zone was not reconstituted, and the weather could 
not be precisely estimated, the nearest Meteo France weather station being too far. We took the average 
behavior weather conditions from 12am to 6pm as representative of the local weather: wind blowing 
from the NW (300°) at a speed of about 10ms-1, ambient temperature of 26°C, and air relative humidity 
of 20%. The fine fuel moisture was estimated at 10%. 
    
Figure 6 - Vidauban fire: two pictures taken after the fire of the WUI at two different angles of view. 
The house was not damaged by the crown fire that arrived from the NW thanks to the brush-clearing 
of the ground vegetation around the house performed by the owner and the effective tree pruning and 
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thinning, up to 1.80m from the ground level. As can be seen, the vegetation is scorched but not fully 
burned as is the case for the vegetation outside the garden. 
The owner could describe the entire vegetation present just before the fire, some of which is still in 
place today. He could also describe the damage that occurred to the building materials. 
The natural vegetation is the same as in the previous case study, white oak with partly cleaned 
understory. A vegetation coverage of 91% was also used here, in accordance with owner’s 
observations and the distribution of vegetation that was not burnt by fire in the same area. The 
individual trees, white oaks, have been approximately described tree-by-tree with the owner. Figure  
exhibits all modelled zones. 
A simulation of 1000s-duration was performed, with a fire positioned according to the fire arrival 
seen by the owner in the natural vegetation, upstream of the two houses. The house A2 was surrounded 
by natural vegetation (Figure ). 
 
Figure 7 - Vidauban fire: visualization of the initial fire front position and the different polygons used to model the 
areas covered with natural and ornamental vegetation (in green), those composed of non-combustible (in grey: 
swimming-pool, concrete areas, etc.) and combustible (in orange) materials. 
The observed and predicted damages are shown in Figure . The damages on house A2 are total: the 
house has been destroyed. The model simulates glass breakage on the two most exposed facades of 
this house which was in direct contact with the fire. However, the fact that the exterior damage was 
due to glass breakage is not evident. 
   
Figure 8 - Vidauban fire: comparison between the observed (left) and predicted (middle and right) damages (for color 
code see caption of Figure ). 
The model exhibits a strong reduction in fire intensity, when it travels from the natural area to the 
cleared garden. The spread rate of fire is reduced by 2.5 (2.5 vs. 1kmh-1) and the flame length decreases 
from 6 to 0.8m. The fire intensity is so much reduced that the trees in the garden do not exhibit any 
crowning and that the house is undamaged. 
It was observed that the house A1 was very slightly damaged, with only exterior damage. This is 
not reproduced by the model, which suggests that the grass fire intensity is underestimated. 
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The SWIFFT model has been enhanced to simulate fire patterns in the heterogeneous vegetation 
(both natural and ornamental) and the external damages on building materials at the WUI. This 
approach has been tested on two WUI historical fires: the Rognac fire in 2016, and the Vidauban fire 
in 2003, using glass breakage as a good indicator of external damages on buildings. The observed 
damages and fire patterns are well reproduced by the model. The approach will be used to evaluate, 
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On the use of time-resolved three-dimensional diagnostics to 
characterize firebrand showers in the WUI 
Nicolas Bouvet*; Eric D. Link; Stephen A. Fink, Erica D. Kuligowski 




A time-resolved, three-dimensional particle tracking and sizing diagnostic (a.k.a “emberometer”) is 
currently being developed. It will be applied to airborne firebrands during wildland-urban interface fires; 
quantification of firebrand exposures would greatly improve the technical basis for WUI building codes and 
standards to address ignition vulnerabilities. The present paper provides an overview of the current system 
and reports test results demonstrating the ability of the system to characterize fluxes of artificially generated 
airborne firebrands. 
 
Keywords: Firebrand; Wildland-Urban Interface (WUI); 3D Particle Tracking Velocimetry (3D-PTV); 3D Particle Shape 
Reconstruction (3D-PSR); firebrand flux; ember flux. 
 
 
Firebrands generated from burning wildland and structural fuels are known to be lofted into the air 
and transported up to thousands of meters from the active fire front (Koo et al. 2010). These firebrands 
can cause spot-fire ignitions of wildland fuels, as well as ignitions of structures built in the Wildland-
Urban Interface (WUI) (Maranghides and Mell 2009). Existing WUI-related codes and standards (e.g., 
NFPA 1144, California Building Code Chapter 7A) lack the research support needed to sufficiently 
address ignition vulnerabilities in the WUI. A detailed characterization of the exposure from firebrands 
impacting the WUI (e.g., number/mass flux, particle size distribution, particle temperature, etc.) will 
provide a more complete definition of the WUI fire hazard (Maranghides and Mell 2013), and the 
technical basis for further improvements to WUI standards. While conventional measurement 
techniques have essentially focused on time- and space-averaged post-fire data (El Houssami et al. 
2016; Filkov et al. 2017; Thomas et al. 2017), very little is known during an actual firebrand assault. 
The present work is devoted to the development and validation of a time-resolved, three-dimensional 
(3D) particle tracking and sizing diagnostic applied to airborne firebrands. Among others, the 
diagnostic intends to resolve Lagrangian trajectories and speeds of firebrands, as well as reconstruct 




In this work, the motion and size of airborne firebrands are resolved using 3D optical techniques. 
Firebrand motion is studied via 3D Particle Tracking Velocimetry (3D-PTV) which allows for the 
time-resolved mapping of individual firebrand trajectories. 3D Particle Shape Reconstruction (3D-
PSR), following the principles of the visual hull concept (Laurentini 1994), is performed at each time 
step to yield firebrand characteristic dimensions. The following sections provide an overview of the 
system being developed as well as succinctly describe core steps involved in each technique. 
All uncertainties are reported as expanded uncertainties, X ± k uc , from a combined standard 
uncertainty (estimated standard deviation) uc, and a coverage factor k = 2 (95% confidence level, 
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A photograph and a schematic representation of the system are provided in Figure  and Figure , 
respectively. The measurement device, known as the “emberometer”, consists of four compact, 
consumer-grade cameras (Sony DS-RX10 M3) aimed towards the center of a control volume (~2 m3) 
located about 1.2 m away from the camera plane. All cameras are operated at minimum focal length 
(f = 8.8 mm) and largest aperture (f/2.4). Focus is performed at the center of the control volume, being 
easily visualized as the intersection of four collimated lasers (CPS series, Thorlabs), carefully aligned 
during calibration. The cameras simultaneously record High Definition (HD) videos (1080p, 120 Hz) 




Figure 1 - Photography of the 3D-PTV/PSR 
system (rear view) 
 Figure 2 - Schematic representation of 3D-PTV/PSR system  
(AL.: Alignment Laser) 
Camera triggering is achieved via a custom-developed control hub (CAMremote-4CAM, VP-
Systems) that can be remotely operated by users (RF 433.92 MHz, ~2.4 km range). The control hub 
also operates a laser module set to deliver a dot visible from all camera views at the beginning of each 
recording sequence. The disappearance of the laser dot is used to post-synchronize the video streams 
across the four cameras in time. This step is essential since each camera has its own response time, 
even though the initial triggering event is common. Proper video synchronization has been verified by 
imaging a millisecond counter and is found to be within the time lapse between two consecutive 
frames. 




1 Certain commercial equipment, instruments, or materials are identified in this paper in order to specify the 
experimental procedure adequately. Such identification is not intended to imply recommendation or endorsement by the 
National Institute of Standards and Technology, nor is it intended to imply that the materials or equipment identified are 
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In addition to remote controls, the system is designed to provide a live preview for all cameras, 
allowing users to monitor image quality and camera settings. To this end, the four video streams are 
combined into a single HD stream using a quad multi-viewer (Sofly HDSW4-Q). The multi-viewer 
output is connected to a long range (~1 km), low latency (< 1 ms) HD video transmitter (Amimon 
Connex, RF 5.1-5.8 GHz) that delivers the video signal to a portable control rig equipped with a parent 
receiver. In addition to instant monitoring, users have the possibility to remotely record the four camera 
views at once for troubleshooting purposes. The system electronics are embedded in an air-cooled, 
ruggedized package to facilitate setup in case of field deployment. 
 
The simplified flow chart of the system is given in   
Figure . Once acquired, video files are converted into color image sequences (19201080 px) using 
a commercial video software. Image sequences are then synchronized and their color space changed 
to 8-bit grayscale. 3D particle tracking is completed using the open-source software OpenPTV 
(www.openptv.net). Raw tracking output files are used to generate individual particle identity (PID) 
files, gathering a time-history of the main particle characteristics (e.g. 3D location, speed, etc.). 3D 
particle shape reconstruction is then performed for each particle at each time step based on color image 
information and previously generated PID files. In turn, the PID files are supplemented with size 
information extracted from the particle 3D models and further used as input for data visualization and 
analysis. Note that both the tracking and sizing steps require calibration using 3D targets of various 
nature (not discussed here). All in-house codes are developed using MATLAB and Fortran 
programming tools.  
  
Figure 3-  Simplified system flowchart (CS: Commercial Software, IHC: In-House Code) 
 
As indicated in the previous section, the 3D tracking of firebrands is computed via the open-source 
software OpenPTV (www.openptv.net). A detailed description of all operations performed by 
OpenPTV is clearly outside the scope of the present paper, hence only major steps are mentioned here. 
The reader is referred to (Willneff 2003) for theoretical insights behind most of these steps, as well as 
online documentation. The following set of operations are applied: 
1- Calibration of the 3D-PTV system: this refers to the 3D spatial calibration of the system. A 3D 
target is imaged and camera orientation files are generated. These contain essential information 
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a chosen referential in the measurement volume) and internal parameters (quantities related to 
the pinhole model used to represent the cameras, and positioning errors on the camera sensors, 
for instance due to optical distortions, etc.); 
2- Particle detection: particles are detected using an intensity threshold operator. The particle 
center coordinates (found using a pixel intensity-weighted centroid operator) are listed for each 
2D image; 
3- Establishing particle correspondences between the different camera views: this is done 
applying the epipolar line intersection technique, more details can be found in (Luhmann et al. 
2014); 
4- Computation of 3D coordinates of the particles; 
5- Particle tracking: using information found both in the 2D image spaces (2D image from each 
camera) and 3D object space (previously computed 3D coordinates of the particles). 
Steps 1 to 5 allow for the time-resolved mapping of the particle trajectories within the measurement 
volume. Note that in the present work, airborne firebrands are in the smoldering combustion state and 
therefore emit a strong orange/yellow light glow. This alleviates the need for illumination usually 
required in conventional particle tracking experiments to visualize tracers (Mie scattering). Step 2 
applies here without any ambiguity, i.e. firebrand are well distinguished from the background 
elements. An example of a video frame recorded by camera 1 during firebrand generation is given in 
Figure . 
 
Figure 4  Example of a video frame recorded by camera 1 during firebrand generation (grayscale image). 
 
The 3D firebrand shape reconstruction relies on a multi-projection imaging technique, often 
referred to as the visual hull method (Laurentini 1994). Various practical implementations of this 
method have been reported in the literature; the approach adopted in the present work is outlined 
below. A particle silhouette obtained in a 2D image is back-projected in the measurement space using 
known camera orientation parameters (obtained from the tracking calibration step) and sizing 
calibration information. A solid projection cone, taking its origin from the camera optical center and 
constrained by the contour of the particle back-projected silhouette, can be formed. This process is 
then repeated from other viewpoints (i.e., in the present case, the 3 other camera views). The 
intersection of all solid cones created defines the 3D particle shape, which corresponds to the largest 
volumetric domain that would give identical silhouettes as the particle when observed from each of 
the different 2D views. A simplified illustration of the methodology is given in Figure  for a setup 
involving 2 cameras. 
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Figure 5 - Simplified 2D sketch illustrating the visual hull method for 3D particle shape reconstruction (only 2 
cameras considered here; Oi : camera perspective centers, X, Y and Z: 3D coord. of the particle centroid). 
 
The emberometer was tested at the NIST National Fire Research Laboratory (NFRL). The 
experimental layout is shown in Figure . The emberometer was set downstream of the output of a 
firebrand generator. The generator was arranged to produce a flow of glowing firebrands that crossed 
the calibrated volume of the system. The firebrand generator assembly consisted of a blower 
(Cincinnati Fan PB-9) connected in line with cylindrical duct elements whose dimensions and 
arrangement are similar to those used in a previous firebrand study (Manzello et al. 2008). In the 
present work, the fuel was made of cylindrical birch/maple dowels (diameter: 6.6 ± 0.3 mm, length: 
50.6 ± 0.1 mm) with chamfered edges. The fuel moisture content was measured with a handheld 
moisture meter (Delmhorst J-2000) and was confirmed to be less than 6 %. 
The test with firebrands was run as follows: 1) 350 ± 1 g of pristine fuel was introduced in the 
firebrand generator (see picture in Figure ); 2) the blower speed was set to 5 Hz and two propane 
torches (Bernzomatic TS8000) were ignited and inserted slightly below the fuel batch, on opposite 
sides. Ignition was maintained for 45 s; 3) After 45 s, the propane delivery was stopped, and a 15 s 
wait time was observed; 4) the blower speed was set to 20 Hz. Shortly after the blower speed increase, 
a large flame settled at the generator output. The flame length slowly decreased until complete flame 
disappearance after ~30 s. The first firebrands were produced shortly after the flame onset (~3 s), and 
generation continued for about 75 s. The analysis presented in section 3 concentrates on a 33 s time 
window (beginning 27 s after the flame onset), when the peak production of firebrands occurred. 
  
(a) (b) 
Figure 6 - Experimental layout for tests at the National Fire Research Laboratory (blower and ignition loop of the 
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Most landing firebrands were collected in aluminum pans filled with water (see arrangement in 
Figure ) covering an area of about 2.4 m2 and starting 0.56 m downstream of the firebrand generator 
exit plane. Collected firebrands were dried and their sizes measured to provide an independent dataset 
for firebrand size distribution comparison. 
Additionally, in-situ validation of the system was performed using non-combusting dowel pieces 
(sticks identical to those used to generate firebrands) to provide a baseline evaluation of the 
emberometer measurements with known particles. The sticks were ejected from the firebrand 
generator without ignition to provide similar trajectories and random behavior as in the combusting 
case. Sticks were painted white and additional illumination was provided for adequate visibility with 








A total of 43 validation sticks were tracked through the control volume during a 20 s time period 
and subsequently reconstructed as described in section 2.1.4. Results of the tracking are shown in 
Figure . The highlighted plane, chosen to encompass all trajectories, serves as a reference surface for 




Figure 9 - Tracking results of all 43 validation 
particles. The highlighted plane was used to evaluate 
mass flux. 
 Figure 10 - Example comparison of reconstructed 
particle (red) with the actual known shape of the non-
combusting validation particle (blue). Length 50.6 mm, 
Diameter 6.6 mm. 
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Each of the 43 sticks was reconstructed using the simultaneous camera views as it passed through 
the control volume. Figure  shows an example of a reconstructed particle (red) compared to the true 
shape (blue) from a single timestep in the video recording. Tracked particles are reconstructed at each 
timestep. Average shapes and dimensions are obtained by generating cumulative plots of particle edges 
using all available timesteps (after consistent particle axis re-orientation). Figure  shows the resulting 
orthogonal views of a particle combining each individual measurement of the particle edge (black 
points). The average measured shape is indicated by the red outline; the blue outline, indicates the true 
known cylindrical shape. 
 
           (a) (b)                         (c) 
Figure 11  Orthogonal views of a reconstructed particle show good agreement, particularly in the x- and y- 
directions. Added length is observed in the z-direction due to lack of visibility of the back of particles, increasing the 
size of the visual hull. 
In general, the results are favorable and show good agreement with the true stick dimensions. Figure  
provides histograms displaying the distribution of dimensions measured for the 43 particles. In each 
plot, the red line indicates the true particle dimension and the greyed area displays an interval of length 
corresponding to the expanded measurement uncertainty (± k uc). Greatest success is shown for the x 
and y measured dimensions, where the known dimension falls within the measurement uncertainty. 
This is not the case, however, for dimensions along the z-axis. Clearly, there is a systematic error 
attributed to the camera configuration and the inability to view behind the particle. Because the particle 
reconstruction is performed using the visual hull concept, there is additional volume attributed to the 
particle based on the information that is visible to each camera. A simplified depiction can be seen in 
Figure  where the intersecting cones are larger than the imaged particle. This effect can also be 
observed in the z-y orthogonal view of the reconstructed particle in Figure c. Characterization of the 
systematic error is underway to define an appropriate correction method. 
 
             (a) (b)     (c)  
Figure 12 - Histograms of the measured dimensions of the 43 airborne sticks. Red lines: true stick dimensions; 
greyed areas: expanded uncertainties (±1.5, ±2.8 and ±2.9 mm for a, b and c, respectively) 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 4 - Fire at the Wildland Urban Interface 
 
 Advances in Forest Fire Research 2018 – Page 833 
 
Knowing the trajectory and volume of each particle allows for the calculation of a cumulative mass 
of particles (CMP) per surface area given the particle density. In the validation case, the density of the 
sticks is a known quantity (ρs = 678.7 ± 60 kg m-3), and the CMP per surface area measured by the 
emberometer (computed using the measured particle volumes and known density) can be compared to 
its “true” value (using the cumulative number of particles and known average particle mass). Figure  
shows results for both calculations using the reference surface specified in Figure . 
The blue line plots the cumulative number of particles per unit area during the analyzed time period 
and is read on the left axis. The other three lines relate to the CMP, and are read to the right axis. The 
actual CMP is known based on the true mass of the particles (green line). The solid red line plots the 
emberometer measured CMP based on the reconstructed particle volume and density. As previously 
noted, the volume measurement is overestimated, resulting in a corresponding overestimate of the 
CMP. It is observed that correcting the emberometer CMP by the ratio between the actual and average 
measured particle volumes (i.e., a constant factor equal to 0.751) is sufficient to collapse the measured 
CMP to the actual CMP. Assuming CMP linearity vs. time, the mean measured mass flux, i.e. 
2.05 ± 0.66 g m-2 s-1, closely collapses onto the actual mass flux, 1.55 ± 0.19 g m-2 s-1. The constant 
correction factor result, while remarkable, is not intuitive, as it is independent of individual particle 
position or orientation within the control volume. Additional work is planned to better characterize the 
volume errors. 
 
Figure 13  Cumulative number and mass of particles (non-burning stick case). CMP plot labels indicate the 
emberometer (red) and actual (green) mass fluxes, respectively. 
 
Actual combusting firebrands were generated using dowel pieces with the same dimensions as the 
non-combusting validation case. Glowing/smoldering firebrands were directed into the control volume 
following the procedure highlighted in section 2.2. The complete tracking results are shown in Figure 
, along with the designated area used for flux calculations. A total of 1032 particles were tracked and 
measured during the test. 
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Figure 14 - Firebrands tracked through the 
control volume (N = 1032). 
 Figure 15 - Burning sticks were captured and quenched in 
pans of water. Dimensions of each captured firebrand (N = 
1155) were measured using a calibrated image. 
Additionally, the firebrands were captured and quenched in pans of water arranged on the floor for 
subsequent counting and measuring. After the test, accumulated firebrands were dried and positioned 
for photographs. Calibrated images were used to measure 1155 recovered particles using an in-house 
analysis script. A selection of recovered firebrands is seen in Figure , along with the bounding boxes 
used to automatically evaluate the dimensions of each particle. Although care was taken during 
firebrand collection, transport, drying, and photographing, it is acknowledged that some pieces may 
have broken/spalled into multiple smaller pieces, and that some pieces may have been discarded. It is 
not possible to account for these effects; however, the authors believe the sample to be representative 
of the firebrands that landed in the water pans. Limitations of this image-based measurement method 
include the characterization of particle width, particularly for the longer curved particles (e.g. particle 
#4 of Figure ). The bounding box was aligned with the longest axis, and was determined as the smallest 
bounding rectangle. This method is comparable to the sizing method based on the orthogonal views of 
the emberometer reconstructed particles, as presented in Figure . 
Histograms of the firebrand size distributions are shown in Figure . Distributions for both the 
collected firebrands and airborne emberometer measurements are compared, normalized by the total 
number of firebrands collected by each method. Blue bars correspond to the collected firebrands while 
the orange bars correspond to emberometer measurements of airborne firebrands. Figure a shows the 
distribution of the long dimension. It is observed that the combustion and forced ejection processes of 
the firebrand generator significantly alter the dimensions of the particles, and there is a significant 
number of shorter particles compared to the initial length. Very good agreement is observed between 
the two measurement methods, as the distributions overlap. In both cases, there is the potential 
limitation of undercounting the smallest firebrands, particularly as the tiny brands may be buoyant 
enough to escape the emberometer control volume, as well as the collection pans, as they are 
transported out through the exhaust hood. 
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 (a)  (b)  (c) 
Figure 16  Distribution of firebrand dimensions as measured by the emberometer compared to those physically 
collected in the water pans. Bars are normalized by number of brands in each sample, bins are increments of 1 mm. 
Uncertainties are expected to be on the order of those presented in Fig. 12 
An additional limitation is that sizing the quenched firebrands using the imaging technique yields 
only two dimensions. For comparison to the emberometer measurements, the appropriate dimension 
should be selected. Based on the orientation of the collected particles in the photographs, the 
corresponding view is of the y-z plane, along the x-axis (i.e. the two longest dimensions are visible). 
This comparison is presented in Figure 16b. It is noted that the error in the emberometer measurement 
systematically overpredicts the particle size in a similar manner as to the error observed in Figure 11c. 
In the current case, the collected particles can be assumed to have comparable dimensions along the x 
and y axes (based on their original shapes), thus the x-dimension is likely to provide a better 
measurement of the short dimension of the firebrands. The x-dimension of the particle is plotted in 
Figure 16c, and shows better agreement with the collected firebrand size distribution. 
As was done for the validation case, the flux of firebrands was also considered in the combusting 
case. Due to the current limitations regarding the reconstructed volume accuracy, only the number flux 
of firebrands is presented here. In future work, improved characterization of particle volume errors 
will reduce the uncertainty in mass flux measurement. However, the number flux of particles is 
measurable now, and is presented in Figure 17. The black points correspond to the cumulative number 
of particles passing through the designated area, and is read to the left axis. The red line corresponds 
to the number flux as a function of time, and is read to the right axis. The fluctuations in number flux 
are confirmed to correlate with visually observed fluctuations in firebrand generation during the test. 
 
A unique methodology for the measurement and 
characterization of firebrand showers was tested using 
both non-combusting validation particles as well as 
glowing firebrands. Overall, measurements of airborne 
firebrand dimensions agree well with validation particles 
and physically collected quenched firebrands. The true 
dimensions of validation particles are within the 
uncertainty of the measurement of the longest (y-axis) 
and shortest (x-axis) dimensions of particles. Due to the 
configuration of the cameras, the third dimension (z-
axis), and consequently the particle volume, shows 
higher deviation from the known value. 
 
Figure 17 - Cumulative number of firebrands (per 
m2) and the number flux of firebrands during the 
test period. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 4 – Fire at the Wildland Urban Interface 
 
Advances in Forest Fire Research 2018 – Page 836  
 
More analysis is required to improve the particle volume measurement of airborne firebrands, which 
will more accurately measure mass flux. However, in the validation case, where mass flux was 
independently measured, a constant volume correction factor adequately recovers the true mass flux. 
Future work regarding the emberometer includes improved characterization of measurement errors 
and camera configurations, as well as deployment considerations for measurement of firebrands from 
actual wildland urban-interface fires. These future measurements may be used to better understand the 
true exposure conditions experienced from WUI fires and can be related to structure ignition mitigation 
as well as fire spread and spotting predictions. 
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Proper Width Calculation to a firebreak line to protect flame spread 
from forest fire 
Donghyun Kim 
Jeonju University. 303 Cheonjam-ro Jeonju Rep. of Korea, {72donghyunkim@jj.ac.kr} 




Building a firebreak line against forest fire spread is a typical indirect suppression method that stops spread 
of flame by removing fuel, such as trees and bushes. In the view of fire dynamic, building a firebreak line is 
to set a section which will block thermal energy from igniting on virgin fuel. This study suggests and evaluates 
a calculation method for width of firebreak against forest fires for variant wind and slope conditions by 
applying the Point Source Model (PSM) to Korean fuel types. Width of firebreak was measured based on the 
distance the threshold radiant heat igniting forest surface fuels wat the heat flux of 4.9kW/㎡ from surface 
and crown fires in forest. This study applied the condition of wind and slope as the wind velocity of 0~5m/s 
and the slope of 0~50°. As a result, Proper width of a firebreak line was calculated 1.1m in surface fires and 
14.6m in crown fires. Additional comparative analyses through experiments and field surveys are deemed 
necessary to determine appropriate widths of firebreak for different types of surface fuel. 
 
Keywords: Forest Fires, Firebreak Line, Heat Transfer, Flame Spread, Point Source Model (PSM) 
 
 
Fire forests spread to surface fire and even crown fire due to radiant heat flux generated from flames. 
In a case where materials are burned in open space as forest fires, most of heat transfer is conducted 
by radiant heat transfer (McCaffery, 1995). Fire line has a function to prevent flame expansion from 
forest fire and protect main facilities adjacent to the forest while securing safety zones for fire fighters 
and ordinary people. In establishing a fire line, there are several methods including eliminating 
combustible materials and spaying fire extinguishing agents such as Foam Chemical and Retardant 
toward incombustible materials with a specific amount to prevent flame expansion. Therefore, to 
prevent spread of forest fire, appropriate width and promptness of the establishment of fire line. Figure 
1 is a conceptual diagram on the establishment of fire line to prevent spread of surface fire and fire 
line establishment can be explained as securing Section (A) as shown in Figure 1. It can be said that 
appropriate width of fire line is key to success of indirect extinguishment of forest fires. For example, 
if fire line width is less than the distance to prevent ignition of unburned materials by heat transfer, 
flames will continue to spread, while if fire line width is too large, it will be waste of resources and it 
will take a long time to establish fire line, and accordingly a problem may occur in extinguishing forest 
fires effectively. In this regard, this research aims to provide methods and results to calculate 
appropriate width of fire line in order to prevent spread of surface fire flames. 
 
 
In Korea, width of fire line shall be about 1.5m according to guidelines prepared by Korea Forest 
Service in 2005), while in the USA and Canada, ground surface fuels including standing trees shall be 
eliminated in width of 6~ 9m in accordance with the applicable guidelines (NWCF, 2004), and in 
particular, it is specified to set width of fire line to four times the flame height to prevent spread of 
crown fire (NWCG, 2004) and it is reported that fire line width should be set considering fire intensity 
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 depending on fuel load per unit area. In the case of studies conducted by overseas countries, there 
was a study using a mathematical model on fire line width and flame height, but in Korea, there is lack 
of research on the calculation of fire line width to prevent spread of forest fires. Although fire line 
should be established by calculating fire intensity (kW/m or kW/m2) or flame length, it has limitations 
to consider all of the conditions changed by fuel load per unit area, slope, and wind velocity. 
 
Building of forest fire break line on the ground is conducted by forest fire extinguishers in groups 
of more than one person or two persons by using fire rakes or air pumps. The progress of fire line 
building work varies by skills of fire extinguishers, the number of workers, and fire line establishment 
method. Figure 1 shows fire line building methods for the group of one, group of two and group of 
three. 
 
Figure 1 - Fire break line establishement methods (a: group of one. b: group of two, c: group of three) 
As the result of measuring working hours for each fire extinguisher to build a fire line (1m (width) 
x 100m (length)) in the forest with 23-degree slope, working hours in deciduous were shorter than that 
in forest coniferous forest by 22%, which indicated that working in coniferous forest is more difficult. 
It was reported that the difference was caused by forest density and securing of moving passages. In 
terms of working speed, smoke jumpers were two times faster than normal fire fighters, and in relation 
to the number of workers, the group of three was 1.85 and 1.2 times faster than the group of one and 
group of two, respectively. Likewise, previous studies suggested that work efficiency varied by 
operation and methods of limited fire extinguishing resources. Therefore, as the calculation of effective 
fire line width reduces risk of fire expansion as well as suggesting the most effective fire line 
establishment work, it can suggest standards to extinguish forest fires efficiently with limited 
manpower. 
 
Figure 2 - Work amount for fire line establishment 
 
 
Spread of forest fire undergoes the pyrolysis process of unburned fuel by heat flux emitted through 
flames. Then, when the surface temperature of the burning substance reaches the igniting temperature, 
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the process of creating flames causes the expansion of the forest fire. To assess heat flux emitted from 
flames, height of flames should be considered. First, to calculate the height of flames, heat release rate 
(HRR, kW) should be estimated using Effective Heat of Combustion (kJ/kg) and Mass Loss Rate 
(MLR, kg/s). Heat release rate can be calculated from Equation (1) and is proportional to MLR and 
Effective Heat of Combustion changed by energy equivalent, water content, combustion diameter, and 
density. 
 
Flame height calculation models were proposed by McCaffrey (1995) and Heskestad (1998) for 
horizontal-plane fire of liquid flammable materials under the condition of no wind. The calculation 
Equation of fire flame height was presented by Albini (1981) as H∝IB/U, which is an estimation 
Equation for one dimensional flame height, and Nelson (1986) suggested Equation (2). However, when 
wind velocity is 0, it is not possible to calculate flame height with the Equation. 
 
where, IB is Byram’ fire intensity (kW/m2) and is 1/360 and U is wind velocity (m/s).  
Kim (2009 a) suggested a calculation Equation of flame height of solid fuel such as surface fire fuel 
materials as the following Equation (3):  
 
where, ?̇?′ (kW/m) is heat release rate in length, and unit length, which is an experiment setting of 
Q calculated by Equation (1) was applied. Equations (2) and (3) are to calculate flame height under 
the condition of no wind and flat area, and flame height changed by wind and slope can be calculated 
with Equation (4).  
 
where, θ (°) is angle between ground surface and the flame changed by wind and slope and it is 
obtained by subtracting flame angle (∅) from 90°. Calculation of flame angle can be conducted using 
Equation (5), which represents correlation between Froude Number (Fr) and wind velocity under the 
condition of uniform wind (Kim, 2009b, 2009c). 
 
 





As shown in Table 1, to calculate appropriate fire line width, there were a total of 12 conditions set: 
6 conditions at 1 m/s intervals within 0~5 m/s of wind velocity for the dried pine tree litter layer in the 
spring season of Korea and the other 6 conditions at intervals of 10° within gradient 0~50°. Properties 
of the pine tree litter layer are factors to calculate flame height and heat release rate and conditional 
variables applied to Formulas 1 and 4. From Formula 4, flame height of the pine tree liter layer was 
0.71m on average and 1.46m at maximum (Kim, 2009b).  




    (2) 
𝐻 = 0.027(?̇?′)2/3   (3) 









  (6) 
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Table 1 - Conditions for wind speeds, slopes and surface fuels 


















Spread of forest fire undergoes the pyrolysis process of unburned fuel by heat flux emitted through 
flames. Then, when the surface temperature of the burning substance reaches the igniting temperature, 
the process of creating flames causes the expansion of the forest fire. To assess heat flux emitted from 
flames, height of flames should be considered. 
As shown in Table 1, to calculate appropriate fire line width, there were a total of 12 conditions set: 
6 conditions at 1 m/s intervals within 0 – 5 m/s of wind velocity for the dried pine tree litter layer in 
the spring season of Korea and the other 6 conditions at intervals of 10° within gradient 0 – 50°. 
Properties of the pine tree litter layer are factors to calculate flame height and heat release rate and 
conditional variables applied to Formulas 1 and 4. From Formula 4, flame height of the pine tree liter 
layer was 0.71m on average and 1.46m at maximum (Kim, 2009b).  
First, to calculate the height of flames, heat release rate (HRR, kW) should be estimated using 
Effective Heat of Combustion (kJ/kg) and Mass Loss Rate (MLR, kg/s). Heat release rate can be 
calculated from Equation (1) and is proportional to MLR and Effective Heat of Combustion changed 
by energy equivalent, water content, combustion diameter, and density. 
 
Flame height calculation models were proposed by McCaffrey (1995) and Heskestad (1998) for 
horizontal-plane fire of liquid flammable materials under the condition of no wind. The calculation 
Equation of fire flame height was presented by Albini (1981) as H∝IB/U, which is an estimation 
Equation for one dimensional flame height, and Nelson (1986) suggested Equation (2). However, when 
wind velocity is 0, it is not possible to calculate flame height with the Equation. 
 
where, is Byram’ fire intensity (kW/m2) and is 1/360 and U is wind velocity (m/s).  
Kim (2009 a) suggested a calculation Equation of flame height of solid fuel such as surface fire fuel 
materials as the following Equation (3):  
 
where, (kW/m)is heat release rate in length, and unit length, which is an experiment setting of Q 
calculated by Equation (1) was applied. 
Equations (2) and (3) are to calculate flame height under the condition of no wind and flat area, and 
flame height changed by wind and slope can be calculated with Equation (4).  
 
where, θ (°) is angle between ground surface and the flame changed by wind and slope and it is 
obtained by subtracting flame angle (∅) from 90°. Calculation of flame angle can be conducted using 




     (2) 
𝐻 = 0.027(?̇?′)2/3    (3) 
𝐻𝑤𝑠 = 𝐻 × sin⁡( )    (4) 
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Equation (5), which represents correlation between Froude Number (Fr) and wind velocity under the 
condition of uniform wind (Kim, 2009b, 2009c). 
 
 
where, g is acceleration of gravity (m/s2), H is initial flame height (m), and Uws is air entrainment 
rate (m/s). 
 
Radiation heat transfer by surface fire flame is conducted through calculation of total radiant heat 
flux received by unburned section from individual flame for the grid defined as follows (Figure 3), 
where three-dimensional position values against the center point of flame obtained by Equation (3) are 
xf, yf, and zf. To calculate heat energy per unit area emitted from flames, Point Source Model in 
Equation (7) was used. With the Point Source Model can be used when calculating radiant heat flux 
per unit area and unit time delivered target distant by r from emitting flame. Therefore, when the total 
heat flux reaches ignition energy, flame combustion is conducted and expanded. 
 
Where, ?̇?𝑟 is radiant flux, r is radius of flame depth (m), and 
′is angle between the center of flame 
and zf vector and expressed as Equation 7. Location coordinates of the center of flame (xf, yf, zf) needed 
to calculate heat flux transfer from flame can be moved by slopes and wind, which can be represented 
as the following Equation (9). 
 
 




















     (8) 
𝑟 =  (𝑥𝑓 − 𝑥)2 + (𝑦𝑓 − 𝑦)2 + (𝑧𝑓 − 𝑧)2 






















   (9) 
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In this case, the cell condition was set to 0.3m × 0.3m for numerical analysis of radiative heat 
transfer in Figure 4, which is the experimental size of the existing P. densiflora litter layer basket (Kim, 
2009b). In this study, a y-axis flame grating is to 9 grids, total 2.7 meters in order to analyze the heat 
transfer of individual flames for each surface fuels. Therefore, the radiant heat flux of the surface fuels 
for each unit flame can be calculated from Equation 7 to Equation 10. Where F is the individual flame 





Analysis of flame heat flux distribution using PSM revealed that under the condition of no wind 
and flat area as shown Figure 4, 5, heat flux decreased as distance from flames were longer and 
horizontal heat influx for fire line is distributed the highest at the center of fire line. Based on the 
characteristics of heat flux, maximum heat flux should be calculated focusing on the main axis of fire 
line (y5). 
 




Figure 5 - Distribution of heat flux per distance according to average flame height 
 
 
As shown in Figure 6, heat flux distribution under the condition of wind velocity and slop for about 
0.71m of average flame height of the pine tree litter layer was in inverse proportion by distance and as 
wind velocity and slope increased, heat flux raised. Distribution of heat flux per distance from flames 
was calculated based on about 0.35m, which is center height of the flames. At that time, heat flux at 





    (10) 
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0.35m was measured to 4.28~106.98 kW/m2 for 0–5m/s of velocity and 4.28~21.81 kw/m2 for 0~50° 





Figure 6 - Distribution of heat flux per distance according to average flame height; (a) Wind velocity condition, (b) 
Slope condition  
 
As shown in Figure 7, heat flux distribution under the condition of wind velocity and slop for about 
1.46m of maximum flame height of the pine tree litter layer was in inverse proportion by distance and 
as wind velocity and slope increased, heat flux raised. Distribution of heat flux per distance from 
flames was calculated based on about 0.75m, which is center height of the flames. At that time, heat 
flux at 0.75m was measured to 4.28~106.98 kW/m2for0–5m/s of velocity and 4.28 – 21.81 kw/m2 for 





Figure 7 - Distribution of heat flux per distance according to maximum flame height; (a) Wind velocity condition, (b) 
Slope condition 
 
Radiant heat flux required for ignition of fallen leaves of pine trees is 7.9 kW/m2 and 4.9 kW/m2 in 
case of self-ignition and pilot ignition, respectively (Kim, 2010). Considering characteristics of surface 
fire flame spread and safety rate, it is desirable to apply 4.9 kW/m2 of heat flux for pilot ignition as 
critical radiant heat flux for ignition of pine tree fallen leaves. Influential distances at 4.9 kW/m2 of 
critical radiant heat flux for flame angle ( ) at 0~5 m/s of velocity and 0~50° of slope were calculated 
to be 0.35~0.65m for the average flame height and 0.75~1.05m for maximum flame height as shown 
in Figure 8. Therefore, optimal fire line width to prevent flame spread was appeared to be about 1.05m 
based on maximum flame height applied 
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Figure 8 - Results of calculating fire line establishment width for P. densiflora tree litter layer 
 
 
To prevent spread of surface fire flame in the pine tree litter layer, optimal fire line establishment 
widths were calculated. For the calculation, numerical analysis of two-dimensional radiant heat 
transfer was conducted using a heating point model. As a result, the following conclusion was derived. 
First, calculating optimal width of fire line for surface fire can be an approach to increase work 
efficiency of forest fire fighters as well as minimizing spread of flames according to errors in working 
on appropriate fire line width.  
Second, as of 4.9 kW/m2 of critical radiant heat flux for ignition of pine tree fallen leaves, fire line 
establishment width at 0~5 m/s of velocity and 0~50° of slope were calculated to be 0.35~0.65m for 
the average flame height and 0.75~1.05m for maximum flame height. 
Third, optimal fire line considering safety rate is deemed to be about 1.05m based on maximum 
flame height applied. 
Fourth, assessment for rolling fire and spotting fire by strong wind has yet to be conducted, and 
therefore, when establishing fire line on the site, it should be considered. 
In the near future, it is deemed to need to conduct follow-up studies including research on the 
comparative analysis of appropriate fire line establishment width per ground surface-layer fuel and 
research on the methods to calculate fire line establishment width to prevent spread of crown fire, 
through experiments and field case studies.  
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Terpene-containing species vs terpeneless species: what best drives 
flammability of ornamental species used in WUI? 
Anne Ganteaume*; Bastien Romero 




In wildland-urban interfaces (WUI), the vegetation surrounding housing can be an efficient vector of fire 
propagation towards buildings possibly resulting in extensive damage. The current work aimed at 
highlighting the most flammable species in WUI and the driving factors of their leaf flammability among a 
set of leaf characteristics including terpene content supposed to enhance plant flammability. This hypothesis 
needed to be clarified and the role of the three main classes (mono-, sesqui-, and diterpenes) determined in 
the species that contained such molecules.  
After the screening of the live leaf terpene contents in 16 of the most common species in WUI of SE 
France, only five presented terpenes: Pinus halepensis, Cupressus arizonica, C. sempervirens, 
Cupressocyparis leylandii, and Thuja occidentalis. Burning experiments provided data allowing the species 
to be ranked from the most to the least flammable. P. halepensis belonged to the most flammable species 
contrary to the four others. Relationships between flammability and leaf characteristics (terpene contents, leaf 
thickness, surface-to-volume ratio, mass-to-volume ratio, and FMC) were tested to highlight the most 
significant flammability drivers. Except for ignition frequency hindered by diterpene content, the 
flammability of species containing terpenes was mostly driven by sesquiterpene content (positive effect), 
sometimes combined to other leaf characteristics; P. halepensis best characterized these relationships. Leaf 
thickness best predicted flammability of the terpeneless species (negative effect) but when all species were 
pooled, sesquiterpene content was still one of the best predictors.  
P. halepensis containing the highest amount of sesquiterpenes and being among the most flammable 
species should be avoided in WUI, along with species with low FMC and leaf density. The other species 
presenting high monoterpene and diterpene contents were characterized by less flammable thick and dense 
leaves; however, the amount of dead fuel trapped in the canopy of Cupressus sempervirens strongly increases 
its flammability and should also be avoided near housing. 
 
Keywords: WUI, leaf flammability, terpenes, ornamental vegetation, Pinus halepensis 
 
 
In wildland-urban interfaces (WUI), where the fire risk is high, the vegetation surrounding housing 
(i.e. WUI vegetation also called ornamental vegetation composed of both native and strictly 
ornamental species) can be an efficient vector of fire propagation towards structures, possibly resulting 
in damaging or destroying these buildings. Consequently, to better understand the role of the 
ornamental vegetation in this propagation, either due to spot fires or to the radiant heat emitted by the 
flame front, previous studies have focused on the assessment of this vegetation’s flammability 
(Ganteaume et al. 2013a, 2013b), targeting live and dead surface fuels but without taking into account 
chemical characteristics. Others works showed that some of these characteristics (i.e. nitrogen, 
phosphorus, and tannin contents) could affect plant flammabilty (Grootemat et al. 2015, 2017). 
Terpenes are among the most frequent chemical compounds hypothesized or even assumed to promote 
flammability but results were not always significant or differed between studies (Dimitrakopoulos 
2001; Alessio et al. 2008; Ormeño et al. 2009; Pausas et al. 2016). To increase knowledge on the WUI 
vegetation’s flammability and to be able to select “firewise species” for landscaping in these areas, the 
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current work aimed at highlighting the most flammable species that can be deleterious in WUI and the 
driving factors of their flammability among a set of leaf characteristics including leaf terpene content 
characterized by three classes (monoterpenes, sesquiterpenes, and diterpenes). The terpene content is 
supposed to enhance plant flammability (Pausas et al. 2016; Alessio et al. 2008) but this hypothesis 





The 16 species studied in the current work (Table 1) are common in WUI of SE France and this WUI 
vegetation is composed of both native (such as Viburnum tinus, Pinus halepensis) and exotic species 
(such as Thuja occidentalis), some being created for strictly ornamental purposes (i.e. C. Leylandii). 
Depending on their location, these species can be involved in fire propagation to the nearby buildings, 
especially those used in ornamental hedges characterized by a strong horizontal fuel continuity. During a 
fire, some of these species (e.g. Pinus halepensis, Cupressus sempervirens) can also be responsible for 
damage and even for the destruction of buildings when the plants are too close to buildings, as often 
witnessed by the firefighters.  
The live leaf sampling was carried out on five individuals per species,  in summer (July 2016), when 
the climate conditions were the most severe in SE France and avoiding 48h following precipitations to 
avoid any impact of the recent rain on FMC. 
Table 1 - List of the 16 species studied: abbreviations (Abb.), terpene content (yes or no), mean leaf thickness and 
mean ( SD) leaf moisture content (FMC) 
Latin name Abb. Terpene content 
Viburnum tinus Vt No 
Cupressus sempervirens CuS Yes 
Cotoneaster franchetii Co No 
Prunus laurocerasus Pr No 
Elaeagnus ebbingei El No 
Cupressus arizonica CuA Yes 
Phyllostachys sp. Phy No 
Pyracantha coccinea Py No 
Cupressocyparis leylandii  CuL Yes 
Nerium oleander Ne No 
Pinus halepensis Ph Yes 
Photinia fraseri Pho No 
Euonymus japonicus Eu No 
Ligustrum japonicum Lj No 
Pittosporum tobira Pi No 
Thuja occidentalis To Yes 
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The content of the three main terpene classes (monoterpenes, sesquiterpenes, diterpenes) was 
screened in the leaves of the 16 species studied. The analyses were conducted on 10g leaf samples 
using a GC-MS (GC System 7890B – Agilent Technologies®). 
 
Just after sampling, the flammability of the 16 species studied was assessed burning thirty 1g leaf 
samples per species using a 500W epiradiator. Ignition frequency (IF, %), time-to-ignition (TTI, s), 
and flaming duration (FD, s) were recorded during the burning experiments. 
Just before the experiments, 5 g of leaves of each individual were oven-dried for 48 h at 60 °C in 
order to measure their moisture content at the time of burning. Along with the terpene content and 
FMC, leaf characteristics – thickness (Thi), surface-to-volume ratio (SVR), density or mass-to-volume 
ratio (D) were also taken into account as flammability explanatory factors.  
 
In order to check if flammability and terpene contents varied according to species, intra- and inter-
specific variations in leaf flammability were tested with variance analysis (one-way ANOVA, Fisher 
test). According to the flammability variables recorded during the burning experiments, species were 
ranked from the most flammable to the least flammable performing Hierarchical Cluster Analysis. 
Then relationships between flammability and leaf characteristics (monoterpene, sesquiterpene, and 
diterpene contents, leaf structural characteristics, and FMC) were tested to highlight the most 




Out of the 16 species studied, only five presented terpenes: Pinus halepensis, Cupressus arizonica, 
C. sempervirens, Cupressocyparis leylandii, and Thuja occidentalis. These species present storage 
structures for volatile organic compounds, such as resin ducts (Yani et al. 1993; Ormeño et al. 2008) 
Regarding terpene diversity, a total of 54 different compounds were identified in the leaves and 
litter of the species studied. Sesquiterpenes presented the higher diversity in terpenes (24 compounds) 
mostly in Cupressocyparis leylandii and Cupressus arizonica, compared to diterpenes (19 compounds) 
mainly found in C. leylandii and in Cupressus sempervirens, and to monoterpenes (11 compounds), 
mostly in C. Leylandii. This latter species presented the highest terpene diversity with 34 different 
compounds.  
Regarding terpene contents, C. leylandii  presented the highest monoterpene content (2.54 mg g-1), 
P. halepensis presented the highest sesquiterpene content (1.2 mg g-1), mostly due to caryophyllene, 
and diterpene content was the highest in Thuja occidentalis (1.04 mg g-1), mostly due to nezukol. 
The intra-specific variation in the terpene content (31%) was not considered as significant. The 
inter-specific variations in the terpene content were significant regardless of the class of terpene (One 
way ANOVA, p<0.0001). 
3.2 Species Flammability 
Within the same species, flammability variables varied only slightly between individuals (the 
coefficient of variation was, on average, 25.6%). Inter-specific differences were tested for each 
flammability variable and all the flammability variables significantly differed between species (One-
way Anova, p<0.001). When the flammability of species containing terpenes was compared to that of 
terpeneless species, results were contrasted; the former presenting longer flaming duration and time-
to-ignition. The ranking of species according to their flammability revealed that the terpene-containing 
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species were split into two groups of different flammability (Fig. 1). Agreeing with previous works 
(Trabaud, 2000; Dimitrakopoulos, 2001), P. halepensis belonged to the most flammable species, along 
with two terpeneless species Cotoneaster franchetti and Elaeagnus ebbingei (mostly due to high 
ignition frequency and long flaming duration) while the four others were ranked as not very flammable 
(mostly due to long time-to-ignition). 
 
Figure 1 - Ranking of the 16 ornamental species from the most flammable to the least flammable species according to 
leaf flammability (underlined: species containing terpenes, Co: Cotoneaster franchetii, CuA: Cupressus arizonica, 
CuL:  Cupressocyparis leylandii, CuS:  Cupressus sempervirens, El:  Elaeagnus ebbingei , Eu: Euonymus japonicus, 
Li:  Ligustrum japonicum, Ne:  Nerium oleander, Ph: Pinus halepensis, Pho:  Photinia fraseri, Phy:  Phyllostachys 
sp., Pi: Pittosporum tobira, Pr: Prunus laurocerasus, Py:  Pyracantha coccinea, Th:  Thuja occidentalis, Vt: 
Viburnum tinus). 
Along with the high sesquiterpene, P. halepensis’ leaves also presented high SVR as well as low 
density and FMC in contrast to less flammable species containing terpenes whose leaves were thicker 
and denser and presented higher monoterpene and diterpene contents. The least flammable species 
(Pittosporum tobira and Ligustrum japonicum) did not contain terpenes and presented low ignitability 
and sustainability, mostly due to higher leaf moisture content along with high density and low SVR 
(Fig. 2).  
Except for ignition frequency significantly predicted by diterpene content (negative effect, logistic 
regression, p=0.002), the flammability of species containing terpenes was mostly driven by 
sesquiterpene content (positive effect), combined to leaf density (negative effect) regarding flaming 
duration (multiple regression, p=0.002) and to FMC and thickness (positive effect) regarding time-to-
ignition (multiple regression, p<0.0001).  P. halepensis was the species best characterizing these 
relationships, this species presenting the highest amount of sesquiterpenes (mostly due to 
caryophyllene: 0.905 mg g-1 which was the most concentrated molecule among the entire set of 
compounds identified). When this latter species was removed from the analyses, sesquiterpene content 
was not a significant driver of flammability anymore, replaced by diterpene content (negative effect 
on TTI). Several other fire-prone species also presented high sesquiterpene contents, such as the 
Australian Malaleuca quinquenervia (Ireland et al. 2002) or several Mediterranean species of Cistus 
(especially caryophyllene for C. monspeliensis; Llusià and Peñuelas 1998) whose germination is 
triggered by fire. In the current study, monoterpene content was not a significant driver of flammability 
contrary to the results of Pausas et al. (2016) obtained on Rosmarinus officinalis. This latter species 
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produces monoterpenes (some presenting high contents such as camphrene) differing from those found 
in the species we studied; this could be an explaination to this difference. Other works showed, 
however, that monoterpenes were poorly related to flammability or were overridden by FMC (Alessio 
et al. 2008a, 2008b). 
For the terpeneless species, leaf thickness best predicted flammability (negative effect) combined 
to surface-to-volume ratio and FMC (negative effect) regarding flaming duration, to leaf density 
(positive effect) regarding time-to-ignition, and to leaf density and  surface-to-volume ratio (negative 
effect) regarding ignition frequency (for all relationships, p<0.0001). When all the species were pooled 
in the multiple regression analyses, sesquiterpene content was still one of the best predictors of time-
to-ignition and flaming duration, highlighting the strong impact of Pinus halepensis in the 
relationships. 
 
Figure 2 - Co-inertia analysis highlighting the relationships between the leaf characteristics of the 16 ornamental 
species and their flammability variables. The two first components together explain 98% of the total variance (D: leaf 
density, SVR: surface-to-volume ratio, FMC: fuel moisture content, Thi: leaf thickness, Mono: monoterpene content, 
Sesqui: sesquiterpene content, Di: diterpene content, Co: Cotoneaster franchetii, CuA: Cupressus arizonica, CuL:  
Cupressocyparis leylandii, CuS:  Cupressus sempervirens, El:  Elaeagnus ebbingei , Eu: Euonymus japonicus, Li:  
ligustrum japonicum, Ne:  Nerium oleander, Ph: Pinus halepensis, Pho:  Photinia fraseri, Phy:  Phyllostachys sp., Pi: 
Pittosporum tobira, Pr: Prunus laurocerasus, Py:  Pyracantha coccinea, Th:  Thuja occidentalis, Vt: Viburnum tinus).  
 
 
The present work showed that the sesquiterpene content (especially the caryophyllene content) was 
one of the strongest predictor of flammability highlighting that species containing high amount of this 
terpene (e.g. P. halepensis) would be among the most flammable and thus should be avoided in WUI, 
along with terpeneless species with low FMC and leaf density (e.g. C. franchetti and E. ebbingei 
contrary to P. tobira and L. japonicum). The other species that presented high monoterpene and 
diterpene contents were also characterized by thicker and denser leaves that were less flammable. 
However, the amount of dead fuel trapped in the canopy of some of these species (e.g. Cupressus 
sempervirens) strongly increases their flammability (Ganteaume et al. 2013a) and should also be 
avoided close to housing, especially when they form horizontal fuel continuity (as in ornamental 
hedge) that can easily propagate the fire. Moreover, as flammability can differ between live leaf and 
dead surface fuel within a given species (Ganteaume 2018), it will be important to also assess the role 
of terpene contents on litter flammability. 
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The large fire of Pedrógão Grande (Portugal) and its impact on 
structures 
Luís Mário Ribeiro*; André Rodrigues; Davi Lucas; Domingos Xavier Viegas 




The fire complex that began on 17/6/2017, in Central Portugal, will be for always remembered, not only 
because of the extensive burned area, but mainly because it caused 65 deaths, more than 200 injured and 
destroyed hundreds of structures, making it one of the most serious accidents in the country, and one of the 
worst in Europe. The Forest Fire Research Centre of ADAI (University of Coimbra, PT) performed a detailed 
analysis and report on this fire complex focused on aspects related to the fire spread and behaviour, the mortal 
accidents and the fire impact on local communities. The work presented here is related to the latter, i.e., the 
destruction of property. The greatest impact was observed in the municipalities of Pedrógão Grande, 
Castanheira de Pera and Figueiró dos Vinhos, where the deaths occurred and where most of the damaged 
structures were located. This component of structural damage was the subject of an intensive fieldwork, 
during which we inventoried several aspects related to fire behavior, the structures and their surroundings. 
During the field work, 1043 structures damaged by fire were identified. They are mostly support structures, 
such as barracks or storage (38.6%), but there is a considerable number of damaged dwellings, either 
permanent (13.3%) or temporary (11.9%). One of the most important aspects of the study relates to the type 
and location of structural ignition. More than 60% of the structures have been ignited due to the deposition 
of incandescent particles (firebrands) in different weak points. Likewise, more than 60% of these ignitions 
occurred on the roofs, mainly because of the vulnerability associated to the structures and materials 
supporting them. Another relevant factor is the observation of the advanced age of most buildings affected 
(over 30 years), which may indicate less resistance to the passage of a fire. Nevertheless, and for the 
Portuguese reality, we can say that buildings are generally safe during the passage of a fire, if themselves and 
their surroundings are kept in good conditions. The fact that there are people inside can be essential in their 
defense and resistance to the passage of fire. 
This paper presents the main results of the assessment of the fire impact on structures, part of a larger 
work on the Fire Complex of Pedrógão Grande and neighboring municipalities. 
 




The analysis of the impact of a fire on a given community has inherent the concept of Wildland 
Urban Interface (WUI), or simply interface. WUI can be simply defined as the space where structures 
and vegetation coexist in a fire prone environment (BRP, 2008). We must also add the human 
component (Ribeiro, 2016), because it is mainly people who are affected. This impact can be hard to 
evaluate, given the difficulty in obtaining measurable data that allows the establishment of gradations 
of social, economic or even emotional and familiar impact. From a purely structural impact 
perspective, it becomes more feasible to gather a set of parameters that allow us to estimate how the 
fire has impacted the community affected.  
The way in which the structures in the WUI are damaged by wildfires has received special attention 
all over the world (e.g. Cohen, 2003; Cohen & Saveland, 1997; Gollner et al., 2015; Graham et al., 
2012; Westhaver, 2016) and efforts have been made by the scientific community, but also the 
operational and technical ones, in order to understand the ignition mechanisms of the structures and 
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 the weaknesses they present to the passage of a wildfire. For instance, Blanchi et al., (2012) carried 
out an historical analysis on the impact of fire on people and structures across Australia between 1901 
and 2011. During this work specific databases were created to allow data harmonization and collection. 
Inspired by this report, we designed customized geodatabases to allow us the systematic collection of 
data related to the impacts of the wildfire complex of Pedrógão Grande and neighbouring 
municipalities, namely on personal accidents resulting in deaths, and on structures damaged. The 
geodatabases where simple but were designed to collect the maximum amount of detail in the field 
work, considering the time available to execute the field campaign. 
After the extensive field campaign, a detailed analysis of all the collected data was performed, and 
published in the respective fire report (Viegas et al., 2017). We present here what we believe to be 
some of the most important results obtained. 
 
 
The analysis of the impact of fire on structures was based on field verification of all buildings 
damaged by fire, regardless of their use or type. For this purpose, a geodatabase and a geospatial form 
of simple interpretation and completion were constructed. The database comprised 3 sections: i) 
description of the structures, for example the type of structure, age, fuel management in the 
surroundings, condition before and after the fire and usage, among others. The second section was 
related to describing how the fire affected the structure, namely, the ignition point and the way the 
structure ignited. The last section was related to fire details (time of arrival, impact on electricity, 
water, communications) and human behavior (escape/stay and defend, injuries, deaths). 
Given the size of the affected area and the time available to carry out the survey and analysis, 
visiting the entire burned area searching for affected structures would be extremelly hard to 
accomplish. Therefore, the initial planning comprised the search for initial data sources related to the 
location of damaged structures. For this, we asked the affected municipalities for information on the 
structures impacted by the fire in each of them. From the municipalities of Castanheira de Pera, 
Figueiró dos Vinhos, Penela and Sertã we obtained georeferenced data of the structures that they 
identified as having been damaged in some way by the fire. Together with Pedrogão Grande, these 
were the municipalities selected to carry out the fieldwork and the respective analysis. To our 
knowledge, these surveys were carried out in all municipalities in order to allow applications for 
reconstruction or rehabilitation support. Later we obtained this data also from the municipality of Góis 
(27 houses damaged by fire), Pampilhosa da Serra (8 dwellings and 20 agricultural wharehouses) and 
Alvaiázere (10 structures but only a secondary housing), but they were not included in the fieldwork 
and therefore the analysis. From the municipality of Pedrógão Grande we were not able to obtain this 
information. However, at the beginning of this work we were invited to join an initiative of Esri 
Portugal - Sistemas e Informação Geográfica, SA (the official distributor of the North American Esri 
- Environmental Systems Research Institute, world leader in the technology of Geographic Information 
Systems), to support the decision in the wildfire of Pedrógão. This initiative was titled "FireHub 2017" 
and consisted in the creation of a collaborative open data platform (available in June 2017 at 
http://arcg.is/2rMwc0B). Using this platform, we had access to a set of georeferenced points 
representing structures allegedly damaged by fire, especially in the municipality of Pedrógão Grande, 
but with some cases in Castanheira de Pera and Penela. These points were not validated by any entity, 
so we proceeded with some care to include them in our work.  
The impact of the fire was especially noted in the municipalities of Pedrógão Grande, Figueiró dos 
Vinhos and Castanheira de Pera, so the analysis presented focuses mainly on that region. We also 
decided to include the neighboring municipalities of Penela and Sertã, since they have suffered 
considerable damage, albeit in a smaller area. In the municipalities of Góis and Pampilhosa da Serra 
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the impact of the fire was lower. It was not possible to extend the study to those two municipalities, 
due to difficulties related to the execution time of this work. 
We were able to gather a substantial 
set of georeferenced points, which 
allowed us to schedule the field visits. 
These points, for a total of 704, 
represented, for the most part, 
permanent housings. During the 
fieldwork, 289 of these points proved to 
be false. In some cases, there were not 
even structures in the place indicated by 
the points, in others the structures had 
not been damaged by the fire. As we 
said before, we were interested in all 
structures damaged by the fire, not only 
the housings, so during the field work 
we inventoried another 684 points that 
were not listed initially. In total, 1388 
points were visited, of which 1099 
points were initially considered valid. 
Figure 1 shows the location of all points 
visited (valid and false) as well as the 
points not visited, referring to Góis (27), 
Pampilhosa da Serra (28) and 
Alvaiázere (10). 
 
Figure 1 - Location of all points visited (blue and red) and not visited 
(yellow) 
During the field work we encountered several structures in ruins that were already in that state 
before the fire. Although we started registering them, the number we encountered was so large (and 
the data gathered not that meaningful) that we decided to leave them out of the analysis. In total, 




In total, 1043 points (representing affected structures) were considered valid for analysis, from 
approximately 1400 points visited. The data collected in the field work was treated and analyzed in 
ArcMap and IBM SPSS Software. Figure 2 shows a density map of damaged structures, or “heatmap”. 
It can be clearly seen the area where the impact was greatest. This area, comprised of five 
municipalities, also coincides with the region of more extreme fire behavior and to where the 65 
victims were found. 
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Figure 2 - Heatmap of damaged structures 
This was the region chosen for the fieldwork and subsequent analysis. The data collected was 
treated and analyzed in ArcMap and IBM SPSS Software. Results were grouped in three categories: i) 
relating to the structure, ii) relating to the surroundings of the structure and iii) relating to the arrival 
and impact of fire. In the next tables (Tables 1 through 3) we present some of the most relevant results 
from each of these categories. A most complete set of results can be consulted in Viegas et al., 2017. 
Table 1 - Results from the field work related to i) the structure 
Variable  












Permanent housing 35 17 46 41 139 
Secondary housing 19 9 46 50 124 
Agricultural Warehouse 1 5 28 40 74 
Shed / Storage 12 20 179 192 403 
Garage 5 9 22 24 60 
Comerce facility 0 1 0 0 1 
Industry 0 2 5 8 15 
Uninhabited house 2 4 36 16 58 
Devolute structure 1 3 56 72 132 
Stable 2 1 8 9 20 
Outdoor kitchen 0 2 2 2 6 
Other 2 1 4 4 11 
Age of the 
structure 
< 10 years 6 5 2 13 26 
between 10 and 30 years 17 11 26 64 118 
> 30 years 56 58 399 380 893 
Type of 
construction 
Concrete 71 57 195 207 530 
Stone 7 14 222 177 420 
Wood 0 0 0 29 29 
Metal 1 2 14 43 60 
Other 0 1 1 1 3 
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Most of the structures affected by the fire are support structures, such as barracks or storage 
(38.6%), but there is a considerable number of damaged dwellings, either permanent (13.3%) or 
temporary (11.9%). The inventoried structures are in general aged, with 86% being older than 30 years, 
but they are mainly support structures (only 23% of affected houses have more than 30 years). 
Construction in Portugal is mainly of concrete, but in this area we found many old stone structures. 
Age and building materials are important factors to be taken into account in the structural strength 
analysis but are themselves dependent on the degree of conservation or maintenance in which the 
owners maintain them. During the visits it was possible to observe cases of old houses, mainly of 
schist, recovered and maintained in excellent conditions (mainly by foreigners), while at the same time 
relatively recent structures were seen, but with a very low degree of maintenance. 
Table 2. Results from the field work related to Results from the field work related to ii) the surroundings of the 
structure 
Variable  










Land use (COS 
2010, level 2) 
1.1 Urban Tissue 48 39 181 235 503 
1.2 Industry, commerce and 
transportation 
0 1 3 4 8 
1.3 Areas of inert extraction, waste 
disposal sites and construction sites 
0 1 3 1 5 
1.4 Urban green spaces, sports, 
cultural and leisure facilities, and 
historical areas 
0 0 1 1 2 
2.1 Temporary crops 1 2 4 3 10 
2.2 Permanent crops 4 4 19 18 45 
2.4 Heterogeneous agricultural areas 20 21 152 126 319 
3.1 Forests 4 6 55 58 123 
3.2 Open forests and shrub and 
herbaceous vegetation 
2 0 14 12 28 
Fuel 
Management 
Absent 17 20 183 203 423 
Partial 37 40 198 211 486 
Complete 7 8 19 20 54 
Analyzing the land use obtained with the level 2 of the official Land Use Map (COS 2010), 
produced by the Portuguese Direção Geral do Território (General Directorate of Territory), it is 
possible to verify that most of the impact was on the urban areas (50%), specially the urban tissue 
(48%). The most affected area after this was the one classified as "heterogeneous agricultural areas" 
(30% of the total). The General Directorate of the Territory (Direção-Geral do Território, 2016) 
describes these areas as "agricultural areas with various types of associations between temporary crops, 
pastures, permanent crops and natural areas. Includes temporary crops and/or pastures associated with 
permanent crops, temporary or permanent crops grown under forest cover, areas of temporary crop 
mosaics, pastures and permanent crops, and landscapes in which crops and pastures are mixed with 
natural or semi-natural areas. Only about 11% of damaged structures were within forest areas.  
Fuel management is a difficult parameter to assess after the passage of the fire. Nevertheless, and 
with the help of the local inhabitants, we were able to inventory this aspect in 963 structures. The 
criteria we used was that, in order to have a “partial” fuel management, at least one of the sides of the 
structure should have a discontinuity of no less than 3 meters. A “full” fuel management would mean 
that all 4 sides of the structure had it. Although the results may be statistically not representative, as 
we did not inventory non-affected houses, they suggest the idea that having “partial” or “absent” fuel 
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management may be indifferent to the structure survival. In other words, either fuel management is 
active on all the surroundings of the structure or its effectiveness may be compromised. 
Table 3. Results from the field work related to iii) the arrival and impact of the fire 
Variable  










Type of ignition Embers (spotting) 27 54 294 261 636 
Direct fire impact 7 8 91 116 222 
Materials burning on the vicinity 7 9 43 74 133 
Neighbour structure 2 1 3 6 12 
Damaged but no ignition 35 2 1 0 38 
Location of the 
ignition 
Roof 16 36 299 293 644 
Window 14 17 70 68 169 
Door 4 7 36 28 75 
Open structure 2 6 13 47 68 
Wall 5 4 0 14 23 
Ventilation 0 1 12 6 19 
Other 3 1 1 0 5 
Damaged but without ignition 35 2 1 0 38 
One of the most important aspects of the study relates to the type and location of structural ignition. 
More than 60% of the structures have been ignited due to the deposition of incandescent particles 
(firebrands) in different weak points. This percentage could even be higher, as 133 ignitions (12%) 
were identified as being related to different materials burning in the vicinity of the structure. These 
were most probably also ignited by embers. More than 60% of these ignitions occurred on the roofs, 
mainly because of the vulnerability associated to the structures and materials supporting them.  
 
 
The largest impact of this fire complex occurred in the Pedrogão Grande, Castanheira de Pera and 
Figueiró dos Vinhos municipalities, including small areas in the neighboring municipalities of Penela, 
Alvaiázere and Sertã. Most damaged structures occurred in this area. These are mainly structures of 
advanced age (over 30 years), but the majority without being housing. In the fieldwork carried out in 
the six mentioned counties, we inventoried 263 damaged dwellings (primary and secundary), 91 of 
which were destroyed. Most ignitions were registered as being originated by firebrands, and mainly 
affecting roofs and windows. The partial or full absence of fuel management in the surroundings of 
the houses is a constant in all the burned area. That may explain, in part, the destructive outcome of 
the Pedrógão fire. Another relevant factor is the observation of the advanced age of most buildings 
affected (over 30 years), which may indicate less resistance to the passage of a fire. Nevertheless, and 
for the Portuguese reality, we can say that buildings are generally safe during the passage of a fire, if 
themselves and their surroundings are kept in good conditions. The fact that there are people inside 
can even be essential in their defense and resistance to the passage of a wildfire.  
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Abstract 
Wildland-urban interface wildfires are increasingly impacting communities worldwide. In New Zealand 
this has been demonstrated by the destruction or damage of over 25 homes during the 2016-2017 fire season, 
the greatest number lost in 100 years. The wildfire which most impacted these statistics is the Port Hills fire, 
which resulted in the loss of nine houses and the evacuation of over 1400 residents on the margin of the city 
of Christchurch in February 2017. This wildfire opens the door to a new focus of attention required to address 
wildfire mitigation needs of suburban properties in the urban fringe in wildfire prone areas.  
Although mitigation measures for large and small rural properties are well understood by fire officials and 
conveyed to property owners, uptake has been minimal in the dense suburban communities which extend into 
the WUI. Suburban property owners in the urban fringe will require greater focus by fire managers to ensure 
residents are aware of the risk of wildfires, and adequately prepared to face the risk of potentially devastating 
wildfires in the future. However, these communities are not merely denser versions of their rural neighbours 
and lessons from other parts of the WUI may not apply. Engaging with them will necessitate understanding 
their differences and developing new messages appropriate to their context. 
 
Keywords: urban fringe, risk awareness, mitigation, preparedness 
 
 
Frequent small, and occasional large, wildfires occur in New Zealand (about 4100 wildfires were 
recorded burning approximately 4170 ha per year from 2005–06 to 2014–15; National Rural Fire 
Authority data 2015). The majority of these wildfires are caused by human activity (Anderson et al. 
2008). However, the impact of wildfire events on communities in the wildland-urban interface (WUI, 
or rural-urban interface (RUI) as it is more commonly referred to in New Zealand) has grown in recent 
years with over 25 homes destroyed throughout country during the 2016-2017 fire season, the greatest 
number lost in 100 years (AFAC 2017).  
The WUI generally is defined as areas where houses mix or intermingle with potentially flammable 
vegetation, such as where buildings are in close proximity to large contiguous patches of flammable 
vegetation (interface) and where buildings are interspersed within flammable vegetation (intermix) 
(Radeloff et al. 2005). However, properties impacted by WUI wildfires are not just those surrounded 
by rural land, but include those that lie within suburbs, with either one boundary bordered by rural 
land or completely within the city limits, on the margins of urban areas or what is often referred to as 
the urban fringe. 
There is an increasing worldwide trend of wildfires impinging on the margins of suburban areas of 
cities with an associated increasing risk to lives and property (for example, Hobart, Australia, 1967; 
Canberra, Australia, 2003; and Fort McMurray, Canada, 2016). Similarly wildfire events on the 
margins of urban areas are not new to New Zealand (Fogarty, 1997; Graham and Langer 2009; Hart 
and Langer 2014), but up until 2017 they were relatively infrequent and few properties were destroyed 
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or fatalities experienced. This changed in February 2017, however, when a large wildfire occurred on 
the Port Hills, adjoining the city of Christchurch in the South Island, significantly adding to the tally 
of destruction experienced during the 2016/17 fire season. Although regarded as a moderately small 
wildfire in international terms, the Port Hills wildfire is considered one of the biggest and most severe 
in recent New Zealand history, bringing with it new wildfire management and community 
preparedness concerns.  
Research in New Zealand to date has focused on wildfire-affected rural and WUI communities, 
including lifestyle1 block owners, from a rural perspective. That is, the WUI has largely been 
characterised as areas where formerly urban residents’ have relocated into rural spaces. These new 
lifestyle block properties may be clustered together, but generally retain the low density and character 
of an otherwise rural landscape. Effectively, a wildfire impacts a single property and then may spread 
to neighbouring lifestyle properties. Therefore, while their owners represent a different audience, the 
fire landscape and the messages fire officials wish to convey are largely unchanged. 
Fires on the margins of cities, however, bring residents from suburban properties into the spot light. 
Although they may be adjacent to areas with lifestyle blocks, denser suburban developments on 
previously undeveloped land have an entirely different character, essentially transforming pockets of 
space from rural to urban. A single wildfire can impact on multiple properties at once, and even spread 
from structure to structure within the suburban area.  
Suburban residents represent an entirely different audience as well as a different landscape, 
changing the nature of their threat and range of preparation options at hand. This will require a shift in 
fire management, supported by research to ensure that they too have adequate awareness of the risk of 
future wildfires that could impact them and prepare their properties accordingly.  
 
 
This paper considers the Port Hills wildfire event on the margin of Christchurch in February 2017 
and highlights impacts on local residents living in the denser suburban areas of the WUI. Drawing on 
ongoing research into the fire and its aftermath, it discusses the changing nature of the wildfire threat 
in New Zealand and the implications these changes have for communities, for fire and land managers 
and, consequently, for researchers. 
International and national reporting of wildfires that have affected communities on the fringe of 
urban areas, community audiences and their risk awareness and preparedness have been evaluated to 
set the context for this think piece.   
 
 
The Port Hills wildfire occurred on the fringe of urban areas of Christchurch city and burned 1660 
ha of largely ungrazed grass, conifer plantations, pockets of native forest, and regenerating native and 
exotic scrub vegetation, within a perimeter of 60 km (see Figure 1). The wildfire began as two separate 
fires on 13 February 2017, starting within two hours of each other in different areas of the Port Hills 
and then joining two days later to become an extreme wildfire event. A state of emergency was 




1 A lifestyle property is a New Zealand term introduced by real estate agents in the 1980’s to describe rural small 
holdings purchased by people who want to live a rural lifestyle, often with a small number of farm animals or other 
agricultural activities, but who derive their principal income from non-farming activities (Paterson, 2005). 
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declared to support emergency services, and the fire was not officially considered to have been 
extinguished for 66 days (AFAC 2017).  
The fire resulted in the loss of nine homes and fire damage to five others on small lifestyle properties 
surrounded by rural land. The wildfire caused the evacuation of about 450 households (estimated over 
1400 residents) for 3-9 days. Significant loss or threat also occurred to infrastructure, including major 
power lines, airport radar, communications networks, radio and television transmission towers, and a 
mountain-bike and recreational facility. Tragically, a helicopter pilot was killed in an accident while 
fighting the fire. Although most devastation was experienced by those living on lifestyle properties, 
the majority of threatened households lay on small properties of less than 1000m2 within suburban 
areas and had either one boundary bordered by rural land or were completely within the city limits.  
The Port Hills, with moderate to steep ridges and gullies and slopes up to 30 degrees, and a range 
of flammable fuel types including particularly sprayed gorse (Ulex europaeus) and cured rank grass, 
had fire behaviour potential which ranged between high and extreme. Thus, the area exhibited a 
particular susceptibility to wildfire events at this time of the summer and a total fire ban was in place.  
At the time of this wildfire event, rural fire control was the responsibility of Rural Fire Authorities, 
comprising local territorial authorities (district and city councils), the Department of Conservation, 
and Defence and forestry-based Rural Fire Districts. Four months later, on 1 July 2017, the urban and 
rural fire agencies were merged into the single Fire and Emergency New Zealand organisation.  
The cause of both wildfires ignitions remains undetermined, but the post-fire investigation believed 
them to have been suspicious. Based on the information available, Fire and Emergency New Zealand 
believe the first ignition to have been deliberately lit, and the second either accidental or deliberately 
lit (FENZ, 2017). 
 
 
Figure 1 - Aerial view of the wildfire which occurred on the Port Hills, adjoining Christchurch, burning 1660 ha of 
farmland, plantation and native forest and recreational areas, destroying nine homes and damaging a further five, 
and causing the evacuation of about 450 households within a perimeter of 60 km in February 2017 (V. Clifford, 
Scion). 
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Though fires on the margins of urban areas in New Zealand have been relatively rare in the past, 
they are likely to become more common. Climate change modelling predicts that New Zealand will 
become hotter and drier, creating conditions that increase both the frequency and severity of wildfire 
events (Pearce et al. 2005; Pearce and Clifford 2008; Pearce et al. 2011). With the overall risk of 
wildfire expected to increase, so too is the likelihood that these fires will occur within the WUI 
(Reisinger et al. 2014).  
The increased risk associated with changing climate is compounded by a changing landscape. As 
is common worldwide, the area of New Zealand encompassed by the WUI and the number of people 
living and recreating within that zone are growing (Bayley and Goodyear 2004). Andrew and Dymond 
(2012) estimated that 5800 new lifestyle blocks have been added annually since 1998. Not only does 
this mean that more people are exposed to wildfire risk, the growing number of people and homes also 
increases the costs of fire suppression (Gude et al. 2013) and introduces more opportunities for human-
caused wildfires to occur (Radeloff et al. 2018), through accidental ignition sources such as mower 
blade strikes, recreational fires and fireworks, escaped rubbish burns or electrical infrastructure faults 
as well as through intentional arson. Additionally, many new WUI residents will have little knowledge 
about fire risks or experience with fire use, so will pose greater individual risk of starting accidental 
wildfires than previous rural residents (Jakes et al. 2010; Hart and Langer 2014).  
At the same time, in some parts of New Zealand, land near the WUI that was formerly grazed 
pasture is being retired from production and used instead for conservation or recreation purposes. 
Often, this results in rising fuel loads as grasses are slowly replaced by woody shrubs and native bush. 
The combined impacts of these changes are already becoming apparent in a recent increase in WUI 




Turning to the literature, we are informed that not all residents have the same level of fire 
experience, fire risk awareness or preparedness. Internationally, research has demonstrated that 
residents living in high-risk areas (McCaffrey et al. 2013, 2015) or where a recent wildfire has occurred 
(McGee et al. 2009; Champ and Brenkert-Smith 2016) are more likely to be aware of wildfire risk. 
Research in New Zealand has identified similar differences in awareness between and within 
communities. Those with greater experience of rural living, or of wildfire, have been found to be more 
aware of wildfire risk and more likely to take preventative action (Jakes and Langer 2012; Langer and 
Hart 2014; Langer and McGee 2017; Nicholas and Hepi 2017). For example, in a study of a wildfire-
affected peri-urban community in Canterbury, newcomers with shorter residency were found to have 
less awareness of wildfire risk and preparedness than longer-term residents (Jakes et al. 2010). 
Likewise, drawing on three case studies in wildfire-prone areas across New Zealand, Hart and Langer 
(2014) found varying knowledge of wildfire risk, fire restrictions and preparedness measures between 
long-term rural or semi-rural fire users and non-resident land owners or suburban dwellers who had 
less fire experience and did not use fire. 
It is becoming increasingly clear, however, that there can also be significant variations in how 
people perceive and act upon wildfire risks. While experience with wildfire is associated with 
increased risk awareness in the short term, the connection is not universal and does not always lead to 
preventative or mitigative action. In an American study, for example, Olsen et al. (2017) found that 
WUI residents’ perceptions of wildfire risk had little impact on levels of preparedness.  
Much of the variation may be because of differences in how people interpret and act upon their 
perceptions of wildfire risk (Paveglio and Edgeley, 2017; Sword-Daniels et al. 2018). Though the 
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literature typically treats geographic communities as homogenous units with shared perspectives and 
experiences, differences between socio-economic, cultural and demographic sub-communities can 
have profound impacts on how they interpret fire experience and risk (Paveglio and Edgeley 2017; 
Hart and Langer unpubl. data). For example, Langer and Hart (2014) described how, in a community 
that had recently been affected by wildfires, town dwellers who had witnessed wildfire nearby tended 
to have seen it as a spectacle rather than a threat and, therefore, showed little appreciation of risk to 
their home or person and tended not to take mitigative action. On an individual level, values, identities, 
lived experiences and other psycho-social factors shape how people interpret risks and decide how to 
act (Sword-Daniels et al. 2018). An exploratory study of media and social media during and after the 
Port Hills fire, has already identified significant differences in how people made sense of the fires in 
the context of underlying socio-political debates and where people believe responsibility for action 
lies (Langer and Wegner unpubl. data). Further research will be necessary to fully understand the 
impact that these fires have had. 
However, the expanding WUI brings added social challenges beyond simply introducing another, 
different audience. As WUI communities grow in population, the potential complexities within them 
become even greater. Moreover, because a high proportion of the growth is in developments on 
previously undeveloped land, they may lack any form of community per se. There is also potential for 
conflict between new WUI residents and longer-term, previously rural residents who have experienced 
the landscape and community around them changing (Curran-Cournane et al. 2016). These 
considerations have been missing from the New Zealand literature and is underdeveloped 
internationally. Thus, research will be needed to better understand the more urban populations and 
communities living within the WUI and how they might differ from previous conceptions of 
communities at risk from wildfire. 
 
Although there is well-established literature discussing mitigation options for landowners to reduce 
the likelihood and impact of wildfires (e.g. Cohen, 2000; Mell et al. 2010), this has not translated into 
significant mitigation in developing WUI areas of New Zealand.  
Fire and land management agencies throughout the world recognise both wildfire risk and 
appropriate mitigation options (e.g. Cohen, 2000; Calkin et al. 2014). The necessity of having planning 
restrictions in place to ensure appropriate house siting and the use of fire-resistant construction 
materials for buildings, and increased homeowner awareness and education to encourage fire risk 
mitigation activities properties, such the management of fuels and maintenance of ‘defensible (or 
defendable) space’1 (Syphard et al. 2014; Kornakova and March, 2017) are well recognised by fire 
managers.  
Worldwide, people choose to live in wildfire prone areas and often do not fully understand the 
severity of wildfire risk (relative to other risks). The lack of awareness is demonstrated by the fact that 
limited mitigation measures are put in place by residents on their individual properties, collectively 
with their neighbourhoods, or in partnership with fire and other land management agencies (e.g. 




1 The concept of a defensible space is to remove or reduce the amount of flammable vegetation within a zone of 
at least 10-30 m wide (and preferably greater, where space permits) around the home which can limit fire spread and flame 
contact, and reduce radiated heat, and thereby increasing the chances of house survival (Wilson and Ferguson 1986; Cohen 
2000). Regular maintenance to remove the build-up of dead material, including in roof gutters where leaf litter can provide 
a potential ignition point for windblown embers is the key to a successful defensible space. Low flammability species also 
can significantly reduce fire spread and intensity. 
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Toman et al. 2013; McCaffrey 2015) and homes and lives continue to be lost in WUI fires. Successful 
community programmes have been adopted in North America and South Africa (such as the US 
FireWise and the Canadian FireSmart programmes (Haynes and Madsen 2017; Partners in Protection 
1999) and, more broadly, the Fire Adapted Communities Learning Network (Anon. 2014)). However, 
in New Zealand, the National Rural Fire Authority’s FireSmart programme (NRFA 2009) has 
struggled to get traction (Hart and Langer 2014; Pearce et al. 2014).  
To date planning and wildfire messages to encourage mitigation by residents in the WUI has 
focused on rural and lifestyle properties. However, the Port Hills fire, and those that have preceded it 
that have either damaged or threated suburban properties in the urban fringe, identifies a new audience 
that needs to be considered. It also raises the question of whether instructions and target audiences 
need to be broadened and modified to suit different properties. For example, a defensible space of 10-
30m may be hard to implement on smaller suburban properties.  
 
 
The devastating 2017 Port Hills wildfire, and other similar WUI fire incidents from the past fire 
season, must serve as a major impetus to New Zealand fire agencies and property owners alike to raise 
awareness of the WUI fire issue, and increase education and guidance to at-risk communities on 
options for mitigating wildfire risk. Just as importantly, they should also prompt a significant review 
of the treatment of wildfire risk in local planning processes across the country, including improved 
identification of wildfire prone areas, and development of stronger requirements around development, 
construction and provision of defensible space in these high wildfire risk areas. 
The risk of WUI wildfires like the Port Hills wildfire is not new. Similar wildfires have been 
reported widely over the years, both internationally (Butler 1974; Gale and Cortner 1987) and in New 
Zealand (Anon. 1982, FRFANZ 1994). The Port Hills wildfire, which resulted in the greatest reported 
property loss in an individual fire in almost 100 years, and followed a number of other WUI fires 
during the same fire season, serves as a wakeup call to fire and land managers. It provides a window 
into the future for New Zealand, with the likelihood of many similar wildfire events in the WUI 
impacting on communities, intensified by climate change, changing land use and the development of 
further subdivisions in the urban fringe of cities. Although affected communities are likely to have 
heightened awareness for the following wildfire season if dry conditions prevail, this is unlikely to be 
translated into increased mitigation by households, neighbourhoods and communities to reduce the 
longer term prospect of adverse impacts in the future. This step will not occur without considerable 
guidance and continued input from agencies—guidance which has been adapted to suit the specific 
audience. 
The Port Hills wildfire has identified a new audience that will require special consideration by fire 
and land managers to ensure suburban residents in the urban fringe are aware of the risk wildfires 
could pose and adequately prepared for likely future disasters.  
Fire and land management agencies have the responsibility to reduce the probability of home 
exposure to wildfire, through fire prevention measures (such as fire season restrictions and activity 
controls) that reduce the prospect of future wildfires events, and also readiness and response activities 
to suppress wildfires when they do occur. The management of fuels can also help reduce the chances 
of fire spread, decrease potential fire intensity, and hence increase the likelihood of successful fire 
suppression. Significant WUI fires such as the recent Port Hills wildfire clearly show that not all fires 
can be prevented, or controlled before they adversely impact people and property. This highlights the 
necessity for local government to ensure appropriate local planning and land use zoning controls to 
reduce exposure to wildfires. 
In New Zealand, FireSmart community fire protection initiatives led by the National Rural Fire 
Authority/NZ Fire Service (NRFA 2004, 2009) have struggled to gain traction (Hart and Langer 2014) 
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and perceived wildfire risk is considered to be a low priority compared to other hazards, such as 
flooding or earthquakes. It is essential that planners give greater recognition to wildfire risk, 
particularly in wildfire prone regions, and convert this into local planning processes. Glavovic (2010) 
and others (e.g. Saunders and Kilvington 2016, Crawford et al. 2018) have clearly articulated the 
benefits of natural hazards planning in New Zealand, and identified the barriers and priority actions 
required to realise the potential for disaster risk reduction. Key to achieving this is the strengthening 
of links between planners and emergency managers (Saunders et al. 2007), and also engaging and 
involving communities in the planning process. The latter is by no means an easy task, but initiatives 
such as Community Wildfire Protection Plans (CWPPs) have been found to be very successful in the 
U.S. (Jakes and Sturtevant 2013). However, this requires an understanding of the make-up of 
communities (Carroll and Paveglio 2016; Hart and Langer, unpubl. data) and what they value (Beilin 
and Reid 2015; Rawluk et al. 2017). 
An onus remains on homeowners to take some responsibility for protecting their property from 
wildfires (Calkin et al. 2014) with or without specific local government wildfire risk planning 
requirements or community-led fire risk reduction initiatives, However, observance of planning 
requirements will not prevent all homes from being destroyed. Similarly, fire agencies cannot protect 
every property during a major event. 
Research to date highlights clear differences in wildfire risk awareness and preparedness actions by 
urban and rural residents. In tandem with this, it illustrates complexities and divisions within 
communities that influence how people make sense of wildfire experiences (McCaffery 2015; Jakes 
and Langer 2012; Langer and McGee 2017). Opposing understandings of responsibility may help to 
explain the difficulty that fire experts face in promoting community action and, in particular, the poor 
correlation between people being aware of risks from wildfire and taking actions to mitigate those 
risks. The connection between awareness and taking actions to mitigate risk may well depend on where 
the ownership of risk and responsibility is seen to lie (Hart and Langer 2014; Langer and Wegner 
unpubl. Data). Hart and Langer (unpubl. data) have demonstrated the need for fire managers to 
proactively work with sectors of communities on an individual basis to build the community 
preparedness for future wildfire events.   
This discussion paper paves the way for an in-depth study of the community affected by the 2017 
Port Hills fire to gain a better understanding of wildfire awareness and preparedness of residents living 
in suburban properties in the urban fringe. This identified new audience will require special 
consideration by fire and land managers to ensure residents are aware of the risks wildfires could pose 
and adequately prepared for likely future disasters. Proposed research by the authors will advance 
knowledge to determine whether the recent experience of those living in the urban fringe has changed 
their awareness of wildfire risk, and whether the ways that residents interpret their experiences and the 
social norms surrounding loss may inhibit change. 
 
 
With the growing number of people living in the WUI, and the number and severity of wildfires in 
the WUI expected to increase, the Port Hills fire of February 2017 serves as a clear indication to New 
Zealand communities of the likely wildfire threats to come. The fire signals that the changes ahead are 
not merely an increase in the risk to people at the fringe, but represent a change in the nature of the 
audience and landscape at risk. Previous work has focussed on the rural side of the WUI, with 
management efforts targeted at that context. However, denser pockets of the urban fringe, often 
recently developed and populated by urban residents, have not been well incorporated into the existing 
New Zealand wildfire literature or into fire managers’ risk mitigation messaging. These areas will 
require special consideration in terms of the different audiences found within, and the different 
awareness and preparation messages they will require.  
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The Wildland-Urban Interface (WUI) refers to the zone of transition between wildlands and human 
development. Its spatio-temporal evolution is strongly influenced by land use/land cover changes (LULCC). 
In Mediterranean countries, WUI represents the most prone area for human-caused wildfires, and is, at 
present, a central focus of wildfire policy. Traditionally, WUI maps rest on the measurement of the distances 
among human settlements and wildlands. This methodology is effective to produce detailed maps and to give 
precise indications, but it is rigid and needs to pre-define fixed parameters. To overcome this uncertainty, we 
introduce a LULCC simulation model based on Machine Learning approach, allowing to produce prediction 
maps for the land cover classes related to the WUI. Finally, Fuzzy Set Theory is used to develop continuous 
non-categorical maps expressing the possibility of being part of this interface. The proposed methodology 
has been applied to the case study of Portugal, and considers the land covers referred to different epochs 
(1990, 2000, and 2012). Both a classical geospatial analyses and an innovative simulation approach were 
adopted: as result we obtained traditional maps of the WUI for the different investigated periods (“hard” 
boundaries), and a fuzzy WUI map (“soft” prediction) for the year 2030. The framework proposed in this 
paper correctly identifies the areas belonging to this interface, providing useful information for wildfires-
prevention policies. 
 
Keywords: WUI, land use / land cover changes, simulation model, GIS, Machine Learning 
 
 
The Wildland-Urban Interface (WUI) is known as the area where structures and other human 
development meet or intermingle with wildland and rural area (USDI and USDA 2001). Human-
caused wildfires have a very high probability of starting and spreading within the WUI, representing 
a main hazard for people, houses and other infrastructures. For these reasons, WUI mapping became 
a key tool to identify areas where to concentrate financial and technical resources for fire protection 
and prevention actions. Anthropogenic and environmental features, such as urban growth, 
fragmentation of rural areas, deforestation and land use / land cover changes (LULCC), shaped the 
WUI’s extension. In Portugal, significant LULCC occurred in the last decades in response to trends 
associated with the socioeconomic development, such as rural abandonment, migration, ageing of 
population (Van Doorn and Bakker 2007; Diogo and Koomen 2012; Pereira et al. 2014). In the present 
study, authors consider LULCC for the period 1990 – 2012 as base data to elaborate WUI maps of 
Continental Portugal and to assess the evolution of its extension. Afterwards, an innovative approach 
resting on LULCC simulation model is introduced; this allowed to make prediction on the future 
extension of the land cover classes related to the WUI in the following two decades (up to 2030). 
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Finally, the fuzzy set theory has been used both to overly urban with rural scenarios and to elaborate 
a fuzzy WUI possibility map for the year 2030. The main novelty of this method is that it escapes from 




Mainland Portugal (Fig.1) covers the western coast of the Iberian Peninsula with a land surface of 
89,000 km2 and an altitude ranging from sea level to about 2000 m in the north-central region. 
 
Figure 1 - Continental Portugal with main cities and land cover based on the second level of CORINE land cover 
(CLC) inventory 2012 
The climate is temperate and typical Mediterranean. Vegetation grows in the spring season, while 
it experiences hydric and thermal stress during the summer months (Amraoui et al. 2015), when most 
burnt areas (about 90%) are reported. Forests are predominant in the northern half of the country, while 
in the  southern part prevail agricultural lands and scrub vegetation. Weather and climate are 
responsible for about two-thirds of the total annual burnt area inter-annual variability, which results 
unevenly distributed in space and in time within the country (Tonini et al., 2018).  
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Information on land use / land cover came from the CORINE Land Cover (CLC) inventory, 
provided by European Environment Agency (https://land.copernicus.eu/pan-european/corine-land-
cover). CLC inventory is organised in different classes articulated over three levels and are currently 
available for four periods (1990, 2000, 2006, and 2012) with a minimum time consistency of 
plus/minus one year and a minimum mapping unit of 25 hectares. For the present purpose, CLC maps 
have been reclassified with reference to the second level as reported in Table 1.  
Table 1 - Land cover classification based on the second level of the CORINE Land Cover (CLC) nomenclature. 
Proposed Classification CLC Nomenclature (Level 2) 
Urban fabric Urban fabric 
Other artificial surfaces 
Industrial, commercial and transport units 
Mine, dump and construction sites 
Artificial, non-agricultural vegetated areas 




Heterogeneous agricultural areas Heterogeneous agricultural areas 
Forest and semi-natural areas 
Forest 
Shrub and/or herbaceous vegetation associations 








A number of driving variables were selected to calibrate the simulation model. Driving forces are 
defined as those factors that cause LULCC and having a marked association with the nature of the 
change (Meyfroidt, 2016). In the present study, we considered the following 17 driving variables: 
digital elevation model (DEM) and derivatives (slope, aspect), provided by the European Environment 
Agency (EEA) under the framework of the Copernicus programme; agricultural and population census 
data, derived from the Portuguese National Institute of Statistics (Portal do Instituto Nacional de 
Estatística n.d.); distance from primary roads and from the cities with more than 50.000 inhabitants 
coming from the Open Street Map Database (https://www.openstreetmap.org); soil thickness, ph, 
texture and ecological values were made available from EPIC WebGIS, an interactive spatial data 
infrastructure which provides georeferenced cartography at Portuguese national scale. Supplementary 
variables were finally derived from a change detection analysis between the inputs of CLC maps. All 
data were reprocessed on a regular grid (i.e. raster format) with a spatial resolution of 500 by 500 
meters.  
 
A geoprocessing workflow based on a GIS analysis was implemented to produce WUI’s maps for 
different periods, corresponding the available CLC inventories. Subsequently, an approach based on 
LULCC simulation models was designed to elaborate scenarios allowing to predict WUI extension for 
2030. 
 
A geoprocessing workflow was developed and implemented into a mode builder, a specific 
application available in ArcGISTM software environment and allowing to string together sequences of 
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geoprocessing tools. This approach have the advantage of automating the operations and making them 
reproducible. The specific objective is to extract the intersection areas between a buffer around the 
urban fabric and the area resulting from the sum of the forest and semi-natural areas plus the 
heterogeneous agricultural areas, which denote the wildlands. A buffer width of 1 km, corresponding 
to two times the spatial resolution of CLC inventories, was retained. Different studies in other countries 
applied similar distance-values for WUI mapping (Radeloff et al. 2005; Vilar et al. 2016) and, at the 
same time, we estimated that this buffer is sufficiently large to avoid bias in the results due to the base 
cartographic map unit. As regards the methodology and the choice of the CLC classes to define the 
WUI, we refer to the work of Tonini et al. (2018), with the difference that in the present study authors 
include only the continuous and discontinuous urban fabric in the definition of the urban area.  
 
A future scenario for LULCC was computed for the year 2030 using a spatially explicit inductive 
method, based on the transitions between two observed land covers (CLC1990 – CLC2000 and 
CLC2000 – CLC2012) (Fig. 2). The transition potential for the subsequent period (i.e. 2012 for the 
calibration phase and 2030 for the simulation phase) was computed using Multilayer Perceptron 
(MLP), a popular Machine Learning algorithm resting on feedforward artificial neural network, given 
as input the described driving variables. The real quantities of changes, measured through a change 
detection, were then spatially allocated based on MLP outputs. The model was validated via Kappa 
statistics, by comparing the resulting 2012-simulation map with the reference CLC map for the same 
year. Once calibrated the model, the resulting best parameters were retained to elaborate the future 
land cover scenarios for the year 2030, allocating the expected changes via a Markov Chain procedure. 
Hence, the resulting scenarios toward the wildlands and the urban areas were used to predict the future 
WUI extension. To this end, fuzzy set theory was applied to produce fuzzy maps expressing the 
possibility of each pixel of experiencing a transition toward wildland coverages and of being in a 
distance from urban areas. These maps were then overlapped through joint membership fuzzy 
functions, resulting in a map expressing the possibility of an area to belong to the WUI in 2030. This 
procedure, although quite complex, is extremely robust and has the advantage of not relying on expert 
knowledge inputs. An exhaustive explanation of the methodology and obtained results can be found 
on Amato et al. (2018).  
 
To validate the ability of the MLP to correctly predict the land cover changes, the real transition 
matrix measured for the period 2000–2012 was used to model change demand. The result was a land 
cover simulation for the year 2012 which was compared with the reference map (i.e. CLC2012) 
obtaining an overall Kappa of 0.8227. This value expresses a high capacity of the model to simulate 
the real-occurred land cover transitions. The validation of the obtained possibility maps for WUI was 
done via the relative operating characteristic (ROC). To this end, we selected a dataset of point falling 
inside the WUI2012 map (“presence” observation), than divided in training/testing subset. 
Furthermore, randomly chosen pseudo-absence points were added to both the training and testing sets.  
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 Figure 2 - Flowchart of the entire procedure including the land use / land cover changes simulation model and the 
fuzzy set theory allowing to produce the Wildland-Urban Interface (WUI) possibility map for 2030 (CLC= CORINE 
Land Cover; MLP= Multilayer Perceptron) 
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2. Results 
The proposed methodology allowed to produce maps of the WUI for different periods (1990, 2000, 
and 2012) and to predict both the “hard” boundaries and the “fuzzy” WUI map (i.e. “soft prediction”) 
for the year 2030 (Fig. 3 and Fig. 4).  
Globally, WUI increased from about 690×10  ha in 1990 up to about 1050×103 ha in 2012 (Table 
2). This growth is more pronounced in the north-west and along the coast, mainly due to the urban 
growth. From our analyses, WUI is not expected to increase further in the next 20 years.  
 
Figure 3 - Maps of the Wildland-Urban Interface (WUI) in Portugal estimated for the different periods of 
investigation (1990, 2000, 2012, 2030) 
From 1990 to 2012 the urban areas and other artificial surfaces registered an increase in each frame 
period in comparison to the previous one, face of a decrease of the irrigated agricultural areas. This 
behaviour is more noticeable from 1990 to 2000 and less in the last frame period. The model predicts 
a slower growth of the urban area from 2012 to 2030 than it was during the two previous frame periods 
(1990 – 2000 and, 2000 – 2012). As regards the wildlands, both the heterogeneous agricultural and the 
forest and semi natural areas stay almost unchanged during the entire simulation period.   
Table 2 - Area (in hectares) of Wildland-Urban Interface (WUI) and different land cover classes affecting the WUI 
for each investigated period (on the top). For each frame period, net percentage changes are computed relative to the 
















1990 688989 133704 35630 1975871 2371018 4274600 
2000 966972 214379 67432 1905894 2344481 4252424 
2012 1049825 241822 92749 1811715 2349977 4264167 
2030 1013235 283900 133543 1699367 2355895 4287690 
Frame 
period 
Net % of changes 
1990 – 2000 28.75% 37.63% 47.16% -3.67% -1.13% -0.52% 
2000 – 2012 7.89% 11.35% 27.30% -5.20% 0.23% 0.28% 
2012 – 2030 -3.61% 14.82% 30.55% -6.61% 0.25% 0.55% 
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The WUI fuzzy map (Fig. 4) predicts a scenario for the year 2030, expressed in terms of possibility 
for an area of belonging to the WUI. The tests performed for validation (i.e. Kappa statistics and ROC 
curves) demonstrate the correctness and good performance of the proposed model. It results that the 
highest WUI extension will take place in the areas enclosed by Braga, Porto, Aveiro and Vila Real, in 
the north-western part of Portugal, with a spatial contiguity along the coast up to Lisbon and crossing 
the city of Coimbra. In the Centro Region, nearby the city of Viseu, we can observe another highly 
predisposed WUI area. The growing peri-urban fringes probably drove this trend. In the southern part 
of the country, we can observe scattered hotspot for WUI areas, extending in the mountainous region 
towards the interior, most likely caused by the progressive abandonment of agricultural activities and 
the consequent spreading of the forest in these areas. WUI will probably also extend along the coastline 
in the Faro Region, caused by the expansion here of tourism-led developments.  
 
 
Obtained results highlight the effectiveness of the proposed framework in identifying the WUI 
through a flexible approach, which combine a LULCC simulation model with the fuzzy set theory. 
The main objective is to avoid the rigid definition of boundaries rising from the classical binary 
classification methods. In this sense, fuzzy set theory offers a solid mathematical background on which 
solve the issue of labelling each pixel as belonging or not to the WUI through the assignation to each 
pixel of a degree of possibility of being part of this interface. 
 
Fig. 4 - Wildland-urban interface (WUI) fuzzy map for the year 2030  
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Abstract 
In France, after a slowdown following the 2008 crisis, there has been an increase in urbanization. Since 
2015, in the French Southern region, there has been an increase of urbanization in risk areas. Decision-makers 
and especially city councilors are greatly involved in the land management because of their capacity in 
decision-making on diverse topics such as planning and naturals risks. Concerning fire risk, they need to get 
a correct knowledge of the fire ignitions occurring within their community in order to be able to secure a 
place, inform the population and ensure fire prevention 
Urban sprawl has progressively gained land classified in "NB" (large building plots in natural or 
agricultural areas) or abandoned by agricultural activities, by creating an interface zone where habitats and 
natural spaces are intertwined. The coexistence of spaces and continuities often unkempt, with dense 
vegetation, creates the conditions for the outbreak and the spread of fires in a complex area, difficult to defend. 
(In France, 25000 ha / year are urbanized mainly at the expense of agricultural, natural and forest areas). 
In this context, this study aims at providing decision-makers with all useful information about fire ignitions 
and their specialization in the community, especially in the wildland-urban interfaces taking into account the 
planning and the mandatory brush-clearing area and taking the département de l’Hérault as the study area. 
The studies and results proposed in the paper are a part of a Natural Risk program founded by the French 
Ministry of Environment. It will give an analysis and information to stakeholders concerning relationships 
between land planning, WUI and wildfires in their municipality. The aim is to provide knowledge of habitat 
vulnerability to wildfire and the opportunity of a careful consideration of new urbanization zones. The high 
demands of land along the Mediterranean coast and hinterland have issued a large extension of urban areas 
near natural or rural land, creating new WUI at risk. 
A spatial analysis of the points of departure of fire was carried out with the taking into account of various 
aspects: fire ignitions and interfaces types, fire ignitions and land use, fire ignitions zoning in planning 
documents. 
We try to find relationships between fire ignition location and planning document according to the LULC 
in the study area in the context of WUI. 
The results confirm a strong relationship between WUI and fire ignition. In the WUI the fire density is 
three times higher than outside.  
Considering this, a decision support tool was developed to help the stakeholders to simulate the new WUI 
configuration for new buildings and development zone in connection with the existing WUI.  
 
Keywords: Wildfire, wildland urban interface, planning, fire risk, decision making  
 
 
The studies and results proposed in this paper are a part of a Natural risk program founded by the 
French Ministry of Environment. It will give an analysis and information to stakeholders concerning 
relationships between land planning, WUI and wildfires in their municipality. The aim is to provide 
knowledge of habitat vulnerability to wildfire and a careful consideration of the proposed extension of 
urbanization zones. The high demands of land along the Mediterranean coast and hinterland have 
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created a large extension of urban areas near natural or rural land creating new WUI at risk. 
In France, after a slowdown following the 2008 crisis, there has been an increase in urbanization. 
Since 2015, in the French Southern region, there has been an increase in urbanized zones in risk areas 
with a significant increase in population and an uncontrolled consumption of space. This is the case 
for peri-urban areas in the conurbations and in the Atlantic and Mediterranean littoral zones.  On the 
Mediterranean coast, we can perceive a saturation effect: The consumption of space moves in the 
municipalities of the hinterland. (25000 ha / year are urbanized mainly at the expense of agricultural, 
natural and forest areas.) 
Decision-makers and especially the city councilors are greatly involved in the land management 
because of their capacity in decision-making on different topics such as planning and naturals risks. 
Concerning fire risk, they need to get a correct knowledge of the fire ignitions occurring within their 
community in order to be able to secure a place, to inform people and ensure fire-prevention. 
In this context, this study aims at providing the decision-makers with all useful information about 
the fire ignitions and their spatialization in the community, especially in the wildland-urban interfaces 
but also about the land-cover and the mandatory brush-clearing area, taking the département de 
l’Hérault as the study area.   
The ancient planning document  - the land use plan (POS) in force between 1967 and 2017 included 
areas allowing the construction on large plots, coded “NB” (large building plots in natural or agricultural 
areas) which led to a dissemination of houses located in the forest or in their approach. The law Alur 
(Loi no 2014-366 du 24 mars 2014) has planned the end of the POS and NB areas on March 27, 2017. 
It has been replaced by the local urban plan (PLU), this is the major planning document in use in most 
of the municipalities. It includes rules on the prevention of forest fires, clearing and in the case of a 
fire risk prevention plan, the specific urban planning rules applicable to the concerned areas. Changes 
in land use, especially in agricultural abandonment, create an interface zone where habitats and natural 
spaces are intertwined. The coexistence of spaces and continuities often unkempt and with dense 
vegetation creates the conditions for the outbreak and the spread of fires, in a complex area difficult to 
defend. The final purpose of this study consists in providing them with a decision-making support tool 
when they come to produce or review the documents. This tool will take into account all the parameters 
inherent in the fire-risk that are pointed out in this work. It will also help the decision-makers to 





The chosen study area (Figure 1) is the département de l’Hérault, an administrative territory, in the 
Occitanie Region. This zone is located in the south of France near the Mediterranean Sea and with 
Montpellier, a major city and urban area of 600 000 people. 
Figure 1 - Study zone location- France 
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This département is facing a profound change in its environment. A strong dynamics of 
urbanization is developing in this area. The new urbanized areas are progressing in areas that are 
changing and sensitive to forest fires. The areas concerned are in particular areas abandoned by 
agriculture, especially old vineyards.  
“In addition these areas belong to the top most average of fire prone areas located in the South of 
France and among the highest fire ignition numbers (Figure 2). 
A special feature is the increase of so called “AFERPU - autres feux de l‘espace rural et péri 
urbain”, also named peri-urban fires. If generally this kind of fire is smaller than forest fire it can be 
very dangerous for the people and belongings as it spreads in the WUI areas. Sometimes this type of 
fire can threaten larger natural or forested areas and become a forest fire. 
 
The choice of this study zone  was directed by the availability of updated data. The stakeholders of 
Direction départementale des Territoires et de la Mer du département de l’Hérault (DDTM 34) 
concerned by forest fire, managed a fire database with detailed facts and  linked to the official forest 
fire database for the French Mediterranean region “Promethée”. It contains detailed information on all 
fires between 2005 and 2014, including the geographical location of fire points and is an essential 
source of information for this study 
The advantage of the choosen study area is the availabililty of up-to-date databases, especially 
concerning fires. Fot his study, we use : 
• Land cover - SIG L-R, 2006 from OpenIG Occitanie Pyrénées  
• Buildings   BD TOPO® v2.1  2011  révised  2013, 1m precision from Institut National de 
l’Information Géographique et Forestière 
• Clearing law zone from DDTM 34 
• Planning documents  géographiques from Adélie database, 2015 
• Ignition points, burnt areas and causes from Adélie and Prométhée databases, 2015 
All the data were georeferenced and processed with ArcGis , the statistical calculations with 
Statgraphics. 
For the ignition points, 5 main classes of causes were  used : (Table 1) : natural, accidental from 
installations, volontary, unintentionnal professionnal works and unintentionnal private owners works. 
Table 1 - Causes of fire 
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In the French fire databases, these main types of fires are recorded. 
Forest fire, scrubland, maquis and moors : Fire that has reached forests, moors, scrubland or maquis 
with an area of at least one hectare in one piece (and regardless of the area  covered). Nota Bene : The 
term "reaches" implies that at least a part of the shrub or tree stage has been destroyed. 
Other fires (AFERPU):  fires that concern peri-urban and rural areas and that do not threaten the 
forest - Fires of the rural and peri-urban space, or fire of vegetation not belonging to the preceding 
category. Six types are identified: fires in beds of less than 1 ha, linear afforestation fires, grass fires, 
other agricultural fires, garbage dumps, other.  
 
The mapping of WUI uses the method developed by Irstea (Lampin 2009) and the software 
developed for an automated calculation of maps (Lampin & Bouillon 2011). Based on housing 
configuration (4 classes) and vegetation aggregation (3 classes), this method creates a 12 class WUI. 
The input data are the buildings and the land use or vegetation aggregation index from aerial or 
satellital image  when available. 
This method is used in different studies across Europe (FUME European program). The land use 
land cover (LULC) study was made with the SIG LR LULC data from the Occitanie Region. 
 
The digital planning documents (from DDTM 34), were harmonized in 5 classes representing the 
major groups of zoning (Natural, Agricultural, Urban, to be Urbanized.) 
Then a Spatial analysis of ignition fire was carried out with the taking into account of various 
aspects:  fire ignitions and types of interfaces, fire ignitions and types of land use, fire ignitions and 
types of zoning in planning documents. 
 
 
The study area is part of a the former Languedoc-Roussillon region concerned with forest fires in 
France. The higher risk is located in the southerm part of the country along the Mediterranean coast 
and with hinterland areas and the Landes forest in the South-West of the country. (Figure 2) 
 
Figure 2 - Municipalities by regions exposed to forest fire risf - France 
Regarding the forest fire risks, the main concerned public policies are : the planning policies, the 
prevention policy and other national policies like agricultural ones.  
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The main rules of urban planning in France have been based since 2000 upon the plan local 
d’urbanisme (PLU). It is the main planning document in use in municipalities. In some other cases, 
the old plan d’occupation des sols (POS) or carte communale (CC) remain.  If no local plan or 
document exists,  the national rules of planning (RNU) are applied. 
 
Figure 3 - Planning zones- Les Matelles municipality 
The zoning is composed of 4 major categories (Figure 1) 
• U : urban area 
• N : natural area 
• A : agricultural area 
• AU : to be constructed area 
For each zone, some rules were set up such as : construction distances, height, window types and 
the constructible area for each lot  with a soil occupation coefficient (COS) 
 
The study is based upon the localization of the starting points of fire in the WUI. 
The WUI covers 23.52% of the total area of the department of Hérault. The majority of the 
interfaces belongs to the isolated housing  type with 35%, followed by very dense with 30%. housing 
type (Table 2) 
Table 2 - Types of interfaces in the study area 
 
As a matter of fact, the spatial organization of buildings in the Hérault is very dense along the 
coastline, particularly in the municipalities of Montpellier and Béziers which are the most populated 
area. The housing types mentioned bove are also observed near the  urban core of other most important 
municipalities. The further we get off the coast, the more the urban fabric becomes loose, and we find 
more isolated habitat. The scattered habitat represents 25% of the interfaces and it is localized on the 
periphery of the aforementioned urban cores and sometimes operates the junction between the 
two areas of dense housing. It should be noted that the dense structure covers only 10% of the surface, 
and is mostly an extension of very dense areas.  
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The ratio between the surface of the WUI and the number of ignition points is very significant as 
30% of fires starts in these areas.(Figure 5) 
 
Figure 5 - Fire causes in the study area 
The WUI with isolated housing classes are most at risk of fire. It is due to the layout of space with 
large areas which increases the degree of fire risk because of vegetation  not managed. 
Table 3 - Causes of fire with simplified classification (K Djazouli, source Adelie 2015) 
 
Dense and very dense interfaces are very rarely affected by fires. Groupings of structures act as fuel 
cuts in case of a fire starting. The results, presented in the tables, show that out of the 1688 ignition 
points, 40% of fire causes are due to arsonism, followed by unintended causes related to professional 
work (25%), as well as unintentional causes related to specific work at 20%. To a lesser degree, the 
accidental and natural causes also represent respectively 9% and 2%. To specify that, only a minimal 
part of the causes unidentified is 4% of the total data. 
 
Figure 4 - Causes of fire starting in the interfaces  
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Table 4 - Fire starting number in interface zone  surface (communal data) 
 
 
The following analysis was made by crossing  the ignition point locations according to the land use 
with WUI types. We can see that within artificialized territories, outbreaks are essentially born in 
discontinuous urban fabric with 41 out of 64 fire ignitions across the artificialised territories. It should 
also be noted that within the scattered housing buildings, there are also 18 fire outbreaks. 
Table 5 - Ignition points and Land Cover (Khakil Djazouli, DDTM 34) 
 
Within farmland, with sparse vegetation, nearly three quarters of fire ignition start in wineyards. 
Finally, at the level of dense vegetation types, there are 81 fire ignitions in the forest and shrubby 
vegetation, followed by 59 fire outbreaks in coniferous forests and 50 fire ignitions in shrublands  
(Table 5) 
 
In Hérault (343 municipalities), 129 communes, nearly 40% of the municipalities in the 
department, adopted the Local Urban Plan as a document. However, 123 municipalities have retained 
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the Land Use Plan.19 municipalities, nearly 5% of municipalities,  have the Communal Map and 20% 
refer to the National Urban Planning Regulation. Finally, 4 communes turned to the Local Urban Plan. 
 
Figure 6 - Fire ignition and planning zones 
We can see that the majority of ignition points are located in natural areas (Figure 6) with 693 
points, followed by agricultural areas which were affected by 647 outbreaks. Thus, the areas to be 
urbanized and the urban areas, recorded respectively only 46 and 24 fire ignition points. It should be 
noted that 278 points are not included in the new zoning, because the zoning types were not available 
for certain municipalities with RNU. 
In a part of the research, we try to find relationships between fire ignition location and planning 
document according to the LULC, in the study área, in the context of WUI. 
The results confirm the relationship between WUI and fire ignition. In the WUI, the fire density is 
three times higher than outside. 
Other types of fire summed up by municipalities (Figure 7)show a correlation between the WUI 
area and the number of peri-urban and rural fires and between AFERPU fires and AU zones (to be 
constructed area). 
 




Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 4 – Fire at the Wildland Urban Interface 
 




The ancient planning document  - the land use plan (POS) in force between 1967 and 2017- included 
areas allowing the construction on large plots, coded “NB” which led to a dissemination of houses 
located in the forest or in their approach. The law Alur (Loi no 2014-366 du 24 mars 2014) has planned 
the end of the POS and NB areas on March 27, 2017. 
The consequences of old « NB » zoning  are that they allowed constructions in agricultural and 
forested area, with large construction plots 2000 to 30000 m².  These areas have been difficult to 
manage and comply with forest fire prevention. Their locations have increased fire ignition risk 
because of human activities within natural areas or near them. The « NB » zoning also contributes to 
the creation of WUI zones with complex organizations difficult to defend in case of fire. The possibility 
of dividing these properties into several lots has reinforced the phenomenon. This type of zoning was 
cancelled by law in 2017, but these areas often keep a lot of burnable fuel. 
The numerous fire ignitions in vineyards are surprising and an explanation is to be found.  We found 
it thanks to the many readings.The results of these facts were confirmed by other studies concerning 
the same areas and topics. The CEREMA- (Centre d'études et d'expertises sur les risques, 
l'environnement, la mobilité et l'aménagement) observatory reports some statistics about soil 
consumption in France and FranceAgriMer studies the consequences of the uprooting program in 
Languedoc-Roussillon former region. We found facts and figures which confirm our results and give 
us some clues about the WUI and fire issues. 
The extension of urbanization has been a continuous process for many years. Despite the  SRU-
Law (Solidarity and Urban Renewal) of 13 December 2000,  and despite a careful and thrifty 
management of the territory, most of the country has been affected by a consumption of land for 
urbanization. 
 
Figure 8 - Evolution of natural, agricultural or forested land in Hérault – 2006-2013 - Source CEREMA 
The main land consumption is for individual housings and infrastructures.These extensions were 
made on agricultural, natural or forested lands. (Agreste, 2004) 
 
Regarding agricultural policies and the impacts in the study area, new fire prone areas were created.  
The aim of this policy was to increase the vineyard quality, to improve the wine European market  and 
replace low quality wines with better ones. 
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Figure 3 - Land use of uprooted wineyards in th Hérault in 2014- Source FranceAgriMer 
From 1980 to 2011, the Hérault department faced the uprooting of half of its vineyards, within the 
framework of the Permanent Abandonment Premiums, an European structural measure aimed at 
cleaning up the European wine market. This led to profound changes in the landscapes of the Hérault 
territories, with a change in destination of the uprooted plots and a disruption of the balance between 
production and vineyard landscapes. The question of the future of the uprooted vine lands is acute, 
resulting in the mobilization of local actors on different scales. They take public policies intended to 
overcome land abandonment and to accompany changes in rural landscapes affected by the uprooting. 
 
 
The risk of fire is greater in the WUI and additional observations can be made on the current LULC 
in these fire-sensitive areas. 
In the département de l'Hérault prone to important changes, the zoning of urban areas (U) are still 
occupied at 21% by areas with agricultural land use;  these areas are sometimes  abandoned with brush 
vegetation and may change into  forested areas. 
Areas to be urbanized (coded AU) have a land-use composition with potentially significant 
combustible surfaces. The study shows that 45% are classified as natural areas while 41% are classified 
as agricultural areas, sometimes abandoned. 
These unkempt "transitional" areas are conducive to fire-outbreaks and spreading. This state of  
awaiting projects, construction, infrastructure or other activities,  can last for a long time. 
The zoning-modification (local urban plan, etc.)  has sometimes consequences on the vulnerability 
of the buildings, infrastructures, networks which are at stake. This is particularly true when new 
building zones are created. The addition of new buildings leads to the creation of new areas of 
interfaces and therefore increases the vulnerability of the facilities.  
Sometimes an "AU" zone at the edge of an interface already present, and in contact with natural 
vegetation increases risk. The future area to be protected will increase the interface area subject to 
legal clearing requirements too. The potential risk is twofold: the natural area may be affected by a 
fire-outbreak in this new interface zone, and conversely a fire propagating in the natural area may 
threaten the future buildings of the new zone. 
In other cases the AU zones are under development, which can last several years. 
The formerly visible agricultural areas are sometimes abandoned pending projects (building plots). 
Therefore some lands abandoned by agriculture are particularly sensitive to fire. 
On the outskirts of larger towns, the colonization of agricultural lands by the progression of the AU 
zones, creates unkempt islands near existing buildings and is the source of many fires.  
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 4 – Fire at the Wildland Urban Interface 
 
Advances in Forest Fire Research 2018 – Page 888  
 
A recent study of abandonned agriculture land reinforces our study, as the sampling of  ancien 
agricultural zones show the state of abandonment in the study area. 
The different public policies, from the municipal level to a national one, could have consequences 
on the fire risk and not take them into account. 
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The HOLISTIC Project with full name Adriatic Holistic Forest Fire Protection was a project funded by 
Adriatic IPA funds that has gathered together almost all regions around Adriatic Sea in order to improve 
wildfire prevention, protection, fighting and post-fire recuperation. It has started in December 2013 and ended 
in December 2016. A part of this project was to establish user friendly and simple regional wildfire 
propagation and wildfire risk prediction simulation tools that could be easily used by fire fighters in everyday 
fire fighting operative work, but also as a tool for fire season preparation. The final results were 
AdriaFirePropagator and AdriaFireRisk and additionally AdriaFireRisk sub-module named 
AdriaFireRiskPanels, and they are the main topics of this paper. AdriaFirePropagator is a Web based system 
for wildfire behaviour modelling and wildfire spread simulation. Web based means that all the data are stored 
on the server, and all the applications in the fire simulation software are server based programs that run when 
requested by the users and the only user interface is a standard web browser. AdriaFireRisk is additional 
module, running parallel on the same server using the same GIS calculation engine. AdriaFireRisk calculates 
site-specific wildfire risk index based on experimental system for micro location wildfire risk index 
calculation developed for Split – Dalmatia County. AdriaFireRisk is also a support system for additional 
HOLISTIC project result – AdriaFireRiskPanels designed to raise the awareness about the wildfire risk in 
order to increase caution and reduce the number of accidental wildfires. The paper describes technical details 
of these systems, as well as their practical implementation. 
 
Keywords: wildfire propagation simulation, wildfire risk prediction, wildfires, forest fires, EU project 
 
 
The regions around Adriatic Sea have high risk of wildfires, especially during the summer due to 
very warm climate with low level of humidity, densely spaced Mediterranean vegetation, particularly 
conifer forests and lot of tourists. During fire season that is usually between July 1 and October 31, 
there are lot of wildfires in this region. For example in Republic Croatia located on the east side of 
Adriatic Sea in the last 10 years 2.320 wildfires have been recoded that affected 84.250 hectares of 
forests and forest land.  
Therefore, the biggest Croatian county Split-Dalmatia County has initiated in 2007 preparation of 
strategic project target to Adriatic IPA funds, based on Split-Dalmatia County holistic approach to 
forest fires protection and prevention. The HOLISTIC Project has been finally accepted in 2013 as 
Adriatic IPA project under priority 2 Natural and Cultural Resources and Risk Prevention, measure 
2.2 Natural and cultural resource management and prevention of natural and technological risks. 
HOLISTIC project, with full name Adriatic Holistic Forest Fire Protection, ended in December 2016 
(Stipanicev et al, 2018). A part of this project was to establish user friendly and simple regional wildfire 
propagation and wildfire risk prediction simulation tool that could be easily used by fire fighters in 
everyday fire fighting operative work, but also as a tool for fire season preparation. The final results 
were AdriaFirePropagator and AdriaFireRisk and additionally AdriaFireRisk sub-module named 
AdriaFireRiskPanels. These three operative tools are the main topics of this paper. 
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Wildfires can have severe consequences to the environment, therefore many efforts have been put 
into investigating events related to fire ignition and fire spread. Several models have been developed 
throughout the years: “fire ignition modelling”, “fire intensity modelling” and “fire spread modelling”. 
“Fire spread modelling” is useful not only during the actual wildfire for predicting how wildfires will 
spread, but also in pre- and post-fire activities. In the pre-fire, preventive phase, it can be used for 
organizing the fire fighting units, planning the position of ground fire fighting equipment, or simply 
for training the fire fighting personnel. In the case of post-fire activities, previous wildfires can be 
investigated to improve efficiency in the future. 
Along with development of fire spread models, fire risk models have improved as well. Fire risk 
index is a numerical indicator that describes the level of fire risk at certain geographical area. 
Identifying the fire danger is important for both wildfire prevention and protection. It can be useful for 
improving automatic smoke and fire detection systems, as well as for other fire-fighting activities that 
happen before the actual wildfire. 
Both fire spread models and fire risk models strongly rely on correct input parameters. Speaking of 
fire propagation, most of the existing models that have been developed in the last 50 years are mostly 
based on the following parameters: meteorological conditions (wind speed and direction, temperature, 
humidity), vegetation (fuel) models, fuel moisture and topography, primarily aspect and slope of the 
terrain. Similarly, most of the existing fire risk models rely on the very same parameters, although they 
often consider at least a few other parameters as well. Therefore, a system with a robust and timely 
access to current meteorological conditions along with an up-to-date GIS database is necessary to 
develop either a fire spread simulation or fire risk calculation system. 
Fire spread systems are usually grouped into three categories: 
• Physical and quasi-physical models, 
• Empirical and quasi-empirical models, 
• Models based on mathematical analogies and simulation models. 
Physical models are based on physical and chemical laws related to fire propagation, while quasi-
physical models are based solely on physical description of fire propagation. Empirical models are 
predicting more probable fire behaviour from average conditions and accumulating acknowledges 
obtained from laboratory and outdoor experimental fire, or historical fires. Semi-empirical models 
combine analytic formulation of physical phenomena with statistical information. Models based on 
mathematical analogies use mathematical laws instead of physical, whereas simulation models use any 
of the aforementioned models with the main aim of simulation of fire spread in two-dimensional space. 
One of the most famous fire spread models is Rothermel’s surface fire spread model. It is a semi-
physical model, meaning that it has components that rely on the physics of combustion and 
components that rely on laboratory experimental results.  
The overall system architecture of AdriaFirePropagator is based on two basic modules:  
• “Before wildfire” module that includes fire spread simulation based on archived 
meteorological data (education and investigation mode suitable for pre-fire and post-fire 
activities), and  
• “During wildfire” module that includes fire spread simulation based on real-time 
meteorological data 
AdriaFirePropagator has two main data sources that ensure the correct operation of the system. 
First, and most important one is a GIS database. GIS database stores not only standard GIS data (such 
as terrain map, satellite map, road map, settlements, water sources…), but also GIS data specific for 
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both fire spread simulation and fire risk index calculation systems. Some of GIS layers are used solely 
for visualisation and are not required for actual calculations, however, without those layers it would 
be difficult to visualize the simulation results to the client.  
The second data source is a meteorological database. Meteorological data is downloaded 
automatically several times a day from official server of Croatian Meteorological and Hydrological 
Service (DHMZ, 2018), with hourly forecast based on ALADIN model, allowing the “during wildfire” 
module to run simulations throughout the day. Simultaneously, meteorological data is stored in the 
database for future use when “before wildfire” module is executed. 
Fire propagation module is responsible for the actual wildfire simulation and provides simulation 
results. It is initiated once the user starts a simulation from a web-based user interface. If all input data 
is provided, the fire propagation module produces simulation results that are then displayed back to 
the user in the same web-based user interface.  
The main tool behind the fire propagation module is a Geographical Information System (GIS), 
more specifically GRASS GIS, a free, open source system capable of handling raster, topological 
vector, image processing, and graphic data. We have improved the original fire spread module, 
developed for GRASS GIS, based on Rothermel’s surface fire spread model and cellular automata 
approach, to allow more customisation of all parameters, with special emphasis on customisation of 
fuel parameters. This allowed us to better adapt the fire simulation module to Mediterranean climate 
and vegetation.  
Along with fire propagation module, the same GIS is used for two additional modules responsible 
for calculation of AdriaFireRisk - overall wildfire risk index and AdriaFireEruptiveRisk - eruptive 
wildfire risk index. AdriaFireRisk module is used to calculate fire risk that is adapted to the micro-
location (site-specific wildfire risk index), while AdriaFireEruptiveRisk module is used to detect zones 
where eruptive fire behaviour could happen.  
Both risk indexes are calculated automatically in the background every three hours. Resulting risk 
maps are served through a WMS service and displayed as layers within AdriaFirePropagator system. 
AdriaFirePropagator is a Web based application so users can access the system from any location, 
using any available wired or wireless ways of accessing the Internet. It is also designed as a multi-user 
environment, meaning that multiple users can use the system simultaneously and independently. After 
authenticating with the system, all users are presented with their own user interface that they can 
customize to their needs and from which they control all their simulation actions, independently of 
other users.  
An additional API was also developed that allows other (authorized) systems to communicate with 
AdriaFirePropagator. API calls can easily be used to initiate fire propagation module, either in “before 
wildfire” or “during wildfire” mode, but also to obtain the results of such simulations. Similarly, 
AdriaFirePropagator allows other systems to display results of AdriaFireRisk and 
AdriaFireEruptiveRisk calculations using WMS services. This allows other systems to use 
AdriaFirePropagator as a “single-click” operation to simplify usage in case of emergency. However, 
it also uses a high degree of customization for more advanced users.  
 
 
AdriaFirePropagator is based on our previous experience with experimental wildfire spread 
simulation for Split-Dalmatia County and the following: 
- Generic model of Web based wildfire behaviour modelling and wildfire spread simulation 
adapted for Adriatic region characteristics in HOLISTIC project, 
- MOPP - experimental system for wildfire spread simulation developed at University of Split 
for Split-Dalmatia County (CIPOP, 2015), 
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- Wildfire spread simulation modules of Open Source GIS system GRASS GISS developed by 
various authors under MIT license (GRASS GIS ROS, 2015), but further modified through 
MOPP and HOLISTIC project. 
AdriaFirePropagator user interface is shown in Figure 1, together with an example of a typical 
wildfire simulation result in AdriaFirePropagator. AdriaFirePropagator was designed primarily as a 
fire fighters software tool that could be used in pre-fire or post-fire activities, as well as during-fire 
activities. To support this, three main groups of users were introduced:  
1. System administrator, 
2. Fire-fighting activities planner, and 
3. Sentry in the fire-fighting centre. 
System administrator has a full access to all the programs, modules and data in the system. Fire 
fighting activities planer is a fire-fighting operator who uses fire propagation module for simulating 
wildfire behaviour based on custom weather conditions or conditions extracted from historical data. 
Sentry in the fire-fighting centre is a fire-fighting operator who uses the fire propagation module in a 
case of a real wildfire. In this case, the simulation is performed on the actual (current) meteorological 
conditions and data. 
 
Figure 1 - AdriaFirePropagator screen 
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AdriaFirePropagator support two different wildfire simulation scenarios: simulations based on 
current meteorological conditions and simulations based on custom meteorological conditions, 
demonstrating two modes of the system: active and simulation mode, respectively. 
Before initiating the actual simulation, the user must first specify various simulation settings such 
as the duration of the simulated fire, time step that will be used to mark the fire front at certain time 
instants, spatial resolution of the simulation, etc. After choosing the initial point or initial area of the 
wildfire the user decides whether to run the simulation based on current or custom meteorological 
conditions. If the user initiates the simulation based on custom meteorological conditions, the system 
first checks if all the data is prepared. If so, the simulation proceeds with execution. Similarly, if the 
user initiates the simulation based on current meteorological conditions, the system first checks 
whether the most recent data is obtained from meteorological server. After preparing all the required 
data, the simulation proceeds with execution. Finally, all the results are saved in the right format and 
published in a form of a WMS layer. Fire propagation module then sends a signal to the user interface 
that automatically refreshes the view to display the latest result. 
AdriaFirePropagator checks whether current meteorological data is up to date at the moment when 
the simulation is run in active mode, other mechanisms exist that do this task on a frequent basis. This 
is so to avoid unnecessary delay in execution time of the simulation. Time-based job scheduler is set 
to automatically download meteorological data every three hours from Croatian Hydro Meteorological 
Service. Current meteorological data is automatically stored into meteorological database (allowing 
these data for the future use). Simultaneously, all GIS layers that rely on meteorological data are 
automatically prepared, as explained in the rest of this section. Meteorological data consist of: wind 
(speed and direction), relative humidity, rainfall and temperature. Most of these data require 
adjustment before use in propagator. Wind data is first corrected to obtain mid-flame wind speed from 
standard 10 m high, whereas relative humidity, rainfall and temperature are used to calculate Canadian 
Fire Weather Index (FWI) and live, 1-hour, 10-hour and 100-hour fuel moistures. Fuel moisture, both 
live and dead is a very sensitive parameter in wildfire spread simulation. 
Vegetation (fuel) model used in AdriaFirePropagator depends on two inputs: fuel maps and fuel 
parameters. AdriaFirePropagator supports Albini-Anderson and Scott-Burgan’s fuel models as well as 
fine adjustment of fuel parameters for both, as shown in Figure 2. 
 
Figure 2 - Adjustment of fuel parameters of applied fuel models.  
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Finally, meteorological data, fuel data and topography are used to calculate Rate of spread, a layer 
that is later used along with ignition point (or area) to calculate the actual simulation result. 
Additional possibilities of AdriaFirePropagator is simple adding of fire barriers to simulate 
unburnable areas and specify the ignition location as a single point or as arbitrary polygon, so that 
various initial ignition situations could be simulate. 
Simultaneously with GIS layers preparation, eruptive wildfire risk index (AdriaFireEruptiveRisk) 
is calculated. Eruptive fire risk considers the topography of the terrain and current wind data to estimate 
areas where possible eruptive fire behaviour could happen. Calculations are mostly based on Viegas 
recommendations (Viegas, 2005). Eruptive wildfire risk is divided in 4 risk categories coded with 
different shades of red – purple: Category I - Possibility of Landscape caused eruptive fire, Category 
II – Possibility od Wind & Landscape caused eruptive fire, Category III – High possibility od Wind & 
Landscape caused eruptive fire and Category IV – Very high possibility od Wind & Landscape caused 
eruptive fire. Figure 3 shows a typical map where eruptive fire behaviour could happen for part of Split 
– Dalmatia County on June 30, 2015.  
 
Figure 3 - Map of AdriaFireEruptiveRisk for Split – Dalmatia Counties on June 30, 2015  
 
AdriaFireRisk is an additional module, running parallel on the same server as AdriaFirePropagator, 
using the same GIS engine based on GRASS GIS application. AdriaFireRisk module calculates site-
specific wildfire risk index based on MIRIP - experimental system for micro location wildfire risk 
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index calculation developed at University of Split for Split – Dalmatia County (CIPOP, 2015), 
(Bugarić et al., 2014). 
AdriaFireRisk index is Site-specific Wildfire Risk Index (SWRI) with quite satisfactory spatial 
resolution. It is not based solely on meteorological parameters, like most existing wildfire risk indexes. 
It also takes into account other parameters for which we have, after carrying out a detailed statistical 
analysis, proven that they have a significant influence on the risk of wildfires in the Adriatic region, 
particularly central part of Adriatic (Bugarić et al., 2014). More specifically, AdriaFireRisk index is 
based on the following parameters: climatological and meteorological parameters, vegetation, terrain 
configuration and anthropogenic parameters.  
AdriaFireRisk index could be seen as an additional layer of AdriaFirePropagator, but it could be 
included in any GIS interface as an external WMS layer. An example of the AdriaFireRisk index map 
for part of Split and Dalmatia County in Croatia, during a small and high-risk index is shown in Fig. 
4. 
 
Figure 4 - Site-specific Wildfire Risk Index for part of Split-Dalmatia County during low and high risk.  
Climatological and meteorological parameters are dynamic parameters, based on actual 
meteorological measurements, as well as on prediction of meteorological data calculated by ALADIN 
numerical weather prediction system of Croatian Meteorological and Hydrological Service (DHMZ). 
Meteorological data are automatically collected from DHMZ server.  
The most important climatological and meteorological parameter within AdriaFireRisk is Canadian 
Fire Weather Index (FWI). Throughout the years, it has proven to be a good indicator of fire risk, 
however, it is not well adapted to the micro-location. AdriaFireRisk system calculates FWI every day 
based on temperature, relative humidity, rainfall and wind data. Meteorological data is also used in 
combination with other GIS layers.  Our study has shown that the slope of the terrain in combination 
with wind speed or aspect of the terrain in combination with wind direction have greater influence on 
wildfire risk than wind speed and wind direction alone.  
Vegetation is one of the most important parameters that build up fire risk index. FBPS (Fire 
Behaviour Prediction System) is a fuel model that is used to describe burning characteristics of 
different vegetation categories. Unfortunately, there is no map that classifies Croatian territory into 
these fuel categories based on type of vegetation, therefore we decided to use Corine Land Cover map. 
We have created conversion guidelines that can be used to convert from CLC model to FBPS model. 
As already mentioned, topography is used together with meteorological data as an input for 
AdriaFireRisk calculation. However, terrain configuration has even a more significant influence on 
fire risk. With higher altitudes the temperatures are lower. Also, there is a direct relation between 
vegetation types and altitude. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools 
 
 Advances in Forest Fire Research 2018 – Page 897 
 
Finally, proximity to people and infrastructure is of great importance when talking about wildfire 
risk. Fire risk is higher in the locations inhabited with more people. Historic wildfires have shown high 
correlation to anthropogenic parameters, more specifically distance to buildings, distance to roads and 
distance to transmission lines. Therefore, those were considered as additional input for AdriaFireRisk. 
AdriaFireRisk is also a support system for additional HOLISTIC project result – 
AdriaFireRiskPanels designed to raise the awareness about the wildfire risk in order to increase caution 
and reduce the number of accidental wildfires. The panels have been placed on spots of important 
public interest sensitive to wildfires, such as national parks, city forests, protected islands etc.  
Appropriate information about current fire risk for a given area plays an important role in fire 
prevention. AdriaFireRiskPanels serve as an instrument for disseminating this information to the 
general public. The main role of these panels is to raise the awareness about wildfires and subsequently 
influence the behaviour of people in the high-risk areas.  
The panels are a visual tool for spreading this information, so they should be easy to interpret, and 
also legible from larger distances. The panel is divided into five areas of different colours, each 
representing a certain fire risk index. Figure 5 shows one typical installation at the entrance of protected 
Park Forest Marjan in Split, Croatia. 
 
Figure 5 - Wildfire risk index panel installed in Park Forest Marjan in Split, Croatia 
LED (Light Emitting Diode) strips are used to signal which fire risk index is currently predicted for 
the given location. This is indicating by blinking of the strip. Blinking lights are better at drawing 
attention of the passing by pedestrians than continuous light, and additionally serves as energy 
conservation mechanism. It is important that the lights are visible even in the midday sunlight, so in 
the design phase testing was performed to determine which kind of stripes regarding LED type and 
power categories are most suitable for this kind of application. Figure 5 show the setup used for testing 
visibility of different LED stripes on different background colours.  
Many of potential installation location for fire risk panels are in natural environment, often without 
access to electrical power source; therefore it is important that these panels are self-sufficient in terms 
of energy needed for their operation. In such cases panels are equipped with solar panels and deep 
cycle batteries. 
The fire risk index for a given location is calculated on fire risk server and the task of the panel is 
to retrieve this information and display it properly. The communication between panels and the server 
is performed using an embedded networking device that has an integrated GPRS modem. This means 
that the panels must be in range of cellular networks in order to have a means of communication with 
the server. 
The information about the fire index for a given location is served by the server in the form of an 
XML document that is parsed by the embedded device in the panel. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools 
 
Advances in Forest Fire Research 2018 – Page 898  
 
The embedded device also operates the relays controlling the LED 
stripes. It is important that the system is robust when it comes to 
dealing with communication problems with the servers. The risk 
index on the panel is refreshed every hour with the information from 
the server. In case the panel cannot obtain fresh information from the 
server in the period of 24 hours, the LED stripes are automatically 
switch off until communication is re-established. 
One central server calculates fire risk index for all the locations 
where panels are installed. Panels do not communicate between 
themselves, but only with the central server.  
Several panels can be deployed for different points in the same 
location and can use the same fire risk calculation, but generally the 
deployment is such that panels are deployed for different location 
and have separate risk calculations. Figure 6 show a diagram for 
multiple panel system. 
 




Figure 7 - System with multiple panels 
AdriaFireRiskPanels were designed at University of Split Faculty of Electrical Engineering, 
Mechanical Engineering and Naval Architecture as Open Hardware and Open Software project, so 
anyone who want to deploy panels could get all project details. 
 
 
A part of IPA ADRIATIC HOLISTIC project was to establish user friendly and simple regional 
wildfire propagation and wildfire risk prediction simulation tool that could be easily used by fire 
fighters in everyday fire fighting operative work, but also as a tool for fire season preparation. The 
final results were AdriaFirePropagator and AdriaFireRisk and additionally AdriaFireRisk sub-module 
named AdriaFireRiskPanels. These three operative tools are the main topics of this paper.  
AdriaFirePropagator is a Web based system for wildfire behaviour modelling and wildfire spread 
simulation. Web based means that all the data are stored on the server, and all the applications in the 
fire simulation software are server-based programs that run when requested by the users and the only 
user interface is a standard web browser.  
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Based on our previous experience with experimental wildfire spread simulation for Split – Dalmatia 
County, AdriaFirePropagator was proposed as a software tool for fire fighters that could be used in 
pre-fire (before-fire) or post-fire (after-fire) activities, as well as for fire (during-fire) activities. In pre-
fire and post-fire activities AdriaFirePropagator could be used for fire behaviour modelling and fire 
spread simulation based on archived meteorological data (education mode for training and preparing 
fire fighters for possible future wildfire scenarios, as well as for investigation of some past fires. 
AdriaFirePropagator could be also a quite useful tool for during-fire activities. In this phase its main 
task is to predict possible wildfire spread for existing fire, and therefore it is based on real time 
meteorological data. Knowing a potential fire spread pattern is particularly important for fire fighters 
safety issues.  
AdriaFirePropagator could be used as ‘one-click’ application, but for more serious fire propagation 
simulation, a lot of features and parameters can additionally be modified and tuned. 
AdriaFireRisk and AdriaFireEruptiveRisk are two additional modules, running in parallel on the 
same server as AdriaFirePropagator, using the same input data. AdriaFireRisk module calculates site-
specific wildfire risk index. AdriaFireEruptiveRisk module predicts potential areas where there is 
enhanced risk of eruptive fire behaviour.  AdriaFireRisk index is based on several parameters that can 
be classified into two categories: static and dynamic. Static parameters change slowly over time; 
therefore they can be computed once before each fire season, while dynamic parameters depend upon 
current conditions and must be calculated on a daily basis. Those parameters are: climatological and 
meteorological parameters, vegetation, terrain configuration and anthropogenic parameters. 
Climatological and meteorological parameters are dynamic parameters, based on actual 
meteorological measurements, as well as on prediction of meteorological data calculated by ALADIN 
numerical weather prediction system of Croatian Meteorological and Hydrological Service (DHMZ). 
Meteorological data are automatically collected from DHMZ server. Other parameters belong to the 
set of static indicators and they were collected for the all partner participating in HOLISTIC project. 
AdriaFireRisk index could be seen as an additional layer of AdriaFirePropagator, but it could be 
included in any GIS interface as an external WMS layer. 
AdriaFireRisk is also a support system for additional HOLISTIC project result – 
AdriaFireRiskPanels designed to raise the awareness about the wildfire risk in order to increase caution 
and reduce the number of accidental wildfires. The panels have been placed on spots of important 
public interest sensitive to wildfires, such as national parks, city forests, protected islands etc. The 
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Abstract 
So as to predict fire spread after its ignition, the Meso-NH atmospheric model has been coupled to the 
forest fire model ForeFire. Meso-NH uses the anelastic hypothesis that provides an intrinsic acoustic filter. 
Nevertheless, this approximation does not allow horizontal density variations which leads to problems close 
to the fire front because of the high heat release. That is why the full Euler compressible system shall be used 
to take into account air expansion at the fire level. This governing equations system transition comes with 
acoustic waves propagation. Although those waves are uninteresting for meteorology, they bounce on the 
ground and on the roof of the domain and disturb the inner solution. Indeed, the actual rigid lid as upper 
boundary condition does not allow acoustic waves radiation. The Rayleigh top damping layer already 
implemented in Meso-NH provides high frequency filtering, meaning that the new upper boundary shall only 
evacuate the remaining low frequency waves.  
In order to build a reliable and precise upper boundary condition for a reasonable computational cost, we 
shall verify that the new boundary (1) lets low frequency waves pass through and (2) does not force the 
interior domain state. So as to preserve the scalability of the code, the boundary shall also (3) be localized in 
space and (4) as localized as possible in time to limit memory storage.  
Several methods could be used to evacuate acoustic waves from the domain. Our requirements have 
conducted us to base our new upper boundary condition for Meso-NH on Characteristic-based Boundary 
Conditions, known as NSCBC, proposed by Poinsot and Lele. This boundary condition (BC) is known to be 
“non-reflecting” and also local in space and time. Nevertheless, the NSCBC formulation based on the 
characteristic theory of Thompson, comes out as “partially non-reflecting” as its behavior is more a low pass 
filter. An extended method called Plane Wave Masking, PWM, has been proposed by Polifke et al. to get a 
near zero reflexion coefficient for low frequency waves.  
In PWM theory, the acoustic waves are assumed plane and incoming with normal incidence at the 
boundary. Nevertheless, the normal incidence of wave represents a strong limitation of the formulation. 
Lodato et al. have built a 3D formulation of NSCBC that computes transverse gradient to take into account 
oblique waves.   
In purpose of testing the PWM formulation for its requirements, an offline model has been created in 
Python. This simplified model has been used to check the PWM boundary behavior facing plane waves and 
spherical waves. Once the PWM method has been proved as compliant to each requirement (1-4), it is 
implemented in the Meso-NH compressible code. Then, different academic and classic Meso-NH cases are 
run to ensure the correct behavior of the new boundary as orographic waves as well as fire experiments. The 
compressible assumption will be evaluated with the FireFlux experience. 
 
Keywords: Acoustics, Boundary conditions, Non-reflecting, Meso-NH, Compressible, Computational Fluid Dynamics 
 
 
So as to predict fire spread after its ignition, the Meso-NH atmospheric model (Lafore et al. 1998, 
Lac et al. 2018) has been coupled to the forest fire model ForeFire (Filippi et al. 2009). Meso-NH uses 
the anelastic hypothesis that provides an intrinsic acoustic filter. Nevertheless, this approximation does 
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not allow horizontal density variations which leads to problems close to the fire front because of the 
high heat release. That is why the full Euler compressible system shall be used to take into account air 
expansion at the fire level. This governing equations system transition comes with acoustic waves 
propagation. Although those waves are uninteresting for meteorology, they bounce on the ground and 
on the roof of the domain and disturb the inner solution. Indeed, the actual rigid lid as upper boundary 
condition does not allow acoustic waves radiation. The Rayleigh top damping layer already 
implemented in Meso-NH provides high frequency filtering, meaning that the new upper boundary 
shall only evacuate the remaining low frequency waves.  
In order to build a reliable and precise upper boundary condition for a reasonable computational 
cost, we shall verify that the new boundary (a) lets low frequency waves pass through and (b) does not 
force the interior domain state. So as to preserve the scalability of the code, the boundary shall (c) be 
localized in space and (d) also localized in time to limit memory storage.  
Several methods could be used to evacuate acoustic waves from the domain as mentioned by 
Colonius (2004). Our requirements have conducted us to base our new upper boundary condition for 
Meso-NH on Characteristic-based Boundary Conditions, known as NSCBC, proposed by Poinsot and 
Lele (1992). This boundary condition (BC) is known to be “non-reflecting” and also local in space and 
time. Nevertheless, the NSCBC formulation based on the characteristic theory of Thompson (1987), 
comes out as “partially non-reflecting” as its behavior is more a low pass filter as shown in Selle et al. 
(2004). An extended method called Plane Wave Masking, PWM, has been proposed by Polifke et al. 
(2006), to get a near zero reflexion coefficient for low frequency waves.  
 
 
The new boundary is built on the full Euler compressible system ignoring Coriolis and subgrid 
effects as well as the atmosphere is considered dry, i.e. the mixing ratio of total water substance is null. 
Those equations used in the compressible version of MesoNH are given by Eq. (2-4). The characteristic 




In Eq. (1), 𝑈
˜
¯
 is the vector of conservative variables, 𝐹
¯
 the flux vectors and 𝐷
¯
′ an inhomogeneous 





One can rewrite the Eq. (1) with the new vector of variables. 
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Then, matrix 𝐴, 𝐵 and 𝐶 can be diagonalized and lead to  
 
with 𝐿, 𝑀 and 𝑁 diagonal matrix. Let us identify waves as the following terms  
 
For the following, we will focus only on 𝑧 direction as this is the normal direction of the upper 






, 𝑢, 𝑣, 𝑤 the three components of the wind, 𝑐 the sound speed defined as 𝑐2 =
𝛾𝑃
𝜌𝑑
, 𝛾 the 
adiabatic index, 𝑃 the pressure and  the potential temperature. The terms described above are the 
amplitudes of characteristic waves associated with each characteristic velocity as eigenvalues of the 
matrix 𝐴, 𝐵 and 𝐶. The first wave moves at the speed of sound (𝑤 − 𝑐) in the negative 𝑧 direction — 
it “comes in” the domain at the boundary (Fig. 1). The second one travels also at the speed of sound 
(𝑤 + 𝑐) but in the positive 𝑧 direction. Then, the third characteristic wave is associated to the 
convective velocity which is the speed of the entropy waves and finally, the last waves correspond to 
the advection by the vertical wind 𝑤. At the upper boundary the spacial derivatives can be computed 
by uncentered schemes and the other variables are available locally which is compliant with our 
constraints (c).  
The time integration used is a simple Forward In Time (FIT) scheme which leads to the following 
system. 
 
The exponent 𝑛 means at time 𝑡𝑛 = 𝑛𝛥𝑡 and so 𝑛 + 1 is the next time step 𝛥𝑡. The method used by 
Poinsot and Lele (1992) is one-dimensional and considers only the normal direction informations to 
compute the boundary condition. Like most of the non-reflective boundary conditions, Poinsot and 
Lele (1992) assume that the flow at the boundary can be viewed as locally one-dimensional and aligned 
with the boundary normal direction. The incoming waves are then quantified by the LODI (Locally 
One Dimensional Inviscid) system which is directly derived from the Navier-Stokes equations written 
for primitives variables in characteristic form. Lodato et al. (2008) proposed to use the three directions 
of space to better describe oblique waves. Each method requires a special treatment for the first wave 
which comes from the outer to inner of the computational domain. 
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First, let us focus on the LODI formulation for the “entering wave” 𝒩1. The wave amplitude is 
modified in order to make the boundary non-reflective. One can impose the amplitude as 0 but this 
will lead to an unconstraint density which is most generally unstable or conduct to drift in pressure at 
the boundary. Then the “perfectly non-reflecting” boundary condition would lead to stability issues 
due to the lack of informations on the mean density 𝜌∞ far from the computational domain. Therefore, 
this mean density can be imposed at the boundary but this treatment would generate reflected waves. 
 
Figure 1 - Outgoing and entering waves through the upper 
boundary (z=H0) of the computational domain for classic 
NSCBC and PWM theories 
 
In that case, we should add some physical 
informations on 𝜌∞ to the boundary in a “soft” 
way to avoid strong reflection. A simple way 
to do it is to set the entering wave as the linear 
relaxation term of Rudy and Strikwerda 
(1980) 
  
where 𝐾 is a constant [𝑠−1]. When 𝐾 is set to 
0, we get back to the unstable “perfectly non-
reflecting” boundary and when 𝐾 is big 
enough, the boundary is closer to the fully 
reflecting behavior. Selle et al. (2004) have 
studied the impact of the coefficient 𝐾 on the 
boundary reflection and have shown that the 
boundary is equivalent to a low-pass filter with 
𝐾/4𝜋 as cut off frequency. Nevertheless, in 
our problem, the Rayleigh top damping layer 
provides high frequency filtering, meaning 
that the new upper boundary shall only 
evacuate the remaining low frequency waves 
which can not be done with this theory. 
 
An extension of the “classic” NSCBC presented above called PWM (Plane Wave Masking) is built 
to filter the low frequency waves. There, it is favorable to distinguish turbulent (“＇“) and acoustic (“ 
~ ”) perturbations of the flow variables e.g. 
 
Here again, the acoustic perturbations are assumed one-dimensional and normal to the boundary. 
For sufficiently small fluctuation amplitude, the linearized characteristics wave amplitudes are given 
by 𝑓 = 𝑓 𝑧 −  𝑤 + 𝑐 𝑡  and 𝑔 = 𝑔 𝑧 −  𝑤 − 𝑐 𝑡 , travelling respectively in the positive and 
negative vertical direction. Using the acoustic fluctuation, one can write 
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It is then possible to adapt the classic NSCBC to get a non-reflecting boundary for low frequency 
waves. The idea of PWM is to identify outgoing waves at the boundary using the above equation and 
then explicitly eliminate outgoing wave contribution from the linear relaxation term. 
  
The “masked”  outgoing wave no longer contributes to the “entering” wave 𝒩1 ans should leave 
the domain without any reflection.  
 
In order to evaluate the boundaries efficiency, it is important to properly define the reflection of the 
incoming wave. The reflection coefficient 𝑟 𝜔  is typically dependent of the acoustic incoming wave 
frequency (or pulsation). Basically, the reflection is the ratio between the reflected wave, seen as the 
“entering wave”, amplitude ans the incoming wave amplitude. The incoming wave can be seen either 
as 𝒩2 or 𝑓. Therefore, the reflected wave becomes respectively 𝒩1 or 𝑔. Selle et al. (2004) define the 
reflection coefficient as  
 




 ” denotes the Fourier transform of the quantity “ ⋅ ”. This last definition only stands if the 
coefficient 𝐾 is large enough so that the drift of density or velocity is effectively eliminated. Thus, 
deviations from the target density at the boundary will be controlled by the acoustic signal. This 
coefficient gives a first comparison point between the classic NSCBC and the PWM extension. 
According to Polifke et al. (2006), with 𝜏 ≡ 2/𝐾, 
The classic formulation is a low-pass whereas the plane wave masking extension allows, by 
construction, the radiation of the low-frequency waves. This study is only valid for harmonic plane 
waves of arbitrary non-zero frequency. This post-processing coefficient is useful to measure the 
efficiency of the boundary and this shows that the PWM should be the best solution as it is compliant 
at least with (a) and (c).  
 
 
The two solutions have been implemented in an off-line Python code to investigate the 
performances of the new boundary. This implementation has required several changes at the term 
computation method level but not on the philosophy of the process. Indeed, the characteristic boundary 
conditions have not been written in a stratified atmosphere and this hypothesis requires some 
adjustments.  In this section, we will focus on 1D formulation, i.e. Eq. (14), with plane wave masking. 
Let us write the equations system really solved by MesoNH at the new boundary for the density 𝜌, the 
potential temperature  and the vertical wind 𝑤. 
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The framed terms are added to the original system and will be detailed further. The wave amplitudes 
have also been modified from the original method. 
 
Several main terms have been changed so let us have a look on each modification and theirs 
consequences.  
 
The atmosphere is a vertically stratified domaine due to the hydrostatic equilibrium which can be 
described by 
 
The stratification directly implies that the spacial derivative computed at the boundary for the NSCBC, 
with or without PWM extension, are non-zero even in equilibrium state. If the original system was 
implemented without any modifications, the hydrostatic state would have been treated as a fluctuation 
leading to an unstable boundary. Then, the first step is to split the hydrostatic part and the 
perturbational part of the signal. For this purpose, we uses the large scale fields for the density, the 
wind and the potential temperature. They are provided by another simulation from a larger scale model 
as AROME. This previous simulation has already computed fields at the boundary taking into account 
the hydrostatic equilibrium. Thus, the main variables are written using the large scale fields denoted 
by the subscript “LS” and a perturbation term denoted by “~”. 
 
 The pressure 𝑃 is not provided by the large scale model and its reference state should be computed 
using other variables which have a large scale field available. As the fluctuations of pressure are an 
important part of the PWM extension, a specific attention should be taken to define its reference state 
(see section 4.4). Therefore, this notation allows to create two new derivative operators related to each 
term.  
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The new derivative operators takes into account the whole hydrostatic equilibrium and then the 
gravity term which can be found in 𝐷
¯
 in Eq. (14) is no longer relevant and does not appear in Eq. (26).  
 
The potential temperature should be advected at the wind velocity 𝑤 in the Eq. (27). Without any 
compensation, framed terms in Eq. (27), the boundary would have advected the perturbation state only 
as it is reduced to 
 
By adding the large scale field transport, 𝑤
𝜕𝐿𝑆𝜃
𝜕𝑧
, to Eq. (36) and using the definition of operators in 
Eq. (35), it becomes 
 
This new term balance the advection of the total potential temperature which is coherent with the 
overall transport equation — Eq. (4).  











0. They will not going to be detailed further in this study but it is shown 
that they do not affect the dynamic behavior of the boundary which is the most important when 
radiating waves.  
 
In this section, we will focus on the formalism used to compute the “entering wave” 𝒩1. There is 
two main parts in this term as shown Eq. (28). The first one corresponds to the classic linear relaxation 
term of (Rudy and Strikwerda 1980) but the reference state used is the large scale density. The second 
one is the plane wave masking expression. Using Eq. (19) and Eq. (32-33), we set 
 
Here, the definition of 𝑃∞ is very important and it can lead to a significant error of 𝜌 𝑡 → ∞ . The 
pressure is a diagnostic variable computed by 
 
where 𝑃00 is a reference value of the pressure and 𝑅𝑑 the gas constant for dry air. A natural way to 
define 𝑃∞ with large scale fields is 
 
Therefore, the used definition of the reference pressure is  
 
The onl y difference between the expression is the use of the total potential temperature instead of 
the large scale one. 
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In order to show the consequences of such a choice, let us consider the steady state reached after a 
wave radiation. Each temporal derivative is null in Eq. (25-27). For the sake of clarity, 𝐾3 = 𝐾4 = 0 
which means that no stability correction is applied. Moreover, in general case, the large scale potential 
temperature profile is not constant, i.e. 
𝜕𝐿𝑆𝜃
𝜕𝑧
≠ 0. On the another hand, we assume that the wave had 





= 0. The last hypothesis is 
that the large scale vertical wind is null, i.e 𝑤𝐿𝑆 = 0. Under those hypothesis, we have necessarily 𝑤
˜
=
𝑤 = 0 in order to satisfy Eq. (27). The wave amplitude 𝒩3 is also null due to the local constant vertical  
profile of  the potential temperature fluctuation. Finally, the system is reduced to two equations 
 
 This system is equivalent to  
 
 For 𝒩2, it can be seen as each perturbation field is locally, at least, constant over 𝑧 which is  





, we have  
 
At this stage, the definition of the reference pressure becomes important. If the Eq. (40) is used, the 





will appear and we can show that the deviation on density at the steady state is 
 
This ration is zero if 𝐾2 = 0 or 𝛼 = 1. The first solution gives a exact steady state if the used method 
is NSCBC without plane wave masking. This solution is not satisfying because PWM is necessary to 
ensure low-frequency waves radiation. In the other solution, the ratio 𝛼 should be unity which is in 
contradiction with the baseline assumption of 
˜
≠ 0. Therefore, this definition of 𝑃∞ leads to 
inaccuracy of the density steady state. 
On the other hand, if the Eq. (41) is used, the ratio 𝛼 does not appear — equivalent to always unity 
— which leads to an accurate boundary. Those behavior have been verified numerically but the results 




 Full compressible simulation of a gaussian density perturbation has been performed to validate 
the non-reflective character of the new boundary. The initial condition is the hydrostatic state, here 
equivalent to the large scale state, to which a density perturbation is added as 
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where 𝜌𝑎 is the perturbation amplitude [kg⋅m
-3], 𝑑𝑎 the characteristic spreading [m] of the initial 
perturbation and 𝐻0 the height of the domain. The ground is set as slip wall and other boundaries are 
cyclic. The cells are 50 m long in each direction and the grid is 7 × 3 × 102 in 𝑥, 𝑦, 𝑧 direction 
respectively. The problem is actually quasi 1D at this point. This time step used is 0.05 s. No 
turbulence, relaxation and Rayleigh damping layer was added to look a the boundary efficiency 
without any help of other methods.  
 The wind advection scheme used is 4th order centered scheme used with RKC4 scheme, the 
scalar advection scheme is PPM in its monotonic and positive definite version. The numerical viscosity 
added to the momentum equation is set to 3 ⋅ 103 [Pa ⋅ s]. The Brunt-Väisälä frequency, defined as 





, is set to 0.02 [𝑠−1].   
 
For the simulations discussed in this section, the density perturbation is set to 𝜌𝑎 = 0.01 [kg ⋅ m
-3] 
and 𝑑𝑎 = 300 [m]. The wind is set to zero everywhere so only the acoustic signal will generate wind. 
The stability coefficient are set to 𝐾3 = 0[𝑠
−1], 𝐾4 = 0.1[𝑠
−1]. The relaxation coefficient 𝐾1 is set to 
0.1 [s-1] which allows no drift from the large scale density. For the NSCBC simulation, 𝐾2 = 0[𝑠
−1] 
and for the plane wave masking simulation, it is equal to 𝐾1. Both simulation are compared with the 
old boundary condition, denoted MNH, which forces 𝑤 = 0 at the top and computes othe r quantities 
with hydrostatic equilibrium equation. 
 
Figure 2 - Relative density anomaly [-] for the different boundaries. CI : 0.05 
 
The relative density anomaly is defined by  
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Figure 3 - Main fields anomaly over time at the upper boundary for the different methods for 1D gaussian wave 
perturbation 
As shown Fig. 2, the old boundary reflects the whole signal and the numerical viscosity diffuses it 
through time, that is why the amplitude of the relative density anomaly decreases and its spreading 
increases. The behavior is completely non satisfying because of the perturbation near the ground that 
were reflected on the upper boundary. The NSCBC does a quite good job with this coefficient but their 
is still an important reflection which is not compliant enough with the first criterion (a).  The plane 
wave masking extension does a great improvement in radiating the waves as no reflection occurs. In 
order to better understand and quantify the dynamic and static behavior of each boundaries, the 
difference fields are studied at the boundary.  
 In Fig. 3, the static behavior is reached around 1000s for both MNH and NSCBC boundaries 
whereas the PWM extension strikes the balance in ~400s. Moreover, the final state is the same for 
NSCBC, with and without PWM, which is consistant with the study in section 4.4. The new boundary 
converges to zero anomaly for both wind and density and advects the potential temperature in the same 
way that the inner domain, i.e. the vertical gradient of  is zero. On the other hand, the dynamic 
behavior is the capability to radiate efficiently an incoming wave. The MNH boundary is not good at 
this exercice as the wind is strictly zero at the boundary, which explain the low advection of the 
potential temperature. The waves are constantly bouncing on the boundaries while the numerical 
diffusion weakens the wave amplitude. The NSCBC boundary is more efficient but is not perfect as 
some residual wind and density anomaly are still existing after the wave passage across the domain 
limit. Therefore, some oscillations of the wind and consequently on potential temperature are induced 
in the domain. The plane wave masking extension fixes those problems in changing the dynamic 
behavior of the boundary which leads to zero residual density and wind anomalies after the wave 
crossing. 
The overall performance of the boundaries can also be shown on the reflection coefficient. On Fig. 
4, the plane wave masking gets near zero reflection for low-frequencies as predicted. The classic 
NSCBC is partially non-reflecting and is partially compliant with the requirements for the new 
boundary.  
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Figure 4 - Reflection coefficient for one-dimensional wave without and with plane wave masking 
 
 The gris used is now 326 × 3 × 102 in 𝑥, 𝑦, 𝑧 directions respectively. Cell size, time step, 
temporal and spacial schemes are the same that the ones used in section 5.1. The initial perturbation 
formulation is now two dimensional in order to test the boundary for non-normal incoming waves.  
 
Fig. 5 shows that the new boundary radiates the spherical wave as well as the normal wave. The 
two top images show the wave expansion before the boundary interaction. The bottom left image 
points the reflection on the left part and the wave passing through on the right side. At that moment, 
the incoming wave reaches the boundary with normal direction, so the behavior is consistant with the 
one dimensional study. The bottom right image show the strong reflection for the old boundary 
condition and the correct radiation for the new boundary even if the wave comes with an oblique 
direction. The sphericity is not affect by the local 1D hypothesis at the boundary.  
 
 
The new boundary implemented in the compressible version of Meso-NH has shown great interests 
in evacuating acoustic waves in order to get a better precision near of the ground. To allow waves to 
go out of the domain, the NSCBC theory with the plane wave masking layer has been implemented 
and tested for planar, oblique and spherical waves. Its behavior has also been checked for various 
academic and classic Meso-NH cases as hydrostatic and non-hydrostatic orographic waves as well as 
fire experiments. Then, the new boundary is compliant with all of the criterions given in section 1. The 
new boundary should lead to a better accuracy near of the fire front for futur simulations. The 
compressible assumption will be evaluated with the FireFlux experiment (Filippi et al. 2013) and 
compared to results already  gathered by the anelastic version of Meso-NH on Aullene fire in Corsica 
(Filippi et al. 2018).  
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Forest fires are one of the most common natural hazards in the countries of the Mediterranean region. The 
forest fires spread simulators have proven to be very effective tools in the fight against these disasters. But to 
be able to use these simulators in an effective way it is necessary to be able to obtain realistic predictions of 
the behavior of the fire in a relatively short time. In the last decades, the advances in the field of computing 
have allowed different strategies to improve the effectiveness of simulators. With this objective, it has been 
tried to take advantage of the computing power of the GPUs (Graphic Processors Units) to accelerate the 
simulation of the propagation of fires. The problem with the use of GPUs is that the data transfer between the 
memory of the system and the GPU memory increases the execution time. For this reason, the computation 
operations have to compensate the transfer time of the data from the CPU (Central Processor Unit) to the 
memory of the GPU; which means, that the data volume must be sufficient to compensate this effect. The 
main objective of this work is to analyze the execution time of the forest fire spread simulation in a CPU and 
in a GPU, and to see from what data volume the execution in GPU is more efficient than in the CPU. For this 
study, a fire simulator has been designed based on the basic model for one point evolution in the simulator 
FARSITE. As study case, a synthetic fire was used where the fire progresses in a linear front and in a single 
direction, maintaining constant wind, terrain and vegetation conditions for all points of the fire front and 
throughout the simulation. 
 
Keywords: Forest Fire Simulation, Parallel computing, GPU 
 
 
Forest fires are significant hazards that every year cause important damages around the world and 
have a deep impact on the natural environment, people and communities. This type of catastrophes is 
especially important in warm countries, like the countries of the Mediterranean zone, where thousands 
of hectares of forest burn every year, causing significant damages to the environment and economic 
losses. Proper prediction of the fire evolution allows to manage the firefighting equipment properly in 
order to mitigate the fire effects. Fire spread models have been developed and implemented in 
computing simulators to help command and control centers in taking the adequate decisions. To use 
these models and simulators effectively, it is of paramount importance to establish an appropriate 
measure of confidence in their performance with an acceptable execution time.  
In order to improve the effectiveness of fire simulators, in the past decade different strategies have 
been developed to improve the accuracy and reduce the execution time using multicore architectures. 
In this context, most studies focus on multicore architectures based on CPU (Cencerrado et al., 2015; 
Brun et al., 2014). However, in the last years, the computational capacity of Graphics Processing Units 
(GPUs) has increased enormously (see Fig. 1). Due to their computational power, GPUs have become 
increasingly attractive for complex systems modelling, (like forest fire spread). The GPU architecture 
is ideally suited for high volume data processing applications because can process millions of 
operations simultaneously.
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Figure 1 - Computation capacity of GPUs in the last few years in Gigaflops per second. 
In recent years, different works have been carried out to apply the computational capacity of GPUs 
to the simulation of forest fires behavior and to accelerate these simulations (Gregoria et al., 2013; 
Ntinas et al., 2017; Sousa et al., 2012). These works have been focused on the application in simulators 
based on cellular automata (CA) that are relatively easy to parallelize. These studies have demonstrated 
that the use of GPU can reduce the execution time significantly without losing resolution. However, 
the main limitation is the intrinsic low accuracy of the simulators based on CA approach.  
In order to effectively use a GPU, programmers need to build scalable programs, typically in 
CUDA programming model, that are able to use all GPU resources. For that, they have to deal with 
memory management, load balance of the execution threads, data races and data transfer cost. A GPU 
program workflow follows the general idea shown in Fig. 2. The necessary data is downloaded to the 
GPU (Device) from the CPU (Host). The operations are executed in parallel in the GPU and the result 
obtained is returned to the CPU. 
 
Figure 2 - General workflow of a GPU program 
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This data flow between the CPU and the GPU means that part of the program's execution time is 
wasted in the data copy, which implies that the GPU utilization only makes sense if the size of our 
problem is large enough, so that the data copying time is compensated by the computation time gain. 
The main objective of this work is to analyze both the CPU and GPU execution time of a given 
forest fire spread simulator in order to determine the data volume requirements that implies higher 
efficiency using GPU than CPU. 
In particular, in this work, we apply the GPUs parallel technology to FARSITE (Fire Area 
Simulator) (Finney, 2004), which is a forest fire simulator based on the Huygens principle and on the 
Rothermel’s model as forest fire propagation (Rothermel, 1972). Simulators based on the Huygens 
principle, or elliptical wave propagation, have a higher precision than those based on cellular automata, 
however their execution time is higher. To carry out our study, we have extracted the FARSITE 
simulation kernel and we have implemented it in CUDA (Compute Unified Device Architecture) to re-
incorporate it into the FARSITE body, and thus compare the two implementations. As first approach 
to the problem, a synthetic fire is used, which consists of a linear front in a flat terrain, maintaining 
constant wind speed, wind direction and the vegetation conditions throughout the simulation. To be 
able to compare the two executions (GPU and CPU) the simulations have been limited to one hour 
propagation, consequently, the execution time will be mainly linked to the volume of data to be treated 
and not to the propagation time of the fire to be simulated. 
This paper is organized as follows. Section 2 describes different types of forest fires spread 
simulators. Section 3 includes a brief introduction to the GPU architecture and the methodology used 
to perform the spread simulation of the fire in this device. Section 4 presents the experimental 
procedure and the obtained results and finally, Section 5 summarizes the main conclusions and future 
work. 
1. Forest Fires Spread Simulators 
In the last decades, a large number of forest fires spread simulators have been developed. Most of 
these simulators are based on the Rothermel’s fire spread model (Rothermel, 1972), which is 
formulated in the following way: 
 
where R represents the rate of spread in a particular point, IR is the reaction intensity, ξ is the 
propagation flux ratio, 𝜌𝑏 is the ovendry bulk density, ε is the effective heating number, Qig is the heat 
of pre-ignition, 𝒏   is the normal direction to the fire perimeter on that particular point 𝝓    𝑾, is the wind 
factor and  𝝓    𝑺  is the slope factor. Except,  𝝓    𝑾 and 𝝓    𝑺, all the factors only depend of the vegetation 
of the cell. Equation 1 can be rewritten in the following way: 
 
where R0 represents the rate of spread in a particular point with no wind and no slope. 
If we make a classification of the forest fire spread simulators according to the method used to 
propagate the fire front, three large groups can be defined: 
• Raster-based Approaches or Cellular Automata: In the Raster-based or Cellular 
Automata simulators, the area where the fire takes place is divided into cells forming a 
network of cells (Alexandridis et al., 2008). The fire advances from one cell to the next 
through a set of rules that describe the spread of fire (Fig. 3). These rules are determined by 
the fire model used by the simulator. While faster and simpler to implement, they lack 
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precision when compared to other approaches (Pastor et al., 2003), but its parallelization is 
simpler than the Vector-based Approaches parallelization which is subsequently described. 
Fire simulators that use this approach are FireLib, FireMap and Cardin. 
 
(a) Initial perimeter at t=0. 
 
(b) Fire perimeter at t=  𝒕𝟏. 
 
(c) Fire perimeter at t=  𝒕𝟐. 
 
(d) Final burned area. 
Figure 3 - Simulators based on cellular automata. In this case, the white color indicates unburned cells, the red 
indicates the cells burning at that instant and the gray cells are those completely burned. 
• Vector-based Approaches or Elliptical wave propagation: In this type of simulators the 
perimeter of the fire is divided into series of points, where the distance between the different 
points will be determined by the resolution of the simulator (Knight et al., 2003). To obtain the 
evolution of the perimeter of the fire, for each point a ellipse is generated. The shape of the 
ellipses is determined by the local characteristics at each point. In this way, the new perimeter 
is obtained by joining the obtained ellipses (Fig. 4). In this type of simulators, the propagation 
of each point of the perimeter is done in a continuous space. The accuracy of this type of 
simulators is greater than the CA approaches; however, their complexity and time requirements 
are higher. SiroFire, Prometheus, and FARSITE are relevant examples of this kind of forest 
fire spread simulators.  
 
 
Figure 4 - Elliptical wave propagation from t1 to t2 
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• Level Set Method: In this kind of fire simulators, the burned region is defined as a level set 
function 𝜓 = 𝜓 𝑥 , 𝑡  whose values are: 
 
 and it evolves through the partial differential equation 
 
where R is the rate of spread (Farguell et al., 2017). Equation 4 can be solved numerically 
given initial and boundary values for  𝜓, as well as, a model to compute the rate of speed. An 
advantage of this method is that the behavior of fire fronts arises naturally from the underlying 
mathematics and thus does not require the special handling that is needed when an Elliptical 
wave propagation method is used. WRF-SFIRE uses this approach (Fig. 5). 
 
Figure 5 - Simulator based on Level Set Method. 
 
 
As previously mentioned, in this study we focused on FARSITE simulator, which is based on 
elliptical wave propagation. As we have seen, in the simulators based on the Huygens principle, the 
expansion of a point only depends on the local conditions of this point and, therefore, it does not 
depend on the expansion of the other points. When a simulation in FARSITE is started, the resolution 
of the perimeter must be indicated. This perimeter resolution defines the distance between points of 
the perimeter of the fire. Higher perimeter resolution provides more accurate simulations. But, on the 
other hand, a higher resolution implies a greater number of points to compute, and therefore, a longer 
execution time. 
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Figure 5 - Evolution of the fire front. The y-axis shows the propagation distance of the fire in meters. The color scale 
indicates the time step of the simulation in minutes. 
 
As a first approximation, a synthetic fire that advances on a linear front has been used. As a 
simplification, the boundary problems at the front ends are ignored. In this particular case, it has been 
considered a flat terrain, with a homogeneous vegetation and constant wind speed and wind direction 
during the whole simulation. Under these conditions the propagation will be the same for all points of 
the fire front. Fig. 5 shows the evolution of the fire front, the color scale indicates the evolution time 
of the fire, while the ordinates axis shows the distance advanced by the front.  
When executing the simulation on CPU, the point’s evolution is computed sequentially, see Fig. 6. 
Therefore, if the number of points to expand is increased, the execution time will proportionally 
increase. For that reason, simulations with high resolutions provide high execution time, which limits 
their use in real situations. On the other hand, reducing the resolution implies that the execution time 
will be reduced, but the accuracy of the simulation will be penalized and therefore, the simulation will 
not properly describe the behavior of the fire. 
 
 
Figure 6 - Workflow execution of point’s expansion in the CPU. 
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Figure 7- Workflow execution of point’s expansion in the GPU. 
One way to manage a simulation with high resolution is to be able to compute as much points of 
the fire front as possible in parallel. Computational accelerators like GPUs, provide the computer 
characteristics that allow to exploit this parallelization requirement. Therefore, the previous described 
point propagation scheme has been modified to fit the parallel scheme required by a GPU (Fig. 7). In 
this implementation, the number of fire points can be increased without increasing the execution time 
excessively.  
To evaluate the performance of the proposed parallelization, five different simulations have been 
performed on CPU and GPU for each number of points between 1,000 and 50,000, with intervals of 
1,000 points. The obtained results are presented in the next section. 
 
 
As execution platform, we have used an Intel (R) Xeon (R) CPU E5-2603 v2 @ 1.80GHz, with 4 
cores and for the GPU simulations, a GeForce GTX TITAN X with 3072 CUDA cores was used. As 
it was previously mentioned, the fire propagation time has been limited to one hour, so the execution 
time of each simulation will be mainly determined by the volume of data to be treated, not by the fire 
evolution time. 
Fig. 8 shows the execution time when the simulation is done in CPU (Red) and in GPU (Blue) 
depending on the number of points of the fire front. As it can be seen, the execution time in the CPU 
increases significantly when the number of points increases. We can observe that for a small number 
of points, the execution in GPU is slower than executing the same number of points in CPU. This is 
because data transfer from CPU memory to GPU memory consumes most of the execution time. From 
15,000 points the execution in GPU is faster than the execution in CPU. 
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Figure 8 - Average execution time in CPU (Red) and GPU (blue) depending on the number of simulated points. 
The Fig. 9 shows the speed-up of the simulator when it is running on the GPU. As it can be seen, 
when the number of points are above 15,000, the speed-up is higher than 1, which indicates that the 
execution in the GPU is more efficient than on the CPU. 
    
Figure 9: Average speed-up of the simulator in GPU depending on the number of front points. 
 
 
In recent years, we have witnessed a significant increase in the computational capabilities of GPUs. 
This computing power makes GPUs ideal for those problems that require the processing of a large 
amount of data. In our case, we have focused on the study of forest fire propagation simulators based 
on the Huygens principle, in particular FARSITE. In this work, a synthetic fire has been used, with a 
linear fire front and constant wind and vegetation conditions throughout the simulation. 
According to the study carried out, when the simulator is executed in the GPU most of the 
execution time is invested in the data copy between memories. For this reason, the volume of data to 
be computed must be large enough to be able to justify this copying time. It has been shown that, with 
a number of points greater than 15,000 points, the copying time is compensated by the computation 
time, so it is advisable to perform the execution on the GPU. On the other hand, when the number of 
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points is lower, the copying time is not compensated by the execution time, so the execution in CPU 
is more efficient than in GPU. 
That preliminary work open a new way of approaching forest fire spread simulation in the sense 
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Atmospheric flow and a Large fire interaction: the unusual case of 
Pedrogão Grande, Portugal (17 June 2017) 
Paulo Pinto*; Álvaro Silva 




On the afternoon of 17th June 2017 the fire was progressing in a hilly region of central mainland Portugal. 
A hot and dry atmosphere, characterized by a classic inverted V profile, typical from dry downburst 
environments (Weisman and Klemp, 1986), was in place, thus favoring high level based convection. In fact, 
an MCS that was observed both on satellite imagery and weather radar, has developed southeast of the fire 
area and, during the afternoon of this day, produced several downbursts that were recorded in several 
automatic weather stations (AWS). It was found that several shear lines, identified on Doppler radar, were 
considered to be consistent with convective outflow gust front surges that emanated from a downburst, or 
downbursts, generated by the MCS, and propagated over the fire area. It was verified that as this happened, 
the fire suffered an outstanding intensification, having produced a very violent and widespread firestorm that 
materialized an Extreme Fire Behavior (EFB), confirmed by ground survey (Viegas et al, 2017). As an 
outcome of this first interaction between the atmosphere and the fire, it was observed that a vertically 
developed dry pyroconvective column formed and made its way through the MCS anvil, placed overhead the 
fire by that time. Soon after, this smoke column top altitude decreased more than 5000 m in just 10 minutes. 
This remarkable behavior, resembling a downburst top collapse, was accompanied by a rapid low level plume 
displacement, interpreted as a result of the downburst induced circulation close to the ground. Just 10 minutes 
later, another fire blowup occurred, as the plume started to grow vertically. This second outstanding 
pyroconvective column growth was seen as a direct result of the stated downburst induced circulation at low 
levels that, as it was manifesting, induced another EFB episode. 
 
Keywords: mesoscale convective system; outflows; shear lines; fire blowup; downburst; weather radar 
 
 
As recognized in specialized literature (Werth, P, et al, 2016), prolonged periods of drought are 
positively correlated with the occurrence of intense hot fires, although several studies (e.g. Viegas and 
Simeoni, 2011) have also clearly linked extreme fire behavior (EFB) with fuel properties and 
topography. The Pedrogão Grande (PG) large fire occurred in central mainland Portugal, after several 
months of under average rainfall records (April was the driest since 1931) and above average 
temperatures. By late May, more than two thirds of the country were in a severe drought level, 
according to Palmer Drought Severity Index (IPMA, 2017, in portuguese). 
The PG large fire started during the early afternoon of the 17th June 2017. Less than one hour later, 
a second ignition originated a separate fire, a few kilometers far from the first location. By the same 
time, a multicell convective convective system (MCS) formed and started to propagate to the east-
southeast of the fire area, in a very hot and dry low troposphere environment. It was observed, both on 
radar and ground stations, that several convective outflows were produced by the MCS. As the 
meteorological system was propagating closer the fire, some gust front surges started to interact with 
it and, on a certain occasion, a first outstanding fire intensification was observed. It materialized an 
EFB, as confirmed by ground survey. As it happened, the fire went out of control and more than 50 
people were killed.
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For the study of this interaction between the atmospheric flow and the fire, there were used ground, 
weather radar and lightning detection network observations. Numerical model data were also 
considered. 
The area where the EFB occurred, referred to as PG fire area, is located in central mainland 
Portugal, as highlighted in Figure 1. Meteorological parameters from IPMA automatic weather stations 
(AWS) located in the fire area and surroundings (Figure 1) were analyzed, regarding air temperature, 
relative humidity and wind. The Tomar/Valdonas AWS was particularly important to validate a radar 
product that was used to diagnose the interaction. On the other hand, two C-band Doppler weather 
radars of the IPMA network were used (Figure 1). These were about 100 km far from the study area. 
The system installed to the north is a dual polarization (DP) radar, located at around 1100 m altitude 
(Porto radar, Figure 1). The system installed to the south is a single polarization system, located at 
around 200 m altitude (Lisboa radar, Figure 1). While the Porto radar did not perform observations 
below 1400 m altitude over the fire area, due to its large installation height, it was crucial in order to 
get a microphysical insight of the fire plumes, enabled by its DP capability. The Lisboa radar 
performed observations over the fire site, as low as 900 m altitude, although limited to single 
polarization moments. The real resolution of radar observations was about 1 km over the fire area, 
both in azimuth and range, matching a nominal cartesian resolution of the same magnitude. 
Reflectivity, Doppler velocity and several DP moments were used in this study. The analysis of the 
fire-atmosphere interaction evolution was mainly based on the use of single PPI’s and vertical sections 
of radar observations. The vertical sections were performed over a segment that is referenced to in 
Figure 1. Nine lightning detection sensors were accessed, 3 of them operated by IPMA and the 
remaining by AEMET (Spanish Meteo Service), installed close to the Portuguese border. The nearest 
4 of these 9 sensors are represented in Figure 1. 
The vertical thermodynamic structure of the atmosphere was analysed, both using observed 
atmospheric profiles (rawinsonde data from 08579 Lisboa station, 17th June, 12 UTC, not shown) and 
vertical profiles obtained from numerical model processing. From these, a vertical profile from 18 
UTC (19:00h, local time) from the Pedrogão Grande location (Figure 1) was extracted and discussed. 
 
Figure 1 - Parts of western Iberia a) and zoomed Pedrogão Grande Fire area b). a) Fire area (red square) zoomed in 
b), relevant automatic weather radar stations, 4 of the 9 nearest lightning used sensors and weather radar stations. b) 
terrain, important locations and roads, numerical model profile point (Pedrogão Grande), relevant fire ignitions at 
Escalos Fundeiros and Regadas; radar transect (A-B) segment referred to in the text. 100 km radar ranges are 
marked for reference. 
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By 13:00h local time, 17th June 2017, the ECMWF mean sea level pressure analysis was showing 
a high pressure system centered over southern England (Figure 2) and, to the south of it, a thermal 
trough pattern over western Iberia, in association with the typical Iberian thermal low. This was 
promoting a weak easterly flow over mainland Portugal. Offshore northern Morocco there was an 
upper level low, significant just above 700 hPa (not shown). During early afternoon, a cool air 
advection in the 700-500 hPa layer (not shown) that was driven by the stated high pressure system, 
and the strong low level heating, increased the atmospheric instability. By 16:00h local time, as shown 
by ECMWF data, a short forecast was showing some humidity convergence at mid levels over central 
mainland Portugal (Figure 3). 
 
Figure 2 - Mean sea level pressure (solid contours, 5hPa intervals) over northeast Atlantic; analysis adapted from 
Deutscher Wetterdienst, 13:00h, local time, 17th June 2017. 
 
Figure 3 - Relative humidity (color shaded, %) at 700 hPa over Iberia and northern Morocco, ECMWF forecast for 
16:00h, local time. 17th June 2017. 
A vertical atmospheric profile valid at 19:00h was derived from ECMWF short term forecasts 
(Figure 4), for a point located a few kilometers east of the fire perimeter. This profile showed a hot 
and dry low troposphere, resembling the classic “inverted V” profile, typical from dry downburst 
environments (Weisman and Klemp, 1986). Above 700 hPa the atmosphere was unstable. Total 
precipitable water was around 30 mm. This was consistent with an environment prone to high level 
based convection to the southeast of the fire area. 
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Figure 4 - SkewT chart (ECMWF profile) for the 
Pedrogão Grande area at 19:00h, local time, 17th June 
2017. Dry bulb air temperature (black curve, to the 
right), dew point temperature (blue curve, to the left) 
and parcel trajectory (dashed orange curve) are 
represented. Wind barbs at different levels also 
represented. LCL and LFC are depicted over the height 
scale. 
As revealed both by observations derived from the Lisboa radar scans and satellite imagery, a 
multicell convective system was propagating over central-southern mainland Portugal (Figure 5) 
during the afternoon of the 17th June. By 18:30h, the system was already entering a dissipating stage, 
clearly visible by a developed and extensive anvil, spawned for many thousands of squared kilometers. 
Its signature was remarkably visible on satellite, over the area where the fire was progressing (Figure 
5b). Nevertheless, by this time, the radar was showing several convective core signatures, consistent 
with the multicell nature of the convective system (Figure 5a). 
 
Figure 5 - a) Maximum returns of reflectivity (dBZ) for 18:30h, local time, Lisboa radar. Fire area marked with a red 
square (over the northern end of 100 km range). A large circular reflectivity pattern corresponds to an extensive anvil 
signature; b) High resolution visible MSG image for 18:15h, local time. Location Escalos Fundeiros (Fire area) is  
marked. 17th June 2017. 
As frequently observed, some atmospheric environments can be supportive of both wet and dry 
downbursts. On the 17th June the situation was of this type, in accordance with several reports and 
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records on film (not shown). This atmospheric environment, prone to downbursts did, in fact, develop 
several of these phenomena that were observed in a number of IPMA AWS and on Doppler radar. 
 
More frequently than recognized during the past decades, convectively-cooled air from small scale 
convective perturbations may impact the ground levels. Usually, the surface boundary (marked by a 
gust front) formed by the horizontal spread of such cooled air, does not play a significant role. 
Nevertheless, provided the required ingredients are in place, convective outflow boundaries may act 
as sources of secondary convection and even present hazardous conditions to aircrafts takeoff and 
landing. In extreme cases these outflows may generate large turbulent regime flows, especially in the 
area of the gust front, where sudden wind direction and intensity may be expected. These conditions 
may persist even at far ranges of the originating convective system. 
 
The atmospheric volumes where a convective outflow leading edge is propagating may, or may not, 
be favorable to the detection on a weather radar perspective. When scatterers, such as insects, are well 
distributed throughout the observational volumes, thin reflectivity lines and Doppler signatures 
(Klingle and Smith, 1987) may be detectable and allow the diagnostic of low level convergence lines 
(or shear lines) associated with the gust fronts. This was the case in the region located to the south and 
southwest of the multicell system (not shown), in an early stage, as the system was developing, still to 
the southeast of the fire area. However, radar reflectivity analysis may render useless if scatterers are 
poorly distributed in the observed volumes. Furthermore, Doppler velocity signatures of these gust 
fronts may also be very hard or impossible to identify, due to the lack of scatterers and the complexity 
of signatures, themselves. This unfavorable detection environment was found in the area located 
between the convective system cores and the fire location, just before the largest interaction took place. 
This fact required a non-standard approach.  
 
A fine tune calibration of a low level PPI of horizontal shear (azimuthal and radial shear) was 
performed, so that any shear lines propagating, eventually, over the fire area could be identified even 
in unfavorable conditions. This calibration was achieved using several AWS data located in the 
favorable detection area. If the validity of this non-standard radar product would be confirmed in the 
favorable detection area, its use during the afternoon of this day would be extended to the required 
unfavorable detection area. 
It was found an optimal fine tune situation by directly comparing a PPI of shear with a simultaneous 
PPI of reflectivity (Figure 6). In the example of Figure 6a the subjectively detected fine line of 
reflectivity, using space and time coherence criteria, is represented. In Figure 6b, over the horizontal 
shear field, a line showing space and time coherence on radar, matching the one already identified in 
Figure 6a, was represented. In this example, by 18:06h, the identified line was propagating westerly 
and very close, but still to the east, of the Tomar AWS (Figure 6). Meanwhile, just before 18:20h, the 
AWS observations, 10 minutes average, were showing a 2m air temperature over 40ºC and a relative 
humidity close to 20%, typical of the low level atmospheric environment of that day (Figure 7). Then, 
by 18:20h, a sudden temperature decrease and relative humidity increase started, followed by an 
easterly gust of 15 m/s, shortly after. This evolution was absolutely consistent with the propagation of 
a density current over the station. This calibrated horizontal shear field, tested against other ground 
observations (not shown) was considered as a reliable tool for the identification of the shear lines in 
hard observational conditions. 
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The diagnose of shear lines was especially difficult in the vicinity of the fire area, due to the stated 
lack of scatterers and to an unfavorable beam orientation of the Lisbon radar over there. In fact, to the 
southeast of the fire area, the beam was facing the main flow (from the east-southeast) at an 
unfavorable right angle. 
 
Figure 6 - Plane position indicator, 0.1º elevation, 18:06, 17th June 2017, Lisboa radar for a) reflectivity (-30 to 
>30dBZ), b) horizontal shear (radial and azimuthal) (0 to > 14,6 m/s/km). A shear line signature is marked with a 
dashed black line in a) and a dashed white line in c). Tomar AWS location is marked with a black dot. Fire plume 
area (low level) by 18:06, is marked with a red circle. Radar observations over the fire area are performed at 900m 
altitude (radar site to the bottom of the image). 
 
Figure 7 - Tomar/Valdonas AWS observations: 2m air temperature (red), 2m relative humidity (dark blue), 10 m wind 
gust (green), 17:00-20:00h, local time, 17th June 2017. The vertical shaded bar (18:25-18:45) signs the onset of the 
convective outflow over the AWS. 
 
 
The Lisboa radar was very helpful to follow up the fire-atmosphere interaction, at low levels. It 
performed observations as low as 900m altitude over the study area, where the average ground was 
about 400m. The lowest level PPI of reflectivity enabled the identification of relevant maximum 
reflectivity patterns. These, if showing vertical consistency with upper level PPI’s, were considered as 
fine identifiers of the approximate low level pyroconvective plume position (900m altitude). So, the 
fire-atmosphere interaction was, in fact, studied from a pyroconvective plume-atmosphere interaction 
perspective. Radar reflectivity is proportional to the first power of the number of scatterers in an 
observation volume and to the sixth power of their diameter. Thus, larger reflectivity values at low 
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levels are positively correlated with more intense burning processes at ground levels. Vertical sections 
using several PPI’s were also used. 
On the other hand, the Porto radar was used to diagnose the microphysics of the observed 
atmospheric volumes. During the more relevant pyroconvective plume-atmosphere interaction stage, 
as it will be shown, the plume made its way through the anvil of a convective system that was, then, 
in place above the fire. A distinction between the approximate boundaries of the smoke plume and the 
ones of the intervening meteorological system was crucial. A useful DP parameter, the correlation 
coefficient (ρhv), was used, as it is considered a fine particle type discriminator (Balakrishnan and 
Zrnic, 1990). It corresponds to a correlation coefficient, in time series, between horizontally and 
vertically polarized echoes. Recently (Lang et al, 2014; LaRoche and Lang, 2017) it was found that a 
mixture of fire ash and rimed ice uses to show ρhv values larger than or equal to 0.8, whereas pure ash 
uses to feature ρhv values lower than 0.8. So, it was roughly considered that volumes presenting ρhv 
values less than 0.8 were typical from the dry pyroconvective plume. 
 
The PG fire started by 14:30h, near Escalos Fundeiros (Figure 1). A second ignition occurred close 
to Regadas Cimeiras (Figure 1), reported by 15:40h and originating a separate fire, less than 3 km apart 
from the first location. By this time the low level wind was weak and blowing from the northwest, as 
revealed by video camera recordings and AWS stations (not shown). As mentioned before, a multicell 
convective system started to propagate over central-southern mainland Portugal by this time. 
During the first few hours of this stage, the fire-atmosphere interaction did not produce remarkable 
effects. After 18:00h, though, the approaching convective system started to increase its influence, as a 
stronger southeast flow, at low levels, became predominating. Several fire intensifications were, then, 
observed on radar, as the fire plume pattern showed transient, although not very spectacular, increase 
on its reflectivity and vertical extension (not shown). These intensifications were also confirmed by 
ground survey (Viegas et al., 2017, in portuguese) and video camera recordings.  
 
Radar observations have shown that the pyroconvective column, inspected along the transect 
segment marked in Figure 1, started to suffer a huge growth by 19:20h (Figure 8) having peaked by 
19:50h (Figure 9), as it topped at 12500 m altitude. During this outstanding development, it is perfectly 
illustrated in Figure 10 that the pyroconvective column (ρhv values < 0.8, in greenish color), made its 
way through the convective system deep anvil (ρhv values > 0.8, in yellowish color). The anvil was 
more than 3000m below the one of the column top (Figure 8). 
 
Figure 8 - Vertical cuts on reflectivity (-30 to >34 dBZ), Lisboa radar, June 17th 2017 (19:00h-19:30h). Section is 
along the segment marked in Figure 1, observer looking from the south (horizontal double lines mark the transect 
itself). Black arrow represents the plume location at 900 m altitude. Black contour represents 0.8 ρhv value (dry 
smoke threshold). Vertica/horizontal scales, 5 km discretization. 
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Figure 9 - Vertical cuts on reflectivity (-30 to >34 dBZ), Lisboa radar, June 17th 2017 (19:40h-20:10h). Section is 
along the segment marked in Figure 1, observer looking from the south (horizontal double lines mark the transect 
itself). Black arrow represents the plume location at 900 m altitude. Black contour represents 0.8 ρhv value (dry 
smoke threshold). Vertical/horizontal scales, 5 km discretization. 
 
Figure 10 - Vertical cuts over the correlation coefficient field (0 to1), Porto radar, June 17th 2017 (19:40h-20:10h). 
Section is along the segment  marked in Figure 1, observer looking from the south (double lines mark the transect 
itself). Black arrow represents the plume location at 1100 m altitude. Greenish colors  represent ρhv < 0.8 (dry 
smoke threshold). Vertica/horizontal scales, 5 km discretization. 
The atmospheric volumes upwind of the fire area were inspected using radar observations, starting 
at a considerable time before the observed fire behavior modification. These observations 
corresponded to the calibrated horizontal shear product (see 4.2). Using this product, no coherent shear 
lines were identified on radar between 18:10h and 18:50h. However, by 18:56h, a shear line was 
detected, to the southeast of the fire (Figure 11a; the fire area for reference is the one of the low level 
fire plume area observed on radar by 19:16h). By 19:06h and 19:16h this line and another one, to the 
northwest of it, could be identified, while propagating towards the fire area (Figures 11b, c). By 19:26h 
the first detected shear line became more visible (Figure 11d) and by 19:36h could be clearly identified 
over a larger area (Figure 11e). More shear lines were detected to the southeast of the fire area, 
especially by 19:36h, although less defined (not marked). 
All these shear lines resemble the ones previously mentioned (section 4.2) and propagated to the 
west/northwest, in a direction coherent with a divergent outflow, or outflows, emanated from a 
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downburst, or downbursts, that were generated on the multicell system that was propagating from the 
southeast, towards the fire area. It is considered that these lines were directly associated with gust front 
surges that interacted with the fire. 
While these shear lines were propagating at low levels, the fire was evolving on the terrain. As 
revealed by a detailed study (Viegas et al., 2017, in portuguese) it was verified that by 19:30h and 
slightly before, the two fires (Escalos and Regadas) were still separated, but with the corresponding 
fronts very closely organized. Two separate fire columns existed at that time, according to available 
photos (Viegas et al., 2017, in portuguese). According to the same study, the fires merged shortly after 
19:30h and an EFB has started. 
 
Figure 11 - Plane position indicator, 0.1º elevation, 18:56h-19:36h, local time, 17th June 2017, Lisboa radar, for 
horizontal shear (radial and azimuthal, m/s/km). Shear line signatures are marked with black dot dash lines. Fire 
plume area (low level) by 19:16h reference, is marked with a red circle. Radar observations over the fire area are 
performed at 900m altitude (radar site to the bottom of the images). 
The pyroconvective plume position, at 900m altitude, was identified by its radar reflectivity 
maximum values (section 5.). Since these are positively correlated with the corresponding fire 
intensity, the time evolution of those maximum was followed, between 17:00h and 19:50h. Figure 12 
shows that there were several fluctuations during the considered period. But the fact is that from 17:00h 
to 19:06h the fluctuations were not very impressive. They were consistent with the already mentioned 
fire intensifications, confirmed by ground survey and video camera recordings, during the same period 
(Viegas et al., 2017, in portuguese). However, between 19:06h and 19:16h, it was observed a huge 
increase in the maximum reflectivity values, sustained afterwards and consistent with the onset of an 
EFB. In fact, taking into account that the average value of the plume maximum reflectivity increased 
from 21 dBZ, before the interaction, to 34 dBZ, after it (Figure 12) and that this unit is logarithmic, 
this increase rises to several orders of magnitude if linear units are considered. This 10 minute period 
was the first in which two shear lines (representing gust front surges) were detected very close to the 
fire area (Figure 11c). This interaction, by 19:16h, was in place 15 minutes before the reported fires 
merging and was seen as a cause for the two fires intensification, a forcing element that drove an 
increase in their rate of spread and, ultimately, to their merging, slightly after 19:30h. Afterwards, an 
EFB occurred, and an enormous area was burned in a few minutes. 
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Figure 12 - Pyroconvective plume maximum reflectivity values (dBZ) at 900m altitude, 17:00h-19:50h, 17 June 2017, 
Lisboa radar observations. The horizontal dashed segments represent average values during 17:00h-19:10h – 21 dBZ 
- and 19:15h-19:50h – 34 dBZ. The difference between 21dBZ and 34 dBZ, logarithmic units, are several orders of 
magnitude in original (not represented) linear units. 
 
 
This study has treated a case in which a multicell convective system, propagating in a very hot and 
dry low troposphere environment, revealed to be a prolific downburst producer. This system 
propagated from the southeast, towards a forest fire, that was in place over central mainland Portugal. 
The fire initiated by 14:30h, local time, of 17th June 2017. A second ignition produced another fire, a 
few minutes later, less than 3 kilometers far from the first ignition. The fire area was, initially, under 
a weak low level flow but, as the convective system approached, this flow intensified and several 
interactions with the fire were observed. No significant interactions occurred before 19:10h according 
to radar analysis. However, from 18:50h onwards, several shear lines were detected at low levels, 
propagating upwind of the fire and towards it (Figure 13). These lines were coherent with divergent 
outflows emanated from a downburst, or downbursts, generated on the convective system. This study 
showed that the lines corresponded to gust front surges that started to strongly interact with the fire, 
about 15 minutes before the observed fire behavior modification, so around 19:15h. These first gust 
front surges were considered as an important factor for the fires intensification and, in the end, for their 
merging, after 19h30. 
 
Figure 13 - Pedrogão Grande Fire area (zoomed in, 
Figure 1). Terrain, important locations (CP- 
Castanheira de Pera, RE – Regadas, EF – Escalos 
Fundeiros, PG – Pedrogão Grande and  FV – Figueiró 
dos Vinhos) and roads, relevant fire ignitions (EF and 
RE); radar transect (A-B) referred to in the text. Fire 
fronts position estimated by 19:30h and 20:30h (adapted 
from Viegas et al, 2017) marked in black contour. Shear 
line, as detected on radar, time stamped in blue color. 
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As the fires merged, an EFB started and a large area was quickly burned. This EFB was conceptually 
explained on another study (Viegas et al., 2017, in portuguese). The topography of the area in between 
the fire front position estimated at 19:30h, and the N236 road, shows two canyons, clearly visible 
(Figure 13). The relative orientation of the gust fronts in respect to these canyons, suggests a small 
angle between the predominant gusty winds of the outflow (from the southeast, roughly at right angle 
to the gust fronts) and the canyons orientation. This may have contributed to locally intensify the flow 
and, thus, foster the interaction with the fire. 
The complex interaction phenomena between the flow and the fire, was not limited to this first fire 
blowup. By 20:00h-20:10h a sudden decrease of the pyroconvective plume top was noticed on radar. 
This decrease, resembling a downburst of the smoke plume itself, is still of undetermined origin. 
According to weather radar data analysis, this phenomenon produced another activation of the fire and, 
as a consequence, a 13000 m altitude convective plume was produced in a very short time period. This 
convective plume collapse and consequent pyroconvection activation will be object of another study. 
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Abstract 
Burned area (BA) estimates based on moderate resolution (500 meters) MODIS instruments show that 
globally, 3,500,000 hectares burns each year. MODIS has difficulty capturing fires smaller than 25 ha and 
studies estimate this lost variability up to 24%. These estimates are highly uncertain.  
We use burnt area from the Sentinel 2 Small Fire Database (SFD) at 20m spatial resolution for six tiles 
(5x5º) in northern hemisphere Africa in areas that burn frequently. We find that in large fires (>100 ha), 
MODIS (MCD64) and SFD show a reasonable agreement (92%). However, MODIS misses most small fires 
(<25 ha) that add an additional 37% area burnt. SFD reveals a total burnt area that is 50% higher than MODIS 
for the studied areas.  
We then calculate fire emissions from the SFD and we compare to the Global Fire Emissions Database 
GFED4 and GFED4s. The contribution of small fires in terms of total burned area and emissions has been 
significantly underestimated and we find emissions up to 56% higher than GFED4 and 37% higher than 
GFED4s for this regions. This analysis highlights the importance of accounting for small fires for both burned 
area and fire emissions. 
 
Keywords: Sentinel 2, MODIS, small fires, burned area, emissions 
 
 
Fire is one of the most important factors in the ecosystem disturbance. It affects to the landscape, 
vegetation structure, biodiversity and also to humans (Kloster et al. 2012; Mouillot et al. 2014). As a 
result of the combustion, greenhouse gasses are emitted to the atmosphere being an important part of 
the carbon cycle making alterations to the atmospheric composition and hence affecting to the climate 
(van der Werf et al. 2010).  
Because of these reasons fire disturbance is considered one of the Essential Climate Variables 
(ECVs) by the Global Climate Observing System (GCOS) (Bojinski et al. 2014). In this context, there 
are multiple agencies, projects and studies that focus on the cartography of burned areas in order to 
assess the impact of fires and to provide reliable information to the climate modelling community 
based on remote sensing data. One of them is the Fire_cci project, carried out by the European Spatial 
Agency in the frame of the Climate Change Initiative (CCI) program (Hollmann et al. 2013). The 
Fire_cci main objective is to elaborate global burned area maps in long time series.  
There are a wide variety of sensors and methods to estimate the burned area. The traditional 
approach to provide global burned area mapping is by the use of moderate resolution images such as 
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Advance very high resolution radiometer (AVHRR) (Riaño et al. 2007), VEGETATION (Tansey et 
al. 2008), Moderate Resolution Imaging Spectrometer (MERIS) (Alonso-Canas and Chuvieco 2015) 
or Moderate Resolution Image Spectroradiometer (MODIS) (Chuvieco et al. 2018; Giglio et al. 2006; 
Roy et al. 2008). The products developed by these sensors have been widely used to make emissions 
estimations (Chuvieco et al. 2016; Giglio et al. 2013; Van Der Werf et al. 2017), analyze the human 
impact on fire (Hantson et al. 2015) or to study the fire regimes (Archibald et al. 2010). 
One of the drawbacks of these products is the high omission mainly related to the spatial resolution 
of these products (1km to 300m). The influence of the small fires have been studied (Randerson et al. 
2012) in terms of the total burned and carbon emitted, concluding that it represents a significant part 
of the total burned, but there is uncertainty around these estimations. Nowadays, thanks to the advances 
in computing science and the new generation of high-resolution satellite images such as Landsat or 
Sentinel 2 (10-30 meters resolution) is possible to provide better estimations of fire impact.  
There are several studies that perform burned area based on Landsat (Bastarrika et al. 2014) or 
Sentinel  (Fernández-Manso et al. 2016; Huang et al. 2016), but none of them have been applied to a 
continental scales or to a long time period. In this frame, the Fire_cci project has developed a new 
product named Small Fire Database (SFD) using Sentinel 2 images. The database extent covers the 
African continent in 2016 at 20 meter resolution and is planned to be released in the next months.   
The objective of this paper is to analyze the potential of the SFD in six different 5x5° regions of the 
north of Africa using the first version of the database that only comprises the first nine months of the 
year. A comparison with the MCD64 product was performed in terms of total burned area, fire size 
distribution, and emissions performed by the Global Fire Emissions Dataset (GFED) (Van Der Werf 




The MCD64 product provides the burned information extracted from MODIS reflectances from 
Terra and Aqua at 500 meter resolution (Giglio et al. 2009). This product is available from November 
of 2000 until now in monthly layers and encodes the day of burned together with the uncertainty for 
the burned pixels. In general terms, the product detects the burned area using a temporal composites 
of vegetation indices based on the shortwave infrared (SWIR) wavelength applied to a temporal series. 
The algorithm also uses the active fire information from MODIS to characterize the burned signal and 
to extend the segmentation to the whole image, making the thresholds able to regional adaptation and 
hence to multiple fire conditions. 
One of the most widely used emission product is GFED (Van Der Werf et al. 2017) that is 
extensively used for climate, atmospheric and biochemical modelling (Aouizerats et al. 2015; 
Schwietzke et al. 2016). In this frame, the MCD64 product is one of his main source of information 
used to perform the emissions estimations from the forest fires. GFED use the CASA (Carnegie–
Ames–Stanford Approach) to derive the ecosystem productivity through the use of remote sensing 
data for finally produce a global estimation of carbon emissions and other trace gases. There are 
different versions of this database, the last versions are GFED4 and GFED4s. Both use MCD64 as 
burned area input, but GFED4s also include an estimation of the burned fraction caused by the small 
fires. This estimation comes from the influence of the active fires that have enough sensitivity to detect 
fires below of their original resolution.  
The SFD uses Sentinel 2-MSI data at 20 meter resolution to estimate the burned area in Africa 
(Roteta et al. 2018). It has been applied in the north of Africa for the nine first months of 2016 in a 
first phase, but the processing chain has been extended for the entire year and continent. Here a 
selection of six different study areas (Figure 1) were selected to test the potential of the database.  
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Figure 1 - Locations of the study area  
The algorithm derives the burned area using a hybrid multitemporal approach classifying pairs of 
images from the available images. The structure of the algorithm has three different steps. First, a 
group of burned area indices were performed. After that an initial segmentation of the image using 
those indices to derive an early burned area. This result is crossed with the active fire observations in 
order to extract some high probability burned pixels or seeds. The seed is introduced in a probability 
distribution function of two different indices normalized burned ratio (NBR) and the mid-infrared 
burned index (MIRBI). Finally following the distribution function the pixels are classified using a 
certain threshold.  
This version SFD have been validated following a systematic sampling scheme using 27 test areas. 
The perimeters were generated in a first step using a semiautomatic burned area mapping tool 
(Bastarrika et al. 2014) to finally perform a visual analysis to guarantee the quality of the data. The 
way to obtain the burned area from the test perimeters was de same used in the Fire_cci project (Padilla 
and Chuvieco 2014; Padilla et al. 2015) and follows the CEOS-CalVal protocol. The results obtained 
in the validation shows a commission error of 7.3% while omission is 18.4%, further details are shown 
in Roteta et al (2018). 
 
To carry out the comparisons at pixel level the MCD64 collection 6 were used. MODIS products 
are developed under the observations of two different satellites (Terra and Aqua), thus the revisited 
period is significantly higher (twice per day) than the one used by the SFD (once per ten days). Because 
the temporal resolution, pixels that have a contiguous day of burned can be considered a single fire 
event and the changes in the day of burned are due to the fire spread (Archibald and Roy 2009). To 
separate individual fires for MODIS a flood algorithm was used to connect fires that have a spatial 
connectivity in a 3x3 window within a temporal frame of four days. Once this process is over, the next 
step is to individualize the fires labelling each one with a unique value performing at the same time 
the fire size. To do so pixels with a similar day of burned connected by 3x3 window are considered 
one single event. The fire size was divided in 7 different ranks: 0.04 ha, 0.04-1 ha, 1-5 ha, 5-25 ha, 25-
50 ha, 50-100 ha, >100 ha.  
For the emissions estimation, the SFD was converted to 0.25° summarizing the total amount of 
burned area for each grid cell. This information was used to replace the source of burned of the GFED 
model, which used to be MCD64 collection 5. The emission was performed for three databases SFD, 
GFED4, and GFED4s using the same parameters to make able the comparison. 
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The next figure shows the amount of burned area observed in the six test areas ordered by fire size.  
 
Figure 2 - Total burned by size for the six test areas.  
The total burned observed for MCD64 is 47% lower than the estimations through SFD. The fires 
below the MODIS resolution represent the 37% of the total burned. SFD also detect more burned area 
between 25-100 ha, while for fires bigger than 100 ha MODIS detect slightly more burned area.  
Figure 3 shows the fire counts for single fire events for both products. SFD shows a higher number 
of fires in all the range size including the >100 fire size. The number of fire counts shows an 
exponential trend where the maximum is reached with fires between 0.04-1 ha.  
 
Figure 3 - Number of individual fires for MCD64 and SFD 
The next figure shows the total burned observed for the three fire databases along the year. The 
observed trends are similar for all products but the amount of burned area not, being SFD the database 
that shows more followed by GFED4s and GFED4.  
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Figure 4 - Burned area distribution for SFD, GFED4 and GFED4s. 
The total burned area founded by SFD is 57% higher than for GFED4 and 43% more than GFED4s. 
The higher differences are observed after the fire season in January, especially in February and March. 
The emissions derived from these burned area databases are shown in figure 5. The observed trends 
are similar to those observed in burned area. The amount of carbon emitted by SFD is 56% higher than 
GFED4 and 37% in comparison with GFED4s.  
 
 
Figure 5 - Emissions for SFD, GFED4 and GFED4s 
 
 
This study analyzes six different tiles of the new SFD produced by the Fire_cci project. We 
compared the SFD at pixel level with the standard product MCD64 collection 6 in terms of total 
burned, number of fires and fire size distribution. We derive emissions at 0.25° grid using the GFED 
model and we show a comparison between SFD, GFED4 and GFED4s. 
The results obtained in the comparison at pixel level reveal that there is a significant difference 
between the SFD and MCD64. Those differences represent almost the 50% of the total burned. 
Between both products, there is an agreement solely in the big fires (>100 ha) with only 8% difference. 
For the rest of the fire sizes, MODIS detects less burned area even above the minimum resolution that 
the sensor can detect (25-100 ha). The total burned area is 29% less than for the Sentinel product for 
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these fire intervals. The underestimation of the MCD64 product is related in part to the influence of 
the small fires but also with the mixed signatures that comes from other surface reflectances.  
In terms of number of fires the SFD detect more in all the observed intervals, even in the biggest 
fire range where MCD64 shows more burned area. This indicates that the SFD shows smaller and 
more fragmented fires than MODIS because of the resolution effect. The smallest fire categories (0.04-
1 ha) represent less than the 10% of the total burned, but in number of fires are the 84% of the total 
fire events. In this context, small fires (<25 ha) are 98.8% of the total ignitions and group 37% of the 
total burned area with events of 0.04-1 ha being the most common fire size (53% of the total). 
The differences in amount of burned area between GFED4 and SFD is 57% while for GFED4s is 
43%. For GFED4 the differences are higher than the observed at pixel level (50%) because this model 
uses the data provided by the collection 5 instead of the sixth from the MCD64. Furthermore, when 
including small fires in GFED (GFED4s), the emissions are still lower than from the SFD. Those 
differences, located mainly between February and May, are related with the sensitivity of the active 
fire observations. GFED4s estimates the contribution of the small fires using the fraction of hotspots 
that are located out of the burned area from the MCD64. The basic principle is that the active fires 
observations are more sensitive to fires than their native resolution. That approximation is a result of 
a statistical analysis, while SFD is purely based on higher resolution observation. The differences in 
terms of emissions between the analyzed products are slightly lower than the one founded in burned 
area. Emissions are dependent on other factors like the biomass or land cover. In this case, the 
estimations provided by GFED4s are 6% closer to the SFD than the burned area approximation.  
Despite this study is limited in temporal and spatial extent, the results confirm the evidences of 
other researches (Randerson et al. 2012) that small fires have a significant impact in terms of burned 
area and emissions. To better characterize the role of the small fires and their influence on climate, 
further efforts to develop long time series of high resolution burned area maps are vital.  
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Climate and weather are major drivers of fire activity in Portugal. We present CeaseFire, a new website 
designed to provide the user community in Portugal with relevant real-time information on fire activity and 
meteorological fire danger. 
CeaseFire aims at linking academia with practice within the fire community at large by providing easily 
accessible and simple to use products that are customized to specific user needs. Products supplied include 
the set of indices that integrate the Canadian Fire Weather Index (FWI) System, classes of fire danger, 
seasonal outlooks, hourly forecasts and information for prescribed burning. The number of registered users 
of the platform is currently up to 650 users that include forest managers, firemen and civil protection officers, 
personnel from municipalities, academic researchers and private owners. Received positive feedbacks and 
suggestions for other products reflect the success of the project. 
Since its beginning, in March 2016, CeaseFire has been sponsored by The Navigator Company and has 
the institutional support of the Portuguese Authority for Forests (ICNF). 
 
Keywords: fire danger, megafires, fire management, fire meteorology, web platform 
 
 
Severe wildfires in Mediterranean Europe have strong impacts and adverse effects at the social, 
economic, ecologic and environmental levels that include the destruction of property, the loss of 
human lives, the degradation of the landscape and the emission of greenhouse gases (Amraoui et al., 
2015). The last fire season of 2017 is a tragic example with about 500 thousand hectares of burned 
area and 116 deaths in the fire events. Moreover, according to the different scenarios of future climate 
in the Mediterranean, there is a high probability of such extreme events to become more frequent 
(Flannigan et al., 2013; Mori and Johnson, 2013) embedded in a clear increment of the expected 
average burned area in all western Iberia (Sousa et al, 2015).  
The Mediterranean region is responsible for up to 85% of burned area in Europe (San-Miguel-
Ayanaz et al., 2013) and Portugal, in particular, presents the highest score of fire occurrences in the 
Mediterranean Basin (Pereira et al., 2005). According to the official records of Instituto de 
Conservação da Natureza e das Florestas (ICNF), the Portuguese Authority for Forests, 4,416,981 
hectares have burned in Continental Portugal during the period 1980-2017. 
Like in Mediterranean Europe, fire activity in Portugal is a natural phenomenon linking climate, 
humans and vegetation (Lavorel et al., 2007, Costa et al., 2010). The rainy and mild winters that are 
followed by dry and warm summers tend to make the vegetation stressed and prone to the occurrence 
of severe fire events, their spread and ignition being enhanced by the high temperature, strong wind 
and low relative humidity during summer (DaCamara et al., 2014, Ruffault et al. 2016). The two 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools 
 
Advances in Forest Fire Research 2018 – Page 942  
 
most important factors for fire occurrence in Mediterranean Europe are of anthropogenic and 
environmental origins. The first one is the main cause of ignition, reaching 95% of all cases (San-
Miguel-Ayanz et al., 2013) whereas the most significant environmental factors are weather, fuel 
availability and topography (Costa et al., 2010). 
There is therefore a growing demand for the operational availability of a suite of products related 
to fire danger and specifically tailored to the needs of the fire community that will allow decision 
makers taking better decisions and adopting more adequate measures to mitigate fire damage. We 
present CeaseFire, a new web platform designed to provide the user community in Portugal with 
relevant real-time information on fire activity and meteorological fire danger. 
 
 
The CeaseFire website (http://idlcc.fc.ul.pt/CeaseFire/index.php) was created in March 2016 with 
the aim of providing an area where researchers at Instituto Dom Luiz (IDL) could exchange 
knowledge, data and scientific work with other universities and specialized entities. Since its 
beginning, the platform has relied on information provided by EUMETSAT Satellite Application 
Facility on Land Surface Analysis (LSA SAF), based at the Portuguese Weather Service (IPMA), that 
operationally disseminates a suite of products related to fire activity and meteorological fire danger 
(Trigo et al., 2011). 
 
As shown in Figure 1, CeaseFire is organized into four main areas: 1) User; 2) Danger; 3) Prescribed 
Fire; and 4) Data Download. Currently users have access to values of meteorological parameters and 
to indices of fire danger, to an interactive display of weather and fire danger maps, to an historical 
archive of data and maps and to information related to fire management activities such as prescribed 
burning in eucalyptus, pine and bush areas. Available information at the website covers mainland 
Portugal and ranges from five days prior to the current day up to the next 72 hours. 
 
Figure 1 - Overall structure of the CeaseFire webpage 
 
This area is devoted to the customization to specific needs of each user, from changing password 
for access to the website up to specifying types of pop-up alerts (e.g. an active fire close to his 
property). 
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This area is the core of the CeaseFire platform and provides information about fire danger to assist 
the user on fire prevention and planning and on firefighting actions during a fire event. Information is 
available both as numeric data and as maps with customized information for different types of users. 
Active fires may be also displayed on maps in real time as identified by Meteosat, a geostationary 
satellite operated by EUMETSAT that provides information about location and energy released every 
15 minutes (Trigo et al., 2011; Wooster et al., 2015) or as retrieved from the database of the Portuguese 
Civil Protection Authority (ANPC). 
The Danger Area is organized into seven subareas: 
a)  Canadian System 
This subarea provides data and interactive displays of maps of the six components of the Canadian 
Fire Weather Information (FWI) System (Van Wagner, 1974) as supplied by the LSA SAF based on 
forecasts provided by the European Centre for Medium-Range Weather Forecasts (ECMWF). As an 
option, contour lines of indices may be superimposed on a coloured background (Figure 2, left panel) 
providing information about the spatial distribution of percentiles of the records for the chosen day in 
the last 38 years (1979-2017). When a pixel is selected on the map, information about the chosen 
location is provided together with numeric information for all indices and a time series is displayed of 
the chosen index and respective percentiles for the past five days and the next two (Figure 2, right 
panel). 
 
Figure 2 - FWI on 15 June 2018 over the climatological background (left panel) and information about fire danger at 
a chosen location (right panel). 
b) Fire Danger 
This subarea provides interactive displays of maps of classes of fire danger (Figure 3) as obtained 
from a statistical model that uses historical information about fire events together with current 
meteorological conditions (Pinto et al., 2018) as well as displays of maps of classes of potential of 
ignition and aftermath that were empirically derived from systematic analyses of past fire events 
(Fernandes et al., 2015). 
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Figure 3 - As in Figure 2 but for classes of fire danger and active fires from satellite and ANPC (left panel) and 
information at a chosen location about fire danger, potential ignition and aftermath (right panel). 
c)  Hourly Data 
This subarea provides animated displays of maps with hourly forecasts of meteorological 
parameters as obtained from the WRF mesoscale model (Skamarock et al., 2008) as well as forecasts 
of hourly FWI that resulted from a novel procedure that integrates hourly meteorological data with 
meteorological conditions at 12 UTC from the two previous days (Figure 4). 
 
Figure 4 - Hourly FWI on 16 June 2018 (left panel) and daily cycles of hourly FWI at a chosen location (right panel). 
d) Alerts 
This subarea contains customized levels of alerts where the user can define the area of interest, the 
ranges of meteorological variables, indices and classes, and the number of levels and their meaning. 
Currently this area is restricted to the staff of The Navigator Company and information provided 
consist of maps with four degrees of alerts at the level of municipality and/or property. Besides the 
availability on the platform, this information is sent by e-mail on a daily basis to the supervisors in 
order to assist them in defining what kind of tasks are to be allowed in order to minimize the danger 
of originating an uncontrolled fire (Figure 5). 
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Figure 5 - Alerts at the level of the properties of The Navigator Company on 15 June 2018. 
e)  Seasonal Outlooks 
This subarea provides graphical information about the likelihood of having a severe or weak fire 
season (in terms of expected burned area) for different regions of Portugal (Figure 6), as derived from 
a statistical model based on long-term indicators of fire activity (Nunes et al., 2014). Seasonal outlooks 
(for July-August) are computed starting on April 1 of each year and updated on a daily basis. For each 
region, the daily energy released by active fires as detected by satellite is also provided. 
 
Figure 6 - Seasonal outlook for region 3 and for the year of 2017 (green line) and for the severe year of 2005 (red 
dotted line), reference threshold (orange line) and daily energy released in GJ by active fires detected from satellite 
(blue columns). 
f) Historical Archive 
The historical archive contains daily maps of all indices of the Canadian FWI System and of classes 
of fire danger since July 15, 2015, together with information of location and energy released by active 
fires detected from satellite. (Figure 7) 
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Figure 7 - Historical information about classes of fire danger and active fires detected from satellite on 18, 19 and 20 
August 2017. 
g) Mediterranean Europe 
This subarea provides regional maps with forecasts of meteorological fire danger for the current 
day and the next two days over Mediterranean Europe as derived from the LSA SAF fire products 
(Figure 8). A similar product is also available at the LSA SAF website (http://lsa-saf.eumetsat.int/). 
 
Figure 8 - Classes of fire danger in Mediterranean Europe on 15 June 2018. 
 
This area contains interactive displays of maps (Figure 9) with information allowing to define 
optimal windows of opportunity to perform activities related to prescribed burning in areas of 
eucalyptus, pine and shrub. Information is also provided, at any location selected by the user, about 
values of the Canadian FWI System and their role on the choice of the class of prescribed burning 
(Fernandes, 2018). 
A special area for accredited technicians is now being developed providing hourly data for the day, 
time and location of the burning in return of real hourly data measured in the location. In the end, the 
technician receives an automatic report of the activity, a mandatory requirement to grant these users 
the possibility to proceed  doing these activities. 
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Figure 9 - Classes of prescribed fire on 15 June 2018 (left panel) and indices of fire danger at a selected location 
(right panel). 
 
This is a restricted area for download of information about meteorological parameters and all 
indices of the Canadian FWI System. 
 
 
A first version of a mobile application for Android has been released to restricted users and is 
currently being tested. This APP aims at providing in a more efficient way information assisting the 
users in making decisions on fire management and combat. Information released includes daily alerts, 
maps of fire danger, ignition potential and aftermath for the day and the two following days, and 
location of active fires in real time provided by ANPC and satellite (Figure 10). 
 
Figure 10 - Screenshots of the recently released APP: login area (left panel), active fires (central panel) and classes of 
fire danger (right panel). 
Several improvements are currently being introduced to the APP and, in the next release, the 
location of the mobile phone will be identified via GPS and information will be provided about the 
location of active fires within a radius of 50 km (Figure 11). Hourly information about meteorological 
variables (temperature, wind speed and direction, humidity) and components of the Canadian FWI 
System will also be provided for each of the identified active fires. 
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Figure 11 - As in Figure 9 but for the new features of the next release of the APP. 
 
 
Since its starting, in March 2016, the CeaseFire website has been sponsored by The Navigator 
Company, a leading force in the global pulp and paper industry and has received institutional support 
from the Portuguese Authority for Forests (ICNF). The number of registered users has been steadily 
increasing and is currently up to about 650 users from a wide range of backgrounds that include forest 
managers, firemen and civil protection officers, personnel from municipalities, academic researchers 
and private owners. 
The feedback from the users about the currently available products and the interest shown in the 
development of new ones is a measure of the usefulness of the CeaseFire platform, filling the gap 
between the scientific community and the fire community at large. This link between academia and 
practical users has shown to be beneficial for both sides. On the one hand, the user community has 
access to products derived using state of the art procedures and tailored to their specific needs; on the 
other hand, product developers are challenged by users to deliver new products, improve the existent 
ones and even extend applications to other fields like plague and pest control. 
 
 
Main research is in the framework of Brazilian Fire-Land-Atmosphere System (BrFLAS) Project 
financed by the Portuguese and Brazilian science foundations, FCT and FAPESP (project references 
FAPESP/1389/2014 and 2014/20042-2) and of EUMETSAT Satellite Application Facility for Land 
Surface Analysis (LSA SAF) Project. Part of research was supported by The Navigator Company in 
the framework of the CeaseFire platform. Research by Sílvia A. Nunes was supported by a grant in 
the framework of Project “Fire Early Warning System in Mozambique” (World Bank Group Contract 
7184114). Research by Miguel M. Pinto was supported by the Portuguese Science Foundation (FCT) 
through PhD grant PD/BD/142779/2018. 
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Abstract 
In this paper, we present an integrated wildland fire forecasting system based on combining a high 
resolution, multi-scale weather forecasting model, with a semi-empirical fire spread model and a prognostic 
dead fuel moisture model. The fire-released heat and moisture impact local meteorology which in turn drives 
the fire propagation and the dead fuel moisture. The prognostic dead fuel moisture model renders the diurnal 
and spatial fuel moisture variability. The local wind and the fuel moisture variation drive the fire propagation 
over the landscape.  
The sub-kilometer model resolution enables detailed representation of complex terrain and small-scale 
variability in surface properties. The fuel moisture model assimilates surface observations of the 10h fuel 
moisture from Remote Automated Weather Stations (RAWS) and generates spatial fuel moisture maps used 
for the fire spread computations. The dead fuel moisture is traced in three different fuel classes (1h, 10h and 
100h fuel), which are integrated at any given location based on the local fuel description, to provide the total 
dead fuel moisture content at the fire-model grid, of a typical resolution of tens of meters.  
The fire simulations are initialized by a web-based control system allowing a user to define the fire 
anywhere in CONUS as well as basic simulation properties, such as simulation length, resolution, and type 
of meteorological forcing for any time meteorological products are available to initialize the weather model. 
The data is downloaded automatically, and the system monitors execution on a cluster. The simulation results 
are processed while the model is running and displayed as animations on a dedicated visualization portal.  
 




As the resolution of the weather forecasting models increases, the fire-atmosphere interactions and 
smoke plumes that had to be treated as sub-grid-scale processes requiring a simplified treatment 
through external parameterizations become explicitly resolvable on fine model grids. Thanks to 
improved computational capabilities, operational applications of coupled-fire atmosphere models have 
become increasingly feasible. The rapid increase in the resolution of numerical weather prediction 
products observed over recent years has opened new avenues for development and implementations 
of integrated systems (e.g. WRF-SFIRE-CHEM; Kochanski et. al., 2016) that resolve in a fully 
coupled way fire progression, plume rise, smoke dispersion, and chemical transformations. In this 
paper, we present an integrated wildland fire forecasting system based on a high-resolution, multi- 
.
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scale weather forecasting model coupled with a semi-empirical fire spread model and a prognostic 
dead fuel moisture model. 
 
 
The core of this forecasting framework is WRF-SFIRE (Mandel et al., 2009, 2011, 2014a), which 
is a coupled fire-atmosphere model based on the Weather Research and Forecasting model (WRF; 
Skamarock et al., 2008) and the Rothermel (1972) fire-spread model implemented using a level set 
method to evolve the fire front on a Eulerian grid in time. WRF-SFIRE evolved from CAWFE (Clark 
et al. 2004) and it has been a part of WRF release as WRF-Fire since 2011 (Mandel et al. 2011; Coen 
et al 2013). WRF-Fire was recently selected as foundation of the Colorado Fire Prediction System 
(CO-FPS) and the level set method in WRF release was improved (Muñoz-Esparza et al. 2018). 
Fire-emitted heat and moisture fluxes computed at the fire mesh are integrated into WRF’s coarser 
mesh. The fluxes affect the atmospheric state, thereby changing local winds that drive fire propagation 
(Mandel et al. 2011).  
 
Figure 1 - Schematic of the WRF-SFIRE modeling system. 
WRF-SFIRE is also coupled to a prognostic fuel moisture model, which assesses the moisture based 
on local WRF meteorology (air humidity, temperature, and precipitation (Mandel et al. 2014a). WRF-
SFIRE is designed to simulate the landscape-scale physics of the coupled fire-atmosphere phenomena 
and focuses on the importance of rapidly changing meteorological conditions at the fire line by taking 
into account local feedbacks between the fire, fuel, terrain, and the evolving atmospheric boundary 
layer. It can be driven by operational numerical weather prediction products to generate downscaled 
weather forecasts at a resolution of several hundred meters that resolve small-scale interactions 
between, for example, thunderstorm outflows, terrain, and fire. WRF-SFIRE is capable of simulating 
large-scale, high-intensity fires, under various topographical, meteorological, and vegetation 
conditions (Kochanski et al., 2013). Through the two-way coupling, WRF-SFIRE resolves basic fire-
atmosphere feedbacks, pyro-convection, and plume rise without relying on an external plume 
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Figure 2 - The WRFX simulation management system. 
 
4. Description of the management system and web portal 
The WRFX system built around WRF-SFIRE enables automated real-time fire simulations and 
visualization of the model output. WRFX is a successor of an earlier prototype integrated system 
(Beezley et al. 2012). WRFX is comprised of three main modules: wrfctrl which allows the user to 
define simulation parameters and launch the forecast through the web interface, wrfxpy responsible for 
data collection, preprocessing, job submission, and visualization, and wrfxweb which displays the 
forecast on the web (Figure 2). 
 
Figure 3. The wrfxctrl module used to define simulation parameters and initiate a forecast. 
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Table 1 - Weather products integrated with the system. 
Weather product Resolution  Forecast length 
North American Model NAM 218 12 km 84 hours 
North American Model NAM 227 5 km 60 hours 
High Resolution Rapid Refresh (HRRR) 3 km 36 hours  
North American Regional Analysis (NARR) 32 km Hindcast only 
Climate Forecast System Reanalysis (CFSR) 38 km  Hindcast only 
 
 
Figure 4 - Monitoring of wrfpy job execution by wrfxtrl. 
The wrfctrl module enables the user to define the fire location, the start date of the forecast, its 
length, as well as domain configuration and the source of weather data to be used. A sample screenshot 
of the wrfctrl portal is presented in Figure 3. The forecast information provided by the user is fed to 
the wrfxpy module that performs additional steps needed to prepare the forecast. Once the fire is 
‘ignited’, wrfxpy automatically generates a set of nested domains around the defined ignition location 
and starts data preprocessing tasks and then WRF execution, which are all monitored by wrfxctrl 
(Figure 4). 
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As a first step, static data such as land use classification, soil type, vegetation type, fuel type, and 
elevation are interpolated to the model grids. The fuel and moisture data at 30 m resolution are stored 
locally as GeoTIFF files covering the whole contiguous U.S., so they can be accessed quickly without 
any delays associated with the data download from external sources. In parallel to the static data 
processing, wrfxpy acquires large-scale meteorological data, decompresses it and interpolates 
horizontally to the model grid. The currently supported meteorological sources are listed in Table 1. 
Once the data are acquired and processed, wrfxpy generates WRF input and boundary condition 
files and submits a job to the queuing system on a computing cluster whch runs the forecast. The 
forecast length is limited by the length of the weather product used to generate boundary conditions. 
The wrfxctrl module contains a catalog of previous simulations initiated in wrfxctrl, so the user can 
monitor multiple simulations and manage currently running as well as past simulations (Figure 5). 
 
Figure 5 - Managing the simulations from the webcontrol interface wrfxctrl. 
After the simulation job is submitted, the system controls the progression of the job, generates 
visualizations, and uploads them to wrfxweb. The portal enables easy access to the forecast, and 
progressively displays additional time frames as the simulation progresses, so the users have access to 
the partial forecast even before the full simulation is completed (Figure 6). The forecast includes 
variables such as 10 m wind speed and direction, 2m air temperature, fire area, fireline intensity, fire 
heat flux, surface pressure, smoke intensity, plume top height, and fuel moisture. Any of these 
variables can be displayed or hidden in the portal by turning the particular forecast layer on or off, and 
animated using the time slider. Custom postprocessing and new layers, such as the plume height, used 
in Kochanski et al. (2018) can be easily added. The simulation to be displayed is selected from a 
catalog, which provides access any prior simulation stored in the wrfxweb subsystem. 
The visualizations are also available for download as animated Google Earth files (Figure 7), where 
the simulation can be easily integrated with other information available in Google Earth format, such 
as satellite data. 
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Figure 6 - WRFX web portal (wrfxweb) showing a sample visualization of a coupled fire atmosphere forecast. 
 
Figure 7 - An animated visualization in Google Earth (2011 Las Conchas fire). 
 
The same wrfxweb portal also displays nowcast maps of the dead fuel moisture (Figure 8). They 
are computed for predefined geographical regions using the fuel moisture data assimilation system 
(Vejmelka et al., 2015), which automatically acquires and assimilates observations of dead fuel 
moisture by Remote Automated Weather Station (RAWS). 
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Figure 8 - Fuel moisture nowcasting from weather analysis and RAWS fuel moisture data assimilation. 
 
 
In order to improve models like WRF-SFIRE, which utilize large-scale meteorology for the purpose 
of operational wildfire prediction, novel solutions must be applied to faithfully represent smaller-scale 
processes. The radiation and convective heat transfer from the fire to the atmosphere, the buoyancy 
effects on the fire-line winds,  flow over complex terrain,  changing fuel types, and structures 
(including canopies or individual trees and buildings) must be accounted for while remaining 
computationally viable. The ongoing work focuses on possible solutions in the form of coupling with 
complementary, reduced-physics diagnostic models such as QUIC-EnvSim (Overby et al., 2016). In 
this approach, the WRF model would be a source of coarser-scale weather data used to drive the 
prognostic QUIC model similarly as it was done for urban simulations presented in Kochanski et al. 
(2015). This coupling would enable better representation of the small-scale flow features driven by the 
terrain and the floe under a tree canopy. Additional endeavor aims at improvement of the fire-spread 
component of the system, such as replacing the Rothermel model with the Balbi (2009) model, 
improving the fuel consumption (e.g., fuel loads) and emissiona, through the integration with fuel 
consumption models using models that account for smoldering e.g., CONSUME 3.0 (Ottmar, 2009).As 
a flexible system of transparent Python scripts, WRFX is uniquely suited for extensions and integration 
of new functions. 
The wrfxpy module can already acquire all relevant MODIS and VIIRS fire detection data for data 
assimilation. This module is currently in a transition to the new NASA https API access. The satellite 
products will be accessed by a uniform internal API, which will integrate additional data products, 
such as from GOES satellites (Koltunov et al., 2016). The visualization engine in WRFX enables an 
integration of the fire detections from various sources as additional layers. 
Thus, WRFX can serve as a hub for research and implementation of data assimilation algorithms 
for coupled fire-atmosphere modeling, such as those in Mandel et al. (2014b, 2016). WRFX already 
includes a subsystem for initializing and monitoring of coupled fire-atmosphere simulations, which 
can be extended to manage analysis cycles, and spin-up for data assimilation. The ignition data from 
dispatch systems, such as IRWIN,  and in principle even the effect of fire suppression actions can be 
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likewise integrated into WRFX. The effect of fire suppression can be already modeled by hand 
modification of fuel maps, and WRFX supports restarting of hand-modified problems. Such 
modification can be automated and integrated into WRFX data preprocessing workflow. 
The fuel moisture model with RAWS data assimilation is currently running in a standalone mode 
using Real Time Mesoscale Analysis (RTMA), which is available only for the present as a nowcast. 
Thus, the spin-up of the assimilated state has to happen in real time. In addition, the fuel moisture 
maps driven by the RTMA data can show artifacts, such as radar circles.  We plan to switch to other 
data sources including the HRRR surface layer (HRRR is a forecast only product, but 3rd party 
archives exist) in order to support historical fuel moisture analyses and integrate the assimilated fuel 
moisture with the online fuel moisture model within WRF-SFIRE. 
Both WRF-SFIRE and WRFX are publicly available at https://github.com.openwfm. The wrfxweb 
software is running at http://demo.openwfm.org provides visualization of test simulations as well as 
the near-real-time nowcasts of the dead fuel moisture. 
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Abstract 
Data likelihood of fire detection is the probability of the observed detection outcome given the state of the 
fire spread model. We derive fire detection likelihood of satellite data as a function of the fire arrival time on 
the model grid. The data likelihood is constructed by a combination of the burn model, the logistic regression 
of the active fires detections, and the Gaussian distribution of the geolocation error. The use of the data 
likelihood is then demonstrated by an estimation of the ignition point of a wildland fire by the maximization 
of the likelihood of MODIS and VIIRS data over multiple possible ignition points. 
 
Keywords: Active Fires, MODIS, VIIRS, Coupled Fire-Atmosphere Modeling, Remote Sensing, Maximum Likelihood, Data 
Assimilation, Data-Driven Simulation 
 
 
Satellite-based sensors are a commonly used data source because of their large spatial coverage, 
but the mismatch of scales, geolocation errors, the probabilistic character of the fire detection, and 
missing data present a challenge. A practical resolution for fire behavior models is given by fuel data 
availability, typically about 30m, while the resolution of satellite-based fire detections is from 375m 
to 2km and up. Therefore, initializing a model directly by igniting entire detection squares results in 
blocky, fragmented fire shape. Furthermore, in coupled fire-atmosphere models, such ignitions 
generally result in numerical instabilities induced by the sudden heat release from the ignited pixel, as 
well fire state inconsistent with the atmospheric state at the ignition time. In the presented method, we 
use satellite data to improve the fire modelling in a statistical sense. The basic tool we use is data 
likelihood, which is defined as the probability of the fire detection outcome given the state of the fire-
spread model.  
Data likelihood is one of the techniques to evaluate a model state relative to data, and a basic 
ingredient of many data-driven simulation methods. Data likelihood is used e.g., in data assimilation 
to update importance weights in particle filters, or as a term in an objective function of an optimization 
method in maximum likelihood or maximum aposteriori probability (MAP) estimates.  
Other, less formal pragmatic fitness functions are often used for model evaluation, see a survey in 
Filippi et al. (2013). Approaches used in wildland fire spread include evaluation of a model solution 
by the difference of burned area e.g.,  Brun et al. (2017), who update the solution by genetic algorithms; 
least squares, or, equivalently, Gaussian data likelihood of perimeter position with update by sequential 
Monte Carlo (e.g., Srivas et al. 2017), or by the ensemble Kalman filter (EnKF) in Rochoux et al. 
(2014); Gaussian likelihood of sensor data (e.g., Gu 2018; Xue et al. 2012); and the size of a spatial 
deformation needed to match two fires, with the spatial deformation mapping extending the state in 
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the EnKF (Beezley and Mandel, 2008; Mandel et al. 2009). See also a survey of data assimilation for 
wildland fire spread modeling in Gollner et al. (2015, Sect. 4). 
Approaches to wildland fire modeling using satellite data include periodic reinitialization from new 
detections (Coen and Schroeder 2013; Sá et al. 2014) and identification of ignition as the first active 
fires detection within a reported perimeter (Benali et al. 2016). However, because of the missing data, 
the statistical uncertainty of detection, the geolocation uncertainty, and the mismatch of scales between 
the fire model and the satellite sensor, direct use of satellite data at fuel map scale is of limited value 
and the data is better suitable to improve models in a statistical sense. Fire behavior models run on a 
mesh given by fuel data availability, typically with about 30m resolution and aligned with geographic 
coordinates and with time step of the order of seconds. The satellite fire detections are commonly used 
due the large spatial coverage, but the gap of scales and data errors present a challenge. The resolution 
of satellite-based sensors is much coarser, from 375m once a day for VIIRS (Schroeder et al. 2014), 
1.1km twice a day for MODIS (Giglio et al. 2016), aligned with flight coordinates, to 2km every 5 
minutes for GOES-16 (Koltunov et al. 2016). Geolocation error can be significant, e.g., 1.5km at 3 
for VIIRS (Sei, 2011). Pixels may be missing for various reasons such as clouds. While consumer-
grade data provide only fire detection pixels, science-grade data make an important distinction between 
missing data and absence of fire detections.  
Spatial statistical interpolation of the first detection time by kriging to obtain a continuous fire 
arrival time field was proposed by Veraverbeke et al. (2014). Sá  et al. (2017) proposed a measure of 
spatial discrepancy between fire spread simulation and satellite data. The probability of fire detection 
in a sensor pixel, given the state of the fire and the properties of the surface in the pixel, was estimated 
in a validation study (Schroeder et al., 2008) by logistic regression. Mandel et al. (2014b) suggested 
a form of data likelihood for satellite active fires detection in a pixel and used it for data assimilation 
by a MAP estimate.  The form of the data likelihood from Mandel et al. (2014b) was further motivated 
in Mandel et al. (2016b) by substituting the fire heat flux into the logistic regression from Schroeder 
et al. (2008), which explained the behavior of the likelihood function after the fire arrival time. This 
likelihood function was used to find a maximum likelihood estimate of an ignition point in Mandel et 
al. (2016a). 
In this paper, we build a data likelihood function by adding a geolocation error to the construction 
in Mandel et al. (2016b), which combines a heat release model with logistic regression for the active 
fires detections. For a single pixel, we recover and justify the form of data likelihood function proposed 
in Mandel et al. (2014b, 2016b).  We then demonstrate use of the data likelihood on identifying the 
ignition point on a realistic example. 
We have used WRF-SFIRE (Mandel et al., 2009, 2011, 2014a) in the examples in this paper. WRF-
SFIRE evolved from CAWFE (Clark et al. 2004) and it has been a part of WRF release as WRF-Fire 
since 2011 (Mandel et al. 2011; Coen et al 2013). 
 
 
The state of the fire-spread model is encoded as fire arrival time on a grid of locations of Earth 
surface. The data likelihood is obtained from the fire arrival time by substituting the heat release into 
the logistic sensitivity function and convolution of the result with a Gaussian kernel to account for the 
geolocation error (Figure 1). See Appendix A for mathematical details.  
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(a)                                                                              (b)                                 
 
                                          (c)                                                                             (d)     
Figure 1 - (a) Heat release model with exponential decay. The maximum heat fraction of 1 drops to 1/e in  the 
characteristic time of 2h.  (b) Probability of fire detection as a logistic function of the fraction of maximum heat 
release, with 50% probability of detection at 1% heat fraction, and 0.1% false detection rate. (c) Probability of 
detection as a function of time elapsed since fire arrival, obtained by substituting the heat release fraction from (a) to 
the logistic curve (b). (d) Final log probability of detection from Eq. (7), obtained by convolution of (c) with a 
Gaussian kernel. The fire rate of spread was 1m/s and Gaussian geolocation error was =2000m , equal to a rounded 
sum of the diagonal of a 1.1km pixel plus the standard deviation of 0.5km of the geolocation error from VIIRS 
specifications (Sei, 2011).   
The log likelihood suggested in Mandel et al. (2014b, 2016b) was based on the pragmatic 
consideration  that the probability of detection is close to one for some time after the fire arrival, with 
quadratic tails, and the leading edge is steeper than the trailing edge. Note that the log likelihood curve 





As a first test of whether the likelihood function can be used to retrieve the ignition location and 
time of a wildfire we made a simple experiment simulating an idealized  fire over flat terrain with 
homogenous fuels and no winds. We picture the progression of the perimeter of such a fire to be 
originating from a point and growing outward like the wave caused by a stone dropped into a pool of 
still water. With T representing the fire arrival time at some particular spatial point (x,y), we model the 
progression of the fire as cone 
 
Working with a spatial domain of 1000 units square, we simulate a fire with ignition point 
(x,y) = (500,500) and ignition time t = 30  with the function 
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We then simulated satellite fire detections at several points along the simulated fire perimeter 
corresponding to the level-curves of the function at time t=300. In a real-world setting, these detections 
may be the first information we have about a fire and in order to achieve the best simulation of it we 
need to have a good estimate of the ignition point. We find this estimate by running many simulations 
of the fire starting at locations and times near those of the satellite detections and then computing the 
log-likelihood of the simulated satellite detections according to equation (6). The largest log-likelihood 
obtained from the set of simulations gives us the best estimate of the location and time of the fire 
ignition. 
 
 (a)                                                                    (b) 
Figure 2 - (a) Simulated fire with no wind and homogenous fuel. The concentric circles represent the fire perimeter at 
various times, increasing from the center outward. The small squares represent simulated satellite fire detections at a 
time concurrent with the time of the fire perimeter which they overlay. (b) Contour map of data log-likelihood for 
simulated fire with ignition time t = 20.  The actual ignition point of the simulated fire was at the point (500,500). 
For this first test, a collection of 500 simulations was made over a 10-by-10 spatial grid at five 
separate times. The data likelihood of each simulation was then computed and the best estimate of the 
time and place of ignition was determined using the likelihood function in equation (5). For the set of 
simulated detections used, the maximum likelihood of all simulations occurred at the correct “true 
ignition point” but at an incorrect ignition time. The “true ignition time” was t = 30, but the estimation 
procedure gave an earlier time t = 20. This is not a surprising result, as an earlier ignition time results 
in fire perimeter containing more of the area encompassed by the simulated fire detection pixels. As 
seen by the shape of the likelihood curve in Figure  (d), areas within and close to the fire perimeter 
have a high probability of detection but areas outside of the perimeter at a similar distance may have 
a very low probability of detection. The earlier ignition time makes for a larger fire, which covers more 
of the detection squares, which leads to a greater data likelihood. 
 
A second test of the data likelihood function to estimate time and place of ignition was made using 
the WRF-SFIRE coupled atmosphere-wildfire model. This system will be used to work with real fire 
data but for this second test, simulated fire data created by the “Hill Experiment” within WRF-SFIRE 
was used. The “Hill Experiment” simulates a fire in a  square region with sides of length 2 km and 
contains a small, dome-shaped hill 100 meters tall situated in its center. A simple atmosphere state, 
with winds blowing from the northeast was used to create the initial conditions of the weather. Like 
the first simple test, a simulated fire was created, this time using the WRF-SFIRE model, and then 
artificial satellite fire detection pixels were created by hand by placing the centers of fire detection 
pixels on top of a particular fire perimeter. For this simulated fire, the ignition point was chosen to be 
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(x,y) = (1400m,1400m) and the ignition time was chosen to be t = 60s. Fire detection pixels were 
placed over the fire perimeter line corresponding to the time t = 400s.  
 
 
 (a)                                                                               (b) 
Figure 3 - (a) Topography, winds, and simulated fire detection pixels of the “Hill Experiment.” The contour lines 
represent a small hill in the center of a simulated fire domain with winds initially blowing from the upper right 
corner. The rectangles within the figure are simulated fire detection pixels. (b) Fire simulation grid and fire 
perimeters of the simulation with largest data likelihood. Fire simulations were started at each of the points on the 
grid in the figure and the data likelihood of each simulation was then calculated. The colored contour lines represent 
the fire perimeters of the simulation with the maximum data likelihood.    
Again, a large number of fire simulations were then run at various locations and times and the data 
likelihood of each was computed to give an estimate of the time and place of the true fire ignition. We 
ran 300 simulations of the fire on with trial ignition points selected on a 10-by-10 spatial grid, at three 
distinct ignition times. The true time and place of ignition was in the exact center of this three-
dimensional grid of the trial ignition points. The likelihood of the data associated with each simulation 
was computed and the maximum value found corresponded to the true ignition time and place. 
 
Figure 4 - Contour map of data log-likelihood for ignition points of the WRF_SFIRE Hill Experiment. In this case, 
the maximum likelihood gives the correct time and location of the fire ignition. 
 
A third experiment was completed using satellite data from both MODIS and VIIRS to estimate the 
time and place of ignition of a real fire. The fire modeled is known as the “Patch Springs Fire” and 
occurred southwest of Salt Lake City, Utah in August, 2013. As with the other cases previously 
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detailed, the time and place of the fire’s ignition was estimated by running an ensemble of WRF-
SFIRE simulations at various times and places with the intent to estimate the ignition point by 
evaluating the data likelihood for each simulation. In this case, 1000 fire simulations were run on a 10-
by-10 spatial grid (Figure 5) at ten different ignition times. The spatial grid resolution was 
approximately 500 meters and the ignition times were spaced two hours apart, with the first ignition 
time occurring at 21:00 UTC on August 10. The data likelihood of each simulation was evaluated 
using satellite data from the first two days of the fire simulation period. 
 
Figure 5 - Satellite fire detections and WRF-
SFIRE simulation locations for the Patch Springs 
Fire of August 2013. The large colored squares 
represent 1 km active fire locations from the 
MODIS satellites during the first two days of the 
fire. The evenly spaced blue points are locations at 
which fire simulations were run in order to 
estimate the time and place of the fire ignition. The 
official estimate of the ignition point lies just 
outside of the grid of simulations and the estimate 
of this location obtained by maximum data 
likelihood lies nearly 3 km to the north. 
 
 
Figure 6 - Contour map of data 
likelihood for simulations of the Patch 
Springs Fire on August 11, 2013. The 
contour lines are drawn from the data 
likelihood of all fires with simulated 
ignition times of 1:00 UTC. The best 
estimate of the fire’s ignition point lies 
just left of center at approximately 
40.37°N, -112.7W. 
With all simulations run and the data likelihood of each evaluated, the estimated time and place of 
ignition was determined to be 40.372°N,-112.659°W at 1:00 UTC on August 11, 2013 (Figure 6). 
Spatially, this estimate differs by nearly 3 km from the official ignition point determined by 
investigators. The estimated time of ignition is within an hour of the official ignition time of 2:00 UTC. 
This fire initially progressed to the northeast but eventually spread southward. It is probable that if that 
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if longer simulations were run and more satellite fire detections showing this southward progression 
of the fire were used then our estimate would be closer to the official fire ignition location. 
 
 
We have derived a physics-motivated likelihood function for active fires satellite detection data, 
and demonstrated its utility on identifying the ignition point of a wildland fire in time and space. The 
new data likelihood can be also useful in data assimilation for fire spread models, e.g., as a  part of the 
objective function in an optimization approach (Farguel Caus et al. 2018). 
 
 
This research was partially supported by grants NSF ICER-1664175 and NASA  NNX13AH59G. 
High-performance computing support at CHPC at the University of Utah and Cheyenne 
(doi:10.5065/D6RX99HX) at NCAR CISL, sponsored by the NSF, are gratefully acknowledged. We 
would like to thank Brad Quayle and David Hayes from U.S. Forest Service for supplying the satellite 
data used in the example in Section 3.3.  
 
 
Beezley JD, Mandel J (2008) Morphing ensemble Kalman filters. Tellus 60A, 131–140. 
doi:10.1111/j.1600-0870.2007.00275.x  
Benali A, Russo A, Sá ACL, Pinto RMS, Price O, Koutsias N, Pereira JMC (2016) Determining fire 
dates and locating ignition points with satellite data. Remote Sensing 8, Article number 326. 
doi:10.3390/rs8040326 
Brun C, Artes T, Cencerrado A, Margalef T, Cortés A (2017) A high performance computing 
framework for continental-scale forest fire spread prediction. Procedia Computer Science 108, 
1712–1721. doi:10.1016/j.procs.2017.05.258  
Clark TL, Coen J, Latham D (2004) Description of a coupled atmosphere-fire model. International 
Journal of Wildland Fire 13, 49–63. doi:10.1071/WF03043 
Coen JL, Cameron M, Michalakes J, Patton EG, Riggan PJ, Yedinak KM (2013) WRF-Fire: Coupled 
weather-wildland fire modeling with the Weather Research and Forecasting model. Journal of 
Applied Meteorology and Climatology 52, 16–38. doi:10.1175/JAMC-D-12-023.1   
Coen JL, Schroeder W (2013) Use of spatially refined satellite remote sensing fire detection data to 
initialize and evaluate coupled weather-wildfire growth model simulations. Geophysical Research 
Letters 40, 5536–5541. doi:10.1002/2013GL057868 
Farguell Caus A, Haley J, Kochanski AK, Cortés Fité A, Mandel J (2018) Assimilation of fire 
perimeters and satellite detections by minimization of the residual in a fire spread model. Lecture 
Notes in Computer Science 10861, 711–723. doi: 10.1007/978-3-319-93701-4_56  
Filippi J-B, Mallet V,  Nader B (2013) Representation and evaluation of wildfire propagation 
simulations. International Journal of Wildland Fire 23, 46–57. doi:10.1071/WF12202 
Giglio L, Schroeder W, Justice CO (2016) The collection 6 MODIS active fire detection algorithm 
and fire products. Remote Sensing of Environment 178, 31–41. doi:10.1016/j.rse.2016.02.054 
Gollner M, Trouvé A, Altintas I, Block J, de Callafon R, Clements C, Cortes A, Ellicott E, Filippi J-
B, Finney M, Ide K, Jenkins MA, Jimenez D, Lautenberger C, Mandel J, Rochoux M, Simeoni A 
(2015) Towards data-driven operational wildfire spread modeling: A report of the NSF-funded 
WIFIRE workshop. https://wifire.ucsd.edu/files/pdf/WIFIRE_Wks_Report_FINAL.pdf 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools 
 
Advances in Forest Fire Research 2018 – Page 966  
 
Gu F (2018) On-demand data assimilation of large-scale spatial temporal systems using sequential 
Monte Carlo methods. Simulation Modelling Practice and Theory 85, 1–14. 
doi:10.1016/j.simpat.2018.03.007  
Hawbaker TJ, Radeloff VC, Syphard AD, Zhu Z, Stewart SI (2008) Detection rates of the MODIS 
active fire product in the United States. Remote Sensing of Environment 112, 2656–2664. 
doi:10.1016/j.rse.2007.12.008  
Koltunov A, Ustin SL, Quayle B, Schwind B, Ambrosia VG, Li W (2016) The development and first 
validation of the GOES early fire detection (GOES-EFD) algorithm. Remote Sensing of 
Environment 184, 436–453. doi:10.1016/j.rse.2016.07.021 
Mandel J, Beezley JD, Coen JL, Kim M (2009) Data assimilation for wildland fires: Ensemble Kalman 
filters in coupled atmosphere-surface models. IEEE Control Systems Magazine 29, 47–65. 
doi:10.1109/MCS.2009.932224 
Mandel J, Beezley JD, Kochanski AK (2011) Coupled atmosphere-wildland fire modeling with WRF 
3.3 and SFIRE 2011. Geoscientific Model Development 4, 591–610. doi:10.5194/gmd-4-591-2011 
Mandel J, Amram S, Beezley JD, Kelman G, Kochanski AK, Kondratenko VY, Lynn BH, Regev B, 
Vejmelka M (2014a) Recent advances and applications of WRF-SFIRE. Natural Hazards and 
Earth System Science 14, 2829– 2845. doi:10.5194/nhess-14-2829-2014.  
Mandel J, Kochanski AK, Vejmelka M, Beezley JD (2014b) Data assimilation of satellite fire detection 
in coupled atmosphere-fire simulations by WRF-SFIRE. Advances in Forest Fire Research, D. X. 
Viegas, ed., Coimbra University Press, 716–724. doi:10.14195/978-989-26-0884-6_80 
Mandel J, Fournier A, Haley JD, Jenkins MA, Kochanski AK, Schranz S, Vejmelka M, Yen TY 
(2016a) Assimilation of MODIS and VIIRS satellite active fires detection in a coupled atmosphere-
fire spread model. Poster, 5th Annual International Symposium on Data Assimilation, 18-22 July 
2016, University of Reading, UK, http://www.isda2016.net/abstracts/ 
posters/MandelAssimilationof.html, retrieved December 2016.  
Mandel J, Fournier A, Jenkins MA, Kochanski AK, Schranz S, Vejmelka M (2016b) Assimilation of 
satellite active fires detection into a coupled weather-fire model. Proceedings for the 5th 
International Fire Behavior and Fuels Conference April 11-15, 2016, Portland, Oregon, USA, 
International Association of Wildland Fire, Missoula, Montana, USA, 17–22, 
http://www.iawfonline.org/proceedings.php.  
Rochoux MC, Emery C, Ricci S, Cuenot B, Trouve A (2014) Towards predictive simulation of wildfire 
spread at regional scale using ensemble-based data assimilation to correct the fire front position. 
Fire Safety Science 11, 1443–1456. doi:10.3801/IAFSS.FSS.11-1443  
Sá A, Benali A, Pinto R, Fernandes P, Russo A, Santos F, Trigo R, Pereira J, Jerez S, Camara Cd 
(2014) Improving wildfire spread simulations using MODIS active fires: the FIRE- MODSAT 
project. Advances in Forest Fire Research, D. X. Viegas, ed., Coimbra University Pres, Coimbra, 
811–822. doi:10.14195/978-989-26-0884-6_90 
Sá ACL, Benali A, Fernandes PM, Renata P, Trigo RM, Salis M, Russo A, Jerez S, Soares PMM, 
Schroeder W, Pereira JMC (2017) Evaluating fire growth simulations using satellite active fire data. 
Remote Sensing of Environment 190, 302–317. doi:10.1016/j.rse.2016.12.023  
Schroeder W, Oliva P, Giglio L, Csiszar IA (2014) The New VIIRS 375 m active fire detection data 
product: Algorithm description and initial assessment. Remote Sensing of Environment 143, 85– 
96. doi:10.1016/j.rse.2013.12.008 
Schroeder W, Prins E, Giglio L, Csiszar I, Schmidt C, J. Morisette, and D. Morton, 2008: Validation 
of GOES and MODIS active fire detection products using ASTER and ETM+ data. Remote Sensing 
of Environment 112, 2711–2726. doi:10.1016/j.rse.2008.01.005  
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools 
 
 Advances in Forest Fire Research 2018 – Page 967 
 
Sei A (2011) VIIRS active fires: Fire mask algorithm theoretical basis document.  
Available at https://www.star.nesdis.noaa.gov/jpss/documents/ATBD/D0001-M01-S01-
021_JPSS_ATBD_VIIRS-Active-Fires.pdf, Accessed May 2018.  
Srivas T, de Callafon RA, Crawl D, Altintas I (2017) Data assimilation of wildfires with fuel 
adjustment factors in FARSITE using ensemble Kalman filtering. Procedia Computer Science 108, 
1572–1581. doi:10.1016/j.procs.2017.05.197 
Veraverbeke S, Sedano F, Hook SJ, Randerson JT, Jin Y, Rogers BM (2014) Mapping the daily 
progression of large wildland fires using MODIS active fire data. International Journal of Wildland 
Fire 23, 655–667. doi:10.1071/WF13015 
Xue H, Gu F, Hu X (2012) Data assimilation using sequential Monte Carlo methods in wildfire spread 




The probability of MODIS fire detection is estimated in validation studies (Hawbaker et al. 2008; 
Schroeder et al. 2008) by logistic regression as a function of the fire size, or the fraction of the pixel 
actively burning, as 
 
where d = 1 means that a fire was detected and d = 0 that it was not. The constants a and b depend 
on the properties of the fuel and its loading. They are commonly specified in terms of the false 
detection rate 1/(1 + exp(b)) for  F = 0, and the quantity F0.5, defined by 1/(1 + exp(-aF0.5+b))=0.5, 
which determines a as a = b/F0.5.  We consider the quantity F in the logistic regression (1) as a proxy 
for the heat flux h(x) over the pixel at x, and thus use (1) with h(x) in place of F. This view is supported 
by the  facts that the quantity the hardware sensor actually measures is the radiative power (in its 
frequency bands); a more accurate  regression was obtained in Schroeder et al. (2008) by adding as 
another regressor the maximum contiguous area burning, which is essentially a proxy for the fire 
intensity and thus radiative power, which the fine-resolution sensor used for the validation could not 
measure; and 50% probability of VIIRS detection occurs at nearly constant product of fire size and 
black body radiation intensity over a range of fire sizes and fire temperatures, as one can compute from 
Figure 4 in Schroeder et al. (2014).   
The heat flux is modelled from the burn model in WRF-SFIRE (Mandel et al., 2011) as identically 
zero before the fire arrival time T and by a decaying exponential function afterwards, 
 
where Tnow is the time of the satellite imaging (Figure 1(a)). However, because of the geolocation 




)  is a two-step random process. 
Assume that the geolocation error is a Gaussian random variable in two dimensions with zero mean 




) that the sensor is actually looking 
at is a random variable with the probability density 
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and the probability of detection is given by the logistic formula (1) with F = h(T(y)), the fire heat 
flux at y, with y sampled following (3). Assuming further that the geolocation error and the fire 
detection outcome are independent random variables, the probability of the detection is then given by 
the probability mixture 
 




To recover a form of data likelihood similar to that in Mandel et al. (2014b), consider the case of a 
straight fire line propagating in unit normal direction n with rate of spread R. Then,  
 
Substituting T(y) into (4), we see that, in particular, the probability of fire detection at x depends on 
T(x) only. Now take n = (0,1) and x = (0,0), then (6) becomes T(y) = T(0,0) + y1/R,  and we have that 
 
The graph of an example of this likelihood function is shown in Figure 1(d), which is indeed similar 
to the likelihood from Mandel et al. (2014b, 2016b). 
For data assimilation and identification of the ignition point, however, we need likelihood computed 
for the entire satellite image, not just one pixel. First, from (5), we have for both d = 1 and d = 0 that 
 
So suppose we are given a mesh of pixels at nominal locations xi  = (x1i, x2i) and corresponding 
detection data di = 0 or 1, with confidence levels ci between 0 and 1. Confidence level 0 means missing 
data. Assume for simplicity that the detections are independent random variables, thus the detection 
probabilities at individual pixels multiply (and their logarithms add), and discretize the integral in (4) 
by summation over the same mesh. Then, we can approximate the log likelihood of the detection array 
d  = (di ) given the array of fire arrival times T = (T(xj )) by  
 
where wi are normalization constants such that 
 
The data likelihood (9) is used in the examples in Section 3. 
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Abstract 
Peatland fires occur every year in Indonesia.  These fires usually occur in the dry season due to agricultural 
and plantation expansion practices, which include slash and burn activities. Peatland combustion fires can be 
classified into smouldering and flaming. Smouldering is described by lower temperatures, spread rates and 
combustion power compared with flaming. Most of the standard fire products from remote sensing satellites 
use an apparent fire temperature at 4 µm in the Middle Infrared (MIR) and background temperature at 11 µm 
in Thermal Infrared (TIR).  These products only report combustion in a single term as an “active fire” or “fire 
hotspot”, and do not discriminate between smouldering and flaming states. In this research, the Shortwave 
Infrared (SWIR) and TIR bands of day-time Landsat-8 were explored to discriminate smouldering and 
flaming states of peatland combustion. Initial identification of possible combustion areas was from visual 
observation of false colour composite images (bands 764 to RGB) of Landsat-8, which presented smoke 
plumes in pale bluish tones emanating from a defined ground location. The potential combustion areas were 
further investigated using an implementation of the Hyperspectral Fire Detection Index based on SWIR of 
Landsat-8 and named here as the Shortwave Infrared Combustion Index (SICI). Potential combustion areas 
were also analysed using radiances of the SWIR (band 7) and TIR (band 10), which exhibited values close to 
their saturation. From these radiances, a radiative transfer model using MODTRAN4 and Planck’s law, the 
fire temperatures were estimated. Preliminary results showed that the flaming states, with higher temperatures 
than smouldering states, are coincident with SWIR radiances near saturation (24 - 29 Wm-2sr-1µm-1 for band 
7) and TIR (band 10) > 12 Wm-2sr-1µm-1, while smouldering states, with lower temperatures, occur near 
flaming areas with lower SWIR radiance and TIR radiance above 11 Wm-2sr-1µm-1. Based on Landsat-8 
imagery on 3rd and 19th August 2015, fire temperatures of flaming areas were estimated at 700 - 758 K, 
mixtures of flaming and smouldering at 500 - 665 K, and smouldering at 320 - 499 K. This result aligned 
with prior research that sampled in situ smouldering, smouldering close to flaming, and flaming temperatures 
taken from Indonesian peatland.  The algorithm developed in the research reported here was able to map 
some combustion areas that could not be mapped using lower spatial resolution imagery from MODIS. 
However, the results will undergo further investigation for atmospheric influence such as haze and thin cloud. 
Results also will be validated with other data such as field measurements.  The algorithm developed in this 
research has potential to be used on a routine basis due to the availability of day-time Landsat-8 data which, 
at best, has a temporal resolution of 16 days. It can also be implemented for forest fire detection at a detailed 
scale to complement other fire information, but again temporal resolution is an issue. This research is part of 
a larger project which is utilising automated smoke detection and soil moisture measurement in the mapping 
of peatland combustion from space imagery. 
 
Keywords: Flaming, smouldering, peatland fires, Landsat-8, remote sensing, SWIR, TIR 
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In Indonesia, peatland combustion usually has an anthropogenic origin due to agricultural and 
plantation expansions, which are mostly accomplished through slash and burn activities (Miettinen et 
al. 2012; Rieley and Page 2016). Most peatland fires occur during the dry season (July-September) 
when the peatland is drier than in other times of the year and more susceptible to combustion (Usup et 
al. 2014, Hayasaka et al. 2016). The devastating forest and peatland fires in Indonesia in 2015 caused 
a total economic loss of about USD 16 billion (Worldbank 2016), released approximately 1.75 gt of 
atmospheric CO2 (Worldbank 2016) and contributed to 100,000 premature deaths (Burrows 2016).  
In general, peatland combustion consists of flaming and smouldering. Smouldering occurs with 
lower temperatures, spread rates and combustion power compared with flaming. Once ignition has 
occurred, smouldering can exist for long periods and extinguishment is dependent on heavy rainfall or 
fire-fighting attempts (Rein 2016; Zaccone et al. 2014). Determination of flaming and smouldering 
phases of peatland combustion from remote sensing data is important for peat fire management before 
the fire extends into a large area. However, routine satellite-based monitoring to supply smouldering 
and flaming information has not yet been effectively established. MODIS and VIIRS sensors, generate 
routine global active fire monitoring products with a low spatial resolution of 1000 m (MODIS), 375 
m and 750 m (VIIRS). These sensors utilise the Middle Infrared (MIR) and Thermal Infrared (TIR) to 
detect active fires with algorithms utilising at a contextual approach, aimed at identifying a combustion 
pixel relative to a local background and consist of pathways to establish potential fire pixels ( Justice 
et al. 2002; Giglio et al. 2016; Schroeder et al. 2014; Csiszar et al. 2014).  
Research on detection of peatland combustion has been conducted with medium spatial resolution 
at 30-100 m, Landsat-8 night-time data, using an implementation of Planck’s Law on radiant emission 
and temperature from Shortwave Infrared (SWIR) and TIR in Indonesia’s Kalimantan peatland 
(Elvidge et al. 2015). At night, no sunlight interferes with the SWIR and TIR radiances over fire areas 
with sensors only recording emitted radiation. However, the availability of Landsat-8 night-time data 
is limited with provision only for special requests. There is a possibility to utilise day-time Landsat-8 
data, which is freely available every 16 days (atmosphere permitting) to produce flaming and 
smouldering information. Flaming detection has been explored by Schroeder et al. (2016) who 
measured SWIR radiance (band 7) of Landsat-8, which reached saturation from 30 m2 areas of woody 
burning material in Germany and Brazil, where ground fire temperatures were measured between 870 
and 970 K as obtained from a thermal handheld sensor. Dennison and Roberts (2009) found that SWIR 
bands at 2.061 and 2.429 m could be utilised in the Hyperspectral Fire Detection Index (HFDI) for 
flaming detection. Meanwhile, the detection of peatland smouldering based on satellite remote sensing 
in day-time data remains a challenge, due to its lower radiant emission than that from flaming. The 
lower temperature of smouldering combustion may be more accurately captured through the use of the 
longer wavelength infrared or TIR. 
In this research, investigation of day-time Landsat-8 data was conducted to distinguish peatland 
flaming and smouldering states. Landsat-8 has the spectral capability to detect combustion from SWIR 
and TIR, and also with its medium spatial resolution of 30 m and 100 m, potentially able to detect 
small burning areas that are often found in the field especially in the initial stages of combustion. This 
information will be useful for early fire suppression before it extends into a larger area.   
 
 
The study area for this research is located in Central Kalimantan, one of the severe peat fire areas 
in Indonesia. Level 1T (Terrain Corrected) Landsat 8 data (path/row 118/062; August 3rd and 19th, 
2015) of the study area were accessed through the U.S. Geological Survey (USGS) Earth Explorer 
website. The MODIS fire-mask product-collection 6 for both days 3rd and 19th August 2015 were 
used in order to compare with the Landsat-8’s results. 
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The first identification of possible combustion was from visual inspection of the false colour image 
composite: bands 764 to Red Green Blue (RGB). Potential combustion areas were further investigated 
using a SWIR index which is here named as the Shortwave Infrared Combustion Index (SICI), the 
ratio of radiance of bands 6 and 7 of Landsat-8, combined with the SWIR and TIR radiances. Based 
on Planck’s Law (relating temperature and wavelength), smouldering fire states will have lower SWIR 
radiance than flaming, and higher TIR radiance. Subsequently the combustion temperature was 
estimated using a radiative transfer model (MODTRAN4) combined with Planck’s equation for SWIR 
and TIR (Barduci et al. 2004; Qian and Kong 2012). To evaluate the precision of the combustion 
detection, the results were overlaid with the same data of RGB images of Landsat-8. In addition, the 




Since the ground validation of peatland combustion was not available at the date of Landsat-8 
observations of the study area, the potential combustion areas were visually interpreted from the RGB-
764 of Landsat-8. There were 9 and 22 samples of potential combustion areas visible in these images 
in August 3rd and 19th, 2015 respectively in Central Kalimantan’s peatland, as shown in Figure 1a 
and 1b. The enlarged picture of sample number 9 in Figure 1a shows bluish smoke emanating from 
combustion areas surrounding the burnt area in magenta tones. Sixteen days after that, Figure 1b 
showed an extended burnt area in and around and south-west of sample number 9 with some active 
combustion areas showing bluish smoke in the lower-left part of burnt area. The combustion pixels 
exhibit in light yellow tones surrounded with orange and pink tones. All the potential combustion areas 
and non-combustion areas were then analysed statistically to obtain the radiance value of each SWIR 
and TIR band of Landsat-8.  The potential combustion areas and non-combustion areas were chosen 
by selecting the area which has SWIR and TIR radiances less than and equal to 33% of coefficient of 
variation (the ratio of the standard deviation to the mean) from each landcover. In the study area, the 
landcover types which represented the non-combustion areas were burnt area, forest, and urban. Most 
combustion areas were located around burnt areas or vegetated areas (forest) as extensions of 
plantation areas. Urban/city areas are typically bright (high radiance) and therefore could be a potential 
source of commission errors in the calculation of combustion area.  The selected areas are shown in 
Figure 1a.  There were 563 potential combustion pixels. Non-combustion areas consisted of 1,594 
pixels of burnt area, 84,049 pixels of forest, and 8,424 pixels of urban that were visually interpreted 
from the RGB images of Landsat-8. In Figure 1c box plots contain the minimum, quartile-1, median, 
quartile-3, and maximum values for combustion and non-combustion areas for every SWIR’s radiance 
(band 6 and 7) and TIR’s radiance (band 10). These show, not unsurprisingly, that combustion areas 
had highest radiance in bands 6 and 7 compared with other objects, while in band 10 the radiances of 
combustion areas were close to those of burnt areas. Some of the pixels in the combustion areas were 
close to saturation at radiances of 89.8, 28.5, and 20.9 Wm-2sr-1m-1 at band 6, band 7, and band 10, 
respectively. Even though the median values of combustion and burnt areas were about 11 Wm-2sr-
1m-1, none of the burnt area radiances were close to saturation in band 10. In Figure 1d, the SICI 
box plot of combustion areas shows about 75 % of SICI were different to burnt area SICI values. About 
25 % of the SICI values in combustion areas exhibited the same values as that of burnt and urban areas. 
In order to have the maximum identification of potential combustion areas, and minimum mixture with 
burnt and urban areas, SICI values less than the 1st quartile of burnt areas (3.0) were adopted. The 
SICI value at 3.0 is shown with a blue line in Figure 1d. The potential combustion areas were then 
investigated further using radiance values of bands 7 and 10 as presented in Figure 1c to separate the 
combustion areas from non-combustion areas (burnt area, urban, and forest). 
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Figure 1 - (a, b) The 764-RGB image of Landsat-8 on August 3rd and August 19th, 2015 with 9 samples and 21 
samples respectively of potential combustion areas shown inside red squares and non-combustion areas inside cyan 
circles, respectively. An enlargement of one potential combustion sample area is presented on the right side of each 
Landsat image, (c) Box plots of radiance values of SWIR and TIR bands over combustion, burnt, forest, and urban 
areas, (d) SICI’s box plots in combustion and non-combustion areas with the blue line indicating a threshold of 3.0 
(the 1rd quartile value of burnt area) which was used to separate combustion from other areas. 
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An example of identification of peatland combustion using the SICI, SWIR radiance, and TIR 
radiance is shown in Figure 2. The combustion area in the 764-RGB image, shown in orange to yellow 
tones (Fig. 2a), had radiance values that were close to SWIR (band 7) saturation at 24 – 29 Wm-2sr-
1m-1 (Fig. 2b). This agreed with findings by Schroeder et al. (2016). These areas are observed with 
TIR radiance greater than 12 Wm-2sr-1m-1 (saturation occurs at 20.9 Wm-2sr-1m-1 for band 10) 
(Fig. 2c). SICI values less than 3 represented the potential combustion area shown in Fig. 2d. Pixels 
with SWIR and TIR’s radiance close to saturation were assumed in a flaming stage (Fig. 2e), while 
the other neighbouring pixels located inside the SICI < 3 area with lower radiance values than flaming 
pixel, i.e. 11 – 20 Wm-2sr-1m-1 for band 7 and 11 – 20.9 Wm-2sr-1m-1for band 10, were assumed 
to be in a smouldering stage (Fig. 2f); these corresponded to the orange tones in the 764-RGB image 
(Fig 2a). The classified flaming and smouldering areas were merged in Fig. 2g. However, some of 
combustion pixels were not identified as flaming or smouldering pixels in Fig. 2g. These were then 
classified as mixed pixels, exhibiting both flaming and smouldering states. The mixed pixels had lower 
TIR (band 10) radiances compared with flaming and smouldering pixels. In Figure 2h, the mixed 
flaming and smouldering pixels are mapped in a cyan tone. The median values of SICI of flaming, 




Figure 2 -Example of peatland combustion identification (a) Smoke in pale bluish tones showed in 764-RGB with the 
potential combustion area in orange to yellow tones, (b & c) Pseudo colour of the radiance of band-7 and band-10 
respectively were just under / at saturation, (d) The SICI < 3 in blue as the potential combustion area, (e, f, g) The 
identified flaming (red) and smouldering (blue) areas, (h) Mixture of flaming and smouldering areas shown in cyan 
over the 764-RGB image, (i) Box plots of SICI over flaming, smouldering, and mixture of flaming and smouldering 
areas 
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The estimated fire temperature based on SWIR (bands 6-7) and TIR (band 10) over identified 
combustion pixels in Landsat-8 images on 3rd and 19th August 2015 is plotted in Figure 3. Figure 3a 
shows a boxplot representing the minimum, quartile 1st, median, quartile 3rd and maximum values of 
smouldering (S), mixture of flaming and smouldering (FS), and flaming (F). There were 402 S pixels 
in range of 320 K to 499 K, 8,587 FS pixels in range of 500 K to 665 K, and 103 F pixels with 
temperature of 700 K to 758 K. The median values of S, FS, and F temperatures were about 476 K, 
585 K, and 722 K, respectively. According to Usup et al (2014), smouldering temperatures observed 
from ground measurements were about 320 – 500 K, and Elvidge et al (2015) found smouldering close 
to flaming at about 500 – 700 K, and flaming at about 700 – 1000 K. Thus, the estimated peatland fire 
temperatures from Landsat-8 in all the peatland combustion stages were in the range of those provided 
by Usup et al (2014) and Elvidge et al (2015) but estimated flaming temperatures could not be higher 
than 758 K due to the saturation of band-6 in Landsat-8. Figure 3b shows a dotplot of S, FS, and F 
temperatures with each dot representing the average of up to 32 observations. The dotplot shows the 
distribution of the estimated fire temperature from SWIR and TIR bands. Figure 3b also shows the 
distribution of FS temperature with two peaks of temperature of 505 K and 595 K which represented 
the most common temperatures in FS. However, the dotplot of FS shows a left skewed distribution 
which possibly means a higher contribution of flaming than smouldering temperatures.  
 
Figure 3 - (a) Boxplot represents the minimum, quartile 1st, median, quartile 3rd and maximum values of smouldering 
(S), mixture of flaming and smouldering (FS), and flaming (F), (b) The dotplot of estimated peatland combustion 
temperature on F, FS, and S with two peaks of temperature and left-skewed distribution indicating a higher 
contribution of flaming than smouldering to FS temperature.  
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The methodology outlined in section 3.1 was implemented over 2 images including all 31 of 
potential combustion areas and non-combustion areas. Table 1 shows the 31 of potential combustion 
areas identified as flaming (F), smouldering (S) or mixture of flaming and smouldering (FS). Overall, 
the result of combustion identification over all the 31 samples shows good mapping precision (Table 
1). The mixture of flaming and smouldering pixels was identified in all the samples, while flaming or 
smouldering did not exist in every sample. The spatial resolution (100 m) of TIR may lead to the 
apparent mixture of flaming and smouldering stages. In one case, the mixture of flaming and 
smouldering was also found in a commission error in a burnt area separate from a combustion area. In 
one combustion area experiencing smoky conditions, the flaming and smouldering detection had an 
omission error leading to less combustion pixels being detected. The mixed flaming and smouldering 
pixels were also over mapped, producing commission errors over urban areas. The total hit detection 
was 31 samples with 1 sample of omission error and 6 samples of commission error. Overall, the 
precision of combustion detection was about 77 % compared to the visual interpretation of 764-RGB 
image. This is an early estimation of mapping precision and is not an estimate of accuracy which can 
only be achieved with independent data such as ground data. To reduce omission and commission 
errors issues associated with smoke, cloud, urban land cover, and bright objects will be dealt with in 
the next step in the research. 
Table 1 - Detection of flaming (F), smouldering (S), and mixture of flaming and smouldering (FS) over 2 Landsat-8 
images (03-082015 and 19-08-2015). The hit, Commission (C) and Omission (O) Errors were derived from 
comparison with the 764-RGB of Landsat-8. 
Landsat-8 (03-08-2015) Landsat-8 (19-08-2015) 
No 
Hit 
O C Note  No 
Hit 
O C Note 
F S FS F S FS 
1 ✓  - ✓  - - with smoke 1 ✓  - ✓  - - with smoke 
2 ✓  - ✓  - - with smoke 2 ✓   ✓  - - with smoke; Extended burning area from 03-
08-2018  
3 ✓  - ✓  - ✓  Commission on FS 
over burnt area 
3 ✓  ✓  ✓  - - with smoke 
4 - - ✓  - ✓  No smoke 4 ✓  - ✓  - ✓  No smoke 
5 ✓  - ✓  - - with smoke 5 ✓  - ✓  - - Extended burning area from 03-08-2018 with 
smoke 
6 ✓  - ✓  - - with smoke 6 ✓  ✓  ✓  - - Extended burning area from 03-08-2018 with 
smoke 
7 - - ✓  - - No smoke 7 ✓  - ✓  - - No smoke 
8 - - ✓  - - with smoke 8 ✓  - ✓  - - with smoke 
9 ✓  - ✓  - - with smoke 9 ✓  ✓  ✓  - - with smoke 
* - - - - ✓  
Non-combustion 
area, commission 
error of FS over 
urban and cloud 
10 ✓  ✓  ✓  - ✓  with smoke; commission of FS over burnt 
area 
11 ✓  - ✓  - - with smoke 
12 - - ✓  - - with smoke 
13 ✓  ✓  ✓  ✓  - less detection over smoky condition 
14 - ✓  ✓  - - with smoke 
15 ✓  ✓  ✓  - - with smoke 
16 ✓  ✓  ✓  - - with smoke 
17 ✓  - ✓  - - with smoke 
18 - - ✓  - - with smoke 
19 ✓  ✓  ✓  - - with smoke 
20 ✓  - ✓  - - with smoke 
21 - ✓  ✓  - - with smoke 
22 ✓    - - with smoke 
* - - - - ✓  
Non-combustion area, commission error of FS 
over urban 
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In addition to precision analysis, the results were also compared with the MODIS fire-mask product 
at the same date and the same location, but slightly different in time. In the first image acquired on 
August 3rd, 2015, there was only one MODIS acquisition at the location with a time about 4 hours later 
than Landsat-8 (Landsat-8 acquired at 09.34 am while MODIS at 01.35 pm). According to Usup et al. 
(2004) the maximum spreading time of peatland fire is 6.5 cm/hour at the peat surface (0-20 cm); thus 
within 4 hours of the Landsat-8 observation the MODIS observations of the peatland fires potentially 
corresponded to combustion 26 cm different in position to that observed by Landsat 8. However, of 
all nine samples of combustion areas found in Landsat-8, the MODIS fire-mask only detected one at 
location number 2 (Figure 4). The MODIS fire mask did not detect the other eight combustion areas. 
Of the eight combustion areas not detected by the MODIS fire-mask product, two combustion areas 
were cloud covered, which possibly caused the non-detection of fire, while six combustion areas with 
clear sky were undetected by MODIS. 
 
Figure 4 - (a) The 9 combustion areas shown in red square and MODIS fire-mask (pink) overlaid on the Landsat-8 
764-RGB image of August 3rd, 2015. The MODIS fire-mask only appeared in location #2, (b) Enlargement of location 
#2 showing the MODIS fire-mask (pink) transparency overlaid on the Landsat-8 image which is showing a 
combustion area in red and cyan (centre right). 
The second Landsat-8 image in study area was acquired on 19th August 2015 at 09.35 am, while on 
the same date and location MODIS fire-masks were available at 01.35 pm and 10.20 pm, thus 
generating a difference in time with the Landsat acquisition of about 4 hours and 12 hours respectively. 
These time differences translate to maximum peat fire spread of about 26 cm and 78 cm (Usup et al 
2004), respectively. Figure 5a shows the 22 combustion areas (red squares) on the 764-RGB image of 
Landsat-8 overlaid with MODIS fire-mask data at 01.35 pm (magenta) and 10.20 pm (yellow). There 
were only six combustion areas detected by the MODIS fire-mask at 01.35 pm, with only two of them 
remaining detected at 10.20 pm, and two other combustion areas additionally detected at 10.20 pm; 
thus, a total of 8 combustion areas detected by MODIS fire-mask. Of the other 14 combustion areas 
not detected by MODIS fire-mask, five of them were due to cloud cover, while the nine remaining 
combustion areas were undetected even with a clear sky condition. Figure 5b is the enlargement of 
combustion areas 15 and 16, which matched with the MODIS fire-mask, while in Figure 5c there was 
one commission error of MODIS fire-mask at 01.35 pm over a bare plantation area. 
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Overall, the comparison of data from the MODIS fire-mask for peat combustion areas with 
combustion identified from Landsat-8 resulted in 9 agreements (29 %) out of 31 for combustion, while 
22 areas were undetected (71 %). The undetected combustion areas in the MODIS fire-mask were due 
to cloud cover (7 areas), low fire temperature and MODIS pixel size, which at 1 km would reduce 
detectability of small fires. One commission error in the MODIS fire mask was also found over a bare 
plantation area. 
 
Figure 5 - a) The 22  combustion areas shown in red squares and MODIS fire-mask (pink and yellow) overlaid on the 
Landsat-8 764-RGB image of  August 19th, 2015, b) Enlargement of locations of #15 and #16 showing the MODIS 
fire-mask (pink and yellow) transparency overlaid on Landsat-8’s combustion area; the blue polygon represents 
smouldering area generated from Landsat-8, c) Enlargement of commission error of MODIS fire-mask at 01.35 pm 
over bare plantation area. 
 
 
Analysis of the SWIR and TIR bands of day-time Landsat-8 data indicates that it is potentially 
possible to discriminate flaming and smouldering stages in peatland combustion. The SICI integrated 
with the radiances of band-7 and band-10 of Landsat-8 can be used for separating combustion and 
non-combustion areas. The detected peatland combustion showed about 77 % precision compared with 
visual observations of the 764-RGB images of Landsat-8. Whilst there is room for further 
improvement, this is significantly better than the 71 % of MODIS fire-mask which is widely used for 
global fire monitoring. The algorithm when applied to Landsat 8 imagery was able to detect 
combustion areas that could not be mapped using the lower spatial resolution MODIS fire-mask, 
especially in small burning areas as usually occur in peatland fires. The estimated peat fire 
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temperatures from Landsat-8 aligned with prior research, but the estimated flaming temperatures can 
not be higher than 758 K due to the saturation temperature of Landsat-8. However, further analysis is 
required for verification with a simultaneous field measurements. This algorithm has the potential to 
be used on a routine basis due to the availability of Landsat-8 data during day-time every 16 days, 
provided cloud cover permits. It is possible that some merging of information from Landsat and higher 
temporal but lower spatial resolution satellites (e.g. Sentinel-2 and Sentinel-3, and maybe Himawari) 
can assist in interpolating the temporal gaps in Landsat data and when cloud cover inhibits use of 
Landsat. The algorithm presented in this research can also be implemented for forest fire mapping at 
a detailed scale, as its spatial resolution (30 m) is higher than the standard fire products (1 km). We 
are currently trialling and validating other algorithms with further research ongoing, as this work is 
part of a larger project, which is investigating automated smoke detection and soil moisture 
measurements in the mapping of peatland combustion. 
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Our ambition is to obtain experience in terminology management of large international lexicographic 
projects through cooperation with the international terminology and lexicography experts and to improve the 
software for implementation of the concept of the multilingual network resource for a comparative-
contrastive dictionary of fire science terminology (on the example of English and Russian). Since the project 
implementation requires international team efforts for its logical completion, Tatiana M. Sofronova (being 
both a terminologist and a fire scientist) would like to become a uniting, organizing and conceptual link in 
promotion of this international project and to earn the support of recognized international experts in 
Lexicography and Terminology Management. 
The project goal is development of a multilingual network resource for a comparative-contrastive 
dictionary of fire science terminology (FST) at the high modern technological level. This dictionary is meant 
to: 1) combine features of translation, explanatory, encyclopedic, ideographic and student’s dictionaries; 2) 
help to treat each national FST with care preserving the uniqueness of each system of knowledge; 3) enable 
comparison of different countries’ scientific terminologies for their harmonization (at the level of systems 
through terminology comparison and at the level of individual terms through terminology contrasting); 4) 
suggest joint ways of solving translation issues by terminology translators and fire science experts; 5) reflect 
diachronic development of a scientific notion behind a term and existing approaches to its explanation; 6) be 
open for updating and editing; 7) provide potential involvement of FSTs from different languages and 
countries to this project.  
The main project objectives include: 1. Obtaining theoretical experience in management of large 
international terminological projects through collaboration with leading international experts in the field of 
terminology and lexicography. 2. Improving the software for the multilingual network resource aimed at 
development of a comparative-contrastive fire science dictionary on the basis of the elaborated prototype of 
the bilingual fire science glossary. 3. Preparing relevant project documents for the implementation of the 
multilingual network resource for the comparative-contrastive fire science dictionary that could clearly guide 
efforts of fire scientists and translators/terminologists in different countries. 
 
Keywords: network resource, terminological lexicography, multilingual modeling, fire science terminology 
 
 
It is known that the issues of lexicographical modeling of bilingual and multilingual terminological 
dictionaries occupy a special place in the wide range of terminological and lexicographical works 
(Tabanakova et al., 2009). However, none of the studies individually, or their combination can claim 
to be a complete and universal scheme of stages of work on a dictionary, in each case, project 
development should take into account special features of a terminology, requirements of potential 
users, and working conditions (Kudashev, 2007). 
The theory and practice of modern terminological lexicography attaches a great importance to 
contrastive descriptions of the meanings of words from different semantic categories and different  
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languages (see: Sternin, 2007). Among recent works in this direction is A.M. Bobunov’s contrastive 
dictionary of Russian and English language folk songs (2012). Such dictionaries are valuable for 
contrastive presenting of non-terminological words, since creation of a contrastive dictionary of 
scientific terminology requires systematic analysis of interlingual terms and scientific concepts behind 
them both at the level of comparable subsystems (comparison), and at the level of parallel pairs of 
terms (contrasting). This dictionary should be focused not only on the linguistic, but also on the 
extralinguistic information, on how scientists perceive the world through the prism of scientific 
concepts. 
Of paramount importance is lexicographic description of young terminologies, which have 
developed their distinctive features in different countries and scientific schools and have never been 
subjected to linguistic research. Among them is fire science terminology (FST). Having originated 
from the depths of the forest management terminology in the middle of the XX century. To date, the 
basic research  in the field of FST is carried out and summarized in the monograph Lexicographical 
modeling of Russian and English fire science terminology (Felde, Sofronova, 2017), and is published 
in eight peer-reviewed papers. 
As a result of Sofronova’s training in Environmental Sciences at the University of Montana and the 
Missoula Fie Lab within the Fulbright Faculty Development Program (2008-2009), she developed an 
electronic prototype of a comparative-contrastive bilingual fire science glossary (Russian state 
registration number 0321201925), established contacts with the leading specialists in the US and 
Russian fire science, and defended her PhD thesis on the fundamentals of lexicographic modeling of 
Russian and English fire science terminology at the Tyumen State University (Russia, 2013). 
 
 
When considering the history of the formation of Russian and English FST we distinguished three 
similar stages in its development (Sofronova, 2008) and concluded that the modern fire science is at 
an extraordinary stage of development (Kuhn, 1962). The latter implies unwanted terminological 
confusion as a result of distinctive terminology development in different countries, in different 
scientific schools, thus preventing mutual understanding of scientists from different scientific schools 
and countries. Therefore, coordination and harmonization of terms and notions is a long overdue 
problem in the modern fire science. 
When disclosing the degree of order in modern FST, we have found that this terminology is poorly 
ordered and poorly harmonized (Sofronova, 2010). The Russian terminology faces the following 
issues: (a) absence of fire science dictionaries; (b) low quality of state standards on fire management 
terminology (e.g., lack of coordination in the extraction of generic terms, variability in definitions, 
erroneous definitions). The English terminology is characterized by: (a) absence of formal ideographic 
dictionaries in Fire Science; (b) national specific features of the English FST in the United States, 
Canada and Australia. Harmonization of the Russian and English FST is interfered by poor quality of 
translation dictionaries, which is proved by: a) partial cover of fire science terms in forestry 
dictionaries (Filipchuk, 2002; Rodin, Filipchuk, 2006; Helms, 1998); b) presence of artificial 
translation equivalents (International multilingual fire management terminology, www.fire.uni-
freiburg.de); c) presence of several translations of a term without disclosing their distinguishing 
features and presence of terms with erroneous translations (Mozhaev et al., 1998). This situation is due 
to disparity of the Russian and English terminological fields, which is caused by unique national term 
formation, variability in understanding of terms by different scientists and scientific schools and 
misleading terms. Mechanical comparison of terminological systems with unique segmentation of the 
area of knowledge only increases terminological confusion (as an example, see FAO/ GFMC …, 
2003). In 2006-2007, scientists of the St. Petersburg Research Institute of Forestry in collaboration 
with Canadian colleagues attempted to harmonize the Russian and English FST, but the results of their 
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work remained unpublished. In 2012, European scientists created an English-language European 
Wildfire Glossary, which is a mixture of different terminologies of European countries and is suitable 
mainly for practitioners working at the international level. For scientists, every scientific term is 
associated with a specific terminological system, and scientific concepts do not remain static over time. 
Therefore, this confusion of terminologies can only hinder the development of the scientific thought. 
 
 
The project specific aim is development of a multilingual network resource for a comparative-
contrastive dictionary of fire science terminology (on the example of English and Russian) at the high 
modern technological level. This dictionary is meant to: 1) combine features of translation, 
explanatory, encyclopedic, ideographic and student’s dictionaries; 2) help to treat each national fire 
science terminology with care preserving the uniqueness of each system of knowledge; 3) enable 
comparison of different countries’ scientific terminologies for their harmonization (at the level of 
systems through terminology comparison and at the level of individual terms through terminology 
contrasting); 4) suggest joint ways of solving translation issues by terminology translators and fire 
science experts; 5) reflect diachronic development of a scientific notion behind a term and existing 
approaches to its explanation; 6) be open for updating and editing; 7) provide potential involvement 
of fire science terminologies from different languages and countries to this project.  
The main project objectives include: 1. Obtaining theoretical experience in management of large 
international terminological projects through collaboration with leading international experts in the 
field of terminology and lexicography. 2. Improving the software for the multilingual network resource 
aimed at development of a comparative-contrastive fire science dictionary on the basis of the 
elaborated prototype of the bilingual fire science glossary. 3. Preparing relevant project documents for 
the implementation of the multilingual network resource for the comparative-contrastive fire science 




Prior to our research, the terminology of forest fire science had never been involved in the linguistic 
studies and had never been subjected to systematic comparative and lexicographical analysis. Russia 
has no special dictionaries in this field of knowledge yet. There are only general reference materials 
on forestry and forest management covering the FST only partially. The first brief glossary of fire 
science terms was published by Prof. N.P. Kurbatskiy in the 1972 collection of articles. The US, on 
the contrary, have official glossaries of fire management terminology, which, however, do not always 
reflect the modern development of the scientific thought in the field of fire science (Glossary ..., 1990; 
Glossary ..., 2007). In 2007, a US electronic fire science glossary FireWords (Scott, Reinhardt, 2007) 
was created. It was aimed at clarifying understanding of 300 fire science terms. Unfortunately, the 
work on the project was terminated for financial reasons, and about 25% of the terms were not provided 
with glossary entries, but the results of this work were published on the website: 
http://www.firewords.net/. During my Fulbright training, the authors of the FireWords kindly provided 
the accumulated material as a legacy and software for use in the prototype of the bilingual glossary of 
the Russian and US FST. 
The theoretical significance of our study lies in realization of the strategy for comparative-
contrastive lexicographic modeling of the dynamically evolving terminology of a relatively young fire 
science that is a definite contribution to the theory of bilingual (and potentially, multilingual) 
terminological lexicography. The strategy of the proposed network resource modeling makes it 
possible to disclose the variability in understanding of terms by different scientists and scientific 
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schools, to correct or logically synthesize definitions, leaving a user the right to their own conclusions 
in the analysis of the discussion section in the dictionary entry. 
The practical importance of the project lies in the versatility of the lexicographical product being 
developed that may be addressed to fire scientists, translators/interpreters, and students of forestry 
departments majoring in forest fire protection. Development of the multilingual dictionary of fire 
science terms and concepts systematized within a language / country and harmonized among languages 
/countries should improve mutual understanding and exchange of information and experience among 
scientists of different countries, and also should help involve them in the process of systematization of 
their national terminology and in the discussion of problematic aspects of its harmonization with the 
terminology of other countries. As a result, such an electronic resource may become the basis for a 
large international project on development of a multilingual network resource on similar informational 
and technological but more rigorous scientific principles as Wikipedia or Wiktionary. Creation of such 
a dictionary should facilitate (and, possibly, automate, to some extent) translation of scientific works, 
which remain untranslated or poorly translated. 
 
 
Creation of any bi- or multilingual lexicographical product involves comparative and contrastive 
studies. They are based on the general principles of terminology analysis such as the principles of 
comparability, consistency, sequence of analysis of a linguistic material. Their main difference lies in 
the level of description of the object of study and the sequence of comparison: comparative analysis is 
conducted at the level of subsystems, fields, groups, independently with the following comparison, 
and contrastive analysis is conducted at the level of individual terminological units in the direction 
from a unit of one language to its possible correspondences in other languages (Sternin, 1992). 
Effective semantization of scientific terms in the dictionary and transfer of the accumulated 
scientific experience with the preservation of national terminological peculiarities is possible through 
realization of the algorithm, the key elements of which are: a) terminological system modeling through 
comparable logical-conceptual schemes; b) diachronic analysis of the development of scientific 
concepts in dictionary entries and synthesis of definitions based on the accumulated scientific 
expertise; c) translation commentary which takes into account the current scope of the term concept in 
multilingual terminological systems and offers a contrastive analysis of relative term equivalents or 
suggests artificial equivalents in case of non-equivalent terminology. 
The prototype of the comparative-contrastive bilingual electronic glossary of the Russian and US 
FST (Fig. 1 and 2) developed according to the algorithm will serve as a stepping stone for the 
realization of a multilingual network resource for fire science dictionary. This dictionary will combine 
the parameters of translation, explanatory, encyclopedic, ideographic and student’s dictionaries and 
should be a means of harmonization of the FST among different languages and countries. 
 
Figure 1 - Model of the bilingual fire science glossary 
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Figure 2 - Interface of the bilingual fire science glossary prototypey 
 
 
The proposed project of qualitative nature involves: 1) consultations and workshops with 
terminology experts from the ATILF Laboratory (Nancy Cedex) and INALCO (Paris) on issues of 
modern bilingual and multilingual terminological lexicography as well as business trips (funds 
permitting) or video conferencing with terminology experts from other countries (Finland, the USA); 
2) analysis of published works on modern foreign research and technology in this field; 3) creation of 
fire science corpora on the basis of the Fire Research Institute Library (on the example of English and 
Russian languages) for extraction of scientific terms and their contextual meanings that have emerged 
over the past 40-50 years, i.e. during the period of existence of the fire science as an independent field 
of scientific knowledge; distribution of the terms among the main fire science subfields and in the 
logical-conceptual schemes: 4) learning the basics of a network approach and programming of network 
lexicographical products with the specified parameters for the development of an updated software for 
a multilingual network resource on fire science terminology; 5) interaction with international 
organizations and foundations potentially interested in the proposed project on development of a 
multilingual network for a fire science dictionary (e.g., Global Fire Monitoring Center, Germany; 
FAO, Italy; International Association of Wildland Fires, USA; World Bank, USA); 6) preparation of 
the necessary documents for implementation of an international project on creation of this multilingual 
network resource; 7) development of a demo version of a specialized website on the dictionary project 
with information about the status of work, the latest updates and lexicographical products available for 
download. 
Our terminology institutions and contacts include: 
Hosting institution: ATILF CNRS Laboratory (Nancy, France), Prof. Alain Polguère, 
alain.polguere@univ-lorraine.fr 
Partnership Institution: INALCO (Paris, France), Prof. Svetlana G. Krylosova, 
svetlana.krylosova@inalco.fr 
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International contacts: 
University of Tampere / University of Helsinki (Finland), Prof. Igor. S. Kudashev, 
Igor.Kudashev@staff.uta.fi 
Kent State University (Ohio, USA), the Institute of Applied Linguistics at the Department of Studies 
of Modern and Classical Languages, Professors Sue Ellen Wright, swright@kent.edu. 
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Abstract 
During the summer of 2015, a number of wildfires fires burned across northern California, which 
produced significant smoke across the region. Smoke from these wildfires hindered fire-fighting 
efforts by delaying helicopter operations and exposed communities to high concentrations of 
atmospheric pollutants. Nighttime inversions are common across the western U.S. and usually mix 
out during the early afternoon as a result of convective mixing from daytime heating. However, 
atmospheric conditions in valleys adjacent to the aforementioned wildfires remained stable 
throughout the afternoon. It is hypothesized that the smoke from nearby wildfires enhanced 
atmospheric stability due to surface cooling caused by reduced incoming solar radiation, and 
possibly by warming aloft due to absorption of the incoming solar radiation in the smoke layer. At 
the same time, mid-level heating from the wildfire could have increased atmospheric stability and 
extended the duration of the inversion.   
In this study, we utilize the WRF-SFIRE-CHEM modeling framework, which couples an 
atmospheric, chemical, and fire spread model in an effort the model the impacts of smoke on local 
inversions and to improve the physical understanding behind these smoke-induced inversion 
episodes. This modeling framework was used to simulate the Route and South Complex 
fires between August 10 – August 26th, 2015. Preliminary results indicate that wildfire smoke may 
have significantly reduced incoming solar radiation, leading to local surface cooling by up to 2-3 
degrees. Direct heating from the fire itself does not significantly enhance atmospheric stability. 
However, mid-level warming was observed in the smoke layer suggesting that absorption in this 
layer may have enhanced the inversion. This study suggests the including the fire-smoke-
atmosphere feedbacks in a coupled modeling framework such as WRF-SFIRE-CHEM may help in 
capturing the impacts of wildfire smoke on near-surface stability and local inversions.  
 
Keywords: smoke, air quality, inversion 
 
 
It has long been recognized that weather can have large impacts on fire behavior and that sudden 
changes in winds at the fire line can have significant influences on fire behavior and other hazards 
(Albini 1982). Since wind at the fire line can impact fire spread and other fire phenomena such as 
plume rises, and smoke generation and transport, the prediction of the meteorology driving the fire 
must accurately account for all scales of motion ranging from synoptic-scale down to the fire line 
scale. This requirement is difficult to satisfy, as fire is dynamically coupled with the atmosphere. 
Recent studies by Clements et al. (2007), Lareau and Clements (2015), and Lareau and Clements 
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(2017) provide observational evidence of fire-driven modifications of local weather, including the 
development of the pyro-convective plumes, in addition to the modification of local-scale winds that 
can extend several kilometers from the fire. 
Weather data used to drive operational fire propagation models like BehavePlus (Andrews 2009) 
typically come from nearby weather stations or numerical weather forecasts. In order to refine 
relatively coarse resolution numerical weather prediction product and improve the accuracy of wind 
forecasts in complex terrain, diagnostic models such as WindNinja (Forthofer et al. 2014) are used to 
refine winds to finer scales. These models typically downscale wind forecasts at coarser resolutions 
(~1-12 km in order to account for local terrain-induced circulations. However, downscaling is applied 
to the larger scale weather forecasting model, that does not account for the dynamical feedbacks 
between fire and the atmosphere. From that standpoint, it is important to assess if the local weather 
modifications due to the fire are significant enough to motivate coupling between the numerical 
weather prediction models, and the fire models.  
 Dynamical impacts of fire on the atmosphere exist at a variety of different scales ranging from 
meters to kilometers. Physically, fire-induced weather modifications may include:  
1. modification of horizontal winds near the fire line as well as the vertical wind profile 
2. formation of pyro-convective columns, and upper-level warming due to the condensation of 
water vapor in the smoke column 
3. change of the atmospheric chemical composition due to the injection of smoke 
4. atmospheric warming due to the heat release from the fire, and 
5. radiative effects of smoke aerosols 
 
In this paper, we focus on the last two aspects of fire-induced weather modifications, the direct 
warming due to the fire heat-release and the radiative impacts of smoke through atmospheric 
absorption and scattering. 
 
 
During the summer of 2015, a number of large wildfires burned across northern California in areas 
of localized topographic relief (Figure a). Persistent valley smoke hindered fire-fighting efforts, 
delayed helicopter operations, and exposed communities to high concentrations of atmospheric 
pollutants.  
a)            b) 
 
Figure 1 - Active fires across northern California on August 23rd, 2015 within the innermost domain d03 (a), and 
WRF-SFIRE-CHEM domain setup with the indication of the additional fire within domain d02 (b). 
While nighttime inversion conditions are common in valleys across the West, the inversion during 
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observed in valleys across northern California, while upper-elevation locations above the smoke layer 
saw minimal decreases in surface temperatures. It was hypothesized that the combination of increased 
scattering and absorption within the smoke layer and mid-level atmospheric heating from the fire 
helped maintain a feedback process that extended the inversion period. This project utilized the 
coupled WRF-SFIRE-CHEM system to examine this hypothesis and to determine whether this 
modeling framework could be used to accurately forecast smoke-induced inversions in the future. 
 
 
Here we used WRF-SFIRE-CHEM, which is an extension of WRF-SFIRE modeling framework 
(Mandel et al. 2011). This model framework couples the SFIRE propagation model with a chemical 
transport model (WRF-CHEM; Grell et al. 2011). The integration of the atmospheric, fire and chemical 
transport models enables direct simulations of the fire propagation, plume rise, as well as smoke 
dispersion and chemical transformations (Kochanski et al. 2016). For the purpose of this study, the 
existing coupling between the fire and the chemistry model has been extended by implementing the 
Goddard Chemistry Aerosol Radiation and Transport (GOCART) scheme (Chin et al. 2000) to account 
for aerosol impacts on incoming solar radiation. A schematic diagram showing the coupling 
mechanisms between WRF-SFIRE-CHEM components is presented in Figure . 
 
Figure 2 - Diagram of the WRF-SFIRE-CHEM model. 
WRF-SFIRE-CHEM has been configured with three nested domains with horizontal resolutions of 
12km, 4km, and 1.33km, respectively. A total of 6 fires were simulated, with 5 of them being located 
within the innermost domain d03 and one within domain d02 (see Figure b). The simulation was 
initialized on August 16th 0000 UTC and ran for seven days, with boundary conditions being derived 
from the Climate Forecast System Reanalysis (CFSR) data (Saha et al. 2014). The fire model was 
executed on a 1:20 refined mesh, with the horizontal resolution of 67m. The fuel description came 
from the LANDFIRE dataset available at https://www.landfire.gov/. 
Two numerical simulations were carried out in order to quantify the impacts of smoke on surface 
temperatures across northern California. The first one was defined as the “baseline simulation”, where 
WRF-SFIRE was ran with no radiative smoke impacts. The second model configuration used WRF-
SFIRE-CHEM, where smoke emissions computed from fuel consumption were linked to the 
GOCART aerosol scheme, which interacts with the atmospheric radiation scheme. As a result, this 
WRF-SFIRE-CHEM configuration is able to account for the impacts of smoke aerosols on incoming 
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solar radiation. Both model simulations had fire growth prescribed using the fire arrival time derived 
as a spatial interpolation between observed fire perimeters. An example of the encoded fire progression 
is shown in Figure . 
 




Temperature and incoming solar radiation from both WRF-SFIRE model configurations were 
compared to observations at two stations that were adjacent to the River Complex and South Complex 
fires. The first station (Big Bar; BGBC1) was located within the Trinity River valley, with an elevation 
of 524-m, while the second site was located at the top of the Trinity River valley and had an elevation 
of 1005-m (Trinity Camp - TCAC1). The elevation map of the innermost model domain and the 
location of these two stations are shown in Figure .  
 
Figure 4 - Elevation map of the innermost domain d03 and the location of measurement stations used in the analysis 
Big Bar Trinity Camp
Elevation map for the innermost domain d03 (1.33km)
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Observational data from these stations indicated that the Big Bar station, located deeper in the 
valley, observed a more significant reduction in the incoming solar radiation, than the Trinity Camp, 
located higher in the mountains. It was hypothesized, that these differences were a consequence of 
each site's geographic location resulting in different aerosol optical depths in the smoke layers above 
each site. Model simulations performed with, and without the radiative impact of smoke confirmed 
that the observed deficit in the incoming solar radiation was associated with the presence of the smoke 
layer. 
The time series of the simulated and observed incoming solar radiation at these two stations 
presented in Figure  illustrate that during the first three days when the stations were mostly smoke-
free, the simulations with and without radiative impacts of smoke showed very similar results. 
However, at the end of August 19th, and the beginning of August 20th, (Figure ), a dramatic decrease 
in the incoming solar radiation was observed at the Big Bar station in the WRF-SFIRE-CHEM run 
accounting for the radiative impact of smoke. The Trinity Camp also experiences a decrease in the 
insolation but not as significant as the Big Bar.  
These results suggest that the smoke covering the Trinity River Valley could have been a reason 
for the observed discrepancies between the Big Bar station located deeper in the valley and 
consequently covered by a thick layer of smoke, versus the Trinity Camp station, located higher and 
covered by a shallower smoke layer. 
 
Figure 5 - Time series of the simulated and observed incoming solar radiation at the Big Bar station (BGBC1) – top 
panel, and the Trinity Camp station (TCAC1) – bottom panel. Observed temperatures plotted as the black line, the 
baseline simulation is plotted in the red line, and the orange line represents the WRF-SFIRE simulation with aerosol 
impacts. Gray shading denotes period where smoke-inversion conditions were present.   
The impact of the fire smoke is also evident in the 2m air temperature time series presented in 
Figure . Prior to the smoke inversion conditions on the 19 and 20th of August, the simulations with and 
without radiative impacts of smoke are nearly identical. However, on August 19th and 20th the 
temperatures for these simulations diverge. The simulation accounting for the smoke shading showed 
a temperature that was 3°C cooler at Big Bar relative to the baseline run. The timeseries for the Trinity 
Camp station also showed some cooling due to the smoke, but as expected, it was not as pronounced 
as the cooling at the Big Bar, which is located deeper in the valley. Model comparisons across northern 
California on August 19th at 2100 UTC indicates that much of the area was infiltrated by smoke-
emitted PM2.5, with concentrations exceeding 100 μg m-3 (Figure  a). 
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Figure 7 - Same as Figure 5, but for 2-m temperature.. 
Incoming solar was significantly reduced in the WRF-SFIRE simulation that included aerosol 
impacts, which saw deceases approaching 600 Wm-2 at some locations (Figure  b). Similar decreases 
were also seen in 2-m temperatures, which were mostly confined to river valleys across northern 
California (Figure  c). Finally, wind speed decreases were also observed across the study region (Figure  
d), which was likely the result of smoke-induced inversions decoupling surface winds from the free 
troposphere. 
 
Figure 7 - (a) Modeled PM2.5 concentrations and 10-m winds, differences between the WRF-SFIRE configuration 
that included aerosol impacts and the baseline simulations for (b) solar radiation, (c) 2-m temperature differences, 
and (d) wind speed. Panels are for August 19th, 2015 at 2100 UTC. 
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The visible correlation between the patterns of PM2.5 concentration, radiation reduction, and surface 
cooling indicates that the observed dampening of the diurnal temperature cycle at the Big Bar station 
was related to the local impacts of the fire smoke that strengthened inversions by decreasing incoming 
solar radiation and surface temperatures. 
In order to assess the fire impact on the thermal structure of the atmosphere, the vertical temperature 
profiles over the Trinity Valley was analyzed. The comparison between the baseline simulation and 
the pure atmospheric run without fire didn’t reveal any measurable differences in the temperature 
profiles. This suggests that in the case of low-intensity fires, the direct thermal effect of the fire is 
negligible and didn't significantly contribute to the observed inversions. However, the differences 
between the baseline simulation and the WRF-SFIRE-CHEM run indicate that smoke layer had a 
significant impact on the thermal structure of the atmosphere (Figure ). The presence of the smoke 
layer has a dual effect. The smoke shading, (radiation blocking) results in surface cooling, while the 
absorption of radiation at higher elevations results in slight warming. This double effect tends to 
stabilize the atmosphere and promote persistent smoke-enhanced inversions.  
 
Figure 8 - Difference between the temperature from the baseline WRF-SFIRE run and the WRF-SFIRE-CHEM run 
with radiatively active smoke, showing time evolution of the vertical temperature modification due to the smoke. 
 
 
Preliminary results indicate that local weather modifications due to the wildfire smoke are 
significant enough to motivate the inclusion of fire smoke impacts on local weather conditions within 
the numerical models. In the analyzed case the wildfire smoke reduced incoming solar radiation by up 
to 600W/m2, which lead to local surface cooling reaching 3°C. This work suggests that the inclusion 
of fire-smoke-atmosphere feedbacks in a coupled modeling framework such as WRF-SFIRE-CHEM 
may help capture the impacts of wildfire smoke on near-surface stability and local inversions. 
Furthermore, results here suggest that smoke may have impacts beyond increasing atmospheric 
stability and decreasing temperatures in smoke infiltrated valleys. The smoke-enhanced inversions 
tend to inhibit the vertical mixing and consequently reduce near-surface winds. This interaction 
generates positive feedback, in a sense that the smoke layer cools down the surface, stabilizes the 
atmosphere, and reduces surface winds which in turn limits the smoke ventilation and promote 
persistent inversions. Also, as the smoke-induced inversions inhibit the surface flow, the inversion 
break-ups, or the upslope fire propagation protruding through the inversion layer may lead to 
significant fire acceleration. 
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Examination of the forest fires detection - The relationship between the 
fire and the detection 
László Bodnár *; Ágoston Restás  




Introduction: Forest fires are one of the most typical natural disasters in the world. As a result of the global 
climate change a continuous average temperature increase can be determined. Consequently, the risks of the 
forest and the vegetation fires are increasing. Because of the global climate change, the dry and rainless 
periods of the weather conditions can be extended. It gives bigger opportunity to ignite the biomass. For the 
effective firefighting it is necessary to make a quick detection. The detection of the forest and vegetation fires 
is carrying out mostly on a passive way, mainly based on public announcement. If there is no announcement 
of a fire, it does not mean a fire for the fire departments. So that is why the authors make an examination of 
the forest fire detection, focusing on the relationship between the fire and the detection. 
Methods: When writing the paper, it was important to analyze and study the relevant literatures of the 
topic, and the related data collection. In addition, it is important to mention the personal consultations with 
various experts, the logical conclusions and the personal experiences of the authors on the subject. The 
authors expressed the effectiveness of the observation with an simple mathematical formula.  
Results: The authors set out to examine the detection of the forest and vegetation fires as a factor 
influencing on the effective firefighting. The paper shows the relationship between the observer and the fire. 
The authors were analyzing the operation methods of the human eyes. Including the importance of the angle 
of view, the whole field of view of the human eyes. In the paper appear the obstructive factors of the detection, 
such as the distance and the terrain. As a result of the paper, the authors determined a formula, which shows 
the efficiency of the observation and its most important circumstances.  
 
Keywords: forest fire, vegetation fire, observer, detection, efficiency, angle of view 
 
 
The global climate change is a real threat in the past decades, (Westerling ALR. 2016) but it has 
begun in the 20th century. (Morgan et al. 2008) Global warming affects all elements of firefighting. 
The in time observation of the forest fires is very important, as it has an indirect impact on the size of 
burned areas and on the effectiveness of firefighting. Firefighting is a very long and complicated 
process that requires proper firefighting tactics and well – considered decisions from the leader of the 
firefighting. (Restás 2015) When doing researches in connection with the detection of the forest fires, 
it is very important to mention some results from other authors. According to Ahmad A. A. Alkhatib 
2014 there are a lot of methods and systems, which can help for the early detection. Each technique 
has its own advantages and disadvantages. For example, a well-functioning camera system can be a 
big help in the early detection. Authors like other experts prefer unnamed aerial vehicles for the 
effective detection. Drones can monitor forest fires and make measurements (L. Merino et al. 2012) 
or software’s can provide functions on processing UAV  aerial  image  data,  according to the 
requirements of forestry area application on UAV platform. It gives a real-time and remote watch on 
fires. (Lan Zhang et al. 2015) But there are some other researchers, who suggest wireless sensor 
networks for the reliable detection. It promises green technology for the future in detecting efficiently 
the forest and the vegetation fires. (Bouabdellah et al. 2013) In case of a fire, in many cases the 
innovative devices are not available. Fire detection is a civic duty in which the efficiency of the fire 
detection depends on the observer. Authors will examine this problem and its circumstances.
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A firefighting process is a result of many complex steps. However, these steps can be called effective 
only when the first steps are time-consuming. These first steps will take place even before the marching 
of the professional fire departments. The most important of these steps are the generation of the fire, 
the fire detection, and the assessments of fire detection, the determination of alert state and the alarm. 
This is illustrated in Figure 1 below. 
 
Figure 1 - The first 5 steps in the firefighting process 
It is a fact that most of forest fires are the result of human negligence or intent, therefore, the authors 
state that the first two steps of the firefighting process are related to the citizens. The generation of 
fires can be prevented by laws and modern innovative tools. (Blum 2012; Condera et al. 2012) 
However, in many cases they do not provide the opportunity to prevent the fires. The generation of a 
fire causes heat and fumes. The colour of smoke can be detected within a short time by the citizens. 
The quickness of the observation and the signalling is very important, as the later the fire alarm is 
realized, the later the professional fire departments will be alerted, and it will result in more burnt 
areas. It means significant costs for the national economy. (Restás 2014; Bodnár 2017) 
In connection with the firefighting it is important to mention that according to common law, who 
detects a fire has an obligation to signal it to the professional fire departments. If it is not possible, the 
observer has to make a signal for the police, the ambulance service or the mayor's office of the 
competent municipality.  
The fire detection can be done by personal communication, by telephone or by voice and light 
signalling systems. In this case the most important facts are the quickness and the statement. According 
to the experiences of experts the observer must always report: 
• The exact location of the fire 
• What is burning? 
• What kind of damage has happened 
• What is in danger (gas tanks, dangerous goods, vehicles) 
• Is there a life threat? 
• The name and phone number of the observer  
 
The statement and the speed of these data are very important for the effective firefighting. However, 
detection of fire is not always easy. There are some cases when detection is affected by various 
circumstances. In addition, it is important to examine and analyse the angle of view and the function 
of the human eye. With this function, the authors make considerations in the following chapter. 
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A basic condition for remote detection is that it has to reach the minimum level of the sensitivity 
threshold of the detection. The typical parameter of the fire is the smoke, which can be detected 
visually even from a long distance. The smoke is a complex flue-gas system. Its composition depends 
on the combustible material and the conditions of combustion. The most important factor in the 
burning of vegetation is the water content of the vegetation. Depending on the circumstances, the 
location of the burning vegetation can be observed from long distance, because of fume. The 
observation is basically influenced by the colour and intensity of the smoke, the water content of the 
given vegetation and the atmospheric conditions. The released aqua vapour during the combustion 
dyes the fumes grey-white. The opportunity of the long distance detection is determined by the distance 
between the observer and the fire, the obstacles between them and their relative positions. But it is also 
important to investigate field of view and the operation of the photoreceptors. 
Eye is one of the most important senses of people. By using our eyes, we are able to detect and find 
out everything. The field of view is the space that our eye sees in straight forward look. During a 
perimetry, the two eyes must be examined individually. Looking straight forward, the eye fixes a point, 
in the visual field hemispheres, but whenever a spotlight is displayed, it is indicated by a button push. 
During the perimetry, the testing hemisphere and the intensity of the test light are accurately calibrated. 
Based on the test signal, two types of perimetry can be distinguished. 
During the kinetic perimetry, the light point is moved by the investigator in the perimeter sphere 
from the periphery to the centre (hence kinetic). The circle or oval line within which the test point of 
a given size and brightness is detected by the test is a so-called isopter. The ability of the light sensor 
retina is centrally the largest, and to the edge is gradually more imperceptable. Therefore, the smaller 
and weaker is the test point, the smaller is the associated isopter, so the field of view is narrower.  
 
Figure 2 - The whole field of view of the human eyes. Source (Süveges 2010) 
During the static perimetry, the test signal does not move, but it is displayed at different locations 
with different light intensity. The purpose of the test is to determine the light detection threshold value 
at the retinal sites under examination. (Steven 2016)  
According to the Figure 2, the human eye is generally capable of measuring a 200-degree angle. 
Within the field of sharp eyesight, in the centre of the field of vision, the eyes are able to see angle of 
view about 90-100 degrees. Within this area, a healthy person's eyes can detect anything and capture 
it in brain in a good quality. (red line) If the two eyes are examined separately, it can be stated that the 
angle of view of each eyes has approximately an angle of 160 degrees. (green and orange lines) 
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Separately, they do not cover the entire field of view but the full visibility is achieved only with the 
operation of both eyes. 
The importance of the eyes and the field of view also plays a significant role in the detection of fire. 
Detection is effective if the observers perform their activity at the widest possible angle and in the best 
possible quality. If these two conditions are not fulfilled, the detector may receive a false image of the 
fire and the fire spread. As a result of this, false data can be sent to the professional fire departments, 
which also has an influence on the number of the alert forces and on determination of the alert state. 
Almost everywhere, a large number of forest fires were generated due to bad detections data due to 
classifications of the alert state. Later this problem was solved by the leader of the firefighting. (Bodnár 
2017) 
As a result of this chapter, the authors stated that the detection may have a significant effect on 
firefighting. Because the detection of a fire is still made by the citizens in most cases, it is very 
important to examine the function and the operation of the human eye. If a person who detects a fire 
does not perform their obligation well, it will result in a more complicated intervention for the 
firefighters. The incorrect detection gives a bad signal to the interveners, so it will lead to problems 
during the firefighting. In addition, it means extra costs for the national economy  
 
 
The early detection of the generation of fire is very important. In some cases, observation is 
hampered by various obstacles. In this chapter, the authors examine the obstacles of the fire detection 
and its methodological background. If the fire is detected from a long distance it is important to have 
a feature which reaches the minimum level of sensitivity threshold for the detection. The characteristic 
parameter of the fire is smoke. It can be perceived visually from even longer distance. 
 
One of the most typical difficulties of detecting a fire is distance, because this is a factor that 
basically has a major influence on the effectiveness of the observation. In this connection, the authors 
still consider that it is important to examine the function of the human eyes and its adaptation to the 
distance. The eyes must also give a sharp picture from various distances in order to keep the image 
distance. it is facilitated by the long-distance adaptation and accommodation of the eye.  
The eyepieces are fixed to the ciliary body in the 
surroundings with a help of so-called elastic and inflexible 
lenses. If the ciliary muscle relaxes in the ciliary body 
(resting position), then the hanging fibres are strained, so the 
eyepiece will flatter and the focal length will be greater. It is 
called far-reaching adaptation. If the ciliary muscle will 
contract, (the diameter of the radial body decreases) the 
hanging fibres will slack, so the flexible lens will curle, and 
its focal length will decrease. This is the close adapted eye. 
Without any exertion the normal eye can adapt to the distance 
of so-called perspicacity. For a healthy eye, the clearity 
distance is approximately 25 cm. (Goldsmith 1990) Of 
course, detecting forest fires, the observer cannot detect from 
a 25 cm of distance. Its distance is significantly higher. 
(Dancy and Christian 2014) Of course, the eye can adapt to 
longer distances. Its operation is illustrated in Figure 3. While 
increasing the distance, the possibility of the observation 
decreases proportionately. The reason for this is that on one 
 
Figure3 - The long distance adaptation of 
the human eye. Source: (Sulinet 2018)  
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hand the visible surface decreases in proportion to the square of the distance and, on the other hand, 
the humidity of the air reduces the visibility of the contours. If the smoke does not reach the threshold 
of sensitivity of the observer, it remains invisible. 
When examining the operation of the eye it can be stated that our eyes can adapt to various 
distances. However, in some cases, because of the distance between the eye and the detected area, the 
observer can get distorted view. It can also have an affect to the fire alarm. But when the observer does 
not get a real picture of the circumstances of the fire, the signal can be false. In the case of a false fire 
alarm, the marching will be unnecessary. It means further costs for the economy system. 
 
After investigating the detection and the distance, the authors consider to analyse other obstacle 
factors during the observation.  
There may be many obstacles between the location of the observer and the burning area. It can 
reduce or exclude the possibility of detection. It could be for example the terrain and the vegetation of 
the detected area. The perceptibility of various fires in valleys can only be observed by the smoke, 
when it rises above the top of the vegetation. In this case, the flames can not be detected. In many 
cases, it has led to major problems, because basically, smoke does not always mean a fire in the forest. 
Ignition is allowed at designated fireplaces in the forest, but it has also smoke phenomenon. In many 
cases the observer thinks of this and not of a real forest fire. In addition, it is considered by the authors 
to mention that the content of the air humidity and the relative humidity reduces the option of the 
detection in proportion with the distance. In addition, it should be noted that the low humidity increases 
to both the propagation of fire and the possibility of the detection. 
The detection of forest fire is basically influenced by the relationship between the observer and the 
fire. It can be an advantage or even a disadvantage in the detecting activity. The lower level you can 
imagine it in a hilly, pointed area when the observer is in the valley and the fire on a hillside or on a 
hilltop. In this case, the angle of view allows not only the detection of the smoke, but also the visibility 
of the frontline of the fire. This is a clear sign of a forest fire, so the phenomenon of smoke does not 
deceive the observer, so he can warn quickly.  The same level of the location allows the detection of 
smoke, the visibility of the frontline of the fire depends on the height of the vegetation or the 
parameters of the fire. In this case, there can be some doubts from the observer, because he cannot see 
the flames, only the smoke. The higher detection level of the observer allows the detection of both the 
smoke and the frontline of the fire due to the better angle of view. The smoke can reduce the detection 
of the frontline fire. Detection has a psychological background as well. It has been a concern for a long 
time. (Wade and Rovira 1981) 











lower  X  
same X   
higher  X  
As a result of this chapter, the authors define a formula for the effective human detection. The 
efficiency of the detection is influenced by the distance between the fire and the observer, the time of 
the detection (response time), the terrain of the area and the phenomenon of the flames and smoke. In 









- EObservation: effectiveness of the observation 
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- QTerrain: characteristics of the territory 
- QDistance: distance between the fire and the observer  
- QSmoke_phenomenon: characteristics of the smoke (fire) 
- TObservation: time between fire ignition and observation 
 
Figure 4 - Formula of the efficient observation. 
According to the formula the authors determined the efficient detection. The efficient observation 
is realised, when the observer in a certain period of time (To), from a certain distance (S), under certain 
terrain conditions (Te) detects a phenomenon of fire (Ph) and warns the disaster management. The less 
time it is realized the fire alarm will be more efficient. A quick fire detection is a key for the effective 
firefighting. In connection with the early detection it is important to mention that beside the human 
observation, there are other technical solutions (for example drones) to detect the wildfires. Many 
suggestions have been made to this in the international publications in connection with forest fires 
(Restás 2015; Bodnár et al. 2018) and in other fields of science (Muyambo et al. 2017) 
 
 
In this article, the authors set out to examine the detection of the forest and vegetation fires. The 
paper also examines and analyse the operation and methodology of the human eye, as well as the 
conclusions and actualities to the wildfires. In addition, the authors performed a research in connection 
with the detection factors and the difficulties of the observation. In this context, the potential 
connections of the observer were presented to the fire, thus examining the circumstances of the 
detection. 
The result of the paper is a formula defined by the authors that determines the effectiveness of the 
fire detection. It is important because the first step in any firefighting activity is the fire detection of 
the citizens. If it does not happen quickly and efficiently, it significantly determines the effectiveness 
of firefighting. The number of the intervening forces depends on the fire detection and on the previous 
experiences. If less fire forces will be alerted, the leader of the firefighting has to alarm more fire 
forces. It takes time. During this period of time, the size of burned areas will grow continuously, which 
means significant expense to the national economy system.  
In addition, the authors drew attention to the importance of false fire detection. Even in this case, 
they are alerted by professional fire brigades and they are on the scene due to the signal. Different 
alarms of a fire have their own costs, even if it is a false alarm; it means more costs for the economy 
system. Overall, it can be stated that early detection of fire is extremely important, so it requires further 
researches and analysis. 
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An Analysis of the Relative Risk Assessment 
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Discussion of risk permeates every U.S. federal wildland fire agency directive before, during and after 
fire season.  In this study, we explore patterns of wildfire risk across the U.S. from the systematic operational 
risk assessments conducted by land managers on 5,087 wildfire incidents from 2010 - 2017. The Relative 
Risk Assessment (RRA) is a systematic, semi-quantitative assessment of risk which integrates ratings of high, 
moderate, and low ‘Values’, ‘Hazard’, and ‘Probability’ for each wildland fire. Each entry also includes 
notes, where decision makers describe qualitatively their reasons for their rating. The RRA is a mandated 
component of the Wildland Fire Decision Support System – WFDSS, decision making system for U.S. federal 
wildland fires.  We know that perceptions of risk are different in geographic areas of the United States. The 
Southwest region perceives low risk while the Northwest perceives high risk more frequently when compared 
to the U.S. as a whole.  The reasons for differences in risk perceptions are complex, but previous analysis of 
the relative risk data suggest the Southwest has a greater frequency of low ratings for Values in comparison 
to the Northwest. Other geographic areas follow similar trends. Here, we strive to define the attributes of the 
RRA that are most prevalent for high versus low risk fires by evaluating qualitative content associated with 
the RRA. “Private” values in the Northwest are documented with greater frequency for the Values element 
compared to  the Southwest, where “cultural” values occur with greater frequency. Qualitative analysis 
illuminated specific geographic trends previously analyzed quantitatively. As we strive to make a better 
connection between perceived and actual risk, we hope the results of this analysis demonstrates that there are 
components of perceived risk that should be addressed with greater emphasis before and during wildland fire 
planning efforts.  
 
Keywords: wildland fire, United States, WFDSS, risk 
 
 
The topic of risk permeates every facet of U.S. federal wildland fire decision-making. Attempts 
have been made to identify how individual decision makers address risk. Maguire and Albright (2005) 
contribute excessive risk aversion in wildland fire management decision making to mental shortcuts 
developed during uncertain and conflicting decision environments.  The flexibility in fire management 
policy has inadvertedly resulted in more suppression strategies to manage wildland fire due to the lack 
of planning (Seielstad 2014). Yet the need to embrace the uncertainty of wildland fire is necessary to 
adequately achieve the missions and goals of long-term land management. Solutions to address 
limitations in risk perception have manifested in solutions such as those proposed by Marcot et al. 
2012, with formal procedures encompassing the four stages of structured decision making: problem 
structuring; analysis; decision point; and monitoring; addressing uncertainty with decision making in 
planning environments.  Taber et al. (2013) specified a decision making process specific to incident 
level wildland fires that alluded to the same principles as (Marcot et al. 2012). A step by step case 
study of the incident level risk management process was demonstrated for the Gold Pan Fire 2013 
using the tools and information available in Wildland Fire Decision Support System – WFDSS 
(Noonan-Wright and Opperman 2014).  
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We can learn something about how real/actual risk is conceived and what factors govern its 
formulation by examining spatial patterns of risk where the rubber meets the road- in the systematic 
operational risk assessments conducted by land managers on thousands of wildfire incidents. By 
illuminating these patterns, we hope to stimulate examination of the social, cultural, and physiographic 
factors that drive risk-informed decision-making and expect that improved understanding of the 
geographic diversity of risk will ultimately lead to improvements in decision making.  We illustrate 
differences between two geographic areas in the United States: the Southwest and Northwest by 
evaluating their selection preferences towards Values and the notes that support these preferences. 
 
The Wildland Fire Decision Support System – WFDSS was created to facilitate a deliberate risk 
assessment process on wildland fires by establishing a web-enabled collection of tools and information 
to support decision making (Calkin et al. 2011; Noonan-Wright et al. 2011).  WFDSS was chartered 
in 2005 to capitalize on the availability of existing spatial fire behavior models to predict fire behavior 
spread, co-incident with the availability of a plethora of national-scale GIS cadastral and critical 
infrastructure data, ultimately leading to the ability to better quantify the threat and hazard to values at 
risk. This was an important step in the advancement of quantifying risk on wildland fires (Finney 
2005).   
The Relative Risk Assessment 
(RRA) is not a quantitative risk 
assessment; however, the process of 
evaluating risk could include 
elements of quantitative risk.  
Alternatively, the RRA capitalizes 
on the knowledge of the decision-
maker to qualitatively assign ratings 
of high, moderate or low to values, 
hazard and probability elements. 
Each main element (values, hazard 
or probability) is composed of sub-
elements that are rated to determine 
a final rating for each main element 
and the relative risk (Figure 1). Each 
land manager must evaluate their 
perspective risk using the RRA for 
every wildland fire in WFDSS.   
The RRA was initially composed 
of a square box to support a decision 
of whether to aggressively suppress 
a wildland fire or allow it to burn to 
achieve some natural resource 
benefit. When the fire policy was 
revised in 1995, there was a need to 
create a quick justification for this  
‘Go/No Go’ decision to allow a 
wildland fire to burn to achieve 
resouce objectives without 
aggressive suppression tactics and 
  
 
Figure 1 - An example of the Relative Risk Assessment process in the 
Wildland Fire Decision Support System – WFDSS 
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strategy. Initially the preliminary relative risk assessment was purely subjective and qualitative and 
intended to be done in about ten minutes given that few climatological/fire behavior tools existed to 
quantify this first assessment.   However, the process to compute an initial assessment of risk resulted 
in some confusion and was revised in 2005. The revision was based, in part, on the incorporation of 
the hauling chart (Andrews and Rothermel 1982) and the National Fire Danger Rating System 
(Deeming, Burgan, Cohen 1978). Because the assessment documented the initial, qualitative risk, it 
was termed a “relative” risk assessment (Zimmerman 2017).  
 
 
WFDSS is a J2EE, java server faces (JSF) web application using a service-orientated architecture 
(SOA) which integrates a number of other technologies in order to store, create, query, and display 
geospatial and tabular data through the application server as well as other services (Noonan-Wright et 
al. 2011). Data are stored in a relational data stream management system (RDSMS) and are queried 
though the use of Structured Query Language (SQL) to link data tables and extract all the fire records 
in WFDSS from 2010 through 2017.  Duplicates and other anomalies with the data were remedied 
using CRAN – R (R Core Team 2013) and various packages to compute time (Grolemund, Wickham 
2011), create and append data tables (Wickham 2011, Wickham et al. 2017) and expedite processes 
(Bache and Wickham 2014). While numerous relative risk assessments are done for long-duration fires 
as conditions change, we chose the most frequently used relative risk rating to represent the wildland 
fire. Consequently, each fire record has one relative risk rating to represent its relative risk.  The two 
most different risk profiles by geographic area (G.A.), the Southwest and the Northwest, were 
compared for their rating selections of the sub-elements (Noonan-Wright and Seielstad, in prep). The 
Southwest tends to prefer ‘low’ ratings while the Northwest prefers ‘moderate’ and ‘high’ ratings for 
sub elements, main elements and relative risk. When these G.A.s are compared to the U.S. frequencies, 
the Northwest more clearly prefers ‘high’ ratings while the Southwest prefers ‘low’ ratings.  
Individual responses to each of the sub-elements (time of season – tos, barriers to fire spread – bar, 
seasonal severity – ss, fuel condition – fuel, fire behavior –fbeh, potential fire growth – pot, 
natural/cultural resource and infrastructure values – res, proximity and threat of fire to values – threat, 
and social and economic concerns – conc) were tallied by geographic area (Southwest and Northwest) 
and the rating (high, moderate, or low). Extreme and very high ratings are only applicable to seasonal 
severity. A preference metric was computed to show preference or aversion to specific ratings: 
Preference metric = (% observed ÷ % expected) – 1 
Where percent expected was based on expectation values from the United States for a particular 
rating. Percent observed were tallied ratings for a specific sub-element normalized by the totals for 
specific geographic area. 
In addition, CRAN – R, the text mining package, ‘tm’ (Feinerer et al. 2008) was used to evaluate 
word frequencies and associations from the ‘Values’ notes from the relative risk assessment (Figure 
1).  Word frequencies identified the words of ‘private’ being one of the most frequently used for the 
Northwest, while the word ‘cultural’ was more frequently used in the Southwest. Correlations with 
those words by geographic area more clearly identify the specific ‘values’ each geographic area is 
most concerned with.  
 
 
The Northwest (NW) geographic area prefers ‘high’ then ‘moderate’ ratings for the Values sub-
elements: conc - social, economic and political concerns; threat - proximity and threat of the fire to 
values at risk; and res - natural/cultural resources or infrastructure values. Comparatively, the 
Southwest (SW) prefers mostly ‘low’ or ‘moderate’ ratings for those same elements, when compared 
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to the United States frequencies. In general, the Southwest does not prefer ‘high’ ratings and the 
Northwest does not prefer ‘low’ ratings.  
 
Figure 2 - Percent frequencies for each sub-element of the Relative Risk Assessment divided by the percent 
frequencies of the U.S. subtracted by one to show preference (positive) or aversion to (negative) a specific rating. The 
Values main element is composed of three sub- elements (conc – Social, Political, and Economic concerns; threat – 
proximity and threat of fire to values; and res – Natural/Cultural Resources or Infrastructure values). NW represents 
the sub-elements for the Northwest Geographic Area; while SW represents the Southwest Geographic Area. 
To better identify specific values of concern described by each geographic area, we examined the 
‘Values’ notes (Figure 1). The Northwest identified the word, “private” as one of the most frequently 
used in the Values notes; while the Southwest identified the word, “cultural” as one of the most 
frequently used. Correlations with those words further describe associations with those values (Figures 
3, 4). The G.A.s share correlations with some words related to ‘private’ which include: “property”, 
“land”, and “blm”.  The Northwest also documents words related to values with discrete economic 
value such as, “structures”, “property”, “hut”, and “snowmobile” that are not included in the Southwest 
notes. The Southwest appears to document commercial values associated with grazing. Words such as 
“lands”, “property”, “permittees”, “holdings”, and “allotments” are more commonly associated with 
the word “private”.  The influence of multiple jurisdictions seems evident. Both G.A.s use the word 
“blm” or Bureau of Land Management, while only the Northwest correlates “airforce” to the word 
“private”.  
 
Figure 3 - Correlations with the word, “Private”, for the Values notes in the Relative Risk Assessment. 
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Cultural values are included in the ‘res’ or ‘Natural/Cultural Resources and Infrastructure Values” 
sub-element.  The word, ‘cultural’ is frequently used for both G.A.s but more commonly in the 
Southwest. Both G.A.s associate the words “social”, “resources”, “proximity”, “natural”, “fire” and 
“economic” with the word, “cultural”. The word, “natural” appears to be the most highly correlated 
word with “cultural” for the Southwest while the words “resources” and “natural” are the most highly 
correlated for the Northwest, likely in reference to the name of the sub-element. The Southwest also 
correlates “infrastructure” and “sites” with “cultural”, suggesting that cultural resources may also have 
adjacency to infrastructure. The Northwest correlates the words “tribal” with “cultural” suggesting a 
link to cultural values associated with Northwest Native American tribes. 
 
Figure 4 - Correlations with the word, “cultural”, for the Values notes in the Relative Risk Assessment. 
 
While the Northwest perceives their values as higher compared to the U.S. and the Southwest 
perceives their values as lower compared to the U.S., one cannot conclude that these perceptions are 
real.  Specific sub-elements are rated ‘high’, ‘moderate’ or ‘low” by land managers for a specific 
wildland fire. These ratings compose the Relative Risk Assessment that becomes one part of strategic 
decision documented in WFDSS, ultimately signed by an authorative land manager such as a district 
ranger or forest supervisor. However, perceptions of risk can influence strategic decision making and 
how wildland fire is managed. Fire management strategies that were costly and less risk averse were 
more favored by fire managers given social and political constraints simulated during hypothetical 
scenarios (Calkin, Wibbenmeyer, Thompson 2012).   
Contextual analysis of qualitative information can help identify meaningful trends.  When 
discussing Values, the Southwest uses words related to natural and cultural resources. The Southwest 
also prefers ‘low’ and ‘moderate’ ratings for the Values sub-elements, suggesting that the lack of 
infrastructure values threatened by wildland fires may result in lower perceptions of risk to values and 
a general acceptance of the role of fire interacting with cultural and natural resources.  The Northwest 
uses the word “private” with the most frequency when documenting values, suggesting that non federal 
government lands and associated infrastructure are influential in determining high perceptions of risk 
related to values.  
“Cultural” is a commonly used word for all geographic areas, regardless of the specfic rating. 
Perhaps the difficulty in identifying these values during wildland fires plays a role in why they are 
discussed so frequently. During wildland fires, it is incumbent on the land manger and her staff to 
work with the local community to identify cultural values and make their general vicinity known to 
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limit the negative effects from fire fighting efforts.  The general vagueness of what these values consist 
of and their exact location may be one reason they are discussed so frequently in the ‘Values’ notes. 
WFDSS became the decision documentation support system in 2009 used by federal land 
management agencies to document wildland fires that exceeded initial attack or were to be managed 
as long duration events. Eight years of wildland fires (2010 – 2017) were used for this study to 
summarize perceptions of risk in an attempt to highlight decision making patterns during wildland 
fires.  As we identify trends through this study, we hope the results will be a starting point for more 
thoughtful pre-season fire preparation and the evaluation of fire management strategies.    
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Abstract 
Modelling of wildfires is required for risk assessment and predicting the behavior of a potential or ongoing 
wildfire. Computational physics-based models can calculate the full combustion dynamics of a wildfire, but 
these are currently too computationally costly to be used for rapid operational predictions. As a result, many 
operational prediction systems for wildfires are based on rapid two-dimensional propagation algorithms 
which model only the outward growth of the fire perimeter. These take a fraction of the calculation time of 
physics-based models as factors such as the rate-of-spread of the fire are generally implemented using 
empirical expressions. The predictive ability of these perimeter propagation models is, however, governed 
by the limitations of the algorithm used. We introduce a two-dimensional perimeter propagation model that 
incorporates aspects of a full three-dimensional physics-based model using near-field approximations to fire-
induced air flows. The model comprises a two-dimensional perimeter propagation approach with an 
additional near-field physics-based component allowing more complex fire behavior to be predicted rapidly 
enough for operational usage. We show examples of various aspects of fire behavior which can be modelled 
using a near-field approach that were previously difficult, or impossible, to simulate in two-dimensional 
perimeter propagation approaches. These include fire line interaction, wind and terrain effects, fire shape 
development and vortex sources. The method allows all of these aspects to be incorporated in perimeter 
propagation using a single computational approach. Comparison to experimental results are provided, 
showing an excellent fit between the model and experimental fires. The near-field approach may improve the 
accuracy of rapid computational models with low additional overhead, suitable for operation usage. 
 
Keywords: Wildfire modelling, wildfire behaviour 
 
 
Computer modelling of wildfire behaviour ranges from risk management and operational 
predictions of a potential or actual wildfire in progress, to physics-based models investigating the 
complex processes and dynamics of wildfires. Currently, many operational prediction systems use 
rapid two-dimensional perimeter propagation models, which are based on empirical rate-of-spread 
models for specific fuel types. Perimeter propagation models use a range of different computational 
algorithms such as cellular automata, front-tracking techniques and level set methods (Sullivan 2009a). 
Generally, these methods track or model the fire perimeter and advance the perimeter based on local 
fuel, weather and topographic information to provide a prediction of the wildfire’s extent at future 
times. Although very fast (taking on the order of seconds to minutes to complete a prediction of several 
simulated hours) they are limited by the analytical nature of the perimeter propagation algorithm. In 
contrast, three-dimensional physics-based wildfire models can model the entire combustion and air 
flow dynamics around a wildfire to a high degree of accuracy as they are based on discretisation and 
solution of the fluid and thermo-dynamic equations (Sullivan 2009b). Currently, however, these 
models are too computationally costly to be used in operational predictions, taking on the order of 
hours to days for a simulation to complete on a supercomputer.
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We have developed a two-dimensional perimeter propagation model that incorporates aspects of a 
full three-dimensional physics-based model using near-field approximations to fire-induced flows. The 
model is fully detailed and compared to a number of experimental results in Hilton et al. (2018). 
Specifically, the model comprises a two-dimensional perimeter propagation approach with an 
additional physics-based component allowing new types of fire behaviour to be predicted rapidly 
enough for operational usage. The additional component is a near-field approximation to the ground-
level fire-induced flow u, which is represented using a Helmholtz decomposition in terms of a local 
scalar potential, , and a vector potential, :  
 
(1) 
The scalar ‘pyrogenic’ potential is, essentially, the ground-level pressure field in the presence of 
any fires and the vector potential arises from any large-scale sources of vorticity present around the 
fire.  
 
Figure 1 - Schematic overview of near-field model, a) flaming region on ground plane and b) fire perimeter from 
above. The forcing in Eq. (2) is assumed to be non-zero only within the flaming regions. 
The near-field model requires two extra computational steps in addition to a standard perimeter 
propagation model. The first is the calculation of the source terms for the near-field and the second is 
the calculation of the field itself requiring the solution of a two-dimensional Poisson equation for the 
scalar potential and a solution of set of two-dimensional Poisson equations for the vector potential: 
  
(2) 
where w is the vertical air flow and  is a specified vorticity. Once the set of Poisson equations, Eq. 
(2), are solved, the local wind field due to near-field effects can be calculated using Eq. (1) and added 
to the global (ambient) wind field. In this work, all simulations were carried out in the Spark framework 
(Miller et al., 2015), a level set based perimeter propagation solver. The Poisson equations, Eq. (2), 
were solved using a multigrid technique. Although the near-field model has been implemented here 
using a level set solver, the process could be applied to other perimeter propagation methods such as 
front tracking or cellular automata methods. A related method using cellular automata has previously 
been developed (Sullivan and Knight, 2004), which used the geometric centre of all burning cells to 
model a central convective column to provide an additional in-drawn component of wind. This 
previous model replicated the key effects of the model presented here using a semi-physical approach 
in which the forcing was essentially reduced to a single point at the centre of the fire. 
From investigation and comparison to experimental fires the vector potential appears to be 
negligible in most cases, although may be important in certain situations where wind interacts with 
topography to form lateral vortices (Simpson et al., 2013). A key component of the scalar potential is 
the upward forcing of air within flaming regions of the fire. A schematic overview of this forcing is 
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shown in Figure . The model uses the simple approximation of the vertical wind component, w, being 
zero outside the fire and non-zero within any flaming regions. Similarly, the vertical gradient of this 
component, -zw, required for Eq. (2) is similarly assumed to be non-zero only within the flaming 
regions.  
 
Figure 2 - Comparison of near-field model to experimental results (left) and simulation isochrones showing parabolic 
rounding arising naturally from the model (right). 
The exact form and relationship between this vertical component and the parameters of the fire are 
currently being investigated and compared to experiments, the aim of which will be to characterise 
this vertical gradient for real-world conditions. However, the forcing will clearly be dependent of some 
function of heat release or flame temperature driving buoyant convection. Heat release can be modelled 
using a combustion curve of the form: 
  
(3) 
where I is the heat intensity (W m-2) at time t (s), H is the heat of combustion (J kg-1), M0 is the 
initial fuel load (kg m-2) and  is the mean lifetime of the burning fuel. Results using Eq. (3) have 
shown a close match to experimental ring fires simulated using fully physical models (Thomas, 2018). 
However, a simple forcing of the form I  s, where s is the local speed of the fire, has been found to 
give surprisingly good results in comparison to small and medium-scale experiments. Simulations 
using this simple forcing are shown in Figure , with -zw = ks and the rate-of-spread in the normal 
direction n is a ‘first-order’ model (Hilton et al. 2016) given by: 
  
(4) 
with u0 = 0.5 mm s-1, u1 = 0.04 and k = 80, where these values were manually matched to the 
experimental data. The predicted fire perimeter is shown as a black line superimposed over images of 
experiments performed in the CSIRO Pyrotron (Sullivan et al., 2013). 
The near-field model has also been shown to match results from larger grass fire experiments on 
open plots of 33 meters per side (Hilton et al., 2018). We are currently investigating whether the model 
is applicable to larger or more intense wildfires as the experimental data sets used so far cover only a 
limited range of the possible parameter space for fires and, of course, cannot model complex transitions 
in fire behaviour such as flame attachment (Apte et al., 1991, Tang et al., 2017). Despite this, the 
model appears to provide a close match to the experimental fires under the range of parameters 
considered and has the potential to include more complex modes of fire behaviour at low cost. 
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The use of near-field techniques permits modelling of aspects of fire behaviour that were previously 
difficult, or impossible, to simulate in two-dimensional perimeter propagation approaches. This 
includes the attraction between nearby fires, an example of which is shown in Figure  for two fires lit 
in close proximity to each other. The results on the left show isochrones from a standard simulation, 
and the results on the right show the isochrones using the near-field model. For comparison these 
simulations use the same rate-of-spread model given in Eq. (4). However, the attractive behaviour is 
independent of the underlying rate-of-spread model used as it is a consequence of coupling though the 
near-field interaction. 
 
Figure 3 - Isochrones from two fires side-by-side without near-field coupling (left) and with coupling (right). The 
near-field coupling predicts the fires attract, a phenomenon observed in experiments. 
This attraction has been observed in experimental ‘V’-line or junction fires (Sullivan et al., in 
preparation) and may play a major role in fires ignited by ember storms as the coalescence rate of 
multiple small spot fires is significantly higher when this attractive effect is taken into account (Hilton 
et al., 2018). 
A second behaviour is the parabolic rounding exhibited by a wind-driven fire line, as shown in 
Figure  for a fire line lit in uniform wind conditions. The parabolic rounding arises naturally when 
using the near-field approach and is not required to be added as an additional phenomenological 
component to a two-dimensional rate-of-spread model. The close match to observed fires also suggests 
that a pressure, rather than radiative, effect may be responsive for such parabolic shapes, at least for 
the limited set of fire conditions investigated for this and previous studies. 
 
Figure 4 - Incorporation of terrain into the near-field model as a source term for the scalar potential (left). Example 
of fire propagation in the presence of a vortex point source (right). 
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The expression for the source term in Eq. (2), zw, is a vertical displacement of air from the fire. 
This is mathematically identical to a forcing term from lifting of air over terrain which easily be 
incorporated into the model using the local terrain gradient, an example of which is shown on the left 
of Figure . The simulated fire in this example is started downwind of a ridge (elevation is shown as 
shaded grey in the image, with dark grey high elevation) and can be seen to accelerate on the windward 
slope and decelerate on the lee slope of the ridge, in general agreement with empirical models of fire 
behaviour on slopes (McArthur, 1967). The applicability of the model to provide a topological 
correction in this manner is currently under investigation. The use of the near-field model in this 
manner is, essentially, a single-level approximation to a diagnostic wind field mass correction (Ross 
et al., 1988) which can be implemented at a substantially reduced computational cost as a three-
dimensional terrain-following discretisation does not have to be used. 
Fully three-dimensional vorticity fields can be applied using the model if required, but for 
circulation in the ground plane the vector potential reduces to a single component z requiring the 
solution of only one additional Poisson equation. An example of incorporating circulation in the 
ground plane is shown on the right of Figure , where a single point source of vorticity has been applied. 
The resulting isochrones from a fire starting at a point nearby are shown, superimposed over vorticity 
potential z (shaded by magnitude in greyscale). The simulation isochrones can be seen to follow the 
circulation, the strength of which is given by the magnitude of the original point source. 
Notably, as the near-field model is linear terrain correction and near-field pressure effects from 
buoyant convection can simply be added in the model and require no additional computational effort 
as only one scalar Poisson equation needs to be solved. 
 
 
The near-field modelling technique presented here potentially allows fire line interaction, wind and 
terrain effects, fire shape development and vortex sources to be incorporated in perimeter propagation 
using a unified computational approach. Development of the model is currently ongoing with research 
into an appropriate and representative forcing for large-scale wildfires. This near-field approach may 
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Abstract 
Burned area mapping is a fundamental activity for the study of wildfires, but good quality data requires 
long in situ campaigns performed by specialized personnel. The use of machine learning algorithms and the 
availability of high-quality remote sensing data bring new opportunities to make the process more precise 
and expedite. This paper elicits the best combinations of features to be used in machine learning pixel-based 
burned area mapping, obtained by LASSO regression. The feature selection is applied to ground-truth 
obtained in the region of Castelo de Paiva, Portugal, in 2016. 
The selected number of features is 9, from an initial set of 51 features, and includes besides a new index 
a mix of prefire, postfire as well delta differences of spectral indices (namely dNBR).  The selected features 
can be used with Sentinel 2, Landsat, and MODIS imagery. 
In parallel, the identified features have been fed to several classifiers, namely a multilayer neural network, 
gradient boost and extreme gradient boosting, support vector machines and K-nearest neighbour classifiers 
to validate the choice performed by the LASSO regression. Accuracies of 96% and kappa of 0.86, are 
consistently obtained for Sentinel 2 imagery, and Landsat 8 also scores very well; as expected, MODIS results 
in score reduction to the coarser spatial resolution. Confusion maps are presented to visualise the quality of 
the obtained results, as well as to pinpoint existing problems with the ground-truth. 
Extreme Gradient Boosting shows to combine very high classification metrics with very efficient 
processing, possible via the Graphics Processing Units (GPU) implementation of XGBoost. A simple 
processing architecture is proposed to support an automatic classification system based on the publicly 
available satellite imagery, supported by the benchmarks obtained in this paper. A set of Sentinel 2 granules 
covering Portugal can be processed in less than 10 minutes in consumer hardware, for each satellite passage. 
 
Keywords: Remote Sensing, Burned Area Indices, Machine Learning, Sentinel 2, Landsat 8, MODIS 
 
 
Portugal is a country with a recurrent history of wildfires. Every year thousands of hectares are 
burned as result of wildfires running rampant. These events have greater intensity in the center and 
northern regions of the country. A timely and accurate assessment of burned areas is important to have 
reliable data that can be used at the planning stage, and even at the operational level. The existence of 
ground-truth for the entire country provided by the ICNF (Instituto da Conservação da Natureza e das 
Florestas), as well as the availability of public remote sensing date fosters the study of machine 
learning classifiers/techniques to provide better identification of burned areas for the Portuguese 
territory. However, the use of pixel-based techniques requires the identification of the appropriate set 
of features both to reduce time as well as overfitting, and this the main concern of this paper.  
Presently there are also other repositories focussed on fire related data as for examples the 
European Forest Fire Information System (EFFIS), which consists on web geographic information 
system that provides near-real time historical information on forest fires and their regimes. This service 
encompasses the European, Middle Eastern and North African regions. EFFIS is composed of five 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools 
 
Advances in Forest Fire Research 2018 – Page 1016  
 
modules, Fire Danger Assessment, Rapid Damage Assessment (these last two have near real time 
availability), Emissions Assessment and Smoke Dispersion, Potential Soil Loss Assessment, and 
Vegetation Regeneration (COPERNICUS 2018). 
For the present work we defined as study area the Castelo de Paiva region that had significant fire 
activity during August 2016. The area of study is situated in northern Portugal where the Douro and 
Tâmega rivers intersect. The area selected has 559 Km2 of which by the end of the year nearly 118 
Km2 had burned (circa 20% of the area). Using burned area shapefiles provided by the ICNF (Instituto 
da Conservação da Natureza e das Florestas) as ground-truth, and feeding a variety of spectral indices 
over MODIS, LANDSAT 8, and Sentinel 2 imagery to machine learning classifiers, we evaluate and 
obtain a very accurate burned area classifier over a selected set of those indices. In this process, we 
have defined a new burned area index that provides high-quality discrimination between burned and 
non-burned areas. 
The paper is organized as follows. First, in Section 2, we present the general methodology used for 
this work. Section 3, presents the results regarding the best combination of features to be used in the 
classification approach; these features are then used to determine the best performing classifier, both 
in terms of classification scores and execution times. Section 4 presents the classification results and 
analyses them, contrasting the use of standard burned area indices with the classification approach 
based on the ensemble of classifiers. Section 5 describes a proposed automatic system, and discusses 




The difference between pre and post-fire imagery displays a difference between near and mid 
infrared values, namely, the near values are very high and the mid values are very low in pre-fire, the 
opposite is verified in a post-fire scenario. It is the relationship between these two bands that the several 
Burned Area Reflectance Classification (BARC) methods exploit. The areas with the largest 
differences are the best candidates for being severely burnt while remaining areas are likely to be 
unburned or lightly burned (USFS 2017). Indices are used to capture specific changes of the earth’s 
surface through the use of spectral bands. The indices chosen for burned area identification in our 
experiments are known vegetation indices, namely Normalized Difference Vegetation Index (NDVI) 
(Pettorelli et al. 2005), Soil Adjusted Vegetation Index (SAVI) (Rondeaux et al. 1996), Moisture Stress 
Index (MSI) (Welikhe et al. 2017), and the BARC specific indices, like the Mid Infrared Burn Index 
(MIRBI) (Trigg et al. 2001), Burn Ratio (BR) and Normalized Burn Ratio (NBR) (Key et al. 2006), 
two variations (NBR2, NBR3) and a new proposed index (NBR4), as well as the differences (deltas) 
of these indices from the post-fire scenario to the pre-fire one. The rationale behind NBR4, is based 
on the fact that the green spectrum is greatly influence by fire activity, thus being able to contribute in 
separation between burned and unburned areas, since the areas with greater amounts of green will 
trend toward the lower end of the index’s range and vice versa. The equations for determining these 
indices can be found in Figure , where Green and Red are the visible light satellite bands, NIR, LSWIR, 
and SSWIR are respectively the Near Infrared, Longer short wave infrared and Shorter short wave 
infrared spectral ranges. The exact band ranges are slightly distinct from satellite to satellite, but here 
those differences are ignored. 
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Figure 1 - Remote sensing indices used for burned-area classification 
In this study Sentinel 2, Landsat 8 and MODIS satellite imagery were used. Sentinel 2 is 
characterized by its great resolution (10m x 10m) generating the same granule every 5 days. While 
Landsat 8 presents a three-fold reduction in resolution (30m x 30m) in comparison with Sentinel 2 and 
generates the same granule every 16 days. Finally, MODIS, with a 250m x 250m, yet, a daily granule 
generation.  
The Sentinel 2 raster images from July 29th (pre-fire) and September 27th were processed with a 
DOS1 (Dark Object Subtraction 1) correction and then clipped to the size of the study area. Sentinel 2 
was chosen due to the fact of it possessing largest quantity of samples, providing a larger amount of 
information about the land cover. The dataset was then compiled using all the pre and post-fire Sentinel 
2 bands, indices and deltas.  
This dataset was then subjected to a LASSO (Least Absolute Shrinkage Selection Operator) 
regression: "The LASSO is a shrinkage method like ridge, with subtle but important differences" 
(Hastie et al. 2008). LASSO is a regression method used in both variable selection and regularization 
in order to enhance the prediction accuracy of the classification process. As such, the LASSO method 
was used to select a small subset out of a considerably larger set of the provided features with the 
intent of reducing the dimension of the dataset and improving their prediction capabilities. The LASSO 
regression method constrains the regression coefficients sizes, encouraging the simplification of the 
models. This method is useful for automating feature selection and to better deal with models where 
the correlation levels between variables are high. Weights are the normalization factor associated with 
this regression. These weights, define the amount of severity applied in the “punishment” of the 
outliers. By using various weights to select the best features and subsequently averaging the 
importance attributed to each feature across all weight, a simple heuristic created. This heuristic not 
only makes our choice of the amount of features less biased, since the number of features is not being 
directly chosen, but ensures that the most useful features are used in the classification process in 
addition to making the model generation more efficient.  
Using the selected indices as features, SVM (Support Vector Machine), Gradient Boosting (GB), 
Artificial Neural Networks (ANN) and K Nearest Neighbours (KNN) classifiers were trained with 
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using different training set percentages in a pixel-based approach, and confusion maps were calculated 
as well as overall accuracy and kappa statistics for accuracy assessment. We will take special attention 
in the use of GPU-accelerated classifiers, mostly due to the magnitude of data that needs to be 
processed. This is the precise scenario GPUs excel, since they are optimized for mass parallel 
execution of operations, since the major caveat of traditional approach is that some operations take too 
long to execute when the dataset exceeds a certain dimension. All tests of this study were run on a 
laptop machine with an Intel Core i7 6700HQ, 16GB of RAM and an NVIDIA GTX950M with 4GB, 
running on Windows 10 version 1709. 
 
 
The objective of the work reported in this section is the selection of remote sensing based features, 
and the corresponding most appropriate classifier to be used for burned area classification. The result 
is the definition of the classification setting to be used. 
 
In order to perform feature selection, we applied a LASSO regression to the dataset containing all 
Sentinel 2 pre and post-fire scenario band data and indices, as well as the indices’ variation between 
the sensing dates of July 29th and September 27th, 2016 (deltas), and all the original satellite bands 
with a total of 51 features per pixel. The LASSO regression was run several times with different values 
for the weight parameter, as choosing a single weight value and opting for the resulting feature 
selection would turn our choice biased. A solution found for the problem was to define a heuristic to 
help us choose the most relevant features, in this case an average. The mean value for each feature 
across all the different weight values being greater than zero equates to that particular feature having 
some relevance. As a result of the LASSO regression, the pre-fire NDVI and NBR4, the post-fire 
MIRBI and NBR as well as the delta values of the MSI, MIRBI, BR, NBR and NBR4 indices, were 
considered to be the features that better help in solving the presented classification problem. The 
remaining features had a mean score of zero, meaning that they are not as relevant as the ones with 
non-zero values. We used the Sentinel 2 imagery due to it having the best spatial resolution of the three 
satellites considered, which equates to a greater amount of data points to assist in finding the best 
combination of features for our models. 
 
Classification processes were run using five different classifiers for Sentinel 2 data, and for each 
the best training set size combinations for this dataset were collected. The criteria chosen for ranking 
the classifiers, by order, were Accuracy, followed by Kappa score and lastly its total execution time.  
The used classifiers were off the shelf MLP, GB, and KNN, from Python’s scykit-learn library, as 
well as XGBoost and LiquidSVM. XGBoost. XGBoost is short for “Extreme Gradient Boosting”, 
where the term “Gradient Boosting” is proposed in the paper Greedy Function Approximation: A 
Gradient Boosting Machine, by Friedman 1999, and is a variant of the original Gradient Boosting 
algorithm implemented in scykit-learn. It has a plugin that adds the option for GPU accelerated tree 
construction and prediction algorithms. LiquidSVM is an implementation of SVMs whose key features 
are fully integrated hyperparameter selection and extreme speed on both small and large data sets. 
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Table 1. The top 5 classifiers for Sentinel 2 data 
Classifier Training Set 
(percentage) 
Accuracy Kappa Total Time  
(s) 
XGBoost 5% 0.96 0.86 6.68 
MLP 20% 0.96 0.86 77.42 
GB 10% 0.96 0.86 215.78 
LiquidSVM 5% 0.96 0.86 898.94 
KNN 10% 0.95 0.85 126.98 
The obtained experimental results are present in Table 1 and it is clear that very high classification 
accuracy and kappa values are obtained, independently of the classifier. The best results for the 
classification process were obtained with the GPU XGBoost library (version 0.6), with 10% training 
data (559311 pixels) using a stratified split on the dataset in order to maintain the ratio between labels. 
This combination of parameters obtained an accuracy score of 0.96, a kappa score of 0.86 and a total 
execution time of 6.68 seconds.  
The classification processes were subsequently repeated using different combinations of training 
set size and satellite data for the XGBoost classifier, obtaining: 
• Sentinel 2 with 0.96 Accuracy and 0.86 Kappa in 6.68 seconds with 5% of sample as 
training data; 
• Landsat 8 with 0.95 Accuracy and 0.83 Kappa in 1.41 seconds with 5% sample; 
• MODIS with 0.89 Accuracy and 0.61 Kappa in 0.98 seconds with 20% sample. 
Mark again that these timings were obtained with a standard consumer laptop, and therefore for 
professional hardware better results are expected. These findings support the use of XGBoost as a top 
choice classifier for burned area identification classification problems. 
 
 
In order to visually analyse the resulting classifications, confusion maps were created in order to 
provide a visual, spatial representation of a regular confusion matrix. An example of the map for 
XGBoost is depicted in Figure . 
 
Figure 2 - Confusion map generated for 
the XGBoost classification with Sentinel-
2 imagery. Black and red areas are the 
burned areas identified by the classifier, 
and black plus blue areas form the 
ground-truth 
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There is a very good agreement of the ground-truth with the classifier results, however some 
differences are clear. Blue areas correspond to burned areas marked in the ground-truth but not 
identified as burned by the classifier (false negatives); by visual inspection of the images these 
correspond mostly to villages or rock formations inside the perimeter of fire. Reversely, red areas are 
classified as burned according to our classifier and may correspond to errors in the ground-truth (false 
positives), namely due to the fact that till recently ICNF did not record rural fires. This shows that 
using a pixel-based machine learning approach might obtain finer burned area maps inside the 
perimeter of fires and show that the methods are robust to noise that may exist in the ground-truth.  
To assess the behaviour of the machine learning based approach, we compared the XGBoost results 
to the differences (or delta) of the selected indices. For instance, the dNBR is one of the standards for 
burn severity classification but can be simplified in order to map burned areas, according to Lutes et 
al. 2006, burned areas correspond to values of dNBR ≥ 100. However, a threshold of 200 is used since 
it can vary ±100 and should be chosen according to the existing data (USGS 2004). Our proposed 
index NBR4 marks burned areas when its value is greater than zero. By using these thresholds burned 
area confusion maps were generated (see Figure ).  
  
a) dNBR ≥ 200 b) dNBR4 ≥ 0 
Figure 3 - burned area classification confusion maps for delta indices over a threshold  
The dNBR presents a moderate amount of false positives in its classification. Our dNBR4 index 
has far less false positives, but more false negatives concentrated in some regions. By contrasting with 
Figure , it can be easily concluded the superior performance of the classification-based approach.  
To be able to quantify the above empiric result, the delta indices are compared to the result with the 
XGBoost classification, as well as the majority vote of the top 5 distinct classifiers described in Section 
3. A weighted confusion map was determined, in order to observe the overall opinion of an ensemble 
composed by the different classifiers, voting on which category should be attributed to a specific pixel. 
For this intent, the Sentinel 2 dataset was chosen due its greater resolution, as well as its overall results 
in previous tests. The results are summarised on Table . 
Table 2. Comparison of classification scores 
Index Accuracy Kappa 
dNBR 0.91 0.73 
dNBR4 0.92 0.72 
XGBoost 0.96 0.86 
Majority 0.96 0.86 
When comparing the dNBR with the dNBR4, one can verify an increase in accuracy, but kappa 
reduces; the exact determination of the most appropriate discriminating threshold is ongoing work. 
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This was expected and can be associated in the reduction of the “salt and pepper” effect present in 
dNBR4. The classification approaches are better, with no quantitative clear distinction between 
XGBoost and Majority. However, the generated confusion map based on from the ratios of the majority 
vote, enables us to visualize how the overall classifier ensemble consensus on the label outcome and 
shows the benefits of using an ensemble of classifiers. It is clear the reduction of the salt-and-pepper 
effect with respect to Figure  and Figure . 
 
Figure 4 - Confusion map for the majority vote ensemble of classifiers 
When analysing the images it became evident which areas where or where not controversial as well 
as some previously “hidden” terrain features became evident such as roads for example.  
Figure  depicts some aspects of the generated map. 
 
 
The purpose of this experiment is to assess the feasibility to perform burned area identification for 
all the days in the fire season (May 1st to October 31st), using the selected features. For this intent we 
defined our "pre-fire scenario" to the day before the official start of the season (April 30th). The model 
chosen was a XGBoost classifier trained with 30% of the MODIS dataset, referring to the 1st of August, 
and the following parameters: max_depth = 4, min_samples_split = 2 and n_estimators = 100. The 
choice of MODIS is mainly based on its daily availability of products, The differences between days 
were calculated using the the August 1st date and the day we intended to differentiate. In order to 
minimize the overall variation of the classification, this process was executed 5 times and the 
classification for each day was submitted to a majority vote.  The metrics obtained from this process 
are present in Table . 
Table 3 - XGBoost burned-area classification timings for seasonal MODIS data  
Operation Time (s) 
Load train data 0.06 
Load Fire Season Data 340.33 
Total Classification Time 4119.27 
Write Classifications 42.90 
Total Time 4539.00 
 
Granules from Sentinel 2, Landsat 8 and MODIS were submitted to a classification process in order 
to obtain performance metrics. These granules where trained with a small portion of the granule and 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools 
 
Advances in Forest Fire Research 2018 – Page 1022  
 
then the training classifier was used to classify the entire granule, and the obtained timings are present 
in Table . 
Table 4 - Train and Classification times for each satellite tile/granule 
Granule Train (s) Classification (s) 
Sentinel 2 3.02 37.52 
Landsat 8 1.04 20.06 
MODIS 0.92 2.89 
The classification time for the entire fire season can be approximately extrapolated from the 
classification time for each granule and the fact that 16 Sentinel 2 granules, 8 Landsat 8 tiles, and 2 
MODIS tiles cover Portugal. This would equate to a total time of about 603 seconds with Sentinel 2 
data, 162 seconds with Landsat 8 and 5.78 seconds with MODIS, for each satellite’s passage. For half 
year of data the computation time required would be circa 6 hours for Sentinel 2, 32 minutes for 
Landsat 8, and 18 minutes for MODIS data. Note again that Table 1 timings for MODIS were obtained 
from 5 executions and some dates were discarded because of cloud contamination, justifying the 
differences of our estimation of MODIS data to the data in Table . 
 
The processing architecture is supported from publicly data available in the Web, and is depicted 
in Figure .  
 
Figure 5 - Processing architecture 
The system daily checks if new satellite products are available, downloads them and calculates the 
input indices using a bash/python script using the numpy library. The classifiers are previously trained 
with ICNF ground-truth over a small predefined area. This trained classifier can then be repeatedly 
used in the classification of the entire satellite granule. For the classification of imagery with 
substantial size, like Sentinel 2, the granule can be too big to fit in GPU’s memory. This fact requires 
the granule to be split into smaller sized regions that are then classified independently since the 
approach is pixel-based. The classification results are then updated in a summary raster, containing the 
burned area since the start of the fire season period. From the results of this work, this system can be 
constructed with consumer hardware. 
 
 
The reported experiments, show that very high classification scores can be obtained for artificial 
neural networks, support vector machine, gradient boosting, and k-nearest neighbour classifiers, using 
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selected features by the LASSO regression.  The gradient boosting algorithm, XGBoost, obtained 
excellent results for burned area classification with Sentinel 2 imagery taken in two dates, by 
combining pre-fire NDVI and our proposed NBR4, the post-fire MIRBI and NBR as well as the delta 
values of the MSI, MIRBI, BR, NBR and NBR4 indices. By employing GPU accelerated algorithms, 
a single Sentinel 2 granule can be classified in less than 40 seconds in a consumer laptop. This shows 
the appropriateness of the selected algorithm for burned area identification at the national and 
continental levels. 
Based on the analysis of the collected metrics and scores, visual comparison between the dNBR, 
one of the standards in burned area assessment and the proposed index (dNBR4) its selection by the 
LASSO regression, makes it is clear that the reduction in the amount of misclassifications present in 
dNBR4 may result in more efficient burned area classifications. Yet, it still falls behind both the 
Majority Votes and XGBoosts in terms accuracy. More work is required to compare the proposed 
index with the other existing indices, for larger areas and different periods of time. This is possible, 
due to the existence of Landsat imagery and ICNF ground-truth, as well as the efficient classifiers 
identified. 
An interesting outcome of the work, is the fact that the classifier are shown to be robust regarding 
noise in the ground-truth, and in practice almost perfect classification results may be obtained with the 
discussed techniques and algorithms, for the cases of burn scars visible from space. Therefore, 
obtaining very accurate ground-truth will be very important to validate these findings. 
Finally, the proposed architecture will be made available to the community in a public web site. 
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Abstract 
Numerical simulations of grassland fires were carried out to study the effects of the wind speed on the 
dynamics of the fire front. This study was performed using a detailed physical model based on a multiphase 
formulation, consisting in solving the balance equations (mass, momentum, energy ...) governing the behavior 
of the coupled system formed by the vegetation layer and the surrounding atmosphere. The objective of this 
study is to focus on the 3D interactions between a quasi-infinite fire front propagating through a homogeneous 
vegetation layer (a grassland) and an atmospheric boundary layer flow representing an idealized wind flow. 
The behavior of a surface fire results from the competition between the buoyant force of the thermal plume 
and the inertial force of the wind. In 3D, the interaction between these two forces is at the origin of the 
structuration of the fire front as a succession of peaks and troughs that modify the flames dynamics in a 
manner different to what can be observed in a simplified 2D assumption. To reproduce a quasi-infinite fire 
front, the numerical simulations were carried out using periodic boundary conditions along the two lateral 
sides of the computational domain. The numerical results highlights the 3D structuration of the fire both 
vertically and horizontally, and the significant effect of an increase of the wind velocity on the rate of spread 
(ROS) and on the fire intensity. Results also show that the correlation between Froude’s number (based on 
the fire-front structures characteristic-wavelength) and Byram’s number is the same at small scale (litter fires) 
and at large scale (grassland fires). 
 
Keywords: Fire dynamics, Physical model, Numerical simulation, Grassland fire 
 
 
From a physical and mathematical point of view, a wildfire is a multiscale and complex problem; 
for this reason, most of operational tools predicting wildfires behavior, such as PHOENIX (Tolhurst 
et al, 2008) in Australia and FARSITE in the US (Finney, 1998), are based on statistical or semi-
empirical approaches, namely the MK5 model (McArthur, 1967) in Australia and the BEHAVE model 
in the US (Rothermel, 1972). However, in many situations, the quality of the predictions compared to 
real observations on well documented fire can be qualified at least as poor (Hanson et al, 2000). The 
limitations highlighted in empirical or semi-empirical models are mainly due to the fact that the 
predictions outside the data-set range used for the model statistics are generally subjected to great 
uncertainties and generally not suitable. Consequently, other approaches have been proposed to 
improve the understanding of the physical processes governing the behavior of fires. This alternative 
class of fire models is based on more or less realistic description of the physical phenomena governing 
the heat transfer between the fire front and the vegetation (Sullivan, 2009). A fully physical model 
addresses the problem of fire spread by analyzing its behavior through its physicochemical aspects 
(Grishin and Albini, 1997, Mell et al, 2007). This approach minimizes the need of using an empirical 
parameterization, even if, compared to empirical and semi-empirical models, it needs bigger 
computational resources, it is also more promising in the understanding of the physics of fires (Mell 
et al, 2007, Linn and Cunningham, 2005, Morvan et al, 2009). The fully physical approach has also a 
great potential in the management of fire hazard in wildland-urban interfaces, such as the dimensioning 
of a fuel break, the evaluation of heat flux on a target located inside the WUI, the interaction between 
two fire fronts (Morvan, 2015, Mell et al, 2010) 
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The 3D model used in this study (FireStar3D) is based on a multiphase formulation and solves the 
conservation equations of the coupled system formed by the vegetation and the surrounding gaseous 
medium (Grishin and Albini, 1997, Morvan et al, 2018). The predictive potential of FireStar3D model 
was tested at a small scale in the case of litter fires (Morvan et al, 2018), as well as at a larger scale in 
the case of grassland fires (Frangieh et al, 2018) that have been extensively studied experimentally 
(Cheney et al, 1998). In this study, the fire-front dynamics and spread through a homogeneous 
grassland is analyzed, for different wind speeds, in terms of rate of fire spread, fire intensity, and 
characteristic-wavelength of the fire-front structures. The results are compared with data collected 
during experimental campaigns and predictions from semi-empirical and physical models. 
 
 
The mathematical model is based on a multiphase formulation, it consists in a first step of averaging 
the conservation equations (mass, momentum, energy …) governing the behavior of the coupled 
system formed by the vegetation and the surrounding atmosphere inside elementary control volumes 
including both the solid phase (the vegetation) and the gaseous phase. This results in the introduction 
of source/sink terms on the right hand side of the equations, representing the contributions of the 
interaction terms (exchanges of mass, drag, heat flux …) between the gaseous phase and the 
vegetation. The details of the model have been widely presented in previous publications, we invite 
the reader to consult Grishin and Albini, 1997, and Morvan et al, 2009, for more information. 
The model consists of two parts that are solved on two distinct grids. The first part consists of the 
equations of a reacting turbulent flow in the gaseous phase composed as a mixture of fresh air with the 
gaseous products resulting from pyrolysis and combustion. The second part consists of the equations 
governing the state and the composition of the solid phase. 
The gaseous phase model consists in the conservation equations of mass, momentum, energy, and 
chemical species (O2, N2, CO, CO2, and H2O) filtered using either a LES approach (Sagaut, 2006) or 
an Unsteady RANS approach (URANS) with Favre average formulation (Cox, 1995). Both approaches 
are available, but the LES model was used in this study. The closure of the averaged conservation 
equations is based on the concept of eddy viscosity (Sagaut, 2006) obtained from an evaluation of the 
turbulent kinetic energy. The temperature dependence of the gas-mixture enthalpy is based on 
CHEMKIN thermodynamic tables (Kee et al, 1992). A combustion model based on Eddy Dissipation 
Concept (EDC) (Cox, 1995) is used to evaluate the combustion rate occurring in the gaseous phase. 
Finally, the field of soot volume-fraction in the gas mixture is calculated by solving a transport 
equation including a thermophoretic contribution in the convective term and taking into consideration 
soot oxidation (Syed et al, 1991). 
During the thermal degradation of the solid phase, the composition of the fuel particles representing 
the vegetation is represented as a mixture of dry material (generic term for a mixing of cellulose, 
hemicellulose, and lignin), charcoal, moisture, and residual ashes. For each solid particle, the model 
consists in the conservation equations of the mass fractions of water, of dry material, of charcoal, as 
well as of the total mass of the solid particle, its volume fraction and its temperature (Grishin and 
Albini, 1997, Morvan, 2015, Morvan et al, 2018). The degradation of the vegetation is governed by 
three temperature-dependent mechanisms: drying, pyrolysis, and charcoal combustion. The pyrolysis 
process starts once the drying process is completed and charcoal combustion starts once the pyrolysis 
process is achieved. 
The interaction between the gaseous phase and the solid one obtained through coupling terms that 
appear in both parts of the model. The coupling in the momentum and turbulence equations is obtained 
by adding aerodynamic drag terms (Morvan et al, 2018) that include a drag coefficient (evaluated 
empirically, equal to 0.15 in the present study) multiplied by a reference surface, defined as the Leaf 
Area Density (LAD). Heat transfer between the gas mixture and the solid fuel is based on empirical 
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correlations for convective transfer (Incropera and DeWitt, 1996), and on the resolution of the radiative 
transfer equation (Modest, 2003) that accounts for the presence of soot in the flaming zone and for the 
presence of hot particles in the vegetation layer (embers) (Grishin and Albini, 1997). Finally, mass 
transfer from the solid phase to the gaseous phase is obtained by adding source/sink terms in the mass 
conservation equations of both phases. 
The Radiative Transport Equation (RTE) is solved using a Discrete Ordinate Method (DOM), 
consisting in solving the radiation-intensity equation in a finite number of directions (Modest, 2003). 
This set of discrete contributions is then integrated using a numerical Gaussian quadrature rule (a S8 
method is used here) for the calculation of the total irradiance. The radiative transfer equation accounts 
for gas-soot mixture absorption of radiative intensity depending on the amounts of combustion 
products (CO2 and H2O), on the gas mixture temperature, and of the soot volume fraction (Kaplan et 
al, 1994).  
 
 
To reproduce the conditions similar to those encountered in the case of a quasi-infinite fire front 
and to avoid the border effects induced by a finite-length ignition line on the fire behavior (Cheney 
and Gould, 1995, Linn et al, 2012), the numerical simulations were carried out using periodic boundary 
conditions along the two lateral sides of the computational domain (Canfield et al, 2014), as shown in 
Fig. 1. The length L of the computational domain was increased with the wind speed from 120 m up 
to 600 m in order to reach a steady rate of spread, while the fire front is still far enough from the end 
of the domain. The homogeneous vegetation layer is located at 20 m from the domain inlet and has the 
following main properties (Linn and Cunningham, 2005, Morvan et al, 2009): vegetation height 
 = 0.7 m, volume-fraction  = 0.002, surface-to-volume ratio  = 4000 m-1, moisture content M = 
5%, dry material density  = 500 kg.m-3, solid-fuel particles are assumed to have cylindrical shape and 
to behave as a black body. The simulations were carried out for seven values of the 10-m open wind 
speed: 1, 3, 5, 8, 10, 12, and 16 m/s. These velocities were measured at the domain inlet, 10 m above 
ground.  
For all wind speeds, the same mesh size was used in the y-z plane: for the solid phase a uniform 
grid with (y, z) = (0.25 m, 0.035 m) was used, while for the fluid phase a uniform grid with (y, 
z) = (0.5 m, 0.07 m) was used within the vegetation before being gradually coarsened in the vertical 
direction. Both the solid-phase grid and the fluid-phase one were characterized by cells sizes below 
the extinction length scale (Morvan et al, 2009) within the vegetation given by 4/ and equal to 0.5 
m in our case. This value is not to be exceeded in order to avoid fire extinction, especially in the case 
radiation-dominated fire propagation (i.e. when the wind speed is low). A uniform mesh was used in 
the x direction but its size was increased with the wind speed: for the solid phase, the mesh size varied 
from x = 0.25 m for U = 1 m.s-1 up to x = 0.5 m for U = 16 m.s-1, the mesh size of the fluid phase 
was twice that of the solid one. 
Before activating the burner, the hydrodynamic module of the code was run long enough until 
reaching a statistically quasi-steady state. During this purely dynamic phase, homogeneous Neumann 
boundary conditions were imposed at the top, inlet, and outlet boundaries of the computational domain 
for all primary variables of the problem except for y and z-velocity components that were set to zero. 
In addition, a negative pressure gradient is applied in the wind direction (Ox); this pressure gradient 
was automatically adjusted during this dynamic phase to obtain the desired 10-m open wind speed. 
This procedure allowed collecting the turbulent fields at the open boundaries, and these fields were 
then used during the burning phase, in particular for the management of the entering turbulent fluxes. 
Once the flow had reached a statistically-steady state, the burner was activated along an ignition line 
by injecting CO gas at 1600 K in the burning zone from the bottom boundary of the domain. The 
burner was activated during 25 s (at most) or until the consumption of a solid-fuel mass equal to that 
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available above the burning area (i.e. contained in a volume of 2100 m3). More details about the 
ignition procedure are given in (Frangieh et al, 2018). 
 
Figure 1 - Perspective view showing the dimensions of the computational domain and of the vegetation cover, the 
ignition line is 2 m wide. 
The results presented in this study were obtained using a variable time step strategy based on the 
truncation-error control, with time step values varying between 0.001 s and 0.01 s. At each time step, 
the solution is assumed to be obtained when the residuals of all conservation equations had reached 
10-4 in normalized form. As a rough estimation of the computational cost, the simulation of 1s of fire 
propagation required about 7h of CPU time on a 24-cores node. 
 
 
The description of the results is limited to local three-dimensionality of quasi-infinite grassland fire 
and its effect on fire line propagation with a specific focus on rate of spread, fire intensity, fire regime, 
and characteristic-wavelength of the fire-front structures for different wind speeds. 
To understand the effect of the wind speed on the flame structure and more generally on the 
dynamics of fire, 3D views of the fire propagation obtained for U10 = 1 m/s and 10 m/s are shown in 
Fig. 2. For a small value of the wind speed (U10 = 1 m/s), the flame plumes rise is not noticeably 
affected by the action of the cross wind. In this case the fire front can be assimilated to an obstacle, 
and the air flow is deflected vertically by the plume. On the other hand, figure 2 shows how larger 
value of wind speed (U10 = 10 m/s) affects more significantly the rise of the flame plumes by crossing 
the fire front and pushing the hot gases toward the unburned vegetation. We can also notice that the 
wind speed increases significantly the depth of the fire front. 
 
Figure 2 - 3D view of an isovalue surface of the soot volume fraction (10-6) colored by the gas temperature (in yellow) 
and an isovalue surface of the water mass fraction (10-3) (in grey with 50% of transparency) for U10 = 1 m/s (top) and 
U10 = 10 m/s (bottom), showing the effect of wind speed on the fire dynamics. 
These phenomena are further illustrated by Fig. 3, where we notice that for a low wind speed, fresh 
air is aspirated from the vicinity of the fire front supplying the thermal plume; this regime is often 
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referred to as “plume dominated fires”. These results highlight the capability of the code to reproduce 
the backflow generated by the fire front on the leeward direction. For stronger wind conditions, the 
structure of the air flow is less affected by the fire front as shown in Fig. 3 (bottom), and this effect is 
limited to the local acceleration of the flow (resulting from a local expansion of the gas) in the plume; 
this regime is often referred to as “wind-driven fires”. The streamlines show clearly the possibility for 
the inlet air flow to cross the fire front that must be structured vertically in peaks and troughs (Beer, 
1991). The reproduction of this configuration is not possible in 2D, because in 2D the fire front 
represents a uniform thermal barrier. 
The effect of the wind speed on the flow structures is shown in Fig. 4 through the Q-criterion. This 
invariant of velocity gradient tensor represents the balance between the rotation and strain rates and is 
an appropriate tool for the visualization of coherent structures in a turbulent flow (Hunt et al, 1988). 
Figure 4 clearly shows that the assumption of a homogeneous plane made for the fire front in the 
radiant panel theory is not valid, the fire front is structured as a succession of peaks and troughs 
allowing for the air flow to find a way across it (Beer, 1991). This heterogeneity of the flame and the 
flow structure along the transverse direction, which is a great demonstration of 3D effects in a fire, 
affects a lot the propagation of the fire, as it has been clearly demonstrated experimentally at small 
scale (Finney et al, 2015) and numerically at larger scale (Linn et al, 2012). 
 
 
Figure 3 - Temperature field and streamlines of the gaseous phase, obtained in the vertical median plane (y = 
70m) for U10 = 1 m/s (top) and U10 = 10 m/s (bottom), corresponding to the 3D fields shown in Fig. 2. 
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Figure 4 - Flow structure in a grassland fire for U10 = 1 m/s (top) and U10 = 10 m/s (bottom), shown using an isovalue 
surface of the Q criterion (Q = 1 s-2) colored by the vertical component w of the velocity field, corresponding to the 
results shown in Figs. 2 and 3. 
The Rate of Spread (ROS) of fire was estimated from the time derivative of the average position of 
the pyrolysis front at the surface of the vegetation cover, and shown in Fig. 5 versus with the 10-m 
open wind speed. The experimental data shown in Fig. 5 were obtained from Cheney and Gould, 1995, 
and Cheney et al, 1998, for different lengths w of the ignition line. These experimental studies show 
that the ROS increases with w, as found by FIRETEC model predictions (16 m and 100 m) (Linn and 
Cunningham, 2005), before reaching an asymptotic value for w > 200 m. The relatively large 
dispersion of the experimental measurements can result from the unsteadiness nature of the wind flow 
(Morvan, 2014). On the other hand, the reported experimental data for U10  8 m/s (Cheney et al, 1998) 
were estimated from measurements recorded during real wildfires with significantly large fire front, 
but for which wind speed and vegetation characteristics are not under control as in experimental fires. 
For low to moderate U10 values (up to 6 m/s), FireStar3D results compare well with experimental data 
and with other predictions, and we can observe a quasi-linear evolution of the ROS. For U10  8 m/s, 
the results are consistent with the predictions of other models (FIRETEC and WFDS) and with the 
experiments, despite the relative dispersion of the experimental measurements which prevents a 
significant comparison. 
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Figure 5 - Rate of fire spread (ROS) through a uniform grassland obtained for different 10-m open wind speeds. The 
results of FireStar3D are compared to those obtained experimentally by Cheney and Gould, 1995, and by Cheney et 
al, 1998, using the empirical model MK5 (McArthur, 1967), the semi-empirical model BEHAVE (Rothermel, 1972), 
3D numerical models FIRETEC (Linn and Cunningham, 2005) and WFDS (Mell et al, 2007), and the 2D numerical 
model FireStar2D (Morvan et al, 2009). 
The fireline intensity IBYR (Byram’s intensity) can be evaluated from IBYR = mHROS (Byram, 
1959), where m =  is the fuel load (equal to 0.7 kg/m2 for the present study), and ∆H is the heat 
yield of the fuel. To avoid the uncertainty on the value of ∆H, the heat release rate HRR given by Eq. 
1 was computed, where vap, pyr, char, CO and soot are respectivelly the total mass rates of water 
evaporation, pyrolysis, char combustion, combustion of CO in the gas mixture, and soot combustion, 
and Hvap, Hpyr, Hchar, HCO and Hsoot are the corresponding specific heats.  
    sootsootCOCOcharcharpyrvap ΔHω+ΔHω+ΔHω+ΔHωΔHω=HRR ..... pyrvap −−      (1) 
Note that Hchar is not constant, it depends on the proportion of CO to CO2 produced during 
charcoal combustion (Morvan et al, 2018), it varies between 9 MJ/kg (for an incomplete combustion) 
and 30 MJ/kg (for a complete combustion).  
The fireline intensity is then obtained from I = HRRss/w, where HRRss is the average value of the 
heat release rate obtained at steady state and w = 100 m is the fireline width. As shown by Fig. 6, the 
present numerical results are compared with the predictions obtained using the operational models 
MK5 and BEHAVE and the predictions of the 2D numerical model FireStar2D; we have also reported 
some evaluations extracted from direct observations of prescribed and wildland fires on the field 
(Alexander and Fogarty, 2002). The transition between a high and a very high fire danger index 
corresponds to a fire intensity of 6 MW/m. Almost all the results obtained using the present model 
(except U10 = 1 m/s) are located above this threshold value, which means that, even if the wind speed 
remains quite moderate, the fire can exhibit a very dangerous behavior because the fuel moisture 
content is very low (5%). 
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Figure 6 - Fireline intensity for fire propagation through a uniform grassland obtained for different 10-m open wind 
speeds. The results of FireStar3D are compared to those obtained experimentally by Alexander and Fogarty, 2002, 
using the empirical model MK5 (McArthur, 1967), the semi-empirical model BEHAVE (Rothermel, 1972), and the 2D 
numerical model FireStar2D (Morvan et al, 2009). 
Finally, the heterogeneity of the fire front and its structuration as a succession of peaks and troughs 
is characterized by determining (using direct Fourier transform) the dominant wavelength of the 
temperature profile obtained along the transverse direction, 2 m above the fire front. This operation is 
performed during steady-state fire propagation and with a time interval of 1 s. The wavelength  
characterizing the fire front heterogeneity is then determined as the average value of the wavelengths 
obtained at different times. Froude’s number based on the characteristic wave length , given by Eqs. 
2 where g is Earth gravity, is plotted in Fig. 7 versus Byram’s convective number NC defined as the 
ratio between the buoyancy force and the inertial force due to the wind (Nelson, 2015) and given also 














10000 −     (2) 
Large values of Byram’s number are normally obtained in plume dominated fires, whereas small 
values of Byram’s number are obtained in wind driven fires (Nelson, 2015). Figure 7 also shows the 
experimental results obtained by Finney et al, 2013, at laboratory scale in the case of flame spread in 
engineered cardboard fuelbeds; to our knowledge, these are the only available experimental data about 
the 3D structuration of the fire front. It was foreseeable to find that Froude’s and Byram’s numbers 
were well correlated with a certain exponent (equal here to 0.633 for the experimental data), since they 
both compare the ratio between the buoyant forces and the inertial forces. It was however interesting 
is to find that the correlations are almost the same at a small scale (experimental data) and at large 
scale (numerical results). 
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Figure 7 - Froude number based on the wavelength characterizing the fire front structure versus Byram’s convective 
number. The results of FireStar3D obtained in the case of grassland fire are compared to those obtained 
experimentally at laboratory scale by Finney et al, 2013. 
 
This study reported LES of fire spread of a quasi-infinite width fireline (obtained using periodic 
conditions at the lateral boundaries) through a homogeneous grassland. The results were obtained 
using a new 3D Computational Fluid Dynamic code based on a fully-physical multiphase model – 
FireStar3D. The simulated Rate Of Spread of fire (ROS) and fire intensity were in good agreement 
with the data of the experimental campaign, with the predictions of operational empirical models (such 
as MK5 and BEHAVE), and with the numerical results of other 3D physical models (FIRETEC and 
WFDS). The simulations highlighted the effects of the wind speed on the ROS and on the intensity of 
fire, as well as the competition between the buoyant forces of the thermal plumes and the inertial forces 
of the wind. This competition is at the origin of the structuration of the fire front as a succession of 
peaks and troughs. Results also showed that the correlation between Froude’s number (based on the 
fire-front structures characteristic-wavelength) and Byram’s number is the same at small scale (litter 
fires) and at large scale (grassland fires). Many other fundamental aspects of the wildfire dynamic are 
not well understood, such as the role played by the field slope (and the competition between the wind 
and the slope when their directions are not aligned), the impact of the fuel moisture content (its 
threshold effect in the burn/no burn process, the linear or exponential decay of the rate of spread) … 
In complement to experimental investigations, detailed physical models (such as FireStar3D) could be 
good tools for the understanding of the basic physical processes governing the behavior of wildfires. 
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Abstract 
Biomass burnings (including forest, grassland, peatland and agricultural fires) have important impacts on 
global terrestrial and atmospheric systems, affecting land cover, surface albedo, and the atmospheric 
concentration of greenhouse gases, chemically reactive species and aerosols. Several products have been 
generated in the last years to estimate total burned area, but uncertainties remain, particularly those associated 
to small and low intensity fires. Impact of climate and societal changes modify traditional fire regimes, 
extending fire seasons, increasing fire severity or introducing fire in sensitive areas. 
The Fire_cci project of the European Space Agency Climate Change Initiative aims to generate consistent 
time series of burned area products to assess the extent of biomass burnings, as well as their spatial and 
temporal characteristics. Fire impacts on atmospheric and terrestrial processes are assessed, including 
modifications of vegetation patterns and biomass availability. 
The global burned area products of the Fire_cci program currently available are derived from MERIS FRS 
and MODIS 250m sensors and cover the period from 2001 to 2016. These global burned area products are 
complemented with a small-fire database generated from medium resolution sensors (Sentinel-2 and Sentinel-
1) for the African continent. BA algorithms for new Sentinel-3 sensors (OLCI and SLSTR) are also being 
developed. Validation of the global products is based on a statistical sampling design of 1200 Landsat scenes. 
 
Keywords: Burned area, Remote Sensing, Earth Observation, Global, Fire impacts, ESA, CCI 
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Fire has shaped human history from the very beginning. It has been used to cook, change vegetation 
composition, hunting and creating harder tools. Nowadays, fire is still used widely to transform land 
use, improve soil nutrients, help hunting, mining and other human activities (Bowman et al., 2013; 
Hantson et al., 2015). Current estimations show that 3.5-4 Mkm2 are burned every year (Alonso-Canas 
and Chuvieco, 2015; Giglio et al., 2013). Fire mainly affects tropical forests and savannas in Africa, 
Brazil and Indonesia, temperate forest and grasslands in USA, South America and Eurasia, and boreal 
forest in Siberia and N. America. Fire effects include impacts on atmospheric composition, carbon 
budgets and vegetation dynamics. Global estimates of fire emissions are between 1 and 3 Pg C year−1 
(van der Werf et al., 2010). Fire reduces tree cover and in consequence the ability of terrestrial 
ecosystems to sequester carbon (Yue et al., 2014). 
Even though the current understanding of climate-fire interactions is limited, there is also increasing 
evidence on their mutual influence (Hantson et al., 2015; Kloster et al., 2012; Yue et al., 2015). 
Climate has a strong influence on all aspects of the fire regime. It is related to seasonal timing 
temperature and humidity, as well as wind (that helps spreading the fire). Climate also influences the 
nature and availability of fuel, through its influence on the productivity and type of vegetation. 
Expected temperature (dryer vegetation conditions) and rainfall changes are likely to increase wildfire 
frequency in some regions, while others may experience decrease in fire activity as a result of 
decreased biomass production (Krawchuk et al., 2009). On the other hand, fires also affect climate. 
GHG and aerosol emissions, as well as albedo changes (from vegetation to soil) affect overall radiation 
budget, although their impacts are not yet well defined. For instance, the impact of increasing boreal 
forest fires on climate warming may be limited or even result in regional cooling because of the 
negative forcing from increased surface albedo following a fire (snow albedo is much higher than 
vegetation’s). Climate modelling studies suggest that aerosols derived from burning may lengthen or 
intensify periods of drought in the Equatorial regions. The relevance of fires in the global terrestrial 
system has pushed the development of fire modules within Dynamic Global Vegetation Models 
(DGVM), such as the SPITFIRE (Yue et al., 2015).  
The global impacts of fire justify a growing interest of deriving global burned area products. This 
is the basis of selecting Fire disturbance as one of the Essential Climate Variables (ECV) defined by 
the Global Climate Observing System (GCOS). These ECVs are intended to have a systematic and 
long-term record of observations that are relevant for climate modelling. Many of these variables can 
be systematically retrieved using different satellite Earth observation systems, and therefore GCOS 
has provided different guidelines for creating international programmes to generate those ECVs 
(GCOS, 2016).The European Space Agency (ESA) responded to this petition by creating the Climate 
Change Initiative (CCI) programme in 2010. The ESA CCI programme includes 13 variables, covering 
atmospheric, oceanic and land ECVs, which are systematically derived from up to date satellite sensors 
(Hollmann et al., 2013).  
Fire disturbance (defined as the extent and characteristics of burned areas) was one of those 
variables included in the ESA CCI programme in 2010. Since then, the project teams have generated 
global databases of burned areas (BA), with the adequate auxiliary information to fit climate 
modellers’ needs. This paper presents the main outputs of the Fire_cci project, including review of 
user needs, data generation, validation and assessment. In addition to global products, a small fire 






Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools 
 




Since the main target community of the CCI programme are climate modellers, a survey was 
conducted to better understand user needs and prepare product specifications accordingly.  The review 
of Mouillot et al. (2014) identified the main uses of BA products and the specific demands of 
modellers. This work was extended by dedicated questionnaires to different users of BA products, 
including carbon and atmospheric chemistry modellers, fire ecologists and civil protection services. 
As a result of the literature review and user interviews, several priorities for global BA products were 
identified:   
(i) Long-term series data for understanding the long-term fire, climate and vegetation interaction. 
Temporal consistence should be assured within a 5% threshold. 
(ii) Temporal resolution should be daily data at the original spatial resolution of the sensor, weekly, 
10-day or monthly basis on global scale. 
(iii)Spatial resolution of the product should be 5-25 hectares for regional analysis and 0.25 to 0.5 
degrees at global scale. 
(iv) Maximum omission and commission errors should be below 15%, with demonstrated 
systematic and adequate validation using internationally agreed validation protocols. 
(v) Error traceability and uncertainty characterization should be included in both the pixel and grid 
products, in a manner that can be easily understood and utilized by users in various applications. 
(vi) Easy access to data, including auxiliary information and metadata on burned cover, burn patch 
distribution and burn severity/efficiency.  
 
Following recommendations from users, two sets of Fire_cci BA products were defined. They 
include pixel outputs (at the level of spatial detail of each sensor) and grid products (global summaries 
at coarser spatial resolution, which better fits climate models’ resolution). Each product included a set 
of auxiliary variables to help the main user communities. They are: 
• Pixel product: continental tiles of monthly BA, including three variables: date of burned, 
confidence level and land cover burned (extracted from the Land Cover CCI project, Kirches 
et al., 2013). The product is delivered in GeoTIFF format.  
• Grid product at 0.25x0.25 degree resolution cells accumulating data every 15 days. It includes 
23 layers: total burned area in the period, standard error, fraction of burnable area, fraction of 
observed area, number of fire patches, and total BA in each of 18 different land covers. These 
files are distributed in NetCDF-CF format.  
Both data sets are supported by metadata provided as XML in the case of the pixel product and 
embedded in the NetCDF format for the grid product. 
 
A set of BA algorithms have been developed within the Fire_cci project adapted to the different 
input sensors: 
• Continental scale for the small fire database. They are based on Sentinel-1 radar (SAR), and 
Sentinel-2 MSI (optical) data. 
• Global scale: MERIS (300 m) on board ENVISAT, MODIS (250m) on board TERRA and 
OLCI and SLSTR on board the Sentinel-3 satellite. This paper focuses on these datasets. 
The MERIS BA algorithm combined temporal changes in near infrared (NIR) reflectance with 
location of active fires (Alonso-Canas y Chuvieco, 2015). A similar approach was followed for the 
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MODIS sensor, in this case including only information from the highest resolution channels (250 m), 
to complement current NASA BA products based on 500 m resolution data (Giglio et al., 2013). Both 
algorithms detect burned pixels in two phases. The first one aims to detect seed pixels (those more 
clearly burned), thus minimizing commission errors, while the second one applies a contextual 
criterion to discriminate the complete BA patch from the seed pixels, aiming to reduce omission errors.  
Before the seed phase was carried out, a monthly composite of images was generated. The 
compositing criterion was based on selecting the nearest day to the closest hotspot of each pixel. This 
criterion tried to identify those days when the fire signal had the highest contrast from the background, 
avoiding clouds, cloud shadows and other artefacts.  
Once the composite was created, the seed phase tried to identify the most clearly burned pixels. 
Since burned areas are very diverse worldwide and therefore the changes in reflectance may greatly 
vary among different ecosystems, the selection of seeds was guided by a regional-adapted statistical 
approach. Detection thresholds were established for each 10x10 degree tile and each monthly period 
based on the probability distribution function of the NIR reflectances of the pixels detected as active 
fires in that region and period. A criterion to maximize separability between the distribution functions 
of burned and unburned pixels was applied to establish a spatio-temporal threshold. This was 
complemented with other temporal change thresholds in NIR reflectances to further assure that pixels 
selected were actually burned. Once the seeds were detected, a contextual criterion was applied to 
extend the seeds to their neighbours that were likely to be burned as well. This region-growing process 
was based on the NIR values, and the change in red and NIR reflectance between the seed pixels and 
the surrounding ones. A similar approach was applied to the MODIS R and NIR channels, adapting 
several thresholds to better suit the MODIS sensor characteristics. 
The BA algorithm was processed globally for both sensors. For MERIS full resolution images the 
time series made public includes the period from 2005 to 2011 (Chuvieco et al., 2016), while for 
MODIS images, the processed period spans from 2001 to 2016 (Chuvieco et al., 2018).  Both BA 
products are made publicly available and freely downloadable (https://geogra.uah.es/fire_cci/ last 
accessed June, 4th 2018).  
 
The reference data used for the validation was derived from pairs of Landsat images consecutive in 
time, following CEOS Cal-Val guidelines (Boschetti et al., 2009). Reference fire perimeters were 
derived from a semi-automatic algorithm and revised visually by two interpreters. Final sampling 
included 1200 Landsat pairs following a stratified random sampling design (Padilla et al., 2017). 
Accuracy measurements were derived from the error matrix, obtained from the cross tabulation 
between product and reference maps: overall accuracy (OA), commission error (CE) ratio, omission 
error (OE) ratio, Dice coefficient (DC), bias (B) and the relative bias (rel B), the last two referring to 




Figure 1 includes an example of the global BA datasets for 2016 based on the MODIS Fire_cci v5.0 
product (called FireCCI50 for short). The most extensive burnings occurred in the Tropical regions, 
particularly in the African continent, followed by the Northern regions of Australia, Central Brazil, 
Venezuelan and Colombian Llanos, and Southeast Asia. A second belt of burned regions is noticeable 
in the temperate grasslands and croplands of central Asia, and Southeast USA. The boreal forests of 
Russia and Canada have also an important role in global biomass burnings.  
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Figure 1 - Global Burned area of 2016 from FireCCI50 
 
Average yearly BA was 3.81 Mkm2, approximately the size of India and France combined. Years 
with largest BA were 2004 and 2011 with more than 4.16 Mkm2, while only 2013 and 2016 had less 
than 4 Mkm2. These global trends are very similar to the GFED4, the most widely used BA database, 
which accounts for the same years an average total value of 3.38 Mkm2, with yearly variations between 
2.87 and 3.77 Mkm2. Recent estimations from the MODIS BA product MCD64 c6 increase the 
estimations of our product by 15%. Figure 2 shows the seasonal and multiyear cycle of burn activity 
comparing our results with the GFED4, MCD64 c6 and the MERIS Fire_cci v4.1 (FireCCI41) BA 
databases. 
 
Figure 2 - Temporal trends of burn area in different global BA products 
A clear seasonal pattern is observed throughout the years, with two peaks. The first one is located 
in December-January, which corresponded mainly to the dry season of the Northern Hemisphere 
(tropical burnings of Sub-Saharan Africa, Northern Australia, SE Asia, Central America and Northern 
fringe of South America). The second occurred in July-September and referred to the burnings of the 
Southern Hemisphere tropical regions of Africa and South America, the grasslands and agricultural 
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burnings of South Asia, the temperate forest burnings of the Mediterranean, USA and Australia, and 
the Boreal regions of Canada, Russia and Alaska. The four BA databases agreed quite well, although 
MCD64 provided generally higher values. The GFED4 product, based on MODIS images, and the 
Fire_cci products showed similar trends, with a tendency to overestimate BA in the peak of December-
February in the case of the FireCCI41 product. 
 
Figure 3 illustrates an example of the pixel products generated from the FireCCI50 dataset. It 
includes the date of detection and provides a much higher resolution than the grid product to analyse 
spatial and temporal patterns. 
 
Figure 3 - Day of detection for Sub-Saharan Africa for the year 2008. 
As it may be expected, two parallel fringes are observed, one in the Northern Hemisphere Tropical 
belt (Senegal, Ivory Coast, Ghana, Nigeria, Cameroun, Central African Republic, Chad and Sudan), 
mostly burned at the beginning or end of the year, in coincidence with the dry season of the Northern 
Hemisphere Tropics, and another one to the South of Equator, where a dry season occurs between June 
and September. Angola, Zambia, Zimbabwe, South Africa, Mozambique, Madagascar and Tanzania 
are the most affected countries in this latter region. Pixel products can be used for different objectives, 
both at global and regional scales. The Fire_cci pixel product has been used to analyse burn shapes 
(Chuvieco et al., 2018; Chuvieco et al., 2016), which is an interesting variable to better understand 
fire propagation patterns.  
 
At global scale and for the time period with available data, the accuracy of FireCCI50 expressed by 
the Dice coefficient (DC) was 0.365 (standard error = 0.026). This value is significantly higher than 
for the FireCCI41 product (DC=0.248 with SE= 0.030), but lower than for the MCD64A1 c6 product 
(DC=0.478 with SE=0.031). Similarly this is expressed by the commission and omission error ratios 
(Ce and Oe), 0.512 (0.020) and 0.708 (0.30) for FireCCI50, 0.643 (0.045) and 0.810 (0.030) for 
FireCCI41, and 0.353 (0.016) and 0.622 (0.038) for MCD64A1 c6 respectively. FireCCI50 
underestimates a fraction of 0.402 (0.058) of the BA reported in the reference data, as expressed by 
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the relative bias (relB), slightly less than MCD64A1 c6, 0.415 (0.056), and lower than FireCCI41, 
with a vaule of 0.468 (0.094).  
We should point out that these errors are most likely inflated, as they do not take into account 
reporting accuracy inaccuracies. This means that pixels correctly classified as burned may be labelled 
as omission errors when detected after the reference date of the Landsat multitemporal pairs used for 
generating reference files. Similarly, pixels correctly detected as burned but labelled a few days after 
the beginning of the Landsat multitemporal pair may be considered as commission errors. To analyse 
these impacts, three large areas (around 250,000 km2) were selected in Australia, Canada and 
California from where national fire perimeters were available. The omission and commission errors 
for these sites were much lower than those observed for the global sample (commission 0.22 to 0.4 
and omission 0.35 to 0.5) for the FireCCI50 product.  
 
 
This paper has shown results provided by the Fire_cci project, included in the Climate Change 
Initiative programme of the European Space Agency. The first assessment of these results provides 
coherent spatial and temporal trends, with similar patterns as the most widely used global BA products. 
Preliminary validation shows a high overall accuracy, but also high omission and commission errors 
of the burned class, which should partially be related to the temporal reporting accuracy and the impact 
of small fires in some regions.  
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Since 2000, the European Forest Fire Information System (EFFIS) has provided continuous support and 
statistics on wildland fire events. The monitoring system covers all the European Countries, North Africa and 
the Mediterranean Countries of the Middle East, and provides information on the various aspects involved in 
the fire events, from fire danger forecasting to post-event analysis. One of the major impacts on the 
environment produced by the wildland fires is the atmospheric pollution. Currently, in EFFIS the only 
available information on this impact is the amount of atmospheric emissions for each fire event. The current 
emissions model is static and does not take into account the fire behavior during the event; moreover, it cannot 
distinguish the contribution of flaming and smoldering fire to the emissions. The workgroup in EFFIS is 
working on the current atmospheric pollution assessment system to provide a new and improved emissions 
model integrated with a smoke dispersion model that simulates the distribution of the pollutants in the 
impacted area. The new emissions estimation model will take as input the evolution of the fire events, a map 
of the fuel classes and forest types, a digital elevation model and the meteorological data covering the whole 
Europe. Based on these input data, the new emissions model simulates the behaviour of the fire using the 
NEXUS, FOFEM5 and CONSUME3 models, calculates the impact of the fire on the fuels and provides an 
assessment of the ensuing emissions. The new emissions module provides an assessment of the major 
pollutants emitted by fires, such as CO2, CO, CH4, PM2.5, PM10. Large wildfires, although not very frequent, 
are responsible for a remarkably high percentage of the overall annual burnt area in Europe, with the highest 
emissions per fire event. In this paper, we present the results of the emissions estimations on the study case 
of a representative large wildfire event that took place in Zamora (Spain) during the 2017 fire season. The 
dispersion model, developed along with the new emissions module, takes as an input the output of the 
emissions model and provides a simulation of the dynamic of the smoke plume for each of the aforementioned 
pollutants. The dispersion module is a framework of integrated models able to estimate the dispersion of fire 
plumes in the atmosphere in 3D grid format. There are four main modules: WRF is dedicated for the 
computation of the meteorological background data, SWIFT for the higher resolution focus on a specific 
study area, CHIMERE for the assessment of the concentration of the background pollutants at regional scale, 
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and SCICHEM for the simulation at local scale of the smoke plume of a selected event. The output of the 
model is a series of NetCDF files (one for each of the pollutants taken into account) that simulate the 3D 
spatial and temporal development of the smoke plume. The application of the dispersion model on the Zamora 
study case shows an example of the output product. 
 
Keywords: Forest fires; Wildfires; Atmospheric emissions modelling; Pollutant dispersion; EFFIS. 
 
 
Since 2000, the European Forest Fire Information System (EFFIS, http://effis.jrc.ec.europa.eu/ ) of 
the European Commission, Joint Research Centre (JRC) has systematically delivered information and 
statistics of burnt areas mapped from satellite imagery (San-Miguel-Ayanz et al., 2013). It is a complex 
monitoring system covering all the European Countries, North Africa and the Mediterranean Countries 
of the Middle East. EFFIS is able to collect and disseminate information on the many aspects involved 
in the fire events, from fire danger forecasting to post-event analysis. 
The impact of forest fires on air quality is progressively concerning the population of the main 
affected areas (Cornwall, 2018; Finlay et al., 2012; Carvalho et al., 2011; Stefanidou et al., 2008). 
Forest fire smoke can be synonymous of severe crisis, which in recent years increased the number of 
hospitalizations for respiratory diseases (Wegesser et al., 2009; Ignotti et al. 2010). The integration of 
the new fire emissions and smoke dispersion modules in EFFIS will provide improved tools for air 
quality assessment both at local and European scale. The new emissions module will take into account 
the evolution of the burned areas mapped on a daily basis, and provides an assessment of the major 
pollutants emitted by fires, such as CO2, CO, CH4, PM2.5, and PM10. The output of the new emissions 
module will be the input of the dispersion module, which provides the dynamic of the smoke plume 
for each of the aforementioned pollutants on selected severe fire events. The objective of this paper is 
to describe the components and the workflow of the new emissions and dispersion models, and to 




The current version of the emissions module in EFFIS estimates the concentration of pollutants 
(Barbosa et al., 2008; Monteiro et al., 2014) relying on classical methodologies of fuel map-based 
computation and constant burning efficiencies given by fuel types (San Miguel et al., 2011). In order 
to better reproduce the complex behaviour of the phenomenon, this model has been restyled, updated 
and integrated in recent years. 
In the new version of the model, a richer set of features is considered: 
• Burnt areas and their evolutions provided by EFFIS daily mapping (in the current model only 
the final burnt area is considered); 
• Digital Terrain Model, fuel composition (JRC forest types static maps) and meteorological data 
from the European Centre for Medium-Range Weather Forecast (ECMWF); 
• Evaluation of the key variables fuel moisture (provided by the Live Fuel Moisture Content, 
LFMC model), fireline intensity and fire rate of spread (NEXUS model, Scott, 1999, Scott and 
Reinhardt, 2001); 
• Assessment of burning efficiencies and amounts of fuel burned or consumed during the 
different combustion phases (provided by the models CONSUME3, Prichard et al., 2005, 
Ottmar et al., 1993; and FOFEM5, Keane et al., 1995, Reinhardt and Dickinson, 2010, Prichard 
et al., 2014); 
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• Emissions estimations from burned fuel loadings applying emission factors taken from the 
“European biomass burning” (Miranda et al., 2005).  
The workflow of the module is represented in Figure 1. The main application of the Emissions 
module is the daily estimation of the pollutants, which is based on the preliminary mapping of the 
burnt areas. It is scheduled at 1:00 AM of the day following a burnt area detection, and takes into 
account the perimeters detected during the previous day. As the definition of the perimeters can be 
reviewed and corrected, a second typology of the module usage is the reanalysis mode, which consists 
of a simulation run usually performed at the end of a fire season. The reanalysis mode takes as an input 
the final perimeters in order to obtain the definitive assessment of the emissions. 
 
Figure 1 - Emissions module workflow. 
When applied for the evaluation of the emissions produced within a burnt area, the new emissions 
module provides a shapefile with the geometry of the input burnt areas and lists in the associated 
attribute table the estimated concentrations of the pollutants. For each of these polluting components 
(Table 1), the module simulates the evolution of the concentrations produced (measured in 103 kg) 
over the day of fire activity with a time step of three hours (from 0 to 24). Compared to the current 
model, the new version expands the set of output variables and provides an assessment for the SO2, 
NH3, BaP, LVGC pollutants (see list on Table 1). 
Table 1 - List of the variables (aggregated) reported in the emissions simulation module. 
 
As ancillary information, the module also reports the following variables: 
• Fire intensity (in kW m-2), which is used as input in the dispersion module to estimate the 
maximum height of injection of the emissions in the atmosphere; 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools 
 
Advances in Forest Fire Research 2018 – Page 1046  
 
• Fuel consumption in the fire phases of flaming (fire front) and smouldering (after the 
passage of the fire front), expressed in kg of fuel / 3hours; 
• Area increase over each 3 hours time step, assumed proportional to the 3 hours average rate 
of spread of the fire, expressed in m2 / 3hours. 
 
In cases where the fire event takes two or more days of burning activity, and as long as the clouds 
conditions and smoke presence allow constant monitoring, the mapping activity can theoretically 
detect the evolution of the event on a daily basis. When these conditions are present, the emissions 
module estimates the amount of emissions for each day of the mapping. 
As an example of the emissions and dispersion modules application, in this paper we report the test 
case of the fire that took place in Zamora province (Spain) during the day 29/07/2017 and concluded 
on 30/07/2017 (Figure 2). This study case is representative of a large wildland fire in Europe. Although 
the number of large wildfires represent a small proportion of the total fire events in Europe, their 
impact is disproportionally high. Large wildland fires are also the most endangering and impactful for 
the population. In the Fire Database of EFFIS (a repository of over 2 million individual fire records 
from 24 countries in Europe and North Africa), the wildfires larger than 1000 ha represent only 0.1 % 
of the recorded fire events, but are responsible for 30 % of the total burnt area. Only less than 0.02 % 
of the wildfires spread over 3000 ha: however, this small percentage contributes 16 % of the total 
damaged area in Europe (Camia et al., 2014; de Rigo et al., in prep.).  
The wildfire in Zamora spread over a total burnt area of 3087 ha (EFFIS source). In this case, it was 
not possible to follow the evolution of the fire during the development of the event due to smoke plume 
coverage on the area, which impeded the constant monitoring during the days of activity, and the speed 
of the fire spread and consumption.  
Table 2 reports the output of the new fire emissions model, along with those provided by the static 
model currently used by EFFIS for the emissions assessment. For the variables SO2, NH3, BaP, LVGC 
there is no information provided by the current model and no comparison was therefore possible. 
Table 2 - Emissions estimations for the test case of wildfire in Zamora province (Spain). 
 
 
In the described study case, the new emissions model provides values of pollutant emissions greater 
than those estimated by the current one. The most remarkable increases are those recorded on NMHC, 
VOC and BC, for which the estimations result higher than 100% compared to the ones of the current 
model. The consistency of the increase may be due to the contribution brought by the smouldering 
fire, which is taken into account with the new model.  
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The smoke plume dispersion module is a new feature developed along and integrated with the new 
emissions module. It consists of a framework of integrated models that take as input the emissions 
generated by the new emissions module, and simulates over time in 3D grid format their dispersion 
plumes in the atmosphere. The processing is applied only on selected severe wildland fire events, for 
which the smoke plume modelling or post-event analysis is of particular interest. The four main 
modules of the framework are: 
• WRF: Weather Research and Forecasting model; 
• CHIMERE: Chemistry-transport model; 
• SWIFT: Stationary Wind Field and Turbulence; 
• SCICHEM: Second-order Closure Integrated puff model with CHEMistry. 
The WRF model (Michalakes et al., 2005) is assigned to the computation of the meteorological 
background data at regional scale (European continent), and SWIFT to the local focus on a specific 
selected study area. The concentration of the pollutants is then assessed by CHIMERE (Bessagnet et 
al., 2004) (for the regional pollutant background assessment), while the evolution of the plume at local 
scale by SCICHEM (Chowdhury et al., 2015) (Figure 3). The final output of the dispersion module is 
a series of Network Common Data Form (NetCDF) files (one for each of the pollutant emissions 
generated by the emissions module) that simulate the 3D spatial and temporal development of the 
smoke plume with a time step of 3 hours. 
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Figure 3 - Dispersion module workflow 
 
The Zamora (Spain) fire event was taken into account for the representation of the dispersion of 
pollutants on an area of approximately 70 x 70 km2 surrounding the centroid of the burnt area. The 
simulation was performed setting a grid sampling resolution to 1km in X and Y directions, and 0.5km 
in Z from the ground level. Figure 4 shows the spatial representation of the concentration of the CO 
emissions produced by the fire in Zamora, values of which were estimated and reported in Table 2. 
The maps shown are centered in the centroid of the burnt area, and the plots show the evolution of the 
smoke plume dispersions during the 24 hours of the day 29/07. The CO dispersions in Figure 4 are 
related to the ground level, which is the one of greatest interest due to the impacts of the pollution on 
the population.  
The following Figure 5 represents the progression of CO concentrations in time steps (top to bottom 
in columns) and height (left to right in the rows; ground level, 500 and 1000 m). 
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Figure 4 - Progression of the concentration of CO at ground level produced by the wildfire in Zamora (29-
30/07/2017). 
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Figure 5 - Dynamics of CO concentrations in timesteps (top to bottom  in columns) and height (left to right in the 
rows) simulated for the Zamora fire episode (29-30/07/2017). 
The last step of the processing is the conversion of the resulting concentrations in GeoJSON format 
isolines for easier visualization on webmaps. 
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The integration of the new fire emissions and dispersion modules in EFFIS will provide a unique 
tool for the assessment of the air pollution caused by forest fires in Europe. The resulting information 
at regional and local scale will be extremely valuable for integrated-assessment applications both 
during the fire season and in post-event analysis (Lentile et al., 2006; de Rigo et al., 2013; Di Leo et 
al., 2013). On the study case fire event of Zamora (Spain), the comparison of the new with the current 
emissions model used in EFFIS shows a consistent increase in the estimation of the concentration for 
each one of the pollutants, with three peaks in NMHC, VOC and BC. The application of the dispersion 
model on the outputs of the emissions model will also provide a 3D assessment of the evolution of the 
smoke plume trajectory. The spatial distribution of the concentrations at ground level represents 
valuable information on the impact of the smoke plume pollutant on the population resident in the 
surrounding area. The next steps of the project will consist of the comparison with field data on various 
test cases and the Sentinel-5P atmospheric pollution estimations. This will be the basis for a bias-
adjustment module to be added, so as for the field information to improve the physically based 
estimations of the fire emission and dispersion modules in EFFIS. At last, the dissemination of the 
results for each fire season in the EFFIS web application will be available. 
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Fire severity assessment and mapping are essential for prioritizing post-fire emergency rehabilitation 
actions. The present study, carried out in Galicia (one of the regions most severely impacted by wildfire in 
the Iberian Peninsula), focused on 36 wildfires affecting areas of more than 200 ha during the period 2006-
2016. The aims of the study were i) to map the severity in these wildfires by using the differenced Normalized 
Burn Ratio (dNBR) index, and ii) to explore how the highest levels of fire severity and canopy damage are 
related to topographical, meteorological and forest fuel variables. Pre and post-fire Landsat images (Path 204 
and Row 31), provided by the European Space Agency (ESA), were radiometrically and topographically 
corrected. The dNBR index was calculated for each wildfire, and the values obtained were used to establish 
four classes of fire severity and four levels of canopy damage. A total of 23 topographical, meteorological 
and fuel variables were also determined in order to characterize each wildfire. The non-parametric Random 
Forests method was used to relate the burned area (%) corresponding to the highest levels of fire severity and 
crown fire damage to the various environmental variables. The variables that best differentiated the most 
severely burned areas were in both cases wind speed and percentage of burned area with slope ranging from 
30 to 45%. 
 
Keywords: Fire severity, Landsat, dNBR, fire mapping, crown damage, EGIF 
 
 
The total number of wildfires, number of large wildfires (>500 ha) and the total area burned are 
higher in Galicia than in other regions of Spain, representing respectively 42%, 24% and 25% of the 
overall values for the whole of the country (MAPAMA 2012). Moreover, current forecasts for the fire 
regime indicate that the wildfire problem will be exacerbated by climate change (Moreno 2005, 
Arellano 2008, Vega et al. 2009), with increased frequency, extent, intensity and severity of wildfires. 
Fire severity has been broadly defined as the level of damage or disturbance caused by fire in an 
ecosystem or any of its components (Key and Benson 2006).  
Fire severity assessment and mapping are essential tasks in post-fire emergency rehabilitation 
planning. These processes enable prioritization of the responses by focusing on the areas most affected 
by fire with the aim of minimizing the impacts and shortening the recovery time of the ecosystems 
affected (Robichaud et al. 2000, Miller and Yool 2002, Chuvieco et al. 2006).  
Satellite spectral indices are useful for obtaining information on fire severity at landscape scale 
(Hudak et al. 2007; Parsons et al. 2010). These indexes also enable analysis of spatial patterns of 
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different levels of damage caused by fire and identification of the most important factors influencing 
these patterns. Advantages of the use of remote sensing indices include the ability to assess fire severity 
in inaccessible sites or sites where field work is very expensive, because of the topographical 
conditions or the presence of very dense vegetation. However, the indexes can be limited by cloudy 
conditions, low spatial resolution and their poor representation of lower strata of the tree canopy and 
the soil (Hudak et al. 2007, Meng and Meentemeyer 2011). The differenced Normalized Burn Ratio 
or dNBR (Key and Benson 2006), obtained from Landsat images, is the index most widely used in 
many countries to estimate fire severity. Specifically, in the region of Galicia, fire severity evaluation 
and annual mapping of the most important fires is carried out using the dNBR index. This task is the 
first step in designing emergency actions aimed at reducing the hydrological and erosive risks 
associated with wildfire (Vega et al. 2013) and that are included in the regional Plan for Preventing 
and Fighting Forest fires (PLADIGA; Xunta de Galicia, 2017). 
In a study relating values of the dNBR index to the fire severity and the levels of canopy damage 
observed in wildfires that occurred in Galicia in the 2013 fire season, Arellano (2014) proposed four 
specific classes of fire severity and four classes of canopy damage for the region. The present study 
used these classifications to characterize the wildfires that occurred during the period 2006-2016 in 
one of the areas most affected by wildfire in Galicia. The aims of the study were i) to map the levels 
of fire severity associated with the wildfires by using the dNBR index; and ii) to explore the most 
important variables (topographical, meteorological and forest fuels) influencing the highest levels of 
fire severity and canopy damage.  
 
 
The study area is the XIV Forest District (Verín-Viana), a mountain region covering an area of 
175,296 hectares in the south of the province of Ourense (Galicia, NW Spain). The region borders to 
the north and west with respectively the XIII Forest District (Valdeorras –Trives) and the XV Forest 
District (A Limia), to the east with the region of Castilla-León (Spain) and to the south with the region 
of Tras-Os-Montes Alto Douro (Portugal). 
The study considered wildfires affecting an area of more than 200 hectares that occurred during the 
11-year period between 2006 and 2016 (a total of 36 wildfires). The burned areas were selected from 
the database of the Spanish General Statistics on Forest Fires (EGIF), provided by the Ministry of 
Agriculture and Fisheries, Food and Environment (MAPAMA).  
The perimeters and severity classes were mapped using a collection of pre and post-fire Landsat 
images (Path 204 and Row 31) that covered the entire area and study period. Some of the Landsat 5 
TM, 7 ETM and 8 OLI images were downloaded from the European Space Agency website (ESA, 
https://earth.esa.int/web/guest/eoli), while others were provided by the Galician Institute of Territorial 
studies (IET). Scenes were radiometrically corrected by digital levels (ND), according to Chander et 
al. (2009), into top of atmosphere (TOA) reflectance. The topographic correction was also applied 
according to the Minnaert Correction with slope method (Riaño et al. 2003). 
The fire severity class was assigned for each pixel by calculating the dNBR index (Key and Benson 
2006) and applying the classification thresholds previously established by Arellano (2014). These 
thresholds are based on the existing relationship between the Composite Burning Index (CBI, Key and 
Benson 2006) and the dNBR for several wildfires that occurred in Galicia in 2013: unburned 
(dNBR<12.3); low (12.3≤dNBR<262.4); moderate (262.4≤dNBR<577.2) and high (577.2≤dNBR). 
Likewise, a level of canopy damage was assigned to each tree-covered pixel according to Arellano 
(2014) and Arellano et al. (2017). The four levels of canopy damage considered are shown in Table 1. 
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Table 1 - Description of canopy damage levels and dNBR thresholds 
Level of canopy 
damage 
Description dNBR 
Green  Area covered by trees in which the crown remained 
green after fire >50% 
282.9 
Green-scorched Area covered by trees with scorched crown after fire: 
50-90%. The rest of the area, up to 100%, occupied 
by trees in which the crown remained green. 
282.9-443.2 
Scorched-consumed Area covered by trees with scorched crown after fire: 
50-100%. The rest of the area, up to 100%, occupied 
by trees with the crown consumed. 
443.2-626.6 
Consumed Area covered by trees with the crown consumed 
>50% 
≥626.6 
The values of the dNBR index statistics (mean, standard deviation, minimum, median and 
maximum) were calculated for each wildfire. The proportion of burned area was also calculated for 
each fire severity class and each level of canopy damage in each wildfire. 
Topographical, meteorological and fuel-related data were compiled for each wildfire. The digital 
elevation model (DEM), with a spatial resolution of 25 m, was downloaded from the Spanish 
Geographic Institute (IGN) website (http://www.ign.es/web/ign/portal) and used to generate slope and 
aspect cartography for each burned area. Five levels of slope (0-10%, 10-20%, 20-30%, 30-45%, 
>45%) and the four cardinal directions (N, S, E and W) were considered. Descriptive statistics on 
altitude and slope (mean, maximum, minimum, median and standard deviation) were computed. 
Meteorological databases were downloaded from the Meteogalicia website 
(http://www.meteogalicia.gal) and used to determine the following variables at the start of each 
wildfire: temperature (ºC), relative humidity (%), wind speed (km/h), wind direction (º), wind gust 
speed (km/h) and wind gust direction (º). Data from seven different meteorological stations in the 
Xunta de Galicia network that are close to the burned areas were used. Finally, the Spanish Forest Map 
(MARM 2011) was used to classify the burned areas into four different categories according to the 
fuel type (tree-covered land, scrubland, agricultural land and riparian forest land) and to estimate the 
proportion of each class in each area affected by wildfire. 
A total of 23 variables were compiled for each wildfire. The non-parametric Random Forests 
method was then used to relate the proportion of the total burned area affected by the high fire severity 
class and the proportion of the total burned area affected by the most severe level of canopy damage, 
with the respective topographical, meteorological and fuel characteristics. 
The study only considered the highest levels of both fire severity and canopy damage as these are 
the variables of most interest in relation to making decisions about the areas where recovery activities 
should be carried out.  
The randomForest package developed for R (R Core Team 2013) by Liaw and Wiener (2012) was 
used to fit 500 regression trees for each variable analysed. For fitting each regression tree, 2/3 of the 
total fires were selected at random and 8 of the total descriptor variables were selected at random. 
Finally, the relative importance of each descriptive variable was estimated by normalizing the 
values of the Increment of Node Purity statistic to a maximum value of 100. The importance of a 
variable in the classification process increases with the value of this statistic. 
 
 
The locations and perimeters of the wildfires are shown in Figure 1.  
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The average values of elevation, slope, temperature, relative humidity, wind and gust speed of the 
36 wildfires were respectively 957 m, 22%, 23 ºC, 34%, 13 km/h and 24 km/h. The combination of 
the most frequent wind direction (SE) with the predominant orientation (E) promoted wildfire spread 
in the study area. In general, the percentage of burned shrub area exceeded that of tree-covered burned 
area. Considering all of the wildfires, the average percentage values of the different dNBR severity 
classes were as follows: unburned = 3%; low = 12%; moderate = 39% and high = 46%. For the levels 
of canopy damage, the average percentages were as follows: green = 25%, green-scorched = 17%, 
scorched-consumed = 21% and consumed = 37%. These values indicate the high level of impact of 
the wildfires in the study area. 
 
Figure 1 - Location and perimeter of the wildfires studied  
The spatial distribution of dNBR severity classes in two of the wildfires (by way of example) is shown 
below (Figure 2).  
  
Figure 2 - dNBR Fire severity map:  San Mamede de Hedrada Fire 2011 (left) and Lucenza Fire 2015 (right) 
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Box plots were constructed of the distribution of the mean values of dNBR obtained for each fire, 
grouped by year (Figure 3). The mean values exceeded the threshold of dNBR of 577.2, corresponding 
to the highest level of fire severity, in only three years (2008, 2015 and 2016). Interestingly, the average 
dNBR values were highest in shrubby habitats, followed by tree-covered land and were lowest in 
riparian forest and agricultural land.  
 
Figure 3 - Box plots of the distribution of averages values of dNBR throughout the study period 
The relative importance of the main features explaining the percentage of burned area classified as 
high fire severity class and the classified with the highest level of canopy damage (“crown consumed”, 
equivalent to crown fire) are shown in Figures 4 and 5. The two features that best differentiated the 
areas affected by high fire severity class and the level of crown fire were the wind speed and the burned 
area percentage with slope, ranging from 30 to 45%, coinciding for both random forests. 
These results are consistent with those of Fernández Alonso et al. (2017), who reported that wind 
speed was also the most important variable explaining the spatial pattern of crown fire in several 
wildfires in Galicia. Other studies (Lentile et al. 2006, Holden et al. 2009, Lecina-Diaz et al. 2014) 
have also demonstrated the relationship between slope and -extreme fire severity. Overall, the results 
confirm the well-known overwhelming importance of wind and slope angle in wildland fire behaviour 
(Rothermel 1983) and particularly in high intensity fires (Werth et al. 2016). Other variables that 
proved important in explaining high levels of fire severity were the southern orientation and the wind 
direction, underlying the probable influence of lower dead fuel moisture content and the alignment of 
wind and slope as factors contributing to strengthening the intensity of fire. Finally, the maximum 
slope and the temperature at at the start of the wildfire were also important for predicting the crown 
fire. The latter is probably related to dead fuel moisture. 
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Figure 4 - Relative importance of each variable as determined by the Random Forests method used to explain the 
proportion of the highest level of fire severity  
 
 
Figure 5 - Relative importance of each variable as determined by the Random Forests method used to explain the 
proportions of crown consumed 
 
 
Mapping burned areas and fire severity in all wildfires of more than 200 hectares that occurred in 
the Verín-Viana Forest District over a period of 11 years is a fundamental starting point for new studies 
such as the analysis of the fire recurrence in the area, the location of strategic management areas and 
characterization of wildfires according to the main variables involved in their spread. 
The dNBR index is capable of discriminating different levels of canopy damage caused by fire. 
These levels can be used as the basis for proposing rehabilitation actions in burned areas and for 
prioritizing these actions in areas affected by crown fires. However, dNBR severity thresholds must 
be calibrated for a longer period than used in this study. Identification of levels of fire damage in 
scrubland, in addition to wooded areas, would also be of interest. 
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The meteorological information used could also be improved. Including average variables, at least 
during the first hours of wildfire development, instead of specific information on the start time, would 
be useful. Use of the WindNinja (Forthofer 2007) software, which simulates the spatial distribution of 
winds by taking into account the physiography would enable studies to be carried out at much more 
detailed (pixel) level.  
Future studies should also aim to characterize the fuel more comprehensively. The use of historical 
orthophotos and LIDAR data, when possible, would enable estimation of fuel related variables that 
may be important for predicting fire severity. 
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Abstract 
Forest fires are the most common natural disaster during the warm part of the year on the Adriatic coast 
of Croatia causing extensive damage and sometimes even an ecological catastrophe. It is therefore important 
to understand all weather and climate conditions leading to an increased risk of forest fire ignition and spread. 
In this paper the relationship between mean monthly atmospheric flow pattern (monthly weather type) and 
mean monthly forest fire risk (monthly severity rating) has been investigated. The analysis was done for the 
Adriatic coastal areas in the period from 1981 to 2015 during the fire season, between May and October. The 
results show that in the fire seasons of the observed 35-year period the most common monthly weather types 
were non-gradient field, northwesterly flow and westerly flow (20%, 16% and 20% of the cases, 
respectively). The most frequent monthly severity rating was “high” with 44% of all cases, followed by 
“moderate”. On the other hand, the highest monthly severity rating (“very high”) was present in just 5% of 
cases. Dry monthly weather types (ridge and front side of the ridge, 8% and 7% of the cases, respectively) 
showed stronger relationship with higher monthly severity ratings, while wet types (southwesterly flow and 
trough) appeared very rare in case of higher monthly severity ratings. The aforementioned most common 
monthly weather types, denoted as mixed types, were associated with “moderate” to “high” monthly severity 
ratings in less than 30% of the cases, making those types difficult to connect with monthly severity ratings. 
The “Consecutive Month Diagrams” (CMDs) concept was introduced in order to inspect the time correlations 
between monthly weather types and monthly severity ratings. In general, dry weather types supported fast 
transition to weather conditions favoring higher severity ratings, almost regardless of the previous month 
conditions, with two exceptions noted. If weather type time series were expressed as “cumulative fractions 
in total”, the trends and ratios between weather types could be easily observed in the 35-year period. Since 
1990s differences between fractions of dry and wet weather types have been increasing, suggesting more 
months with atmospheric flow patterns connected with higher forest fire risk. The results and concepts 
introduced in this work, as well as further analysis of atmospheric flow patterns and forest fire risk, can help 
to improve the short-term and especially long-term forecasts of forest fire risk. 
 
Keywords Adriatic, forest fire risk, severity rating, weather type 
 
 
On the eastern Adriatic coast under climate forcing forest fires are most frequent in warm part of 
the year (Republic of Croatia, 2014). Fire season and related activities are conducted from spring to 
autumn, usually from 1st of May until the end of October. On the national level Meteorological and 
Hydrological Service of Croatia (DHMZ) is acting as advisory body in fire suppression system 
providing specialized meteorological information to the stakeholders, Civil Protection Service and fire 
departments with focus on meteorological condition favoring fire ignition, rapid fire spread potential 
and fire severity rate (Republic of Croatia, 2015).  
In last decades several high temperature and drought extremes have been recorded in Croatia, 
leading to higher forest fire risks (2003, 2011, 2012, 2015.) and climate analysis revealed mean 
temperature increase with prominent positive trend since year 2000 (Republic of Croatia, 2014). 
Climate is average state of the atmosphere comprised of an average from a number of weather 
conditions (usually 30 years), both near the surface as well as in the upper levels. In extremely dry 
years, in the warm part of the year, surface weather in Croatia is associated with higher temperatures 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools  
 
Advances in Forest Fire Research 2018 – Page 1062  
 
and lower precipitation (Plačko Vršnak et al., 2014).  
Transports of heat and moisture are influenced by surface and atmospheric flow in upper levels, 
especially around 5500 m that can be analyzed from geopotential height at AT500 hPa (Absolute 
Topography of isobaric plane at 500 hPa). Atmospheric flow at AT500 and surface weather are related. 
In forest fire assessments (outbreaks potential, spread, severity) daily surface weather realizations and 
atmospheric circulation plays as important role as the monthly means of upper level atmospheric flows. 
 
 
Atmospheric flow patterns (weather types) over Southern Europe can be categorized in 8 groups 
(Poje, 1965). According to AT500 monthly mean fields, upper level atmospheric flow was identified 
as one of the following: ridge (R); front side of the ridge (R-NW); non-gradient field (NG); 
northwesterly flow (NWF); trough (T); westerly flow (WF); southwesterly flow (SWF) and upper level 
low (ULL). Each weather type is associated with prevailing surface conditions (Lončar and Bajić, 
1994), monthly means of temperature and precipitation on the Adriatic (Lončar and Vučetić, 2003) 
and Croatia (Lončar and Bajić, 1994), so consequently monthly weather type can be associated to the 
mean monthly forest fire risk. 
Since the 1980s DHMZ has been using a Fire Weather Index (FWI), meteorological index for forest 
fire risk assessment based on the methodology proposed and developed by Meteorological Service of 
Canada in 1960s. FWI is daily computed and contains information on vegetation, wind speed, daily 
precipitation, temperature and humidity. Based on the FWI as a predictor, calibrated index of daily 
forest fire severity rating (DSR) is calculated. Monthly severity rating (MSR) index is monthly mean 
of daily values (DSR). Severity rating (DSR or MSR) is numerical estimator that reflects the expected 
efforts required for fire suppression activities expressed in five classes: very low (1), low (2), moderate 
(3), high (4) and very high (5) being the most difficult. Monthly severity rating represents mean 
monthly forest fire risk. 
In recent decades significant improvements were achieved in numerical weather prediction systems 
(NWP). Successful prediction of upper level atmospheric state is extended from about 3 days in 1980s 
to somewhere from 7 to 10 days (Haiden et al., 2015), and while seasonal forecasts in extratropics still 
need improvements, useful results are already achieved at least for the first month (Molteni et al., 
2011). It is reasonable to assume that next progress in extended and long range NWP will first be 
achieved in the upper levels. To explore the possible benefits of longer lead times (up to a month), 
relationship between mean monthly atmospheric flow pattern (monthly weather type, MWT) and mean 
monthly forest fire risk (monthly severity rating; MSR) has been investigated. 
 
 
In this work monthly means of the upper level atmospheric flows (AT500) in the warm part of the 
year (May to October) for the period of 35 years, from 1981 to 2015, were analysed for the Adriatic 
coast of Croatia. Relation of monthly means of the atmospheric flows (weather types) and forest fire 
risks (severity ratings) was investigated. 
Weather type for each month was categorized based on subjective analysis of monthly mean 
atmospheric flows at AT500 fields that were retrieved from European Centre for Medium Range 
Forecast (ECMWF) reanalysis and Deutscher Wetterdienst (DWD) upper level analysis for Northern 
hemisphere.  
Daily severity rating index was calculated for 30 stations on the Croatian coast and islands 
(dominant vegetation of macchia shrubland) based on the FWI methodology using measured 
meteorological elements. Monthly severity rating was calculated for each station to build up a 
contingency table of MSR and MWT.  
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Based on the DSR, analysis of variance was conducted for 30 stations to investigate the differences 
between WTs according to SRs, as a requirement for any further analysis. Analysis of variances of 
unequal sample sizes at the significance level of 0.05 followed by Tukey-Kramer test provided 
statistically significant evidences for connection between at least some MWTs and MSR index for 
most of the stations (<30), based on the 35 year dataset (1980-2015, summer seasons, MJJASO). 
Exceptions in a-posteriori analysis (2 island stations, Komiža and Goveđari) were attributed to gaps in 
stations time series.  
Local atmospheres’ potential for memory of MSR index was investigated, autocorrelation function 
was introduced to MSR time series. 
 
 
The most frequent MSR index in 35-year period (season MJJASO) was “high” (44%) indicating 
overall high forest fire risks on the Adriatic coast of Croatia (Figure 1). The most frequently observed 
MWTs in the same period were westerly flow (20%) and non-gradient field (20%), followed by 
northwesterly flow (16%) while there has been only one month in 35 years with upper level low 
identified as dominant monthly weather type. 
 
Figure 1 - Occurance of monthly severity rating (MSR index at left) and monthly weather type (MWT at right) in the 
warm part of the year for the Adriatic coast of Croatia from 1981 to 2015 
Out of eight main atmospheric circulation patterns in upper atmosphere, two are associated with 
relatively dry and warm weather (R, R-NW), which could be connected with higher MSR and 
increased number of forest fires (Mokorić and Kalin, 2006). Northwest flow brings cold air with local 
showers or thunderstorms, west flow is characterized by moderate temperatures and variable 
precipitation amount (Mokorić and Kalin, 2006), while nongradient field also permits local 
convection, making those types (NWF, WF, NG) difficul to connect to MSR. Southwest flow and 
trough cause in average more precipitation which can be translated to lower forest fire risks and smaller 
MSR values. Alternative weather typing is proposed in this work, based on above mentioned 
discrimination, on Dry, Mixed and Wet monthly weather type. Analysis reveald only slight differences 
within eight weather types in respect to MSR (Figure 2, left), while larger differences between Wet 
and Dry weather type has been observed (Figure 2, right). Spatial differences between stations are 
sources of diversity for MSR and therefore higher spread of the MSRs within WT, this in turn has 
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negative effect on basic assumption of connection between MSR and MWT. When Mixed types 
(NWF, WF, NG, ULL) are excluded, stronger relationship between Dry (R, R-NW) and Wet (T, T-
SW) types with respect to their average severity rate is revealed and tested by t-test statistics using 
95% confidence interval. Within proposed alternative weather type clasification only about 45% of the 
months fall into categories Dry and Wet (Figures 1 and 3). 
 
Figure 2 - Percentage (color coded) of MSR within the MWT (left) and MSR within dry, mixed and wet MWT groups 
(right) in the warm part of the year for the Adriatic coast of Croatia from 1981 to 2015.  
 
Figure 3 - Occurrence in number of weather type per month in warm part of the year from 1981 to 2015.  Upper level 
low was observed once.  
Consecutive months diagrams” (CMDs) were constructed from 35 years of monthly data for MSR 
(average value) and MWT (number of months). Previous month is on X-axis and current month is on 
Y-axis. In the diagrams average value of all recorded pairs is plotted for MSR (Figure 4) and total 
number of months for MWT (Figure 5).  
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Figure 4 - “Consecutive Month Diagram” for MSR (color coded is MSR of MWT transition pair) for the Adriatic 
coast of Croatia based on the 35 years of data (1981-2015) for warm part of the year. 
From Figure 4 can be seen that very high monthly severity rating (MSR) was recorded in months 
with main atmospheric circulation patterns in upper atmosphere identified as ridge (R) or westerly 
flow (WF) if in a preceding month MWT was ridge (R). This combinations however are not often 
recorded, as it can be seen from low values in CMD on Figure 5. The most frequent pairs are west 
flow followed by westerly flow (WF→WF), and northwesterly flow followed by northwesterly flow 
(NWF→NWF), both combination yielding on average moderate to high values of monthly severity 
rating.  
When southwesterly flow associated with the trough (T-SW) was followd by nongradient field 
(NG) low and very low average MSR index was observed. Transition pair (T-SW→NG) is quite 
frequent on the Adriatic coast of Croatia. In general, T-SW in a previous month is a good indicator of 
low and medium MSR with an exception of month when ridge (R) was observed. Another Wet class 
member, trough (T), in the previous month can also be considered as good indicator for low and 
medium classes with noticable exception in month when northwesterly flow associated with the ridge 
(R-NW) was observed. It should be noted (Figure 4) that R-NW and R types are supporting fast 
transitions to weather conditions favorable to higher severity rating, almost regardless of the previous 
month conditions. Exceptions are NG in previous month for R-NW (NG→R-NW) and trough 
preceding ridge (T→R), which was quite common transition pair.  
 
Figure 5 - “Consecutive Month Diagram” for MWT occurance (color coded is number of cases of the MWT 
transition pair) for the Adriatic coast of Croatia based on the 35 years of data (1981-2015) for warm part of the year. 
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Time series of weather types and alternative weather types were constructed. Due to low number 
of samples within each weather type Mann-Kendall test was not applicable to test for the trends in 
weather types. In order to assess, at least to some degree, the temporal changes in weather types, 
cumulative fraction functions were introduced to the data. At each time step (month) cumulative 
number of occurrence of each weather type from the start of the period (May, 1981) was normalized 
by a total number of months within the whole period. In the end, sum of the weather type’s cumulative 
fractions on the right-hand side equals 1 on Figures 6 and 7.  
Jumps in the weather type’s and alternative weather type’s cumulative fraction functions are 
indicators of higher than normal number of particular weather type, while flat intervals indicate lack 
of particular weather type in some period. 
Since 1995 Mixed weather types are dominant in the Adriatic coast of Croatia. Mixed weather types 
can be associated both with low and high MSR. Forecasting difficulty of MSR is increasing with the 
increase of Mixed Types. 
 
 
Figure 6 - Weather type (WT) cumulative fraction in total of 35 (1981-2015) warm seasons (MJJASO) in the Adriaitic 
coast of Croatia. 
 
 
Figure 7 - Alternative weather type (WT) cumulative fraction in total. Mixed (cyan), Dry (red) and Wet (blue) as lines 
(right), with Dry-Wet differences in bars (left).   
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Manual typing of monthly means of upper level atmospheric flow provided the basis for weather 
type analysis in warm part of the years between 1981 and 2015 with total of 210 month analyzed. 
Weather type analysis results were in line with expectations and work by other authors (Mokorić and 
Kalin, 2010).  
Analysis of variances provided statistical confidence in at least some relation between MWT and 
MSR index, and although the nature of their interconnection was not in the focus of the work presented 
in this paper, it provided the basis for the inspection of time correlations. Autocorrelation of MSR time 
series was found to be above 95% confidence interval for time lag of 1 month indicating atmospheric 
potential for 1 month “memory” and providing grounds for construction of 2 consecutive months MSR 
and MWT histograms, “Consecutive Month Diagrams” or CMDs.   
Shortcoming of the methodology is subjective weather typing sensitive to individual experience. 
There is a potential to overcome it using Principle Component Analysis of mean upper level 
atmospheric circulation fields and Clustering, however it is beyond the scope of this work. Although 
PCA would yield higher degree of generalization, original weather typing with 8 classes is widely used 
in synoptic practice in Croatia and justification of this methodology could be seen on national level 
where experts can easily attribute weather conditions to familiar upper level atmospheric flow patterns. 
Proposed alternative weather typing provided stronger statistical discrimination between mean 
Severity Rating but is should be noted that less than a half of all months in 35 year period (MJJASO) 
fall in Wet or Dry category which is limiting factor for this approach.  
Severity rating based on the FWI seems to produce good results for Adriatic coast of Croatia 
(Vučetić and Vučetić, 2011), however, from Figure 1 with average MSR class “high” it is clear that 
calibration of classes needs to be updated in order to accommodate for the warming trend and its 
effects, observed in Mediterranean region (and Croatia) in last decades (Republic of Croatia, 2014).   
Weather types and alternative weather types time series, expressed as cumulative fractions in total, 
revealed relatively stable ratios of upper level atmospheric flows with increase of the NG type and 
decrease in NWF in recent years. Interestingly, WF had noticeable increase in 1990s and especially in 
2000s, but although still dominant in warm part of the year, in recent years there was a decrease of 
WF. Westerly flow cannot be connected to MSR due to high spatial variability of precipitation across 
the Eastern Adriatic Coast associated with this weather type. Decrease in WF fraction is not followed 
by increased confidence in alternative weather type association to MSR, since in the whole period 
steady increase of Mixed weather types was observed (Figure 7). However, differences between 
fractions of Dry and Wet weather types have been increasing since 1990 suggesting more months with 
Dry weather types that can be connected to higher classes of MSR.   
Constructed CMDs contain enough data for justification of the conclusions drawn from it. MSR 
and MWT CMDs are coupled and should be interpreted in parallel. Higher numbers in MWT CMD 
per transition pair (WT0→WT1) imply more significant value of MSR for that pair. MWT and MSR 
CMDs may have a potential in forecasting environment on extended time scales where present day 
NWP systems are managing to reproduce upper level fields but struggle to adequately reproduce 
surface weather. In such circumstances, for the Adriatic coast of Croatia, CMDs statistically 
constructed in this work could serve as mapping functions between forecasted upper level atmospheric 
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In this paper a smoke detection algorithm for real time forest fire detection is proposed. The scene 
complexity in open-air environment and the non-rigid nature of the smoke cause high false positive alarms 
in many detection algorithms. To increase the efficiency of the algorithm, a multi features smoke approach 
is presented in this work. To segment the possible smoke regions, a change detection method is applied to 
the image. Afterwards, static and dynamic features of smoke are analyzed. Merging the extracted smoke 
features and applying morphological processes, region(s) with the highest probability of having smoke pixels 
are extracted. Two complementary texture features, Gabor filter and Local Binary Pattern (LBP), are applied 
to the input images. The input image sequence are first characterized by bank of Gabor filters covering the 
spatial- frequency domain. As multichannel filtering approach, Gabor filters extract features at different 
orientations and scales. By segmenting the energy image, smoke candidates are extracted and examined using 
An eXtended Center-Symmetric Local Binary Pattern (XCS-LBP). The image is converted to an array of 
integer labels as feature vectors for further analysis on smoke and non-smoke classification. The smoke area 
shows a blurred and smooth texture characteristic compared to the non-smoke areas. This criterion is 
examined using the histogram of LBP. A number of 5000 labelled smoke blocks are applied to the XCS-LBP 
operator and the average histogram is calculated and normalized as a priori variable. Applying spectral 
analysis, a fuzzy logic decision process is implemented on a chromatic analysis enhanced in the HSI (Hue-
Saturation-Intensity) color mode. To define the fuzzy rules, empirical analysis is applied on a set of image 
data.  A trial and error method is then used to reduce the failures. The algorithm is tested on a natural scene 
forest fire data set, collected from three different sits in Germany. Experimental results show high 
performance accuracy in smoke classification. 
 
Keywords: Non-Rigid object detection, Forest fire detection, smoke features, smoke classification, fuzzy logic smoke detection, 
smoke texture analysis 
 
 
Imaging techniques are the main processing element of fire detection technologies and have been 
developed to extract information from images and, ultimately, to detect fires. Since the effectiveness 
of any fire detection system is measured by its speed in reporting a fire to the authorities, image-based 
fire detection systems prioritize the reliability of early stage fire detection and real-time performance. 
The majority of image-based techniques search the images for traces of smoke as pre-fire indicators, 
therefore allowing the discovery of a fire as soon as its smoke signature is visible, enabling a prompt 
intervention and an easy extinction.  
Several solutions have been proposed to handle the early detection of forest fires. Detecting real 
smoke with low false alarm occurrences and a high detection rate is still a challenging problem, 
especially in complex natural environments, like forests. Smoke is semi-transparent at the beginning 
of a fire. The background manifold, natural scene illumination conditions, cloud shadows, wind, and 
various natural phenomena can drastically degrade the reliability of the detection systems. 
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Therefore, improvements in the detection rate as well as in the classification of the smoke features are 
still a topic of research.  
The reliability and efficiency of a detection algorithm is strongly connected to the number of smoke 
features handled by the algorithm. Many image techniques focus on vision capabilities and have been 
developed to combine visualization fire properties with some extra features such as motion, flicker, 
heat and chemical characteristic of aerosols.  
Camera-based automated smoke detection systems use image processing algorithms to detect 
smoke by analyzing typical features of smoke signatures, such as local changes of brightness, contrast, 
transparency and direction of smoke movement. Each of these smoke features is addressed by a 
specific algorithm individually.  
In this study different smoke feature extraction methods and classification approaches are presented 
by using the data from a ground-based forest fire surveillance system. Change detection is applied to 
segment the possible smoke regions in the image, followed by static and dynamic analysis of the smoke 
features. Combining the extracted smoke features and applying morphological processes, Regions of 
Interest (ROIs) are extracted as region(s) with the highest probability of having smoke pixels.  
 
 
Non-uniform illumination is an indivisible part of the natural scene environments. Barrow & 
Tenenbaum (1978) present recovering intrinsic scene characteristic from images as reflectance and 
illumination components. To do so, assumptions about the nature of the scene and the physics of image 
processing need to be taken. The physics consists of many unknown parameters such as camera 
parameters and lighting characteristic of the scene (Stainvas and Lowe 2003). In image processing, a 
simplification of physics is applied, which represents the intensity values of the image as the product 
of the illumination of the scene and the reflectance of the objects. 
 
where 𝐿 𝑥, 𝑦  is the illumination and 𝑅 𝑥, 𝑦  is the reflectance.  
The illumination of a scene is characterized by low frequencies and the lightening conditions, 
whereupon the reflectance arises by high spatial variations, especially at object edges. The main idea 
is to remove the illumination component as multiplicative noise signal, to achieve a uniform 
illumination scene. 
Homomorphic filtering, an image enhancement technique, is applied to remove the multiplicative 
noise signal from the input images. The procedure is shown in Figure . 
 
Figure 1 - Homomorphic filtering process in frequency domain 
The illumination component is considered as additive component in log-transformed image and is 
filtered out using a high-pass filter. A frequency-domain high pass filter is constructed to amplify high 
frequency components. The exponential function is then applied to invert the log-transformed image. 
The result is a homomorphic filtered image including reflectance components. 
 
𝐼 𝑥,𝑦 = 𝐿 𝑥,𝑦 𝑅(𝑥,𝑦) 
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Change detection is one of the main steps in computer vision applications such as object detection, 
video surveillance and remote sensing systems. A common approach in detecting foreground pixels in 
an image is the inter-frame subtraction method, which is affected by environmental conditions and is 
sensitive to noise. 
As the first viable step, background subtraction algorithm must be in the position to extract all 
possible changes, including semi-transparent smoke pixels.  
By applying inter-frame subtraction and combining the result with a binary AND operation, pixels 
of moving regions are extracted. Considering smoke characteristics, in particular the semi-
transparency, high frequency signals of the background are affected. Difference of Gaussian (DoG) is 
computed for background frame 𝐵 𝑥, 𝑦 , by convolving image with a Gaussian kernel (Hsu et al. 2016) 
as 
 
where  𝐺𝜎 𝑥, 𝑦  is a Gaussian kernel with variance σ
2 and zero mean. 
The DoG image of the background includes high frequency information such as edges and textures. 
A local entropy image is calculated on a 9x9 neighborhood. By thresholding the entropy image, the 
result of the background subtraction is examined on high frequency areas.  
The segmented ROIs contain false positive incidences, which is filtered out in further analysis. 
 
 
Understanding the natural scene environment helps to extract extra information to segment the 
target. The classification is observed as a non-trivial problem in natural scene due to the dynamic 
changes and topographical variations. Methods based on spatial relationships besides intensity changes 
are preferred for complex scene analysis. To analyze complex scene scenarios, more than one feature 
is required to extract classification information of the scene. 
 
Texture descriptors are visual features for characterizing image texture and are used for 
classification purposes .Gabor filters and Local Binary Pattern (LBP) are two rich texture features with 
complementary characteristics. While LBP extracts small texture details, Gabor filters encodes texture 
analysis in a broader range (Tan X and Triggs B 2007). 
For subsequent classification purposes, Gabor filters are widely used with the advantage of being 
invariant to illumination, translation and orientation changes to some extent (Sun Z et al. 2002). 
Local Binary Pattern operator, introduced by Ojiala et al.1996, is a mean of summarizing local gray-
level structure as feature vectors and converting an image into an array of integer labels. The statistics 
of the labels, mostly histograms, are used for image analysis. 
 
Gabor filters are a multichannel filtering approach that extracts features at different orientations and 
scales. As a matter of fact, dominant spatial frequency components of different textures are unequal. 
Image texture is defined as a Gaussian modulated sinusoid, which can model the texture orientation 
and the spatial frequency. The filter characteristic must be set in a proper set up to best capture texture 
information. To cover the spatial-frequency domain, multiple filters can be generated by tuning the 
frequency and angle. The filter position (𝐹𝑥 , 𝐹𝑦:center frequency, ɵ: orientation) and the standard 
deviations (σx,σy) of the Gaussian envelope needs to be assigned correctly to extract texture 
information (Al-Kadi 2017). 
𝐵𝐷𝑂𝐺 𝑥,𝑦 = (𝐺𝜎1 𝑥,𝑦 − 𝐺𝜎2 𝑥, 𝑦 ) ∗ 𝐵(𝑥,𝑦) 
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is the gaussian component and  
 
is the sinusoidal component.  
The radial frequency of the filter, with a width of Nc pixels, is assigned as follows 
 
which ensures that the passband of the highest frequency lies inside the image. The sampling 
orientation is in steps of 30 degrees, leading to 6 different orientations. Figure  shows an example of 
applying Gabor filter on a real smoke image. 
  
Figure 2 - Real smoke image (left), resulted energy image (right) 
 
Local Binary Pattern (LBP) is a local texture descriptor, which is gray scale invariance.  A binary 
number is formed by thresholding the neighborhood of each center pixel in a cell which is created by 
dividing the examined window. A normalized histogram is then computed for each cell. The LBP for 
texture analysis, proposed in by Ojala et al.1996 can be defined as  
 
where 𝑔𝑝 and 𝑔𝑐 represent the gray values of center pixel and neighbouring pixels respectively. R 
is the circle radius and P is the total number of sample points in the neighborhood. 
Figure  shows a 3x3 neighborhood sample and the computation of LBP with P= 8 and R= 1. 
 
Figure 3 - Calculation of LBP 
𝑔 𝑥,𝑦 = 𝑎 𝑥, 𝑦 𝑐(𝑥,𝑦) 













𝑐 𝑥, 𝑦 = cos(2𝜋(𝐹𝑥𝑥 + 𝐹𝑦𝑌)) 







𝐿𝐵𝑃𝑃,𝑅 =  ∑ 𝑠(𝑔𝑝 − 𝑔𝑐)2
𝑝 ,   𝑠 𝑥 =  {0 ,𝑥<0
1 ,𝑥≥0𝑃−1
𝑝=0 , 
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The neighboring pixels are multiplied by the binomial weights after thresholding. The LBP for each 
cell is then calculated by summing up the values. An input image with LBP result and the 




LBP Image  
Figure 4 - Example of an input image, the corresponding LBP image and Histogram 
As a local operator, LBP converts an image in to an array of integer labels which can be uses as 
feature vectors for further analysis of smoke and non-smoke classes. 
 
Monochrome detectors are widely used in many video based detection systems. In comparison to 
color sensors, the light sensitivity, the spatial and optical resolutions and the dynamic range of these 
detectors exceed the color sensor function. However, the lack of color information increases the 
likelihood of falsely detected smoke and may degrade the system efficiency. 
Input images, in Red, Green and Blue channels are converted into HSI color map, describing color 
in hue, saturation and brightness, which decouples brightness from the chroma components. 
The color of the smoke is categorized in a wide range of dark gray (D1, D2) and light gray (L1, L2) 
based on many variables such as combustion material and burning temperature. The brightness 
component is used to describe these two different gray level regions. By assigning a fix threshold for 
the gray color of smoke, the range of the dark and light gray are defined based on statistical data.  
Barring the variation given by a constant α, the intensity (I) of a gray colored pixel in RGB channels 
is almost the same. The decision function rules display as: 
 
The values of α, D1, D2, L1 and L2 are assigned by empirical analysis of test frames. The main 
drawback of this method is the failure in smoke recognition, whenever the smoke intensity range 
exceeds the predefined range. 
A reliable “Yes” and “No” decision for the smoke is replaced with a fuzzy logic based process in 
the proposed method to deal with uncertain and vague information. 
As presented in Nowzad A et.al 2014, by evaluating the saturation and the intensity value ranges of 
the smoke and non-smoke pixels in natural environment, a fuzzy set is built to show how likely a given 
pixel belongs to a smoke class.  
In fuzzy set theory, image A is defined as  
 
𝑅 ± 𝛼 = 𝐺 ± 𝛼 = 𝐵 ± 𝛼 
𝐿1 ≤ 𝐼 ≤ 𝐿2 ; 𝐷1 ≤ 𝐼 ≤ 𝐷2 
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Where 𝑥𝑖𝑗 is the pixel value at (i,j) and 𝜇(𝑥𝑖𝑗) donates as membership value in the range of [0,1]. 
To specify the likelihood of an input pixel to the smoke class, (Pf(i,j)) is defined as fuzzy output. 
The higher the value of (Pf(i,j)), the more likely belongs the pixel to the smoke class. 
Input (Saturation (i,j), Intensity (i,j)) and output (Pf(i,j)) variables are defined by membership 
functions. To build an interface between input and output variables, a series of IF-THEN rules are 
defined by analyzing the image dataset. 
Table  shows the rule table for the fuzzy inference system, which represents the final decision in a 
linguistic term. 
Table 1 - Rule table for fuzzy inference system 
  Intensity (i,j) 











) PS Medium High Medium 
PM Low Low Medium 
PB Low Low Low 
PS, PM and PB stand for “Positive Small”, “Positive Medium” and “Positive Big” respectively, 
which are the membership functions of the input channels. 
Depending on the weight of each rule, qualified consequents are generated and aggregated. The 
output is then assigned by means of the “Defuzzification” interface. 
 
 
Consecutive frames in a rate of 1 frame per second are extracted from the stationary video 
surveillance camera. Preprocessing steps are applied on the input images to increase the performance 
of the detection algorithm.  
A Gabor filter bank is designed using six different orientations (ɵ = 0, 30, 60, 90, 120,150) and the 
radial frequencies of (22 2, 23 2, 24 2, 25 2, 26 2, 27 2 , 28 2 ), with orientation and frequency 
bandwidths of each filter be 30° and 1 octave, respectively. The bandwidths are assigned based on the 
ability of the human visual system and computational costs (Jain and Farrokhnia 1991). The Gabor 
magnitude features is then extracted and went through some postprocessing steps. First, a low pass 
Gaussian filter is applied to the energy image, to compensate local variations in constant texture 
regions. A map of spatial location is added to the Gabor features for classification purposes. For each 
pixel in the image, there are 42 Gabor features and two additional spatial locations. Principle 
Component Analysis (PCA) is applied to visualize the energy image from 44 D to 1 D intensity value 
per pixel. The magnitude features of the candidate areas are then extracted by segmenting the result 
image.  
Applying the proposed change detection method on energy images, ROIs are extracted. The small 
objects in the foreground and the holes are removed, while the small islands in the image in close 
distance are combined together using morphological filters. The extracted ROIs are further analyzed 
by applying LBP descriptor. 
The texture characteristic of the smoke area is blurred and smooth compared to the non-smoke 
areas. This can be checked using the histogram of LBP. 
An eXtended Center-Symmetric LBP (XCS-LBP), presented in by Silva C et.al 2015, is computed 
for each image block is as a 16 dimensional feature vector. A number of 5000 labelled smoke blocks 
are applied to the XCS-LBP operator and the average histogram is calculated and normalized as a 
priori variable. The similarity of the histogram is defined by measuring the distance from a suspected 
ROI to smoke class. If the similarity measurement meets the predefined condition, the block will be 
conducted for spectral analysis. 
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The spectral analysis is implemented by converting the RGB image to HSI color map and applying 
fuzzy-based rules. A total number of 9 rules are defined to link the possible combinations of the input 
variables as shown in Table . To define the fuzzy rules, empirical analysis is applied on a set of image 
data.  A trial and error method is then used to reduce the failures and makes adaptive changes to achieve 
best results.  
 
 
The proposed method is evaluated on real set smoke image sequences (8 frames/ sequence) with 32 
sequences of smoke and 20 sequences of non-smoke events. The images are taken from three different 
sites in Germany and a resolution of 512 ×1360 pixels. 
Figure  and Figure  show some examples of the smoke and non-smoke forest images, under various 
illumination conditions and the detection results. 
 
    
    
    
Figure 5 - Examples of image data set. The first two rows are smoke images 
 
    
    
    
Figure 6 - Detection results on real scene images 
As illustrated in Figure , the smoke detection algorithm detects and locates smoke regions within 
the frame. The last example in the second row shows a low density smoke event, which is not detected. 
The number of non-detected smoke events is only three, with two events of low transparency and a 
small smoke cloud at long distance.  
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In this paper, a texture and color-based smoke detection algorithm is presented. The efficiency of the 
algorithm is increased by implementing a multi features smoke approach. To segment the possible smoke 
regions, a change detection method is applied to the homomorphic filtered image sequence, including 
reflectance components. 
Merging the extracted smoke features generated by static and dynamic analysis, morphological 
processes are applied to retrieve region(s) with the highest probability of smoke pixels.  
A Gabor filter bank is designed covering the spatial-frequency domain. Texture information are 
segmented from the calculated energy image. Applying change detection, further analyses on fine 
texture changes, caused by smoke pixels, are done using an eXtended Center-Symmetric Local Binary 
Pattern (XCS-LBP). Finally, a spectral examination is performed on the suspected regions based on 
fuzzy-rules to classify smoke and non-smoke events. Experimental results show high performance 
accuracy in smoke classification. Most of the non-detected smoke events are caused by smoke 
transparency, which is a vague decision criterion. The sensitivity of the proposed smoke detection 
algorithm can be tuned to detect transparent smoke up to a defined level. However, higher sensitivity 
is directly connected to false positive misclassification. 
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In recent times, there have been significant developments in remote sensing techniques applied to forest 
fire research. In particular, infrared (IR) imagery has proved effective to measure variables such as rate of 
spread, fire radiative power and Byram’s intensity. Remote sensing methodologies provide spatially explicit 
data in a cost-effective manner and reduce the need for intensive surveying campaigns. Concurrently, IR 
technology has seen remarkable maturing and thermal cameras have become increasingly light, compact and 
affordable. New models weigh only a few hundreds of grams, they have the size of a phone and they can be 
easily installed aboard remotely piloted aircraft (RPAS). Whereas these advances may be the base for 
powerful quantitative fire monitoring systems, there are some practical issues that need to be addressed before 
the full potential of this technology can be achieved. In this paper, we present our experience with two modern 
compact thermal cameras, and we explain how we overcame the difficulties we found. Two medium-scale 
experimental burns were recorded and computer vision algorithms were used to track the fire perimeter and 
measure its rate of spread (ROS). For performance reasons, one of the cameras encapsulated raw radiometric 
information in binary files with a non-standard proprietary video format. Adequate processing of this format 
was required to obtain brightness temperature distributions with a high temporal resolution (27 frames per 
second). On the other hand, the second camera stored IR frames as JPEG images with no radiometric 
information and with a low temporal resolution (approximately 1 frame per second, not constant). 
Additionally, this camera was operated from a small drone and significant jitter was present in the recorded 
video. To make data from the second camera usable, we applied video stabilization algorithms and we 
retrieved the exact time of acquisition of each frame from the metadata saved with each image. Ultimately, 
pre-processed IR data from both cameras was successfully used to detect the fire front, track the fire perimeter 
and compute rates of spread. All these tasks were performed automatically. Still, human interaction was 
required to georeference the imagery using ground control points. Georeferencing aerial imagery 
automatically remains one of the main challenges for the achievement of a fully automated fire monitoring 
system. Nevertheless, results obtained here were satisfactory. The algorithms for fire front detection, fire 
perimeter tracking and ROS estimation worked successfully, even when available data had significant 
limitations. The information retrieved from IR imagery through these algorithms can be further combined 
with other remote sensing products that provide details about fuel, weather and terrain. Moreover, observed 
data may be used to adjust data-driven fire spread simulators in real time so that they can produce accurate 
forecasts about the fire evolution, at least in the short term. These technological developments make important 
contributions towards the accomplishment of affordable, yet reliable, operational decision-support systems 
(DSS) that can be deployed during an emergency. 
Keywords: Decision Support Systems, Fire Monitoring, Fire Segmentation, Remote Sensing, Thermal Infrared Cameras, 
Unmanned Aerial Vehicles 
 
 
Quantitative wildfire monitoring is essential for two reasons. On the one hand, to provide 
emergency response teams with meaningful, accurate information about the state of the fire during an 
incident. On the other, to study a number of aspects related to fire behavior. Extensive experimental 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools 
 
Advances in Forest Fire Research 2018 – Page 1078  
 
campaigns have been conducted with the aim of improving scientific knowledge of wildfire dynamics, 
e.g. Clements et al. (2007, 2014), Cruz et al. (2010), Ottmar et al. (2016). Within the acquired datasets, 
spatially and temporally explicit measurements of fire radiant emission and fire rate of spread have 
been considered to be critical for the investigation of fire behavior and effects (O’Brien et al. 2016). 
Similarly, continuous surveillance of the fire perimeter and remote measurement of its rate of spread 
during a real emergency would greatly assist decision making. Current telecommunication systems 
and information management technologies support the combination of such measurements with other 
relevant data such as fuel properties, fuel spatial distribution, digital elevation models and updated 
weather variables. Furthermore, there exist fire spread simulators that can forecast the fire evolution 
in the short term. The availability of all this information in real time would notably increase the level 
of situational awareness in a scenario that can quickly become dangerous. 
However, this technology-assisted decision-support context is incomplete at present. Real-time 
information available during a wildfire incident is, in the best case, limited to crew positions, weather 
data and discrete observations of the fire state. There is no continuous monitoring of the fire perimeter 
location, the active fire lines, their rate of spread or their burning intensity. Furthermore, operational 
fire spread simulators have insufficient accuracy to be relied on in a potentially dangerous scenario 
(Cruz and Alexander 2013). A proposed solution to the limited accuracy of operational fire spread 
simulators is the use of data assimilation techniques (Mandel et al. 2008; Rios et al. 2014, 2016; 
Rochoux et al. 2014, 2015), but this approach needs frequent, updated and spatially-explicit 
information about the fire evolution. 
Thermal Infrared (TIR) imagery has proved to be a suitable technology to obtain continuous 
information about an active fire. Some variables that can be estimated remotely using IR cameras are 
the fire perimeter location, the rate of spread, the Fire Radiative Power (FRP) and Byram’s fire 
intensity (Pérez et al. 2011; Paugam et al. 2013; Stow et al. 2014; Butler et al. 2016; Dickinson et al. 
2016; Johnston et al. 2017). In this regard, our previous work contributed to automate the analysis of 
aerial TIR imagery through computer vision techniques (Valero et al. 2017, 2018). Algorithms of this 
type allow the automated acquisition of spatially explicit, high-frequency fire information, and they 
may be the base of a quantitative monitoring system with applicability to wildfire incident management 
and wildfire research. Furthermore, thermal infrared cameras, which had historically been expensive, 
complex and heavy, have experienced a notable decrease in size, weight and price, until the point of 
being suitable for installation aboard Remotely Piloted Aerial Systems (RPAS) and Unmanned Aerial 
Systems (UAS). RPAS and UAS have numerous advantages and a promising potential in forest fire 
management and research. Being able to use IR imagery acquired by these small aircraft would be a 
remarkable step forward towards the accomplishment of powerful, yet affordable, fire monitoring 
systems. 
Nonetheless, to the best of our knowledge, all previous studies that successfully used infrared 
imagery to derive fire behavior information employed conventional thermal cameras (Plucinski and 
Pastor 2013; Paugam et al. 2013; Butler et al. 2016; O’Brien et al. 2016; Johnston et al. 2017; Valero 
et al. 2018). There have been very few attempts to use modern compact IR cameras to sense fire 
behavior, and there is a general concern in the scientific community about the image quality achievable 
by low-end IR cameras. Furthermore, some unsuccessful experiences have been reported when using 
RPAS, mainly due to difficulties in georeferencing the imagery and saturation of the IR sensors 
(Dickinson et al. 2016; Zajkowski et al. 2016). 
In this work, we present a successful coupling of quantitative fire monitoring algorithms with 
compact, affordable IR cameras. Two camera models, from two different manufacturers, were tested 
in medium-scale experimental burns using dissimilar setups. An RPAS was successfully used in one 
of the experiments, and collected imagery was used to follow the fire perimeter evolution and to 
measure its rate of spread. Existing computer vision algorithms were adapted and additional pre-
processing modules were developed to deal with the limitations of each camera. 
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Thermal infrared cameras have seen an outstanding development in the last few years, on both 
market ends. On the one hand, high-end devices that work at high speed and with high resolution are 
allowing unprecedented studies of fire behavior and characteristic fire structures at different scales 
(McAllister and Finney 2017; Miller et al. 2017). On the other, cameras with basic capabilities have 
become smaller, lighter and cheaper than ever.  
Fire monitoring entails specific requirements such as a wide temperature measurement range to 
avoid sensor saturation and, at least, medium resolution so that fire behavior can be sensed from a 
distance that might go from a few meters to a few hundreds of meters. Until recently, these requisites 
prevented fire researchers from relying on low-end IR camera models. However, camera 
manufacturers have started to produce compact cameras that meet the needs of many wildfire studies. 
We had the opportunity to test two models from two known international manufacturers. The main 
specifications of the tested models are summarized in table 1. 
Table 1 - Technical specifications of the two tested cameras 
*Manufacturers usually offer several calibration options for different temperature ranges. The values shown in this table correspond 
to the measurement ranges used during the tests described in this article. 
The two IR cameras listed in table 1 have some characteristics in common. Both are compact and 
based on uncooled microbolometers. They both need a reduced amount of power to work and they 
cannot operate on their own but need to be connected to some kind of controlling hardware. The 
controller might be a laptop, a tablet or a single-board microcomputer. These characteristics make 
them especially convenient for portable field experimental setups and for installation aboard RPAS. 
In this study, camera 1 was connected to a laptop whereas camera 2 was operated from a drone through 
an on-board microcomputer. 
Despite meeting the basic technical needs for large-scale fire monitoring (i.e. suitable temperature 
measurement range and sufficient resolution), these cameras entail significant limitations in the data 
processing workflow. Each manufacturer normally uses its own private software to operate their 
cameras and their own private format to store data. Raw IR data can afterwards be inspected only with 
their own software. Manufacturers’ programs, provided with easy-to-use graphical user interfaces, are 
convenient for most industry clients. However, the use of non-standard formats and the lack of 
transparency in the camera control software constitute serious drawbacks for fire researchers, who 
usually need full access to the raw thermal data. Furthermore, there are other practical constraints when 
using these cameras in situations with limited resources, such as a drone or in the field. For instance, 
IR video files can easily become too large for modest systems, which usually implies restrictions in 
the recording frame rate. In the next sections, we discuss how these limitations affect quantitative fire 
monitoring algorithms and how they can be worked around. 
 
 
We tested our cameras in two medium-scale experimental burns. Test 1 was performed at the Tall 
Timbers Research Station in Tallahassee, FL, USA, in April 2017. Test 2 was conducted on The Nature 
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each occasion. Test 1 was recorded with camera 1 from a fixed overhead position that provided an 
oblique view of the plot. In test 2, camera 2 was operated from a small RPAS hovering above the plot.  
 
Test 1 was conducted in plot C1 of the Pebble Hill sites at Tall Timbers, which consisted of mixed 
southern rough/long leaf pine fuels. This plot was equipped with two highly-instrumented plots (HIPs) 
consisting of several radiometers, visual and thermal cameras. These items were geolocated and used 
as ground control points (GCPs) for imagery geocorrection. Furthermore, a thermal camera (camera 1 
of this study) was installed on top of a boom lift situated at the south-east corner of the plot. Figure 1 
shows the layout and some representative distances. Most of the GCPs were distinguishable in the IR 
video, but in different frames. Consequently, a composite figure was created from frames at different 
times in order to facilitate the annotation of GCPs.  
 
In the case of test 2, the fact of having a clear nadir view of the complete plot considerably 
simplified image georegistration. Measurement of one ground distance between two GCPs sufficed to 
estimate the conversion between image and ground coordinates. No projective transformation was 
needed. A sample IR frame in which these GCPs can be observed is displayed in figure 2. The main 
difficulty during this test arose from the drone instability. The footage had some jitter that needed to 
be cancelled through image processing techniques. Furthermore, exportable data from this video 
sequence was not radiometric. Available pixel values did not correspond to brightness temperatures. 
This type of representation is common in industry. 
 
Figure 1 - Diagram of the item layout existing in test 1. All indicated distances are horizontal at ground level. 
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By default, software provided by the manufacturer of camera 1 always stores acquired IR video in 
a private binary format. This format can only be read using the same manufacturer’s software. IR video 
encapsulated this way can neither be exported to other formats. Moreover, data analysis tools officially 
provided by Optris are rather limited. To overcome these issues, we used the C++ libraries provided 
by the manufacturer to build two small applications: one that directly operates the camera and stores 
radiometric data in a readable format, and another that retrieves thermal data from existing IR video. 
By using these applications, we could read and process high-frequency video containing actual 
brightness temperatures. 
In the case of camera 2, manufacturer’s software did allow exporting IR video in a standard format, 
but such video did not contain actual brightness temperatures. Frames could only be exported as JPEG 
images, valid for visualization but without radiometric information. Furthermore, this information was 
available with a low temporal resolution. Frame rate was close to 1 Hz, but it was not kept constant. 
Greyscale frames could be used successfully to detect the fire perimeter evolution because our 
computer vision methods do not rely on precise radiometric data. However, timing was important to 
estimate rates of spread. Fortunately, the exact time at which each frame was originally acquired could 
be retrieved from each file’s metadata. We used the open-source program Exiftool1 for this purpose. 
In addition to format limitations, footage taken during both tests needed some degree of geometric 
correction. Imagery from test 1 was oblique and the corresponding 2D projective transformation 
between the camera plane and the ground was estimated using a set of Ground Control Points (GCPs). 
A composite image was created using different frames from the video sequence to simplify this task. 
Available GCPs were identified in this composite image and their location was used to estimate the 




1 Originally developed by Phil Harvey. Website: https://www.sno.phy.queensu.ca/~phil/exiftool/  
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transformation between image and ground coordinates. Afterwards, this transformation was applied to 
all video frames. 
Footage 2 did not need the application of a projective transformation because it was acquired from 
a nadir viewpoint. However, instabilities in the drone position translated into slight jitter in the video 
sequence. Light aircraft are usually susceptible to wind gusts, especially when they fly over an active 
fire. Although the DJI Zenmuse camera is specifically equipped with a mechanical stabilization system 
to minimize the impact of this, significant vibrations were present in the output video. This issue was 
resolved through additional video stabilization software, based on image registration and feature 
matching. Features are regions of pixels that can be described in terms of certain parameters. If those 
descriptors are invariant to translations, rotations and changes in scale, the same points can be detected 
in two consecutive video frames and their corresponding locations can be matched. This methodology 
was followed here to estimate the relative movement between each consecutive pair of frames. Once 
these movements were known, each frame was corrected and registered to the previous one. The final 
result was a stable footage. 
 
Pre-processed IR imagery was used to follow the fire perimeter evolution and to measure its rate of 
spread. Both tasks were accomplished automatically using an adaptation of the algorithms described 
in Valero et al. (2018). The basis of these algorithms lie on edge detectors that search the highest 
brightness gradients within each image. Pixels are classified as edges or non-edges using two 
thresholds for the gradient magnitude. The correct thresholds are automatically estimated for each 
frame by the algorithm itself. Finding edges in the image allows the software to estimate the location 
of the fuel burning interface. If a time series is available, the evolution of the burning line can be 
reconstructed. Morphological operations are applied to derive an estimation of the burned perimeter 
location at each instant in time. Finally, the difference in fire perimeter positions between consecutive 
frames allows the computation of spatially-explicit rates of spread. 
This methodology is not exempt of difficulties. The most significant detected so far consists in the 
rejection of ROS outliers. Actively burning lines usually exhibit flames whose length is not negligible. 
These flames must be avoided when detecting the fuel burning interface and computing ROS. Our 
edge detection algorithms are insensitive to flames up to a certain size, but the system becomes biased 
in the presence of regions with a high concentration of flames, especially if the same region keeps 
flaming for a long period of time. In these cases, unrealistic ROS values may be produced and they 
need to be detected and rejected. There are image processing techniques to achieve this by directly 
filtering flames out (Valero et al. 2017), but such methods are complex to implement and need 
considerable computational resources. Sometimes it is enough with the application of common 
statistical rules for outlier rejection. In this case, we applied the generalized extreme studentized 
deviate (GESD) test (Rosner 1983) to the ROS values obtained along each isochrone. This test is 
especially suitable for datasets that have multiple outliers but where the number of outliers is not 
known a priori. 
 
 
Once converted to a readable format, footage 1 provided reach radiometric data about test 1, with 
a high temporal resolution (27 Hz). For its part, footage 2 had to be stabilized before becoming useful. 
Figure 3 exemplifies the video stabilization methodology based on feature matching.  
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Figure 3 - Subset of matching features detected in two sample consecutive frames during the stabilization of the drone 
IR footage (test 2). Red and green points represent features. Yellow lines connect matched features. The 
relative movement between these two frames consisted of a translation of 13.74 pixel units and a scale change 
of 1.2%. 
After pre-processing, the perimeter tracking algorithms were applied to both video sequences at an 
approximate framerate of 1 Hz. A subset of the obtained results is shown in figure 4. Complete 




Figure 4 - Burning area automatically detected in TIR frames acquired by compact cameras. Displayed frames 
approximately correspond to footage beginning (left), midway (center) and end (right). 
 
Finally, geocorrection information allowed the computation of ROS spatio-temporal distributions. 
Figure 5 summarizes this information. 
 
Test 1 
   
Test 2 
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Figure 5 - Temporal evolution of remotely sensed rates of spread. Central solid line represents average values within 
each isochrone. Shaded area represents standard deviation within each isochrone. Left: test 1; right: test 2. 
Rates of spread were not measured in situ, so values obtained remotely could not be compared with 
other experimental information. Nonetheless, results are in agreement with visual estimations. 
Moreover, the evolution of the detected fire perimeter represented in figure 4 and in the associated 
animated video is very similar to what a human operator would annotate manually.  
 
 
The main goal of this paper was to assess the suitability of compact IR cameras for wildland fire 
monitoring. The camera models tested in this study as well as others have significant strengths for field 
deployment: they are light and easy to use, they consume little power and they are relatively affordable. 
However, they have certain limitations that need to be resolved. Some manufacturers enclose 
radiometric data into private formats, while their official software does not provide full processing 
capabilities. Furthermore, some recording configurations do not store actual brightness temperatures 
but just a visual representation of ‘what is hot and what is cold’. Finally, one of the star applications 
of these cameras is their installation aboard RPAS, but small aircraft is highly susceptible to 
aerodynamic instabilities and video recorded from these platforms is usually shaky. A video 
stabilization step is often necessary before such imagery can be further processed.  
This work proposes solutions for some of these issues, and the obtained results prove that data 
acquired with compact IR cameras has sufficient quality for a variety of wildfire applications: firstly, 
if an active fire is recorded from an overhead perspective, be it nadir or off-nadir, IR imagery can be 
processed to detect the location of the fuel burning interface and the fire perimeter at a certain time. 
Furthermore, if time series information is also available with sufficient frequency, rates of spread can 
be estimated remotely. This type of data may be useful for fire behavior research, but it may also have 
a relevant utility at operational level. Emergency responders could benefit from updated quantitative 
information about the state of the fire during an incident. Moreover, wildfire monitoring software can 
be integrated into broader decision support systems that combine fire information with fuel, terrain 
and weather data. Such systems may even include data-driven fire spread simulators which, if timely 
fed accurate fire observations, are able to deliver reliable forecasts of the fire evolution in the short 
term.   
Key aspects to be addressed in the future relate to imagery geocorrection and the communication 
infrastructure. Georeferencing IR aerial imagery is the only step that remains manual in the image 
processing workflow. Its automation would allow the achievement of a totally autonomous fire 
monitoring system. On the other hand, extracted information will only be useful at operational level if 
it can be reliably transmitted from the aircraft to a command center in near real time. This requires 
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Abstract 
Periodic forest fire in the Pine zone of Indian Himalayas has been portrayed as the great destroyer of 
forests. The coniferous forests in the Himalayan region, notably Pinus roxburghii stands are highly prone to 
fire. The lack of proper forest fire monitoring system in Pine zone is a major management issue needs 
attention for the long term viability. Hence the present study was attempted using Maximum Entropy 
(MaxEnt) method to predict the potential areas under fire across the Pine zone and to identify key variables 
associated with fire occurrence. A total of n=529 spatiotemporally independent fire incidence locations were 
used after auto-correlation testing. Bioclimatic environmental variables were used along with other 
anthropogenic, topographic, Forest type/canopy density variables. Spatial multi-collinearity of variables was 
tested where the variables with r > 0.7 were dropped from the analysis. The accuracy of the model was 
assessed using the area under the curve (AUC) and to assess the variables importance jackknife procedure 
was adopted. Hence, 100 model predictions were averaged to produce a probability map. The map was 
classified into four categories based on the probability value viz., Very highly, highly, moderately and least 
susceptible to fire. The results showed that the forest areas having moderate canopy density and near to village 
is highly affected by fire. The areas identified as very highly and highly susceptible to fire can be used for 
preparatory planning for management of forest fire in Pine Zone of Uttarakhand Himalayas. 
 
Keywords: Pine Zone, MaxEnt, Forest Fire, MODIS, Modeling, Himalayas 
 
 
Pines are natives of tropics as well as the temperate climates. They are found abundantly in the 
Himalayas (Gamble, 1875; Craw, 1875). The major problem associated with the pine forest is that the 
area becomes highly vulnerable to fire due to the presence of pine needles in very large amounts. 
Needles are fine fuels that ignite and spread flames faster than coarse woody fuels and represent an 
important portion of the total fuel consumption in forest fires. It is not the thick bark but exposed resin 
ducts that make the pine trees prone to fire. In the Chir forests, the resin channels increase the height 
of the flames to about 4 m from where the crowns of the small poles, bigger poles and then bigger 
trees, in turn, catch fire thus enabling the fire to rise vertically upwards. In the Central Himalayas, 
particularly Uttarakhand, frequent man made fires are an integral part of the pine forest especially in 
P. roxburghii (Chir pine) forest between 800m and 2000m altitude. P. roxburghii forests encompass 
approximately 39,416.38 ha or 16.15% of the total forest area of Uttarakhand. A massive forest fire in 
1995 engulfed 5,948.88 ha of valuable forest area through 2,272 forest fire incidents in the state, which 
resulted in the loss of crores of rupees and created various long-lasting ecological consequences 
(Dhaundiyal and Gupta, 2014). 
The major constraint in forest fire management is the lack of scientific study on identification of 
fire hazard areas across the country. The information about peak fire season, factors associated with 
fire occurrence and the areas where forest fire are likely to occur is lacking. Further, the comprehensive 
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information needed to relate the fire susceptibility with habitation, road network, drainage network, 
distance to fire station, forest composition and density, slope, aspect, altitude, fuel type, temperature, 
precipitation etc. is also lacking. In Uttarakhand, the topography is highly undulating and it is difficult 
to control the forest fire in time. During summer, forest fires are common in these areas as pine needles, 
which keep falling off the trees from the middle of March till the onset of the rains in July, are highly 
inflammable. Fire prediction modeling and risk assessment are important tools to predict, and design 
measures to minimize, both direct and indirect losses due to fire. Verma et al., (2013) developed a 
forest fire risk zone map of Raipur Range of Mussoorie Forest Division in Uttarakhand using remote 
sensing and GIS. Verma and Kumar (2015) developed a Fire Hazard Map of Rajaji National Park, 
Uttarakhand by using multi source data comprising of cartographic documents, satellite imageries and 
statistical information with a combination of remote sensing and GIS data. Verma (2016) used the 
Maximum Entropy (MaxEnt) ecological niche modeling framework to predict the potential areas under 
fire across the Lansdowne Corridor of Lesser Himalayas and identified key environmental variables 
associated with fire occurrence. Hence similar model i.e. MaxEnt ecological niche modeling 
framework was used to predict the potential areas under fire across the Pine Zone and to identify the 




The present study was conducted in Uttarakhand Himalayas of India (Figure 1). It lies on the 
southern slope of the Himalayan range, located between 28° 44' to 31° 28' N Latitude and 77° 35' to 
81° 01' E Longitude and spread over an area of 53,483 km2. Topographically, Uttarakhand can be 
divided into three zones namely the Himalayas, the Siwaliks and the Terai region. The terrain and 
topography of the State is largely hilly with large areas under snow cover and steep slopes. Major 
portion of the State is mountainous and these mountains (Himalayas) are one of the youngest mountain 
systems of the World, hence ecologically very fragile and relatively much more susceptible to 
earthquakes and landslides (http://sbb.uk.gov.in/pages/display/93-about-uttarakhand). 
In the present study two Pine species viz., Pinus roxburghii (Chir pine) and Pinus wallichiana (blue 
pine) have been considered for Pine zone in Uttarakhand. According to Troup (1921), Chir pine occurs 
from 457 m to 2,286 m and blue pine occurs from 1,219 m to 3,658 m in Himalayas. 
 
The fire data for the period of year 2001-2016 were downloaded from 
https://firms.modaps.eosdis.nasa.gov in the form of shape file as point feature. However for the present 
study only 529 spatiotemporally independent fire incidences were used for model building. The 
spatiotemporally auto-correlated locations were removed after testing using Software Program 
DivaGIS (Hijmans et al., 2002; DIVA GIS version 2). Only one location per 1km grid cell if > 1 
observation was used by clustered in a grid (i.e., to avoid autocorrelation with low sample size; Phillips 
et al., 2006; Pearson et al., 2007). 
 
The environmental and bioclimatic environmental variables were obtained from WorldClim 
database (Version 1.4, http://www.worldclim.org/bioclim.htm; Hijmans et al. 2005). These metrics are 
derived from monthly temperature and rainfall climatology and represent biologically meaningful 
variables for characterizing a species range. We used 19 environmental variables (11 variables for 
temperature, 8 for precipitation variables, expressing spatial variations in annual means, seasonality 
and extreme or limiting climatic factors). Forest Type layer was generated from Landsat-8 satellite 
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data by using supervised classification approach in which 30 training sets were taken from Google 
earth as ground control points.  
 
Figure 1 - Location map of the study area 
Based on the field visit the study area was classified into 4 classes (table 1). Forest cover map was 
generated using unsupervised classification approach was used for Vegetation Density Mapping using 
ERDAS imagine 2013 software. The study area was classified into 50 spectral classes using 
unsupervised image classification approach. Eventually the Vegetation of study area was stratified into 
four major types on the basis of density (table 1) as per the fundamental criteria of Forest Survey of 
India (FSI, 2013). Slope, Aspect and Elevation map was generated from CARTOSAT 30m DEM using 
boundary vector layer with the help of Arc map 10.1. Road Network, Drainage Network were digitized 
from Survey of India Toposheet at 1:50,000 scale with the help of Arc map 10.1 software. GPS location 
of Habitation and Forest watch station was collected from field visits. Initially 19 ‘bioclimatic’ 
variables were considered from WorldClim database. A subset of Bioclim 30m resolution of study 
area was clipped using boundary vector layer in Arc map 10.1. 
The ENM Tools version 1.3 (Warren et al. 2010) was used to test multi co-linearity between 31 
predictor variables. The criteria adopted to predict multi-collinearity between the variables was 
Pearson Correlation Coefficients (r). On the basis of r value we can determine whether two different 
variables will have distinct spatial effect on the distribution of the species or not. Henceforth the 
variables with r > 0.7 i.e. variable showing more than 70% correlation were not used in analysis and 
model building. These variables were found to be correlated and hence only those variable were used 
that were found to be spatially distinct in this study. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 5 - Decision Support Systems and Tools 
 
Advances in Forest Fire Research 2018 – Page 1090  
 
Table 1 - Predictor variables tested for prediction modeling of fire in Pine zone 


































Bio 2 = Mean Diurnal Range (Mean of monthly (max temp 
– min temp))  
Bio2 
Bio 3 = Isothermality (P2/P7)*(100)  Bio3 
Bio 4 =Temperature Seasonality (standard deviation*100)  Bio4 
Bio 5 = Max Temperature of Warmest Month  Bio5 
Bio 6 =Min Temperature of Coldest Month  Bio6 
Bio 7 =temperature Annual Range (P5-P6)  Bio7 
Bio 8 =Mean Temperature of Wettest Quarter  Bio8 
Bio 9 =Mean Temperature of Driest Quarter  Bio9 
Bio 10 =Mean Temperature of Warmest Quarter  Bio10 
Bio 11 =Mean Temperature of Coldest Quarter  Bio11 
Bio 12 =Annual Precipitation  Bio12 
Bio 13 =Precipitation of Wettest Month  Bio13 
Bio 14 =Precipitation of Driest Month  Bio14 
Bio 15 =Precipitation of Seasonality (Coefficient of 
Variation)  
Bio15 
Bio 16 =Precipitation of Wettest Quarter  Bio16 
Bio 17 =Precipitation of Driest Quarter  Bio17 
Bio 18 =Precipitation of Warmest Quarter  Bio18 
Bio 19 =Precipitation of Coldest Quarter Bio19 












Distance to the nearest village/ 
tribal settlement (m) 
D2v Field data GPS 
location 
continuous 
Distance to the nearest water source (m) D2d SOI-toposheet continuous 
Distance to the nearest watch station (m) D2wt Field data GPS 
location 
continuous 
Distance to the nearest road (m) D2r SOI-toposheet continuous 
Actual Evapo-transpiration  AET CGIR continuous 
Aridity index  AI Index CGIR continuous 
Population density Population 
density 





1 = Very Dense Forest 




2 = Moderately Dense Forest 
3 = Open Forest 
4 = Scrub 
5 = Water 




1=Tropical Moist Deciduous 





3=Northern Sub-Tropical Broadleaved 
4=Himalayan Temperate Forest 
 
MaxEnt software package (version 3.3.3.e; Phillips et al., 2004; http:// www.cs.princeton.edu/~ 
schapire/maxent/) was used for fire modeling that implements a maximum entropy algorithm, which 
generates a probability distribution map of similar conditions across the landscape considering the 
characteristics of the occurrence GPS locations (Phillips et al., 2006; Elith et al., 2011). The Maxent 
is a machine learning algorithm used to predict robust ecological niches of a species, with presence 
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records, even when only a few are available (Elith et al., 2006; Phillips et al., 2006; Papeş and Gaubert, 
2007; Kumar and Stohlgren, 2009). This model has an advantage where presence/available data are 
limited (Elith et al., 2006; Phillips and Dudik, 2008). In the present study based on the assumptions of 
the MaxEnt model a fire prediction modeling was attempted (Phillips et al., 2006).  
 
The maximum number of background points was 5,000 and implementing linear, quadratic and 
hinge features was used (Phillips and Dudik 2008). 100 replicates were kept for model building (Flory 
et al., 2012) and the occurrence locations were partitioned randomly into two sub samples, using 75% 
of the locations as the training dataset and the remaining 25% for testing the resulting (partitioned) 
models. The accuracy of the model was using the area under the curve (AUC) of a receiver operating 
characteristic (ROC) plot (ranging from 0.5 = random to 1 = perfect discrimination). Jackknife 
procedure was adopted to assess the variables importance (Yang et al., 2013). Average of 100 model 
predictions were used to produce a probability map of fire occurrence. However the other settings for 
the model parameters and values were kept as default. 
Additionally, for demonstration of very highly, highly, moderately and least susceptible fire areas, 
all values above 0.8 were categorized as very highly susceptible to fire, the values between 0.6 and 0.8 
as highly susceptible fire area and those between 0.2 and 0.4 as moderately susceptible fire areas. 




A total of 529 fire incidences were found to be saptio-temporally independent. Multi-collinearity 
test showed that out of 31 variables only 22 variables were not correlated wth each other. Jackknife 
test results showed that based on the percentage contribution, "Forest canopy density" (18.2%), 
“distance from nearest village" (d2v) (15%), "Isothermality" (bio3) (12.4%) and "Forest Type" 
(10.1%) were the highest contributors. Based on permutation importance, "Precipitation of 
seasonality" (bio15) was the most significant variable (16.6%) followed by "Isothermality" (bio3) 
(15.5%) (figure 2). 
 
Figure 2 - Percent contribution and permutation importance of variables 
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The area under the curve (AUC) score was 0.896 for the training data from our model, which 
indicates moderate to excellent predictive ability of the model (figure 3). 
 
Figure 3 - Area under Curve of Fire (AUC) 
 
Figure 4 - Classified fire hazard map 
The classified fire prediction map showed good discrimination between very high, high, moderate 
and least susceptible categories. The result demonstrated that out of the total geographical area of pine 
zone 120933.16 ha area (3.64%) was under very high susceptible category, 708722.55 ha area 
(21.39%) under high susceptible category, 1318959.84 ha area (39.81%) under moderately susceptible 
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category and 1164751.26 ha area (35.16%) under least susceptible category (figure 4). The areas near 
to village having moderate canopy density were highly affected by fire. 
 
 
Pine forests at lower elevation and near to settlement are badly impacted by fire. The present 
methodology provides substantial improvement over frequency analysis method as used by earlier 
workers for developing fire hazard models in pine zone. Such types of models if recalibrated using 
future data can lead to higher degree of accuracy of fire prediction. Validation of fire hazard map 
shows that it resembles the ground situation, hence it can act as a baseline map for planning fire control 
in pine zone and can be useful for finalising best locations for fire lines, establishment of new Fire 
Crew Stations, Forest Guard Chowkis etc. GIS based modelling is helpful in identifying, mapping, 
quantification of biophysical parameters at spatio-temporal scale and also for the future predictions of 
forest fire. Geospatial modelling can potentially enhance forest fire management by providing spatially 
mapped fire hotspots. The forest fire hazard model as generated under this study would be helpful in 
detecting and mitigating the fire in pine zone of Himalayas and can be used for preparatory planning 
to minimize the fire frequency and losses thereof. Our results showed that MaxEnt may become an 
important tool to guide on-the-ground decisions on fire prevention actions and planning more 
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Wildfires (forest, peat, steppe, etc.) fighting is a complex and often dangerous process, connected with 
cooperation of many organizations and crews. Thus, suppression of a wildfire is a complicated process that 
requires a good organization. An important role in this process plays the qualitative training of personnel 
engaged in fighting the fire. In the process of extinguishing the fire crew of various organizations are 
involved: employees of Russian Aviation Forest Protection agency Avialesoohrana, crews of the Russian 
Ministry of Emergencies, members of voluntary fire crews created by municipalities. In accordance with the 
standard issued in Russia in 2018, a new working specialty - forest firefighter - has appeared. To such 
specialists are put quite high demands. They should not only be able to extinguish fires, but also have the 
skills of firefighting tactics, search engines, rescuers, psychologists, organizers and communication 
specialists. 
Training of personnel in the techniques and tactics of combating wildfires is carried out in educational 
systems at various levels - from special education in the university to short-term courses for recruited 
employees of outside organizations. However, regardless of the educational institution level in which the 
training is conducted, members of firefighting crews should have basic knowledge of fire safety techniques, 
methods and tactics for wildfires combating. 
As it known, one of the currently used effective forms of personnel training and professional development 
is interactive computer training systems that allow individual approach to the trainees both in material 
mastering and testing. A separate class of training systems are computer simulators widely used in various 
fields. Given the dynamic nature of the wildfire spread and the need to make operational decisions, training 
system should include the elements of a simulator – an imitation subsystem, which helps the trainee to observe 
the development of fire situation on the map, make decisions and evaluate their effectiveness. 
In the work presented, an interactive simulation system FIREMAN, developed by the authors, is 
discussed. The system was designed to train the personnel on the basics of knowledge of wildfires and 
decision making to combat them. The structure of the system is described and an example of working system 
is given. 
 
Keywords: wildfires simulation; personnel training; decision making, learning management system MOODLE 
 
 
Wildfires fighting is a complex and often dangerous process, connected with cooperation of many 
organizations and crews. Thus, suppression of a wildfire is a complicated process that requires a good 
organization (Davis, 1959, Deeming, 1972, Middlebon, 1977, Schetinski, 2002).  
Wildfires cause huge economic and environmental damage to the countries and regions in which 
they occur, leading to the death of people. To support effective control of wildfires, a large number of 
information systems have been developed for simulation and prediction fire behavior (BehavePlus 
(Andrews, 2003), FARSITE (Finney, 1998), WFDS (Mell, 2007), etc.). 
However, in addition to modeling directly the edge of the natural fire, there is a need to simulate 
various external influences on the fire for its localization and elimination. Such models can be actively 
used in the management of the fire situation, in particular, to solve the problem of effective 
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management of firefighting forces and facilities (European Forest Fire Information System, 2009,  
Russian information system of remote  monitoring ISDM-Rosleskhoz , 2010), etc. 
An important role in this process plays the qualitative training of personnel engaged in fighting the 
fire. In the process of extinguishing the fire crews of various organizations are involved: employees of 
Russian Aviation Forest Protection agency Avialesoohrana, crews of the Russian Ministry of 
Emergency Situations, members of voluntary fire crews created by municipalities. 
In accordance with the standard issued in Russia in 2018, a new working specialty - forest firefighter 
- has appeared. To such specialists are put quite high demands. They should not only be able to 
extinguish fires, but also have the skills of firefighting tactics, search engines, rescuers, psychologists, 
organizers and communication specialists. 
In fire extinguishing are involved, for example, fire jumpers, paratroopers, personnel of the fire and 
chemical stations. Forest firefighters can work in land groups, and in aviation units. These structures 
are under the jurisdiction of Avialesoohrana and are subordinated to Rosleskhoz. Professional standard 
unites these two spheres into one working profession.  
According to the professional standard, forest fire extinguishers are divided into three classes. 
Firemen of the third class should be able to extinguish fires with the help of hand-held technical means 
(for example, a shovel or a fire extinguisher), the second - with the use of special equipment (including 
tractors for extinguishing forest fires). Firefighters of the first class, in addition, must have skills of 
organizers and be able to conduct search and rescue operations. Forest firefighters in special cases 
should be able to perform the functions of managers. It is impossible to find so many firefighters to 
provide each group with a leader. 
According to the professional standard, forest firefighters should be able to correctly apply various 
means and methods of extinguishing, taking into account the characteristics of the terrain and fires, to 
choose safe places for creating strong points, to navigate in the forest. They should be able to act in 
extreme situations, adverse weather conditions, under the influence of stress factors. 
The personnel training in the techniques and tactics of combating wildfires is carried out in 
educational systems at various levels - from special education in the universities (Matveev, 2002), 
where the course of forest pyrology is taught, to short-term courses for recruited employees of outside 
organizations. However, regardless of the level of the educational institution in which the training is 
conducted, members of firefighting crews should have basic knowledge of fire safety techniques, 
methods and tactics for wildfires combating. 
As it known, one of the currently used effective forms of personnel training and professional 
development is interactive computer training systems that allow individual approach to the trainees 
both in material mastering and testing. A separate class of training systems are computer simulators 
widely used in various fields. Given the dynamic nature of the wildfire spread and the need to make 
operational decisions, training system should include the elements of a simulator – an imitation 
subsystem, which helps the trainee to observe the development of fire situation on the map, make 
decisions and evaluate their effectiveness. 
In the work presented, the interactive simulation system FIREMAN, developed by the authors, is 
discussed. The system was designed to train the personnel in the basics of knowledge of wildfires and 
decision making to combat them. 
 
 
The system is a web-oriented software package based on learning management system (LMS) 
(MOODLE, 2010) and the TAIGA simulation program.  Structure and components of the FIREMAN 
system are shown in Figure. 1. 
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Figure 1 - The structure of the imitation training system FIREMAN. Legend: 1 – simulation program TAIGA; 2 – 
tutor; 3 - login to the system; 4 – preliminary training and testing; 5 - game scenario selection; 6 - scenario data; 7 -  
firefighting process simulation; 8 - system events; 9 - events protocol formation; 10 - events protocol; 11 -  trainee’s 
actions appraisal; 12 - trainee's actions assessment; 13 - training passage report formation; 14 - end of training; 15 – 
e-learning course on basics of firefighting and safety techniques; 16 - scenarios base; 17 - trainee's work  appraisal 
rules; 18 – LMS Moodle. 
 
− preliminary training and testing of trainees, 
− assignment to a trainee the game scenario variant for the TAIGA simulator, 
− receiving game events protocol from TAIGA, 
− appraisal of trainee's decisions by tutor, 
− formation an overall assessment of the trainee's work, 
− formation the report with final grades. 
 
− demonstration of various scenarios for wildfire development and elimination; 
− creation a game situation based on the initial data of the scenario: a map of the terrain with the 
indication of possible protection objects, characteristics of vegetable fuel materials, fire danger 
class, wind speed and direction, initial configuration of the fire, list of available firefighting 
forces and facilities; 
− modeling the fire dynamics on basis of agent approach and displaying fire situation on the map 
of the terrain: fire spreading, action of fire-fighting forces and facilities (Dorrer, 2008, Yarovoy, 
2016); 
− messages generation on the fire dynamics: area passed by fire, length of the burning edge, 
distance to the object of protection - after a predetermined time interval; 
− messages generation about the decisions made by a trainee: calling personnel and technical 
means, instructions for their movement, placing firemen along the edge of the fire, building fire 
protection bands, etc., time-bound;  
− detection of catastrophic situations: objects of protection captured by fire, firefighters or 
equipment affected by fire, uncontrolled growth of fire area and length of a burning edge, etc.; 
− events data transfer to MOODLE. 
 
− consultations and assistance to a trainee at the stage of preliminary training and supervision; 
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− appraisal of a trainee’s actions when his work with the imitation program is over, formation of 
a report on the training completion. 
 Let us consider in more detail the components of the system. 
 
 
Learning Management System (LMS) MOODLE is today one of the most popular in the world and 
is used both in traditional educational process, and in personnel training. The acronym MOODLE is 
formed from the initial letters of the name Modular Object-Oriented Dynamic Learning Environment. 
In the MOODLE system, you can create and store electronic learning materials and specify the 
sequence of their study. Electronic format allows you to use not only text, but also interactive resources 
of any format from an article in Wikipedia to a video on YouTube. To do this, the system provides a 
lot of tools: wiki, glossary, blogs, workshops, hyperlinks, files and much more. Thus, Moodle is 
designed to create quality distance courses and to organize an effective educational process. 
Moodle can also be useful for automating of personnel training in basis of combating wildfires 
tactics. To solve such a problem, a distance course integrated with a computer simulator TAIGA was 
created. 
The course consists of three main sections. The first section is called “Testing” and contains a block 
with input tests (Figure 2). Choice of the input test for a trainee is determined by tutor. An example of 
the input test is shown in the Figure 3. If the trainee correctly answered more than 90% of questions, 
a link to the computer simulator TAIGA, which is located in the second section of the course, becomes 
available to him. The second section is called “Interactive imitation system FIREMAN” (Figure 4). 
 
 
Educational and training system TAIGA developed by the authors can be used for training of 
various categories of trainees in educational and playful way in the basics of tactics to combat 
wildfires. TAIGA is a network geographic information system (GIS) with reference to the real terrain. 
The system has client-server architecture. To reduce the load on the network and better scalability, 
most calculations are performed on the client side that allows a user to distribute the load evenly 
between all devices. Server part is developed on PHP. The server contains a database that stores 
information about the simulation environment (real terrain). Client part is developed on JavaScript 
using a library of open source OpenLayers. This library is used to create maps based programming 
interface (API) and allows a user to create web-based interface for the maps display. This library can 
work with data from different map services, such as OpenStreetMap, Google, Yandex and others. 
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Figure 2 - Appearance of the Fireman Course Page 
 
Figure 3 - Preliminary Test Example 
The authors have developed an agent-based system containing two types of agents, designated A 
and B. Type A agents simulate the movement of the wave front. They can be in active and passive 
states. A-agent, which is in the active state, determines the motion of the process front. Agents of type 
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B (B agents) simulate the impact on agents of type A. They pursue a single goal - to translate all A-
agents into a passive state. To do this, the B-agent moves through the simulation environment to the 
nearest A-agent and, approaching it, carries out a control action aimed at destroying it.  
Figure 4 shows the localization menu, which is located on the right side of the system interface. 
This menu consists buttons, switches and text fields. On the left side of the system interface there is a 
map of the real terrain.  
 
Figure 4 - User’s menu of the Taiga system 
 
 
A simple example of wildfire fighting imitation is given below.  
The environment settings of the fire simulation are the next. 
− Polygon on the right-hand side of the figure, circled by a dashed line, represents a locality 
(protected object); 
− area of the wildfire at the start is 0.22 ha; 
− wind speed under the canopy is 2 m/s; 
− wind direction from the north. 
− fire danger class is four. 
− aim of the game – to protect object from wildfire. 
The place where the fire starts is appointed by the tutor. Initial fire contour is constructed 
automatically. In this example, the trainee decided to construct fire barriers to exclude the possibility 
of reaching by wildfire a protected area. Figures 5A - 5C shows the fire propagation dynamics. A 
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reader can see that the thickness of the fire barrier was not enough. The wildfire continued to spread 
and reached the settlement.  Thus, simulation is over with the negative result. 
A    B  
C  
Figure 5 - Illustration of simulation process. Legend: A – start of the game, B – trainee desides to create a fire barrier 
and call a bulldoser, C- end of the simulation process, object was not protected 
During the simulation process, an event log of the trainee’s actions was generated. The fire situation 
protocol is presented below. 
Time: 0 h, 0 m 
Detected wildfire with area 0,22 ha; 
Distance to the protection object 393 m; 
Fire spread is 2,8 m/min; 
Time: 0 h, 45 m 
Trainee calls bulldozer D-533 for piercing the fire barrier; 
Time: 1 h, 0 m 
Area of wildfire 0,95 ha; 
Distance to the protection object 281 m; 
Fire spread is 3,19 m/min; 
Time: 1 h, 25 m 
Bulldozer D-533 began piercing the fire barrier width 0,5 m; 
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Time: 2 h, 0 m 
Area of wildfire 1,995 ha; 
Distance to the protection object 183 m; 
Fire spread is 2,08 m/min; 
Time: 2 h, 10 m 
Bulldozer D-533 ended construction the fire barrier; 
Time: 3 h, 0 m 
Area of wildfire 3,413 ha; 
Distance to the protection object 110 m; 
Fire spread is 3,34 m/min; 
Time: 4 h, 0 m 
Area of wildfire 5,435 ha; 
Distance to the protection object 50 m; 
Fire spread is 2,42 m/min; 
Time: 4 h, 40 m 
Area of wildfire 6,995 ha; 
Distance to the protection object 0 m; 
Fire spread is 3,36 m/min; 
Wildfire reached the protected object (see Figure 5C) 
 
 
In the work presented the interactive imitation computer system FIREMAN is described. This 
system is intended for firefighting personnel training in basics of the wildfires struggle rules and 
tactics.  
The system is a combine of popular e-learning system MOODLE and wildfire imitation system 
TAIGA developed by the authors. Such combination permits to obtain effective means for firefighters 
of different qualification levels training.  
At the moment FIREMAN is tested in Reshetnev Siberian University of Science and Technologiy 
and in Siberian Fire and Rescue Academy. 
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Abstract 
Spark is a computational platform for modelling wildfire behavior, developed for research, risk assessment 
and operational use. The platform has been designed for flexibility, allowing users to define wildfire models, 
process weather streams and spatial data, and visualize and analyze the resulting simulations. The core fire 
propagation solver is a raster-based level set method that calculates the progression of a fire perimeter over 
given terrain layers and allows the creation, merging and interaction of any number of individual fire 
perimeters. Propagation in different fuel types is implemented using text-based scripts that define the fire 
behavior and rate-of-spread, rather than having pre-determined models built into the system. This gives the 
system flexibility to implement any available fire behavior models. The system is currently being used to 
research and implement many aspects of fire behavior including the development of new rate-of-spread 
models, integration with meteorological and remote sensing data and the modelling of firebrand dynamics 
and fire-atmosphere interaction. The system is freely available to researchers, practitioners and managers in 
the wildfire community. 
 
Keywords: Wildfire modelling, bushfire, simulation, software 
 
 
Wildfires are a worldwide threat, causing major environmental damage and posing significant 
danger to lives and infrastructure when impacting on urban interfaces. Spark is a computational 
platform that can rapidly model two-dimensional wildfire spread for research, risk assessment and 
operational use (Miller et al., 2015). The platform has been developed to be entirely user-configurable 
at all levels, from the behaviour of the fire down to the central workflow for running and processing 
wildfire simulations. This flexibility allows users complete control in processing input layers and data, 
implementing wildfire models, post-processing the results of simulation and visualising data. The 
system leverages the power of new graphical processing units (GPUs) for rapid geoprocessing 
allowing complex fire behaviour models to be implemented for multiple fuel types. Spark can also 
spatially ensemble the results of multiple predictions to build statistical maps for risk assessment and 
fire management.  
 
 
The core of Spark is a fire propagation solver, based on a computational level set method (Hilton 
et al., 2015). This raster-based method manages the creation, movement and merging of fire perimeters 
over a set of given terrain layers according to user-defined empirical fire spread models. The level set 
method is particularly well suited to modelling fire spread as it can handle irregular boundary 
conditions, run at any required resolution and handle the interaction of any number of individual fire 
perimeters, for example, multiple spot fire ignitions ahead of a fire front.
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Figure 1 - Spark configured as a graphical-user-interface suitable for operational usage showing a fire in Tasmania, 
Australia. 
The fire propagation solver can be configured in various user-dependent ways, such as within an 
interactive graphical-user interface (Figure 1), a workflow-based system for research (Figure 2) or a 
headless command line version for servers and cloud computation. The system is supported on both 
the Linux and Windows platforms. Fire front propagation in different fuel types is implemented using 
text-based scripts to define the fire behaviour and rate-of-spread, rather than having pre-determined 
models built into the system. This gives the system flexibility to implement any available fire 
behaviour models and fire templates, such as elliptical or more complex shapes, and to enable testing 
of new models (Hilton et al. 2016). We have currently implemented most fire rate-of-spread models 
used operationally in Australia (Cruz et al. 2015), examples of which are available on our research 
website (Spark, 2018) as well as version of the software, documentation and modelling guides. 
The data layers required for these fire rate-of-spread models can be loaded into the system in any 
common geospatial formats. The layers are transparently re-projected and interpolated to a required 
resolution within Spark. The system can also pre and post-process any combination of these layers 
using user defined scripts. For example, a pre-processing implementation has been developed which 
directly reads remote sensing data tiles from Landsat imagery and converts these into fuel condition 
data suitable for fire simulations in Eucalypt forest (Massetti et al. 2018). Post-processing can include 
models for combustion, radiant heat flux and flame height, or models for impact assessment with asset 
layers. 
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Figure 2 - Spark workflow in the Workspace editor. 
Surrounding the core propagation algorithm is a modular geospatial processing architecture based 
on a workflow technology called Workspace developed by CSIRO (Watkins et al., 2017). This 
workflow framework allows Spark to be easily configured in multiple ways for different purposes, for 
example, development and research of new fire behaviour models. An example workflow canvas is 
shown in Figure 2 where the individual elements of the workflow are blue boxes. These elements 
include modules to create the input starting conditions, generate the wind field and input data layers. 
The core fire propagation solver supports modular plug-ins for various aspects of fire behaviour, such 
as the firebrand generation model shown in Figure 2 A preview of the simulation results is shown in a 
window on the upper right-hand side and the user-defined script for configuring the firebrand model 
is shown on the lower right-hand side. 
The system can also be used to quantify the risks from wildfires in hypothetical scenarios by running 
ensembles of input or weather conditions. These ensembles can be configured and composited in 
various ways, for example, varying the starting location of a fire and computing the resulting fire 
footprints into a probability map, as shown in Figure 3. The heat-map shown in the left-hand figure is 
shaded by frequency of fire impact. As with all models in Spark the composition and processing of the 
ensembles is user-defined, with Spark providing the ability to calculate global metrics over each 
ensemble, or to calculate a running spatial ensemble over all ensemble members. The results can be 
written to a PostGIS database, if required, for further downstream processing. 
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Figure 3 - Spark ensemble analysis. The Spark graphical-user-interface (left) showing impact frequency from several 
possible fires as a coloured heat-map. The fire isochrones can be directly written to PostGIS (centre) and visualised in 
and external GIS tool (right). 
Sub-models currently available within the framework include a mass-conservation wind correction 
model, a firebrand transport and ignition model and a fuel break model for firebreaks, roads and 
waterways, an example of which is shown in Figure 4. The fuel break model uses a set of line features 
of inputs which stops the spread of fires at these lines until a user-defined condition is met. In the 
example shown in Figure 4, a set of roads is used as input and the road has a probability of being 
breached based on a constant hazard function. As the rule for breaching is probabilistic an ensemble 
of simulations has been run to find the probability of the fire arriving at each point on the map. This is 
shown as a heat-map of impact probability. 
 
Figure 4 - Ensemble of simualtions from a set of fires with a random probability of crossing a road. The shaded heat 
map shows the impact probability of a fire arriving at a given point. 
Spark harnesses the power of new graphical processing unit technology (GPUs). Almost all current 
computers have graphical processing units which, if used for computation, can carry out multiple 
calculations in parallel. This can result in speed increases hundreds of times greater than standard 
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computations on the central processing unit (CPU) of a computer. This translates into the ability to run 
complex fire behaviour algorithms at high spatial resolutions in a very short computational time. 
Additionally, such GPUs are available as a cheap, reliable and scalable resource on several cloud-
based systems such as Amazon Web Services (AWS). 
 
 
An aim of developing the Spark system was to connect the research community with operational 
users by creating a common platform through which new research could be easily tested and deployed. 
We are currently using Spark for internal research as well as collaborating with several university 
groups to develop new methods and models for predicting fire behaviour. This includes research into 
the sensitivity to meteorological data, direct integration of remotely sensed data products into fire 
simulations, firebrand dynamics, radiant heat flux modelling for urban interfaces (Hilton et al. 2017), 
new methods for modelling firebreaks (Swedosh et al. 2017) and fire-atmosphere interaction such 
feedback effects from the fire (Hilton et al., 2018). We are also researching more efficient methods for 
ensemble modelling and web-based deployment on cloud infrastructure for large sets of ensembles 
(Garg et al., 2018). 
 
Figure 5 - Three-dimensional visualisation of Spark firebrand modelling system. Each firebrand is individually 
controlled in the model using a user-defined script. 
An example of a research module is the Spark firebrand processor, a visualisation of which shown 
in Figure 5. This module allows the user to define models for the creation and transport of firebrands 
as well as the impact with the ground and subsequent chance of spot-fire creation. The models are 
defined in a similar way to the rate-of-spread models, for example, the user specifies the acceleration 
of the firebrand in a script based on properties of the firebrand, such as time since ignition, and local 
fields, such as the wind vector at the location of the firebrand. We are currently collaborating with 
university groups to research and develop models for firebrand distribution and spot formation using 
the Spark platform. 
 
 
Spark has been designed as a platform for rapid and configurable modelling of two-dimensional 
fire spread. The system can be used for research or to interactively provide a visual awareness of the 
potential impact of a wildfire, enabling early warnings, ability to manage resources and guide 
mitigation strategies. Alternatively, the system can be configured as a risk modelling system capable 
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of generating spatial risk metrics from large ensembles of potential wildfires. The modular nature of 
the system allows configurability and customisation for the end user, or the ability for developers to 
add new types of more complex fire behaviour models. The system is freely available to the research 
and operational community (Spark, 2018). 
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Uncertainty characterisation and validation are critical phases to generate any Essential Climate 
Variable (ECV), and therefore both have been included as key deliverables of the ESA CCI 
programme (Rainer et al 2013). All products generated by the CCI are required to have an associated 
per pixel uncertainty characterisation. This paper describes both the uncertainty characterisation 
framework and the related uncertainty validation exercise of the Fire-CCI project. 
 
Keywords: Burnt Area, Uncertainty, Aggregaion, Fire CCI. 
 
 
Burnt Area algorithms broadly consist of a classification into a binary Burnt/Unburnt product. As 
with all remote sensing retrievals these algorithms can be phrased within inverse theory: 
 
Where the outputted burnt area product B is determined by the data d and the burnt area algorithm 
G. Remote sensing measurements contain uncertainty (Poveu and Grainger, 2015). As such the 
relationship above is better described by: 
 
Where ν represents uncertainty in the value of the measurement d. Often the probability distribution 
function of v is assumed normal such that the observation arrives as: 
 
where δ is an estimate of the observation uncertainty. Naturally the uncertainty in the observations 
leads to uncertainty in the retrieval of burnt area. To fully describe this uncertainty requires definitions 
of uncertainty at the relevant scales of the products. Within the ESA CCI programme there is an 
expectation of pixel-level uncertainty information (Rainer et al 2013). Further, the Fire-CCI products 
are also to be provided at a lower resolution Climate Model Grid (CMG) (0.25°). 
 
At the pixel scale we define an appropriate uncertainty characterisation to be the probability that 
the pixel is burnt Pb. Pb then provides a probabilistic confidence that the pixel is burnt given the 
observations. Pb must follow the axiomatic laws of probability, e.g the probability that the pixel is not 
burnt Pu is: 
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The full pixel level uncertainty is then described by a Bernoulli distribution B: 
 
 
At the CMG scale the definition of uncertainty is different. Burnt area at the CMG is classically 
defined as the summation of the number of burnt pixels Nb. However to propagate the uncertainty to 
the CMG we suggest that the CMG burnt area BCMG is better described by a Poisson binomial 
distribution. The Poisson binomial distribution describes the probability of N independent Bernoulli 
distributions. As N grows large the distribution is well described by a normal distribution with mean 
μ and standard deviation δ: 
 
This means that at the CMG scale each grid cell is approximated as a normal random variable which 
encodes the uncertainty in the burnt area. Crucially, all pixels are included in the calculation even if 
they have a low Pb. 
 
 
An uncertainty validation methodology was developed for testing the uncertainty characterisation 
of algorithms within Fire-CCI. The purpose of the validation exercise was to assess the presently 
developed uncertainty characterisations within a framework which provides realistic estimates of the 
true product uncertainties. In this paper we address the validation of uncertainties for two algorithms 
within Fire-CCI. 
 
The two algorithms make an estimate of the per-pixel uncertainty  in different manners. 
Algorithm A estimates  based primarily on a pixel’s distance to the nearest active fire observation. 
While algorithm B defines  based on the distance to the classification boundary between the burnt 
and unburnt classes within the algorithm. 
 
Evidently the true uncertainty Pb is determined by the confidence the algorithm places in the 
detection given the uncertainty in the data. To take account of the uncertainty in the observations, 
algorithms must marginalise over the probability distribution of the observation: 
 
 
However the algorithms presently are unable to perform this integral. Instead a monte-carlo 
framework was developed to approximate this integral. We can derive an estimate of the true Pb for 
an algorithm based on sampling from the data distribution P(d). 
Three test sites were selected, representing three significant pyromes for burnt area: savanna, boreal 
forest and tropical forest (which are shown in figure 1). An estimate of daily surface reflectance for 
each site was provided from the MODIS Collection 6 surface reflectance products (MOD/MYD09).  
To generate each realisation of the reflectance Ri(λ), each recorded measurement from MODIS 
RMODIS(λ) was described by a multivariate normal distribution: 
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where the observation uncertainties are represented by the diagonal covariance matrix 
. Per channel uncertainties  where provided from the MODIS uncertainty 
characterisation (see table 1) (Vermote et al, 2002). 
 
Figure 1 - Location of the selected test sites 
To consider that algorithms were properly representing the uncertainty in P(d), three sets of 
realisations were computed for each site with three different levels of observational noise. To do this, 
the MODIS covariance matrix was scaled by a noise factor c, with the values of 0.5, 1.0, 1.5. As c 
increases, it would be expected that Pb would tend more towards ignorance, as described by Pb values 
approaching 0.5. Both algorithms were run on the N realisations of a remote sensing dataset sampled 
from P(d) for each site. As a result, for a pixel p we have N realisations of the product: 
P = [b, u, u, b, b, u, b, u, u, u, ..] 
where b corresponds to a burnt detection and u and unburnt detection. A good approximation to the 
true algorithm Pb is then a function of the number of burnt draws to unburnt draws. When B is defined 
as a Bernoulli variable, we can estimate the maximum likelihood estimate of Pb from the function: 
 
where B and U is the number of burnt and unburnt outputs respectively. Pb is then simply: 
 
Given the limited number of sample runs, this estimate may be poor (Megill and Pavicic, 2011). 
Instead an adjusted estimate is provided by: 
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where B is the Beta function. Each realisation of  was then aggregated to the grid-scale along 
with the algorithm true Pb as outlined in section 1.2. 
Table 1 - Theoretical per-pixel uncertainty for MODIS channels. From: [3] 
MODIS channel 1 2 3 4 5 6 7 
central λ 645nm  858nm  469nm  555nm  1240nm  1640nm  2130nm 
 
0.004  0.015  0.003  0.004  0.013  0.010  0.006 
 
 
Figure 2 shows an example of the pixel level estimates of Pb from two Fire-CCI algorithms 
compared to the true uncertainty characterisation. Primarily we see that the two algorithms show 
considerably different uncertainty estimates while having similar true uncertainties. Algorithm A 
shows high  for unburnt areas (0.2-0.4) (with a low true Pb). Within the burn scars  is highest 
(typically 0.7-0.9) but still below the true uncertainty for these areas. Algorithm B matches more 
closely to the true uncertainty, especially in areas of low probability. However in the burn scars the 
estimated probabilities are considerably lower than the truth. 
 
Figure 2 - Pixel level estimates of Pb for two Fire-CCI algorithms over the boreal test site. Top) True Pb derived from 
the sampling framework. Bottom) Algorithm estimate of Pb 
Figure 3 shows the resulting CMG estimates of burnt area km2 from two Fire-CCI algorithms. The 
differences in the pixel level uncertainties clearly propagates to the CMG distributions. The over 
estimation of uncertainties in algorithm A leads to a large over estimation in the burnt area. Algorithm 
A also has an increased standard uncertainty relative to the true standard uncertainty given the data. 
Overall algorithm A estimate of burnt area does not match the true distribution well. Estimated 
distribution: µ: 23267km2 δ: 13306km2 vs the sampling-based distribution: µ: 6395km2 δ: 4951km2. 
Algorithm B performs more favourably with a closer estimate to the true distribution as well as the 
true burnt area. However it slightly underestimates the mean due to the under-estimation of  within 
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the burn scars. Algorithm B shows a slight over-estimation in the standard uncertainty but is closer to 
the true standard uncertainty. Estimated distribution: µ: 4050 km2 δ: 2838km2 vs the sampling-based 
distribution: µ: 8195.5km2 δ: 5077km2. 
Figure 4 shows the error in the algorithm uncertainty estimates for the three test sites. Here, the 
error in the uncertainty characterisation is encoded by the difference between the algorithm Pb estimate 
and the true Pb from the sampling. Generally therefore, an accurate uncertainty characterisation occurs 
when this error is near zero. Further, we would expect no biases in this error as a function of the noise 
factor c. Such an outcome indicates that the uncertainty method correctly identifies the magnitude of 
the uncertainty in the observations. A general feature of note is the overall bias in algorithm B towards 
an underestimate of Pb as was seen for the boreal site in figure 2. An encouraging feature for algorithm 
B is that the error in Pb is not a feature of the degree of noise imposed by c. We can see that both the 
bias and distribution of errors in Pb remain consistent across noise levels. This indicates that the 
algorithm provides an estimate of the uncertainty which is not sensitive to the noise sampling of the 
input datasets. Algorithm A shows a larger sensitivity to the noise factor c. In each test site, the 
distribution of errors in Pb is sensitive to the level of noise c. This indicates that the present uncertainty 
characterisation needs to be refined to remove such sensitivity. Further, for algorithm A the biases in 
Pb are inconsistent across the three sites unlike for algorithm B. In the boreal site, the algorithm 
provided Pb is less than the true Pb. However in the tropical and savanna sites, the algorithm Pb is 
larger than the true Pb. This feature indicates that the present uncertainty method needs to be refined 
to be suitable for each biome. 
 
Figure 3 - Error in algorithm estimates of Pb for the two FireCCI algorithms. Pb error is the difference between the 
algorithm  and the estimated true . 
 
 
The described framework represents an initial attempt at producing uncertainty quantified BA 
products at both the pixel and CMG scales. Further a methodology for validating uncertainty estimates 
based on sampling from the data distribution is presented. Results indicate that present uncertainty 
estimates need to agree more closely with the present binary estimates of products. Going forward this 
can be achieved by full uncertainty propagation within algorithms following metrological principles. 
An appropriate best practice framework for uncertainty characterisation is provided by the Guidelines 
for Uncertainty in Measurement (GUM) (IUPAC 2008). Secondly there is a need to consider 
uncertainty within the retrieval algorithm itself. The presented framework details the implications of 
the uncertainty in remote sensing observations and the effect these have on the algorithm performance, 
but the algorithm is here assumed to introduce no uncertainty. 
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Abstract 
In 2016 there were 50,653 wildfires in Europe, which destroyed 352,729 hectares of land – about the size 
of 490,000 soccer fields. 46% of all land destroyed was in Portugal (European Commission, 2016). That 
amounts to 161,522ha (Figure 1). 
According to the news, the fire around Pedrógão Grande, Portugal in June 2017 caused losses that are 
estimated to be €497 mil., plus €300 mil. for future prevention. In this one fire, 481 houses burnt, 374 people 
lost their jobs, 45ha of land were destroyed and 64 people died (ECO News, 2017). By October 2017 fires in 
Portugal have already burnt 520,000ha (abc Net, 2017). 
Fires have had a tremendous impact on people, especially in Southern Europe. People living in rural areas, 
are often on their own to protect themselves. Unfortunately, following one’s gut feeling might not be the best 
choice. Last year in Portugal, most people died on the roads, when trying to escape the flames.  
We conducted qualitative research which revealed, that there is a lack of reliable, current and contextual 
information available to people, that can support good decisions during fire emergencies.  
There is an abundance of quantitative research coming out of the fire science and geo science community, 
that has explored the topic, and scientists have discussed and evaluated data driven- and artificial intelligence 
approaches to predict fire behavior and fire danger.  
However, we did not find a solution that applies insights from qualitative research and knowledge from 
quantitative studies in form of a practical web application, that can be intuitively used by people in affected 
areas. 
In this paper, we illustrate how design thinking – a process for creative problem solving, can bring together 
technology and science with needs of people, and to create a solution that enables them to make better 
decisions related to forest fires. 
 
Keywords: forest fires, fire science, geo science, design thinking, data visualization, user experience design, artificial intelligence, 
data science, geo informatics, software engineering 
 
 
On October 15, 2017 there were 344 active recorded fires that were “on-going” or “in resolution” 
based on data from a Portuguese website (fogos.pt) that provides information regarding forest fires.  
Figure 2 shows that fires, between September 19 and October 30th, were concentrated mostly in 
the Central and Northern regions – which is where we conducted our user research. 
Figure 3 shows the exceptionally high number of active fires on October 15, 2017, which put the 
Portuguese firefighting capacity beyond their limit – judged by the local observations, where no 
firefighting means were available to protect people. Civilians had no choice, but to take it upon 
themselves to fight the flames and to figure out how to stay safe.
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Figure 1 - (left): 2016 burnt area in ha (based on the European Commission, JRC science for policy report, 2016) 
Figure 2 - (right): Fires with status “on-going” or “in resolution", in Portugal between September 19 and December 
28, 2017. It shows that Central and North Portugal were most affected. The size of the bubbles represents the number 
of fire fighters on site. (The data was derived from fogos.pt.) 
 
 
Figure 3 - Number of unique fire IDs with status “on-going” or “in resolution", in Portugal between September 19 
and December 28, 2017. (The data was derived from fogos.pt.) 
Our user research revealed that available information offerings do not consolidate enough context 
information – in form of an intuitive user experience, to paint a coherent picture, so that people can 
quickly gain a 360° view of the situation, prior to making decisions. We observed people using 
multiple information services concurrently to try to understand what is going on – which is 
cumbersome and time consuming. 
On other hand, we found quite a lot of research, that approaches the topic from a scientific angle. 
Described below are just a few examples of scientific research which addresses fuel moisture 
determination, how to work with data captured by satellites, and fire behavior predictions, that are 
relevant to the solution we propose. New papers around the topic are surfacing every day, which 
demonstrates that science already holds answers to difficult questions in this context. 
The NDVI is a remote sensing technique to identify a vegetation’s vitality. It is based on the spectral 
signatures of plant species and is a comparatively simple method to estimate the moisture content of 
plants. It is based on red and near infrared reflectance (Joyce, 2016). 
Our solution proposes to use the NDVI, to discriminate plant species and to visualize land cover 
types that play a significant role in determining how fire spreads. 
A worldwide compilation of the available fire behavior data was collected in the BONFIRE project 
(Fernandes at al. 2018). The data variables used in this research are similar to the ones proposed in 
Wildfires.  
The challenges BONFIRE faces, relating to data quality, are pretty much universal, when it comes 
to big data applications: 1) availability, 2) completeness and 3) reliability of the data. How Wildfires 
handles these issues is addressed later in this paper (see chapter 2.2. Data Technology). 
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Different models to predict the rate of fire spread for different fuel types have been evaluated (Cruz 
et al., 2018). While the results showed a consistent improvement in prediction accuracy of newer 
models in comparison to older ones, Cruz estimates that fire behavior predictions could be improved, 
e.g. by improving classifications of plant species and better mapping of fuel moisture. 
It is suggested, that quantifying the uncertainty of predictions for fire spread in an operational 
setting, should be favored over deterministic approaches (Pinto et al. 2016) 
From our experience in developing predictive applications, uncertainty distributions require data 
science skills to draw sensible conclusions and to trust the outcome. People living in rural areas most 
likely do not possess these skills, therefore we propose to visualize the prediction model’s input data, 
so that they can draw their own conclusions. Probabilistic fire behavior predictions, in our view, should 
only be exposed to trained fire management professionals – if qualitative research with these potential 
users can positively validate its usefulness. 
The following chapter describes, how design thinking, a process where interdisciplinary teams work 
together to solve complex problems in an iterative way, can bring together available research with data 




Design thinking is a human-centered approach to innovation that draws from the designer's toolkit 
to balance the needs of people, the possibilities of technology and business requirements, in order to 
come up with successful solutions (Brown, 2018). It is a generic method and therefore can be applied 
to design anything, from a simple toothbrush to complex software.  
In software development, design thinking has a proven track record of success. For example, Hasso 
Plattner, who is one of the founders of SAP – a German-based European multinational software 
corporation, infused the company with design thinking, to put users in the center to design business 
software, in order to not overwhelm them, and instead help them to reach their goal. 
Other examples show how design thinking was applied to social innovation, e.g. to find ways to 
provide low-cost healthcare throughout the world (Brown and Wyatt, 2010). 
Recently, IDEO, one of the most successful design consultancies, acquired Datascope, a data science 
company, to help merge machine learning and human-centered design (Budds, 2017), much like Wildfires is 
proposing. 
In summary, design thinking will help to achieve a balance of goals of the different stakeholders of 
our web application Wildfires. 
Figure 4 shows the design thinking process applied to user experiences involving data technology. 
 
Figure 4 - Overview of a 
process: 1) understand 
problem space and 
synthesize the results 2) 
iterative prototyping 
between user needs and 
data technology and 3) 
validate the solution with 
users and prioritize the 
development to deliver 
incremental value. 
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Design thinking begins with qualitative research – also called design research, which aims at 
discovering user needs, pain points, process steps and usage context. Design research data is not 
evaluated using statistical methods. It serves as a means to develop empathy for the target users, by 
unmasking underlying motivations.  
The results are qualitative statements, that enable the team to make design choices. When doing 
qualitative research, you start to discover patterns in users’ statements after 5-7 interviews.  
For Wildfires, we conducted 10 interviews, in October 2017 – prior to, and after the fire on October 
15th has affected the region around Benfeita in central Portugal. The participants were English-
speaking residents. We recorded and transcribed the interviews, and then captured individual data 
points on post-it notes. During the so-called synthesis phase, the following themes emerged: 
 There is a lack of clear and reliable information available related to forest fires, so it is difficult 
for people to gage what is going on.  
 Some people panic, they spread misinformation, or sometimes they are not capable of 
providing accurate location information. 
 People feel, that they are left to themselves, to defend their lives and livelihoods. 
 Trying to escape is dangerous, because the location of the fire changes quickly and information 
whether or not the roads were safe, was not available. 
People organize civilian firefighting that relies on a functioning communication infrastructure, 
without which, everything breaks down. 
 
 
To support the needs discovered during research and to enable better prevention planning and 
decision making during forest fires, data from different sources can be collected. The source spectrum 
begins with a) data from official authorities, who provide information about fire locations, firefighting 
activities, and publicly available mission reports; b) basic environmental data, such as satellite data 
– that can be used to derive land cover and fuel moisture information c) weather data from service 
providers d) end user data provided by people in the affected areas, such as current fire locations, road 
blocks, shelter locations or messages. Users’ input might, on the one hand, offer more recent updates 
than authorities, but at the same time might be biased by subjective perception (in chapter 2.3 The 
underlying platform, we show how we apply data technology to mitigate risks of mis-information); e) 
data collected from users’ mobile devices, i.e. location information and user IDs. Figure 5 provides an 
overview of expected data sources. 
 
Figure 5 - Overview of possible data sources and data types. 
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According to its nature, processed data is classified into 3 categories a) structured data, i.e. geo or 
weather data; b) semi-structured, i.e. meta data about user input and c) non-structured data, i.e. end-
user messages. In the next chapter, we talk about how these different data classifications impact the 
design of the underlying platform to store and process the data. 
As for its size, we expect to handle large data volumes, in particular due to targeted long-term 
objective, to create fire spread predictions, which require sufficient data history. 
 
The main requirement for the underlying data platform architecture is its ability to efficiently 
collect, store, process and expose large amounts of heterogeneous data, needed to paint a coherent 
picture for end users. Besides this, the technological foundation should be openly accessible, so that it 
can be extended by a broad community which is, motivated to contribute and improve the platform. 
This imperative led to the selection of mature, open source components as the application foundation. 
As shown in figure 6, we split the platform into three layers: a) data collection and storage, b) data 
modeling and analytics, incl. methods of artificial intelligence and c) the data visualization and user 
experience.  
For the collection and consumption of the heterogeneous mass data, we use different types of data 
stores, that are tightly bound together: 1) Classical databases – for structured data. 2) Search engine 
technologies, that let you perform searches for structured, unstructured, geo, and metric data (Elastic 
Search). 3) Unstructured data and NoSQL for large, scalable data storage – using a framework that 
allows for distributed processing across clusters of computers using simple programming models 
(Hadoop). 
We also integrate common application interfaces, for the consumption of constantly changing 
resources i.e. during peak times of fire reports and access to weather information, in JSON, CSV or 
other formats, as well as streaming – using a distributed streaming platform (Kafka). 
The objective of the modeling layer is the combination and transformation of data into advanced 
analytical and decision-making capabilities. 
The provided logical models work with distributed SQL, Python, and Scala programming languages 
and leverage the data processing capabilities of a leading open source data science and machine 
learning platform (H2O) with its set statistical algorithms like K-means clustering, naive bayes, 
principal component analysis and more. 
By assigning data to particular 
models, the data can be checked for 
its plausibility, for example by 
comparing fire locations reported by 
civilians with data from official 
authorities, weather information, 
satellite data, as well as fire spread 
predictions.Finally, the user 
interaction layer supports an 
effective and scalable visualization 
technology by using latest web 
trends in progressive web 
applications (PWA) and mobile 
cross-platform development 
approaches (Apache Cordova). 
 
 
Figure 6 - Overview of proposed freely available technology components 
suitable for collection, processing and visualization of fire-related data. 
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The Wildfires user experience is based on design principles that were developed during the synthesis 
phase of the design process.  
There are two main factors that drive them. 1) Wildfires is intended for use during emergencies, 
where people are under immense pressure to make good decision. 2) Wildfires uses large amounts of 
divers data types and technology that only creates value, if it is adopted by users.  
Design Principles: 
1. simple, and intuitive visual information and interaction 
2. information related to forest fires needs to be reliable, current and coherent 
3. provide transparency, into data sources, system status and validity of the data 
4. people are in control, visual information should support them 
5. availability at all times, particularly during emergencies 
6. minimal technical requirements for end user devices 
 
The following section describes how our solution concept addresses the needs we heard during user 
research. 
 
Visualizing geographic information, such as current land cover types, fuel moisture or topography, 
in the context of a fire map, which includes the person’s current location, enables people to quickly 
assess, how relevant on-going fires are to her. 
Wildfires translates information from multiple sources into visualizations, so that users are not 
overwhelmed by data and instead are able to consider the most critical factors influencing fire spread 
in their personal decision-making process. Having data that includes e.g., 12-hour weather forecasts 
supports people in being proactive. Land cover and fuel moisture visualizations can unmask high risk 
areas, that require action and fire prevention measures.  
 
During user research we heard, that people are posting fire locations on Facebook. However, there 
were situations, when people were not capable of providing accurate location information – which 
misguided fire fighters to the wrong location in one instance – which is a problem.  
In the analytical modeling and data science layer of our data platform, relationships between data 
types are created and plausibility checks can be performed using machine learning algorithms. These 
data quality checks, along with a user’s automatically captured location information, can significantly 
reduce the spread of misinformation 
 
Not knowing where exactly a fire was at any given time, was the biggest pain point we heard. With 
Wildfires, people can easily report fires and provide an up to date picture of the situation – along with 
other helpful information, such as roadblocks or shelter locations. 
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Figure 6 (left to right): Current, functional prototype of a minimal viable solution scope visualizes 1) active fires and 
wind speed and direction at the location. 2)“forest” areas, based on the NDVI. 3) further information, such as a 12-
hour weather forecast and data sources. 4) a conceptual prototype to share fire locations and more 
 
 
Our data platform collects, stores, processes and makes available large amounts of divers data. Data 
that is accessible for the analytical modeling layer, where artificial intelligence can deliver answers to 
complicated questions, such as “Where will the fire go?” or “How reliable is the input data?”.  
Design thinking ensures that the solution focusses on those questions, that are most relevant for the 
target users, and that the great scientific achievements become available to create value for people. 
Data visualization and user experience design ensure that people can see clearly and draw the right 
conclusions in times of emergencies. In addition, by seeing areas that pose high fire risks Wildfires 
can deliver evidence to support prevention measures.  
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Wildland managers and law enforcement organizations devote significant resources attending to the 
consequences of illegal firesetting across many parts of the world. Intentional wildfires may be set for reasons 
of malice, as acts of protest, or as pure vandalism. Incendiary wildfires result in deaths, property, and resource 
damages that exceed rates found for fires of accidental or natural origin. In fact, there is a great concern with 
how such fires tend to occur nearer populations and values at risk. Extensive evidence suggests that arsonists 
were behind many of the deadly wildfires that have occurred in many countries, particularly in 2017 in the 
United States (California), Chile, Portugal, and Spain (Galicia). Apart from firefighting resources, prevention 
measures may reduce wildfire occurrence. Prevention measures may include fuel reductions (thinnings, fuel 
breaks, prescribed fire). Research has also shown that education programs and information campaigns, fire 
investigations, surveillance efforts, as well as law enforcement efforts could reduce unwanted ignitions. 
Studies of the effects of law enforcement or other wildfire prevention measures have shown that these 
interventions can reduce wildland arson occurrence overall. Based on Becker’s economic theory of crime, 
law enforcement affects crime in a direct way, through fines and incarceration, and in an indirect way, through 
deterrence. Criminologist have also recognized the possibility that efforts by law enforcement intended to 
reduce crime in one time or place or of one type could lead to displacement of crime in a variety of ways 
(temporal, spatial, target, tactical, and offense), but some research has shown that the opposite could 
happen—diffusion. In the spatial sense, one kind of diffusion is where law enforcement efforts in one defined 
location lead to reduced crime across many neighboring locations. The objective of this paper is to describe 
our efforts to analyze the effect of law enforcement measures —namely, arrests for intentional firesetting— 
on intentionally-set illegal wildfires. We have conducted two studies (Prestemon et al. 2012, forthcoming) 
showing evidence for Galicia (NW of Spain). Firstly, we investigated, the effect of an arrest for intentional 
firesetting on future intentional wildfires in the same location and in neighboring locations. Secondly, we 
evaluated whether arrests have displacement or diffusion effects, as they may increase or decrease intentional 
wildfires in nearby locations or later periods, due to both a risk-perception adjusting effect and an 
incapacitation effect. Therefore, by relating intentional wildfire occurrence to arrest of suspected firesetters, 
we identify a likely principal mechanism for achieving law-enforcement success. Additionally, we separately 
quantify the effects of an arrest on agriculturally-based versus non-agriculturally-based intentional firesetting, 
leaving open the prospect that these two subcategories have different behavioral responses to law enforcement 
actions and other variables. Such differences could be key to the design of effective policing strategies in 
response to firesetting in the region. 
 
Keywords: arson, arrest, crime, Galicia, incendiary, Spain,  
 
 
Wildland managers and law enforcement organizations devote significant resources attending to 
the consequences of illegal firesetting across many parts of the world. Intentional wildfires may be set 
out of of malice, as acts of protest, or as pure vandalism, among other reasons. Incendiary wildfires 
result in deaths, property, and resource damages that exceed rates found for fires of accidental or 
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natural origin. In fact, there is great concern with how such fires tend to occur nearer populations and 
values at risk. Extensive evidence suggests that arsonists were behind many of the deadly wildfires 
that have occurred in many countries, particularly in 2017 in the United States (California), Chile, 
Portugal, and Spain (Galicia). Apart from firefighting resources, prevention measures, such as fuel 
reductions (thinnings, fuel breaks, prescribed fire), may reduce wildfire occurrence. Research has also 
shown that education programs and information campaigns, fire investigations, surveillance efforts, as 
well as law enforcement efforts could reduce unwanted ignitions (e.g., Donoghue and Main 1985, 
Prestemon and Butry 2005, Butry and Prestemon 2005, Prestemon and Butry 2010, Abt et al. 2015). 
Based on Becker’s (1968) economic theory of crime, law enforcement affects crime directly, through 
fines and incarceration, and indirectly, through deterrence. Criminologist have also recognized the 
possibility that efforts by law enforcement intended to reduce crime in one time or place or of one type 
could lead to displacement of crime in a variety of dimensions (temporal, spatial, target, tactical, and 
offense), but some research has shown that the opposite could happen—diffusion. In the spatial sense, 
one kind of diffusion is where law enforcement efforts in one defined location lead to reduced crime 
across many neighboring locations.  
The objective of this paper is to describe our efforts to analyze the effects of law enforcement 
measures —namely, arrests for intentional firesetting— on intentionally-set illegal wildfires. We have 
conducted two studies (Prestemon et al. 2012, forthcoming) where we describe intentional wildfire in 
a mixed Routine Activity and Rational Choice (in the Becker [1968] context) theoretical framework, 
showing evidence for Galicia (NW of Spain). The choice of our study area is relevant because the 
region of Galicia has the highest wildfire incidences of Spain, and nearly all the fires are human-caused 
(88%), which have traditionally been associated with illegal behaviour through intentional ignitions 
(82%). In addition, Galicia is among the most heavily forested regions of  Spain, with nearly 70% of 
the territory classified as forestland, 2 million hectares (ha), which produce 59% of Spain’s timber. 
The primary objective of Prestemon et al. (2012) was to develop and test the forecast performance of 
forward-looking intentional fire hotspotting models that could be used by managers and law 
enforcement.  A secondary objective was to evaluate whether spatio-temporal lags of intentional 
wildfire occurrence could be used to aid in these forecasts. Thus, we investigate the effect of an arrest 
for intentional firesetting on future intentional wildfires in the same location and in neighboring 
locations. The primary innovation of this work is that we compare competing alternative forward-
looking models and identify a superior forecasting empirical model. Our testing framework is rigorous, 
in the sense that the fit of a forecast is compared against the fit of plausible alternatives, with 
parameters estimated over a training dataset which pre-dates the long forecast sample. A secondary 
innovation is that we successfully identify the form of spatio-temporal relationships of intentional 
wildfire occurrence.  Third, we confirm the validity of existing crime theories in the context of 
intentional fires, particularly in Galicia, Spain, where such tests have not been made. Fourth, and unlike 
previous research, our models relate intentional wildfire occurrence to a more proximate measure of 
law enforcement effort: previous arrests of suspected firesetters. The implication of the joint findings 
of significant spatio-temporal relationships in fire occurrence and of arrests is that law enforcement 
has broad-scale, long-run impacts that reach far beyond the immediate landscape or short time horizons 
following arrest. Prestemon et al. (forthcoming) evaluate whether arrests have displacement or 
diffusion effects, as they may increase or decrease intentional wildfires in nearby locations or later 
periods, due to both a risk-perception adjusting effect and an incapacitation effect. Therefore, by 
relating intentional wildfire occurrence to arrest of suspected firesetters, we identify a likely principal 
mechanism for achieving law-enforcement success. Additionally, accurate quantification of the spatio-
temporal displacement of arrests on intentional firesetting might depend on the motivations of 
firesetters. Thus, we separately quantify the effects of an arrest on agriculturally-based versus non-
agriculturally-based intentional firesetting, leaving open the prospect that these two subcategories have 
different behavioral responses to law enforcement actions and other variables. Such differences could 
be key to the design of effective policing strategies in response to firesetting in the region. The 
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remainder of this work describes data, methods and main results of these two papers, and, finally, the 




We relate reported daily ignitions of intentional wildfires in Galicia, covering January 1, 1999, to 
December 31, 2006, to intentional wildfire arrests in the forest districts and spatial lags of these arrests 
at different distances. Variables hypothesized to relate to intentional wildfire occurrences (counts) 
include: day dummies indicating leisure (Friday, Saturday, Sunday, and non-weekend Holiday), which 
index potentially lower opportunity costs of crime commission through foregone wages; month 
dummy variables, which may index the direct costs of successful crime commission, related to fuel 
conditions and average weather; the Modified Fire Weather Index (MFWI) (Goodrick 2002), which 
also measures fuel conditions and direct costs; daily minimum relative humidity and maximum one-
hour wind speed, capturing direct costs; aggregate income in the spatial unit of inference, and income 
per capita in the spatial unit of inference, both of which index opportunity costs of crime commission 
and being caught; and the number of arrests of individuals for intentionally and illegally igniting 
wildfires in the previous year in the region of Galicia.  
 
We develop daily spatio-temporal ignition count models for intentional wildfires as a function of 
arrests, weather and climate, and socio-economic factors. We specify statistical intentional wildfire 
forecast models that could be used by managers and law enforcement as tactical and strategic tools. 
We estimated Poisson autoregressive models of order p--PAR(p) models--and three competing 
alternative models (a static Poisson, a constant rate, and a random walk) at the daily time step. Models 
are estimated independently for each of the 19 forest districts in Galicia, Spain, over a 1999-2003 
training dataset and then evaluated out-of-sample with a 2004-2006 dataset.  PAR(p) and static Poisson 
models included covariates deriving from crime theory and an understanding of the drivers of wildfire 
occurrence. Among the covariates were dummy variables indicating the occurrence of intentional 
wildfires in nearby and distant forest districts in days t-1 and t-2.   
 
Models show highly significant autoregressive components, lasting up to four days, in intentional 
firesetting across all of Galicia’s forest districts. This autoregressivity was the primary source of 
superior forecast performance of the PAR(p) models over all competing models, reducing out-of-
sample forecast root mean squared error of forecast counts for most forest districts by an average of 
15 percent compared to the static Poisson and larger amounts for the constant rate and random walk 
alternatives. Most additional covariates were statistically significantly different from zero and signed 
consistent with theory. Arrests of individuals for illegal firesetting in Galicia and spatio-temporal 
lagged occurrences of wildfires in other districts were found to be predictive of wildfire occurrences. 
This suggests the existence of serial and copycat behavior, and the potential spatial and temporal broad 
scale impact of law enforcement. We find that the combined temporal and spatio-temporal long-run 
marginal effect of an additional arrest, summed across forest districts in Galicia, is -139.6 intentional 
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Using daily wildfire count data, from January 1, 1999, to December 31, 2014, we develop daily 
spatio-temporal ignition count models for municipalities. These intentional wildfires are further 
subdivided into those related to the (illegal) firesetting associated with agricultural activities (fires 
started by farmers to eliminate shrubs and agricultural debris) and those that are not. Separate model 
estimates were generated for agricultural intentional, non-agricultural intentional, and their sum. As 
covariates, we use arrests, the election cycle, day of week, weather and climate, and socio-economic 
factors.  
 
Estimation of the autoregressive count models was done using various assumptions about the 
spatio-temporal firesetting process. We estimated fixed effects negative binomial models (FENB), 
random effects negative binomial (RENB) models, and zero-inflated negative binomial (ZINB) models 
with intercept-shifting municipality dummy variables. The ZINB modeling approach was done 
because over 100 municipalities had very low counts (fewer than ten per year, from 1999 through 
2014) of intentionally ignited wildfires and because for these and many other municipalities, at least 
half of the year, there were virtually zero intentionally ignited wildfires. This inflated count of zero 
fires therefore was captured by the first-stage logit equation relating the zero count for a day to 
municipality dummy variable shifters and other factors. In all models, we attempted to specify multiple 
autoregressive parameters, but it was clear upon estimation that this was preventing many 
specifications from converging in maximum likelihood. In the end, we opted for a single 
autoregressive term to control for the autocorrelation in firesetting that is common in intentional fires.  
Effects of arrests on wildfire occurrences in the municipality and in neighboring radii were 
computed using arrests in two temporal running time blocks: the previous 366 to 545 days, and the 
previous 1 to 365 days. Buffer radii were 10, 15, and 25 kilometers, justified by the fact that the most 
firesetters arrested in Spain set a fire close to their place of residence (Sotoca 2016). Effects are 
reported for the short-run, which ignores the autoregressive effect of wildfires within a municipality, 
and the long-run, which incorporates the autoregressive effect. When estimating separate agricultural 
and non-agricultural intentional fire models, we included the lagged count and lagged zero count 
indicators of both categories. When calculating the long-run effects of elections and arrests, we used 
only the lagged count of the own type (i.e., the coefficient on agricultural intentional lagged fires was 
used to make the long-run adjustment, and the same for the non-agricultural category of intentional 
fires).  
 
Across all specifications and model versions, arrests reduced the counts of intentional wildfires. 
This suppressive effect was also identified for progressively farther “donuts” around municipalities, 
with each spatio-temporal lag negatively related to the count of intentional fires. For agricultural 
models, the effects of arrests were substantially larger. Non-agricultural intentional fires were more 
inelastically related to arrests but still demonstrated more elastic responses to arrests compared to total 
intentional fires. The overall more elastic responses for each of agricultural and non-agricultural 
wildfires reveal an aggregation bias, attenuating the size of the coefficients on arrests, existing in the 
total intentional fire model estimates. 
An examination of the temporally and spatio-temporally lagged effects of arrests in the different 
models nearly universally reveal a statistically significant effect of own municipality and 
neighborhood municipality arrests on the count of intentional fires of both agricultural and non-
agricultural fires and their sum. We can conclude that arrests do not tend to displace future firesetting 
to nearby locations in Galicia; instead, arrests tend to dampen firesetting for at least 1.5 years within 
and across nearby municipalities. In other words, our models support a diffusion effect of arrests.  
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Our work revealed that an arrest for intentional firesetting could reduce future intentional wildfires 
for at least one year. These effects of arrests are both direct, stemming from successes within forest 
districts, and indirect, stemming from successes in other forest districts. This spatio-temporal impact, 
whose effects until now have never before been quantified in the refereed literature on intentional 
wildfires, are important and consistent with expectations of a process that contains copycat or even 
moving serial elements in the firesetting population. Arrests, we find, have wide-ranging and large 
impacts because of this spatio-temporal element of intentional wildfire patterns in Galicia. Moreover, 
we also detect that arrests may decrease intentional wildfires in nearby locations or later periods, 
consistent with a pattern associated with diffusion effects. Thus, we find evidence that arrests diffuse 
(reduce) future intentional fires across space but do not displace them. This research offers a tool that 
is needed by policy makers and forest managers to assess the overall impacts of enhanced efforts to 
reduce the occurrence of intentional wildfires, 
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Abstract 
Nowadays, wildfires are the most devastating natural hazard in Portugal with the highest number of 
victims and mortality of both operational agents and civilians. During the yearly Wildfire Season, which is 
determined by law from 15th of May until 15th of October, extra efforts are carried out by the civil protection 
through dedicated financial and human resources. In the recent years, most of the available resources were 
employed with their highest capacities in Portugal to control wildland fires. However, still, a high number of 
fires escape first attach and results in large fires (>100 ha). On the years 2012, 2013, 2016 and 2017 there is 
temporal variances appeared in the recorded ignitions, where high ignitions recorded during the spring and 
some of them developed in large and deadly wildfires like the fires ignited in 17th of June 2017 in the Centre 
of Portugal with 65 mortalities. In the autumn of the same year as well, 2017, large fires were ignited in 15th 
of October 2017 with 47 mortalities. In 2015, the Institute for Conservation of Nature and Forests (ICNF) 
recorded a total of 15851 occurrences, the National Republican Guard investigated 76% of those and 
identified 47% of them occurred due to negligent human behaviour. 89% of these occurrences are due to 
leftover burnings. With such a high number of anthropogenic causes, there is a need arises to evaluate the 
human perception of wildfires hazards, particularly in Wildland-Urban Interfaces (WUI). The evaluation will 
assist in reducing the occurrences due to negligent behaviours, which is the aim of this study in addition to 
highlighting the needed awareness actions based on that perception. As a methodology, we defined territories 
in Mainland Portugal recently affected by wildfires; then we characterised them based on human and physical 
aspects. A survey with 40 questions was generated. We divided the survey into four sections according to the 
purpose of the questions, which are sociographic characterisation; perception of the participant regarding the 
wildfire hazard; the impact of wildfire in the area of the participant; and finally, the participant suggestion of 
mitigation and prevention measures. The query was pre-tested first by selecting a small population group 
formed of 30 residents, which is in Algeriz, located in the district of Aveiro. As some preliminary results, a 
pre-test showed that 85.2% of the sample addressed wildfires as the most significant natural hazard impacting 
his/her life, followed by floods. 3.7% of the participants reported that they suffered from housing damage 
due to wildfires To complete our understanding of the people perception of wildfire hazards, this survey will 
be extended to several other territories of Portugal Mainland, and analyse the patterns of answers. 
 
Keywords: wildfire, impact, perception, survey, spot fire 
 
 
Wildfires are the most devastating environmental hazard in Portugal, with the highest number of 
victims and mortality of both operational agents and civilians, and causing severe economic and 
environmental consequences (Oliveira et al., 2017) (Nunes et al., 2016) (San-Miguel-Ayanz et al., 
2013) (Tedim et al., 2015) (Turco et al., 2016). Most fires in Portugal result from human activities, 
with negligence associated with leftover burning as the primary cause (ICNF, 2016a). The year of 
2017 was particularly severe, with 112 fatal victims and a total burned area in the country of around 
500.000 ha (ICNF, 2017). The temporal trends of wildfire occurrence during this year indicate that the 
larger fires, that caused higher losses, occurred in late spring (June) and autumn (October). In Portugal, 
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 the main wildfire season is established by Law and extends from 15th May to 15th October; during 
this period, an extra effort is carried out by the civil protection services through additional financial 
and human resources, and most fires are controlled in the early stages of development (Diário da 
República, 2006). However, a certain number of fires still escape control during the early attack by 
suppression resources and may result into fires above 500 ha in size. When driven by favorable weather 
conditions, in places with irregular topography and higher slopes, these fires exhibit extreme and 
unexpected behaviour and escape the control of suppression resources (Viegas et al., 2017).  
The tragic situation verified in Central Portugal in 2017 also derived from other characteristics of 
the territory, in particular the dispersion of small settlements interspersed in wildland areas, where 
fuels accumulated due to the abandonment of agricultural activities in the last decades (Nunes et al., 
2016) (Moreira et al., 2011)(San-Miguel-Ayanz et al., 2012). These areas, generally defined as 
Wildland-Urban Interface (WUI), have been the focus of multiple studies regarding wildfire 
mitigation, since the coexistence of vegetated areas with human structures and potential ignition agents 
increase risk levels (Modugno et al., 2016) (Badia et al., 2011). 
 
According to the conditions of propagation, fires are divided in four types: surface fires, crown 
fires, ground fires and spot fires (Almeida, 2011).  Spot fires are caused by the projection of sparks or 
embers at a distance from the main fire and are a characteristic of extreme wildfire behavior (Viegas, 
2012) (Almeida et al., 2014).  Previous studies indicate a direct relation between damages in buildings 
and spot fires, with damages resulting from the direct contact with a fire front being rarer (Cohen, 
2010) (Blanchi & Leonard, 2008) (Caballero, 2017).  
Research on spot fires and their relation with wildfire behavior dates back from the fifties of the 
last century (Byram, 1954) (McArthur, 1967) (Lee & Hellman, 1969); however, several knowledge 
gaps still remain, mainly regarding the difficulty in determining with high accuracy the amount, size, 
shape and landing spot of burning particles, as well as their ability to ignite a new fire. As such, the 
results of this thematic research are usually reflected in guidelines and good practices to help mitigating 
the effects of spot fires in human structures, through fuel management options and in the involvement 
of communities in decision-making.  
Considering the strong human dimension of fire causes, the characteristics of the WUI, the 
relevance of spot fires in wildfire behavior and the severe impacts of wildfires in the country, it is 
crucial to understand how people perceive fire occurrence in their area of residence and their 
knowledge on spot fires as a means of fire propagation in extreme conditions. This study aimed to 
evaluate people’s perception of spot fires in wildland-urban interface areas, in order to identify 





This study was carried out in two test areas of mainland Portugal that were recently affected by 
wildfires: Algeriz (Vila Nova (VN) de Monsarros – Anadia) in 2016 and Pedrógão Grande in 2017 
(Figure ). 
Area 1 – Algeriz. Village located in the countryside of the civil parish of Vila Nova de Monsarros, 
in the municipality of Anadia, Aveiro district (Figure ). According to the latest Census Survey 2011 
(INE, 2012), the municipality of Anadia has 29 150 residents, distributed by 10 civil parishes and a 
population density of 134,58 people/km2. The civil parish of VN Monsarros occupies an area of 23,72 
km² and has 1 713 inhabitants, with a population density of 72,2 people/km², lower than the municipal 
average. In Algeriz village, currently live 30 people.  
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This municipality was affected by a wildfire that started on 10 August 2016, with a burned area 
extending for 2538,9 ha, which corresponds to 11.7 % of the municipality area. The civil parish of VN 
Monsarros by itself contributed with 1 691 ha, corresponding to 71.29 % of its total area.  
 
Figure 1 - Location of the two test areas 
The cause of the fire has supposedly been the contact between a fallen electric line in a steep slope 
and the vegetation, mainly composed of eucalyptus, under windy conditions (ICNF, 2016b).  
Area 2 – Pedrógão Grande is a municipality located in the district of Leiria, in the Central Region. 
It has an area of 128,75 km2 and 3 915 residents (INE, 2012), divided in 3 civil parishes. The population 
density corresponds to 30,4 people/km2, much lower than the national average of 114,5 people/km² 
and less than half of the population density of VN Monsarros. 
This municipality was severely affected by a wildfire that started on 17 June 2017, with a burned 
area extending for 9407,6 ha, corresponding to 73.06 % of the municipality area (Viegas et al., 2017). 
The probable cause of the fire has been identified as the contact between an electric line and the canopy 
of a cork oak tree, in dry and windy weather conditions (Viegas et al., 2017).  
 
Data on prior experience and perception of wildfire occurrence by residents was obtained through 
the implementation of a survey questionnaire in the test areas. In total, 47 questionnaires were made 
face-to-face.  
The questionnaire was composed of 40 questions, divided into 4 sections: 
i. The first section included questions regarding the individual characteristics of people (age, 
gender, nationality, place of origin, education level and occupation). Additionally, the 
relation of people with forest activities and prior experience with wildfires were also 
included; 
ii. The second section comprised essentially the conceptual understanding of wildfire risk, spot 
fires and wildland-urban interface areas;  
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iii. The third section focused on the prior experience of people with different wildfire impacts 
and their knowledge on propagation conditions related to construction and property; 
iv. The fourth section included questions about the knowledge and preferences of people 
regarding wildfire prevention and mitigation measures. 
This paper focuses mainly on the results obtained with sections 1 and 2 of the questionnaire. 
 
The personal characteristics and wildfire experience of the interviewees, compiled in section 1 of 
the questionnaire, were first analyzed with descriptive statistics, to uncover the overall socio-
demographic context of the respondents. These characteristics were subsequently tested for association 
with the responses given in the second section, regarding the understanding of several wildfire-related 
concepts. To attain this goal, the Pearson χ2 (chi-square) test was applied to multiple pairs of questions. 
This test measures the difference between the observed values in each category and the expected 
values, which should be similar among categories if no significant association exists (Scheffe, 1959). 
For open-ended questions, to which no prior option was provided and where the responses were based 
on the individual’s own knowledge or experience, a data-driven analysis based on text mining 
techniques was applied. These techniques allow to explore the frequency of specific terms, the relation 
between different words and to visualize graphically the most common words that people associate 
with the question posed (with word clouds, for example). These results were used to define particular 
categories of responses retrieved from the open-ended questions, for further analysis regarding their 
association with personal characteristics and prior wildfire experience. The statistical analysis of the 
questionnaire responses was made with the R software (R Project for Statistical Computing) (Bunn & 
Korpela, 2016), to create automatic routines and to enable the replication of the analysis procedure in 
other areas and with new data. 
 
 
Initial results showed that 64 % of the participants were women, 79 % were above 50 years old and 
52 % had no education level or only the elementary school (Erro! A origem da referência não foi 
encontrada.). About 96 % of the interviewed people were previously affected by wildfires and only 
11 % have a job related to forest activities (Table 1). 
     
Figure 2 - Proportion of people by age groups (left) and by education level (right) 
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Table 1-Percentage of people with regards to residency, professional status and job related to forest 
Resident in the parish 
of origin 
Professional status Job related to forest 
Categories % Categories % Categories % 
Yes 85.1 Employed 46.8 Yes 10.7 
No 14.8 Unemployed 8.5 No 89.3 
  Retired 44.7  
These personal characteristics and experience showed association with the responses given in 
section 2. The concept of wildfire risk was different depending on age groups, education level and 
professional status (Table ). Regarding age groups, people above 65 years old answered mostly that 
they didn’t know, or didn’t want to answer (80 %), whereas only 14 % of people below 50 years old 
didn’t give an answer. The majority of people who responded mentioned that wildfire risk is not 
probability, weather conditions nor fuel management, giving a wide diversity of opinions that are 
difficult to classify (“Others”). Regarding education levels, the proportion of people that responded 
didn’t know/respond was higher for people with no education (85 %) or people with elementary school 
level (58 %). The relation of wildfire risk with Probability was mostly selected by people with 
university level (33 %) and by people with secondary education (20 % of the total people in this level). 
In relation to the professional status, for the people who are currently employed (47 %), 18 % relate 
wildfire with Probability, 14 % with Risk, 5 % with weather conditions, 5 % with lack of fuel 
management and 45 % relate it to other conditions. Retired people correspond to 45 % of the 
interviewees and the majority answered, “didn’t know/respond” (76 %). 
Table 2 - Association between personal characteristics and the answers given in section 2 of the survey 
 
Q10 - What is wildfire risk?    
 Characteristics & Experience  χ2 p-value df 
Age groups 36,39 0,0138 20 
Education level 46,03 0,0308 30 
Professional status 22,14 0,0144 10 
    
Q11 - How do you classify your knowledge on wildfire risk? 
 Characteristics & Experience  χ2 p-value df 
Job related to forest 18,16 0,0004 3 
    
Q12 - Do you know what are spot 
fires?   
 Characteristics & Experience  χ2 p-value df 
Job related to forest 8,66 0,0131 2 
    
Q20 - Do you think you can defend yourself, your family 
and your property against wildfires? 
 Characteristics & Experience  χ2 p-value df 
Education level 27,60 0,0063 12 
Previously affected by fires 6,46 0,0393 2 
χ2 – value of the Pearson χ2 test; p-value indicates significance of the association; if the p-value is less than 0.05, the difference in 
the responses related to the personal characteristic tested is significant at 95% level. df – degrees of freedom 
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The level of knowledge on wildfire risk and spot fires activity (Question 11) is associated with 
having a job related to forest or not; from those people who don’t work in forest activities (90 %), the 
majority says their knowledge is low (64 %), whereas the people with forest-related activities (10 %) 
mostly gave the answer “Doesn’t know/respond” (66 %) and none said their knowledge was high. This 
may be related to their age and education level, since most of the people with forest-related activities 
are above 60 years old. Regarding spot fires (Question 12), about 56 % of the people who don’t work 
in forest activities said they know what they represent, which means that this knowledge may be 
disseminated through other sources, eventually by past experiences. 
Regarding the possibility of self-defense (Question 20), 92 % of the people with no education 
mention they can’t protect themselves properly; on the other hand, most of the people with secondary 
and university education levels also said they had no conditions for self-protection (80 % and 83%, 
respectively). These results can be related to the lack of fire experience of the younger and more 
educated population, whose relation with fire is different from older generations.  
 
 
To deepen our understanding on the perception of wildfire occurrence in the country, this survey is 
being extended to several other areas in the Portuguese mainland. The responses will be analyzed with 
the same procedure to further explore the relationship between personal characteristics and prior 
experience with wildfire knowledge of wildfires. These results can contribute to improve educational 
programmes dedicated to students in schools; furthermore, prevention and mitigation options can be 
adapted to the needs and experience of people who live in wildland-urban interface areas, in order to 
improve wildfire awareness. 
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Abstract 
Paleoecology has traditionally been used to examine how ecosystems evolve through time. Focusing on 
fossil plant reconstructions, conventional approaches examine the origin, expansion, contraction, and 
dynamic processes influencing plant communities over time. Recognizing that vegetation types are 
predominately influenced by climate, paleoecological records are frequently used to reconstruct climate 
through time, using both qualitative and quantitative approaches. In addition to examining vegetation and 
climate, evidence from natural disturbances, including charred plant remains from wilfires deposited in lake 
sediments, has increased in recent decades, enabling researchers to examine fire dynamics. Increasingly, there 
is growing urgency to integrate paleoecological studies and landscape management, rendering unique spatial 
(local to global) and temporal (years to millennia) perspectives that offer valuable insights for land managers 
today. This manuscript presents a suggested framework to acheive this goal, with emphasis on integrating 
paleofire data and managment applications. The framework  illustrates several potential applications by scale, 
including direct local-scale applications within a managed municipal watershed, and medium-to-long-term 
perspectives on the causes and consequences of large fire events in forested ecosystems. 
 
Keywords: paleoecology, fire, charcoal, Holocene, climate, management 
 
 
Traditionally, paleoecological studies aim to examine how ecosystems change through time and in 
response to various forcing mechanisms. Plant remains preserved in sedimentary sequences provide 
insights into the origin, development, and dynamics of plant communities. Recognizing that climate 
influences plant distribution, the utility of paleoecological records expanded to include reconstructing 
climate, using both qualitative and quantitative approaches (Birks et al., 2010). In addition to 
examining vegetation and climate, analyses of charcoal fragments and other fire-derived indicators 
preserved in stratigraphic records have increased in recent decades (Brown and Power, 2013), enabling 
researchers to examine fire disturbance dynamics through time, including fire regime change and 
drivers. 
Increasingly, there is a desire within the paleoecological community to integrate results into 
landscape management practices. For example, there is a growing awareness that perspectives on 
wildfire regimes, drivers, and effects at different scales are critical to understanding current and future 
fire occurrence and effects. Information about wildfire can be derived from many different sources, 
including administrative records, case studies, foret stand age-classes, dendrochronology, laboratory 
and field experiments, remote sensing, and modelling. However, fire history information extending 
beyond the comparatively short instrumental and observational interval is primarily derived from 
natural paleoenvironmental archives (Smol, 2008) and, in some cases, traditional knowledge (Lake et 
al., 2017).
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Paleofire proxies are natural materials (e.g., charcoal, pollen grains, biomarkers, minerals) or 
specific metrics of these materials (e.g., particle size, magnetic susceptibility, charred plant 
morphotypes) that have been directly generated or indirectly influenced by past fires or fire-related 
processes (Simoneit, 2002; Conedera et al., 2009; Brown and Power, 2013). These materials 
accumulate in lake sediments during and/or after wildfire via various pathways and linkages, creating 
a sequential record of physical, chemical, and biological responses to disturbance events (Birks, 1997; 
Conedera et al., 2009). These proxies can be extracted from sediment cores and systematically 
analyzed to enable qualitative interpretations or quantitative reconstructions of past fire dynamics 
based on modern fire-environment relationships. 
 
 
A tentative framework for integrating paleoecological data, specifically paleofire data, into 
management is herein presented (Fig. 1), together with examples. While select examples are presented 
in this discussion, potenial opportunities for paleofire data within management contexts are more 
expansive, spanning multiple temporal and spatial scales. The framework presented here includes 
direct applications coupled with insights across scales, illustrating the robustness of the approach. 
Beyond management applications, paleo records documenting change through time are also valuable 
teaching tools for public education that resonate with wide-ranging audiences. For example, paleo 
studies can be used to illustrate the dynamic behavior of the earth’s climate system through time, 
document rates and magnitudes of change in vegetation communities, and uncover the role of wildfires 
in shaping our modern landscape. Moreover, given that sedimentary records contain evidence of past 
fire, they can, if sampled at appropriate temporal resolution, provide insight into fire-induced terrestrial 
and aquatic effects and recovery times. The recent creation of the Global Modern Charcoal Database 
further aims to better calibrate recent charcoal depostion events with various 21st century fire metrics 
(Hawthorne et al., 2017). Finally, paleoecology has much to offer conservation, providing baselines 
as well as measures of habitat, biodiversity, and processes, which in turn can aid the development of 
restoration goals (Hebda, 1998; Brown and Pasternack, 2004; 2005). 
Paleoecological records can have relevance at the event-scale, where some of the largest areas 
burned can occur within days, by providing insights into the climate mode linked to the event, as well 
as other important controls (e.g., fuel types and density) and responses (e.g., geochemical and 
mineralogical changes). For example, the time between large charcoal peaks within a sediment archive 
may capture the frequency distribution of higher severity fire events (Dunnette et al., 2014). At annual-
scales, another potential application relates to cumulative impacts. Given that paleoecological records 
contain biological, chemical, and physical indicators of pre- and post-disturbance conditions, they 
capture cumulative impacts or trends, as well as short-term responses. For example, the flammability 
of fuel loads in boreal or sub-boreal forests could be enhanced through insect-induced forest mortality, 
evidenced through changes in pollen and insect macros, increasing fire potential, assessed through 
changes in stratigraphic charcoal. The subsequent loss of vegetation following a fire increases overland 
flow and nutrient input into downstream basins, captured in sediment records by changes in grain size 
and diatom communities, respectively.  
 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 6 – Socio Economic Issues 
 




Figure 1 - Suggested framework for integration of paleoecological research into landscape management, with an 
emphasis on paleofire data. 
Over the medium term (decades to centuries), paleoecology informs about the interaction between 
climate, vegetation, and fire. With each of these parameters interacting with the others, creating 
feedbacks within the system. For example, prolonged droughts may initially increase fire frequency 
and reduce fuel loads, but fire will utlimately become limited through an overall reduction in primary 
productivity in the absence of precipitation under severe drought conditions. Pollen records capture 
the integrated signal of the resulting landscape mosaic. Fire disturbance also creates a range of 
chemical products through combustion products, including slightly charred particles, residues like 
charcoal, condensates like soot, and a variety of other chemical markers, including fire-derived 
compounds (Simoneit, 2002). During a wildfire, these compounds become atmospherically lofted, 
transported, and later removed by wet and dry deposition. During this latter stage, some of the 
compounds accumulate in depositional environments, preserving a record of fire and serving as tracers 
of smoke. Likewise, the records are also suitable for discerning and characterizing the effects of 
traditional burning and fire suppression. Finally, medium- to long-term tracking of natural disturbances 
through time also provides insight into risk. For example, the frequency of megathrust earthquake 
events has been ascertained and refined using turbidites preserved in marine cores (Goldfinger et al., 
2003), informing the public about seismic risk. Adopting a similar approach targeting lake sedimentary 
records could inform communities about wildfire risk in terms of the average time between large-scale 
wildfires, with the caveat that non-analog climate will change fuel charateristics and disturbance 
regimes 
On yet longer timescales (centuries to millennia), paleoecological studies can reveal natural ranges 
of variation and identify drivers of change. Paleo data can aid model calibration and validation, and 
facilitate data-model comparisons (Flannigan et al., 2001; Marlon et al., 2012). Paleoecological data 
are used to understand landscape evolution and processes occurring at spatial and temporal scales 
beyond the recent establishment of geo-political boundaries and human-built systems located in 
regions where disturbances may skip several human generation times (e.g., fires occuring on average 
every 300 years). Finally, paleodata can inform about surprises in the earth system. For example, 
several paleoecological studies have shown that during the northern hemisphere warm mid-Holocene 
interval about 4000–8000 years ago, conditions were favorable for widespread burning. However, 
spatially explicit paleofire data show that fire actually decreased in certain parts of the circumboreal, 
including Quebec (Girardin et al., 2013) and Fennoscandia (Brown and Giesecke, 2014). This non-
linear response was possibly a result of the expansion of broadleaf vegetation, which altered 
microclimatic conditions and fuel type, arrangement, moisture content and flammability, and lowered 
mid-Holocene fire activity in certain regions. In another example from boreal Alaska, the expansion 
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of flammable black spruce resulted in an increase in fire disturbance even though climate was cooling 
and moistening (Lynch et al., 2003). 
 
 
A specific example of integrating paleoecological data into landscape management heralds from a 
study in the Greater Victoria Water Supply Area (GVWSA), British Columbia, Canada (Fig. 2). The 
Sooke Lake Reservoir (SLR) is a dammed natural lake that supplies high quality drinking water to 
>350,000 people at comparatively low cost. However, because the watershed is densely forested, it is 
susceptible to fire disturbance. Elevated post-fire erosion can contaminate water supplies by increasing 
delivery of suspended sediment, nutrients, and other pollutants to reservoirs for periods of days to 
years (Emelko et al., 2011; Shakesby and Doerr, 2006; Smith et al., 2011). Resultant changes in water 
turbidity, chemistry, and biology may leave it unsuitable for drinking (Smith et al., 2011; White et al., 
2006), and treatment may be costly or unfeasible (Emelko et al., 2011). This problem is exacerbated 
by climate change, which is projected to drive a regional increase in wildfire severity and area burned 
(Haughian et al., 2012). 
In response, GVWSA managers have identified wildfire as a major threat to drinking water supply 
and seek to understand how fire activity has changed within the watershed through time and in 
response to various forcing mechanisms. Of particular interest is the early Holocene interval, 11,700–
7,000 years ago, since it represents a time when climate was warmer and drier than present, potentially 
providing an window into current and future fire conditions. A paleoecological investigation was 
initiated to characterize the long-term relationships among climate, vegetation and fire disturbance in 
the watershed (Brown et al., submitted). Lake sediment cores were collected and analysed for a suite 
of paleoenvironmental proxies, including pollen, charcoal, and magnetic susceptibility. The results 
indicate that a longer fire season and mixed-severity fire regime occurred in the warmer, drier early 
Holocene (Fig. 3). Futhermore, increased fire disturbance in the mid-Holocene was likely due to 
increased human activity and/or climate variability. Combining the results from this investigation with 
paleoclimate modeling, modern management practices and forecast simulations can aid the 
development of strategies that account for these types of ecosystem change within the watershed (sensu 
a past-present-future data continuum), leading to a more robust and informed climate adaptation 
strategy. 
 
Figure 2 - Sediment coring locations within the Greater Victoria Water Supply Area, BC, Canada.  
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Figure 3 - GVWSA Holocene charcoal time series showing fire regime change through time. Red ovals indicate the 
fire episodes being examined at high resolution. 
Furthermore, the investigation includes high-resolution analyses of select individual fire episodes 
recorded in the sediment to examine short-term fire effects and recovery in the terrestrial and aquatic 
environments (Fig. 3). Several fire events, each occurring under different past climatic conditions, are 
being examined in detail at high temporal resolution. The ecological and water quality effects of these 
fires are being evaluated using a variety of terrestrial and aquatic paleoenvironmental indicators 
including charcoal, pollen, diatoms, total carbon (C) and nitrogen (N), grain size, magnetic 
susceptibility, and trace elements. Initial results show strong evidence of fire-induced effects (Fig. 
4Figure ). Charcoal, magnetic susceptibility, and total C and N exhibit clear fire responses. Coincident 
changes observed in the C:N ratio provide insight into post-fire changes in carbon as well as changes 
in aquatic productivity. Preliminary grain size results reveal apparent post-fire fining of sediment 
deposits. Pollen analyses show variable vegetation response, including post-fire increases in fire-
adapted species abundance and concurrent decreases in fire-sensitive species. Diatom community 
composition likewise exhibits marked changes coincident with charcoal and magnetic susceptibility 
peaks. A wide variety of trace elements increase in the sediment during the post fire intervals. Although 
the investigation is ongoing, the targeted paleoenvironmental indicators variously exhibit compelling 
evidence of fire-related ecosystem impacts. As further data become available, statistical analysis and 
interpretation of this multi-proxy tool kit will facilitate both qualitative and quantitative 
reconstructions of past fire effects in the GVWSA. Viewing these data under different climate 
scenarios in the past will inform watershed management recommendations for mitigating future 
wildfire risk to the supply of drinking water. 
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Figure 4 - Responses of select proxies to fire disturbance. Red line indicates timing of fire event.  
 
 
An example of a 13,000 year-long high-resolution pollen and charcoal record from a low-elevation 
record, Foy Lake, in western Montana (Fig. 5) provide novel perspectives on the evolution of fire and 
the relative importance of mega-fire events, like the fires of AD 1910.  Following the last Ice Age 
approximately 20,000 years ago, low elevations in western Montana comprised subalpine parklands 
that supported a low incidence of fire. As the climate warmed during the late glacial and early 
Holocene, the region became effectively drier and more fire-prone as lodgepole pine and Douglas-fir 
and western larch forests developed at low elevations (Fig. 6; Power et al., 2011). In high-elevation 
forests of white pine and spruce, fires increased abruptly after 12,500 years ago in response to higher-
than-present early summer temperatures and an increasing abundance of vegetation on the landscape.  
As fire activity increased during the early and mid Holocene, fire-adapted Douglas-fir and western 
larch forests developed at both low- and mid-elevations, with evidence that burning generally 
increased across all elevations at least until ~6000 years ago. The modern vegetation communities 
developed in this region during the last several millennia as the regional climate generally became 
cooler and wetter. The exception to this long-term trend of reduced fire occurred around ~2000 years 
ago, when a mixed-severity fire regime developed.  A synthesis of dozens of fire records from the 
region show several centuries of high fire activity (Power et al., 2011).  This time of high-fire was also 
when prehistoric populations expanded in the region. This abrupt increase in fire 2000 years ago was 
embedded within a long-term trend of climate cooling and was likely linked to short-term climate 
varibility and potentially amplified by human ignitions. 
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Figure 6 - A 13,000-year long fire history reconstruction from Foy Lake, Montana, showing the relative scale of the 
AD 1910 fire when compared to the mid-Holocene period of extreme fire conditions.  
This research also provides a context to the AD 1910 fires that were responsible for numerous 
deaths and policy changes within the U.S. Department of Agriculture.  When the 1910 fires are placed 
in the context of the last 13,000 years (Fig. 6), the significance of the disturbance event is obscured by 
the magnitude and frequency of fire events throughout the middle Holocene.  In recent years, fires 
have increased across the region at both high and low elevations, suggesting the interplay among 
climate conditions (e.g., seasonal temperature, moisture, and snowpack), a century of fire-supression 
management practices, and an increasing abundance of ignition sources, both human and natural.  
Understanding the range of variability in western forests will ultimately help forest managers prepare 
and potentially mitigate worse-case scenarios under future climate conditions.  
 
 
Paleoecological records, including paleofire proxies, provide a rich and varied archive of ecosystem 
and fire history information reaching back millennia, integrating information from local to global 
spatial scales. A more thorough understanding of current and future fire incidence and impacts can be 
gained by studying past natural fire variability, patterns, drivers, and consequences. By combing 
insights from paleodata with present-day monitoring efforts, management practices and future 
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simulations, it is possible to generate a past-present-future data continuum (Brown et al., 2017), each 
rendering unique spatial and temporal insights. The combined information can be consulted when 
developing best practices and policies, especially during times of rapid change. 
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Abstract 
Society, forest landscapes and fires constitute a triangle of interaction with important requirements and 
consequences. These interdependencies offer a field for the application and development of research with a 
clear focus on social sciences, in which the fire prevetion, risk analysis and socio-economic conditions are 
shaped as basic pillars. 
Environmental dryness, climate and the consequences of fire exclusion, aggravated by urban growth in 
forest areas, with absence of preventive norms and under a scenario of high  forest fires risk  creates an 
environment susceptible to large forest fires that can affect the well-being of citizens. In this sense, the 
authorities and goverment are  commiting large budgetary investments for the prevention and suppression of 
wildfires. 
The knowledge advances of the dynamics of fire behavior have allowed to dimension the expansive 
capacity of fire and, as a function of it, to identify a priori the potential impacts. In this sense, the integration 
of this knowledge together with social and economic aspects, have allowed us to advance in the studies of 
costs and benefits, spatial-temporal determination of risks in probabilistic terms and others such as the 
evaluation of the fire severity, the operational strategy, the reduction of uncertainty and the help in the 
decision making process. 
The present work explores the development of a methodology to incorporate  fire suppression experience, 
detailed  historical data on forest fire management from Mediterranean ecosystems, and empirical models to 
analyze efficiency and production. The resulting models of wildfire suppression production provides a basis 
for generating a conceptual framwork to study suppression operations.  
The development of decision support tools based on econometric models of fire suppression production 
functions requires the selection of variables that define and determine the problem. The present work includes 
the main methodological considerations for the definition and development of an econometric model based 
on the study of efficiency and productivity through the development of production functions that can predict 
the operational suppression yields in different scenarios of forest fires (meters per hour of fire spreading 
containment and suppression). The resulting model may represent an opportunity to aid in the development 
of suppression operations plans, helping the fire managers determine the production rates of the resources 
dispatched to fire suppression. 
 
Keywords: Suppressions operations, production function, econometric models, fire weather danger, production rates, suppression 
costs, ground resources, aerial resources, suppression difficulty index 
The views expressed in this paper are the authors’ and do not necessarily reflect those of the U.S. Department 
of Agriculture or the USDA Forest Service. Results are preliminary and subject to revision. 
 
 
The main lines of research developed from the middle of the first quarter of the twentieth century 
to the present, have allowed us to conceptualize the problem of the occurrence of forest fires, not only 
in physical, ecological, landscape management or operations suppression terms, but also the 
knowledge acquired due to the science associated with the study of forest fires, they define a new 
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dimension with a very clear socio-economic perspective. On the other hand, the envelope of the 
researches takes on a globalizing way a vision of strong social and economic interaction, due to its 
transcendence and implications in the role played by the population and the landscape in the wildfire 
problems. 
The current possibilities of the economic analysis supporting studies on the potential danger of 
forest ecosystems and the suppression difficulty operations based on fire behavior, represents an 
important advance in the decision making tools for fire management. Undoubtedly the incorporation 
of modern econometric tools based on efficiency and productivity concepts, as well as in the 
developing of utility functions, can help to carried out guidelines for the budgetary definition to support 
protection of ecosystems, considering the value of natural resources and the suppression costs. 
The object of the present work is to carry out an methodological approach to modeling the 
productivity of forest fire extinction (or, suppression) operations. For this purpose it has been 
considered important to determine the structure and composition of the database made with the report 
of the forest fires occurred in a certain region, allow us to identify the variables that can provide 
consistent information in the econometric modeling of forest fires suppression productivity. 
 
 
In the methodological approach, the deterministic determination of the suppression operational 
productivity evaluation option have been considered. For the development of this work, a total number 
of 20 fires were selected from the statistical forest fires database of the Andalucía Region (Spain) 
(table 1).  
An updateable database of operations plans to fires extinction with the identification of behavior  
and influences of human factors, environmental conditions (scenarios of the events) and strategies 
suppression adopted, provides the information that gives access to past experiences, facilitating the 
sharing of knowledge at the level of capitalization and subsequent use of information in terms of the 
lessons learned, making possible the establishment of a "network of experience transmission " between 
the different people in charge of the forest fires management. 
Table 1 - Relation and data base of the forest fires selected for this study  
Nº 
Wildfire 
















1 9-ago-02 MALAGA 7355 120,5 11,14 1089 6,8 
2 22-jul-06 EL BURGO 6456 110,54 0,56 1307 4,9 
3 9-sept-03 OJEN 1467 14 13,79 1280 1,1 
4 9-ago-05 MALAGA 3956 60,3 5,31 1010 3,9 
5 22-ago-04 FARAJAN 3425 21 18,22 350 9,8 
6 26-jul-02 BENALMADENA 1879 7 46,65 840 2,2 
7 20-jun-02 MALAGA 1673 6,4 90,14 645 2,6 
8 2-ago-04 CORTES DE LA F. 2819 17 24,91 750 3,8 
9 10-oct-05 ESTEPONA 7349 69,9 14,34 1190 6,2 
10 9-jul-06 CASARES 7768 99,9 12,46 200 38,8 
11 12-ago-04 COMPETA 2965 17,9 87,71 215 13,8 
12 21-ago-04 GAUCIN 3245 20 98,47 515 6,3 
13 14-ago-04 MIJAS 3128 18,45 70,38 1418 2,2 
14 18-ago-05 CASARES 5183 61,69 35,83 930 5,6 
15 4-ago-06 FRIGILIANA 11234 210 77,35 1385 8,1 
16 3-ago-06 CORTES DE LA F. 7956 158,6 87,31 861 9,2 
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17 7-oct-06 MARBELLA 13489 457,33 45,14 780 17,3 
18 8-oct-06 CORTES DE LA F. 16781 602,1 74,85 1260 13,3 
19 16-sept-06 CASARES 12689 320,66 55,72 774 16,4 
20 21-sept-06 CASARES 14987 455 48,52 795 18,9 
The definition of the experience need  previously of the investigation and reconstruction of the 
events (the wildfires), the analysis and the comprehension of the same, it allows to later extend the 
learned and recognized towards the capitalization of the experiences lived (Rodríguez y Silva,1999), 
(Rodríguez y Silva et al., 2007). From the generation of the database obtained through the 
capitalization, it is necessary to select the variables and parameters that will allow analyzing and 
evaluating the extinction operations productivity. The following should be considered: 
• Fire perimeter controled by time unit (production rate) (m / min) 
• Surface contraction factor ACF, (understood as the rate calculated how the difference between  
one and the quotient between the real surface affected by the propagation of the fire and the 
surface obtained in free evolution, that is without extinction operations, subject to the time 
elapsed since the detection until the fire is controlled) (Rodríguez y Silva, 2007), (Rodríguez y 
Silva, and González-Cabán, 2010), (Rodríguez y Silva, and González Cabán, 2016) 
• Average surface affected by each forest fire  registered (ha / fire) 
• Average extinction costs per affected area, (€ / ha) 
• Unitary costs of the differents resources to fires suppression 
• Production rates of each differents resources 
• Quotient between suppression cost and net change value of the natural resources 
• List of the total resources despached to the fires, with special detail in the proportion of 
individual operations times in relation to the total sum of operational times of all resources 
involved in a fire. 
• Factors related to suppression inefficiency causes, such as the difficulty of the extinction 
activities, adverse meteorological effects, simultaneity of fires ocurrence and WUI operational 
difficulties. 
The database prepared for the  development of the suppression production function, includes for 
each each of the 20 forest fires, the "Surface Contraction Factor (SFC)", (Rodríguez y Silva, 2007), 
(Rodríguez y Silva, and González-Cabán, 2010, 2016). This parameter is useful because it includes 
the control operational effects in the perimeter of the fire, as opposed to what would be the final result 
without carrying out extinction activity. The database was also expanded, incorporating how 
independent variables the meteorological danger indexes of the occurrence of forest fires (Rodríguez 
y Silva, 2002, 2004) and the suppression difficulty index (Rodríguez y Silva, et al., 2014), as well as 




The analysis of the productivity has been widely used in efficiency studies in many fields related 
to economics ((Aigner et al., 1977; Battese and Coelli, 1992, 1995; Greene, 2004; 2003; Hadri et al., 
2003; Meeusen and Den Broeck, 1977). Likewise, functions have been modeled to provide information 
on the efficiency that can be achieved, depending on the effort applied in the resolution of emergencies 
or damage reduction., effects related to disturbances in natural resources (Huang et al., 2013; Penman 
et al., 2013; Grimsrud et al., 2008; Kovacs et al., 2014).  
The background in the application of production functions in the modeling of actions aimed at 
defending against forest fires is reduced, among others, Holmes and Calkin of the analysis  (2013), 
Katuwal et al. (2016). The research on efficiency under the approach of comparative analysis between 
the suppression costs and the economic value of natural resources saved (Molina et al. 2009; Rodríguez 
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y Silva et al. 2009), provide important results that help qualify the utility of budgetary investments in 
defense against forest fires (Rodríguez y Silva and González-Cabán, 2016). 
In this way the analytical process of the perimeter control fire productivity rate evaluation, under a 
deterministic model of the production function that can best predict operational performance is 
included below. The method used is to compare the results provided by two widely applied models in 
the econometric production function modeling, in the framework of the microeconomic analysis of 
business activities. The model functions selected are the Cobb-Douglas function and the CES function. 
The Cobb-Douglas production function (CD, hereafter (1)) can be written as: 
 
(1) 
The parameter A can be interpreted as a measure of technical efficiency of the productivity (that is, 
A = Ai where the subscript i denotes the ith  fire) since for any combination of inputs, the output 
increases with A. If the observations on which the function is defined are of time series and correspond 
to a certain sector, then A can be interpreted as an indicator of the state of the technology (in this case, 
A can be written as A (t) where t is the time variable) and its temporal variation as the effect of technical 
change about production (Álvarez Pinilla et al. 2003). 
The Cobb-Douglas function is transformed into a linear multivariate function by taking logs, an 
extended form for the econometric resolution of the determination of the corresponding explanatory 
parameters of each of the independent variables, the transformed expression being the following (2): 
(2) 
As an alternative and in order to overcome the rigidities of the Cobb-Douglas function, and in 
particular, that the elasticity of substitution is always equal to 1, Arrow, Chenery, Minhas and Solow 
(1961) introduced the  CES function (Constant Elasticity of Substitution, that is, Constant Replacement 
Elasticity (3)) . This  function for the case of two explanatory variables, can be expressed as follows: 
(3) 
For the direct estimation of the production function, it is necessary to use non-linear regression 
analysis techniques. As a mathematical solution we can use a Taylor expansion around the value of ρ 
= 0, which gives us a functional approximation in neperian logarithms that adopts the following 
expression (4): 
(4) 
Generalizing for (n) explanatory variables and making a change of parametric coefficients, the 
following expression is obtained (5): 
 
(5) 
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As indicated in the methodological section and in terms of the productivity analysis, we have been 
considered in addition, the surface contraction factor (SCF),  the suppression difficulty index, and fire 
weather index. The incorporation of these variables of each fire, allowed to collect the meteorology 
effects in the different production functions developed in the framework of efficiency. 
The Idex, represents the suppression difficulty index (simplified), calculated for the fire behavior 
average conditions of each wildfire. In its determination, the effects of heat per unit area caused by 
fire and flame length have been considered (Rodríguez y Silva et al., 2014). The IPMIF, represents the 
fire weather index of forest fire  ocurrence occurrence (Rodríguez y Silva, 2002), (Rodríguez y Silva 
and Aguado, 2004). 
RpMAR, represents the accounting of aerial resources number and type dispached to each wildfire, 
obtained through the weighting of the number of units and the factor of proportionality of the operation 
time for each one type in relation to the total suppression time spent of all  aerial ressources. RpMT, 
represents the accounting of ground resources number and type dispached to each wildfire, obtained 
through the weighting of the number of units and the factor of proportionality of the operation time for 
each one type in relation to the total suppression time spent of all  ground ressources. Fcs%, represents 
the surface contraction factor (FCs%=SCF).  
The independent variables considered to evaluate the deterministic function of suppression 
operational productivity, such as the perimeter length controlled per unit of time (m/min), are the 
following (table 2) : 













The table elaborated for the modeling of the suppression operations productions, allows to compare 
the results of each one of the variables considered for the twenty fires analyzed (table 3). 






rate m/min (Y) Rp MAR Rp MT Idex IPMIF 
1 6,75 11,51 37,28 6,49 228,31 
2 4,93 8,34 37,38 6,46 188,31 
3 1,14 15,55 59,93 5,25 131,52 
4 3,91 19,32 48,23 6,28 171,07 
5 9,78 31,65 39,35 5,59 149,13 
6 2,23 17,83 34,92 5,38 133,42 
7 2,59 18,91 33,53 4,87 128,86 
8 3,75 14,13 29,64 6,05 158,8 
9 6,17 29,16 45,77 6,45 187,84 
10 38,84 62,98 79,72 6,58 209,83 
11 13,79 52,25 84,65 6,25 160,1 
12 6,30 34,00 73,07 6,28 169,1 
13 2,20 10,48 55,02 6,31 178,56 
14 5,57 14,20 45,71 6,63 209,83 
15 8,11 36,78 39,7 6,78 295,08 
16 9,24 32,55 43,74 6,59 252,48 
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17 17,29 36,77 43,79 7,35 380,73 
18 13,31 35,05 52,71 8,12 420,89 
19 16,39 10,22 41,79 7,86 318,41 
20 18,85 29,80 48,62 7,14 361,89 
The production function of the suppression activities determined with the structure and econometric 
composition of the Cobb-Douglas function, has been estimated as follows (table 4): 
 
 
n = 20, R2 = 0.739 
Table 4. Model 1 (Cobb-Douglas): MCO, using observations 1-20 
 Coeficients Desv. stand. t p value  
const −3.1524 1.05775 −2.9803 0.0093 *** 
ln(Rp 
MAR) 
0.880821 0.298649 2.9494 0.0099 *** 
ln(Rp MT) −0.359546 0.561508 −0.6403 0.5316  
ln(Idex) 5.18219 2.47994 2.0896 0.0541 * 
ln(IPMIF) −0.33553 0.817756 −0.4103 0.6874  
 
Mean of vble. dep.  0.832020  D.T. vble. dep.  0.377385 
Sum squard w.  0.706283  D.T. of the regresion  0.216992 
R2  0.738990  R2 adjusted  0.669388 
F(4, 15)  8.503972  P value (of F)  0.000863 
Log- likelihood  5.055939  Akaike criteria −0.111879 
Schwarz criteria  4.866783  Hannan-Quinn criteria  0.860008 
 
The production function of the suppression activities determined with the structure and econometric 
composition of the CES function, has been estimated as follows (table 5): 
 
 
The variable x5, is following the equation (5)= (lnx1-(lnx2+lnx3+lnx4))2 
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Table 5 - Model 2 (CES): MCO, using observations 1-20 
 Coeficients Desv. Stan. t p-value  
const 13.3182 3.29606 4.0407 0.0012 *** 
ln(Rp MAR) 10.7661 2.18035 4.9378 0.0002 *** 
ln(Rp MT) −9.98696 2.00213 −4.9882 0.0002 *** 
ln(Idex) −5.16911 2.32676 −2.2216 0.0433 ** 
ln(IPMIF) −9.95401 2.27882 −4.3681 0.0006 *** 
(ln(RpMAR)-
(lnRpMT+ln(Idex)+ln(IPMIF))2 
1.41696 0.293173 4.8332 0.0003 *** 
 
Mean of vble. dep.  0.832020  D.T. of vable. dep.  0.377385 
Sum squard w.  0.505963  D.T. of regresion  0.190106 
R2  0.813019  R2 adjusted  0.746241 
F(5, 14)  10.12371  p value (F)  0.000291 
Log- likelihood  8.391472  Akaike criteria −4.782945 
Schwarz criteria  1.191449  Hannan-Quinn criteria −3.616681 
 
 
The study and analysis of the operational results complements the experience and knowledge of 
firefighting professionals. The monitoring of the operational sequences in the achievement of the 
objectives included in the attack plans allows us to monitor the results achieved and identify those 
other objectives that could not be achieved. The collection of variables and the behavior maintained 
by them during extinction operations provides a starting point to evaluate the causes that could limit 
the suppresion actions. 
The modeling of fire suppression production functions represents a potentially useful tool to support 
the preparation of operational suppression plans. The methodological approach presents a comparative 
analysis of two production functions: the Cobb-Douglas production function and a second model 
following the characteristics of the Constant Elasticity of Substitution (CES) production function.  
The comparison suggests that the CES model has greater predictive accuracy than the Cobb-
Douglas model. The CES model has an adjusted coefficient of determination (adjusted R2) of 0.74, 
compared to 0.66 corresponding to the Cobb-Douglas model. Likewise, the values obtained for the 
Akaike, Schwarz and Hannan-Quinn criteria of the CES function are lower than those obtained for the 
Cobb-Douglas function.  
This method offers a promising approach for developing explanatory models of wildfire 
suppression efforts. Combining variables in a production model to provide information on factors that 
offer sufficient predictive ability can indicate the production capacity provided by a specific 
combination of trained teams for the extinction of forest fires. 
 
 
The application of efficiency and productivity analysis tools is a new opportunity to study wildfire 
suppression operations. This provides the possibility of reducing operational uncertainty in order to 
obtain reliable information to support the selection and combination of extinction means according to 
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operational scenarios. Improvements in suppression planning based on the production analysis 
presented in this paper can inform efforts to reducethe costs of wildfire suppression and net change in 
value of the natural resources affected by wildfires. 
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Residents' experiences of the 2016 Fort McMurray Wildfire, Alberta 
Tara K. McGee 




In May 2016, the urban centre of Fort McMurray in Alberta, Canada, was devastated by the Horse River 
wildfire (known as the Fort McMurray wildfire), which destroyed 2400 homes and caused the evacuation of 
88,000 residents. I will present results from two online surveys carried out with a sample of residents who 
evacuated during the wildfire. The first survey, administered one month after the fire in June 2016, was 
designed to explore residents’ initial evacuation experiences. The survey was developed using 
SurveyMonkey and distributed through Facebook groups devoted to the wildfire evacuation, Twitter, two 
First Nations and one First Nation organization. 447 residents of the Regional Municipality of Wood Buffalo 
(RMWB) completed the survey. Before the wildire occurred on May 1st, many survey respondents were 
unaware of the wildfire risk. On May 3rd, many respondents left their home or workplace at the last minute 
with little if any warning, and many experienced difficulties leaving their neighbourhood and Fort McMurray. 
Once they left Fort McMurray, evacuees who responded to the survey stayed in many towns throughout 
Alberta, Canada, and some returned home to international destinations. Social media served as a very 
important source of information for survey respondents. An enormous outpouring of support was provided 
to evacuees during and following the wildfire. Some evacuees were allowed to return to Fort McMurray 
starting at the beginning of June 2016, while others were unable to return until later in the summer. A second 
survey was administered in March 2018 to examine residents’ decisions about when to return to Fort 
McMurray, challenges faced during the initial re-entry process and later in the recovery, and support received 
by residents. Lasting impacts of the wildfire on survey respondents are also identified.    
 
Keywords: Experiences, wildfire evacuation, recovery 
 
 
Evacuations are used by governments in many countries to protect public safety in the event of a 
wildfire and other hazards. For example, between 1980 and 2007, there were 547 wildfire evacuations 
in Canada, resulting in the evacuation of an average of 7469 people per year (Beverly and Bothwell 
2011). Evacuations may be voluntary where residents can choose whether to evacuate, or mandatory 
where residents are obliged to leave. Researchers have found that wildfire evacuations can cause 
considerable stress and anxiety for evacuees due to disruption in daily routines, loss of control, 
uncertainty about personal safety and the safety of their homes, and proximity of danger (Kent et al 
2003; Cohn et al 2006; Afifi et al 2012). Evacuees with low levels of social support suffer more mental 
health issues than those with average or high levels of social support (Felix and Afifi 2015). However 
there is also some evidence that evacuations may have positive impacts when the residents become 
closer during the experience (Kent et al 2003).   
On May 1st, 2016, the Horse River Fire started in the Regional Municipality of Wood Buffalo and 
quickly grew in size due to extremely hot and dry conditions. At 8pm, the RMWB’s emergency 
department warned people in Centennial trailer park in the south of Fort McMurray to leave their 
homes, and put the neighbourhoods of Beacon Hill and Gregoire on evacuation alert. At 10pm, a state 
of local emergency was declared and a mandatory evacuation was ordered for residents of Centennial 
RV Park Campground, Prairie Creek and Gregoire. On Monday May 2nd, the fire grew and was 
almost1km from Highway 63, the road in and out of Fort McMurray. Overnight, the fire expanded 
west, away from the city.
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On the morning of Wednesday May 3rd, the smoke and flames were not visible from the city, but 
at 11am the fire chief warned that winds could shift. At noon, the fire jumped the Athabasca River and 
headed towards the city. Later that day, the Horse River wildfire entered Fort McMurray. The 
neighbourhoods of Beacon Hill, Abasand and the MacKenzie Industrial Park were impacted first. 
Although some residents had already evacuated, a mandatory evacuation order was issued by the 
RMWB for all of Fort McMurray at 16:20. Later in the evening, the wildfire entered the subdivisions 
of Thickwood and Waterways (MNP 2017).  
People in the neighbourhoods of Waterways, Beacon Hill, and Abasand south of the Athabasca 
River were told to evacuate and head south on Highway 63. Due to traffic impediments as people in 
the Abasand, Beacon Hill and waterways were leaving and taking Highway 63 south, residents in 
neighbourhoods north of the Athabasca River were told to leave and go north on Highway 63. The 
estimated 15,000 to 20,000 evacuees who headed north stayed in work camps and Fort McKay First 
Nation. On May 4th, the province of Alberta declared a state of emergency and called for a mandatory 
evacuation of Saprae Creek at 4pm. At 10pm, a mandatory evacuation was ordered by the provincial 
government for Anzac, Gregoire Lake Estates, and Fort McMurray First Nation. A few days after May 
3rd, the fire started heading north and supplies started to run out in the work camps, so evacuees were 
either flown out to Calgary or Edmonton, or drove south on Highway 63 back through Fort McMurray 
to stay elsewhere.  
The Horse River fire destroyed 2400 homes and caused the evacuation of more than 88,000 
residents, the largest wildfire evacuation in Canadian history. The fire was under control on July 4th 
after it has burned 589,552 hectares. The government of Alberta completed a phased re-entry process 
which allowed the first residents to return to RMWB on June 1st. Government responses to this 
wildfire have been examined in studies completed following the wildfire (KPMG 2017a, b; MNP 
2017). These studies that examine how local and provincial government agencies responded to the 
wildfire provide important insights into the wildfire response. However, further study is needed to 
examine the experiences of residents who fled from their homes and neighbourhoods during this 
wildfire.  
I will present the results of two online surveys completed with residents of RMWB who evacuated 
due to the May 2016 wildfire. The first survey was administered in June 2016, and was designed to 
explore residents’ evacuation experiences from when the fire started, leaving, staying elsewhere during 
the evacution, and what helped and hindered the evacuation from their perspectives. The second survey 
was administered in March 2018 nearly two years after the wildfire, to examine residents’ decisions 
about when to return to Fort McMurray, challenges faced during the initial re-entry process and later 
in the recovery, and support received by residents. Lasting impacts of the wildfire on survey 
respondents are also identified. 
 
 
The first phase of this research project was initially conceived in May 2016 immediately after the 
wildfire evacuation of RMWB. The online survey method was selected to ensure that I could reach 
residents who were staying in a variety of places during the evacuation to learn about a variety of 
experiences. In addition, a very large and active Facebook Group that was set up at the time of the fire, 
‘Fort McMurray Evac Relocation Group’, provided a way to reach evacuees using an online survey. 
The benefits of online surveys (Evans and Mathur 2018) were also important considerations. Use of 
SurveyMonkey provided flexibility in the question types, format, and response options, and 
convenience for participants; and the data analysis tools offered by SurveyMonkey also enabled data 
analysis to be completed fairly quickly. A short online survey was also appropriate for people who 
were very busy trying to cope during and shortly after the wildfire.  
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This research was approved by the University of Alberta human research ethics board 1. The survey 
administered in June 2016 was designed to learn about residents’ initial evacuation experiences in the 
early days after the wildfire. The survey was developed by the author and a research assistant using 
SurveyMonkey. The survey included closed-ended and open-ended questions, and was designed to be 
completed within 10 minutes. A purposive sampling strategy was used to recruit survey participants. 
After obtaining ethics clearance, the survey was posted online on June 21, 2016. RMWB residents 
who had evacuated due to wildfire in May were invited to participate through invitations posted in 
Facebook groups devoted to the wildfire evacuation, Twitter, and by emailing information about the 
survey to two First Nations and one First Nation organization. 447 residents of the Regional 
Municipality of Wood Buffalo completed this online survey. The results of this first survey were 
analyzed using SurveyMonkey’s data analysis capabilities.    
In March 2016, I developed a follow-up survey to examine residents’ decisions about when to return 
to Fort McMurray, challenges faced during the initial re-entry process and later in the recovery, and 
support received by residents. Lasting impacts of the wildfire on survey respondents two months short 
of the 2-year anniversary of the fire are also identified. Similar to the first survey, this second survey 
included both closed-ended and open-ended questions and was designed to be completed within 10 
minutes. I recruited participants for the follow-up survey by emailing a link to the survey to 120 
participants in the 2016 survey who indicated they would be interested in participating in further 
research. 62 (51.6%) of these 120 residents completed the follow-up survey. The results of this follow-




Survey respondents included those with a range of characteristics. Most survey respondents 
(93.8%) were living in Fort McMurray before the fire, with the remaining 24 respondents living in 
other communities in the RMWB. Survey participants included those in a range of age groups, with 
3.9% 18-24 years of age, 25.5% 25-34, 29.0% 35-44, 25.5% 45-54, 13.1% 55-64, 2.1% 65-74, and 
2.1% age 75 and over. Most survey respondents (81.2%) were women, 16.7% men, and 0.26% other. 
63.5% of respondents stated that they were in full time paid employment before the wildfire, 8.5% had 
full time domestic/parenting duties, 8% were unemployed, 8% had part-time/casual employment, 7.7% 
were unemployed, 4.9% retired, and 1.8% full time students. Most survey respondents’ homes had 
minor damage (40.9%) or no damage at all (35.7%), but 17.7% of respondents had lost their home in 
the wildfire.  
A few days before the evacuation, most respondents perceived the wildfire threat to be low. This is 
surprising due to Fort McMurray’s location in the boreal forest, past wildfires in the area, and hot and 
dry conditions in the weeks before the wildfire. The Residents became aware of the Horse River 
wildfire entering Fort McMurray and the need to evacuate because of what they could see (19.9%), 
from information on the radio (19.4%), and from a family member (15.3%). Others learned they would 
have to leave from a posting on social media (9.8%), their employer (9.1%), a friend or neighbour 
(7.9%), with a few receiving this information from an RCMP officer, TV, or from the RMWB website. 
Many had little or no time to prepare to leave. 11.7% had to leave immediately and did not have any 
time to get ready, 16.9% spent less than 15 mintes getting ready, while another 39.1% said that they 
spent between 15 minutes and 1 hour getting ready. 16.6% spent between 1 and 2 hours getting ready 
to leave, and only 8.6% said that they spent more than 2 hours getting ready. As survey respondents 
tried to leave their neighbourhoods and urban Fort McMurray, 52.7% stated that they experienced 
difficulties. Traffic delays were common for residents trying to leave their neighbourhood and then 
once they were heading north or south on Highway 63. Many survey respondents ran out of gas. Some 
respondents said they were not sure which way to go on Highway 63. Some survey respondents were 
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separated from family members and friends during their departure. Others did not have enough food 
or water during the drive away from Wood Buffalo. Many survey respondents also spoke of the fear 
they experienced as they were trying to leave while the fire was burning around them.  
Evacuees stayed in many towns throughout Alberta, elsewhere in Canada, and some returned home 
to international destinations during the evacuation. A majority of survey respondents stayed in more 
than one community, which caused additional challenges. Social media served as a very important 
source of information for survey respondents, but 46.1% of survey respondents stated that they did not 
receive enough information during the evacuation. An enormous outpouring of support was provided 
to evacuees during and following the wildfire from local residents, elsewhere in the province of 
Alberta, Canada, and overseas. Evacuees received help from a vast array of sources including friends, 
family, strangers, aid organizations, the government of Alberta, host communities, and businesses. 
Financial support from the Government of Alberta and the Red Cross, and donations from other 
organizations were appreciated by survey respondents, however some survey respondents experienced 
challenges accessing funds from the Red Cross.  
Some evacuees were allowed to return to Fort McMurray starting at the beginning of June 2016, 
while others were unable to return until later in the summer.   
 
These survey respondents had varied home loss experiences, with 21.05% losing their home, 5.25% 
whose home had major damage, 36.84% experiencing minor damage to their home, and 36.84% whose 
home was not damaged due to the wildfire. 94.74% of survey respondents stated that they had 
insurance for their home at the time of the wildfire. At the time of the survey, 59.65% of respondents 
were living in the home where they lived before the Fort McMurray wildfire, 7.02% were living in 
temporary accommodation until they can rebuild their home, 12.28% were living in a different home, 
and 21.05% were living elsewhere including a newly built home or in a house in another city where 
they now reside.  
Most (88.5%) of the 62 follow-up survey respondents had returned to live in the RMWB since the 
wildfire, but 11.48% (7) had not returned. Most survey respondents (78.18%) returned to RMWB for 
the first time to their home or property after the wildfire in June, with 20% returning in July or August. 
Most survey respondents also returned to live permanently in RMWB in June (64.81%), with 29.63% 
returning to live permanently in July or August. A majority of survey participants (58.49%) indicated 
that they were concerned about returning to live permanently in the RMWB after the wildfire, with 
41.51% indicating they were not concerned. Most participants (83.3%) faced challenges during the re-
entry phase. Most respondents (76.67%) said they received help during this phase from friends and 
family, the Red Cross and counselling services, re-entry centres, and appreciated the welcome back 
from first responders and support from strangers.  
After the re-entry phase, survey respondents dealt with insurance; fixed damaged homes and 
replaced lost furniture, apliances, and belongings; and dealt with the social and psychological impacts 
of the wildfire. During this stage of the recovery process, 70.37% experienced challenges related to 
the insurance and restoration companies, the rebuilding process, mental health impacts, and financial 
losses. Help received during this part of the recovery process came from friends and family, co-
workers, other residents of RMWB, the Red Cross, counsellors, and the municipality, and Facebook 
groups. Twenty-three participants expressed that their experiences with the wildfire re-entry and 
recovery had lasting impacts on them or their household members, from a heightened appreciation of 
what they have and empathy for others going through a difficult time, to ongoing mental health 
impacts. As several participants explained, it was a life-altering event.   
 
 
The results of this study highlight what can happen when a sizeable population has to evacuate at 
the last minute due to a wildfire. Limited road access out of neighbourhoods and away from Fort 
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McMurray caused traffic delays, which resulted in residents running out of gas and in some cases food 
and water as they tried to get to safety. The need to evacute quickly also meant that there was some 
confusion about how to get out of Fort McMurray safely, and separation of families and friends also 
occurred. It is clear that this last minute evacuation contributed to the trauma experienced by survey 
respondents.  
The recovery process as experienced by survey respondents in Fort McMurray follows the key steps 
in the disaster recovery process as identified in the SAMHSA phases of disaster collective reactions 
model: the heroic phase and honeymoon state, where Fort McMurray residents helped each other and 
were helped by others, particularly while residents were away from Fort McMurray. Importantly, the 
SAMHSA model indicates that the disillusionment phase occurs up to one year, then after the 1-year 
anniversary, residents work through their grief. The results of the follow-up survey clearly show that 
some survey respondents are still in the disillusionment phase, with some still waiting to rebuild their 
house and dealing with the mental health impacts of the wildfire.  
The results of this provide important insights into the wildfire evacuation and recovery process at 
two points in time: 1 month after the wildfire and 22 months afterwards. The timing of the first survey 
enabled the collection of recent experiences which were still vivid in survey respondents’ memories. 
The second survey followed the same respondents to learn about their experienes in the recovery 
process almost 2 years after the wildfire. Further follow-up study is planned to examine the recovery 
process as it continues over the next few years.  
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Abstract 
Assessing and evaluating socio-economic perceptions of fire risk and impact can help in the design and 
development of proper fire risk management and planning. This work aimed at assessing public perception 
of socio-economic impact of wildfires at the level of a fireshed in Lebanon. The specific objectives were to 
1) map fire risk at the fireshed level, and 2) investigate the socio-economic perceptions of key local players 
involved in fire risk management. The methodology of work comprised 1) delineation of the fireshed of Nahr 
El Kelb, 2) assessment of fire risk and identification of priority villages/towns for intervention, and 3) 
development of a targeted socio-economic survey. The delineation of the fireshed started by an initial 
delineation of the watershed using a Digital Elevation Model. Fire risk was assessed as a product of fire 
hazard and fire vulnerability. A total of three maps were produced, namely fire hazard, fire vulnerability and 
fire risk. Identification of priority sites included first the calculation of relative area of high fire risk within 
each cadastral unit. Consequently, a survey on public socio-economic perception of wildfires was 
implemented by sampling population in the high risk fire areas. The survey results included answers from 80 
respondents on public perception of fire risk, fire damage to constructions and infrastructures, and estimation 
of fire suppression costs. Other results reflected the public perceptions in relation to direct and indirect effects 
of fire events in the targeted fireshed. Additional analytical work of questionnaire data will allow for the 
extraction of specific conclusions and the identification of future steps. 
 
Keywords: Fireshed, fire risk, socio-economic perception of wildland fires 
 
 
A fireshed is conceptually analogous to a watershed. Basically, it surrounds areas of similar wildfire 
threat where a similar response strategy could influence the wildfire outcome (Bahro et al. 2007). A 
fireshed assessment though is based on the premise that fuels treatments strategically located to modify 
fire behavior can positively affect the outcome of a wildland fire by limiting the area severely burned 
and reducing negative effects on communities, habitat, and watersheds (Finney 2001). Since public 
and private lands are often intermingled in Lebanon, developing a coordinated program of work 
requires close collaboration with multiple landowners and interested parties. Hence, two critical pieces 
must come together to change large wildfire outcomes: (1) collaboration and coordination among 
agencies, landowners, and the interested public, and (2) on-the-ground implementation of a program 
of work, which establishes spatial locations, priorities, and schedules for multiple hazardous fuel 
treatment projects, ideally across all land ownerships in an area. In this context, there is an urgent need 
to assess and evaluate the local socio-economic perceptions of fire risk and impact in order to design 
and develop proper fire risk management and planning. Accordingly, this work aimed at assessing 
public perception of socio-economic impact of wildfires at the level of a fireshed in Lebanon. The 
specific objectives were to 1) map fire risk at the fireshed level, and 2) investigate the socio-economic 
perceptions of key local players involved in fire risk management.
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This work comprised 1) delineation of the fireshed of Nahr El Kelb, 2) assessment of fire risk and 
identification of priority villages/towns for intervention, and 3) development of a targeted socio-
economic survey. 
 
The watershed of Jeita has a total size of 40,560 ha and it is located in the center of Lebanon, starting 
15 km northeast of Beirut, on the western exposed side of the Lebanon Mountains (Figure 1). Its central 
coordinates are 760907.07 and 3763476.89 (UTM zone 36, WGS 84, Zone 36). It ranges between sea 
level and 2400 m asl at Mt. Sannine. Steepest reliefs occur along the hillside of fluvial shaped valleys 
in the southern center of the catchment and along the catchment’s northern boundary. The watershed 
was initially selected for existence of a dense forest cover composed of highly combustible fuel (e.g. 
pine forests). At the same time the watershed is strategic in providing fresh water supply to the capital 
city of Beirut (BRG/CDR 2008) and is highly vulnerable to degradation (including risks of fire and 
pollution). 
 
The delineation of the fireshed started by mapping the watershed using a Digital Elevation Model 
(DEM). The initial area of the watershed was expanded into a fireshed by annexing external areas of 
administrative units crossed by the borderline of the watershed. As a result, the total area of the 
identified fireshed was 44,100 ha (i.e., 3,540 ha larger than the size of the initial watershed) comprising 
a total of 79 villages (Figure 1). 
 
Figure 1 - Location of the fireshed on the map of Lebanon (left) and delineation of the fireshed (right) 
 
An overall wildfire risk assessment was prepared for the fireshed. More specifically, fire risk was 
assessed as a product of fire hazard and fire vulnerability (Mitri et al. 2015). Fire hazard assessment 
involved the use of data mainly related to the distribution and density of forest fuel using Landsat 
satellite imagery. Fire vulnerability was assessed at the cadastral unit level (i.e., village as a mapping 
unit) and in function of the relative area of hazard per mapping unit. Evaluating fire risk in the area 
involved the use of a cross mapping between hazard and vulnerability. Consequently, priority 
sites/villages for intervention were identified by calculating the relative area of high fire risk within 
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Table 1 - Cross-tabular mapping of fire risk  
Hazard\Vulnerability High vulnerability Moderate vulnerability Low vulnerability 
High hazard High risk High risk Moderate risk 
Moderate hazard High risk Moderate risk Moderate risk 
Low hazard Moderate risk Moderate risk Low risk 
No hazard Moderate risk Moderate risk Low risk 
 
Consequently, a survey was developed for use in field data collection. More specifically, one 
questionnaire was addressed to key stakeholders at the local level within the fireshed. Categorization 
of the survey included the following main sections: 
• General questions on main existing forest activities in function of land ownership.  
• Perception of wildfire risk and means of reducing hazard. 
• Level of knowledge about fire occurrence and fire affected areas within the fireshed. 
• Rating of resulting damages, impacts and costs of fires. 
 
Participants to the survey included a total of 80 respondents randomly selected from priority 




A total of three maps were produced (Figure 2), namely fire hazard, fire vulnerability, and fire risk 
(i.e., low risk, moderate risk, high risk, and very high risk).  
 
Figure 2 - Fire hazard (left), vulnerability (middle), and risk (right) 
Identification of priority sites included first the calculation of relative area of high fire risk within 
each cadastral unit. As a result, villages including more than 80% of high risk areas were highlighted 
on the map. Then, the Wildland-Urban Interface (WUI), described as the area where human 
development intersects with wildland, was also characterized within the study area. The assessment of 
wildfire risk in the WUI in Lebanon was based on mapping areas of high risk of fire within a buffer 
zone of 100 m from urbanized lands, settlements, and roads. The top 20 villages (i.e., priority sites) 
including an area above 94 ha of WUI of high risk were identified and located on the map. As a result, 
a total of three clusters of towns and villages were identified for the survey (Figure 3).  
 
Figure 3 - Villages including more than 80% of high risk in red (left), WUI (middle), and identified top20 villages 
(right) 
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While respondents were randomly selected from municipalities characterized by high risk of fires, 
the results of the survey showed that 32% of sampled population believed that their region is 
characterized by a high risk of fire, followed by 43% as moderate risk and 21% as low risk. Only 4% 
of respondents believed of no fire risk in their region. This reflected the need to raise awareness about 
fire risk for improving readiness and fire risk reduction measures. 
Forest land was considered as most prone to fire for 73% of respondents, while grassland and 
cropland were considered as most prone to fire for 27% of respondents. Around 19% of sampled 
population indicated a potential of high risk of damage to constructions and infrastructure in case of a 
fire event, 44% as moderate risk of damage and 37% as low risk of damage. As a result, fire risk 
appeared to be underestimated in the WUI. 
In the absence of proper accounting of fire suppression costs in Lebanon, 63% of sampled 
population estimated an average cost range of 0-2500 USD, 23% of respondents estimated an average 
cost range of 2500-5000 USD per fire intervention, and only 14% of respondents estimated an average 
cost higher than 5000 USD. Also, 34% believed that fire hazard can be reduced primarily by increasing 
awareness, while 24% believed that fire hazard can be reduced by improving management of forest 
fuel. This indicated people’s willingness to take active measures before fire events. 
Perceptions of possible damages/impacts in case of a fire occurrence in the town of respondents are 
presented below (Figure 4). More specifically, 39% of respondents anticipated a high impact on wood 
resources in case of a fire event in their towns. Also, 39% of respondents expected a high impact on 
public health in case of a fire event. As such, wood is still considered as a valuable resource to the 
local communities while health and air quality issues remain a concern to people given previous health 
incidents related to smoke emission from fires. 
 
Figure 4 - Possible damages/impacts in case of a fire occurrence in the town of respondents 
 
 
This work investigated the spatial distribution of fire risk at the fireshed level and conducted a 
socio-economic survey accordingly. Preliminary results showed how the public perceived fire as an 
environmental and socio-economic problem in areas characterized by high risk of fire. While all 
respondents were randomly selected from municipalities characterized by high risk of fires, the results 
of the survey showed that a relatively large number of people were not aware of the presence of high 
risk of fire in their towns. Also, surveyed people mostly expected losses and damages in wood 
resources in case of a fire event; while very few of them expected low impact on the watershed and 
water supply, knowing that the study area was part of a strategic and vulnerable watershed. In brief, 
the results highlighted the need to increase collaboration and coordination among agencies, 
landowners, and the local communities, while promoting priorities for fire risk management. Future 
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Abstract 
In some southern European countries, and in particular in Spain, the custom, rooted in the paradigm of the 
exclusion of fire, of considering and classifying in official statistics as intentional forest fires all ignitions 
generated by prohibited agricultural uses related to the traditional culture of fire, is maintained. This custom 
generates, from our perspective, a series of problems that deserve to be considered before deciding whether 
or not to maintain this criterion in our official statistical information systems. These problems are, first of all, 
the lack of uniformity in the classification criteria for the European EFFIS database, which means that the 
results for the different Member States are not comparable, thus rendering the effort made to produce and 
maintain a common European statistic meaningless, as well as the possibilities for analysing the problem 
associated with EFFIS.  
Secondly, and already at the national level, this criterion distorts any rigorous analysis of the causes of 
ignitions, and without a rigorous initial analysis it is difficult to design effective prevention policies. Thirdly, 
the criterion, together with the sensationalist treatment of fires by the media, has created a monumental 
problem in public opinion, which does not understand what is happening, and which ends up generating a 
political problem. Politicians are struggling to lead this public opinion, and at present this is leading to an 
escalation of efforts in the police and judicial fight against a crime problem that does not really exist, to the 
detriment of real prevention policies based on Integrated Fire Management. It is precisely the latter that have 
been analysed in the European project FIREPARADOX and defended by the majority of experts and 
technicians today. Finally, the maintenance of this criterion is a clear disadvantage for the understanding by 
the non-expert public of the postulates of fire ecology, making the efforts that various organizations are 
beginning to make in this regard very complicated. 
In relation to the sources and methodology used in this research, we have analysed the criteria for 
classifying the causes of forest fires used in the database of the Spanish General Statistics on Forest Fires 
(EGIF) and their problematic adaptation to the harmonized classification scheme of fire causes in the EU 
adopted for the European Fire Database of EFFIS. Subsequently, we compared the results of the current 
classification of the Spanish General Statistics of Forest Fires (EGIF) with those of an adaptation of the same 
prepared using the harmonized classification scheme of EFFIS. Finally, we have compared the results 
obtained from the two classifications with the data published by the Attorney General's Office on the 
intentionality of forest fires in judicial investigations over the last decade. 
 
Keywords: Arson; traditional uses of fire; Spanish General Statistics on Forest Fires (EGIF); harmonized classification scheme 
of EFFIS; Spain. 
 
 
Many of the specialists (scholars and technicians) and studies consulted for the Spanish case agree 
on the inevitable sterility of the approach that addresses the problem of forest fires from a causal-guilt 
relationship, especially in the case of the rural population and traditional/cultural uses. The results of 
the Socioeconomic Study of the Regions included in the Plan of Preventive Measures against Forest 
Fires of Castilla y León (Plan 42) (Molinero et al., 2008a) conclude that, for farmers, fire has always 
been used as a management tool for forests and their uses, and although it may seem contradictory in 
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the context of the current abandonment of rural areas, fires for the regeneration of pastures continue 
to be one of the main reasons for forest fire in the fire reports of the region. In addition to this, there 
are conflicts with the administration over the control and use of forest products -pasture, firewood, 
wood, mushrooms and hunting- without forgetting the abandonment of arable land and the reduction 
of livestock pressure, which favour the advance of the bush, and the scarce or null interest in the 
exploitation of forest lands due to the sharp fall in the price of wood (Molinero et al. 2008b).  
In the same vein, a previous work on Galicia by Professor Pérez Vilariño coincided with the group 
led by Fernando Molinero, who pointed out that the technocratic approach that does not contemplate 
cultural aspects is particularly sterile for understanding the phenomenon. In the opinion of the authors 
of the study, to attempt to explain the vast majority of forest fires by the same diffuse cause - 
deliberateness or intentionality - is tantamount to not clarifying anything. "Resorting to armed gangs 
and other similar forms of conspiracies or mythical imaginaries, without being able to prosecute more 
than some poor man, who can hardly be accused of any fire, is the most convincing proof of the 
blurring of the causal-guilt model" (Pérez Vilariño and Delgado Fernández, 1995: 110). 
Against this background, this contribution seeks to analyse the problem of the classification in the 
Spanish forest fire database (EGIF) of all cultural burns that are prohibited or carried out without a 
permit and that lead to forest fires, such as arson. This decision results in a problem of comparability 
and lack of uniformity in relation to the classification criteria of the European EFFIS (European Forest 
Fire Information System) database. 
Secondly, and already at the national level, this criterion distorts any rigorous analysis of the causes 
of ignitions, and without a rigorous initial analysis it is difficult to design effective prevention policies. 
Thirdly, the criterion, together with the sensationalist treatment of fires by the media, has created a 
monumental problem in public opinion, which does not understand what is happening, and which ends 
up generating a political problem. Politicians are struggling to lead this public opinion, and at present 
this is leading to an escalation of efforts in the police and judicial fight against a crime problem that 
does not really exist, to the detriment of real prevention policies based on Integrated Fire Management. 
To carry out this analysis we have used both national data and data from the elaboration of the 
Doctoral Dissertation of the first signatory of this contribution (Martínez Navarro, 2017), which focus 
on the region of Castilla-La Mancha. The data handled come from the regional historical database on 
forest fires (EGIF) for the period 1968-2013, from the national EGIF 2011-2013, and from the reports 
of the Attorney General's Office for the Environment for the period 2007-2015. 
 
 
The enumeration of a long list of causes (36 categories in the Negligence and Accidents group) 
prevents us from seeing the grouping and relevance of the negligence related to traditional rural 
culture, which constitutes one of the central nuclei to be analyzed in order to understand the causality 
of forest fires, as demonstrated by all the qualitative research carried out in our country (APAS and 
IDEM, 2004; Castro et al., 2007; Molinero et al., 2008a; Molinero et al., 2008b; Pérez Vilariño and 
Delgado Fernández, 1995; Priego and Lafuente, 2007; Vélez Muñoz, 1999). 
The same problem can be found when analyzing the motivations of arson, which are in a database 
field other than the disaggregation of negligence. Since 1989, the Fire Report has received the addition 
of a new field associated with deliberate causation, which is labelled as "motivation" and which 
establishes as categories an exhaustive series of motivations that can lead a person to deliberately cause 
a forest fire. In 1989 this repertoire included 16 types of motivation. In the next update of the report 
form, i.e. from 1998 onwards, 7 new types of motivation were added, for a total of 24 (CLIF, 1997a; 
CLIF 1997b). 
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We can see that for 73% of the deliberate forest fires included in the regional EGIF database, the 
motivation is unknown, a logical question if we take into account that in order to know the motivation 
we have to identify the arsonist. However, we believe that a thorough analysis of the remaining 27% 
should be carried out in order to better understand the problems behind the intentionality from a 
territorial point of view. 
To do this, we should start by pointing out that the motivation series presents the same 
methodological problem as the description of cause associated with the Accidents and Negligence 
group: it has too many categories and many of them lack statistical significance because they are 
represented by a minimum number of fire reports. For this reason, it was decided to propose a model 
of reasoned groupings that would allow us to generate more clarifying categories from a territorial 
perspective and at the same time with some statistical significance. We consider that a model already 
exists that meets these requirements and for which the necessary recoding of the EGIF database is 
standardised, which is none other than the new European fire database EFFIS to which the Spanish 
Ministry incorporates the EGIF information with a public access protocol. 
The EFFIS database is better oriented to analysis than the EGIF one because it classifies causality 
into three hierarchical levels instead of grouping causes into broad categories and then incorporating 
disaggregation for negligence and deliberate ones into separate fields, so that any fire can be analysed 
at any of the three levels, an issue that solves the problem of disaggregation without renouncing the 
detailed information contained in the EGIF. 
However, it is the formally recording (harmonization) of the "Spanish" causality of EGIF in the 
international database that offers us some conceptual and legal doubts that we will expose in the 
analysis of the corresponding EFFIS categories, especially in the sense of keeping the agricultural and 
livestock burns without permission within groups with other criminal causes contrary to the criteria 
defined by the JRC (Joint Research Centre). 
 
 
In 1998, the Joint Research Centre (JRC), a Directorate-General of the European Commission (EC), 
and the only service directly responsible for research, created a research group to work specifically on 
the development and implementation of advanced methods for forest fire risk assessment and mapping 
of burnt areas at European level. In addition, a first meeting of the "Forest Fire Experts Group" was 
held in the same year. All these activities led to the development of the European Forest Fire 
Information System (EFFIS), which became operational in 2003 to provide improved information and 
contribute to a common understanding of the origin of forest fires in Europe, while preserving as far 
as possible the historical databases of each country and exploiting the information available at the 
highest level of detail. 
 
 
Traditionally, until the introduction of the new harmonised classification structure supervised by 
the JRC, the European-wide recording of the causes of forest fire has been carried out using, since 
1992, a simple scheme of four main causality categories for forest fires: arson, accidental/negligent, 
natural and unknown. This classification system conflicted with the collection and classification model 
of the different European countries, which was usually much more detailed and for which there was 
no proposal for harmonisation, so the comparative or cross-sectional analyses were very complex. 
The need for a harmonised European classification structure, more disaggregated than the original 
four categories, and which could be incorporated into the EFFIS fire database, was a pressing need for 
further progress in improving information and shared knowledge on the origin of forest fires in Europe. 
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The new classification structure has been designed to be applied with limited changes to each of 
the data collection schemes of the different EU countries, preserving as far as possible the historical 
data series of each state and exploiting the level of detail of the available information. The structure is 
hierarchical and is constructed from 29 classes of fire causes, 8 groups and 6 major categories (see 
Table 1). The explicit declaration of the level of certainty in the allocation of the cause of the forest 
fire is also introduced as a key element in the new model. Finally, it is expected that the new causality 
classification scheme will be progressively adopted by the countries participating in the EFFIS 
network and therefore integrated into the registration system of the European forest fire database, with 
significant added value for the knowledge of the technical and scientific community on the origin of 
forest fires on the continent. 
Table 1 - Classes, groups and categories of the harmonized fire causes classification scheme 
Source: Joint Research Centre, 2013: 10. 
CATEGORY GROUP CLASS 
EFFIS 1 EFFIS 2 EFFIS 3 
100 Unknown 100 Unknown 100 Unknown 
200 Natural 200 Natural 201 Lightning 
    202 Volcanism 
    203 Gas emission 
300 Accident 300 Accident 301 Electrical power 
    302 Railroads (Railways) 
    303 Vehicles 
    304 Works 
    305 Weapons (firearms, explosives, etc.) 
    306 Self-ignition (auto-combustion) 
    307 Other accident 
400 Negligence 410 Use of fire 411 Vegetation management 
    412 Agricultural burnings 
    413 Waste management 
    414 Recreation 
    415 Other negligent use of fire 
  420 Use of glowing objects 421 Fireworks, firecrackers and distress flares 
    422 Cigarettes 
    423 Hot ashes 
    424 Other use of glowing object 
500 Deliberate 510 Responsible (arson) 511 Interest (profit) 
    512 Conflict (revenge) 
    513 Vandalism 
    514 Excitement (incendiary) 
    515 Crime concealment 
    516 Extremist 
  520 Irresponsible 521 Mental illness 
    522 Children 
600 Rekindle 600 Rekindle 600 Rekindle 
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As noted in previous sections, we have chosen to recode the information collected in the EGIF using 
as classification categories, groups and classes those proposed in the new harmonised European 
classification system. The latter provides a simplified model for analysis and allows us to compare 
national data and perspectives without entering into aspects of legal liability and prosecution, which 
we will address later. 
Thus, the set of Forest Fire Reports gathered in the regional base for the period 1968-2013 are 
included in one of the six pre-established categories (Figure 1) with two particularities, the first of 
which refers to the fact that a small part of the negligence within the EGIF, fires caused by children, 
would pass to the group of deliberate fires if we adhered to the EFFIS criteria, since the harmonised 
European base includes them in this group although the perpetrators are considered irresponsible. It is 
a small group of 100 fire reports that we have distinguished by maintaining the green color but adding 
its weight to the group of fire reports of deliberate origin. 
 
Figure 1 - Harmonisation of "Causes Group" EGIF and EFFIS1 categories. Number of fire reports. Castilla-La 
Mancha 1968-2013 
The second particularity refers to a fact that we will develop in depth below, but which we anticipate 
by commenting that a large part of the fires included in the category of deliberate fires in the 
harmonised Spanish base, vegetation management and those derived from agricultural burnings and 
waste management carried out without the appropriate burn permits, are included by the rest of the 
countries (as can be seen from the approach of the harmonised base itself) in the category of fires due 
to negligence. The only two countries that include these fires of cultural origin, tied to the rural world, 
in the category of arson are Spain and Italy. In other words, in Spain any forest fire caused by 
agricultural burnings or due to vegetation management that has been carried out without the required 
permits or outside the limited period for this purpose is automatically considered an arson. 
Having made this fine-tuning, the harmonised classification of the EFFIS3 categories would be as 
shown in Table 2. Continuing with the adjustments between the harmonized database and the original 
EGIF, it is necessary to remember that, since 2011, the group of Negligent and accidental causes 
appears with two labels in which the numbers 2 for negligence and 3 for accidents precede the name, 
as shown in the table below, a division that is perfectly consistent with the EFFIS coding. 
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201 Lightning 
     
3,942 
301 Electrical power 
 
398 
    
302 Railroads (Railways) 
 
155 








    
305 Weapons (firearms, explosives, etc.) 
 
32 
    
400 Negligence (unspecified) 779 
     
411 Vegetation management 1,517 
     
412 Agricultural burnings 2,639 
     
413 Waste management 1,013 
     
414 Recreation 703 
     
421 Fireworks, firecrackers and distress flares 36 
     
422 Cigarettes 1,218 
     
424 Other use of glowing object 12 
     
500 Deliberate (unspecified) 
    
3,423 
 
511 Interest (profit) 
    
1,002 
 
512 Conflict (revenge) 




    
142 
 
514 Excitement (incendiary) 
    
3 
 
515 Crime concealment 
    
1 
 
521 Mental illness 
    
50 
 
522 Children 101 
     
600 Rekindle 





The fires classified by the Spanish administration as deliberate occupy the second place in the 
region according to the cause of the fire (4,790 fire reports between 1968 and 2013 - 4,891 if we add 
fires caused by children - which is equivalent to 21% of the total) but the first by the extent of the 
burned surface (41%). These data, together with its exponential growth trend, show that arson is 
currently one of the biggest problems to be solved and one of the most difficult to tackle, because to 
set fire is easy but to prevent this type of event is far from being so. On the other hand, the classes of 
fire causes included in this group translate an approach to the problem from the paradigm of fire 
exclusion that conditions the territorial management of anthropogenic risk of ignition and is the source 
of numerous conflicts between the administration and the local population living in the rural world. In 
addition, the motivation for deliberate forest fires is particularly poorly known: only 28.5% of 
deliberate cases are cleared up (as can be seen from the table below, of the 4,790 fire reports in the 
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arson group 3,423 appear in the "unspecified" class). Moreover, as the motivations are set out, even 
today, they are not always interpreted by the forest officials who elaborate the fire reports in the same 
way. The motives are understood according to the peculiarities of the local reality, the custom of its 
forestry section or simply the experience that each one has (Carracedo Martín et al., 2009). When 
making a complaint, it is difficult to consider this information valid because of the burden of intuition 
it entails. For this reason, the work of the Forest Fire Investigation Brigades (BIIF) is becoming 
increasingly important. 
Table 3 - Harmonisation for the "500 Deliberate" category of the EFFIS database. Castilla-La Mancha 1968-2013 









burned by fire 
Standard deviation 
of burned surface 
500 Deliberate (unspecified)           
500 Deliberate (unspecified)      
Other motivations 71 282.8 4.0 74.0 11.8 
Unspecified 3,352 75,260.0 22.5 14,225.0 274.6 
510 Responsible (arson)           
511 Interest (profit)      
Earning wages in forest fire 
fighting or restoration 4 68.4 17.1 57.0 27.0 
To promote the production of 
forestry products 1 0.01 0.01 0.01  
To gain changes in land use 9 37.5 4.2 22.4 7.2 
Triggered to scare away animals 
(wolves, wild boars) 25 60.7 2.4 33.7 6.6 
Agricultural burnings 572 1,505.2 2.6 300.0 13.3 
Provoked by hunters to facilitate 
hunting 116 1,274.9 11.0 338.0 39.3 
Caused by political groups to create 
social unrest 2 0.3 0.1 0.2 0.1 
Herders and ranchers provoke them 
to regenerate the grass 269 1,448.7 5.4 200.0 19.7 
512 Conflict (revenge)      
Opposition to reforestation 3 184.1 61.4 180.0 102.7 
Disagreements on the ownership of 
public or private forests 1 0.01 0.01 0.01  
To force resolutions of consortia or 
agreements 4 12.8 3.2 5.0 1.8 
Incited against hunting restrictions 70 2,893.6 41.3 1,495.0 184.8 
Caused by vengeance 79 11,434.0 144.7 5,489.4 709.3 
Opposition to the creation or 
existence of protected natural areas 8 46.1 5.8 38.3 13.2 
Retaliation by reducing public 
investment in forests 4 16.2 4.1 15.0 7.3 
513 Vandalism      
Vandalism 142 653.9 4.6 100.0 14.4 
514 Excitement (incendiary)      
To admire the work of fire fighting 3 41.1 13.7 40.0 22.8 
515 Crime concealment      
Caused by criminals, etc. to distract 
law enforcement officials 5 2.7 0.5 2.0 0.9 
516 Extremist      
Caused by political groups to create 
social unrest 2 0.29 0.125 0.2 0.5 
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burned by fire 
Standard deviation 
of burned surface 
Pseudo-Religious Rites and 
Satanism 0 0 0 0 0 
520 Irresponsible           
521 Mental illness      
Caused by pyromaniacs 50 2,188.0 43.8 1,392.0 204.1 
522 Children      
Negligence (Children's Games) 101 206.1 2.0 60.3 6.7 
Cumulative total 4,891 97,617 20.0 14,225 247.0 
The EFFIS 500 Deliberate category, like the Negligence category, differentiates between two major 
groups, in this case on the basis of the criminal liability of the act, which presents problems of 
harmonisation for all the national classifications integrated into the European network, and in 
particular with the EGIF, as we will analyse below. This differentiation in terms of liability generates 
two groups of causes: the Responsible (arson) and the Irresponsible 510, which includes those fires 
caused by people who cannot be charged because they are not criminally responsible for their actions, 
minors (criminal law) and certain mentally ill people, an issue that changes depending on how non-
liability is addressed in the criminal legislation of each country. 
For this reason we find two EFFIS3 classes in the "Irresponsible" group, 522 Children and 521 
Mentally ill. As can be seen in the table above, the "Responsible (arson)" group includes six EFFIS3 
classes, the first two being 511 Interest (profit) and 512 Conflict (revenge), which group a greater 
number of Forest Fire Reports and EGIF motivations. 
In addition, another category is included in the harmonization document that includes all those 
reports of deliberate fires that are not assigned a motivation and that are named as in EFFIS1: "500 
Deliberate", in our case all those prior to 1989 and 67% of those that occur from that year until 2013. 
For the national database 2011-2013, the number of arson cases without specifying the reasons for 
them is 26.7%, while in Castilla-La Mancha during the same period the figure rises to 43.6%, a data 
that emphasises the idea of the damage caused by budget cuts in the investigation of causes in our 
region. The percentage distribution of the EFFIS classes, in which the intentionality has a known 
motivation, compared for Spain and Castilla-La Mancha, is as follows: 
 
Figure 2 - Comparison of the percentage distribution of EFFIS3 classes within the category 500 Deliberate between 
Castilla-La Mancha (1989-2013) and Spain (2011-2013). Source EGIF.   
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For both scales the main class is 511 Interest (profit), since it includes the cultural burnings carried 
out without a permit or outside the limited time interval for it, with a difference of ten percentage 
points in favour of the whole country, since the mentioned class includes almost 78% of all deliberate 
fires with known motivation in Spain. The EFFIS3 Conflict (revenge) class, second in terms of the 
number of reports in Castilla-La Mancha with 11.5%, is nevertheless the fourth on a national scale 
with just 3.5%, the main reason for the difference being the conflicts associated with hunting reserves, 
given the importance of this activity in the region. We found no significant differences in the fires 
caused by vandalism (8.5 and 9.6% respectively) while for the category 521 Mental illness the regional 
rate is much lower (3.41%) than the national rate (8.35), very skewed, as we will see below, by the 
behavior of Galicia. Finally, the only class that changes category from Negligence to Deliberate is 
"Children" which is included, as we have already seen, in group 520 "Irresponsible", although with 
some adjustment problems. 
Legally, pyromaniacs, whose number is also very marginal, should be included in the harmonisation 
of the Responsible (arson) group, thus separating them from the "serious" mentally ill who are not 
criminally responsible for their acts, which is why the harmonisation of the EGIF motivation "caused 
by pyromaniacs " with the EFFIS3 class 521 Mental Illnesses shows, in our opinion, a problem of 
conceptualization. The fact that they are included in group 520 Deliberate "irresponsible" presupposes 
that "pyromaniacs" are not criminally liable, an issue that is not exact in our criminal law. On the other 
hand, fires caused by diagnosed pyromaniacs are a small part of the events associated with this 
motivation, which serves, a priori, to accommodate any ignition produced by a person with a mental 
disorder. 
In short, non-liability is established, except in anecdotal cases, on the basis of mental insanity, i.e. 
paranoia, schizophrenia and the Temporary Mental Disorder underlying either of these two illnesses, 
as well as for people with disabilities due to serious mental retardation. Pyromania, as a behavioural 
disorder, is considered in any case as an attenuating factor or, in interaction with other psychological 
problems, as a partial exonerating factor, so the harmonisation of this EGIF motivation should never 
be carried out in the group of "Irresponsible", since in Spain they are. 
 
 
In addition to the doubts raised by the inclusion of cultural burnings without a permit within arson 
group, there is the fact that cultural burnings are classified in a group that includes other criminal 
motivations that are, although rare, in two of the cases clearly "mafia-like" (they are organized crime, 
some order and others execute), and all the others guilty of pursuing a direct economic benefit from 
the destruction of the forest, while in the case of cultural burnings - administratively illegal - such 
destruction may or may not take place, but in no case is the aim of who deliberately lights the fire. 
As we have already pointed out, it has always been argued by the Spanish Ministry responsible for 
the environment that arson attacks include both 'malicious' cases (where there is wilful misconduct, 
the intention to burn the forest) and 'culpable' cases, where there is no intention to burn the forest but 
the (cultural) use of fire is normally consciously in contravention of the administrative rules on the 
matter and is therefore illegal. For the Ministry, the difference lies in the fact that in the deliberate ones 
the burning is carried out knowing that in that place and moment it is prohibited to carry out such 
burning, or the fires are abandoned before they are correctly extinguished, which, in its opinion, 
implies intentionality and not negligence in the cultural use of fire, although in both cases what 
underlies it is the traditional rural culture. 
This criterion is certainly controversial, and in our opinion it is also not neutral, since calling arson 
what is not precisely 'intended' to burn the forest is a distorted picture of the problem for anyone who 
is not an expert in the forest. The use of the term 'forest' here is also intentional. 
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The group of motivations that we have called "cultural", and which we point out in red in the table 
above, brings together the four sub-classes that we consider to be directly associated with cultural uses, 
two of which are in the majority and also generate a certain degree of confusion when compared with 
cultural negligence, since they have the same purpose and are almost identically named: vegetation 
management and agricultural burnings. If we compare the regional data with the national EGIF 
database for the period 2011-2013, we can see that the situation is even more problematic for the 
country as a whole, as can be seen in the following figure: 
 
Figure 3 - Comparison of the percentage of Forest Fire Reports by motivation included in the EFFIS class 511 
Interest (profit). Spain and Castilla-La Mancha. Source EGIF 
In relation to the cultural uses of fire in the rural world, we cannot forget the fact that the vast 
majority of rural areas in our country, and specifically in Castilla-La Mancha, have a very old 
population, a consequence of the rural exodus experienced in recent decades. This population, when 
they are still able to work in agriculture, livestock or forestry, uses traditional management methods, 
i.e. they continue to burn to remove brushwood, brambles and plant residues or to regenerate the grass, 
with the consequent risk that these burns will spread to adjacent forest areas, due to their reduced 
physical capacity for fire control or to take all the necessary preventive measures. 
As Enrique Martínez Ruiz (2001) argues, the depopulation of rural areas and the consequent 
abandonment of the countryside are the main cause of the serious problem of forest fires that has been 
dragging on in Spain for more than 35 years. However, sometimes the need for the farmer (farmer, 
rancher and forester) to remove vegetation is less well known, and the most expeditious and cheapest 
way to do this is by fire. But now the control of this fire is more difficult due to the accumulation and 
continuity of fuels and the uncontrolled burning due to negligent and deliberate causes provokes the 
majority of forest fires in Spain. In this context, public opinion, more in urban than in rural society, 
hardly understands the use of fire, which necessarily can and should be done by applying prescribed 
or controlled burning techniques (Martínez Ruiz, 2001: 6). 
Illegal burning by farmers, herders and ranchers together accounts for 60% of deliberate fires of 
known motivation. Since the beginning of the development of agricultural activities, fire has been one 
of the common tools of agriculture and stockbreeding, indispensable throughout history for slashing 
and converting mountain areas into meadows and pastures. This has made it difficult today to observe 
a vegetation landscape that has not been shaped by fire (Vélez, 1986). Even today, the shepherd still 
uses it to limit the spread of woody plants and ensure the growth of herbaceous plants, in short, to 
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maintain pastures; the farmer, in order to stop the invasion of wild plants and to favour growth 
conditions suitable for crops. This is the reason why the motivations that concentrate a greater number 
of fires are those related to the elimination of scrub or agricultural residues and the regeneration of 
pastures (Barroso and González, 2007), what we have called the cultural uses of fire in the rural world. 
The harmonization document's own definitions specify that class 511 Interest (profit) includes (or 
should include) fires set to obtain a benefit, directly economic or other than monetary: fraud, insurance, 
liquidation of property, liquidation of business, elimination of parcels, competition for agricultural 
uses, hunting, pastoral or forestry use, to scare off wild animals, to obtain work in the firefighting area, 
change of land use, obtaining wages, etc. Whereas fires associated with class 411 Vegetation 
management are those used to control all types of vegetation, including regeneration of pasture, forest, 
pruning waste, etc. including prescribed fires and except for fires for agricultural purposes, as we know 
from experience reserved for class 412 and which collect all types of agricultural burnings. Both 
definitions show that, in the opinion of the Joint Research Centre of the European Commission, cultural 
burns, even illegal ones, should not be included in class 511 of deliberate fires for the sake of interest. 
In short, Italy and Spain are the only two European countries that classify illegal (cultural) 
agroforestry/pastoral (forest) burning as a deliberate (intentional) fire, according to the internal 
regulations of both countries. In the absence of any other explanation, this is the reason why their arson 
rates are much higher, around 50% of total fires, than those of the rest of the Mediterranean countries. 
The differences in the consideration of the causes already appear in the 2008 report of the Attorney 
General's Office "In certain issues such as forest fires, the statistics provided by the different official 
bodies responsible for the matter almost necessarily have to differ, given that there is no clear and 
strict conceptual agreement. This undoubtedly explains the differences between the statistics provided 
by each of these institutions”. Pursuing the divergence of data in the category of deliberate forest fires, 
it continues to point out that "intentionality as a parameter of voluntariness managed by the 
Administration may arouse some kind of suspicion, in the view of non-experts in the field, however, 
an example is enough to explain what we say here. An agricultural burning on a farm without asking 
for a permit can be an arson attack for the administration, and for penal parameters it can be 
unpunished" (Fiscalía General del Estado, 2008: 38). 
However, the Attorney General's Office claims to use the classification of the causes of forest fires 
by the Ministry responsible for the Environment, and indicates that only those caused by negligence 
or accidents and those that are deliberate are of interest to the Attorney General's Office, according to 
the criteria of the Prosecutor General's Office for the Environment, establishing the definition of each 
of these categories. Thus, it considers accidents to be "activities in which the perpetrator could not 
have foreseen that a forest fire would occur. This activity is not associated with forest fires and, if they 
occur, is due to fortuitous causes”, and negligence such as “human activities which cause a forest fire 
without the person involved intending to cause it, even though he has carried out an activity which 
may cause a fire or has omitted the safety measures which prevented it from occurring”. Finally, for 
arson, it states that "In general, we can consider actions whose purpose is the deliberate generation of 
a forest fire" (Fiscalía General del Estado, 2015: 120). Therefore, the public prosecutor's office 
explains that it understands, like most citizens, that an arson attack is one in which the perpetrator 
intends to start a forest fire. 
In addition to the perplexity and concern caused by the obvious lack of communication and 
coordination between the highest authorities responsible for forest fire risk management in our country, 
the General Directorate of Biodiversity and the General State Prosecutor's Office, it is clear that the 
criterion described above of considering "criminally negligent" fires to be arson is not in line with our 
general legal system. Our legislation has well defined the intentionality, the volitional element in 
Criminal Law, drawing a clear distinction from recklessness, which in this case also involves criminal 
liability but in a lessened form. In the latter case, the criminal liability of those who burn the forest due 
to negligence/imprudence is less than that of those who wish to burn it. 
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The information provided by the Attorney General's Office in its annual reports is devastating. On 
the other hand, the quality of the data is necessarily higher, since it is not the prosecution that is 
counted, but the cases in which there are accused persons, so that the information on the specific cause 
or motivation that has triggered the claim is assumed to be sufficiently reliable to initiate legal 
proceedings with guarantees that it will succeed. 
Based on the data on claims investigated with an accused person, organized by cause and compiled 
in the annual reports of the Attorney General's Office, we have prepared three statistics. The 
breakdown by cause is included from the 2009 report, with percentage data, so we first convert them 
to absolute numbers using a rule of three that uses the number of fires with accused/detained person 
offered by the same memory. Therefore, we directly use the prosecution's percentage as the 
intentionality rate that allows us to analyze the performance of the entire data set from the 2007 report. 
The evolution of causation in the statistics of the Attorney General's Office since the systematization 
of the data began is as follows: 
 
Figure 4 - Percentage of court cases with accused persons by general causality group. Spain 2007-2015. Source 
Proceedings of the Attorney General's Office. 
Cultural burnings are also the main cause of fires investigated by the courts, along with accidents 
caused by machinery, power lines or vehicles. All this leads us to review the reasoning behind the 
inclusion of burnings without a permit in the category of arson by the General Directorate of 
Biodiversity. Negligence with non-compliance with administrative legislation is reckless 
endangerment for both pastoralists and peasants and for those responsible for railways, power lines, 
machinery owners or smokers who do not comply with the respective sectoral regulations. That is to 
say, practically any negligence should be considered arson, since the same legal elements apply as for 
burning without a permit. Let us remember, for example, that, in general, smoking is prohibited on 
forest land, all rural land not used for agriculture, inside High Risk Areas, so any accident caused by 
a cigarette butt should be considered legally the same as a burning of pastures without a permit. The 
proof of this is how the Attorney General's Office “welcomes” the accusations of several people in 
cases involving power lines or the accusation of mayors for fires originating in landfills. 
In order to distinguish malicious cultural uses from cultural burnings included in the group of 
negligence, the Attorney General's Office calls this set of motivations "inappropriate traditional 
practices" and considers them malicious on the basis of the assessment of dolus eventualis, since, 
although there is no wilful intent, the intention to burn the forest, the perpetrator, due to his knowledge 
and experience, can reasonably understand that the most likely consequence of his act is that the fire 
will break out (that the fire will advance without control). The procedure thus moves from being 
prosecuted as a punishable offence to being prosecuted as a criminal offence, a matter which satisfies 
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the interest of the Attorney General's Office in obtaining exemplary sentences. The concept of dolus 
eventualis is repeated in the reports of the Attorney General's Office and is not very comprehensible 
to a lay person in criminal law, however, we consider that its interpretation is important for 
understanding the criminal response as an essential mechanism for managing the risk of forest fires. 
 
 
A revision of the criteria for classifying forest fires in the official Spanish EGIF database is urgent, 
adapting it to the original EFFIS criteria, as it would contribute to a better general (socio-economic, 
cultural and territorial) and political understanding of the problem. 
This review should be applied to the entire EGIF historical series, one of the best statistics in the 
world for the study of forest fires, a review that according to the experience acquired in our research 
does not raise any serious methodological problem. 
However, the general and deeper problem in Spain is the need for the paradigm of fire ecology to 
extend beyond the academic and technical realm to the entire population and the legal framework. In 
the past decades and in some countries, however, a slight and gradual change in perspective has 
occurred, such that for fire managers, preserves managers, researchers, and non-government 
organizations, the fire ecology as well as the management of fire by rural communities have been 
incorporated into what is now referred to as “integral fire management”. This term may be defined as 
the fusion of firefighting and prevention with the ecological use of fire and community fire 
management in order to preserve nature and to make the land productive (Rodríguez-Trejo et al. 2011). 
Now one of the challenges is to better understand the traditional use of fire by the rural communities 
and to identify those that apply good use of fire and invite them to extend this practice to other 
communities. It is also necessary to convince more universities to participate in the ecological and 
social research of fire in the different regions of the countries and to educate the public to understand 
and support integral fire management. The final challenge is to connect in a sustainable way, classic 
fire management that has been centered on prevention and firefighting, with the ecological use of fire 
and, above all, with fire management of the rural communities (Rodríguez-Trejo et al. 2011: 49). 
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Abstract 
Empirical fire spread models for Australian fuel types date back to the 1950s-60s, with the work of Alan 
McArthur, and extend through to the current day with the most recent developments in shrubland fire spread 
models and refinements to the curing function in grassland fire spread models. These models are designed to 
provide a relatively simple and timely answer to the question: “Given a specific set of environmental 
conditions, what is the expected forward rate of spread of a fire?” In this paper we present a critical analysis 
of the the current suite of fire spread models employed operationally in Australia. In particular, we explore 
the functional form and parametric dependence of these rate of spread models. We then introduce an 
alternative functional form for predicting rate of spread, which is remarkable parsimonious compared to 
current operational models. We further show that this single functional model can be used as a universal 
index for fire spread, by which we mean that the same model can be applied to different fuel types and 
produce numerical predictions that are practically identical to those produced by the existing suite of 
operational models used in Australia. 
 
Keywords: Rate of spread, eucalypt, grassland, shrubland, model parsimony, wind, fuel moisture content 
 
One of the main goals of wildfire research is to provide a relatively simple and timely answer to the 
question: “Given a specific set of environmental conditions, what is the expected forward rate of spread 
of a fire?” Indeed, pursuit of such an answer has engaged some of the brightest minds in wildland fire 
science, and has produced a variety of fire spread models that apply across a number of common 
vegetation or fuel types. In Australia, these models date back to the 1950s-60s, with the work of Alan 
McArthur, and extend through to the current day with the most recent developments in shrubland fire 
spread models and refinements to the curing function in the CSIRO grassland fire spread model. In 
this paper we show how consider the way that meteorological factors are incorporated into the suite of 
existing fire spread models, which encompass a variety of different fuel types, and discuss an approach 
that unifies their inclusion. The utility of this unified modelling approach is demonstrated via model 
comparison using real meteorological data over a range of vegetation types. In particular, we 
demonstrate that the meteorological (i.e. non-fuel) sub-models of the current suite of operational 
models, which are of many and varied functional form, can be replaced by a single, unified, two-
parameter model, with no appreciable loss in model performance. The unified model has the distinct 
advantage of being conceptually straightforward and extremely parsimonious compared to current 
operational approaches. The existence of a simple, yet effective, unified approach to fire spread 
modelling has implications for initiatives such as the National Fire Danger Rating project, as it 
establishes a common modelling basis that can be applied to the many different fuel types that are 
encountered across the nation. 
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We consider current operational models for the following fuel types: grasslands; buttongrass 
moorland; temperate shrubland; South Australian mallee-heath; and dry eucalypt forest. The rate of 
spread models for each of these fuel types are described in detail by Cruz et al. (2015).  
In this study we specifically focus on how the rates of spread derived from the models mentioned 
above depend on the fire weather variables: temperature, relative humidity and wind speed. Fuel-
related factors such as availability and structural descriptors (e.g. fuel height) are assumed constant for 
each fuel type.  
It is of interest to note the number of model parameters that are associated with each of the rate of 
spread models for the different fuel types considered. These parameters represent degrees of freedom 
in the model, and have to be determined through regression-type analyses of empirical data relating to 
the rate of spread and environmental predictor variables. Ignoring their fuel dependent components, 
the grassland model has 10 parameters (Cheney et al., 1998), the buttongrass moorland model has 6 
parameters (Marsden-Smedley and Catchpole, 1995), the temperate shrubland model has 9 parameters 
(Anderson et al., 2015), the S.A. mallee-heath model has 7 parameters (Cruz et al., 2010), and the dry 
eucalypt forest model has 13 parameters (Cheney et al., 2012). 
 
 
Previous work (e.g. Sharples and McRae, 2012) has considered the utility of the following simple 
dimensionless index in describing fuel moisture content. The fuel moisture index is defined as:  
 
where 𝑇 is air temperature (°C) and 𝐻 is relative humidity (%). 
The 𝐹𝑀𝐼 has been combined with wind speed in simple functional forms, which have been shown 
to provide estimates of fire danger and rates of spread that are comparable to those derived from 
accepted models. In this work, we extend this idea, and examine how predictions from a simple, two-
parameter model for fire spread, based on wind speed 𝑈 and 𝐹𝑀𝐼, compares to those from the various 
models for different fuel types. The particular model, which we refer to as the spread index, is: 
 
where  𝜇 and 𝑝 are the two parameters defining the model. 
To facilitate the comparison between current operational models and the spread index, we use half-
hourly fire weather data recorded at Canberra Airport between November 2006 – March 2007; that is, 
approximately over the course of a fire season. 
 
 
In this preliminary work the spread index parameters 𝜇 and 𝑝 were varied by hand until a good fit 
was obtained between predictions of the spread index and those arising from each of the rate of spread 
models for grassland, buttongrass, temperate shrubland, S.A. mallee-heath and dry eucalypt forest. An 
example of a comparison of the predictions of the spread index compared to the predictions of the 
temperate shrubland model (Anderson et al., 2015) and the dry eucalypt model (Cheney et al., 2012) 
can be seen in Figure 1. Note that in each case the spread index values have been scaled so that their 
mean equals the mean of the predictions from the fuel-specific model. 
𝐹𝑀𝐼 = 10 − 0.25 𝑇 − 𝐻 , 
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In the worst case the spread index accounts for around 94% of the variability in the dry eucalypt 
forest rate of spread model, while in the best case it accounts for over 99% of the variability in 
buttongrass moorland model.  
 
Figure 1 - Rate of spread predictions from the temperate shrubland model of Anderson et al. (2015) and the dry 
eucalypt forest fire model of Cheney et al. (2012) compared to those from the spread index. The spread index values 
have been scaled in each case so that their mean value matches the mean value of the fuel-specific model predictions. 
 
Figure 2 - Observed wildfire rates of spread plotted against predictions from the dry eucalypt forest fire model 
(DEFFM) of Cheney et al. (2012) and the spread index. The same scaling as utilised in Figure 1 (bottom panel) has 
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The spread index also produces results that are comparable to existing operational models when 
used to predict wildfire observations. Figure 2 shows observed wildfire rates of spread plotted against 
predictions made using the dry eucalypt forest fire model of Cheney et al. (2012) (blue dots) and those 
made using the spread index (red dots). Note that the same scaling has been applied to the raw spread 
index values as was applied to obtain the values shown in the bottom panel of Figure 1. Overall 
statistics indicated that the model of Cheney et al. (2012) gave rate of spread predictions with a mean 
absolute error of 51% and a mean bias error of –24%, while the simple spread index gave rate of spread 
predictions with a mean absolute error of 44% and a mean bias error of –24%. These results suggest 
that the spread index provides the better guidance on assessing wildfire rate of spread. In particular, 
these statistics indicate that spread index offers a three-fold improvement over the model of Cheney et 
al. (2012) in under-predicting actual rates of spread. This result is even more remarkable when we note 
that no information on fuel was included in the spread index calculations, while the predictions of the 
model of Cheney et al. (2012) utilized detailed information on fuel via surface and near-surface fuel 
hazard scores and near-surface fuel height. 
 
 
Predictions from the meteorological sub-models of five state-of-the-art fire spread models were 
compared with predictions derived from a single two-parameter fire spread index. The results indicated 
that the simple spread index was able to reproduce the predictions of the more complicated models to 
a remarkable degree of accuracy (𝑅2 = 0.94-0.99). The results further suggest that the state-of-the-art 
models are considerably over-complicated: the predictions from models with 6-13 parameters can all 
be accurately emulated by a model with only two parameters (or three parameters, if a 
scaling/calibration factor is included). This indicates that the current suite of operational models have 
about 2-6 times more free parameters than necessary. Indeed, the spread index offers a far more 
parsimonious approach to modelling rate of spread, is far more conceptually simple, and provides a 
unified way of assessing rate of spread across a variety of fuel types. 
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Abstract 
According to climate projections, global warming is associated with increasing temperatures and dry 
spells in some parts of the world, especially the Mediterranean area. This climate change has already triggered 
increases in wildfire danger and fire season length in Southern Europe and is expected to amplify in the 
forthcoming decades. However, it is quite challenging for the scientific community to assess the intensity of 
these changes, because (i) the trend relies on the greenhouse gases (GHG) emission scenario and (ii) fire 
occurrence depends on multiple factors (including climate, but not only). A proper assessment of the trend in 
terms of fire occurrence and of uncertainties associated with this increasing trend, still lacks, especially for 
the French territory. 
Our study refines traditional approaches of fire risk projection under climate change on two aspects: (i) 
the impact of climate prediction uncertainties on the prediction of fire danger, and (ii) the translation of a 
danger index into a fire occurrence (per size classes). 
 
Keywords: wildfire exposure; vulnerability factors; dynamic approach; local scale; Portugal 
 
 
Wildfires are a major threat in Portugal. The year 2017 was particularly severe, with a large burned 
area extent and heavy impacts on human lives and assets. The civil parish of Alvares (Góis) has been 
strongly affected by wildfires over the last decades and had 60% of its surface area burned by a single 
large wildfire in June 2017. In addition to the land cover dominated by forest fuels and the rugged 
topography, this area is characterized by a dispersion of small human settlements, inhabited by few 
elderly people, intermingling with vegetation that occupy what was once farmland and is now 
abandoned (Moreira et al., 2011; Oliveira, Zêzere, Queirós, & Pereira, 2017). These particular 
conditions increase the exposure of this territory to wildfire occurrence and damages. 
In this context, and considering the influence of the local features in the implementation of 
mitigation and adaptation strategies to wildfires, it becomes of high relevance to integrate exposure 
and vulnerability assessment at the local scale in wildfire management and risk mitigation approaches 
(Alcasena et al. 2015; Carroll and Paveglio 2016; Paveglio, Prato,  et al. 2016).  
This research focused on the assessment of exposure and vulnerability of the human settlements 
(small villages) within a civil parish, with the purpose of identifying  settlements with greater potential 
for loss, where more urgent mitigation strategies and interventions to improve population safety are 
needed.  
 
The civil parish of Alvares is located in a central-inner region of the Portuguese mainland, Pinhal 
Interior, in the southern part of Góis municipality (Fig. 1). It has an area of ca. 100 km2, of which 
forested areas occupy over 90%. 
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According to the last population Census survey  (INE, 2012), the civil parish has 812 inhabitants, 
spread over nearly 40 small settlements. The three largest villages are located in the south and east, 
whereas the northwest corner of the civil parish is mainly occupied by a natural protected area. Almost 
half of the population is above 65 years old (47%), 17% are illiterate and only 28% of residents are 
economically active.  
 
 
Figure 1 - Location of the human settlements in the civil parish of Alvares, Góis 
Exposure assessment 
Wildfire exposure was assessed at settlements scale within the civil parish. It generally represents 
the probability of wildfires causing damages to the population and existing assets within the 
settlements. The perimeters of the settlements were obtained from cartographic data available from 
local sources, specifically municipal institutions. To harmonize with the scale used in fire hazard 
modelling (1 ha), these perimeters were adjusted to include all the 1 ha pixels where human structures 
belonging to that settlement exist. We have then identified the exposed tangible assets located within 
the perimeter of each settlement, namely people, buildings and roads, retrieved from the most recent 
statistical and cartographic sources and at the smallest unit area possible (i.e. sub-section within the 
civil parish; INE 2012). Subsequently, their density was computed for the total area of the settlements 
and a combined index was obtained by summing the values for all the three parameters, weighted 
according to the municipal plans for protection against wildfires (AFN, 2012): population with higher 
weighting (1), followed by buildings (0.75) and roads (0.25). This index was then normalized into a 
common scale (0-100) to allow comparisons. 
Afterwards, the index representing the elements exposed was combined with a burn probability 
measure for each unit area, applying three different approaches: i) static; ii) structural; and iii) dynamic. 
Static exposure considers a constant value of burn probability for the entire study area, therefore 
focusing on the existing assets. The structural exposure integrates historical burned area data to 
evaluate the number of times each settlement was affected by a fire between 1980 and 2017. The 
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dynamic exposure was analyzed using burn probability simulations obtained with the FARSITE model 
(Finney, 1998), assuming different scenarios of land cover, extreme weather conditions and forest 
management options.  
 
Vulnerability assessment 
Vulnerability represents the degree of loss that can result from a wildfire, depending on the 
characteristics of the population and exposed assets (Aubrecht, Özceylan, Steinnocher, & Freire, 2013; 
Gallina et al., 2016; UNISDR, 2009). Data on demographic and socioeconomic conditions were 
obtained from the 2011 Census survey (INE, 2012). Age groups, education levels, activity, building 




First results show that 33% of the settlements have high and very high structural exposure, 
corresponding generally to those settlements that were burned within their perimeter more than twice 
since 1980 (Fig. 2). When integrating the burn probability, considering land cover and weather 
conditions similar to those verified in 2017, the proportion of settlements in the higher exposure classes 
increased to 42%.  
Regarding vulnerability, about half of the settlements have more than 50% of elderly residents. 
Education levels are generally low, with 22% of settlements presenting more than 50% of people with 
only elementary education and 14% have more than 40% of illiterate people. The proportion of vacant 
housing is above 10% in 56% of the settlements (Fig. 3). In the settlements with high and very high 
structural exposure, the mean proportion of elderly people is 51% and the mean proportion of people 
with only elementary school level is 42%.  
 
Figure 2 - Structural exposure (left) and exposure with 2017 conditions (right) for the human settlements in the civil 
parish of Alvares 
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These conditions represent the overall social context of the local communities, which influence the 
coping capacity of the population and the type of protection and mitigation operational measures that 
could be efficiently implemented to reduce the levels of exposure and vulnerability to wildfires 
(Oliveira et al., 2017; Paveglio, Abrams, & Ellison, 2016). 
 
Figure 3 - Some of the vulnerability factors analyzed at settlement level: proportion of elderly people (left) and 
proportion of vacant housing (right) 
 
 
The next step of this research will analyze the dynamic exposure, by evaluating potential changes 
in the exposure levels of settlements by integrating the effects of different weather and land cover 
conditions on burn probability simulations. Assessing these potential exposure variations will provide 
valuable indications regarding potential adjustments of mitigation measures to the characteristics and 
needs of the population, according to dynamic factors that influence wildfire exposure.  
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Short contribution – Fire Risk Management 
Causes of forest fires in Federal Conservation Units of Brazil from 2006 to 2012 
Aline das Graças Costa*; Fillipe Tamiozzo Pereira Torres; Gumercindo Souza Lima; Milton Ribas da Silva 
Júnior; José Cola Zanuncio 
Universidade Federal de Viçosa. Departamento de Engenharia Florestal, Viçosa, Minas Gerais, Brasil, 
{alinegrcosta@gmail.com*, fillipe.torres@ufv.br; gslima@ufv.br} 
 
Abstract 
Forest fires represent the greatest threats to biodiversity in Conservation Units (UCs) in Brazil. Knowledge 
of the causes and regions with the highest occurrences allows the use of fire risk management. The objective 
of this study was to evaluate the causes of forest fires in the Federal Conservation Units of Brazil from 2006 
to 2012 to help in the management of fire risks in Federal UCs of Brazil. The Registros de Ocorrências de 
Incêndios (ROIs) of the UCs were obtained from the database of the Sistema Nacional de Informações sobre 
o Fogo (SISFOGO) maintained by the Instituto Brasileiro do Meio Ambiente e dos Recursos Renováveis. 
The total number of records was 2259, of which 88.2% were identified and 11.8% were unidentified. The 
unrecorded data evidenced failures in the identification of the fire. Unknown causes accounted for 42.2% of 
the records, followed by burn for cleaning (26.7%) and incendiarys (18.5%). The "rays" (natural causes) had 
low representativity (2.8%). Minas Gerais, Rio de Janeiro, Ceará, Bahia and Piauí were the states with the 
highest occurrences with 19.8, 15.5, 12, 9.6 and 7.4%, respectively, of the records for Brazil. UCs suffer 
burnings for pasture clearance in neighboring areas that reach these protected areas as well as on purposeful 
fires. The largest fire registry was in Minas Gerais, due to favorable conditions for fire and the prolonged 
season of drought in this state. Failures in the record of occurrence of fires and in the identification of their 
causes justify the great number of unknown causes. Fires recorded without identifying the causes and/or 
registered as unknown causes represent a failure to use the ROI tool by the UC and in the fire identification 
skill, making it difficult to make decisions against fire. The causes "unknown", "burn for cleaning" and 
"incendiaries" represent the group of major causes of fires. 
 
Keywords: protected areas; fire; fire registry; fire prevention. 
 
 
Fire is widely used by man to transform and manage the landcapes and is one of the major agents 
of disturbing of ecosystems (Andreae e Merlet, 2001). 
The Conservation Units (UCs) in Brazil are intended for the conservation of biodiversity and fire 
is a constant threat to threat to UCs (Koproski et al., 2011). The Brazilian UCs are areas with rare and 
endangered species, with fire-sensitive biomes or small areas and isolated by agricultural monocultures 
or cities (Medeiros and Fiedler, 2003). The causes of fires should be known for the prevention and 
reduction of fires (Soares and Santos, 2002). 
The main causes of fires are anthropic, such as arsonists and improper use of fire for cleaning 
neighboring areas and renewal of pastures (Medeiros, 2002). The most common natural causes of fires 
are electric discharges (lightning) (Matos, 2004). 
Brazil has 960 federal UCs of the Sistema Nacional de Unidades de Conservação (SNUC) (MMA, 
2017) and knowing the location of the fires allows to determine the areas of greatest risk and to 
establish specific programs for each region (Soares e Santos, 2002).  
The objective of this work was to evaluate the causes of forest fires in the Federal Conservation 
Units of Brazil from 2006 to 2012 to help in the management of fire risks in Federal Conservation 
Units of Brazil.  
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The data on forest fires in UCs were obtained from the Sistema Nacional de Informações sobre o 
Fogo (SISFOGO) of the Centro Nacional de Prevenção aos Incêndios Florestais (PREVFOGO), which 
is maintained by the Instituto Brasileiro do Meio Ambiente e dos Recursos Renováveis (IBAMA, 
2015), where the fire occurrence records are located (Registros de Ocorrências de Incêndios - ROIs).  
The ROIs provide information about the fire occurrence; terrain; meteorological data; 
georeferencing; combat data; spending; damages and origin and cause. In the origin and cause is the 
26 possible causes and the 33 possible causal agents, being recorded the cause and causal agent 
corresponding to the fire. 
The data were scanned in a Microsoft Excel 2010 worksheet, forming a file with the fires records 
of the UCs with their respective causes and state of Brazil from 2006 and 2012. 
The fire causes were categorized according to the Food and Agriculture Organization (FAO) groups 
or categories (Santos et al., 2006). FAO does not use the category "unknown" because it considers that 
it induces the inclusion of other categories of fires in it (Soares, 1988). However, this category was 
included in this study due to its large record as being a fire cause in the ROIs reports.The causes were 
grouped into seven categories or groups: unknown (I), several (II), recreational fires (III), incendiary 
(IV), forest operations (V), burn for cleaning (VI), and rays (VII). The group of "diverse" causes 
includes the categories of hunting (i), high voltage cable (ii), windborne spark (iii), fireworks (iv), 
others (v), burn of balloon, (vi) and reignition (vii). 
The means comparison of fire causes groups by the period studied considered the groups of causes 
as treatments and the ocurrence years as repetitions. Causes groupswith low numbers, including zero, 
were transformed into log values in all fire registers. The means of the treatments were compared by 
the SNK (Student-Newman-Keuls) test at the 5% probability in the Excel 2010 program. 
The tabulated data allowed the identification of the major fire causes in the Brazilian UCs from 
2006 to 2012. 
 
From 2006 to 2012, a total of 2259 fire events were recorded registring 1992 (88,2%) ocurrences 
with possible cause or causal agent identified. The unrecorded data (11,8%) evidenced failures in the 
identification of the fire cause and/or in the completion of the ROIs (IBAMA, 2006). 
The "unknown" cause was the main one of the records in Brazil and, for this reason, was maintained 
in the same groups. The causes "burn for cleaning" and "incendiary" were the most important, 
according to Table 1. The largest were from "incendiary", "burn for cleaning" and "unknown" groups. 
Table 1 - Causes of forest fires in Federal Conservation Units of Brazil from 2006 to 2012 
 
Causes: unknown (Unk); burn for cleaning (BC); incendiary (Incen); diverse (Div); forestry operations (FO); 
recreation fires (RFi) 
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The "unknown" cause and data not registered in the ROI are fails in the fire expertise or in the 
completion of the ROIs, and disagreements of this information make dificult the complete and coherent 
analysis of the report (IBAMA, 2006; Bontempo, 2011). The lack of regular records of forms in several 
UCs and/or the sending of incomplete data to PREVFOGO may be due to inadequate structure and 
staff, or lacking basic information such as burned area, geographic coordinates, fire cause and/or 
vegetation type (IBAMA, 2006). 
The "rays" (natural causes) had low representativity (2.8%). The “rays” are a uncommon cause of 
fires in Brazil due to rainfall occurrence increasing the humidity and reducing the amount of fuels 
available and, consequently, the fire development (Matos, 2004). 
The group "smokers" and "railway" were allocated to the "diverse" group because the first group 
had no records and the second group had a low occurrence (6.8%). The group of "diverse" causes is 
the group of causes with low frequency, of regional character and include causes that do not fit in the 
other groups (Soares, 1988). 
From the 27 Brazilian states, 25 had registered fire cases, including the Federal District, and no 
occurrences were reported in the states of Acre and Rio Grande do Norte from 2006 to 2012. Minas 
Gerais (19.8%) was the state with the highest occurrence of fires, next were Rio de Janeiro (14.5%), 
Ceará (12.0%), Bahia (9.6%) and Piauí (7.4%). The others ones had records below 5.9%. The greatest 
fire risk in Minas Gerais was due to the large commercial forest areas in its territory, and the prolonged 
dry season (Soares and Santos, 2002). 
The "unknown", "burn for cleaning" and "incendiaries" groups were the most important causes of 
fire (Table 2). 
Table 2 - Number of forest fires by groups of causes by SNK test at 5% probability level 
 
Causes: unknown (Unk); burn for cleaning (BC); incendiary (Incen); diverse (Div); forestry operations (FO); 
recreation fires (RFi) 
 
 
The "unknown", "burn for cleaning" and "incendiary" causes were the main occurrences of forest 
fires at federal UCs in Brazil from 2006 to 2012. Minas Gerais was the brazilian State with the highest 
number of fires. Failures in the identification and recording of fires make it difficult to assess its causes. 
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Short contribution – Fuel Management 
Climate-induced variations in global severe fire weather conditions 
W. Matt Jolly*; Patrick Freeborn 
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Missoula, MT, USA 59808, {mjolly@fs.fed.us*, patrickhfreeborn@fs.fed.us} 
 
Abstract 
Surface weather conditions are a major drivers of wildland fire size and intensity. Climatic changes over 
the last four decades are thought to be influencing these burning conditions both regionally and globally but 
few studies have comprehensively explored how climatic changes may be affecting fire weather severity 
during the fire season. Here we explore how these climatic changes impact two metrics of wildland fire 
weather: the weather-mediated length of the fire season and the within-season fire weather severity. We show 
that these metrics are strong predictors of burned area across the Western US, Western Europe and other fire-
adapted global ecosystems. We leverage these two metrics to describe changes in fire season length and 
severity across the globe in an effort to map areas that are experiencing significant changes in both fire 
weather season length and fire weather severity. These results will help us better understand how climatic 
variations are manifesting themselves as tangible changes in observed fire activity and it will improve our 
understanding of the complex interactions between long-term climatic changes, short-term weather variations 
and wildland fire-induced carbon cycle feedbacks.  
 
Keywords: climate change, fire danger, fire weather severity, fire weather season length 
 
 
Wildland fire activity across the globe is heavily tied to local weather variations and over time, 
climatic shifts may alter the sizes and types of fires that occur. Climatic changes are occuring across 
the globe and these changes are lengthening global fire seasons. Regionally, tese longer fire seasons 
are leading to more area burned and possible higher intensity fires. However, another possibility exists 
that the within-season fire weather severity is changing  
Here we explore how climatic shifts are influencing two aspect of global fire weather conditions: a 




Three global reanalysis projects provided gridded, sub-daily surface meteorological data from 1979 
to 2016. Two data sets at ∼210 km spatial resolution were obtained from NCEP, including the 
Reanalysis I and the DOE Reanalysis II data sets. Six-hourly data fields for 2 m maximum temperature, 
minimum temperature, specific humidity, surface pressure, precipitation rate, water equivalent of 
actual snow depth and 10 m U and V wind components were summarized to daily data. We assumed 
that diurnal variations in actual vapor pressure are small and thus daily mean actual vapor pressure 
was calculated from the NCEP data using mean daily specific humidity and surface pressure65, and 
saturation vapor pressure was calculated from daily maximum and minimum temperature to calculate 
daily maximum and minimum relative humidity. In addition, we used the ECMWF ERA Interim 
Reanalysis. This data set is similar to NCEP’s but at a higher spatial and temporal resolution (∼78 km 
resolution). We extracted 3-hourly 2 m air temperature, dewpoint temperature, surface total 
precipitation, and 10 m U and V wind components using the ECMWF GRIdded Binary Application 
Programming Interface (GRIB-API) and used them to derive daily maximum and minimum 
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temperature, maximum and minimum relative humidity, maximum wind and total daily precipitation 
amount and daily precipitation duration. Daily maximum and minimum relative humidity were 




These data were used to calculate three daily fire danger indices, the US Burning Index, the 
Canadian Fire Weather Index and the Australian (McArthur) Forest Fire Danger Index, for each of the 
three ensemble datasets. A fire weather season length and a season fire weather severity metric were 
calculated for each index / reanalysis dataset combo. 
 
Figure 1 - Simplified diagrams of the three fire danger rating indices used for this study. 
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Consistent with our previous study, we found increases in fire weather season length across nearly 
20% of the global vegetated land mass. Further, we found a steady increase in fire weather severity 
since 2000 in the adsence of any changes in season length suggesting a previous unexplored way that 
climatic changes may be impacting seasonal burning conditions worldwide.  Mean global fire weather 
season severity increased abruptly after about the year 2000 and have remained high for the last one 
and a half decades (Figure 2). Further, across much of the Western US, fire seasons are both longer 
and within-season conditions are becoming more severe, while in Europe, some places are observing 
more severe within-season burning conditions while the lengths of the seasons are remaining relatively 
constant.  Part of Western South America, Sub-sahelian West Africa and Western India are all 
observing shorter fire seasons and reduced burning condition severity. 
 
Figure 2 - Mean global fire weather severity from 1979-2016 calculated from an ensemble of fire weather season 
length metrics and cumulative annual fire weather severity. 
 
Figure 3 - Global, composite change in Fire Weather Season Length (FWSL) and Fire Season Severity (FSS). Red 
areas show regions where seasons are lengthening and the within-season conditions becoming more severe, yellow 
areas show regions where only the sesaonal severity is increasing and the FWSL is not changing. Orange areas show 
areas where only the FWSL is increasing, green areas show places where the seasons are getting shorter, blue areas 
are becoming less severe and purple areas are observing shorter seasons and less seasonal weather severity. 
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Previous work has shown that fire weather season length is increasing across nearly 20% of the 
vegetated surface of the Earth. These longers seasons are contributing to more days available to burn 
each year and these fires come at a high socio-economic cost. Extending from this previous work, we 
show that regional changes in within-fire season severity are also increasing, suggesting that while fire 
season lengthening may play a role in increased regional fire activity, more severe fire weather 
conditions may also be playing an important role in regulating global fire activity.  These regional 
changes in fire season length and severity can have a strong impact on fire activity and can lead to 
substantial changes in atmospheric carbon feedback.  
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Short contribution – Fire Risk Management 
Cohesive forest fire management within an imperfect information environment: a review of 
risk handling and Decision Support Systems actually in use 
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Wildfire management has been struggling in recent years with escalating devastation, expenditures, 
and complexity. Uncertain and highly unpredictable factors, such as weather forecasts, performance 
of suppression resources, and fire behavior, spread and effects are the basis of fire management and 
policy decisions, across multiple levels and scales. Given these copious factors and the complexity of 
their interactions, uncertainty in the outcomes is a prominent feature of wildfire management 
strategies, at both policy and operational levels. Theoretical and computational progress in the last four 
decades has enabled the development of risk-based Decision Support Systems (DSS) that contribute 
to improve those decisions, namely by facilitating a structured assessment of the outcomes and costs 
associated with alternative policies, budgets, and suppression resource mixes. Improvements in risk 
handling and in risk-based decision support tools have therefore a key role in addressing these 
challenges. In this context, we review key systems created to support wildfire management decision-
making at different levels and scales, and describe their evolution from an initial focus on landscape- 
level fire growth simulation and burn probability assessment, to the incorporation of exposure and 
economic loss potential (allowing the translation of ignition likelihood, fire environment – terrain, 
fuels, and weather – and suppression efficacy into potential fire effects), the integration with forest 
management and planning, and more recently, to developments in the assessment of values at risk, 
including real-time assessment. This evolution is linked to a progressive widening of the scope of 
usage of these systems, from an initial more limited application to risk assessment, to the subsequent 
inclusion of functionality enabling their utilization in the context of risk management, and more 
recently, to their explicit casting in the broader societal context of risks and decisions, from a risk 
governance perspective. This joint evolution can be seen as the result of a simultaneous pull from 
methodological progresses in risk handling, and push from technological progress in wildfire 
management decision support tools, as well as more broadly in computational power. Seeking to 
characterize this movement, in a recent paper (Pacheco et al 2015) we identify the key benefits and 
challenges in the development and adoption of these systems, as well as future plausible research 
trends. 
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level fire growth simulation and burn probability assessment, to the incorporation of exposure and 
economic loss potential (allowing the translation of ignition likelihood, fire environment – terrain, 
fuels, and weather – and suppression efficacy into potential fire effects), the integration with forest 
management and planning, and more recently, to developments in the assessment of values at risk, 
including real-time assessment. This evolution is linked to a progressive widening of the scope of 
usage of these systems, from an initial more limited application to risk assessment, to the subsequent 
inclusion of functionality enabling their utilization in the context of risk management, and more 
recently, to their explicit casting in the broader societal context of risks and decisions, from a risk 
governance perspective. This joint evolution can be seen as the result of a simultaneous pull from 
methodological progresses in risk handling, and push from technological progress in wildfire 
management decision support tools, as well as more broadly in computational power. Seeking to 
characterize this movement, in a recent paper (Pacheco et al 2015) we identify the key benefits and 
challenges in the development and adoption of these systems, as well as future plausible research 
trends. 
 
2. Materials and Methods 
In recent years, several authors have updated the state of the art on the way these challenges have 
been addressed, organizing and aligning the sources of uncertainty with decision support tools and 
methodologies, in order to facilitate cost-effective, risk-based wildfire management and planning 
efforts. Reviewed developments include operations research methods applicable to wildfire 
management, and the economic efficiency analysis theory behind the fire management measures of 
fire management DSSs in use in America, Australia and Europe. Some of these DSSs allow the 
integration of wildfires into forest planning, sometimes also addressing risk and uncertainty, but 
broadly they include (real-time or not) wildfire simulators (autonomous or not) which in turn, were 
built over some surface fire spread simulation model. 
 
Figure 1 - Conceptual outline of the expanded focus, from risk assessment to management to governance, with 
examples (DSSs and methodologies). 
Our review first assesses the characteristics of the fire modeling systems in operation (BehavePlus, 
Visual-Cardin used by SINAMI, FARSITE, SiroFire, Prometheus used by Burn-P3, FSPro used by 
WFDSS with RAVAR, FSim used by FPA, and PHOENIX Rapidfire used by FireDST) which include 
fire behavior, fire spread, and probabilistic fire spread simulators, and then adopts a higher-level 
perspective to provide a broader and more complete view of the evolution of the field. Indeed, we 
concisely present several important risk-based decision support models for fire management, on the 
one hand highlighting their usefulness within the scope and the purposes that guided their 
development, but on the other rendering explicit a number of limitations that they present. Some of 
these limitations have also been discussed recently, although in a fragmented way, in the literature on 
challenges in the development and deployment of risk-based decision support systems. 
We bring together this set of observations, and highlight what seems to us to be an important trend 
of broadening of concerns from risk assessment, to risk management, to risk governance (Figure 1). 
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This trend frames an increasingly ambitious utilization of these systems, gradually and successively 
broadened to address each of those areas of concern. This overall evolution pattern is the result of 
simultaneous methodological progress in risk handling, as well as specific technological progress in 
wildfire management decision support tools, and generic technological progresses in computation. 
 
3. Results 
A myriad of interacting social and ecological factors influences the severity of forest fires. Thus, 
we need to understand the non-linear relationships between interconnected physical, biological, and 
cultural systems to be able to effectively reduce the vulnerability of ecosystems and human societies, 
through improved and proactive risk governance. Problem structuring methods, system dynamics, 
simulation, decision analysis, and optimization, together with qualitative methods such as expert 
elicitation, open interviews, questionnaires, and surveys, can help model the dynamics and advance 
the understanding of these complex systems, gaining insight into problem structures, and better 
enabling the exploration of alternative management options, in face of always present budgetary 
constraints. 
The integration of forest fire risk concerns into forest planning processes is a significant step. 
However, more research is needed characterizing the impacts of alternative fire management options 
on market and nonmarket values at risk, and on the economic losses in goods and services triggered 
by the fire consequences that they try to mitigate. Risk-based analysis is required for the integration 
of risk handling and fire management, in order to improve the prioritization of future efforts to mitigate 
the risks associated with these natural and human caused disturbances. Risk assessment should also 
identify and characterize the importance and weight of uncertainties to improve the management of 
human and ecological resources at risk, in areas ranging from fuel mapping to how society values those 
resources. 
Our review of DSSs in current use stresses the importance of the integration between risk handling 
and DSS development, to facilitate and improve the quality of decisions under uncertainty, and enable 
a cohesive fire management in an uncertain environment. It also points out the importance of 
understanding the institutional constraints of management programs within which forest fire mitigation 
programs develop, that along with ecological constraints, the need to engage multiple stakeholders, 
and the need for adaptation to local contexts, must be reflected in the usability and flexibility of these 
systems. In the case of Portugal, our work may also contribute to address the lack of a DSS in use. 
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Abstract 
Heat waves (HW) combined with periods of drought, as the one of 2017, may have a significant impact 
on the occurrence of extreme wildfires (EW) which, in turn, can have devastating social, economic and 
environmental consequences. EWs may modify (i) vegetation structure and dynamics; (ii) water quantity and 
quality; (iii) air quality; (iv) human health, loss of life, damage to property and infrastructures. On last 
decades, EWs in Continental Portugal increased in frequency and impacts. The main focus of this study is to 
assess the influence of HWs on the occurrence of EWs in mainland Portugal. In this study, EWs will be 
considered as wildfires with burnt area ≥ 5000 ha. In a first stage, HW occurrence was assessed on the basis 
of Fischer and Schär (2010) definition for a recent past and different future climate scenarios. In the second 
stage, spatial and temporal distributions of EWs were related to the occurrence and characteristics of HWs in 
the recent past. Finally, projections of EWs for the future are inferred from the potential changes in the 
characteristics of HWs for different future climate scenarios. This study benefits from the existence of reliable 
fire datasets, with accurate and detailed information on the date/time of ignition/extinction, the location, the 
shape and the size of the burnt area, as well as consistent high resolution of meteorological datasets for recent 
past and future climate scenarios. Results disclose: (i) almost all EWs were active during an HW; (ii) the vast 
majority of total EWs days were also HW days; (iii) 4/5 of the EWs had duration completely contained in the 
duration of an HW; and, (iv) the same amount of the EWs occurred during and in the area affected by HW. 
This study aims to help the definition of strategies for adaptation and mitigation of climate change to HW as 
well as for fire risk management. 
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In last decades, EWs in Continental Portugal increased in frequency and impacts which attracted 
the attention of researchers for these fires and their drivers. In Portugal, extreme wildfires (EW) tend 
to occur in association with extreme weather conditions, namely heat waves (HW) during the summer 
fire season and drought in the previous months. Therefore, the main aim of this study is to assess the 
influence of HWs on the occurrence of EWs in mainland Portugal as well as to assess the potential 
changes in the characteristics of the HW for future climate scenarios and periods. As an example, the 
results obtained for 2003 will be presented, which was one of the years with the highest annual burnt 




Mainland of Portugal has an area of 90,000 km2, is located between Spain and Atlantic Ocean and 
has a temperate or Mediterranean climate. The Tagus River divides territory into two regions with 
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different sub-types of climate: the north region, characterized by dry and warm summers; and, the 
south with dry and hot summers (Rubel and Kottek 2010). Along with other environmental 
characteristics (e.g., topography, land use land cover) these climatic conditions combined with extreme 
hot spells promote the occurrence of EWs. 
 
The meteorological datasets used in this study comprises daily maximum temperature (Tmax) from: 
(i) ERA-Interim dataset (Dee et al. 2011) for a spatial domain (10°W – 6°E, 36.5°N – 42.5°N) centred 
in Continental Portugal for control period (1981 – 2010), with a spatial resolution of 0.125º × 0.125º 
latitude/longitude; (ii) CORDEX (Coordinated Regional Climate Downscaling Experiment) Adjust 
project dataset (http://cordex.org/data-access/bias-adjusted-rcm-data/) with 12 km (EUR-11) 
resolution for control and 5 consecutive 30-year future climatological periods (2021-2050, 2031-2060, 
2041-2070, 2051-2080 and 2061-2090), for 4.5 and 8.5 representative concentration pathways (RCP), 
and for 3 pairs of General Circulation Model/Regional Climate Model, namely, MOHC-HadGEM2-
ES/RACMO22E, MOHC-HadGEM2-ES/CCLM4-8-17 and MPI-M-MPI-ESM-LR/REMO2009. 
 
Information from the two official fire datasets provided by the Portuguese Institute for the 
Conservation of Nature and Forests (www.icnf.pt), were combined to obtain an EW dataset with 
detailed temporal (ignition and extinction date and time) and spatial (burnt area, BA, polygon) data. 
In this study, EWs are defined as very large wildfires (BA ≥ 5 000 ha). In the control period a total of 
62 EWs occurred in Portugal, which corresponds to 0.02% of total number of wildfires but to almost 
19% of total BA. These events tend to occur more in central and south-eastern regions of Portugal 
(Figure 1). 
 
The Fischer and Schär (2010) definition of HW was 
adopted in this study for being especially suitable to capture 
absolute (summer) extreme events of Tmax. An HW is 
defined as a period of at least six consecutive days with 
Tmax > P90. HWs occurrence in control period and for 
future projections were characterized by their number 
(HWN90), duration (HWD90), frequency (HWF90) and 
amplitude (HWA90). Robustness of the climate change 
assessment was based on Jacob et al. (2014) and Pfeifer et 
al. (2015). To understand the impact of HWs in EWs, 
spatial distribution and temporal evolution of HWD90 and 
HWA90 were compared with the spatial-temporal 
distribution of wildfire events. 
  
Figure 1 – Number of extreme wildfire 
occurrences taking in account the 62 extreme 
wildfires (very large wildfires with burnt 
area ≥ 5 000 ha) define between 1981 and 
2010. 
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The intra- and inter-annual variability of HWs characteristics, namely, HWN90, HWD90, and 
HWA90 (Figure 2) unveil: (i) that HWs tend to occur between May and October; (ii) HWD90 and 
HWA90 present two significant increasing trends in the 1981 – 1992 and 1993 – 2010 periods; (iii) 
that HWN90 present a decreasing followed by a decreasing trend in the same periods; (iv) 1981 – 2010 
annual HWD90 and HWA90 peak is in 1990; (v) more HWA90 doesn’t mean more HWD90 or more 
HWN90 in every case; and, (vi) 1981 and 2009 were the years with more HWN90.  
 
 
Figure 2 - Monthly and annual distributions of heat wave number (HWN90), mean heat wave duration 
(MeanHWD90) and mean heat wave amplitude (MeanHWA90) for control period (1981 – 2010). 
Spatial distribution of annual HWN90 and HWD90 (Figure 3) reveal higher values in the northeast 
and in the south region with emphasis near the Spain border. In contrast, the annual spatial distribution 
of HWA90 is more homogeneous with high values in central region. Future projections of HWs shows 
that: (i) HWN, HWD and HWF are expected to increase in future for both RCP’s; and, (ii) HWA is 
expected to decrease for both RCP’s, with the exception after the second future period of RCP 8.5 
where its start to gradually increase. Spatial future projections unveil that HWN for RCP 4.5 are higher 
in central north region, while for RCP 8.5 are higher in the interior and central north regions. 
 
 
Figure 3 - Spatial distribution of annual heat wave number (HWN90), duration (HWD90) and amplitude (HWA90) 
for control period (1981 – 2010). 
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The analysis of spatial and temporal distributions of EWs, HWD90 and HWA90 (Figure 1 and 
Figure 3) disclose: (i) 3% of EWs were not active during an HW; (ii) only 10% of total EW days were 
not also HW days; (iii) more than 18% of the EWs had duration completely contained in the duration 
of an HW; and, (iv) 18% of EWs occurred during and in the area affected by HW. For example, Figure 
4 unveils that 2003 EWs occurred on the most affected areas by 2003 HWs, even the ones on the south-
eastern region.  
 
   
Figure 4 - Burnt area polygons of 2003 extreme large wildfires and heat wave 2003 statistics. 
 
 
Due to the adopted definition of heat waves, this study is focused on summer extreme events of 
surface air temperature. This is particularly evident in the intra-annual variability of the heat wave 
descriptor of number, duration and amplitude. This study also disclose a high inter-annual variability 
of those features, with a sequence of low and high values, superimposed by increasing trends in two 
sub periods (1981 – 1992 and 1993 – 2010), except HWN90 which present a decreasing trend in the 
first sub period. The spatial distribution of the heat wave descriptors reveal the NE and south as the 
most affect regions, in terms of number and duration, the central region is the most affected in terms 
of the amplitude. Central Portugal is also the region most affected by the extreme wildfires as was 
clear in 2003, one of the most extreme years in terms of burnt area. Temporal and spatial analysis 
disclose that all the extreme wildfire events occurred during or immediately after several long intense 
heat waves. This study aimed to help decision makers and practitioners on the definition of strategies 
for fire risk management and adaptation to climate change to HW since our results suggest the HW 
should increase in number, duration and amplitude for different future scenarios of climate change. 
 
 
This work was prepared in the frame of project FIREXTR - Prevent and prepare society for extreme 
fire events: the challenge of seeing the “forest” and not just the “trees", co-financed by the European 
Regional Development Fund (ERDF) through the COMPETE 2020 - Operational Program 
Competitiveness and Internationalization (POCI Ref: 16702) and national funds by FCT-Portuguese 
Foundation for Science and Technology (FCT Ref: PTDC/ATPGEO/0462/2014. The study was also 
supported by Project Interact - Integrative Research in Environment, Agro-Chain and Technology, 
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Abstract 
The Fire Weather Index, FWI, which is part of the Canadian Forest Fire Danger Rating System(CFFDRS), 
has been validated and recognized worldwide as one of the most trusted and important indicators for fire 
danger mapping. The classic use of the FWI is associated with the daily fire danger mapping, based on 
meteorological measurements, while in recent research papers this indicator has been used with forecasted 
climatic data for studying the changes in the occurrence and intensity of natural disasters. (Climate change 
Impacts Study Committee, 2011. The purpose of this work is the calculation of the Canadian FWI system 
indices combined with a state-of-the-art seasonal meteorological forecasting model, for predictive high 
resolution fire danger mapping, as a tool to design medium-term prevention planning. More specifically, the 
current paper presents a methodology for the calculation of a series of seasonal forecasted maps of 
meteorological fire danger, for the fire season (May-October) 2018, for Greece, using the Fire Weather Index 
(FWI) of the Canadian System CFFDRS. To this end, five components that account for the effects of fuel 
moisture and wind on fire behaviour have been calculated and investigated, namely, the Drought Code (DC), 
the Fine Fuel Moisture Code (FFMC), the Built Up Index (BUI), the Initial Spread Index (ISI) and FWI for 
the referenced period. The meteorological data needed for the calculation of FWI are produced from high 
resolution simulations with the WRF model (v3.5.1), for a period of six (6) months, using a grid spacing of 
5x5 km covering the whole country. The above referenced indices are calculated for every day of the fire 
season. Subsequently, from the mean value of the maps of seven (7) days, a weekly map is calculated, which 
constitutes the representative, final map for each index. The maps can be calculated at the beginning of the 
fire season and for its entirety. Hence, the FWI system values can be provided at three time levels as weekly, 
monthly and seasonal forecasts. Appropriate classification of FWI values yields estimation of the Forest Fire 
Danger. The calculated FWI system components and Forest Fire Danger are important to support decisions, 
about the prevention and management of forest fires, made by the local and central authorities of the country. 
Acknowledgment: The current work is carried out in the framework of project SERV_FORFIRE funded 
through H2020 ERA4CS ERA-NET and the European Commission (Grant Agreement 690462). 
 
Keywords: Seasonal meteorological forecast, FWI, fire danger mapping, fire prevention 
 
 
 The digital mapping of Forest Fire Danger is important to support decisions about the prevention 
and management of forest fires. The dynamic danger mapping at the national, regional and local level, 
taking into account the meteorological conditions represents a valuable tool for more effective daily 
effective design by the local and central authorities. The Fire Weather Index FWI, which is part of the 
Canadian Forest Fire Danger Rating System (CFFDRS), has been validated and recognized worldwide 
as one of the most trusted and important indicators for meteorological fire danger mapping. The classic 
use of the FWI is associated with the daily fire danger mapping, based on meteorological 
measurements, while in a recent research paper by the Bank of Greece, this indicator has been used 
with forecasted climatic data for studying the changes in the occurrence and intensity of natural 
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disasters. (Climate change Impacts Study Committee, 2011). The purpose of this work is the 
calculation of FWI system components, combined with a state-of-the-art seasonal meteorological 
forecasting model, for predictive fire danger mapping, as a tool to design medium-term planning, at 
the beginning of the fire period. 
 
 
 FWI system is comprised of six components: three fuel moisture codes and three fire behaviour 
indices. Calculation of the components is based on daily observations made at noon of air temperature, 
relative humidity, 10-m open wind speed and 24-hour cumulative precipitation. The calculation 
algorithm of FWI is quite complex. (C.E. Van Wagner & T.L. Picket, 1985). According to the 
literature, FWI values range from 0 to above 100 and are categorized, for operational purposes, in four 
(4) to six (6) classes, depending on the application area, corresponding to different meteorological fire 
danger levels, (JRC-EFFIS system, Dimitrakopoulos et al., 2011). In the present study, a five (5) 
classes categorization of FWI values, developed by NCSRD researchers, has been adopted as more 
effective for operational purposes for Greece. The classification approach which is based on Percentile 
Indices provides suitably varying FWI boundaries of classes taking into account the specific physical 




The FWI and the Daily Severity Rating (DSR) maps have been calculated at the beginning of the 
fire season 2018, based on the meteorological forecast for each day of the fire season.  DSR maps were 
grouped into the final weekly, monthly and seasonal maps, based on the respective average value of 
the Indices. In addition, monthly and seasonal maps were calculated for Fine Fuel Moisture Code and 
Drought Code components.   Below, a flowchart is presented, describing the processing of forecast 
fire danger mapping which is proposed in this paper (Figure 1). 
 
Figure 1 - Flowchart of seasonal forecast mapping of FWI system components  
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WRF-ARW model (version 3.5.1) has been suitably parameterized for high resolution production 
medium-term (seasonal) forecasts for Greece. The creation of higher resolution data was established 
with a one-way nesting procedure. The horizontal resolution of the spatial domain of Greece is 5 x 5 
km2.  
 
Figure 2 - High resolution grid of the Greek domain 
Initial boundary conditions for the WRF model simulations, were determined by twelve-hour analyses 
provided by the Climate Forecast System of Environmental Prevention (National Center for CFSv2, Saha 
et al., 2010, 2013) at 00 and 12 UTC for the time period of interest. The ARW-WRF model was validated 
extensively by using data of temperature, wind and precipitation from meteorological stations all over 




A series of seasonal forecasted maps of meteorological fire danger, for the fire season (May-
October) 2018, for Greece, using the Fire Weather Index System of the Canadian System CFFDRS 
have been calculated and investigated. A sample of a set of weekly Severity Rating maps is presented 
in Figure 3.  
 
Figure 3 - Sample of a set of weekly Severity Rating maps 
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Five components of FWI system that account for the effects of fuel moisture and wind on fire 
behaviour have been calculated, namely, the Drought Code (DC), the Fine Fuel Moisture Code 
(FFMC), the Built Up Index (BUI), the Initial Spread Index (ISI) and FWI. Daily Severity Rating maps 
were also calculated from the respective FWI maps. The weekly, monthly and fire-season maps have 
been estimated and investigated for the Severity Rating, FFMC and DC indices of FWI system.  
Appropriate classification of the value maps yield a set of forecast maps for the evaluation of 
Meteorological Forest Fire Danger level for the respective time level.   
The features provided by the modern seasonal model ARF-WRF and the capability of the forecast 
mapping of meteorological parameters which are related to the forest fire danger, we believe that are 
important for supporting prevention of forest fires. These forecasts can be used for the seasonal 
mapping of the Meteorological Fire Danger at the National, regional and local scale. The resulting 
maps can be proved a very useful tool for the effective exploitation of fire prevention means and 
personnel.    
 
 
The current work is carried out in the framework of project SERV_FORFIRE funded through 
H2020 ERA4CS ERA-NET and the European Commission (Grant Agreement 690462). 
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Simulating the effectiveness of prescribed burning at altering wildfire behaviour in Tasmania 
J. M. Furlaud*, G. J. Williamson and D. M. J. S. Bowman 




Prescribed burning is a widely accepted wildfire hazard reduction technique; however, knowledge of its 
effectiveness remains limited. To address this, we employ simulations of a widely used fire behaviour model 
across the ecologically diverse Australian island state of Tasmania. We simulate three broad scenarios: (1) 
no fuel treatment, (2) a maximal treatment, with the most possible prescribed burning within ecological 
constraints, and (3) 12 hypothetically implementable state-wide prescribed-burning plans. In all simulations, 
we standardised fire-weather inputs to represent regionally typical dangerous fire-weather conditions. 
Statistical modelling showed that an unrealistically large maximal treatment scenario could reduce fire 
intensity in three flammable vegetation types, and reduce fire probability in almost every vegetation type. 
However, leverage analysis of the 12 more-realistic implementable plans indicated that such prescribed 
burning would have only a minimal effect, if any, on fire extent and that none of these prescribed-burning 
plans substantially reduced fire intensity. The study highlights that prescribed burning can theoretically 
mitigate wildfire, but that an unrealistically large area would need to be treated to affect fire behaviour across 
the island. Rather, optimisation of prescribed burning requires careful landscape design at the local scale. 
Such designs should be based on improved fire behaviour modelling, empirical measurement of fuels and 
analysis of actual wildfires. Simulation modelling showed that an unrealistically large-scale prescribed-
burning program across Tasmania would be necessary to reduce wildfire extent and intensity under dangerous 
fire-weather conditions. By contrast, more feasible, but geographically constrained, broad-scale prescribed-
burning plans had substantially reduced effects on area burnt and fire intensity. This study highlights the need 
for targeted localised fuel treatments rather than broad-scale prescribed burning. 
 
Keywords: prescribed burning, dry eucalypt forests, eucalypt forests, fire behaviour model, fire management, fire weather, fuel 
reduction, fuel treatment, leverage, sedgelands, temperate rainforests, wet eucalypt forests 
 
 
Prescribed burning is a widely accepted wildfire hazard reduction technique, however, knowledge 
of its effectiveness remains limited. Prescribed burning is designed to reduce fuel loads in flammable 
areas across a landscape, which in turn reduces the probability of wildfires encountering high fuel load 
areas. This should result in a reduction of both the extent and intensity of wildfire across a landscape. 
The effectiveness of prescribed burning at reducing the extent of wildfire has been quantified using 
the metric leverage: defined as the reduction in area burnt by wildfires resulting from one unit increase 
in area treated with prescribed burning. However, prescribed burns involve numerous potential 
negative social and ecological side effects. Therefore, understanding the trade-offs between the 




To better understand these trade-offs, we employ simulations of the Phoenix Rapidfire model, a fire 
behaviour model that is widely used throughout southeast Australia. It is based on the McArthur Mk5 
forest and CSIRO grassland fire behaviour models and calculates fire spread as a function of fuels, 
weather and topography. We simulated 62 series of 11,059 fires across the ecologically diverse island 
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of Tasmania. Even though the Phoenix model was built for forests and grasslands, it has been adapted 
to Tasmania using empirically derived fuel accumulation curves for each vegetation type. For each 
series of simulations, we simulated a different fuel treatment plan, each of which falls under one of 
three broad treatment scenarios: a) no fuel treatment, b) an unrealistic maximal treatment, with the 
most prescribed burning possible within ecological and social constraints, and c) 12 more realistic 
implementable prescribed burning plans. In all simulations, we distributed ignitions uniformly and 
standardised fire weather inputs to represent typical dangerous fire weather conditions (i.e. the 99-
99.5th percentile McArthur Forest Fire Danger Index (FFDI)) for each of 45 meteorological regions in 
Tasmania. It should be noted that, due to Tasmania’s diverse climate, this fire weather simplification 
did not substantially constrain the range of FFDI values used in the analysis (8.7-38). 
 
(a) (b) 
Figure 1 - Geographic patterns of maximum simulated fire intensities in Tasmania with (a) no fuel treatment scenario 
and (b) a maximal prescribed burning scenario in which all treatable fuels were burnt state-wide . 
 
3. Results & Discussion 
We analysed the maximum simulated fire intensity under the null and maximal treatments 
qualitatively, using maps, and quantitatively, using generalised linear modelling (GLMs). The maps 
revealed distinct geographic patterns relating to vegetation, region, and terrain, and suggested that a 
maximal prescribed burning treatment substantially reduced both the extent and intensity of wildfire 
(Figure 1). The GLMs confirmed that maximal prescribed burning can reduce fire probability in almost 
every vegetation type, regardless of whether or not the vegetation was subject to treatment. However 
the GLMs also clarified that maximal prescribed burning can only reduce fire intensity in the three 
vegetation types which were extensively treated. Meanwhile, the 12 implementable prescribed burning 
plans were considerably less effective than the maximal scenario at reducing fire extent and intensity 
in all vegetation types.  These implementable plans exhibited leverage in four vegetation types: dry 
eucalypt forest (leverage: 0.28), native grassland (0.3), native scrub (0.2), and non-eucalypt forest 
(0.24) (Figure 2), suggesting these plans were roughly half as effective as the maximal scenario. 
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Additionally, our estimates of overall reductions in maximum intensity resulting from one hectare of 
prescribed burning (i.e. leverage intensity) were negligible for all vegetation types. These results 
suggest that intensive levels of prescribed burning are required to significantly alter fire activity, and 
that hypothetical plans that more closely reflect those implementable by fire managers will have little 
impact at an island-wide scale.  
 
 
Figure 2 - Ordination of estimated area burnt leverage and intensity leverage (bars represent one standard error) for 
each of the Tasmanian vegetation types under the implementable prescribed burning scenarios (12 treatments).  Area 
burnt leverage is defined as the reduction in unplanned burning resulting from one unit area treated through planned 
burning. Intensity leverage is defined as the reduction in intensity in kW/m per hectare treated.  
 
This study highlights that prescribed burning can be effective for wildfire mitigation, but suggests 
that an unrealistically large area would need to be treated with prescribed burning to meaningfully alter 
fire behaviour across the island of Tasmania. We argue that this indicates a need for intensive, but 
localised, fuel treatments. Therefore, we conclude that optimisation of prescribed burning requires 
careful landscape design based on improved fire behaviour modelling, empirical measurement of fuels, 
and analysis of actual wildfires.  
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Short contribution – Fire Risk Management 
The role of fire size, geometry, and intensity, in “extreme” plume development 
Rachel L. Badlan1*; Jason J. Sharples1; Jason Evans2; Rick H. D. McRae3 
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ACT 2600, Australia, {r.badlan@adfa.edu.au*} 
2Climate Change Research Centre, University of New South Wales, Kensington, NSW 2052, Australia  
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Abstract  
Fire spread associated with violent pyrogenic convection is highly unpredictable and is difficult to 
suppress. Wildfire-driven convection may generate cumulonimbus (storm) clouds which are also known as 
pyrocumulonimbus (pyroCb). Research into such phenomena has tended to treat the fire on the surface and 
convection in the atmosphere above as separate processes.  
This research investigates the relationship between the characteristics of the surface (i.e. the fire) - its 
shape, size and intensity - and the resultant convective plume. This is achieved using a coupled fire-
atmosphere model (the Weather Research and Forecast model (WRF)) to identify the combined effects of the 
fire behaviour and atmospheric structure on the occurence of pyroCb events. This is achieved with idealised 
model runs with a static heat source of variable dimension and intensity in order to examine the plume's 
sensitivity to the size and intensity of the fire, and the stability of the atmosphere in which it develops. It also 
considers the role of geometry of the spatial expanse specifically, as large areal fires (so-called "deep flaming" 
events) have been associated with the development of pyroCb. Moisture from either the fuel or combustion 
is not included in the surface fluxes at this point in the study. 
Initial results indicate that both the size and intensity of the fire are the variables which control the height 
to which the pyroconvective plume may rise. It also suggests that given a large enough fire source (deep 
flaming), these factors are the key determinanats of whether the plume will couple with the atmosphere and 
that the atmospheric stability may not be as influential in the development of violent pyroconvection if deep 
flaming is occuring. 
One of the metrics used to determine the pyroconvective potential of a plume is the total energy released, 
which is a function of the fire's area across the ground and intensity of the heat. This research also takes into 
account the shape of the fire by investigating the ratio between the perimeter of the fire and the area it 
encompasses. Our research determines how the the shape of the fire affects the height of the plume by 
comparing circular, square and rectangular fires of varying length and width which represent the difference 
between firelines and areal fires. This sensitivity study of fire geometry reveals that the perimeter/area ratio 
influences the amount of entrainment that the plume experiences and therefore the height to which the plume 
rises before it loses buoyancy. These results will be used to aid in the prediction of blow-up fires and may be 
useful in determining where fire agencies deploy their limited resources.  
 
Keywords: Wildfire simulation, fire-atmosphere interaction, deep flaming, pyroconvection, pyrocumulonimbus 
 
 
The prediction of violent pyroconvection is an important area of research. The particular geometric 
characteristics of the fire have not been a major consideration until now, and this research seeks to 
better understand the relationship of the fire - its shape, size and intensity – and the plume it produces.   
These areal fires have been shown to occur in several instances in which a pyroCb developed, some 
Australian examples being; the 2003 Canberra fires (McIntyres Hut and Bendora Dam), 2006 Grose 
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Valley fire, 2013 Wambelong and Aberfeldy fires. These large spatial fires are known as deep flaming 
(McRae and Sharples 2014), which may encompass several square kilometres and occur when 
wildfires experience any (or more) of the following triggers: 
 
• Very strong winds – so the head fire advances more rapidly than the back of the flaming 
zone; 
 
• Changes in wind direction – so the long flank of the fire is transformed into a fast running 
head fire; 
 
• Eruptive fire behaviour – where steep slopes can cause a fire to accelerate rapidly; 
 
• Vorticity-driven lateral spread – where strong winds and steep terrain interact to rapidly 
drive a fire laterally, accompanied by downwind spotting (Sharples et al. 2012, Simpson et 
al. 2013, Simpson et al. 2014); and 
 
• Fire coalescence – including mass spot fires from embers and lightning or merging of fires 
introduced into the landscape by other means. 
 
As deep flaming has shown itself to be associated with pyroCbs, this study intends to explore this 
relationship more thoroughly. 
 
 
Using the WRF, several idealised models were run using three different static cicular heat sources 
(25 kW m-2, 25 kW m-2, and 100 kW m-2) with radii of 150 m, 500 m, 750 m, 1 km and 1.5 km.  All 
of these were then run in a stable, neutral and unstable atmospheric profile (Fig. 1). 
 
Figure 1 - Input soundings for all model runs of potential temperature in K (left) and mixing ratio in g kg-1 (right) for 
the lowest 13 kms are shown. 
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Figure 2 shows cross-sections of four of the different size fires after one hour of the simulation with 
a neutral atmospheric stability.  This profile is typical of high fire danger in Australia with a deep 
mixed layer. As the heat source increases, the height of the cloud base which represents the Lifting 
Condensation Level (LCL) increases, as does the cloud top (the level of neutral buoyancy). The larger 
the heat source, the less the effect of entrainment on the convective column, which means that the 
plume experiences less dilution and more air reaches the LCL, driving convection. It was also found 
that the higher intensity heat source had a similar effect on the pyroconvection due to warmer air 
enhancing the convection. 
 
Figure 2 - Cross-sections of the plume after 1 hour simulation time for (a) 150 m radius, (b) 500 m radius, (c) 750 m 
radius and (d) 1.5 km radius fires.  The blue/white shading represents the cloud mixing ratio in g kg-1 and the solid 
contours are vertical velocity with solid being positive values and dashed, negative. Contours are every 5 m s-1. 
 
4.1.1. Other shapes 
Figure 3 shows the other shapes of the static heat source that were then run.  Each of these fires 
encompasses the same area as the 1 km radius fire described in the previous section. 
Results show that the geometry of the fire dramatically affects the plume height and longevity of 
the plume.  These results have important implications for the prediction of pyroCb and/or towering 
pyrocumulus formation and will aid fire risk analysts in determining such dangerous conditions. 
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Figure 3 - The fuel maps used to determine how the ratio of the perimeter of the fire  to the area affects the plume 
height. The approximate dimensions (to the nearest metre) are shown in the boxed area and the isoperimetric ratio is 
shown in the bottom right of each domain. 
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Short contribution – Fuel Management 
A rapid technique to quantify bark fuel hazard with smartphones 
Luke Wallace; Karin Reinke; Samuel Hillman; Bryan Hally; Simon Jones 
School of Science, RMIT University, Melbourne, Australia 
Bushfire and Natural Hazards Cooperative Research Centre, Melbourne, Australia 
 
Abstract 
In eucalypt forests, tree bark can be a major contributor to the potential spread and behaviour of a wildfire 
and suppression difficulty. In particular, very fine fibres of bark found on eucalypt stringybark provides 
highly flammable material that can produce large quantities of embers and short distance spotting. In contrast, 
long strips or ribbons of bark can produce substantial spotting at distances greater than 2km. Due to these 
impacts on fire behaviour, land managers emphasise the importance of assessing bark within their hazard 
evaluation protocols and may target specific mitigation approaches via prescribed burning to reduce the 
hazard. Such hazard assessments not only inform prescribed burning priorities but also play an important role 
as input variables into fire spread and behaviour models. Bark type, thickness, size and shape are assessed in 
combination with the attachment characteristics to determine the potential hazard posed by the trees within 
the forest. Having accurate, reliable and quantitative information is necessary for input into these models. To 
date, assessment of bark hazard relies on qualitative and subjective visual assessments. In this paper we 
present an alternative to visual assessments by using image analysis and photogrammetry (or remote sensing) 
techniques applied to photographs taken using smartphones. 
 
Keywords: Bark, Fire Behaviour, Fuel Hazard, Remote sensing, 
 
 
In eucalypt forests, tree bark can be a major contributor to the potential spread and behaviour of a 
wildfire and suppression difficulty. In particular, very fine fibres of bark found on eucalypt stringybark 
provides highly flammable material that can produce large quantities of embers and short distance 
spotting. In contrast, long strips or ribbons of bark can produce substantial spotting at distances greater 
than 2km. Due to these impacts on fire behaviour, land managers emphasise the importance of 
assessing bark within their hazard evaluation protocols and may target specific mitigation approaches 
via prescribed burning to reduce the hazard.  Such hazard assessments not only inform prescribed 
burning priorities but also play an important role as input variables into fire spread and behaviour 
models.  Bark type, thickness, size and shape are assessed in combination with the attachment 
characteristics to determine the potential hazard posed by the trees within the forest.  Having accurate, 
reliable and quantitative information is necessary for input into these models.  To date, assessment of 
bark hazard relies on qualitative and subjective visual assessments. In this paper we present an 
alternative to visual assessments by using image analysis and photogrammetry (or remote sensing) 




Bark was classified using the methodology outlined in the Overall Fine Fuel Hazard Guide 
(McCarthy et al. 1999). This method of assessment separates bark into three main categories - 
stringybark/fine fibrous, ribbon/candle and other bark types. Visual inspection of the bark aims to 
assign hazard ratings based on the thickness, size and shape of bark pieces, relative quantity of bark 
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and the nature of attachment to the tree. The process results in a categorical hazard estimate for the 
bark on a single stem. For each tree assessed in this study the process outlined in McCarthy et al. 
(1999) was undertaken for inter-comparison with the remote sensing approach.  
 
Remote sensing techniques have been recently employed to measure the properties of bark (Othmani 
et al. 2013). These approaches often employ high resolution images or highly accurate laser scans of 
the bark surface from which measures of texture can be derived.  These texture measures can be then 
used with machine or deep learning approaches to enable species to be accurately distinguished.  
In this paper 3D bark maps are created from three to six overlapping photos captured from a single 
vantage points. The four photos are imported into Agisoft Photoscan which is used to generate a dense 
point cloud. The point clouds are then passed through a workflow (figure 1) which allows bark depth 
to be recovered. Following descriptor metrics are extracted for use in a random forest classifier.  
In this study images 350 trees were collected with a minimum of 30 trees of each hazard type. This 




Figure 1 - Workflow used to generate bark texture metrics and the final classification. 
 
 
The bark classification shows a high rate of agreement with field observations of type and hazard. 
The process can also be run in the field on a smartphone device for real-time assessment of bark hazard.  
Although this paper only addresses the bark component of fuel hazard similar methods have been 
previously used to provide estimates of surface and near-surface fuels with greater reliability than 
achieved in the visual inspection approach (Spits et al. 2017). Once the accuracy of these methods 
have been fully established, the metrics, which are quantifiable and objective, will enhance the input 
data available for use in existing and next generation fire behaviour models. 
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Short contribution – Fuel Management 
Aliens & Flames — a new research initiative joining fire behaviour and invasion ecology 
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Abstract 
Wildfires and alien plant invasions are two major environmental concerns in Portugal. Some of the most 
aggressive invasive plant species are fire-adapted, which causes two problems: on one hand, wildfires may 
aggravate the invasions and promote the expansion of these species; on the other hand, the expansion of these 
plant species increases the risk of wildfires. This is the case of Acacia dealbata Link. and Hakea sericea 
Schrader, two species native to Australia that are problematic invaders in Portugal. Aliens & Flames is an 
innovative approach which unites two branches of science that have been following two separate paths and 
have never been explored together in fire-adapted exotic plant species in Europe: fire behaviour and invasion 
ecology. This work provides insights into the Aliens & Flames project, with a particular focus on the 
methodology and the expected results. 
 




Wildfires are perhaps the most concerning environmental threat in Portugal, the European country 
most affected by wildfires and one of the most affected worldwide. Over the last decades, wildfires 
have been aggravating, ravaging Central Portugal particularly in 2017 (ICNF 2017). Alien invasive 
plants are another major environmental concern in Portugal. These invasions originate direct (e.g. 
production loss) and indirect costs (e.g. increased fire hazard, ecosystem degradation) and, unlike other 
degradation processes (e.g. forest fires, soil erosion), their effects are in many cases nearly irreversible 
(Moreira et al. 2010). Yearly, large amounts of money are spent in the control of plant invasions, which 
led to the establishment of specific legislation in Portugal (Decree-Law 565/99) and in the European 
Union (Regulation UE 1143/2014). Some of the most problematic invasive plants are adapted to fire. 
Frequently, fire facilitates plant invasions which in turn may facilitate fire spread, leading to a fire-
invasion cycle (Brooks et al. 2004). In Portugal, Acacia dealbata Link. stands and Hakea sericea 
Schrader have expanded (ICNF 2013) as a result of the current fire regime (Marchante et al. 2014). 
Fire acts directly on the A. dealbata soil seed bank, stimulating germination, and the plant resprouts 
vigorously after canopy damage (Lorenzo et al. 2010). There is also evidence of a strong relationship 
between H. sericea and fire. This serotinous obligate seeder spreads wind-dispersed seeds through 
fire-triggered dehiscence (Esler et al. 2009), leading to new invasion foci. 
In this work, we present a new project started in 2018 that uses a new approach in Europe that 
addresses both problems – wildfires and plant invasions – by using fire to control fire-adapted invasive 
plant species.  
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Acacia dealbata is a tree up to 15 meters native to Southeast Australia and Tasmania. The flowers 
are bright-yellow. The fruits are brownish pods that mature yearly, releasing seeds between June and 
August (Northern hemisphere). Seeds (4-5×2.5 mm in size) are numerous, hard-coated and dormant, 
and form extensive soil seed banks that can remain viable for decades. Seeds bear an elaiosome, near 
half their size, highly attractive to ants that may disperse them (Montesinos et al., 2012). Although 
seeds are not adapted to wind dispersal, they may be transported by water and soil tillage. 
Hakea sericea is a shrub or tree up to 4 m, with irregular canopy. The leaves are green to greyish-
green needle shape (0.5 – 1.5 mm diameter), evergreen, very robust and sharp. The flowers, appearing 
from January to April (Northern hemisphere) are white, bland and arranged in axillary fascicles of 1-
7 flowers. The fruits are woody follicles (3 cm), dark brown with a patent crest and beak, having two 
black winged seeds. Dehiscence occurs after tissue necrosis, allowing the release of the seeds 
(Marchante et al. 2008). 
 
Acacia dealbata is invasive in several world regions, such as Asia, South Africa, New Zealand, 
USA, South America and Madagascar. In Europe, it was introduced by the end of the 18th century as 
an ornamental species and the first evidence of invasive behaviour occurred in mid-19th century in 
France. It is a very problematic species in some countries of the Mediterranean Basin (Lazzaro et al. 
2014), including Portugal where it was introduced mainly to stabilize soils and as an ornamental. A. 
dealbata is a fire-adapted species with a wide distribution in Portugal. Adaptations include vigorous 
resprouting, after fire and an extensive soil seed bank triggered by high temperatures. Therefore, after 
wildfires most individuals survive and new individuals normally arise, invading new areas and 
replacing the native vegetation. As a consequence, A. dealbata forms dense, monospecific stands, with 
high fuel load, potentially increasing the risk of wildfires. Management of this species is very difficult, 
costly, and frequently unsuccessful, because most people cut the individuals that vigorously resprout 
after treatment. 
Hakea sericea is invasive in South Africa (Esler et al. 2009) and Portugal (Marchante et al. 2014). 
The invasive success of H. sericea can be attributed to prolific seed production and serotinous habit. 
Wind-dispersed seeds are massively released following the death of parent plants by fire. Seeds usually 
fall within tens of meters away from the parent plant (Richardson et al. 1987), but some may be reach 




Aliens & Flames is a five-year project run by the Polytechnic Institute of Coimbra. It is an 
innovative approach that gathers two branches of science that have been following separate paths and 
have never been explored together in fire-adapted, invasive vegetation in Europe: fire behaviour and 
invasion ecology. 
Aliens & Flames aims to help improving the control of two of the most concerning environmental 
threats in Portugal: wildfires and alien plant invasions. We will explore the use of prescribed fire to 
control and eradicate invasions of A. dealbata and H. sericea. The main objectives are: a) to provide 
tools that allow reducing the risk of invasion in areas where prescribed fire is applied to vegetation 
management to prevent wildfires; b) to improve an alternative technique to control plant invasions; c) 
to improve forecasting plant invasions in burnt areas; d) to elaborate accurate fuel models for areas 
invaded by the target species; e) to advise forest owners about the problem of plant invasions and the 
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effects of wildfires on plant invasions. The project currently focuses on the two referred target species, 
but has the ambition of enlarging its scope and encompass other fire-adapted plant invaders.  
 
 
A set of experimental burns will be conducted in invaded areas in Central Portugal (Figure 34), 
featuring different slash-and-burn treatments corresponding to distinct fire regimes. A comprehensive 
set of data will be collected before, during and after the burns, including floristic composition and 
vegetation structure, seed bank properties, plant demography, fire behaviour parameters, soil 
characterization, and post-fire erosion.  
 
Figure 1 - Central Portugal study areas (left). Experimental design, treatment blocks and instrumentation (right). 
Prior to the burns, the fuel complex at each plot will be characterized in order to develop fuel models 
representing the invaded areas. Plot treatments will allow testing different fire intensities and residence 
times, aimed at depleting the seed bank and eliminating alien plant individuals. During the burns 
meteorological parameters, such as air temperature and relative humidity, wind direction and speed, 
will be recorded using a portable weather station. Fire behaviour (e.g. rate of spread, flame geometry) 
will be recorded with a video camera, and the soil profile temperatures will be measured using a 
thermocouple array. First order fire effects will be assessed (e.g. fire severity, fuel consumption, soil 
heating) immediately after the burn. Plant demography (including native and alien plants), seed bank 
dynamics and soil erosion will be monitored along the entire project duration (five years).  
Expected results, i.e. information on fire behaviour, vegetation dynamics and responses to fire, 
should provide the necessary knowledge to support fuel and fire management strategies and operations. 
 
 
The results of this project will provide insights into the two-way relationships between two 
important invasive plant species and fire. This knowledge will allow a better management of these 
species through the use of prescribed burns. It will allow forecasting the extent of new invasions in 
burned areas and a better assessment of fire hazard in invaded areas. The infrastructure created by 
Aliens & Flames through a network of experimental plots, is also an opportunity for collecting data on 
additional specific aspects of fire ecology, invasion ecology and fire behaviour. Therefore, we invite 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions  
 
Advances in Forest Fire Research 2018 – Page 1222  
 
experts in these areas, interested in using this infrastructure for obtaining specific data, to contact the 
project leader (Joaquim S. Silva; jss@esac.pt) for future collaboration.  
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Prescribed burning (controlled burning) is used to decrease accumulation of combustible materials and 
reduce impact of uncontrolled wildland fires. Prescribed fires are often used to burn undergrowth in southern 
forests of the United States. In order to improve prescribed fire application, accomplish desired fire effects, 
and limit potential runaway fires, an improved understanding of the fundamental processes related to 
combustion of heterogeneous fuel beds of live and dead fuels is needed. The initial processes of combustion 
involve pyrolysis and ignition. During this research, fast pyrolysis of 14 live and dead (biomass) plant species 
which are native to the southern United States have been studied using a flat-flame burner (FFB) apparatus. 
The FFB apparatus enables experiments at a high heating rate (~100°C s-1, or ~100 kW m-2) and moderate 
temperature (~765°C) to imitate pyrolysis during typical fire spread conditions. Pyrolysis products have been 
analyzed in detail using a gas chromatograph equipped with a mass spectrometer (GC-MS) for analysis of 
tars, and a gas chromatograph equipped with a thermal conductivity detector (GC-TCD) for analysis of 
permanent (light or non-condensable) gases. Differences between yields of light gas species were small 
between plant species. Composition of tars included aromatic compounds with 1 to 5 rings with very few 
attachments. The pyrolysis products observed at this temperature and heating rate appear to have experienced 
secondary pyrolysis. The tar composition showed some large changes with plant species. Comparison of 
products from pyrolysis of live vegetation and dead vegetation of the same plant species showed differences 
in tar, gas, and char yields, but no major changes in the types of chemical compounds observed. 
 
Keywords: pyrolysis, live shrubs 
 
 
Wildland fire is an important component of many North American ecosystems and has been used 
by humans to accomplish various objectives for several thousand years. Prescribed burning in the 
southern United States is an important tool used by the Department of Defense and other land managers 
to accomplish several objectives including hazardous fuel reduction, wildlife habitat management, 
critical training area maintenance, ecological forestry and infrastructure protection. The vegetation on 
Department of Defense installations is heterogeneous, unlike the homogeneous fuel beds assumed by 
current operational fire spread models. These models do not contain fundamental descriptions of 
chemical reactions and heat transfer processes necessary to predict fire spread and energy release 
needed for process-based fire effects models. To improve prescribed fire application to accomplish 
desired fire effects and limit potential escapes, an improved understanding is needed of the 
fundamental processes related to pyrolysis and ignition in heterogeneous fuel beds of live and dead 
fuels. The objective of this project is to address several fundamental questions to improve our 
understanding and modeling capability of fire propagation in natural fuel beds including 1) detailed 
description of pyrolysis and the evolution of its products for a greater variety of southern fuels than is 
currently known, 2) how convective and radiative heat transfer from flames to live fuel particles 
influences pyrolysis and ignition at laboratory and field scales, and 3) more detailed insight into 
pyrolysis, combustion and heat transfer processes in wildland fire spread through the use of high- 
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fidelity physics-based models. This work is part of a larger project which includes trying to measure 
pyrolysis products in a test bed of vegetation in a wind tunnel as well as in a small field-scale prescribed 
burn (Weise et al. 2018). 
 
A flat-flame burner (FFB) apparatus was used to study pyrolysis of foliar samples from the plants, 
as shown in Figure 1. A horizontal fuel sample was attached to a horizontal rod and was suspended in 
the middle of the glass duct. The rod was attached to a Mettler Toledo XS204 scale. The flat-flame 
burner structure was placed on wheels which enabled the structure to be moveable. The flat-flame 
burner was operated under fuel-rich conditions with an equivalence ratio of 1.13, providing a gas 
background at 765°C with no O2. The pyrolysis sampling system consisted of a glass funnel connected 
to stainless steel tubing wrapped with heating tape and insulation with a cold trap to separate the 
pyrolysis products. Pyrolysis products were analyzed using (1) a gas chromatograph (GC) equipped 
with, a thermal conductivity detector (TCD), and (2) a GC combined with a mass spectrometer (MS). 
In the cold trap, the high molecular weight hydrocarbons were condensed and then analyzed by GC-
MS after solvent extraction using dichloromethane.  
 
Figure 1 - Flat-flame burner setup used to measure pyrolysis products resulting from heating southern wildland fuels 
at a high heating rate. 
 
 
Figure 2 shows the yields of tar, light gas, and char from the high-heating rate pyrolysis in the FFB 
system. The results are the average of three experiments and are shown on a dry ash-free basis. The 
data showed an excellent reproducibility with the standard deviation of less than 5%. There was not a 
significant difference in the observed pyrolysis product yields between live and dead samples of a 
specific plant species. 
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Figure 2 - Yields of tar, gas, and char produced by high-heating rate pyrolysis of live southern fuels (by weight 
percentage of dry ash-free plant). 
Figure 3 shows the species distribution of light gas, presented as wt% of the light gas on a dry basis 
(with background gases from the FFB subtracted). The major light gas species for all plants was CO, 
followed by CO2, then CH4 and H2. The CO content varied the most for the Swamp Bay plant. 
Pyrolysis of dead plant species yielded similar results.  
Phenol, naphthalene, fluorene, anthracene, phenanthrene, fluoranthene, and pyrene were the major 
identified tar compounds, with 1 to 5-ring aromatic compounds. Differences in tar composition were 
observed for each plant species. The tar species data seemed to lie in four general areas: broad leaf, 
pine needle, palmetto-type, and grasses. For example, in tar analysis, phenol ranged from 6 mole% in 
dead little bluestem grass to 36 mole% in live saw palmetto. See Safdari, et al. (2018) for additional 
details. 
 
Figure 3 - Composition of permanent (i.e., non-condensable) gas from pyrolysis of live southern fuels (by weight 
percentage of dry permanent gas). 
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Most plant species from the same type of plant (broadleaf, grass, or needle-like) showed only small 
differences in yields of the light gas species (CO, CO2, CH4, and H2). Tar compounds consisted of 1- 
to 5-ring compounds with very few attachments on the rings. Major tar species observed included 
phenol, naphthalene, fluorene, anthracene, phenanthrene, fluoranthene, and pyrene. Tar compounds 
from different plant species exhibited a significant difference in the distribution of functional groups. 
 
 
This work was supported was the DOD/EPA/DOE Strategic Environmental Research and 
Development Program project RC-2640. 
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Fire in wet eucalypt forests: rethinking fuel-accumulation models for Tasmania’s most unique 
fuel type 
J. M. Furlaud* and D. M. J. S. Bowman 
School of Biological Sciences, University of Tasmania, Hobart, Tasmania, Australia,  
{james.furlaud@utas.edu.au*} 
 
Keywords: fuel accumulation, fuel loads, temperate rainforests, sclerophyllous forests, wet eucalypt forests, fire hazard, 
chronosequence, macro-ecological gradients, climate change 
 
 
Wet eucalypt forests are potentially the most dangerous fuel type in Tasmania, an island state in 
Australia’s temperate southeast. Their long fire return interval (sometimes hundreds of years) allows 
for massive accumulation of fuels that could potentially result in the highest fire intensities on Earth. 
However, there is little empirical data describing fuel loads in these forests, especially in Tasmania, 
where current fire behaviour models are calibrated using data from ecologically-distinct Victorian 
forests. Understanding how these fuels accumulate over time is critical for calibrating fire behaviour 
models for this fuel type. 
 
 
We measured fuels along a chronosequence of 24 plots in southeast Tasmanian wet eucalypt forests, 
ranging from recently-burnt to old-growth forests.  In each plot we measured the structure and fine-
fuel biomass in tonnes per hectare (t/ha) of the surface fuels, elevated fuels, and canopy bark. We also 
recorded qualitative fire-hazard scores and measured temperature and humidity of the understorey 
climate. With this data, we developed novel fuel-accumulation models to describe fuel loads and fire 
danger as a function of time since previous fire. We also measured fuels across the TERN Ausplots 
Forest Monitoring Network: 48 permanent plots in mature tall wet eucalypt forests across a variety of 
Australian climates.  This provided insight into how the structure and fuel load might change in 
Tasmania’s forests as the climate warms. 
 
 
In developing novel fuel-accumulation models for Tasmania’s wet eucalypt forests, we found that, 
even though overall fuel biomass continues to increase as a forest ages, the trends in fuel hazard in the 
different layers are substantially more complex. In general, however, it appears that while fuel hazard 
increases, sometimes dramatically so, directly after a fire, it decreases as a forest matures into old 
growth forest (Figure 1). Additionally, after mid-successional stages, the composition of the 
understorey (i.e. the elevated fuel layer) shifts from moderately-flammable sclerophyllous species to 
less-flammable rainforest species.  This shift is not represented in the hazard scores, suggesting that 
the reduction in flammability in mature forest understoreys is even greater than is indicated by Figure 
1. Additionally, our understorey temperature and humidity measurements indicate that as the forest 
ages, and the canopy closes, a cooler and moister microclimate develops (Figure 2), further reducing 
fire hazard.  Analysing the data from our continental-scale 
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Figure 1 - Qualitative hazard scores, as used by local fire agencies, plotted against stand age, as measured by time 
since previous fire for each of the chronosequence plots.  Hazard scores are presented for the bark, elevated, near-
surface, and surface fuel layers.  The black line represents the trend for the mean hazard score for each age class. 
Hazard score abbreviations are as follows: L-Low, M-Moderate, H-High, VH-Very High, E-Extreme. 
  
Figure 2 - Mean temperature (a) and relative humidity (b) in the understorey, as measured by data loggers, plotted 
against time since previous fire for each of the chronosequence plots. Dots represent the mean of measurements from 
the six-month period between August 2016 and January 2017. Grey bars represent one standard deviation. The 
dashed line represents the best-fit line according to a generalised linear model. 
Ausplots Forest Monitoring Network, we found fuel biomass and structure in each layer to be highly 
variable across different climates.  Generally speaking, warmer climates appear to support forests with 
(a) (b) 
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more continuous vertical fuel structure and more regular crown fires. This could suggest that climate 
change will alter the structure, and hence the fire regime of Tasmania’s wet eucalypt forests, however 
a more detailed analysis is required.  Perhaps more importantly, we found the vertical structure of these 
fuels to be highly complex along both chronological and climatic gradients. This is problematic as fire 
behaviour models currently treat fuel load as a singular mass. Our research suggests a need for a more 
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Fire, landscape pattern and biodiversity: Using fire for conservation in a south-eastern 
Australian ecosystem 
Alan York*; Julian Di Stefano; Holly Sitters; Matthew Swan 
School of Ecosystem and Forest Sciences, University of Melbourne. 4 Water Street Creswick VIC Australia 
3363, {alan.york@unimelb.edu.au*} 
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Fire is an important process that influences species and ecosystems worldwide.  By changing the 
availability of resources for organisms in space and time, fire has the potential to be a powerful driver 
of species diversity.  Biodiversity conservation in fire-prone environments presents a challenge for 
management because it is unclear how best to apply planned burns to the landscape. It is widely 
assumed that spatially and temporally variable fire regimes benefit biodiversity conservation.  This is 
based on ecological theory, which predicts positive associations between species diversity and 
environmental heterogeneity.  A mosaic of fire histories constitutes a mosaic of environmental states, 
which is generated by differences in the resetting, or partial resetting, of the successional process in 
time and space. 
Although the notion that variable fire regimes benefit biodiversity is grounded in ecological theory, 
it has rarely been tested.  As the application of planned (prescribed) fire is becoming more common 
amid forecasted increases in frequency and severity of wildfire under climate change, we need to better 
understand the relationship between fire regimes and biodiversity. The principal aim of this research 
was to test the theorised relationship between native animal diversity and landscape spatial pattern 
complexity within a fire-prone ecosystem.  We sought to examine how animal communities are 
influenced by (i) fire-mediated spatial pattern (‘pyrodiversity’), which is subject to control by land 
managers, and (ii) spatial pattern in vegetation type, which remains relatively static.  We differentiated 
between these two influences by mapping fire age class and vegetation type separately, and tested 
predictions about the response of animal diversity to the observed spatial patterns. 
 
 
This study was conducted in a 59,000 ha section of the Otway Ranges in southern Victoria, 
Australia.  The climate of this region is temperate with cool wet winters and warm dry summers.  In 
response to an elevation and rainfall gradient, vegetation communities change from areas of treeless 
heath in the north east to tall wet forests in the south.  The study area has been subject to wildfires in 
1939, 1967 and 1983, with prescribed fire undertaken extensively for fire mitigation purposes over the 
last 10 years. 
For the purposes of this study we defined 100 ha ‘landscapes’ as the sampling unit.  Thirty-six 
landscapes (‘mosaics’) were stratified according to the composition of both fire age classes and 
vegetation types. Five sub-sampling sites based around 100 m transects were established in each 
mosaic (Figure 1).  We surveyed diurnal birds using two 10 minute interval counts at the 20 and 80 m 
marks of each transect (Sitters et al. 2014a,b).  We surveyed terrestrial mammals using a combination 
of trapping and wildlife camera detection (Swan 2014, Swan et al. 2015).  We also quantified a number 
of habitat variables along each transect. We used generalized linear mixed models to investigate how 
animals respond to landscape diversity and configuration.  We also used generalized additive mixed 
models to explore relationships between fire, habitat structure and animal abundance.
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Figure 1 - Location of the 
study area in the Otway 
Ranges, southern Australia 
showing study landscapes.  
Different shades represent 
combinations of vegetation type 
and age class. The blowout 
shows a single landscape 
(mosaic) containing three 
vegetation types and three age 
classes. 
 
For birds, species richness was positively associated with fire age class diversity, age class 
configuration and vegetation type diversity.  Habitat structure variables predicted the occurrence of 13 
bird species, however overall, time since fire was a poor predictor. 
We found that although time since fire was moderately correlated with habitat structure, it was a 
poor surrogate for mammal occurrence.  Variables representing habitat structure were better predictors.  
Overall, terrestrial mammal diversity was not related to pyrodiversity but to spatial heterogeneity in 
habitat structure.   
 
 
This study is one of a few landscape-scale analyses to provide empirical support for the widely held 
assumption that spatially variable fire regimes can increase the diversity of faunal assemblages. 
Managers can potentially increase bird species richness by increasing both the diversity of fire age 
classes, and the complexity of age class configuration, within relatively small areas.  However, our 
results suggest that time since last fire, a measure commonly used in management, is unlikely to be a 
useful surrogate for either birds or ground dwelling mammals.  At landscape scales, fire can be used 
to positively influence mammal diversity by increasing the spatial variability in structure. 
Time since fire is currently used by Australian land managers to define post-fire vegetation growth 
stages.   The application of planned fire to create a mosaic of growth stages underpins current 
ecological fire strategies.  However, our research has demonstrated that time since fire is, by itself, a 
poor surrogate for faunal occurrence in these forests.  To better conserve biodiversity in these 
landscapes we need a improved understanding of the relationship between fire regime variables and 
habitat structure.  More accurate mapping of fire severity and patchiness, and the inclusion of these 
factors in fire management planning, is likely to lead to a more sophisticated understanding of the role 
of fire in conserving native animal communities. 
 
 
Sitters H, Christie F, Di Stefano J, Swan, M, Penman T, Collins P, York A  (2014a)  Avian responses 
to the diversity and configuration of fire age classes and vegetation types across a rainfall gradient.  
Forest Ecology and Management 318, 13-20. 
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Short contribution – Fuel Management 
FireCaster Decision Support System: on the need for a new fuel description approach 
Y. Pérez-Ramirez Y*; JB Filippi; L Ferrat 




The goal of the FireCaster project is to develop a new generation national (French) scale Wildfire Decision 
Support System (FCDSS) to provide operational agencies more efficient ways to forecast fire danger and 
handle ongoing crisis. A key task of the project concerns fuel, defined as dead and live biomass. On the one 
hand, fuel characteristics are required inputs for fire behavior models, which are used in the framework of 
the project to predict the fire front evolution and to compute probabilistic risk by means of mass ensemble 
simulations. On the other hand, one of the objectives of the project is developing the methods and procedures 
to predict fuel state (e.g. live and dead fuel moisture content, fuel loading) and its spatiotemporal evolution 
across the landscape from an operational land surface model. To respond to these needs it is primary necessary 
to determine which fuel variables are needed and at which scale and level of detail, and to conceive the data 
structure to store the geo-referenced fuel variables. Fuel description systems have been traditionally 
developed to match input variables of a particular fire behavior model. However, advances in computing 
capabilities and simulations techniques have opened up new possibilities for modelling fire behavior and 
fuels at finer scales. FCDSS has been designed with genericity and evolvability in mind, in order to match a 
variety of uses and sources of fuel data. In order to tackle these challenges, the FireCaster Fuel Descriptions 
System (FCFDS) has been defined based on the review of existing fuel classification and descriptions 
systems, fuel input parameters of the current fire behavior models and the goals of the FireCaster project. In 
the FCFDS a vegetation stand is composed by one or more structurally distinct pseudo-homogeneous geo-
referenced fuel layers, which in turn are composed by fuel elements (i.e. individual plant of a stand, e.g. tree, 
shrub) or fuel particle arrangements (e.g. herb patch) sharing the same structural, physical, chemical and 
physiological response characteristics. Fuel elements are in turn composed by different sizes and types of 
fuel particles (i.e. leaves, twigs, branches). A set of fuel layer attributes has been defined to describe the state, 
structure and arrangement of fuel. Fuel layer attributes related to fuel state will be predicted by using the 
operational land surface model SURFEX, which takes into account the soil-vegetation-atmosphere 
interactions. Correspondingly, a set of fuel elements and fuel particles attributes has been defined. These 
attributes can be shared by elements and particles in fuel layers located at different positions in the landscape. 
The way fuel data is structured in FCFDS allows to consider different levels of detail, from the stand scale to 
the particle scale. Moreover, linkages to different fire behavior models will be developed by means of 
adaptors. This paper introduces the framework for the definition of the FCFDS, as well as the structure, the 
associated fuel attributes and the range of spatial scales considered. Moreover, an example of application will 
be presented. 
 
Keywords: Fuel modelling, Fuel attributes, Fuel Description System, Wildfires 
 
The goal of the FireCaster project is to develop a new generation national (French) scale Wildfire 
Decision Support System (FCDSS) to provide operational agencies more efficient ways to forecast 
fire danger and handle ongoing crisis. A key task of the project concerns fuel, defined as dead and live 
biomass. On the one hand, fuel characteristics are required inputs for fire behavior models, which are 
used in the framework of the project to predict the fire front evolution and to compute probabilistic 
risk by means of mass ensemble simulations. On the other hand, one of the objectives of the project is 
developing the methods and procedures to predict fuel state (e.g. live and dead fuel moisture content, 
fuel loading) and its spatiotemporal evolution across the landscape from an operational land surface 
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model. To respond to these needs it is primary necessary to determine which fuel variables are needed 
and at which scale and level of detail, and to conceive the data structure to store the geo-referenced 
fuel variables.  
The way fuel is described, this is the set of categories, components and fuel variables used for 
describing fuel, depends on the intended application (i.e. fire management, fire behavior, fire ecology), 
the spatial and temporal resolution scale and the available resources (i.e. data, technology, fuel 
sampling techniques). Fuel description systems have been traditionally developed to match input 
variables of a particular fire behavior model. However, it is necessary to reconsider fuel description 
across the landscape in order to take into account advances in the knowledge on fire behavior and its 
modelling, fire risk, pollutants emissions, fuel ecology and fuel dynamics (Keane, 2013). Moreover, 
advances in computing capabilities and simulations techniques have opened up new possibilities for 
modelling fire behavior and fuels at finer scales (Parsons et al., 2011). In the same way, progresses in 
remote sensing (e.g. LIDAR, satellite) have led to the improvement of the quality and resolution of 
available fuel-related data but also to the increase in the volume of data to manage and store.  
FCDSS has been designed with genericity and evolvability in mind, in order to match a variety of 
uses and sources of fuel data. In order to tackle these challenges, the FireCaster Fuel Descriptions 
System (FCFDS) has been defined based on the review of existing fuel classification and descriptions 
systems (e.g. Ottomar et al., 2007; Hollis et al., 2015), fuel input parameters of the current fire behavior 
models and the goals of the FireCaster project. The FCFDS will be firstly implemented and tested in 
the Corsican Region by re-analysis of past fire events and mass ensemble simulations. Moreover, in 
the FCFDS linkages to different fire behavior models (i.e. semi-physical, physics-based) will be 
developed by means of adaptors (Figure 1).  
 
Figure 1 - Overall view of the FireCaster Fuel Description System (FCFDS) and its interactions to other elements of 
the FireCaster Decision Support System (FCDSS). 
This paper introduces the framework for the definition of the FCFDS, as well as the structure, the 
associated fuel attributes and the range of spatial scales considered. An example of application to a 
fuel stand will be presented as well. 
The way fuel data is structured in the FCFDS allows to consider different levels of detail, from the 
stand scale to the particle scale. In the FCFDS a vegetation stand is composed by one or more 
structurally distinct pseudo-homogeneous geo-referenced fuel layers (spatial resolution ranging from 
50 m to 5 m), which in turn are composed by fuel elements (i.e. individual plant of a stand, e.g. tree, 
shrub) or fuel particle arrangements (e.g. herb patch) sharing the same structural, physical, chemical 
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necessarily corresponds to a vegetation stratum, and that a vegetation stratum can be described by 
several fuel layers. Fuel elements are in turn composed by different sizes and types of fuel particles 
(i.e. leaves, twigs, branches). 
 
 
Figure 2 - Example scheme of the different layers composing a fuel stand. 
A set of fuel layer attributes has been defined to describe the state, structure and arrangement of 
fuel. These fuel layer attributes are unique for a certain point in the landscape and time evolving. Fuel 
layer attributes related to fuel state will be predicted by using the operational land surface model 
SURFEX (Masson et al., 2013), which takes into account the soil-vegetation-atmosphere interactions. 
The number of fuel layers to cosider in a certain point in the landscape will be partly derived from the 
French Forest Inventory. Correspondingly, a set of fuel elements and fuel particles attributes has been 
defined. These attributes (i.e. physical, chemical and ecophysiological properties) can be shared by 
elements and particles in fuel layers located at different positions in the landscape. Fuel elements and 
fuel particle attributes, obtained from the literature, include data values, but also allometric 
relationships and other simple fuel models describing spatiotemporal variations of fuel attributes.  
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Mid-term effects of thinning on canopy variables related to crown fire hazard on pure, even-
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One of the main objectives of forest stand management in Mediterranean areas of Europe is the mitigation 
of crown fire hazard. Effective silvicultural strategies for reducing the likelihood and intensity of crown fires 
include reducing surface fuels, increasing canopy base height (CBH) and reducing canopy bulk density 
(CBD). All these fuel variables depend to a certain degree on stand structure and are therefore responsive to 
stand density management through thinning treatments. It is well known that canopy fuel load (CFL) and 
CBD diminish and CBH increases immediately after thinning from below. Nevertheless, for how long the 
thinning effect be sustained and whether it could be species-specific is less clear. We examined how different 
levels of thinning intensity altered canopy fuel variables in the mid-term in Pinus pinaster and Pinus radiata 
stands. We used data from 41 thinning trial locations installed in pure, even-aged stands of P. pinaster (22 
locations) and P. radiata (19 locations). At each location, three rectangular plots were established and a 
different treatment was applied to each plot: control (unthinned), low thinning (20% of the basal area 
removed), and heavy thinning (40% of the basal area removed). Six years after treatments, CBD and CFL in 
treated plots were still significantly lower than in untreated plots for both species. Moreover, for radiata pine, 
CBD values were even lower than in the pre-thinning situation. On the other hand, CBH did not show any 
change following thinning in P. pinaster, whereas for P. radiata, heavy thinning resulted in significantly 
lower CBH values since four years after the treatment. The results highlight that thinning may only have a 
limited impact towards diminising the potential for crown initation, especially in maritime pine stands, 
altough they could significantly influence the crown fire rate of spread in stands of both species. 
 
Keywords: Canopy fuel load, Canopy Base Height, Canopy Bulk Density, Maritime pine, Radiata pine 
 
 
Mediterranean pine stands without proper fuel management are prone to high-intensity crown fires. 
Effective silvicultural strategies for reducing the likelihood and intensity of crown fires are aimed to 
decrease quantity and continuity of forest fuels. The initiation and spread of crown fires in pine stands 
are strongly influenced by three canopy fuel stand variables: canopy base height (CBH), canopy fuel 
load (CFL) and canopy bulk density (CBD) (Van Wagner, 1977). These variables are responsive to 
stand density management, i.e., thinning treatments (Ruiz-González et al., 2015; Hevia et al., 2018). 
Although it is well known that both CFL and CBD diminish and CBH increase immediately after 
thinning from below, for how long that effect will be sustained is less clear. The main objective of this 
work was to evaluate the mid-term effects of thinning on these variables in pine stands. 
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The study area was located in the North-west of Spain. The dataset corresponds to 41 thinning trial 
locations installed in pure, even-aged stands of Pinus pinaster (22 locations) and P. radiata 
(19locations). At each location, three rectangular plots (1000 m2 in size) were established and a 
different treatment was applied to each plot: control (unthinned), low thinning (20% of the basal area 
removed) and heavy thinning (40% of the basal area removed). The plots were thinned from below 
immediately after plot establishment in 2009-10 and were re-measured in winter 2011-12, winter 2013-
14 and winter 2015-16.  
The values of CBH, CFL and CBD were estimated from tree diameter, height and height to the base 
of live crown measurements. The ‘load over depth’ method’, proposed by Van Wagner (1977), was 
used to define these variables. According to this method, CBH was calculated as the vertical distance 
between the ground surface and the mean crown base height; CFL was calculated as the biomass of 
needles and fine twigs (up to 5 mm at the thick end) which were considered as the fuel that is assumed 
to be consumed within the flaming front of a crown fire; and CBD was calculated by dividing CFL by 
the canopy length, estimated as the difference between the mean stand height and CBH. 
Species-specific equations were used to estimate the biomass of needles and fine twigs (Diéguez-
Aranda et al., 2009). 
Analyses of variance (ANOVA) were conducted to assess the influence of the thinning intensity on 
the canopy variables of each inventory. Differences between mean values were evaluated with the 
Tukey’s HSD test (α = 5%). The value of the canopy variable analysed measured on the previous 
inventory was included in the ANOVA as a covariate for all post-treatment comparisons. 
 
 
Box-plots of each canopy fuel variable, differentiating by species, thinning intensity and inventory 
are shown in Figure 1. The results indicate that the values of the three canopy fuel variables on both 
species before thinning treatments (BT, 2009-10) were not significantly different between plots 
assigned with different thinning intensities. 
Significant differences between thinning intensities were found for CFL and CBD for both species 
in the first post-thinning remeasurement (2011-12). Moreover, the differences were maintained along 
the 6-year period analyzed with a similar pattern for both species. The observed CBD values in the 
thinning plots at the end of the study period (2015-16) reached the values before thinning for maritime 
pine but not for radiata pine. The response of P. pinaster CBD and CFL agreed with previous results 
(Jiménez et al., 2016) in a 5 years study, but contradicts the results of Soler et al. (2017) who did not 
find change in CDB seven years after thinning. It must be noted that the latter study was carried out in 
older stands and under Mediterranean climate with less precipitation. Fuel management to reduce CBD 
below the empirical threshold value of 0.10 kg/ m3 has been recommended since the likelihood of 
active crown fire is strongly reduced (e.g. Scott and Reinhardt, 2001). Six year after treatments only 
the mean value of the radiata pine trials with heavy thinning remains below this threshold (Figure 1, 
red dotted line for CBD).  
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Figure 1 - Box-plots of the canopy variables for each species, inventory and thinning intensity: Control (C), Low 
thinning (LW) and Heavy thinning (HT). Different letters indicate significant differences between mean values 
(Tukey’s HSD test. α = 5%). Black points correspond to mean values. 
Significant differences between thinning intensities were found for CFL and CBD for both species 
in the first post-thinning remeasurement (2011-12). Moreover, the differences were maintained along 
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the 6-year period analyzed with a similar pattern for both species. The observed CBD values in the 
thinning plots at the end of the study period (2015-16) reached the values before thinning for maritime 
pine but not for radiata pine. The response of P. pinaster CBD and CFL agreed with previous results 
(Jiménez et al., 2016) in a 5 years study, but contradicts the results of Soler et al. (2017) who did not 
find change in CDB seven years after thinning. It must be noted that the latter study was carried out in 
older stands and under Mediterranean climate with less precipitation. Fuel management to reduce CBD 
below the empirical threshold value of 0.10 kg/ m3 has been recommended since the likelihood of 
active crown fire is strongly reduced (e.g. Scott and Reinhardt, 2001). Six year after treatments only 
the mean value of the radiata pine trials with heavy thinning remains below this threshold (Figure 1, 
red dotted line for CBD).  
On the other hand, CBH did not show any change following thinning in P. pinaster, a species with 
marked self-pruning. Jiménez et al. (2016) found significantly higher CBH values in treated plots, 
probably due to its high pre-treatment stocking. For P. radiata, heavy thinning resulted in significantly 
lower CBH values since four years after the treatment, likely caused by enhanced lower branch 
elongation linked to increased light availability. 
Since CBH strongly influences the likelihood of crown fire initiation, and CBD the crown fire rate 
of spread, the results highlight that thinning treatments: (i) may only have a limited impact towards 
limiting crown fire occurrence, especially in maritime pine stands; and (ii) can have substantial impact 
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Abstract 
In October 2017, a diverse campaign of fire research was carried out in the context of management 
prescribed burns at the Nature Conservancy’s Sycan Marsh Preserve, a relatively isolated site in south central 
Oregon characterized by extensive grasslands, dry ponderosa pine forests and unique wetland habitats.  The 
overarching objective of this effort was to develop integrated and reliable fuels, weather and fire behavior 
datasets for evaluation of different fire models. This broad goal required an integrated methods approach to 
facilitate fuel mapping and fire behavior observation and measurements at multiple scales. Fuel mapping 
efforts, intended to provide 3D inputs for physics-based fire models, link traditional surface fuels and tree 
measurement sampling with new approaches that enable development of comprehensive data across larger 
areas. These new approaches include a mobile app-based tool for surface fuels, drone imagery-based 
mapping, airborne LiDAR data, and 3D modeling using the STANDFIRE prototype fuel modeling platform. 
Wind measurements included a large network of 3m anemometer towers and a SODAR instrument to capture 
the vertical wind profile in 3D. Emissions data collection included vehicle and aerostat mounted sensors 
sampling particulates and gas concentrations. Fire behavior measurements included surface instruments and 
thermal imagery from fixed wing and drone platforms. This presentation will provide an overview of the 
overall experiment, present some preliminary data, and discuss future directions. With more research burns 
planned in the months and years to come, we see the Sycan Marsh Preserve as a site for collaborative fire 
science research, and as a test bed for new methods and approaches in mapping fuels in 3D at landscape 
scales, integration of fire behavior and weather data across scales, and in data and approaches for evaluating 
models across scales and different levels of detail. 
 
Keywords: Fuel Mapping, Fuel modeling, Prescribed Fire, Fire Behavior, UAS, Drones, Thermal Imagery 
 
 
The Sycan Marsh Preserve is a 12,364 ha preserve in south central Oregon owned and managed by 
The Nature Conservancy, a non-profit dedicated to natural resource conservation. In many of its 
preserves, The Nature Conservancy considers active management, such as forest fuel treatments and 
prescribed fires, as key components in their stewardship and restoration strategies.  Located on mostly 
flat terrain at an elevation of around 1585m, the Sycan Marsh Preserve is predominantly grass and 
wetlands but has extensive forest areas, dominated by ponderosa pine, at the margins of the marsh. 
Such dry forest types have undergone significant shifts in forest structure, composition and disturbance 
regimes over the last century, stimulating the need for restoration (Hessburg et al 2005). Management 
practices include cattle grazing, and forestry; a series of forest thinnings with different specifications 
have been carried out in the last several years, with the most recent, in 2016, having been designed to 
enhance spatial heterogeneity for restoration purposes following recent ecological guidelines (Larson 
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and Churchill, 2012). This treated area is scheduled to be prescribed burned in fall 2018. In the present 
paper we describe research data collected on a prescribed fire carried out in October 2017. 
 
Figure 1 - Site location 
 
The 2017 prescribed fire was located in the northwestern portion of the Sycan Marsh Preserve,  and 
totalled 398 ha, divided into a grass unit (Unit 1, 257.5 ha) and a forest unit (Unit 2, 140.5 ha) (Figure 
1). Unit 1 had been previously prescribed burned in 2013, and about 80% of Unit 2 had been prescribed 
burned in 2006 following a conventional thinning operation. Management objectives in the grass area 
(Unit 1) were to reduce encroachment of lodgepole pine and juniper into the open prairie and increase 
native bunchgrass and forb densities, while management objectives in the forest area (Unit 2) focused 
on fuel reduction and maintenance of low density, resilient forest structure. Unit 1 was burned on 
October 11, 2017. Unit 2 was burned the following week, divided up into sub units burned in 
succession over a two day period (October 17 and 18). The northern portion of Unit 2 was not burned 
due to concerns of possible escape. In both units, ignition patterns were modified in the vicinity of 
focused data collection areas (described below) to permit free-burning fire conditions.  
 
Figure 2 - Cross-platform fire behavior observations link A) surface fire behavior in sagebrush, B) drone-based 
thermal mapping, C) example drone plot fire progression, shown at intervals of ~ 10s between selected frames,  and 
D) airborne thermal imagery for a single flight line at a point in time.  
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
 
Advances in Forest Fire Research 2018 – Page 1242  
 
 
As wildland fire science continues to mature, the field is gaining new capabilities to embrace and 
understand complexity; rather than focusing entirely on steady state behavior and rate of spread, 
researchers can now explore interactions and gain insights into more fundamental physical quantities 
and their interactions (Yedinak et al 2018). Modeling plays a critical role in this expanding capability. 
While a growing body of evidence illustrates the performance of the physics-based models (e.g. Linn 
et al 2005b, Mell et al 2009, Pimont et al 2009, Hoffman et al 2016), model evaluation, through 
comparison against robust, integrated datasets is essential. Several complementary datasets were 
collected as part of this project, characterizing fuels, fire behavior, weather and emissions. Fuel 
mapping efforts, currently underway, will integrate surface and canopy fuels sampling, LiDAR and 
drone-based imagery. As the prescribed burn units are fairly large, fuel and fire behavior measurements 
centered on focused data collection areas called “drone plots” of 100m x 100m, within which extensive 
field sampling, and drone-based fuel and fire mapping, took place. Drone-based fuel mapping was 
carried out with significant end- and side-lap image collection at high resolution, enabling highly 
detailed 3D fuels mapping through photogrammetric approaches. This data complements high quality 
airborne LiDAR data from 2010 and airborne imagery from 2016. A prototype 3D fuel modeling 
system, STANDFIRE (Parsons et al. 2018, Pimont et al 2016), will be used with this data to develop 
fuels inputs to the WFDS (Mell et al 2009) and FIRETEC (Linn et al 2005) physics-based fire models, 
providing a means for model evaluation against observed data. Fire behavior observations (Figure 2) 
within the drone plots included fire behavior packages (Butler et al 2004), oriented both horizontally 
and vertically (Unit 1 only), drone-based thermal nadir imagery (Figure 2 B and C) taken with a 
frequency of ~ 1 hz, complemented by airborne thermal imagery capturing the larger burn unit with 
multiple images captured over the course of the burn (Figure 2 D). Wind data consisted of a large 
number of 3m anemometer towers complemented by a SODAR collecting 3D wind data at 10m 
intervals for several hundred meters of height. Finally, emissions data were collected using sensors on 
an aerostat (large ballon) and a vehicle.   Data processing is ongoing at this time; upon completion, 
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Abstract 
Fire science and management are often limited by an inability to quantitatively measure and track the 
properties of wildland fire at their full spatial and temporal scales (Riggan et al. 2004).  Direct experimental 
measurements of the energy, fluid flow, and chemical processes occurring in full-scale wildland fires over a 
spatial extent are difficult to obtain.  Techniques exist to measure the radiant intensity or emissive power of 
the flame; however, the high temperature and transient nature of naturally burning wildland fires has been 
limited to just a few localized measurements of fire intensity (Butler et al. 2004).  Recent advances in 
unmanned aerial systems (UAS) and light weight, high resolution sensors provide an opportunity to address 
the various limitations associated with previous research in landscape scale fire radiative power (FRP) 
estimates.  A series of nine small scale (0.5-1km2) field experiments were instrumented with multiple 
horizontal and nadir view fire behavior packages (FBPs) in order to characterize point source fire energy 
measurements.  Additionally, in-situ and remote sensed (UAS) radiometric thermograhy data with collocated 
at high resolution in space and time.  Coordinates of each in-situ location were acquired and pre-loaded into 
the UAS flight plan to ensure collocation data collects.  This paper presents the experimental design and 
preliminary results with the intent to develop a strong correlation between highly resolved ground based fire 
energy measurements collacted with UAS remote sensed thermography. 
 
Keywords: Fire behavior, thermography, remote sensing, unmanned aerial systems 
 
 
It is widely recognized that fire science and management are critically limited by an inability to 
quantitatively measure and track the properties of wildland fire at their full spatial and temporal scales 
(Riggan et al. 2004).  An understanding of the variability and dynamics of fire properties is necessary 
at both plot and landscape scales for future physics based fire behavior models and land managers 
alike.  Fire management requires either tracking or accurate prediction of fire spread rates, intensity, 
and spread direction in order to ensure firefighter safety and maintain landscape scale objectives.  
Accurate assessment of the ecological impacts of fire requires either active monitoring or a means to 
deduce them post burn. 
Direct experimental measurements of the energy, fluid flow, and chemical processes occurring in 
full-scale wildland fires over a spatial extent are difficult to obtain.  Techniques exist to measure the 
radiant intensity or emissive power of the flame; however, the high temperature and transient nature 
of naturally burning wildland fires has been limited to just a few localized measurements of fire 
intensity (Butler et al. 2004).  Furthermore; wildland fire radiant energy (FRE) is one of the only 
measurements of combustion that can be made at wide spatial extents and high temporal and spatial 
resolutions (O’Brien et al. 2016).  
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Small-scale experiments have demonstrated that FRE is linearly related to fuel combusted, but such 
a relationship has not been shown at the landscape level of prescribed fires (Kremens et al. 2010, 
Hudak et al. 2016).  The difficulty in acquiring total radiative energy of a landscape scale fire requires 
sufficient sampling over time to integrate the radiative energy from instantaneous measures of the fires 
radiative power (FRP) (Johnston et al. 2017).  Several experiments have attempted to classify FRP 
from a variety of remote sensed platforms, but lengthy return intervals (hrs - mins) and course scale 
pixel resolution (km - m) have lead to gaps in the data collection (Riggins et al. 2004, Dickenson et al. 
2015, Kremens et a. 2010). 
Recent advances in unmanned aerial systems (UAS) and light weight, high resolution sensors 
provide an opportunity to address the various limitations associated with previous research in 
landscape scale fire radiative power (FRP) estimates.  The use of a multi-rotor UAS equipped with 
infrared (IR) thermography sensor systems is a unique innovation and logical advance and complement 
to current ground based technology, and is expected to have significant benefits in sampling efficiency, 
time, and cost. 
 
 
Here we report the priliminary results of a series nine small scale (0.5-1km2) field experiments 
conducted at the Tall Timbers Research Station located in Tallahassee, FL in April 2017.  The fuels 
were representative of heterogenious southern rough that varied in age from 1 to 3 years growth since 
previous fire introduction.  Plots were instrumented with in-situ fire behavior packages (FBPs) (Butler 
et al. 2010) and nadir view in-situ radiometric thermal imaging systems (O’Brien et al. 2012).  
Additionally, UAS remote sensed radiometric thermal images were collocated with the in-situ 
instrumentation to collect highly resolved (cm) thermal data orthorecitified in space and time.   
Direct experimental measurements of the radiative energy, 
fluid flow, and chemical processes occurring in full-scale 
wildland fires over a spatial extent are difficult to obtain, yet 
critical for understanding fire variability on the landscape.  
Field deployable ground-based fire behavior packages (FBPs) 
and digital video cameras provide point source in-situ, time-
resolved measurements of radiant and convective energy 
transfer from the fire, horizontal and vertical air flow, air 
temperature, and digital video footage.  Multiple horizontal 
and nadir view FBPs (n= 3 - 5) were deployed randomly 
through each of the Tall Timbers field study plots and sampled 
at 10 Hz (Figure 1).  FBPs were arranged in pairs, one 
horizontal and one nadir view, in an effort to capture total 
hemispherical radiative power at each point in space and time.  
Sensors were positioned around coordinate ground control 
points to allow for georeferencing on the landscape.   
Additionally, fine scale (cm) nadir view IR radiometric data 
was collected in-situ from an 8.2m tall tripod design (O’Brien 
et al. 2012).  A long wave infrared (LWIR) themal imaging 
systems from FLIR Inc. (SC660) mounted atop the tripod 
systems was used to collect 1 Hz radiometric in-situ data 
(Figure 2). 
 
Figure 1 - In-situ horizontal and nadir view 
FBPs in southern rough fuel type. 
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The aerial thermal imagery was acquired using the FLIR 
Zenmuse XT camera mounted on the DJI matrice UAS 
platform.  The DJI/FLIR combination offers expertise in flight 
stability, gimbal technology, and image transmission (Figure 
3).  These coupled systems are a fundamental step in linking 
ground based measurements to nadir radiometric images. 
The experimental design was to pre-select areas of interest 
within each burn unit that would allow for a dual collect (in-
situ FBP and UAS and tripod thermography) upon ignition.  
Areas were identified base on fuel characteristics, access, and 
canopy enclosure.  Each in-situ set up consisted of a horizontal 
mount FBP at 0.5m above ground level (AGL), a nadir mount 
FBP at 3.0 m AGL, a horizontal GoPro camera at 0.5 m AGL, 
a nadir view GoPro housed within the nadir FBP at 3.0 m AGL 
and one 8.2 m thermography tripod.  The in-situ FBP sensor 
array was within the measurement footprint of the tripod IR 
sampling array.  Coordinates of each in-situ location were 
acquired with Real Time Kinematic (RTK) precision 
positioning system and pre-loaded in the UAS flight plan to 
ensure collocation data collects. 
This approach provided an infrared 2-dimensional 
temperature profile collocated with in-situ point source fire 
behavior measurements that are well-understood. 
 
. 
Figure 2 - In-situ infrared tripod system, 
FPBs and video sensors. 
Furthermore, by correlating UAS imagery to in-situ fire energy release, the UAS system acquired 
data can be calibrated and interpreted in terms of engineering units.  The significance of this correlation 
is that the data become objective, independent of sensor and UAS platform, and quantifiable.   
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The experiments were conducted at the Tall Timbers Research Station over the course of three 
separate burning periods.  Physical fire behavior data was collected both in-situ and remotely from 
various platforms for each of the burn plots.  Horizonal and nadir view FBP 10Hz data collected radiant 
and convective heat flux (kW/m2), horizontal and vertical air flow (mph), and air temperature (C).  
Addtionally, in-situ nadir view and remote sensed radiometric images were collected at 1Hz using a 
tripod mounted and UAS systems (Figure 4).  Ground control points and real time kinematic (RTK) 
precision positioning systems were used to georeference point source data in space and time.   
 
Figure 4 - Radiometric image for UAS platform(left) and data profile from in-situ FBP(right). 
This presentation presents the experimental design and primilnary results with the intent to develop 
a strong correlation between highly resolved ground based fire behavior measurements collocated with 
UAS remote sensed thermography.  The benefits are multifaceted, the primary being demonstrating 
how data acquired using UAS systems can be used by fire managers to more effectively characterize 
fire energy release and thereby achieve management objectives.  Other benefits include cost savings 
through reduction in required monitoring activities.  This demonstration has the ability to supplement 
and expand ground based monitoring programs to quantify fire effects, habitat impact, fuel reduction 
and other management objectives.  Other benefits include reduced risk to personnel through improved 
situational awareness.  In-situ and UAS data analysis will provide a benchmark for landscape scale 
management techniques that will provide natural resource specialists with quantifiable data and tools 
necessary to analyze pre and post burn imagery. 
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Short contribution – Fire Management 
Assessing fire severity using charcoal reflectance following a recent heathland wildfire on 
Carn Brea, Cornwall, UK 
Stacey L. New*, Victoria A. Hudspith & Claire M. Belcher 
wildFIRE Lab, Hatherly Laboratories, University of Exeter, Exeter, EX4 4PS,  
United Kingdom {S.New@exeter.ac.uk*} 
 
Abstract 
Charcoal has recently been suggested to retain information about the fire that generated it (Belcher and 
Hudspith, 2016). When looking under a microscope charcoals formed by different aspects of fire behaviour 
indicate different ability to reflect the amount of light when studied using the appropriate technique. It has 
been suggested that this method might be able to provide a quantitative fire severity metric that can be used 
in conjunction with or instead of standard qualitative fire severity scores.  We studied charcoals from a recent 
wildfire in Carn Brea, Cornwall and assessed whether charcoal reflectance (Ro) can be linked to standard 
qualitative fire severity scores for the burned area. We found that charcoal reflectance was greater at sites 
along the burned area that have been scored as having a higher fire severity, whilst surrounding sites with a 
lower severity score have a noticeably lower Ro measurement. We suggest, by measuring the reflectance of 
charcoals that this may be able to provide quantitative information about the spatial distribution of heat across 
a burned area post-fire, and that this should provide better linkages between fire behaviour, fire severity and 
ecosystem effects. 
Synthesis: Results from the analysis of the Carn Brea charcoal suggests that variation in charcoal 
reflectance measurements may be due to changes in fire severity across a burn site, enabling researchers to 
gain information that links fire severity and fire behaviour by analysing the charcoal left behind post-fire. 
This is particularly useful if quantitative fire severity measurements cannot be obtained via remote sensing. 
 
Keywords: Charcoal, Reflectance, Severity, Surface Fire, Surface Fuels 
 
 
Charcoal is a key product of wildfires that remains in abundance after wildfire events. Researchers 
have established that the structure of charcoal varies during creation due to a number of differing 
factors e.g. wood species, wood density and heating (Cohen-Ofri et al., 2006; Lowden and Hull, 2013). 
Experimental research has indicated that during the combustion process charcoal transitions through 
various phases in which cells are eventually re-ordered to a more graphite-like structure (Cohen-Ofri 
et al., 2006; Belcher and Hudspith, 2016). This re-ordering of cells alters the reflective properties of 
the charcoal i.e. there is an increase in the quantifiable amount of light reflected from the surface of 
the charcoal, thus, allowing researchers to study the reflectance properties of charcoal (Belcher and 
Hudspith, 2016). 
Recently, researchers have begun to develop the use of charcoal reflectance in post-fire 
assessments, (e.g. Belcher and Hudspith, 2016; Hudspith et al., 2017). Here we consider the use of 
charcoal reflectance as a tool in post-fire assessments as a quantitative measure of fire severity. We 
present reflectance measurements in combination with standard qualitative fire severity scores from a 
recent wildfire which occurred in Carn Brea, Cornwall (50.2141° N, 5.2551°W). Using both a fire 
severity matrix across the burn scar, acquired in the field, and charcoal reflectance, conducted in the 
laboratory, we consider whether charcoal reflectance may serve as a quantitative fire severity measure 
in place of, or in combination with the qualitative fire severity matrices. 
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A heathland fire in a region dominated by heather (Calluna sp.) and gorse (Ulex europaeus) 
occurred on the 26th of May 2015 burning 7 hectares of a small area of Cornwall, UK (BBC, 2015). 
The gorse in particular had been left unmanaged, meaning that it was overgrown and dense (The 
Heritage Journal, 2015), this resulted in a large abundance of fuel on the heathland for the fire to burn. 
The fire started at the bottom of the site and travelled up the hill to the top where a footpath intersected 
the heathland; this may have acted as a ‘natural’ fire break. Charcoal samples were collected from the 
burn scar in June 2015, two days after the fire. A transect was taken across the axis of the fire scar and 
12 sampling locations documented using a GPS and photographs. Charcoal samples were collected 
every ~1m. At each sampling location a 30cm by 30cm quadrat was placed on the ground and charcoal 
collected from within that area. A mixture of heather and gorse charcoal was collected. 
 
Qualitative fire severity scores were assigned to each sampling location according to the table 
presented in Ryan and Noste (1985) but was modified for a heathland ecosystem (see Hudspith et al., 
2014). Fire severity was found to be similar across the entire transect, but became higher in the denser, 
more overgrown gorse-dominated areas. Of the 12 sampling locations along the transect 10 were 
classified as having a light fire severity (severity score 3), ‘surface litter, mosses and herbs charred or 
consumed’, the two remaining sampling locations were given a moderate or severe fire severity 
description (severity score 4) which includes ‘all understory plants charred or consumed, fine dead 
twigs on soil surface consumed, pre-fire soil organic layer largely consumed’ (Hudspith et al., 2014).  
 
Reflected light microscopy was used to assess the reflectance of the charcoals collected along the 
transect. All charcoal samples were oven dried at 40C before preparing for analysis under the 
reflectance microscope. Charcoal samples, a mixture of vegetation types (heather and gorse), were 
embedded in polyester resin blocks and subsequently ground and polished using a a MetaServ 250 
with Vector Power Head grinder-polishing machine (Buehler, Neckar, Germany), with a silicon 
carbide disc (50m grain size) (Belcher and Hudspith, 2016). The type of resin used is referred to as 
cold-mounting epoxy resin, consisting of two components, an adhesive and a hardener. Reflectance 
was measured using a Zeiss Axio-Scope A1 optical microscope with a TIDAS-MSP 200 system 
attached. The TIDAS-MSP 200 system is calibrated using three synthetic reflectance standards, 
strontium titanite (5.41% reflectance in oil (Ro)), gadolinium gallium, garnet (GGG) (1.719% 
reflectance in oil (Ro)) and spinel (0.42% reflectance in oil (Ro)) (Belcher and Hudspith, 2016). An 
x50 objective (with x32 eyepiece magnification) was used and the measurement of reflectance was 
manually taken at the cell-wall junction using MSP200 v 3.27 software (Belcher and Hudspith, 2016), 
100 reflectance measurements were taken per block. 
Reflected-light microscopy allows charcoal to be visually analysed whilst also being able to 
quantitatively measure the amount of light that is reflected back from the polished charcoal surface; 
the brighter the charcoal appears under the microscope the more light is being reflected back (Figure 
1) (Belcher and Hudspith, 2016).  
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Figure 1-Images of charcoal under the reflectance microscope. A) Shows a lower reflecting piece of charcoal from a 
location along the burn scar given a severity score of 3 in the field, and B) shows a higher reflecting piece of charcoal 
from a location along the burn scar given a severity score of 4 in the field.  
 
 
We observed that locations along the burn scar that experienced higher qualitative fire severity 
scores produced charcoals that were more higher reflecting when compared to those at lower severity 
sites (Figure 2). Images of charcoal showing this visual difference in reflectance, under the reflectance 
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Figure 2 - Histogram showing the distribution of reflectance measurements of the Carn Brea charcoal. Bars are 
coloured to represent the different severity scores given to the sites along the burn scar, the red bars represent the sites 
given a severity score of 4 and the orange bars represent the sites given a  
severity score of 3. 
A t-test was conducted on the reflectance values to compare all of the sites with a qualitative fire 
severity score of 3, to site 7, and then to site 8, both of which had higher quantitative fire severity 
scores of 4. There was a significant difference in the scores for all sites with a fire severity score of 3 
(M=0.65, SD=2.25) and site 7 (fire severity score 4) (M=2.56, SD=0.84); t (499) =-45.733, p = <2.2e-
16, and again when testing site 8 (fire severity score 4) (M=2.33, SD=0.88) to the sites which a severity 
score of 3; t (499) =-37.636, p = <2.2e-16. These results suggest that quantitative fire severity scores 
do correspond to quantitative charcoal reflectance measurements; where the higher the charcoal 
reflectance the higher the qualitative fire severity score. Therefore, we suggest that charcoal 
reflectance measurements taken from burned areas may provide a useful quantitative means to assess 
aspects of fire severity that link more directly to aspects of fire behaviour (e.g. see Belcher and 
Hudspith, 2016; Hudspith et al., 2017) than existing qualitative fire severity scores. We aim to continue 
to develop this approach in the hope that it might be able to aid our understanding of post-fire recovery 
following fire events.  
 
 
SLN is funded by the Natural Environment Research Council [NE/L002434/1] as part of the GW4+ 
Doctoral Training Partnership (http://www.nercgw4plus.ac.uk/). CMB acknowledges a European 
Research Council Starter Grant ERC-2013-StG-335891-ECOFLAM (awarded to CMB). We thank Dr 
MJ Grosvenor and Dr SJ Baker for assistance in the field, and Dr CA Boulton for assistance with R. 
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Carbon dioxide emission on recurrent burnt peat swamp forest in Raja Musa Forest Reserve, 
Selangor, Malaysia 
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1Institute of Tropical Forestry and Forest Product, Universiti Putra Malaysia, 43400 Serdang, Selangor, 
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Peatlands represent globally significant stores of soil carbon that have been accumulating for millennia 
and currently. However, the human activities have causes degradation which led to increase in forest fire 
incidences and emissions of green house gases into the atmosphere. However, not musch is known on 
emissions of green house gases on recurrent burnt peat forest. The objective of this study was to investigate 
carbon dioxide emission and its relationship with environmnetal factors on recurrent burnt tropical peat 
swamp forest. This study was conducted on plot which has been experiencing recurrent fires since 1996 in 
Raja Musa Forest Reserve, Selangor, Malaysia.  The carbon diaoxide emission rates in recurrent burnt plot 
was in the ranges from 2.13 to 8.50 µmol m-2 s ̄1. The result also showed the variation in relationship between 
soil CO₂ emission across time, weekly and monthly and statistically analysis showed a significant correlation 
between soil CO2 emission with soil temperature and soil humidity. In conclusion, soil temperature and 
relative humidity were the factors influencing the soil CO₂ variation significantly according to different 
months. 
 
Keywords: Tropical peat samp forest, Carbon dioxide, forest fire 
 
 
Tropical peat swamp forests are an important component of the world’s wetlands and provide a 
variety of benefits in the form of timber products, fishery resources, energy, flood mitigation, water 
supply and groundwater recharge. However, since 1990, 5.1 Mha of the total 15.5 Mha of peatland in 
the southeast Asia have been deforested, drained and burned while most of the remaining peat swamp 
forest has been logged intensively (Miettinen and Liew, 2010). 
Over the same period there is an increase of tropical peat swamp forest areas that have been 
converted to oil palm and plywood plantations from 2 to 15 % of the total peatland area. This high rate 
of conversion has affect the delicate balance of ecosystem process in the area and has led to the draining 
of the tropical peat swamp coupled with the drought cycle has causes fires in the are Ainuddin and 
Goh, (2010). The impacts of these fires were haze and release of green house gasses into the 
atmosphere (Syaufina et al., 2004). 
Hence, there is a strong interest in quantifying  carbon dioxide emission from unburnt and recurrent 




In this study, sampling was conducted at the latitude of 03 ̊ 26 ̍ 08 ̎ North and longitude 101 ̊ 25 ̍ 09 ̎ 
East at Raja Musa Forest Reserve (RMFR), Bestari Jaya Selangor.  RMFR covers 23,000 ha and has 
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annual rainfall ranged from 1336 to 2673 mm with high rainfall in November while the lowest in June. 
RMFR and together with Sungai Karang Forest Reserve are known as North Selangor Peat Swamp 
Forest (NSPSF). 
Plots  with 20 m x 20 m in size that easy for accessibility were chosen in compartment 6. 200 small 
plots were measured with an area of 1 m x 1 m. Three small plots were selected using the random 
sampling methods which were plots 68, 70 and 151.  
Three sampling point were established and soil collars were inserted in a certain depth and the 
volume of soil covered in the soil collar is determined and leave for 24 hours before data collection to 
create equilibrium stage and avoid soil disturbance. The offset between the ground and the top edge of 
the collar were taken for the total volume correction (offset). Next, the measurements of soil CO2 
emission were taken using Closed Dynamic Chamber (CDC) (Li-COR 8100 Automated Soil CO2 Flux 
System) with 20 cm sized. This newly developed fully automated system can measure soil CO2 efflux 
at one stop over time repeatedly. The data was recorded every five minutes for every observation. 30 
seconds from 5 minutes observation is a pre-purge stage functioning to avoid overestimation of CO2 
emission caused by the initial accumulation of the gas in the chamber. Other environmental factors 
also can be measured using Li-COR 8100 such as soil temperature and relative humidity.  
 
 
The total soil CO2 efflux in three months showed that there was varied at different months. The 
diurnal pattern of soil CO2 emission from the three months measurement from 3 August 2016 to 15 
October 2016 displaced a mean of 4.26 to 5.09 µmol m-2 s ̄1 (table 1) that showed different emission 
from 11.40 a.m. to 2.45 p.m. with nearly similar soil temperature and relative humidity. Soil CO2 
efflux showed daily rates of 2.13-5.06, 3.34-5.99 and 3.06-8.50 µmol m-2 s ̄1 in August, September and 
October respectively. 







August 4.78 2.71 1.36 2.13 8.43 
September 4.26 0.22 0.61 3.34 5.99 
October 5.09 2.97 1.72 3.06 8.5 
 
The result for soil CO2 effluxes is summarized in Figure 1 until Figure 11 for each subplot (subplot 
68, 70 and 151). The mean soil CO2 efflux in this area was 4.68 µmol m-2 s-1. The scatter plots showed 
the relationship between the soil CO2 effluxes and time which were measured from 10.40 a.m. until 
02.45 p.m..  Even though there are some Figures showed negative relationship but it can be concluded 
that the soil CO2 flux increases gradually across time as 73% of the scatter plots showed positive 
relationship. In addition, soil respiration could be affected by photosynthesis process (Ekblad and 
Hogberg, 2001). Photosynthesis process was depending on the sunlight as the more sunlight means 
high in temperature will increased photosynthesis process in plant and this will affect soil respiration. 
As photosynthesis happen, CO2 will be released. There are some plots that show negative relationship 
because it probably depends on environmental factors.  
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    Figure 1 - Soil CO2 flux at plot 151           Figure 2 - Soil CO2 Flux at plot 70 
         (03.08.2016)      (10.08.2016) 
 
 
Figure 3 - Soil CO2 Flux at plot 68     Figure 4 - Soil CO2 Flux at plot 151 
           (17.08.2016)                (24.08.2016) 
 
Figure 5 - Soil CO2 Flux at plot 70     Figure 6 - Soil CO2 Flux at plot 68 
        (01.09.2016)            (10.09.2016) 
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    Figure 7 - Soil CO2 Flux at plot 151       Figure 8 - Soil CO2 Flux at plot 70 
(15.09.2016)            (24.09.2016) 
        
    Figure  9 - Soil CO2 Flux at plot 68  Figure 10 - Soil CO2 Flux at plot 151 
(01.10.2016)      (08.10.2016) 
 
Figure 11 - Soil CO2 Flux at plot 70 (15.10.2016) 
 
 
In conclusion, this study showed that the soil CO2 efflux varied depends on the environmental 
factors such as soil temperature and soil relative humidity, thus influenced the microbial activity. The 
average soil CO2 efflux in this area was 4.68 µmol m-2 s-1. Temperature started to increased and 
influenced the soil CO2 efflux to increase. In addition, soil temperature was the main factor that 
influenced soil respiration compared to soil relative humidity. 
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Short contribution – Fire Management 
Characterization of long term retardants 
Vicens Mans*; Sheila Espasa 




Retardants are additives that once added to the water, the mix retards the fire spread by reducing the fuel 
flammability. There are two types of retardant, the so-called short term and long term. The difference among 
them is that short-term retardants are only effective when water is still there, while long-term retardants are 
effective even if water is evaporated. 
The long-term retardants, retardants since now on and the base product for the presentation, modify the 
combustion process of the fuel, leading to a char formation instead of flammable gasses emission when it is 
submitted to pyrolysis. This particular aspect is well explained in the paper detailing the chemical reactions 
involved in the FR mechanism, such as here below case for the char formation mechanism to prevent 
flammable gases emission and avoid flame spread. 
 
Keywords: retardants, forest fire fighting 
 
Characterization of long term retardants 
Besides the expected functionality of a retardant, the paper presents the regulatory aspects affecting 
the use of retardants, such as REACH compliance and Safety data Sheet required as per CE 1272/2008 
for a safe use and application. 
 
 
- Viscosity: The rheological properties of the retardants have a key influence in the air drops 
patterns (l/m2 left on the ground) and in the adhesion properties on the fuel  (pine trees old forest needs 
higher viscosity than bushes). This parameter is measured for concentrated and mixed retardant 
(diluted with water at the end use condition) and are qualified as High (>1000 cp ), Medium ( 100-
1000 cp ) and Low viscosity (<100 cp) 
- pH : To determine acidity or alkalinity. Most of specs required a neutral pH ( 6-8 ) 
- Density:  Retardants in form of a liquid concentrate use to have high densities (1,4 Kg/l).  Mixed 
retardants density, typically 1,1 kg/l, is an important parameter since flying conditions are affected by 
the takeoff weight. Tested in both concentrate and mixed retardant. 
- Freezing temperature.  Temperature at which the liquid retardant concentrate turns into solid.  
This is an important parameter for winter storing of products. This effect is not important if the product 
can turn back into liquid after a temperature increase. Only tested in liquid concentrates. 
- Active ingredient: The main component of the retardant is the responsible for the extinguishing 
capacity. The chemical reaction with the fuel to form char is based on an acidic dehydration of the 
cellulose. The acid is formed by ammonia release at  >250ºC and the left acid is causing the 
dehydration. Two ammonium salts have been used for years: ammonium sulfate and ammonium 
phosphate/polyphosphate. Nowadays, ammonium sulfate is no longer used for two reasons: a) 
environmental reasons, b) Sulfates are not efficient for afterglow because SO3 is released and the 
catalytic effect is gone.  Ammonium phosphates/polyphosphates remain because P2O5 is not volatile 
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and remain on the fuel with a catalytic effect. Therefore, that characterization on the active ingredient 
is concentrated nowadays on the Phosphorous content, expressed as P2O5 as usual in fertilizer 
terminology. Tested in concentrates. 
For solid FR concentrates, ammonium phosphates are used and for liquid FR concentrates, liquid 




This is the most important parameter to qualify a retardant as such and be accepted in public tenders.  
Tests are run for mixed retardants according to the water dilution rate recommended by the 
manufacturer. There are three different tests and related assessments performed in three countries: a) 
Spain. A thermo-scale with a pine needles layer is 1/3 treated with retardant, fire spread is measured, 
and ashes/residues weighted. With the test data, efficiency is rated from 0 to 4.  INIA is the responsible 
test institution.  b) France: Two tests are performed: 1: Heat release determination. 2: Thermo-scale 
evaluating flame spread and weight loss. Fuel used are preconditioned wood chips.      The Institution 
responsible for is CEREN. c) USA : For retardants that claim the P2O5 concentration is above 8% in 
the mixed retardant, no test is required since experience proves that such concentration is enough to 
satisfy extinguishing properties. For concentrations below 8%, mixed retardant are tested in a wind 
tunnel where pine needles on a long plate are ignited and flame spread and weigh loss is measured. 
 
This parameter is relevant regarding operations with retardant, mainly for aerial application. There 
is one common assessment method used by CEREN and USFS based on a 90 days weight loss of metal 
coupons immersed in the retardants. Alloys tested are: steel, copper brass, aluminum and magnesium 
(for helicopters with fix tank ). Testing conditions are total immersion, partial immersion, 20ºC and 
50ºC. There are some complementary methods, as inter-granular corrosion (USFS) or galvanic 
corrosion (CEREN). . 
 
Retardants contains solids in suspension, such as coloring agents, clay thickeners, that may cause 
abrasion problems in pumps, etc. tests method for such assessment are described in the presentation. 
 
The use of retardants shall not threat human health and environment.  Testing and assessment 
described in OCDE and OPPTS ( EU and USA ) methodology. 
 
Retardants may cause seed germination problems due to the salinity concentration. The assessment 
method is based on the % of germinated seeds compared with a blank sample. Typically, it is allowed 
a decrease of 50%.   
 
Retardants have to be identified from the air or ground in order to overlap air drops or ground 
applications. 
Red color is the worldwide recognized color, which can be permanent (excluding rain washing) or 
fugitive (degraded by sun light). 
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Assessment is made by visual methodologies, applied either on real vegetation or  on laboratory 
application on white/black paper.  
 
Nowadays, technical requirements in public tenders in Spain  are issued by each Autonomic Region. 
In France, Italy … are issued by each of the Governments and it implies more than ten different 
specifications/requirements within EU. This lack of common assessments obviously imply difficulties 
for all stakeholders. The sector (Administrations, testing labs, suppliers,..) believe that a standardized 
assessment methodology would favor the competition, may avoid national trade barriers, and a 
common reference in the technical specification for retardants acquisition.  For that purpose, the 
Spanish wildfire sector group in Tecnifuego, the fire safety association in Spain, that hosts the 
UNE/CTN23 Fire Safety technical Committee, has proposed to UNE the creation of a WG to develop 
such retardant assessment standard. This UNE standard will allow the different Spanish autonomies to 
specify according to this standard. Further, on, UNE can propose that standard as a draft to CEN to 
elaborate the EN standard. WG will be integrated by industry sector, institutions (INIA, UPC, UCO,..) 
and administrations ( Ministries,… ) 
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Data mining techniques in the assessment of usability and effectiveness of forest fire video 
surveillance 
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Abstract 
Since forest fires are natural phenomenon that cannot be avoided nor their occurrence can be prevented it 
is of utmost importance to have a reliable fire management system at hand. Damage prevention and early fire 
detection are two approaches that are widely used in forest fire management today. 
In the last decade, video surveillance has been recognized as useful tool for forest fire management. It 
helps both firefighters and forest managers in several aspects of their work,  and consists of a video sensor 
located in the area that would otherwise be difficult to access. This sensor provides video information about 
the state of the surveilled forest, and can be helpful in two forest fire video surveillance phases: 
• monitoring phase, that takes place before fire occurs band includes continuous monitoring of the 
surrounding area in search for signs of fire and smoke, and 
• surveillance phase that occurs during the firefighting operative actions and that provides 
commanding officers with information on the severity and spread of fire. 
Since there is a great demand for video surveillance for early fire detection, both in the firefighting and in 
the public community, this area of research is in the focus of many scientists and developers. Automatic fire 
detection can aid early fire response, therefore minimizing the possible fire damages while also not relying 
on human observers that might be suspect to inadequate experience and possible tiredness.  
The work presented in this paper was motivated by the need to define quantitative measures that can help 
decide if a video surveillance system is effective in firefighting processes during the fire season. These 
measures can ultimately be used as a tool to perform cost-benefit analysis when designing and planning an 
integration of firefighting and forest fire management with systems for video monitoring and video 
surveillance. 
A pilot forest fire video monitoring and surveillance system was installed in Šibenik-Knin County as the 
output of the HOLISTIC project at the end of 2016 fire season. In 2017 fire season the system was fully 
functional and used in everyday activities.  
In this paper we used a variety of available data related to forest fires that took place in the area of Šibenik-
Knin County in the summer of 2017. All available data was aggregated and used as the input data for the 
presented analysis. Several data mining techniques were used for data formatting and association. Ultimately 
this data was combined in a single document where the activities that were logged in the system logs were 
correlated with information from the operative actions reports, social media and other sources. Data mining 
techniques such as clustering and frequent itemset analysis were utilized for the assessment of usability of 
the overall video surveillance system. 
The correlation of the alarms raised by the system and real operative actions in the context of media reports 
provide a measure of usefulness of the video surveillance system both for fire detection and for guidance 
during the firefighting process. 
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HOLISTIC pilot forest fire video monitoring and surveillance system was installed at the end of the 
2016 fire season. The system is composed of three monitoring locations - Kamenar, Dubravice and 
Srima, and is covering the area shown in Figure 1. Each monitoring location is equipped with two PTZ 
(pan-tilt-zoom) cameras mounted on a column. Each camera provides 180° cover of the surrounding 
area. 
The software system that controles the 
total of 6 cameras can operate in two 
modes: automatic and manual. In the 
automatic mode the cameras move 
continuously, and each monitors one side 
of the column. The software searches for 
visible signs of fire and smoke. In case of 
suspicious phenomena, an alarm is 
raised. In the manual mode the camera is 
managed by the human operator that 
controls it manually via pan tilt zoom 
module. Manual mode is mostly used in 
the case of fire occurrence, as it can 
provide detailed visual inspection of the 
area to the operating centre. 
 
Figure 1 - Area covered by  HOLISTIC pilot forest fire video system 
All the alarms that are raised by the system, as well as all of the actions performed in the system by 
an operater, are archived and  can be analyzed in the post analysis of the fireseason. 
 
 
2017 summer fire season was especially hard in all Mediterranean countries, so Croatia and 
Šibenih-Knin county were no exception. The entire 2017 summer season was characterized by high 
and very high fire danger index, since the country went through very dry periods and received no rain 
for almost 3 months. 
Total area burned during 
the fire season was mapped 
by firefighting commander 
who shared his personal 
records with authors for 
research purposes. Burned 
area overlayed with area 
protected by the monitoring 
system is shown in figure 2. 
The figure indicates that 
fires that occurred inside 
protected area are 
extinguished sooner and 
affects a smaller surface.  
 
 
Figure 2 - Burned area during fire season overlayed with protected area of the 
Šibenik knin county 
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After the 2017 fire season, which officially starts in July and lasts until September, all alarm and 
activity logs were collected and used in this work. The period analyzed in this work was from the 
month of April, since from that period the number of fires noticeably started to rise in comparison to 
previous years average. This analysis included the analysis of the number of alarms per camera, and 
the analysis of user action logs. In the analysis of user action logs special interest was given to cases 
where users started to use the manual camera mode, as this was considered as a sign of the true fire 
alarm on that camera. 
In addition, the data regarding the burned area was enhanced by personal and official data collected 
by the firefighters and firefighting commanders, and was aggregated into the same document on which 
clustering and frequent itemset analysis was performed.  
 
 
Data used in assesement of usefullnes comes from various sources, such as: 
1. System logs - all user interaction with the system is stored for future analysis. These logs 
include login information, manual/automatic mode change, parameters change and similar.  
2. Burned area records  - personal records kept by firefighting commander and used for official 
report writing and analysis. These records consists of georeferenced polygons of burned area 
annotated with information about date and time of start of the firefighting operative action.  
3. Image archive  - personal archive kept by operators for   reporting and analysis. These 
archive consists of images stored with information about location, date and time of the fire.  
4. Media and social reports - public articles on wildfires in the area analyzed. Larger fires are 
usually reported in news and social media.  
Additionally, weather data for the season was collected and taken into account.  
The process of association and analysis of all data is shown in figure 3.  
 
Figure 3 - Data association and processing 
 
Data from various sources was collected, associated and preprocessed for application of data mining 
techniques. Two aspects of the system were taken into account while evaluating the usefulness: 
• Automatic mode - analysis of valid alarms and number of false alarms 
• Manual mode - analysis of system usage and helpfulness for inspection and surviellance of 
fires. 
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Final associated data was used for assesement of several conclusions.  
Comparison of hourly distribution of alarms and valid alarms (Figure 4) has shown that majority of 
false alarms happen in the morning during sunrise due to the effects of sun on camera lense. This 
information is taken into account when planning future development of algorithm for automatic smoke 
and fire detection.  
 
Figure 4 - Alarms aggregated by hour of day 
A priori algorithm applied on collection of data shown interesting conclusions. This algorithm is 
used for finding   frequent itemset in collection of aggregated data from various sources. We used this 
analysis to identify  the events that   often happen together. Associated events are detected using raw 
algorithm and later the semantics of rules for associated events are constructed.  
 
Figure 5 - Visualized results of best rules given as output from apriori analysis of valid alarms data 
Figure 5  depicts the best rules calculated by apriori analysis of raised alarms after which the system 
was put into manual mode. The most frequent valid alarms were raised on different presets of cameras 
Dubravice and Srima, which in comparison with burned areas in 2017 is exactly where the fires were 
placed in monitored area.  
Analysis was also performed on falsely raised alarms, which were very frequent in given dataset. 
Results of this analysis have shown that most of false alarms were raised either to bad weather 
conditions (low visibility or strong wind) or during the sunrise/sunset on east/west facing cameras. 
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Number of valid and invalid alarms aggregated by hour of day is shown on the graph above, which 
shows that most of invalid alarms were raised during sunrise hours. 
 
Besides automatic detection of forest fires another feature of the system is manual camera control 
and surveillance of forest fire. To assess the usefulness of this mode we analyzed system logs and 
determined the length of periods when camera was used in manual mode to inspect or surveilled forest 
fire. 
 
Figure 6 - Distribution of time spent in manual mode by month 
During months with highest number of fires manual mode was more frequently used.  
 
 
A total of 479964 alarms was raised during the monitored period. The system was switched to 
manual mode 10917 times. Some of the factors that cause a lot of alarms to be raised are camera’s 
azimuth, time of the day, visibility and wind. All the aforementioned factors were taken into account 
while performing data analysis.  




HOLISTIC pilot forest fire video monitoring and surveillance system still has a large amount of 
false positive results, mostly caused by weather conditions, lens flare or camera instability. On the 
other hand,  it is apparent that the fire affected areas in the monitored area are much smaller than the 
fire affected areas outside the monitored area. Considering the analysis performed on given data, 
cameras placed in the fire affected areas were the ones which raised the largest count of valid alarms. 
Even with the large number of false alarms, this proves the system's use case, which is early forest fire 
detection, resulting in faster firefighting reaction. 
 
 
Pilot system was installed with the financial assistance of the IPA Adriatic Cross-Border 
Cooperation Programme. 
The authors would like to thank the Šibenik-Knin County Firefighting Operations Center and 
County firefighting commander Darko Dukić for sharing personal records on fires in 2017 season. 
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Abstract 
Fire behaviour characteristics define the impacts on society and the environment. While wildland fire 
science has expanded to include the analysis of fire activity and effects across the globe, an understanding of 
global fire behaviour patterns and its drivers remains incomplete. We utilized the literature and unpublished 
datasets as sources for compiling a worldwide fire environment and fire behaviour database consisting of 
field-based experimental fires, planned-ignition prescribed fires and wildfires. Analysis of the database 
allows for the assessing of the influences of fuel and weather descriptors on fire behaviour characteristics at 
various scales, namely climate zone, biome, ecoregion, and vegetation type. The database comprises nearly 
6000 fires. Fire spread rate and fireline intensity vary by five orders of magnitude (seven in the former case 
if smouldering is considered). Variation in fire-spread rate is dominated by fuel moisture content within 
Koppen-Geiger climates, except in tropical wet and hot desert climates, where wind speed prevails. Fuel 
structure is less important than weather-related variables, but it explains 35 and 30% of the variability within 
monsoon-influenced humid subtropical and hot summer Mediterranean climates, respectively. Fuel structure 
and load metrics increase in importance in regards to fireline intensity, being the dominant influence (66-
91%) in hot semi-arid, temperate oceanic, and hot summer Mediterranean climates. Fuel moisture content 
exerts by far the major control in the variation in fire spread rate within broad vegetation types (forest, 
woodland, shrubland, grassland), while fuel structure metrics dominate the variation observed in fireline 
intensity, except in woodlands, where fuel moisture content is slightly more influential. Efforts to understand 
potential fire activity and fire regime shifts in relation to global change, and the formulation of policies for 
adaptive fire management will benefit from the results of this study. 
 
Keywords: fire spread rate, fireline intensity, fire modelling, fuel structure, fire weather, fire environment 
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The environmental and societal consequences of wildland fire depend on how fast it spreads, its 
areal extent, how much biomass it consumes, and how much and at what rate it releases energy. While 
wildland fire science has expanded to include the analysis of fire activity and effects across the globe 
(Moritz et al. 2012), an understanding of global fire behaviour patterns and their drivers remains 
incomplete, and is addressed by the on-going BONFIRE project. 
We utilized the literature and unpublished datasets as sources for compiling a worldwide fire 
environment and fire behaviour database consisting of field-based experimental fires, planned-ignition 
prescribed fires and wildfires. Among other possibilities, analysis of the database allows for assessing 
the influences of fuel and weather descriptors on fire behaviour characteristics at various spatial scales, 
namely climate type and different levels of vegetation classification. In this study we quantify the 




We surveyed the peer-reviewed and grey literature and identified candidate field-based 
experimental fires to include in the database, supplemented by unpublished data on file. We compiled 
information from natural or activity (slash and masticated) fuels, the former comprising both flaming 
and smoldering fires. Fires backing into the wind or downslope, as well as ignition patterns resulting 
in fire front interaction in both experimental and prescribed fires (e.g. strip-head firing) were not 
included in the analysis, as well as fires spreading as fronts <2 m wide that do not reach their potential 
rate of spread even under mild weather conditions (Wotton et al. 1999). When multiple observation 
periods were available, wildfire data collection was limited to the period of maximum rate of spread 
in a given vegetation type. We retrieved as much information as possible on: 
• Fire weather: wind speed, ambient temperature and relative humidity, fuel moisture contents 
per condition – dead or live – and size class, Canadian Forest Fire Weather Index System codes 
and indices (Van Wagner 1987); 
• terrain slope; 
• surface fuel properties and other attributes of the fuel complex (e.g. loads per size class and 
live or dead condition, curing or % fine dead fuel, fuel depth or height, fuel layer cover), fuel 
type (defined by the existing surface fuel layer(s), e.g. litter-grass); 
• type of ignition source (i.e. point or line), and ignition line length; 
• characteristics of the heading fire, i.e. the forward section of the fire front: rate of spread, flame 
geometry, and fireline intensity (Byram 1959); 
• fuel consumption by fuel layer and size class. 
The resulting database is, understandably, highly heterogeneous in its completeness. Each fire was 
assigned a georeferenced location, Koppen-Geiger climate classification (Peel et al. 2007), mean 
annual temperature and rainfall (1970-2000) from the WorldClim 2 database (Fick and Hijmans 2017), 
biome and ecoregion (Olson et al. 2001), NCAR LSM surface type (e.g. cool broadleaved deciduous 
forest) (Bonan 1996), generic vegetation type (i.e. forest, woodland, shrubland, or grassland), and 
dominant species. Additionally we attributed reliability scores for weather, fuel and fire behaviour 
characteristics (Cheney et al. 2012). 
Regression tree analysis of fire spread rate and fireline intensity as a function of fuel and weather 
variables was carried out after adjusting rate of spread for zero slope (Sullivan et al. 2014). The results 
are presented after discarding the influence of ignition type and ignition line length. 
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The database comprises about 6000 fires (experimental fires – 73%, 15% wildfires, and 12% 
prescribed burns) from 33 countries. However, 72% of the data comes from Australia, USA, Canada, 
and South Africa (Figure 1), reflecting their long-standing research programs and fire management 
policies. Proportionally, forest is the more represented vegetation type, followed by grassland, 
woodland, and shrubland.  
 
Figure 1 - Location of the fires in the database. Red = forest; orange = grassland; light green = woodland; green = 
shrubland. Sites in North America, temperate Australasia, and southwestern Europe are prevalent, with scarce 
locations in Russia, Asia and the other regions of Africa and, to a lesser degree, Central America and South America. 
Fire spread rate and fireline intensity in the database vary by five orders of magnitude, and by seven 
in the former case if smouldering is considered. Variation in fire-spread rate is dominated by fuel 
moisture content within Koppen-Geiger climates, except in tropical wet and hot desert climates, where 
wind speed prevails. Fuel structure is less important than weather-related variables, but it explains 35 
and 30% of the variability within monsoon-influenced humid subtropical and hot summer 
Mediterranean climates, respectively. Fuel structure and load metrics increase in importance with 
regards to fireline intensity, being the dominant influence (66-91%) in hot semi-arid, temperate 
oceanic, and hot summer Mediterranean climates. Fuel moisture content exerts by far the greatest 
control on variation in fire spread rate within a given broad vegetation type (forest, woodland, 
shrubland, grassland), while fuel structure metrics dominate the variation observed in fireline intensity, 
except in woodlands, where fuel moisture content is slightly more influential. 
Efforts to understand potential fire activity and fire regime shifts in relation to global change, and 
the formulation of policies for adaptive fire management will benefit from the results of this study. 
Visit https://www.researchgate.net/project/BONFIRE-gloBal-scale-analysis-and-mOdelliNg-of-
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The burning rate of wildland fuels is not well understood.  In most operational wildland fire models, 
a very simplistic model of burning rate and residence time is used that does not include the effects of 
fuelbed geometry, particle size and arrangement, ventilation, or moisture content (Albini 1976, 
Anderson 1969). The variation in burning rate with moisture content is examined here, both in a 
quiescent environment and subjected to ventilation.  The fuel beds considered are wood cribs.  Cribs 
consist of evenly spaced sticks that are stacked in cross piles.  Unlike more realistic wildland fuelbeds, 
the use of cribs allows for a highly repeatable fuelbed that can be arranged to produce vary different 
qualities.  Cribs are used frequently in the fire protection engineering field, and previous work has 
shown that they can provide useful insights into how the parameters of the fuelbed can directly 
influence fire behavior (McAllister and Finney 2016).  Porous fuelbeds such as cribs have long been 
understood to burn in two different regimes (Gross 1962).  The burning rate of densely packed fuelbeds 
is limited by oxidizer availability, so an increase in the fuelbed porosity allows for more oxidizer inside 
of the fuelbed and results in an increased burning rate.  The burning rate of loosely packed fuelbeds 
however is governed by the heat and mass transfer processes of the individual fuel elements, and so it 
remains constant with increases in porosity.   
 
 
As shown in previous work (McAllister and Finney 2016), the crib design can have unexpected 
influence on the results, so a range of geometries and sizes was tested.  Five different crib designs were 
considered here that range in porosity from the densely-packed regime to the loosely-packed regime 
(see Table 1).  Two different stick thicknesses were used (1.27 and 0.64 cm).  Each crib design was 
tested at three moisture content levels (approximately 1%, 3.25%, and 6.5%).  The moisture content 
was attained by conditioning the cribs for several days in a conditioning chamber set to a temperature 
and relative humidity chosen to produce the desired moisture content (35°C and 3% RH, 18°C and 
17% RH, and 18°C and 40% RH).  Each crib design and moisture content combination was tested in 
both quiescent conditions and subject to ventilation.  In order to produce ventilation evenly through 
the crib, it was placed under a 3.66 m chimney.  The gap between the top of the crib and the bottom 
of the chimney was held constant at 3 cm for all tests.  The reduced plume entrainment due to the 
chimney forces ambient airflow through the fuelbed underneath.  As seen in Figure 1, all cribs are 
placed on 3” spacers to allow for unrestricted airflow up through the bottom of the crib.  For the tests 
with ventilation, the cribs are first lit away from the chimney.  Once ignition was established, they 
were then rolled underneath the chimney where the burning rate measurements began.  Burning rate 
was measured through the use of three load cells under the platform that recorded the change in mass 
at 10 Hz.  The slope of the curve fits through the data produces the burning rate.  Sample raw mass 
and burning rate data is shown in Figure 2.  The reported value of the burning rate was the maximum 
rate achieved.  Three replicates of each test were conducted and the results were averaged. Thus a total 
of 90 tests were conducted. 
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of layers 




1 1.27 12.7 5 10 0.0215 
2 1.27 25.4 4 21 0.1202 
3 0.64 25.4 10 10 0.7246 
4 0.64 25.4 14 15 0.0213 




Figure 1 - Crib design #3 
under 3.66 m tall chimney. 
Figure 2 - Typical curves of mass loss rate (dm/dt) and mass as a function of time 
with and without ventilation provided by a 3.66m tall chimney. 
 
Adding ventilation can have a dramatic effect on the burning rate.  For example, the first two 
columns (light blue and orange) in Figure 3 show the average normalized burning rates of the five crib 
designs tested with 1% moisture content both with no ventilation (light blue) and the ventilation 
produced by the presence of a 3.66 m chimney (orange).  
 
Figure 3 - Average normalized burning rate for each crib design at several MCs with and without ventilation due to 
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All results were normalized compared to the 1% MC and no ventilation case.  Depending on the 
crib design at 1% MC, the burning rate increased from 10.5% for crib design #2 up to 190.5% for crib 
design #4 compared to the non-ventilated cases.  This increase in burning rate is caused by two 
mechanisms.  For the densely packed cribs (designs #1 and 4), forcing air through the fuel bed 
essentially reduces the local equivalence ratio for these locally rich systems.  Because the cribs are 
built with a charring material, this forced ventilation also increases the char oxidation rate.  This could 
have important implications for wildland fires as it could promote flaming combustion over 
smoldering combustion, further increasing the fire intensity.   
The moisture content had an interesting effect on the burning rate.  As seen by comparing the light 
blue, grey, and dark blue columns in Figure 3, with no ventilation a small increase in moisture content 
(from 1% to 3.25%) may actually slightly increase the burning rate, such as for crib designs #1, 3, and 
4.  With ventilation, however, all crib designs either had the same or reduced burning rates for the 
same small change in moisture content (comparing the orange and yellow columns).  All crib designs 
and ventilation conditions showed a decrease in burning rate as the moisture content increased further 
to 6.5%.  However, the relative reduction in burning rate is more significant with ventilation.  For 
example, crib design #4 had a 7.2% reduction in burning rate with no ventilation between 1% and 
6.5% MC, whereas the decrease was 50.1% between in the cases with ventilation.  Some of this may 
be a result of the method of ventilation and the fact that the ventilation is directly tied to the burning 
rate.  Future work will include designing a testing apparatus that will blow a fixed flow through the 
bottom of the crib.  Future work will also include testing crib designs with thinner sticks to examine 
the role of thermal thickness in this process. 
 
 
This work was funded by the National Fire Decision Support Center.  The author wants to thank 
Chelsea Phillips and Sophia Vernholm for building the many cribs and help performing the 
experiments; Mark Finney, Jason Forthofer and Torben Grumstrup for many discussions on this idea; 
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Wildfires are becoming major concerns across the western US because, over the last 20 years, they 
have increased in frequency, intensity and size in many areas (Westerling 2016). The successful US 
fire suppression program over the last century has kept fire out of many fire-prone forests resulting in 
excessive buildups of wildland fuel, specifically surface and crown fuels, which has, in turn, increased 
the potential wildfires (Keane et al. 2002, Flannigan et al. 2009). This suppression legacy has left US 
fire management at a crossroads. Fire suppression costs are spiraling out of control, and if fire 
suppression continues, even more biomass will accumulate to create conditions that will foster even 
more intense fires than both their contemporary or historical counterparts (Van Wagtendonk 1985). 
And to make matters worse, future climates in western North America are predicted to be hotter and 
drier creating longer and more severe fire seasons (Flannigan et al. 2013, Abatzoglou and Williams 
2016, Westerling 2016). Increasing fuels and warmer climates will mean firefighters will be asked to 
fight more dangerous fires, putting themselves at even higher risks for injury and fatality (Withen 
2015). The solution to this fire management dilemma may be extremely complex because it must 
integrate comprehensive pro-active fuel treatment strategies (e.g., prescribed fire, mechanical cuttings) 
with wildland fire use (WFU: controlled wildfires or letting some fires burn under prescribed 
conditions) and wildfire suppression initial attack into a more effective fire management strategy 
(Zimmerman and Bummell 1999). A first step towards developing an integrated strategy may be to 
identify those critical thresholds of wildfire suppression efforts, primarily in initial attack, where fuels 
and fire conditions, and associated ecosystem health and resilience, significantly differ from historical 
conditions when no fires were suppressed, fire hazard was low, and ecosystems were most resilient. 
In this study, we use landscape modeling implemented in a complex simulation experiment to create 
the data for evaluating possible tipping points in wildfire management in the US northern Rocky 
Mountains (NRM).  Wildfire tipping points identified by our statistical techniques were then 
summarized to develop a set of possible management targets for NRM landscapes. The tipping point 
levels of fire suppression effort should provide fire managers insight into how many wildfires can be 
initially attacked before there are major changes in the ecological characteristics of landscapes. 
 
 
The FireBGCv2 landscape ecosystem model was used in a complex simulation experiment to 
evaluate possible tipping points in wildfire management in the NRM (Keane et al. 2011). We used a 
fully factorial simulation design where a set of four factors represented different levels of fire 
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suppression effort, fuel treatments, climate, and landscape setting. The primary vector of evaluation 
for this experiment was fire suppression level (FSL) where we simulated ten levels of increasing fire 
suppression:  0% suppression (no fires suppressed; historical fire regime) to 90% suppression 
(estimated level of current fire suppression) by 10% levels (e.g., 0, 10, 20, 30… 90% suppression). 
Another factor was Landscape (LAN) with the three levels reflecting the three landscapes: (1) East 
Fork Bitterroot River (EFBR) on the Bitterroot National Forest, Montana, USA is a 128,000 ha dry 
mixed-conifer ecosystem with a mixed frequency and severity fire regime; (2) Crown of the Continent 
(CROWN) is a 100,000 ha mesic mixed-conifer landscape with fire regimes of variable frequencies 
and severities; and (3) the Yellowstone Central Plateau (YCP) in Yellowstone National Park: a high 
elevation (>2300 m MSL) landscape with mostly infrequent stand-replacement fire regimes and 
composed mostly of mature lodgepole pine. We evaluated gradients of fire suppression effort in the 
context of two other factors.  First, we evaluated if tipping points would be different if fuel treatments 
were employed so we simulated four levels of fuel treatment effort (FTE):  (1) no treatments, (2) 
business as usual (BAU; 3% landscape treated per year), (3) fully funded fuels program (FF; 10% 
landscape treated per year), and (4) no holds bar (NHB; treat everything that needs treatment).  All 
fuel treatments were a combination of cutting and removing all fire-sensitive, shade tolerant species 
down to 4 cm DBH and implementing a low intensity prescribed burn (~400 kW m-1 fireline intensity). 
We also looked at two climates (CLI) -a historical climate and a future climate (RCP8.5). Each level 
for each of the four factors was simulated in a multifactorial design with ten replicates for a total of 
1,800 simulations for each landscape.  In this study, we assumed that landscapes are most resilient 
when they are within HRV, even in the future. As a result, the base case for each landscape is no fire 
suppression and no fuel treatments with historical climates that is the estimate of the historical range 
and variability (HRV) of landscape dynamics. We output values for response variables every 10 years 
to create a simulation time series of 25 observations for each simulation run. We analysed the time 
series using ShewhartQCC plots for all seven response variables over the gradient of fire suppression 
levels, but only show Shewhart QCC plots for a single variable (canopy bulk density; CBD) for both 
climate scenarios (HIST, RCP8.5), but only two fuels treatment scenarios (None, NHB), for brevity.  
 
 
We found that approximately 40-70% of wildfires can be suppressed leaving 30 to 60% of wildfires 
to be managed as WFU fires, and we also found that a fuel treatment campaign (BAU, FF, NHB) can  
allow 10 to 30% more fires to burn, depending on the intensity of the area treated each year (Figure 
1).  However, there are caveats to this finding.  First, landscape setting greatly influences any potential 
tipping point in fire suppression level.  Landscapes with historically frequent fires, such as EFBR, tend 
to have higher tipping points in fire suppression (>60%) than mixed, less frequent fire regimes, such 
as the CROWN (>40%), and stand-replacement, infrequent fire regimes (no tipping point), such as the 
YCP. This is a result of two interacting factors –fire frequency and simulation time.  Landscapes with 
frequent fires (EFBR) have many fires in the short simulation time, so a reduction in the number of 
fires may not significantly impact landscape dynamics over the 200 years, but landscapes with long 
fire return intervals (YCP) have only a few fires during the simulation, and a reduction in these few 
fires may cause significant changes in landscape dynamics. Another caveat is that the variables used 
to assess tipping points matter.  In our analysis, we used a set of variables that were selected because 
we thought they may be important to fire management. We found that each variable had its own 
specific tipping point when using HRV as reference and when we collapsed all seven variables down 
to two principal component axis (PC1 and PC2), we got an entirely new set of tipping points. A last 
concern is climate. Tipping points using historical climates are quite different from those in the future, 
because future climates will be hotter and drier than today. This brings up the question of whether 
using HRV for the baseline comparison is appropriate if future climates are significant different from 
historical analogs. In this paper, we assumed that HRV is a good reference because it broadly 
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represents those conditions under which most of the biota on the landscapes evolved and as such 
provides an ecologically viable benchmark. The best way to implement findings from this effort is to 
simulate both HRV and a set of future ranges of variation which represent new climates and 
management alternatives and then search for overlaps between HRV and FRVs). 
Figure 1 - Shewhart QCCs for the variable canopy bulk density (kg m-3) for all three study areas (EFBR, CROWN 
YCP) for both historical (hist) and future (RCP8.5) climate  and for only two of the four fuel treatment scenarios 
(none-no fuel treatments and NHB-no holds barred). Figures arranged by landscape, climate, and fuel treatment with 
historical weather-no fuel treatment, historical weather-NHB, future weather-no treatments, future weather-NHB for 
EFBR (A, B, C, D), CROWN (E, F, G, H), and YCP (I, J, K, L) 
 
 
Abatzoglou, J. T. and A. P. Williams. 2016. Impact of anthropogenic climate change on wildfire across 
western US forests. Proceedings of the National Academy of Sciences 113:11770-11775. 
Flannigan, M. D., M. A. Krawchuk, W. J. de Groot, B. M. Wotton, and L. M. Gowman. 2009. 
Implications of changing climate for global wildland fire. International Journal of Wildland Fire 
18:483-507. 
Flannigan, M., A. S. Cantin, W. J. de Groot, M. Wotton, A. Newbery, and L. M. Gowman. 2013. 
Global wildland fire season severity in the 21st century. Forest Ecology and Management 294:54-
61. 
Keane, R. E., Thomas Veblen, Kevin C. Ryan, Jesse Logan, Craig Allen, and B. Hawkes. 2002. The 
cascading effects of fire exclusion in the Rocky Mountains. Pages 133-153 in J. B. (Editor), editor. 
Rocky Mountain Futures: An Ecological Perspective. Island Press, Washington DC, USA. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
 
 Advances in Forest Fire Research 2018 – Page 1277 
 
Keane, R. E., R. A. Loehman, and L. M. Holsinger. 2011. The FireBGCv2 landscape fire and 
succession model: a research simulation platform for exploring fire and vegetation dynamics. 
General Technical Report RMRS-GTR-255, U.S. Department of Agriculture, Forest Service, 
Rocky Mountain Research Station, Fort Collins, CO USA. 
Van Wagtendonk, J. W. 1985. Fire suppression effects on fuels and succession in short-fire-interval 
wilderness ecosystems. Pages 119-126.  Proceedings, Symposium and Workshop on Wilderness 
Fire, Missoula, Montana, November 15-18, 1983 : proceedings of a symposium. Ogden UT : U.S. 
Dept. of Agriculture Forest Service Intermountain Forest and Range Experiment Station 1985. 
Westerling, A. L. 2016. Increasing western US forest wildfire activity: sensitivity to changes in the 
timing of spring. Philosophical Transactions of the Royal Society of London B: Biological Sciences 
371. 
Withen, P. 2015. Climate Change and Wildland Firefighter Health and Safety. NEW SOLUTIONS: A 
Journal of Environmental and Occupational Health Policy 24:577-584. 
Zimmerman, T. G. and D. L. Bummell. 1999. Wildland fire management for the 21st century:  evolving 
applications and capabilities. Pages 316-323 in Proceedings of the Society of American Foresters 
1999 national convention. SAF Publication, Portland, Oregn, USA. 
 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
https://doi.org/10.14195/978-989-26-16-506_157    
 
Advances in Forest Fire Research 2018 – Page 1278  
 
Short contribution – Fire Management 
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Forest fire-spread rate models provide crucial support to decision support in fire management, such as 
assisting wildfire suppression operations. Most modelling studies aim at predicting fire spread rate (R) 
for wind- or slope-driven fires (Sullivan et al. 2014). Even so, the ability to estimate basic fire spread 
rate (R0), i.e., on level ground in the absence of wind, is relevant because it provides a measure of fuel 
bed flammability and some modelling approaches estimate R by multiplying R0 by a wind or slope 
factor (e.g., Rothermel 1972). Conversely, wind-driven fire spread rate (RU) has been the motivation 
of many modelling efforts. Slope has also a strong effect on fire spread. However, when the distance 
travelled is sizably larger than distances between landscape undulations, R is satisfactorily equated to 
that of a fire spreading across a corresponding expanse of flat ground (Sullivan et al. 2014). As a result, 
the distance travelled by large fires is mainly a function of wind speed. Yet, a field-tested empirical 
RU model for fire spread in generic vegetation is currently lacking. 
In this work, we present results of laboratory experiments to analyse fire spread under R0 and RU 
conditions. The data are used in the development of models for fire propagation in generic fuel beds. 
Fuel beds were built from natural vegetation, mimicking the real-world structure of litter and shrubs. 
Empirical models were derived using regression analysis. 
 
 
We conducted laboratory fire spread experiments in litter and shrub-like fuel beds. Some of the 
tests to measure R0 (n = 220) were immediately followed by a RU test in an identical fuel bed (n = 108), 
to isolate and assess the effect of wind. Shrub-like fuel beds were composed of vertically-placed tree 
or shrub twigs, sometimes under-layered by litter (Figure 1). We used various plant species (Pinus 
pinaster Ait., Eucalyptus globulus Labill., Eucalyptus obliqua L'Her., Acacia mangium Willd., 
Quercus robur L., Pinus resinosa Sol. ex Ait.) and fuel beds were often composed of mixed dead and 
quasi-live vegetation. Quasi-live fuels were collected live, with fuel moisture content (M) decreasing 
as a function of storage time. R and M were measured in all tests and flame length and angle were also 
assessed in some of the trials. All fuel beds were at least 1-m long and 1 to 1.2-m wide. 
We used regression analysis to relate R0 with the pertinent variables. The effect of wind was 
assessed the same way and the wind effect and R0 were multiplied to predict RU. The laboratory-
derived relationships were then tested against independent laboratory and field fires. Independent 
datasets were retrieved from the literature and included fire spread in no-wind and no-slope conditions, 
as well as wind-driven fires. 
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Figure 1 - Wind-driven fire spread test in a fuel bed of Eucalyptus globulus leaves litter over layered by quasi-live E. 
globulus twigs. 
 
Our results show that both R0 and RU models can be predicted by a single formulation and a common 
set of variables, independently of vegetation type. Although the models were fitted to laboratory 
experiments data, they were tested against independent laboratory and field fires data, and hence justify 
further testing in other real-world fire spread situations for a wider range of fuel complexes. 
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Cost-effective strategic management of aerial forest fire suppression resources involves decisions about 
fleet location, in order to efficiently match supply and demand. In this study, we explore the flexible design 
of such a system, pooling the demand of several bases into a “zone”, and analyzing alternative partitions of 
the territory into zones. Feasible partitions consider an upper limit on the distance between bases, and require 
their adjacency, within the same zone. Then, we classify the feasible partitions according to a set of six criteria 
and explore the non-dominated partitions. Finally, we select the preferred partition, with the support of several 
experts, by applying the AHP method. The considered criteria evaluate, for each partition, the (c1) mean and 
the (c2) value at risk of the number of unattended active fires, the (c3) helicopter idleness, and the (c4-6) Gini 
index for each of the previous three criteria. 
We apply this strategy to the island of Sardinia, where helicopters play a central role in the suppression 
system, and compare the results with the current design, in which each base is autonomous (i.e., each zone 
has only one base). Sardinia has eleven helipad operational bases, where the helicopters are allocated at the 
beginning of the fire season, with the objective of fighting wildfires located in each base’s coverage area. We 
used fire occurrence and helicopter flight data from 2006 to 2010, which revealed spatiotemporal 
asymmetries in the forest fire patterns, along the island, and thus the existence of effective opportunities to 
benefit from demand pooling. The AHP method was applied with Portuguese experts, and our results point 
towards an improvement in the values related to unattended fires, as well as the Gini indexes, if the proposed 
strategy of reorganizing the territory in larger zones (with more than one base) is applied. 
We explore the results of our approach, and identify efficiency gains, potential fire management 
implications, limitations, and opportunities for additional research. In the scope of the latter, as the optimal 
value for helicopter idleness is naturally achieved with the current design (partition in zones with one base), 
this criterion provides a key trade-off with the other five, that can be used, for instance, to examine a flexible 
strategy for helicopter location-allocation along the years, with annual partition redefinitions, considering all 
data available up to that point of decision. 
 
Keywords: helicopter basing, flexibility, territory partition, partitions, cost-effective analysis, AHP, decision factors 
 
 
Cost-effective strategic management of aerial forest fire suppression resources involves decisions 
about fleet location, in order to efficiently match supply and demand. Sardinia currently has eleven 
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operational helicopter bases, where helicopters are allocated at the beginning of the fire season, to fight 
the fires located in each base’s coverage area. Our goal was to optimize the usage of fire-fighting 
helicopters, creating a dynamic and flexible designed system for helicopter management, as opposed 
to the current system, a fixed design where the helicopters are allocated to each base and remain 
attached to the base for the whole season of fires. 
The new flexible design consists in a system of partitions, where the coverage of each area can be 
shared with other bases, which leads to a narrower gap between the level of service and the demand of 
the helicopters. This work comes as the sequence of the previous work of Pacheco et al. (2014), later 
adapted to Sardinia by Stonesifer et al. (2015).  
The results – first presented in Torres et al. (2017) – point towards an improvement in the values 
related to unattended fires, as well as the Gini indexes, and departing from the optimal value for 
helicopter idleness naturally achieved with the current configuration, this being the key trade-off that 
should be explored in order to find a solution that balances the multiple requirements. 
 
5. Materials and Methods 
Sardinia island is a territory belonging to Italy, situated on the Mediterranean Sea, west of the Italian 
mainland with approximately 1.7M inhabitants (Salis et al. 2013) and an area of approximately 
24,000Km2 (Bajocco and Ricotta 2008) consisting mostly on shrublands (28% of the islands’ area). 
In this study, we explore the flexible design of such a system, pooling the demand of several bases 
into a “zone”, and analyzing alternative partitions of the territory into zones. Feasible partitions 
consider an upper limit on the distance between bases, and require their adjacency, within the same 
zone (please see Figure 1). 
 
Figure 1 - An example with a territory with 3 bases (A, B, and C); there are five possible partitions: four partitions 
are viable (#1-4), and one partition is not viable (#5) as in the “blue” zone 1, bases A and C, are not adjacent.  
To evaluate the adjacency of bases, we build a matrix in which the position (i,j) is 1 if the bases i 
and j are adjacent, and 0 if not. This matrix is then subset when we evaluate the adjacency of the bases 
within a zone. It is important to notice that this method also represents a different restriction in this 
scenario. Since some of the bases are equipped to a specific type of helicopter, they cannot be included 
in zones where there are other types of helicopters. Given this, the adjacency matrix can indicate that 
two bases are not adjacent if they are not prepared for the same type of helicopters, even though they 
are geographically adjacent.  
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After evaluating adjacency and distance, we classify the feasible partitions according to a set of six 
criteria and explore the non-dominated partitions. Finally, we select the preferred partition, with the 
support of several experts, by applying the AHP method. The considered criteria evaluate, for each 
partition, the (c1) mean and the (c2) value at risk of the number of unattended active fires, the (c3) 
helicopter idleness, and the (c4-6) Gini index for each of the previous three criteria. 
We apply this strategy to the island of Sardinia, where helicopters play a central role in the 
suppression system, and compare the results with the current design, in which each base is autonomous 
(i.e., each zone has only one base). Sardinia has eleven helipad operational bases, where the helicopters 
are allocated at the beginning of the fire season, with the objective of fighting wildfires located in each 
base’s coverage area. We used fire occurrence and helicopter flight data from 2006 to 2010, which 
revealed spatiotemporal asymmetries in the forest fire patterns, along the island, and thus the existence 
of effective opportunities to benefit from demand pooling. 
The AHP method was applied with experts from the Portuguese authorities related to fire, 
suppression such as the National Authority for Civil Protection (ANPC) or the National Institute for 
Forest Conservation (ICNF), and our results point towards an improvement in the values related to 
unattended fires, as well as the Gini indexes, if the proposed strategy of reorganizing the territory in 
larger zones (with more than one base) is applied. 
 
 
We explore the results of our approach (please see Figure 2), and identify efficiency gains, potential 
fire management implications, limitations, and opportunities for additional research. 
 
Figure 2 - Territory partitions chosen by the AHP analysis for a threshold of 80Km considering the demand 
probability (each color represents a zone). 
In the scope of the latter, as the optimal value for helicopter idleness (c3) is naturally achieved with 
the current design (partition in zones with one base), this criterion provides a key trade-off with the 
other five, that can be used, for instance, to examine a flexible strategy for helicopter location-
allocation along the years, with annual partition redefinitions, considering all data available up to that 
point of decision. 
 
 
The results seem to indicate that pooling the demand of the system may lead to an improvement of 
the efficiency, favoring the flexible design over the fixed design. However, we believe that there is 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
 
 Advances in Forest Fire Research 2018 – Page 1283 
 
room for improvement for this algorithm. The trade-off between the helicopter idleness and the other 
criteria, along with the possibility of relating fires and flights and using a broader time interval, seem 
to be some interesting starting points for future development of this design. 
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Abstract 
Peat, an organic soil resulting from the accumulation of dead organic matter, is a material that 
can sustain smouldering fires. Annually, peat fires contribute significantly to wildfire emissions, 
releasing large quantities of stored organic carbon contributing to positive climate feedback and can 
be blow into nearby cities causing significant adverse health effects (Hinwood & Rodriguez 2005). 
This paper, for the first time systematically studies the influence of moisture and inorganic content, 
two key soil properties, on the horizontal and indepth spread rate simultaneously. A negative linear 
relationship was found between spread rate and increasing moisture and inorganic contents. While 
moisture content apeared to increase the indepth spread rate, decreaseing the inorganic content 
reduces the spread rate, both tendencies are consistent with the results found in literature. These 
finding greatly improves the understanding of the influence of soil properties on smouldering spread 
in thin layers.  
 
Keywords: Smouldering, Spread rate, Peat 
 
 
Peatland fires have the ability to emit significant quantities of greenhouse gases (Turetsky et al. 
2011; Page et al. 2002) due to the vast quantities of carbon stored in the soil (Huang et al. 2009). Peat 
predominately burns by smouldering, which is the slow, low temperature form of combustion that 
occurs in porous char forming media (Rein 2016). It propagates though organic soils in well establish 
stages: drying, preheating, pyrolysis and oxidation. Drying involves the removal of moisture due to 
heating, while preheating is the steady increase of the soil temperature, until the onset of pyrolysis 
whereby temperature are significantly high that the organic material begins to decompose, forming a 
solid char (Rein 2016). Finally, this char oxidizes – an exothermic reaction that drives the previously 
mentioned steps.   
Smouldering is governed by two fundamental mechanisms: heat transfer and oxygen supply. These 
mechanisms are affected by a broad range of parameters, being the three most influential, for 
smouldering organic soils: moisture content, inorganic content and bulk density (Rein 2013). A 
negative linear relation was found for the critical combinations of moisture content and inorganic 
content  that sucessfully supports self-sustained smouldering (Frandsen 1987). Similarly, both density 
and moisture content influence the horizontal spread rate of smouldering peat (Prat-Guitart et al. 2016). 
Notably, the influence of moisture content on the spread rate are different depending if the mode of 
spread is horizontal or in-depth (Huang & Rein 2016). 
The focus of this paper is to experimentally study the spread of a radial smouldering front examining 
both the horizontal and indepth spread rate of smouldering propagation as influenced by the fuel 
properties, moisture and inorganic content.
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The experiments are conducted using an open top insulated reactor with internal dimensions of 400 
x 400 x 15 mm and a small coil, providing 5 W for 30 min, placed in the center to ignite smouldering 
in a bed of commercial peat, creating a radially propagating smouldering front. The spread is monitored 
using a visual and infrared camera.  
Time lapse images, spaced by 60 s, are taken from directly above the ignition and the image series 
are analyzed in Matlab. The center of the image is manually selected based on the location of the coil 
and the scale is set based on comparing the number of pixel width of the reactor and its known length. 
A conservative estimate of the scale error is calculated to be 2%, based on repeated measurements of 
the pixel number. The time lapse infrared images are grayscaled and intensity profiles of 60 evenly 
spaced transects originating from the center of the ignition and extending outwards is retrieved. The 
location of the first and last value to cross a threshold value signifies the trailing and leading edge. 
Comparing the change in position of these edges in subsequent images and dividing by the time 
between images give the spread rate. The in-depth spread rate at a given position can be evaluated by 
dividing the depth of the sample by the time taken between the leading and trailing edge to pass the 
said horizontal position. This concept is presented in Figure 1, as the first instance of smouldering 
occurs once the char forms, after which the peat is consumed in depth; Then finally, the trailing edge 
marks the complete consumption of the fuel. 
 
Figure 1 - Profile view of smouldering. Illustrating the how the leading edge is a function of the horizontal spread rate, 
while the trailing edge is determined by the horizontal spread rate and the depth of the sample. 
 
 
For the first time, this study shows the diminishing horizontal spread rate with increasing moisture 
content across a range of inorganic contents as well as shown a negative linear relationship between 
horizontal spread rate and inorganic content owed to the increasing heatlosses. Both moisture and 
inorganic contents have a similar influence on horizontal spread rate, but they have a diverging effect 
on indepth spread rate; whereby an increase in  moisture content was found to increase the in-depth 
spread rate while inorganic content was shown to decrease the speed of spread. This finding is 
supported by previous researches. The influence of soil properties were also visually observable. 
Figure 2, is a composed image and illustrates key differences resulting from varying fuel properties. 
The image on the left is a sample with minimal inorganic content (2.5% dry basis) and a moisture 
content close to the critical value (110%), while the one on the right has a inorganic content near the 
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critical value (70%) with minimal moisture content (0%). It is clear that the peak temperatures, surface 
coloration, thickness of smouldering wave, and spread rates of both the front and trailing edge are 
influenced by the fuel properties. 
 
Figure 2 - Comparing infrared and visual images of smouldering samples with different fuel properties. The 
composite image on the left is a sample with almost zero inorganic content and 110% moisture; the image of the 
right has 70% inorganic content and near zero moisture content. The smouldering front is seem to be more 
narrow and hotter how the high moisture condition and produces more ash at the surface. 
 
 
The systematic study of the influence of soil properties on the smouldering spread both indepth and 
horizontal provide understanding for the smouldering dynamics and can inform land managers and 
firefighters as to the risks of smouldering fires. 
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The physics of bushfires has traditionally been studied through intensive modelling that requires numerous 
assumptions of combustion and heat transfer adapted from established structure-fire engineering relations. 
Renewed emphasis in experimental research has caused rethinking of some of the most basic concepts in 
wildland fuel particle ignition and flame spread. These findings suggest new possibilities for advancing 
bushfire behaviour science. Laboratory and field experiments conducted by the U.S. Forest Service’s 
Missoula Fire Sciences Lab reveal the source of convective heating in spreading fires derives from fire-
induced vorticity which forces flames downward and ahead of the combustion zone in intermittent contact 
with fuel particles. New laboratory techniques capture the intermittency and suggest it has predictable average 
frequencies familiar in studies of buoyant instabilities. Dependent only on buoyancy, these scaling relations 
have shown promise at field scales. A project being led by Scion’s Rural Fire Research Group in New Zealand 
aims to test this hypothesis that heat-driven buoyancy (convection) creates a series of peaks and troughs in 
the flame front that drive fire spread and scale with flame size and wind speed. The theory is being tested 
through a series of heavily-instrumented fire experiments at sites in a range of fuel types, starting in uniform 
crop stubble fuels (February 2018), moving to more complex scrub fuels (2018/19) and then to wilding pine 
forest fuels (2019/20). 
 
Keywords: Convective Heat Transfer, Prescribed Fire, Remote Sensing 
 
 
The physics of bushfires has traditionally been studied through intensive modelling that requires 
numerous assumptions of combustion and heat transfer (Sullivan 2009) adapted from established 
structure-fire engineering relations. Renewed emphasis in experimental research has caused rethinking 
of some of the most basic concepts in wildland fuel particle ignition and flame spread. These findings 
suggest new possibilities for advancing bushfire behaviour science. 
Laboratory and field experiments conducted by the U.S. Forest Service’s Missoula Fire Sciences 
Lab reveal the source of convective heating in spreading fires derives from fire-induced vorticity which 
forces flames downward and ahead of the combustion zone in intermittent contact with fuel particles 
(Finney et al. 2015). New laboratory techniques capture the intermittency and suggest it has predictable 
average frequencies familiar from studies of buoyant instabilities. Dependent only on buoyancy, these 
scaling relations have shown promise at field scales. 
A project being led by Scion’s Rural Fire Research Group in New Zealand aims to test this 
hypothesis that heat-driven buoyancy (convection) creates a series of peaks and troughs in the flame 
front that drive fire spread and scale with flame size and wind speed. The theory is being tested through 
a series of heavily-instrumented atmospheric and fire experiments at sites in a range of fuel types, 
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starting in uniform crop stubble fuels (February 2018), moving to more complex scrub fuels (2018/19) 
and then to wilding pine forest fuels (2019/20). 
 
 
Nine plots were established in Darfield, New Zealand to measure atmospheric turbulence structure 
and scales, heat transfer, and flame characteristics on spreading line-fires in cereal crops (Figure 1b).  
Loading and particle sizes were measured in the fields of wheat, barley, and triticale.  Fires were 
ignited with drip torches from multiple line segments along the upwind edge to allow a linear flame 
zone to develop (Figure 1b).  
Experimental design focussed on measuring a cascade of spatial and temporal scales starting from 
the fuel bed, through the flame and up to a few hundred meters in the atmosphere. Air turbulence and 
temperature characteristics as the fire passed were measured by a 10 meter tower near the center of 
each plot with sonic anemometers at 2m, 5m, and 10m along with array of 20 thermocouples installed 
at intervals along the vertical pole (Figure 2a). A 30m sonic anemometer tower was setup outside the 
fire perimeter to measure the near-surface atmospheric background turbulence structure. Instruments 
to measure heat fluxes and flame behaviors were installed at intervals along 30 meter lines oriented 
parallel with the anticipated wind direction.  These instrument packages consisted of a heat flux 
package with tri-directional differential pressure disks to measure air and flame velocity (see paper by 
Grumstrup et al. this volume), two fine wire thermocouples (bead 5e-5m) for gas temperature 
variations and , and a wide angle radiometer (Figure 2b).  Frequency and distance of forward flame 
bursts were measured using 4.8m horizontal arrays of 32 fine-wire thermocouples at intervals of 
0.15m; thermocouples were elevated to the height of the fuel particles (~.2-.4m) and the array oriented 
parallel to the fire spread direction (Figure 2c).  Changes in atmospheric pressure (hydrostatic) were 
measured using a pressure transducer with the orifice flush with a steel plate positioned on the ground 
(Fgiure 2d).  This package also measured flame residence time with a flame ionization probe that 






Figure 1 - A) Aerial image of experimental burn plots in 
ceral crops in Darfield, New Zealand. B) Linear flame zone 
spreading from simultateous ignitions along a fire break. 
Finally, a series of in-fire cameras were installed to record passage of flame zones (60 frames per 
second) through the instrument arrays (Figure 2e). All of these instrument packages used a custom-
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built 8-channel data logger (Figure 2f) recording at 50Hz which synchronized time-stamps and sensor 









Figure 2 - Pictures of field instrumentation a) 10m tower with sonic anemomenters and vertical array of fine-wire 
thermocouples, b) heat flux sensor with tri-directional velocity disks, radiometer, and thermocouples, c) horizontal 
array of fine-wire thermocouples, d) hydrostatic pressure and flame ionization detector, e) in-fire video cameras, and 
f) custom 8-channel data logger with GPS 
Remote sensing was accomplished with a variety of tools. A LIDAR unit with 18m resolution was 
used to scan horizontal and vertical swaths of wind velocity, while a SODAR was continuously 
measuring the velocity boundary layer up to 300m AGL. Three high-speed longwave infrared cameras 
were mounted on a 23m portable lift recorded oblique video of fire spread as well as pre-fire, post-fire 
thermal features of the airflow across the fields.  A fixed-wing unmanned aerial vehicle (UAV) flying 
pre-programmed traverses was used to capture changes in atmospheric turbulence before, during and 
after the fires.  Aerial video was recorded from two UAVs flying overhead as well as obliquely to the 
experimental plots.  High-speed thermal video was recorded of the fires from a ground-based camera 
(FLIR 6811) at 480fps and standard video (240 fps, 700fps) from multiple angles.   
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All fires occurred with 10m winds of approximately 6 to 10 m s-1.  With different fuel species 
(wheat, barley, triticale), wind, and fuel moisture, fire rate of spread among plots varied from about 40 
m min-1 to over 100 m min-1 with flame lengths of approximately 1m to 5m.  Forecasted wind direction 
was accurate to within about 10 degrees and used to orient directionally-dependent instruments 
(thermocouple arrays, heat flux packages) with the expected spread direction.  Preliminary 
observations and examination of the data suggest these field-scale stubble fires were consistent with 
laboratory results that convective heating plays the crucial role in heating fuel particles to ignition in 
wind-driven wildland flame spread.  In-fire video (Figure 3a) revealed intermittent flame bursts 
contacting fuel particles 1 to 5 meters forward of the ignition interface.  No pyrolysis products were 
visible ahead of the flame zone before flame contacts occurred.  Coherency of the flame burst parcels 
was evidenced from synchronous spikes in temperature among thermocouples extending in a line 
forward of the flame zone (Figure 3c).  Flame residence time was approximately 10 seconds as 





Figure 3 - Still image from in-fire video camera (a) and UAV (b) showing peak-and-trough flame structure consistent 
with buoyant instabilities of the flame zone. (c) Coherency of temperature data from 4.8m long thermocouple array 
for plot DD2 (spread rate ~ 100m min-1), (d) example of flame residence time estimated at about 10s from plot EE3 
shown relative to medium-fine 1e-4m diameter thermocouple temperature. 
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Full analysis of all data will be required to convective heating characteristics associated with these 
stubble fires.  Future field research will entail application of these experimental methods to gorse shrub 
fuel types and to crown fire in conifer forests to test scaling of heat transfer in fires with larger flames. 
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Abstract 
Numerical simulations with a coupled fire/atmosphere model, FIRETEC, were used to investigate some 
of the mechanisms through which fire is influenced by topographic slope in the direction of the wind.    This 
investigation focuses its attention on the local two-way feedbacks between the fire and the atmosphere around 
it.  Idealized configurations are used to eliminate some of the complexity associated with variable 
environmental slope, winds and fuels that are frequently found in real-world wildland-fire situations.  The 
simulated fires burn through homogeneous tall grass with static prescribed upstream wind profiles.  
Simulations were performed on homogenized slopes in which the upstream wind is aligned parallel to the 
ground in the direction of maximum slope (wind blowing uphill).  Simulations were also performed to 
investigate the influences of having winds intersect the slope at oblique angles, such as horizontal winds 
colliding with a slope.  The results of these simulations provide insight into some of the phenomenological 
feedbacks that determine the nature of these macro-scale trends.  By changing the local slope, the balances 
that control the interactions between the fire and surrounding atmosphere, thus changing both the local wind 
patterns and the fire behavior.  Components of the wind perpendicular to the land surface also influence the 
fire behavior, suggesting the importance of incorporating knowledge of upstream topography into fire 
behavior predictions.  This numerical study takes advantage of the richness of information available in 
process-based simulations and the control over the environmental conditions that is inherent to this type of 
tool, but is intended to complement laboratory and field observations, which are not subject to the 
simplifications or abstractions of fine-scale details in such models. 
 
Keywords: wildfire modeling, slope effects 
 
 
In order to reliably predict wildland fire behavior, it is valuable to have a fundamental understanding 
of the environmental factors influencing fires, including topography. Even though numerous 
observations have noted that fire can be drastically influenced by topography, there are still substantial 
gaps in our understanding of the phenomenological mechanisms involved.  There are many aspects of 
both local and nonlocal topography that can influence fire behavior, but one of the most commonly 
recognized topographic factors influencing fire behavior is the local slope of the terrain at the site of 
the fire.  A variety of previous studies have characterized the influences of slope on fire behavior 
through laboratory (Silvani et al. 2012, Viegas et al. 2013, Liu et al. 2014, Rossa et al. 2015) and field 
observations (Raposo et al. 2015 ).   
Field observations provide critical information regarding the macroscopic behavior in true wildland 
fire scenarios, potentially including the dynamic evolution of specific state variables at specified 
locations.  However, it is difficult t completely characterize the ambient environment (dynamic winds 
and fuels), and repeatability is also a significant challenge for field observations. 
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Laboratory experiments take advantage of the more tightly controlled conditions and potentially 
higher-density instrumentation of the laboratory setting. Unfortunately, studying the effects of slope 
in the presence of an ambient wind is non-trivial in traditional wind tunnels. Identifying cause and 
effect relationships associated with slope solely through such observations is challenging due to the 
complex interplay between coexisting local and nonlocal (surrounding) conditions.  Process-based 
coupled fire/atmosphere models can be used to complement such observationally-based investigation, 
leveraging their repeatability, information richness and opportunity to tailor fire scenarios to 
investigate specific aspects of fire behavior (Linn et al. 2010, Pimont et al. 2012). 
 
 
A coupled fire/atmosphere process-based wildfire model, FIRETEC, was used to investigate the 
cause-and-effect process interactions that result in a wildland fire’s response to changes in topographic 
slope. The goal was to use the flexibility of numerical modeling to help isolate the effects of local 
slope from the those of numerous other topographic factors that can confound the clear observation of 
slope influences on fire behavior in the field or laboratory. Such other factors include upwind or 
downwind (or upslope and downslope) topographic features, topographic curvature, topographic 
gradients aligned with the winds, transient winds, or heterogeneous fuel loading.  With this approach 
we were able to explore idealized combinations of wind and slope that are difficult to study in the field 
or wind tunnel.  We use idealized configurations to eliminate some of the complexity associated with 
variable environmental slope, winds and fuels that are frequently found in real-world wildland-fire 
situations.  The simulated fires burn through homogeneous tall grass with static prescribed upstream 
wind profiles.  Simulations were performed on homogenized slopes in which the upstream wind is 
aligned parallel to the ground in the direction of maximum slope (wind blowing uphill) and then 
influences of having winds intersect the slope at oblique angles we explored, such as horizontal winds 
colliding with a slope.   
 
 
Many of the macro-scale scale trends in fire behavior of this study are consistent with trends that 
have been observed in previous field, laboratory and numerical investigations, including the steeper 
slopes causing faster spread rates and more pointed fireline shapes (figure 1). However, the nature of 
this exploration also provided insight into some of the phenomenological feedbacks that determine the 
nature of these macro-scale trends.  By changing the local slope, the balances that control the 
interactions between the fire and surrounding atmosphere.  The tower and trough fireline dynamics 
that exists in wind driven fires on flat ground changes as the fireline and wind direction become more 
aligned and the entrainment patterns near the heading and flanking portions of the fire change.  As the 
depth of the fireline increases with the slope the penetration of the winds through the fireline is 
hindered, thus increasing the role of winds that are drawn towards the fire from outside the fire 
perimeter.  Slope effects on fire behavior can also be influenced by the alignment of the ambient winds 
with the hillside, indicating that in nonlocal topographic effects and the position on a hillside (e.g. top 
of a hill or bottom of a hill) should also be considered in prediction of fire behavior in complex terrain.  
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Figure 1 - Results from FIRETEC simulations of grass fires on slopes with the upstream wind aligned parallel to the 
slope.  Colors indicate the wind velocity component that is perpendicular to the land surface. 
 
 
Models such as FIRETEC are in continual need of validation and are not replacements for 
observations.  However, this investigation adds perspective to the investigation of topography 
influences on fire behavior.  Observations and experiments can subsequently be designed to test 
modeling-based hypotheses, supporting or refuting model results, and thus provide critical information 
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Abstract 
Detailed physics-based models of wildland fire behavior have shown utility as a tool for investigating the 
physical drivers of fire spread. However, the continued development of such models requires extensive testing 
against robust experimental measurements. This remains an outstanding challenge for the research 
community. A particular application space of interest is the simulation of low-intensity fires, in either still-
air or backing fire conditions, as such models have been tested relatively little for such scenarios. A numerical 
tool capable of properly representing the relevant physics is valuable for understanding the impact of 
prescribed fire activities, which are often carried out in these conditions. Therefore, ongoing efforts are being 
undertaken to assess the ability of a detailed physics-based model to simulate fire spread in pine needle litter 
in still air. Particular focus is placed on the representation of flow within the fuel bed and its effect on fire 
behavior. The experimental data necessary for model testing was obtained from bench-scale flame spread 
experiments on a 1.5 m long table. The outputs included both global observations of fire behavior and point 
measurements of physical processes within the fuel bed (e.g. flow). Numerical modeling was conducted with 
a computational fluid dynamics model – the Fire Dynamics Simulator – using a multiphase formulation to 
represent the vegetation. Modifications were implemented in FDS to improve the representation of 
vegetation, particularly related to thermal degradation in the char oxidation stage. Maintaining a constant fuel 
load, fuel bed bulk densities of 11 kg·m-3 and 20 kg·m-3 were tested and compared. Results show that, for 
the same fuel loading, there is a lower limit to the bulk density, for which the fire will not spread. While this 
limit will exist in reality, experimental results suggest that the model over-predicts its magnitude. This 
appears to be linked to the flow within the bed, as the lower bulk density case resulted in more entrainment, 
and thus greater convective cooling ahead of the fire front. Further, flow measurements within the bed show 
that the model is not adequately representing the removal of fuel, and thus increased flow, behind the fire 
front. In order to more directly assess the numerical representation of the fluid dynamics within the fuel bed, 
a heated wind tunnel has been constructed. Flow and convective heating through various fuel arrangements 
and compositions are being tested. This is aiding in the evaluation of the limits of these submodels, 
particularly as they apply to low-intensity fire spread in litter fuels. 
 
Keywords: numerical modeling, flame spread, fuel structure, flow 
 
 
Detailed physics-based models of wildland fire behavior have shown utility as a tool for 
investigating the physical drivers of fire dynamics (e.g. Mell et al. 2009; El Houssami 2016). However, 
the continued development of such models requires extensive testing against robust experimental 
measurements. This remains an outstanding challenge for the research community.  
A particular application space of interest is the simulation of low-intensity fires, in either still-air or 
backing fire conditions. Detailed physics-based models have been tested relatively little for such 
scenarios, and the behavior of these fires can prove more difficult to predict than those which are 
strongly driven by the wind. A numerical tool capable of properly representing the relevant physics is 
valuable for understanding the impact of prescribed fire activities, which are often carried out in these 
conditions. Therefore, ongoing efforts are being undertaken to assess the ability of a detailed physics-
based model to simulate fire spread in pine needle litter in still air. Particular focus is placed on the 
representation of flow within the fuel bed and its effect on fire behavior.
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Experimental data pertaining to flame spread in pine litter was collected under the calorimetry hood 
at the University of Edinburgh. Beds of pine needles were re-constructed on a 1.5 m long table with a 
vermiculite insulation board substrate. This table was instrumented with a series of thermocouples and 
pressure probes in order to help characterize the mechanisms contributing to flame spread.  
The pine needles used were a hybrid cross of pitch pine (Pinus rigida) and loblolly pine (Pinus 
taeda). These dead needles had a typical moisture content of ~10% at the time of testing. The work 
presented here focuses on two experimental configurations with an identical fuel load of 0.8 kg·m-2. 
In the first scenario the fuel bed had a height of 0.04 m and a bulk density of 20 kg·m-3. The second 
scenario had a bed height of 0.07 m and a bulk density of 11 kg·m-3. 
 
Three-dimensional simulations of flame spread in pine litter were carried out using the National 
Institute of Standards and Technology Fire Dynamics Simulator (FDS), version 6.6.0 (McGrattan et 
al. 2018). Some new modifications were implemented in the source code, specifically for this work, 
in order to permit the representation of vegetation through the multiphase formulation (Grishin 1997). 
In this approach, vegetative fuel is represented as a collection of thermally-thin subgrid-scale particles, 
which can be described by a set of bulk properties. The multiphase formulation has previously been 
implemented within an FDS-based framework, known as WFDS (Mell et al. 2009). However, this 
updated framework is of interest as it represents a re-integration of the vegetation models into the most 
current version of FDS, where they can leverage ongoing development efforts on other aspects of the 
code. 
Aerodynamic drag within the fuel bed was represented using a Reynolds-dependent coefficient for 
a cylinder in cross-flow, and convective heat transfer was modeled using the maximum of a natural 
and forced convective coefficient for a cylinder (McGrattan et al. 2018). Radiative heat transfer was 
modeled using an extinction coefficient for bulk vegetation. Thermal degradation of the fuel was 
simulated using Arrhenius reaction models for vaporization of moisture, pyrolysis, and char oxidation 
(El Houssami 2016). Numerical formulations which were not specific to vegetation, for example the 
combustion model and radiation transport algorithm followed the default FDS configuration 
(McGrattan et al. 2018). 
A numerical grid resolution of 1.25 cm was used, with the computational domain divided over 48 
processors. The ratio of computational time to simulation time was approximately 600:1. In this 
instance, simulations were terminated after 180 s of simulation time. 
 
 
An example of the computational domain with a simulated flame front is shown in Figure 1, along 
with the predicted mass loss for the two different bed configurations. The higher bulk density scenario 
reaches a quasi-steady burning rate of ~2.0 g·s-1. The simulated spread rate was estimated to be 0.43 
cm·s-1, compared to 0.22 cm·s-1 in the experiment. The lower bulk density case briefly attains a similar 
burning rate but then begins to decay, and the fire is extinguished after 35 s. This is contrary to the 
experiments, where the flames spread to the end of the table at a rate of 0.29 cm·s-1. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
 
Advances in Forest Fire Research 2018 – Page 1298  
 
     
Figure 1 - (left) Example flame spread simulation for bulk density of 11 kg·m3, and (right) simulated mass loss rate 
for the two different fuel bed bulk densities, ρb. 
In order to explore this further, the entrainment flow velocity (parallel to the direction of fire spread) 
and the convective heat transfer coefficient are shown in Figure 2. These values were obtained within 
the fuel bed, at a location 0.5 m from the ignition line and 0.025 m from the table surface. The flame 
front passage is immediately clear in the high density case, marked by the reversal of the flow direction 
(as entrainment is opposed to the direction of spread ahead of the flame front, and concurrent behind 
it). The entrainment flow reaches a peak of ~0.2 m·s-1 in both directions. In the experiment, the velocity 
peaks at 0.16 m·s-1 ahead of the fire, and 0.36 m·s-1 behind it. The model does not capture any increase 
behind the front, likely because it under-predicts the extent of complete fuel particle consumption 
following char oxidation, and the subsequent increase in porosity. In the low density case, the fire does 
not reach the location of interest. However, both the flow magnitude and convective coefficient are 
greater in the early stages of spread for this configuration. This is a result of the higher porosity, and 
increases convective cooling ahead of the front, which may help to explain the extinction of the fire. 
 
Figure 2 - (left) Entrainment flow velocity, u, and (right) convective heat transfer coefficient, hc. Values are obtained 
within the fuel bed, 0.5 m from the ignition line. 
 
Results from numerical simulations of low-intensity flame spread in pine litter, using the multiphase 
formulation, indicate that, for the same fuel loading, there is a lower limit to the bulk density, for which 
the fire will not spread. This will also occur experimentally, however data for the relevant values show 
that the model over-predicts the magnitude of this limit. The 11 kg·m-3 fuel bed should still support 
fire spread.  
These results demonstrate a clear dependence of the model on bed structure which is not fully 
representative of experimental data. Therefore, it is desirable to directly assess the quality of both the 
drag and convective heat transfer models, as applied to simulations of pine litter beds. To that end, a 
heated wind tunnel is being used to quantify convection through various fuel arrangements and 
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compositions, particularly those representative of pine litter beds. These results will allow evaluation 
of limits of these submodels. 
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Abstract 
Background temperature is an important component of any fire detection and monitoring method; the use 
of the contrast between the expected brightness temperature of a location and the brightness temperature 
associated with fire activity is the basis for most fire detection algorithms. The commonly used method for 
calculation of fire background temperature involves estimation of the surface characteristics using the 
immediately adjacent, non-occluded surrounds of the target pixel, in order to provide a contextually – based 
estimate of temperature. Depending upon conditions such as cloud, smoke, surface water and heterogeneity 
of land cover, this derivation of background temperature from the surrounding landscape can be vastly 
different from the measured brightness temperature of a pixel in a non-fire context. This paper examines the 
relationship between pixel brightness temperature and pixel context, to identify situations where the currently 
used contextual methods are most likely to perform below the required level of accuracy for fire detection. 
Initial results show that in many cases the ideal candidate pixels for estimating temperature at any one location 
may not be those that sit immediately adjacent spatially. 
 
Keywords: diurnal modelling, land surface temperature, fire detection, spatial context, multi-temporal estimation 
 
 
Remote sensing techniques for detecting and attributing fire activity require the calculation of a 
pixel’s nominal background – the temperature a pixel would display without the influence of fire – in 
order to determine whether a fire exists, and the magnitude of fire activity. Without the ability to 
directly measure this background temperature, most methods currently derive their background 
temperature from the image context, the area immediately surrounding the pixel spatially. This 
technique leverages the tendency of nearby pixels to display relatively similar characteristics due to 
spatial auto-correlation. 
Problems arise with contextual methods when the area examined is not relatively homogeneous for 
surface temperature examination. Factors such as slope and aspect, weather effects, surface water, 
undetected cloud and smoke, and land cover changes can all affect the accuracy of results derived from 
the pixel context. This work looks to examine the efficacy of context for providing temperature 
estimation, and especially looks at the effects that occur when using contextual pixels that are further 
away than the immediate surrounds of a target pixel. 
 
 
This paper uses data from the AHI-8 sensor onboard the Japan Meterological Agency’s Himawari 
8 geostationary satellite. Band 7 MWIR (4µm) images were selected over a section of central Thailand 
for a period of 31 days, with the central day based upon the VNP14IMGLL (Schroeder et al., 2014) 
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maximum fire occurrence for 2016. Images were selected for coincidence with the VIIRS overpass 
time for the area, which roughly corresponds to 0630 UTC. The area covered by the study in shown in 
Figure 1. Cloud areas were discarded using a cloud mask based upon Xu et al. (2010), and a land mask 
was used to eliminate lakes and oceans from examination based upon ancillary data provided by the 
Australian Bureau of Meteorology. 
 
Figure 1 - The study area in central Thailand, as seen from AHI-8. 
The study calculated the mean temperature of the surrounding pixel context in the area of 
examination for pixels in various configurations around the central pixel. Firstly estimation was based 
upon all available non-masked pixels in the 5 × 5 area surrounding the central pixel, then this area was 
increased to 7 × 7, 9×9 and finally 11×11 pixels. Means from these areas were then compared to the 
central pixel value to determine their error, and the means and variances of these differences were 
recorded for analysis. 
The study also looks at use of pixel temporal information in comparison to pixels in the study area 
to provide a prediction of pixel brightness temperature. One pixel was randomly selected from the 
study area shown, then the root mean square error was calculated between this pixel and all other pixels 
in the first thirty days of the study period. The best 24 pixels for RMSE were then used as a predictive 
set for temperature in the target pixel for the 31st day of the study, and comparison was made to 
contextual pixel estimation in the 5 × 5 window for the same day. 
 
6. Results and Discussion 
Figure 2 demonstrates the spatial distribution of errors in contextual temperature estimation in the 
area selected. The first map shows the variation in means at the 5 × 5 window, which highlights areas 
of relief and land cover changes as edge effects. Bodies of water that have not been properly eliminated 
also demonstrate temperature over-estimation. As the window of examination increases, these 
variations in the landscape become more prominent as drivers of error for background temperature. 
The distributions shown to the right of the maps describe the statistical distribution of temperature 
estimates. There is no skew to the results - globally the mean tends to zero, but as the window size 
grows the distribution of points flattens and the variance of the calculated values increases markedly. 
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Figure 2 - Effect of expanding the contextual area of analysis on brightness temperature estimation for part of central 
Thailand. The spatial and statistical distributions for pixel differences from the context are shown for a) 5×5, b) 7×7, 
c) 9×9, and d) 11×11 contextual windows. 
Figure 3 shows the spatial distribution of pixels that have the lowest root mean square error 
compared to the selected pixel (AHI 1836, 977). The lowest 24 RMSE values were then selected as a 
training series for estimation of pixel values on the 31st day of the study period. As can be seen here, 
using the pixel histories in this way can provide data even when a large portion of the pixel history is 
cloud affected, and the resulting mean value from the selected pixels provides a better estimate of the 
target pixel temperature than the context in this case. 
 
Figure 3 - Using selected pixels from the study area to provide background estimates. a) Location of pixels with lowest 
RMS error compared to the examined (red) pixel; b) diagram of temperatures over the thirty day period; c) plot of 
selected pixel values versus the pixel context. 
This work shows a small sample of some of the issues that can occur with use of contextual 
temperature estimation. Land cover change is a particular driver of error in this area, but there are 
several other factors that can cause increased variance in calculated temperature values. Any method 
using contextual information for estimating temperature values should be aware of the specific sources 
of error that exist in the region of examination, as the errors seen here can easily result in misattribution 
of fire characteristics, and errors in both omission and commission of fire products. 
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Abstract 
We conduct physics-based simulations of a wind driven surface fire entering, propagating through, and 
leaving a region of aerodynamic drag. This is an idealised model of a real-world grassfire propagating through 
a short canopy such as a stand of trees. The study is motivated by the need to understand how fires entering 
forested regions adjust to the lower wind speed inside the forest. This will lead to more informed operational 
modelling practices and predictions of fire spread.  In these simulations the driving open (10 m) wind speed 
is varied from 1 ms-1 to 10 ms-1. For lower driving wind speeds the rate-of-spread of the fire is largely 
unaffected by the canopy, however, for the higher driving wind speeds the fire appears to transition from a 
wind-driven mode, characterised by a low flame angle to a buoyancy-driven mode, characterised by a nearly 
vertical flame.  
 
Keywords: Physics-based fire simulation, surface fire, tree canopies, flame intermittency, non-quasisteady fires 
 
 
We report on a physics-based simulation study of a surface fire in a uniform fuel bed propagating 
through a region of aerodynamic drag. This is an idealised model of a wildfire entering, propagating 
through a canopy, and leaving the canopy region (c.f. figure 1). Wildfires may be broadly classified 
into two modes: wind-driven fires, which are dominated by the driving wind characterised by an 
elongated flame at an acute angle to the ground; and buoyancy-driven fires, which are dominated by 
the dynamics of the plume and characterised by a vertical flame. Fires can also propagate in an 
intermittent surge-stall manner (Dold 2011) where the fire oscillates between the wind-driven and 
buoyancy-driven modes. The time-averaged driving wind field associated with a fire propagating from 
open grassland to a forested region and eventually back to open grassland will vary in space. 
Simulations of flow through isolated tree canopies surrounded by clearings have been conducted in 
the absence of a fire (eg Kanai-Shuring and Raasch (2017)).  Simulations (Keifer et al. 2015) and 
measurements (Seto et al. 2014) of the mean and turbulence statistics from downstream of low 
intensity surface fires within canopies have also been conducted. The simulations of Keifer et al. 
involved modelling the fire as a surface temperature anomaly instead of explicitly simulating fuel 
combustion as done here. Seto et al. measured the temperature and vertical velocity fluctuations as a 
surface fire progressed under a canopy for similar sized fires as simulated here (and detailed in section 
2). The spatial development of the time-averaged wind field over an isolated canopy is relatively 
straightforward to simulate by modelling the tree canopy as a region of aerodynamic drag which 
depends on the Leaf Area Density (LAD) of the forest. We hypothesise that the fire will transition 
between the wind driven mode in the open grassland to a buoyancy dominated fire in the canopy, and 
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then back to a wind driven mode downstream of the canopy. The surge-stall regime is expected to 
occur in regions around the transition between these two modes. The aim of the present study is to use 
full-physics-based simulations of an idealised model fire to examine how and where the fire transitions 
between the wind driven and buoyancy modes as the fire progresses through the canopy.   
 
 
A series of physics-based three-dimensional large-eddy simulations of a grass fire entering, 
propagating under, and leaving a short tree canopy, without burning the canopy itself are conducted 
varying only the magnitude of the driving wind speed. The well-known physics-based fire simulation 
Fire Dynamics Simulator (FDS, McGrattan et al. 2013) is used for this study. FDS uses a Large Eddy 
Simulation (LES) methodology for the gas phase, a mixture-fraction combustion model, a linear model 
of the fuel pyrolysis, and accounts for heat transfer by conduction, convection, and radiation. Mell et 
al. (2007) performed simulations of quasi-steady open grassfires and validated against experimental 
data. To reduce the computational effort and as a first approximation to a general spanwise varying 
fire-front, we considered a narrow domain. As such, the fire front is homogeneous in the y-direction, 
resulting quasi-two-dimensional simulation. The fuel along the ground is kept constant in the canopy 
and non-canopy regions and the burning of the tree canopy is not considered. Therefore, the canopy 
acts only as a region of aerodynamic drag. A schematic showing the simulation domain, the ignition 
line, and the canopy is shown in Figure 1. The idealisations in this model are used to isolate the effect 
of the aerodynamic drag of the canopy upon the fire dynamics. The burning of the canopy may be 
considered in a later study. The parameter space investigated here is variation of inlet wind speed. The 
inlet wind speed at 10 m height is varied between u(x=0, z=10) = 1, 2, 4, 6, 8, and 10 ms−1. All other 
parameters are held constant.  
 
Figure 1 - Simulation domain showing the location of the model tree canopy, the turbulent inlet wind conditions, and 
the fire ignition line. The profile of leaf area density is also shown.  
The inlet wind speed is simulated using the synthetic eddy method (SEM) similar to Jarrin et al. 
(2006). The SEM introduces artificial turbulence at the inlet to ensure fast development of a realistic 
boundary-layer flow. A mean profile, in this case a logarithmic profile, is specified at the inlet and 
randomly generated eddies sampled from a distribution with specified length and velocity scales are 
superimposed upon the mean profile. The SEM leads to the development of a realistic turbulent log-
layer after approximately  m. (Pavlidis et al. 2010). Contours of the u-velocity and w-velocity for 
the  ms-1 driving wind case and u-velocity as a function of  at  and  m for all cases are 
shown in Figure 2.  
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Figure 2 - (a) The u(x,z) at z = 2 m (c) and (b) u(x,z) at z = 10 m (c) u-velocities at x=180 m all cases. The canopy 
edge is represented by the dotted line. The LAD profile is represented by the grey shading. Recall the height of the 
canopy is 10 m and the significant drop in velocity is due to the canopy. The minor differences between the actual and 
desired inlet velocity is due to the imposition of a turbulent boundary condition there. 
 
 
Because the fire maintains a straight front the results of the fire spread may be averaged across the 
domain. The contours of boundary temperature are shown in Figure 3 to visualise the fire spread. For 
u(0,10)<4 ms-1 the propagation is largely unaffected by the presence of a canopy. In the higher driving 
velocity cases the rate-of-spread decreases suddenly near the downstream edge of the canopy. The 
x−distance of the transition point occurs later for higher driving wind speeds. The pyrolysis and drying 
regions narrow as the rate-of-spread of the fire decreases. The flame angle as a function of location is 
shown in Figure 4. For driving wind speeds u(0,10)>2 ms−1 the flame angle undergoes a dramatic jump 
towards the downstream edge of the canopy and the flame angle also exhibits significant oscillations 
in the downstream region. In the highest driving wind speed case u(0,10)=10 ms−1 the flame angle 
oscillates significantly over the whole domain. 
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Figure 3 - Visualisations of the fire. Contours of boundary temperature (grey shading), the fire front location x* (solid 
red), the drying region (thin red dotted), and the canopy region (horizontal thick black dashed). Pyrolysis occurs in 
the dark shaded region and preheating of the fuel bed is also apparent.  
 
Figure 4 - Flame angle (radians) as a function of x-location for the cases as shown. The canopy boundaries are 
shown as vertical dashed lines and the horizontal line represents an angle of 90º. Symbols: (circles) u(0,10)= 1 ms-
1,(triangles) 2 ms-1,(diamonds) 4 ms-1, (squares) 6 ms-1, (crosses) 8 ms-1, (inverted triangles) 10 ms-1.  
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For low driving wind speed, the fires are largely unaffected by the presence of the canopy. For higher 
driving wind speeds there appears to be a transition from a wind-driven mode to a buoyancy-driven model 
near the canopy exit. This transition is characterised by a jump in flame angle, decreased rate-of-spread 
and an increased flame angle variability. In future, it is desirable to simulate a considerably longer domain 
to gain further insight into the dynamics of the fire as it adjusts to the sub-canopy wind field.  
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Dynamic heating regimes are observed during structural and wildland fires. Most experiments to date use 
static/constant heating regimes, whereas ignition characteristics under time-dependent heat flux has been 
poorly studied. Existing apparatuses have limitations to study this effect, such as heating conditions and 
sample size/position. In this study, we conduct experiments on a custom-made apparatus to investigate the 
spontaneous ignition and convection cooling effect on this ignition of different vertically positioned wood 
species subjected to both static and dynamic heat fluxes. All experiments were conducted on cypress wood. 
Temperature, mass and ignition time were recorded during the experiment. Samples were exposed to 30 
kW/m2 static heat flux and increasing heat flux. Preliminary results showed that for static heat flux two out 
of four samples were ignited at 100 sec and 78 sec with mass consumption 9.5% and 8% respectively. Two 
other samples were smouldered intensively during the heating period without flaming ignition observed. 
Their consumed mass was 28 and 31 % after 5 minutes. For increasing heat flux, ignition occurred at 743±7 
sec with mass consumption 20.7±0.8 % for all four samples. Infrared video showed that flaming ignition for 
increasing heat flux started after the phase when the wood sample surface cracked into rectangular areas. This 
led to the heating of a deeper section of the sample, thus generating more pyrolysis gases, which was 
indirectly confirmed by the two times greater temperature at 3 mm depth for increasing heat flux. The next 
step of the proposed research will be to investigate the convective cooling on spontaneous ignition using 
various types of wood species. Different static and dynamic heating regimes will be used and their influence 
on the ignition process will be evaluated. 
 
Keywords: spontaneous ignition, wood samples, time-dependent heat flux, ignition time 
 
 
Flame spread is an important parameter in the assessment of fire hazards. Ignition and combustion 
are dependent on the type of the heat flux, whether it is static or variable. The majority of previous 
research has used static heat flux, despite dynamic heating regimes being commonly observed during 
structural and wildland fires.  
Dynamic fluxes have been tested (Peterson et al. 2015; Vermesi et al. 2016; Zhai et al. 2017) but 
these studies have generally been limited. Many only use one regime that is simulated to be either 
increasing, decreasing or parabolic. Most studies use a cone calorimeter or flame propagation 
apparatus, which have limitations, such as heating conditions and sample size/position (DiDomizio et 
al. 2016; Vermesi et al. 2016). Furthermore, the majority of the experiments are conducted for 
horizontally located samples, which are heated from above in contrast to “classical” fire where the 
flame propagates horizontally heating the fuel from the side. Chen et al. (2014) demonstrated that 
ignition time is strongly dependent on sample orientation.  
To increase the realism of ignition experiments we experimentally test spontaneous ignition of 
vertically positioned wood samples subjected to both static and dynamic heat fluxes. 
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The experiment was conducted using a custom-made Radiative Heat Flux Apparatus (Fig. 1).   
The apparatus consists of: 1) radiative panel, 2) linear stage, 3) 
shutter and PC control system. The radiative panel contains infrared 
short wave quartz lamps producing radiative heat flux. The radiative 
panel was installed on a 1.5 m linear stage that allows the panel to 
move forward or backward, simulating variable heat flux. An 
infrared camera (FLIR T1050sc) was used to measure temperatures 
on the exposed surface with frequency 30 Hz and resolution 1024 x 
768. An DSLR camera (Canon EOS 600D) was used to film the 
experiment. Square cypress wood samples with a depth of 19 mm 
and width of 65 mm were used. Wood boards were cut into 65 mm 
square samples. 
 
Figure 1 - Radiative Heat Flux 
Apparatus 
One thermocouple was imbedded at a depth of 3 mm from the exposed surface, two thermocouples 
- 10 mm from the exposed surface and one on the back side of the sample. Samples were dried to a 
constant mass state using an oven at 104 °С for 48 hours (Kuznetsov and Fil’kov 2011). To avoid the 
influence of heterogenous wood surface properties (texture, colour etc.) on heat flux absorption, the 
exposed surface of the sample was coated with lampblack (Kuznetsov and Fil’kov 2011) (fig. 2a). To 
investigate the influence of convection cooling effect on the ignition time two sample holders were 
made. One with blocked sides and bottom (fig. 2b) and second without.  
  
a      b 
Figure 2 - a) Original (left) and blackened (right) sample; b) sample holder to block convection cooling 
The sample holder was constructed of two layers of 7.5 mm thick cement board. To prevent the 
heat loss along the edges of the sample internal layer of 25 mm silica boards was used as an insulation. 
The entire sample holder was positioned on the scale. Five repetitions were conducted for each 
condition.  
At the first stage, the samples were exposed to 30 kW/m2 static heat flux during 5 min and increasing 
heat flux 12.5 min duration. The length of time for the increasing regime was chosen to approximate 
the integral of the heating function. For the dynamic regime, heat flux was increased by moving the 
radiative panel with a constant speed of 0.4 mm/sec.  
 
 
Preliminary results showed that for static heat flux 30 kW/m2, two out of four samples were ignited 
at 100 sec and 78 sec with mass consumption of 9.5% and 8 % respectively. Two other samples 
smouldered intensively during the heating period without flaming ignition. Their consumed mass was 
28 % and 31 % after 5 minutes. For increasing heat flux all four samples were ignited at 743±7 sec 
with mass consumption of 20.7±0.8 %. Infrared video showed that flaming ignition for increasing heat 
flux started after the phase when the wood sample surface cracked into rectangular areas. This led to 
the heating of a deeper section of the sample, thus generating more pyrolysis gases, which was 
indirectly confirmed by the two times greater temperature at 3 mm depth for increasing heat flux. For 
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static heat flux, the average temperature at the time of ignition was 112 °С and for the increasing 
regime it was 219 °C. 
The next step of the proposed research will be to investigate the effects of convective cooling and 
wood type on spontaneous ignition. Different static and dynamic heating regimes will be used and 
their influence on the ignition will be evaluated. Further investigation is also required to determine 
why some samples were not ignited in flaming mode under considered static heat flux. 
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Toward safer firefighting strategies and tactics 
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Adverse weather conditions and fuel accumulation may induce destructive fires. Therefore firefighters are 
highly exposed to fire entrapments, i.e. to be caught by the fire heat or smoke. 
As there are several types of fires, firefighters face different types of mitigation difficulties. They also face 
different situations potentially leading to entrapment. We suggest here ways to implement safer mitigation 
practises at both strategical and tactical levels. 
We analysed 103 firefighters’ entrapments described in both publications and internal reports from fire 
agencies across Europe, Australasia and North-America. We distinguished three types of fire (i.e. 
topography-influenced, wind-driven and convective-dominated fires) and we assessed the potential 
contributions of dynamic fire behaviours in entrapments for each fire type. The dynamic fire behaviours 
investigated are changes in wind direction, steep slopes prone to flame attachment and leeward slopes prone 
to vorticity-driven lateral fire spread.  
Our results show that 94% of the entrapments in topography-influenced fires have happened on steep 
slopes prone to flame attachment. We also point out that slopes prone to vorticity-driven lateral fire spread 
have been the most prominent factor associated with entrapments during wind-driven fires. Finally, in 
convective-dominated fires, many configurations can lead to entrapments, including those without any 
obvious dangerous fire behaviour characteristics. 
Whereas our study took months to identify risks associated to each fire type, firefighter commanders have 
to take mitigation strategic decisions within few minutes. On the field, crews have an even shorter decision 
time to choose safe and efficient tactical options. 
This is why dissemination of the fire type concept and consequent safety issues should be declined in 
several levels and time lags within fire agencies. 
At the top level of scientific understanding, fire behaviour analysts should be able to forecast the expected 
fire type in relation to weather, fuel and topographic inputs. They should both produce maps of dangerous 
areas, trigger points, key points, and assess the expected efficiency and danger from different strategic 
options. 
Incident commanders, division commanders and other command staff should be aware of the general 
behaviour of a fire regarding its type. They should also be informed of the associated areas at risk and the 
most efficient strategies to fight the fire regarding its type. 
Finally, crews should be trained to recognise risky zones on the ground and to egress rapidly such zones 
before dangerous conditions get aligned. 
 
Keywords: entrapment, fire behaviour analyst (FBAN), fire type, flame attachment, vorticity-driven lateral spread (VLS). 
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In wide areas of Northern America, Southern Australia or Mediterranean Europe, adverse weather 
conditions and fuel accumulation may induce very large and destructive fires. Firefighters have 
developed massive initial attack strategies to protect endangered population and assets as a priority. 
Therefore, they can become themselves highly exposed to fire entrapments, i.e. to be caught by the 
fire heat or smoke during their intervention. 
The fire type concept (Costa et al. 2011) distinguishes several types of fires, depending on the main 
driver of the fire propagation, which can be the topography, the wind or the fuel. Therefore firefighters 
face different types of mitigation difficulties (Lahaye et al. 2014). They also face different risks of 
entrapment (Page and Butler 2017; Lahaye et al. 2018a). 
We investigated more than 100 firefighters’ entrapments across the world and we determined both 
the type of fire and the likely contribution of dynamic fire behaviours. Considering the results, we 




We analysed 43 firefighters’ entrapments in Australia mentioned by Lahaye et al. (2018a) and 48 
entrapments in France described by Lahaye et al. (2018b). Most the cases were extracted from fire 
agencies’ unpublished internal reports. We added to this set one entrapment in New Zealand (Pearce 
et al. 2004), one in Portugal (Viegas et al. 2009), one in Croatia (Viegas et al. 2009), two in Greece 
(Xanthopoulos 2007) and five in Spain, reported in Viegas et al. (2009), Zamora (2007) and in 
unpublished reports. Finally, we extended the study to two fully documented cases in the USA: Mann 
Gulch (Maclean 1992) and South Canyon (Butler et al. 1998). In total, we analysed 103 incidents 
distributed across three continents (Fig. 1). All of them correspond to fires suddenly exhibiting high 
rates of spread and intensity. 
 
 
Figure 1 - Location of the entrapments investigated in this study, not representative of the global distribution of 
incidents. 
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Several authors investigated the types of fires (Byram 1959; Rothermel 1991; Morvan 2010) and 
Costa et al. (2011) proposed a classification of three types: topography-influenced, wind-driven and 
convective-dominated. Costa et al. (2011) did not provide threshold criteria for these three types of 
fires but they described their environment and their behaviour so that we could assigned each of the 
103 entrapping fires of our set to one of the types. 
For each entrapment, we assessed the potential contributions of configurations conducive to 
dynamic fire, namely changes in wind direction exceeding 45°, upwind slopes steeper than 20° prone 
to flame attachment, and leeward slopes prone to vorticity-driven lateral fire spread (VLS) as defined 
by Sharples et al. (2012). VLS prone landscapes are lee-facing slopes over 20° with wind speed over 
20 km h-1 (Simpson et al. 2016). VLS can induce massive spotting likely to propagate the fire over 
long distances (Fig. 2). 
 
16% of the entrapments studied here happened during topography-influenced fires, 55% during 
wind-driven fires and 28% during convective-dominated fires (Table 1). 
 
Table 1 - Distribution of firefighters’ entrapments, deaths and injuries regarding the fire types. 
Fire type Entrapments Deaths Injuries 
Topography-influenced 17 62 29 
Wind-driven 57 48 71 
Convective-dominated 29 34 27 
 
 
Figure 2 - A case of vorticity-driven lateral spread (VLS) in Corsica, France, 2017. The white arrow figures the main 
wind direction and the red arrow shows VLS. (Photo: P. Schaller) 
 
Our results show that 94% of the entrapments in topography-influenced fires occurred on steep 
slopes prone to flame attachment (Table 2). We also point out that slopes prone to VLS were the most 
prominent factor associated with entrapments during wind-driven fires. Finally, in convective-
dominated fires, many configurations can lead to entrapments, including those without any obvious 
dangerous or changing fire behaviour characteristics. 
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Table 2 - Presence of dynamic fire configurations in entrapments regarding the type of fire. ‘None’ indicates 
entrapments where none of the investigated configurations were present. 





Topography-influenced 29% 94% 0 6% 
Wind-driven 10% 32% 42% 30% 
Convective-dominated 38% 24% 24% 48% 
Total 21% 40% 30% 31% 
 
 
Whereas this study took months to identify risks associated to each type of fires, firefighter 
commanders have to take mitigation strategic decisions within few minutes. On the field, crews have 
an even shorter decision time to choose safe and efficient tactical options. This is why the fire type 
concept and consequent safety issues should be integrated at different stages of the fire agencies’ 
decision process: before the fires (land management, training, and preparedness), during the fires and 
after the fires (lessons learned) (Fig.3).  
 
 
Figure 3 - Concept flow for integrating fire types and safety issues in fire agencies’ decision process. 
The results of this study should also be disseminated through several levels of decision-making to 
support the integration in the different activities of the fire agencies. 
At the top level of scientific understanding, fire behaviour analysts (FBAN) should be able to 
forecast the type of fire regarding weather, fuel and topographic inputs. They may also produce maps 
of dangerous areas, trigger points, key points and assess the expected efficiency and danger of different 
strategic options. Whereas North American FBAN have developed knowledges and competencies for 
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decades (Hardy and Hardy 2007), the situation in Australia and in Europe is more diverse. In Australia, 
fire agencies in the south-eastern states started to develop FBAN trainings in the late 2000’s (Gibos et 
al. 2014) and then rapidly raised the capability. In Europe, although Molina et al. (2010) identified the 
key role of FBAN, few agencies have empowered them yet, with the exception of the Catalonian Fire 
Service (Otero and Nielsen 2017). 
Besides of FBAN with strong scientific knowledges and capabilities to predict wind shifts, flame 
attachment, VLS or other dynamic behaviours, incident commanders, division commanders and other 
command staff should be aware of the general behaviour of a fire regarding its type. They should also 
be informed of the associated dangerous areas and the most efficient strategies to fight the fire 
regarding its type. 
Finally, crews should be trained to recognise risky zones on the ground and to egress rapidly such 
zones before dangerous conditions get aligned. Standard operative procedures acknowledge these 
dangerous conditions in north America (National Wildfire Coordinating Group 2014) and in Australia 
(New South Wales Rural Fire Service 2010) but do not differentiate the types of fires. Integrating the 
types of fires in the procedures may make them more effective. In Europe, especially in France, 
agencies have focused much on protecting equipment, e.g. trucks and clothing, than on fire behaviour 
understanding. However, consistent European training systems and facilities may facilitate 
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On the 17th of June of 2017, two very large wildfires struck the centre of Portugal, burning over 
47000 ha, causing 64 fatalities and a large amount of economic losses. The Alvares parish was largely 
affected by one of those wildfires, adding up to its large fire incidence over the last 40 years. 
Historically, this parish is part of a strong wood production area that has suffered significant 
depopulation and land abandonment since the middle of the 20th century.  
Within the context of the ongoing trend towards a drier and warmer climate in Iberia, it is necessary 
to consider a more resilient, yet productive, forest landscape that minimizes the negative impacts of 
wildfires and promotes economic revenue, crucial to avoid further land abandonment. Our objective 
is to assess the impact of specific fire and fuel management strategies at the landscape-level on 




Alvares parish, part of Góis municipality, was struck by a large wildfire in June 2017 that burned 
around 70% of its total area (10800 ha). Prior to the fire, 89% of the parish was forested, mainly with 
eucalypt (53%) and maritime pine (30%). Almost all of the forest is privately owned, the exception 
being a small area of municipal and communal lands managed by the National Forest Service. We 
extended the study region to a 55 by 55 km area centred in the parish to account for wildfire 
transmission. 
 
The fire danger arising from very large wildfires (>1000 ha) was estimated for the study region 
using the FARSITE fire modelling system. Associated weather conditions at the synoptic and meso-
scale were simulated using the WRF model. Fuels were defined by reclassifying the 1990 and 2010 
land cover maps into the Portuguese fuel model typology. Reported ignitions were used to derive a 
probability surface.  
Fire danger was estimated running a large number of fire spread simulations (25000) that randomly 
combined weather, fuel and ignition location.  The simulations were combined to create burn 
probability maps. Model calibration was performed by comparing outputs with the observed wildfire 
incidence since 1980, and tuning the adjustment factors accordingly.
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The first step was to engage private stakeholders in the characterization of general forest 
management approaches (FMAs) in the parish area, especially those related to eucalypt silviculture 
systems. Three types of manager were defined: 
a) Professional owners have intensive sustainable management and carry out proper site 
establishment, use genetically improved material, fertilize, and perform intensive fuel and pest control 
operations (20% of total area);  
b) Semi-professional owners focus on site establishment operations, have no access to genetically 
improved material, carry out less fertilization and fuel control operations (30%); 
c) Near-absent forest owners that simply focus on stand regeneration operations and  usually 
anticipate harvest (50%). 
A set of FMAs was defined for each forest owner type. StandsSIM.md was used to simulate the 
growth of eucalypt for a planning horizon of 90 years producing estimates of harvested volume.  
Future forest and land use scenarios 
Different scenarios regarding the future spatial organization of the landscape (involving land use 
and forest cover changes) and silviculture practices were defined and its impacts on fire danger and 
wood production were simulated and analysed. In practice, the different scenarios affect the the 
distribution of fuels acros the landscape. 
The scenarios are described as follows: 
i) The landscape/management is equivalent to the one existing prior to the 2017 fire (i.e the 
“business as usual” scenario – BAU);  
ii) An extended network of fuel breaks is implemented, contributing to the increase of non-wooded 
open areas;   
iii) Additionally to ii), an intensification in forest management in eucalypt stands. 
The distribution of the fuels over Alvares was assigned to each scenario based on expert knowledge, 
information provided by stakeholders, and the land cover prior to the 2017 fire. The impact of such 




The burn probability maps showed an overall good agreement with observed data 
a) b) c) 
 
Figure 1 - Burn probability for a) Business as usual, b) Extended Fuelbreak network and c) Intensified forest 
management 
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Results suggest that the implementation of an extended fuel break network in Alvares leads to a 
slight decrease in the burn probability (~10%), when compared with the BAU scenario (Fig1a,b). On 
the other hand, the intensification of forest management decreases burn probability by about 30% 
(Fig1a,c). The changes are spatially homogeneous at the parish level due to the density of the fuel 
break network and the large forest coverage.  
The estimated harvested eucalypt volume in the BAU scenario is 1295x103 m3 for the 90 years 
horizon (Table 1). With the implementation of the fuelbreak network,  eucalypt area is reduced c.a. 
25%, leading to an equivalent decrease in harvested volume. However, with the intensification of 
forest management in a small area, the reduction in harvested volume can be compensated and match 
‘business as usual’ values.  
Table 1 - Simulated Harvested wood volumes for a) Business as usual, b) Extended Fuelbreak network and c) 
Intensified forest management 














volume (103 m3) 
Professional 1120 473 800 338 800 338 
Semi-Professional 1680 484 1200 346 3200 922 
Near- Absent 2800 499 2000 356 0 0 
Total 5300 1295 4000 1040 4000 1260 
 
 
A relevant change in the landscape and associated economy is required to  decrease the probability 
of occurrence of large wildfires. Preliminary results show that the generalized increase in forest and 
fuel management standards can significantly decrease fire danger and stimulate the wood-based 
economy, leading to a more resilient, safer and still productive landscape. Work is on-going to improve 
the analysis of the relation between landscape resilience and economic potential, namely:  
- The extension of the wood production estimates to other tree species plantations; 
- Integration of the costs of implementing and maintaining fuel management areas;  
- Coupling the wood production estimates with fire danger estimates; 
- Suggesting wood-production zoning and conservation areas and understanding their impacts on 
future fire danger and harvested volume. 
 
 
We acknowledge the “Observador” journal for sponsoring the project. 
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The protected areas (PAs) are established to conserve biological diversity, to maintain nature complexes 
and objects in their natural condition. Strict nature reserves prevail in Russia by their total area. The whole 
nature complex is forever extracted from economic use in nature reserves. Here it is prohibited to pursue any 
activity which might disturb or damage the nature complexes. Even under the existing strict protection from 
anthropogenic ignition sources, vegetation fires do occur on their territory. Besides, lightnings – these natural 
ignition sources – are impossible to exclude. Since large destructive fires are impermissible in nature reserves, 
the latter especially need vegetation fire behavior prediction for fire management. Fire behavior prediction 
includes fire spread rate, development (from surface fire into crown or ground one) and effects. All this is 
necessary for taking optimal decisions on how to control each occurring fire and how to suppress it. The 
Sukachev Institute of Forest SB RAS has developed a technique of vegetation fire behavior prediction using 
vegetation fuel maps (VF maps). 
 
Keywords: strict nature reserves, vegetation fire management, fire behavior prediction, vegetation fuel maps, identifier of 




The protected areas (PAs) are established to conserve biological diversity, to maintain nature 
complexes and objects in their natural condition. Taking into account the special regime and status of 
the environmental conservation institutions there, various IUCN categories of PAs are distinguished: 
strict nature reserves or wilderness areas (including biosphere ones), national parks, habitat/ species 
management areas, natural monuments, etc. Strict nature reserves prevail in Russia by their total area. 
Large destructive fires are impermissible todevelop in nature reserves. This issue can be resolved 
largely by improvement fire danger rating, fire behavior prediction and fire management. Vegetation 
fire management in nature reserves is quite possible on the basis of modern fundamnetal fire science 
elaborations which improve fire danger rating, prediction of an occurred fire depending upon weather 
conditions, and  make it possible to control flame (or flameless) combustion spread over the area and 
to take optimal decisions on fire suppression. 
 
 
L.V. Kuleshov and V.N. Korotkov (2002) made a detailed analysis of wildfires in nature reserves 
of Russia. Fire dynamics was analyzed for the period from 1975 till 2000. Growth tendency was 
identified in the number of wildfires in nature reserves and in the number of nature reserves subject to 
burning in this period. What draws attention is the correlation of forest and non-forest areas. For 
instance, after 1990, burnt areas predominated in non-forest areas. This fact should be obligatory taken 
into account when developing the strategy of fire management in nature reserves. It should be noted 
that the US, Canada and Australia have developed guidelines for fire management on protected areas 
and that “similar tasks are urgent for Russia with its vast forested areas, high diversity of forest 
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vegetation conditions and high forest fire danger” (Kuleshova, Korotkov, 2002).    
By now, forest fire scientists of the Sukacev Institute of Forest SB RAS have developed ways to 
improve fire danger rating according to weather conditions and according to vegetation fuel (VF) 
complexes, predict burning intensity on a given vegetation plot as well as possible fire effects. 
 
 
Two kinds of fire danger are defined in nature reserves: fire danger rating according to weather 
conditions and according to VF complexes. For fire danger rating according to weather conditions the 
following indices are used: the Nesterov Index with rough account of precipitation and the PV-1 Index 
with a more differentiated account of precipitation. Further improvement of the enumerated indices is 
realized in the index developed at the Sukachev Institute of Forest SB RAS. It takes into account 
humidity and hygroscpicity of the surface fuels and “works” under negative temperatures (Sofronov, 
Volokitina, Sofronova, 2008). 
 
 
When studying fires in nature reserves they are often called forest fires. However, fires spread over 
non-forest areas with burnt areas larger over non-forest than forest areas. Therefore it would be better 
to call them vegetation fires. The term “fire management” should also be explained. This term is 
suggested to understand in a broad and in a narrow ways. In itsbroad meaning, it includes exclusion 
of anthropogenic causes of fire occurrence (fire preventive arrangement of the area), creation of 
favorable conditions for timely fire detection and fire suppression (airpatrol, a net of fire lookout posts, 
a road net), etc. In its  narrow meaning, fire management should be understood as control over 
development of ocurring fires on the basis of their behavior and effects prediction. Methods of VF 
mapping and fire behavior prediction (including GIS) are developed (Volokitina, Sofronov, 2002; 
Volokitina, Korets, Sofronova, 2012; Korets, Volokitina, 2014, 2015). On their basis, in cooperation 
with the Eastern-Siberian Forest Inventory Institution an information database was created and VF 
maps were made for two different periods of a fire season in four nature reserves of Russia: Stolby 
(Krasnoyarsk krai), Sayano-Shushensky (Krasnoyarsk krai), Kuznetsky Alatau (Kemerovskaya oblst), 
and Ubsunurskaya kotlovina (The Republic of Tyva). Besides, pyrological characteristics of forest 
types was developed for the Baikalsky Nature Reserve and the Tunkinsky National Park (Sofronova, 
Sofronov, Volokitina, 2005; Sofronova, Volokitina, Sofronov, 2007). 
 
 
To manage vegetation fires in nature reserves, first of all, it is necessary to creat an information 
database containing VF maps. Since Russian nature reserves go through the first forest inventory type, 
it is quite possible to create the information database using the data of the previous forest inventory 
using the technique developed by the Sukachev Institute of Forest SB RAS for analysis of forest type 
schemes and their pyrological characteristic. If old forest inventory data are not relevant already and a 
new forest inventory is being planned then it would be better to create a new information database for 
making VF maps with more accurate pyrological characteristics on the basis of the Sukachev Institute 
identifier for primary fire carriers in the process of forest inventory.  
Further, on the basis of a chosen fire spread model, a developed computer software is used to predict 
behavior of a specific fire: specific pyrological characteristics are introduced from the VF map as well 
as weather data on a given time. The software program calculates the surface fire edge spread in a 
given time periods. On the sites where a surface fire can develop into a crown or a ground one, the 
program shows this probability. Besides, the software reflects possible fire effects in forest stands 
depending upon the combustion intensity, tree species and mean tree stand dimeter in terms of tree 
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mortality expressed in percent. Additionally, taking into account the length of a fire edge, the software 
calculates the necessary suppression forces for a given stage. 
By now, the vegetation fire behavior prediction software has successfully gone through a 
retrospective performance test in plain conditions (the Chunsky Forest Office of the Krasnyarsky krai) 
and in mountain conditions (the Stolby Nature Reserve of the Krasnoyarsk krai). 
 
 
Vegetation fire management is quite realistic in nature reserves of Russia. Most nature reserves 
have the necessary information database for their forest inventory is of a high forest inventory type. 
Nature reserves have their own weather stations and use automatic ones. The software for vegetation 
fire behavior prediction is pretty straightforward for the specialists of nature reserves to master. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
https://doi.org/10.14195/978-989-26-16-506_169  
 
 Advances in Forest Fire Research 2018 – Page 1323 
 
Short contribution – Fire Management 
Wind and slope effects on flame scaling in laboratory fires 
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Ignition of wildland vegetation in wildfires is strongly dependent on convective heat transfer 
(Finney et al. 2015) because the fine size and sparse distribution of foliage and grasses enhances 
cooling by ambient air.  This is sufficient to offset heating by thermal radiation until the flame front is 
close enough for impingement.  Flame impingement on fuel particles occurs intermittently as flame 
parcels burst forward from the burning zone (Finney et al. 2015).  These bursts and non-steady flame 
patterns are still poorly understood but may have genesis as buoyant or hydrodynamic instabilities 
(Tang et al. 2015, Tang et al. 2017).  Prior experiments with wind-driven fires have revealed that 
ignition of fine fuel particles was caused by intermittent heating with average frequencies of 2-8Hz 
[Finney et al. 2015, Tang et al. 2015).  These frequencies exhibited Strouhal-Froude number scaling 
(Finney et al. 2015) such that lower frequencies occurred with longer flames but higher frequencies 
with stronger winds. This paper concerns results from additional experiments on flame characteristics 
in fires spreading up an inclined platform in the absence of wind. 
 
 
A tilting 4 x 6 m platform, adjustable from 0-40° slope angle was constructed for the purpose of 
studying upslope flame spread through engineered cardboard fuel beds (Figure 1).  The surface of the 
platform was formed by a horizontal stack of cement-board lath (each 0.06 m 0.008 m) held by a steel 
frame. Fuel consisted of cardboard cards with attached laser-cut particles of varying dimensions 
resembling a comb [4].  The spines of each comb were inserted into the slots between cement-board 
laths at varying spacing to produce fuel beds of vertically oriented cardboard particles.   
Fires were ignited instantaneously along the downslope edge of the platform with a line of gasoline.  
A 60 cm-long ramp without fuel allowed a boundary layer for induced air inflow to develop parallel 
to the platform before contacting the fuel bed (Figure 1).  Flame fluctuations and spread rates were 
recorded with a linear array of 64 fine-wire thermocouples (5e-5 m), each separated by 0.03 m.  The 
thermocouple array extended upslope from a location 3 m from the ignition edge of the platform to 
allow flame spread to accelerate before measurements were taken.  To measure hydrostatic pressure, 
a series of 16 pressure transducers were installed every 0.3m with the pressure port located flush with 
platform surface.  The pressure sensors were each co-located with a relatively large thermocouple 
(0.127 mm) to record flame arrival.  Sampling frequency of all instruments was 500Hz using National 
Instruments data logger.   
 
 
A total of 33 fire spread experiments on the tilting platform were conducted over a range of fuel 
and platform angles.  Fuel properties and slope were varied to achieve different combinations of spread 
rate and intensity.  Video showed the flame zone structure of fires on slopes to be qualitatively similar 
to those observed in wind driven fires (Figure 1).  The leading edge of the flame zone displayed the 
same peak-and-tough structure produced by alternating upward and downward flows (Finney et al. 
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2015).  Spread rate varied from 0.004 to 0.155 m s-1.  Flame length was estimated from video relative 
to graduated poles and varied from 0.3 to 3.0 m, with spanwise wavelength between flame peaks 0.16 
to 1.22 m.  
Flame contact with fuel particles forward of the ignition interface was seen to occur from 
intermittent horizontal bursts issuing forward from the trough-locations of the flame edge (Figure 1).  
These bursts originate from forward advection of coherent flame structures that first became visible 
near the rear of flaming combustion region (Figure 1a).  The flame zone was composed of these 
concave parcels and suggests the topology of circulations in Raleigh-Benard (RB) cells for gasses.  RB 
cells could result from the unstable stratification of low density flame gasses originating below denser 
ambient air.  According to Koschmeider 1993, p 64, the circulation of gasses in RB cells is reversed 
from that of liquids, showing downward motion in the center.  Thus, the visible flames trace a concave 
region of downflow within self-contained RB circulations that remain coherent as they advect forward 
through the flame zone. Instabilities become relevant to flame spread through their downstream bursts 
of flame into fresh fuels ahead of the ignition interface.   
 
Figure 1 - Top view of flame zone for fire spreading upslope.  (A) dish-shaped parcels and location of thermocouple 
rake that recorded temperature fluctuations from forward flame bursts as the fire approached.  Temperature time 
series (B) shows flame intermittency before ignition, (C) peak and trough structure as viewed toward the advancing 
flame front. 
The coherent structure of flame bursts was revealed by their downstream travel estimated as the 
“zero correlation distance” forward of the ignition interface at the point where the temperature signals 
among thermocouples (Figure 1b) showed no correlation.  This correlation distance suggested a nearly 
linear relation to flame zone depth for slope burns, but wind increased the horizontal deflection of 
flames in wind driven fires (Figure 2).   
The predictive utility of these relations is not clear because fires spreading at near steady state (as 
these were) require the forward convective heating, by definition, to be sufficient to ignite fuels at the 
same rate as fuel burnout at the rear of the flame zone.  It is suspected that the steady spread condition 
of fires on slopes evolves through some interplay of hydrostatic pressure and induced air inflow. This 
is evidenced by the observation that flames are vertical soon after ignition but eventually tilt toward 
the upslope direction as the flow-field develops.  By contrast, flames in wind-driven fires are nearly 
horizontal at ignition. 
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Figure 2.  a) Flame burst frequency scaling between wind-driven fire and current slope-driven experimental fires 
using a Strouhal-Froude relation (f= frequency (Hz), L= flame length (m), U=wind speed (m s-1), g=acceleration of 
gravity (9.81 m s-2), and D= flame zone depth from ignition to trailing edge (m).  b) Forward flame burst distance (r0) 
reflects the length of convective heating ahead of the combustion zone (calculated as the correlation of downstream 
thermocouple temperatures) and depends upon flame zone depth (D, m) for fires spreading upslope but also wind 
speed in wind driven fires (U, m s-1).   
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Abstract 
In this work is made the aerodynamic study of the airflow around a scale triangular prismatic hill 
for low Reynolds number. The study is made experimentally and numerically. The numerical 
simulation is used to complement the experimental results. The study considers a scale triangular 
prismatic hill with 4 cm of side and 20 cm of length. The scale triangular prismatic hill is located 
inside a channel with a square section, with 20 cm of side and 100 cm of length. The experimental 
study is made in a low air velocity aerodynamic tunnel, with a square experimental section of 20×20 
cm2. In the experimental test, the airflow around a scale triangular prismatic hill is obtained using 
the smoke visualization, a laser and a film machine. In the image acquisition a rate of 25 images per 
second is used. In the numerical simulation the Computational Fluid Dynamics is used. The 
Computational Fluid Dynamics numerical model considers the two-dimensional turbulent airflows 
under steady-state and non-isothermal conditions. In the study the air velocity is 0.15 m/s. The air 
velocity is controlled, in the experimental tunnel, using a Babuc-A and confirmed in the final using 
a graphic methodology. In the paper the airflow around a scale triangular prismatic hill is analysed. 
The vortexes dimensions in steady state conditions are numerically calculated, while the vortexes 
formation in transient conditions are experimentally analysed. 
 




The airflow around triangular prim hills was studied in the last years. The idea of this study is to 
evaluate the airflow amount and downstream of the triangular prismatic hill. This study is important 
because the airflow verified in the downstream area, in a forest fire situation, can return the fire to the 
triangular prismatic area. 
The aerodynamic tunnel is used and applied in studies of airflow in controlled conditions. Several 
studies were developed in the aerodynamic of the forest fire and of the terrain topology. However, in 
this study the aerodynamic tunnel is used to evaluate the airflow around triangular prismatic hills. 
The Computational Fluid Dynamics numerical model, developed in the last years by the authors, 
can be seen in detail in Conceição et al. (2008) and Conceição et al. (2016), was validated and applied 
in experimental chamber with controlled thermal conditions. 
 
 
The Computational Fluid Dynamics numerical model, used in this work, considers the two-
dimensional turbulent airflows under steady-state and non-isothermal conditions. The numerical 
model, developed by the authors, can be seen in detail in Conceição et al. (2008) and Conceição et al. 
(2016). The numerical model solves the partial differential equations (using the finite volume method), 
namely, the mass continuity equation, moment equations (two-dimensional air velocity), energy 
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equation, turbulence kinetic energy equation and turbulence energy dissipation rate equation (using 
the RNG turbulence model). This numerical model is used to evaluate the airflow around a hill (two-
dimensional components of air velocity, air temperature, air pressure, turbulent kinetic energy and 
turbulent energy dissipation rate). 
 
 
The experimental study is made in a low air velocity aerodynamic tunnel with recirculation. The 
low air velocity aerodynamic tunnel has a height of 3 m and a length of 6 m. The test section, with a 
transparent perspex square experimental section of 20×20 cm2, has a length of 1 m (see figure 1). In 
the experimental test, the airflow around a scale triangular prismatic hill is obtained using the smoke 




Figure 1 - Scheme of the low air velocity aerodynamic tunnel, test section and laser used in the experimental tests. 
 
The study considers a scale triangular prismatic hill with 4 cm of side and 20 cm of length. The 
scale triangular prismatic hill is located inside a channel with a square section, with 20 cm of side and 
100 cm of length (see figure 2). 
In the study the air velocity is 0.15 m/s. During the experimental study the air velocity is controlled, 
using a Babuc-A. In the final, using a graphic methodology, the air velocity is confirmed. 
 
Figure 2 - Scheme of the test section equipped with a triangular prismatic hill. 
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The numerical study is made using a Computational Fluid Dynamics numerical model. The 
numerical simulation, using a 2D simulation, can be seen in figure 3. The study considers a triangle 
with 4 cm of side. The simulation domain are 20 cm of height and 100 cm of length. 
 
 
Figure 3 - Numerical simulation scheme of the section equipped with a triangular prismatic hill. 
 
 
In this section the numerical and the experimental results are presented. The aerodynamic study of 
the airflow around a scale triangular prismatic hill for low Reynolds number is developed. 
 
Experimental test  
In the experimental tests the vortexes formation in transient conditions are presented in figure 4. In 
these figures three sequences of 21 images, obtained in 2.52 s, are presented.  
In figure 5 is presented the identification of the main parts of the vortex in the downstream triangular 
prismatic hill. This identification is obtained in accordance to the results obtained in figure 4. 
In accordance to the obtained experimental results, the main vortex can be divided in four parts, 
namely, the development, the upper transport, the lower return and the recirculation. 
 
Development: 
The vortex development is made in the up downstream area of the triangular prismatic hill, in the 
upward direction. The development is periodic. The periodicity is around 1.9 s. 
 
Upper Transport: 
The vortex transport is made in the upper main vortex area, in airflow direction. 
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Figure 4 - Experimental tests of the airflow around a scale triangular prismatic hill. Figure integrating a sequence of 
21 images. 
Lower Return: 
The lower return, made in the lower downstream main vortex area, is responsible to the power supply of 
the vortex developed (see figure 5), with the direction opposite to the airflow.  
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Figure 4 - Experimental tests of the airflow around a scale triangular prismatic hill. Figure integrating a sequence of 
21 images (continuation). 
 
Recirculation: 
The circulation is verified in the main vortex centre. The direction of recirculation is made in the upper 
area in the direction of the airflow and in the lower area in the opposite direction to the airflow. 
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Figure 4 - Experimental tests of the airflow around a scale triangular prismatic hill. Figure integrating a sequence of 
21 images (continuation). 
 
 
Figure 5 - Identification of the main components of the vortex in the downstream triangular prismatic hill. 
12
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Numerical simulation 
The idea of the numerical simulation, using the RNG k-epson turbulence model, is to obtain a main 
idea of the airflow topology around the triangular prismatic hill, namely in amount and mainly in the 
downstream area. 
The numerical simulation results, used to obtain the vortexes dimension in steady state conditions, is 
presented in figure 6. The influence of the vortexes length is function to the inlet air velocity and the triangular 
prismatic hill dimensions. 
 
 
Figure 6 - Numerical tests of the airflow around a scale triangular prismatic hill. 
 
The recirculation area in amount to the triangular prismatic hill, in accordance with the obtained 
results, verified in the lower area, is small. This fact is associated with the prismatic hill confutation 
and inclination. 
In accordance with the obtained results, in the downstream area, the vortex dimension present a 
height equal to the triangular prismatic hill side. The vortex length is approximately 1.5 of the triangular 
prismatic hill side. 
 
 
In this work is made the aerodynamic study of the airflow around a scale triangular prismatic hill 
for low Reynolds number. The study is made experimentally and numerically. The experimental study 
is made in a low air velocity aerodynamic tunnel, while the numerical study is developed using a 
Computational Fluid Dynamics numerical model. 
The study considers a scale triangular prismatic hill with 4 cm of side and 20 cm of length. The 
scale triangular prismatic hill is located inside a channel with a square section with 20 cm of side and 
with 100 cm of length. 
In the experimental test was analysed in detail vortex, in the downstream area. In acordance with 
the experimental obtained results, the vortex has a frequency of 0.52 Hz. The vortex has a development 
in the upper triangular prismatic hill area, has a transport in the upper area in the airflow direction, has 
a return down downstream main vortex area with the direction opposite to the airflow and has a 
recirculation in the in the main vortex centre. 
In the numerical tests was verified a first vortex, located amount the triangular prismatic hill, with 
very small dimension, and a second vortex, located downstream the triangular prismatic hill, with a 
height equal to the prismatic hill side and with a length approximate to 1.5 of the prismatic hill side. 
In this work the two dimensional airflow study is made. In future works is suggest the three 
dimensional evaluation of the airflow downstream of the triangular prismatic hill. 
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Last year catastrophic wildfires in the NW of the Iberian Peninsula destroyed thousands of hectares, 
provoking human deaths and important economic damages. The wildfire wave occurred in one week 
in October 2017, with the number of fire incidents reaching peak levels between 14 and 16 October. 
In those days, the extreme fire meteorology- dry biomass and high temperatures- were combined with 
storm Ophelia and a high rate of intentional ignitions, which aggravate these conditions. Wildfires 
occurred in close proximity to residential areas posing an extreme threat to properties and human lives. 
Forest fire fighters brigades had to prioritize protecting the public for a wide range of emergency 
situations. This wildfire wave was defined as the worst in history in terms of deaths registered and 
damages caused in both Portugal and the Spanish region of Galicia. In this paper we characterize the 
forest fires occurred during this wildfire outbreak of October 2017 in Galicia (Spain). We delimitate 
the area burnt and describe its spatial characteristics, quantifying the wildland-urban interface (WUI) 
and population at risk. 
The choice of our study area is relevant because the region of Galicia has the highest wildfire 
incidents in Spain and nearly all fires are human-caused, which traditionally have been associated with 
illegal behavior through intentional ignited fires (Calviño-Cancela et al. 2016). In 2017, Galicia 
registered 23% of the total wildfires burning almost 35% of the total forest area affected in Spain 
(MAPAMA 2018), which more than 61,700 ha occurred along the year, mostly during the wildfire 
wave of October 2017. Our previous study (Chas-Amil et al. 2013) highlighted the vulnerability of the 
interface to fire in this region. Nearly three quarters of the population settlements are located in the 
WUI, and that fire ignitions are approximately two times more frequent in WUI than in non-WUI 
areas. We also found a significant spatial diversity in the vulnerability of WUI areas across this studied 
region. In this work, we present the first attempt to characterize wildfires occurred in October 2017 in 
Galicia, focusing on the delimitation of populated areas at risk on WUI areas.  
 
 
We defined the WUI as the area within a 50m radius around buildings at a distance of up to 400 m 
from wildland vegetation, where bush clearing is compulsory, according to the current fire-protection 
legislation in the region (Law 3/2007 of April 9, 2007, addressing the issues of wildfire prevention and 
suppression, as modified by Law 7/2012 of June 28, 2012 of Galician Forestry). The WUI was obtained 
combining the most updated layer of buildings from the Galician Topographic Base 1:10,000 (BTG 
2016) with information about forest area given by the Fourth National Forest Inventory (IFN4). 
The best cloud-free Sentinel 2A-MSI images before and after of the wildfire wave, October 12 and 
October 27, 2017, were selected and compared in order to determine the severity of wildfires by 
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delimitating the area burnt in the studied period. The land use/land cover type (LULC) of the area 
burnt was determined by using information from the Fourth National Forest Inventory (IFN4). Burned 
area was also classified attending to their location within or outside the WUI, as well as population 
and buildings affected. The spatial distribution of the area burnt was also explored by municipalities, 
describing its spatial characteristics, quantifying the wildland-urban interface (WUI) and population 
at risk.  Jacobs’ selectivity index (Jacobs 1974) was used to measure wildfire preference by land cover 
types and woodland forest type (e.g., Barros and Pereira 2014, Reilly et al. 2018). 
 
 
Our results show a total area under WUI in Galicia of 383,711 ha, 13% of the region. The wildfire 
wave in October 2017 caused a burned area of 42,314 ha, affecting 97 of 313 Galician municipalities 
(1.43% of the total Galician area). Forest is the most affected land cover with 40,509 ha, representing 
95% of the total area burned. According to the results from the Jacobs’ selectivity index (Figure 1), 
shrublands was the only land cover burned more than expected based on its presence in the territory, 
both in the WUI and in no-WUI. These results also show that fires had a clear preference for wood 
forest lands within the WUI. In terms of population vulnerability to these fires events, results show 
that a total of 3,665 buildings, corresponding to a total built area of almost 42 ha, 51 population entities 
and 841 people lived within wildfire perimeters. This shows a high affectation of population and 
buildings, in fact, we found that 43,048 people live in 500 meters or less to the burned area. The highest 
relative affectation to the population is detected in forest district XVII-O Condado-A Paradanta, where 
more than 20% of the district was burned, and more than 18% of its population lived within fire 
perimeters or only 500 m apart. However, forest district XI-O Ribeiro-Arenteiro was the most affected 
in terms of burned area (28%). 
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This first approach will give us some key element to defend the necessity of implementing an 
integrated land-use planning, not only based on forest but also focusing on human developments. Our 
work can lead to the progress of spatial delimitation policies of infrastructures particularly in high risk 
areas with the aim of developing and promoting plans for the protection of human life, homes and 
economic activity.  
 
 
This research was funded in part by Project ECO2017-89274-R MINECO/AEI/FEDER, UE.  
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1. Introduction 
When a fire occurs, the knowledge on its location and the burnt area allows calculating economic 
loss, observing the impact on the environment, and modeling landscape evolution (Gitas et al., 2007). 
Fire severity assessment allows predicting post fire vegetation dynamics, and anticipating soil erosion 
(Allen and Sorbel, 2008). It also provides data for fire assessment models by giving information on 
fire frequency and fire intensity. An exhaustive knowledge of the past fires on a landscape, allows 
validating and improving those fire risk models. 
Database on past fires are not fulfilled systematically with georeferenced contours. When contours 
are available, these are generally fires larger than 50 ha. Indeed, large fires causing damage to buildings 
are generally very well described: contours are made from satellite images available quickly, with field 
checks at the margin. For fires <50 ha, there is no rule for the systematic collection of information. In 
fact, databases are heterogeneous from one department to another. However, knowledge on these 
"small fires" is important, especially since they often occur in wildland urban interface (WUI) areas 
where forest fire risk management poses particular problems. With the aim of building accurate and 
comprehensive fire history databases, satellite imagery is a very interesting source of information as it 
provides information on vegetation over large areas. 
 
2. Objectives 
We will use the complementarity of 
these different satellite sources (spatial 
and temporal resolution, different 
wavelength channels) to develop a 
method of fire severity mapping. 
Severity levels were related to levels 
of damage observed in the field. 
Damage assessment methods based on 
vegetation indices and before / after 
event image comparisons were 
developed to characterize the severity 
of fires. However, there are few 
studies on fire behavior in the 
ornemental vegetation, and none on 
the characterization of the damage in 
WUI, which requires the development 
of a specific methodology. It is a first 
approach that is developed here. 
 
Figure 1 - Location map of the past fires. Source image Sentinel 2,  
Données Copernicus Sentinel-2 2017 traitées au niveau 2A par le Cnes 
pour le centre de données Theia 
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3. Material and methods 
The study area is situated in southern France, and focused on three past fire (Fig. 1). 
In France, within the framework of the THEIA data center (www.theia-land.fr), the GEOSUD team 
aims to develop a national satellite imagery infrastructure for environmental and landscape research, 
and its applications to management and public policies. This scientific and technical structure aims to 
facilitate the use of these images. Thus, the Pleiades and SPOT6 / 7 images are available for research 
as well as Sentinel-2 images. 
For this study, several complementary satellite sources were used on 3 fires in the south of France: 
Rognac 2016, Fos 2017 and Istres 2017, of variable size, which affected the WUIs   
Damage surveys were carried out in the field, in the natural zone and in the interface zone, adapting 
the protocol. Scores of damage were calculated. Vegetation indices were calculated from satellite data, 
including Gdnvi which has been classified in severity level. The indices were then correlated to the 
field scores. 
Fig 2. Gives an illustration of the plots (yellow) in the WUI. 
 
Figure 2 - Plots on the Istres Fire. a : General map of the fire ; b : location 1 ; c : location 2. Source image : SPOT 6 
© AIRBUS DS 2017 
4. First results 
 
Ornemental vegetation is precisely geolocalized on Pleiades, and SPOT6 as well (Fig 3). 
 
Figure 3 - Source images from left to right : Orthophoto 2011 IGN / Image Pléiades © CNES 2017, Distribution 
Astrium Services / Spot Image S.A., France, tous droits réservés. Usage commercial interdit / SPOT 6 © AIRBUS DS 
2017 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
 
 Advances in Forest Fire Research 2018 – Page 1339 
 
We can observe correlations between GNDVI level and field score according to the type of 
vegetation in the wildland urban interface (Fig. 4). 
 





Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
https://doi.org/10.14195/978-989-26-16-506_173  
 
Advances in Forest Fire Research 2018 – Page 1340  
 
Short contribution – Fire at the Wildland Urban Interface 
Critical conditions for the ignition of cedar needle fuel bed as a result of firebrands 
accumulation 
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It is well known that flaming and glowing particles are a major cause of wildland and wildland-
urban interface fires (Cohen 2000; Caton et al. 2017). In recent years, many papers devoted to this 
problem have studied firebrands trajectory in the airflow, their transportation distance (Ellis 2000; 
Anthenien et al. 2006; Kortas et al. 2009; Song et al. 2017) and evaluated firebrands ability to ignite 
fuel beds(Manzello et al. 2008; Filkov et al. 2016; Kasymov et al. 2016; Fateev et al. 2017). However, 
the problem still requires further research, as, in particular, critical conditions for the ignition of the 
fuel bed as a result of firebrands accumulation depending on their size, shape and ambient conditions 
remain largely unknown. 
It should be noted that the interaction of flaming (burning) and glowing particles with the fuel bed 
is a complex process, which requires both theoretical and experimental approaches. The earlier papers 
demonstrated that flaming particles ignite the fuel bed more easily; for this reason, our research has 
been focused on glowing particles. 
As was shown in(El Houssami et al. 2016), during surface fires tree bark and twigs turn into 
glowing particles. Therefore, the aim of the present work is to study accumulation of glowing twigs of 
various sizes and their interaction with forest fuel beds. In particular, the paper studied fuel bed ignition 




An experimental setup was created which permitted to simulate firebrands accumulation with a 
controlled number of firebrands being dropped and which in turn allowed to evaluate their effect on 
the fuel bed (fig. 1). 
 
Figure1 - Experimental setup to simulate firebrand accumulation on the fuel bed: 1 – rack; 2 – adjusting bolts; 3 – 
electric motor; 4 – driving wheel; 5 – box; 6 – disk-separator; 7 – funnel; 8 – adjustable power supply; 9 – tray
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Birch tree cylindrical samples with diameters of 6 mm, 8 mm, 10 mm, 12 mm, 14 mm and 50 mm 
in length were used as firebrands (fig.2). 
 
Figure 2 - Firebrand samples 
The moisture content was determined using the AND MX-50 moisture analyser. The firebrands 
moisture content and the fuel bed (cedar needles) were 4.2 ± 0.2 % and  
6 ± 0.2 % respectively. A thermal imaging camera JADE J530SB and a video camera Canon HF R88 
were used to evaluate the firebrands temperature and to record the experiment. Three repetitions were 
performed for each experiment, three successful or unsuccessful ignitions in a row. In case of one or 
two ignitions, the number of experiments was increased to reach at least three ignitions for statistical 
analysis. 
The following procedure was used for the experiment: cedar needles were placed on the tray (9) to 
simulate a fuel bed with a density of 56 kg/m3; firebrands were put into the box (5) and heated with 
gas burners until they began to glow while the whole process was controlled with the thermal imaging 
camera. The frequency of firebrands drops on the tray (9) was regulated by changing the electric motor 
rotation speed (3). The precision of firebrands drops was regulated by adjusting the height of the setup 
over the fuel bed using adjusting bolts (2) and funnel (7). The experiment started with dropping one 
particle every 4 seconds until reaching a total of 10 particles. If the fuel bed was ignited, fresh cedar 
needles were put on the tray (9). Three repetitions were carried out for each experiment. Fuel bed 
ignition was defined as a moment when a flame appeared over the fuel bed, which was recorded with 
a video camera. Fuel bed smouldering was defined as continuous uninterrupted smouldering caused 
by firebrands and which lasted for 5 min. 
A preliminary series of experiments was carried out in the absence of wind and with wind speed of 
1.5 m/s with firebrands 50 mm long and with diameters of 6 mm and 8 mm. Under the chosen 
experimental parameters in the absence of wind fuel bed ignition did not occur except on a few 
occasions when fuel bed smouldering was initiated and lasted for 3 min after the firebrands had stopped 
burning. With the wind speed of 1.5 m/s, the fuel bed ignition was observed and was started by eight 
6 mm particles, or by six 8 mm particles, i.e. an increase in the firebrands diameter led to a decrease 
of the number of firebrands required ignition to occur. 
During the next experimental stage, particles with diameters of 10 mm, 12 mm and 14 mm and the 
wind speed of 1–1.5 m/s will be used to evaluate both the probability of ignition depending on the 
number of particles and the critical heat flux produced by them. 
 
 
This study was supported by the Russian Foundation for Basic Research (project No. 18-07-00548). 
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There are numerous cases of emergencies in fire prone and wildland urban interface areas that have 
occurred during the last years, with an exponential growth as time goes by. In Spain most of the 
situations were declared level 2 (out of a maximum of 3), fires endangering seriously people and 
properties- according to the current Basic Civil Protection Directive.  
Some close examples, all of them recognizable by the media, occurred last year. We must remember 
numerous cases where populations were affected and dramatic fire situations with thousands of 
evacuated and killed people (Doñana National Park-Spain, Encinedo-León, Galicia, Tejeda-Gran 
Canaria, Pedrógão Grande, Coimbra, Valença, Sertã, Viana do Castelo, Braga, Viseu and Monção in 
Portugal; Var, Bouches-du-Rhone and Vaucluse, Corsica, Marseille and Nice in France; Campania, 
Calabria, Puglia, Tuscany, Lazio, Sicily and Sardinia, Enna, Messina and Palermo in Italy; Athens, in 
Greece;  Valparaíso, in Chile;  Los Angeles, in California). 
 
 
The reality of the municipality of Córdoba was included in 2011 in the PYROSUDOE European 
Project focused on forest fire risk perception in the southeast and southwest of the Mediterranean WUI 
areas. The general objective was the characterization of WUI municipalities of Córdoba and 
Almodóvar del Río. It consisted on a preliminary study on fire reality at WUI areas and their associated 
risks reflecting, analyzing and proposing a basic action guide for preventive purposes and future 
applications. The specific objective of the work was to review the territory In order to characterize and 
distribute the WUI situations in the municipalities of Córdoba and Almodóvar del Río, and their risks 
associated with forest fires. 
A diagnosis of the urban-forest interface was 
obtained in relation to the risk associated with 
forest fire episodes, identifying the types of 
interfaces, estimating the associated vulnerability, 
obtaining cartography of the distribution and 
incorporating this study into the calculation of fire 
risk.  
The municipality of Córdoba (Spain) is one of 
the largest municipalities in the homonymous 
province. Within its area of 1,255 km2 the presence 
of areas of wildland urban interface is widespread 
and the occupation of the territory with this spatial  
 
 
Figure 1 - The reality of the municipality of Córdoba 
(Spain) seen from the North of the city. 
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structure is extensive. In recent years, urban expansion in forestry has entailed a new problem such as 
the scenario of forest fires near or within urban settlements. To the techniques and protocols for fire 
suppression, often limited in these environments, it is necessary to add those of civil protection since 
people, properties and infrastructures are threatened and affected by fires and smoke. 
 
 
The present fuels, which are no longer only of a vegetable / forestry nature, as well as the infinite 
combination of possible situations, make it difficult to work in these areas. The suppression in the 
WUI needs, therefore, an adaptation of the current Incident Command System, that is, the way in 
which the operation is organized in the intervention. It must be adapted to the emergency in which it 
is not possible to rely on the generalized application of the same attack techniques that have been used 
until in previous interventions. From current legislation it is necessary to question whether the current 
texts are sufficient and are updated enough to deal with the problem in a practical and problem solving 
way. In this sense we should consider the validity of the current Basic Guideline for Emergency Civil 
Protection Planning for Forest Fires, (RD 893/2013), the current State Forestry Law 43/2003, the 
autonomous articles as well as the provincial and municipal ones. 
 
 
The Consejería de Medio Ambiente y Ordenacion del Territorio, Regional and local forest 
Administration, are trying to communicate to people a forest culture in terms of the proper use of fire 
and its implication in a context of urban-based communites in the areas of the municipality. Fuels 
management in WUI zones (private and public lands) and public information (residents and scholars) 
are considered as essential matter and they are welcomed by residents and general public. 
 
This action it is focused on three types of action areas depending on the distance between structures 
and fuels. It is considered location of the structures as well as actual fuels structure versus future 
structure after management of them and the type of action in each one. 
Fuels management depends on priority zones Priority 1 (0-10 m), Priority 2 (10-30 m) and Priority 
3 (30-100 m). It is also regulates the fuels management around power lines 
Fuels elimination is made following fire regulations and it depends on the moment of year in which 
they are generated. The can be eliminated using fire under and strict observance of weather and public 
occupation in forest areas. 
 
Residents in WUI areas in the municipality of Córdoba receive annual information regarding to fire 
uses, fire regulations and which implications of a bad use of fire could affect (more) negatively on 
wildland firefighters operations and safety.  
In early ages the “Crece con tu árbol” (“Growing up beside your tree”) andalusian programme has 
created and educational context in terms of culture of fire use by visiting primary and secondary 
schools in the municipality. 
 
 
Forest forestry and forest fire prevention in forestry so far had been based on the so-called classical 
forestry actions such as the repopulation of areas affected by fires or diseases, the repair of roads and 
hydrological correction combined with a reasonable use of fire in order to use and exploit the forest 
biomass generated and available in the forest.  
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However, changes in social uses have compromised the maintenance of our forests and the 
involvement of the population with them. In these new realities and from the operational point of view 
and intervention in the emergency, new strategies and new tactics of struggle and suppression are 
imposed. In that sense we should consider what happens with territorial planning policies, why we 
have reached these realities and what solution(s) can be given. The combination of possibilities and 
territorial variety of forms of the problem leave numerous examples that illustrate the problem of an 
emergency in the urban-forest interface. It is in these moments in which one considers how to act in 
such a reality.  
We highly appreciate the collaboration of Consejería de Medio Ambiente y Ordenación del 
Territorio (Junta de Andalucía, España (Regional Forest Administration) through Centro Operativo 
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Short contribution – Fire at the Wildland Urban Interface 
Mapping Canadian Interface Areas 
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This project aimed to produce the first map of the Canadian wildland-urban interface (WUI). We also 
extended the interface concept beyond the traditional “urban” structures of the wildland-urban interface to 
include industrial structures (e.g. oil and gas structures) or infrastructure values (e.g. roads, powerlines, 
railways); producing two additional national maps to reflect the interface areas of these potentially 
vulnerable industrial structures (i.e. the wildland-industrial interface) or infrastructure values (i.e. the 
wildland-infrastructure interface) with wildland fuels. The interface maps provide a baseline for future 
work but also have a variety of practical applications such as fire management planning and decision 
support, insurance, municipal planning, and fire mitigation.  
 
Keywords: wildland-urban interface, wildland fire, fire risk, GIS 
 
 
Recent Canadian wildfire disasters such 
as Slave Lake (2011) and Fort McMurray 
(2016) are examples of the destructive 
power of wildfires to human structures. 
Fires that have the potential to cause this 
kind of destruction are referred to as 
“interface” fires (Figure 1).  
The wildland-urban interface (WUI) is 
where homes or other human structures 
meet with or intermingle amongst burnable 
wildland fuels. Canadian fire management 
agencies actively mitigate and suppress fire 
in these interface areas in order to protect 
human life and structural values.  
 
Figure 1 - Destruction of homes in Slave Lake, Alberta, Canada 
in 2011 due to an interface fire (photo credit: Mike 
Flannigan/University of Alberta). 
For effective fire management in the interface, we need information on what areas are at risk. 
In Canada, a national examination of risk was not available and represented a large gap in wildfire 
research. The WUI has been mapped and studied in other areas of the world, with many studies 
additionally quantifying interface fire risk (e.g. Radeloff et al. 2005; Theobald and Romme 2007; 
Vadrevu et al. 2010; Haas et al. 2013; Chuvieco et al. 2014; Thomas and Butry 2014; Fox et al. 2015; 
Radeloff et al. 2018). However, in Canada there is very limited information on this topic despite the 
potential for destructive impacts of wildfire on human structures.  
The objective of this project is to map the interface areas of Canada that are at risk to wildland fires. 
There are two main components to this project: 1) mapping interface areas and 2) quantitatively 
assessing the amount of fire risk in those interface areas.  
Part one of this project is complete (Johnston and Flannigan 2018); it resulted in the production of 
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 the first national map of the interface in Canada. This map includes the more traditional interface 
of wildland fuels with homes, commercial buildings, and public structures, forming the wildland-urban 
interface (WUI). We also extended the interface concept to industrial (e.g. oil and gas or mining 
structures) and infrastructure (e.g. roads, railways, powerlines) areas to provide a more comprehensive 
view of potential impacts to buildings and essential infrastructure.  
 
 
There are a wide variety of ways of defining and mapping interface areas (see Mell et al. 2010; Platt 
2010). This study selected a fuels-focused definition of the interface areas, using a buffer around each 
potentially vulnerable feature. A brief summary of the methods used to map the interface will be 
covered here, but for full methods see Johnston and Flannigan (2018).  
Mapping the interface areas required data on both structures/infrastructure and on wildland fuels 
(Fig. 2a). Structure/infrastructure locations were taken from the CanVec+ (Natural Resources Canada 
2015a) dataset, and each potentially vulnerable feature was included in calculations of the wildland-
urban interface, wildland-industrial interface, or infrastructure interface, depending on if they were 
primarily urban/community features, industrial features, or infrastructure.  
Relevant fuels data was extracted from the Land Cover circa 2000 (Natural Resources Canada 
2015b) dataset. The fuels were then classified according to their relative fire hazard they may impart 
to structures (similar to the methods of Theobald and Romme (2007)). A “high hazard” fuel would be 
something like a continuous conifer forest, which can have potentially extreme fire behaviour and 
could impart extreme fire risk to nearby structures. A “low hazard” fuel would be something like a 
sparsely vegetated shrubland, which has low potential for fire spread and would impart a much lower 
risk to nearby structures.  
To produce the actual interface areas, a buffer of vegetated areas was calculated around each 
potentially vulnerable structure. The size and shape of the buffer was dictated by the type and 
arrangement of surrounding fuels. A large buffer (and therefore a large interface area) would be 
produced with higher hazard fuels, and smaller buffers (small interface areas) where there is less fuel 
or lower hazard fuels. The maximum distance the buffer could extend was limited to 2400 m. Non-
fuel areas were removed from the buffered areas, resulting in the final interface areas (Fig. 2b). 
 
Figure 2 - Example maps showing a) the data inputs: the fuels (greens, browns) and values (black), and also water is 
shown in blue, and then image b) shows the wildland-urban interface (magenta), wildland-industrial interface (cyan), 
and infrastructure interface (navy). 
 
 
Nationally, these interface maps (Figure 3) show that Canada has 32.3 million ha of WUI (3.8% of 
total national land area), 10.5 million ha of wildland-industrial interface (1.2%), and 109.8 million ha 
of infrastructure interface (13.0%). This is a widespread issue affecting large areas of Canada.  
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Figure 3 - Canadian national interface maps, with a) showing all three interface “types” together, b) showing the 
wildland-urban interface (WUI), c) showing the wildland-industrial interface (WII), and d) showing the 
infrastructure interface. 
Overall, 60% of all cities, towns, settlements, and reservations across Canada were found to have a 
significant amount of WUI (defined as those with more than 500 ha of WUI within a 5 km radius). 
There have been many recent fires near or within the interface areas; 40% of recent fires would be 
considered an “interface fire”. For more information on the production and initial analysis of these 
maps, see Johnston and Flannigan (2018). 
 
 
Maps of the interface may imply that there is a fire risk, but a map of the interface alone is not a 
proxy for risk. Mapping the interface is the first step in assessing interface fire risk and provides the 
locations of where fire risk to interface areas may be possible (i.e. where wildland fuels and human 
structures intermix or meet). A multitude of additional factors need to be considered to fully quantify 
risk. Fire risk is inconsistently defined in wildfire literature, but the traditional natural hazards risk 
definition assesses fire risk as the conditional probability of an event occurring multiplied by the 
expected consequence when the event occurs (Finney 2005; Hardy 2005; Thompson et al. 2011; Haas 
et al. 2013; Miller and Ager 2013; Chuvieco et al. 2014). We can further refine the definition of fire 
risk to the function of likelihood, intensity, and effects (e.g. Thompson and Calkin 2011; Miller and 
Ager 2013). Assessment of these three risk components can use variety of potential approaches and 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
 
 Advances in Forest Fire Research 2018 – Page 1349 
 
quickly develops into a complex paradigm with many elements, as visualized in the word cloud in 
Figure 4.  
 
Figure 4 - Word cloud of terms related to fire risk. 
The results of this project will be used for the second component of this project, i.e. quantifying fire 
risk within interface areas. In addition, we will investigate fire activity within these interface areas to 
characterize fire intensity, seasonality, and ignition sources. Additionally, these maps will be used to 
detect recent growth patterns in the interface and to model future interface areas.  
The interface maps are available for practical applications, and if used for the correct application 
and at the correct spatial scale, can be useful for a variety of applications, for example: fire insurance, 
municipal planning, fire suppression, values protection, fuel management, and forestry. 
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Short contribution – Fire at the Wildland Urban Interface 
Risk analysis of LPG tanks at the wildland-urban interface: are regulated safety distances large 
enough? 
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Forest fires affecting urban and rural communities represent a rising problem throughout the world. 
They pose tremendous management challenges in terms of civil protection and fire mitigation. These 
emergencies often exceed fire-fighters capacities due to its multi-risk nature: they usually involve 
wildfire suppression, structures protection and communities’ evacuation and they can even trigger 
natech-type events when interfacing industrial infrastructure.  
The WUI (wildland-urban interface) fire problem is inherently complex, as it is characterized by 
the interaction of multiple phenomena of diverse nature occurring at different observation scales: the 
macroscale or landscape scale, the mesoscale or development/settlement scale and the microscale or 
home/plot scale. It is at the microscale where the specific events that jeopardize residents and assets 
can be observed and where prevention actions at home-owner level must be undertaken. The WUI 
microscale is quite often characterized by the presence of all sorts of combustible elements around 
structures (ground fuels, ornamental vegetation, stored material, etc.) whose hazard is poorly 
characterized and thus remarkably disregarded by residents. 
In this sense, it has to be highlighted the hazard associated with domestic LPG (liquefied petroleum 
gas) storage tanks, used as energy source for heating, hot water production or cooking in WUI 
developments. This type of infrastructure can be seriously threaten by a fire nearby, particularly in 
those cases where negligences or regulatory gaps allow a very close exposure of these tanks to flames 
coming from nearby fuels.  
In countries where this type of domestic LPG infrastructure is currently used, regulations specify, 
among others, safety distances from the LPG supply unit to vulnerable elements, operation conditions, 
fire extinguishing systems and other protection measures that have to be taken into account. However, 
there exist serious deficiencies in the overall regulation framework, particularly in those areas where 
WUI fires usually occur. For instance, Spanish Standard UNE 60250 (Aenor, 2008) for the set-up, 
exploitation and manteinance of LPG vessels indicates that for 1 to 5-m3 tanks, safety distances should 
be of 2 m from the walls of the tank and 3 m from the service orificies (figure 1). This distances can 
be reduced by a 50% for smaller tanks. The Standard also states that the LPG unit should be provided 
with an enclosure made of metal mesh or other materials with very limited contribution to fire, to avoid 
manipulation from non qualified personel. Nevertheless, this measure can be ignored in case the tank 
is located inside a single-family house plot with perimeter elements delimiting the property and 
preventing the access to outsiders. The Standard has no explicit mention to natural fuels (e.g. 
ornamental vegetation), usually present at the WUI microscale, that can be located inside the plot and 
be eventually ignited in case of WUI fire. With these provisions, an scenario of a 5-m3 LPG tank 
closely (i.e. 3 m) surrounded by a fence made of a higly flammable ornamental hedgerow (e.g. 
Cupresus arizonica) is permitted to be set and obviously entails an inherent risk.
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Figure 1 - Distances between walls (Dp) and orificies (Do) as indicated by UNE 60250 
In recent WUI fire events (e.g. Benitatxell, Spain, 2016; Madeira, Portugal, 2016; Calabassas, 
California, 2016) these type of infrastructures were dangerously involved in the emergency (figure 2). 
The lack of an effective safety distance between the LPG tank and the surrounding fuels, provoked 
undesired overpressure inside the tanks leading to the opening of the safety relief valves. Released gas 
immediately ignited giving rise to intense jet fires. Although explosions did not occur, the magnitude 
of the consequences in case of a BLEVE (Boling Liquid Expanding Vapour Explosion)-Fireball event 
could have been devastating, given the high population and assets density that usually characterize 
WUI areas. 
   
Figure 2 - Left: Calabassas fire (California, 2016). A propane jet fire can be observed at the centre of the image. 
Flames from ornamental fuels are close to the tank. LPG infrastructure was inside a kindergarten facility. Right: 
Domestic LPG tank in Benitatxell (Spain, 2016) damaged by the jet fire. The tank was surrounded by an ornamental 
hedgerow that ignited by spotting.  
The scientific community has already been aware of these type of hazardous scenarios and has 
started tackling the problem either by an experimental approach (Heymes et al., 2013a) or by physical 
modelling of the processes involved (Heymes et al., 2013b; Scarponi et al., 2018). However, the 
scenarios studied have not been reflecting the WUI micro-scale reality. Rather, a less realistic scenario 
of a distant fully developped crown-fire, which might be developpping at the meso-scale, has been 
considered as the one threatening an LPG tank. 
This paper presents a comprehensive overview by which we identify both technical and scientific 
needs that have to be addressed to minimize the fire/explosion risk of LPG domestic tanks at the WUI. 
We analyse the existent regulations in WUI-fire prone countries dealing with domestic LPG services 
to detect gaps, deficiencies and inconsistencies between countries and regulation bodies. We review 
the state of the art of experimental and modelling studies dealing with LPG infrastructure risk 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
 
 Advances in Forest Fire Research 2018 – Page 1353 
 
assessment, highlighting the main findings and available methods, and finally, we explore a CFD 
modelling framework that shall be of help to establish effective safety distances. 
 
References 
Aenor, Asociación Española de Normalización y Certificación. (2008). UNE 60250: instalaciones de 
almacenamiento de gases licuados del petróleo (GLP) en depósitos fijos para su consumo en 
instalaciones receptoras. Retrieved from 
https://temariosformativosprofesionales.files.wordpress.com/2012/11/une_602502008.pdf 
Heymes, F., Aprin, L., Birk, A.M., Slangen, P., Jarry, J.B., François, H., Dusserre, G. (2013). An 
experimental studyof an LPG tank at low filling level heated by a remote wall fire. Journal of Loss 
Prevention in the Process Industries, 26, 1484-1491. 
Heymes, F., Aprin, L., Forestier, S., Slangen, P., Jarry, J.B., François, H., Dusserre, G. (2013). Impact 
of a distant wildland fire on an LPG tank. Fire Safety Journal, 61, 100-107. 
Scarponi, G. E., Landucci, G., Heymes, F., Cozzani, V. (2018). Process Safety and Environmental 
Protection, 114, 251-270. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
https://doi.org/10.14195/978-989-26-16-506_177  
 
Advances in Forest Fire Research 2018 – Page 1354  
 
Short contribution – Decision Support Systems and Tools 
Analysis of the temporal behaviour of the number of forest fires in some countries of Europe 
J.L. Legido3*, M.M. Mato4, S. García-Garabal5, T. Carballas2, M.I. Paz Andrade1 
1Department of Applied Physics, Microcalorimetry, Faculty of Physics, University of Santiago de 
Compostela. Campus Universitario Sur, E-15782 Santiago de Compostela, Spain, 
{inmaculada.paz.andrade@usc.es} 
2 Agrobiological Research Institute of Galicia (IIAG-CSIC), Campus Universitario Sur, Section 122, E-
15780 Santiago de Compostela, Spain, {tcf@iiag.csic.es} 
3* Department of Applied Physics, University of Vigo. Campus Lagoas-Marcosende. 36310 Vigo, Spain, 
{xllegido@uvigo.es*} 
4 Department of Applied Physics (FCCED), University of Vigo. Campus de Pontevedra. 36005 Pontevedra, 
Spain, {fammmc@uvigo.es} 
5 Department of Physics, University of A Coruña, A Coruña, Spain, {Sandra.garcia-garabal@udc.es} 
 
Abstract 
This paper presents a temporal analysis of the number of forest fires that occurred in different 
European countries between 1990 and 2016. The countries studied were Bulgaria, Croatia, France, 
Finland, Germany, Greece, Hungary, Italy, Latvia, Lithuania, Norway, Poland, Portugal, Romania, 
Slovakia, Spain, Sweden, Switzerland and Turkey.  
In these countries, the data from the studied time interval indicated an annual average of 74000 
forest fires where more than 75% occurred in countries of southern Europe, such as Portugal, Spain, 
France, Italy, Greece, Croatia and Turkey. In addition, most of them occurred in Portugal (30%) and 
Spain (23%) which indicates that the fires occurred in the Iberian Peninsula exceeded 50 %. 
On the other hand, Portugal had the highest rate of number of fires per area and population with 
0.24 annual fires per km2 and 2.04 annual fires per thousand inhabitants, whereas Germany has a 
rate of 0.0031 annual fires per km2 and 0.014 annual fires per thousand inhabitants. 
Clustering data of annual number of fires for the studied countries were fitted to a variable degree 
polynomial function. According to this fitting, the number of fires increased up to the year 2000 and 
decreased afterwards. 
 
Keywords: forest fires, number, europe, mathematical functions 
 
 
European countries, as well as other countries in the world, are suffering the tremendous scourge 
of forest fires, which were devastating in recent decades. Their direct destructive effects are the main 
cause of the enviroment degradation and the destruction of the forest ecosystem and provoke important 
socio-economic losses. The use of mathematical models and systems based on knowledge is of 
paramount importance to develop efficient tools for the forest fire fighting. 
 
 
This paper presents a temporal study of forest fires that occurred in different European countries 
between 1990 and 2016 (Forest Fires in Europe, Middle East and North Africa 2016 (JRC, 2016)). 
The countries studied, shown in figure 1, are: Bulgaria, Croatia, France, Finland, Germany, Greece, 
Hungary, Italy, Latvia, Lithuania, Norway, Poland, Portugal, Romania, Slovakia, Spain, Sweden, 
Switzerland and Turkey.
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An analysis of the number of forest fires with the area or the population for each studied country 
was made. 
 
Figure 1 - Studied area 
 
In this work, data on the number of annual forest fires registered in the studied countries were 
normalized [2] to weighted functions (g(x)) between 0 and 1. 
)/())(()( minmaxmin fffxfxg −−=          1 
where f(x) is the number of annual forest fires, fmin the minimum of fires and fmax the maximum in 
the interval of the study and where x=y-y0+1 (y is the year and y0.the initial year of the study). 
The clustering function (h(x)) was determined [3] 
      2 
where m is the clustering coefficient (number of years grouped). 
The clustering functions were fitted to polynomials of the form: 
                 3 
where Ai are the regression coefficients and n the degree of the polynomials. 
 
 
Figure 1 shows the fittting functions, h (z), for all studied countries compared with those of Portugal 
and Germany and in figure 2 Spain, France and Finland are compared. The best correlations for the 
functions h(z) were obtained for cubic functions (n = 3). 
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Portugal shows an increase in the evolution of the number of fires (by means the proposed 
functions) until 2000, while in Germany decreased throughout the studied time interval. The set of 
countries Europe shows a growth rate in the number of fires between 1990 and 1998. 
In figure 2 it can be seen that Spain presents a behavior very similar to that of Portugal. The 
maximum number of fires in Spain occurred in 1999 while in Finland it was in 2006. 
The data from the studied time interval indicated an annual average of 74000 forest fires where 
more than 75% occurred in countries of southern Europe, such as Portugal, Spain, France, Italy, 
Greece, Croatia and Turkey. In addition, of all the studied countries, Portugal had the highest annual 
average of forest fires, with 30% of the total as well as Spain reached 23% of the total, which indicates 
that the fires occurred in the Iberian Peninsula exceeded 50%. 
 
Figure 2 - Functions h (z) for all the studied countries compared with those of Portugal and Germany 
 
 
Figure 3 - Comparison of the h(z) functions for Spain, France and Finland. 
Table 1 shows the results obtained, using the equations 2 and 3, for all the countries studied in this 
work. The values of the clustering coefficients, m, vary between 3 and 5.  
The annual average data from Bulgaria, Finland, Germany, Latvia, Lithuania, Slovakia, Sweden, 
Switzerland, France, Spain, and Greece were clustered each five years (m=5). The value m=4 was used 
for the data from Croatia, Hungary, Lithuania, Norway, Romania, Turkey, and Italy. Finally, the fire 
data from Poland were clustered with m = 3. 
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The countries that obtain correlation coefficients higher than 0.9 were Germany, Italy and Spain. 
On the other hand, poor correlations, with correlation coefficients below 0.7, were obtained, for Italy, 
Croatia and Denmark. 
Table 1 - Clustering coefficients, m, from eq. 2, regression coefficients, Ai, from eq. 3 and the correlation coefficients, 
R2, of the fitting curves, h(z), for all estudied countries. 
COUNTRIES m A0 A1 A2 A3 R2 
BULGARIA 5 0.4724 -0.0985 0.0103 -0.00028 0.5624 
CROATIA 4 0.4212 -0.0140 0.0018 0.000067 0.4788 
FINLAND 5 0.2835 -0.0272 0.0047 -0.00015 0.9471 
GERMANY 5 0.6808 -0.0481 0.0012 -0.0000094 0.9922 
HUNGARY 4 0.1820 -0.0406 0.0035 0.000065 0.6066 
LATIVIA 5 0.4668 -0.0488 0.0060 -0.00020 0.9998 
LITHUANIA 4 0.5310 -0.0376 0.0035 -0.00011 0.7765 
POLAND 3 0.0352 0.0402 -0.00041 -0.000016 0.8252 
NORWAY 4 0.2239 0.0199 0.00055 -0.00054 0.6028 
ROMANIA 4 0.1289 -0.0208 0.0034 -0.000099 0.4500 
SLOVKIA 5 0.30594 0.21517 -0.01709 0.00037 0.9862 
SWEDEN 5 0.0749 -0.0040 0.0052 -0.00021 0.6939 
SWITZERLAND 5 0.2826 0.01585 -0.0020 0.000042 0.8239 
TURKEY 4 0.2168 0.0261 -0.0029 -0.000098 0.8008 
PORTUGAL 4 -0.1791 0.2081 -0.0138 0.00025 0.8682 
SPAIN 5 0.1435 0.2120 -0.0155 0.00030 0.9954 
FRANCE 5 0.1644 0.1764 -0.0176 0.00045 0.7547 
ITALY 4 1.201 -0.1430 0.0085 -0.00018 0.9924 
GREECE 5 0.6110 0.0050 0.0013 -0.000076 0.9195 
Table 2 shows the annual average number of fires per unit area and the annual average number of 
fires per thousand inhabitants. The average number of annual fires per unit area in Europe was 0.022 
fires/km2, obtaining the highest value Portugal with a rate of 0.24 fires/ km2. Related to the average 
annual number of fires per thousand inhabitants, the European average was 0.32 fires per thousand 
inhabitants and the average of Portugal was 2.04 fires per thousand inhabitants. Germany, in contrast, 
reached a rate of 0.003 annual fires per km2 and 0.014 annual fires per thousand inhabitants. 
Once again, Portugal has the highest rate of annual average fires per km2, reaching 58% of the total 
and the highest rate of annual average fires per thousand inhabitants, about 33% of total. 
 
Table 2 - Annual average number of fires per unit area and annual average number of fires per thousand inhabitants 
from each one studied countries, from the sum of all of them (almost all of Europe1) and from average of them2 
COUNTRIES BULGARIA CROATIA FINLAND GERMANY HUNGARY LATIVIA LITHUANIA 
Fires/km2 0.0047 0.0048 0.0037 0.0031 0.0060 0.0115 0.0084 
Fires/1000 inh. 0.069 0.059 0.23 0.014 0.056 0.31 0.16 
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COUNTRIES POLAND NORWAY ROMANIA SLOVKIA SWEDEN SWITZERLAND TURKEY 
Fires/km2 0.0013 0.0263 0.00087 0.0079 0.0090 0.0026 0.0028 
Fires/1000 inh. 0.010 1.7 0.0097 0.071 0.43 0.014 0.20 
COUNTRIES PORTUGAL SPAIN FRANCE ITALY GREECE EUROPE1 Avg. 
EUROPE2 
Fires/km2 0.24 0.033 0.0078 0.028 0.012 0.41 0.022 
Fires/1000 inh. 2.04 0.36 0.067 0.14 0.13 6.1 0.32 
 
 
The annual average data of the studied countries were clustering with m = 3 to 5. 
The best correlations for the functions h(z) were obtained for n = 3. 
The average number of annual fires per unit area in Europe is 0.022 fires / km2, obtaining the highest 
value Portugal with a rate of 0.24 fires / km2. 
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In July 2014, Senior Officers and Ministers agreed that the development of a new National Fire 
Danger Rating System is a national priority. The current system is based on science and research 
developed in the 1960s and does not meet the needs of emergency service authorities or the community 
in achieving the best emergency management outcomes in a bushfire event. 
The National Fire Danger Rating System Program (the Program) will implement significant 
improvements to the system in the areas of fire weather prediction, fire ignition and behaviour potential 
and the impact on life, assets and the environment. The Program is designed to strengthen the ability 
of fire authorities to accurately communicate bushfire risk to the community, enhance agency readiness 
and preparedness and contribute to risk management. 
It was decided to take a phased approach to maintain momentum and provide a better understanding 
of what needs to be done and funded to achieve a new system for Australia. This includes the 
development of a research prototype fire danger rating system, which the NSW Rural Fire Service 
(RFS) and Bureau of Meteorology (BoM) built and tested in the 2017/18 southern fire season. 
 
 
Fire danger is a general term, representing many factors culminating in a fire environment; ignition 
potential or fire hazard, risk, rate of spread, difficulty of control, fire impact(s) and safety. Fire danger 
rating is a valuable tool in communicating bushfire risk to the community, not only by increasing 
public awareness but also as a trigger for notification of potential threats. Importantly, because of its 
foundation in fire weather and behaviour, fire danger rating also provides a tool for decision making 
in fire suppression operations as well as supporting prescribed burning. It is for operational fire 
management that we aim to address how the fire danger ratings will be defined as well as the thresholds 
between categories. 
To establish these fire danger ratings and to ensure they are accurate, relevant, clear and useful, we 
sought input from fire managers around Australia through a workshop and series of exercises 
considering fire danger in a range of fuel types. There was general consensus that the consequences of 
potential fires escalate with fire danger. At the lower end of the scale, fires are easily controlled and 
prescribed burns can be conducted safely. At the next level of danger fire suppression becomes 
challenging and may sometimes fail, but losses are expected to be limited due to successful property 
protection. Initial attack is expected to mostly succeed. At higher FDR levels, community and 
firefighter safety become the top priority with decreasing effectiveness of suppression activities and 
the probability of losses is expected to increase. At these higher FDR levels initial attack will only 
succeed in the very early stages with significant suppression resources. 
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The research prototype system uses the best fire spread models that are available and ready for 
application at present, as presented in Table 1. As outputs, all fire behaviour models provide a measure 
of rate of spread (m hr-1), and some provide a measure of spotting (m) or flame height/length (m). 
Another measure we took into account as part of the research prototype is fireline intensity (kW m-1).  
Most available fire spread models assume fully dry conditions and a fully developed head fire. A 
simple measure of fuel availability was used to account for recent rainfall, since use of fully developed 
head fire spread equations for a fire in damp fuels during the initial attack phase would be 
inappropriate.  
Table 1 - Fire behaviour models used in the research prototype rating system. 
Fire behaviour model Reference Fuel type 
CSIRO Grassland fire spread model Cheney et al. (1998) Continuous grasslands 
CSIRO for northern Australia Cheney et al. (1998) Woodlands and savannah 
Desert spinifex model Burrows et al. (2015)  Hummock grasslands 
Buttongrass moorlands model Marsden-Smedley and 
Catchpole (1995) 
Buttongrass moorlands 
Dry Eucalypt Forest Fire Model 
(DEFFM or “Vesta”) 
Cheney et al. (2012) Dry sclerophyll forests 
Mallee heath model Cruz et al. (2013) Semi-arid mallee heath 
Heathland model Anderson et al. (2015) Temperate shrublands 
Adjusted pine plantation model Cruz et al. (2008)  Pine plantations 
 
 
The behaviour of the head fire is the core of the research prototype rating. However, this is not the 
whole story. Other things which need to be considered are e.g. atmospheric stability, wind change and 
spotting potential. In the research prototype we consider: 
CHaines index, as a measurement of atmospheric stability, 
• A wind change danger index, since wind change can increase the fire danger (a) by causing instability 
and turbulence in the vicinity of the wind change, or (b) by dramatically increasing the fire size when a 
fire flank becomes the head fire, 
• Bark characteristics and spotting models, for forests with bark fuels. 
These aspects were not incorporated into the determination of the rating directly, but were included 
as ‘red flag’ warnings. 
 
 
Nationally consistent fuel data were used to drive the selection of fire behaviour models and provide 
the model parameters. Fuel data were derived from national and state datasets classified to common 
fuel types and aggregated to 1.5 km resolution to match the scale of the weather forecast and reanalysis 
grids used to calculate the ratings. 
Fuel types have been defined at the level required for selection of appropriate fire behaviour models 
(Figure 1). There are many vegetation types for which fire behaviour models have not been developed, 
as they are generally less flammable than the fuel types in Table 1. Classifying these vegetation types 
into fuel types based on their fuel structure was the best available approach. However, there are often 
factors limiting the flammability, fuel availability or connectivity, or potential rate of spread in these 
vegetation types; hence the structurally equivalent models are likely to overestimate fire behaviour. 
These limitations were treated as modifiers to the model calculation. The fuel attributes included in 
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the research prototype were determined based on the requirements of the fire behaviour models. Where 
local fuel attribute data was not available, a set of generic fuel attributes was applied.  
Fire history was used as a modifier to adjust fuel attributes from their peak state using only fires 
larger than 100 ha.  
 
Figure 1 - Map of major fuel types across Australia classified by fire behaviour model 
 
 
The research prototype system was implemented by the Bureau of Meteorology ahead of the live 
trial of the system in October 2017. The research prototype algorithms were applied to weather 
forecasts and base layers (fuels, topography, etc.) using Python scripts. The system produces maps and 
tables of daily fire danger rating, as well as binary data files containing hourly outputs. Rating products 




Ratings from the research prototype system were available during a live trial running from October 
2017 to March 2018. Participants compared forecast ratings with the outcomes of incidents using the 
rating definitions. Historical incidents from agency fire databases and reanalysis weather data were 
also used in the development and evaluation of the research prototype.  
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Short contribution – Decision Support Systems and Tools 
Fire and land use in recent years in the Atlantic Forest in Brazil 
Manoel Cardoso 
Centro de Ciência do Sistema Terrestre, Instituto Nacional de Pesquisas Espaciais (CCST/INPE), São José 
dos Campos - SP, 12227-010 Brazil, {manoel.cardoso@inpe.br} 
 
Abstract 
The biome Atlantic Forest in Brazil covers a substantial portion of the country, where a large population 
and major cities are located. In spite of the substantial influence from human activities, the region is one of 
the most diverse tropical ecosystems with a large number of endemic species, and it is one of the world’s 
biodiversity hotspot. In this region, fire is an important disturbance, due to its strong effects on nutrient 
cycling, vegetation succession, and atmospheric emissions of gases and aerosols, and therefore must be 
considered when planning on the sustainability of the region. This study presents a set of initial analyses of 
fire occurrence in respect to different types of land cover and use as classified by the recent Brazilian 
MapBiomas Project (http://mapbiomas.org). Information on fire occurrence are from remote-sensing with the 
Moderate Resolution Imaging Spectroradiometer (MODIS) Collection 6 Active Fire Product. The data on 
fires data are for years 2001-2017. The selected data on land cover and use are for year 2010, nearly at the 
middle of the fire data time spam. For analyses, both datasets were aligned in space and aggregated at 0.5-
deg spatial resolution. It was found that in average, most of fires happened during months with less 
precipitation, as expected. In comparison with other major biomes in Brazil, the density of fire detections in 
the Atlantic Forest was lower, but still a substantial number of fires are detected yearly in the region. Perhaps, 
more important is the fact that despite of most of fires detected with MODIS occurred in areas dominated by 
agriculture and pasture (as expected by the general relations between fire and land use in Brazil), a relatively 
high number of fires were detected in areas dominated by natural forests. That has important consequences 
for the high interest in conservation of the study region, based on its marked biodiversity and potential for 
providing relevant ecosystem services to society. 
 
Keywords: Fire, land use, Atlantic Forest, Brazil 
 
 
The biome Atlantic Forest in Brazil covers a substantial portion of the country, where a large 
population and major cities are located. Most of its primary forests have already been converted to 
agricultural and pasture areas, but important forest and other natural vegetation formations still remain 
(Ribeiro et al. 2011). Despite substantial influence from human activities (Joly et al. 2014), the region 
is one of the most diverse tropical ecosystems with a large number of endemic species, and it is one of 
the world’s biodiversity hotspot (Myers et al. 2000). 
In this region, fire is one of the important disturbances, with implications for maintenance of its 
natural resources (Joly et al. 2014, Clemente et al. 2017). Fires have several important effects on 
nutrient cycling, vegetation succession, and atmospheric emissions of gases and aerosols and must be 
considered in plans of the sustainability of the region. In this study, it is presented a set of initial 
analyses of fire occurrence for years 2001-2017 in respect to different classes of land cover and use 
based on recent information from the Brazilian MapBiomas Project (http://mapbiomas.org). 
 
 
Given the large extent of the study region (Fig. 1a), the majority of information on fire activity 
comes from satellites, because of their ability to cover large regions in relatively short periods of time. 
In this study, the data on fire occurrence are from remote-sensing with the Moderate Resolution 
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Imaging Spectroradiometer (MODIS) Collection 6 Active Fire Product (Giglio et al. 2016), for years 
2001-2017.  
The information on land use were recently produced by the Brazilian MapBiomas Project, which is 
a multi-institutional initiative to generate annual land cover and use maps using automatic 
classification processes applied to satellite images (complete description at http://mapbiomas.org). 
From the most recent version of the dataset (2.3), it was selected data for year 2010, nearly at the 
middle of the fire data time spam. For analyses, all datasets were aligned in space and aggregated at 
0.5-deg spatial resolution. 
 
 
As shown in Figs 1a and 1b, several active fires were detected in the Atlantic Forest region in the 
years from 2001 and 2017. The spatial distribution of the fire detections in the study region (Fig. 1a) 
shows that generally coastal areas had relatively lower fire activity, and interior portions of the states 
of São Paulo, Bahia, Paraná and Santa Catarina had relatively more fires. In time (Fig.1b), most of 
fires were detected between the months of July to October, when precipitation is lower in most of the 
region. In comparison with the country as a whole, and other major biomes in Brazil, the Atlantic 
Forest presented lower fire activity density. 
 
Figure 1 - Characteristics of fire occurrence and land use in recent years in the Brazilian Atlantic Forest. In (a), the 
spatial distribution of MODIS average fire detection density in the Atlantic Forest in Brazil from 2001 to 2010, in 
units of detections per year within each 0.5-deg gridcell of the study region. In (b), the average monthly fire detection 
density in the Atlantic Forest (black), in the whole Brazil (red), and in the biomes Cerrado (orange) and Amazonia 
(blue). In (c), the distribution of average annual fire detections per type of the land cover and use in the Atlantic 
Forest, where the classes correspond to the dominant land cover and use within each gridcell: WATR are grid cells 
dominated by water bodies, URBN are gridcells mostly covered by urban surfaces, and AGRP corresponding to 
agriculture or pasture, AGRIC corresponds to agriculture, PAST corresponds to pastures, GRASS to grasslands, 
FORPL planted forests, MANG mangroves, SAVAN natural savannas, and FORN to natural forests. 
Figure 1c shows the distribution of the average annual fire detections per type of the land use in the 
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In this study, it is presented an initial set of analyses of fire occurrence for years 2001-2017 in the 
Atlantic Forest in Brazil, in respect to different classes of land cover and use as described by the 
Brazilian MapBiomas Project (http://mapbiomas.org). It was found that in average, most of fires 
happened during months with less precipitation, as expected. In comparison with other major biomes 
in Brazil, the density of fire detections in the Atlantic Forest was lower, but still a substantial number 
of fires are detected yearly in the region. Perhaps, more important is the fact that despite of most of 
fires being detected with MODIS occurred in areas dominated by agriculture and pasture (as expected 
by the general relations between fire and land use in Brazil) a relatively high number of fires were 
detected in areas dominated by natural forests. That has important consequences for the high interest 
in conservation of the study region, based on its marked biodiversity and potential for providing 
relevant ecosystem services to society. 
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Short contribution – Decision Support Systems and Tools 
FireCCI50: a global burned area mapping algorithm based on MOD09GQ within Fire_cci 
project 
Joshua Lizundia-Loiola*; Gonzalo Otón; Ruben Ramo; Emilio Chuvieco 
Geography Department, Universidad de Alcalá. Colegios 2, 28801, {joshua.lizundia@uah.es*, 
gonzalo.oton@uah.es, ruben.ramo@uah.es, emilio.chuvieco@uah.es} 
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Fire is one of the main contributors of greenhouse gases and aerosol emissions and it is closely 
related to carbon cycle (van der Werf et al., 2010). It has a clear influence in global vegetation 
dynamics and its effect in human property and lives is increasing.  
As a result, it is considered an Essential Climate Variable (ECV) and it is deeply investigated within 
the Fire_cci Project. In the aim of contributing to the Global Climate Observing System (GCOS) 
programme, the European Space Agency (http://cci.esa.int/, las accessed March 11, 2018) created the 




Hybrid algorithms have proved to be appropriate to burned area (BA) detection. Two of the most 
used global BA products, MCD64 (Giglio et al., 2009) and MERIS Fire_cci v4.1 (FireCCI41) (Alonso-
Canas y Chuvieco, 2015), have been generated based on this approach. They combine the effectiveness 
of thermal anomalies products to detect active fire position, with the reflectance changes that affect to 
the complete BA. The algorithm presented on this paper continues the steps of its predecessor, 
FireCCI41, using a two steps hybrid approach, with a seed detection phase and a growing phase. 
 
This algorithm is based on the sensor MODIS (MOderate Resolution Imaging Spectroradiometer) 
MOD09GQ product (250 m resolution) and the MCD14ML active fire product. The former one is 
distributed in tiles of 1200 x 1200 km and the second one globally. In addition to the MODIS NIR 
band, Global Environmental Monitoring index (GEMI) was computed (Pinty y Verstraete, 1992) 
which proved being a good index to BA detection among the spectral indices based on NIR-Red bands 
(Alonso-Canas y Chuvieco, 2015). GEMI was computed as follows: 
 
where  is the Near Infrared (MODIS band 2) and  is Red (band 1). 
As auxiliary data, Land Cover CCI product v1.6.1 (https://www.esa-landcover-cci.org/, last 
accessed March 11, 2018) was also used, which permitted obtaining a burnable – unburnable mask.
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Due to the strong BRDF (Bi-Directional Reflectance Distribution Function) effect of MODIS 
sensor (swath dimension of 2330 km) several approaches to reduce it were tested. However, the 
smoothing effect of those techniques weakened too much the temporal trend of burned pixels. So 
temporal compositing is used to reduce that angular effect and enhance burned signal. 
Two criteria were used to perform the composites: the assignation of the nearest active fire (also 
called hotspots or HS) date based on Thiessen matrix (Brassel y Reif, 1979) and the selection of the 
proper minimum NIR value. As BA is expected to have very low NIR values (Alonso-Canas y 
Chuvieco, 2015) 3 minimum values are searched within a given month. However, this low NIR values 
can be caused by other events like cloud, topographic shadows or flooding. To avoid possible noise 
caused by the mentioned events the algorithm selects the first minimum after the date of HS detection. 
If all the minimums are found on previous dates, the second minimum is selected. At the same time, 
maximum GEMI of the month (GEMI_max) and GEMI of the selected days for the composite 
(GEMI_month) are calculated.  
 
The objective of this first phase was to reduce commission errors by selecting those HS that have 
high probability of being burned. Therefore, Cumulative Distribution Function was computed for 
unburned class using those pixels of the composite that are further than a 41 x 41 window around each 
HS. The first decile (10%) is selected as threshold (TH_NIR) and NIR values have to be below it. 
Second, pixels have to show NIR value decrease between t and t-1. Finally, the third condition is that 
5 of the 8 surrounding pixels (3x3 window) has to fulfil the two previous conditions to ensure spatial 
correlation of burned tendencies. The statistic were performed for each tile, biome and month. 
 
Although active fire products have accurate location of fire, this position is related only with those 
areas that were burning during satellite pass, so many authors have used contextual algorithms for BA 
mapping (Bastarrika et al., 2011; Alonso-Canas y Chuvieco, 2015) in order to reduce omission error. 
An additional variable is used to stop the region growing process (Zhang et al., 2005). To do so, 
difference between GEMI_max of the previous month and GEMI_month of the current month 
(difGEMI) were used. The first one represents the maximum greenness of the immediate pre-fire 
conditions, while the second one shows the vegetation after burning date. The higher the difference 
was the higher probability of being burned.  
To estimate an adequate threshold for difGEMI, CDFs for burned and unburned classes are 
calculated. The mean of the decil 9 of unburned class and decil 1 of burned class is computed and used 
as difGEMI threshold (TH_difGEMI). 
A pixel is classified as burned if (1) it has a NIR value below TH_NIR, (2) a difGEMI value over 
TH_difGEMI, (3) a lower NIR value than the previous month (t-1) and (4) at least one pixel seed or 
burned pixel in a 3x3 window. 
 
 
A new global BA product has been generated based on this algorithm (ftp://anon-
ftp.ceda.ac.uk/neodc/esacci/fire/data/burned_area/, last accessed March 11, 2018). The time series 
goes from 2001 to 2016 improving the existing ESA BA products and also the spatial resolution 
offered by the current BA products (500 m MCD64 and 300 m FireCCI41). 
The product assessment was performed using a set of global validation sites, taking into account 
the diversity of fires all over the world and also through the time series. In addition, an intercomparison 
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with other existing products has been developed. FireCCI50 product shows a reduction of 10% in both 
commission and omission errors in comparison to FireCCI41, but 10% higher than MCD64 c6. The 
estimation of burned area is similar to the trends observed in other products.  
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Short contribution – Decision Support Systems and Tools 
Global generation of long-term burned area with AVHRR-LTDR data 
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Burned Area (BA) information is critical to assess the impacts of biomass burning, both in 
atmospheric emission models and dynamic vegetation studies (Hantson et al. 2016). Therefore, the fire 
variable is inside of Essential Climate Variables (ECV) for the Global Climate Observing System 
(GCOS) program. This work is part of the Fire Disturbance project, part of the Climate Change 
Initiative (CCI) Programme of the European Space Agency (ESA). 
Current global burned area products expand from 1995 to 2017, being consistent as of 2001 
(Mouillot et al. 2014). Longer time series would be desirable to analyze the impacts of climate cycles. 
This paper presents the development of a global BA algorithm adapted to Land Long-Term Data 
Record (LTDR, version 5, Pedelty et al. 2007), a time series based on NOAA-AVHRR (Advanced 




The LTDR is based on images acquired by the AVHRR sensor on board the NOAA satellites from 
1981 until the present. This dataset includes atmospheric and geometric corrections of AVHRR data 
and provides daily thermal and reflectance values at 0.05º (≈ 5 km) of spatial resolution (Pedelty et al. 
2007). As LTDR daily images present noise, radiometric instability and distortion, monthly 
composites were created by selecting the most adequate observation for burned area discrimination. 
The criterion to create the composites was based on selecting the maximum temperature of the period. 
This method improves the burn pixel separability and avoids clouds and shadows. (Chuvieco et al. 
2005).  
In addition, the unburnable areas were masked out with information derived from the CCI Land 
Cover product (Version 1.6.1., Kirches et al. 2013). 
 
The MCD64A1 dataset (Collection 6, Giglio et al. 2009) is generated through MODIS images from 
it is available (2001-present). The dataset is used to train the model as reference BA. 
 
A synthetic index was created from the different spectral bands (RED, NIR, Temperature channel 
5), derived indices (GEMI, BAI) and temporal differences. The input bands were selected based on 
their spectral discriminability between burned and unburned areas. The final formula is: 
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T5 = TOA brightness temperature of Channel 5 (11.5 – 12.5 m) 
T5_diff = T5t-1 – T5t, where t = monthly composite being analyzed, and t-1 = composite of the 
previous month. 
Red = Surface reflectance of Channel 1 (0.5 – 0.7 m) 
Red_diff = Redt-1 – Redt 
NIR = Surface reflectance of Channel 2 (0.7 – 1.0 m) 
NIR_diff = NIRt-1 – NIRt 
GEMI (Global Environmental Monitoring Index, Pinty and Verstraete 1992) as:  
             
Being R and IR the reflectivity in the red and infra-red bands, respectively. 
BAI, the Burned Area Index (Martín and Chuvieco 1998): 
 
where cIR and cR are the convergence values for burned vegetation (defined for AVHRR as 0.06 
and 0.1, respectively).  
BAIt+1 is the BAI of the posterior monthly composite. 
Seasonal variation of this index was also taken into account for training. So, the phenology 
variability is represented in the different months. 
 
Random Forest (RF, Breiman 2001) is a machine-learning classifier based on a random combination 
of decision trees. RF classified each pixel by the number of times that pixel is assigned to a particular 
category. In our case, 600 trees were created for each monthly model (from January to December). RF 
models were created combining monthly composites of LTDR data from several years (both with high 
and low fire occurrence). Then, they were applied to the full-time series, a different model for each 
month of the year. 
The output of RF was a probability per month and year.  
 
Since the burned pixels are much more unlikely than the unburned, we performed a sensitivity 
analysis to obtain the appropriate cut-off threshold to improve overall accuracy and balance between 
omission and commission errors. Uncertainty information was estimated from the probability of RF.  
A temporal analysis of the pixels that are burned in the MCD64 every month and its percentage was 
made. A value was assigned to each pixel per month and applied to the result of the sensitivity analysis.  
 
 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
 
 Advances in Forest Fire Research 2018 – Page 1371 
 
 
The final classification was compared with the most recent NASA BA product (MCD64A C6) for 
common years (2001 - 2016). The confusion matrix of each model was calculated, in addition to 
commission and omission error and Dice coefficient. 
 
 
The algorithm has been applied for whole time series (1981 - 2017). The product generated is the 
first to consistently offer such long time series, doubling the current time series. The study of 
sensitivity and percentage improve significantly the results. 
The months with high fire occurrence obtained better results than months with low fire occurrence. 
Omission and commission errors were found quite balanced in the time series. Specifically, 
commission and omission error for the month of January is 0.53 and 0.47 and July is 0.49 and 0.57, 
respectively. Average Dice coefficients were 0.50 for January and 0.46 for July. The best month was 
December (Figure 1) with 0.41 in commission error, 0.43 as omission error and a Dice coefficients of 
0.58. 
 
Figure 1 - Percentage BA of LTDR data for December 2008 
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High resolution weather forecasting applied to forest fire behaviour simulation 
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Availability of supercomputers and new high-resolution data sources (such as Sentinel satellites or 
airborne LIDAR) are providing new ways of forecasting fire behaviour, opening the opportunity to 
have better fuel description, perform large probabilistic forecasts and data assimilation of fire/weather 
coupled models. Several codes using high performance computing already exist, with methods and 
services for forest fire forecasting developed through major innovations such as a coupled high-
resolution fire/atmosphere model (Coehn et al, 2013; Mandel et al, 2011; Filippi et al, 2013) data 
assimilation (Zhang et al 2017) of fire front positions, and ensemble simulations for uncertainty 
evaluation (Finney et al 2011). 
High-resolution (sub km)/high-frequency (<10 minutes) weather forecasting is in particular among 
the major enhancements allowed by the availability of such tools because it does reach relevant scales 
for day-to -day forest fire behavior wind forcing, but also fuel moisture and data assimilation. 
FireCaster simulation chain is an experiment to develop integrated tools, methods, datasets and uses 
of such tools in an operational context. Its core is a daily computer intensive batch run of the meso-
scale weather forecasting model Meso-NH (Lac et al 2017) initialized with the French national service 
Arome model, parameterized with a 600 m horizontal resolution, with outputs every 2 minutes for a 
42 h forecasting duration.  
One of the major use of such kind of run providing fire-specific zoomed view of a high risk area, 
then, in case of fire, specific input parameters for different kinds of interactive (controlled by an 
operator) fire behavior simulations (fire propagation, ensemble-based fire probability), taking into 
account fuel moisture and specific high resolution land use of the fire area (fig. 1) to test fighting 
scenarios with sub minute simulation time. 
The other decision support tool for on-demand simulation is the fire weather forecast, deterministic 
H+6 to H+12 front positions, smoke and micro-meteorology forecasts every hour to be able to alert 
population and derive precise estimate of the front advance. Fire/weather simulation is using here 
Meso-NH code coupled with ForeFire (Filippi et al, 2013).  This coupled code is run on-demand, in 
case of an effective fire ignition to estimate specific fire weather event (fire effect on local winds, 
coupled effect on fire), very local pollution and smoke dispersion. 
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Figure 1 - Overall view of the components in the tool-chain 
The main challenge is that both day-to-day and crisis, on-demand models share the same 
components (fuel model, ensembles) that have been developed to be interoperable, implying that not 
only the data format but also the physical fields (resolutions, definitions) were coherently designed. 
The tool-chain aims to reach a national scale and has been running experimentally since May 2017 
over the island of Corsica. Several large fires occurred in this fire season giving the opportunity to 
tests the tool-chain by operational services, requiring to develop specific new ways of delivering the 
information of the high-resolution weather forecasting model (online video with focus on specific 
areas) and a rapid response web-based fire propagation tool. While the user interface and information 
delivery are still requiring enhancement, it appeared to be a relevant decision support system in specific 
complex terrain or meteorological situations where quick local effects are of major importance.  
An example is the Calenzana Fire where a sudden wind shift allowed a strong foehn wind and quick 
rise in temperature, well captured by the model (Figure 2), with the animation and high resolution of 
the meteorological fields providing a different understanding of the situation. 
 
Figure 2 - Calenzana Fire, Aug. 6. 2017. Fire Area in Red. Temperatures as isolines, wind as vectors. FireCaster 
forecast view at 16:00 (top left), 16:00 (top right), 18:00 (bottom left), 19:00 (bottom right). 
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Rapid response web simulation of the fire (available in less than 2 minutes) also allowed to guess 
the possible extent of the fire (figure 3), and evolution. Fortunately this fire was very quickly handled 
by firefighters and almost stopped in less than 2 hours. 
 
Figure 3 - Rapid-Response simulation, without firefighting actions. Fire as pink 20 minutes isolines, 7 hours total 
duration. 
Rapid response smoke dispersion model is still only experimental and will be tested in the summer 
2018 in case of fire. Overall, FireCaster tool-chain requires 240 processors 8 hours and 120 Go of data 
archiving per day. In 2017, six 2 minutes online videos were produced daily and more than 800 
simulation performed, with all simulation tools and results available on the program website. 
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Short contribution – Decision Support Systems and Tools 
Laboratory measurement of transient carbon emissions from controlled smouldering peat fire 
Yuqi Hu; Eirik Christensen; Guillermo Rein* 




Smouldering peat fires, the largest fires on Earth in terms of fuel consumed per unit surface, contribute a 
large fraction of greenhouse gas emissions to the atmosphere on an annual basis and are responsible for 
regional haze episodes. Haze induces severe air quality deterioration, vast economic losses and poses a threat 
to health of local communities. Emissions from smouldering peat fire have become an international concern, 
however, knowledge on this topic is poor. Remote sensing detection technologies developed from studies of 
flaming combustion become ineffective when applied to smouldering peat fires. This work investigates the 
transient emissions from smouldering peat fire through small-scale laboratory experiments. Oven dried moss 
peat sample was burned in an open-top horizontal reactor open-top reactor with a dimension of 20 cm by 20 
cm in cross section and 10 cm in depth. The mass loss rate (MLR), the evolutions of mass flux and emission 
factors (EFs) of the most prominent carbon species (CO2, CO and CH4) were measured. Three combustion 
stages identifying from the two MLR peaks were used to describe the varying combustion dynamics as the 
fire progresses. CO2 and CO are mainly emitted from char oxidation and present a similar emission evolution, 
whose mass fluxes peaked at the same time with the 2nd MLR peak (~120 min). Transient EFs of these two 
species increase monotonically as the proportion of char being oxidised increases throughout the experiments. 
In contrast, CH4 is mainly emitted from peat pyrolyis and it shows a different emission behaviour: both its 
mass flux and EFs peaked at the same time as the 1st MLR peak (~30 min), a time when intensified pyrolysis 
ends. This study helps understand the link between the smouldering peat combustion dynamics and the 
transient emissions. Recognising the different emission mechanisms among gas species can be useful in 
developing effective remote sensing and smouldering peat fire mitigation strategies to tackle this global 
challenge. 
 
Keywords: remote sensing; wildfire; smouldering combustion; in-depth burning; transient emission 
 
 
Peatlands, the terrestrial ecosystems resulting from the accumulation of partially decayed 
vegetation, are vulnerable to smouldering combustion— the slow, low-temperature, flameless burning 
of porous fuels (Rein 2015). A smouldering fire can be initiated with a weak ignition source and 
sustained for very long periods despite firefighting attempts, extensive rains or weather changes (Rein 
2013). Smouldering peat fire propagates both vertically and horizontally, rendering it a 
multidimensional burning phenomenon (Rein 2013; Huang et al. 2016). Carbon emissions derived 
from peat fires are equivalent to 15% of anthropogenic emissions, creating large perturbations to the 
global carbon cycle (Rein 2013). These fires are also responsible for regional haze (Rein 2013; Hu et 
al. 2018). Haze causes air quality deterioration, transportation disruption, and impaired visibility and 
induces surges of health emergencies in the population (Hu et al. 2018). The study of these fires using 
remote sensing is an important topic (Figure 1). Despite the diverse effects of emissions from 
smouldering peat, knowledge on this topic is limited to a handful of studies (Rein et al. 2009; Hu et al. 
2018). This work provides insights into transient peat fire carbon emissions through controlled small-
scale smouldering experiments.  
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Figure 1 - Aerosol imaging by NASA satellite in October 1997 shows the vast smoke haze released by smouldering 
peat fires in Southeast Asia. 
 
 
Roughly 0.88 kg of oven dried commercial peat was burned in an open-top reactor which has been 
used in previous smouldering study (Huang et al. 2016). A coil heater was used to ignite the peat by 
applying 100W of power to the coil for 30 min. Emissions from the smouldering peat were collected 
by an extraction hood under a steady extraction rate. The mass loss of the peat was recorded by a 
balance; the transient concentration of CO2, CO and CH4, the most prominent carbon emission species 
from peat fire, were measured by a Fourier-transform infrared spectroscopy (FTIR). The spread of the 
smouldering peat was monitored by a visual and an infrared camera. Each experiment lasted 8 hours 
and was repeated for 3 times. 
 
 
Mass flux and emission factor (EFs), the two most widely used parameters for biomass emission 
quantification, were calculated and discussed. Figure 2 shows the MLR of the dry peat as a function 
of the mass flux and EFs of CO2. It is seen that the combustion dynamics of the smouldering peat vary 
as the fire progresses. 
 
Figure 2 - Evolution of MLR, transient CO2 mass flux and EFs. The means and range (appeared as cloud) from all 
the 3 repeated smouldering peat experiments are shown. Vertical dashed line indicates the 1st and 2nd peak of the 
MLR of dry peat. 
The MLR reached its first peak when the ignitor was turnt off (~30 min). The CO2 mass flux peaked 
(1.5 g s-1 m-2) simultaneously with the the second peak of the MLR (~120 min), a time when the surface 
peat was observed to spread to the far end of the reactor. CO2 EF was found to increase monotonically 
throughout the experiments, reaching ~2,500 g kg-1 at the end of the experiment. The comparison 
between MLR, mass flux and EFs indicates that the transient CO2 emissions are related with the 
combustion dynamics of the peat.  
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Figure 3 shows the transient CO and CH4 emissions from smouldering peat. CO presents a similar 
evolution of mass flux and EFs with CO2, while for CH4, both the mass flux and EFs peaked at ~30 
min, indicating a different emission mechanism.  
 
Figure 3 - Evolution of MLR, transient mass flux and EFs for CO (left) and CH4 (right). 
 
 
Controlled laboratory experiments were carried out to investigate the transient emissions from 
smouldering peat. The results show that the mass loss rate, mass flux and emission factors of CO2, CO 
and CH4 vary as the fire progresses. The transient emissions are found to be related with the 
combustion dynamics. This work indicates that smouldering peat has different emission mechanisms 
among species, identifying these transient emissions could serve to develop effective remote sensing 
and mitigation strategies for peat fire. 
 
 
The research has been funded by the China Scholarship Council (CSC) and the European Research 
Council (ERC) Consolidator Grant HAZE (682587). 
 
 
G .Rein. “Smouldering Combustion,” In “The SFPE Handbook of Fire Protection Engineering”, 2016, 
(Ed Hurley MJ, pp. 581-603. Springer: New York). 
G .Rein. “Smouldering Fires and Natural Fuels,” In “Fire Phenomena and the Earth System: An 
Interdisciplinary Guide to Fire Science”, 2013, (Ed Belcher CM, pp. 15-34. John Wiley & Sons: 
Oxford). 
X. Huang, F.Restuccia, M.Gramola, G. Rein. “Experimental study of the formation and collapse of an 
overhang in the lateral spread of smouldering peat fires”, Combustion and Flame, 2016, 168, 393–
402. 
Y. Hu, N. Fernandez-Anez, T. E. L. Smith, and G. Rein. "Review of emissions from smouldering peat 
fires and their contribution to regional haze episodes", International Journal of Wildland Fire, 2018. 
G. Rein, S.Cohen, A. Simeoni . “Carbon emissions from smouldering peat in shallow and strong 
fronts”, Proceedings of the Combustion Institute, 2009, 32, 2489–2496. 
Advances in Forest Fire Research 2018 - D. X. Viegas (Ed.) 
Chapter 7 – Short contributions 
https://doi.org/10.14195/978-989-26-16-506_184   
 
 Advances in Forest Fire Research 2018 – Page 1379 
 
Short contribution – Decision Support Systems and Tools 
Management of an infrared imaging system for wildfire monitoring 
Christian Mata*; Mario M. Valero1, Elsa Pastor, Eulàlia Planas 
Center for Technological Risk Studies, Universitat Politècnica de Catalunya – BarcelonaTech. 
c/Eduard Maristany, 10-14(EEBE),08019 Barcelona, Spain, {christian.mata@upc.edu*} 
 
Abstract 
In this work, we present our system architecture developed to manage and pre- and post-process TIR 
(thermal infrared) imagery for wildfire applications. It is mainly composed of an acquisition module, a pre-
processing unit and a GUI graphical interface for post-processing analysis. Specific data-acquisition software 
was developed to overcome the limitations of the applications provided by camera manufacturers. This data 
acquisition module was complemented with a pre-processing unit to deal with those videos already recorded 
using manufacturers’ software. This pre-processing unit converts stored IR raw files (which are unreadable) 
into a standard format that allows an overall thermal analysis. Our system can handle video formats used by 
two of the most important IR camera providers, i.e. Optris and FLIR. Finally, a graphical interface application 
provides the user with a user-friendly menu to detect fire edge position at desired time steps (i.e. automated 
perimeter tracking), to calculate rate of spread maps and interact with the data-driven forecasting module. 
This system makes two important contributions. First, it constitutes a common framework that ensures 
coherence in the treatment of IR data, no matter how it was obtained. Additionally, it incorporates the image 
processing algorithms in which we have been working for the past years, making them easy-to-use and 
facilitating the analysis of their results. 
Keywords: infrared imaging system, GUI graphical interface, wildfire monitoring 
 
 
Technological innovations are being increasingly developed in recent years by the wildfire research 
community to provide managers with fire monitoring and simulation tools. During the past five years, 
we have been developing an integrated system for tactical monitoring and data-driven spread 
forecasting, with the aim of making available an affordable and fully automated tool for tactical 
wildfire decision-making. Infrared imagery- based fire edge detection and inverse modelling short-
term fire spread prediction algorithms have already been published elsewhere (Rios et al. 2016, Valero 
et al, 2017, Rios et al., 2018 and Valero et al, 2018). Those are the core elements composing our 
system, envisaged to couple meaningful automated wildfire monitoring with accurate fire spread 
forecasting. 
Concretely, we can summarize the purpose conducted along two different lines. Firstly, the fire 
spread simulator published in (Rios et al. 2014, Rios et al. 2016). Secondly, the observed isochrones 
needed for calibration, which had been provided manually, can now be detected automatically using 
thermal aerial infrared (TIR) imaging and the algorithms presented in (Valero et al. 2017b, Valero et 
al. 2018). In this sense, the fact of using TIR imagery as the only source of optical data reduces the 
system complexity, weight and cost in comparison with hyperspectral imagers. However, an 
acquisition system and pre-processing stage with a high quality management is required in order to 
perform the post-processing analysis. 
In this work, a system architecture developed to acquire, manage and pre- and post-process TIR 
imagery is presented. An acquisition module, a pre-processing unit and a GUI graphical interface for 
post-processing analysis mainly compose this architecture. The importance to record and store IR raw 
files (e.g. .RAVI) are input in the pre-processing unit. Specific software has been developed and 
implemented to convert these original (and unreadable) data into a standard format that allows an 
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overall thermal analysis. Finally, a graphical interface application provides the user with a user-
friendly menu to detect fire edge position at desired time steps (i.e. automated perimeter tracking), to 




Data acquisition hardware consists in an affordable computer programmed to obtain IR data from 
an IR camera.  Specific software was developed to acquire IR data from Optris cameras. Optris 
produces some of the smallest and most affordable IR cameras available at present, but their software 
is totally opaque and it has critical limitations. The main idea is to develop a generic software to be 
adapted tom other common IR imaging systems. An overview of data management in the image 
acquisition and pre-processing module is depicted in Figure 1. The data acquisition module is defined 
as following: acquisition device, camera control platform, supported operating systems and export data 
system (using different data formats). 
 
Figure 1 - Overview of data management in the image acquisition and pre-processing module 
One of the advantages of this acquisition system is the integration of different IR cameras such as 
Optris PI and FLIR into the software. Furthermore, this software could be adapted to other cameras if 
needed in the future. The fact of using TIR imagery as the only source of optical data reduces the 
system complexity, weight and cost in comparison with other commercial systems. Moreover, this 
software was implemented in different versions depending of the supported operating systems such as 
Microsoft and Linux products. After the acquisition, the main problematic step is to export the record 
data into an easy format to be post-processed.  
 
CERTEC software was implemented in order to convert recorded video into a readable format for 
the image analysis module. As can be seen in Figure 1, .RAVI is the format extension used for the 
Optris PI camera and .SEQ is the specific format for the FLIR cameras. All the recorded files using 
the Optris PI camera are stored in IR raw files. In this case, the IR camera uses a specific format such 
as .RAVI extension. These files has the inconvenient that should open them using the software provided 
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for the same company called PI-Connect. Then, it exists limited options to extract the data in other 
formats but should be manually performed and it is not useful for a long records.  
For this reason, specific software has been developed and implemented to convert these original 
(and unreadable) data into a standard format that allows an overall thermal analysis. This application 
was implemented using libirimager library. This library grants you access to all cameras featured in 
the Optris PI series. In order to obtain a human-interpretable representation, the SDK supports several 
conversion functions. This developer library enables your software team to process a camera's data 
stream with C/C++.  
 
Figure 2 - Sample screenshot of the video format converter developed for Optris .RAVI files 
 
One of the advantages of this library is the representation of the IR data with different colouring 
palettes so that the user can get a false colour representation of their data takes. Figure 2 depicts an 
example of the implemented graphical interface that allows loading a thermal record, visualizing it 
and using different options to extract into your workspace all the frames (thermal images), and 
information related with the image such as frame time, geo-reference position, etc. Notice that this 
software was implemented in Windows environment integrated in an EXE file, then it is not necessary 
a previous installation neither an additional library packages.  
 
The importance to acquire thermal data from a robust system for a post-processing analysis was the 
main objective of this work. According to this analysis, the proposed system architecture and pre-
processing management were designed. We also incorporated our previous work on the coupling of 
remote sensing data with fire spread simulation (Valero et al. 2017a). Figure 3 displays sample 
screenshots of the graphical user interface and their knowledge distribution. The methodology proved 
able to automatically detect the location of the fire perimeter and emit a reliable forecast of its 
future evolution. It is based on edge detection algorithms applied to TIR aerial imagery and data 
assimilation techniques, fire rates of spread being computed through an on-line-adjustable 
Rothermel model. 
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Figure 3 - Benchmark design of the proposed architecture system. Three different tasks are described in this 
architecture within the scope of this work  
 
We hereby presented the management of an infrared imaging system for wildfire monitoring. One 
of the important advantages of this management is the contribution to develop a suitable system 
architecture promoting a decision support system for a wildfire emergency. Firstly, an acquisition task 
of the benchmark design of the proposed architecture system was detailed. It is adaptable to IR imagery 
of different formats and sources and it can be coupled with different pre- and post-processing modules. 
This architecture is easily adaptable to other low cost IR monitoring cameras and to our knowledge 
is the most cost-effective solution for wildfire monitoring. According to a specific format of the 
infrared camera used, a pre-processing software is also presented in order to export thermal sources. 
In case that uses want to use another camera, it should be implemented a new pre-processing software 
according to their features.  
Finally, the post-processing task allows an easy analysis of the IR data, facilitating the extraction 
of fire information. 
 
 
This research was partially funded by the Spanish Ministry of Economy and Competitiveness 
(project CTM2014-57448-R and, CTQ2017-85990-R, co-financed with FEDER funds). 
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Short contribution – Decision Support Systems and Tools 
Modeling fuels and treatment effects in 3D with STANDFIRE 
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Abstract 
Fuel treatments offer a means of proactively mitigating risks to firefighters and communities, and to 
restore altered ecosystems. The cost and potential impacts associated with implementing such treatments, 
however, suggest a need for thorough understanding of their effectiveness before they are carried out on the 
ground, particularly at landscape scales. At present, modelling tools used to evaluate fuel treatments are often 
limited in their ability to represent fuels or fuel/fire interactions. This is particularly true for treatments that 
seek to modify forest spatial patterns; most modelling frameworks are not spatially explicit and thus can only 
describe forests in terms of overall average characteristics. Here, we describe STANDFIRE, a prototype 3D 
platform for modeling wildland fuels and fire behavior at stand scales. Leveraging a powerful core modeling 
architecture, STANDFIRE links a forest growth model to physics-based fire behavior models, providing a 
means by which detailed fuels data can be used as input in physics-based fire behavior simulations which can 
explore fuel treatment effectiveness or sensitivity to environmental conditions. We describe the model, some 
applications, and plans for continuing development.  
 
Keywords: Fuel modeling, Fuel treatments, Fire behavior, Physics-based, WFDS, FIRETEC, FuelManager 
 
 
Fuel treatments such as thinning are used to alter fire behavior, mitigate risks to firefighters and 
communities and reduce fire severity. Many forest ecosystems have undergone significant changes in 
composition and structure over the last several decades (Hessburg et al 2005), often resulting in 
conditions that threaten their long term viability (Fulé et al 2014). Recent studies suggest that fuel 
treatments that create spatially heterogeneous fuel patterns can restore ecosystem resilience by creating 
diverse post-fire conditions (Larson and Churchill 2012). However, at present, forest modeling 
systems used to evaluate fuel treatments are not spatial, and employ very simple fire models that cannot 
accommodate fuel heterogeneity at an appropriate level of detail (Rothermel 1972). Given the scale at 
which ecosystem restoration and associated fuel treatments are needed, there is a substantial need for 
modeling that can be used to explore fuel treatment effectiveness in a spatially explicit manner.  In this 
paper, we discuss STANDFIRE, a 3D prototype modeling platform for fuels, fire behavior and effects, 
that may offer new capabilities in this arena. 
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STANDFIRE is a prototype system for spatially explicit, 3D modeling of fuels, fire behavior and 
effects. STANDFIRE’s modular architecture links four main components (Figure 1): 1) forest growth 
and biomass modeling with the Forest Vegetation Simulator (FVS, Crookston and Dixon 2005) 2) a 
core 3D fuel modeling architecture (see below) producing fuels inputs for 3) physics-based fire 
behavior models WFDS (Mell et al 2009) and FIRETEC (Linn et al. 2005) and 4) post-processors that 
calculate fire behavior and effects results from simulation outputs. More detail regarding these 
components can be found in a recent publication (Parsons et al 2018).  
 
Figure 1 - Flow chart of STANDFIRE components 
A particularly important component in STANDFIRE is STANDFUELS, a module of the CAPSIS 
platform (Dufour-Kowalski et al 2012) which provides critical capabilities for detailed but scalable 
fuel modeling. This module is based on the FireLib library –also used in FuelManager (Pimont et al 
2016)- and models vegetation either as Plants, such as large trees or shrubs, or as LayerSets, which 
are irregular (user specified) polygons (Figure 2A) associated with sets of attributes and which can 
contain other spatially explicit entities. For example, a LayerSet could contain multiple shrub species 
(as separate Layers) each of different sizes and properties. These basic, but powerful building blocks 
provide flexibility to model nearly any kind of wildland fuel. FireLib also carries out the non-trivial 
numerical task of converting fuel elements with specific geometries (like a tree crown) to voxels, in a 
file format which serves as inputs in the physics-based models. Additional detail regarding these 
capabilities is provided in Pimont et al (2016).    
 
 
STANDFIRE has many potential applications. The primary application that it was designed for is 
to facilitate more in-depth analysis of fuel treatment effectiveness. Unlike empirical or semi-empirical 
models which significantly abstract fuels, weather and fire, enabling rapid calculations but limiting the 
insights they can provide (Andrews et al., 2003, Cruz et al., 2005), physics-based fire models can 
model fire in situations closer to what occurs in the real world (i.e. complex topography, time and 
space varying ignition, and dynamic weather conditions). One of the key aspects that such models 
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bring to evaluation of fuel treatments is their capacity to model fire in discontinuous and heterogeneous 
fuels, which are often the result (indeed, the intent) of fuel treatments (e.g. thinning). A growing body 
of work has examined fuel heterogeneity in a number of situations including discrete fuel beds (Linn 
et al., 2005), and beetle killed trees (Linn et al., 2013, Hoffman et al., 2015). Recent applications in 
fuel treatments highlight the importance of spatial relationships in fuels (Linn et al., 2005, Parsons 
2006, Pimont et al., 2011, Contreras et al., 2012, Parsons et al., 2017, Ziegler et al., 2017). While much 
more work is needed, the successes of these efforts so far justify continued exploration of fuel 
treatments with systems such as STANDFIRE. 
STANDFIRE’s use of FVS for forest growth and biomass enables simulations for most forest types 
in the U.S.  Fuel treatment effectiveness assessments are carried out through fire simulations with 
physics-based fire models, and through subsequent calculations of fuel and fire behavior metrics. 
Figure 2B shows fire behavior at the same point in time for an untreated forest (Fig. 2B upper left) and 
three different crown space thinning treatments. Surface fire spread rates increased with increasing 




Figure 2 - Various aspects of STANDFIRE: A) example Plant and LayerSet fuel modeling approaches, B) example 
fire behavior comparison of different fuel treatments, C) example LiDAR mapped forest data D) example LiDAR 
mapped forest, as modeled fuels in STANDFIRE’s 3D viewer 
In addition to application in fuel treatment analysis, development is currently underway to expand 
STANDFIRE to facilitate simulation of prescribed fires. Current efforts are focused on expanding 
capabilities to read in real world fuels data such as from airborne LiDAR (Figure 2C, D). At present 
this import is carried out through a spatial shapefile derived from LiDAR point clouds rather directly 
through the point cloud itself. As LiDAR data become more available, and improved approaches for 
automated data processing are developed (Cabo et al., 2018), the capacity to rapidly develop very 
detailed 3D fuels inputs will be increasingly useful. Other ongoing development includes import of 
different raster datasets including topography, as well as spatial and temporal data associated with real 
world fires, such as ignition GPS tracks and wind data. These new features will expand STANDFIRE’s 
capabilities to rapidly develop input datasets for physics-based fire behavior models for simulations of 
prescribed fires, providing new capabilities for training and for examination of numerous factors that 
can affect prescribed fire outcomes, including fuel conditions, ignition patterns, and sensitivity to 
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weather conditions, among others. These developments will also facilitate efforts to evaluate fire 
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Large and intense wildfires burn millions of hectares annually, impacting societies worldwide. 
Environmental, social, and economic impacts can reach catastrophic levels, particularly where human 
populations interact closely with natural and managed landscapes in fire prone areas. While fire 
professionals work to protect ecological and human resources during fire suppression, personnel are 
frequently challenged by the complexity of controlling wildfires in wildland urban interfaces. 
Protecting firefighters, citizens, homes, environmental, and economic resources is made more complex 
by the need to prioritize limited wildfire suppression personnel and equipment to address changing 
wildfire conditions. The ability to estimate the probability of a wildfire reaching an area where these 
resources are most vulnerable is critically important to preventing loss of human life and property, and 
damage to ecological and economic assets. We present an innovative probabilistic fire simulation 
mode of the Wildfire Analyst (WFA) software; an approach to simulate fire inversely while 
considering uncertainties in input data.  
 
 
This mode can assess the time and probability that a fire will reach a vulnerable area, by simulating 
(n) evacuation simulations with varying input data according to a potential range of deviations added 
by the analyst in near real-time. The evacuation method is also available in WFA software and is based 
on a fire inverse travel time mode technique that allows computing x-hour firesheds around valuable 
assets or evacuation points. This propagation mode computes the time that a standard simulation 
starting at any point of the landscape would take to spread to a set of user defined points (for instance, 
a wildland urban interface area, infrastructures, assets, etc), instead of showing the usual time a fire 
would take to spread from a set of user defined ignition points to any point of the landscape. 
 
 
The method is already implemented in WFA software and can be applied by fire analysts 
worldwide. We show in Figure 1 the Vall d’Ebo Fire (Spain, 2015) using Rothermel's model as the 
underlying surface fire spread engine. Simulated fire growth showed a good agreement with the final 
fire perimeter as shown in Figure 1a. To test the exposure probabilistic method in this fire, we run 100 
evacuation simulations considering weather predictions before starting the fire, dealing with weather 
uncertainties by using a range of variation of those more influencer input variables on fire behavior 
and spread. We used a range of variation of 3km/h for wind speed, 30º for wind direction and 1% for 
fine fuel moisture content (1h).
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Figure 1 - Vall d’Ebo (Spain, 2015) fire simulation and real fire perimeter in the first 6 hours. a) Forward in time fire 
simulation from the ignition point; b) Probabilistic evacuation mode considering the edge of the wildland urban 
interface (Analysis line), running 100 fire evacuation simulations with a duration of 6 hours; c) WFA interface for 
the Exposure Probabilistic Analysis 
 
 
The exposure probabilistic mode provides a perfect framework for analyzing suppression actions 
in the WUI or vulnerable assets in near real-time and allows decreasing the uncertainty of the fire 
analyst in the decision-making process. By identifying structures or wildland communities this mode 
will determine the time of arrival for each location identified providing a baseline for evacuation 
planning. Additionally, this tool can be used to optimize fuel treatment location and quantify fire 
behavior and spread near WUIs. Towards the development of effective fire management operational 
systems, the use of fire behavior and spread models and decision support planning modules such as 
FireResponse (Technosylva, Inc) plays an important role. Today’s firefighting needs demand systems 
that are able to conduct on a timely manner fire behavior predictions for several different users of fire 
suppression and civil protection agencies involved. In this sense, both the algorithms and methods that 
we show in this work can be solved in real-time in a few seconds and the mode is already implemented 
in WFA. 
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Detection and initial attack systems are important components of response systems for forest and 
wildland fires, the primary objective of which is to contain potentially destructive fires quickly at a 
small size at a reasonable cost. Modern forest fire detection systems are large complex systems that 
often include fixed towers, fixed-wing aerial detection patrol aircraft and “loaded” patrols by rotary-
wing aircraft carrying fire fighters and their equipment that can be dropped off to combat any fires that 
are detected along their flight path. Most forest fire management agencies also rely heavily on the 
public to report fires at little or no cost in or near heavily populated areas or along heavily used 
transportation corridors. Additionally, satellites sometimes serve as the first detector of fires in remote 
areas. 
Decisions concerning when what detection patrol aircraft should fly what routes should be informed 
by estimates of the probability that the on-board detection observers will detect any undetected fires 
near their planned flight paths. The estimation of that probability is complicated by the fact that 
although we know about a detection observer’s successes - the fires he or she found and reported, it’s 
impossible to identify all the fires the fires that were “missed”. In this paper we describe how we used 
aircraft tracking technology and lightning stroke counter technology to overcome that obstacle. 
 
 
In order to develop an aerial detection probability model we had to identify a set of fires, their 
locations, when they were ignited, when aerial detection patrol aircraft flew nearby and whether or not 
the detection observer detected and reported the fire. We used lightning-caused fire ignition data on 
the assumption that it’s difficult to confirm the ignition time of many human-caused fires. 
We began by compiling a sample of lightning-caused fires that occurred in the province of Ontario, 
Canada during the years 2008-2015. We used lightning strike data collected by Ontario’s lightning 
strike counter system, along with fire report dates, to estimate which day each lightning ignited fire 
occurred and when during the day that lightning occurred. Fire report data was used to determine when 
each of those fires was detected and reported and the detection agent. 
The detection aircraft tracking system data is available in the form of a single “heartbeat” file for 
each aircraft. Each heartbeat datum includes the registration, datetime, latitude and longitude of the 
aircraft that was recorded every two minutes while the aircraft was powered up. Unfortunately, the 
raw heartbeat data for each detection aircraft does not indicate the type of flight that was taking place 
at that time. A subset of the heartbeat data might for example, be associated with a planned detection 
patrol, a training flight, or the ferrying of the detection aircraft from one airport to another.
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We developed heartbeat parsing rules to partition each aircraft’s stream of heartbeat data into 
discrete flights and estimated the purpose of each of those flights. Our parsing rules were based on 
flight durations and patterns (e.g., the number and magnitudes of turning angles) that are characteristic 
of planned detection flights that have been flown in Ontario in the past. 
Our next task was to identify “looks”, namely points in time and space when a detection aircraft on 
a planned patrol flew a straight line segment of a patrol near an undetected fire. We began by creating 
a 25 km radius circle around each fire and identified all the flight segments that passed through that 
circle between the time the fire was estimated to have been ignited and when it was known to have 
been detected. Each such look was characterized with respect to several attributes including the 
shortest distance from the flight segment to the fire, the type of fuel in which the fire was burning, the 
fire danger rating conditions and whether or not each look was successful. A successful look is defined 
as the fire being detected and subsequently reported. 
Logistic regression methods were then used to relate the probability that an aerial detection observer 
will detect an undetected fire to the distance of the fire from the detection aircraft’s flight path, the fire 




Each day the detection planner must decide upon the departure time and the flight path of each of 
his or her detection patrol aircraft. Suppose the fire management area has been partitioned into a large 
number of small grid cells and that he or she has access to a spatially explicit fire occurrence prediction 
system that provides probabilistic predictions of the number of undetected fires burning in each cell. 
One can then specify a proposed detection patrol route, determine when and how close that flight will 
pass by each grid cell and estimate the expected number of fires detected by that patrol. If one can 
estimate the values at risk in each cell one can estimate the expected values at risk “found” by that 
patrol. 
The routing of aerial detection patrols is a very complex variant of the traditional vehicle routing 
problem with multiple vehicles, multiple depots with uncertainty concerning the time required to 
complete each flight due in part to uncertainty concerning the time required to asses any fires detected 
en route. Our plan is to eventually incorporate our new detection probability model in a detection patrol 
routing optimization model. 
 
 
This research was supported by the Ontario Ministry of Natural Resources and Forestry and the 
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The inclusion of curvature-dependent rate of spread has been proposed as a computationally 
efficient way of improving simple fire-spread models. Such a technique has been used to model the 
behaviour of laboratory-scale junction fires (Sharples et al. 2013) and field-scale grass fires (Hilton et 
al. 2016), where it is shown that the inclusion of curvature dependence in a simple model improves 
the predictions of the model. Thomas et al. (2017) used a coupled atmosphere-fire model, WRF-Fire 
(Coen et al. 2013), to model junction fires (Viegas et al. 2012; Raposo et al. 2018). They did not find 
a relationship between local fireline curvature and local rate of spread in the model output, but they 
noted that, if it exists, such a relationship is unlikely to be local and should be searched for in some 
kind of mean sense. We report on more comprehensive numerical experiments in which we search for 
such a relationship using WRF-Fire. We also make a preliminary comparison of some fire-spread 
simulations using WRF-Fire and the pyrogenic potential model (Hilton et al. 2018). 
 
 
Thomas et al. (2017) compared the local curvature at a point on the fireline with the instantaneous 
rate of spread at that point; no relationship was found. However, pyroconvective processes driving 
fire-induced winds are not local, and the computation of fireline curvature is a discrete approximation 
which is susceptible to small-scale variability (noise). This is illustrated in the left-hand panel in Figure 
1. To increase the scale of the analysis, we compute an average fireline curvature by forming centred, 
moving averages of the pointwise fireline curvature, the averaging window having length 2r where r 
is arc length. Figure 1 shows the results for r = 50 m, and is typical of all averaging lengths considered. 
There does not appear to be a relationship between fireline curvature, averaged in this way, and rate 
of spread for the WRF-Fire modelled junction fires.  
 
 
Another way of increasing the scale of the analysis is to consider the curvature and the rate of spread 
of some notion of a mean fireline. To do this, we model fires that are ignited along a circular arc. At 
least for a period of time, these fires continue to burn in an approximately circular arc with radius r 
which decreases as the fire evolves. This provides a systematic way of defining average curvature, -
1/r, and average rate of spread, -dr/dt. Figure 2 shows the results for three configurations. In each panel 
the initial fireline has the same curvature, and in each case the curvature increases (becomes more 
negative) as the fire evolves.
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Figure 1 - Output of coupled atmosphere-fire model (WRF-Fire) for junction fires. Left panel: variability of pointwise 
fireline curvature in model output. Centre panel: average fireline curvature using 50 m radius moving window. Right 
panel: rate of spread versus average fireline curvature. 
The distances between the isochrones indicate that the rate of spread increases with increasing 
length of initial arc, and does not increase as the fire evolves and the curvature increases.  
 
 
Figure 2 - Arc fire evolution simulated using WRF-Fire. Grey lines are isochrones at 4 minute intervals of simulated 




Hilton et al. (2018) described a new model that simulates pyrogenically-induced bulk surface flow; 
the flow is assumed to be irrotational and divergence free, and when restricted to the surface can be 
described using Poisson’s equation. Based on the assumption that surface winds are entrained into the 
plume, firelines represent sinks in the source term of the Poisson equation. The equation can be solved 
very efficiently, and the computed surface winds can be input into a fire-spread model, which then 
calculates fireline spread. The strength of the sinks are assumed to be related to fire intensity. This 
process can be iterated to provide a simple and very computationally efficient coupled model. Figure 
3 shows isochrones at 4 minute intervals for preliminary modelling of arc fires using the pyrogenic 
potential model. It exhibits similar features to Figure 2. In particular, rates of spread increase with 
increased initial arc length, and do not increase with increasing curvature as the fireline evolves. 
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Figure 3 - Arc fire evolution simulated using the pyrogenic potential model. The lines are isochrones at 4 minute 
intervals.  
 
Simulations of junction fires and arc fires using WRF-Fire do not indicate a relationship between 
fireline curvature and rate of spread at any scale. However, simulations of arc fires using WRF-Fire 
and the pyrogenic potential model exhibit similar features. This indicates the possibility that the results 
of a coupled atmosphere-fire model may be approximated, to first order, by a simple potential model. 
Future work may include comparison of these results with experiments, and exploration of the 
relationshipe between fire intensity and the strength of the sinks in the Poisson equation.   
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The main objective of this study is to develop a web visualization tool which allows recognizing post-fire 
vegetation regeneration at pixel level from selected burned areas. Regeneration trajectories are based on the 
variations that spectral indices have (NDVI, NBR and TCW). Making use of the Earth Engine Code Editor 
platform (EECE) has been possible through the use of JavaScript language and other algorithms already 
integrated in Google Earth Engine (GEE), to generate those indices from Landsat time series (1984-present). 
Moreover, we implemented the graphical interface with which the user can visualize and interact with results 
and additional information. 
 




Wildfires are one of the most important environmental problems at present. In the European context, 
Spain is among the countries with the highest fire incidence in number and burned surface (San-
Miguel-Ayanz et al. 2017). The analysis of Large Forest Fires (LFF, according to the statistics in Spain, 
> 500 hectares) has special interest despite its low frequency as they are the ones that cause the greatest 
environmental and social damage. In the 90s in Spain, the year 1994 was the second worst in the 
statistical time series regarding the area affected by fire, with a total of 437,602 burned hectares. From 
these, almost 80% of were burned in 93 LFF.  
Over the last few years several studies have underlined the importance of remote sensing to analyse 
ecological dynamics following fire and study post-fire vegetation regeneration (Lentile et al. 2006, 
Bartels et al. 2016). Satellite images provide broader information of burned areas by obtaining 
biophysical variables of wildfires. Due to the open data availability, new advances and challenges have 
arisen in remote sensing applied to fires (Gitas et al. 2014). Large time series of Landsat have been 
widely used to assess post-fire vegetation regeneration (Röder et al. 2008, Pickell et al. 2016, Chu et 
al. 2017, Martínez et al. 2017). At present the GEE cloud processing platform is available for open 
use. This tool enables us to study regeneration dynamics by using large time series and auxiliary data 
optimizing processing time, and also provides a visualization of results in a web environment (Gorelick 
et al. 2017). 
This research is part of the Spanish scientific project SERGISAT, which main objective is to study 
the vegetation recovery dynamics from a selection of LFF that occurred in 1994 in the Spanish 
Mediterranean biogeographic region. In this context, this research aims to develop a tool which allows 
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This research utilizes the free and open access to imagery available from the Landsat satellite 
programme and auxiliary data in order to explain the regeneration dynamics (fire perimeters, fire 
severity and forest cover). Six burned areas with comparable biophysical characteristics were selected 
as study areas in the SERGISAT project. We present here the case of the Uncastillo fire occurred on 
July 16 1994 where 16,442 hectares were burnt (Figure 1). 
 
Figure 1 - Location of the study area and false colour image after the Uncastillo fire. 
A time series from 1984 to present was generated by using the Landsat collection provided by GEE. 
We used the Collection Surface Reflectance Tier 1 from Landsat TM, ETM+ and OLI. This dataset is 
the atmospherically corrected surface reflectance which contains 4 visible and near-infrared (VNIR) 
bands and 2 short-wave infrared (SWIR) bands processed to orthorectified surface reflectance. These 
data have been atmospherically corrected using LEDAPS, Landsat Ecosystem Disturbance Adaptive 
Processing System (Masek et al. 2006) and include a cloud, shadow, water and snow mask produced 
using CFMASK,  C Function of Mask (Foga et al. 2017), as well as a per-pixel saturation mask. A 
total of five WRS-2 scenes were used selecting images between June and September of each year with 
less than 1% cloud coverage. All the Landsat products used have been generated by Google using a 
"Docker" image provided by the USGS (Gorelick et al. 2017). 
Additionally, an annual forest cover map of the year 2016 generated by the Space Observation 
Center of the Japanese agency (JAXA) is avaliable on GEE, which represent in one band the Forestry 
and Non Forestry coverage (FNF) for the entire terrestrial globe. Moreover, we used information 
generated in the SERGISAT project as the fire perimeters obtained by using Burned Area Algorithm 
Software (BAMS) (Bastarrika et a. 2014), fire severity images measured by GeoCBI (De Santis and 
Chuvieco 2009), and a vegetation cover map created combining the Corine Land Cover 1990 and the 
Second National Forest Inventory of Spain (1986 – 1995) to identify the pre-fire vegetation recovery. 
The programming was done through JavaScript language using the EECE algorithms to calculate 
three spectral index: the Normalized Difference Vegetation Index (NDVI) (Rouse et al, 1984), 
Normalized Burn Ratio (NBR) (Key & Benson 2003), and Tasseled Cap Transformation-Wetness 
(TCW) (Crist 1985, Huang et al. 2002, Baig et al. 2014).  
In order to detect areas where regeneration is continued over time, we used the algorithm 
ee.ImageCollection.formaTrend integrated in GEE. This algorithm makes a search of trends around a 
main condition to define thresholds from the indices values. Values within the thresholds represent 
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areas were regeneration was continuous. Results are filtered to isolate positive values (continuous 
trend) and final values are presented in a range between 0 and the maximum for each index. Finally, a 
graphical interface has been implemented in which the user can visualize and interact with the results, 
establishing the desired graphic style from the CSS code. 
 
 
The web tool developed has been called RPI Engine (Post-Fire Engine Regeneration) and is 
accessible at the following link: https://code.earthengine.google.com/cca8d5a8403c91ff1e06118ccb42c67f  
The main screen of RPI Engine (Figure 2) shows the different options with which the user can 
interact at the beginning of the application. It is organized in three sections: the central one corresponds 
to the map (result display area), the right part consists of a panel in which different burned areas can 
be selected, spectral indices can be calculated, and auxiliary information can be added. Finally, the left 
section shows graphics that represent spectral trajectories. 
The algorithm implemented has allowed to extract continuous regeneration trends that have 
occurred in each fire. Figure 2 shows the results obtained for the Uncastillo fire. The user could 
evaluate the regeneration trends comparing visually the actual vegetation cover with the forest map of 
2016 created by JAXA. In this context, in spite of its ecological interest we have not considered areas 
with a discontinuous trajectory, because this was not considered in the SERGISAT project. That is 
why there are gaps within the burned area perimeter. 
Compared to other viewers, the RPI Engine has fewer functions to interact with, being a viewer 
exclusively designed to extract trajectories of the programmed indices. Other similar examples as 
Climate Engine viewer (http://climateengine.org/, last accessed on 27 June 2018, Huntington et al. 
2017) have more capacity allowing the user to generate statistics of pixel data from numerous layers 
of climate information, or GFW (https://www.globalforestwatch.org/, last accessed on 27 June 2018), 
designed to see changes in forest cover and offers the possibility of reproducing the images. It is our 
intention to continue our line of work to include in the RPI Engine some of the capabilities of these 
viewers. 
 
Figure 2 - RPI Engine user interface. Areas with continuous regeneration trends, using NDVI and Spectral 
trajectories for each Landsat Collection. 
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The GEE platform has provided a framework to evaluate forest fires regeneration from a large 
amount of satellite data available. In this study we have taken advantage of this platform to exploit a 
long time series of Landsat satellite data.  
Advances in this research could help decision-makers in determining which forest areas would have 
difficult regenerating processes after LFF, thus requiring the implementation of specific restoration 
programmes. In addition, web visualization will provide users with information and other spatial 
analysis functions necessary for studies in similar areas. 
 
 
This study was supported by the Project “Severity and Regeneration after large forest fires from 
satellite remote sensing and geographic information systems” (SERGISAT; http://www.sergisat.es/), 
funded by the Ministry of Economy, Industry and Competitiveness of Spain. 
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Abstract 
Crown fires in forest ecosystems can pose a major threat to life and property due to their high intensities 
and rapid rates of spread. However, research into the prediction of crown fire dynamics in the Eucalyptus 
forests of Australia is limited. Previous studies have focused on coarse temporal scales, utilised low resolution 
weather based predictors, and disregard the spatial nature of crown fires. Our study aimed to use observations 
from large wildfires in eucalypt forests to develop an empirical model to predict the likelihood of crown fire 
events using environmental predictors at an hourly scale. Our study was conducted in south-eastern Australia 
using data from fifteen large wildfires that occurred between 2009 and 2015. Fire severity maps were created 
for each fire at a 30 m resolution using Landsat imagery from which we calculated the proportion of 30 m 
pixels experiencing crown fire within a 150 x 150 m window (2.25 ha). Predictor variables were chosen to 
represent the four key environmental drivers of fire behaviour, namely fuel moisture (i.e. live and dead fuel), 
fuel load and structure (i.e. surface, elevated and bark fuels, tree height), fire weather (i.e. vapour-pressure 
deficit, wind speed, relative wind direction) and topography (i.e. slope and ruggedness). Random Forests 
were used to model the effect of environmental drivers on the proportion of crown fire. Fuel moisture content 
variables were the best predictors of probability of crown consumption. Topographic variables and fire 
weather had only an intermediate influence and fuel load and structure had the lowest influence. Crown fire 
runs largely occurred when thresholds in vapour-pressure deficit (<4 kPa) and dead fuel moisture content 
(<7%) were exceeded. Predictions from the model showed a high degree of agreement with the raw fire 
severity maps. The proposed models have the potential to provide guidance on the likelihood of crown fire 
during fire events. 
 
Keywords: crown fires; risk; prediction; modelling; wildfire 
 
 
Extreme fire behaviours are responsible for a disproportionate level of damage (Cruz et al. 2012; 
Peace et al. 2016). However, there is limited research regarding their prediction. In part, this is due to 
the challenges with observing rare complex phenomena and difficulty in measuring behaviours that 
occur under dangerous conditions. Crown fires are a relatively common type of extreme fire behaviour 
in forest ecosystems, which are characterised by high fire intensities, rapid rates of spread and high 
release of radiant heat. Consequently, crown fires reduce the likelihood of successful suppression and 
can threaten lives of suppression crews (Alexander and Cruz 2011). Crown fires may have negative 
impacts on some ecosystems services such as biodiversity and water quality (Nyman et al. 2011; Smith 
et al. 2011). 
The occurrence and nature of crown fires has been extensively studied in conifer systems, with a 
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large number of models having been developed (Cruz and Alexander 2013). Crown fires have been 
found to be a function of crown fuel properties (such as dead fuel moisture content, bulk density and 
the gap from the surface fuels to the canopy), surface fuel properties, topography and weather 
conditions (such as wind speed, temperature). Despite its importance, published research into crown 
fire dynamics in the broadleaved Eucalyptus forests of Australia is limited.  
Remotely sensed maps of fire severity have been used to study environmental drivers of crown fires 
occurrence. Fire severity is a retrospective measure of the environmental impact of a fire (Keeley 
2009). Severity maps can be used to determine the influence of factors including fuels, weather, terrain 
and disturbance history on fire severity, as a surrogate of crown fire behaviour. Previous studies 
examining crown fire occurrence in eucalypt forest have used coarse scale measures of fire weather 
indices, which combine information on fire weather and moisture availability into one value (Price 
and Bradstock 2012; Taylor et al. 2014; Storey et al. 2016). These indices do not disentangle the 
contribution of fire weather and fuel moisture. Furthermore, past studies have considered the 
likelihood of crown fire at a single point (Price and Bradstock 2012; Collins et al. 2014; Storey et al. 
2016) whereas from a management perspective the prediction of large patches of crown fire, or crown 
fire runs is desirable as they have larger impacts and are a greater threat to fire suppression activities.  
In this study, we aimed to examine the relative importance for drivers of crown fires in Eucalypt 
forests. We use satellite derived fire severity mapping from 15 large wildfires in south-eastern 
Australia to develop a model to predict the likelihood and extent of crown fire events using spatially 
derived environmental predictors and a range of weather measurements.  
 
 
A key objective of our study was to model crown fire occurence in eucalypt forests using fine 
temporal scale (i.e. sub daily) fire weather data. Therefore, in our study we only considered fires that 
had reconstructed perimeter isochrones of progression and linescans at a sub-daily resolution1 and 
burnt predominantly within eucalypt forests. Fifteen case study fires between 2009 and 2015 met the 
criteria to be suitable for analysis. These fires all have several progression isochrones each day with 
an average interval of 4 hours. 
Fire severity maps were created for the study fires using Landsat imagery (30 m resolution) and a 
Random Forest (RF) classifier, following the approach outlined in Collins et al. (Collins et al. 2018). 
Fire severity maps were generated using the Google Earth Engine platform (Gorelick et al. 2017). The 
mapping approach used numerous spectral indices derived from pre- and post-fire Landsat imagery as 
predictor variables for a RF classifier. Five fire severity classes were classified in the mapping - 
unburnt, crown unburnt, partial crown scorch, crown scorch and crown consumption. We reclassified 
each pixel as either experiencing crown fire (i.e. crown consumption) or not. In our study we quantified 
crown fire runs by calculating the proportion of pixels experiencing crown fire within a 5 x 5 pixel 
moving window (150 m x 150 m).  
Predictor variables were selected to represent the four key drivers of fire severity included in 
existing crown fire models and fire severity studies – fuel moisture, fuel load, fire weather and 
topography. Eleven predictor variables were used in the analysis, each representing different aspects 
of the four drivers: i) Live and dead fuel moisture content (fuel moisture); ii) Surface, elevated and 
bark fuels and tree height (fuel load); iii) Vapour-pressure deficit, wind speed and relative wind 




1 Linescans are images from high altitude aircraft mounted Infrared linescan systems 
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direction (fire weather); and iv) Slope and topographic ruggedness (topography). We used Random 
Forests1 to model the effect of these environmental drivers on (i) crown fire occurrence and (ii) the 
proportion of pixels experiencing crown fire. 
 
 
Assessment of the importance of predictor variables, based the Gini scores2, indicates that variables 
reflecting air and fuel moisture were most influential in determining crown fire runs, with fire weather 
and topography having intermediate influence and fuel load and structure having the lowest influence 
(Fig. 1). 
  
Figure 1 - Importance of predictor variables for the prediction of crown fire runs. Relative significance of variable is 
dimentionless value changing from 0 to 100 %. 
Dead fuel moisture content and vapour-pressure deficit. had clearly identified thresholds, below 
which crown fires rarely occurred. These threshold values for vapour-pressure deficit and dead fuel 
moisture content were 4 kPa and 6.9 % respectively. A decrease of dead fuel moisture content less of 
one percent (below 6.9%) and an increase of vapour-pressure deficit from 4 kPa to 7 kPa led to growth 
of the proportion of pixels where crown fires occurred by 3 times (Fig. 2). These findings highlight 
the fact, that moisture plays an important role in the ignition and combustion process (Zhou et al. 2005; 
Weise et al. 2016). Even low changes of it can vital increase the crown fire likelihood. 
For the predictor variables; tree height, surface fuel load, wind speed and relative wind direction, 
the number of pixels where crown fires occurred doubled. This occured at threshold values of: >35 m 
tree height, <18 t/ha load, >40 km/h speed, 45-90° and 135-180 wind direction. The rest of predictor 
variables changed within 10 % of pixels without showing any consistent patterns. 
 




1 Random forests or random decision forests are an ensemble learning method for classification, regression and 
other tasks, that operate by constructing a multitude of decision trees at training time and outputting the class that is 
the mode of the classes (classification) or mean prediction (regression) of the individual trees. 
2 The Gini coefficient measures the inequality among values of a frequency distribution. 
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Figure 2 - Influence of dead fuel moisture content and vapour-pressure deficit on the percent of pixels effected by 
crown fire. Proportion is changing from 0 to 100 %, which is corresponding to total amount of pixels. 
Mapped predictions from the Random Forest model show a high degree of agreement with the 
mapped fire severity observations suggesting it could be useful tool for decision support (Fig. 3).  
 
Deddick, Vic 
Observation      Prediction 
Figure 3 - Comparison of observed proportion of pixels with crowning vs predicted. Proportion of pixels with 
crowning is changing from 0 (no crowning) to 1 (all pixels with crowning).  
As the weather variables can be forecast into the future, Random Forest predictions could be used 
to forecast the likelihood of crown fire runs while fires are occurring.  In the study area, potential fire 
runs could be forecast at an hourly temporal resolution for up to 7 days into the future. This could 
provide managers with a rapid means of assessing the likely fire impacts and risks to personnel. Such 
information would be invaluable for fire managers in terms of allocating fire suppression resources 
and issuing public warnings 
 
 
This study was funded by the Bushfire and Natural Hazards Cooperative Research Centre 
‘Determining threshold conditions for extreme fire behaviour’ project.  
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Modes of climate variability have been linked to fire weather around the globe. Variations in sea 
surface temperatures alter atmospheric circulations, resulting in a change to global distributions of 
temperature and rainfall. Australia has a high degree of interannual climate variability, modulated by 
several modes of climate variability. Logically, these modes should also impact the variability of 
Australian fire weather, but the relationships are not entirely clear. The mechanisms behind this 
influence, its spatiotemporal variability and the relative contributions of the different climate drivers 
remain to be understood. Understanding the interactions between climate drivers and Australian fire 
weather are a step towards improved seasonal forecasts of fire weather, potentially resulting in more 
effective fire planning and resource management. 
In this study, we examine the seasonal relationships of three climate drivers that are known to affect 
Australia – El Niño Southern Oscillation (ENSO), Southern Annular Mode (SAM) and Indian Ocean 
Dipole (IOD) with the annual cumulative and seasonal 90th percentile McArthur Forest Fire Danger 
Index (FFDI) at 39 locations across Australia. We also determine the relative contributions of the 
climate drivers using partial correlations and regression analysis, as well as considering the seasonal 
lag effect. 
We find that the relationship between ENSO and extreme fire weather (90th percentile of FFDI) is 
significant and widespread across most of the country throughout winter, spring and summer. The 
strongest values occur in spring and the relationship with cumulative fire weather is stronger than with 
the concurrent seasonal extreme fire weather. Considering the lag relationships with ENSO indices 
there is high predictability for both one- and two- seasons in advance for the summer FFDI for most 
of the country. This is important because this is a critical high fire danger period for southern and 
eastern states. Additionally, predicting spring FFDI is possible for many parts of the country up to one 
season in advance. This is particularly important for early season fires that have been found to occur 
in New South Wales(NSW)/Australian Captial Territory (ACT), although ENSO was not statistically 
significant along the coast. For the autumn period there is some ability to predict fire weather in the 
NSW/ACT region; this may be useful for prescribed burning planning or for late season bushfires. 
Finally, in the winter months there is some predictability of FFDI for northern parts of Australia, which 
is useful as this is the beginning of their peak burning period. Overall, the relationship between 
cumulative FFDI and ENSO was stronger than for those found between seasonal extreme fire weather.  
For SAM, extreme fire weather in the inland areas across Australia is significantly related to SAM 
in autumn, however for all other seasons SAM is strongly related to fire weather across the eastern 
states, with the peak occurring in spring and highest values across coastal NSW. When lag seasons are 
considered for SAM there appears some advanced predictability for the summer fire weather for the 
south east of the country, particularly Victoria, Tasmania and South Australia (AS). A negative SAM 
in the spring results in higher FFDI values in summer. Additionally, for the spring fire weather there 
is some predictability one season in advance for northern NSW and southern Queensland (QLD). 
Overall seasonal SAM is more strongly related to seasonal extreme fire danger than to cumulative fire 
danger. 
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The relationship between IOD and extreme fire weather in winter is patchy across southern 
Australia with the strongest relationships in the west. In spring the relationship is stronger and 
concentrated in the south east of the country including stations from NSW/ACT, Victoria, SA and 
Tasmania. There are both one- and two-season lag relationships with summer extreme fire danger in 
Tasmania. The cumulative fire danger is not as strongly related with IOD as extreme fire danger but 
there are more stations with cumulative FFDI significantly related to IOD in Western Australia (WA) 
during spring than was found for extreme fire weather during the same period.  
When the combined effect is considered to identify the dominant drivers we find in autumn SAM 
dominates central and western stations and ENSO has a weak relationship with stations in the south 
east of NSW/ACT. In winter the IOD is the dominant driver over the south of SA, the south and 
western coast of WA along with northern Australia. ENSO dominates much of north central Northern 
Territory (NT) and QLD along with NSW, whereas SAM dominates some of the stations in southern 
QLD, parts of NSW and Tasmania. In spring, the whole of QLD extending across central Australia is 
dominated by ENSO whereas SAM dominates NSW, and IOD dominate in parts of SA and Tasmania. 
In spring for Victoria there are no dominant drivers when the combined effect are considered 
suggesting that extreme fire weather requires the combined effect of IOD and ENSO to predict the 
variability. However, the relationship between IOD in winter with winter FFDI values is stronger than 
ENSO for WA and SA (with the exception of the inland SA site of Woomera). In summer, for the 
combined drivers, (noting that IOD is not included during this period) ENSO dominates most of the 
country particularly the Eastern coastal regions with the exception of SAM, which is the dominant 
driver in north east of NSW. When considering the lag effect of spring climate drivers on summer 
extreme fire weather ENSO dominates the entire eastern coast extending up to Darwin and also 
dominates in central WA. Whereas, SAM is the dominant climate driver across SA, Victoria and 
Tasmania. Their annual results also indicate that other drivers dominate over the rest of the state, which 
corresponds to the locations of the two Tasmania stations in this study, particularly IOD and ENSO in 
the north of the state (where Launceston AP is located). Overall, SAM and ENSO have little impact 
on the independent relationships with fire weather, however ENSO and IOD are not independent of 
each other in relation to fire weather.  
Our study demonstrates that using a varying combination of climate drivers throughout each season 
there is considerable potential for producing long-range seasonal forecasts of fire weather. This 
advanced warning of fire weather may be useful for fire agencies making decisions around resource 
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Long-term historical time series records of fire activity (number of fires and total area burned) 
extending back to the late 1800s, that are very rare worldwide, were found and used within the 
GRADIENT project that correspond to (i) Switzerland, central Europe (1900-2014), (ii) Greece, south 
Europe (1897-2014), (iii) Algeria, north Africa (1870-2014) and (iv) Tunisia (1902-2015), north 
Africa which together with the spatial-explicit reconstruction of recent fire history from Landsat 
satellite images (1984-2016), gave a unique and excellent opportunity to understand fire, weather and 
land use/land cover (LULC) interactions in a north to south transect. The Tunisia study case was added 
during the implementation period of the project since in the original proposal only the first three study 
cases were proposed. 
Differences in bio-geographical characteristics provided by the four selected study areas, located 
on a large geographical gradient covering two continents gave the opportunity to document the role of 
fire in different biomes, to explore cross-scale issues and assess how fire-weather-LULC interactions 
vary across different scales, especially under a climate change context. GRADIENT project consisted 
of three topics that correspond mainly to three different scales. The specific objectives were: (i) the 
identification of trends, patterns and relationships between forest fires, weather, land cover and socio-
economic variables from long-term observations, (ii) the reconstruction of recent fire history and the 
assessment of burning patterns and fire selectivity on an annual basis from satellite images, and (iii) 
the exploration of post-fire vegetation dynamics and recovery for selected large fire events using time 
series satellite images. 
 
There are similarities and non-similarities among the four study area that compose the gradient from 
north to south. In principle there is a characteristic fire activity in all four study areas defined by the 
general pyro-environment with certain peaks occurred at specific years associated to physical and 
social factors. The role of precipitation is different in the gradient from the wet to dry areas. Moisture 
is more evident as an underlying explanation mechanism in the wet study area while temperature is 
more evident in the dry study areas. It was evident that there is a clear and different role of precipitation 
from promoting to discouraging fire activity across the north to south gradient together with the social 
aspects and the role of human dimension.
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Concerning the extremes, two clear patterns were observed according to the two discrete roles of 
the explanatory variables recognized previously; the first pattern where the role of the explanatory 
variable is to promote fire activity as the example of Switzerland with the effect of precipitation or dry 
period area promoting fires (e.g. drought) and the second pattern where the role of the explanatory 
variable is to discourage fire activity as the example of Greece or Algeria with the effect of 
precipitation or dry period area discouraging fires (e.g. wet conditions). We recognize a gradient from 
north (Switzerland) to south (Algeria) where the role of explanatory variable to fire activity is changing 
from promotion to discourage. 
 
 
Figure 1 - The extreme years for both high and low fire activity at yearly basis for the four study areas. The 
distribution of the extreme years is similar to all countries: 14-18% is the range of the high extremes, 12-17% is the 
range of the low extremes and 67-74% is the range of the non-extremes which is the majority. 
 
The interactions of landscape components and fire were analyzed by comparing the relative 
proportions of what the fires burnt during the period 1984-2015 against what is available to burn across 
the landscape (e.g. CORINE, or other available global land cover data, e.g. ESA global land cover 
data), considering a random model that accounts for spatial autocorrelation. To determine whether the 
wildfires burn significantly different proportions of LULC classes than what is available to burn we 
applied a Monte Carlo randomization test considering spatial autocorrelation on the basis of 
randomizing the fire events using however the exact fire shape to account for the spatial 
autocorrelation. For all study area selective burning is evident that also depends on the available to 
burn landscape. Frequent fires were also observed that burn mainly grassland and shrublands. 
 
Figure 2 - Fire regime characteristics depicting (i) fire scar maps that include patterns of burned and unburned 
patches, (ii) fire frequency, (iii) fire return intervals, and (iv) time since last fire event. 
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Satellite remote sensing data from MODIS and LANDSAT satellites in the period from 1984 to 
2016 were acquired and processed to extract the temporal profiles of the spectral signal for selected 
areas within the fire-affected areas. This dataset and time period analyzed together with the time that 
these fires occurred gave the opportunity to create temporal profiles for almost half years before and 
half years after the fire. The different scale of the data used gave us the chance to understand how 
vegetation phenology and therefore the recovery patterns are influenced by the spatial resolution of 
the satellite data used.  
Within the GRADIENT project vegetation phenology and time series statistics proved very useful 
not only to study vegetation recovery in fire affected areas but also to identify the time period where 
the fire or fires occurred and define also the vegetation phenology before the fire. This is very useful 
first for integrating this concept into a burned land mapping approach and second for identifying what 
type of vegetation is burned. 
 
Figure 3 - Vegetation recovery of a 2007 fire in Greece using the phenology from the time series MODIS data. The 
date of fire occurrence is very well defined in the NBRt-NBRt-1 time series. 
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Short contribution – Socio Economic Issues 
Does it pay to invest in better suppression resources? – policy analysis of alternative scenarios 
with simulation 
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Abstract 
Rekindles (RKD) and false alarms (FA) are unusually high in the Portuguese wildfire management system. 
Together they represent a high burden on suppression resources in particular, and fire management resources 
in general. Indeed, e.g., during 2010, according to data provided by the Portuguese Institute for Nature 
Conservation and Biodiversity (ICNF), in 20,049 occurrences that the suppression system handled in the 
summer, 12.5% were FA and 15.0% were RKD. 
During the fire season, it is usual to have large usage of suppression resources to combat wildfires and on 
peak days, firefighters are in a tight spot due to the pressure to move incessantly from one fire to the next 
one. In such occasions the system may not be able to effectively meet the needs, getting out of control. If 
there are fires waiting to be fought, suppression crews are pressured to prematurely abandon mop-up 
operations (moving towards the initial attack of new fires), without the needed time to use the appropriate 
tools to effectively carry out mop-up. When one of these fires with a bad mop-up rekindles, it is one more to 
join the other new ignitions or primary fires, and they are generally more aggressive than the latter. 
We first developed a discrete-event simulation model of a wildfire suppression system, designed to 
analyze the joint impact of primary fires, RKD and FA on the system performance. Recently (unpublished), 
we explicitly closed the causal loop between primary fires and RKD, and modeled the suppression resources 
in greater detail, by distinguishing standard crews of volunteer firefighters (with and without training) from 
expert crews of professional firefighters. Using a Portuguese district as case study, with a set of scenarios, 
we analyzed the cost-effectiveness of investing in the training of standard and/or expert crews, considering 
different dispatch policies. 
We found that reducing FA and RKD to benchmark values would significantly reduce pressure on 
firefighting teams, enabling more effective suppression operations, and that it pays to invest in better 
suppression resources. 
 
Keywords: Forest Fire Suppression, Rekindles, False Alarms, Cost-Effective Analysis, Discrete Event Simulation 
 
 
Rekindles (RKD) and false alarms (FA) are unusually high in the Portuguese wildfire management 
system. Together, they represent a high burden on suppression resources in particular, and fire 
management resources in general. Indeed, e.g., during 2010, according to data provided by the 
Portuguese Institute for Nature Conservation and Biodiversity (ICNF), in 20,049 occurrences that the 
suppression system handled in the summer, 12.5% were FA and 15.0% were RKD (Pacheco et al. 
2014c). 
During the fire season, it is usual to have large usage of resources (human and material) to combat 
wildfires and, on peak days, firefighters are in a tight spot, due to the pressure to move incessantly 
from one fire to the next one (Beighley and Hyde 2009). In such occasions, the system may not be able 
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to effectively meet the needs, getting out of control. If there are fires waiting to be fought, they keep 
spreading, becoming harder to extinguish, with an increased likelihood of becoming mega-fires, 
reaching people, homes and animals, besides destroying the forest landscape (Lourenço and Rainha 
2006). Consequently, pressured suppression crews prematurely abandon mop-up operations (moving 
towards the initial attack of new fires), without the needed time to use the appropriate tools to 
effectively carry out mop-up. When one of these fires with a bad mop-up rekindles, it is one more to 
join the other new ignitions or primary fires, and they are generally more aggressive than the latter 
(Pacheco et al. 2012; Pacheco et al. 2014a). 
 
 
We first developed a discrete-event simulation model (implemented in ®ARENA) of a wildfire 
suppression system, designed to analyze the joint impact of primary fires, RKD and FA on the system 
performance (Pacheco et al. 2014b). 
 
Figure 1 - Battery of tests performed with the ®ARENA simulation model. 
This model contributes to fill a research gap concerning that impact, and features a novel application 
of simulation to suppression systems, as screening tools to support more holistic analyses. Recently 
(unpublished paper), we explicitly closed the causal loop between primary fires and RKD, and 
modeled the suppression resources in greater detail, by distinguishing standard crews of volunteer 
firefighters (with and without training) from expert crews of professional firefighters. 
We use a Portuguese district as case study, and with a set of scenarios (please see Figure ), we 
analyzed the cost-effectiveness of investing in the training of volunteer firefighters and/or using expert 
crews of professional firefighters, under different dispatch policies. 
Our model aims to support the analysis of the impact of different forest fire suppression policies on 
rekindles and false alarms and these policies are based on the existence of different types of 
suppression crews: volunteers (as-is), volunteers with more training, and professional firefighters. 
 
 
We found that reducing FA and RKD to benchmark values would significantly reduce pressure on 
firefighting teams, enabling more effective suppression operations, and that it pays to invest in better 
suppression resources (Pacheco et al. 2014b). 
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Figure 2 - Example of the kind of results obtained, in this case the evolution of rekindles by changing the percentage 
of professional crews (EXPRT). 
The results of the cost assessment (e.g., Figure ) for the different scenarios (in Figure ) indicate that 
modifying the current (fixed) system design to a more flexible one, mixing volunteer firefighters with 
professional firefighters and/or investing in the training of the volunteers, appears to offer good 
prospects in terms of improving forest fire management, as more fires with a good mop-up will lead 
to fewer rekindles and thus, less pressure over the firefighting crews. 
Finally, the eventual increase in the system costs must be weighed against the benefits resulting 
from the damage avoided with fewer rekindles. 
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